# Contents

<table>
<thead>
<tr>
<th>Section</th>
<th>Pages</th>
</tr>
</thead>
<tbody>
<tr>
<td>Preface</td>
<td>v</td>
</tr>
<tr>
<td>Staff</td>
<td>vi</td>
</tr>
<tr>
<td>How to Use the Dictionary</td>
<td>vii</td>
</tr>
<tr>
<td>Fields and Their Scope</td>
<td>ix</td>
</tr>
<tr>
<td>Pronunciation Key</td>
<td>xi</td>
</tr>
<tr>
<td>A-Z Terms</td>
<td>1-626</td>
</tr>
<tr>
<td>Appendix</td>
<td>627-643</td>
</tr>
<tr>
<td>Equivalents of commonly used units for the U.S. Customary System and the metric system</td>
<td>629</td>
</tr>
<tr>
<td>Conversion factors for the U.S. Customary System, metric system, and International System</td>
<td>630</td>
</tr>
<tr>
<td>Special constants</td>
<td>634</td>
</tr>
<tr>
<td>Electrical and magnetic units</td>
<td>635</td>
</tr>
<tr>
<td>Dimensional formulas of common quantities</td>
<td>635</td>
</tr>
<tr>
<td>Internal energy and generalized work</td>
<td>636</td>
</tr>
<tr>
<td>General rules of integration</td>
<td>637</td>
</tr>
<tr>
<td>Schematic electronic symbols</td>
<td>639</td>
</tr>
</tbody>
</table>
This page intentionally left blank.
The McGraw-Hill Dictionary of Engineering provides a compendium of more than 18,000 terms that are central to the various branches of engineering and related fields of science. The coverage in this Second Edition is focused on building construction, chemical engineering, civil engineering, control systems, design engineering, electricity and electronics, engineering acoustics, industrial engineering, mechanics and mechanical engineering, systems engineering, and thermodynamics. Many new entries have been added since the previous edition with others revised as necessary. Many of the terms used in engineering are often found in specialized dictionaries and glossaries; this Dictionary, however, aims to provide the user with the convenience of a single, comprehensive reference.

All of the definitions are drawn from the McGraw-Hill Dictionary of Scientific and Technical Terms, Sixth Edition (2003). Each definition is classified according to the field with which it is primarily associated; if it is used in more than one area, it is identified by the general label [ENGINEERING]. The pronunciation of each term is provided along with synonyms, acronyms, and abbreviations where appropriate. A guide to the use of the Dictionary appears on pages vii and viii, explaining the alphabetical organization of terms, the format of the book, cross referencing, and how synonyms, variant spellings, abbreviations, and similar information are handled. The Pronunciation Key is given on page xi. The Appendix provides conversion tables for commonly used scientific units as well as listings of useful mathematical, engineering, and scientific data.

It is the editors’ hope that the Second Edition of the McGraw-Hill Dictionary of Engineering will serve the needs of scientists, engineers, students, teachers, librarians, and writers for high-quality information, and that it will contribute to scientific literacy and communication.

Mark D. Licker
Publisher
Staff

Mark D. Licker, Publisher—Science

Elizabeth Geller, Managing Editor
Jonathan Weil, Senior Staff Editor
David Blumel, Staff Editor
Alyssa Rappaport, Staff Editor
Charles Wagner, Digital Content Manager
Renee Taylor, Editorial Assistant

Roger Kasunic, Vice President—Editing, Design, and Production

Joe Faulk, Editing Manager
Frank Kotowski, Jr., Senior Editing Supervisor

Ron Lane, Art Director

Thomas G. Kowalczyk, Production Manager
Pamela A. Pelton, Senior Production Supervisor

Henry F. Beechhold, Pronunciation Editor
Professor Emeritus of English
Former Chairman, Linguistics Program
The College of New Jersey
Trenton, New Jersey
How to Use the Dictionary

ALPHABETIZATION. The terms in the McGraw-Hill Dictionary of Engineering, Second Edition, are alphabetized on a letter-by-letter basis; word spacing, hyphen, comma, solidus, and apostrophe in a term are ignored in the sequencing. For example, an ordering of terms would be:

| abat-vent | ADP |
| A block   | air band |
| Abney level | airblasting |

FORMAT. The basic format for a defining entry provides the term in boldface, the field is small capitals, and the single definition in lightface:

term | [FIELD] Definition.

A field may be followed by multiple definitions, each introduced by a boldface number:

term | [FIELD] 1. Definition. 2. Definition. 3. Definition.

A term may have definitions in two or more fields:


A simple cross-reference entry appears as:

term | See another term.

A cross reference may also appear in combination with definitions:


CROSS REFERENCING. A cross-reference entry directs the user to the defining entry. For example, the user looking up “access flooring” finds:

access flooring | See raised flooring.

The user then turns to the “R” terms for the definition. Cross references are also made from variant spellings, acronyms, abbreviations, and symbols.

ARL | See acceptable reliability level.
arriswise | See arrisways.
at | See technical atmosphere.

ALSO KNOWN AS . . . , etc. A definition may conclude with a mention of a synonym of the term, a variant spelling, an abbreviation for the term, or other
such information, introduced by “Also known as . . .,” “Also spelled . . .,” “Abbreviated . . .,” “Symbolized . . .,” “Derived from . . ..” When a term has more than one definition, the positioning of any of these phrases conveys the extent of applicability. For example:

**term**  
[CIV ENG] 1. Definition. Also known as synonym. 2. Definition. Symbolized T.

In the above arrangement, “Also known as . . .” applies only to the first definition; “Symbolized . . .” applies only to the second definition.

**term**  
[CIV ENG] 1. Definition. 2. Definition. [ENG ACOUS] Definition. Also known as synonym.

In the above arrangement, “Also known as . . .” applies only to the second field.

**term**  
[CIV ENG] Also known as synonym. 1. Definition. 2. Definition. [ENG ACOUS] Definition.

In the above arrangement, “Also known as . . .” applies to both definitions in the first field.

**term**  
Also known as synonym. 1. Definition. 2. Definition.  
[ENG ACOUS] Definition.

In the above arrangement, “Also known as . . .” applies to all definitions in both fields.
building construction—The technology of assembling materials into a structure, especially one designated for occupancy.

chemical engineering—A branch of engineering which involves the design and operation of chemical plants.

civil engineering—The planning, design, construction, and maintenance of fixed structures and ground facilities for industry, for transportation, for use and control of water, for occupancy, and for harbor facilities.

control systems—The study of those systems in which one or more outputs are forced to change in a desired manner as time progresses.

design engineering—The branch of engineering concerned with the design of a product or facility according to generally accepted uniform standards and procedures, such as the specification of a linear dimension, or a manufacturing practice, such as the consistent use of a particular size of screw to fasten covers.

electricity—The science of physical phenomena involving electric charges and their effects when at rest and when in motion.

electronics—The technological area involving the manipulation of voltages and electric currents through the use of various devices for the purpose of performing some useful action with the currents and voltages; this field is generally divided into analog electronics, in which the signals to be manipulated take the form of continuous currents or voltages, and digital electronics, in which signals are represented by a finite set of states.

engineering—The science by which the properties of matter and the sources of power in nature are made useful to humans in structures, machines, and products.

engineering acoustics—The field of acoustics that deals with the production, detection, and control of sound by electrical devices, including the study, design, and construction of such things as microphones, loudspeakers, sound recorders and reproducers, and public address systems.

industrial engineering—A branch of engineering dealing with the design, development, and implementation of integrated systems of humans, machines, and information resources to provide products and services.
**Mechanical engineering**—The branch of engineering concerned with energy conversion, mechanics, and mechanisms and devices for diverse applications, ranging from automotive parts through nanomachines.

**Mechanics**—The branch of physics which seeks to formulate general rules for predicting the behavior of a physical system under the influence of any type of interaction with its environment.

**Systems engineering**—The branch of engineering dealing with the design of a complex interconnection of many elements (a system) to maximize an agreed-upon measure of system performance.

**Thermodynamics**—The branch of physics which seeks to derive, from a few basic postulates, relations between properties of substances, especially those which are affected by changes in temperature, and a description of the conversion of energy from one form to another.
### Pronunciation Key

#### Vowels

<table>
<thead>
<tr>
<th>Symbol</th>
<th>Pronunciation</th>
<th>Words</th>
</tr>
</thead>
<tbody>
<tr>
<td>a</td>
<td>as in bat, that</td>
<td></td>
</tr>
<tr>
<td>å</td>
<td>as in bait, crate</td>
<td></td>
</tr>
<tr>
<td>ä</td>
<td>as in bother, father</td>
<td></td>
</tr>
<tr>
<td>e</td>
<td>as in bet, net</td>
<td></td>
</tr>
<tr>
<td>ê</td>
<td>as in beet, treat</td>
<td></td>
</tr>
<tr>
<td>i</td>
<td>as in bit, kit</td>
<td></td>
</tr>
<tr>
<td>ï</td>
<td>as in bite, light</td>
<td></td>
</tr>
<tr>
<td>ô</td>
<td>as in boat, note</td>
<td></td>
</tr>
<tr>
<td>ó</td>
<td>as in bought, taft</td>
<td></td>
</tr>
<tr>
<td>ú</td>
<td>as in book, pull</td>
<td></td>
</tr>
<tr>
<td>ü</td>
<td>as in boot, pool</td>
<td></td>
</tr>
<tr>
<td>ə</td>
<td>as in but, sofa</td>
<td></td>
</tr>
<tr>
<td>aʊ</td>
<td>as in crowd, power</td>
<td></td>
</tr>
<tr>
<td>ö</td>
<td>as in boil, spoil</td>
<td></td>
</tr>
<tr>
<td>yə</td>
<td>as in formula, spectacular</td>
<td></td>
</tr>
<tr>
<td>yʊ</td>
<td>as in fuel, mule</td>
<td></td>
</tr>
</tbody>
</table>

#### Consonants

<table>
<thead>
<tr>
<th>Symbol</th>
<th>Pronunciation</th>
<th>Words</th>
</tr>
</thead>
<tbody>
<tr>
<td>b</td>
<td>as in bib, dribble</td>
<td></td>
</tr>
<tr>
<td>ch</td>
<td>as in charge, stretch</td>
<td></td>
</tr>
<tr>
<td>d</td>
<td>as in dog, bad</td>
<td></td>
</tr>
<tr>
<td>f</td>
<td>as in fix, safe</td>
<td></td>
</tr>
<tr>
<td>g</td>
<td>as in good, signal</td>
<td></td>
</tr>
<tr>
<td>h</td>
<td>as in hand, behind</td>
<td></td>
</tr>
<tr>
<td>j</td>
<td>as in joint, digit</td>
<td></td>
</tr>
<tr>
<td>k</td>
<td>as in cast, brick</td>
<td></td>
</tr>
<tr>
<td>l</td>
<td>as in Bach (used rarely)</td>
<td></td>
</tr>
<tr>
<td>m</td>
<td>as in mild, summer</td>
<td></td>
</tr>
<tr>
<td>n</td>
<td>as in new, dent</td>
<td></td>
</tr>
<tr>
<td>ŋ</td>
<td>indicates nasalization of preceding vowel</td>
<td></td>
</tr>
<tr>
<td>n̄</td>
<td>as in ring, single</td>
<td></td>
</tr>
<tr>
<td>p</td>
<td>as in pier, slip</td>
<td></td>
</tr>
<tr>
<td>r</td>
<td>as in red, scar</td>
<td></td>
</tr>
<tr>
<td>s</td>
<td>as in sign, post</td>
<td></td>
</tr>
<tr>
<td>sh</td>
<td>as in sugar, shoe</td>
<td></td>
</tr>
<tr>
<td>t</td>
<td>as in timid, cat</td>
<td></td>
</tr>
<tr>
<td>th</td>
<td>as in thin, breath</td>
<td></td>
</tr>
<tr>
<td>as in then, breathe</td>
<td></td>
<td></td>
</tr>
<tr>
<td>v</td>
<td>as in veil, weave</td>
<td></td>
</tr>
<tr>
<td>z</td>
<td>as in zoo, cruise</td>
<td></td>
</tr>
<tr>
<td>zh</td>
<td>as in beige, treasure</td>
<td></td>
</tr>
</tbody>
</table>

#### Semivowels/Semiconsonants

<table>
<thead>
<tr>
<th>Symbol</th>
<th>Pronunciation</th>
<th>Words</th>
</tr>
</thead>
<tbody>
<tr>
<td>w</td>
<td>as in wind, twin</td>
<td></td>
</tr>
<tr>
<td>y</td>
<td>as in yet, onion</td>
<td></td>
</tr>
</tbody>
</table>

#### Stress (Accent)

- ‘ precedes syllable with primary stress
- , precedes syllable with secondary stress
- ˚ precedes syllable with variable or indeterminate primary/secondary stress

#### Syllabication

- Indicates syllable boundary when following syllable is unstressed

---

Copyright 2003 by The McGraw-Hill Companies, Inc. Click Here for Terms of Use.
a See ampere.
A See ampere; angstrom.
Â See angstrom.

a axis [MECH ENG] The angle that specifies the rotation of a machine tool about the x axis. { 'a 'ak,sis }
abandon [ENG] To stop drilling and remove the drill rig from the site of a borehole before the intended depth or target is reached. { ə'ban,dan }
abate [ENG] 1. To remove material, for example, in carving stone. 2. In metalwork, to excise or beat down the surface in order to create a pattern or figure in low relief. { ə'bat } 
abatement [ENG] 1. The waste produced in cutting a timber, stone, or metal piece to a desired size and shape. 2. A decrease in the amount of a substance or other quantity, such as atmospheric pollution. { ə'bat-mant }
abat-jour [BUILD] A device that is used to deflect daylight downward as it streams through a window. { ə'bā'zhūr }
abattoir [IND ENG] A building in which cattle or other animals are slaughtered. { 'ab-'otwər }
abat-vent [BUILD] A series of sloping boards or metal strips, or some similar contrivance, to break the force of wind without being an obstruction to the passage of air or sound, as in a louver or chimney cowl. { ə'bā,vān }
ablatograph [ENG] An instrument that records ablation by measuring the distance a snow or ice surface falls during the observation period. { ə'blat-ə,graf }
A block [CIV ENG] A hollow concrete masonry block with one end closed and the other open and with a web between, so that when the block is laid in a wall two cells are produced. { 'ə'blāk }
Abney level See clinometer. { 'ab-nē 'lev-əl }
abnormal reading See abnormal time. { ab'nōr'mal 'rēd-əŋ }
abnormal time [IND ENG] During a time study, an elapsed time for any element which is excessively longer or shorter than the median of the elapsed times. Also known as abnormal reading. { 'ab,nōr'mal 'tīm }
abort branch [CONT SYS] A branching instruction in the program controlling a robot that causes a test to be performed on whether the tool-center point is properly positioned, and to reposition it if it drifts out of the acceptable range. { ə'bôrt ,branch }

Abrams’ law [CIV ENG] In concrete materials, for a mixture of workable consistency the strength of concrete is determined by the ratio of water to cement. { ə'brəmz 'lō } 
abrasion [ENG] 1. The removal of surface material from any solid through the frictional action of another solid, a liquid, or a gas or combination thereof. 2. A surface discontinuity brought about by roughening or scratching. { ə'brə-zhən }
abrasion test [MECH ENG] The measurement of abrasion resistance, usually by the weighing of a material sample before and after subjecting it to a known abrasive stress throughout a known time period, or by reflectance or surface finish comparisons, or by dimensional comparisons. { ə'brə-zhən test }
abrasive belt [MECH ENG] A cloth, leather, or paper band impregnated with grit and rotated as an endless loop to abrade materials through continuous friction. { ə'brəsiv belt }
abrasive blasting [MECH ENG] The cleaning or finishing of surfaces by the use of an abrasive entrained in a blast of air. { ə'brəsiv blast-əŋ }
abrasive cloth [MECH ENG] Tough cloth to whose surface an abrasive such as sand or emery has been bonded for use in grinding or polishing. { ə'brəsiv 'klōth }
abrasive cone [MECH ENG] An abrasive sintered or shaped into a solid cone to be rotated by an arbor for abrasive machining. { ə'brəsiv 'kōn }
abrasive disk [MECH ENG] An abrasive sintered or shaped into a disk to be rotated by an arbor for abrasive machining. { ə'brəsiv 'disk }
abrasive jet cleaning [ENG] The removal of dirt from a solid by a gas or liquid jet carrying abrasives to ablate the surface. { ə'brəsiv 'jet 'klēn-əŋ }
abrasive machining [MECH ENG] Grinding, drilling, shaping, or polishing by abrasion. { ə'brəsiv mə'shēn-əŋ }
abreast milling [MECH ENG] A milling method in which parts are placed in a row parallel to the axis of the cutting tool and are milled simultaneously. { ə'brést 'mīl-əŋ }
abreuvoir [CIV ENG] A space between stones in masonry to be filled with mortar. { ab-rū'vwar }
ABS See antilock braking system.

absolute altimeter [ENG] An instrument which employs radio, sonic, or capacitive technology to produce on its indicator the measurement of distance from the aircraft to the terrain below. Also known as terrain-clearance indicator. ('ab-sə-lūt 'al-tɪm-ər-dər)

absolute altitude [ENG] Altitude above the actual surface, either land or water, of a planet or natural satellite. ('ab-sə-lūt 'al-tə-tūd)

absolute blocking [CIV ENG] A control arrangement for rail traffic in which a track is divided into sections or blocks upon which a train may not enter until the preceding train has left. ('ab-sə-lūt 'blāk-ing)

absolute block system [CIV ENG] A block system in which only a single railroad train is permitted within a block section during a given period of time. ('ab-sə-lūt 'blāk-sis-təm)

absolute efficiency [ENG ACOUS] The ratio of the power output of an electroacoustic transducer, under specified conditions, to the power output of an ideal electroacoustic transducer. ('ab-sə-lūt 'e-fish-ən-sə)

absolute expansion [THERMO] The true expansion of a liquid with temperature, as calculated when the expansion of the container in which the volume of the liquid is measured is taken into account, in contrast with apparent expansion. ('ab-sə-lūt 'ɪk-spən-ʃən)

absolute instrument [ENG] An instrument which measures a quantity (such as pressure or temperature) in absolute units by means of simple physical measurements on the instrument. ('ab-sə-lūt 'ɪn-strə-mənt)

absolute magnetometer [ENG] An instrument used to measure the intensity of a magnetic field without reference to other magnetic instruments. ('ab-sə-lūt 'mæg-nətəm-ər-dər)

absolute manometer [ENG] 1. A gas manometer whose calibration, which is the same for all ideal gases, can be calculated from the measurable physical constants of the instrument. 2. A manometer that measures absolute pressure. ('ab-sə-lūt 'mə-nəm-ər-dər)

absolute pressure gage [ENG] A device that measures the pressure exerted by a fluid relative to a perfect vacuum, used to measure pressures very close to a perfect vacuum. ('ab-sə-lūt 'prɛʃ-ər, ɡæj)

absolute pressure transducer [ENG] A device that responds to absolute pressure as the input and provides a measurable output of a nature different than but proportional to absolute pressure. ('ab-sə-lūt 'prɛʃ-ər-trənz-dər-sər)

absolute scale See absolute temperature scale. ('ab-sə-lūt 'skehl)

absolute specific gravity [MECH] The ratio of the weight of a given volume of a substance in a vacuum at a given temperature to the weight of an equal volume of water in a vacuum at a given temperature. ('ab-sə-lūt spəsɪf-ɪk 'ɡrɑv-

absolute stop [CIV ENG] A railway signal which indicates that the train must make a full stop and not proceed until there is a change in the signal. Also known as stop and stay. ('ab-sə-lūt 'stɒp-ənd-stei)

absolute temperature [THERMO] 1. The temperature measurable in theory on the thermodynamic temperature scale. 2. The temperature in Celsius degrees relative to the absolute zero at −273.16°C (the Kelvin scale) or in Fahrenheit degrees relative to the absolute zero at −459.69°F (the Rankine scale). ('ab-sə-lūt 'tem-pə-rə-chər)

absolute temperature scale [THERMO] A scale with which temperatures are measured relative to absolute zero. Also known as absolute scale. ('ab-sə-lūt 'tem-pə-rə-chər, skəl)

absolute volume [ENG] The total volume of the particles in a granular material, including both permeable and impermeable voids but excluding spaces between particles. ('ab-sə-lūt 'vəl-yəm)

absolute zero [THERMO] The temperature of −273.16°C, or −459.69°F, or 0 K, thought to be the temperature at which molecular motion vanishes and a body would have no heat energy. ('ab-sə-lūt 'zɪr-ə)

absorber [CHEM ENG] Equipment in which a gas is absorbed by contact with a liquid. ('ɛk-ləktər) A material or device that takes up and dissipates radiated energy; may be used to shield an object from the energy, prevent reflection of the energy, determine the nature of the radiation, or selectively transmit one or more components of the radiation. [ENG] The surface on a solar collector that absorbs the solar radiation. [MECH ENG] 1. A device which holds liquid for the absorption of refrigerant vapor or other vapors. 2. That part of the low-pressure side of an absorption system used for absorbing refrigerant vapor. (ab-sər-bər)

absorber capacity [CHEM ENG] During natural gas processing, the maximum volume of the gas that can be processed through an absorber without alteration of specified operating conditions. (ab-sər-bər kəˌpə-səd-ət)

absorber plate [ENG] A part of a flat-plate solar collector that provides a surface for absorbing incident solar radiation. (ab-sər-bər plət)

absorbing boom [CIV ENG] A device that floats on the water and is used to stop the spread of an oil spill and aid in its removal. (ab-sər-bıŋ bʊm)

absorbing well [CIV ENG] A shaft that permits water to drain through an impermeable stratum to a permeable stratum. (ab-sər-bıŋ wɛl)

absorption bed [CIV ENG] A sizable pit containing coarse aggregate about a distribution pipe system, absorbs the effluent of a septictank. (ab-sər-bər-ʃən bɛd)

absorption column See absorption tower. (ab-sər-pʃən kəl-ən)

2
acceleration of free fall

absorption cycle [MECH ENG] In refrigeration, the process whereby a circulating refrigerant, for example, ammonia, is evaporated by heat from an aqueous solution at elevated pressure and subsequently reabsorbed at low pressure, displacing the need for a compressor.

absorption dynamometer [ENG] A device for measuring mechanical forces or power in which the mechanical energy input is absorbed by friction or electrical resistance.

absorption-emission pyrometer [ENG] A thermometer for determining gas temperature from measurement of the radiation emitted by a calibrated reference source before and after this radiation has passed through and been partially absorbed by the gas.

absorption loss [CIV ENG] The quantity of water that is lost during the initial filling of a reservoir because of absorption by soil and rocks.

absorption meter [ENG] An instrument designed to measure the amount of light transmitted through a transparent substance, using a photocell or other light detector.

absorption number [ENG] A dimensionless group used in the field of gas absorption in a wetted-wall column; represents the liquid side mass-transfer coefficient.

absorption plant [CHEM ENG] A facility to recover the condensable portion of natural or refined gas.

absorption process [CHEM ENG] A method in which light oil is introduced into an absorption tower so that it absorbs the gasoline in the rising wet gas; the light oil is then distilled to separate the gasoline.

absorption refrigerator [MECH ENG] Refrigeration in which cooling is effected by the expansion of liquid ammonia into gas and absorption of the gas by water; the ammonia is reused after the water evaporates.

absorption system [MECH ENG] A refrigeration system in which the refrigerant gas in the evaporator is taken up by an absorber and is then, with the application of heat, released in a generator.

absorption tower [ENG] A vertical tube in which a rising gas is partially absorbed by a liquid in the form of falling droplets. Also known as absorption column.

absorption trench [CIV ENG] A trench containing a coarse aggregate about a distribution tile pipe through which septic-tank effluent may move beneath earth.

absorptivity [THERMO] The ratio of the radiation absorbed by a surface to the total radiation incident on the surface.

abt track [CIV ENG] One of the cogged rails used for railroad tracking in mountains and so arranged that the cogs are not opposite one another on any pair of rails.

abutment [CIV ENG] A surface or mass provided to withstand thrust; for example, end supports of an arch or a bridge.

abutting joint [DES ENG] A joint which connects two pieces of wood in such a way that the direction of the grain in one piece is angled (usually at 90°) with respect to the grain in the other.

abutting tenons [DES ENG] Two tenons inserted into a common mortise from opposite sides so that they contact.

ac See alternating current.

accelerated aging [ENG] Hastening the deterioration of a product by a laboratory procedure in order to determine long-range storage and use characteristics.

accelerated life test [ENG] Operation of a device, circuit, or system above maximum ratings to produce premature failure, used to estimate normal operating life.

accelerated weathering [ENG] A laboratory test used to determine, in a short period of time, the resistance of a paint film or other exposed surface to weathering.

accelerating incentive See differential piece-rate system.

accelerating potential [ELECTR] The energy potential in electron-beam equipment that imparts additional speed and energy to the electrons.

acceleration [MECH] The rate of change of velocity with respect to time.

acceleration analysis [MECH ENG] A mathematical technique, often done graphically, by which accelerations of parts of a mechanism are determined.

acceleration-error constant [CONT SYS] The ratio of the acceleration of a controlled variable of a servomechanism to the actuating error when the actuating error is constant.

acceleration measurement [MECH] The technique of determining the magnitude and direction of acceleration, including translational and angular acceleration.

acceleration of free fall See acceleration of gravity.
acceleration of gravity [MECH] The acceleration imparted to bodies by the attractive force of the earth; has an international standard value of 980.665 cm/s² but varies with latitude and elevation. Also known as acceleration of free fall, apparent gravity. [ak,sel-_alloc-shan əv ‘grav-ə-dē] 

acceleration signature [IND ENG] A printed record that shows the pattern of acceleration and deceleration of an anatomical reference point in the performance of a task. [ak,sel-_alloc-shan ‘sig-na-char] 

acceleration tolerance [ENG] The degree to which personnel or equipment withstands acceleration. [ak,sel-_alloc-shan ‘tāl-ər-əns] 

acceleration voltage [ELECTR] The voltage between a cathode and accelerating electrode of an electron tube. [ak,sel-_alloc-shan ‘vōl-tā] 

accelerator [MECH ENG] A device for varying the speed of an automotive vehicle by varying the supply of fuel. [ak,sel-_alloc-ər] 

accelerator jet [MECH ENG] The jet through which the fuel is injected into the incoming air in the carburetor of an automotive vehicle with rapid demand for increased power output. [ak ‘sel-ər-əd-ər, jet] 

accelerator linkage [MECH ENG] The linkage connecting the accelerator pedal of an automotive vehicle to the carburetor throttle valve or fuel injection control. [ak,sel-_alloc-ər-əd-ər ‘lāj-kij] 

accelerator pedal [MECH ENG] A pedal that operates the carburetor throttle valve or fuel injection control of an automotive vehicle. [ak,sel-_alloc-ər-əd-ər ‘pēd-əl] 

accelerator pump [MECH ENG] A small cylinder and piston controlled by the throttle of an automotive vehicle so as to provide an enriched air-fuel mixture during acceleration. [ak,sel-_alloc-ər-əd-ər ‘pamp] 

accelerogram [ENG] A record made by an accelerometer. [ak,sel-_alloc-ər-əm-ˌgrəm] 

accelerograph [ENG] An accelerometer having provisions for recording the acceleration of a point on the earth during an earthquake or for recording any other type of acceleration. [ak,sel-_alloc-ər-əm-ˌgraf] 

accelerometer [ENG] An instrument which measures acceleration or gravitational force capable of imparting acceleration. [ak,sel-_alloc-ər-əm-ˌdē] 

accelerometry [IND ENG] The quantitative determination of acceleration and deceleration in the entire human body or a part of the body in the performance of a task. [ak,sel-_alloc-ər-əm-ˌdē] 

accent lighting [CIV ENG] Directional lighting which highlights an object or attracts attention to a particular area. (‘ak-sent, ‘lād-ig] 

acceptability [ENG] State or condition of meeting minimum standards for use, as applied to methods, equipment, or consumable products. [ak,sep-ta’se-bil-ə-dē] 

acceptable quality level [IND ENG] The maximum percentage of defects that has been determined tolerable as a process average for a sampling plan during inspection or test of a product with respect to economic and functional requirements of the item. Abbreviated AQL. [ak ‘sep-tə-bal ‘kwāl-ə-dē, lev-əl] 

acceptable reliability level [IND ENG] The required level of reliability for a part, system, device, and so forth, may be expressed in a variety of terms, for example, number of failures allowable in 1000 hours of operating life. Abbreviated ARL. [ak ‘sep-tə-bal ‘rāl-əbil-ə-dē, lev-əl] 

acceptance criteria [IND ENG] Standards of judging the acceptability of manufactured items. [ak ‘sep-təns kri-tēr-ə] 

acceptance number [IND ENG] The maximum allowable number of defective pieces in a sample of specified size. [ak,sep-təns, nām-bər] 

acceptance sampling [IND ENG] Taking a sample from a batch of material to inspect for determining whether the entire lot will be accepted or rejected. [ak,sep-təns, sām-pliŋ] 

acceptance test [IND ENG] A test used to determine conformance of a product to design specifications, as a basis for its acceptance. [ak,sep-təns, tɛst] 

acceptor [CHEM ENG] A calcined carbonate used to absorb the carbon dioxide evolved during a coal gasification process. [ak ‘sep-tə-tər] 

access [CIV ENG] Freedom, ability, or the legal right to pass without obstruction from a given point on earth to some other objective, such as the sea or a public highway. (‘ak,ses] 

access door [BUILD] A provision for access to concealed plumbing or other equipment without disturbing the wall or fixtures. [‘ak,ses, doʊr] 

access eye [CIV ENG] A threaded plug fitted into bends and junctions of drain, waste, or soil pipes to provide access when a blockage occurs. See cleanout. (‘ak,ses, əl] 

access flooring See raised flooring. (‘ak,ses, ˈflɔːr-ɪŋ] 

access hole See manhole. (‘ak,ses, ‘hōl] 

accessory [MECH ENG] A part, subassembly, or assembly that contributes to the effectiveness of a piece of equipment without changing its basic function, may be used for testing, adjusting, calibrating, recording, or other purposes. [ak,ses, ə-ˈrē] 

access road [CIV ENG] A route, usually paved, that enables vehicles to reach a designated facility expeditiously. (‘ak,ses, ˈrōd] 

access tunnel [CIV ENG] A tunnel provided for an access road. (‘ak,ses, ˈtæn-əl] 

accident-cause code [IND ENG] Sponsored by the American Standards Association, the code that classifies accidents under eight defective working conditions and nine improper working practices. (‘ak-ə-sent, ‘kōz, ‘kōd] 

accident frequency rate [IND ENG] The number of all disabling injuries per million worker-hours of exposure. (‘ak-ə-sent ‘fri-kwan-ə-sē, rāt] 

accident severity rate [IND ENG] The number of
worker-days lost as a result of disabling injuries per thousand worker-hours of exposure. \( '\text{ak}^\text{t} \text{a} \text{s} \text{d}^\text{a} \text{sn} \text{a} \text{sn}^\text{a} \) strain.

**accommodation** \[\text{CONT SYS}\] Any alteration in a robot's motion in response to the robot's environment, it may be active or passive. \( '\text{ak}^\text{st}^\text{m} \text{fin} \text{a}^\text{s}^\text{i} \text{s}^\text{a} \text{n}^\text{a} \) adaptation.

**acclimation** \[\text{ENG}\] The process of learning in a system. It is frequently the cause of metal corrosion.

**acclimated** \[\text{ENG}\] A conforming corrosive acid, known as sour gas when produced in retort furnaces.

**accompany** \[\text{BUILD}\] A movable, fabric-accordion door that unfolds like an accordion when it is opened and closed.

**accretion** \[\text{CV ENG}\] Artificial buildup of land due to the construction of a grain, breakwater, dam, or beach fill. \( '\text{ak}^\text{r}^\text{m}^\text{sh}^\text{n} \) accretion.

**accumulated discrepancy** \[\text{ENG}\] The sum of the separate discrepancies which occur in the various steps of making a survey. \( '\text{ak}^\text{r}^\text{d}^\text{y}^\text{i}^\text{m}^\text{s}^\text{h}^\text{n}^\text{s}^\text{n} \) accumulated discrepancy.

**accumulative timing** \[\text{IND ENG}\] A time-study method that allows direct reading of the time for each element of an operation by the use of two stopwatches which operate alternately. \( '\text{ak}^\text{r}^\text{d}^\text{y}^\text{i}^\text{m}^\text{s}^\text{h}^\text{n}^\text{s}^\text{n} \) accumulative timing.

**acme screw thread** \[\text{ENG}\] Acme thread is a type of screw thread having a profile angle of 29° and a flat crest, used on power screws in such devices as automobile jacks, presses, and lead screws on lathes. Also known as acme thread. \( '\text{ak}^\text{m} \text{f}^\text{s}^\text{k}^\text{r}^\text{i}^\text{f}^\text{h}^\text{t}^\text{n} \) acme screw thread.

**acdfm** See actual cubic feet per minute.

**acid blowcase** See blowcase. \( '\text{ak}^\text{d}^\text{f} \text{b}^\text{l}^\text{o}^\text{k}^\text{s}^\text{i} \) acid blowcase.

**acid cleaning** \[\text{ENG}\] The use of circulating acid to remove dirt, scale, or other foreign matter from the interior of a pipe. \( '\text{ak}^\text{d}^\text{f} \text{g}^\text{l}^\text{n}^\text{f} \) acid cleaning.

**acid conductor** \[\text{CHEM ENG}\] A vessel designed for reprocessing of hydrolyzed acid by heating and evaporation of water, or sometimes by distillation of water under partial vacuum. \( '\text{ak}^\text{d}^\text{f} \text{k}^\text{d}^\text{a}^\text{k}^\text{t}^\text{a}^\text{r} \) acid conductor.

**acid egg** See blowcase. \( '\text{ak}^\text{d}^\text{f} \text{g}^\text{g} \) acid egg.

**acid gases** \[\text{CHEM ENG}\] The hydrogen sulfide and carbon dioxide found in natural and refinery gases which, when combined with moisture, form corrosive acids, known as sour gases when hydrogen sulfide and mercaptans are present. \( '\text{ak}^\text{d}^\text{f} \text{g}^\text{a}^\text{s}^\text{a} \) acid gases.

**acidifying** \[\text{ENG}\] A light etching of a building surface of cast stone. \( '\text{ak}^\text{d}^\text{f}^\text{i}^\text{n} \) acidifying.

**acid lining** \[\text{ENG}\] In steel production, a silica-brick lining used in furnaces. \( '\text{ak}^\text{d}^\text{f} \text{l}^\text{i}^\text{n} \) acid lining.

**acid number** \[\text{ENG}\] A number derived from a standard test indicating the acid or base composition of lubricating oils; it in no way indicates the corrosive attack of the used oil in service. Also known as corrosion number. \( '\text{ak}^\text{d}^\text{f} \text{n}^\text{m}^\text{n}^\text{b}^\text{a}^\text{r} \) acid number.

**acid polishing** \[\text{ENG}\] The use of acids to polish a glass surface. \( '\text{ak}^\text{d}^\text{f} \text{p}^\text{l}^\text{i}^\text{n} \) acid polishing.

**acid process** \[\text{CHEM ENG}\] In paper manufacture, a pulp digestion process that uses an acidic reagent, for example, a bisulfite solution containing free sulfur dioxide. \( '\text{ak}^\text{d}^\text{f} \text{p}^\text{r}^\text{d}^\text{s}^\text{s}^\text{s}^\text{s}^\text{s}^\text{s}^\text{s}^\text{s}^\text{s} \) acid process.

**acid recovery plant** \[\text{CHEM ENG}\] In some refineries, a facility for separating sludge acid into acid oil, tar, and weak sulfuric acid, with provisions for later concentration. \( '\text{ak}^\text{d}^\text{f} \text{r}^\text{e}^\text{c}^\text{i}^\text{r}^\text{i}^\text{v}^\text{i}^\text{r}^\text{i}^\text{r}^\text{i}^\text{r}^\text{r} \) acid recovery plant.

**acid sludge** \[\text{CHEM ENG}\] The residue left after treating petroleum oil with sulfuric acid for the removal of impurities. \( '\text{ak}^\text{d}^\text{f} \text{s}^\text{t}^\text{l}^\text{a}^\text{d} \) acid sludge.

**acid treatment** \[\text{CHEM ENG}\] A refining process in which unfinished petroleum products, such as gasoline, kerosine, and diesel oil, are contacted with sulfuric acid to improve their color, odor, and other properties. \( '\text{ak}^\text{d}^\text{f} \text{t}^\text{r}^\text{t}^\text{r}^\text{t}^\text{m}^\text{a}^\text{n}^\text{a}^\text{n}^\text{a}^\text{n} \) acid treatment.

**acid-water pollution** \[\text{ENG}\] Industrial wastewaters that are acidic, usually appears in effluent from the manufacture of chemicals, batteries, artificial and natural fiber, fermentation processes (beer), and mining. \( '\text{ak}^\text{d}^\text{f} \text{w}^\text{o}^\text{d}^\text{a}^\text{r} \) acid-water pollution.

**Ackerman linkage** See Ackerman steering gear. \( '\text{ak}^\text{r}^\text{m}^\text{n}^\text{a} \text{n}^\text{n} \) Ackerman linkage.
acme thread

acme thread See acme screw thread. [əˈkɑ̃mɛ thred]  
acouboy [ENG] An acoustic listening device similar to a sonobuoy, used on land to form an electronic fence that will pick up sounds of enemy movements and transmit them to orbiting aircraft or land stations. [ˈoʊkʊsˌtɪk ˈhørn]  
acoustical ceiling [BUILD] A ceiling covered with or built of material with special acoustical properties. [ˈoʊkʊsˌtɑːkəl ˈsɛlɨŋ]  
acoustical ceiling system [BUILD] A system for the structural support of an acoustical ceiling; lighting and air diffusers may be included as part of the system. [ˈoʊkʊsˌtɑːkəl ˈsɛlɨŋ ˈsɪstəm]  
acoustical door [BUILD] A solid door with gasketing along the top and sides, and usually an automatic door bottom, designed to reduce noise transmission. [ˈoʊkʊsˌtɑːkəl ˈdɔːɹ]  
acoustical model [CIV ENG] A model used to investigate certain acoustical properties of an auditorium or room such as sound pressure distribution, sound-ray paths, and focusing effects. [ˈoʊkʊsˌtɑːkəl ˈmɑːdəl]  
acoustical treatment [CIV ENG] That part of building planning that is designed to provide a proper acoustical environment; includes the use of acoustical material. [ˈoʊkʊsˌtɑːkəl ˈtrepətənt]  
acoustic array [ENG ACOUS] A sound-transmitting or sound-receiving system whose elements are arranged to give desired directional characteristics. [ˈoʊkʊsˌtɪk əˈrɑː]  
acoustic center [ENG ACOUS] The center of the spherical sound waves radiating outward from an acoustic transducer. [ˈoʊkʊsˌtɪk senˈtɑːɹ]  
acoustic clarifier [ENG ACOUS] System of cones loosely attached to the baffle of a loudspeaker and designed to vibrate and absorb energy during sudden loud sounds to suppress these sounds. [ˈoʊkʊsˌtɪk ˈklaɹərˌfl 臆r]  
acoustic coupler [ENG ACOUS] A device used between the modem of a computer terminal and a standard telephone line to permit transmission of digital data in either direction without making direct connections. [ˈoʊkʊsˌtɪk ˈkapˌlær]  
acoustic delay [ENG ACOUS] A delay which is deliberately introduced in sound reproduction by having the sound travel a certain distance along a pipe before conversion into electric signals. [ˈoʊkʊsˌtɪk ˈdiːlə]  
acoustic detection [ENG] Determination of the profile of a geologic formation, an ocean layer, or some object in the ocean by measuring the reflection of sound waves off the object. [ˈoʊkʊsˌtɪk ˈdɪtɪkˌʃənən]  
acoustic fatigue [MECH] The tendency of a material, such as a metal, to lose strength after acoustic stress. [ˈoʊkʊsˌtɪk ˈfɛdˌbɑk]  
acoustic feedback [ENG ACOUS] The reverberation of sound waves from a loudspeaker to a preceding part of an audio system, such as to the microphone, in such a manner as to reinforce, and distort, the original input. Also known as acoustic regeneration. [ˈoʊkʊsˌtɪk ˈfɛdˌbæk]  
acoustic generator [ENG ACOUS] A transducer which converts electrical, mechanical, or other forms of energy into sound. [ˈoʊkʊsˌtɪk ˈjenərəˌtʊɹ]  
acoustic heat engine [ENG] A device that transforms heat energy first into sound energy and then into electrical power, without the use of moving mechanical parts. [ˈoʊkʊsˌtɪk ˈhetˌenˌdʒin]  
acoustic hologram [ENG] The phase interference pattern, formed by acoustic beams, that is used in acoustical holography; when light is made to interact with this pattern, it forms an image of an object placed in one of the beams. [ˈoʊkʊsˌtɪk ˈhɒləˌgrɑːm]  
acoustic horn See horn. [ˈoʊkʊsˌtɪk ˈhɔrn]  
acoustic jamming [ENG ACOUS] The deliberate radiation or reradiation of mechanical or electro-acoustic signals with the objectives of obliterating or obscuring signals which the enemy is attempting to receive and of deterring enemy weapons systems. [ˈoʊkʊsˌtɪk ˈʒæmɪŋ]  
acoustic labyrinth [ENG ACOUS] Special baffle arrangement used with a loudspeaker to prevent cavity resonance and to reinforce bass response. [ˈoʊkʊsˌtɪk ˈlɑːbrəˌlɪŋθ]  
acoustic line [ENG ACOUS] The acoustic equivalent of an electrical transmission line, involving baffles, labyrinths, or resonators placed at the rear of a loudspeaker and arranged to help reproduce the very low audio frequencies. [ˈoʊkʊsˌtɪk ˈlaɪn]  
acoustic ocean-current meter [ENG] An instrument that measures current flow in rivers and oceans by transmitting acoustic pulses in opposite directions parallel to the flow and measuring the difference in pulse travel times between transmitter-receiver pairs. [ˈoʊkʊsˌtɪk ˈoʊʃənˌkənˈtɜːɹniŋ ˈmætrɪk]  
acoustic position reference system [ENG] An acoustic system used in offshore oil drilling to provide continuous information on ship position with respect to an ocean-floor acoustic beacon transmitting an ultrasonic signal to three hydrophones on the bottom of the drilling ship. [ˈoʊkʊsˌtɪk ˈpəʊzərɪˈʃen ˈrɪfərənsˌsɪstəm]  
acoustic radar [ENG] Use of sound waves with radar techniques for remote probing of the lower atmosphere, up to heights of about 5000 feet (1500 meters), for measuring wind speed and direction, humidity, temperature inversions, and turbulence. [ˈoʊkʊsˌtɪk ˈrædəɹ]  
acoustic radiator [ENG ACOUS] A vibrating surface that produces sound waves, such as a loudspeaker cone or a headphone diaphragm. [ˈoʊkʊsˌtɪk ˈrædəɹˌrædəɹˌdɪfrəɡɹæm]  
acoustic radiometer [ENG] An instrument for measuring sound intensity by determining the unidirectional steady-state pressure caused by the reflection or absorption of a sound wave at a boundary. [ˈoʊkʊsˌtɪk ˈrædəɹˌrædəɹˌdɪfrəɡɹæm]  
acoustic ratio [ENG ACOUS] The ratio of the intensity of sound radiated directly from a source to the intensity of sound reverberating from the
walls of an enclosure, at a given point in the enclosure. (əˈkūs-tik ˈrā-shō)  acoustic reflex enclosure [ENG ACOUS] A loudspeaker cabinet designed with a port to allow a low-frequency contribution from the rear of the speaker cone to be radiated forward. (əˈkūs-tık ˈrē,flēks ɪnˌklō-ˈzhar)  acoustic regeneration See acoustic feedback. (əˈkūs-tık rēˌjɛnˌə-ˈrā-shon)  acoustic seal [ENG ACOUS] A joint between two parts to provide acoustical coupling with low losses of energy, such as between an earphone and the human ear. (əˈkūs-tık ˈsēl)  acoustic signature [ENG] In acoustic detection, the profile characteristic of a particular object or class of objects, such as a school of fish or a specific ocean-bottom formation. (əˈkūs-tık ˈsig-na-ˈchar)  acoustic spectrograph [ENG] A spectrograph used with sound waves of various frequencies to study the transmission and reflection properties of ocean thermal layers and marine life. (əˈkūs-tık ˈspēk-troˌɡraf)  acoustic spectrometer [ENG ACOUS] An instrument that measures the intensities of the various frequency components of a complex sound wave. Also known as audio spectrometer. (əˈkūs-tık ˈspēkˈtrāmˌəd-ər)  acoustic strain gage [ENG] An instrument used for measuring structural strains; consists of a length of fine wire mounted so its tension varies with strain; the wire is plucked with an electromagnetic device, and the resulting frequency of vibration is measured to determine the amount of strain. (əˈkūs-tık ˈstrānˌɡā)  acoustic theodolite [ENG] An instrument that uses sound waves to provide a continuous vertical profile of ocean currents at a specific location. (əˈkūs-tık ˈθēərd-əl)  acoustic transducer [ENG ACOUS] A device that converts acoustic energy to electrical or mechanical energy, such as a microphone or phonograph pickup. (əˈkūs-tık ˈtranzˈdū-ər)  acoustic transformer [ENG ACOUS] A device, such as a horn or megaphone, for increasing the efficiency of sound radiation. (əˈkūs-tık ˈtranzˌfȯr-mər)  acoustic treatment [BUILD] The use of sound-absorbing materials to give a room a desired degree of freedom from echo and reverberation. (əˈkūs-tık ˈtrɛt-ˌmɑnt)  acoustic-wave-based sensor [ENG] A device that employs a surface acoustic wave, a thickness-shear-mode resonance (a resonant oscillation of a thin plate of material), or other type of acoustic wave to measure the physical properties of a thin film or liquid layer or, in combination with chemically sensitive thin films, to detect the presence and concentration of chemical analytes. (əˈkūs-tık ˈwāvˌbāstˌsen-ər)  acoustic well logging [ENG] A ground exploration method that uses a high-energy sound source and a receiver, both underground. (əˈkūs-tık ˈwelˌlæg-iŋ)  acoustoelectronics [ENG ACOUS] The branch of electronics that involves use of acoustic waves at microwave frequencies (above 500 megahertz), traveling on or in piezoelectric or other solid substrates. Also known as pretersonics. (əˈkūs-tō-əˌlekˈtrən-iks)  acquisition [ENG] The process of pointing an antenna or a telescope so that it is properly oriented to allow gathering of tracking or telemetry data from a satellite or space probe. (əˈkwəˈzish-ən)  acquisition and tracking radar [ENG] A radar set capable of locking onto a received signal and tracking the object emitting the signal; the radar may be airborne or on the ground. (əˈkwəˈzish-an ən ˈtræk-ingˌrādər)  acre [MECH] A unit of area, equal to 43,560 square feet, or to 4046.8564224 square meters. (əˈkar)  acrometer [ENG] An instrument to measure the density of oils. (əˈk्रāmˌəd-ər)  actinogram [ENG] The record of heat from a source, such as the sun, as detected by a recording actinometer. (əˈktrinəˌɡram)  actinograph [ENG] A recording actinometer. (əˈktrinəˌɡraf)  actinometer [ENG] Any instrument used to measure the intensity of radiant energy, particularly that of the sun. (əˈktrəˈnāmˌəd-ər)  action [MECH] An integral associated with the trajectory of a system in configuration space, equal to the sum of the integrals of the generalized momenta of the system over their canonically conjugate coordinates. Also known as phase integral. (əˈkʃan)  activate [ELEC] To make a cell or battery operative by addition of a liquid. [ELECTR] To treat the filament, cathode, or target of a vacuum tube to increase electron emission. [ENG] To set up conditions so that the object will function as designed or required. (əˈkātiv)  activated sludge [CIV ENG] A semiliquid mass removed from the liquid flow of sewage and subjected to aeration and aerobic microbial action; the end product is dark to golden brown, partially decomposed, granular, and flocculent, and has an earthy odor when fresh. (əˈkəˌvādˌədˌslā)  activated-sludge effluent [CIV ENG] The liquid from the activated-sludge treatment that is further processed by chlorination or by oxidation. (əˈkəˌvādˌədˌslā ˈelfˌlē-rənt)  activated-sludge process [CIV ENG] A sewage treatment process in which the sludge in the secondary stage is put into aeration tanks to facilitate aerobic decomposition by microorganisms; the sludge and supernatant liquor are separated in a settling tank, the supernatant liquor or effluent is further treated by chlorination or oxidation. (əˈkəˌvādˌədˌslā ˈpraˌsənts)  active accommodation [CONT SYS] The alteration of preprogrammed robotic motions by the integrated effects of sensors, controllers, and the robotic motion itself. (əˈkətiv əˌkaməˌdəˈshon)
active area

active area [ELECTR] The area of a metallic rectifier that acts as the rectifying junction and conducts current in the forward direction. \{ak'tiv 'er-e-a\}

active-cord mechanism [MECH ENG] A slender, chainlike grouping of joints and links that makes active and flexible winding motions under the control of actuators attached along its body. \{ak'tiv krörd 'mek-ə,niz-om\}

active detection system [ENG] A guidance system which emits energy as a means of detection; for example, sonar and radar. \{ak'tiv di'tek-shan, sis-tom\}

active earth pressure [CIV ENG] The horizontal pressure that an earth mass exerts on a wall. \{ak'tiv ‘arth ‘preset-ar\}

active illumination [ENG] Lighting whose direction, intensity, and pattern are controlled by commands or signals. \{ak'tiv ə,lüm-ən-ə-shan\}

active infrared detection system [ENG] An infrared detection system in which a beam of infrared rays is transmitted toward possible targets, and rays reflected from a target are detected. \{ak'tiv 'in-frə,red di'tek-shan, sis-tom\}

active leaf [BUILD] In a door with two leaves, the leaf which carries the latching or locking mechanism. Also known as active door. \{ak'tiv ‘lēf\}

active material [ELEC] 1. A fluorescent material used in screens for cathode-ray tubes. 2. An energy-storing material, such as lead oxide, used in the plates of a storage battery. 3. A material, such as the iron of a core or the copper of a winding, that is involved in energy conversion in a circuit. 4. In a battery, the chemically reactive material in either of the electrodes that participates in the charge and discharge reactions. [ELECTR] The material of the cathode of an electron tube that emits electrons when heated. \{ak'tiv ma'tir-e-əl\}

active sludge [CIV ENG] A sludge rich in destructive bacteria used to break down raw sewage. \{ak'tiv 'slaj\}

active solar system [MECH ENG] A solar heating or cooling system that operates by mechanical means, such as motors, pumps, or valves. \{ak'tiv ə'so-lər, sis-tom\}

active sonar [ENG] A system consisting of one or more transducers to send and receive sound, equipment for the generation and detection of the electrical impulses to and from the transducer, and a display or recorder system for the observation of the received signals. \{ak'tiv ə'sonər\}

active system [ENG] In radio and radar, a system that requires transmitting equipment, such as a beacon or transponder. \{ak'tiv ‘sis-tom\}

active vibration suppression [MECH ENG] The prevention of undesirable vibration by techniques involving feedback control of the vibration motion, whereby the forces designed to reduce the vibration depend on the system displacements and velocities. \{ak'tiv vi’brə-shan ə,presh-ən\}

activity [SYS ENG] The representation in a PERT or critical-path-method network of a task that takes up both time and resources and whose performance is necessary for the system to move from one event to the next. \{ak'tiv-əd-ə\}

activity chart [IND ENG] A tabular presentation of a series of operations or a process plotted against a time scale. \{ak'tiv-əd-ə, ʃart\}

activity duration [SYS ENG] In critical-path-method terminology, the estimated amount of time required to complete an activity. \{ak'tiv-əd-ə də’rə-shan\}

activity sampling See work sampling. \{ak’tiv-əd-ə, səm-prəl\}

actual cost [IND ENG] Cost determined by an allocation of cost factors recorded during production. \{ak’cha-waI ‘kōst\}

actual cubic feet per minute [CHEM ENG] A measure of the volume of gas at operating temperature and pressure, as distinct from volume of gas at standard temperature and pressure. Abbreviated acfm. \{ak’cha-waI ‘kyū-bīk ,fēt par ‘min-ət\}

actual horsepower See actual power. \{ak’cha-waI ‘hōrs,pəu-ər\}

actual power [MECH ENG] The power delivered at the output shaft of a source of power. Also known as actual horsepower. \{ak’cha-waI ‘pəu-ər\}

actual time [IND ENG] Time taken by a worker to perform a given task. \{ak’cha-waI ‘tīm\}

actuate [MECH ENG] To put into motion or mechanical action, as by an actuator. \{ak’cha-waI ‘wät\}

actuated roller switch [MECH ENG] A centrifugal sequence-control switch that is placed in contact with a belt conveyor, immediately preceding the conveyor which it controls. \{ak’cha-waI-əd-ə ‘ro’-lər ‘swich\}

actuating system [CONT SYS] An electric, hydraulic, or other system that supplies and transmits energy for the operation of other mechanisms or systems. \{ak’cha,waI-əd-ə ‘ro’-lər ‘swich\}

actuator [CONT SYS] A mechanism to activate process control equipment by use of pneumatic, hydraulic, or electronic signals; for example, a valve actuator for opening or closing a valve to control the rate of fluid flow. [ENG ACOUS] An auxiliary external electrode used to apply a known electrostatic force to the diaphragm of a microphone for calibration purposes. Also known as electrostatic actuator. [MECH ENG] A device that produces mechanical force by means of pressurized fluid. \{ak’cha,waI-əd-ər\}

adamantine drill [MECH ENG] A core drill with hardened steel shot pellets that revolve under the rim of the rotating tube, employed in rotary drilling in very hard ground. \{ad-ə’män’tən ‘dril\}

Adam’s catalyst [CHEM ENG] Finely divided platinum(IV) oxide, made by fusing hexachloroplatinitic(IV) acid with NaNO3. \{ə’däməz käd-əl-əst\}
additive synthesis [ENG] A method of synthesizing complex tones by adding together holds a doorframe above a finished floor.

adhesive [ENG] Intimate sticking together of metal surfaces under compressive stresses by formation of metallic bonds. [MECH] The force of static friction between two bodies, or the effects of this force. (ad-he'-zhən)

adhesional work [THERMO] The work required to separate a unit area of a surface at which two substances are in contact. Also known as work of adhesion. (ad-he'-zhən-əl ,work)

adhesive bond [MECH] The forces such as dipole bonds which attract adhesives and base materials to each other. (ad-he'ziv 'bând)

adhesive bonding [ENG] The fastening together of two or more solids by the use of glue, cement, or other adhesive. (ad-he'ziv 'bând-l)

adhesive strength [ENG] The strength of an adhesive bond, usually measured as a force required to separate two objects of standard bonded area, by either shear or tensile stress. (ad-he'ziv 'strengkt)

adiabatic [THERMO] Referring to any change in which there is no gain or loss of heat. (ad-i'bad-ik)

adiabatic compression [THERMO] A reduction in volume of a substance without heat flow, in or out. (ad-i'bad-ik kam'preš-an)

adiabatic cooling [THERMO] A process in which the temperature of a system is reduced without any heat being exchanged between the system and its surroundings. (ad-i'bad-ik 'k渭ił-iŋ)

adiabatic curing [ENG] The curing of concrete or mortar under conditions in which there is no loss or gain of heat. (ad-i'bad-ik 'en-iŋ)

adiabatic engine [MECH ENG] A heat engine or thermodynamic system in which there is no gain or loss of heat. (ad-i'bad-ik 'en-iŋ)

adiabatic envelope [THERMO] A surface enclosing a thermodynamic system in an equilibrium which can be disturbed only by long-range forces or by motion of part of the envelope, intuitively, this means that no heat can flow through the surface. (ad-i'bad-ik 'en-va,lōp)

adiabatic expansion [THERMO] Increase in volume without heat flow, in or out. (ad-i'bad-ik ik'span-chan)

adiabatic extrusion [ENG] Forming plastic objects by energy produced by driving the plastic mass through an extruder without heat flow. (ad-i'bad-ik ik'strü-zahn)

adiabatic process [THERMO] Any thermodynamic procedure which takes place in a system without the exchange of heat with the surroundings. (ad-i'bad-ik prás-sæs)

adiabatic vaporization [THERMO] Vaporization of a liquid with virtually no heat exchange between it and its surroundings. (ad-i'bad-ik və-par-əzə-zahn)

adj [CIV ENG] An access tunnel used for excavation of the main tunnel. (ad-ätze-

adjustable base anchor [BUILD] An item which holds a doorframe above a finished floor. (ad-jas-ə-bal ,bås' an-kər)
adjustable parallels  

**[ENG]** Wedge-shaped iron bars placed with the thin end of one on the thick end of the other, so that the top face of the upper and the bottom face of the lower remain parallel, but the distance between the two faces is adjustable; the bars can be locked in position by a screw to prevent shifting. { ad'van'z , 'sig-nal}  

**advance slope grouting  **[ENG]** A grouting technique in which the front of the mass of grout is forced to move horizontally through preplaced aggregate. { ad'van'z , 'slöp , 'graud-ing}  

**advance slope method  **[ENG]** A method of concrete placement in which the face of the fresh concrete, which is not vertical, moves forward as the concrete is placed. { ad'van'z , 'slöp , 'meth-ad}  

**adz  **[DES ENG] A cutting tool with a thin arched blade, sharpened on the concave side, at right angles on the handle, used for rough dressing of timber. { 'adz , 'bläk}  

**aerated flow  **[ENG]** Flowing liquid in which gas or air is dispersed as fine bubbles throughout the liquid. { 'aer-ad , 'flö}  

**aeration  **[ENG]** Exposing to the action of air.  
1. Causing air to bubble through.  
2. Introducing air into a solution by spraying, stirring, or similar method.  
3. Supplying or infusing with air, as in sand or soil. { 'e-rä-shan}  

**aeration tank  **[ENG]** A fluid-holding tank with provisions to aerate its contents by bubbling air or another gas through the liquid or by spraying the liquid into the air. { 'e-rä-shan , 'tänk}  

**aerator  **[DES ENG] A tool having a roller equipped with hollow fins; used to remove cores of soil from turf. { 'aer-ad}  

**aerial  **[ENG]** The collection of information by visual, electronic, or photographic means while aloft. { 'e-rel' , 'röp , 'wäh}  

**aerial reconnaissance  **[ENG]** The collection of information by visual, electronic, or photographic means while aloft. { 'e-rel' , 'röp , 'wäh}  

**aerial ropeway  **See aerial tramway. { 'e-rel' , 'röp , 'wäh}  

**aerated flow  **[ENG]** Flowing liquid in which gas or air is dispersed as fine bubbles throughout the liquid. { 'aer-ad , 'flö}  

**aeration tank  **[ENG]** A fluid-holding tank with provisions to aerate its contents by bubbling air or another gas through the liquid or by spraying the liquid into the air. { 'e-rä-shan , 'tänk}  

**aerator  **[DES ENG] A tool having a roller equipped with hollow fins; used to remove cores of soil from turf. { 'aer-ad}  

**aerial cableway  **See aerial tramway. { 'e-rel' , 'röp , 'wäh}  

**aerial photogrammetry  **[ENG]** Use of aerial photographs to make accurate measurements in surveying and mapmaking. { 'e-rel' , 'röp , 'graf-ik}  

**aerial photographic reconnaissance  **See aerial photoreconnaissance. { 'e-rel' , 'röp , 'graf-ik}  

**aerial photography  **[ENG]** The making of photographs of the ground surface from an aircraft, spacecraft, or rocket. Also known as aerophotography. { 'e-rel' , 'fa-täg-rah-fe}  

**aerial photoreconnaissance  **[ENG]** The obtaining of information by air photography; the three types are strategic, tactical, and survey-cartographic photoreconnaissance. Also known as aerial photographic reconnaissance. { 'e-rel' , 'röp , 'kän-ö-sän}  

**aerial reconnaissance  **[ENG]** The collection of information by visual, electronic, or photographic means while aloft. { 'e-rel' , 'röp , 'kän-ö-sän}
aerofilter  [MECH ENG] A cable for moving and anchoring a dredge. {eˈrɛ-əl ‘spad}
aerial [MECH ENG]  A grinding mill of aerelasticity
aerial survey  [ENG] A survey utilizing photographic, electronic, or other data obtained from an airborne station. Also known as aerosurvey, air survey. {eˈrɛ-əl ‘sər-və}
aerial tramway  [MECH ENG] A system for transporting bulk materials that consists of one or more cables supported by steel towers and is capable of carrying a traveling carriage from which loaded buckets can be lowered or raised. Also known as aerial cableway, aerial ropeway. {eˈrɛ-əl ‘tram,wa}
aeroballistics  [MECH] The study of the interaction of projectiles or high-speed vehicles with the atmosphere. {eəˈroʊ-bəlˈlɪstıkς}
aerobio-an aerobic interface  [CIV ENG] That point in bacterial action in the body of a sewage sludge or compost heap where both aerobic and anaerobic microorganisms participate, and the decomposition of the material goes no further. {eˈrəʊbˈik ‘ən-ə,roʊbˈik ‘ɪn-ˈtər,faʃ}
aerobic anaerobic lagoon  [CIV ENG] A pond in which the solids from a sewage plant are placed in the lower layer, the solids are partially decomposed by anaerobic bacteria, while air or oxygen is bubbled through the upper layer to create an aerobic condition. {eˈrəʊbˈik ‘ən-ə,roʊbˈik laˈɡənən}
aerobic digestion  [CHEM ENG] Digestion of matter suspended or dissolved in waste by microorganisms under favorable conditions of oxygenation. {eˈrəʊbˈik daˈjes-ˈʃan}
aerobic lagoon  [CIV ENG] An aerated pond in which sewage solids are placed, and are decomposed by aerobic bacteria. Also known as aerobic pond. {eˈrəʊbˈik laˈɡənən}
aerobic pond  See aerobic lagoon. {eˈrəʊbˈik ‘pænd}
aerocloration  [CIV ENG] Treatment of sewage with compressed air and chlorine gas to remove fatty substances. {eˈrəʊ-klor-əˈrɑːnə-ˈʃan}
aerodrome  See airport. {eˈrəʊ-drom}
aerodynamic balance  [ENG] A balance used for the measurement of the forces exerted on the surfaces of instruments exposed to flowing air, frequently used in tests made on models in wind tunnels. {eəˈroʊ-dənˈmæn-ik ‘bæl-əns}
aerodynamic trajectory  [MECH] A trajectory or part of a trajectory in which the missile or vehicle encounters sufficient air resistance to stabilize its flight or to modify its course significantly. {eəˈroʊ-dənˈtræjərɪ ˈtræjərɛk-ˈtrɛ}
aeroelasticity  [MECH] The deformation of structurally elastic bodies in response to aerodynamic loads. {eəˈroʊ-ləstˌɪtɪs əd-ə́}
aerofall mill  [MECH ENG] A grinding mill of large diameter with either lumps of ore, pebbles, or steel balls as crushing bodies; the dry load is airsew to remove mesh material. {eˈrəʊ-fəl ‘mɪl}
aerofilter  [CIV ENG] A filter bed for sewage treatment consisting of coarse material and operated at high speed, often with recirculation. {eˈrəʊ-filˈtər}
aerograph  [ENG] Any self-recording instrument carried aloft by any means to obtain meteorological data. {eˈrəʊ-ɡrɑːf}
aerometeorograph  [ENG] A self-recording instrument used on aircraft for the simultaneous recording of atmospheric pressure, temperature, and humidity. {eˈrəʊ-med-əˈtɔr-əɡrɑːf}
aerometer  [ENG] An instrument to ascertain the weight or density of air or other gases. {eˈrəʊ-məd-ər}
aerophotography  See aerial photography. {eəˈroʊ-fəʊ-ˈtɒɡˌrə-fə́}
aerosol generator  [MECH ENG] A mechanical means of producing a system of dispersed phase and dispersing medium, that is, an aerosol. {eˈrəʊ-səl əˌrəʊ-nərˈdæt-ər}
aerospace engineering  [ENG] Engineering pertaining to the design and construction of aircraft and space vehicles and space and vehicles of power units, and to the special problems of flight in both the Earth's atmosphere and space, as in the flight of air vehicles and in the launching, guidance, and control of missiles, earth satellites, and space vehicles and probes. {eˈrəʊ-səlˈpæs ən-əˈpərˈnɪr-əj}
aerospace industry  [ENG] Industry concerned with the use of vehicles in both the Earth's atmosphere and space. {eˈrəʊ-səlˈpæs ɪn-ˈdɑːs-trə}
aerostatic balance  [ENG] An instrument for weighing air. {eˈrəʊ-stəd-ək ’bæl-əns}
aerounlink  [ENG] See aerial survey. {eˈrəʊ-sətər,wa}
aeroutrain  [ENG] A train that is propelled by a fan jet engine and floats on a cushion of low-pressure air, traveling at speeds up to 267 miles (430 kilometers) per hour. {eˈrəʊ-tən}
aesthesiometer  See esthesiometer. {eɪˈθiːzəˌmətər}
affectivity  [IND ENG] The lease of a vessel for the transportation of goods. {eˈfɛkt-əmənt}
A frame  [BUILD] A dwelling whose main frames are in the shape of the letter A. [ENG] Two poles supported in an upright position by braces or guys and used for lifting equipment. Also known as double mast. {eˈfɛkt-ərəmənt}
afterburner  [MECH ENG] In an automotive engine, coolant boiling after the engine has stopped because of the inability of the engine at rest to dissipate excess heat. {eˈfɛkt-bərˈnəl}
afterburning  [MECH ENG] Combustion in an internal combustion engine following the maximum pressure of explosion. {eˈfɛkt-bərnərˈnɪŋ}
aftercooler  [MECH ENG] A heat exchanger which cools air that has been compressed; used on turbocharged engines. {eˈfɛkt-kəʊlər}
aftercooling  [MECH ENG] The cooling of a gas after its compression. {eˈfɛkt-koʊlər}
afterfilter  [MECH ENG] In an air-conditioning system, a high-efficiency filter located near a terminal unit. Also known as final filter. {eˈfɛkt-ˈfɪlˈtər}
afterrunning [MECH ENG] In an automotive engine, continued operation of the engine after the ignition switch is turned off. Also known as dieselling, run-on. [aˈfɑːr-tɔr, rʌn-ɔn]

after top dead center [MECH ENG] The position of the piston after reaching the top of its stroke in an automotive engine. [ˈaːf-tɔr təp ˈded ˈsen-tɔr]

agger [CIV ENG] A material used for road fill over low ground. [ˈaːjər]

aggregate bin [ENG] A structure designed for storing and dispensing dry granular construction materials such as sand, crushed stone, and gravel; usually has a hopperlike bottom that funnels the material to a gate under the structure. [ˈaɡrə-gət ˈbɪn]

aggregate interlock [ENG] The projection of aggregate particles or portions thereof from one side of a joint or crack in concrete into recesses in the other side so as to effect load transfer in compression and shear, and to maintain mutual alignment. [ˈaɡrə-gət ɪn-tɔr, lək]

aggregate production scheduling [IND ENG] A type of planning at a broad level without consideration of individual products and activities in order to develop a program of output that will meet future demand under given constraints. [ˈaɡrə-gət ˈprɑːdək-ʃən, ˈskɛjə-ˈp时间段]

aggressive carbon dioxide [CHEM ENG] The carbon dioxide dissolved in water in excess of the amount required to precipitate a specified concentration of calcium ions as calcium carbonate, used as a measure of the corrosivity and scaling properties of water. [ˌəɡres-ɪv ˈkær-bən ˈdɪk-ɑːʃən]

agile manufacturing [IND ENG] Operations that can be rapidly reconfigured to satisfy changing market demands. [ˌaɪɡi-ˈmɑːnʃə-ˈriŋ]

aging [ELEC] Allowing a permanent magnet, capacitor, meter, or other device to remain in storage for a period of time, sometimes with a voltage applied, until the characteristics of the device become essentially constant. [ˌɛɡɪŋ]

1. The changing of the characteristics of a device due to its use. 2. Operation of a product before shipment to stabilize characteristics or detect early failures. [ˌaɪˈʒɪŋ]

agitating speed [MECH ENG] The rate of rotation of the drum or blades of a truck mixer or other device used for agitation of mixed concrete. [ˌaɪˈʤɪtɪŋ ˈspiːd]

agitating truck [MECH ENG] A vehicle carrying a drum or agitator body, in which freshly mixed concrete can be conveyed from the point of mixing to that of placing, the drum being rotated continuously to agitate the contents. [ˌaɪˈʤɪtɪŋ ˈtræk]

agitator [MECH ENG] A device for keeping liquids and solids in liquids in motion by mixing, stirring, or shaking. [ˈaɪˈʤɪtɪر ˈɔːtər]

agitator body [MECH ENG] A truck-mounted drum for transporting freshly mixed concrete. Rotation of internal paddles or of the drum prevents the setting of the mixture prior to delivery. [ˌaɪˈʤɪtɪर ˈɔːtər ˈbæd ˈeɪ]

agricultural pipe drain [CIV ENG] A system of porous or perforated pipes laid in a trench filled with gravel or the like, used for draining subsoil. [ˌaɪˈɡriːk ˈpəp ˈdræn]

agricultural robot [CONT SYS] A robot used to pick and harvest farm products and fruits. [ˌaɪˈɡriːk rəʊˈkæl-ˈrɑːtəl ˈəʊ, bæt]

AGV See automated guided vehicle.

aided tracking [ENG] A system of radar-tracking a target signal in bearing, elevation, or range, or any combination of these variables, in which the rate of motion of the tracking equipment is machine-controlled in collaboration with an operator so as to minimize tracking error. [ˌəɪd-əd ˈtræk-ɪŋ]

aided-tracking mechanism [ENG] A device consisting of a motor and variable-speed drive which provides a means of setting a desired tracking rate into a director or other fire-control instrument, so that the process of tracking is carried out automatically at the set rate until it is changed manually. [ˌəɪd-əd ˈtræk-ɪŋˌmɪkəˈnɪz-əm]

aided-tracking ratio [ENG] The ratio between the constant velocity of the aided-tracking mechanism and the velocity of the moving target. [ˌəɪd-əd ˈtræk-ɪŋˌrɑː-shəʊ]

aiguille [ENG] A slender form of drill used for boring or drilling a blasthole in rock. [ˌəɪˈgʊəl]

aiming circle [ENG] An instrument for measuring angles in azimuth and elevation in connection with artillery firing and general topographic work, equipped with fine and coarse azimuth micrometers and a magnetic needle. [ˌəɪˈmɪŋˌsɜːrkəl]

aiming screws [MECH ENG] On an automotive vehicle, spring-loaded screws designed to secure headlights to a support frame and permit aiming of the headlights in horizontal and vertical planes. [ˌəɪˈmɪŋˌsɜːrkəz]

AIR See air-intraction reactor. [ˈɛər]

air-actuated [ENG] Powered by compressed air. [ˈɛər ˈɑːk-ˈrækt-ətʃəd]

air-arc furnace [ENG] An arc furnace designed to power wind tunnels, the air being superheated to 20,000 K and expanded to emerge at supersonic speeds. [ˈɛər ˈɑːrkˌfənərs]

air aspirator valve [MECH ENG] On certain automotive engines, a one-way valve installed on the exhaust manifold to allow air to enter the exhaust system; provides extra oxygen to convert carbon monoxide to carbon dioxide. Also known as gulp valve. [ˈɛər ˈəs-ˈparəˌræd-ərˌvɛl]

air-assist forming [ENG] A plastics thermoforming method in which air pressure is used to partially preform a sheet before it enters the mold. [ˈɛər əˈsɪst fərm-ɪŋ]

air-atmosphere oil burner [ENG] An oil burner in which a stream of fuel oil is broken into very fine droplets through the action of compressed air. [ˈɛər ətˈɑːməˌrætɪŋˌəʊlˌbɑːrn-ər]

air bag [MECH ENG] An automotive vehicle passenger safety device consisting of a passive restraint in the form of a bag which is automatically
inflated with gas to provide cushioned protection against the impact of a collision. {‘er,bag}

**air belt** [MECH ENG] The chamber which equalizes the pressure that is blasted into the cupola at the tuyeres. {‘er,belt}

**air bind** [ENG] The presence of air in a conduit or pump which impedes passage of the liquid. {‘er,bind}

**airblasting** [ENG] A blasting technique in which air at very high pressure is piped to a steel shell in a shot hole and discharged. Also known as air breaching. {‘er,blast-ing}

**air bleeding** [MECH ENG] A device, such as a needle valve, for removing air from a hydraulic system. {‘er,’bled-ar}

**airborne collision warning system** [ENG] A system such as a radar set or radio receiver carried by an aircraft to warn of the danger of possible collision. {‘er,born kal’iZH-an ‘born-ig,’sistem}

**airborne detector** [ENG] A device, transported by an aircraft, whose function is to locate or identify an air or surface object. {‘er,born di’ték-tor}

**airborne electronic survey control** [ENG] The airborne portion of very accurate positioning systems used in controlling surveys from aircraft. {‘er,born i’lek’trán-ik ‘sår-vá kán’tról}

**airborne intercept radar** [ENG] Airborne radar used to track and “lock on” to another aircraft to be intercepted or followed. {‘er,born ‘in-tár,’sept ‘ra,dár}

**airborne magnetometer** [ENG] An airborne instrument used to measure the magnetic field of the earth. {‘er,born ’mag-na’tám-ad-ar}

**airborne profile recorder** [ENG] An electronic instrument that emits a pulse width or radar signal from an aircraft to measure vertical distances between the aircraft and the earth’s surface. Abbreviated APR. Also known as terrain profile recorder (TPR). {‘er,born ’pró’fil ri,kórd-ar}

**airborne radar** [ENG] Radar equipment carried by aircraft to assist in navigation by piloting, to determine drift, and to locate weather disturbances; a very important use is locating other aircraft either for avoidance or attack. {‘er,born ’rá,dár}

**airborne waste** [ENG] Vapors, gases, or particulates introduced into the atmosphere by evaporation, chemical, or combustion processes; a frequent cause of smog and an irritant to eyes and breathing passages. {‘er,born ’wást}

**air-bound** [ENG] Of a pipe or apparatus, containing a pocket of air that prevents or reduces the desired liquid flow. {‘er, ’baun’d}

**air brake** [MECH ENG] An energy-conversion mechanism activated by air pressure and used to retard, stop, or hold a vehicle or, generally, any moving element. {‘er,’brak}

**air breaking** See airblasting. {‘er,brak-ing}

**air-breathing** [MECH ENG] Of an engine or aerodynamic vehicle, required to take in air for the purpose of combustion. {‘er,’bréth-ing}

**air cap** [MECH ENG] A device used in thermal spraying which directs the air pattern for purposes of atomization. {‘er,’kap}

**air casing** [ENG] A metal casing surrounding a pipe or reservoir and having a space between to prevent heat transmission. {‘er,’kas-ing}

**air cell** [ELECTR] A cell in which depolarization at the positive electrode is accomplished chemically by reduction of the oxygen in the air. [MECH ENG] A device used in thermal spraying which directs the air pattern for purposes of atomization. {‘er,’kap}

**air chamber** [MECH ENG] A pressure vessel, partially filled with air, for converting pulsating flow to steady flow of water in a pipeline, as with a reciprocating pump. {‘er,’chám-bár}

**air change** [ENG] A measure of the movement of a given volume of air in or out of a building or room in a specified time period; usually expressed in cubic feet per minute. {‘er,’chánj}

**air check** [ENG ACOUS] A recording made of a live radio broadcast for filing purposes at the broadcasting facility. {‘er,’chek}

**air classifier** [MECH ENG] A device to separate particles by size through the action of a stream of air. Also known as air elutriator. {‘er,’klas-a,fr-ar}

**Airco-Hoover sweetening** [CHEM ENG] Removal of mercaptans from gasoline by caustic and water washes, then heating the dried gasoline and passing it with some oxygen through a reactor containing a slurry of diatomaceous earth impregnated with copper chloride, the oxygen generates the catalyst. {‘er,ko ’huv-ar’swé-t-níj}

**air compressor** [MECH ENG] A machine that increases the pressure of air by increasing its density and delivering the fluid against the connected system resistance on the discharge side. {‘er,’kom’pres-ar}

**air-compressor unloader** [MECH ENG] A device for control of air volume flowing through an air compressor. {‘er,’kom’pres-ar an’lód-ar}

**air-compressor valve** [MECH ENG] A device for controlling the flow into or out of the cylinder of a compressor. {‘er,’kom’pres-ar,va’l}

**air condenser** [MECH ENG] 1. A steam condenser in which the heat exchange occurs through metal walls separating the steam from cooling air. Also known as air-cooled condenser. 2. A device that removes vapors, such as oil or water, from the airstream in a compressed-air line. {‘er,’kan’den-s-ar}

**air conditioner** [MECH ENG] A mechanism primarily for comfort cooling that lowers the temperature and reduces the humidity of air in buildings. {‘er,’kan’dish-an-ar}
air conditioning

air conditioning [MECH ENG] The maintenance of certain aspects of the environment within a defined space to facilitate the function of that space. These aspects include air temperature, air mass density, and concentration of pollutants such as dust, microorganisms, and gases. Also known as climate control. { ‘er, kän’dish-än-ij { air conveyor See pneumatic conveyor. { ‘er kän,vä-ər { air-cooled engine [MECH ENG] An engine cooled directly by a stream of air without the interposition of a liquid medium. { ‘er, kël’d ’en-jan} { air-cooled heat exchanger [MECH ENG] A finned-tube (extended-surface) heat exchanger with hot fluids inside the tubes, and cooling air that is fan-blown (forced draft) or fan-pulled (induced draft) across the tube bank. { ‘er, kël’d, ha’t, ʃbanks’ər-ər} { air cooling [MECH ENG] Lowering of air temperature for comfort, process control, or food preservation. { ‘er, kël’d-ij} { air course See airway. { ‘er, kors} { aircraft detection [ENG] The sensing and discovery of the presence of aircraft. Major techniques include radar, acoustical, and optical methods. { ‘er,kraft di’tæk-shən} { aircraft impactor [ENG] An instrument carried by an aircraft for the purpose of obtaining samples of airborne particles. { ‘er,kraft ɪm’pæk-ər} { air-cure [CHEM ENG] To vulcanize at ordinary room temperatures, or without the aid of heat. { ‘er, ky’er} { air curtain [MECH ENG] A stream of high-velocity temperature-controlled air which is directed downward across an opening. It excludes insects, exterior drafts, and so forth, prevents the transfer of heat across it, and permits air-conditioning of a space with an open entrance. { ‘er, kɔrt’ənj} { air cushion [MECH ENG] A mechanical device using trapped air to arrest motion without shock. { ‘er, kush’ən} { air-cushion vehicle [MECH ENG] A transportation device supported by low-pressure, low-velocity air capable of traveling equally well over water, ice, marsh, or relatively level land. Also known as ground-effect machine (GEM), hovercraft. { ‘er, kush’ən ə vər-ə-kal} { air-cut [ENG] Referring to the inadvertent mechanical incorporation of air into a liquid system. { ‘er, kát} { air cycle [MECH ENG] A refrigeration cycle characterized by the working fluid, air, remaining as a gas throughout the cycle rather than being condensed to a liquid, used primarily in airplane air conditioning. { ‘er, si-kal} { air cylinder [MECH ENG] A cylinder in which air is compressed by a piston, compressed air is stored, or air drives a piston. { ‘er, si-an-daŋər} { air density [MECH] The mass per unit volume of air. { ‘er, den’-səd-ər} { air diffuser [BUILD] An air distribution outlet, usually located in the ceiling and consisting of deflection vanes discharging supply air in various directions and planes, and arranged to promote mixing of the supplied air with the air already in the room. { ‘er di’flüz-ər} { air-distributing acoustical ceiling [BUILD] A suspended acoustical ceiling in which the board or tile is provided with small, evenly distributed mechanical perforations; designed to provide a desired flow of air from a pressurized plenum above. { ‘er dįstrib-yad-ij ək’jü-sti-kal ʃ’sel-ij} { air diving [ENG] A type of diving in which the diver's breathing medium is a normal atmospheric mixture of oxygen and nitrogen, limited to depths of 190 feet (58 meters). { ‘er, div-ij} { air drain [CIV ENG] An empty space left around the external foundation wall of a building to prevent the earth from lying against it and causing dampness. { ‘er, drän} { air dricultural [MECH ENG] Combining pneumatic and hydraulic action for operation. { ‘er, drol-ikər} { air drill [MECH ENG] A drill powered by compressed air. { ‘er, dril} { air drying [ENG] Removing moisture from a material by exposure to air to the extent that no further moisture is released on contact with air; important in lumber manufacture. { ‘er, dr’ét-ij} { air duct See airflow duct. { ‘er, duk’t} { air ejector [MECH ENG] A device that uses a fluid jet to remove air or other gases, as from a steam condenser. { ‘er, i’jeŋk-tər} { air eliminator [MECH ENG] In a piping system, a device used to remove air from water, steam, or refrigerant. { ‘er, il’im-a, ʃád-or} { air elutriator See air classifier. { ‘er əl’ʃtr-ə, ʃád-or} { air engine [MECH ENG] An engine in which compressed air is the actuating fluid. { ‘er, ʃen-’en} { air entrainment [ENG] The inclusion of minute bubbles of air in cement or concrete through the addition of some material during grinding or mixing to reduce the surface tension of the water, giving improved properties for the end product. { ‘er in’trán-ment} { air escape [DES ENG] A device that is fitted to a pipe carrying a liquid for releasing excess air; it contains a valve that controls air release while preventing loss of liquid. { ‘er, əskäp} { air-exhaust ventilator [MECH ENG] Any air-exhaust unit used to carry away dust particles, odors, or fumes. { ‘er əg’zöst əv-ten, ʃád-or} { airfield [CIV ENG] The area of an airport for the takeoff and landing of airplanes. { ‘er, feld} { air filter [ENG] A device that reduces the concentration of solid particles in an airstream to a level that can be tolerated in a process or space occupancy; a component of most systems in which air is used for industrial processes, ventilation, or comfort air conditioning. { ‘er, ʃil-tər} { air fluctuation See dissolved air fluctuation. { ‘er flö’ta-ʃən} { airflow duct [ENG] A pipe, tube, or channel through which air moves into or out of an enclosed space. Also known as air duct. { ‘er, flö, duk’t}
airflow orifice  [ENG] An opening through which air moves out of an enclosed space. {‘erˌflɔrˌɔrˌfis \(\text{\textregistered}\)}

airflow pipe  [ENG] A tube through which air is conveyed from one location to another. {‘erˌflɔˌpyp \(\text{\textregistered}\)}

air-fuel mixture  [MECH ENG] In a carbureted gasoline engine, the charge of air and fuel that is mixed in the appropriate ratio in the carburetor and subsequently fed into the combustion chamber. {‘erˌfyulˌmiksˌchar}  

air gage  [ENG] 1. A device that measures air pressure. 2. A device that compares the shape of a machined surface to that of a reference surface by measuring the rate of passage of air between the surfaces. {‘erˌgæj}  

air gap  [ELECTR] 1. A gap or an equivalent filler of nonmagnetic material across the core of a choke, transformer, or other magnetic device. 2. A spark gap consisting of two electrodes separated by air. 3. The space between the stator and rotor in a motor or generator. [ENG] 1. The distance between two components or parts. 2. In plastic extrusion coating, the distance from the opening of the extrusion die to the nip formed by the pressure and chill rolls. 3. The unobstructed vertical distance between the lowest opening of a faucet (or the like) which supplies a plumbing fixture (such as a tank or washbowl) and the level at which the fixture will overflow. {‘erˌgæp}  

air grating  [BUILD] A fixed metal grille on the exterior of a building through which air is brought into or discharged from the building for purposes of ventilation. {‘erˌgrædɪŋ}  

air hammer  See pneumatic hammer. {‘erˌhæmər}  

air-handling system  [MECH ENG] An air-conditioning system in which an air-handling unit provides part of the treatment of the air. {‘erˌhændˌlɪŋˌsɪsˌtæm}  

air-handling unit  [MECH ENG] A packaged assembly of air-conditioning components ( coils, filters, fan humidifier, and so forth) which provides for the treatment of air before it is distributed. {‘erˌhændˌlɪŋˌyuːˌnæt}  

air heater  See air preheater. {‘erˌhɛrətər}  

air-heating system  See air preheater. {‘erˌhɛdɪŋˌsɪsˌtæm}  

air hoist  [MECH ENG] A lifting tackle or tugger constructed with cylinders and pistons for reciprocating motion and air motors for rotary motion, all powered by compressed air. Also known as pneumatic hoist. {‘erˌhɔɪst}  

air horn  [MECH ENG] In an automotive engine, the upper portion of the carburetor barrel through which entering air passes in quantities controlled by the choke plate and the throttle plate. {‘erˌhɔrn}  

air horsepower  [MECH ENG] The theoretical (minimum) power required to deliver the specified quantity of air under the specified pressure conditions in a fan, blower, compressor, or vacuum pump. Abbreviated air hp. {‘erˌhpəˌrə}  

air hp  See air horsepower.  

air-injection reactor  [MECH ENG] A unit installed in an automotive engine which mixes fresh air with hot exhaust gases in the exhaust manifold to react with any gasoline that has escaped unburned from the cylinders. Abbreviated AIR. {‘erˌɪŋjektˌʃənˌrɪˈækətər}  

air-injection system  [MECH ENG] A device that uses compressed air to inject the fuel into the cylinder of an internal combustion engine. Also known as thermactor. {‘erˌɪŋjektˌʃənˌsɪsˌtæm}  

air inlet  [MECH ENG] In an air-conditioning system, a device through which air is exhausted from a room or building. {‘erˌɪnˌlɛt}  

air-inlet valve  [MECH ENG] In a heating/air-conditioning system of a motor vehicle, a valve in the plenum blower assembly that permits selection of either inside or outside air. {‘erˌɪnˌletˌvæl}  

air knife  [MECH ENG] A device that uses a thin, flat jet of air to remove the excess coating from freshly coated paper. {‘erˌnɪfˌkɒdɪŋ}  

air-knife coating  [ENG] An even film of coating left on paper after treatment with an air knife. {‘erˌnɪfˌkɒdɪŋˌjæŋ}  

air-lance  [ENG] To direct a pressurized-air stream to remove unwanted accumulations, as in boiler-wall cleaning. {‘erˌlænd}  

air leakage  [MECH ENG] 1. In ductwork, air which escapes from a joint, coupling, and such. 2. The undesired leakage or uncontrolled passage of air from a ventilation system. {‘erˌleɪkə}  

airless spraying  [ENG] The spraying of paint by means of high fluid pressure and special equipment. Also known as hydraulic spraying. {‘erˌlæsˌspraɪŋ}  

air lift  [MECH ENG] 1. Equipment for lifting slurry or dry powder through pipes by means of compressed air. 2. See air-lift pump. {‘erˌlɪft}  

air-lift hammer  [MECH ENG] A gravity drop hammer used in closed die forging in which the ram is raised to its starting point by means of air cylinder. {‘erˌlɪftˌhæmər}  

air-lift pump  [MECH ENG] A device composed of two pipes, one inside the other, used to extract water from a well; the lower end of the pipes is submerged, and air is delivered through the inner pipe to form a mixture of air and water which rises in the outer pipe above the water in the well; also used to move corrosive liquids, mill tailings, and sand. Also known as air lift. {‘erˌlɪftˌpəm}  

air line  [ENG] A fault, in the form of an elongated bubble, in glass tubing. Also known as hairline. [MECH ENG] A duct, hose, or pipe that supplies compressed air to a pneumatic tool or piece of equipment. {‘erˌlɪn}  

air-line lubricator  See line oiler. {‘erˌˈlɪnˈlʌbrəˌkædər}  

air lock  [ENG] 1. A chamber capable of being hermetically sealed that provides for passage between two places of different pressure, such as between an altitude chamber and the outside.
air-lock strip

airport engineering [CIV ENG] The planning, design, construction, and operation and maintenance of facilities providing for the landing and takeoff, loading and unloading, servicing, maintenance, and storage of aircraft. {‘er,port en-ja’nir-iŋ}

air preheater [MECH ENG] A device used in steam boilers to transfer heat from the flue gases to the combustion air before the latter enters the furnace. Also known as air heater, air-heating system. {‘er,préhêd-ar}

airproof See airtight. {‘er,prûf}

air propeller [MECH ENG] A rotating fan for moving air. {‘er,pra,pel-ar}

air pump [MECH ENG] A device for removing air from an enclosed space or for adding air to an enclosed space. {‘er,pamp}

air punching [ENG] A machine consisting essentially of a reciprocating chisel or pick, driven by air. {‘er,pan-char}

air purge [MECH ENG] Removal of particulate matter from air within an enclosed vessel by means of air displacement. {‘er,parj}

air-raid shelter [CIV ENG] A chamber, often underground, provided with living facilities and food, for sheltering people against air attacks. {‘er,râd ʃel-tàr}

air receiver [MECH ENG] A vessel designed for compressed-air installations that is used both to store the compressed air and to permit pressure to be equalized in the system. {‘er,ri,sè-var}

air register [ENG] A device attached to an air-distributing duct for the purpose of controlling the discharge of air into the space to be heated, cooled, or ventilated. {‘er,ri,ʒə-stor}

air regulator [MECH ENG] A device for regulating airflow, as in the burner of a furnace. {‘er,rêj-stor}

air reheat [MECH ENG] In a heating system, any device used to add heat to the air circulating in the system. {‘er,rêhêd-ar}

air release valve [MECH ENG] A valve, usually manually operated, which is used to release air from a water pipe or fitting. {‘er,rîlês, valv}

air resistance [MECH] Wind drag giving rise to forces and wear on buildings and other structures. {‘er ri’zi:t-mand}

air ring [ENG] In plastics forming, a circular manifold which distributes an even flow of cool air into a hollow tubular form passing through the manifold. {‘er,riŋ}

air sampling [ENG] The collection and analysis of samples of air to measure the amounts of various pollutants or other substances in the air, or the air’s radioactivity. {‘er,sam-plîg}

air scoop [DES ENG] An air-duct cowling projecting from the outer surface of an aircraft or automobile, which is designed to utilize the dynamic pressure of the airstream to maintain a flow of air. {‘er,skûp}

air screw [MECH ENG] A screw propeller that operates in air. {‘er,skiːp}

air-seasoned [ENG] Treated by exposure to air to give a desired quality. {‘er,sèz-ænd}
air washer  [MECH ENG] A device that uses an air current to separate a material from another of greater density or particles from others of lesser size. (ˈərˌswərənˈshənˌinˌkæpˌsəlˈərənˌshən)

air suspension system  [MECH ENG] Parts of an automotive vehicle that are intermediate between the wheels and the frame, and support the car body and frame by means of a cushion of air to absorb road shock caused by passage of the wheels over irregularities. (ˈərˌsəsˈpənˌshənˌsəs·təmˌənˌsəlˌswərəntənˌinˌj]}

air system  [MECH ENG] A mechanical refrigeration system in which air serves as the refrigerant in a cycle comprising compressor, heat exchanger, expander, and refrigerating core. (ˈərˌsisˌtə̆mˌənˌsəlˌswərəntənˌinˌj]}

air terminal  [CIV ENG] A facility providing a place of assembly and amenities for airline passengers and space for administrative functions. [ELEC] A structure, such as a tower, that serves as a lightning arrester. (ˈərˌtəmˌənˌsəlˌswərəntənˌinˌj]}

air-to-air resistance  [CIV ENG] The resistance provided by the wall of a building to the flow of heat. (ˈərˌtūˌərˌriˌsi̊stə̆nsˌənˌsəlˌswərəntənˌinˌj]}

air toxics  [See hazardous air pollutants. (ˈiertə̆ksˌənˌsəlˌswərəntənˌinˌj]}

air trap  [CIV ENG] A U-shaped pipe filled with water that prevents the escape of foul air or gas from such systems as drains and sewers. See air pocket. (ˈərtə̆pˌənˌsəlˌswərəntənˌinˌj]}

air-tube breathing apparatus  [ENG] A device consisting of a smoke helmet, mask, or mouth-piece supplied with fresh air by means of a flexible tube. Also known as air-supply mask. (ˈərtə̆bˈbrētə̆ˌənˌkəˌpərədˈə̆sˌənˌsəlˌswərəntənˌinˌj]}

air-tube clutch  [MECH ENG] A clutch fitted with a tube whose inflation causes the clutch to engage, and deflation, to disengage. (ˈərtˌtŭbˌkləchˌənˌsəlˌswərəntənˌinˌj]}

air valve  [MECH ENG] A valve that automatically lets air out of or into a liquid-carrying pipe when the internal pressure drops below atmospheric. (ˈərˌvəlˌənˌsəlˌswərəntənˌinˌj]}

air vessel  [ENG] 1. An enclosed volume of air which uses the compressibility of air to minimize water hammer. Also known as accumulator. 2. An enclosed chamber using the compressibility of air to promote a more uniform flow of water in a piping system. (ˈərˌvəsˌənˌsəlˌswərəntənˌinˌj]}

air washer  [MECH ENG] 1. A device for cooling and cleaning air in which the entering warm, series of cycles in which they are first suspended by a vertical current of air while they are sprayed with a solution of coating material, and are then moved by the airstream into a region where they undergo a drying treatment. Also known as Wurster process. (ˈərˌsəsˈpənˌshənˌinˌkæpˌsəlˈərənˌshənˌənˌsəlˌswərəntənˌinˌj]}

air-suspension encapsulation  [CHEM ENG] A technique for microencapsulation of various types of solid particles; the particles undergo a
moist air is cooled below its dew point by refrigerated water so that although the air leaves close to saturation with water, it has less moisture per unit volume than when it entered. 2. Apparatus to wash particulates and soluble impurities from air by passing the airstream through a liquid bath or spray. ['er,wash-ər]

air-water jet [ENG] A jet of mixed air and water which leaves a nozzle at high velocity, used in cleaning the surfaces of concrete or rock. ['er,əd-ər]jet]

air-water storage tank [ENG] A water storage tank in which the air above the water is compressed. ['er,əd-ər 'stɔr-əriˌtank]

airway [BUILD] A passage for ventilation between thermal insulation and roof boards. ['erˌwā]

air well See air shaft. ['erˌwel]

Airy points [ENG] The points at which a horizontal rod is optionally supported to avoid its bending. ['er-əˌpoints]

Airy strain function [MECH] A biharmonic function of two variables whose second partial derivatives give the stress components of a body subject to a plane strain. ['er-əˌstressˌʃræŋˌshan]

aisleway [CIV ENG] A passage or walkway within a factory, storage building, or shop permitting the flow of inside traffic. ['ilˌwā]

Aitken dust counter [ENG] An instrument for determining the dust content of the atmosphere. Also known as Aitken nucleus counter. ('ät-kən 'dastˌkauˌnər-

Aitken nucleus counter See Aitken dust counter. ('ät-kən 'njuˌkləˌasˌkauˌnər-

alarm gage [ENG] A device that actuates a signal either when the steam pressure in a boiler is too high or when the water level in a boiler is too low. (əˈlərmˌ,gæj)

alarm system [ENG] A system which operates a warning device after the occurrence of a dangerous or undesirable condition. (əˈlərmˌsɪsˈtæm)

alarm valve [ENG] A device that sounds an alarm when water flows in an automatic sprinkler system. (əˈlərmˌ,vælˌv)

albedometer [ENG] An instrument used for the measurement of the reflecting power, that is, the albedo, of a surface. (əˈləbməˌdər-

Alberger process [CHEM ENG] A method of manufacturing salt by heating brine at high pressure and passing it to a graverel which removes calcium sulfate; the salt crystallizes as the pressure is reduced and thus is separated from the brine. (alˈber-gərˌprəsˌəς)

alcoholimeter See alcoholometer. (əˌləkˌholˌɪmɨˌləmˈədər-

alcoholometer See alcoholometer. (əˌləkˌholˌməˌləmˈədər-

alcohol meter [ENG] A device, such as a form of hydrometer, that measures the quantity of an alcohol contained in a liquid. Also known as alcoholimeter; alcoholometer. (əˌləkˌhəlˌləˈmədər-

alcohol thermometer [ENG] A liquid-in-glass thermometer that uses ethyl alcohol as its working substance. ('alˌkaˌhəlˌðərˈməmˌədər-

alidade [ENG] 1. An instrument for topographic surveying and mapping by the plane-table method. 2. Any sighting device employed for angular measurement. ('alˌəˌdād]

aligning drift [MECH ENG] A rod or bar that is used for aligning parts during assembly. (əˌlɪŋˌdrɪft"

alignment [CIV ENG] In a survey for a highway, railroad, or similar installation, a ground plan that shows the horizontal direction of the route. ([ɛˈlɪŋˌmənt kəˈrɛksˌshan]

alignment pin [DES ENG] Pin in the center of the base of an octal, loctal, or other tube having a single vertical projecting rib that aids in correctly inserting the tube in its socket. (əˌlɪŋˌməntˌpin)

alignment wire See ground wire. (əˌlɪŋˌməntˌwīr)

alkali ion diode [ENG] In testing for leaks, a device which senses the presence of halogen gases by the use of positive ions of alkali metal on the heated diode surfaces. (əˌləkˌkəˌlīˌɪənˌdēˌoʊd)

alkaline wash [CHEM ENG] The removal of impurities from kerosene, used for illuminating purposes, by caustic soda solution. (əˌləkˌkəˌlənˌwāsh)

Alkair process [CHEM ENG] Catalytic alkylation of aromatic hydrocarbons with olefins to produce alkylation products, for example, production of ethylbenzene from benzene and ethylene. (əˌləkˌkərˌprəsˌəς)

alkylate bottom [CHEM ENG] Residue from fractionation of total alkylate which boils at a higher temperature than aviation gasolines. (əˌləkˌkəˌlətˌbādˌəm)

alkylation [CHEM ENG] A refinery process for chemically combining isoparaffin with olefin hydrocarbons. (əˌləkˌkəˌlətˌsləŋˌshan)

al légé [BUILD] A part of a wall which is thinner than the rest, especially the frustrated under a window. (əˌləzh)

Allen screw [DES ENG] A screw or bolt which has an axial hexagonal socket in its head. (əˌlənˌskrū]

Allen wrench [DES ENG] A wrench made from a straight or bent hexagonal rod, used to turn an Allen screw. (əˌlənˌrench]

alligator shears [ENG] A cutting tool with a fixed lower blade and a movable upper blade (shearing arm) that moves in an arc around a fulcrum pin; used mainly for shearing applications that do not require great accuracy. (əˌləˌgədərˌshər]
aligator wrench  [DES ENG] A wrench having fixed jaws forming a V, with teeth on one or both jaws.  ['al-ga-tr} wrench
allocate  [IND ENG] To assign a portion of a resource to an activity.  {'a-lokat}
allowable bearing value  [CIV ENG] The maximum permissible pressure on foundation soil that provides adequate safety against rupture of the soil mass or movement of the foundation of such magnitude as to impair the structure imposing the pressure. Also known as allowable soil pressure.  {'al-lau alb bal ber-injal val-yul}
alowable load  [MECH] The maximum force that may be safely applied to a solid, or is permitted by applicable regulators.  {'al-lau alb bal lod}
alowable soil pressure  See allowable bearing value.  {'al-lau alb-bal soil presh-or}
alowable stress  [MECH] The maximum force per unit area that may be safely applied to a solid.  {'al-lau alb-bal strees}
alowance  [DES ENG] An intentional difference in sizes of two mating parts, allowing clearance usually for a film of oil, for running or sliding fits.  {'al-lau-uns}
alowed hours  See standard hour.  {'al-laud 'au-er}
alowed time  [IND ENG] Amount of time allowed each employee for personal needs during a work cycle.  {'al-lau'd tim}
alloy junction  [ELECTR] A junction produced by alloying one or more impurity metals to a semiconductor material and heating until the molten alloy melts a portion of the semiconductor, resulting in a pn junction when the dissolved semiconductor recrystallizes. Also known as fused-junction diode.  {'al-loy junc-shan diode}
alloy-junction diode  [ELECTR] A junction diode made by placing a pill of doped alloying material on a semiconductor material and heating until the alloy junction melts a portion of the semiconductor. Also known as fused-junction diode.  {'al-loy junc-shan diode'}
all-translational system  [CONT SYS] A simple robotic system in which there is no rotation of the robot or its components during movements of the robot's body.  {'al-all-trans lal-shan al sis-tam}
all-weather airport  [CIV ENG] An airport with facilities to permit the landing of qualified aircraft and aircrews without regard to operational weather limits.  {'al all-wei her-air port}
alpha  [ELECTR] The ratio between the change in collector current and the change in emitter current of a transistor.  {'al 'fo}
alpha cutoff frequency  [ELECTR] The frequency at the high end of a transistor's range at which current amplification drops 3 decibels below its low-frequency value.  {'al 'fo 'kod,of fre-kwan-se}
alpha-ray vacuum gage  [ENG] An ionization gage in which the ionization is produced by alpha particles emitted by a radioactive source, instead of by electrons emitted from a hot filament, used chiefly for pressures from 10^{-12} to 10^{-3} torrs. Also known as alphatron.  {'al 'fo ,ra 'vak-yu m gai}
alphatron  See alpha-ray vacuum gage.  {'al-'fo-tron}
alta  See altitude.
altilimuth  [ENG] An instrument equipped with both horizontal and vertical graduated circles, for the simultaneous observation of horizontal and vertical directions or angles. Also known as astronomical theodolite, universal instrument.  {'al-'taz-a-math}
altilimuth mounting  See altitude-azimuth mounting.  {'al-'taz a-math main-ent-iq}
altilimuth mounting  See altitude-azimuth mounting.  {'al-'taz a-math main-ent-iq}
altiligraph  [ENG] A pressure altimeter that has a recording mechanism to show the changes in altitude.  {'al-'ta-graf}
altilimeter  [ENG] An instrument which determines the altitude of an object with respect to a fixed level, such as sea level, there are two common types: the aneroid altimeter and the radio altimeter.  {'al-'tim-ar}
altilimeter corrections  [ENG] Corrections which must be made to the readings of a pressure altimeter to obtain true altitudes, involve horizontal pressure gradient error and air temperature error.  {'al-'tim-ad-ar ka'rek-shan}
altilimeter setting  [ENG] The value of atmospheric pressure to which the scale of an aneroid altimeter is set; after United States practice, the pressure which will indicate airport elevation when the altimeter is 10 feet (3 meters) above the runway (approximately cockpit height).  {'al-'tim-ad-ar sed-iq}
altilimeter-setting indicator  [ENG] A precision aneroid barometer calibrated to indicate directly the local altimeter setting.  {'al-'tim-ad-ar sed-iq 'in-da-kad-ar}
altilmetry  [ENG] The measurement of heights in the atmosphere (altitude), generally by an altimeter.  {'al-'tim-er-i}
altilitude  Abbreviated alt.  [ENG] 1. Height, measured as distance along the extended earth's radius above a given datum, such as average sea level.  2. Angular displacement above the horizon measured by an altitude curve.  {'al-'to-tud}
altilitude azimuth  [ENG] An azimuth determined by solution of the navigational triangle with altitude, declination, and latitude given.  {'al-to tudi 'az-a-math}
altilitude-azimuth mounting  [ENG] A two-axis telescope mounting in which the azimuth of the direction in which the telescope is pointed is
determined by rotation about a vertical axis and the corresponding altitude is determined by rotation about a horizontal axis, computer-controlled motors must move the telescope in both altitude and azimuth to compensate for the earth's rotation. Also known as alt-azimuth mounting.

**altitude chamber** [ENG] A chamber within which the air pressure, temperature, and so on can be adjusted to simulate conditions at different altitudes; used for experimentation and testing.

**altitude curve** [ENG] The arc of a vertical circle between the horizon and a point on the celestial sphere, measured upward from the horizon.

**altitude datum** [ENG] The arbitrary level from which heights are reckoned.

**altitude difference** [ENG] The difference between computed and observed altitudes, or between precomputed and sextant altitudes. Also known as altitude intercept, intercept.

**altitude intercept** See altitude difference.

**aluminize** [ENG] To apply a film of aluminum to a material, such as glass.

**AM** See amplitude modulation.

**A-mast** [ENG] An A-shaped arrangement of upright poles for supporting a mechanism designed to lift heavy loads.

**ambient** [ENG] Surrounding, especially, of or pertaining to the environment about a flying aircraft or other body not disturbed or unaffected by it, as in ambient air or ambient temperature.

**American basement** [BUILD] A basement located above ground level and containing the building's main entrance.

**American bond** [CIV ENG] A bond in which every fifth, sixth, or seventh course of a wall consists of headers and the other courses consist of stretchers. Also known as common bond; Scotch bond.

**American caisson** See box caisson.

**American caisson** [ENG] A device into a material, such as glass.

**American filter** See disk filter.

**American melting point** [CHEM ENG] A temperature 3°F (1.7°C) higher than the American Society for Testing and Materials Method D87 paraffin-wax melting point.

**American standard beam** [CIV ENG] A type of I beam made of hot-rolled structural steel.

**American standard channel** [CIV ENG] A C-shaped structural member made of hot-rolled structural steel.

**American standard pipe thread** [DES ENG] Taper, straight, or dryseal pipe thread whose dimensions conform to those of a particular series of specified sizes established as a standard in the United States. Also known as Briggs pipe thread.

**American standard screw thread** [DES ENG] Screw thread whose dimensions conform to those of a particular series of specified sizes established as a standard in the United States; used for bolts, nuts, and machine screws.

**American system drill** See churn drill.

**American Table of Distances** [ENG] Published data concerning the safe storage of explosives and ammunition.

**ammonia absorption refrigerator** [MECH ENG] An absorption-cycle refrigerator which uses ammonia as the circulating refrigerant.

**ammonia condenser** [MECH ENG] A device that decreases the volume of a quantity of gaseous ammonia by the amplification of pressure, used in refrigeration systems.

**ammonia liquors** [CHEM ENG] Water solution of ammonia, ammonium compounds, and impurities, obtained from destructive distillation of bituminous coal.

**ammonia meter** [ENG] A hydrometer designed specifically to determine the density of aqueous ammonia solutions.

**ammonia synthesis** [CHEM ENG] Chemical combination of nitrogen and hydrogen gases at high temperature and pressure in the presence of a catalyst to form ammonia.

**ammonification** See ammonization.

**ammonoxidation** [CHEM ENG] A process in which mixtures of propylene, ammonia, and oxygen are converted in the presence of a catalyst, by acrylonitrile as the primary product. Also known as ammonoxidation; oxyamination.

**amortize** [IND ENG] To reduce gradually an obligation, such as a mortgage, by periodically paying a part of the principal as well as the interest.

**amount limit** [IND ENG] In a test for a fixed quantity of work, the time required to complete the work or the total amount of work that can be completed in an unlimited time.

**amp** See amperage, ampere.
analogue centrifugation

amplifiedness  [ELEC] Current-carrying capacity in amperes; used as a rating for power cables.  \{am-pá:s-ad é\}

amperage  [ELEC] The amount of electric current in amperes. Abbreviated amp.  \{am-prí\}

amper-hour meter  [ENG] A device that measures the total electric charge that passes a given point during a given period of time.  \{am-pír á:vrₜₐ ir, mēd-ar\}

amperometric transducer  [ENG] A transducer in which the concentration of a dissolved substance is determined from the electric current produced between two electrodes immersed in the test solution when one of the electrodes is kept at a selected electric potential with respect to the solution.  \{am-pír ámen-tret r:ntr zn-dú-sar\}

amphibious  [MECH ENG] Said of vehicles or equipment designed to be operated or used on either land or water.  \{am-fib-é-as\}

amplification factor  [ELECTR] In a vacuum tube, the ratio of the incremental change in plate voltage to a given small change in grid voltage, under the conditions that the plate current and all other electrode voltages are held constant.  \{am-plá-fa-ká-shan, ják-tar\}

amplification noise  [ELECTR] Noise generated in the vacuum tubes, transistors, or integrated circuits of an amplifier.  \{am-plá-fa-ká-shan, nőiz\}

amplifier  [ENG] A device capable of increasing the magnitude or power level of a physical quantity, such as an electric current or a hydraulic mechanical force, that is varying with time, without distorting the wave shape of the quantity.  \{am-plá,fi-ar\}

amplifier-type meter  [ENG] An electric meter whose characteristics have been enhanced by the use of preamplification for the signal input eventually used to actuate the meter.  \{am-plá,fi-ar, tip 'mēd-ar\}

amplify  [ENG ACOUS] To strengthen a signal by increasing its amplitude or by raising its level.  \{am-plá,fi\}

amplitude-frequency response  See frequency response.  \{am-plá,túð 'fré-kwón-sé ri-spáns\}

amplitude-modulated indicator  [ENG] A general class of radar indicators, in which the sweep of the electron beam is deflected vertically or horizontally from a base line to indicate the existence of an echo from a target. Also known as deflection-modulated indicator, intensity-modulated indicator.  \{am-plá,túd 'máj-ar, lád-ad 'zjn,do,kát-ar\}

amplitude modulation  [ELECTR] Abbreviated AM. 1. Modulation in which the amplitude of a wave is the characteristic varied in accordance with the intelligence to be transmitted. 2. In telemetry, those systems of modulation in which each component frequency \(f\) of the transmitted intelligence produces a pair of sideband frequencies at carrier frequency plus \(f\) and carrier minus \(f\).  \{'am-plá,túd 'máj-ar, lád-ad 'zjn,do,kát-ar\}

amlyograph  [ENG] An instrument used to measure and record the viscosity of starch and flour pastes and the temperature at which they gelatinize.  \{'am-mi-lə-graf\}

analessma  [CIV ENG] Any raised construction which serves as a support or rest.  \{'an-əl-em-ə\}

analog  [ELECTR] 1. A physical variable which remains similar to another variable so far as the proportional relationships are the same over some specified range; for example, a temperature may be represented by a voltage which is its analog. 2. Pertaining to devices, data, circuits, or systems that operate with variables which are represented by continuously measured voltages or other quantities.  \{'an-əl,jə\}

analog output  [CONT SYS] Transducer output in which the amplitude is continuously proportional to a function of the stimulus.  \{'an-əl,jə, 'a:t,püüt\}

analog readout  [ENG] A scale on a balance that continuously indicates measurement values by the position of an index mark, either a line or a pointer, opposite a graduated scale which is usually marked with numbers.  \{'an-əl,jə, 'réd,ət\}

analog signal  [ELECTR] A nominally continuous electrical signal that varies in amplitude or frequency in response to changes in sound, light, heat, position, or pressure.  \{'an-əl,jə, 'síg-nål\}

analog switch  [ELECTR] 1. A device that either transmits an analog signal without distortion or completely blocks it. 2. Any solid-state device, with or without a driver, capable of bilaterally switching voltages or current.  \{'an-əl,jə, 'swit\}

analog-to-digital converter  [ELECTR] A device which translates continuous analog signals into proportional discrete digital signals.  \{'an-əl,jə, 'tə (dij-at-ar, kan'várd-ar)\}

analog-to-frequency converter  [ELECTR] A converter in which an analog input in some form other than frequency is converted to a proportional change in frequency.  \{'an-əl,jə, 'tə 'fré-kwán-sé kan'várd-ar\}

analog voltage  [ELECTR] A voltage that varies in a continuous fashion in accordance with the magnitude of a measured variable.  \{'an-əl,jə, 'vól-tij\}

analytical aerotriangulation  [ENG] Analytical phototriangulation, performed with aerial photographs.  \{'an-əl'id-ə-kál 'jɛr-tufr,æŋ-gyə 'lά-shon\}

analytical balance  [ENG] A balance with a sensitivity of 0.1–0.01 milligram.  \{'an-əl'id-ə-kál 'bål-əns\}

analytical centrifugation  [ENG] Centrifugation following precipitation to separate solids from solid-liquid suspensions, faster than filtration.  \{'an-əl'id-ə-kál sen, 'trif-əgå-šon\}
analytical nadir-point triangulation

[ENG] Radial triangulation performed by computational routines in which nadir points are utilized as radial centers. {\an\-\əl\-\id\-\ə-kəl}  

analytical orientation

[ENG] The computational steps required to determine tilt, direction of principal line, flight height, angular elements, and linear elements in preparing aerial photographs for rectification. {\an\-\əl\-\id\-\ə-kəl  \ɔr-\ən-tā\-shən}

analytical photogrammetry

[ENG] A method of photogrammetry in which solutions are obtained by mathematical methods. {\an\-\əl\-\id\-\ə-kəl  \fə\-tāg\-rə-rē\-tō}

analytical phototriangulation

[ENG] A phototriangulation procedure in which the spatial solution is obtained by computational routines. {\an\-\əl\-\id\-\ə-kəl  \fə\-tō\-trī\-əng\-əl\-ən\-gə\-trē\-tō\-nē\-shən}

analytical radar prediction

[ENG] Prediction based on proven formulas, power tables, or graphs; considers surface height, structural and terrain information, and criteria for radar reflectivity together with the aspect angle and range to the target. {\an\-\əl\-\id\-\ə-kəl  \r̩\-dār prə\-dīk\-shən}

analytical radial triangulation

[ENG] Radial triangulation performed by computational routines. {\an\-\əl\-\id\-\ə-kəl  \r̩\-dē\-əl  \trī\-ən\-gə\-vəll\-ə\-shən}

analytical three-point resection radial triangulation

[ENG] A method of computing the coordinates of the ground principal points of overlapping aerial photographs by resecting on three horizontal control points appearing in the overlap area. {\an\-\əl\-\id\-\ə-kəl  \thrē\-pōnt ré\-sēk\-shən  \r̩\-dē\-əl  \trī\-ən\-gə\-vəll\-ə\-shən}

analytical ultracentrifuge

[ENG] An ultracentrifuge that uses one of three optical systems (schlieren, Rayleigh, or absorption) for the accurate determination of sedimentation velocity or equilibrium. {\an\-\əl\-\id\-\ə-kəl  \əl\-trā\-sen\-trə  \fyəl}

analytic mechanics

[MECH] The application of differential and integral calculus to classical (nonquantum) mechanics. {\an\-\əl\-\id\-\ək ik\ \ən\-kən\-iks}

analyzer

[ENG] A multifunction test meter, measuring volts, ohms, and amperes. Also known as set analyzer [MECH ENG]. The component of an absorption refrigeration system where the mixture of water vapor and ammonia vapor leaving the generator meets the relatively cool solution of ammonia in water entering the generator and loses some of its vapor content. {\an\-\əl\-\əz\-ər}

anchor

[CIV ENG] A device connecting a structure to a heavy masonry or concrete object to a metal plate or to the ground to hold the structure in place. {\an\-\əl\-\ək\ \ən\-kə\r\ \chār"

anchorage

[CIV ENG] 1. An area where a vessel anchors or may anchor because of either suitability or designation. Also known as anchor station. 2. A device which anchors tendons to the posttenioned concrete member. 3. In posttensioning, a device used to anchor tendons temporarily during the hardening of the concrete. 4. See deadman. {\an\-kə\r\ \r̩\-ri\-j}

anchorage deformation

[CIV ENG] The shortening of tendons due to their modification or slippage when the prestressing force is transferred to the anchorage device. Also known as anchorage slip. {\an\-kə\r\ \dē\-fər\-mə\-shən}

anchorage slip

[CIV ENG] See anchorage deformation. {\an\-kə\r\ \sl̩\-p}

anchorage zone

[CIV ENG] 1. In posttensioning, the region adjacent to the anchorage for the tendon which is subjected to secondary stresses as a result of the distribution of the prestressing force. 2. In posttensioning, the region in which which bond stresses are developed. {\an\-kə\r\ \r̩\-zən}

anchor and collar

[DES ENG] A door or gate hinge whose socket is attached to an anchor embedded in the masonry. {\an\-kə\r\ \ən\-kəl\-ər}

anchor block

[BUILD] A block of wood, replacing a brick in a wall to provide a nailing or fastening surface. [CIV ENG] See deadman. {\an\-kə\r\ \bl̩\-k}

anchor bolt

[CIV ENG] A bolt used with its head embedded in masonry or concrete and its threaded part protruding to hold a structure or machinery in place. Also known as anchor rod. {\an\-kə\r\ \bəlt̩}

anchor buoy

[CIV ENG] One of a series of buoys marking the limits of an anchorage. {\an\-kə\r\ \bō\-lē}

anchor charge

[CIV ENG] A procedure that allows several charges to be preloaded in a seismic shot hole; the bottom charges are fired first, and the upper charges are held down by anchors. {\an\-kə\r\ \chār}

anchored bulkhead

[CIV ENG] A bulkhead secured to anchor piles. {\an\-kə\r\ \bəlk\-hēd}

anchor log

[CIV ENG] A log, beam, or concrete block buried in the earth and used to hold a guy rope firmly. Also known as deadman; ground anchor. {\an\-kə\r\ \l̩\-g̩}

anchor nut

[DES ENG] A nut in the form of a tapped insert forced under steady pressure into a hole in sheet metal. {\an\-kə\r\ \nət̩}

anchor pile

[CIV ENG] A pile that is located on the land side of a bulkhead or pier and anchors it
through such devices as rods, cables, and chains. {‘ēn̩-jɔ̱l ˌek-ō̱}

anchor plate {CIV ENG} A metal or wooden plate fastened to or embedded in a support, such as a floor, and used to hold a supporting cable firmly. {‘aŋ̩-karˈ plät}

anchor rod {See anchor bolt.} {‘aŋ̩-karˈ råd}

anchor station {See anchorage.} {‘aŋ̩-karˈ stä̱-ʃən}

anchor tower {CIV ENG} 1. A tower which is a part of a crane staging or stiffleg derrick and serves as an anchor. 2. A tower that supports and anchors an overhead transmission line. {‘aŋ̩-karˈ tɔu̱r-ər}

anchor wall {See deadman.} {‘aŋ̩-karˈ wəl}

AND gate {See AND gate.} {‘aŋ̩dˌ sɑr-kat}

AND AND gate {ELECTR} A circuit which has two or more input-signal ports and which delivers an output only if and when every input signal port is simultaneously energized. Also known as AND circuit, passive AND gate. {‘aŋ̩dˌgæt}

AND/NOR gate {ELECTR} A single logic element whose operation is equivalent to that of two AND gates with outputs feeding into a NOR gate. {‘aŋ̩dˈnoɾˌgæt}

AND/NOT gate {ELECTR} A coincidence circuit that performs the logic operation AND NOT, under which a result is true only if statement A is true and statement B is not. Also known as A AND NOT B gate. {‘aŋ̩dˌnætˌgæt}

AND-OR circuit {ELECTR} Gating circuit that produces a prescribed output condition when several possible combined input signals are applied; exhibits the characteristics of the AND gate and the OR gate. {‘aŋ̩dˌɔrˌsɑr-kat}

AND-OR-INVERT gate {ELECTR} A logic circuit with four inputs, a₁, a₂, b₁, and b₂, whose output is 0 only if either a₁ or a₂ or b₁ and b₂ are 1. Abbreviated A-O-I gate. {‘aŋ̩dˌ otˌɪnˈvɔ rtˌgæt}

Andrade’s creep law {MECH} A law which states that creep exhibits a transient state in which strain is proportional to the cube root of time and then a steady state in which strain is proportional to time. {‘aŋ̩drəˌs krepˈ laːw}

Andrews’s curves {THERMO} A series of isothersms for carbon dioxide, showing the dependence of pressure on volume at various temperatures. {‘aŋ̩dˌrəz kærvz}

anechoic chamber {ENG} 1. A test room in which all surfaces are lined with a sound-absorbing material to reduce reflections of sound to a minimum. Also known as dead room; free-field room. 2. A room completely lined with a material that absorbs radio waves at a particular frequency or over a range of frequencies; used principally at microwave frequencies, such as for measuring radar beam cross sections. {‘aŋ̩-aˈkəʊˌik kærvˌz}

anelasticity {MECH} Deviation from a proportional relationship between stress and strain. {‘aŋ̩-əˈlæs-tisˌæd-

anemobiograph {ENG} A recording pressure-tube anemometer in which the wind scale of the float manometer is linear through the use of springs; an example is the Dines anemometer. {‘aŋ̩-əˈməʊbɪ-əˈgraf}

anemoclinometer {ENG} A type of instrument which measures the inclination of the wind to the horizontal plane. {‘aŋ̩-əˌməʊˈklɪnməˌər-

anemogram {ENG} A record made by an anemograph. {‘aŋ̩-əˈməʊˌɡram}

anemograph {ENG} 1. An instrument which records wind velocities. 2. A recording anemometer. {‘aŋ̩-əˈməʊˌɡram}

anemometer {ENG} A device which measures air speed. {‘aŋ̩-əˈməʊˌmər-

anemoscope {ENG} An instrument for indicating the direction of the wind. {‘aŋ̩-əˌməʊˌskəp}

anemovane {ENG} A combined contact anemometer and wind vane used in the Canadian Meteorological Service. {‘aŋ̩-əˌməʊˈvæn}

aneroid {ENG} 1. Containing no liquid or using no liquid. 2. See aneroid barometer. {‘aŋ̩-əˈrɔɪd}

aneroid altimeter {ENG} An altimeter containing an aneroid barometer that actsuates the indicator. {‘aŋ̩-əˈrɔɪd ˈɔltɪˌmər-

aneroid barograph {ENG} An aneroid barometer arranged so that the deflection of the aneroid capsule actuates a pen which graphs a record on a rotating drum. Also known as aneroidograph, barograph, barometrograph. {‘aŋ̩-əˈrɔɪd ˈbɑ̱rˌəˌgraf}

aneroid barometer {ENG} A barometer which utilizes an aneroid capsule. Also known as aneroid. {‘aŋ̩-əˈrɔɪd ˈbɑ̱r-əˌmər-

aneroid caloriometer {ENG} A calorimeter that uses a metal of high thermal conductivity as a heat reservoir. {‘aŋ̩-əˈrɔɪd ˈkælɪˌmərˌæd-

aneroid capsule {ENG} A thin, disk-shaped box or capsule, usually metallic, partially evacuated and sealed, held extended by a spring, which expands and contracts with changes in atmospheric or gas pressure. Also known as bellows. {‘aŋ̩-əˈrɔɪd ˈkæpˌsɔ-

aneroid diaphragm {ENG} A thin plate, usually metal, covering the end of an aneroid capsule and moving axially as the ambient gas pressure increases or decreases. {‘aŋ̩-əˈrɔɪd ˈdɪəˌfræm}

aneroid flowmeter {ENG} A mechanism to measure fluid flow rate by pressure of the fluid against a bellows counterbalanced by a calibrated spring. {‘aŋ̩-əˈrɔɪd ˈflɔˌmɛd-

aneroid liquid-level meter {ENG} A mechanism to measure fluid depth by pressure of the fluid against a bellows which in turn acts on a manometer or signal transmitter. {‘aŋ̩-əˈrɔɪd ˈlɪkˌwɔdˌ ˈlevˌəˌmɛd-ər-

aneroidograph See aneroid barograph. {‘aŋ̩-əˈrɔɪdˌəˌgraf}

aneroid valve {MECH ENG} A valve actuated or controlled by an aneroid capsule. {‘aŋ̩-əˈrɔɪdˌvæl-

angel echo {ENG} A radar echo from a region where there are no visible targets; may be caused by insects, birds, or refractive index variations in the atmosphere. {‘aŋ̩-jəlˌ ˌek-ō̱}
angle back-pressure valve  [MECH ENG] A back-pressure valve with its outlet opening at right angles to its inlet opening. {'ang-gul̤ bæk pres-ˈˌbrɛʃ-
ˈvɔlv}.

angle bar  [BUILD] An upright bar at the meeting of two faces of a polygonal window, bay window, or bow window. {'ang-gul̤ ˈbær}

angle bead  [BUILD] A strip, usually of metal or wood, set at the corner of a plaster wall to protect the corner or serve as a guide to float the plaster flush with it. {'ang-gul̤ ˈbed}

angle beam  [ENG] Ultrasonic waves transmitted for the inspection of a metallic surface at an angle measured from the beam center line to a normal to the test surface. {'ang-gul̤ ˈbɛm}

angle blasting  [ENG] Sandblasting, or the like, at an angle of less than 90°. {'ang-gul̤ ˈblast-ɪŋ}

angle block  [ENG] A small block of wood used to fasten adjacent pieces, usually at right angles, or glued into the corner of a wooden frame to stiffen it. Also known as glue block. {'ang-gul̤ ˈblɑk}

angle board  [DES ENG] A board whose surface is cut at a desired angle, serves as a guide for cutting or planing other boards at the same angle. {'ang-gul̤ ˈbɔrd}

angle bond  [CIV ENG] A tie used to bond masonry work at wall corners. {'ang-gul̤ ˈbænd}

angle brace  [ENG] A brace across the interior angle of two members that meet at an angle. Also known as angle tie. {'ang-gul̤ ˈbrɑs}

angle block  [ENG] Any brick having an oblique shape to fit an oblique, salient corner. {'ang-gul̤ ˈbrɪk}

angle clip  [CIV ENG] A short strip of angle iron used to secure structural elements at right angles. {'ang-gul̤ ˈklɪp}

angle closer  [ENG] A specially shaped brick used to close the bond at the corner of a wall. {'ang-gul̤ ˈkləs-ər}

angle divider  [DES ENG] A square for setting or bisecting angles; one side is an adjustable hinged blade. {'ang-gul̤ ˈdɑvɪd-
ər}

angle dozer  [MECH ENG] A power-operated machine fitted with a blade, adjustable in height and angle, for pushing, sidecasting, and spreading loose excavated material as for opencast pits, clearing land, or leveling runways. Also known as angling dozer. {'ang-gul̤ ˈdɔz-ər}

angle equation  [ENG] A condition equation which expresses the relationship between the sum of the measured angles of a closed figure and the theoretical value of that sum, the unknowns being the corrections to the observed directions or angles, depending on which are used in the adjustment. Also known as triangle equation. {'ang-gul̤ ˈkwɔ-
ər-
əmənt}

angle fillet  [ENG] A wooden strip, triangular in cross section, which is used to cover the internal joint between two surfaces meeting at an angle of less than 180°. {'ang-gul̤ ˈfi̝l}

angle float  [ENG] A trowel having two edge surfaces bent at 90°, used to finish corners in freshly poured concrete and in plastering. {'ang-gul̤ ˈflɔt}

angle gauge  [CIV ENG] A template used to set or check angles in building construction. {'ang-gul̤ ˈgæj}

angle gear  [ENG] See angular gear. {'ang-gul̤ ˈgɛr}

angle globe valve  [ENG] A globe valve having an angular configuration that permits it to be fitted at bends in pipework. {'ang-gul̤ ˈgloʊ-
ˈvɔlv}

angle hiptile  [ENG] See arris hip tile. {'ang-gul̤ ˈhiptɪl}

angle iron  [CIV ENG] 1. An L-shaped cleat or brace. 2. A length of steel having a cross section resembling the letter L. {'ang-gul̤ ˈlɑr-
əm}

angle joint  [ENG] A joint between two pieces of lumber which results in a change in direction. {'ang-gul̤ ˈjɔnt}

angle lacing  [CIV ENG] A system of lacing in which angle irons are used in place of bars. {'ang-gul̤ ˈlæs-ɪŋ}

angle method of adjustment  [ENG] A method of adjustment of observations which determines corrections to observed angles. {'ang-gul̤ ˈmeth-əd əv ˈɔrəs-
ˈmɑnt}

angle of action  [MECH ENG] The angle of revolution of either of two wheels in gear during which any particular tooth remains in contact. {'ang-gul̤ ˈɔk-
ˈʃən}

angle of approach  [CIV ENG] The maximum angle of an incline onto which a vehicle can move from a horizontal plane without interference. {'ang-gul̤ ˈæp-rək-
ˈprɔf}

angle of bite  [ENG] See angle of nip. {'ang-gul̤ ˈbɪt}

angle of departure  [CIV ENG] The maximum angle of an incline from which a vehicle can move onto a horizontal plane without interference, such as from rear bumpers. [ELECTR] See angle of radiation. {'ang-gul̤ ˈdɪpaʀ-
ˈʃær}

angle of depression  [ENG] The angle in a vertical plane between the horizontal and a descending line. Also known as depression angle; descending vertical angle, minus angle. {'ang-gul̤ ˈdɪprɛ-
ˈʃən}

angle of elevation  [ENG] The angle in a vertical plane between the local horizontal and an ascending line, as from an observer to an object; used in astronomy, surveying, and so on. Also known as ascending vertical angle; elevation angle. {'ang-gul̤ əv ˈel-əv-
ˈʃən}

24
angle of external friction  [ENG] The angle between the abscissa and the tangent of the curve representing the relationship of shearing resistance to normal stress acting between soil and the surface of another material. Also known as angle of wall friction.  (ˈæŋ-gəl əv ˌek-stərn-əl ’frik-ʃən)

angle of fall  [MECH] The vertical angle at the level point, between the line of fall and the base of the trajectory.  (ˈæŋ-gəl əv ’fōl)

angle of impact  [MECH] The acute angle between the tangent to the trajectory at the point of impact of a projectile and the plane tangent to the surface of the ground or target at the point of impact.  (ˈæŋ-gəl əv ’im-pəkt)

angle of nip  [MECH ENG] The largest angle that will just grip a lump between the jaws, rolls, or mantle and ring of a crusher. Also known as angle of bite, nip.  (ˈæŋ-gəl əv ’nip)

angle of obliquity  See angle of pressure.  (ˈæŋ-gəl əv ’d ≤i-br k-wad-ə)

angle of orientation  [MECH] Of a projectile in flight, the angle between the plane determined by the axis of the projectile and the tangent to the trajectory (direction of motion), and the vertical plane including the tangent to the trajectory.  (ˈæŋ-gəl əv ,or-ə-ən ’tä-shən)

angle of pressure  [DES ENG] The angle between the profile of a gear tooth and a radial line at its pitch point. Also known as angle of obliquity.  (ˈæŋ-gəl əv ’presh-ər)

angle of recess  [MECH ENG] The angle that is turned through by either of two wheels in gear, from the coincidence of the pitch points of a pair of teeth until the last point of contact of the teeth.  (ˈæŋ-gəl əv ’rē-sēs)

angle of repose  [ENG] See angle of rest.  [MECH] The angle between the horizontal and the plane of contact between two bodies when the upper body is just about to slide over the lower. Also known as angle of friction.  (ˈæŋ-gəl əv ’rī ’pōz)

angle of rest  [ENG] The maximum slope at which a heap of any loose or fragmented solid material will stand without sliding, or will come to rest when poured or dumped in a pile or on a slope. Also known as angle of repose.  (ˈæŋ-gəl əv ’rēst)

angle of thread  [DES ENG] The angle occurring between the sides of a screw thread, measured in an axial plane.  (ˈæŋ-gəl əv ’thrēd)

angle of torsion  [MECH] The angle through which a part of an object such as a shaft or wire is rotated from its normal position when a torque is applied. Also known as angle of twist.  (ˈæŋ-gəl əv ’tōr-ə-shən)

angle of twist  See angle of torsion.  (ˈæŋ-gəl əv ’tīst)

angle of wall friction  See angle of external friction.  (ˈæŋ-gəl əv ’wōl ’frik-ʃən)

angle of wrap  [DES ENG] On a band brake mechanism, the distance, expressed in degrees, that the brake band wraps around the brake flange.  (ˈæŋ-gəl əv ’rap)

angle paddle  [ENG] A hand tool used to finish a plastered surface.  (ˈæŋ-gəl ,păd-əl)

angle plate  [DES ENG] An L-shaped plate or a plate having an angular section.  (ˈæŋ-gəl ,plāt)

angle post  [BUILD] A railing support used at a landing or other break in the stairs.  (ˈæŋ-gəl ,pōst)

angle press  [MECH ENG] A hydraulic plastics-molding press with both horizontal and vertical rams; used to produce complex moldings with deep undercuts.  (ˈæŋ-gəl ,prēs)

angle rafter  [BUILD] A rafter, such as a hip rafter, at the angle of the roof.  (ˈæŋ-gəl ,rār-tər)

angle section  [CIV ENG] A structural steel member having an L-shaped cross section.  (ˈæŋ-gəl ,sēk-shan)

angle-stem thermometer  [ENG] A device used to measure temperatures in oil-custody tanks; the angle of the calibrated stem may be 90° or greater to the sensitive portion of the thermometer, as needed to fit the tank shell contour.  (ˈæŋ-gəl ,stem ˌthērm-ə-ˈmēr)

angle stile  [BUILD] A narrow strip of wood used to conceal the joint between a wall and a vertical wood surface which makes an angle with the wall, as at the edge of a corner cabinet.  (ˈæŋ-gəl ,stīl)

angle structure  [CIV ENG] A method of building a tower for mechanical strength in which braces are placed at angles with respect to the vertical support rods.  (ˈæŋ-gəl ,strāk-ˈchər)

angle strut  [CIV ENG] An angle-shaped structural member which is designed to carry a compression load.  (ˈæŋ-gəl ,strāt)

angle valve  [DES ENG] A manually operated valve with its outlet opening oriented at right angles to its inlet opening; used for regulating the flow of a fluid in a pipe.  (ˈæŋ-gəl ,valv)

angle variable  [MECH] The dynamical variable conjugate to the action variable \( J \), defined only for periodic motion.  (ˈæŋ-gəl ’vər-ə-əl)

angling dozer  [BUILD] See angle dozer.  (ˈæŋ-gling ,dōz-ər)

angstrom  [ENG] A unit of length, 10⁻¹⁰ meter, used primarily to express wavelengths of optical spectra. Abbreviated A, Å. Also known as tenthmeter.  (ˈæŋ-gəl-əng-stŏrm)

Ångström compensation pyrheliometer  [ENG] A pyrheliometer consisting of two identical Manginian strips, one shaded, the other exposed to sunlight, an electrical current is passed through the shaded strip to raise its temperature to that of the exposed strip, and the electric power required to accomplish this is a measure of the solar radiation.  (ˈō-gŏr-stŏrm kām-ˌpān-ˈsā-shan ’pēr-ˌhē,-lē-əm-əd-ər)

angular acceleration  [MECH] The time rate of change of angular velocity.  (ˈæŋ-gyō-ˈlār ək, sel-ə-rī-ən-ə-shən)

angular accelerometer  [ENG] An accelerometer that measures the rate of change of angular velocity between two objects under observation.  (ˈæŋ-giō-ˈlār ək, sel-ə-ˈrī-ən-əd-ər)

angular advance  [MECH ENG] The amount by which the angle between the crank of a steam
angular bitstalk

engine and the virtual crank radius of the eccentric exceeds a right angle. Also known as angle of advance; angular lead. {'aŋ·gya·lar 'vələs-əd-ə́}

angular bitstock [MECH ENG] A bitstock whose handles are positioned to permit its use in corners and other cramped areas. Also known as angular bitstalk. {'aŋ·gya·lar 'bit,stōk}

angular clearance [DES ENG] The relieved space located below the straight of a die, to permit passage of blanks or slugs. {'aŋ·gya·lar 'kīr·āns}

angular-contact bearing [MECH ENG] A rolling-contact antifriction bearing designed to carry heavy thrust loads and also radial loads. {'aŋ·gya·lar 'kān·takt, 'ber·īng}

angular cutter [MECH ENG] A tool-steel cutter used for finishing surfaces at angles greater or less than 90° with its axis of rotation. {'aŋ·gya·lar 'kād·ər}

angular error of closure See error of closure. {'aŋ·gya·lar 'ēr·ə və 'klōz·ər}

angular gear [MECH ENG] A gear that transmits motion between two rotating shafts that are not parallel. Also known as angle gear. {'aŋ·gya·lar 'gěr}

angular impulse [MECH] The integral of the torque applied to a body over time. {'aŋ·gya·lar 'im·pəls}

angular lead See angular advance. {'aŋ·gya·lar 'lēd}

angular length [MECH] A length expressed in the unit of the length per radian or degree of a specified wave. {'aŋ·gya·lar 'leenkθ}

angular milling [MECH ENG] Milling surfaces that are flat and at an angle to the axis of the spindle of the milling machine. {'aŋ·gya·lar 'mī·lēng}

angular momentum [MECH] 1. The cross product of a vector from a specified reference point to a particle, with the particle's linear momentum. Also known as moment of momentum. 2. For a system of particles, the vector sum of the angular momenta (first definition) of the particles. {'aŋ·gya·lar ˈmə·ment·əm}

angular pitch [DES ENG] The angle determined by the length along the pitch circle of a gear between successive teeth. {'aŋ·gya·lar 'pich}

angular rate See angular speed. {'aŋ·gya·lar 'rāt}

angular shear [MECH ENG] A shear effected by two cutting edges inclined to each other to reduce the force needed for shearing. {'aŋ·gya·lar ˈshēr}

angular speed [MECH] Change of direction per unit time, as of a target on a radar screen, without regard to the direction of the rotation axis; in other words, the magnitude of the angular velocity vector. Also known as angular rate. {'aŋ·gya·lar ˈspēd}

angular travel error [MECH] The error which is introduced into a predicted angle obtained by multiplying an instantaneous angular velocity by a time of flight. {'aŋ·gya·lar ˈtrav·əlˌ ēr•ər}

angular velocity [MECH] The time rate of change of angular displacement. {'aŋ·gya·lar ˈvələs-əd-ə́}

angulator [ENG] An instrument for converting angles measured on an oblique plane to their corresponding projections on a horizontal plane, the rectoblique plotter and the photoangulator are types. {'aŋ·gyaˌlərˌjuːˌdər}

aniline point [CHEM ENG] The minimum temperature for a complete mixing of aniline and materials such as gasoline, used in some specifications to indicate the aromatic content of oils and to calculate approximate heat of combustion. {'aŋˌə-lənˌpɔɪnt}

animal balance [ENG] A balance designed to weigh living animals, with a readout or display relatively unaffected by the pulse or movements of the animal. {'aŋˌə·məlˌbæləns}

animal power [MECH ENG] The time rate at which muscular work is done by a work animal, such as a horse, bullock, or elephant. {'aŋˌə·məlˌpau·ər}

anisotropic membrane [CHEM ENG] An ultrafiltration membrane which has a thin skin at the separating surface and is supported by a spongy sublayer of membrane material. {'aˌnɪsəˌtrəp·ikˌ memˈbrən}

anker [MECH] A unit of capacity equal to 10 U S. gallons (37 854 liters); used to measure liquids, especially honey, oil, vinegar, spirits, and wine. {'aŋˌkoʊr}

anneal [ENG] To treat a metal, alloy, or glass with heat and then cool to remove internal stresses and to make the material less brittle. Also known as temper. {'aŋˌnɛl}

annealing furnace [ENG] A furnace for annealing metals or glass. Also known as annealing oven. {'aŋˌnɛlˌɪŋˌfɜːnˌəs}

annealing oven See annealing furnace. {'aŋˌnɛlˌɪŋˌˌəv·ən}

annealing point [THERMO] The temperature at which the viscosity of a glass is 10^16 poises. Also known as annealing temperature; 13.0 temperature. {'aŋˌnɛlˌɪŋˌˌpɔɪnt}

annealing temperature See annealing point. {'aŋˌnɛlˌɪŋˌˌtemˌˌpɔɪnt}

annual cost comparison [IND ENG] A method of selecting from among several alternative projects or courses of action on the basis of their annual costs, including depreciation. {'aŋˌə·nəlˌkôstˌkæmˌpar·əˌsæn}

annular auger [DES ENG] A ring-shaped boring tool which cuts an annular channel, leaving the core intact. {'aŋˌə·nəlˌˌau·gər}

annular gear [DES ENG] A gear having a cylindrical form. {'aŋˌə·nəlˌˌgɪər}

annular nozzle [DES ENG] A nozzle with a ring-shaped orifice. {'aŋˌə·nəlˌˌnɔʊzˌəl}

annular section [ENG] The open space between two concentric tubes, pipes, or vessels. {'aŋˌə·nəlˌˌsɛkˌʃən}

annunciator [ENG] A signaling apparatus which operates electromagnetically and serves to indicate visually, or visually and audibly, whether a current is flowing, has flowed, or has changed
direction of flow in one or more circuits. { anode [ELECTR] The terminal at which current enters a primary cell or storage battery. It is positive with respect to the device, and negative with the respect to the external circuit. [ELECTR] 1. The collector of electrons in an electron tube. Also known as plate; positive electrode. 2. In a semiconductor diode, the terminal toward which forward current flows from the external circuit. { a,an}ód \ anode current [ELECTR] The electron current flowing through an electron tube from the cathode to the anode. Also known as plate current. { a,an}ód, kar-ant \ anomalous expansion [THERMO] An increase in the volume of a substance that results from a decrease in its temperature, such as is displayed by water at temperatures between 0 and 4°C (32 and 39°F). { a,an}án-a-mas ik’span-shan \ anomaly finder [ENG] A computer-controlled data-plotting system used on ships to measure and record seismic, gravity, magnetic, and other geophysical data and water depth, time, course, and speed. { a,an}án-a-tè, fin-dar \ anonymous dimensionless group 1–4 [CHEM ENG] Four of the dimensionless groups, used in the manufacture of paper or textiles to remove ex- { a,an}án-ma \ antenna circuit [ELECTR] A complete electric circuit which includes an antenna. { a,an}én-a-tè \ antenna tilt error [ENG] Angular difference between the tilt angle of a radar antenna shown on a mechanical indicator, and the electrical center of the radar beam. { a,an}én-a-tè, til, er-ar \ anticathode [ELECTR] The anode or target of an x-ray tube, on which the stream of electrons from the cathode is focused and from which x-rays are emitted. { a,an}èn-kath,ód \ antichlor [CHEM ENG] A chemical used in the manufacture of paper or textiles to remove excess chlorine or bleaching solution. { a,an}ti-klor \ anticolliision radar [ENG] A radar set designed to give warning of possible collisions during movements of ships or aircraft. { a,an}èn-kóli-zhan, rà,dárr \ anticreeper [CIV ENG] A device attached to a railroad rail to prevent it from moving in the direction of its length. { a,an}èn-krep-ar \ antideseling solenoid See idle-stop solenoid. { a,ant-i-dez-al-i-inj ‘so-la,noid \ antifriction [MECH] Making friction smaller in magnitude. [MECH ENG] Employing a rolling contact instead of a sliding contact. { a,an}èn-‘frik-shan \ antifriction bearing [MECH ENG] Any bearing having the capability of reducing friction effectively. { a,an}èn-‘frik-shan, bé-inj \ antifriction material [ENG] A machine element made of Babbitt metal, lignum vitae, rubber, or a combination of a soft, easily deformable metal overlaid on a hard, resistant one. { a,an}èn-‘frik-shan ma’tir-è-al \ antif-g suit See g suit. { a,an}èn-gèl, sút \ antiknock blending value [ENG] The numerical improvement by an antiknock additive to gasoline octane, often a greater amount than the additive’s own octane value. { a,an}èn-nák ‘blend-inj, val-yú \ antiknock rating [ENG] Measurement of the ability of an automotive gasoline to resist deto- { a,an}èn-nák ‘rad-inj \ antilock braking system [MECH ENG] For vehicles, a sensor-control system found in braking systems which prevents wheel lockup while allowing the brakes to continue slowing the wheel. Abbreviated ABS. { a,an}èn-lak ‘brak-inj sis-tam \ antimagnetic [ENG] Constructed so as to avoid the influence of magnetic fields, usually by the use of nonmagnetic materials and by magnetic shielding. { a,an}èn-te, mag’ned-ik \ antinoise microphone [ENG ACOUS] Microphone with characteristics which discriminate against acoustic noise. { a,an}èn-te’noiz ‘mi-krə, fón \ antiozonant [CHEM ENG] A protective agent which can be added to rubber during processing to diminish the deteriorating effects of ozone. { a,an}èn-te’o-zon-ant \ antipercolator [MECH ENG] In an automotive engine, a valve in the carburetor that is designed to vent vapor when the throttle plate is closed; prevents fuel from dropping into the carburetor due to unvented pressure. { a,an}èn-pér-kolə-tor \ antiquing [ENG] 1. Producing a rich glow on the surface of a leather by applying stain, wax, or oil, allowing it to set, and rubbing or brushing the leather. 2. A technique of handling wet paint to expose parts of the undercoat, by combing, grinding, or marbling. Also known as broken-color work. { a,an}èn-‘tek-inj \ antirad [CHEM ENG] An inhibitor incorporated into rubber during manufacturing to reduce the degrading effects of radiation. { a,an}èn-te’rad \ antiradar coating [ENG] A surface treatment used to reduce the reflection of electromagnetic waves so as to avoid radar detection. { a,an}èn-te’rá, jár, kód-inj \ antirattle spring [MECH ENG] In an automotive vehicle, a spring installed to hold parts in the clutches and the disk brakes together, prevents rattling. { a,an}èn-te’rad-al ‘sprjį \ anti-redeposition agent [CHEM ENG] An additive used in a detergent to help prevent soil from resettling on a fabric after it has been removed during washing. { a,an}èn-te, dep-o-zish-on ‘á, ánt \ antireflection coating [ENG] The application of a thin film of dielectric material to a surface to reduce its reflection and to increase its transmis- { a,an}èn-te’ril’eek-shan ,kód-inj \ antiresonance [ELEC] See parallel resonance.
antiskid plate

[ENG] The condition for which the impedance of a given electric, acoustic, or dynamic system is very high, approaching infinity. (an′tē-rêz′ə-nənz)

antiskid plate [ENG] A sheet of metal roughed on both sides and placed between piled objects, such as boxes in a freight car, to prevent sliding. (an′tē-skid′ plat)

antismudge ring [BUILD] A frame attached around a ceiling-mounted air diffuser, to minimize the formation of rings of dirt on the ceiling. (an′tē-smug′ ri)

antitheft device [MECH ENG] A piece of equipment installed on an automotive vehicle in order to prevent or slow down theft; designs include mechanical locks on the steering wheel and ignition switch as well as other means of shutting off the ignition system, shutting off fuel flow, or sounding an alarm. (an′tē-theft di,vîs)

anvil [ENG] 1. The part of a machine that absorbs the energy delivered by a sharp force or blow. 2. The stationary end of a micrometer caliper. (an′val)

AOQL See average outgoing quality limit.

aperiodic waves [ELEC] The transient current wave in a series circuit with resistance R, inductance L, and capacitance C when R²C = 4L. (ə-pir′ēd-ə-k wâvz)

aperture [ELECTR] An opening through which electrons, light, radio waves, or other radiation can pass. (ə-pər char)

aperture disk [ENG] A disk with a small round opening used in a densitometer to vary the amount of light or the area to be measured. (ə-pər′char disk)

apex [ENG] In architecture or construction, the highest point, peak, or tip of any structure. (ə-peks)

apical angle [MECH] The angle between the tangents to the curve outlining the contour of a projectile at its tip. (ə-pi′rəl kal′ə-gal)

API scale [CHEM ENG] The American Petroleum Institute hydrometer scale for the measurement of the specific gravity of liquids; used primarily in the American petroleum industry. (ə-pi′skal)

apphotometer [ENG] An apparatus used to identify minerals by sublimation. (ə-pə′fat-o-rəm′ə-dər)

apothecaries' dram See dram. (ə-pə-thā′sə-ker′ez′′,drəm)

apothecaries' ounce See ounce. (ə-pə-thā′sə-ker′ez′əns)

apothecaries' pound See pound. (ə-pə-thā′sə-ker′ez′ə-pənd)

apparent expansion [THERMO] The expansion of a liquid with temperature, as measured in a graduated container without taking into account the container's expansion. (ə-pə-rant′ ik′spən′shaŋ)

apparent force [MECH] A force introduced in a relative coordinate system in order that Newton's laws be satisfied in the system; examples are the Coriolis force and the centrifugal force incorporated in gravity. (ə-pə-rant′ ərərṣ)

apparent gravity See acceleration of gravity. (ə-pə′rənt ˈgræv-əd-ət)

apparent motion See relative motion. (ə-pə-rant ənə-mə′shaŋ)

apparent source See effective center. (ə-pə-rant ˈsɔrs)

apparent weight [MECH] For a body immersed in a fluid (such as air), the resultant of the gravitational force and the buoyant force of the fluid acting on the body; equal in magnitude to the true weight minus the weight of the displaced fluid. (ə-pə-rant′ ˈwät)

appliance [ENG] A piece of equipment that draws electric or other energy and produces a desired work-saving or other result, such as an electric heater, a radio, or an electronic range. (ə-pləns)

appliance panel [ENG] In electric systems, a metal housing containing two or more devices (such as fuses) for protection against excessive current in circuits which supply portable electric appliances. (ə-plən′s pan′al)

applied research [ENG] Research directed toward using knowledge gained by basic research to make things or to create situations that will serve a practical or utilitarian purpose. (ə-pləd ri′sərch)

applied strategic research [ENG] Research done to provide a basic understanding of a current applied project. (ə-pləd strə-te′jik ri′sərch)

applied trim [BUILD] Supplementary and separate decorative strips of wood or moldings applied to the face or sides of a frame, such as a doorframe. (ə-pləd ′trım)

approach [MECH ENG] The difference between the temperature of the water leaving a cooling tower and the wet-bulb temperature of the surrounding air. (ə-prəch)

approach signal [CIV ENG] A railway signal warning an engineer of a signal ahead that displays a restrictive indication. (ə-prəch′ ′sig-nəl)

approach vector [CONT SYS] A vector that describes the orientation of a robot gripper and points in the direction from which the gripper approaches a workpiece. (ə-prəch′ ′vek-tər)

apron [BUILD] 1. A board on an interior wall beneath a windowsill. 2. The vertical rear panel of a sink attached to a wall. 3. A section of a concrete slab extending beyond the face of a building on adjacent ground. Also known as skirt, skirting. 4. A vertical panel installed behind a sink or lavatory. (CIV ENG) 1. A hard-surfaced area, usually paved, adjacent to a ship or the like, used to park, load, unload, or service vehicles. 2. A covering of a material such as concrete or timber over soil to prevent erosion by flowing water, as at the bottom of a dam. 3. A concrete or wooden shield that is situated along the bank of a river, along a sea wall, or below a dam. 4. In a railroad system, a bridge structure that carries tracks and is hinged to land for connecting the deck of a railroad-car ferry.
to the shore. [MECH ENG] A plate serving to protect or cover a machine. [ˈa-prən]
apron conveyor [MECH ENG] A conveyor used for carrying granular or lumpy material and consisting of two strands of roller chain separated by overlapping plates, forming the carrying surface, with sides 2–6 inches (5–15 centimeters) high. [ˈa-prən ˈkæn,vər]
apron feeder [MECH ENG] A limited-length version of apron conveyor used for controlled-rate feeding of pulverized materials to a process or packaging unit. Also known as plate-belt feeder, plate feeder. [ˈa-prən, ˈfēdər]
apron flashing [BUILD] 1. The flashing that covers the joint between a vertical surface and a sloping roof, as at the lower edge of a chimney. 2. The flashing that diverts water from a vertical surface into a gutter. [ˈa-prən ˈflaʃən]
apron lining [BUILD] The piece of boarding which covers the rough apron piece of a staircase. [ˈa-prən ˈlīnə]
apron piece [BUILD] A beam that supports a landing or a series of winders in a staircase. [ˈa-prən ˈpiːs]
apron rail [BUILD] A lock rail having a raised ornamental molding. [ˈa-prən, ˈræl]
apron wall [BUILD] In an exterior wall, a panel which extends downward from a window sill to the top of a window below. [ˈa-prən, ˈwɒl]
AQL See acceptable quality level.
aqualung [ENG] A self-contained underwater breathing apparatus (scuba) of the demand or open-circuit type developed by J.Y. Cousteau. [ˈak-wəˌlʊŋ]
aqueduct [CIV ENG] An artificial tube or channel for conveying water. [ˈak-wəˌdʌkt]
arbitration [IND ENG] A semijudicial means of settling labor-management disputes in which both sides agree to be bound by the decision of one or more neutral persons selected by some method mutually agreed upon. [ˌa-rəˈthraʊn]
arbor [MECH ENG] 1. A cylindrical device positioned between the spindle and outer bearing of a milling machine and designed to hold a milling cutter. 2. A shaft or spindle used to hold a revolving cutting tool or the work to be cut. [ˈa-rər]
arbor collar [ENG] A cylindrical spacer that positions and secures a revolving cutter on an arbor. [ˈa-rər ˈkɔr-lər]
arbor hole [DES ENG] A hole in a revolving cut-ter or grinding wheel for mounting it on an arbor. [ˈa-rər, ˈhəl]
arbor press [MECH ENG] A machine used for forcing an arbor or a mandrel into drilled or bored parts preparatory to turning or grinding. Also known as mandrel press. [ˈa-rər ˈprɛs]
arbor support [ENG] A device to support the outer end or intermediate point of an arbor. [ˈa-rər ˈsər-pərt]
arc See electric arc. The graduated scale of an instrument for measuring angles, as a marine sextant; readings obtained on that part of the arc beginning at zero and extending in the direction usually considered positive are popularly said to be on the arc, and those beginning at zero and extending in the opposite direction are said to be off the arc. [ˈa-rk]
arc force [MECH] The force of a plasma arc through a nozzle or opening. [ˈa-rk, ˈfɔr]
arch [CIV ENG] A structure curved and so designed that when it is subjected to vertical loads, its two end supports exert reaction forces with inwardly directed horizontal components, common uses for the arch are as a bridge, support for a roadway or railroad track, or part of a building. (arch)
arch band [CIV ENG] Any narrow elongated surface forming part of or connected with an arch. (ˈa-r ˈbænd)
arch beam [CIV ENG] A curved beam, used in construction, with a longitudinal section bounded by two arcs having different radii and centers of curvature so that the beam cross section is larger at either end than at the center. (ˈa-r ˈbɪm)
arch brace [BUILD] A curved brace, usually used in pairs to support a roof frame and give the effect of an arch. (ˈa-r ˈbɹɛs)
arch bridge [CIV ENG] A bridge having arches as the main supports. (ˈa-r ˈbrɪdʒ)
arch center [CIV ENG] A temporary structure for support of the parts of a masonry or concrete arch during its construction. (ˈa-r ˈsen-tər)
arch corner bead [BUILD] A corner bead which is cut on the job, used to form and reinforce the curved portion of arch openings. (ˈa-r ˈkɔr-nər ˈbed)
arch dam [CIV ENG] A dam having a curved face on the downstream side, the curve being roughly a portion of a cylinder whose axis is vertical. (ˈa-r ˈdæm)
arched construction [BUILD] A method of construction relying on arches and vaults to support walls and floors. (ˈa-rkt kənˈstrʌk-ʃən)
arched girder [CIV ENG] A normal H-section steel girder bent to a circular shape. (ˈa-rk, ˈgər-dər)
arch-gravity dam [CIV ENG] An arch dam stabilized by gravity due to great mass and breadth of the base. (ˈa-rk ˈɡræv-ə-dë, ˈdæm)
Archimedes’ screw [MECH ENG] A device for raising water by means of a rotating broad-threaded screw or spirally bent tube within an inclined hollow cylinder. (ˈa-rkəˈmedz , ˈskrər)
arching [CIV ENG] 1. The transfer of stress from a yielding part of a soil mass to adjoining less-yielding or restrained parts of the mass. 2. A system of arches. 3. The arched part of a structure. (ˈa-rkɪŋ)
arclight [CIV ENG] The branch of engineering dealing primarily with building
architectural millwork

materials and components and with the design of structural systems for buildings, in contrast to heavy construction such as bridges. {ārkāṭek-char-āl, en-ja'nīrīg}

architectural millwork  [CIV ENG] Ready-made millwork especially fabricated to meet the specifications for a particular job, as distinguished from standard or stock items or sizes. Also known as custom millwork. {ārkāṭek-char-āl, milwork}

architectural volume  [CIV ENG] The cubic content of a building calculated by multiplying the floor area by the height. {ārkāṭek-char-āl 'vāl-yām}

architecture  [ENG] 1. The art and science of designing buildings. 2. The product of this art and science. {ārkāṭek-char}

arch press  [MECH ENG] A punch press having an arch-shaped frame to permit operations on wide work. {ārch, pres}

arch rib  [CIV ENG] One of a set of projecting molded members subdividing the undersurface of an arch. {ārch, rib}

arch ring  [CIV ENG] A curved member that provides the main support of an arched structure. {ārch, rīn}

arch truss  [CIV ENG] A truss having the form of an arch or arches. {ārch, trās}

arc of contact  See arc of contact. {ārk āv 'ak-šān}

arc of approach  [DES ENG] In toothed gearing, the part of the arc of contact along which the flank of the driving wheel contacts the face of the driven wheel. {ārkāv o'prōch}

arc of contact  [MECH ENG] 1. The angular distance over which a gear tooth travels while it is in contact with its mating tooth. Also known as arc of action. 2. The angular distance a pulley travels while in contact with a belt or rope. {ārkāv 'kān-takt}

arc of recess  [DES ENG] In toothed gearing, the part of the arc of contact wherein the face of the driving wheel touches the flank of the driven wheel. {ārkāv 'rē,ses}

arcrometer  [ENG] A device for determining the density of a liquid by measuring the apparent weight loss of a solid of known mass and volume when it is immersed in the liquid. {ārkām-ad-ār}

arc process  [CHEM ENG] A former process that used electric arcs for fixation (oxidation) of atmospheric nitrogen to manufacture nitric acid. {ārkā prās-as}

articulation  [ENG] The preparation of equipment for operation in an environment of extremely low temperatures. {ārd-ik,līza-šān}

arc triangulation  [ENG] A system of triangulation in which an arc of a great circle on the surface of the earth is followed in order to tie in two distant points. {ārkī tri,āq-gyālā-lā-šān}

area  [MECH] A unit of area, used mainly in agriculture, equal to 100 square meters. {ār̬}

area coverage  [ENG] Complete coverage of an area by aerial photography having parallel overlapping flight lines and stereoscopic overlap between exposures in the line of flight. {ērē-'kāv-rij}

area drain  [CIV ENG] A receptacle designed to collect surface or rain water from an open area. {ērē-'ldrān}

area landfill  [CIV ENG] A sanitary landfill operation that takes care of the solid waste of more than one municipality in a region. {ērē-'land,fil}

area light  [CIV ENG] 1. A source of light with significant dimensions in two directions, such as a window or luminous ceiling. 2. A light used to illuminate large areas. {ērē-'līt}

area meter  [ENG] A mechanism to measure fluid flow rate through a fixed-area conduit by the movement of a weighted piston or float supported by the flowing fluid; includes rotameters and piston-type meters. {ērē-'med-ar}

area of use  [ENG] For a balance depending on gravitational acceleration, an area that includes a sufficient number of locations providing a mean value for the gravitational acceleration of the given balance. {ērē-'aw yūs}

area survey  [ENG] A survey of areas large enough to require loops of control. {ērē-'sar,vā}

area triangulation  [ENG] A system of triangulation designed to progress in every direction from a control point. {ērē-'tri,āq-gyālā-šān}

area wall  [CIV ENG] A retaining wall around an area way. {ērē-'wōl}

areaway  [CIV ENG] An open space at subsurface level adjacent to a building, providing access to and utilities for a basement. {ērē-'wā}

Argand lamp  [ENG] A gas lamp having a tube-shaped wick, allowing a current of air inside as well as outside the flame. {ārk,ğān lāmp}

argometer  [ENG] A hydrometer used to find the amount of silver salt in a solution. {ārjan-tām-ad-ar}

Arkansas stone  [ENG] A whetstone made of Arkansas stone, for sharpening edged tools. {ār kan,sō, stōn}

ARL  See acceptable reliability level

arm  [CONT SYS] A robot component consisting of an interconnected set of links and powered joints that move and support the wrist socket and end effector. See branch. [ENG ACOUS] See tone arm. [ārm]

arm conveyor  [MECH ENG] A conveyor in the form of an endless belt or chain to which are attached projecting arms or shelves which carry the materials. {ārm kan-va-ar}

arm elevator  [MECH ENG] A chain elevator with protruding arms to cradle fixed-shape objects, such as drums or barrels, as they are moved upward. [ārm, el-ā'vād-ar]

armored faceplate  [DES ENG] A tamper-proof faceplate or lock front, mortised in the edge of a door to cover the lock mechanism. {ārmārd 'fās,plāt}

armored front  [DES ENG] A lock front used on mortise locks that consists of two plates, the
underplate and the finish plate. {ˈɑːr-mɑrd ˈfrɑnt}

armor plate  [BUILD] A metal plate which protects the lower part of a door from kicks and scratches, covering the door to a height usually 39 inches (1 meter) or more. {ˈɑːr-mɑrˈplɑt}

arm solution  [CONT SYS] The computation performed by a robot controller to calculate the joint positions required to achieve desired tool positions. {ˈɑːrm ˈsɑːlˌjuːˈʃæn}

arm-tool aggregate  [IND ENG] A biomechanical unit comprising the arm and the tool that it holds and manipulates. {ˈɑːrm ˈtʃʊl ˈag-ˈrɑ-gət}

aromatization  [CHEM ENG] Conversion of any nonaromatic hydrocarbon structure to aromatic hydrocarbon, particularly petroleum. {ˈɑːr-oʊˈmeɪdərˈzænˈʃən}

aroast process  [CHEM ENG] A process in which aromatic molecules are saturated by catalytic hydrogenation to produce high-quality jet fuels, low- aromatic-content solvents, and high-purity cyclohexane from benzene. {ˈɑːrəˌstɑtˈpræsˈɑs}

array  [ELECTR] A group of components such as antennas, reflectors, or directors arranged to provide a desired variation of radiation transmission or reception with direction. {ˈɑrə}

array radar  [ENG] A radar incorporating a multiplicity of phased antenna elements. {ˈɑrəˈrɑ,ˈdɑr}

array sonar  [ENG] A sonar system incorporating a phased array of radiating and receiving transducers. {ˈɑrəˈsoʊˌnɑr}

arrester  [ELEC] See lightning arrester. [ENG]
A wire screen at the top of an incinerator or chimney which prevents sparks or burning material from leaving the stack. {ˈɑrəˈresˌtɑr}

arrestment device  [ENG] A locking mechanism installed on a balance for holding one of several levers in place; serves to protect the balance. {ˈɑrəˌstɑntˈdɪˌvɪs}

arrière-voussure  [BUILD] 1. An arch or vault in a thick wall carrying the thickness of the wall, especially one over a door or window frame. {ˈɑrəˈɛˌvʊˈsʊr}

arris fillet  [BUILD] A triangular wooden piece that raises the slates of a roof against a chimney or wall so that rain runs off. {ˈɑrəsˈfɪltət}

arris gutter  [BUILD] A V-shaped wooden gutter fixed to the eaves of a building. {ˈɑrəsˈɡʊdər}

arris hip tile  [BUILD] A special roof tile having an L-shaped cross section, made to fit over the hip of a roof. Also known as hip tile. {ˈɑrəsˈhɪptʊl}

arris rail  [CIV ENG] A rail of triangular section, usually formed by slitting diagonally a strip of square section. {ˈɑrəsˈrɑl}

arrissing tool  [ENG] A tool similar to a float, but having a form suitable for rounding an edge of freshly placed concrete. {ˈɑrəsəɪŋˈtʃʊltʊl}

arris tile  [BUILD] Any angularly shaped tile. {ˈɑrəsˈtɪltʊl}

arrisways  [CIV ENG] Diagonally, in respect to the manner of laying tiles, slates, bricks, or timber. Also known as arrisways. {ˈɑrəsˈwɔz}

arriswise  See arrisways. {ˈɑrəsˈwɔz}

arrival rate  [IND ENG] The mean number of new calling units arriving at a service facility per unit time. {ˈɑrəvɨlˌrɑt}

articulated drop chute  [ENG] A drop chute, for a falling stream of concrete, which consists of a vertical succession of tapered metal cylinders, so designed that the lower end of each cylinder fits into the upper end of the one below. {ˈɑrəˈtɪkˈɪkˌyəˌlɑdədˈdræprˌʃʊt}

articulated leader  [MECH ENG] A wheel-mounted transport unit with a pivotal loading element used in earth moving. {ˈɑrəˈtɪkˌyəˌlɑdədˈlɛdər}

articulated structure  [CIV ENG] A structure in which relative motion is allowed to occur between parts, usually by means of a hinged or sliding joint or joints. {ˈɑrəˌtɪkˌyəˌlɑdədˈstrækˌtʃɑr}

articulated train  [ENG] A railroad train whose cars are permanently or semipermanently connected. {ˈɑrəˌtɪkˌyəˌlɑdədˈtʁæn}

articulation  [CONT SYS] The manner and actions of joining components of a robot with connecting parts or links that allow motion. {ˈɑrəˌtɪkˌyəˌlɑdədˈrɪtʃən}

articulation point  See cut point. {ˈɑrəˌtɪkˌyəˌlɑdədˌpɔɪnt}

artificial atmosphere  [CHEM ENG] A mixture of gases used in industrial operations in place of air, classified as an active, or process, atmosphere, or an inactive, or protective, atmosphere. {ˈɑrəˌtɪkˌfɪʃəlˌətˈmeɪsˌfɜr}

artificial ear  [ENG ACOUS] A device designed to duplicate the frequency response, acoustic impedance, threshold sensitivity, and relative perception of loudness, consisting of a special microphone enclosed in a box with properties similar to those of the human ear. {ˈɑrəˌtɪkˌfɪshəlˌər}

artificial ground  [ELEC] A common correction for a radio-frequency electrical or electronic circuit that is not directly connected to the earth. {ˈɑrəˌtɪkˌfɪshəlˈɡraʊnd}

artificial harbor  [CIV ENG] 1. A harbor protected by breakwaters. 2. A harbor formed by dredging. {ˈɑrəˌtɪkˌfɪshəlˈhɑrˈbɑr}

artificial monument  [ENG] A relatively permanent object made by humans, such as an abutment or stone marker, used to identify the location of a survey station or corner. {ˈɑrəˌtɪkˌfɪshəlˌmænˌˈmeɪnˈmɑnt}

artificial nourishment  [CIV ENG] The process of replenishing a beach by artificial means, such as the deposition of dredged material. {ˈɑrəˌtɪkˌfɪshəlˌˈnɑrəˈɪʃənˈmɑnt}

artificial recharge  [CIV ENG] The recharge of an aquifer depleted by abnormally large withdrawals, by the use of injection wells and other techniques. {ˈɑrəˌtɪkˌfɪshəlˈrэəˌʃɑrəj}

artificial variable  [IND ENG] One type of variable introduced in a linear program model in order to find an initial basic feasible solution, an
artificial voice [ENG] A piece of equipment for raising the temperature of bitumen used in paving.

asphalt cutter [MECH ENG] A powered machine having a rotating abrasive blade, used to saw through bituminous surfacing material.

asphalt pavement [CIV ENG] A pavement consisting of a surface layer of mineral aggregate, coated and cemented together with asphalt cement on supporting layers.

asphalt soil stabilization [CIV ENG] The treatment of naturally occurring nonplastic or moderately plastic soil with liquid asphalt at normal temperatures to improve the load-bearing qualities of the soil.

aspirating burner [ENG] A burner in which combustion air at high velocity is drawn over an orifice, creating a negative static pressure and thereby sucking fuel into the stream of air, the mixture of air and fuel is conducted into a combustion chamber, where the fuel is burned in suspension.

aspiration meteorograph [ENG] An instrument for the continuous recording of two or more meteorological parameters, with the ventilation being provided by a suction fan.

asphalt overlay [CIV ENG] One or more layers of asphalt construction on an existing pavement.

asphalt leveling course [CIV ENG] A layer of asphalt-aggregate mixture of variable thickness, used to eliminate irregularities in contour of an existing surface, prior to the placement of a superimposed layer.

aspect [CIV ENG] The ratio of frame width to frame height in television; it is 4:3 in the United States and Britain.

aspect ratio [DES ENG] 1. The ratio of the longer dimension to the shorter.

asphalt cutter [MECH ENG] A powered machine having a rotating abrasive blade, used to saw through bituminous surfacing material.

asphalt overlay [CIV ENG] One or more layers of asphalt construction on an existing pavement.

asphalt pavement [CIV ENG] A pavement consisting of a surface layer of mineral aggregate, coated and cemented together with asphalt cement on supporting layers.

asphalt soil stabilization [CIV ENG] The treatment of naturally occurring nonplastic or moderately plastic soil with liquid asphalt at normal temperatures to improve the load-bearing qualities of the soil.

aspirating burner [ENG] A burner in which combustion air at high velocity is drawn over an orifice, creating a negative static pressure and thereby sucking fuel into the stream of air, the mixture of air and fuel is conducted into a combustion chamber, where the fuel is burned in suspension.

aspiration meteorograph [ENG] An instrument for the continuous recording of two or more meteorological parameters, with the ventilation being provided by a suction fan.

asphalt overlay [CIV ENG] One or more layers of asphalt construction on an existing pavement.

asphalt pavement [CIV ENG] A pavement consisting of a surface layer of mineral aggregate, coated and cemented together with asphalt cement on supporting layers.

asphalt soil stabilization [CIV ENG] The treatment of naturally occurring nonplastic or moderately plastic soil with liquid asphalt at normal temperatures to improve the load-bearing qualities of the soil.

aspirating burner [ENG] A burner in which combustion air at high velocity is drawn over an orifice, creating a negative static pressure and thereby sucking fuel into the stream of air, the mixture of air and fuel is conducted into a combustion chamber, where the fuel is burned in suspension.

aspiration meteorograph [ENG] An instrument for the continuous recording of two or more meteorological parameters, with the ventilation being provided by a suction fan.
aspiration psychrometer | ENG A psychrometer in which the ventilation is provided by a suction fan.

aspiration thermograph | ENG A thermograph in which the ventilation is provided by a suction fan.

aspirator | ENG Any instrument or apparatus that utilizes a vacuum to draw up gases or granular materials.

assy balance | ENG A sensitive balance used in the assaying of gold, silver, and other precious metals.

assembling bolt | CIV ENG A threaded bolt for holding together temporarily the several parts of a structure during riveting.

assembly | MECH ENG A unit containing the component parts of a mechanism, machine, or similar device.

assembly line | IND ENG A mass-production arrangement whereby the work in process is progressively transferred from one operation to the next until the product is assembled.

assembly-line balancing | IND ENG Assigning numbers of operators or machines to each operation of an assembly line so as to meet the required production rate with a minimum of idle time.

assembly machine | MECH ENG A machine in a manufacturing facility that produces a configuration of some practical value from discrete components.

assembly method | IND ENG The technique used to assemble a manufactured product, such as hand assembly, progressive line assembly, and automatic assembly.

assembly time | ENG 1. The elapsed time after the application of an adhesive until its strength becomes effective. 2. The time elapsed in performing an assembly or subassembly operation.

assets | IND ENG All the resources, rights, and property owned by a person or a company; the book value of these items as shown on the balance sheet.

assignable cause | IND ENG Any identifiable factor which causes variation in a process outside the predicted limits, thereby altering quality.

assize | CIV ENG 1. A cylindrical block of stone forming one unit in a column. 2. A layer of stonework.

Assmann psychrometer | ENG A special form of the aspiration psychrometer in which the thermometric elements are well shielded from radiation.

assumed plane coordinates | ENG A local plane-coordinate system set up at the convenience of the surveyor.

statical gravimeter | ENG A sensitive gravimeter designed to measure small changes in gravity.

static magnetometer | ENG A magnetometer for determining the gradient of a magnetic field by measuring the difference in reading from two magnetometers placed at different positions.

static wattmeter | ENG An electrodynamic wattmeter designed to be insensitive to uniform external magnetic fields.

astatic gravimeter | ENG A gravimeter, sometimes referred to as unstable, where the force of gravity is maintained in an unstable equilibrium with the restoring force.

astagal | BUILD A small convex molding next until the product is assembled.

astragal | BUILD 1. A lock front which is shaped to fit the edge of a door with an astragal molding. 2. A plain bead molding. 3. A member, or combination of members, fixed to one of a pair of doors or casement windows to cover the joint between the meeting stiles and to close the clearance gap.

astral lamp | ENG An Argand lamp designed so that its light is not prevented from reaching a table beneath it by the flattened annular reservoir holding the oil.

astroballistics | MECH The study of phenomena arising out of the motion of a solid through a gas at speeds high enough to cause ablation; for example, the interaction of a meteoroid with the atmosphere.

astrolabe | ENG An instrument designed to observe the positions and measure the altitudes of celestial bodies.

astronomical instruments | ENG Specific kinds of telescopes and ancillary equipment used by astronomers to study the positions, motions, and composition of stars and members of the solar system.

astronomical theodolite | ENG Altazimuth.

astronomical traverse | ENG A survey traverse in which the geographic positions of the stations are obtained from astronomical observations, and lengths and azimuths of lines are obtained by computation.

asymmetric rotor | MECH ENG A rotating element for which the axis (center of rotation) is not centered in the element.

asymmetrical top | MECH A system in which all three principal moments of inertia are different.

asynchronous control | CONT SYS A method of control in which the time allotted for performing
asynchronous device

an operation depends on the time actually required for the operation, rather than on a pre-determined fraction of a fixed machine cycle.

asynchronous device [CONT SYS] A device in which the speed of operation is not related to any frequency in the system to which it is connected.

asynchronous operation [ELECTR] An operation that is started by a completion signal from a previous operation, proceeds at the maximum speed of the circuits until finished, and then generates its own completion signal.

asynchronous timing [IND ENG] A simulation method for queues in which the system model is updated at each arrival or departure, resulting in the master clock being increased by a variable amount.

atm See technical atmosphere.

ata [MECH] A unit of absolute pressure in the metric technical system equal to 1 technical atmosphere. {a-ta-

athermalize [ENG] To make independent of temperature or of thermal effects. {a-thar-

atm See atmosphere.

atmosimeter See atmometer. {at-ma'däm-ôd-

atmometer [ENG] The general name for an instrument that measures the evaporation rate of water into the atmosphere. Also known as atmometer, evaporation gauge, evaporimeter. {at-mâmôd-

atmosphere [MECH] A unit of pressure equal to 101325 kilopascals, which is the air pressure measured at mean sea level. Abbreviated atm. Also known as standard atmosphere. {at-

atmospheric cooler [MECH ENG] A fluids cooler that utilizes the cooling effect of ambient air surrounding the hot, fluids-filled tubes. {at-

atmospheric distillation [CHEM ENG] Distillation operation conducted at atmospheric pressure, in contrast to vacuum distillation or pressure distillation. {at-ma'sfir-ik 'dis-tô'lâ-

atmospheric impurity [ENG] An extraneous substance that is mixed as a contaminant with the air of the atmosphere. {at-

atmospheric noise [ELECTR] Noise heard during radio reception due to atmospheric interference. {at-

atmospheric steam curing [ENG] The steam curing of concrete or cement products at atmospheric pressure, usually at a maximum ambient temperature between 100 and 200°F (40 and 95°C). {at-

atomic force microscope [ENG] A device for mapping surface atomic structure by measuring the force acting on the tip of a sharply pointed wire or other object that is moved over the surface.

atomic moisture meter [ENG] An instrument that measures the moisture content of coal instantaneously and continuously by bombarding it with neutrons and measuring the neutrons which bounce back to a detector tube after striking hydrogen atoms of water. {a'tâm-ik 'môis-

atomic power plant See nuclear power plant. {a'tâm-ik 'pau-rô', plant )

atomization [MECH ENG] The mechanical subdivision of a bulk liquid or melttable solid, such as certain metals, to produce drops, which vary in diameter depending on the process from under 10 to over 1000 micrometers. {,ad-

atomizer [MECH ENG] A device that produces a mechanical subdivision of a bulk liquid, as by spraying, sprinkling, misting, or nebulizing.

atomizer burner [MECH ENG] A liquid-fuel burner that atomizes the un ignited fuel into a fine spray as it enters the combustion zone. {ad-

atomizer mill [MECH ENG] A solids grinder, the product from which is a fine powder. {ad-

atmospheric humidifier [MECH ENG] A humidifier in which tiny particles of water are introduced into a stream of air. {ad-

atom probe [ENG] An instrument for identifying a single atom or molecule on a metal surface. It consists of a field ion microscope with a probe hole in its screen opening into a mass spectrometer, atoms that are removed from the specimen by pulsed field evaporation fly through the probe hole and are detected in the mass spectrometer. {ad-

attached thermometer [ENG] A thermometer which is attached to an instrument to determine its operating temperature.

attemperation [ENG] The regulation of the temperature of a substance. {at-

attemperation of steam [MECH ENG] The controlled cooling, in a steam boiler, of steam at the superheater outlet or between the primary and secondary stages of the superheater to regulate the final steam temperature.

attenuate [ENG ACOUS] To weaken a signal by reducing its level.

attenuation [ELEC] The exponential decrease with distance in the amplitude of an electrical signal traveling along a very long uniform transmission line, due to conductor and dielectric losses. [ENG] A process by which a material is fabricated into a thin, slender configuration, such as forming a fiber from molten glass.

attic [BUILD] The part of a building immediately below the roof and entirely or partly within the roof framing. {ad-

attic tank [BUILD] An open tank which is installed above the highest plumbing fixture in a
building and which supplies water to the fixtures by gravity. {‘ad-ik ˈtaŋk}
atticurgo [BUILD] Of a doorway, having jams which are inclined slightly inward, so that the opening is wider at the threshold than at the top. {‘ad-aˈkari}
attic ventilator [BUILD] A mechanical fan located in the attic space of a residence, usually moves large quantities of air at a relatively low velocity. {‘ad-əkˈvɛntɪlər}
attraction gripper [CONT SYS] A robot component that uses adhesion, suction, or magnetic forces to grasp a workpiece. {əˈtrakʃən ˈɡripər}
attribute sampling [IND ENG] A quality-control inspection method in which the sampled articles are classified only as defective or nondefective. {əˈtraibjent ˈsæmpləŋ}
attributes testing [ENG] A reliability test procedure in which the items under test are classified according to qualitative characteristics. {əˈtraibjent ˈtestɪŋ}
attribution mill [MECH ENG] A machine in which materials are pulverized between two toothed metal disks rotating in opposite directions. {əˈtriʃən ˈmil}
Atwood machine [MECH ENG] A device comprising a pulley over which is passed a stretch-free cord with a weight hanging on each end. {atˈwud maˈʃen}
audible leak detector [ENG] A device used as an auxiliary to the main leak detector for conversion of the output signal into audible sound. {ˈoʊdəbəl ˈlɛk dʒiˈtekər}
audio-frequency meter [ENG] One of a number of types of frequency meters usable in the audio range, for example, a resonant-reed frequency meter. {ˈoʊdəˈfriːkwənsi ˈmiːtər}
audiometer [ENG] An instrument composed of an oscillator, amplifier, and attenuator and used to measure hearing acuity for pure tones, speech, and bone conduction. {ˈoʊdəˈɛmətərdər}
audio-modulated radiosonde [ENG] A radiosonde with a carrier wave modulated by audio-frequency signals whose frequency is controlled by the sensing elements of the instrument. {ˈoʊdəˈmodəlated ˈrəʊdəˈsəʊnd}″}

autogenous grinding

"autogenous grinding consists of a plate or diaphragm that is placed against the teeth and transmits sound vibrations to the inner ear. "odəˈɡɹənd}
auger [DES ENG] 1. A wood-boring tool that consists of a shank with spiral channels ending in two spurs, a central tapered feed screw, and a pair of cutting lips. 2. A large augerlike tool for boring into soil. {ˈoʊɡər}
auger bit [DES ENG] A bit shaped like an auger but without a handle, used for wood boring and for earth drilling. {ˈoʊɡər ˈbit}
auger boring [ENG] 1. The hole drilled by the use of auger equipment. 2. See auger drilling. {ˈoʊɡər ˈboʊrɪŋ}
auger conveyor See screw conveyor. {ˈoʊɡər ˈkærəˌvər}
auger drilling [ENG] A method of drilling in which penetration is accomplished by the cutting or gouging action of chisel-type cutting edges forced into the substance by rotation of the auger bit. Also known as auger boring. {ˈoʊɡər ˈdrɪlɪŋ}
auger packer [MECH ENG] A feed mechanism that uses a continuous auger or screw inside a cylindrical sleeve to feed hard-to-flow granulated solids into shipping containers, such as bags or drums. {ˈoʊɡər ˈpækər}
auge [ENG] A priming tube, used in blasting. Also spelled augette. {ˈoʊʒət}
augette See auget. {ˈoʊʒət}
auralization See virtual acoustics. {oʊˈraləˈzæʃən}
autoadaptivity [CONT SYS] The ability of an advanced robot to sense the environment, accept commands, and analyze and execute operations. {oʊˈtroʊnt,əˈdɑptəvədəˈɛ}
autoclave [ENG] An airtight vessel for heating and sometimes agitating its contents under high steam pressure, used for industrial processing, sterilizing, and cooking with moist or dry heat at high temperatures. {ˈoʊdəˈklæv}
autoclave curing [ENG] Steam curing of concrete products, sand-lime brick, asbestos cement products, hydrous calcium silicate insulation products, or cement in an autoclave at maximum ambient temperatures generally between 340 and 420°F (170 and 215°C). {ˈoʊdəˈklaʊv ˈkjuərɪŋ}
autoclave molding [ENG] A method of curing reinforced plastics that uses an autoclave with 50–100 pounds per square inch (345–690 kilopascals) steam pressure to set the resin. {ˈoʊdəˈklæv ˈmɑrdʒəldər}
autocorrelation [ELECTR] A technique used to detect cyclic activity in a complex signal. {ˈoʊdəˈkɔrəˌrələˈteɪʃən}
autofrettage [ENG] A process for manufacturing gun barrels; prestressing the metal increases the load at which its permanent deformation occurs. {ˈoʊdəˈfrɛtədər}
autogenous grinding [MECH ENG] The secondary grinding of material by tumbling the material in a revolving cylinder, without balls or bars taking part in the operation. {əˈtɒʒənəˈgrændər}
autogenous healing  [ENG] A natural process of closing and filling cracks in concrete or mortar while it is kept damp.  [əʊˈtɒjən-nes ˈheɪ-lɪŋ ]
autogenous mill  See autogenous tumbling mill.  [əʊˈtɒjən-nes ˈmɪl ]
autogenous tumbling mill  [MECH ENG] A type of ball-mill grinder utilizing as the grinding medium the coarse feed (incoming) material. Also known as autogenous mill.  [əʊˈtɒjən-nes ˈtʌm-bling ˈmil ]
autoignition  [MECH ENG] Spontaneous ignition of some or all of the fuel-air mixture in the combustion chamber of an internal combustion engine. Also known as spontaneous combustion.  [ɒd-ər-ɪgˈnɪʃ-ən ]
automated manual system  [CIV ENG] A railroad signal system in which signals are set manually but are activated automatically to return to the danger position by a passing train.  [ɒd-ər-ɑːmən-ˈjɑːs-ʊl ˈsɪs-təm ]
automated guided vehicle  [IND ENG] In a flexible manufacturing system, a driverless computer-controlled vehicle equipped with guidance and collision-avoidance systems and used to transport workpieces and tools between work stations. Abbreviated AGV.  [ɒd-ər-ɑːməd-æd ˈgɪd-əd ˈvɛ-ə-ə-kəl ]
automated guided vehicle system  [CONT SYS] A computer-controlled system that utilizes test equipment capable of automatically performing weighing procedures without the intervention of an operator.  [ɒd-ər-ɑːməd-ɪk ˈba-ləns ]
automatic balance  [ENG] A balance capable of automatically checking the weighing operation of each material, and closes automatically when the designated weight of each material has been reached.  [ɒd-ər-ɑːməd-ɪk ˈbæk-ə-tʃər ]
automatic batching  [MECH ENG] A batching system which is actuated by a single starter switch, opens automatically at the start of the weighing operations of each material, and closes automatically when the designated weight of each material has been reached.  [ɒd-ər-ɑːməd-ɪk ˈbæk-ə-tʃər ]
automatic calibration  [ENG] A process in which an electronic device automatically performs the recalibration of a measuring range of a weighing instrument, for example an electronic balance.  [ɒd-ər-ɑːməd-ɪk ˌkæl-ər-ˈbɒrə-ʃən ]
automatic check-out system  [CONT SYS] A system utilizing test equipment capable of automatically and simultaneously providing actions and information which will ultimately result in the efficient operation of tested equipment while keeping time to a minimum.  [ɒd-ər-ɑːməd-ɪk ˈchek-əut-ə-tʃər ]
automatic choke  [MECH ENG] A device for enriching the air-fuel mixture in a cold automotive engine when the accelerator is first depressed; the choke plate opens automatically when the engine achieves normal operating temperature.  [ɒd-ər-ɑːməd-ɪk ˈkoʊtʃ ]
automatic control  [CONT SYS] Control in which regulating and switching operations are performed automatically in response to predetermined conditions. Also known as automatic regulation.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ]
automatic control balance  [ENG] An automatic balance fitted with an accessory which determines whether a package has been filled within preselected limits. Also known as check-weighter.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈbæl-ənts ]
automatic-control block diagram  [CONT SYS] A diagrammatic representation of the mathematical relationships defining the flow of information and energy through the automatic control system, in which the components of the control system are represented as functional blocks in series and parallel arrangements according to their position in the actual control system.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈbłak ˈdəˌgrən ]
automatic-control error coefficient  [CONT SYS] Three numerical quantities that are used as a measure of the steady-state errors of an automatic control system when the system is subjected to constant, ramp, or parabolic inputs.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈeərˌərˌkəˌərˌfəl-ənt ]
automatic-control frequency response  [CONT SYS] The steady-state output of an automatic control system for sinusoidal inputs of varying frequency.  [ɒd-ər-ɑːməd-ɪk ˈfrɛnˈkwən-si rəˈspɑːnts ]
automatic controller  [CONT SYS] An instrument that continuously measures the value of a variable quantity or condition and then automatically acts on the controlled equipment to correct any deviation from a desired preset value. Also known as automatic regulator, controller.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl-ər ]
automatic-control servo valve  [CONT SYS] A mechanically or electrically actuated servo valve controlling the direction and volume of fluid flow in a hydraulic automatic control system.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈsərvəˌvəl ]
automatic-control stability  [CONT SYS] The property of an automatic control system whose performance is such that the amplitude of transient oscillations decreases with time and the system reaches a steady state.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈstæˌbɪl-ə-de ]
automatic control system  [CONT SYS] A control system having one or more automatic controllers connected in closed loops with one or more processes. Also known as regulating system.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˌsɪsˈtəm ]
automatic-control transient analysis  [CONT SYS] The analysis of the behavior of the output variable of an automatic control system as the system changes from one steady-state condition to another in terms of such quantities as maximum overshoot, rise time, and response time.  [ɒd-ər-ɑːməd-ɪk ˈkænˌtrəl ˈtrænˌznækt əˌnal-ə-sæs ]  automatic coupling  [MECH ENG] A device
which couples rail cars when they are bumped together. [¿d-¿mad-ik 'kær-lín] automatic data processing [ENG] The machine performance, with little or no human assistance, of any of a variety of tasks involving informational data; examples include automatic and responsive reading, computation, writing, speaking, directing artillery, and the running of an entire factory. Abbreviated ADP. [¿d-¿mad-ik 'd¿d-ô 'präis,si-¡n] automatic dialog replacement studio See ADR studio. [¿d-¿mad-ik ,dr-ô,ðäg r'pläis-månt stüd-e-ç] automatic door bottom [ENG] A movable plunger, in the form of a horizontal bar at the bottom of a door, which drops automatically when the door is closed, sealing the threshold and reducing noise transmission. Also known as automatic threshold closer. [¿d-¿mad-ik 'dôr,bäd-am] automatic drill [DES ENG] A straight brace for bits whose shank comprises a coarse-pitch screw sliding in a threaded tube with a handle at the end; the device is operated by pushing the handle. [¿d-¿mad-ik 'drôl] automatic fire pump [MECH ENG] A pump which provides the required water pressure in a fire standpipe or sprinkler system, when the water pressure in the system drops below a preselected value, a sensor causes the pump to start. [¿d-¿mad-ik 'fôr,pômp] automatic flushing system [CIV ENG] A water tank system which provides automatically for the periodic flushing of urinals or other plumbing fixtures, or of pipes having too small a slope to drain effectively. [¿d-¿mad-ik 'fôsh-ûn,sis-tôm] automatic ignition [ENG] A device that lights the fuel in a gas burner when the gas-control valve is turned on. [¿d-¿mad-ik 'ig'nish-ôn] automatic indexing [CONT SYS] The procedure for determining the orientation and position of a workpiece with respect to an automatically controlled machine, such as a robot manipulator, that is to perform an operation on it. [¿d-¿mad-ik 'in,deks-¡n] automatic level control [ELECTR] A circuit that keeps the output of a radio transmitter, tape recorder, or other device essentially constant, even in the presence of large changes in the input amplitude. Abbreviated ALC [MECH ENG] In an automotive vehicle, a system in which two air-chamber shock absorbers in the rear are fed compressed air by an electric compressor; pressure in the air chambers is determined automatically by sensors to maintain the vehicle at a predetermined height regardless of load. [¿d-¿mad-ik 'lev-al kan,tról] automatic microfiller [ENG] A device used to place microfilm in jackets at relatively high speeds. [¿d-¿mad-ik 'mi-krô,fil-ôr] automatic mold [ENG] A mold used in injection or compression molding of plastic objects so that repeated molding cycles are possible, including ejection, without manual assistance. [¿d-¿mad-ik 'môld] automatic press [MECH ENG] A press in which mechanical feeding of the work is synchronized with the press action. [¿d-¿mad-ik 'prés] automatic pumping station [CHEM ENG] An installation on a pipeline that automatically provides the proper pressure when a fluid is being transported. [¿d-¿mad-ik 'pômp-¡n,stå-shan] automatic ranging See autoranging. [¿d-¿mad-ik 'rán-ijô] automatic record changer [ENG ACOUS] An electric phonograph that automatically plays a number of records one after another. [¿d-¿mad-ik 'rek-ôrd,chânj-ôr] automatic regulation See automatic control. [¿d-¿mad-ik 'reg-yôr,ðä-shan] automatic regulator See automatic controller. [¿d-¿mad-ik 'reg-yôr,lôd-ôr] automatic sampler [MECH ENG] A mechanical device to sample process streams (gas, liquid, or solid) either continuously or at preset time intervals. [¿d-¿mad-ik 'såm-ôlôr] automatic screw machine [MECH ENG] A machine designed to automatically produce finished parts from bar stock at high production rates; the term is not an exact, specific machine-tool classification. [¿d-¿mad-ik 'skrô,ðô 'shên] automatic shut-off [ENG ACOUS] A switch in some tape recorders which automatically stops the machine when the tape ends or breaks. [¿d-¿mad-ik 'sôd,ôf] automatic slips [ENG] A pneumatic or hydraulic device for setting and removing slips automatically. Also known as power slips. [¿d-¿mad-ik 'slips] automatic stoker [MECH ENG] A device that supplies fuel to a boiler furnace by mechanical means. Also known as mechanical stoker. [¿d-¿mad-ik 'stôk-ôr] automatic test equipment [ENG] Test equipment that makes two or more tests in sequence without manual intervention; it usually stops when the first out-of-tolerance value is detected. [¿d-¿mad-ik 'test i,kiwip-månt] automatic threshold closer See automatic door bottom. [¿d-¿mad-ik 'thresh-hôld,kloz-ôr] automatic time switch [ENG] Combination of a switch with an electric or spring-wound clock, arranged to turn an apparatus on and off at predetermined times. [¿d-¿mad-ik 'fôm,swîch] automatic track shift [ENG ACOUS] A system used with multiple-track magnetic tape recorders to index the tape head, after one track is played, to the correct position for the start of the next track. [¿d-¿mad-ik 'trak,shift] automatic tuning system [CONT SYS] An electrical, mechanical, or electromechanical system that tunes a radio receiver or transmitter automatically to a predetermined frequency when a button or lever is pressed, a knob turned, or
automotive-type belt-tensioning device

a telephone-type dial operated. { 'odynamik 'tün-ın 'sistem}

automotive-type belt-tensioning device [MECH ENG] Any device which maintains a predetermined tension in a conveyor belt. { 'odynamik 'bel't 'tun-şan-ıŋ 'división}

automatic volume compressor See volume compressor. { 'odynamik 'vál-yam kompresor-ıŋ}

automatic volume expander See volume expander. { 'odynamik 'vál-yam ik komşan-ıŋ}

automatic wet-pipe sprinkler system [ENG] A sprinkler system, all of whose parts are filled with water at sufficient pressure to provide an immediate continuous discharge if the system is activated. { 'odynamik 'impl 'spriŋk-ler 'sistem}

automatic zero setting [ENG] A system for automatic correction of zero-point drifts or for compensation of soilage of load receivers on a balance by means of a special accessory component. { 'odynamik 'impl 'spriŋk-ler 'sistem}

automation [ENG] 1. The use of technology to ease human labor or extend the mental or physical capabilities of humans. 2. The mechanisms, machines, and systems that save or eliminate labor, or imitate actions typically associated with human beings. { 'odynamik 'impl 'spriŋk-ler 'sistem}

automechanism [CONT SYS] A machine or other device that operates automatically or under control of a servomechanism. { 'odynamik 'impl 'spriŋk-ler 'sistem}

automobile [MECH ENG] A four-wheeled, trackless, self-propelled vehicle for land transportation of as many as eight people. Also known as car. { 'dynamik 'ama-bel-ıŋ}

automobile chassis [MECH ENG] The automobile frame, together with the wheels, power train, brakes, engine, and steering system. { 'dynamik 'ama-bel-ıŋ 'chas-ı-ıŋ}

automotive air conditioning [MECH ENG] A system for maintaining comfort of occupants of automobiles, buses, and trucks, limited to air cooling, air heating, ventilation, and occasional dehumidification. { 'dynamik 'ama-bel-ıŋ ''er kan 'dish-anı-ıŋ}

automotive body [ENG] An enclosure mounted on and attached to the frame of an automotive vehicle, to contain passengers and luggage, or in the case of commercial vehicles the commodities being carried. { 'dynamik 'ama-bel-ıŋ 'babad-ı-ıŋ}

automotive brake [MECH ENG] A friction mechanism that slows or stops the rotation of the wheels of an automotive vehicle, so that tire traction slows or stops the vehicle. { 'dynamik 'ama-bel-ıŋ 'brak-ı-ıŋ}

automotive engine [MECH ENG] The fuel-consuming machine that provides the motive power for automobiles, airplanes, tractors, buses, and motorcycles and is carried in the vehicle. { 'dynamik 'ama-bel-ıŋ 'en-anı-ıŋ}

automotive engineering [MECH ENG] The branch of mechanical engineering concerned primarily with the special problems of land transportation by a four-wheeled, trackless, automotive vehicle. { 'dynamik 'ama-bel-ıŋ 'en-anı-ıŋ 'nir-ıŋ-ı-ıŋ}

automotive frame [ENG] The basic structure of all automotive vehicles, except tractors, which is supported by the suspension and upon which or attached to which are the power plant, transmission, clutch, and body or seat for the driver. { 'dynamik 'ama-bel-ıŋ 'fram-ı-ıŋ}

automotive ignition system [MECH ENG] A device in an automotive vehicle which initiates the chemical reaction between fuel and air in the cylinder charge. { 'dynamik 'ama-bel-ıŋ 'ignis-ı-ıŋ}

automotive steering [MECH ENG] Mechanical means by which a driver controls the course of a moving automobile, bus, truck, or tractor. { 'dynamik 'ama-bel-ıŋ 'stro-ı-ıŋ}

automotive suspension [MECH ENG] The springs and related parts intermediate between the wheels and frame of an automotive vehicle that support the frame on the wheels and absorb road shock caused by passage of the wheels over irregularities. { 'dynamik 'ama-bel-ıŋ 'spen-chan-ı-ıŋ}

automotive transmission [MECH ENG] A device for providing different gear or drive ratios between the engine and drive wheels of an automotive vehicle, a principal function being to enable the vehicle to accelerate from rest through a wide speed range while the engine operates within its most effective range. { 'dynamik 'ama-bel-ıŋ 'tranz-

automotive vehicle [MECH ENG] A self-propelled vehicle or machine for land transportation of people or commodities or for moving materials, such as a passenger car, bus, truck, motorcycle, tractor, airplane, motorboat, or earthmover. { 'dynamik 'ama-bel-ıŋ 've-ı-ıŋ-ı-ıŋ}

autonomous robot [ENG] A robot that not only can maintain its own stability as it moves, but also can plan its movements. { 'otan-mas 'ro-bo-ı-ıŋ}

autonomous vehicle [ENG] A vehicle that is able to plan its path and to execute its plan without human intervention. { 'otan-mas 've-ı-ıŋ-ı-ıŋ}

autopatrol [MECH ENG] A self-powered blade grader. Also known as motor grader. { 'otp-ı-ıŋ-ı-ıŋ-ı-ıŋ}

autoradar plot See chart comparison unit. { 'otp-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ}

autoradiography [ENG] A technique for detecting radioactivity in a specimen by producing an image on a photographic film or plate. Also known as radioautography. { 'otp-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ}

autorail [MECH ENG] A self-propelled vehicle having both flange wheels and pneumatic tires to permit operation on both rails and roadways. { 'otp-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ}

autoranging [ENG] Automatic switching of a multirange meter from its lowest to the next higher range, with the switching process repeated until a range is reached for which the full-scale value is not exceeded. Also known as automatic ranging. { 'otp-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ-ı-ıŋ}
avalanche noise

autoreducing tachymeter [ENG] A class of tachymeter by which horizontal and height distances are read simultaneously. (ˈɒdə-ˌrɪjdʒɪs-ɪŋ təˈkɪm-əd-ər)

autorotation [MECH] 1. Rotation about any axis of a body that is symmetrical and exposed to a uniform airstream and maintained only by aerodynamic moments. 2. Rotation of a stalled symmetrical airfoil parallel to the direction of the wind. (ˈɔdə-ˌstəl-ˌkɪm-əd-

autosled [ELECTR] A propeller-driven machine equipped with runners and wheels and adaptable to use on snow, ice, or bare roads. (ˈɔdə-ˌsɔl)

auxograph [ENG] An automatic device that records changes in the volume of a body. (ˈəkˌsoʊɡrɑf)

auxometer [ENG] An instrument that measures the magnification of a lens system. (ˈəkˌsām-əd-ər)

availability [SYS ENG] The probability that a system is operating satisfactorily at any point in time, excluding times when the system is under repair. (ˈəvəˌlə-bil-əd-

availability ratio [IND ENG] The ratio of the amount of time a system is actually available for use to the amount of time it is supposed to be available. (ˈəvəˌlə-bil-əd-

available draft [MECH ENG] The usable differential pressure in the combustion air in a furnace, used to sustain combustion of fuel or to transport products of combustion. (ˈəvəˌlə-bəlˈdræft)

available energy [MECH ENG] Energy which can in principle be converted to mechanical work. (ˈəvəˌlə-bəl ən-ərˈeɪt)

available heat [MECH ENG] The heat per unit mass of a working substance that could be transformed into work in an engine under ideal conditions for a given amount of heat per unit mass furnished to the working substance. (ˈəvəˌlə-bəl əˈhet)

available motions inventory [IND ENG] A list of all motions available to a human for performing a specific task. (ˈəvəˌlə-bəlˌmətənzˈɪnˌvərˈtər-

avalanche [ELECTR] 1. The cumulative process in which an electron or other charged particle accelerated by a strong electric field collides with and ionizes gas molecules, thereby releasing new electrons which in turn have more collisions, so that the discharge is thus self-maintained. Also known as avalanche effect, cascade, cumulative ionization; electron avalanche; Townsend avalanche; Townsend ionization. 2. Cumulative multiplication of carriers in a semiconductor as a result of avalanche breakdown. Also known as avalanche effect. (ˈəvəˌləˌlænʃ)

avalanche breakdown [ELECTR] Nondestructive breakdown in a semiconductor diode when the electric field across the barrier region is strong enough so that current carriers collide with valence electrons to produce ionization and cumulative multiplication of carriers. (ˈəvəˌləˌlænch ˈbrækˌdɔn)

avalanche diode [ELECTR] A semiconductor breakdown diode, usually made of silicon, in which avalanche breakdown occurs across the entire reverse junction and voltage drop is then essentially constant and independent of current. The two most important types are IMPATT and TRAPATT diodes. (ˈəvəˌləˌlænch ˈdrəd)

avalanche effect See avalanche. (ˈəvəˌləˌlænch əˈfekt)

avalanche impedance [ELECTR] The complex ratio of the reverse voltage of a device that undergoes avalanche breakdown to the reverse current. (ˈəvəˌləˌlænch ɪmˈpɛdənss)

avalanche-induced migration [ELECTR] A technique of forming interconnections in a field-programmable logic array by applying appropriate voltages for shorting selected base-emitter junctions. (ˈəvəˌləˌlænch ɪnˈdiˌdʒɪʃnˌmoʊˌgrəˈʃæn)

avalanche noise [ELECTR] 1. A junction phenomenon in a semiconductor in which carriers
in a high-voltage gradient develop sufficient energy to dislodge additional carriers through physical impact, this agitation creates ragged current flows which are indicated by noise.

2. The noise produced when a junction diode is operated at the onset of avalanche breakdown.

{ 
'av-ał·vön-əsləs-or·ə-tər [ELECTR] An oscillator that uses an avalanche diode as a negative resistance to achieve one-step conversion from direct current to microwave outputs in the gigahertz range. ( 'av-ał·vön-əslənch ğəzəl-ołd-ər' )

avalance photodiode [ELECTR] A photodiode operated in the avalanche breakdown region to achieve internal photocurrent multiplication, thereby providing rapid light-controlled switching operation. ( 'av-ał·vön-əslənch ʃəf-dəl-oñ-dəd' )

avalance protector [MECH ENG] Guard plates installed on an excavator to prevent loose material from sliding into the wheels or tracks. ( 'av-ał·vön-əlanch ʃərək-tər' )

avalance transistor [ELECTR] A transistor that utilizes avalanche breakdown to produce chain generation of charge-carrying hole-electron pairs. ( 'av-ał·vön-əlanch ʃərən-təz-ər' )

avalance voltage [ELECTR] The reverse voltage required to cause avalanche breakdown in a pn semiconductor junction. ( 'av-ał·vön-əlanch əv-əl-ti' )

average acoustic output [ENG ACOUS] Vibratory energy output of a transducer measured by a radiation pressure balance, expressed in terms of watts per unit area of the transducer face. ( 'av-əvər-nəj ək-əstə-tik ət-ələt' )

average noise figure [ELECTR] Ratio in a transducer of total output noise power to the portion thereof attributable to thermal noise in the input termination, the total noise being summed over frequencies from zero to infinity, and the noise temperature of the input termination being standard (290 K). ( 'av-əvər-nəj ənəz əfi-gərə' )

average outgoing quality limit [IND ENG] The average quality of all lots that pass quality inspection, expressed in terms of percent defective. Abbreviated AOQL. ( 'av-əvər-nəj əut-ət-gələnə kwał-ədə ələmət' )

average power output [ELECTR] Radio-frequency power, in an audio-modulation transmitter, delivered to the transmitter outlet terminals, averaged over a modulation cycle. ( 'av-əvər-nəj 'pəu-ər-pət' )

average sample number [IND ENG] An anticipated number of pieces that must be inspected to determine the acceptability of a particular lot. ( 'av-əvər-nəj ʃəm-pəl ənəməbər' )

averaging [CONT SYS] The reduction of noise received by a robot sensor by screening it over a period of time. ( 'avər-nəj ĭj' )

averaging device [ENG] A device for obtaining the arithmetic mean of a number of readings, as on a bubble sextant. ( 'avər-nəj ĭj di:vəs' )

averaging pitot tube [ENG] A flowmeter that consists of a rod extending across a pipe with several interconnected upstream holes, which simulate an array of pitot tubes across the pipe, and a downstream hole for the static pressure reference. ( 'avər-nəj ĭj ˈpē-tə,tə,təb' )

avilation method [ENG] Determination of knock-limiting power, under lean-mixture conditions, of fuels used in spark-ignition aircraft engines. ( 'əvər-nəj ˈməθ əd'ər' )

avionics [ENG] The design and production of airborne electrical and electronic devices; term is derived from aviation electronics. ( 'əvər-nəj ənəiks' )

avogram [MECH] A unit of mass, equal to 1 gram divided by the Avogadro number. ( 'avər-əgəm' )

avoidable delay [IND ENG] An interruption under the control of the operator during the normal operating time. ( 'əvərid-əl bal dələ' )

avoidupois pound See pound. ( 'əvərid-əl ˈpəu-nd' )

avoidupois weight [MECH] The system of units which has been commonly used in English-speaking countries for measurement of the mass of any substance except precious stones, precious metals, and drugs, it is based on the pound (approximately 453.6 grams) and includes the short ton (2000 pounds), long ton (2240 pounds), ounce (one-sixteenth ounce), and dram (one-sixteenth ounce). ( 'avərid-əl ˈpəu-rid' )

awl [DES ENG] A point tool with a short wooden handle used to mark surfaces and to make small holes, as in leather or wood. ( 'əlw' )

awning window [BUILD] A window consisting of a series of vertically arranged, top-hinged rectangular sections, designed to admit air while excluding rain. ( 'ənənən ənənəd' )

ax [DES ENG] An implement consisting of a heavy metal wedge-shaped head with one or two cutting edges and a relatively long wooden handle, used for chopping wood and felling trees. ( 'aks' )

axed brick [ENG] A brick, shaped with an ax, that has not been trimmed. Also known as rough-axed brick. ( 'aks ət-brik' )

axhammer [DES ENG] An ax having one cutting edge and one hammer face. ( 'aksˌhəm-ər' )

axial fan [MECH ENG] A fan whose housing confines the gas flow to the direction along the rotating shaft at both the inlet and outlet. ( 'aksˌéal ənən' )

axial-flow compressor [MECH ENG] A fluid compressor that accelerates the fluid in a direction generally parallel to the rotating shaft. ( 'aksˌéal ˈfilək ˌprɛs-ər' )

axial-flow pump [MECH ENG] A pump having an axial-flow or propeller-type impeller, used when maximum capacity and minimum head are desired. Also known as propeller pump. ( 'aksˌéal ˈfilə ,ˈpəmp' )

axial force diagram [CIV ENG] In statics, a graphical representation of the axial load acting at each section of a structural member, plotted to scale and with proper sign as an ordinate at each point of the member and along a reference line representing the length of the member. ( 'aksˌéal ˈfərsˌdiə-ə-grəm' )
axial hydraulic thrust  [MECH ENG] In single-stage and multistage pumps, the summation of unbalanced impeller forces acting in the axial direction.  {ak'ə-səl hɪˈdrəʊ-lɪk ˈθrost}
axial lead  [ELEC] A wire lead extending from the end along the axis of a resistor, capacitor, or other component.  {ak'ə-səl ˈlɛd}
axial load  [MECH] A force with its resultant passing through the centroid of a particular section and being perpendicular to the plane of the section.  {ak'ə-səl ˈlɛd}
axial modulus  [MECH] The ratio of a simple tension stress applied to a material to the resulting strain parallel to the tension when the sides of the sample are restricted so that there is no lateral deformation. Also known as modulus of simple longitudinal extension.  {ak'ə-səl ˈmæj-ə-ləs}
axial moment of inertia  [MECH] For any object rotating about an axis, the sum of its component masses times the square of the distance to the axis.  {ak'ə-səl ˈməʊrə-mənt əv ɪnˈtər-ʃa}
axial nozzle  [MECH ENG] An inlet or outlet connection installed in the head of a shell-and-tube exchanger and aligned normal to the plane in which the tube lies.  {ak'ə-səl ˈnɑz-əl}
axial rake  [MECH ENG] The angle between the face of a blade of a milling cutter or reamer and a line parallel to its axis of rotation.  {ak'ə-səl ˈrɑk}
axial relief  [MECH ENG] The relief behind the end cutting edge of a milling cutter.  {ak'ə-səl ˈrɪləf}
axial runout  [MECH ENG] The total amount, along the axis of rotation, by which the rotation of a cutting tool deviates from a plane.  {ak'ə-səl ˈrʌn,ət}
axial-type mass flowmeter  [ENG] An instrument in which fluid in a pipe is made to rotate at a constant speed by a motor-driven impeller, and the torque required by a second, stationary impeller to straighten the flow again is a direct measurement of mass flow.  {ak'ə-səl əˈtɪp ˈnəməs ˈf{oʊ}ˌmed-ər}
axis  [MECH] A line about which a body rotates.  {ak'səs}
axis of freedom  [DES ENG] An axis in a gyro about which a gimbal provides a degree of freedom.  {ak'səs əv frepr-əm}
axis of rotation  [MECH] A straight line passing through the points of a rotating rigid body that remain stationary, while the other points of the body move in circles about the axis.  {ak'səs əv ˈroʊtə-ʃaŋ}
axis of sighting  [ENG] A line taken through the sights of a gun, or through the optical center and centers of curvature of lenses in any telescopic instrument.  {ak'səs əv ˈsid-ɨŋ}
axis of symmetry  [MECH] An imaginary line about which a geometrical figure is symmetric. Also known as symmetry axis.  {ak'səs əv ˈsɪm-ə-trəs}
axis of torsion  [MECH] An axis parallel to the generators of a cylinder undergoing torsion, located so that the displacement of any point on the axis lies along the axis. Also known as axis of twist.  {ak'səs əv ˈtwɪst}
axis of twist  [ENG] An axis of torsion.  {ak'səs əv ˈtwɪst}
axle  [MECH ENG] A supporting member that carries a wheel and either rotates with the wheel to transmit mechanical power to or from it, or allows the wheel to rotate freely on it.  {ak-səl}
axle box  [ENG] A bushing through which an axle passes in the hub of a wheel.  {ak-səl ˈbæks}
axle ratio  [MECH ENG] In an automotive vehicle, the ratio of the speed in revolutions per minute of the drive shaft to that of the drive wheels.  {ak-səl ˈrɑʃəʊ}
axometer  [ENG] An instrument that locates the optical axis of a lens, particularly a lens used in eyeglasses.  {ak'səm-ət-ər}
azel mounting  See altazimuth mounting.  {əz-əl ˌmeɪnt-ɪŋ}
azeotropic distillation  [CHEM ENG] A process by which a liquid mixture is separated into pure components with the help of an additional substance or solvent.  {əz-ətrəˈpɪk ˌdi-təˈlə-ʃən}
azimuth  [ENG] In directional drilling, the direction of the face of the deviation tool with respect to magnetic north.  {əz-əˈmɑθ}
azimuth-adjustment slide rule  [ENG] A circular slide rule by which a known angular correction for fire at one elevation can be changed to the proper correction for any other elevation.  {əz-əˈmɑθ əˈtæs-əmənt ˈslɪd ˈrʊl}
azimuth alignment  [ENG,ACOUS] The condition whereby the center lines of the playback- and recording-head gaps are exactly perpendicular to the magnetic tape and parallel to each other.  {əz-əˈmɑθ əˈlɪn-əmənt}
azimuth angle  [ENG] An angle in triangulation or in traverse through which the computation of azimuth is carried.  {əz-əˈmɑθ əˈgɑl}
azimuth bar  See azimuth instrument.  {əz-əˈmɑθ ˈbær}
azimuth circle  [DES ENG] A ring calibrated from 0 to 360° over a compass, compass repeater, radar plan position indicator, direction finder, and so on, which provides means for observing compass bearings and azimuths.  {əz-əˈmɑθ ˌsær-ˈkal}
azimuth dial  [ENG] Any horizontal circle dial that reads azimuth.  {əz-əˈmɑθ ˈdil}
azimuth error  [ENG] An error in the indicated azimuth of a target detected by radar.  {əz-əˈmɑθ ˈɛr-ər}
azimuth indicator  [ENG] An approach-radar scope which displays azimuth information.  {əz-əˈmɑθ ˌɪn-ədəˌkæd-ər}
azimuth instrument  [ENG] An instrument for measuring azimuths, particularly a device which fits over a central pivot in the glass cover of a magnetic compass. Also known as azimuth bar, bearing bar.  {əz-əˈmɑθ ˌɪn-əˈstræmənt}
azimuth line  [ENG] A radial line from the principal point, isocenter, or nadir point of a photograph, representing the direction to a similar point of an adjacent photograph in the same
flight line, used extensively in radial triangulation.  

**azimuth marker** [ENG] 1. A scale encircling the plan position indicator scope of a radar on which the azimuth of a target from the radar may be measured.  
2. Any of the reference limits inserted electronically at 10 or 15° intervals which extend radially from the relative position of the radar on an off-center plan position indicator scope.  

**azimuth scale** [ENG] A graduated angle-measuring device on instruments, gun carriages, and so forth that indicates azimuth.  

**azimuth-stabilized plan position indicator** [ENG] A north-upward plan position indicator (PPI), a radarscope, which is stabilized by a gyro-compass so that either true or magnetic north is always at the top of the scope regardless of vehicle orientation.  

**azimuth transfer** [ENG] Connecting, with a straight line, the nadir points of two vertical photographs selected from overlapping flights.  

**azimuth traverse** [ENG] A survey traverse in which the direction of the measured course is determined by azimuth and verified by back azimuth.  

**Azusa** [ENG] A continuous-wave, high-accuracy, phase-comparison, single-station tracking system operating at C-band and giving two direction cosines and slant range which can be used to determine space position and velocity of a vehicle (usually a rocket or a missile).
backacter See backhoe.  {bak, ak-tar}
backband  [BUILD] A piece of millwork used around a rectangular window or door casing as a cover for the gap between the casing and the wall or as a decorative feature. Also known as backbend.  {bak, band}
backbend  [BUILD] 1. At the outer edge of a metal door or window frame, the face which returns to the wall surface. 2. See backband.  {bak, bend}
back bias  [ELECTR] 1. Degenerative or regenerative voltage which is fed back to circuits before its originating point, usually applied to a control anode of a tube or other device. 2. Voltage applied to a grid of a tube (or tubes) or electrode of another device to reduce a condition which has been upset by some external cause.  {bak, bi-az}
back boxing See backlining.  {bak, bak-sing}
backbreak See overbreak.  {bak, brak}
back check  [DES ENG] In a hydraulic door closer, a mechanism that slows the speed with which a door may be opened.  {bak, chek}
backdigger See backhoe.  {bak, dig-ar}
back-draft damper  [MECH ENG] A damper with blades actuated by gravity, permitting air to pass through them in one direction only.  {bak, draft 'dam-par}
back edging  [ENG] Cutting through a glazed ceramic pipe by first chipping through the glaze around the outside and then chipping the pipe itself.  {bak, 'ej-iq}
back end See thrust yoke.  {bak, end}
backfill  [CIV ENG] Earth refilling a trench or an excavation around a building, bridge abutment, and the like.  {bak, fil}
back fillet  [BUILD] The return of the margin of a groove, door jamb, or window jamb when it projects beyond a wall.  {bak, 'fil-ot}
backfire  [CIV ENG] A fire that is started in order to burn against and cut off a spreading fire.  [ELECTR] See arback.  [ENG] Momentary backward burning of flame into the tip of a torch. Also known as flashback.  [MECH ENG] In an internal combustion engine, an improperly timed explosion of the fuel mixture in a cylinder, especially one occurring during the period that the exhaust or intake valve is open and resulting in a loud detonation.  {bak, fr}
back flap hinge  [DES ENG] A hinge having a flat plate or strap which is screwed to the face of a shutter or door. Also known as flap hinge.  {bak, flap, 'hinj}
backflow  [CIV ENG] The flow of water or other liquids, mixtures, or substances into the distributing pipes of a potable supply of water from any other than its intended source.  {bak, flo}
backflow connection  [CIV ENG] Any arrangement of pipes, plumbing fixtures, drains, and so forth, in which backflow can occur.  {bak, flo ka'nek-shan}
backflow preventer See vacuum breaker.  {bak, flo pri'ven-tar}
backflow valve See backwater valve.  {bak, flo 'valv}
backfurrow  [CIV ENG] In an excavation procedure, the first cut made on undisturbed land.  {bak, far-0}
back gear  [MECH ENG] The technique of using gears on machine tools to obtain an increase in the number of speed changes that can be gotten with cone belt drives.  {bak, 'gir-iq}
background discrimination  [ENG] The ability of a measuring instrument, circuit, or other device to distinguish signal from background noise.  {bak, graund dis, krim-\noz-na-shan}
background noise  [ENG] The undesired signals that are always present in an electronic or other system, independent of whether or not the desired signal is present.  {bak, graund 'niez}
background returns  [ENG] 1. Signals on a radar screen from objects which are of no interest.  2. See clutter.  {bak, graund r'tarmz}
background signal  [ENG] The output of a leak detector caused by residual gas to which the detector element reacts.  {bak, graund 'sig-nal}
back gutter  [BUILD] A gutter installed on the uphill side of a chimney on a sloping roof to divert water away from the chimney.  {bak, 'gad-ar}
back hearth  [BUILD] That part of the hearth (or floor) which is contained within the fireplace itself. Also known as inner hearth.  {bak, hahrth}
backhoe  [MECH ENG] An excavator fitted with a hinged arm to which is rigidly attached a bucket that is drawn toward the machine in operation. Also known as backacter, backdigger, dragshovel, pullshovel.  {bak, h0}
backing

backing  [CIV ENG]  1. The unexposed, rough masonry surface of a wall that is faced with finer work.  2. The earth backfill of a retaining wall.  [ELECTR] Flexible material, usually cellulose acetate or polyester, used on magnetic tape as the carrier for the oxide coating.  [bak-in]  

backing board  [BUILD] In a suspended acoustical ceiling, a flat sheet of gypsum board to which acoustical tile is attached by adhesive or mechanical means.  [bak-in ,bord]  

backing brick  [CIV ENG] A relatively low-quality brick used behind face brick or other masonry.  [bak-in ,brick]  

backing off  [ENG] Removing excessive body metal from badly worn bits.  [bak-in of]  

backing plate  [ENG] A plate used to support the hardware for the cavity used in plastics injection molding.  [bak-in ,plat]  

backing pump  [MECH ENG] A vacuum pump, in a vacuum system using two pumps in tandem, which works directly to the atmosphere and reduces the pressure to an intermediate value, usually between 100 and 0.1 pascals. Also known as fore pump.  [bak-in ,pamp]  

backing ring  [ENG] A strip of metal attached at a pipe joint at the root of a weld to prevent spatter and to ensure the integrity of the weld.  [bak-in ,rín]  

backing space  [ENG] Space between a fore pump and a diffusion pump in a leak-testing system.  [bak-in ,spás]  

backing-space technique  [ENG] Testing for leaks by connecting a leak detector to the backing space.  [bak-in ,spás ,tek'nek]  

backing up  [CIV ENG] In masonry, the laying of backing brick.  [bak-in ,ap]  

back jamb  See backlining.  [bak-jam]  

backjoint  [CIV ENG] In masonry, a rabbet such as that made on the inner side of a chimneypiece to receive a slip.  [bak-joint]  

backlash  [DES ENG] The amount by which the tooth space of a gear exceeds the tooth thickness of the mating gear along the pitch circles.  [ELECTR] A small reverse current in a rectifier tube caused by the motion of positive ions produced in the gas by the impact of thermoelectrons.  [ENG] 1. Relative motion of mechanical parts caused by looseness.  2. The difference between the actual values of a quantity when a dial controlling this quantity is brought to a given position by a clockwise rotation and when it is brought to the same position by a counterclockwise rotation.  [bak-lash]  

backlining  [BUILD]  1. A thin strip which lines a window casing, next to the wall and opposite the pulley stile, and provides a smooth surface for the working of the weighted sash. Also known as back boxing.  2. That piece of framing forming the back recess for boxing shutters.  [bak-lín]  

back lintel  [BUILD] A lintel which supports the backing of a masonry wall, as opposed to the lintel supporting the facing material.  [bak 'lin-tal]  

backlog  [IND ENG]  1. An accumulation of orders promising future work and profit.  2. An accumulation of unprocessed materials or unperformed tasks.  [bak,lág]  

back mixing  [CHEM ENG] The tendency of reacted chemicals to intermingle with unreacted feed in reactors, such as stirred tanks, packed towers, and baffled tanks.  [bak ,mik-sig]  

back nailing  [BUILD] Nailing the plies of a built-up roof to the substrate to prevent slippage.  [bak ,näl-ing]  

back nut  [DES ENG]  1. A threaded nut, one side of which is dishe to retain a grommet; used in forming a watertight pipe joint.  2. A locking nut on the shank of a pipe fitting, tap, or valve.  [bak ,nut]  

back off  [ENG]  1. To unscrew or disconnect.  2. To withdraw the drill bit from a borehole.  3. To withdraw a cutting tool or grinding wheel from contact with the workpiece.  [bak ,of]  

back order  [IND ENG]  1. An order held for future completion.  2. A new order placed for previously unavailable materials of an old order.  [bak ,ord-ar]  

back plastering  [BUILD] A coat of plaster applied to the back side of lath, opposite the finished surface.  [bak ,plast-tríj]  

back plate  [BUILD] A plate, usually metal or wood, which serves as a backing for a structural member.  [bak,plat]  

backplate lamp holder  [DES ENG] A lamp holder, integrally mounted on a plate, which is designed for screwing to a flat surface.  [bak ,plat ,lamp ,hól-dar]  

back pressure  [MECH] Pressure due to a force that is operating in a direction opposite to that being considered, such as that of a fluid flow.  [MECH ENG] Resistance transferred from rock into the drill stem when the bit is being fed at a faster rate than the bit can cut.  [bak ,presh-or]  

back-pressure-relief port  [ENG] In a plastics extrusion die, an opening for the release of excess material.  [bak ,presh-or ri'léi ,pört]  

back rake  [DES ENG] An angle on a single-point turning tool measured between the plane of the tool face and the reference plane.  [bak ,rák]  

back-run process  [CHEM ENG] A process for manufacturing water gas in which part of the run is made down, by passing steam through the superheater, thence up through the carburetor, down through the generator, and direct to the scrubbers.  [bak ,ran 'präs-ös]  

backsaw  [DES ENG] A fine-tooth saw with its upper edge stiffened by a metal rib to ensure straight cuts.  [bak,só]  

backscatter gage  [ENG] A radar instrument used to measure the radiation scattered at 180° to the direction of the incident wave.  [bak ,skad-or ,gaj]  

backscattering thickness gage  [ENG] A device that uses a radioactive source for measuring the thickness of materials, such as coatings, in which the source and the instrument measuring the radiation are mounted on the same side of the
back vent [ENG] A heavy device used on a pipe to act as a seal when inflated. {‘bakˌvent}.

backset [BUILD] The horizontal distance from the face of a lock or latch to the center of the keyhole, knob, or lock cylinder. {‘bakˌset}.

backsight [ENG] 1. A sight on a previously established survey point or line. 2. Reading a level rod in its unchanged position after moving the leveling instrument to a different location. {‘bakˌsīt}.

backsight method [ENG] 1. A plane-table traversing method in which the table orientation produces the alignment of the alidade on an established map line, the table being rotated until the line of sight is coincident with the corresponding ground line. 2. Sighting two pieces of equipment directly at each other in order to orient and synchronize one with the other in azimuth and elevation. {‘bakˌsītˌmeth-əd}.

back siphonage [CIV ENG] The flowing back of used, contaminated, or polluted water from a plumbing fixture or vessel into the pipe which feeds it, caused by reduced pressure in the pipe. {‘bakˌsit-fan-ij}.

back solution [CONT SYS] The calculation of the tool-coordinated positions that correspond to specified robotic joint positions. {‘bakˌsəˌjʊ-ˈshaŋ}.

backspace [MECH ENG] To move a typewriter carriage back one space by depressing a backspace key. {‘bakˌspä̆s}.

backstay [ENG] 1. A supporting cable that prevents a more or less vertical object from falling forward. 2. A spring used to keep together the cutting edges of purchase shears. 3. A rod that runs from either end of a carriage’s rear axle to the rear. 4. A leather strip that covers and strengthens a shoe’s back seam. {‘bakˌstǽ}.

back sweetening [CHEM ENG] The controlled addition of commercial-grade mercaptans to a petroleum stock having excess free sulfur in order to reduce free sulfur by forming a disulfide. {‘bakˌswēt-ən-ing}.

backup [BUILD] That part of a masonry wall behind the exterior facing. [CIV ENG] Overflow in a drain or piping system, due to stoppage. [ENG] 1. An item under development intended to perform the same general functions that another item also under development performs. 2. A compressible material used behind a sealant to reduce its depth and to support the sealant against sag or indentation. {‘bakˌap}.

backup strip [BUILD] A wood strip which is fixed at the corner of a partition or wall to provide a nailing surface for ends of lath. Also known as lathing board. {‘bakˌapˌstrı̆p}.

backup system [SYS ENG] A system, normally redundant but kept available to replace a system which may fail in operation. {‘bakˌapˌsis-tə̆n}.

backup tong [ENG] A heavy device used on a drill pipe to loosen the tool joints. {‘bakˌapˌtăng}.

back vent [CIV ENG] An individual vent for a plumbing fixture located on the downstream (sewer) side of a trap to protect the trap against siphonage. {‘bakˌvent}.

backward-bladed aerodynamic fan [MECH ENG] A fan that consists of several streamlined blades mounted in a revolving casing. {‘bakˌwardˌblå̆d-ədˌer-ō̆d-dənˌnam-ikˌfan}.

backward pass [IND ENG] The calculation of late finish times (dates) for all uncompleted network activities for a specific project by subtracting durations of completed activities from the scheduled finish time of the final activity. {‘bakˌwardˌpas}.

backwash [CHEM ENG] 1. In an ion-exchange resin system, an upward flow of water through a resin bed that cleans and redeclassifies the resin particles after exhaustion. 2. See blowback. {‘bakˌwāsh}.

backwater valve [ENG] A type of check valve in a drainage pipe, reversal of flow causes the valve to close, thereby cutting off flow. Also known as backflow valve. {‘bakˌwō̆d-ərˌvalv}.

badger [DES ENG] Säβ badger plane. [ENG] A tool used inside a pipe or culvert to remove any excess mortar or deposits. {‘bä̆gər}.

badger plane [DES ENG] A hand plane whose mouth is cut obliquely from side to side, so that the plane can work close up to a corner. Also known as badger. {‘bäməˌplän}.

baffle [ELEC] Device for deflecting oil or gas in a circuit breaker [ELECTR] An auxiliary member in a gas tube used, for example, to control the flow of mercury particles or deionize the mercury following conduction. [ENG] A plate that regulates the flow of a fluid, as in a steam-boiler flue or a gasoline muffler [ENGACOUS]. A cabinet or partition used with a loudspeaker to reduce interaction between sound waves produced simultaneously by the two surfaces of the diaphragm. {‘bāfəl}.

bag [ENG] 1. A flexible cover used in bag molding. 2. A container made of paper, plastic, or cloth without rigid walls to transport or store material. {‘bag}.

bag filter [ENG] Filtering apparatus with porous cloth or felt bags through which dust-laden gases are sent, leaving the dust on the inner surfaces of the bags. {‘bagˌfil-tər}.

baghouse [ENG] The large chamber or room for holding bag filters used to filter gas streams from a furnace. {‘bagˌhau̇s}.

bag molding [ENG] A method of molding plastic or plywood-plastic combinations into curved shapes, in which fluid pressure acting through a flexible cover, or bag, presses the material to be molded against a rigid die. {‘bagˌmōld-ən}.

Bagnold number [ENG] A dimensionless number used in salination studies. {‘bānˌnəldˌnam-ər}.

bag plug [ENG] An inflatable drain stopper, located at the lowest point of a piping system, that acts to seal a pipe when inflated. {‘bagˌplı̆g}.

bag trap [ENG] An S-shaped trap in which the vertical inlet and outlet pipes are in alignment. {‘bagˌtrap}.
baguette See bead molding. (ˈbaɡɛt)
bail [ENG] A loop of heavy wire snap-fitted around two or more parts of a connector or other device to hold the parts together. (ˈbæl)
bailer [ENG] A long, cylindrical vessel fitted with a bail at the upper end and a flap or tongue valve at the lower extremity, used to remove water, sand, and mud-or cuttings-laden fluids from a borehole. Also known as bailing bucket. (ˈbæl-ər)
Bailey bridge [CIV ENG] A lattice bridge built of interchangeable panels connected at the corners with steel pins, permitting rapid construction; developed in Britain about 1942 as a military bridge. (ˈbæl-i eˌ bri]
Bailey meter [ENG] A flowmeter consisting of a helical quarter-turn vane which operates to counter a record to the total weight of granular material flowing through vertical or near-vertical ducts, spouts, or pipes. (ˈbæl-əˌ mɛd-ər)
bailing [ENG] Removal of the cuttings from a well during cable-tool drilling, or of the liquid from a well, by means of a bailer. (ˈbæl-iə)
bailing bucket See bailer. (ˈbæl-iəˌ ˌbæl-ət)
bailing drum [ENG] A reel for winding bailing line. (ˈbæl-iəˌdram)
bailing line [ENG] A cable attached to the bailer of a derrick, it is passed over a sheave at the top of the derrick and spooled on a reel. (ˈbæl-əˌ lɪn)
baked finish [ENG] A paint or varnish finish obtained by baking, usually at temperatures above 150°F (65°C), thereby developing a tough, durable film. (ˈbækt ˈfin-əsh)
bakeout [ENG] The degassing of surfaces of a vacuum system by heating during the pumping process. (ˈbækˌ out)
baker bell dolphin [CIV ENG] A dolphin consisting of a heavy bell-shaped cap pivoted on a group of piles; a blow from a ship will tilt the bell, thus absorbing energy. (ˈbæk-əˌ belˌ dəl-fən)
baking [ENG] The use of heat on fresh paint films to speed the evaporation of thinners and to promote the reaction of binder components so as to form a hard polymeric film. Also known as stoving. (ˈbæk-ə)
balance [ELEC] The state of an electrical network when it is adjusted so that voltage in one branch induces or causes no current in another branch. [ENG] An instrument for measuring mass or weight. (ˈbæl-əns)
balance arm [BUILD] On a projected window, a side supporting arm which is constructed so that the center of gravity of the sash is not changed appreciably when the window is opened. (ˈbæl-ənsˌ ərm)
balance bar See balance beam. (ˈbæl-ənsˌ ˌbær)
balance beam [CIV ENG] A long beam, attached to a gate (or drawbridge, and such) so as to counterbalance the weight of the gate during opening or closing. Also known as balance bar. (ˈbæl-ənsˌ ˈbæm)
balanced armature unit [ENG ACOUS] Driving unit used in magnetic loudspeakers, consisting of an iron armature pivoted between the poles of a permanent magnet and surrounded by coils carrying the audio-frequency current, variations in audio-frequency current cause corresponding changes in armature magnetism and corresponding movements of the armature with respect to the poles of the permanent magnet. (ˈbæl-əns-t ˈərm-ə-charˌ ˌjuː-noʊ)
balanced construction [BUILD] A plywood or sandwich-panel construction which has an odd number of plies laminated together so that the construction is identical on both sides of a plane through the center of the panel. (ˈbæl-əns ˌkænˌstrækˌshən)
balanced design [ENG] A winding pattern used in fabricating filament-wound reinforced plastics that renders the stresses in all the filaments equal. (ˈbæl-ənst ˈdɪːzn)
balanced door [BUILD] A door equipped with double-pivoted hardware which is partially counterbalanced to provide easier operation. (ˈbæl-ənst ˈdɔr)
balanced draft [ENG] The maintenance of a constant draft in a furnace by monitoring both the incoming air and products of combustion. (ˈbæl-ənst ˈdræft)
balanced earthwork [CIV ENG] Cut-and-fill work in which the amount of fill equals the amount of material excavated. (ˈbæl-ənst ˈərθˌwɜːk)
balanced line [ELEC] A transmission line consisting of two conductors capable of being operated so that the voltages of the two conductors at any transverse plane are equal in magnitude and opposite in polarity with respect to ground. [IND ENG] A production line for which the time cycles of the operators are made approximately equal so that the work flows at a desired steady rate from one operator to the next. (ˈbæl-ənstˌ ˈlɪn)
balanced method [ENG] Method of measurement in which the reading is taken at zero; it may be a visual or audible reading, and in the latter case the null is the no-sound setting. (ˈbæl-ənstˌ ˈmɛθ-əd)
balanced reinforcement [CIV ENG] An amount and distribution of steel reinforcement in a flexural reinforced concrete member such that the allowable tensile stress in the steel and the allowable compressive stress in the concrete are attained simultaneously. (ˈbæl-ənstˌ ˈrɛ-ənˌ ˈfɔrˌsmɑnt)
balanced sash [BUILD] In a double-hung window, a sash which opens by being raised or lowered and which is balanced with counterweights or pretensioned springs so that little force is required to move the sash. (ˈbæl-ənstˌ ˈsæʃ)
balanced step [BUILD] One of a series of winders arranged so that the width of each winder tread (at the narrow end) is almost equal to the tread width in the straight portion of the adjacent stair flight. Also known as dancing step, dancing winder. (ˈbæl-ənstˌ ˈstep)
balanced valve [ENG] A valve having equal fluid pressure in both the opening and closing directions. (ˈbæl-ənstˌ ˈvæl)
ball-and-race-type pulverizer

ball-and-ring method

ball-and-socket joint

ball-and-trunnion joint

ballast

ballast line

balance method

balance pipe

balance tool

balance wheel

balancing a survey

balancing delay

balancing plug cock

balancing valve

balconet

balcony

balcony outlet

bale

baler

baling

balk

balancing

ball bond

ball bonding

ball breaker

ball bushing

ball catch

ball float

ball-and-race-type pulverizer

ball-and-ring method

ball-and-socket joint

ball-and-trunnion joint

ballast

ballasting

ballast line

balancing method

balancing pipe

balancing tool

balancing wheel

balancing a survey

balancing delay

balancing plug cock

balancing valve

balconet

balcony

balcony outlet

bale

baler

baling

balk

balancing

ball bond

ball bonding

ball breaker

ball bushing

ball catch

ball float

ball-and-race-type pulverizer

ball-and-ring method

ball-and-socket joint

ball-and-trunnion joint

ballast

ballasting
ball grinder

pointer adjacent to a calibrated scale in order to measure the level of a liquid in a tank or other container.

ballistic magnetometer [ENG] A magnetometer designed to employ the transient voltage induced in a coil when either the magnetized sample or coil are moved relative to each other.

ballistic measurement [MECH] Any measurement in which an impulse is applied to a device such as the bob of a ballistic pendulum, or the moving part of a ballistic galvanometer, and the subsequent motion of the device is used to determine the magnitude of the impulse, and, from this magnitude, the quantity to be measured.

ballistic pendulum [ENG] A device which uses the deflection of a suspended weight to determine the momentum of a projectile.

ballistics [MECH] Branch of applied mechanics which deals with the motion and behavior characteristics of missiles, that is, projectiles, bombs, rockets, guided missiles, and so forth, and of accompanying phenomena.

ballistic separator [CIV ENG] A device that takes out noncompostable material like stones, glass, metal, and rubber, from solid waste by passing the waste over a rotor that has impellers to fling the material in the air, the lighter organic (compostable) material travels a shorter distance than the heavier (noncompostable) material.

ballistics of penetration [MECH] That part of terminal ballistics which treats of the motion of a projectile as it forces its way into targets of solid or semisolid substances, such as earth, concrete, or steel.

ballistic table [MECH] Compilation of ballistic data from which trajectory elements such as angle of fall, range to summit, time of flight, and ordinate at any time, can be obtained.

ballistic wind [MECH] That constant wind which would produce the same effect upon the trajectory of a projectile as the actual wind encountered in flight.

ball grinder

ballistic measurement [MECH] Any measurement in which an impulse is applied to a device such as the bob of a ballistic pendulum, or the moving part of a ballistic galvanometer, and the subsequent motion of the device is used to determine the magnitude of the impulse, and, from this magnitude, the quantity to be measured.

ballistic pendulum [ENG] A device which uses the deflection of a suspended weight to determine the momentum of a projectile.

ballistics [MECH] Branch of applied mechanics which deals with the motion and behavior characteristics of missiles, that is, projectiles, bombs, rockets, guided missiles, and so forth, and of accompanying phenomena.

ballistic separator [CIV ENG] A device that takes out noncompostable material like stones, glass, metal, and rubber, from solid waste by passing the waste over a rotor that has impellers to fling the material in the air, the lighter organic (compostable) material travels a shorter distance than the heavier (noncompostable) material.

ballistics of penetration [MECH] That part of terminal ballistics which treats of the motion of a projectile as it forces its way into targets of solid or semisolid substances, such as earth, concrete, or steel.

ballistic table [MECH] Compilation of ballistic data from which trajectory elements such as angle of fall, range to summit, time of flight, and ordinate at any time, can be obtained.

ballistic wind [MECH] That constant wind which would produce the same effect upon the trajectory of a projectile as the actual wind encountered in flight.
ball mill [MECH ENG] A pulverizer that consists of a horizontal rotating cylinder, up to three diameters in length, containing a charge of tumbling or cascading steel balls, pebbles, or rods. Also known as ball grinder. {‘ból, mil}

balloon framing [CIV ENG] Framing for a building in which each stud is one piece from roof to foundation. {‘ból’oun, ’fram-in}

balloting [MECH] A tossing or bounding movement of a projectile, within the limits of the bore diameter, while moving through the bore under the influence of the propellant gases. {‘bal-ad-iŋ}

ball-peen hammer [ENG] A hammer with a ball at one end of the head, used in riveting and forming metal. {‘bol, ’ham-ər}

ball pendulum test [ENG] A test for measuring the strength of explosives, consists of measuring the swing of a pendulum produced by the explosion of a weighed charge of material. {‘bol’ ’pen-jə-ləm’test}

ball race [DES ENG] A track, channel, or groove in which ball bearings turn. {‘bol, ’ræs}

ball screw [MECH ENG] An element used to convert rotation to longitudinal motion, consisting of a threaded rod linked to a threaded nut by ball bearings constrained to roll in the space formed by the threads, in order to reduce friction. {‘bol, ’skrǔ}

ball test [CIV ENG] In a drain, a test for freedom from obstruction and for circularity in which a ball (less than the diameter of the drain by a specified amount) is rolled through the drain. {‘bol , ’təst}

ball-up [ENG] 1. During a drilling operation, collection by a portion of the drilling equipment of a mass of viscous consolidated material. 2. Failure of an anchor to hold on a soft bottom, by pulling out with a large ball of mud attached. {‘bol , ’ap}

ball valve [MECH ENG] A valve in which the fluid flow is regulated by a ball moving relative to a spherical socket as a result of fluid pressure and the weight of the ball. {‘bol , ’valv}

baluster [BUILD] A post which supports a handrail and encloses the open sections of a stairway. {‘bal-ə-stər}

balustrade [BUILD] The railing assembly of a stairway consisting of the handrail, balusters, and usually a bottom rail. {‘bal-ə-strəd}

band [BUILD] Any horizontal flat member or molding or group of moldings projecting slightly from a wall plane and usually marking a division in the wall. Also known as band course; band molding. [DES ENG] A strip or cord crossing the back of a book to which the sections are sewn. {‘ban’d}

bandage [BUILD] A strap, band, ring, or chain placed around a structure to secure and hold its parts together, as around the springing of a dome. [ELEC] Rubber ribbon about 4 inches (10 centimeters) wide for temporarily protecting a telephone or coaxial splice from moisture. {‘ban-di}

band brake [MECH ENG] A brake in which the frictional force is applied by increasing the tension in a flexible band to tighten it around the drum. {‘band , ’bræk}

band chain [ENG] A steel or Invar tape, graduated in feet and at least 100 feet (30.5 meters) long, used for accurate surveying. {‘band , ’chən}

band clamp [DES ENG] A two-piece metal clamp, secured by bolts at both ends, used to hold riser pipes. {‘band , ’kləmp}

band clutch [MECH ENG] A friction clutch in which a steel band, lined with fabric, contracts onto the clutch rim. {‘band , ’klāch}

band course See band. {‘band , ’kɔrəs}

banding [DES ENG] A strip of fabric which is used for bands. hyd_ln a glacier, a structure of alternate ice layers of different textures and appearance. {‘band-iŋ}

band molding See band. {‘band , ’mold-iŋ}

band-pass [ELECTR] A range, in hertz or kilohertz, expressing the difference between the limiting frequencies at which a desired fraction (usually half power) of the maximum output is obtained. {‘band , ’pas}

band-pass amplifier [ELECTR] An amplifier designed to pass a definite band of frequencies with essentially uniform response. {‘band , ’pas ’məl-dəl-iŋ}

band-pass filter [ELECTR] An electric filter which transmits more or less uniformly in a certain band, outside of which the frequency components are attenuated. {‘band , ’pas ’fil-tər}

band-pass response [ELECTR] Response characteristics in which a definite band of frequencies is transmitted uniformly. Also known as flat top response. {‘band , ’pas ’fəl-topəns}

band-pass system [ENG ACOUS] A loudspeaker system, often used for subwoofers, in which the speaker is mounted inside an enclosure on a shelf that divides the enclosure into two parts, and one or both parts are coupled to the outside by a vent; the frequency response of the system is that of a fourth-order band-pass filter (one vent) or an asymmetrical sixth-order band-pass filter (two vents). {‘band , ’pas ’sə-məl-tər}

band-rejection filter See band-stop filter. {‘band , ’rek-shtən , ’fil-tər}

band saw [MECH ENG] A power-operated woodworking saw consisting basically of a flexible band of steel having teeth on one edge, running over two vertical pulleys, and operated under tension. {‘band , ’səʊ}

band selector [ELECTR] A switch that selects any of the bands in which a receiver, signal generator, or transmitter is designed to operate and usually has two or more sections to make the required changes in all tuning circuits simultaneously. Also known as band switch. {‘band , ’selektər}

band wheel [MECH ENG] In a drilling operation, a large wheel that transmits power from the engine to the walking beam. {‘band , ’wel}
bang-bang control  [CONT SYS] A type of automatic control system in which the applied control signals assume either their maximum or minimum values. {'bær,båt rå, bær, båt rå, bår}
bang-bang-off control See bang-zero-off control. {'bær, bår, båt rå, bår'}
bang-bang robot  [CONT SYS] A simple robot that can make only two types of motions. {'bår, bår, rå, bår, bår, rå, bår'}
bang-zero-off control  [CONT SYS] A type of control in which the control values are at their maximum, zero, or minimum. Also known as bang-bang-off control. {'bår, bår, rå, bår'}

banister  [BUILD] A handrail for a staircase. {'bår, åt-står'}

bank  [CIV ENG] See embankment.  [ELEC] 1. A number of similar electrical devices, such as resistors, connected together for use as a single device.  2. An assemblage of fixed contacts over which one or more wipers or brushes move in order to establish electrical connections in a data switching.  [ENG] A pipework installation in which the pipes are set parallel to each other in proximity.  [IND ENG] The amount of material allowed to accumulate at a point on a production line where it is not employed or worked upon, to permit reasonable fluctuations in line speed before and after the point. Also known as float. {'båk'}

banker  [ENG] The bench or table upon which bricklayers and stonemasons prepare and shape their material. {'bår,kør'}

bank material  [CIV ENG] Soil or rock in place before excavation or blasting. {'båk ma, tår, é-al'}

bank measure  [CIV ENG] The volume of a given portion of soil or rock as measured in its original position before excavation. {'båk, mezh-ar'}

bar  [MECH] A unit of pressure equal to 105 pascals, or 106 newtons per square meter, or 106 dynes per square centimeter. {'bår'}

Bárany chair  [ENG] A chair in which a person is revolved to test his susceptibility to vertigo. {'ba, rår, é, cher'}

barb bolt  [DES ENG] A bolt having jagged edges to prevent its being withdrawn from the object into which it is driven. Also known as rag bolt. {'bår, bölt'}

bar bending  [CIV ENG] In reinforced concrete construction, the process of bending reinforcing bars to various shapes. {'bår, ben-djåj'}

bar chair  See bar support. {'bår, cher'}

bar clamp  [DES ENG] A clamping device consisting of a long bar with adjustable clamping jaws, used in carpentry. {'bår, klapm'}

bare board  [ELECTR] A printed circuit board with conductors but no electronic components. {'bår,bord'}

bareboat charter  [IND ENG] An agreement to charter a ship without its crew or stores; the fee for its use for a predetermined period of time is based on the price per ton of cargo handled. {'bår, bår, chår, bår, kår, bår, bår, kår, bår, kår'}

barefaced tenon  [ENG] A tenon having a shoulder cut on one side only. {'bår, kår, ten-on, bår, kår, ten-on'}

bare tube  [ENG] In a heat exchanger, a tube whose inner and outer surfaces are both smooth. {'bår, tib'}

bargeboard  See vergeboard. {'bårj, bård, bårj, bård'}

barge couple  [BUILD] 1. One of two rafters that support that part of a gable roof which projects beyond the gable wall.  2. One of the rafters (under the barge course) which serve as grounds for the vergeboards and carry the plastering or boarding of the soffits. Also known as barge rafter. {'bårj, kår, pål, al'}

barge course  [BUILD] 1. The coping of a wall, formed by a course of bricks set on edge.  2. In a tiled roof, the part of the tiling which projects beyond the principal rafters where there is a gable. {'bårj, kår'}

barge rafter  See barge couple. {'bårj, raf-tår, bårj, spik'}

barge spike  See boat spike. {'bårj, spik'}

barge stone  [BUILD] One of the stones, generally projecting, which form the sloping top of a gable built of masonry. {'bårj, stån'}

bar hole  [ENG] A small-diameter hole made in the ground along the route of a gas pipe in a bar test survey. {'bår, hól'}

Bari-Sol process  [CHEM ENG] Removal of waxes from liquid hydrocarbons by extraction of the wax with a mixed ethylene dichloride-benzene solvent, followed by separation from the hydrocarbon in a centrifuge. {'bår-e, sål, prås-øs'}

bar joist  [BUILD] A small steel truss with wire or rod web lacing used for roof and floor supports. {'bår, jôist'}

barker  [DES ENG] See bark spud.  [ENG] A machine, mainly used in pulp mills, which removes the bark from logs. {'bår-kår'}

barkometer  [CHEM ENG] A hydrometer calibrated to test the strength of tanning liquors used in tanning leather. {'bår-kam-ad-ar'}

bark spud  [DES ENG] A tool which peels off bark. Also known as barker. {'bår, spåd'}

bar linkage  [MECH ENG] A set of bars joined together at pivots by means of pins or equivalent devices, used to transmit power and information. {'bår, liŋ-kij'}

Barlow's equation  [MECH] A formula, \( t = D/P_{25} \), used in computing the strength of cylinders subject to internal pressures, where \( t \) is the thickness of the cylinder in inches, \( D \) the outside diameter in inches, \( P \) the pressure in pounds per square inch, and \( S \) the allowable tensile strength in pounds per square inch. {'bår, lóz i,kwåzn, hån, bår, lóz i,kwåzn, hån'}

barnacle  [ENG] A nodelike deposit that occurs on the surface of a heat exchanger tube or an evaporating device and has a semigranular outer shell bonded to the fouled surface, enclosing a slurry of putrefying organisms. {'bår-na-kal'}

barodynamics  [MECH] The mechanics of heavy structures which may collapse under their own weight. {'bår, diphone, bår, diphone'}

barogram  [ENG] The record of an aneroid barograph. {'bår, o, gram'}
barograph See aneroid barograph. \(\text{ˈbar-ə,graf}\)  
barometer [ENG] An absolute pressure gage specifically designed to measure atmospheric pressure. \(\text{ˈbərəm-əd-ər}\)  
barometric [ENG] Pertaining to a barometer or to the results obtained by using a barometer. \(\text{ˈbar-ə,me-trik}\)  
barometric altimeter See pressure altimeter. \(\text{ˈbar-ə,me-trik rænˈəd-sər}\)  
barometric condenser [MECH ENG] A contact condenser that uses a long, vertical pipe into which the condensate and cooling liquid flow to accomplish their removal by the pressure created at the lower end of the pipe. \(\text{ˈbar-ə,met-rık kənˈdən-sər}\)  
barometric draft regulator [MECH ENG] A damper usually installed in the breeching between a boiler and chimney; permits air to enter the breeching automatically as required, to maintain a constant overfire draft in the combustion chamber. \(\text{ˈbar-ə,me-trik ˈdræft rɛdˈgaˈləd-ər}\)  
barometric elevation [ENG] An elevation above mean sea level estimated from the difference in atmospheric pressure between the point in question and an elevation of known value. \(\text{ˈbar-ə,me-trik əlˈvɔː-sən}\)  
barometric fuse [ENG] A fuse that functions as a result of change in the pressure exerted by the surrounding air. \(\text{ˈbar-ə,me-trik ˈfyuːz}\)  
barometric hypsometry [ENG] The determination of elevations by means of either mercurial or aneroid barometers. \(\text{ˈbar-ə,me-trik hɪpˈsæm-əˈtrɛ}\)  
barometric leveling [ENG] The measurement of approximate elevation differences in surveying with the aid of a barometer, usually for large areas. \(\text{ˈbar-ə,me-trik ˈlev-əˌlɪn}\)  
barometric switch See baroswitch. \(\text{ˈbar-ə,me-trik ˈswɪtʃ}\)  
barograph See aneroid barograph. \(\text{ˈbar-ə,me-trik rænˈəd-sər}\)  
barometry [ENG] The study of the measurement of atmospheric pressure, with particular reference to ascertaining and correcting the errors of the different types of barometer. \(\text{ˈbərəm-əˌtrɛ}\)  
baromil [MECH] The unit of length used in graduating a mercury barometer in the centimeter-gram-second system. \(\text{ˈbərəˌmil}\)  
baroscope [ENG] An apparatus which demonstrates the equality of the weight of air displaced by an object and its loss of weight in air. \(\text{ˈbər-ə,skɒp}\)  
barostat [ENG] A mechanism which maintains constant pressure inside a chamber. \(\text{ˈbərəˌstæt}\)  
baroswitch [ENG] 1. A pressure-operated switching device used in radiosonde which determines whether temperature, humidity, or reference signals will be transmitted. 2. Any switch operated by a change in barometric pressure. Also known as barometric switch. \(\text{ˈbər-əˌswɪtʃ}\)  
barothermogram [ENG] The record made by a barothermograph. \(\text{ˈbərəˌðɔrˌməˈrɪk rænˈəd-sər}\)  
barothermograph [ENG] An instrument which automatically records pressure and temperature. \(\text{ˈbərəˌðɔrˌməˌrɪk rænˈəd-sər}\)  
barothermohygrograph [ENG] The record made by a barothermohygrograph. \(\text{ˈbərəˌðɔrˌməˈðəˌhrəˌgræˌgraf}\)  
barothermohygrograph [ENG] An instrument that produces graphs of atmospheric pressure, temperature, and humidity on a single sheet of paper. \(\text{ˈbərəˌðɔrˌməˌðəˌhrəˌgræˌgraf}\)  
barotropic phenomenon [THERMO] The sinking of a vapor beneath the surface of a liquid when the vapor phase has the greater density. \(\text{ˈbərəˌtrəˈprɛs̩ˌrɪk rɪˈɑːnˌmɑˈnən}\)  
bar post [CIV ENG] One of the posts driven into the ground to form the sides of a field gate. \(\text{ˈbər pɒst}\)  
barrage [CIV ENG] An artificial dam which increases the depth of water of a river or water course, or diverts it into a channel for navigation or irrigation. \(\text{ˈbərˈræg} \)  
barrage-type spillway [CIV ENG] A passage for surplus water with sluice gates across the width of the entrance. \(\text{ˈbərˈræzhˌtɪpˌsplɪˌwɔ} \)  
barred-and-braced gate [CIV ENG] A gate with a diagonal brace to reinforce the horizontal timbers. \(\text{ˈbərd əˌbrɛst ˈgæt}\)  
barred gate [CIV ENG] A gate with one or more horizontal timber rails. \(\text{ˈbərd ˈgæt}\)  
barrel [DES ENG] 1. A container having a circular lateral cross section that is largest in the middle, and ends that are flat, often made of staves held together by hoops. 2. A piece of small pipe inserted in the end of a cartridge to carry the squib to the powder. 3. That portion of a pipe having a constant bore and wall thickness. [MECH] Abbreviated bbl. 1. The unit of liquid volume equal to 31.5 gallons (approximately 119 liters). 2. The unit of liquid volume for petroleum equal to 42 gallons (approximately 158 liters). 3. The unit of dry volume equal to 105 quarts (approximately 116 liters). 4. A unit of weight that varies in size according to the commodity being weighed. \(\text{ˈbərəl}\)  
barrel bolt [DES ENG] A door bolt which moves in a cylindrical casing; not driven by a key. Also known as tower bolt. \(\text{ˈbərəlˌbɒlt}\)  
barrel compressor [MECH ENG] A centrifugal compressor having a barrel-shaped housing. \(\text{ˈbərəlˌkæmˌprɛsˌər} \)  
barrel drain [CIV ENG] Any drain which is cylindrical. \(\text{ˈbərəlˌdɾæn} \)  
barrel-etch reactor [ENG] A type of plasma reactor in which the specimens to be etched are placed in a quartz support stand and a plasma is generated that diffuses and contacts them. \(\text{ˈbərəlˌɪtʃ ɛt ŋˈɛkˌtər} \)  
barrel fitting [DES ENG] A short length of threaded connecting pipe. \(\text{ˈbərəlˌfɪtɪŋ} \)  
barrelhead [DES ENG] The flat end of a barrel. \(\text{ˈbərəlˌhed} \)  
barrel roof [BUILD] 1. A roof of semicylindrical
barrels per calendar day

section; capable of spanning long distances parallel to the axis of the cylinder. 2. See barrel vault. {ˈbær-əl, rʊlf}

barrels per calendar day [CIV ENG] A unit measuring the average rate of oil processing in a petroleum refinery, with allowances for downtime over a period of time. Abbreviated BCD. {ˈbær-əlz pər kɑl-ən-dər, dæz}

barrels per day [CHEM ENG] A unit measuring the rate at which petroleum is produced at the refinery. Abbreviated BD; bpd. {ˈbær-əlz pər ˈdɑːr}

barrels per month [CHEM ENG] A unit measuring the rate at which petroleum is produced at the refinery. Abbreviated BM; bpm. {ˈbær-əlz pər ˈmʌnθ}

barrels per stream day [CHEM ENG] A measurement used to denote rate of oil or oil-product flow while a fluid-processing unit is in continuous operation. Abbreviated BSD. {ˈbær-əlz pər [st्रɛm, dæz]}

barren liquor [CHEM ENG] Liquid (liquor) from filter-cake washing in which there is little or no recovery value, for example, barren cyanide liquor from washing of gold cake slimes. {ˈbær-ən liːk-ər}

barricade [ENG] Structure composed essentially of concrete, earth, metal, or wood, or any combination thereof, and so constructed as to reduce or confine the blast effect and fragmentation of an explosion. {ˈbær-ə-kād}

barricade shield [ENG] A type of movable shield made of a material designed to absorb ionizing radiation, for protection from radiation. {ˈbær-ə-kæd, ʃiːld}

barrier capacitance [ELECTR] The capacitance that exists between the p-type and n-type semiconductor materials in a semiconductor pn junction that is reverse-biased so that it does not conduct. Also known as depletion-layer capacitance, junction capacitance. {ˈbær-ər kæp-əs-ədʒəns}

barrier curb [CIV ENG] A curb with vertical sides high enough to keep vehicles from crossing it. {ˈbær-ər kɜːrF}

barrier layer See depletion layer. {ˈbær-ər ˈleɪər}

barrier separation [CHEM ENG] The separation of a two-component gaseous mixture by selective diffusion of one component through a separative barrier (microporous metal or nonporous polymeric). {ˈbær-ər ˈsep-ər-ət-rə-sən}

barrier shield [ENG] A wall or enclosure made of a material designed to absorb ionizing radiation, shielding the operator from an area where radioactive material is being used or processed by remote-control equipment. {ˈbær-ər ʃiːld}

barrow See handbarrow, wheelbarrow. {ˈbær-ər}

barrow liquor [CIV ENG] A temporary pathway of wood planks or sheets to provide a smooth access for wheeled materials-handling carriers on a building site. {ˈbær-ər, ˈrən}

barrowed lift [BUILD] A type of handle, attached to the bottom rail of a sash, for raising or lowering it. {ˈbær ˈsæʃ ˈlɪft}

bar screen [MECH ENG] A sieve with parallel steel bars for separating small from large pieces of crushed rock. {ˈbær ˈskrɛn}

bar strainer [DES ENG] A screening device consisting of a bar or a number or parallel bars, used to prevent objects from entering a drain. {ˈbær ˈstrən-ər}

bar support [CIV ENG] A device used to support or hold steel reinforcing bars in proper position before or during the placement of concrete. Also known as bar chair. {ˈbær ˈsɔːpɔːrt}

bar test survey [ENG] A leakage survey in which bar holes are driven or bored at regular intervals along the way of an underground gas pipe and the atmosphere in the holes is tested with a combustible gas detector or such. {ˈbær ˈtest ˈsərˌvər}

Barth plan [IND ENG] A wage incentive plan intended for a low task and for all efficiency points and defined as: earning = rate per hour × square root of the product (hours standard × hours actual). {ˈbæθ ˈplæn}

bar turret lathe [MECH ENG] A turret lathe in which the bar stock is slid through the headstock and collet on line with the turning axis of the lathe and held firmly by the closed collet. {ˈbær ˈtɔr-ət, ˈlæθ}

bar-type grating [CIV ENG] An open grid assembly of metal bars in which the bearing bars (running in one direction) are spaced by rigid attachment to crossbars. {ˈbær, tɪp ˈɡræd-ɪŋ}

barycentric energy [MECH] The energy of a system in its center-of-mass frame. {ˈbær-ə-sen-trɪk ˈeɪn-ər-dʒi}

barye [MECH] The pressure unit of the centimeter-gram-second system of physical units, equal to 1 dyne per square centimeter (0.001 millibar). Also known as microbar. {ˈbær-ər}

basal tunnel [ENG] A water supply tunnel constructed along the basal water table. {ˈbæs-əl ˈtæn-əl}

bascule [ENG] A structure that rotates about an axis, as a seesaw, with a counterbalance (for the weight of the structure) at one end. {ˈbɑsˌkjuːl}

bascule bridge [CIV ENG] A movable bridge consisting primarily of a cantilever span extending across a channel, it rotates about a horizontal axis parallel with the waterway. {ˈbæsˌkjuːl, ˈbriːʃ}

bascule leaf [CIV ENG] The span of a bascule bridge. {ˈbæsˌkjuːlˌliːf}

base [CHEM ENG] The primary substance in solution in crude oil, and remaining after distillation. [ELECTR] 1. The region that lies between an emitter and a collector of a transistor and into which minority carriers are injected. 2. The part of an electron tube that has the pins, leads, or other terminals to which external connections are made either directly or through a socket. 3. The plastic, ceramic, or other insulating board that supports a printed wiring pattern. [ENG] Foundation or part upon which an object or instrument rests. {ˈbeɪs}
base anchor  [BUILD] The metal piece attached to the base of a doorframe for the purpose of securing the frame to the floor. ('bāsˌˌænˈkər) base anchor  [BUILD] A cast-iron pipe elbow and acts as a guide to indicate proper thickness having a baseplate or flange which is cast on it.

base course  [ENG] The adjustment made for surveying. [ENG] A metal plate that provides support or a foundation. ('bāsˌˌkoʊs) base course  [BUILD] A foundation wall which encloses an usable area under a building. ('bāsˌˌkoʊsˌˌwolˌˌ) base course  [BUILD] A finish board covering the interior wall at the junction of the wall and the floor. Also known as skirt, skirting. ('bāsˌˌbɔrd) base course  [BUILD] Heating elements installed in panels along the baseboard of a wall. ('bāsˌˌbɔrdˌˌhēdˌˌɔr) base course  [BUILD] A molding piece or a roof. ('bāsˌˌkoʊrˌˌ) base course  [BUILD] A molding used to trim the upper edge of interior baseboard. Also known as base cap. ('bāsˌˌmoldˌˌiŋ) base course  [BUILD] A metal plate with expanded or short perforated flanges that serves as a dividing strip between plaster and cement and acts as a guide to indicate proper thickness of cement or plaster. ('bāsˌˌskrêd) base course  [BUILD] Saturated or coated felt sheets which is laid as the first ply in a built-up roofing membrane. ('bāsˌˌshêt) base course  [BUILD] A molding at the base of a baseboard. ('bāsˌˌshuˌˌ) base course  [BUILD] A molding piece or block applied in the corner of a room to eliminate the need for mitering the base shoe. ('bāsˌˌshuˌˌˌkörˌˌnär) base course  [BUILD] The lowest course or first course of a wall. [ENG] The first layer of material laid down in construction of a pavement. ('bāsˌˌkoʊs) base course  [BUILD] A metal piece attached to the base region of a transistor. ('bāsˌˌiˌlekˌˌtrɔd) base course  [BUILD] The flashing provided by upturned edges of a watertight membrane on a roof. 2. Any metal or composition flashing at the joint between a roofing surface and a vertical surface, such as a wall or parapet. ('bāsˌˌfleshˌˌiŋ) base course  [BUILD] The metal piece attached to the base of a doorframe for the purpose of securing the frame to the floor. ('bāsˌˌænˈkər) base course  [BUILD] A cast-iron pipe elbow and acts as a guide to indicate proper thickness having a baseplate or flange which is cast on it.

base anchor  [BUILD] The metal piece attached to the base of a doorframe for the purpose of securing the frame to the floor. ('bāsˌˌænˈkər) base anchor  [BUILD] A cast-iron pipe elbow and acts as a guide to indicate proper thickness having a baseplate or flange which is cast on it.

base course  [ENG] The adjustment made for surveying. [ENG] A metal plate that provides support or a foundation. ('bāsˌˌkoʊs) base course  [BUILD] A foundation wall which encloses an usable area under a building. ('bāsˌˌkoʊsˌˌwolˌˌ) base course  [BUILD] A finish board covering the interior wall at the junction of the wall and the floor. Also known as skirt, skirting. ('bāsˌˌbɔrd) base course  [BUILD] Heating elements installed in panels along the baseboard of a wall. ('bāsˌˌbɔrdˌˌhēdˌˌɔr) base course  [BUILD] A molding piece or a roof. ('bāsˌˌkoʊrˌˌ) base course  [BUILD] A molding used to trim the upper edge of interior baseboard. Also known as base cap. ('bāsˌˌmoldˌˌiŋ) base course  [BUILD] A metal plate with expanded or short perforated flanges that serves as a dividing strip between plaster and cement and acts as a guide to indicate proper thickness of cement or plaster. ('bāsˌˌskrêd) base course  [BUILD] Saturated or coated felt sheets which is laid as the first ply in a built-up roofing membrane. ('bāsˌˌshêt) base course  [BUILD] A molding at the base of a baseboard. ('bāsˌˌshuˌˌ) base course  [BUILD] A molding piece or block applied in the corner of a room to eliminate the need for mitering the base shoe. ('bāsˌˌshuˌˌˌkörˌˌnär) base course  [BUILD] The lowest course or first course of a wall. [ENG] The first layer of material laid down in construction of a pavement. ('bāsˌˌkoʊs) base course  [BUILD] A metal piece attached to the base region of a transistor. ('bāsˌˌiˌlekˌˌtrɔd) base course  [BUILD] The flashing provided by upturned edges of a watertight membrane on a roof. 2. Any metal or composition flashing at the joint between a roofing surface and a vertical surface, such as a wall or parapet. ('bāsˌˌfleshˌˌiŋ) base course  [BUILD] The metal piece attached to the base of a doorframe for the purpose of securing the frame to the floor. ('bāsˌˌænˈkər) base course  [BUILD] A cast-iron pipe elbow and acts as a guide to indicate proper thickness having a baseplate or flange which is cast on it.
basic feasible solution  [IND ENG] A basic solution to a linear program model in which all the variables are nonnegative. { 'ba-sik ʃəz-ə-bal ʃa-li-shon}  

basic grasp  [IND ENG] Any one of the fundamental means of taking hold of an object. { 'bə-sik ðræp} 

basic motion  [IND ENG] A single, complete movement of a body member, determined by motion studies. { 'ba-sik ˈməʊ-shən}  

basic motion-time study  [IND ENG] A system of predetermined motion-time standards for basic motions. Abbreviated BMT study. { 'ba-sik ˈməʊ-shən ˈtɪm ˈstæd-ɪ}  

basic solution  [IND ENG] A solution to a linear program model, consisting of \( m \) equations in \( n \) variables, obtained by solving for \( m \) variables in terms of the remaining \( n - m \) variables and setting the \( n - m \) variables equal to zero. { 'ba-sik ˌsæˈljuː-ʃən}  

basic truss  [MECH ENG] A framework of bars arranged so that for any given loading of the bars the forces on the bars are uniquely determined by the laws of statics. { 'bæs-ik ˈtrɒs}  

basin  [CIV ENG] 1. A dock employing floodgates. 2. A container of known volume used to mix the constituents of a batch of concrete, plaster, or mortar, to ensure proper proportions. { 'bæs, ˌbæks}  

basket  [DES ENG] A lightweight container with perforations. { 'bæs-ɪk ˈtrɒs}  

basin  [CIV ENG] 1. A dock employing floodgates. 2. A mast or tower. { 'bæs, ˌbæks}  

basin  [CIV ENG] 1. A dock employing floodgates. 2. A mast or tower. { 'bæs, ˌbæks}  

basket strainer  [CHEM ENG] A porous-sided or screen-covered vessel used to screen solid particles out of liquid or gas streams. { 'bæs-kat, ˌstræn-ər}  

basket sub  [ENG] A fishing tool run above a bit or a mill to recover small nondrillable pieces of metal or debris in the well. { 'ba-sət, ˈsæb}  

basket-weave  [BUILD] A checkerboard pattern of bricks, flat or on edge. { 'ba-sət, ˌwɛv}  

bass reflex baffle  [ENG ACOUS] A loudspeaker baffle having an opening of such size that bass frequencies from the rear of the loudspeaker emerge to reinforce those radiated directly forward. { 'bæs ˈrɛ,flɛks ˌbæs-əl}  

bass trap  [ENG ACOUS] Any device used in a sound-recording studio to absorb sound at frequencies less than about 100 hertz. { 'bæs, ˈtræp}  

bassy  [ENG ACOUS] Pertaining to sound reproduction that overemphasizes low-frequency notes. { 'bæs-ə}  

bastard-cut file  [DES ENG] A file that has coarser teeth than a rough-cut file. { 'ba-sət, ˌkæt, ˈfɪl}  

bastard pointing  See bastard tuck pointing. { 'ba-sət, ˌpɔɪnt-ɪŋ}  

bastard thread  [DES ENG] A screw thread that does not match any standard threads. { 'ba-sət, ˌθrɛd}  

bastard tuck pointing  [BUILD] An imitation tuck pointing in which the external face is parallel to the wall, but projects slightly and casts a shadow. Also known as bastard pointing. { 'ba-sət, ˈtʌk ˈpɔɪnt-ɪŋ}  

bat bolt  [DES ENG] A bolt whose butt or tang is bashed or jagged. { 'bæt ˌbɒlt}  

batch  [ENG] 1. The quantity of material required for or produced by one operation. 2. An amount of material subjected to some unit chemical process or physical mixing process to make the final product substantially uniform. { 'bætʃ}  

batch box  [ENG] A container of known volume used to measure and mix the constituents of a batch of concrete, plaster, or mortar, to ensure proper proportions. { 'bætʃ, ˌbæks}  

batch distillation  [CHEM ENG] Distillation where the entire batch of liquid feed is placed into the still at the beginning of the operation, in contrast to continuous distillation, where liquid is fed continuously into the still. { 'bætʃ ˌdɪs-ˈtæl-ə-ʃən}  

batched water  [ENG] The mixing water added to a concrete or mortar mixture before or during the initial stages of mixing. { 'bætʃ, ˌwəd-ər}  

batcher  [MECH ENG] A machine in which the ingredients of concrete are measured and combined into batches before being discharged to the concrete mixer. { 'bætʃ-ər}  

batching  [ENG] Weighing or measuring the volume of the ingredients of a batch of concrete or mortar, and then introducing these ingredients into a mixer. { 'bætʃ-ɪŋ}  

batch manufacturing  [IND ENG] The manufacture of parts in discrete runs or lots, generally interspersed with other production procedures. { 'bætʃ, ˌmæn-əˈfaɪ-ər-ɪŋ}  

batch mixer  [MECH ENG] A machine which mixes concrete or mortar in batches, as opposed to a continuous mixer. { 'bætʃ, ˌmɪk-ər}  

batch plant  [ENG] An operating installation of equipment including batchers and mixers as required for batching or for batching and mixing concrete materials. { 'bætʃ, ˌplænt}  

batch process  [ENG] A process that is not in continuous or mass production; operations are carried out with discrete quantities of material or a limited number of items. { 'bætʃ, ˌpræs-əs}  

batch production  See series production. { 'bætʃ ˌprəˈdæk-ʃən}  

batch reactor  [CHEM ENG] A chemical reactor in which the reactants and catalyst are introduced in the desired quantities and the vessel is then closed to the delivery of additional material. { 'bætʃ ˈrɛ,ək-ər}  

batch rectification [CHEM ENG] Batch distillation in which the boiled-off vapor is re-condensed into liquid form and refluxed back into the still to make contact with the rising vapors. { 'bætʃ, ˈrek-tə-fəlˈkɑː-ʃən}
bayonet socket

batch treatment  [CHEM ENG] A corrosion control procedure in which chemical corrosion inhibitors are injected into the lines of a production system. ['bad,tʃɪt,ˌtɹeɪnt]  
battened column  [CIV ENG] A column constructed from battens nailed to corner posts located just outside the outside walls of houses, flooring, and such. ['baʊ,tɛn]  
battened plate  [CIV ENG] A rectangular plate used to connect two parallel structural steel members by riveting or welding. ['baʊ,tɛnt,ˌplæt]  
battened wall  [CIV ENG] A wall to which battens have been affixed. ['baʊ,tɛnd, ˈwɔl]  
battened seam  [BUILD] In metal roofing, a roll joint formed over a triangular-shaped wood piece. Also known as conical roll. ['baʊ,tɛnt,ˌrʊl]  
battened seam  [BUILD] A seam in metal roofing which is formed around a wood strip. ['baʊ,tɛnt,ˌsɛm]  
battor board  [CIV ENG] Horizontal boards nailed to corners located just outside the corners of a proposed building to assist in the accurate layout of foundation and excavation lines. ['baʊ,tɛr,ˌbɔrd]  
battor brace  [CIV ENG] A diagonal brace which reinforces one end of a truss. Also known as batter post. ['baʊ,tɛr,ˌbɛr]  
batter level  [ENG] A device for measuring the inclination to the vertical to provide resistance to horizontal forces. Also known as brace pile; spur pile. ['baʊ,tɛrtˌlevrl]  
batter post  [CIV ENG] 1. A post at one side of a gateway or at a corner of a building for protection against vehicles. 2. See batter brace. ['baʊ,tɛrtˌpɔst]  
batter stick  [CIV ENG] A tapered board which is hung vertically and used to test the batter of a wall surface. ['baʊ,tɛrtˌstɪk]  
battery  [CHEM ENG] A series of distillation columns or other processing equipment operated as a single unit. ['baʊ,tɛrtɪ]  
battery limits  [CHEM ENG] An area in a refinery or chemical plant encompassing a processing unit or battery of units along with their related utilities and services. ['baʊ,tɛrtɪˌlɪnts]  
battlement column  [CIV ENG] A column consisting of two longitudinal shafts, rigidly connected to each other by battened plates. ['baʊ,tɛntˌkɔləm]  
battlement wall  [CIV ENG] A wall to which battens have been affixed. Also known as strapped wall. ['baʊ,tɛntˌwɔl]  
bayonet coupling  [DES ENG] A coupling in which two or more pins extend out from a plug and engage in grooves in the side of a socket. ['bæˌnɒtˌkʌplɪŋ]  
bayonet socket  [DES ENG] A socket, having |-shaped slots on opposite sides, into which a
Bayonet-Tube Exchanger

Bayonet-Tube Exchanger  [MECH ENG] A dual-tube apparatus with heating (or cooling) fluid flowing into the inner tube and out of the annular space between the inner and outer tubes; can be inserted into tanks or other process vessels to heat or cool the liquid contents. {bà-sembà-nèt, tūb iks`chánj-or}

B-B Fraction  [CHEM ENG] A mixture of butanes and butenes distilled from a solution of light liquid hydrocarbons. {bèbe trik-shàn}

Beard  [DEE ENG] A projecting rim or band. {bèd}

Beard And Butt  [BUILD] Framed work in which the panel is flush with the framing and has a bead run on two edges in the direction of the grain, the ends are left plain. Also known as bead butt, bead butt work. {bèd an `bat}

Beard-And-Flush Panel  [BUILD] See beadflush panel. {bèd fl withdraw, pan-al}

Beard And Quirk  [BUILD] See quirk bead. {bèd an `kwark}

Beard And Reel  [BUILD] A semicircular convex molding decorated with a pattern of disks alternating with round or elongated beads. Also known as reel and bead. {bèd an `rel}

Beard Butt  See bead and butt. {bèd , `bat}

Beard, Butt, And Square  [BUILD] Framed work similar to bead and butt but having the panels flush on the beaded face only, and showing square reveals on the other. {bèd , `bat an `skwar}

Beard Butt Work  See bead and butt. {bèd , `bat work}

Beaded Molding  [BUILD] A molding or cornice bearing a cast plaster string of beads. {bèd-ad` ñol-díp}

Beaded Tube End  [MECH ENG] The exposed portion of a rolled tube which is rounded back against the sheet in which the tube is rolled. {bèd-ad `túb , `end}

BeadFlush Panel  [BUILD] A panel which is flush with the surrounding framing and finished with a flush bead on all edges of the panel. Also known as bead-and-flush panel. {bèd, flush `pan-al}

Beading  [BUILD] Collectively, the bead moldings used in ornamenting a given surface. {bèd-in}

Beading Plane  [DES ENG] A plane having a curved cutting edge for shaping beads in wood. Also known as bead plane. {bèd-in , `plán}

Bead-Jointed  [ENG] Of a carpentry joint, having a bead along the edge of one piece to make the joint less conspicuous. {bèd `join-tad}

Beading Plane  [DES ENG] A plane having a curved cutting edge for shaping beads in wood. Also known as bead plane. {bèd-in , `plán}

Bead-Joint  [BUILD] A joint formed by several heading joints occurring in one continuous line, especially used in connection with the laying of floor planks. {bèd-in , `joint}

Beam  [CIV ENG] A body, with one dimension large compared with the other dimensions, whose function is to carry lateral loads (perpendicular to the large dimension) and bending movements. {bèm}

Beam-And-Girder Construction  [BUILD] A system of floor construction in which the load is distributed by slabs to spaced beams and girders. {bèm an `gar-dar kan`strak-shàn}

Beam-And-Beam  [CIV ENG] Beam-And-Beam bracing, a structure similar to a beam and girder. {bèm an `plát}

Beam-And-Beam Floor  [BUILD] A floor system in which a concrete floor slab is supported by reinforced concrete beams. {bèm an `slab , `flór}

Beam-And-Girder Construction  [BUILD] A system of floor construction in which the load is distributed by slabs to spaced beams and girders. {bèm an `gar-dar kan`strak-shàn}

Beam Bearing Plate  [CIV ENG] A foundation beam (usually of metal) placed beneath the end of a beam, at its point of support, to distribute the end load at the point. {bèm , ber-in , `plát}

Beam Blocking  [BUILD] Box-in or covering a joist, beam, or girder to give the appearance of a larger beam. 2. Strips of wood used to create a false beam. {bèm , `blik-in}

Beam Bolster  [CIV ENG] A rod which provides support for steel reinforcement in formwork for a reinforced concrete beam. {bèm , `ból-stór}

Beam Box  See wall box. {bèm , `baks}

Beam Brick  [BUILD] A face brick which is used to bond to a poured-in-place concrete lintel. {bèm , `brık}

Beam Bridge  [CIV ENG] A fixed structure consisting of a series of steel or concrete beams placed parallel to traffic and supporting the roadway directly on their top flanges. {bèm , `brij}

Beam Clip  [ENG] A device for attaching a pipe hanger to its associated structural beam when it is undesirable to weld the pipe hanger to supporting structural steelwork. Also known as girder clamp; girder clip. {bèm , `klip}

Beam Column  [CIV ENG] A structural member subjected simultaneously to axial load and bending moments produced by lateral forces or eccentricity of the longitudinal load. {bèm , `kál-àn}

Beam-Deflection Amplifier  [MECH ENG] A jet-interaction fluidic device in which the direction of a supply jet is varied by flow from one or more control jets which are oriented at approximately 90° to the supply jet. {bèm di`flik-shàn `am-pla-frar}

Beam Fill  [BUILD] Masonry, brickwork, or cement fill, usually between joists or horizontal beams
at their supports; provides increased fire resistance. (ˈbɛmˌfil)

**beam form** [CIV ENG] A form which gives the necessary shape, support, and finish to a concrete beam. (ˈbɛmˌfɔrm)

**beamhouse** [CHEM ENG] A place where the initial wet operations of tanning, involving soaking in water and solutions of alkali, are carried out. (ˈbɛmˌhaʊs)

**beam pattern** See directivity pattern. (ˈbɛmˌpɑd-ərn)

**beam pocket** [CIV ENG] 1. In a vertical structural member, an opening to receive a beam. 2. An opening in the form for a column or girder where the form for an intersecting beam is framed. (ˈbɛmˌpæk-ətt)

**beam splice** [CIV ENG] A connection between two lengths of a beam or girder; may be shear or moment connections. (ˈbɛmˌspiləs)

**beam spread** [ENG] The angle of divergence from the central axis of an electromagnetic or acoustic beam as it travels through a material. (ˈbɛmˌsprɛd)

Beams served rotational method [ENG] A method of measuring the gravitational constant by determining the inertial reaction of a torsional pendulum to the angular acceleration of a rotating table that is required to cancel the attraction of the pendulum to two large masses. (ˈbɛmz ˈsərˌvɔd rəˈtāˌshaŋˌəlˌmɛθəd)

**beam test** [CIV ENG] A test of the flexural strength (modulus of rupture) of concrete from measurements on a standard reinforced concrete beam. (ˈbɛmˌtɛst)

**beam** [ENG] A restriction, such as a nipple, which is placed in a pipe to reduce the rate of fluid flow. (ˈbɛm)

**bearer** [CIV ENG] Any horizontal beam, joist, or member which supports a load. (ˈberər)

**bearing** [CIV ENG] That portion of a beam, truss, or other structural member which rests on the supports. [MECH ENG] A machine part that supports another part which rotates, slides, or oscillates in or on it. (ˈberəŋ)

**bearing bar** [BUILD] A wrought-iron bar placed on masonry to provide a level support for floor joists. [CIV ENG] A load-carrying bar which supports a grating and which extends in the direction of the grating span. [ENG] Sear azimuth instrument. (ˈberəŋˌbɑr)

**bearing cap** [DES ENG] A device designed to fit around a bearing to support or immobilize it. (ˈberəŋˌkæp)

**bearing capacity** [MECH] Load per unit area which can be safely supported by the ground. (ˈberəŋˌkæpəsədəˈɛə)

**bearing circle** [ENG] A ring designed to fit snugly over a compass or compass repeater, and provided with vanes for observing compass bearings. (ˈberəŋˌsɑrkəl)

**bearing cursor** [ENG] Of a radar set, the radial line inscribed on a transparent disk which can be rotated manually about an axis coincident with the center of the plan position indicator; used for bearing determination. Also known as mechanical bearing cursor. (ˈberəŋˌsərˌsər)

**bearing distance** [CIV ENG] The length of a beam between its bearing supports. (ˈberəŋˌdisətəns)

**bearing partition** [BUILD] A partition which supports a vertical load. (ˈberəŋˌpərtətʃən)

**bearing pile** [ENG] A vertical post or pile which carries the weight of a foundation, transmitting the load of a structure to the bedrock or subsoil without detrimental settlement. (ˈberəŋˌplɨl)

**bearing plate** [CIV ENG] A flat steel plate used under the end of a wall-bearing beam to distribute the load over a broader area. (ˈberəŋˌplət)

**bearing pressure** [MECH] Load on a bearing surface divided by its area. Also known as bearing stress. (ˈberəŋˌpreʃər)

**bearing strain** [MECH] The deformation of bearing parts subjected to a load. (ˈberəŋˌstrən)

**bearing strength** [MECH] The maximum load that a column, wall, footing, or joint will sustain at failure, divided by the effective bearing area. (ˈberəŋˌstreŋktə)

**bearing stress** See bearing pressure. (ˈberəŋˌstreʃəs)

**bearing test** [ENG] A test of the bearing capacities of pile foundations, such as a field loading test of an individual pile, a laboratory test of soil samples for bearing capacities. (ˈberəŋˌtɛst)

**bearing wall** [CIV ENG] A wall capable of supporting an imposed load. Also known as structural wall. (ˈberəŋˌwɔl)

**bear trap gate** [CIV ENG] A type of crest gate with an upstream leaf and a downstream leaf which rest in a horizontal position, one leaf overlapping the other, when the gate is lowered. (ˈberˌtræpˌgæt)

**beater** [ENG] 1. A tool for packing in material to fill a blasthole containing a charge of powder. 2. A laborer who shovels or dumps asbestos fibers and sprays them with water in order to prepare them for the beating. [MECH ENG] A machine that cuts or beats paper stock. (ˈbɛdər)

**beater mill** See hammer mill. (ˈbɛdərˌmil)

**beating** [ENG] A process that reduces asbestos fibers to pulp for making asbestos paper. (ˈbɛdɨŋ)

**Beattie and Bridgman equation** [THERMO] An equation that relates the pressure, volume, and temperature of a real gas to the gas constant. (ˈbɛtˌe en ˈbriːjˌmɑn ɪˈkwəzˌzæn)

**beat tone** [ENG ACOUS] Musical tone due to beats, produced by the heterodyning of two high-frequency wave trains. (ˈbɛtˌtɔn)

**béche** [MECH ENG] A pneumatic forge hammer having an air-operated ram and an air-compressing cylinder integral with the frame. (ˈbesh)

**Beckmann thermometer** [ENG] A sensitive thermometer with an adjustable range so that small differences in temperature can be measured. (ˈbekˌmænˌthərˈmænˌadər)

**bed** [CIV ENG] 1. In masonry and bricklaying, the side of a masonry unit on which the unit lies in the course of the wall; the underside when
Bedaux plan

the unit is placed horizontally. 2. The layer of mortar on which a masonry unit is set. [MECH ENG] The part of a machine having precisely machined ways or bearing surfaces which support or align other machine parts. [bed]

Bedaux plan [IND ENG] A wage incentive plan in which work is standardized into man-minute units called bedaux (B). 60 B per hour is 100% productivity, and earnings are based on work units per length of time. [ba'dō, plan]

bedding [CIV ENG] 1. Mortar, putty, or other substance used to secure a firm and even bearing, such as putty laid in the rabbet of a window frame, or mortar used to lay bricks. 2. A base which is prepared in soil or concrete for laying masonry or concrete. [bedding]

bedding course [CIV ENG] The first layer of mortar at the bottom of masonry. [bedding, körös]

bedding dot [BUILD] A small spot of plaster built out to the face of a finished wall or ceiling, serves as a screed for leveling and plumbing in the application of plaster. [bedding, dát]

bed joint [CIV ENG] 1. A horizontal layer of mortar on which masonry units are laid. 2. One of the radial joints in an arch. [bed, joint]

bed molding [BUILD] 1. The lowest member of a band of moldings. 2. Any molding under a projection, such as between eaves and sidewalls. {bed, mől-din]

beehive oven [ENG] An arched oven that carbonizes coal into coke by using the heat of combustion of gases that are formed, and of a small part of the coke that is formed, with no recovery of by-products. [beehive, av-an]

beetle See rammer. {béd-al]

behavioral dynamics [IND ENG] 1. The behavioral operating characteristics of individuals and groups in terms of how these people are conditioned by their working environments. 2. The interactions between individuals or groups in the workplace. [b'é-hav-yaa-raal dím-nam-iiks]

Belfast truss [CIV ENG] A bowed string for large spans, having the upper member bent and the lower member horizontal, constructed entirely of timber components. [bel, fast 'tras]

bell [ENG] 1. A hollow metallic cylinder closed at one end and flared at the other; it is used for gas. [beer]-mouth bell-jar testing [ENG] A leak testing method in which a vessel is filled with tracer gas and placed in a vacuum chamber; leaks are evidenced by gas drawn into the vacuum chamber. [bell-jár, tes-tiŋ]

bell-joint clamp [ENG] A clamp applied to a bell-and-spigot joint to prevent leakage. [bell, joint, clamp]

Bellman’s principle of optimality [IND ENG] The principle that an optimal sequence of decisions in a multistage decision process problem has the property that whatever the initial state and decisions are, the remaining decisions must constitute an optimal policy with regard to the state resulting from the first decisions. [Bellman's prin-sa-pal av, -pír-tamal-od-e]

bell mouth [DES ENG] A flared mouth on a pipe opening or other orifice. [ENG] A defect which occurs during metal drilling in which a twist drill produces a hole that is not a perfect circle. [bel, máuth]

bellows [ENG] 1. A mechanism that expands and contracts, or has a rising and falling top, to suck in air through a valve and blow it out through a tube. 2. Any of several types of enclosures which have accordionlike walls, allowing projection, such as between eaves and sidewalls. [BEL, mől-din]

bellows expansion joint [DES ENG] In a run of piping, a joint formed with a flexible metal bellows which compress or stretch to compensate for linear expansion or contraction of the run of piping. [bel, ik'span-shaʊ, joint]

bellows gage [ENG] A device for measuring pressure in which the pressure on a bellows, with the end plate attached to a spring, causes a measurable movement of the plate. [bel-

bellows gas meter [ENG] A device for measuring the total volume of a continuous gas flow stream in which the motion of two bellows, alternately filled with and exhausted of the gas, actuates a register. [bel, gas, méd-ar]

bellows seal [MECH ENG] A boiler seal in the form of a bellows which prevents leakage of air or gas. [bel-

bell-type manometer [ENG] A differential pressure gauge in which one pressure input is fed into an inverted cuplike container floating in liquid, and the other pressure input presses down upon the top of the container so that its level in the liquid is the measure of differential pressure. [bel, tip ma'náma-od-ar]

belt [CIV ENG] In brickwork, a projecting row (or rows) of bricks, or an inserted row made of a different kind of brick. [MECH ENG] A flexible band used to connect pulleys or to convey materials by transmitting motion and power. [belt]

belt conveyor [MECH ENG] A heavy-duty conveyor consisting essentially of a head or drive pulley, a take-up pulley, a level or inclined endless belt made of canvas, rubber, or metal, and carrying and return idlers. [belt kán-vá-ar]
bending brake

belt course See string course.

belt drive [MECH ENG] The transmission of power between shafts by means of a belt connecting pulleys on the shafts. (‘belt,driv’)

belted-bias tire See bias-belted tire. (‘bel-tad,bītār’)

belt feeder [MECH ENG] A short belt conveyor used to transfer granulated or powdered solids from a storage or supply point to an end-use point, for example, from a hopper to a chemical reactor. (‘belt,feďor’)

belt guard [MECH ENG] A cover designed to protect a belt as well as the pulleys it connects. (‘belt,gārd’)

belt highway See beltway. (‘belt,’hī,wā’)

belt sander [MECH ENG] A portable sanding tool having a power-driven abrasive-coated continuous belt. (‘belt,san-dār’)

belt shifter [MECH ENG] A device with fingerlike projections used to shift a belt from one pulley to another or to replace a belt which has slipped off a pulley. (‘belt,shift-tar’)

belt slip [MECH ENG] The difference in speed between the driving drum and belt conveyor. (‘belt,slip’)

belt tightener [MECH ENG] In a belt drive, a device that takes up the slack in a belt that has become stretched and permanently lengthened. (‘belt,tīt-nār’)

beltway [CIV ENG] A highway that encircles an urban area along its perimeter. Also known as belt highway, ring road. (‘belt,wā’)

bench assembly [ENG] A technique of fitting and joining parts using a bench as a work surface. (‘bench,assembleă’)

bench check [IND ENG] A workshop or servicing bay check which includes the typical check or actual functional test of an item to ascertain what is to be done to return the item to a serviceable condition or ascertain the item’s temporary or permanent disposition. (‘bench,cek’)

bench dog [ENG] A wood or metal peg placed in a slot or hole at the end of a bench, used to keep a workpiece from slipping. (‘bench,dog’)

bench hook [ENG] Any device used on a carpenter’s bench to keep work from moving toward the rear of the bench. Also known as side hook. (‘bench,hook’)

bench [CIV ENG] 1. Concrete laid on the side slopes of drainage channels where the slopes are interrupted by manholes, and so forth. 2. Concrete laid on sloping sites as a safeguard against sliding. 3. Concrete laid along the sides of a pipeline to provide additional support. (‘bench-up’)

bench lathe [MECH ENG] A small engine or toolroom lathe suitable for attachment to a workbench; bed length usually does not exceed 6 feet (1.8 meters) and workpieces are generally small. (‘bench,lath’)

benchmark [ENG] A relatively permanent natural or artificial object bearing a marked point whose elevation above or below an adopted datum—for example, sea level—is known. Abbreviated BM. [IND ENG] A standard of measurement possessing sufficient identifiable characteristics common to the individual units of a population to facilitate economical and efficient comparison of attributes for units selected from a sample. (‘bench,mārk’)

benchmark index [IND ENG] In manufacturing and mining, an index designed to reflect changes in output occurring between census years. (‘bench,mārk in,’deks’)

benchmark job [IND ENG] A job that can be related or compared to other jobs in terms of common characteristics and considered an acceptable gauge for other jobs without the need of direct measurements. (‘bench,mārk,job’)

bench photometer [ENG] A device which uses an optical bench with the two light sources to be compared mounted one at each end; the comparison between the two illuminations is made by a device moved along the bench until matching brightnesses appear. (‘bench,photomēterr’)

bench plane [DES ENG] A plane used primarily in benchwork on flat surfaces, such as a block plane or jack plane. (‘bench,plan’)

bench sander [MECH ENG] A stationary power sander, usually mounted on a table or stand, which is equipped with a rotating abrasive disk or belt. (‘bench,plan-dār’)

bench-scale testing [ENG] Testing of materials, methods, or chemical processes on a small scale, such as on a laboratory worktable. (‘bench,skāl,tes-tīr’)

bench stop [ENG] A bench hook which is used to fasten work in place, often by means of a screw. (‘bench,stop’)

bench table [BUILD] A projecting course of masonry at the foot of an interior wall or around a column, generally wide enough to form a seat. (‘bench,stā-bal’)

bench vise [ENG] An ordinary vise fixed to a workbench. (‘bench,vis’)

benchwork [ENG] Any work performed at a workbench rather than on machines or in the field. (‘bench,work’)

bend [DES ENG] 1. The characteristic of an object, such as a machine part, that is curved. 2. A section of pipe that is curved. 3. A knot formed by a rope fastened to an object or another rope. (‘bend’)

bend allowance [DES ENG] Length of the arc of the neutral axis between the tangent points of a bend in any material. (‘bend,allow-an’)

bender See bending machine. (‘ben-dār’)

bending [ENG] 1. The forming of a metal part, by pressure, into a curved or angular shape, or the stretching or flanging of it along a curved path. 2. The forming of a wooden member to a desired shape by pressure after it has been softened or plasticized by heat and moisture. (‘ben-dip’)

bending brake [MECH ENG] A press brake for...
making sharply angular linear bends in sheet metal. \( \text{[ben-đi̱j, brāk] } \)

**bending iron** [ENG] A tool used to straighten or to expand flexible pipe, especially lead pipe. \( \text{[ben-đi̱j, j-ðm] } \)

**bending machine** [MECH ENG] A machine for bending a metal or wooden part by pressure. Also known as bender. \( \text{[ben-đi̱j ma̱,shên] } \)

**bending moment** [MECH] Algebraic sum of all moments located between a cross section and one end of a structural member, a bending moment that bends the beam convex downward is positive, and one that bends it convex upward is negative. \( \text{[ben-đi̱j mō-mānt] } \)

**bending-moment diagram** [MECH] A diagram showing the bending moment at every point along the length of a beam plotted as an ordinate. \( \text{[ben-đi̱j mō-mānt, di̱-a̱,gram] } \)

**bending schedule** [CIV ENG] A chart showing the shapes and dimensions of every reinforcing bar and the number of bars required on a particular job for the construction of a reinforced concrete structure. \( \text{[ben-đi̱j, skej̱-al] } \)

**bending stress** [MECH] An internal tensile or compressive longitudinal stress developed in a beam in response to curvature induced by an external load. \( \text{[ben-đi̱j, stres] } \)

**Bendix-Weiss universal joint** [MECH ENG] A universal joint that provides for constant angular velocity of the driven shaft by transmitting the torque through a set of four balls lying in the plane that contains the bisector of, and is perpendicular to, the plane of the angle between the shafts. \( \text{[ben-di̱̊k, wis, yū-na̱vər-sal, ŋoint] } \)

**bend radius** [DES ENG] The radius corresponding to the curvature of a bent specimen or part, as measured at the inside surface of the bend. \( \text{[ben-d, räḏ̊-ë-as] } \)

**bend wheel** [MECH ENG] A wheel used to interrupt and change the normal path of travel of the conveying or driving medium, most generally used to effect a change in direction of conveyor travel from inclined to horizontal or a similar change. \( \text{[ben-d, wel] } \)

**Benioff extensometer** [ENG] A linear strain-meter for measuring the change in distance between two reference points separated by 60–90 feet (20–30 meters) or more, used to observe earth tides. \( \text{[ben-ê-ôf, ek, ste̱n-sām-ôḏ̊-ôṟ̊] } \)

**bent** [CIV ENG] A framework support transverse to the length of a structure. \( \text{[bent] } \)

**bent bar** [CIV ENG] A longitudinal reinforcing bar which is bent to pass from one face of a structural member to the other face. \( \text{[bent, bêr] } \)

**bent-tube boiler** [MECH ENG] A water-tube steam boiler in which the tubes terminate in upper and lower steam-and-water drums. Also known as drum-type boiler. \( \text{[bent, tü̱b bo̱îḻ̊-áṟ̊] } \)

**bentwood** [ENG] Wood formed to shape by bending, rather than by carving or machining. \( \text{[bent, wuḏ̊] } \)

**benzol-acetone process** [CHEM ENG] A solvent dewaxing process in which a mixture of the solvent and oil containing wax is cooled until the wax solidifies and is then removed by filtration. \( \text{[ben,zo̱l, 'as-ə-ton, präs-os̱] } \)

**Bergius process** [CHEM ENG] Treatment of carbonaceous material, such as coal or cellulosic materials, with hydrogen at elevated pressures and temperatures in the presence of a catalyst, to form an oil similar to crude petroleum. Also known as coal hydrogenation. \( \text{[ˈber-gē-as präs-os̱] } \)

**Berl saddle** [CHEM ENG] A type of column packing used in distillation columns. \( \text{[berl, saḏ̊-ə] } \)

**berm** [CIV ENG] A horizontal ledge cut between the foot and top of an embankment to stabilize the slope by intercepting sliding earth. \( \text{[berm] } \)

**Bernoulli-Euler law** [MECH] A law stating that the curvature of a beam is proportional to the bending moment. \( \text{[ber-nû-le, jiḻ̊-ôṟ̊-aṟ̊] } \)

**Berthelot method** [THERMO] A method of measuring the latent heat of vaporization of a liquid that involves determining the temperature rise of a water bath that contains a tube in which a given amount of vapor is condensed. \( \text{[ber,Ôlo̱t, jô, meth-ôd] } \)

**Berthon dynamometer** [ENG] An instrument for measuring the diameters of small objects, consisting of two metal straightedges inclined at a small angle and rigidly joined together, a scale on one of the straightedges is used to read the diameters of objects inserted between them. \( \text{[ber-Ôth-nô̱mô̱t-ôṟ̊, dîtêk-tôṟ̊] } \)

**beryllium detector** [ENG] An instrument designed to detect and analyze for beryllium by gamma-ray activation analysis. Also known as beryllometer. \( \text{[ber-Ôriḻ̊-ë-am dîtêk-tôṟ̊] } \)

**beryllometer** See beryllium detector. \( \text{[ber-Ôḻ̊-ë-am-ôḏ̊-ôṟ̊] } \)

**best commercial practice** [ENG] A manufacturing standard for a process vessel which has not been designed according to standard codes, such as the American Society of Mechanical Engineers Boiler Code. \( \text{[best kôm-mô̱ṟ̊-shal 'præk-tô̱s̱] } \)

**beta** [ELECTR] The current gain of a transistor that is connected as a grounded-emitter amplifier, expressed as the ratio of change in collector current to resulting change in base current, the collector voltage being constant. \( \text{[bêt] } \)

**beta-cutoff frequency** [ELECTR] The frequency at which the current amplification of an amplifier transistor drops to 3 decibels below its value at 1 kilohertz. \( \text{[bêt, kôd-ôf, frê-kwo̱n-së] } \)

**Bethell process** See full-cell process. \( \text{[bêth-al präs-os̱] } \)

**Betterton-Kroll process** [CHEM ENG] A method for obtaining pure bismuth from softened and desilverized lead. \( \text{[bet-tôr-tôn kroll, präs-os̱] } \)

**Betti reciprocal theorem** [MECH] A theorem in the mathematical theory of elasticity which states that if an elastic body is subjected to two systems of surface and body forces, then the work that would be done by the first system acting through the displacements resulting from
the second system equals the work that would be done by the second system acting through the displacements resulting from the first system.

Betti’s method [MECH] A method of finding the solution of the equations of equilibrium of an elastic body whose surface displacements are specified; it uses the fact that the dilatation is a harmonic function to reduce the problem to the Dirichlet problem. (ˈbɛt-tɛz ˈmɛth-əd)

Betz momentum theory [MECH ENG] A theory of windmill performance that considers the deceleration in the air traversing the windmill disk. (ˈbeɪts mə-ˈment-əm, ˈtheta-ə-ri)

bevel [DES ENG] 1. The angle between one line or surface and another line or surface, or the horizontal, when this angle is not a right angle. 2. A sloping surface or line. (ˈbev-əl)

beveled closer See king closer. (ˈbev-əld ˈklō-ər)

bevel gear [MECH ENG] One of a pair of gears used to connect two shafts whose axes intersect. (ˈbev-əl ˈgiər)

beveling See chamfering. (ˈbev-ə-ling)

bezel [DES ENG] 1. A grooved rim used to hold a transparent glass or plastic window or lens for a meter, tuning dial, or some other indicating device. 2. A sloping face on a cutting tool. (ˈbez-əl)

B-H meter [ENG] A device used to measure the intrinsic hysteresis loop of a sample of magnetic material. (ˈbiːəl ˈmɛd-ər)

bhp See boiler horsepower; brake horsepower.

bias [ELECTR] 1. A direct-current voltage used on signaling or telegraph relays or electromagnets to secure desired time spacing of transitions from marking to spacing. 2. The restraint of a relay armature by spring tension to secure a desired time spacing of transitions from marking to spacing. 3. The effect on teleprinter signals produced by the electrical characteristics of the line and equipment. 4. The force applied to a relay to hold it in a given position. [ELECTR] 1. A direct-current voltage applied to a transistor control electrode to establish the desired operating point. 2. See grid bias. (ˈbiːəs)

bias-belted tire [ENG] A motor-vehicle pneumatic tire constructed with a belt of textile cord, steel, or fiber glass around the tire underneath the tread and on top of the ply cords, and laid at an acute angle to the center line of the tread. Also known as belted-bias tire. (ˈbiːəs ˈbel-təd ˈtər)

bias compensation [ENG ACOUS] The application of an outward-directed tension to the pickup arm of a record player to counteract the tendency of the arm to slide toward the center. (ˈbiːəs ˈkæm-pən,ˈsæ-ən-

bias current [ELECTR] 1. An alternating electric current above about 40,000 hertz added to the audio current being recorded on magnetic tape to reduce distortion. 2. An electric current flowing through the base-emitter junction of a transistor and adjusted to set the operating point of the transistor. (ˈbiːəs ˈkər-ənt)

bias distortion [ELECTR] Distortion resulting from the operation on a nonlinear portion of the characteristic curve of a vacuum tube or other device, due to improper biasing. (ˈbiːəs ˈdɪs ˈtɔr-ən-

bias-ply tire [ENG] A motor-vehicle pneumatic tire that has crossed layers of ply cord set diagonally to the center line of the tread. (ˈbiːəs ˈplì ˈtər)

bias voltage [ELECTR] A voltage applied or developed between two electrodes as a bias. (ˈbiːəs ˈvoʊl-ət-

biaxial stress [MECH] The condition in which there are three mutually perpendicular principal stresses; two act in the same plane and one is zero. (ˈbiːək- əl ˈstres-

Biauzzi process [CHEM ENG] A continuous-flow process for the nitration of glycerin to nitroglycerin; also used to produce glycol dinitrate and diethylene glycol nitrate. (ˈbiəˌtsət-ər ˈprəs-əs)

bibb cock See bibcock. (ˈbiːbˌkɒk)

bibcock [DES ENG] A faucet or stopcock whose nozzle is bent downward. Also spelled bibb cock. (ˈbiːbˌkɪk)

bicable tramway [MECH ENG] A tramway consisting of two stationary cables on which the wheeled carriages travel, and an endless rope, which propels the carriages. (ˈbiˌkæl-ˈtərmˌwā)

BiCMOS technology [ELECTR] An integrated circuit technology that combines bipolar transistors and CMOS devices on the same chip. (ˈbɪˌsɛ,ˈmɒs ˈtekˌpəl-ə-ˈjɛ)

bicycle [MECH ENG] A human-powered land vehicle with two wheels, one behind the other, usually propelled by the action of the rider’s feet on the pedals. (ˈbiːˌsɪk-əl)

bid [ENG] An estimate of costs for specified construction, equipment, or services proposed to a customer company by one or more supplier or contractor companies. (ˈbɪd)

bidirectional [ENG] Being directionally responsive to inputs in opposite directions. (ˈbiˈdɑːrəkˈʃən-əl)

bidirectional microphone [ENG ACOUS] A microphone that responds equally well to sounds reaching it from the front and rear, corresponding to sound incidences of 0 and 180°. (ˈbiˈdɑːrəkˈʃən-əl ˈmiˈkraˌfən)

Bierbaum scratch hardness test [ENG] A test for the hardness of a solid sample by microscopic measurement of the width of scratch made by a diamond point under preset pressure. (ˈbɪəˌbæmˈskrækˈhɑːrd-əsˈtɛst)

biface tool [DES ENG] A tool, as an ax, made from a coil flattened on both sides to form a V-shaped cutting edge. (ˈbiˌfəsˈtɪl)

bifacial [DES ENG] Of a tool, having both sides alike. (ˈbiˈfələr ˈiːkˈtræm-əd-

bifilar electrometer [ENG] An electrostatic voltmeter in which two conducting quartz fibers, stretched by a small weight or spring, are separated by their attraction in opposite directions toward two plate electrodes carrying the voltage to be measured. (ˈbiˈfɪlər ˈiːˌlekˈtræm-əd-ər)
bifilar micrometer See filar micrometer.  (bi’fi-lar mi’kräm-ôd-ar)

bifilar suspension  [ENG] The suspension of a body from two parallel threads, wires, or strips.  (bi’fi-lar sa’pên-shan)

bilateral tolerance  [DES ENG] The amount that the size of a machine part is allowed to vary above or below a basic dimension; for example, 3.650 ± 0.003 centimeters indicates a tolerance of ± 0.003 centimeter.  (bi’lăd-ôrăl tăl-ô-rans)

bilege block  [CIV ENG] A wooden support under the turn of a ship’s bilge in dry dock.  (bîl’bîk)

bill  [DES ENG] One blade of a pair of scissors.  (bîl)

billet  [ENG] In a hydraulic extrusion press, a large cylindrical cake of plastic material placed for example, a prosthesis controlled by muscle within the pressing chamber.  (bîl’at)

bimetalllic strip  [ENG] A strip formed of two dissimilar metals welded together, different temperature coefficients of expansion of the metals cause the strip to bend or curl when the temperature changes.  (bi’mä’tål-ik ’strip)

bimetalllic thermometer  [ENG] A temperature-measuring instrument in which the differential thermal expansion of thin, dissimilar metals, bonded together into a narrow strip and coiled into the shape of a helix or spiral, is used to actuate a pointer. Also known as differential thermometer.  (bi’mä’tål-thâr’mäm-ôd-ar)

bin  [ENG] An enclosed space, box, or frame for the storage of bulk substance.  (bin)

binary component  [ELECTR] An electronic component that can be in either of two conditions at any given time. Also known as binary device.  (bi’n-ô-ré kam’pō-nant)

binary counter  See binary scaler.  (‘bi’n-ô-ré ’k overturn)

binary device  See binary component.  (‘bi’n-ô-ré di’veis)

binary encoder  [ELECTR] An encoder that changes angular, linear, or other forms of input data into binary coded output characters.  (‘bi’n-ô-ré en’kô’d-ar)

binary logic  [ELECTR] An assembly of digital logic elements which operate with two distinct states.  (‘bi’n-ô-ré ’lái-i-k)

binary scaler  [ELECTR] A scaler that produces one output pulse for every two input pulses. Also known as binary counter, scale-of-two circuit.  (‘bi’n-ô-ré ’sa’kō-lar)

binary separation  [CHEM ENG] Separation by distillation or solvent extraction of a fully miscible liquid mixture of two chemical compounds.  (‘bi’n-ô-ré sep’ô-rə-shan)

binary signal  [ELECTR] A voltage or current which carries information by varying between two possible values, corresponding to 0 and 1 in the binary system.  (‘bi’n-ô-ré ’sig-nål)

binary system  [ENG] Any system containing two principal components.  (‘bi’n-ô-ré ’sis’təm)

binder course  [CIV ENG] Coarse aggregate with a bituminous binder between the foundation course and the wearing course of a pavement.  (‘bin-dər ’körts)

binderless briquetting  [ENG] The briquetting of coal by the application of pressure without the addition of a binder.  (‘bin-də-rlos brî’kəd-in’g)

binding post  [ELECT] A manually turned screw terminal used for making electrical connections.  (‘bin-dîn ’pôst)

bind-seize See freeze.  (bind ’sêz)

biochemical profile  [IND ENG] Data recorded by both electromyographic and biomechanical means during the performance of a task to evaluate changes in the functional capacity of a worker resulting from modifications in human-equipment interfaces.  (‘bi-ô-’kem-ô-kal ’pro’fil)

biocatalyst  [ENG] The application of engineering knowledge to the fields of medicine and biology.  (‘bi-ô-’en’jə-nîn’g)

biocreator  An emission control device that uses microorganisms to destroy volatile organic compounds and hazardous air pollutants.  (‘bi-ô, ’fil-tər)

bioinstrumentation  [ENG] The use of instruments attached to animals and man to record biological parameters such as breathing rate, pulse rate, body temperature, or oxygen in the blood.  (‘bi-ô-en-strə-mân’tä-shan)

biomedical engineering  [ENG] The application of engineering technology to the solution of medical problems; examples are the development of prostheses such as artificial valves for the heart, various types of sensors for the blind, and automated artificial limbs.  (‘bi-ô-’med-ô-kal ’en-’jə-nîn’g)

biotics  [ENG] The study of systems, particularly electronic systems, which function after the manner of living systems; consists of a drum in which moistened solid waste is comminuted and tumbled for about 5 days until the aeration and biodegradation turns the waste into a fine dark compost.  (‘bi-ô-stäb’ô-lôz-ar)

biotechnical robot  [CONT SYS] A robot that requires the presence of a human operator in order to function.  (‘bi-ô-’tek-ô-nərəl ’ro’bot)

biotelemetry  [ENG] The use of telemetry techniques, especially radio waves, to study behavior and physiology of living things.  (‘bi-ô-’tə-le’mi-ô-tri)

Biot-Fourier equation  [THERMO] An equation for heat conduction which states that the rate of change of temperature at any point divided
by the thermal diffusivity equals the Laplacian of the temperature. \( \text{biscuit} \)

**biotron** [ENG] A test chamber used for biological research within which the environmental conditions can be completely controlled, thus allowing observations of the effect of variations in environment on living organisms. \( \text{bistable circuit} \)

**bipolar amplifier** [ELECTR] An amplifier capable of supplying a pair of output signals corresponding to the positive or negative polarity of the input signal. \( \text{bipolar circuit} \)

**bipolar junction transistor** [ENG] A transistor that is composed entirely of one type of semiconductor, silicon. Abbreviated BJT. Also known as silicon homojunction. \( \text{bipolar electrode} \)

**bipolar magnetic driving unit** [ENG ACOUS] Headphone or loudspeaker unit having two magnetic poles acting directly on a flexible iron diaphragm. \( \text{bipolar spin device} \)

**bipolar spin switch** See magnetic switch. \( \text{bipolar transistor} \)

**bipolar transistor** [ELECTR] A transistor that uses both positive and negative charge carriers. \( \text{birdcaged wire} \)

**birdcaged wire** [ENG] Wire rope whose strands have been distorted into the shape of a birdcage by a sudden release of a load during a hoisting operation. \( \text{birkeland-eye} \)

**Birkeland-Eyde process** [CHEM ENG] An arc process of nitrogen fixation in which air passes through an alternating-current arc flattened by a magnetic field to form about 1% nitric oxide. \( \text{blackbody} \)

**blackbody** [THERMO] An ideal body which would absorb all incident radiation and reflect none. Also known as hohlraum; ideal radiator. \( \text{blackbody radiation} \)

**blackbody radiation** [THERMO] The emission of radiant energy which would take place from a blackbody at a fixed temperature; it takes place at a rate expressed by the Stefan-Boltzmann law, with a spectral energy distribution described by Planck's equation.
blackbody temperature  [THERMO] The temperature of a blackbody that emits the same amount of heat radiation per unit area as a given object, measured by a total radiation pyrometer. Also known as brightness temperature.  { 'blæk,bad-ě, tem-pra-char }  
black box  [ENG] Any component, usually electronic and having known input and output, that can be readily inserted into or removed from a specific place in a larger system without knowledge of the component’s detailed internal structure.  { 'blæk ,boks }  
black-bulb thermometer  [ENG] A thermometer whose sensitive element has been made to approximate a blackbody by covering it with lampblack.  { 'blæk ,bəlb thər'məm-əd-ər }  
black smoke  [ENG] A smoke that has many particulates in it from inefficient combustion; comes from burning fossil fuel, either coal or oil.  { 'blæk 'smık }  
black-surface enclosure  [THERMO] An enclosure for which the interior surfaces of the walls possess the radiation characteristics of a blackbody.  { 'blæk ,sər-fəs in'kloʊz-ər }  
blacktop paver  [MECH ENG] A construction vehicle that spreads a specified thickness of bituminous mixture over a prepared surface.  { 'blæk,tæp ,pəv-ər }  
bladder press  [MECH ENG] A machine which simultaneously molds and cures (vulcanizes) a pneumatic tire.  { 'bləd-ər ,pres }  
blade  [ELEC] A flat moving conductor in a switch.  [ENG] 1. A broad, flat arm of a fan, turbine, or propeller. 2. The broad, flat surface of a bulldozer or snowplow by which the material is moved. 3. Part of a cutting tool, such as a saw, that cuts.  { 'blæd }  
bladed-surface aerator  [CIV ENG] A bladed, rotating component of a water treatment plant; used to infuse air into the water.  { 'bləd-əd,sər-fəs 'ər-əd-ər }  
Blake jaw crusher  [MECH ENG] A crusher with one fixed jaw plate and one pivoted at the top so as to give the greatest movement on the smallest lump.  { 'blæk 'jɔ ,krash-ər }  
blank  [DES ENG] See bit blank.  [ELECTR] To cut off the electron beam of a television picture tube, camera tube, or cathode-ray oscilloscope tube during the process of retrace by applying a rectangular pulse voltage to the grid or cathode during each retrace interval. Also known as beam blank.  [ENG] 1. The result of the final cutting operation on a natural crystal. 2. See blind.  { 'blænk }  
blank bit See bit blank.  { 'blænk ,bit }  
blanket gas  [CHEM ENG] A gas phase introduced into a vessel above a liquid phase to prevent contamination of the liquid, reduce hazard of detonation, or to exert pressure on the liquid. Also known as cushion gas.  { 'blænk-ət gas }  
blank flange  [DES ENG] A solid disk used to close off or seal a companion flange.  { 'blænk 'flanj }  
blankholder slide  [MECH ENG] The outer slide of a double-action power press, it is usually operated by toggles or cams.  { 'blæk,hōl-dər ,slid }  
blanking  [ENG] 1. The closing off of flow through a liquid-containing process pipe by the insertion of solid disks at joints or unions; used during maintenance and repair work as a safety precaution. Also known as blinding. 2. Cutting of plastic or metal sheets into shapes by striking with a punch. Also known as die cutting.  { 'blænd-iŋ }  
blast  [ENG] The setting off of a heavy explosive charge.  { blast }  
blast burner  [ENG] A burner in which a controlled burst of air or oxygen under pressure is supplied to the illuminating gas used. Also known as blast lamp.  { 'bləst ,bər-nər }  
blast cleaning  [ENG] Any cleaning process in which an abrasive is directed at high velocity toward the surface being cleaned, for example, sand blasting.  { 'bləst ,klen-iŋ }  
blast ditching  [CIV ENG] The use of explosives to aid in ditch excavation, such as for laying pipelines.  { 'bləst ,dich-iŋ }  
baster  [ENG] A device for detonating an explosive charge; usually consists of a machine by which an operator, by pressing downward or otherwise moving a handle of the device, may generate a powerful transient electric current which is transmitted to an electric blasting cap. Also known as blasting machine.  { 'bləst-tər }  
blast freezer  [ENG] An upright freezer in which very cold air circulated by blowers is used for rapid freezing of food.  { 'bləst ,frē-zər }  
blast heater  [MECH ENG] A heater that has a set of heat-transfer coils through which air is forced by a fan operating at a relatively high velocity.  { 'bləst ,hēd-ər }  
blasthole  [ENG] 1. A hole that takes a heavy charge of explosive. 2. The hole through which water enters in the bottom of a pump stock.  { 'blast-hōl }  
blasthole drilling  [ENG] Drilling to produce a series of holes for placement of blasting charges.  { 'blast-hōl ,dril-iŋ }  
blasting  [ENG] 1. Cleaning materials by a blast of air that blows small abrasive particles against the surface. 2. The act of detonating an explosive.  { 'blæst-iŋ }  
blasting cap  [ENG] A copper shell closed at one end and containing a charge of detonating compound, which is ignited by electric current or the spark of a fuse, used for detonating high explosives.  { 'blæst-iŋ ,kap }  
blasting fuse  [ENG] A core of gunpowder in the center of jute, yarn, and so on for igniting an explosive charge in a shothole.  { 'blæst-iŋ ,fyūz }  
blasting machine  See blaster.  { 'blæst-iŋ ,məshən }  
blasting mat  [ENG] A heavy, flexible, tear-resistant covering that is spread over the surface during blasting to contain earth fragments.  { 'blæst-iŋ ,mat }  
blast lamp  See blast burner, blowtorch.  { 'blast ,lamp }
blasting wall  [ENG] A heavy wall used to isolate buildings or areas which contain highly combustible or explosive materials or to protect a building or area from blast damage when exposed to explosions. { 'blast , wól }

bleeders  [ENG] The dependence of the signal from an ionization gauge on the geometry of the system being measured when an organic vapor is present in the vacuum; the effect can falsify measurement results by up to an order of magnitude. { 'blur iz, fakt }

bleed  [ENG] To let a fluid, such as air or liquid oxygen, escape under controlled conditions from a pipe, tank, or the like through a valve or outlet. { 'blied } 

bleeder  [ELECTR] A high resistance connected across the dc output of a high-voltage power supply which serves to discharge the filter capacitors after the power supply has been turned off, and to provide a stabilizing load.  [ENG] A connection located at a low place in an air line or a gasoline container so that, by means of a small valve, the condensed water or other liquid can be drained or bled off from the line or container without discharging the air or gas. { 'blied-ar }

bleeder turbine  [MECH ENG] A multistage turbine where steam is extracted (bled) at pressures intermediate between throttle and exhaust, for process or feedwater heating purposes. { 'blied-ar tar-ban } 

bleeding  [CHEM ENG] The undesirable movement of certain components of a plastic material to the surface of a finished article. Also known as migration.  [ENG] Natural separation of a liquid from a liquid-solid or semisolid mixture; for example, separation of oil from a stored lubricating grease, or water from freshly poured concrete. Also known as bleedout. { 'blied-ar }

bleeding cycle  [MECH ENG] A steam cycle in which steam is drawn from the turbine at one or more stages and used to heat the feedwater. Also known as regenerative cycle. { 'blied-ar stil-kal }

bleedout  See bleeding. { 'blied, aut } 

bleed valve  [ENG] A small-flow valve connected to a fluid process vessel or line for the purpose of bleeding off small quantities of contained fluid. { 'blied, valv } 

blended data  [ENG] O point that is the combination of scan data and track data to form a vector. { 'blend-dád 'dad-a }

blending problem  [IND ENG] A linear programming problem in which it is required to find the least costly mix of ingredients which yields the desired product characteristics. { 'blend-diŋ práb-lam }

blending stock  [CHEM ENG] Any substance used for compounding gasoline, including natural gasoline, catalytically reformed products, and additives. Also known as blendstock. { 'blend-diŋ sták }

blending value  [ENG] Measure of the ability of an added component (for example, tetraethyllead, isooctane, and aromatics) to affect the octane rating of a base gasoline stock. { 'blend-diŋ ,val-yu } 

blendstock  See blending stock. { 'blend, sták }

blend stop  [BUILD] A thin wood strip fastened to the exterior vertical edge of the pulley stile or jamb to hold the sash in position. { 'blend stáp }

blind  [ENG] A solid disk inserted at a pipe joint or union to prevent the flow of fluids through the pipe, used during maintenance and repair work as a safety precaution. Also known as blank. { 'blind }

blind controller system  [CONT SYS] A process control arrangement that separates the in-plant measuring points (for example, pressure, temperature, and flow rate) and control points (for example, a valve actuator) from the recorder or indicator at the central control panel. { 'blind kan-tról-ar sis-tam }

blind drilling  [ENG] Drilling in which the drilling fluid is not returned to the surface. { 'blind 'dril-ing }

blind flange  [DES ENG] A flange used to close the end of a pipe. { 'blind 'flan }

blind floor  See subfloor. { 'blind 'flor }

blind hole  [DES ENG] A hole which does not pass completely through a workpiece.  [ENG] A type of borehole that does not have the drilling mud or other circulating medium carry the cuttings to the surface. { 'blind 'hól }

blinding  [ENG] 1. A thin layer of lean concrete, fine gravel, or sand that is applied to a surface to smooth over voids in order to provide a cleaner, drier, or more durable finish. 2. A layer of small rock chips applied over the surface of a freshly tarred road. 3. See blanking. { 'blind-dig }

blind joint  [ENG] A joint which is not visible from any angle. { 'blind 'joint }

blind nipple  [MECH ENG] A short piece of piping or tubing having one end closed off, commonly used in boiler construction. { 'blind nip-ul }

blind spot  [ENG] An area on a filter screen where no filtering occurs. Also known as dead area. { 'blind 'spát }

blink  [MECH] A unit of time equal to 10^{-5} day or to 0.864 second. { 'blink }

blister  [ENG] A raised area on the surface of a metallic or plastic object caused by the pressure of gases developed while the surface was in a partly molten state, or by diffusion of high-pressure gases from an inner surface. { 'blis-tar }

blistering  [ENG] The appearance of enclosed or broken macroscopic cavities in a body or in a glaze or other coating during firing. { 'blis-ta-ring }

block  [DES ENG] 1. A metal or wood case enclosing one or more pulleys, has a hook with which it can be attached to an object. 2. See cylinder block. { 'blák }

block and fall  See block and tackle. { 'blák an 'fol }

block and tackle  [MECH ENG] Combination of block and tackle.
block brake

a rope or other flexible material and independently rotating frictionless pulleys. Also known as block and fall. \{blák an tók\}

block brake \[MECH ENG\] A brake which consists of a block or shoe of wood bearing upon an iron or steel wheel. \{blák, brák\}

block diagram \[ENG\] A diagram in which the essential units of any system are drawn in the form of rectangles or blocks and their relation to each other is indicated by appropriate connecting lines. \{blákt díl\-ə\-grám\}

blocked operation \[CHEM ENG\] The use of a single chemical or refinery process unit alternately in more than one operation; for example, a catalytic reactor will first produce a chemical product and then will be blocked from the main process stream during catalyst regeneration. \{blákt r'zis\-tān\}

blocker-type forging \[ENG\] A type of forging for designs involving the use of large radii and draft angles, smooth contours, and generous allowances. \{blárd\-ər, fīl 'för-iän\}

block hole \[ENG\] A small hole drilled into a rock or boulder into which an anchor bolt or a small charge or explosive may be placed; used in quarries for breaking large blocks of stone or boulders. \{blákt hōl\}

blockhouse \[ENG\] 1. A reinforced concrete structure, often built underground or half-underground, and sometimes dome-shaped, to provide protection against blast, heat, or explosion during rocket launchings or related activities, and usually housing electronic equipment used in launching the rocket. 2. The activity that goes on in such a structure. \{blákt hōs\}

blocking \[ELECTR\] 1. Applying a high negative bias to the grid of an electron tube to reduce its anode current to zero. 2. Overloading a receiver by an unwanted signal so that the automatic gain control reduces the response to a desired signal. 3. Distortion occurring in a resistance-capacitance-coupled electron tube amplifier stage when grid current flows in the following tube. \[ENG\] Undesired adhesion between layers of plastic materials in contact during storage or use. \{blákt\-iŋ\}

blocking capacitor See coupling capacitor. \{blákt\-iŋ kā'pəs\-əd\-ər\}

blocking layer See depletion layer. \{blákt\-iŋ ˈlā\-ər\}

block plane \[DES ENG\] A small type of hand plane, designed for cutting across the grain of the wood and for planing end grains. \{blákt\ plān\}

block section \[CIV ENG\] In a railroad system, a specific length of track that is controlled by stop signals. \{blákt\ ˈsekJ\-shān\}

block signal system \[CONT SYS\] An automatic railroad traffic control system in which the track is sectionalized into electrical circuits to detect the presence of trains, engines, or cars. \{blákt ˈsīg-nal, ˈsīs-tām\}

block system \[CIV ENG\] A railroad system for controlling train movements by using signals between block posts, that is, the structures that contain the instruments indicating the positions of trains, conditions within block sections, and control levers for signals and other functions. \{blákt, ˈsīs-tām\}

blood bank \[ENG\] A place for storing whole blood or plasma under refrigeration. \{blád\ˌbānk\}

bloom \[ENG\] 1. Fluorescence in lubricating oils or a cloudy surface on varnished or enameled surfaces. 2. To apply an antireflection coating to glass. \{blům\}

blotter \[ENG\] A disk of compressible material used between a grinding wheel and its flanges to avoid concentrated stress. \{blárd\-ər\}

blotter press \[CHEM ENG\] A plate-and-frame filter in which the filter medium is blotting paper. \{blárd\-ər, ˈpresh\}

blowback \[CHEM ENG\] 1. A continuous stream of liquid or gas bled through air lines from instruments and to the process line being monitored; prevents process fluid from backing up and contacting the instrument. 2. Reverse flow of fluid through a filter medium to remove caked solids. Also known as backwash. \[MECH ENG\] See blowdown. \{blō\ˌbak\}

blowby \[MECH ENG\] Leaking of fluid between a cylinder and its piston during operation. \{blō\ˌblē\}

blowcase \[CHEM ENG\] A cylindrical or spherical corrosion- and pressure-resistant container from which acid is forced by compressed air to the agitator, used in manufacture of acids but largely superseded by centrifugal pumps. Also known as acid blowcase, acid egg. \{blō\ˌkæs\}

blowdown \[CHEM ENG\] Removal of liquids or solids from a process vessel or storage vessel or a line by the use of pressure. \[MECH ENG\] The difference between the pressure at which the safety valve opens and the closing pressure. Also known as blowback. \{blō\ˌdōn\}

blowdown line \[CHEM ENG\] A large conduit to receive and confine fluids forced by pressure from process vessels. \{blō\ˌdōn, ˈlīn\}

blowdown stack \[CHEM ENG\] A vertical stack or chimney into which the contents of a chemical or petroleum process unit are emptied in case of an operational emergency. \{blō\ˌdōn, ˈstāk\}

blower \[MECH ENG\] A fan which operates where the resistance to gas flow is predominantly downstream of the fan. \{blō\ˌôr\}

blowing \[CHEM ENG\] The introduction of compressed air near the bottom of a tank or other container in order to agitate the liquid therein. \[ENG\] See blow molding. \{blō\ˌiŋ\}

blowing pressure \[ENG\] Pressure of the air or other gases used to inflate the parison in blow molding. \{blō\ˌiŋ ˈprēsh\-ər\}

blowing still \[CHEM ENG\] A still or process column in which blown or oxidized asphalt is made. \{blō\ˌiŋ \ˌstil\}
body cone

blow-lifting gripper | CONT SYS | A robot component that uses compressed air to lift objects. {’blōˈ lift-ɪŋ grip-ər}

blow-molding | ENG | A method of fabricating hollow plastic objects, such as bottles, by forcing a parison into a mold cavity and shaping by internal air pressure. Also known as blowup. {’bloth məld-ɪŋ}

blown glass | ENG | Glassware formed by blowing air into a ball of liquefied glass until it reaches the desired shape. {’bloth ’glas}

blown tubing | ENG | A flexible thermoplastic film tube made by applying pressure inside a molten extruded plastic tube to expand it prior to cooling and winding flat onto rolls. {’bloth ’tū-bɪŋ}

blowoff valves | MECH ENG | Valves in boiler piping which facilitate removal of solid matter present in the boiler water. {’bloth ’of vəlz}

blowout | ELECT | The melting of an electric fuse because of excessive current. {ENG 1. The bursting of a container (such as a tube pipe, pneumatic tire, or dam) by the pressure of the contained fluid. 2. The rupture left by such bursting. 3. The abrupt escape of air from the working chamber of a pneumatic caiisson. {’bloth ’aut}

blowpipe | ENG | 1. A long, straight tube, used in glass blowing, on which molten glass is gathered and worked. 2. A small, tapered, and frequently curved tube that leads a jet, usually of air, into a flame to concentrate and direct it; used in flame tests in analytical chemistry and in brazing and soldering of fine work. 3. See blowtorch. {’bloth ’pɪp}

blowpit See blowtank. {’bloth ’pɪt}

blow pressure | ENG | Air pressure required for plastics blow molding. {’bloth prɛʃ-ər}

blow rate | ENG | The speed of the cycle at which air or an inert gas is applied intermittently during the forming procedure of blow molding. {’bloth ræt}

blowtank [CHEM ENG] A tank or pit, used in papermaking, into which the contents of a digester are blown upon completion of a cook. Also known as blowpit. {’bloth ’tæŋk}

blowtorch | ENG | A small, portable blast burner which operates either by having air or oxygen and gaseous fuel delivered through tubes or by having a fuel tank which is pressured by a hand pump. Also known as blast lamp, blowpipe. {’bloth ’tɔrch}

blowup | CIV ENG | The localized buckling or trode of rotation (pole tangent) and the angle between the centrode to the centrodre of rotation (pole tangent) and the angle between Bb and a line from the centrode to the intersection of AB and ab (collination axis) are equal and opposite. {’bloth ’ʌp rə-ətʃən}

blunger | ENG | 1. A large spatula-shaped wooden implement used to mix clay with water. 2. A vat, containing a rotating shaft with fixed knives, for mixing clay and water into slip. {’blothnər}

blunting | ENG | The mixing or suspending of ceramic material in liquid by agitation, to form slip. {’blothnɪŋ}

blunt file | DES ENG | A file whose edges are parallel. {’blont ’fɪl}

blunting | DES ENG | Slightly rounding a cutting edge to reduce the probability of edge chipping. {’blothnɪŋ}

BM See barrels per month; benchmark.

BMT See basic motion-time study.

BMX bicycle | MECH ENG | A small, extremely strong, type of bicycle, having generally 20-inch (500-millimeter) wheels, large-cleat (knobbly) tires, upright but not high-rise handlebars, and a seat positioned more towards the rear wheel than on a conventional bicycle, and used for stunt riding and tricks. {’bloth nɪŋ}

board drop hammer | MECH ENG | A type of drop hammer in which the ram is attached to wooden boards which slide between two rollers, after the ram falls freely on the forging, it is raised by friction between the rotating rollers. Also known as board hammer. {’bord ’dræp ,hæm-ər}

board-foot | ENG | Unit of volume in measuring lumber, equals 144 cubic inches (2360 cubic centimeters), or the volume of a board 1 foot square and 1 inch thick. Abbreviated bd-ft. {’bordfʊt}

board hammer See board drop hammer. {’bord ,hæm-ər}

boarding | ENG | 1. A batch of boards. 2. Covering with boards. {’bord-diŋ}

board measure | ENG | Measurement of lumber in board-feet. Abbreviated bm. {’bord ,mər-ər}

boast | ENG | 1. To shape stone or curve furniture roughly in preparation for finer work later on. 2. To finish the face of a building stone by cutting a series of parallel grooves. {’böst}

boaster See boasting chisel. {’bəʊstər}

boasting chisel | DES ENG | A broad chisel used in boasting stone. Also known as boaster. {’bəʊstə ,chɪz-əl}

boat spike | DES ENG | A long, square spike used in construction with heavy timbers. Also known as barge spike. {’bəʊt ,spɪk}

Bobillier’s law | MECH | The law that, in general plane rigid motion, when a and b are the respective centers of curvature of points A and B, the angle between AA and the tangent to the centrode of rotation (pole tangent) and the angle between Bb and a line from the centrode to the intersection of AB and ab (collination axis) are equal and opposite. {’bəʊbil-ər yaʃ tʌl}

body | MECH ENG | The part of a drill which runs from the outer corners of the cutting lips to the Shank or neck. {’bod-ə}

body centrode | MECH | The path traced by the instantaneous center of a rotating body relative to the body. {’bod-ə ’sen,troʊd}

body cone | MECH | The cone in a rigid body that is swept out by the body’s instantaneous axis
body force during Poinsot motion. Also known as polhode cone. \{ 'bôd-ě,kôn \}  

body force [MECH] An external force, such as gravity, which acts on all parts of a body. \{ 'bôd-ě, fôrs \}  

body-load aggregate [IND ENG] A biomechanical unit that comprises the combined weight of the load being manipulated and the body segments involved in the task. \{ 'bôd-ě,lôd 'a-gra-gât \}  

body motion [IND ENG] Motion of parts of a human body requiring a change of posture or weight distribution. \{ 'bôd-ě ,mô-shan \}  

body rotation [CONT SYS] An axis of motion of a pick-and-place robot. \{ 'bôd-ě rô,tâ-shan \}  

bogie Also spelled bogey, bogey. [ENG] 1. A supporting and aligning wheel or roller on the inside of an endless track. 2. A low truck or cart of solid build. 3. A truck or axle to which wheels are fixed, which supports a railroad car, the leading end of a locomotive, or the end of a vehicle (such as a gun carriage) and which is allowed to swivel under it. 4. A railroad car or locomotive supported by a bogie. [MECH ENG] The drive-wheel assembly and supporting frame comprising the four rear wheels of a six-wheel truck, mounted so that they can self-adjust to sharp curves and irregularities in the road. \{ 'bô-gê \}  

boiler [MECH ENG] A water heater for generating steam. \{ 'bôl-ôr \}  

boiler air heater [MECH ENG] A component of a steam-generating unit that transfers heat from the products of combustion after they have passed through the steam-generating and superheating sections to combustion air, which recycles heat to the furnace. \{ 'bôl-ôr 'êr,hêd-ôr \}  

boiler casing [MECH ENG] The gas-tight structure surrounding the component parts of a steam generator. \{ 'bôl-ôr 'kôs-iŋ \}  

boiler circulation [MECH ENG] Circulation of water and steam in a boiler, which is required to prevent overheating of the heat-absorbing surfaces; may be provided naturally by gravitational forces, mechanically by pumps, or by a combination of both methods. \{ 'bôl-ôr 'sär-kyâ-lâ-shan \}  

boiler cleaning [ENG] A mechanical or chemical process for removal of grease, scale, and other deposits from steam boiler surfaces. \{ 'bôl-ôr,'kên-iŋ \}  

boiler code [MECH ENG] A code, established by professional societies and administrative units, which contains the basic rules for the safe design, construction, and materials for steam-generating units, such as the American Society of Mechanical Engineers code. \{ 'bôl-ôr,'kôd \}  

boiler controls [MECH ENG] Either manual or automatic devices which maintain desired boiler operating conditions with respect to variables such as feedwater flow, firing rate, and steam temperature. \{ 'bôl-ôr 'kan-'trols \}  

boiler draft [MECH ENG] The difference between atmospheric pressure and some lower pressure existing in the furnace or gas passages of a steam-generating unit. \{ 'bôl-ôr ,draft \}  

boiler economizer [MECH ENG] A component of a steam-generating unit that transfers heat from the products of combustion after they have passed through the steam-generating and superheating sections to the feedwater, which it receives from the boiler feed pump and delivers to the steam-generating section of the boiler. \{ 'bôl-ôr 'î-kân-ô,miz-ôr \}  

boiler efficiency [MECH ENG] The ratio of heat absorbed in steam to the heat supplied in fuel, usually measured in percent. \{ 'bôl-ôr 'î-fish-ôn-se \}  

boiler feedwater [MECH ENG] Water supplied to a steam-generating unit. \{ 'bôl-ôr 'féd wôd-ôr \}  

boiler feedwater regulation [MECH ENG] Addition of water to the steam-generating unit at a rate commensurate with the removal of steam from the unit. \{ 'bôl-ôr 'féd,wôd-ôr reg-yô-lâ-shan \}  

boiler furnace [MECH ENG] An enclosed space provided for the combustion of fuel to generate steam in a boiler. Also known as steam-generating furnace. \{ 'bôl-ôr 'fûrn-ôs \}  

boiler heat balance [MECH ENG] A means of accounting for the thermal energy entering a steam-generating system in terms of its ultimate useful heat absorption or thermal loss. \{ 'bôl-ôr 'hêt,bal-ôns \}  

boiler horsepower [MECH ENG] A measurement of water evaporation rate. 1 boiler horsepower equals the evaporation per hour of 34 1/2 pounds (15.7 kilograms) of water at 212°F (100°C) into steam at 212°F. Abbreviated bhp. \{ 'bôl-ôr 'hôrs,pau-ôr \}  

boiler hydrostatic test [MECH ENG] A procedure that employs water under pressure, in a new boiler before use or in old equipment after major alterations and repairs, to test the boiler’s ability to withstand about 1 1/2 times the design pressure. \{ 'bôl-ôr 'hî-drô-stad-ik 'têst \}  

boiler layup [MECH ENG] A significant length of time during which a boiler is inoperative in order to allow for repairs or preventive maintenance. \{ 'bôl-ôr 'lâ-ôp \}  

boiler setting [MECH ENG] The supporting steel and gastight enclosure for a steam generator. \{ 'bôl-ôr 'sêd-iŋ \}  

boiler storage [MECH ENG] A steam-generating unit that, when out of service, may be stored wet (filled with water) or dry (filled with protective gas). \{ 'bôl-ôr 'sê-tô-rô \}  

boiler superheater [MECH ENG] A boiler component, consisting of tubular elements, in which heat is added to high-pressure steam to increase its temperature and enthalpy. \{ 'bôl-ôr 'și-par,hêd-ôr \}  

boiler trim [MECH ENG] Piping or tubing close to or attached to a boiler for connecting controls, gages, or other instrumentation. \{ 'bôl-ôr 'trim \}  

boiler tube [MECH ENG] One of the tubes in a boiler that carry water (water-tube boiler) to be heated by the high-temperature gaseous products of combustion or that carry combustion
products (fire-tube boiler) to heat the boiler water that surrounds them. ('boil-ər, tüb)

boiler walls [MECH ENG] The refractory walls of the boiler furnace, usually cooled by circulating water and capable of withstanding high temperatures and pressures. ('boil-ər, wolz)

boiler water [MECH ENG] Water in the steam-generating section of a boiler unit. ('boil-ər, wod-ər)

boil-off [THERMO] The vaporization of a liquid, such as liquid oxygen or liquid hydrogen, as its temperature reaches its boiling point under conditions of exposure, as in the tank of a rocket being readied for launch. ('bōl,ōf)

bollard [CIV ENG] A heavy post on a dock or ship used in mooring ships. ('bōl-ord)

bolograph [ENG] Any graphical record made by a bolometer, in particular, a graph formed by directing a pencil of light reflected from the galvanometer of the bolometer at a moving photographic film. ('bōl-əgraf)

bolometer [ENG] An instrument that measures the energy of electromagnetic radiation in certain wavelength regions by utilizing the change in resistance of a thin conductor caused by the heating effect of the radiation. Also known as thermal detector. (bo-ləm-ətər)

bolster [ENG] A plate for maintaining a fixed space between stacked heat exchangers or heat-exchanger shells. ('bōl-stər)

bolster plate [MECH ENG] A plate fixed on the bed of a power press to locate and support the die assembly. ('bōl-stər, plät)

bolt [DES ENG] A rod, usually of metal, with a square, round, or hexagonal head at one end and a screw thread on the other, used to fasten objects together. ('bōlt)

bolt blank [DES ENG] A threadless bolt with a head that can be threaded for specific applications. Also known as screw blank. ('bōlt blank)

bolted joint [ENG] The assembly of two or more parts by a threaded bolt and nut or by a screw that passes through one member and threads into another. ('bōl-təd 'jōnt)

bolted rail crossing [CIV ENG] A crossing whose running surfaces are made of rolled rail and whose parts are joined with bolts. ('bōl-təd rāl 'kros-ənj)

bolting [ENG] A fastening system using screw-threaded devices such as nuts, bolts, or studs. ('bōlt-ing)

bolt sleeve [DES ENG] A tube designed to surround a bolt in a concrete wall to prevent the concrete from adhering to the bolt. ('bōlt slev)

Boltzmann engine [THERMO] An ideal thermodynamic engine that utilizes blackbody radiation, used to derive the Stefan-Boltzmann law. ('bōltz-mən, en-jən)

bomb calorimeter [ENG] A calorimeter designed with a strong-walled container constructed of a corrosion-resistant alloy, called the bomb, immersed in about 2.5 liters of water in a metal container, the sample, usually an organic compound, is ignited by electricity, and the heat generated is measured. ('bām kal-ərim-ədər)

bombproof [ENG] Referring to shelter, building, or other installation resistant or impervious to the effects of bomb explosions. ('bām, pruf)

bomb shelter [CIV ENG] A bomb-proof structure for protection of people. (bām, šel-tər)

bomb test [ENG] A leak-testing technique in which the vessel to be tested is immersed in a pressurized fluid which will be driven through any leaks present. (bām, test)

bond [CIV ENG] A piece of building material that serves to unite or bond, such as an arrangement of masonry units. (bōnd)

Bond and Wang theory [MECH ENG] A theory of crushing and grinding from which the energy, in horsepower-hours, required to crush a short ton of material is derived. (bōnd an wɔŋ, ŋə-ˈrɛ)

bond course [BUILD] A course of headers to bond the facing masonry to the backing masonry. ('bōnd, kərs)

bonded strain gage [ENG] A strain gage in which the resistance element is a fine wire, usually in zigzag form, embedded in an insulating backing material, such as impregnated paper or plastic, which is cemented to the pressure-sensing element. (bānd-dəd 'strān gaj)

bonded transducer [ENG] A transducer which employs a bonded strain gage for sensing pressure. (bānd-dəd tranzdəsər)

bonder [ELEC] See bondstone. (bānd-dər)

bond head [BUILD] In masonry, a stone that extends the full thickness of the wall. Also known as throughstone. (bōndヘd-ər)

bonding [ELEC] The use of low-resistance material to connect electrically a chassis, metal shield cans, cable shielding braid, and other supposedly equipotential points to eliminate undesirable electrical interaction resulting from high-impedance paths between them. [ENG] 1. The fastening together of two components of a device by means of adhesives, as in anchoring the copper foil of printed wiring to an insulating baseboard. 2. See cladding. (bānd-dıg)

bonding strength [MECH] Structural effectiveness of adhesives, welds, solders, glues, or of the chemical bond formed between the metallic and ceramic components of a cermet, when subjected to stress loading, for example, shear, tension, or compression. (bānd-dıg, streŋgθ)

Bond's law [MECH ENG] A statement that relates the work required for the crushing of solid materials (for example, rocks and ore) to the product size and surface area and the lengths
Bond's third theory

of cracks formed. Also known as Bond's third theory. ('bänz ˈθěrd)

Bond's third theory See Bond's law. ('bänz, thěrd)

bondstone [BUILD] A stone joining the coping above a gable to the wall. [CIV ENG] A masonry stone set with its longest dimension perpendicular to the wall face to bind the wall together. Also known as bonder. ('bänd,ston) bond strength [ENG] The amount of adhesion between bonded surfaces measured in terms of the stress required to separate a layer of material from the base to which it is bonded. ('bänd,s'treŋkth)

bond timber [BUILD] A section of wood built horizontally into a brick or stone wall in order to strengthen it or to hold it together during construction. ('büm)

boom [ENG] 1. A row of joined floating timbers that extend across a river or enclose an area of water for the purpose of keeping saw logs together. 2. A temporary floating barrier launched on a body of water to contain material, for example, an oil spill. 3. A structure consisting of joined floating logs placed in a stream to retard the flow. [MECH ENG] A movable steel arm installed on certain types of cranes or derricks to support hoisting lines that must carry loads. ('büm)

boom cat [MECH ENG] A tractor supporting a boom and used in laying pipe. ('büm, kat)

boom dog [MECH ENG] A ratchet device installed on a crane to prevent the boom of the crane from being lowered but permitting it to be raised. Also known as boom ratchet. ('büm,doɡ)

boomer [ENG] A device used to tighten chains on pipe or other equipment loaded on a truck to make the cargo secure. ('büm,or)

boomerang sediment corer [ENG] A device, designed for nighttime recovery of a sediment core, which automatically returns to the surface after taking the sample. ('bii-ma,raɡ 'sed-ə-mant, kör-or)

boom ratchet See boom dog. ('büm,raθ-at)

boom stop [MECH ENG] A steel projection on a cranee that will be struck by the boom if it is raised or lowered too great a distance. ('büm,staŋp)

Boord synthesis [CHEM ENG] A method of producing alpha olefins by the reduction of alpha bromo ethers with zinc. ('börd,sin-tha-sas)

boost [ELECTR] To augment in relative intensity, as to boost the bass response in an audio system. [ENG] To bring about a more potent explosion of the main charge of an explosive by using an additional charge to set it off. ('büst)

booster [ELEC] A small generator inserted in series or parallel with a larger generator to maintain normal voltage output under heavy loads. [ELECTR] 1. A separate radio-frequency amplifier connected between an antenna and a television receiver to amplify weak signals. 2. A radio-frequency amplifier that amplifies and rebroadcasts a received television or communications radio carrier frequency for reception by the general public. [MECH ENG] A compressor that is used as the first stage in a cascade refrigerating system. ('büs-tar)

booster brake [MECH ENG] An auxiliary air chamber, operated from the intake manifold vacuum, and connected to the regular brake pedal, so that less pedal pressure is required for braking. ('büs-tar,bräk)

booster ejector [MECH ENG] A nozzle-shaped apparatus from which a high-velocity jet of steam is discharged to produce a continuous-flow vacuum for process equipment. ('büs-tar,'ejak-tar)

booster fan [MECH ENG] A fan used to increase either the total pressure or the volume of flow. ('büs-tar, fän)

booster pump [MECH ENG] A machine used to increase pressure in a water or compressed-air pipe. ('büs-tar, pəmp)

booster stations [ENG] Booster pumps or compressors located at intervals along a liquid-products or gas pipeline to boost the pressure of the flowing fluid to keep it moving toward its destination. ('büs-tar, stä-shan)

bootjack [ENG] A fishing tool used in drilling wells. ('büt, jak)

bootstrap [ENG] A technique or device designed to bring itself into a desired state by means of its own action. ('büt,strap)

bootstrap circuit [ELECTR] A single-stage amplifier in which the output load is connected between the negative end of the anode supply and the cathode, while signal voltage is applied between grid and cathode, a change in grid voltage changes the input signal voltage with respect to ground by an amount equal to the output signal voltage. ('büt,strap, sör-kat)

bootstrap driver [ELECTR] Electronic circuit used to produce a square pulse to drive the modulator tube, the duration of the square pulse is determined by a pulse-forming line. ('büt,strap,driv-or)

bootstrap integrator [ELECTR] A bootstrap sawtooth generator in which an integrating amplifier is used in the circuit. Also known as Miller generator. ('büt,strap, in-'ta, gräd-or)

bootstrapstrapping [ELECTR] A technique for lifting a generator circuit above ground by a voltage value derived from its own output signal. ('büt,strap,ing)

bootstrap sawtooth generator [ELECTR] A circuit capable of generating a highly linear positive sawtooth waveform through the use of bootstrapstrapping. ('büt,strap, sö-,tuθ 'jen-a, räd-or)

bore [DES ENG] Inside diameter of a pipe or tube. [MECH ENG] 1. The diameter of a piston-cylinder mechanism as found in reciprocating engines, pumps, and compressors. 2. To penetrate or pierce with a rotary tool. 3. To machine a workpiece to increase the size of an existing hole in it. ('boɾ)

borehole See drill hole. ('bør,hōl)
borehole bit  See noncoring bit.  {‘bör,höl ,bit}  
borehole logging  [ENG] The technique of investigating and recording the character of the formation penetrated by a drill hole in mineral exploration and exploitation work. Also known as drill-hole logging.  {‘bör,höl ,läg-iŋ}  
borehole survey  [ENG] Also known as drill-hole survey. 1. Determining the course of and the target point reached by a borehole, using an azimuth-and-dip recording apparatus small enough to be lowered into a borehole. 2. The record of the information thereby obtained.  {‘bör,höl ,sär-vä}  
borer  [MECH ENG] An apparatus used to bore openings into the earth up to about 8 feet (2.4 meters) in diameter.  {‘bör-ar}  
borescope  [ENG] A straight-tube telescope using a mirror or prism, used to visually inspect a cylindrical cavity, such as the cannon bore of artillery weapons for defects of manufacture and erosion caused by firing.  {‘bör,sköp}  
boresighting  [ENG] Initial alignment of a directional microwave or radar antenna system by using an optical procedure or a fixed target at a known location.  {‘bör,sid-iŋ}  
boring bar  [MECH ENG] A rigid tool holder used to machine internal surfaces.  {‘bör-iŋ ,bär}  
boring log  See drill log.  {‘bör-iŋ ,läg}  
boring machine  [MECH ENG] A machine tool designed to machine internal work such as cylinders, holes in castings, and dies; types are horizontal, vertical, jig, and single.  {‘bör-maʿ ʃên}  
boring mill  [MECH ENG] A boring machine tool used particularly for large workpieces; types are horizontal and vertical.  {‘bör-iŋ ʃên}  
borrow  [CIV ENG] Earth material such as sand and gravel that is taken from one location to be used as fill at another.  {‘bārō}  
borrow pit  [CIV ENG] An excavation dug to provide material (borrow) for fill elsewhere.  {‘bārō ,pīt}  
bort bit  See diamond bit.  {‘bōrt ,pīt}  
Bosch fuel injection pump  [MECH ENG] A pump in the fuel injection system of an internal combustion engine, whose pump plunger and barrel are a very close lapped fit to minimize leakage.  {bōʃ ʃ‘yül ʃin‘ek-ʃan ,p pom}  
Bosch metering system  [MECH ENG] A system having a helical groove in the plunger which covers or uncovers openings in the barrel of the pump; most usually applied in diesel engine fuel-injection systems.  {bōʃ ʃ‘med-ə-riŋ ,sɪs-təm}  
boss  [DES ENG] Protuberance on a cast metal or plastic part to add strength, facilitate assembly, provide for fastenings, or so forth.  {bōs}  
Boston ridge  [BUILD] A method of applying shingles to the ridge of a house by which the shingles alternate in overlap from one side of the ridge to the other.  {bōsˈtān ,riŋ}  
bottle  [ENG] A container made from pipe or plate with drawn, forged, or spun end closures, and used for storing or transporting gas.  {‘bād-al}  
bottle centrifuge  [ENG] A centrifuge in which the mixture to be separated is poured into small bottles or test tubes; they are then placed in a rotor assembly which is spun rapidly.  {‘bād-al ʃ‘en-traʃ‘yül}  
bottleneck assignment problem  [IND ENG] A linear programming problem in which it is required to assign machines to jobs (or vice versa) so that the efficiency of the least efficient operation is maximized.  {‘bād-al ən ʃ‘iʃ-ɔn-mənt ,prāb-laŋ}  
bottle thermometer  [ENG] A thermoelectric thermometer used for measuring air temperature, the name is derived from the fact that the reference thermocouple is placed in an insulated bottle.  {‘bād-al thar‘mām-ad ɔr}  
bottom blow  [ENG] A type of plastics blow molding machine in which air is injected into the parison from the bottom of the mold.  {‘bād-əm ,blo}  
bottom chord  [CIV ENG] Any of the bottom series of truss members parallel to the roadway of a bridge.  {‘bād-əm ,kɔrd}  
bottom dead center  [MECH ENG] The position of the crank of a vertical reciprocating engine, compressor, or pump when the piston is at the end of its downstroke. Abbreviated BDC.  {‘bād-əm ,ded ‘ʃen-te}  
bottom dump  [ENG] A construction wagon with movable gates in the bottom to allow vertical discharge of its contents.  {‘bād-əm ,damp}  
bottomed hole  [ENG] A completed borehole, or a borehole in which drilling operations have been discontinued.  {‘bād-əm həl}  
bottom flow  [ENG] A molding apparatus that forms hollow plastic articles by injecting the blowing air at the bottom of the mold.  {‘bād-əm ,fəlo}  
bottoming drill  [DES ENG] A flat-ended twist drill designed to convert a cone at the bottom of a drilled hole into a cylinder.  {‘bād-əm ,dril}  
bottoms  [CHEM ENG] Residual fractions that remain at the bottom of a fractionating tower following distillation of the lighter components.  {‘bād-əm}  
bottler sampler  [ENG] Any instrument used to obtain a sample from the bottom of a body of water.  {‘bād-əm ,sam-plər}  
bottom tap  [DES ENG] A tap with a chamfer 1 to 1½ threads in length.  {‘bād-əm ,tap}  
boulder buster  [ENG] A heavy, pyramidal- or conical-point steel tool which may be attached to the bottom end of a string of drill rods and used to break, by impact, a boulder encountered in a borehole. Also known as boulder cracker.  {‘bōl-dar ,bɔs-tər}  
boulder cracker  See boulder buster.  {‘bōl-dar ʃ‘kra-kər}  
bounce table  [MECH ENG] A testing device which subjects devices and components to impacts such as might be encountered in accidental dropping.  {‘baʊn-s ʃ‘tɒ-bəl}  
boundary  [ELECTR] An interface between p- and n-type semiconductor materials, at which
boundary friction

donor and acceptor concentrations are equal. (ˈbaʊn-dər) boundary friction [MECH] Friction between surfaces that are neither completely dry nor completely separated by a lubricant. (ˈbaʊnˈdriŋˌfriˈkʃən) boundary lubrication [ENG] A lubricating condition that is a combination of solid-to-solid surface contact and liquid-film shear. (ˈbaʊnˈdriŋˌlɪdəˈrɪkʃən) boundary monument [ENG] A material object placed on or near a boundary line to preserve and identify the location of the boundary line on the ground. (ˈbaʊnˈdriŋˌmənˈrənt) boundary survey [ENG] A survey made to establish or to reestablish a boundary line on the ground or to obtain data for constructing a map or plat showing a boundary line. (ˈbaʊnˈdriŋˌsɜrˈveɪ) bound vector [MECH] A vector whose line of application and point of application are both prescribed in addition to its direction. (ˈbaʊnd vəˈkər) Boussinesq pressure gage [ENG] A mechanical pressure-measuring instrument employing as its sensing element a curved or twisted metal tube, flattened in cross section and closed. Also known as Bourdon tube. (ˈbʊrˈdɔn ˈpreshərˌɡeɪ) Bourdon tube See Bourdon pressure gage. (ˈbʊrˈdɔn ˈtʊb) Boussinesq equation [ENG] A relation used to calculate the influence of a concentrated load on the backfill behind a retaining wall. (ˈbuˌsɪnəsˌeqˈwɛnʃən) Boussinesq’s problem [MECH] The problem of determining the stresses and strains in an infinite elastic body, initially occupying all the space on one side of an infinite plane, and indented by a rigid punch having the form of a surface of revolution with axis of revolution perpendicular to the plane. Also known as Cerrutti’s problem. (ˈbuˌsɪnəsˌprəbm) Bowden cable [MECH ENG] A wire made of spring steel which is enclosed in a helical casing and used to transmit longitudinal motions over distances, particularly around corners. (ˈbɔdənˌkɔˌbal) bowl classifier [CHEM ENG] A shallow bowl with a concave bottom so that a liquid-solid suspension can be fed to the center, coarse particles fall to the bottom, where they are raked to a central discharge point, and liquid and fine particles overflow the edges and are collected. (ˈbʊl ˈklɑsəˌflɪr) bowl mill See bowl-mill pulverizer. (ˈbʊlˌmil) bowl-mill pulverizer [MECH ENG] A type of pulverizer which directly feeds a coal-fired furnace, in which springs press pivoted stationary rolls against a rotating bowl grinding ring, crushing the coal between them. Also known as a bowl mill. (ˈbʊlˌmilˌpʊlˈvɜrəˌrɪzər) bowl scraper [MECH ENG] A towed steel bowl hung within a fabricated steel frame, running on four or two wheels, transports soil, in addition to spreading and leveling it. (ˈbʊlˌskræpər) Bow’s notation [MECH] A graphical method of representing coplanar forces and stresses, using alphabetical letters, in the solution of stresses or in determining the resultant of a system of concurrent forces. (ˈbɔz nəˈtərən) bowstring beam [CIV ENG] A steel, concrete, or timber beam or girder shaped in the form of a bow and string; the string resists the horizontal forces caused by loads on the arch. (ˈbɔˌstrɪŋˌbɛm) box [DES ENG] See boxing. [ENG] A protective covering or housing. (ˈbɒks) box beam See box girder. (ˈbɒksˌbɛm) box caisson [CIV ENG] A floating steel or concrete box with an open top which will be filled and sunk at a foundation site in a river or seaway. Also known as American caisson; stranded caisson. (ˈbɒksˌkɑˌsən) boxcar [ENG] A railroad car with a flat roof and vertical sides, usually with sliding doors, which carries freight that needs to be protected from weather and theft. (ˈbɒksˌkɑr) box-coking test [ENG] A laboratory test which forecasts the quality of coke producible in commercial practice; uses a specially designed sheet-steel box containing about 60 pounds (27 kilograms) of coal in a commercial coke oven. (ˈbɒksˌˈkɒŋk ˈtɛst) box girder [CIV ENG] A hollow girder or beam with a square or rectangular cross section. Also known as box beam. (ˈbɒksˌgɑrˈdɔr) box-girder bridge [CIV ENG] A fixed bridge consisting of steel girders fabricated by welding four plates into a box section. (ˈbɒksˌgɑrˈdɔrˌbruʃ) box header boiler [MECH ENG] A horizontal boiler with a front header and rear inclined rectangular header connected by tubes. (ˈbɒksˌhɛdˌarˌbɔɪlˌɔr) boxing [DES ENG] The threaded nut for the screw of a mounted auger drill. Also known as box. (ˈbɒksˌen) A method of securing shafts solely by slabs and wooden pegs. (ˈbɒksˌin) boxing shutter [BUILD] A window shutter which can be folded into a boxlike enclosure or recess at the side of the window frame. (ˈbɒksˌiŋˌʃədˈær) box piles [CIV ENG] Pile foundations made by welding together two sections of steel sheet piling or combinations of beams, channels, and plates. (ˈbɒksˌpɪlz) boxplot [IND ENG] In quality control, a graph summarizing the distribution, central value, and variability of a set of data values, used to identify problems (or potential problems) that affect the quality of processes and products. (ˈbɒksˌplɔt) box wrench [ENG] A closed-end wrench designed to fit a variety of sizes and shapes of bolt heads and nuts. (ˈbɒksˌwɛŋk) Boyle’s temperature [THERMO] For a given gas, the temperature at which the virial coefficient B in the equation of state \(P = RT + (B/\nu) + (C/\nu^2) + \cdots \) vanishes. (ˈbølɪzˌtemˈprəˈtʃər)
branch transmittance

branch horsepower  [MECH ENG] The power developed by an engine as measured by the force applied to a friction brake or by an absorption dynamometer applied to the shaft or flywheel.  {brək ,hɔrspɔr-ər}

branch line  [MECH ENG] One of the pipes or hoses that connect the master cylinder and the wheel cylinders in a hydraulic brake system.  {brək ,lin} 

branch lining  [MECH ENG] A covering, riveted or molded to the brake shoe or brake band, which presses against the rotating brake drum, made of either fabric or molded asbestos material.  {brək ,lin-ɪŋ} 

branch mean-effective pressure  [MECH ENG] Applied to reciprocating piston machinery, the average pressure on the piston during the power stroke, derived from the measurement of brake power output.  {brəkˌmɛn,iˈflektɪv 'preʃər} 

branch shoe  [MECH ENG] The renewable friction element of a shoe brake.  Also known as shoe.  {brəkˌʃu} 

brake thermal efficiency  [MECH ENG] The ratio of brake power output to power input.  {brəkˌθɔrˌmæl əˈfɪʃən-si} 

branch-and-bound technique  [IND ENG] A technique in nonlinear programming in which all sets of feasible solutions are divided into subsets, and those having bounds inferior to others are rejected.  {ˈbraʊ̯n ən ˈbaʊnd tekˈnɛk} 

branch gain  See branch transmittance.  {ˈbraʊnˌɡæn} 

branch line  [CIV ENG] A secondary line in a railroad system that connects to the main line.  {ˈbraʊnˌlɪn} 

branch sewer  [CIV ENG] A part of a sewer system that is larger in diameter than the lateral sewer system, receives sewage from both house connections and lateral sewers.  {ˈbraʊnˌʃuər} 

branch transmittance  [CONT SYS] The amplification of current or voltage in a branch of an electrical network, used in the representation of
such a network by a signal-flow graph. Also known as branch gain. 

branch 

brandy [CHEM ENG] A potable alcoholic beverage distilled from wine or fermented fruit juice, usually after the aging of the wine in wooden casks; cognac is a brandy distilled from wines made from grapes from the Cognac region of France. 

{brandy} 

Brayton cycle [THERMO] A thermodynamic cycle consisting of two constant-pressure processes interspersed with two constant-entropy processes. Also known as complete-expansion diesel cycle, Joule cycle.  

{bray-tən} 

braided shank tool [MECH ENG] A metal cutting tool made of a material different from the shank to which it is brazed. 

{braided} 

breaching [MECH ENG] The space between the end of the tubing and the jacket of a hot-water or steam boiler. 

{breaching} 

breakaway wrist [CONT SYS] A robotic wrist that has a safety feature that guarantees its protection from damage if too much force is exerted on the wrist or end effector. 

{breakaway} 

break-bulk cargo [IND ENG] Miscellaneous goods packed in boxes, bales, crates, cases, bags, cartons, barrels, or drums; may also include lumber, motor vehicles, pipe, steel, and machinery. 

{break-bulk} 

breakdown [ELEC] A large, usually abrupt rise in electric current in the presence of a small increase in voltage; can occur in a confined gas or sphere (as lightning), an electrical insulator, and conductors are brought out from a multiconductor dielectric. 

{breakdown} 

breakdown diode [ELEC] A semiconductor diode in which the reverse-voltage breakdown mechanism is based either on the Zener effect or the avalanche effect. 

{breakdown} 

breakdown impedance [ELECTR] Of a semiconductor, the small-signal-impedance at a specified direct current in the breakdown region. 

{breakdown} 

breakdown potential See breakdown voltage. 

{breakdown} 

breakdown region [ELECTR] Of a semiconductor diode, the entire region of the volt-ampere characteristic beyond the initiation of breakdown for increasing magnitude of bias. 

{breakdown} 

breakdown voltage [ELEC] 1. The voltage measured at a specified current in the electrical breakdown region of a semiconductor diode. Also known as Zener voltage. 2. The voltage at which an electrical breakdown occurs in a dielectric. 

{breakdown} 

breakdown point [CHEM ENG] A localized break for increasing magnitude of bias. 

{breakdown} 

breakout [ELEC] A joint at which one or more conductors are brought out from a multiconductor cable. 

{breakout} 

break frequency [CONT SYS] The frequency at which a graph of the logarithm of the amplitude of the frequency response versus the logarithm of the frequency has an abrupt change in slope. Also known as corner frequency, knee frequency. 

{break} 

breaking load [MECH] The stress which, when steadily applied to a structural member, is just sufficient to break or rupture it. Also known as ultimate load. 

{breaking} 

breaking pin device [ENG] A device designed to relieve pressure resulting from inlet static pressure by the fracture of a loaded part of a pin. 

{breaking} 

breaking strength [MECH] The ability of a material to resist breaking or rupture from a tension force. 

{breaking} 

break-point [ENG] A point in the frequency response versus the logarithm of the frequency at which a graph of the logarithm of the amplitude of the frequency response has an abrupt change in slope. Also known as corner frequency, knee frequency. 

{break-point} 

breakpower [ELECTR] In a silicon controlled rectifier or related device, a transition into forward conduction caused by the application of an excessively high anode voltage. 

{breakpower} 

breakpoint voltage [ELECTR] The positive anode voltage at which a silicon controlled rectifier switches into the conductive state with gate circuit open. 

{breakpoint} 

breakthrough [CHEM ENG] 1. A localized break in a filter cake or precoat that permits fluid to pass through without being filtered. Also known as breakthrough. 2. In an ion-exchange system, the first appearance of unadsorbed ions of the type which deplete the activity of the resin.
bed; this indicates that the bed must be regenerated. {'brāk,thrui̇} 

breakwater [CIV ENG] A wall built into the sea to protect a shore area, harbor, anchorage, or basin from the action of waves. {'brāk,wōd-ər} 

breast boards [CIV ENG] Timber planks used to support the tunnel face when excavation is in loose soil. {'brest,bordz} 

breast drill [DES ENG] A small, portable hand drill customarily used by handsetters to drill the holes in bit blanks in which diamonds are to be set, it includes a plate that is pressed against the worker’s breast. {'brest ,drl} 

breasting dolphin [CIV ENG] A pile or other structure against which a moored ship rests. {'brest-ing,dāl-fən} 

breast wall [CIV ENG] A low wall built to retain the face of a natural bank of earth. {'brest ,wōl} 

breather pipe [MECH ENG] A pipe that opens into a container for ventilation, as in a crankcase or oil tank. Also known as crankcase breather. {'bre-thra ,pi} 

breath-holding [ENG] A form of diving without the use of any artificial breathing mixtures. {'bre-th ,höld ,dīv-ıŋ} 

breathing [ENG] 1. Opening and closing of a plastics mold in order to let gases escape during molding. Also known as degassing. 2. Movement of gas, vapors, or air in and out of a storage-tank vent line as a result of liquid expansions and contractions induced by temperature changes. {'bre-thın̄} 

breathing apparatus [ENG] An appliance that enables a person to function in irrespirable or poisonous gases or fluids, contains a supply of oxygen and a regenerator which removes the carbon dioxide exhaled. {'bre-thın̄ əp-ə ˈræd-əs} 

breathing bag [ENG] A component of asemiclosed-circuit breathing apparatus that mixes the gases to provide low breathing resistance. {'bre-thın̄  bag} 

breathing line [CIV ENG] A level of 5 feet (1.5 meters) above the floor; suggested temperatures for various occupancies of rooms and other chambers are usually given at this level. {'bre-thın̄  əlin} 

breaching [MECH ENG] A duct through which the products of combustion are transported from the furnace to the stack; usually applied in steam boilers. {'bre-chiŋ} 

Brennan monorail car [MECH ENG] A type of car balanced on a single rail so that when the car starts to tip, a force automatically applied at the axle end is converted gyroscopically into a strong righting moment which forces the car back into a position of lateral equilibrium. {'brən-ən ˈmän-ə-rāl,kər} 

Brewwster process [CHEM ENG] Concentration of dilute acetic acid by use of an extraction solvent (for example, isopropyl ether), followed by distillation. {'brui̇ˌstərˌpræs-əs} 

brick molding [BUILD] A wooden molding applied to the gap between the frame of a door or window and the masonry into which the frame has been set. {'brui̇ˌmōld-ıŋ} 

brick seat [BUILD] A ledge on a footing or a wall for supporting a course of masonry. {'brui̇ˌset} 

bridge [CIV ENG] A structure erected to span natural or artificial obstacles, such as rivers, highways, or railroads, and supporting a footpath or roadway for pedestrian, highway, or railroad traffic. [ELEC] 1. An electrical instrument having four or more branches, by means of which one or more of the electrical constants of an unknown component may be measured. 2. An electrical shunt path. {'brui̇ˌ} 

bridge abutment [CIV ENG] The end foundation upon which the bridge superstructure rests. {'brui̇ˌəˌbər-əntmənt} 

bridge bearing [CIV ENG] The support at a bridge pier carrying the weight of the bridge, may be fixed or seated on expansion rollers. {'brui̇ˌˌber-ing} 

bridge cable [CIV ENG] Cable from which a roadway or truss is suspended in a suspension bridge, may be of pencil-thick wires laid parallel or strands of wire wound spirally. {'brui̇ˌˌkæ-bal} 

bridge crane [MECH ENG] A hoisting machine in which the hoisting apparatus is carried by a bridgelike structure spanning the area over which the crane operates. {'brui̇ˌˌkra-nən} 

bridge foundation [CIV ENG] The piers and abutments of a bridge, on which the superstructure rests. {'brui̇ˌˌfoun-ˌdən-tənt} 

bridge hybrid See hybrid junction. {'brui̇ˌˌhi-brəd} 

bridge limiter [ELECTR] A device employed in analog computers to keep the value of a variable within specified limits. {'brui̇ˌˌlim-əd-ər} 

bridge magnetic amplifier [ELECTR] A magnetic amplifier in which each of the gate windings is connected in series with an arm of a bridge rectifier, the rectifiers provide self-saturation and direct-current output. {'brui̇ˌˌmæg-nəd-əkˌəm-pləˌfi-ər} 

bridge oscillator [ELECTR] An oscillator using a balanced bridge circuit as the feedback network. {'brui̇ˌˌōs-əl-ətər} 

bridge pier [CIV ENG] The main support for a bridge, upon which the bridge superstructure rests; constructed of masonry, steel, timber, or concrete founded on firm ground below river mud. {'brui̇ˌˌpər} 

bridge rectifier [ELECTR] A full-wave rectifier with four elements connected as a bridge circuit with direct voltage obtained from one pair of opposite junctions when alternating voltage is applied to the other pair. {'brui̇ˌˌrek-təˌfi-ər} 

bridge trolley [MECH ENG] Either of the wheeled attachments at the ends of the bridge of an overhead traveling crane, permitting the bridge to move backward and forward on elevated tracks. {'brui̇ˌˌtəl-rə} 

bridge vibration [MECH] Mechanical vibration of a bridge superstructure due to natural and human-produced excitations. {'brui̇ˌˌvər-bən-ənt}}
bridgewall

[MECH ENG] A wall in a furnace over which the products of combustion flow. { [brı̂g.ˈwɔl] }

bridging amplifier [ELECTR] Amplifier with an input impedance sufficiently high so that its input may be bridged across a circuit without substantially affecting the signal level of the circuit across which it is bridged. { [ˈbrɪ̆ĩ-jəmˈpləˌfiər] }

bridging connection [ELECTR] Parallel connection by means of which some of the signal energy in a circuit may be withdrawn frequently, with imperceptible effect on the normal operation of the circuit. { [ˈbrɪ̆ĩ-jən ˌkeɪ.nɛk.ʃən] }

bridging loss [ELECTR] Loss resulting from bridging an impedance across a transmission system; quantitatively, the ratio of the signal power delivered to that part of the system following the bridging point, and measured before the bridging, to the signal power delivered to the same part after the bridging. { [ˈbrɪ̆ĩ-jən ˌlɒs] }

bridle [ENG] A pumping unit cable that is looped over the horse head and then connected to the carrier bar, supports the polished-rod clamp. { [ˈbrɪdal] }

bridled-cup anemometer [ENG] A combination cup anemometer and pressure-plate anemometer, consisting of a array of cups about a vertical axis of rotation, the free rotation of which is restricted by a spring arrangement, by adjustment of the force constant of the spring, an angular displacement can be obtained which is proportional to wind velocity. { [ˈbrɪ̆d-ləd ˌkæp.ˈtʌn.əm.ˈædər] }

Briggs equalizer [ENG] A breathing device consisting of head harness, mouthpiece, nose clip, corrugated breathing tube, an equalizing device, 120 feet (37 meters) of reinforced air tubes, and a strainer and spike. { [ˌbrɪ̆ζ ˈeɪ.ˈkwəˌlɪz.ər] }

Briggs pipe thread See American standard pipe thread. { [ˌbrɪ̆gzs ˈpaɪp.ˈθred] }

brightness temperature See blackbody temperature. { [ˈbrɪ̆t.nəsˌtem.pra.ˈchar] }

brine cooler [MECH ENG] The unit for cooling brine in a refrigeration system; the brine usually flows through tubes or pipes surrounded by evaporating refrigerant. { [ˈbrɪ̆nˌkɪl.ər] }

Brinell number [ENG] A hardness rating obtained from the Brinell test: expressed in kilograms per square millimeter. { [ˈbrɪ̆n.ˈnɛlˌnæm.ˈbær] }

Brinell test [ENG] A test to determine the hardness of a material, in which a steel ball 1 centimeter in diameter is pressed into the material with a standard force (usually 3000 kilograms); the spherical surface area of indentation is measured and divided into the load; the results are expressed as Brinell number. { [ˈbrɪ̆n.ˈnɛlˌtɛst] }

briquetting [ENG] 1. The process of binding together pulverized minerals, such as coal dust, into briquets under pressure, often with the aid of a binder; such as asphalt. 2. A process or method of mounting mineral ore, rock, or metal fragments in an embedding or casting material, such as natural or artificial resins, waxes, metals, or alloys, to facilitate handling during grinding, polishing, and microscopic examination. { [ˈbrɪ̆k.ˈĭtɪŋ] }

brisance index [ENG] The ratio of an explosive's power to shatter a weight of graded sand as compared to the weight of sand shattered by TNT. { [ˈbrə̆zə̆nz ˈɪn.dɛks] }

British imperial pound [MECH] The British standard of mass, of which a standard is preserved by the government. { [ˈbrɪ̆d.ɪʃ ɪmˈpɜr.ˈeɪl ˌpaʊnd] }

British thermal unit [THERMO] Abbreviated Btu. 1. A unit of heat energy equal to the heat needed to raise the temperature of 1 pound of air-free water from 60° to 61°F at a constant pressure of 1 standard atmosphere; it is found experimentally to be equal to 1054.5 joules. Also known as sixty degrees Fahrenheit British thermal unit (Btu60°F). 2. A unit of heat energy that is equal to 1/180 of the heat needed to raise 1 pound of air-free water from 32°F (0°C) to 212°F (100°C) at a constant pressure of 1 standard atmosphere, it is found experimentally to be equal to 1055.79 joules. Also known as mean British thermal unit (Btunet). 3. A unit of heat energy whose magnitude is such that 1 British thermal unit per pound equals 2326 joules per kilogram; it is equal to exactly 1055.05585262 joules. Also known as international table British thermal unit (BtuIT). { [ˈbrɪ̆d.ɪʃ ˈθər.ˌmælˌjʊə.ˌreɪt] }

brittleness [MECH] That property of material manifested by fracture without appreciable prior plastic deformation. { [ˈbrɪ̆d.əlˌnæs] }

brittle temperature [THERMO] The temperature point below which a material, especially metal, is brittle; that is, the critical normal stress for fracture is reached before the critical shear stress for plastic deformation. { [ˈbrɪ̆d.əlˌtem.pra.ˈchar] }

Brix degree [CHEM ENG] A unit of the Brix scale. { [ˈbrifks ˈdɑ̆ˌgrɛ] }

Brix scale [CHEM ENG] A hydrometer scale for sugar solutions indicating the percentage by weight of sugar in the solution at a specified temperature. { [ˈbrifks ˈskæl] }

broach [MECH ENG] A multiple-tooth, barlike cutting tool, the teeth are shaped to give a desired surface or contour, and cutting results from each tooth projecting farther than the preceding one. { [ˈbroʊch] }

broaching [ENG] 1. The restoration of the diameter of a borehole by reaming. 2. The breaking down of the walls between two contiguous drill holes. [MECH ENG] The machine-shaping of metal or plastic by pushing or pulling a broach across a surface or through an existing hole in a workpiece. { [ˈbrʊ̆chˌĭp] }

broaching bit See reaming bit. { [ˈbrʊ̆chˌĭp ˈbɪt] }

broken-color work See antiquing. { [ˈbrʊ̆k.ˈkoʊnˌkæl.ərk.ˈwɜrk] }

bromine test [CHEM ENG] A laboratory test in which the unsaturated hydrocarbons present in a crude oil are determined by mixing a sample
with bromine, the lower the rate of bromine absorption, the more paraffinic the test sample.

bromine value [CHEM ENG] An expression representing the number of centigrams of bromine absorbed by 1 gram of oil under test conditions; an indication of the degree of unsaturation of a given oil.

brooming [CIV ENG] A method of finishing uniform concrete surfaces, such as the tops of pavement slabs or floor slabs, by dragging a broom over the surface to produce a grooved texture.

brown acid [CHEM ENG] Oil-soluble petroleum sulfonate found in sludge following sulfuric acid treatment of petroleum products.

brown smoke [ENG] Smoke with less particulates than black smoke; comes from burning fossil fuel, usually fuel oil.

Brunton Sir Brunton compass.

Brunton compass [ENG] A compact field compass, with sights and reflector attached, used for geological mapping and surveying. Also known as Brunton; Brunton pocket transit.

Brunton pocket transit See Brunton compass.

brush [ELEC] A conductive metal or carbon block used to make sliding electrical contact with a moving part.

brush hopper [IND ENG] A rotating brush that wipes quantities of eyelets, rivets, and other small special parts past shaped openings in a chute.

brush rake [MECH ENG] A device with heavy-duty tines that is fixed to the front of a tractor or other prime mover for use in land clearing.

brush-shifting motor [ENG] A category of alternating-current motor in which the brush contacts shift to modify operating speed and power factor.

BSD See barrels per stream day.

B size [ENG] 1. One of a series of sizes to which trimmed paper and board are manufactured, for size BN, with N equal to any integer from 0 to 10, the length of the shorter side is 2\(^{-N/2}\) meters, and the length of the longer side is 2\(^{1-N/2}\) meters, with both lengths rounded off to the nearest millimeter. 2. Of a sheet of paper, the dimensions 11 inches by 17 inches (279 millimeters by 432 millimeters).

BT See bathythermograph.

BTu See British thermal unit.

bu See bushel.

bubble cap [CHEM ENG] A metal cap covering a hole in the plate within a distillation tower, designed to permit vapors to rise from below the plate, pass through the cap, and make contact with liquid on the plate.

bubble-cap plate [CHEM ENG] One of the devices in large-diameter fractional distillation columns that are designed to produce a bubbling action to exchange the vapor bubbles flowing up the column.

bubble-cap tray See bubble tray.

bubble mold cooling [ENG] In plastics injection molding, cooling by means of a continuous liquid stream flowing into a cavity equipped with an outlet at the end opposite the inlet.

bubble test [ENG] Measurement of the largest opening in the mesh of a filter screen; determined by the pressure needed to force air or gas through the screen while it is submerged in a liquid.

bubble tower [CHEM ENG] A plate tower used in distillation, with plates containing bubble caps.

bubble tray [CHEM ENG] A perforated, circular plate placed within a distillation tower at specific places to collect the fractions of petroleum produced in fractional distillation. Also known as bubble-cap tray.

bubble-tray column [CHEM ENG] A fractionating column whose plates are formed from bubble caps.

bubble tube [ENG] The glass tube in a spirit level containing the liquid and bubble.

buck [BUILD] The frame into which the finished door fits.

bucket [ENG] 1. A cup on the rim of a Pelton wheel against which water impinges. 2. A reversed curve at the toe of a spillway to deflect the water horizontally and reduce erosiveness. 3. A container on a lift pump or chain pump. 4. A container on some bulk-handling equipment, such as a bucket elevator, bucket dredge, or bucket conveyor. 5. A water outlet in a turbine. 6. See calyx.

bucket carrier See bucket conveyor.

bucket conveyor [MECH ENG] A continuous bulk conveyor constructed of a series of buckets attached to one or two strands of chain or in some instances to a belt. Also called bucket carrier.

bucket dredge [MECH ENG] A floating mechanical excavator equipped with a bucket elevator.

bucket elevator [MECH ENG] A bucket conveyor operating on a steep incline or vertical path. Also known as elevating conveyor.

bucket excavator [MECH ENG] An elevating scraper, that is, one that does the work of a conventional scraper but has a bucket elevator mounted in front of the bowl.

bucket ladder See bucket-ladder dredge.

bucket-ladder dredge [MECH ENG] A dredge whose digging mechanism consists of a ladderlike truss on the peripheral of which is attached an endless chain riding on sprocket wheels and carrying attached buckets. Also
bucket-ladder excavator

known as bucket ladder, bucket-line dredge, ladder-bucket dredge, ladder dredge. {‘bək-ət ləd-ar} 

buffer [ELEC] An electric circuit or component that prevents undesirable electrical interac-
tion between two circuits or components. [ELECTR] 1. An isolating circuit in an electronic computer used to prevent the action of a driven circuit from affecting the corresponding driving circuit. 2. See buffer amplifier. [ENG] A device, apparatus, or piece of material designed to reduce mechanical shock due to impact. {‘bərf-ər} 

buffered FET logic [ELECTR] A logic gate con-
figuration used with gallium-arsenide field-effect transistors operating in the depletion mode, in which the level shifting required to make the input and output voltage levels compatible is achieved with Schottky barrier diodes. Abbreviated BFL. {‘bəf-ərd fəl-ət ‘lā-ik} 

buffing [ENG] The smoothing and brightening of a surface by an abrasive compound pressed against it by a soft wheel or belt. {‘bəf-ər} 

buffering wheel [DES ENG] A flexible wheel with a surface of fine abrasive particles for buffering operations. {‘bəf-ər-ing wɛl} 

bug [ELECTR] 1. A semiautomatic code-send-
ing telegraph key in which movement of a lever to one side produces a series of correctly spaced dots and movement to the other side produces a single dash. 2. An electronic listening device, generally concealed, used for commercial or mil-
tary espionage. {ENG] 1. A defect or imper-
fection present in a piece of equipment. 2. See bullet {‘bɒ} 

buzy See concrete buggy. {‘bɒ-ə} 

buhrstone mill [MECH ENG] A mill for grinding or pulverizing grain in which a flat siliceous rock (buhrstone), generally of cellular quartz, rotates against a stationary stone of the same material. {‘bɔr-stɔn mil} 

build [ELECTR] To increase in received signal strength. {bild} 

building [CIV ENG] A fixed structure for human occupancy and use. {bil-dej} 

building-block approach [IND ENG] A tech-
nique for development of a set of standard data by creating fixed groups or modules of work ele-
ments that may be added together to obtain time values for elements and entire operations. {‘bild-ij-bil-k} 

building code [CIV ENG] Local building laws to promote safe practices in the design and con-
struction of a building. {‘bil-dej kɔd} 

building dock [CIV ENG] A type of graving dock or basin, usually built of concrete, in which ships are constructed and then floated out through a caisson gate after flooding the dock. {‘bil-dej dək} 

building envelope [CIV ENG] The interior, en-
closed space of a building. {‘bil-dej ‘en-vələp} 

building footprint See footprint. {‘bil-dej ‘fʊt-prɪnt} 

building line [CIV ENG] A designated line be-
Yond which a building cannot extend. {‘bil-dej ‘lɪn} 

buildup index See fire-danger meter. {‘bil-dʌp in-dəks} 

built-in beam See fixed-end beam. {‘bɪlt, in ‘bɛm} 

built-up beam [ENG] A structural steel member that is fabricated by welding or riveting rather than being rolled. {‘bɪlt,up ‘bɛm} 

built-up edge [ENG] Chip material adhering to the tool face adjacent to a cutting edge during cutting. {‘bɪlt,up ‘eɪdʒ} 

built-up roof [BUILD] A roof constructed of sev-
eral layers of felt and asphalt. {‘bɪlt,up ‘rɪf} 

bulb angle [DES ENG] A steel angle iron en-
larged to a bulbous thickening at one end. {‘bʌlb,ən-gəl} 

bulge forming [ENG] A process by which con-
tours are formed on the sides of tubular work-
pieces by exerting pressure inside the tube to force expansion into a die clamped around the exterior. {‘bulj, fɔr-mŋ} 

bulk cargo [IND ENG] Cargo which is loaded into a ship's hold without being boxed, bagged,
or hand stowed, or is transported in large tank spaces. 

bulk density [ENG] The mass of powdered or granulated solid material per unit of volume. 

bulk diode [ELECTR] A semiconductor micro-wave diode that uses the effect, such as Gunn diodes and diodes operating in limited space-charge-accumulation modes. 

bulk effect [ELECTR] An effect that occurs within the entire bulk of a semiconductor material rather than in a localized region or junction. 

bulk-effect device [ELECTR] A semiconductor device that depends on a bulk effect, as in Gunn and avalanche devices. 

bulk factor [ENG] The ratio of the volume of loose powdered or granulated solids to the volume of an equal weight of the material after consolidation into a voidless solid. 

bulk-handling machine [MECH ENG] Any of a diversified group of materials-handling machines designed for handling unpackaged, divided materials. 

bulkhead line [CIV ENG] The farthest offshore line to which a structure may be constructed without interfering with navigation. 

bulkhead wharf [CIV ENG] A bulkhead that may be used as a wharf by addition of mooring appurtenances, paving, and cargo-handling facilities. 

bulkling value [CHEM ENG] The relative ability of a pigment or other substance to increase the volume of paint. 

bulk insulation [ENG] A type of insulation that retards the flow of heat by the interposition of many air spaces and, in most cases, by opacity to radiant heat. 

bulk material [IND ENG] Material purchased in uniform lots and in quantity for distribution as required for a project. 

bulk micromachining [ENG] A set of processes that enable the three-dimensional sculpting of single-crystal silicon to make small structures that serve as components of microsensors. 

bulk modulus See bulk modulus of elasticity. 

bulk modulus of elasticity [MECH] The ratio of the compressive or tensile force applied to a substance per unit surface area to the change in volume of the substance per unit volume. Also known as bulk modulus, compression modulus; hydrostatic modulus, modulus of compression; modulus of volume elasticity. 

bulk rheology [MECH] The branch of rheology wherein study of the behavior of matter neglects effects due to the surface of a system. 

bulk photoductor [ELECTR] A photoductor having high power-handling capability and other unique properties that depend on the semiconductor and doping materials used. 

bulk resistor [ELECTR] An integrated-circuit resistor in which the n-type epitaxial layer of a semiconductor substrate is used as a noncritical high-value resistor; the spacing between the attached terminals and the sheet resistivity of the material together determine the resistance value. 

bulk strain [MECH] The ratio of the change in the volume of a body that occurs when the body is placed under pressure, to the original volume of the body. 

bulk strength [MECH] The strength per unit volume of a solid. 

bulk transport [MECH ENG] Conveying, hoisting, or elevating systems for movement of solids such as grain, sand, gravel, coal, or wood chips. 

bulldozer [MECH ENG] A wheeled or crawler tractor equipped with a reinforced, curved steel plate mounted in front, perpendicular to the ground, for pushing excavated materials. 

bullets [ENG] 1. A conical-nosed cylindrical weight, attached to a wire rope or line, either notched or seated to engage and attach itself to the upper end of a wire line core barrel or other retrievable or retractable device that has been placed in a borehole. Also known as go-devil. 2. A scraper with self-adjusting spring blades, inserted in a pipeline and carried forward by the fluid pressure, clearing away accumulations or debris from the walls of a pipe. Also known as go-devil. 3. A bullet-shaped weight or small explosive charge dropped to explode a charge of nitroglycerin placed in a borehole. Also known as go-devil. 4. An electric lamp covered by a conical metal case, usually at the end of a flexible metal shaft. 5. See torpedo. 

bullet drop [MECH] The vertical drop of a bullet. 

bull bar [ENG] A bar for ramming clay into cracks containing lasting charges which are about to be exploded. 

bull nose [BUILD] A rounded external angle, as one used at window returns and doorframes. 

bull-nose bit See wedge bit. 

bull nose plane [DES ENG] A small rabbet plane used to smooth or shape joints or other places that cannot be reached by larger planes. 

bull wheel [MECH ENG] 1. The main wheel or gear of a machine, which is usually the largest and strongest. 2. A cylinder which has a rope wound about it for lifting or hauling. 3. A wheel attached to the base of a derrick boom which swings the derrick in a vertical plane. 

Bulygen number [THERMO] A dimensionless
bump contact

number used in the study of heat transfer during evaporation.  (ˈboi̯-ənˌsənˌnər-

bump contact  [ELECTR] A large-area contact used for allowing directly to the substrate of a transistor for mounting or interconnecting purposes.  (ˈbamp ,kənˌtakt

bumper  [ENG] 1. A metal bar attached to one or both ends of a powered transportation vehicle, especially an automobile, to prevent damage to the body.  2. In a drilling operation, the supporting stay between the main foundation sill and the engine block.  3. In drilling, a fishing tool for loosening jammed cable tools.  (ˈbampˌpar-

bumping  See chugging.  (ˈbampˌpik

bund  [CIV ENG] An embankment or embanked thoroughfare along a body of water; the term is used particularly for such structures in the Far East.  (ˈbænd

bundling machine  [MECH ENG] A device that automatically accumulates cans, cartons, or glass containers for semiautomatic or automatic loading or for shipping cartons by assembling the packages into units of predetermined count and pattern which are then machine-wrapped in paper, film paperboard, or corrugated board.  (ˈbændˌliŋ maʃˈʃen

bund wall  [ENG] A retaining wall designed to contain the contents of a tank or a storage vessel in the event of a rupture or other emergency.  (ˈbændˌwol

bunker  [CIV ENG] A bin, often elevated, that is divided into compartments for storing material such as coal or sand.  [MECH ENG] A space in a refrigerator designed to hold a cooling element.  (ˈbāŋˌkar

bunkering  [ENG] Storage of solid or liquid fuel in containers from which the fuel can be continuously or intermittently withdrawn to feed a furnace, internal combustion engine, or fuel tank, for example, coal bunkering and fuel-oil bunkering.  (ˈbāŋˌkærˌɪŋ

bunny suit  [ENG] Protective clothing worn by an individual who works in a clean room to prevent contamination of equipment and materials.  (ˈbānˌsət

Bunsen burner  [ENG] A type of gas burner with an adjustable air supply.  (ˈboi̯ˌsən ˈbɑrˌnər

Bunsen ice calorimeter  [ENG] Apparatus to gage heat released during the melting of a compound by measuring the increase in volume of the surrounding ice-water solution caused by the melting of the ice. Also known as ice calorimeter.  (ˈboi̯ˌsən ɪs kalˌərɪmˌədˌər

buoy  [ENG] An anchored or moored floating object, other than a lightship, intended as an aid to navigation, to attach or suspend measuring instruments, or to mark the position of something beneath the water.  (boi̯

buoyancy-type density transmitter  [ENG] An instrument which records the specific gravity of a flowing stream of a liquid or gas, using the principle of hydrostatic weighing.  (ˈboi̯ˌənˌsənˌdɛnˈsəˌprəˌnərˈsəntˌmæŋˌədˌər

buoy sensor  [ENG ACOUS] A hydrophone used as a sensor in buoy projects; some hydrophone arrays are designed for telemetering.  (boi̯ˌsənˌsər

burden  [ELEC] The amount of power drawn from the circuit connecting the secondary terminals of an instrument transformer, usually expressed in volt-amperes.  [ENG] 1. The distance from a drill hole to the more or less vertical surface of rock that has already been exposed by blasting or excavating.  2. The volume of the rock to be removed by blasting in a drill hole.  (ˈbərdˌən

burglar alarm  [ENG] An alarm in which interruption of electric current to a relay, caused, for example, by the breaking of a metallic tape placed at an entrance to a building, deenergizes the relay and causes the relay contacts to operate the alarm indicator. Also known as intrusion alarm.  (ˈbɔrˌglərˌəlˈaːrm

buried set-point method  [CONT SYS] A procedure for guiding a robot manipulator along a template, in which low-gain servomechanisms apply a force along the edge of the template, while the manipulator's tool is parallel to, and buried below, the template surface.  (ˈbərdˌsetˌpɔintˌmethˌəd

burn  [ENG] To consume fuel.  (ˈbərn

burn cut  See parallel cut.  (ˈbərnˌkət

burner  [CHEM ENG] A furnace where sulfur or sulfide ore are burned to produce sulfur dioxide and other gases.  [ENG] 1. The part of a fluid-burning device at which the flame is produced.  2. Any burning device used to soften old paint to aid in its removal.  3. A worker who operates a kiln which burns brick or tile.  4. A worker who alters the properties of a mineral substance by burning.  5. A worker who uses a flame-cutting torch to cut metals.  [MECH ENG] A unit of a steam boiler which mixes and directs the flow of fuel and air so as to ensure rapid ignition and complete combustion.  (ˈbɑrˌnər

burner windbox  [ENG] A chamber surrounding a burner, under positive air pressure, for proper distribution and discharge of secondary air.  (ˈbɑrˌnərˌwɪndˌbɒks

burnettize  [ENG] To saturate fabric or wood with a solution of zinc chloride under pressure to keep it from decaying.  (ˈbɑrnˌedˌi

burn-in  [ELECTR] Operation of electronic components before they are applied in order to stabilize their characteristics and reveal defects.  [ENG] See freeze.  (ˈbɑrnˌɪn

burning  [ENG] The firing of clay products placed in a kiln.  (ˈbɑrnˌnɪŋ

burning index  See fire-danger meter.  (ˈbɑrnˌnɪŋˌɪnˌdeks

burning point  [ENG] The lowest temperature at which a volatile oil in an open vessel will continue to burn when ignited by a flame held close to its surface; used to test safety of kerosine and other illuminating oils.  (ˈbɑrnˌnɪŋˌpɔint

burning quality  [ENG] Rated performance for a burning oil as determined by specified ASTM (American Society for Testing and Materials) tests.  (ˈbɑrnˌnɪŋˌkwɔrlˌədˌər
bushing

bushel

[MECH] Abbreviated bu.

[bush]

burnish [ENG] To polish or make shiny.

(burnished)

burnisher [ENG] A tool with a hard, smooth rounded edge or surface; used for finishing the edges of scraper blades, for smoothing or polishing plastic or metal surfaces, or for other applications requiring manipulation by rubbing.

(burnished)

Burnside boring machine [MECH ENG] A machine for boring in all types of ground with the feature of controlling water immediately if it is tapped.

(burn, std, "bör-in ma'shan")

bursting strength [MECH] The maximum inside pressure that a process vessel can safely withstand.

(burst, presh ar)

burton [MECH ENG] A small hoisting tackle with two blocks, usually a single block and a double block, with a hook block in the running part of the rope.

(burt on)

bus [ELEC] 1. A set of two or more electric conductors that serve as common connections between load circuits and each of the polarities (in direct-current systems) or phases (in alternating-current systems) of the source of electric power. 2. See busbar. [ELECTR] One or more conductors in a computer along which information is transmitted from any of several sources to any of several destinations. [ENG] A motor vehicle for carrying a large number of passengers.

(bas)

bus cable [ELECTR] An electrical conductor that can be attached to a bus to extend it outside the computer housing or join it to another bus within the same computer.

(bas, "kä-bal")

bushel [MECH] 1. A unit of volume of dry measure) used in the United States, equal to 2150.42 cubic inches or approximately 35.239 liters. 2. A unit of volume (liquid and dry measure) used in Britain, equal to 2219.36 cubic inches or 8 imperial gallons (approximately 36.369 liters).

(bush ald)

bush hammer [MECH ENG] A hand-held or power-driven hammer that has a serrated face containing pyramid-shaped points and is used to dress a concrete or stone surface.

(bush ham ar)

bushing [DES ENG] See nipple [ELEC] See sleeve. [MECH ENG] A removable piece of soft metal or graphite-filled sintered metal, usually in the form of a bearing, that lines a support for a shaft.

(bush in)

Butanizer process [CHEM ENG] A method of isomerizing normal butane into isobutane in the presence of hydrogen and a solid, noble-metal catalyst; used to prepare raw material in a gasoline alkylation process.

(byüd a-mar, pras as)

butane dehydrogenation [CHEM ENG] A process to remove hydrogen from butane to produce butene or butadiene.

(byü, tán, "və-par, fəz təm-ə-rəzən shən)

butane vapor-phase isomerization [CHEM ENG] A process to isomerize normal butane into isobutane in the presence of aluminum chloride catalyst and hydrogen chloride promoter.

(byü, tán, "və-par, fəz təm-ə-rəzən shən)

butt [BUILD] The bottom or cover edge of a shingle.

(bat)

butterfly damper See butterfly valve.

(bad ar, flı dam-par)

butterfly nut See wing nut.

(bad ar, flı , nat)

butterfly valve [ENG] A valve that utilizes a turnable disk element to regulate flow in a pipe or duct system, such as a hydraulic turbine or a ventilating system. Also known as butterfly damper.

(bad ar, flı , valv)

Butterworth filter [ELECTR] An electric filter whose pass band (graph of transmission versus frequency) has a maximally flat shape.

(bad ar, worth "fıl tar")

Butterworth head [MECH ENG] A mechanical hose head with revolving nozzles; used to wash down shipboard storage tanks.

(bat, "fyū-zhan")

butt fusion [ENG] The joining of two pieces of plastic or metal pipes or sheets by heating the ends until they are molten and then pressing them together to form a homogeneous bond.

(bat, "fowl tar")

butt gage [ENG] A tool used to mark the outline for the hinges on a door.

(bat, gaj)

butt joint [ELEC] A connection formed by placing the ends of two conductors together and joining them by welding, brazing, or soldering. [ENG] A joint in which the parts to be joined are fastened end to end or edge to edge with one or more cover plates (or other strengthening) generally used to accomplish the joining.

(bat, jənt)

buttock lines [ENG] The lines of intersection of the surface of an aircraft or its float, or of the hull of a ship, with its longitudinal vertical planes. Also known as buttocks.

(bad eks)

buttocks See buttock lines.

(bad eks)

button [ELECTR] 1. A small, round piece of metal alloyed to the base wafer of an alloy-junction transistor. Also known as dot. 2. The container that holds the carbon granules of a carbon microphone. Also known as carbon button.

(bat on)
button bit [DES ENG] A drilling bit made with button-shaped tungsten carbide inserts. {ˈbʌt·ənˌbɪt}

button die [DES ENG] A mating member, usually replaceable, for a piercing punch. Also known as die bushing. {ˈbʌt·ənˌdɪt}

buttonhead [DES ENG] A screw, bolt, or rivet with a hemispherical head. {ˈbʌt·ənˌhed}

buttress [CIV ENG] A pier constructed at right angles to a restraining wall on the side opposite to the restrained material, increases the strength and thrust resistance of the wall. {ˈbʊt·rəs}

buttress dam [CIV ENG] A concrete dam constructed as a series of buttresses. {ˈbʊt·rəsˌdəm}

buttress thread [DES ENG] A screw thread whose forward face is perpendicular to the screw axis and whose back face is at an angle to the axis, so that the thread is both efficient in transmitting power and strong. {ˈbʊt·rəsˌθrəd}

buzz [CONT SYS] See dither. [ELECTR] The condition of a combinatorial circuit with feedback that has undergone a transition, caused by the inputs, from an unstable state to a new state that is also unstable. {ˈbz]}

BWE See bucket-wheel excavator.

BWG See Birmingham wire gage.

BX cable [ELEC] Insulated wires in flexible metal tubing used for bringing electric power to electronic equipment. {ˈbiːeksˈkæbəl}

bypass [CIV ENG] A road which carries traffic around a congested district or temporary obstruction. [ENG] A shunt path around some element or elements of a circuit. [ELEC] A shunt path around some device or obstruction. {ˈbaɪˌpæs}

bypass channel [CIV ENG] 1. A channel built to carry excess water from a stream. Also known as flood relief channel; floodway. 2. A channel constructed to divert water from a main channel. {ˈbaɪˌpæsˌˈʃæln}{ˈbaɪˌpæsˌˈʃælnˌˈdæm}

bypass filter [ELECTR] Filter which provides a low-attenuation path around some other equipment, such as a carrier frequency filter used to bypass a physical telephone repeater station. {ˈbaɪˌpæsˌˈfɪltər}

bypass valve [ENG] A valve that opens to direct fluid elsewhere where a pressure limit is exceeded. {ˈbaɪˌpæsˌˈvalv}

by-product [ENG] A product from a manufacturing process that is not considered the principal material. {ˈbaɪˌprədˌʌkt}
c See calorie.
C See capacitance, capacitor, coulomb.
C See command and control. (ˈseˈtū)
cab [ENG] In a locomotive, truck, tractor, or hoisting apparatus, a compartment for the operator. (ˌkæb)
cabinet file [DES ENG] A coarse-toothed file with flat and convex faces used for woodworking. (ˈkæbəˌnætˈflil)
cabinet hardware [DES ENG] Parts for the final trim of a cabinet, such as fastening hinges, drawer pulls, and knobs. (ˈkæbəˌnætˈhɑrdˌwər)
cabinet saw [DES ENG] A short saw, one edge used for ripping, the other for crosscutting. (ˈkæbəˌnætˈsɔ̅)
cabinet scraper [DES ENG] A steel tool with a contoured edge used to remove irregularities on a wood surface. (ˈkæbəˌnætˌskrāpər)
cable [DES ENG] A stranded, rope-like assembly consisting of a cable extended between two or more towers. (ˈkæbəˌnætˈhɑrdˌwər)
cable buoy [ENG] A buoy used to mark one end of a submarine underwater cable during time of installation or repair. (ˈkæbəˌnætˈbɔi)
cable converter [MECH ENG] A powered conveyor in which a trolley runs on a flexible, torque-transmitting cable that has helical threads. (ˈkæbəˌnætˌkɔnˈvərər)
cable drilling [ENG] Rock drilling in which the rock is penetrated by percussion, at the bottom of the hole, of a bit suspended from a wire line and given motion by a beam pivoted at the center. (ˈkæbəˌbɔiˌdrilˌiŋ)
cable duct [ENG] A pipe, either earthenware or concrete, through which prestressing wires or electric cable are pulled. (ˈkæbəˌbɔiˌdʌkt)
cable-laid [DES ENG] Consisting of three ropes with a left-hand twist, each rope having three twisted strands. (ˈkæbəˌbɔiˌlæd)
cableman [ENG] A person who installs, repairs, or otherwise works with cables. (ˈkæbəˌmæn)
cable railway [MECH ENG] An inclined track on which rail cars travel, with the cars fixed to an endless steel-wire rope at equal spaces; the rope is driven by a stationary engine. (ˈkæbəˌbɔiˌträlˌwɔiər)
cable release [ENG] A wire plunger to actuate the shutter of a camera, thus avoiding undesirable camera movement. (ˈkæbəˌbɔilˈrɛlz)
cable-stayed bridge [CIV ENG] A modification of the cantilever bridge consisting of girders or trusses cantilevered both ways from a central tower and supported by inclined cables attached to the tower at top or sometimes at several levels. (ˈkæbəˌbɔiˌstædˌbɹiŋ)
cable-system drill See churn drill. (ˈkæbəˌsɪstəmˌdril)
cable-tool drilling [ENG] A drilling procedure in which a sharply pointed bit attached to a cable is repeatedly picked up and dropped on the bottom of the hole. (ˈkæbəˌbɔiˌtjuɬˌdrilˌiŋ)
cable vault [CIV ENG] A manhole containing electrical cables. (ˈeˈlektəl) Vault in which the outside plant cables are spliced to the tipping cables. (ˈkæbəˌbɔiˌvɔlt)
cableway [MECH ENG] A transporting system consisting of a cable extended between two or more points on which cars are propelled to transport bulk materials for construction operations. (ˈkæbəˌbɔiˌwaɪ)
cableway carriage [MECH ENG] A trolley that runs on main load cables stretched between two or more towers. (ˈkæbəˌbɔiˌwaɪˌkærəj)
caboos [ENG] A car on a freight train, often the last car, usually for use by the train crew. (ˈkæbəˌbɔiəs)
cab signal [ENG] A signal in a locomotive that informs the engine operator about conditions affecting train movement. (ˈkæbəˌsɪgnəl)
cadastral survey [CIV ENG] A survey made to establish property lines. (ˈkædəsˈtrəl)
cage [MECH ENG] A frame for maintaining uniform separation between the balls or rollers in a bearing. Also known as separator. (ˈkæj)
cage mill [MECH ENG] Pulverizer used to disintegrate clay, press cake, asbestos, packing-house by-products, and various tough, gummy, high-moisture-content or low-melting-point materials. (ˈkæjˌmil)
cairn [ENG] An artificial mound of rocks, stones, or masonry, usually conical or pyramidal, whose purpose is to designate or to aid in identifying a point of surveying or of cadastral importance. (ˈkærn)
caisson | CIV ENG | 1. A watertight, cylindrical or rectangular chamber used in underwater construction to protect workers from water pressure and soil collapse. 2. A float used to raise a sunken vessel. 3. See dry-dock caisson. 4. (kā,sān) | caisson foundation | CIV ENG | A shaft of concrete placed under a building column or wall and extending down to hardpan or rock. Also known as pier foundation. 4. (kā,sān foun’dā-shān) | caking | ENG | Changing of a powder into a solid mass by heat, pressure, or water. 4. (kāk′iŋ) | ca | See calorie. 5. Cal | See kilocalorie. 6. calandria | CHEM ENG | One of the tubes through which the heating fluid circulates in an evaporator (kā’län-drē-a) | calandria evaporator | See short-tube vertical evaporator. 4. (kā’län-drē-ə ’vap-ə,rad-ər) | calcimeter | ENG | An instrument for estimating the amount of lime in soils. 4. (kāl’sim-əd-ər) | calcination | CHEM ENG | A process in which a material is heated to a temperature below its melting point to effect a thermal decomposition or a phase transition other than melting. 4. (kāl’sō’nā-shān) | calcine | ENG | 1. To heat to a high temperature without fusing, as to heat unformed ceramic materials in a kiln, or to heat ores, precipitates, concentrates, or residues so that hydrates, carbonates, or other compounds are decomposed and the volatile material is expelled. 2. To heat under oxidizing conditions. 4. (kāl’sin) | calcining furnace | ENG | A heating device, such as a vertical-shaft kiln, that raises the temperature (but not to the melting point) of a substance such as limestone to make lime. Also known as calciner. 4. (kāl’sin’ə,for-nəs) | calefaction | ENG | 1. Warming. 2. The condition of being warmed. 4. (kāl’ə-fak-shān) | calender | ENG | 1. To pass a material between rollers or plates to thin it into sheets or to make it smooth and glossy. 2. The machine which performs this operation. 4. (kāl’ən-dar) | calibrating tank | ENG | A tank having known capacity used to check the volumetric accuracy of liquid delivery by positive-displacement meters. Also known as meter-proving tank. 4. (kāl’ə-brədg′iŋ ’tānk) | calibration curve | ENG | A plot of calibration data, giving the correct value for each indicated reading of a meter or control dial. 4. (kāl’ə-brə-shān ’kārv) | calibration markers | ENG | On a radar display, electronically generated marks which provide numerical values for the navigational parameters such as bearing, distance, height, or time. 4. (kāl’ə-brə-shān ’mār-kār) | California polymerization | CHEM ENG | A polymerization process for converting C₃–C₅ olefins to motor fuel by utilizing a catalyst of phosphoric acid on quartz chips. 4. (kāl’ə-pōr-ə-nō pa’lim-a-rə’zā-shān) | caliper | DES ENG | An instrument with two legs or jaws that can be adjusted for measuring linear dimensions, thickness, or diameter. 4. (kāl’ə-par) | calorigraph | DES ENG | An instrument, such as a microtrometer, of fixed size for calipering. 4. (kāl’ə-par’gāl) | calk | See caulk. 4. (kōk) | Callendar and Barnes’ continuous-flow calorimeter | ENG | A calorimeter in which the heat to be measured is absorbed by water flowing through a tube at a constant rate, and the quantity of heat is determined by the rate of flow and the temperature difference between water at ends of the tube. 4. (kāl’ə-n-dar ən ’bārnz kon’tin-yə-wa’zən’o-rə məd-ər) | Callendar’s compensated air thermometer | ENG | A type of constant-pressure gas thermometer in which errors resulting from temperature differences between the thermometer bulb and the connecting tubes and manometer used to maintain constant pressure are eliminated by the configuration of the connecting tubes. 4. (kāl’ə-n-dar’ kām-pən səd-əd ’er thər,məd-ər) | Callendar’s equation | THERMO | 1. An equation of state for steam whose temperature is well above the boiling point at the existing pressure, but is less than the critical temperature. 4. (V − 〈b〉 = (R T/p − (a T)), where V is the volume, R is the gas constant, T is the temperature, p is the pressure, a equals 10/3, and b equals 2. A very accurate equation relating temperature and resistance of platinum, according to which the temperature is the sum of a linear function of the resistance of platinum and a small correction term, which is a quadratic function of temperature. 4. (kāl’ə-n-dar’ ɪkwā’zən) | Callendar’s thermometer | See platinum resistance thermometer. 4. (kāl’ə-n-dar’ thər’məstər) | calorie | THERMO | Abbreviated cal, often designated c. 1. A unit of heat energy, equal to 4.1868 joules. Also known as International Table calorie (IT calorie). 2. A unit of energy, equal to the heat required to raise the temperature of 1 gram of water from 14.5°C to 15°C at a constant pressure of 1 standard atmosphere; equal to 4.1855 ± 0.0005 joules. Also known as fifteen-degrees calorie; gram-calorie (g-cal); small calorie. 3. A unit of heat energy equal to 4.184 joules; used in thermochromy. Also known as thermochemical calorie. 4. (kāl’ə-rē) | calorific value | ENG | Quantity of heat liberated on the complete combustion of a unit weight or unit volume of fuel. 4. (kāl’ə-rif’ik ’val-yū) | calorifier | ENG | A device that heats fluids by circulating them over heating coils. 4. (kāl’ərī-fər) | calorimeter | ENG | An apparatus for measuring heat quantities generated in or emitted by materials in processes such as chemical reactions, changes of state, or formation of solutions. 4. (kāl’ə-rim-əd-ər) | calorimetric test | ENG | The use of a calorimeter to determine the thermochemical characteristics
of propellants and explosives; properties normally determined are heat of combustion, heat of explosion, heat of formation, and heat of reaction.

calorimetry \[\text{ENG}\] The measurement of the quantity of heat involved in various processes, such as chemical reactions, changes of state, and formations of solutions, or in the determination of the heat capacities of substances; fundamental unit of measurement is the joule or the calorie (4.184 joules).

calyx \[\text{ENG}\] A steel tube that is a guide rod and is also used to cut catchings from a drill rod. Also known as bucket, sludge barrel; sludge bucket.

calyx drill \[\text{ENG}\] A rotary core drill with hardened steel shot for cutting rock. Also known as shot drill.

cam \[\text{MECH}\] A plate or cylinder which communicates motion to a follower by means of its edge or a groove cut in its surface.

cam acceleration \[\text{MECH}\] The acceleration of the cam follower.

camber \[\text{DES}\] Deviation from a straight line; the term is applied to a convex, edgewise sweep or curve, or to the increase in diameter at the center of rolled materials.

camber angle \[\text{MECH}\] The inclination from the vertical of the steerable wheels of an automobile.

cam cutter \[\text{MECH}\] A semiautomatic or automatic machine that produces the cam contour by swinging the work as it revolves; uses a master cam in contact with a roller.

cam dwell \[\text{DES}\] That part of a cam surface between the opening and closing acceleration sections.

cam engine \[\text{MECH}\] A piston engine in which a cam-and-roller mechanism seems to convert reciprocating motion into rotary motion.

camera study \[\text{See}\] memomotion study.

cam follower \[\text{MECH}\] The output link of a cam mechanism.

cam mechanism \[\text{MECH}\] A mechanical linkage whose purpose is to produce, by means of a contoured cam surface, a prescribed motion of the output link.

cam nose \[\text{MECH}\] The high point of a cam, which in a reciprocating engine holds valves open or closed.

cam pawl \[\text{MECH}\] A pawl which prevents a wheel from turning in one direction by a wedging action, while permitting it to rotate in the other direction.

Campbell-Stokes recorder \[\text{ENG}\] A sunshine recorder in which the time scale is supplied by the motion of the sun and which has a spherical lens that burns an image of the sun upon a specially prepared card.

Cantilever \[\text{ENG}\] 1. A beam or member securely fixed at one end and hanging free at the other end. 2. In particular, in an atomic force microscope a very small beam that has a tip attached to its free end; the deflection of the beam is used to measure the force between the tip and the sample.
cantilever bridge

to measure the force acting on the tip. \( \text{\textasciicircum} \) cantilever bridge \( \text{[CIV ENG]} \) A fixed bridge consisting of two spans projecting toward each other and joined at their ends by a suspended simple span. \( \text{\textasciicircum} \) cantilever footing \( \text{[CIV ENG]} \) A footing used to carry a load from two columns, with one column and one end of the footing placed against a building line or exterior wall. \( \text{\textasciicircum} \) cantilever retaining wall \( \text{[CIV ENG]} \) A type of wall formed of three cantilever beams: stem, toe projection, and heel projection. \( \text{\textasciicircum} \) cantilever spring \( \text{[MECH ENG]} \) A flat spring supported at one end and holding a load at or near the other end. \( \text{\textasciicircum} \) cantilever vibration \( \text{[MECH]} \) Transverse oscillatory motion of a body fixed at one end. \( \text{\textasciicircum} \) canti ng \( \text{[MECH]} \) Displacing the free end of a beam which is fixed at one end by subjecting it to a sideways force which is just short of that required to cause fracture. \( \text{\textasciicircum} \) canti ng strip \( \text{Ser water table.} \) \( \text{\textasciicircum} \) cant strip \( \text{[BUILD]} \) 1. A strip placed along the angle between a wall and a roof so that the roofing will not bend sharply. 2. A strip placed under the edge of the lowest row of tiles on a roof to give them the same slope as the other tiles. \( \text{\textasciicircum} \) cap \( \text{[ENG]} \) A detonating or blasting cap. \( \text{[kap]} \) capacitance \( \text{[ELEC]} \) The ratio of the charge on one of the conductors of a capacitor (there being an equal and opposite charge on the other conductor) to the potential difference between the conductors. Symbolized \( C \). Formerly known as capacity. \( \text{[ENG]} \) In a closed feedwater heater, or bands of colors as specified in the Electronic Industry Association color code. \( \text{[k} \) capacitance level indicator \( \text{[ENG]} \) A level indicator in which the material being monitored serves as the dielectric of a capacitor formed by a metal tank and an insulated electrode mounted vertically in the tank. \( \text{[k} \) capacitance meter \( \text{[ENG]} \) An instrument used to measure capacitance values of capacitors or of circuits containing capacitance. \( \text{[k} \) capacitance-operated intrusion detector \( \text{[ENG]} \) A boundary alarm system in which the approach of an intruder to an antenna wire encircling the protected area a few feet above ground changes the antenna-ground capacitance and sets off the alarm. \( \text{[k} \) capacitance standard \( \text{See standard capacitor.} \( \text{[k} \) capacitive coupling \( \text{[ELEC]} \) Use of a capacitor to transfer energy from one circuit to another. \( \text{[k} \) capacitive electrometer \( \text{[ENG]} \) An instrument for measuring small voltages; the voltage is applied to the plates of a capacitor when they are close together, then the voltage source is removed and the plates are separated, increasing the potential difference between them to a measurable value. Also known as condensing electrometer. \( \text{[k} \) capacitive pressure transducer \( \text{[ENG]} \) A measurement device in which variations in pressure upon a capacitive element proportionately change the element’s capacitive rating and thus the strength of the measured electric signal from the device. \( \text{[k} \) capacitor \( \text{[ELEC]} \) A device which consists essentially of two conductors (such as parallel metal plates) insulated from each other by a dielectric and which introduces capacitance into a circuit, stores electrical energy, blocks the flow of direct current, and permits the flow of alternating current to a degree dependent on the capacitor’s capacitance and the current frequency. Symbolized \( C \). Also known as condenser, electric condenser. \( \text{[k} \) capacitor bank \( \text{[ELEC]} \) A number of capacitors connected in series or in parallel. \( \text{[k} \) capacitor color code \( \text{[ELEC]} \) A method of marking the value on a capacitor by means of dots or bands of colors as specified in the Electronic Industry Association color code. \( \text{[k} \) capacitor hydrophone \( \text{[ENG ACOUS]} \) A capacitor microphone that responds to waterborne sound waves. \( \text{[k} \) capacitor loudspeaker \( \text{See electrostatic loudspeaker.} \( \text{[k} \) capacitor microphone \( \text{[ENG ACOUS]} \) A microphone consisting essentially of a flexible metal diaphragm and a rigid metal plate that together form a two-plate air capacitor; sound waves set the diaphragm in vibration, producing capacitance variations that are converted into audio-frequency signals by a suitable amplifier circuit. Also known as condenser microphone, electrostatic microphone. \( \text{[k} \) capacitor pickup \( \text{[ENG ACOUS]} \) A phonographic pickup in which movements of the stylus in a record groove cause variations in the capacitance of the pickup. \( \text{[k} \) capacity \( \text{See capacitance.} \( \text{[k} \) capacity correction \( \text{[ENG]} \) The correction applied to a mercury barometer with a nonadjustable cistern in order to compensate for the
carbon burning rate

change in the level of the cistern as the atmospheric pressure changes. (kapə-pas-əd-ət ə ˈkætə-kən)
capacity factor [IND ENG] The ratio of average actual use to the available capacity of an apparatus or industrial plant to store, process, treat, manufacture, or produce. (kapə-pas-əd-ət ə ˈfæktər)
cap crimper [ENG] A tool resembling a pliers that is used to press the open end of a blasting cap onto the safety fuse before placing the cap in the primer. (ˈkapˌkrɪm-ər)
cape chisel [DES ENG] A chisel that tapers to a flat, narrow cutting end; used to cut flat grooves. (ˈkæpˌ ˈkɪzəl)
cape foot [MECH] A unit of length equal to 0.3148584 meter. (ˈkæpˌ ˈfʊt)
capillarity correction [ENG] As applied to a mercury barometer, that part of the instrument correction which is required by the shape of the meniscus of the mercury. (ˈkapə-ələr-əd-ət ə ˈkætə-kən)
capillary collector [ENG] An instrument for collecting liquid water from the atmosphere; the collecting head is fabricated of a porous material having a pore size of the order of 30 micrometers; the pressure difference across the water-air interface prevents air from entering the capillary system while allowing free flow of water. (ˈkapəˌlər-ə ˈkætə-kər)
capillary drying [ENG] Progressive removal of moisture from a porous solid mass by surface evaporation followed by capillary movement of more moisture to the drying surface from the moist inner region, until the surface and core stabilize at the same moisture concentration. (ˈkapəˌlər-ə ˈdrət"

capillary electrometer [ENG] An electrometer designed to measure a small potential difference between mercury and an electrolytic solution in a capillary tube by measuring the effect of this potential difference on the surface tension between the liquids. Also known as Lippmann electrometer. (ˈkapəˌlər-əˌləkˌtərm-əd-ər)
capillary fitting [ENG] A pipe fitting having a socket-type end so that when the fitting is soldered to a pipe end, the solder flows by capillarity along the annular space between the pipe exterior and the socket within it, forming a tight fit. (ˈkapəˌlər-əˌ ˈfid"

capillary tube [ENG] A tube sufficiently fine so that capillary attraction of a liquid into the tube is significant. (ˈkapəˌlər-əˌ ˈtüb"
capillary viscometer [ENG] A long, narrow tube that is used to measure the laminar flow of fluids. (ˈkapəˌlər-əˌ ˈvisəkəm-əd-ər)
capital amount factor [IND ENG] Any of 20 common compound interest formulas used to calculate the equivalent uniform annual cost of all cash flows. (ˈkapəˌatəl əˌmeiənt ˌfækətər)
capital budgeting [IND ENG] Planning the most effective use of resources to obtain the highest possible level of sustained profits. (ˈkapəˌatəl ˈbæjəd-ət"
capital expenditure [IND ENG] Money spent for long-term additions or improvements and charged to a capital assets account. (ˈkapəˌatəl ˌikêtrendeˈchar)
capped fuse [ENG] A length of safety fuse with the cap or detonator crimped on before it is taken to the place of use. (ˈkapəˌfyəz)
capping [ENG] Preparation of a capped fuse. (ˈkapəˌiŋ)
cap screw [DES ENG] A screw which pulls magnetic tape through a machine at constant speed. (ˈkapˌsō̅n)
capstan nut [DES ENG] A nut whose edge has several holes, in one of which a bar can be inserted for turning it. (ˈkapˌstənˌnət)
capstan screw [DES ENG] A screw whose head has several radial holes, in one of which a bar can be inserted for turning it. (ˈkapˌstənˌskrə̅t̪)
capule [ENG] A boxlike component or unit, often sealed. (ˈkapəˌkoʊl)
captive fastener [DES ENG] A screw-type fastener that does not drop out after it has been unscrewed. (ˈkapəˌtivˌfəsənər"
captive test [ENG] A hold-down test of a propulsion subsystem, rocket engine, or motor. (ˈkapəˌtivˌtɛst"
capture area [ENG.ACOUS] The effective area of the receiving surface of a hydrophone, or the available power of the acoustic energy divided by its equivalent plane-wave intensity. (ˈkapəˌcharˌeər-ə)
capturing [ENG] The use of a torque to restrain the spin axis of a gyro to a specified position relative to the spin reference axis. (ˈkapəˌtʃər"

car See automobile. (kær)
Carathéodory's principle [THERMO] An expression of the second law of thermodynamics which says that in the neighborhood of any equilibrium state of a system, there are states which are not accessible by a reversible or irreversible adiabatic process. Also known as principle of inaccessibility. (ˌkærəˌðəˈdɔrˈɛzˌprɪnˈsəpəl)
carbide tool [DES ENG] A cutting tool made of tungsten, titanium, or tantalum carbides, having high heat and wear resistance. (ˌkærˈbɪdˌtʊl"
carbometer [ENG] An instrument for measuring the carbon content of steel by measuring magnetic properties of the steel in a known magnetic field. (ˌkærˈbɒməd-ər"
carbonation [CHEM ENG] The process by which a fluid, especially a beverage, is impregnated with carbon dioxide. (ˌkærˈbɒnəˈheɪnən)
carbon bit [DES ENG] A diamond bit in which the cutting medium is inset carbon. (ˌkærˈbɒnˈbɪt"
carbon burning rate [CHEM ENG] The weight of carbon burned per unit time from the catalytic-cracking catalyst in the regenerator. (ˌkærˈbɒnˈbɔrnˌræt̪)
carbon canister

See charcoal canister. {kʰær·bɑ́n ˈkɑ́n·ə·stɑːr}

carbon dioxide fire extinguisher [CHEM ENG] A type of chemical fire extinguisher in which the extinguishing agent is liquid carbon dioxide, stored under 800–900 pounds per square inch (5.5–6.2 megapascals) at normal room temperature. {kʰær·bɑ́n dɪˈækˌsid ˈfɜr ɪkˈstɪŋ·gwɪsh·ər}
carbon hydophone [ENG ACOUS] A microphone that responds to waterborne sound waves. {kʰær·bɑ́n ˈhi·draˌfɒn}
carbon knock [MECH ENG] Premature ignition resulting in knocking or pinging in an internal combustion engine caused when the accumulation of heat produces overheating in the cylinder. {kʰær·bɑ́n ɲɑ̃k}
carbon microphone [ENG ACOUS] A microphone in which a flexible diaphragm moves in response to sound waves and applies a varying pressure to a container filled with carbon granules, causing the resistance of the microphone to vary correspondingly. {kʰær·bɑ́n ˈmi·kraˌfɒn}
carbon-pile pressure transducer [ENG] A measurement device in which variations in pressure upon a conductive carbon core proportionately change the core's electrical resistance, and thus the strength of the measured electric signal from the device. {kʰær·bɑ́n ˈpɪl ˈpresh·ər tranz ˈduˌsɑr}
carbon residue [CHEM ENG] The quantity of carbon produced from a lubricating oil heated in a closed container under standard conditions. {kʰær·bɑ́n ˈrezˌəˌdjú}
carbon-residue test [CHEM ENG] A destructive-distillation method for estimation of carbon residues in fuels and lubricating oils. Also known as Conradson carbon test. {kʰær·bɑ́n ˈrezˌəˌdjú ˈtɛst}
carbon resistance thermometer [ENG] A highly sensitive resistance thermometer for measuring temperatures in the range 0.05–20 K, capable of measuring temperature changes of the order 10⁻⁸ degree. {kʰær·bɑ́n rɪˈʒɪz·tɑnθ ˈtɔrˌmɛm·ədər}
carbon transducer [ENG] A transducer consisting of carbon granules in contact with a fixed electrode and a movable electrode, so that motion of the movable electrode varies the resistance of the granules. {kʰær·bɑ́n tranzˈdjuˌsɑr}
carburetion [CHEM ENG] The process of enriching a gas by adding volatile carbon compounds, such as hydrocarbons, to it, as in the manufacture of carbureted water gas. [MECH ENG] The process of mixing fuel with air in a carburetor. {kʰær·bɑ́rəˈrɑːˌʃɑn}
carburetor [CHEM ENG] An apparatus for vaporizing, cracking, and enriching oils in the manufacture of carbureted water gas. [MECH ENG] A device that makes and controls the proportions and quantity of fuel-air mixture fed to a spark-ignition internal combustion engine. {kʰær·bɑ́ˌredˌɑr}
carburetor icing [MECH ENG] The formation of ice in an engine carburetor as a consequence of expansive cooling and evaporation of gasoline. {kʰær·bɑ́ˌredˌɑrˌɪŋ}
card [ELECTR] A printed circuit board or other arrangement of miniaturized components that can be plugged into a computer or peripheral device. {kʰɑrd}
Cardan joint See Hooke’s joint. {kʰɑrd ˈdɑnˌdʒɔnt}
Cardan motion [MECH ENG] The straight-line path followed by a moving centroid in a four-bar centroid linkage. {kʰɑrd ˈdɑnˌmoʊˌʃɑn}
Cardan shaft [MECH ENG] A shaft with a universal joint at its end to accommodate a varying shaft angle. {kʰɑrd ˈdɑnˌʃɑft}
Cardan’s suspension [DES ENG] An arrangement of rings in which a heavy body is mounted so that the body is fixed at one point; generally used in a gyroscope. {kʰɑrd ˈdɑnˌsənˌsjuˌnʃən}
card-edge connector [ELEC] A connector that mates with printed-wiring leads running to the edge of a printed circuit board on one or both sides. Also known as edgeboard connector. {kʰɑrdˌeɪ ˈkɑnˌeɪkˈtɔr}
cardioid microphone [ENG ACOUS] A microphone having a heart-shaped, or cardioid, response pattern, so it has nearly uniform response for a range of about 180° in one direction and minimum response in the opposite direction. {kʰɑrdˌeɪdˌɪdˌmi·kraˌfɒn}
cardioid pattern [ENG] Heart-shaped pattern obtained as the response or radiation characteristic of certain directional antennas, or as the response characteristic of certain types of microphones. {kʰɑrdˌeɪdˌɪdˌpædˌəˌrɛs}
card key access [ENG] A physical security system in which doors are unlocked by placing a badge that contains magnetically coded information in proximity to a reading device, some systems also require the typing of this information on a keyboard. {kʰɑrdˌkiˌeɪˌkeɪˈses}
car dump [MECH ENG] Any one of several devices for unloading industrial or railroad cars by rotating or tilting the car. {kʰɑrdˌdʌmp}
car-following theory [ENG] A mathematical model of the interactions between motor vehicles in terms of relative speed, absolute speed, and separation. {kʰɑrdˌfolˈəwɪŋ ˌθiˈeɪˌsəˈreɪtər}
cargo boom [MECH ENG] A long spar extending from the mast of a derrick to support or guide objects lifted or suspended. {kʰɑrgoʊˌboʊmˌbʌmˌsɑr}
cargo mill [IND ENG] A sawmill equipped with docks so the product can be loaded directly onto ships. {kʰɑrgoʊˌmɪlˌmɪlˌdjuˈsɑr}
cargo winch [MECH ENG] A motor-driven hoisting machine for cargo having a drum around which a chain or rope winds as the load is lifted. {kʰɑrgoʊˌwɪntʃˌwɪntʃˌwɪntʃˌwɪntʃ}
carillon [ENG] A musical instrument played from a keyboard with two or more full chromatic octaves of fine bells shaped for homogeneity of timbre. {kʰɑrləˈlɔn}
Carnot–Clausius equation [THERMO] For any system executing a closed cycle of reversible changes, the integral over the cycle of the infinitesimal amount of heat transferred to the system divided by its temperature equals 0. Also
Carnot cycle
A hypothetical cycle consisting of four reversible processes in succession: an isothermal expansion and heat addition, an isentropic expansion, an isothermal compression and heat rejection process, and an isentropic compression.

Carnot efficiency
The efficiency of a Carnot engine receiving heat at a temperature absolute $T_1$ and giving it up at a lower temperature absolute $T_2$; equal to $(T_1 - T_2)/T_1$. (kär'nō̆ ˌsi-kāl)

Carnot engine
An ideal, frictionless engine which operates in a Carnot cycle. (kär'nō̆ ˌen-i̇-jən)

Carnot number
A property of two heat sinks, equal to the Carnot efficiency of an engine operating between them. (kär'nō̆ ˌnäm-bar)

Carnot's theorem
1. The theorem that all Carnot engines operating between two given temperatures have the same efficiency, and no cyclic heat engine operating between two given temperatures is more efficient than a Carnot engine. 2. The theorem that any system has two properties, the thermodynamic temperature $T$ and the entropy $S$, such that the amount of heat exchanged in an infinitesimal reversible process is given by $dQ = TdS$; the thermodynamic temperature is a strictly increasing function of the empirical temperature measured on an arbitrary scale. (kär'hoz ˌthir-ən)

carousel
A rotating transport system that transfers and presents workpieces for loading and unloading by a robot or other machine. (kær-ˈə-sel)

carpenter's level
A bar, usually of aluminum or wood, containing a spirit level. (kär-pən-tər ˌlēv-əl)

car retarder
A device located along the track to reduce or control the velocity of railroad or mine cars. (kär-rēt-dər)

carriage
1. A device that moves in a pre-determined path in a machine and carries some other part, such as a recorder head. 2. A mechanism designed to hold a paper in the active portion of a printing or typing device, for example, a typewriter carriage. (MECH ENG) A structure on an industrial truck or stacker that supports forks or other attached equipment and travels vertically within the mast. (kär-ɪ-jə)

carriage bolt
A round-head type of bolt with a square neck, used with a nut as a through bolt. (kär-ɪ-jə ˌbōlt)

carriage stop
A device added to the outer way of a lathe bed for accurately spacing grooves, turning multiple diameters and lengths, and cutting off pieces of specified thickness. (kär-ɪ-jə ˌstāp)

carrier
Any machine for transporting materials or people. (kær-ər)

carrier line
Any transmission line used for multiple-channel carrier communication. (kær-ər līn)

carrier pipe
Pipe used to carry or conduct fluids, as contrasted with an exterior protective or casing pipe. (kær-ər ˌpaɪp)

carousel
In an assembly-line operation, a conveyor that moves objects in a complete circuit on a horizontal plane. (kær-əl)

carrying capacity
The maximum amount of current or power that can be safely handled by a wire or other component. (kær-ər-ing ˌkār-pəs-əd-

carry-over
Unwanted liquid or solid material carried by the overhead effluent from a fractionating column, absorber, or reaction vessel. (kär-ərˌe-dər)

car stop
An appliance used to arrest the movement of a mine or railroad car. (kär ˌstāp)

Cartesian-coordinate robot
A robot having orthogonal, sliding joints and supported by a nonrotary base as the axis. (kär-tēz-ən ˌkoʊˌstār-

Cartesian diver manostat
A manometer arrangement by which a specified low pressure (high vacuum) is maintained via the rise or submergence of a marginally buoyant float within a liquid mercury reservoir. (kär-tēz-ən ˌdɪv-ərˌmən-ə-stāt)

cartridge
A cylindrical, waterproof, paper shell filled with high explosive and closed at both ends; used in blasting. (ENG) See phonograph pickup; tape cartridge. (kär-trij)

cartridge filter
A filter for the clarification of process liquids containing small amounts of solids; turgid liquid flows between thin metal disks, assembled in a vertical stack, to openings in a central shaft supporting the disks, and solids are trapped between the disks. (kär-trijˌfi-lər)

cartridge starter
An explosive device which, when placed in an engine and detonated, moves a piston, thereby starting the engine. (kär-trijˌstār-de-

car tunnel kiln
A long kiln with the fire located near the midpoint; ceramic ware is fired by loading it onto cars which are pushed through the kiln. (kār ˌtān-əlˌkiln)

Casale process
A process that employs promoted iron oxide catalyst for synthesis of ammonia from nitrogen and hydrogen. (kāsəl ˌprās-əs)

cascade
An electric-power circuit arrangement in which circuit breakers of reduced interrupting ratings are used in the branches, the circuit breakers being assisted in their protection function by other circuit breakers which operate almost instantaneously. Also known as backup arrangement. (ELECTR) See avalanche. (ENG) An arrangement of separation devices, such as isotope separators, connected in series
cascade compensation

so that they multiply the effect of each individual device.  (ka'śkād']
cascade compensation [CONT SYS] Compensation in which the compensator is placed in series with the forward transfer function. Also known as series compensation, tandem compensation.  (ka'śkād kām-pān'sā-shān]
cascade control [CONT SYS] An automatic control system in which various control units are linked in sequence, each control unit regulating the operation of the next control unit in line.  (ka'śkād kan'trōl]
cascade cooler [CHEM ENG] Fluid-cooling device through which the fluid flows in a series of horizontal tubes, one above the other; cooling water from a trough drips over each tube, then to a drain. Also known as serpentine cooler, trickle cooler.  (ka'śkād kū-lār]
cascaded [ENG] Of a series of elements or devices, arranged so that the output of one feeds directly into the input of another, as a series of dynodes or a series of airfoils.  (ka'śkād-ād]
cascade impactor [ENG] A low-speed impaction device for use in sampling both solid and liquid atmospheric suspensoids; consists of four pairs of jets (each of progressively smaller size) and sampling plates working in series and designed so that each plate collects particles of one size range.  (ka'śkād lim'pāk-tār]
cascade limiter [ELECTR] A limiter circuit that uses two vacuum tubes in series to give improved limiter operation for both weak and strong signals in a frequency-modulation receiver. Also known as double limiter.  (ka'śkād 'lim-ād-ār]
cascade mixer-settler [CHEM ENG] Series of liquid-holding vessels with stirrers, each connected to an unstirred vessel in which solids or heavy immiscible liquids settle out of suspension; light liquid moves through the mixer-settler units, countercflowing to heavy material, in such a manner that fresh liquid contacts treated heavy material, and spent (used) liquid contacts fresh (untreated) heavy material.  (ka'śkād 'mik-sār 'set-lār]
cascade pulverizer [MECH ENG] A form of tumbling pulverizer that uses large lumps to do the pulverizing.  (ka'śkād 'pōl-vār, rīz-ār]
cascade system [MECH ENG] A combination of two or more refrigeration systems connected in series to produce extremely low temperatures, with the evaporator of one machine used to cool the condenser of another.  (ka'śkād 'sīs-tām]
cascade tray [CHEM ENG] A fractionating apparatus that consists of a series of parallel troughs arranged in stair-step fashion.  (ka'śkād 'trā]
cascading [MECH ENG] An effect in which a failure of an electrical power system causes this system to draw excessive amounts of power from power systems which are interconnected with it, causing them to fail, and these systems cause adjacent systems to fail in a similar manner, and so forth.  (MECH ENG] An effect in ball-mill rotating devices when the upper level of crushing bodies breaks clear and falls to the top of the crop load.  (ka'śkād-īg]
crashing [MECH ENG] A flow of water into the closed shell of a feedwater heater from a water source maintained at a higher pressure.  (ka'śkād-īg 'drān]
case [ENG] An item designed to hold a specific item in a fixed position by virtue of conforming dimensions or attachments, the item which it contains is complete in itself for removal and use outside the container.  (ka"

case bay [BUILD] A division of a roof or floor, consisting of two principal rafters and the joists between them.  (ka"

casement window [BUILD] A window hinged on the side that opens to the outside.  (ka"

casing [ENG] A light-tight container designed to hold photographic film or plates. [ENG ACOUS] A small, compact container that holds a magnetic tape and can be readily inserted into a matching tape recorder for recording or playback; the tape passes from one hub within the container to the other hub.  (ka"

casing drain [MECH ENG] A flow of water into the closed shell of a feedwater heater from a water source maintained at a higher pressure.  (ka"

casing shoe [ENG] A long-tooth, saw-tooth bit.  (ka"

casting [ENG] A type of hexagonal nut with a cylindrical portion above through which slots are cut so that a cotter pin or safety wire can hold it in place.  (ka"

caster [ENG] 1. The inclination of the kingpin or its equivalent in automotive steering, which is positive if the kingpin inclines forward, negative if it inclines backward, and zero if it is vertical as viewed along the axis of the front wheels. 2. A wheel which is free to swivel about an axis at right angles to the axis of the wheel, used to support trucks, machinery, or furniture.  (ka"

90
catforming

cast-film extrusion  See chill-roll extrusion.  (\textit{kast \textit{film} \textit{ik'strii\-zhan}})

Castiglione's principle  See Castiglione's theorem.  (\textit{kast-tii\-\textit{la}-\textit{noz}, \textit{prin\-sa-pal}})

Castiglione's theorem  [MECH] The theorem that the component in a given direction of the deflection of the point of application of an external force on an elastic body is equal to the partial derivative of the work of deformation with respect to the component of the force in that direction. Also known as Castiglione's principle.  (\textit{kast-tii\-\textit{la}-\textit{noz}, \textit{thir-\textit{m}}-\textit{m}})

casting  See cast.  (\textit{\textit{kast-iq}})

casting area  [ENG] In plastics injection molding, the moldable area of a thermoplastic material for a given thickness and under given conditions of molding.  (\textit{\textit{kast-iq}, \textit{e-r\-e-\textit{a}}})

casting strain  [MECH] Any strain that results from the cooling of a casting, causing casting stress.  (\textit{\textit{kast-iq}, \textit{str\-i\-n}})

casting stress  [MECH] Any stress that develops in a casting due to geometry and casting shrinkage.  (\textit{\textit{kast-iq}, \textit{str\-i\-n}})

Castner cell  [CHEM ENG] A type of mercury cell used in the commercial production of chlorine and sodium.  (\textit{\textit{kast-nar}, \textit{sel}})

Castner process  [CHEM ENG] A process used industrially to make high-test sodium cyanide by reacting sodium, glowed charcoal, and dry ammonia gas to form sodamide, which is converted to cyanamide immediately; the cyanamide is converted to cyanide with charcoal.  (\textit{\textit{kast-nar}, \textit{pras-\textit{as}}}\

set casting  See mechanical setting.  (\textit{\textit{kast}, \textit{sed-iq}})

catalyst stripping  [CHEM ENG] Introduction of steam to remove hydrocarbons retained on the catalyst, the steam is introduced where the spent catalyst leaves the reactor.  (\textit{\textit{kad\-\textit{al\-ast}, \textit{strip-iq}}})

catalytic activity  [CHEM ENG] The ratio of the space velocity of a catalyst being tested, to the space velocity required for a standard catalyst to give the same conversion as the catalyst under test.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{aktiv\-ad-\textit{e}}} }})

catalytic converter  [CHEM ENG] A device that is fitted to the exhaust system of an automotive vehicle and contains a catalyst capable of converting potentially polluting exhaust gases into harmless or less harmful products.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{kan\-vard-\textit{ar}}} }})

catalytic cracker  See catalytic cracking unit.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{krak-ar}}} })

catalytic cracking  [CHEM ENG] Conversion of high-boiling hydrocarbons into lower-boiling types by a catalyst.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{krak-iq}}} })

catalytic cracking unit  [CHEM ENG] A unit in a petroleum refinery in which a catalyst is used to carry out cracking of hydrocarbons. Also known as catalytic cracker.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{krak-iq}, \textit{yu\-nat}}} })

catalytic hydrogenation  [CHEM ENG] Hydrogenating by means of catalysts such as nickel or palladium.  (\textit{\textit{kad\-\textit{al\-id\-ik \textit{hi\-dru-j\-a\-n\-a\-shon}}} })

catalytic polymerization  [CHEM ENG] Polymerization of monomers to form high-molecular-weight molecules in the presence of catalysts.  (\textit{\textit{kad\-\textit{al\-id\-ik pa\-lim\-\textit{a-r\-a\-z\-a\-shon}}} })

catalytic reforming  [CHEM ENG] Rearranging of hydrocarbon molecules in a gasoline boiling-range feedstock to form hydrocarbons having a higher antiknock quality. Abbreviated CR.  (\textit{\textit{kad\-\textit{al\-id\-ik r\-\textit{t\-f\-ri\-m\-n}}} })

cat-and-mouse engine  [MECH ENG] A type of rotary engine, typified by the Tschudi engine, which is an analog of the reciprocating piston engine, except that the pistons travel in a circular motion. Also known as scissor engine.  (\textit{\textit{kat\-\textit{on \textit{maus}, \textit{en\-jan}}} })

cataracting  [MECH ENG] A motion of the crushed bodies in a ball mill in which some, leaving the top of the crop load, fall with impact to the toe of the load.  (\textit{\textit{kat\-\textit{ar}, \textit{rak-iq}}} )

catastrophic failure  [ENG] 1. A sudden failure without warning, as opposed to degradation failure.  2. A failure whose occurrence can prevent the satisfactory performance of an entire assembly or system.  (\textit{\textit{kad\-\textit{stra\-f\-ik \textit{fa\-l\-yar}}} })
catch  [DES ENG] A device used for fastening a door or gate and usually operated manually from only one side, for example, a latch.  (\textit{\textit{kach}})

catch basin  [CIV ENG] 1. A basin at the point where a street gutter empties into a sewer, built to catch matter that would not easily pass through the sewer.  2. A well or reservoir into which surface water may drain off.  (\textit{\textit{kach \textit{ba\-san}}} )
catching diode  [ELECTR] Diode connected to act as a short circuit when its anode becomes positive; the diode then prevents the voltage of a circuit terminal from rising above the diode cathode voltage.  (\textit{\textit{kach\-\textit{ig}, \textit{di\-\textit{id}}} })
catchwater  [CIV ENG] A ditch for catching water on sloping land.  (\textit{\textit{kach, wod-ar}})
cat cracker  [CHEM ENG] A refinery unit where catalytic cracking is done.  (\textit{\textit{kat, \textit{krak-ar}}} )

catenary suspension  [ENG] Holding a flexible wire or chain aloft by its end points; the wire or chain takes the shape of a catenary.  (\textit{\textit{kat\-\textit{a\-ner\-e\-sa\-pen\-shan}}} )
caterpillar  [MECH ENG] A vehicle, such as a tractor or army tank, which runs on two endless belts, one on each side, consisting of flat treads and kept in motion by toothed driving wheels.  (\textit{\textit{kad\-\textit{ar}, pil\-ar}})
caterpillar chain  [DES ENG] A short, endless chain on which dogs (grippers) or teeth are arranged to mesh with a conveyor.  (\textit{\textit{kad-ar, pil-ar, ch\-\textit{an}}} )
caterpillar gate  [CIV ENG] A steel gate carried on crawler tracks that is used to control water flow through a spillway.  (\textit{\textit{kad-ar, pil-ar, gat}})
cat forming  [CHEM ENG] A naphtha-reforming process with a catalyst of platinum-silica-alumina which results in very high hydrogen purity.  (\textit{\textit{kat, \textit{for\-mi\-n}}} )
cathetometer  [ENG] An instrument for measuring small differences in height, for example, between two columns of mercury. { [kəθˈtɛmər]} 
cathode  [ELEC] The terminal at which current leaves a primary cell or storage battery, it is negative with respect to the device, and positive with respect to the external circuit. [ELECTR] 1. The primary source of electrons in an electron tube; in directly heated tubes the filament is the cathode, and in indirectly heated tubes a coated metal cathode surrounds a heater. Designated K. Also known as negative electrode. 2. The terminal of a semiconductor diode that is negative with respect to the other terminal when the diode is biased in the forward direction. { [ˈkæθd]} 
cathode efficiency  [CHEM ENG] The proportion of current used for completion of a given process at the cathode. { [ˈkæθˌdˌiʃəˈnᵻs]} 
cathode-ray tube  [ELECTR] An electron tube in which a beam of electrons can be focused to a small area and varied in position and intensity on a surface. Abbreviated CRT. Originally known as Braun tube; also known as electron-ray tube. { [ˈkæθˌdˌreɪˌtjuː]} 
cathodic inhibitor  [CHEM ENG] A compound, such as calcium bicarbonate or sodium phosphate, which is deposited on a metal surface in a thin film that operates at the cathodes to provide physical protection and reduces surface area against corrosive attack in a conducting medium. { [ˌkæθˈdɪdˌɪkər ɪnˈhaɪbədˌɑr]} 
catwalk  [ENG] A narrow, raised platform or pathway used for passage to otherwise inaccessible areas, such as a raised walkway on a ship permitting fore and aft passage when the main deck is awash, a walkway on the roof of a freight car, or a walkway along a vehicular bridge. { [ˈkætˌwɔk]} 
caul  [ENG] A sheet of metal or other material that is heated and used to equalize pressure during fabricating plywood, shaping surface veneer, and hot-pressing composite materials. { [kəl]} 
caulk  [ENG] To make a seam or point airtight, watertight, or steamtight by driving in caulking compound, dry pack, lead wool, or other material. Also spelled sealed. { [kɔk]} 
caulking iron  [DES ENG] A tool for applying caulking to a seam. { [ˈkɔkˌɪŋˌɪˌtʃɪm]} 
causality  [MECH] In classical mechanics, the principle that the specification of the dynamical variables of a system at a given time, and of the external forces acting on the system, completely determines the values of dynamical variables at later times. Also known as determinism. { [ˌkɔˈzaʊlˌdəˈrɛ]} 
causal system  [CONT SYS] A system whose response to an input does not depend on values of the input at later times. Also known as non-anticipatory system, physical system. { [ˌkɔˈzaʊlˌsɪsˈtɛm]} 
causticization  [CHEM ENG] A process for converting an alkaline carbonate into lime. { [ˈkɔstʃəˈsaʊtʃən]} 
caustic treater  [CHEM ENG] A vessel containing a strong alkali through which solutions are passed for removal of undesirable substances, for example, sulfides, mercaptans, or acids. { [ˈkoʊˌstɪkˌtredər]} 
cautious control  [CONT SYS] A control law for a stochastic adaptive control system which hedges and uses lower gain when the estimates are uncertain. { [ˈkoʊʃəsˌkʌnˈtrɔl]} 
cave  [ENG] A pit or tunnel under a glass furnace for collecting ashes or raking the fire. { [kæv]} 
Cavendish balance  [ENG] An instrument for determining the constant of gravitation, in which one measures the displacement of two small spheres of mass \( m \), which are connected by a light rod suspended in the middle by a thin wire, caused by bringing two large spheres of mass \( M \) near them. { [ˈkævənˌdɪʃ ˈbaləns]} 
savings  See slough. { [ˈkævənˌdɪʃ ˈsælvɪŋz]} 
cavitation  [ENG] Pitting of a solid surface such as metal or concrete. { [ˌkævəˈtʃɪteɪʃən]} 
cavitation resistance inducer  [MECH ENG] In liquid flows through rotating machinery, an axial flow pump with high-solidity blades that is used in front of a main pump in order to increase the inlet head and thereby prevent cavitation in the downstream impeller. { [ˌkævəˈtʃɪteɪʃən ˈrɪzərˌdəns]} 
cavity frequency meter  [ENG] A device that employs a cavity resonator to measure microwave frequencies. { [ˌkævəˈtʃɪteɪʃən ˈfrɛkˌveɪnsˌfriˌmiˈweɪtəz]} 
cavity impedance  [ELECTR] The impedance of the cavity of a microwave tube which appears across the gap between the cathode and the anode. { [ˌkævəˈtʃɪteɪʃən ˈɪmˈpɛdəns]} 
cavity magnetron  [ELECTR] A magnetron having a number of resonant cavities forming the anode, used as a microwave oscillator. { [ˌkævəˈtʃɪteɪʃən ˈmæɡˌneɪtˈrɒn]} 
cavity radiator  [THERMO] A heated enclosure with a small opening which allows some radiation to escape or enter, the escaping radiation approximates that of a blackbody. { [ˌkævəˈtʃɪteɪʃən ˈreɪdəˌdɪˈædər]} 
cavity resonance  [ENG ACOUS] The natural resonant vibration of a loudspeaker baffle; if in the audio range, it is evident as unpleasant emphasis of sounds at that frequency. { [ˌkævəˈtʃɪteɪʃən ˈrɪznəns]} 
cavity wall  [BUILD] A wall constructed in two separate thicknesses with an air space between, provides thermal insulation. Also known as hollow wall. { [ˌkævəˈtʃɪteɪʃən ˈwɔl]} 
c axis  [MECH ENG] The angle that specifies the rotation of a machine tool about the z axis. { [ˈsɛkˌasˌsæs]} 
CCD  See charge-coupled device. 
chart  [IND ENG] A quality-control chart showing number of defects in subgroups of constant size, gives information concerning quality level, its variability, and evidence of assignable causes of variation. { [ˈsɛkˌχært]}
center of force

cement injector See cement gun. {sɪˈmɛnt ɪnˈdʒɛktər}
cement kiln [ENG] A kiln used to fire cement to less than complete melting. {sɪˈmɛnt ˈkɪln}
cement mill [MECH] A mill for grinding rock to a powder for cement. {sɪˈmɛnt ˈmil}
cement pump [MECH] A piston device used to move concrete through pipes. {sɪˈmɛnt ˈpʌmp}
cement silo [ENG] A silo used to store dry, bulk cement. {sɪˈmɛnt ˈsɪlō}
cement valve [MECH] A ball-, flapper-, or clack-type valve placed at the bottom of a string of casing, through which cement is pumped, so that when pumping ceases, the valve closes and prevents return of cement into the casing. {sɪˈmɛnt ˈvɛlv}
centare See centiare. {ˈsɛnˌtɑr}
center [ENG] A manufacturing unit containing a number of interconnected cells. {ˈsɛnˌtɔr}
center-bearing swing bridge [CIV ENG] A type of swing bridge that has a single large bearing on a pier, called the pivot pier, in the waterway. {ˈsɛnˌtɔr ˈberˌɪŋ ˈswɪŋ ˈbriːj}
center drill [ENG] A two-fluted tool consisting of a twist drill with a 60° countersink; used to drill countersink center holes in a workpiece to be mounted between centers for turning or grinding. {ˈsɛnˌtɔr ˈdrɪl}
center gage [DES ENG] A gage used to check angles, for example, the angles of cutting tool points or screw threads, or the angular position of cutting tools. {ˈsɛnˌtɔr ˈgeɪj}
center-gated mold [ENG] A plastics injection mold with the filling orifice interconnected to the nozzle and the center of the cavity area. {ˈsɛnˌtɔr ˈɡeɪt ˈmɑld}
centering [CIV ENG] A curved, temporary support for an arch or dome during a casting or laying operations. {ˈsɛnˌtɔr ŋiŋ}
centering machine [MECH] A machine for drilling and countersinking work to be turned on a lathe. {ˈsɛnˌtɔr ŋiŋ ˈmaʃən}
centerless grinder [MECH] A cylindrical metal-grinding machine that carries the work on a support or blade between two abrasive wheels. {ˈsɛnˌtɔr ˈlɛs ˈgrɪnˈdər}
center line [ENG] A line that represents an axis of symmetry on a plane figure such as a plan for a structure or a machine. {ˈsɛnˌtɔr ˈlайн}
center of attraction [MECH] A point toward which a force acts on a body or particle (such as gravitational or electrostatic force) is always directed. The magnitude of the force depends only on the distance of the body or particle from this point. {ˈsɛnˌtɔr əv ˈəʊtrəktʃən}
center of buoyancy [MECH] The point through which acts the resultant force exerted on a body by a static fluid in which it is submerged or floating, located at the centroid of displaced volume. {ˈsɛnˌtɔr əv ˈbɔɪənəˈnæns}
center of force [MECH] The point toward or from which a central force acts. {ˈsɛnˌtɔr əv ˈfɔːrς}

Celsius degree See [THERMO] Unit of temperature interval or difference equal to the kelvin. {ˈsɛlˌsɪəs ˈdiˈrɛntʃəl}
Celsius temperature scale [THERMO] Temperature scale in which the temperature \( T \), in degrees Celsius (°C), is related to the temperature \( T_k \) in kelvins by the formula \( T = T_k - 273.15 \); the freezing point of water at standard atmospheric pressure is very nearly 0°C and the corresponding boiling point is very nearly 100°C. Formerly known as centigrade temperature scale. {ˈsɛlˌsɪəs ˈtemprərətʃər ˈskɔl}
cementation [ENG] 1. Plugging a cavity or drill hole with cement. Also known as dental work. 2. Consolidation of loose sediments or sand by injection of a chemical agent or binder. {ˈsɛmˌteɪnəˈteɪnən}
cement gun [MECH ENG] 1. A machine for mixing, wetting, and applying refractory mortars to hot furnace walls. Also known as cement injector. 2. A mechanical device for the application of cement or mortar to the walls or roofs of mine openings or building walls. {sɪˈmɛnt ˈgʌn}

CD-4 sound See compatible discrete four-channel sound. {sɪˈdɛld ˈfɔrˌsænd}
ceiling [BUILD] The covering made of plaster, boards, or other material that constitutes the overhead surface in a room. {ˈsɛlˌlɪŋ}
ceiling light [ENG] A type of cloud-height indicator which uses a searchlight to project vertically a narrow beam of light onto a cloud base. Also known as ceiling projector. {ˈsɛlˌlɪŋ ˈlɪjt}
ceiling projector See ceiling light. {ˈsɛlˌlɪŋ ˈprəˌjɛktər}
ceilometer [ENG] An automatic-recording cloud-height indicator. {sɛlˈtəʊməˌtər}
cell [ELEC] A single unit of a battery. [IND ENG] A manufacturing unit consisting of a group of work stations and their interconnecting materials-transport mechanisms and storage buffers. {sɛl}
cellular cofferdam [CIV ENG] A cofferdam consisting of interlocking sheet-steel piling driven as a series of interconnecting cells; cells may be of circular type or of straight-wall diaphragm type, space between lines of pilings is filled with sand. {ˈsɛlˌɪəˈlɑr ˈkɒfərˌdæm}
cellular horn See multicellular horn. {ˈsɛlˌɪəˈlɔr ˈhɔrn}
cellular manufacturing [IND ENG] A type of manufacturing in which equipment is organized into groups or cells according to function and intermachine relationships. {ˈsɛlˌɪəˈlɔr ˈmənˈʃərəlˌfɔrˌmənˌʃərəl}
cellular stration [ENG] Stratum of cells inside a cellular-plastic object that differs noticeably from the cell structure of the remainder of the material. {ˈsɛlˌɪəˈlɔr ˈstrəˌteɪʃən}
celo [MECH] A unit of acceleration equal to the acceleration of a body whose velocity changes uniformly by 1 foot (0.3048 meter) per second in 1 second. {ˈsɛlˌəʊ}

Celsius degree See [THERMO] Unit of temperature interval or difference equal to the kelvin. {ˈsɛlˌsɪəs ˈdiˈrɛntʃəl}
Celsius temperature scale [THERMO] Temperature scale in which the temperature \( T \), in degrees Celsius (°C), is related to the temperature \( T_k \) in kelvins by the formula \( T = T_k - 273.15 \); the freezing point of water at standard atmospheric pressure is very nearly 0°C and the corresponding boiling point is very nearly 100°C. Formerly known as centigrade temperature scale. {ˈsɛlˌsɪəs ˈtemprərətʃər ˈskɔl}
cementation [ENG] 1. Plugging a cavity or drill hole with cement. Also known as dental work. 2. Consolidation of loose sediments or sand by injection of a chemical agent or binder. {ˈsɛmˌteɪnəˈteɪnən}
cement gun [MECH ENG] 1. A machine for mixing, wetting, and applying refractory mortars to hot furnace walls. Also known as cement injector. 2. A mechanical device for the application of cement or mortar to the walls or roofs of mine openings or building walls. {sɪˈmɛnt ˈgʌn}
center of gravity

[MECH] A fixed point in a material body through which the resultant force of gravitational attraction acts. \(\text{[sent-tar av 'grav-ad-@]}\)

center of inertia

See center of mass. \(\text{[sent-tar av 'nar-sha]}\)

center of mass

[MECH] That point of a material body or system of bodies which moves as though the system’s total mass existed at the point and all external forces were applied at the point. Also known as center of inertia, centroid. \(\text{[sent-tar av 'mas]}\)

center-of-mass coordinate system

[MECH] A reference frame which moves with the velocity of the center of mass, so that the center of mass is at rest in this system, and the total momentum of the system is zero. Also known as center of momentum coordinate system. \(\text{[sent-tar av 'mas k^@/ord-nat 'si-tom]}\)

center-of-momentum coordinate system

See center-of-mass coordinate system. \(\text{[sent-tar av 'mas k^@/ord-nat 'si-tom]}\)

center of oscillation

[MECH] Point in a physical pendulum, on the line through the point of suspension and the center of mass, which moves as if all the mass of the pendulum were concentrated there. \(\text{[sent-tar av 'as-o'l^a-shan]}\)

center of percussion

[MECH] If a rigid body, free to move in a plane, is struck a blow at a point O, and the line of force is perpendicular to the line from O to the center of mass, then the initial motion of the body is a rotation about the center of percussion relative to O, it can be shown to coincide with the center of oscillation relative to O. \(\text{[sent-tar av par'k@sh-an]}\)

center of suspension

[MECH] The intersection of the axis of rotation of a pendulum with a plane perpendicular to the axis that passes through the center of mass. \(\text{[sent-tar av sa'spen-shan]}\)

center of twist

[MECH] A point on a line parallel to the axis of a beam through which any transverse force must be applied to avoid twisting of the section. Also known as shear center. \(\text{[sent-tar av 'twist]}\)

center plug

[DES ENG] A small diamond-set circular plug, designed to be inserted into the annular opening in a core bit, thus converting it to a noncoring bit. \(\text{[sen-tar 'plug]}\)

center punch

[DES ENG] A tool similar to a prick punch but having the point ground to an angle of about 90°; used to enlarge prick-punch marks or holes. \(\text{[sent-tar 'punch]}\)

center square

[DES ENG] A straight edge with a sliding square; used to locate the center of a circle. \(\text{[sent-tar, 'skwer]}\)

centilare

[MECH] Unit of area equal to 1 square meter. Also spelled centiare. \(\text{[sent-te@r]}\)

centilbar

[MECH] A unit of pressure equal to 0.01 bar or to 1000 pascals. \(\text{[sent-a,bar]}\)

centigrade heat unit

[THERMO] A unit of heat energy, equal to 0.01 of the quantity of heat needed to raise 1 pound of air-free water from 0 to 100°C at a constant pressure of 1 standard atmosphere; equal to 1900.44 joules. Symbolized CHU; (more correctly) CHU\textsubscript{mean}. \(\text{[sent-ta,gr^®d 'h@t ,y^j-nat]}\)

centigrade temperature scale

See Celsius temperature scale. \(\text{[sent-a,gr^®d 'tem-pr@-char ,sk@l]}\)

centigram

[MECH] Unit of mass equal to 0.01 gram or 10⁻³ kilogram. Abbreviated cg. \(\text{[sent-a,gram]}\)

centiling

See centimeter of mercury. \(\text{[sent-tig or 'sent-t^e,^/ach'h@]}\)

centiliter

[MECH] A unit of volume equal to 0.01 liter or 10⁻³ cubic meter. \(\text{[sent-a,led-or]}\)

centimeter

A unit of length equal to 0.01 meter. Abbreviated cm. \(\text{[sent-a,med-ar]}\)

centimeter of mercury

[MECH] A unit of pressure equal to the pressure that would support a column of mercury 1 centimeter high, having a density of 13.5991 grams per cubic centimeter, when the acceleration of gravity is equal to its standard value (980.665 centimeters per second per second), it is equal to 1333.2287415 pascals; it differs from the dekatorr by less than 1 part in 7,000,000. Abbreviated cmHg. Also known as centihg. \(\text{[sent-a,med-ar av 'mar-ky-re]}\)

central control

[SYS ENG] Control exercised over an extensive and complicated system from a single center. \(\text{[sen-tral kan'tr@l]}\)

central force

[MECH] A force whose line of action is always directed toward a fixed point, the force may attract or repel. \(\text{[sen-tral 'fors]}\)

central gear

[MECH ENG] The gear on the central axis of a planetary gear train, about which a pinion rotates. Also known as sun gear. \(\text{[sen-tral 'gir]}\)

central heating

[CIV ENG] The use of a single steam or hot-water heating plant to serve a group of buildings, facilities, or even a complete community through a system of distribution pipes. \(\text{[sen-tral 'hed-ig]}\)

centralized traffic control

[CIV ENG] Control of train movements by signal indications given by a train director at a central control point. Abbreviated CTC. \(\text{[sen-tra,lizd 'trafil kan'tr@l]}\)

central orbit

[MECH] The path followed by a body moving under the action of a central force. \(\text{[sen-tral 'or-bat]}\)

centrifugal

[MECH] Acting or moving in a direction away from the axis of rotation or the center of a circle along which a body is moving. \(\text{[sen 'trif-i-gal]}\)

centrifugal atomizer

[MECH ENG] Device that atomizes liquids with a spinning disk; liquid is fed onto the center of the disk, and the whirling motion (3000 to 50,000 revolutions per minute) forces the liquid outward in thin sheets to cause atomization. \(\text{[sen-trif-i-gal 'lad-a,miz-or]}\)

centrifugal barrier

[MECH] A steep rise, located around the center of force, in the effective potential governing the radial motion of a particle of nonvanishing angular momentum in a central force field, which results from the centrifugal force and prevents the particle from reaching the center of force, or causes its Schrödinger wave function to vanish there in a quantum-mechanical system. \(\text{[sent-trif-i-gal 'bar-e-or]}\)
centrifugal brake [MECH ENG] A safety device on a hoist drum that applies the brake if the drum speed is greater than a set limit. {sen'trif-i-gal 'kast-inj}

centrifugal casting [ENG] A method for casting metals or forming thermoplastic resins in which the molten material solidifies in and conforms to the shape of the inner surface of a heated, rapidly rotating container. {sen'trif-i-gal 'kast-inj}

centrifugal clarification [CHEM ENG] The removal of solids from a liquid by centrifugal action which decreases the settling time of the particles from hours to minutes. {sen'trif-i-gal 'klar-i-fi-ka'shan}

centrifugal classification [MECH ENG] A type of centrifugal clarification purposely designed to settle out only the large particles (rather than all particles) in a liquid by reducing the centrifuging time. {sen'trif-i-gal 'klas-ar}

centrifugal classifier [MECH ENG] A machine that separates particles into size groups by centrifugal force. {sen'trif-i-gal 'klas-sa-r}

centrifugal clutch [MECH ENG] A clutch operated by centrifugal force from the speed of rotation of a shaft, as when heavy expanding friction shoes act on the internal surface of a rim clutch, or a flyball-type mechanism is used to activate clutching surfaces on cones and disks. {sen'trif-i-gal 'klach}

centrifugal collector [MECH ENG] Device used to separate particulate matter of 0.1–1000 micrometers from an airstream, some types are simple cyclones, high-efficiency cyclones, and impellers. {sen'trif-i-gal 'kal-ek-tar}

centrifugal compressor [MECH ENG] A machine in which a gas or vapor is compressed by radial acceleration in an impeller with a surrounding casing, and can be arranged multistage for high ratios of compression. {sen'trif-i-gal 'kom-pres-ar}

centrifugal discharge elevator [MECH ENG] A high-speed bucket elevator from which free-flowing materials are discharged by centrifugal force at the top of the loop. {sen'trif-i-gal 'dis-charj el-a-vad-ar}

centrifugal extractor [CHEM ENG] A device for separating components of a liquid solution, consisting of a series of perforated concentric rings in a cylindrical drum that rotates at 2000–5000 revolutions per minute around a cylindrical shaft, liquids enter and leave the shaft; they flow radially and concurrently in the rotating drum. {sen'trif-i-gal 'ik-strak-tar}

centrifugal fan [MECH ENG] A machine for moving a gas, such as air, by accelerating it radially outward in an impeller to a surrounding casing, generally of scroll shape. {sen'trif-i-gal 'fan}

centrifugal filter [ENG] An adaptation of the centrifugal settler, centrifugal action of a spinning container segregates heavy and light materials but heavy materials escape through nozzles as a thick slurry. {sen'trif-i-gal 'fil-tar}

centrifugal filtration [MECH ENG] The removal of a liquid from a slurry by introducing the slurry into a rapidly rotating basket, where the solids are retained on a porous screen and the liquid is forced out of the cake by the centrifugal action. {sen'trif-i-gal 'fil-tra-shan}

centrifugal force [MECH ENG] 1. An outward pseudo-force, in a reference frame that is rotating with respect to an inertial reference frame, which is equal and opposite to the centripetal force that must act on a particle stationary in the rotating frame. 2. The reaction force to a centripetal force. {sen'trif-i-gal 'fors}

centrifugal governor [MECH ENG] A governor whose flyweights respond to centrifugal force to sense speed. {sen'trif-i-gal 'gav-a-nar}

centrifugal molecular still [CHEM ENG] A device used for molecular distillation, material is fed to the center of a hot, rapidly rotating cone housed in a chamber at a high vacuum; centrifugal force spreads the material rapidly over the hot surface, where the evaporable material goes off as a vapor to the condenser. {sen'trif-i-gal ma'lek-ya-lar 'stil}

centrifugal moment [MECH ENG] The product of the magnitude of centrifugal force acting on a body and the distance to the center of rotation. {sen'trif-i-gal 'mۆ-mant}

centrifugal pump [MECH ENG] A machine for moving a liquid, such as water, by accelerating it radially outward in an impeller to a surrounding volute casing. {sen'trif-i-gal 'pomp}

centrifugal sedimentation [CHEM ENG] Removing solids from liquids by causing particles to settle through the liquid radially toward or away from the center of rotation (depending on the solid-liquid relative densities) by use of a centrifuge. {sen'trif-i-gal 'sed-a-mant-ta-shan}

centrifugal separation [MECH ENG] The separation of two immiscible liquids in a centrifuge within a much shorter period of time than could be accomplished solely by gravity. {sen'trif-i-gal 'sep-a-ra-shan}

centrifugal settler [CHEM ENG] Spinning container that separates solid particles from liquids; centrifugal force causes suspended solids to move toward or away from the center of rotation, thus concentrating them in one area for removal. {sen'trif-i-gal 'set-tar}

centrifugal switch [MECH ENG] A switch opened or closed by centrifugal force, used on some induction motors to open the starting winding when the motor has almost reached synchronous speed. {sen'trif-i-gal 'swich}

centrifugal tachometer [MECH ENG] An instrument which measures the instantaneous angular speed of a shaft by measuring the centrifugal force on a mass rotating with it. {sen'trif-i-gal to'kam-ad-ar}

centrifuge [MECH ENG] 1. A rotating device for separating liquids of different specific gravities or for separating suspended colloidal particles, such as clay particles in an aqueous suspension, according to particle-size fractions by centrifugal force. 2. A large motor-driven apparatus with a long arm, at the end of which human and animal subjects or equipment can be revolved
and rotated at various speeds to simulate the prolonged accelerations encountered in rockets and spacecraft. [ {sen'tra,frjü } ]
ceramic radiant [ ENG ] A baked-clay component of a gas heating unit which radiates heat when incandescent from the gas flame. [ {sərəm-ik 'rād-ē-ont } ]
ceramics [ ENG ] The art and science of making ceramic products. [ {səm 'rām-iks } ]
ceramic tool [ DES ENG ] A cutting tool made from metallic oxides. [ {sərəm-ik 'tul } ]
ceramic transducer See electrostriction transducer. [ {sərəm-ik tran'zid-sər } ]
ceraunograph [ ENG ] An instrument that detects radio waves generated by lightning discharges and records their occurrence. [ {sərən-ə,graf } ]
Cermak-Spiroke furnace [ ENG ] An automatic reverbatory furnace of rectangular form divided into two sections by a wall, used for roasting zinc and quicksilver ores. [ {sər,mask 'spir-ek 'fər-nas } ]
cermet resistor [ ELEC ] A metal-glaze resistor, consisting of a mixture of finely powdered precious metals and insulating materials fired onto a ceramic substrate. [ {sər,mət n'lis-tər } ]
Cerruti’s problem See Boussinesq’s problem. [ {sər-dez-prə-bləm } ]
certainty equivalence control [ CONT SYS ] An optimal control law for a stochastic adaptive control system which is obtained by solving the control problem in the case of known parameters and substituting the known parameters with their estimates. [ {sər-on-tə 'kviv-ə-ləns 'kən-trəl } ]
cesium magnetometer [ ENG ] A magnetometer that uses a cesium atomic-beam resonator as a frequency standard in a circuit that detects very small variations in magnetic fields. [ {sə-zē-əm ,mæg'na-təm-əd-ər } ]
cesspit See cesspool. [ {səs,pit } ]
cesspool [ CIV ENG ] An underground tank for raw sewage collection; used where there is no sewage system. Also known as cesspit. [ {səs,pil } ]
cetane index [ CHEM ENG ] An empirical method for finding the cetane number of a fuel based on API gravity and the mid boiling point. [ {sə-tein ,in ,deks } ]
cetane number [ CHEM ENG ] The percentage by volume of cetane (cetane number 100) in a blend with a-methyl naphthalene (cetane number 0); indicates the ability of a fuel to ignite quickly after being injected into the cylinder of an engine. [ {sə-tein ,in ,deks } ]
CFIA See component-failure-impact analysis.
cfs See cusec.
cg See centigram.
chain [ CIV ENG ] See engineer’s chain; Gunter’s chain. [ {diz 'rād-ē-ont } ]
cell [ ENG ] A flexible series of metal links or rings fitted into one another, used for supporting, restraining, dragging, or lifting objects or transmitting power. [ {sərəm-ik 'tul } ]
cell belt [ DES ENG ] Belt of flat links to transmit power. [ {chən ,belt } ]
cell block [ MECH ENG ] A tackle which uses an endless chain rather than a rope, often operated
from an overhead track to lift heavy weights especially in workshops. Also known as chain fall, chain hoist. {‘chænˌblæk}

chain bond [CIV ENG] A masonry bond formed with a chain or bar. {‘chænˌbænd}

chain conveyor [MECH ENG] A machine for moving materials that carries the product on one or two endless linked chains with crossbars; allows smaller parts to be added as the work passes. {‘chæn kan’værˌɔr}

chain course [CIV ENG] A course of stone held together by iron cramps. {‘chænˌkɔːrs}

chain drive [MECH ENG] A flexible device for power transmission, hoisting, or conveying, consisting of an endless chain whose links mesh with toothed wheels fastened to the driving and driven shafts. {‘chænˌdrɪv}

chain fall See chain block. {‘chænˌfol}

chain-floating liquid-level gage [ENG] A float device to measure the level of liquid in a vessel; the float, suspended from a counterweighted chain draped over a toothed sprocket, rises or falls with the liquid level, and the chain movement turns the sprocket to position a calibrated depth-indicator. {‘chænˌflɪt’lik-wadˌlev-əlˌgæj}

chain gear [MECH ENG] A gear that transmits motion from one wheel to another by means of a chain. {‘chænˌgɪr}

chain grater stoker [MECH ENG] A wide, endless chain used to feed, carry, and burn a noncooking coal in a furnace, control the air for combustion, and discharge the ash. {‘chænˌgrætˌstɔːk-ər}

chain hoist See chain block. {‘chænˌhɔɪst}

chain hoisting See chain block. {‘chænˌhɔɪst}

chain hoist [CIV ENG] In land surveying, measuring distance by means of a chain or tape. {‘chænˌɪŋ}

chain pump [MECH ENG] A pump containing an endless chain that is fitted at intervals with disks and moves through a pipe and raises sludge. {‘chænˌpʌmp}

chain radar system [ENG] A number of radar stations located at various sites on a missile range to enable complete radar coverage during a missile flight; the stations are linked by data and communication lines for target acquisition, target positioning, or data-recording purposes. {‘chænˈrɑːdərˌsɪst-əm}

chain riveting [ENG] Riveting consisting of rivets one behind the other in rows along the seam. {‘chænˌriv-əd-ɪŋ}

chain saw [MECH ENG] A gasoline-powered saw for felling and bucking timber, operated by one person; has cutting teeth inserted in a sprocket chain that moves rapidly around the edge of an oval-shaped blade. {‘chænˌsɔːr}

chain tongs [DES ENG] A tool for turning pipe, using a chain to encircle and grasp the pipe. {‘chænˌtɔŋz}

chain vise [DES ENG] A vise in which the work is encircled and held tightly by a chain. {‘chænˌvɪs}

chaldron [MECH] 1. A unit of volume in common use in the United Kingdom, equal to 36 bushels, or approximately 1.30927 cubic meters. 2. A unit of volume, formerly used for measuring solid substances in the United States, equal to 36 bushels, or approximately 1.26861 cubic meters. {‘chɔːl-ˌdɾɔn}

chamber [CIV ENG] The space in a canal lock between the upper and lower gates. {‘chæmˌbær}

chamber kiln [ENG] A kiln consisting of a series of adjacent chambers in a ring or oval through which the fire moves, taking several days to make a circuit, waste gas from the fire preheats ware in chambers toward which the fire is moving, while combustion air is preheated by ware in chambers already fired. {‘chæmˌbærˌkil}

chamber process [CHEM ENG] An obsolete method of manufacturing sulfuric acid in which sulfur dioxide, air, and steam are reacted in a lead chamber with oxides of nitrogen as the catalyst. {‘chæmˌbærˌprəs-əs}

chamber test [ENG] A fire test developed specifically for floor coverings that measures the speed and distance of the spread of flames under specified conditions. {‘chæmˌbærˌtɛst}

chamfer [ENG] To bevel a sharp edge on a machined part. {‘chæmˈfər}

chamfer angle [DES ENG] The angle that a beveled surface makes with one of the original surfaces. {‘chæmˈfərˌæŋ-gəl}

chamfering [MECH ENG] Machining operations to produce a beveled edge. Also known as beveling. {‘chæmˈfər-ing}

chamfer plane [DES ENG] A plane for chamfering edges of woodwork. {‘chæmˌfərˌplæn}

change gear [MECH ENG] A gear used to change the speed of a driven shaft while the speed of the driving remains constant. {‘chænˌjɪŋ}

changing bag [ENG] An enclosure of lightproof material used for operations such as loading of film holders in daylight. {‘chænˌjɪŋˌbæg}

channel [CHEM ENG] In percolation filtration, a portion of the clay bed where there is a preponderance of flow. [CIV ENG] A natural or artificial waterway connecting two bodies of water or containing moving water. [ELECTR] 1. A path for a signal, as an audio amplifier may have several input channels. 2. The main current path between the source and drain electrodes in a field-effect transistor or other semiconductor device. [ENG] The forming of cavities in a gear lubricant at low temperatures because of congealing. {‘chænˌɔl}

channeler See channeling machine. {‘chænˌɔlər}

channel FET microphone [ENG ACOUS] A microphone in which a membrane is used as the gate to a field-effect transistor (FET) located just below it, and motion of the membrane modulates the current between the source and drain of the transistor. {‘chænˌɔlˌfetˌmiˈkrəʊˌfɔnˌorˈlevˈɛlˌfɔn}

channeling machine [MECH ENG] An electrically powered machine that operates by a chipping action of three to five chisels while traveling...
channel iron

back and forth on a track, used for primary separation from the rock ledge in marble, limestone, and soft sandstone quarries. Also known as "charnel." (‘chan-al, in moth’en.)

channel iron [DES ENG] A metal strip or beam with a U-shape. (‘chan-al, j'orn)

channel process [CHEM ENG] A carbon-black process in which iron channel beams are used as depositing surfaces for carbon black. (‘chan-al, pras-as)

chaos See chaotic behavior. (‘kā,ās)

chaotic behavior [MECH] The behavior of a system whose final state depends so sensitively on the system's precise initial state that the behavior is in effect unpredictable and cannot be distinguished from a random process, even though it is strictly determinate in a mathematical sense. Also known as chaos. (‘kād-ik bi'hā-vyr)

Chapman-Jouguet plane [MECH] A hypothetical, infinite plane, behind the initial shock front, in which it is variously assumed that reaction (and energy release) has effectively been completed, that reaction product gases have reached thermodynamic equilibrium, and that reaction gases, streaming backward out of the detonation, have reached such a condition that a forward-moving sound wave located at this precise plane would remain a fixed distance behind the initial shock. (‘chap-man zhūlgwā, pīlān)

characteristic [ELECTR] A graph showing how the voltage or current between two terminals of an electronic device varies with the voltage or current between two other terminals. (‘kar-ik-tor'ris-tik)

characteristic length [MECH] A convenient reference length (usually constant) of a given configuration, such as overall length of an aircraft, the maximum diameter or radius of a body of revolution, or a chord or span of a lifting surface. (‘kar-ik-tor'ris-tik 'lenkθ)

characterization factor [CHEM ENG] A number which expresses the variations in physical properties with change in character of the paraffinic stock, ranges from 12.5 for paraffinic stocks to 10.0 for the highly aromatic stocks. Also known as Watson factor. (‘kar-ik-tor'ra'za-shan 'faktər)

charcoal canister [MECH ENG] In an evaporative control system, a container filled with activated charcoal that traps gasoline vapors emitted by the fuel system. Also known as canister, carbon canister. (‘char-kol 'kan-ə-star)

charcoal test [CHEM ENG] A determination of the natural gasoline content of natural gas by adsorbing the gasoline on activated charcoal and then recovering it by distillation. (‘char-kol, test)

charge [ELEC] 1. A basic property of elementary particles of matter; the charge of an object may be a positive or negative number or zero; only integral multiples of the proton charge occur, and the charge of a body is the algebraic sum of the charges of its constituents; the value of the charge may be inferred from the Coulomb force between charged objects. Also known as electric charge, quantity of electricity. 2. To convert electrical energy to chemical energy in a secondary battery. 3. To feed electrical energy to a capacitor or other device that can store it. [ENG] 1. A unit of an explosive, either by itself or contained in a bomb, projectile, mine, or the like, or used as the propellant for a bullet or projectile. 2. To load a borehole with an explosive. 3. The material or part to be heated by induction or dielectric heating. 4. The measurement or weight of material, either liquid, pre-formed, or powder, used to load a mold at one time during one cycle in the manufacture of plastics or metal. [MECH ENG] 1. In refrigeration, the quantity of refrigerant contained in a system. 2. To introduce the refrigerant into a refrigeration system. (‘charji)

charge collector [ELEC] The structure within a battery electrode that provides a path for the electric current to or from the active material. Also known as current collector. (‘charj kāl, tek-tar)

charge conservation See conservation of charge. (‘charji, kān-śar'va-shan)

charge-coupled device [ELECTR] A semiconductor device wherein minority charge is stored in a spatially defined depletion region (potential well) at the surface of a semiconductor and is moved about the surface by transferring this charge to similar adjacent wells. Abbreviated CCD. (‘charj kāp-old dl'vīs)

charge-coupled image sensor [ELECTR] A device in which charges are introduced when light from a scene is focused on the surface of the device; image points are accessed sequentially to produce a television-type output signal. Also known as solid-state image sensor. (‘charj kāp-old 'im-ij, sen-sar)

charge density [ELEC] The charge per unit area on a surface or per unit volume in space. (‘charj, mās 'ra-sho)

charge quantization [ELEC] The principle that the electric charge of an object must equal an integral multiple of a universal basic charge. (‘charj, kwan-tor'za-shan)

charge-transfer device [ELECTR] A semiconductor device that depends upon movements of stored charges between predetermined locations, as in charge-coupled and charge-injection devices. (‘charj, tranz-fər dl'vīs)

charging current [ELEC] The current that flows into a capacitor when a voltage is first applied. (‘charj'ing, kār-ənt)

charging pump [CHEM ENG] Pump that provides pressurized fluid flow for the input of another unit, such as to a triplex pump that requires positive pressure. (‘charj'ing, pomp)

chart comparison unit [ENG] A device that permits simultaneous viewing of a radar plan position indicator display and a navigation chart so that one appears superimposed on the other.

98
chemical engineering

Also known as autoradar plot. { 'chart kämparά-sán ,yő-nat }
chart datum Set datum plane. { 'chart ,dad-án )
chart desk [ENG] A flat surface on which charts are spread out, usually with storage space for charts and other navigating equipment below the plotting surface. { 'chárt ,desk )
chart recorder [ENG] A recorder in which a dependent variable is plotted against an independent variable by an ink-filled pen moving on plain paper, a heated stylus on heat-sensitive paper, a light beam or electron beam on photosensitive paper, or an electrode on electrosensitive paper. The plot may be linear or curvilinear on a strip chart recorder, or polar on a circular chart recorder. { 'chárt rí-kord-ów }
chart table [ENG] A flat surface on which charts are spread out, particularly one without storage space below the plotting surface, as in aircraft and VPR (virtual PPI reflectoscope) equipment. { 'chart ,tá-bal )
chase [BUILD] A vertical passage for ducts, pipes, or wires in a building. [DES ENG] A series of cuts, each having a path that follows the path of the cut before it; an example is a screw thread. [ENG] 1. The main body of the mold which contains the molding cavity or cavities. 2. The enclosure used to shrink-fit parts of a mold cavity in place to prevent spreading or distortion, or to enclose an assembly of two or more parts of a split-cavity block. 3. To straighten and clean threads on screws or pipes. { 'cháš }
chasemortise [DES ENG] A mortise with a sloping edge from bottom to surface so that a tenon can be inserted when the outside clearance is small. { 'cháš ,mord-ów )
chaser [ENG] A thread-cutting tool with many teeth. { 'cháš-ów )
chase ring [MECH ENG] In hobbing, the ring which restrains the blank from spreading during hob sinking. { 'cháš ,riŋ }
chasing tool [DES ENG] A hammer or chisel used to decorate metal surfaces. { 'cháš-ów ,til )
chassis [ENG] 1. A frame on which the body of an automobile or airplane is mounted. 2. A frame for mounting the working parts of a radio or other electronic device. { 'cháš-ów }
chassis ground [ELEC] A connection made to the metal chassis on which the components of a circuit are mounted, to serve as a common return path to the power source. { 'cháš-ów ,gráund }
chassis punch [DES ENG] A hand tool used to make round or square holes in sheet metal. { 'cháš-ów ,panch }
chatter [ELEC] Prolonged undesirable opening and closing of electric contacts, as on a relay. Also known as contact chatter. [ENG] An irregular alternating motion of the parts of a relief valve due to the application of pressure where contact is made between the valve disk and the seat. [ENG ACOUS] Vibration of a disk-recorder cutting stylus in a direction other than that in which it is driven. { 'cháš-ow )
chattering [CONT SYS] A mode of operation of a relay-type control system in which the relay switches back and forth infinitely fast. { 'chách-ó-gíí }
Chattcock gage [ENG] A form of micromanometer in which observation of the interface between two immiscible liquids is used to determine when the pressure to be measured has been balanced by the pressure head resulting from tilting of the entire apparatus. { 'cháč-ók ,gájí }
check [ENG] A device attached to something in order to limit the movement, such as a door check. { 'chéx }
check dam [CIV ENG] A low, fixed structure, constructed of timber, loose rock, masonry, or concrete, to control water flow in an erodible channel or irrigation canal. { 'chéx ,dám )
checkerboard regenerator [ENG] An open checkerwork arrangement of firebrick in a high-temperature chamber that absorbs heat during a batch processing cycle, then releases it to preheat fresh combustion air during the down cycle, used, for example, in the steel industry with open-hearth and heat-treating furnaces. { 'chéx-ør,bord rí-jen-ów ,rád-ów )
checker plate [ENG] A type of slip-resistant floor plate with a distinctive raised pattern that is used for walkways and platforms. { 'chéx-ów ,plát }
checkers [ENG] Open brickwork in a checkerboard regenerator allowing for the passage of hot spent gases. { 'chéx-ór } check fillet [BUILD] A curb set into a roof to divert or control the flow of rainwater. { 'chéx ,fil-ów } checkout [ENG] A sequence of actions to test or examine a thing as to its readiness for incorporation into a new phase of use or as to the performance of its intended function. { 'chéx,aút } check rail [BUILD] A rail, thicker than the window, that spans the opening between the top and bottom sash, usually beveled and rabbeted. See guardrail. { 'chéx ,rál }
check stop [BUILD] A narrow length of wood or metal that is installed to hold a sliding element in place, such as the lower part of a sash of a double-hung window. { 'chéx ,stáp } check study [IND ENG] A review of a job or operation in part or in its entirety to evaluate the validity of a standard time. { 'chéx ,stád-ów } check valve [MECH ENG] A device for automatically limiting flow in a piping system to a single direction. Also known as nonreturn valve. { 'chéx ,val-ów } cheesebox still [CHEM ENG] One of the first types of vertical cylindrical stills designed with a vapor dome. { 'chéz,báks ,stil } cheese head [DES ENG] A raised cylindrical head on a screw or bolt. { 'chéz ,hed } chemical engineering [ENG] That branch of engineering serving those industries that chemically convert basic raw materials into a variety of products, and dealing with the design and operation of plants and equipment to perform
such work; all products are formed in chemical processes involving chemical reactions carried out under a wide range of conditions and frequently accompanied by changes in physical state or form. \( \text{\textit{chemurgy}} \quad \text{\textit{CHEM ENG}} \) A branch of chemistry concerned with the profitable utilization of organic raw materials, especially agricultural products, for nonfood purposes such as for paints and varnishes. \( \text{\textit{chemurgy}} \quad \text{\textit{CHEM ENG}} \)

chemical film dielectric \( \text{\textit{CHEM ENG}} \) An extremely thin layer of material on one or both electrodes of an electrolytic capacitor, which conducts electricity in only one direction and thereby constitutes the insulating element of the capacitor. \( \text{\textit{chemical ion pump}} \quad \text{\textit{CHEM ENG}} \)

chemical force microscope \( \text{\textit{CHEM ENG}} \) A modification of the atomic force microscope in which an organic monolayer on the probe tip that terminates with specific chemical functional groups is sensitive to specific molecular interactions between these groups and those on the sample surface. \( \text{\textit{chemical hygrometer}} \quad \text{\textit{CHEM ENG}} \)

chemical ion pump \( \text{\textit{CHEM ENG}} \) A vacuum pump whose pumping action is based on evaporation of a metal whose vapor then reacts with the chemically active molecules in the gas to be evacuated. \( \text{\textit{chemical hygrometer}} \quad \text{\textit{CHEM ENG}} \)

chemical process industry \( \text{\textit{CHEM ENG}} \) An industry in which the raw materials undergo chemical conversion during their processing into finished products, as well as (or instead of) the physical conversions common to industry in general, includes the traditional chemical, petrochemical, and other chemical industries. \( \text{\textit{chemical pulping}} \quad \text{\textit{CHEM ENG}} \)

chemical pulping \( \text{\textit{CHEM ENG}} \) Separation of wood fiber for paper pulp by chemical treatment of wood chips to dissolve the lignin that cements the fibers together. \( \text{\textit{chemical reactor}} \quad \text{\textit{CHEM ENG}} \)

chemical reactor \( \text{\textit{CHEM ENG}} \) Vessel, tube, pipe, or other container within which a chemical reaction is made to take place, may be batch or continuous, open or packed, and can use thermal, catalytic, or irradiation actuation. \( \text{\textit{chemical similitude}} \quad \text{\textit{CHEM ENG}} \)

chemical similitude \( \text{\textit{CHEM ENG}} \) A procedure used to ensure satisfactory operation of a full-scale chemical process by comparison with pilot plant data. \( \text{\textit{chemical sterilization}} \quad \text{\textit{CHEM ENG}} \)

chemical sterilization \( \text{\textit{CHEM ENG}} \) The use of bactericidal chemicals to sterilize solutions, air, or solid surfaces. \( \text{\textit{chemical thermometer}} \quad \text{\textit{CHEM ENG}} \)

chemical thermometer \( \text{\textit{CHEM ENG}} \) A filled-system temperature-measurement device in which gas or liquid enclosed within the device responds to heat by a volume change (rising or falling of mercury column) or by a pressure change (opening or closing of spiral coil).
carries the masonry above the fireplace opening. Also known as turning bar. {‘chim-nē ,bär} 

**chimney cap**  [CIV ENG]  A rotary device fitted to a chimney and moved by the wind so that the chimney is turned away from the wind to permit the escape of smoke while rain or snow is prevented from entering the chimney. {‘chim-nē ,kap} 

**chimney core**  [MECH ENG]  The inner section of a double-walled chimney which is separated by the outer section by an air space. {‘chim-nē ,kor} 

**chip**  [ELECTR]  1. The shaped and processed semiconductor die that is mounted on a substrate to form a transistor, diode, or other semiconductor device. 2. An integrated microcircuit performing a significant number of functions and constituting a subsystem. Also known as microchip. {chip} 

**chip breaker**  [DES ENG]  An irregularity or channel cut into the face of a lathe tool behind the cutting edge to cause removed stock to break into small chips or curls. {‘chip ,brák-ar} 

**chip cap**  [DES ENG]  A plate or cap on the upper part of the cutting iron of a carpenter’s plane specified to provide rigidity and also to break up the wood shavings. {‘chip ,kap} 

**chip capacitor**  [ELECTR]  A single-layer or multilayer monolithic capacitor constructed in chip form, with metallized terminations to facilitate direct bonding on hybrid integrated circuits. {‘chip kap-sād-ar} 

**chip log**  [ENG]  A line, marked at intervals (commonly 50 feet or 15 meters), that is paid out over the stern of a moving ship and is pulled out by a drag (the chip), to determine the ship’s speed. {‘chip ,jāg} 

**chipper**  [ENG]  A tool such as a chipping hammer used for chipping. [MECH ENG]  A machine with revolving knives for reducing large pieces of wood to chips. {‘chip-ar} 

**chipping hammer**  [ENG]  A hand or pneumatic hammer with chisel-shaped or pointed faces used to remove rust and scale from metal surfaces. {‘chip-īg ,ham-ar} 

**chip resistor**  [ELECTR]  A thick-film resistor constructed in chip form, with metallized terminations to facilitate direct bonding on hybrid integrated circuits. {‘chip rī’tiz-tār} 

**chirp radar**  [ENG]  Radar in which a swept-frequency signal is transmitted, received from a target, then compressed in time to give a narrow pulse called the chirp signal. {‘chārp ,rā’dār} 

**chisel**  [DES ENG]  A tool for working the surface of various materials, consisting of a metal bar with a sharp edge at one end and often driven by a mallet. {‘chiz-əl} 

**chisel bit**  See chopping bit. {‘chiz-əl ,bit} 

**chisel bond**  [ENG]  A thermocompression bond in which a contact wire is attached to a contact pad on a semiconductor chip by applying pressure with a chisel-shaped tool. {‘chiz-əl bānd} 

**chisel-edge angle**  [DES ENG]  The angle included between the chisel edge and the cutting edge, as seen from the end of the drill. Also known as web angle. {‘chiz-əl ,eij ,rā’gəl} 

**chisel-tooth saw**  [DES ENG]  A circular saw with chisel-shaped cutting edges. {‘chiz-əl ‘tūth-sō} 

**Chladni’s figures**  [MECH]  Figures produced by sprinkling sand or similar material on a horizontal plate and then vibrating the plate while holding it rigid at its center or along its periphery, indicate the nodal lines of vibration. {‘klad-nēz ,fīg-yārəz} 

**chloralkali**  [CHEM ENG]  Either of the products of the industrial electrolysis of sodium chloride, that is, sodium hydroxide or chlorine. {klōr’al-kālI} 

**chloralkali process**  [CHEM ENG]  An industrial chemical process based on the electrolysis of sodium chloride for the production of sodium hydroxide and chlorine. {klo´r-al-ka,’lī pra´səs} 

**chlorinator**  [CHEM ENG]  The apparatus used in chlorinating. {klōr-nə́d-ər} 

**choke**  [ELEC]  An inductance used in a circuit to present a high impedance to frequencies above a specified frequency range without appreciably limiting the flow of direct current. Also known as choke coil. [MECH ENG]  To increase the fuel feed to an internal combustion engine through the action of a choke valve. See choke valve. {chōk} 

**choke coil**  See choke. {‘chōk ,kōl} 

**choked neck**  [DES ENG]  Container neck which has a narrowed or constricted opening. {‘chōkt ,nek} 

**choke valve**  [MECH ENG]  A valve which supplies the higher suction necessary to give the excess fuel feed required for starting a cold internal combustion engine. Also known as choke. {‘chōk ,vāl} 

**chopper**  [ENG]  Any knife, axe, or mechanical device for chopping or cutting an object into segments. {‘chāp-ər} 

**chopper amplifier**  [ELECTR]  A carrier amplifier in which the direct-current input is filtered by a low-pass filter, then converted into a square-wave alternating-current signal by either one or two choppers. {‘chāp-ər ‘am-plə-fi-rər} 

**chopper-stabilized amplifier**  [ELECTR]  A direct-current amplifier in which a direct-coupled amplifier is in parallel with a chopper amplifier. {‘chāp-ər stā’ba’ləz’d ‘am-plə-fi-rər} 

**chopper transistor**  [ELECTR]  A bipolar or field-effect transistor operated as a repetitive “on/off” switch to produce square-wave modulation of an input signal. {‘chāp-ər tran’zis-tər} 

**chopping**  [ELECTR]  The removal, by electronic means, of one or both extremities of a wave at a predetermined level. {‘chāp-īg} 

**chopping bit**  [MECH ENG]  A steel bit with a chisel-shaped cutting edge, attached to a string of drill rods to break up, by impact, boulders, hardpan, and a lost core in a drill hole. Also known as chisel bit. {‘chāp-īn ,bit} 

**chop-type feeder**  [MECH ENG]  Device for semi-continuous feed of solid materials to a process
unit, with intermittent opening and closing of a hopper gate (bottom closure) by a control arm actuated by an eccentric cam. ('châp, típ féd-ôr)

chord [CIV ENG] The top or bottom, generally horizontal member of a truss. ('kôrd)

chordal thickness [DES ENG] The tangential thickness of a tooth, as measured along a chord of the pitch circle. ('kôrd-ôl 'thîk-nôs)

chrome tanning [CHEM ENG] Tanning treatment of animal skin with chromium salts. ('króm 'tan-îng)

chronomodiometer [ENG] A radiation meter that uses a substance whose color changes with x-ray dosage. ('krôm-ô-mô-râd-ôm-ad-ôr)

chronocyclegraph [IND ENG] A device used in micromotion studies to record a complete work cycle by taking still pictures with long exposures, the motion paths being traced by small electric lamps fastened to the worker's hands or fingers; time is obtained by interrupting the light circuits with a controlled frequency which produces dots on the film. ('krân-ô-st-kra ng)

chronograph [ENG] An instrument used to register the time of an event or graphically record time intervals such as the duration of an event. ('krân-ô-graf)

chronometric data [ENG] Data in which the desired quantity is the time of occurrence of an event or the time interval between two or more events. ('krân-ô-me-trîk 'dâd-ôr)

chronometric radiosonde [ENG] A radiosonde whose carrier wave is switched on and off in such a manner that the interval of time between the transmission of signals is a function of the magnitude of the meteorological elements being measured. ('krân-ô-tîme-trîk râd-ô-ôlôm-sânôd)

chronometric tachometer [ENG] A tachometer which repeatedly counts the revolutions during a fixed interval of time and presents the average speed during the last timed interval. ('krân-ô-têm-trôk ták-ôm-ad-ôr)

chronothermometer [ENG] A thermometer consisting of a clock mechanism whose speed is a function of temperature, automatically calculates the mean temperature. ('krân-ô-thôr'môm-ad-ôr)

CHU See centigrade heat unit.

CHU meas See centigrade heat unit.

chuck [DES ENG] A device for holding a component of an instrument rigid, usually by means of adjustable jaws or set screws, such as the workpiece in a metalworking or woodworking machine, or the stylus or needle of a phonograph pickup. (châk)

chucking [MECH ENG] The grasping of an outsize workpiece in a chuck or jawed device in a lathe. (châk-iông)

chucking machine [MECH ENG] A lathe or grinder in which the outsize workpiece is grasped in a chuck or jawed device. (châk-iông môshên)

churn drill [MECH ENG] Portable drilling equipment, with drilling performed by a heavy string of tools tipped with a blunt-edge chisel bit suspended from a flexible cable, to which a reciprocating motion is imparted by its suspension from an oscillating beam or sheave, causing the bit to be raised and dropped. Also known as American system drill, cable-system drill. ('chôrm drill)

churn shot drill [MECH ENG] A boring rig with both churn and shot drillings. ('chôrm shât drill)

chute [ENG] A conduit for conveying free-flowing materials at high velocity to lower levels. (shût)

chute spillway [CIV ENG] A spillway in which the water flow passes over a crest into a sloping, lined, open channel, used for earth and rock-fill dams. (šhùt 'spîl, wâl)

C* See command, control, communications, and intelligence. (se 'thrê 'tôr)

cinetheodolite [ENG] A surveying theodolite in which 35-millimeter motion picture cameras with lenses of 60- to 240-inch (1.5 to 6 1-meter) focal length are substituted for the surveyor's eye and telescope; used for precise time-correlated observation of distant airplanes, missiles, and artificial satellites. (šîn-ô-thêôl-dôl-ô-lit)

Cipolletti weir [CIV ENG] Trapezoidal weir in which the sides of the notch slope are one horizontal to four vertical, used to measure water flow in open channels, especially streams and rivers. (chîp-ôlêt-ô lê 'wèr)

circle shear [MECH ENG] A shearing machine that cuts circular disks from a metal sheet rolling between the cutting wheels. (šår-kal, šêr)

circuit [ELEC] A device in a circuit by an electric measuring instrument, which

circuit breaker [ELEC] An electromagnetic device that opens a circuit automatically when the current exceeds a predetermined value. (šår-kat, brâk-ôr)

circuit conditioning [ELECTR] Test, analysis, engineering, and installation actions to upgrade a communications circuit to meet an operational requirement; includes the reduction of noise, the equalization of phase and level stability and frequency response, and the correction of impedance discontinuities, but does not include normal maintenance and repair activities. (šår-kat, kündish-ô-niôp)

circuit diagram [ELEC] A drawing, using standardized symbols, of the arrangement and interconnections of the conductors and components of an electrical or electronic device or installation. Also known as schematic circuit diagram; wiring diagram. (šår-kat, dîôg-râm)

circuit element See component. (šår-kat, ël-ëm-ënt)

circuit interrupter [ELEC] A device in a circuit breaker to remove energy from an arc in order to extinguish it. (šår-kat, inôm-tar-tôr)

circuit loading [ELEC] Power drawn from a circuit by an electric measuring instrument, which
clamping plate

may alter appreciably the quantity being measured. (śar-kaṭ, lōd-iñ)

circuit protection [ELECTR] Provision for automatically preventing excess or dangerous temperatures in a conductor and limiting the amount of energy liberated when an electrical failure occurs. (śar-kaṭ pṛatēk-śan)

circuitry [ELEC] The complete combination of circuits used in an electrical or electronic system or piece of equipment. (śar-kaṭ-tre)

circuit testing [ELEC] The testing of electric circuits to determine and locate an open circuit, or a short circuit or leakage. (śar-kaṭ, tes-tiṅ)

circuit theory [ELEC] The mathematical analysis of conditions and relationships in an electric circuit. Also known as electric circuit theory. (śar-kaṭ, the-a-riṅ)

circular burner [ENG] A fuel burner having a round opening. (śar-kaḷ ‘bōn-aṛ)

circular channel [ENG] Continuous-length opening with circular cross section through which liquid or gas can be made to flow. (śar-kaḷ ‘chan-aḷ)

circular-chart recorder [ENG] Graphic pen-and-ink recorder where measured values are drawn onto a rotating circular chart by the backward and forward movement of a pivoted pen actuated by the input signal (such as temperature, pressure, flow or force) from an instrument transmitter. (śar-kaḷ ‘chārt rīkōr-d-ōṛ)

circular cutter [MECH ENG] A rotating blade with a square or knife edge used to slit or shear metal. (śar-kaḷ ‘kadv-ōṛ)

circular form tool [DES ENG] A round or disk-shaped tool with the cutting edge on the periphery. (śar-kaḷ ‘form, tūḷ)

circular inch [MECH] The area of a circle 1 inch (25.4 millimeters) in diameter. (śar-kaḷ ‘inch)

circular mil [MECH] A unit equal to the area of a circle whose diameter is 1 mil (0.001 inch); used chiefly in specifying cross-sectional areas of round conductors. Abbreviated cir mil. (śar-kaḷ ‘mil)

circular motion [MECH] 1. Motion of a particle in a circular path. 2. Motion of a rigid body in which all its particles move in circles about a common axis, fixed with respect to the body, with a common angular velocity. (śar-kaḷ ‘mō-śan)

circular pitch [DES ENG] The linear measure in inches along the pitch circle of a gear between corresponding points of adjacent teeth. (śar-kaḷ ‘pich)

circular plane [DES ENG] A plane that can be adjusted for convex or concave surfaces. (śar-kaḷ ‘plāṅ)

circular saw [MECH ENG] Any of several power tools for cutting wood or metal, having a thin steel disk with a toothed edge that rotates on a spindle. (śar-kaḷ ‘sō)

circular scanning [ENG] Radar scanning in which the direction of maximum radiation describes a right circular cone. (śar-kaḷ ‘skān-iñ)

circular spike [ENG] A metal timber connector fitted with a circular series of sharp teeth that dig into the wood, preventing lateral motion, as a bolt is tightened through the wood and the spike. (śar-kaḷ ‘spik)

circular velocity [MECH] At any specific distance from the primary, the orbital velocity required to maintain a constant-radius orbit. (śar-kaḷ ‘vōl-lās-ōd-ē)

circulating fluid [ENG] A fluid pumped into a borehole through the drill stem, the flow of which cools the bit and transports the cuttings out of the borehole. (śar-kaḷ ‘lād-iñ ‘flū-ōd)

circulating pump [CHEM ENG] Pump used to circulate process liquid out of and back into a process system, as in the circulation of distillation column bottoms through an external heater, or the circulation of storage tank bottoms to mix tank contents. (śar-kaḷ ‘lād-iñ ‘pāmp)

circulating system [CHEM ENG] Fluid system in which the process fluid is taken from and pumped back into the system, as in the circulation of distillation column bottoms through an external heater. (śar-kaḷ ‘lād-iñ ‘sīs-tōm)

circulation area [BUILD] The area required for human traffic in a building, including permanent corridors, stairways, elevators, escalators, and lobbies. (śar-kaḷ ‘lāś-śan, ‘rē-ē-ō)

circumferentor [ENG] A horizontal compass used in surveying that has arms diametrically placed with vertical slit sights in them. (śar-kaḷ ‘rēn-tar)

cir mil See circular mil.

cistern [CIV ENG] A tank for storing water or other liquid. (śis-tōm)

cistern barometer [ENG] A pressure-measuring device in which pressure is read by the liquid rise in a vertical, closed-top tube as a result of system pressure on a liquid reservoir (cistern) into which the bottom, open end of the tube is immersed. (śis-tōm baṛam-ad-ōṛ)

civil engineering [ENG] The planning, design, construction, and maintenance of fixed structures and ground facilities for industry, transportation, use and control of water, or occupancy. (śiv-ōl en-ja-nir-iñ)

cladding [ENG] Process of covering one material with another and bonding them together under high pressure and temperature. Also known as bonding. (klač-ōṛ)

clamp [DES ENG] A tool for binding or pressing two or more parts together, by holding them firmly in their relative positions. See clamping circuit. (klaṃp)

clamming coupling [MECH ENG] A coupling with a split cylindrical element which clamps the shaft ends together by direct compression, through bolts or rings, and by the wedge action of conical sections; not considered a permanent part of the shaft. (klaṃp-iñ, kōp-iñ)

clamming gripper [CONT SYS] A robot element that uses two-link movements, parallel-jaw movements, and combination movements to grasp and handle objects. (klaṃp-iñ ‘grip-ōṛ)

clamping plate [ENG] A plate on a mold which
clamping pressure

attaches the mold to a machine. \{ 'klamp-i\n \,plät \} 

clamping pressure \[ENG\] In injection and transfer-molding of plastics, the pressure applied to keep the mold closed in opposition to the fluid pressure of the molding material. \{ 'klamp-i\ng \,prês-\,ə\r \} 

clamp screw \[DES ENG\] A screw that holds a part by forcing it against another part. \{ 'klamp \,skrüt \} 

clamp-screw sextant \[ENG\] A marine sextant having a clamp screw for controlling the position of the tangent screw. \{ 'klamp \,s\,kru \,s\,eks\,t\,ant \} 

clamshell bucket \[MECH ENG\] A two-sided bucket used in a type of excavator to dig in a vertical direction; the bucket is dropped while its leaves are open and digs as they close. Also known as clamshell grab. \{ 'klam\,shell \,bok\,-\,at\} 

clamshell grab \[SER\] clamshell bucket. \{ 'klam \,shell \,grab \} 

clamshell snapper \[MECH ENG\] A marine sediment sampler consisting of snapper jaws and a footlike projection which, upon striking the bottom, causes a spring mechanism to close the jaws, thus trapping a sediment sample. \{ 'klam\,shell \,snap\,-\,or \} 

Clausius-Clauson equation \[SER\] Clausius-Claeyson equation \{ kla\,-p\,rōn \,klöz\,-\,ë\,s\,i\,kw\,ə\,zh\,ən \} 

Clauson equation \[SER\] Clausius-Claeyson equation. \{ kla\,-p\,rōn \,kw\,ə\,zh\,ən \} 

Clauson's theorem \[MECH\] The theorem that the strain energy of a deformed body is equal to one-half the sum over three perpendicular directions of the displacement component times the corresponding force component, including deforming loads and body forces, but not the six constraining forces required to hold the body in equilibrium. \{ kla\,-p\,rōn \,thir\,-\,əm \} 

clapper box \[MECH\] A hinged device that permits a reciprocating cutting tool (as in a planer or shaper) to clear the work on the return stroke. \{ 'klap\,-\,ə\,baks \} 

clarification \[CHEM ENG\] The removal of small amounts (usually less than 0.2%) of fine particulate solids from liquids (such as drinking water) or a train of converters. \{ kla\,-\,pl \,s\,ə\,ned \,t\,ə\,n \} 

clarifier \[ENG\] A device for filtering a liquid. \{ 'klär\,-\,ə\,fl\,-\,ə\,r \} 

clarifying agent \[SER\] Filling. \{ 'klar\,-\,ə\,fr\,-\,i\,n\,g \,ə\,jənt \} 

clarifying centrifuge \[MECH ENG\] A device that clears liquid of foreign material by centrifugation. \{ 'klar\,-\,ə\,fr\,-\,i\,n\,g \,s\,en\,tr\,-\,fr\,i\,ly \} 

clarifying filter \[ENG\] Any filter, such as a sand filter or a cartridge filter, used to purify liquids with a low solid-liquid ratio; in some instances color may be removed as well. \{ 'klär\,-\,ə\,fr\,-\,i\,n\,g \,fil\,-\,tar \} 

clarify \[CHEM ENG\] Measure of the amount of opaque suspended solids in a liquid, determined by visual or optical methods. \{ 'klär\,-\,ə\,d\,ə\,r \} 

Clark process \[CHEM ENG\] Softening of water by adding alkaline solutions of calcium hydroxide so that the acid carbonates are converted to normal carbonates. \{ 'klär\,präs\,əs \} 

class \[DES ENG\] A release catch which holds two or more objects together. \{ 'klasp \} 

class lock \[DES ENG\] A spring lock with a self-locking feature. \{ 'klasp \,lák \} 

class nut \[DES ENG\] A split nut that clasps a screw when closed around it. \{ 'klasp \,nət \} 

class A push-pull sound track \[ENG ACOUS\] Two single photographic sound tracks side by side, the transmission of one being 180° out of phase with the transmission of the other; both positive and negative halves of the sound wave are linearly recorded on each of the two tracks. \{ kla\,'sp\,push \,pul \,'sa\,n\,trak \} 

class B push-pull sound track \[ENG ACOUS\] Two photographic sound tracks side by side, one of which carries the positive half of the signal, and the other the negative half; during the inoperative half-cycle, each track transmits little or no light. \{ kla\,'sp\,'b\,push \,pul \,'sa\,n\,trak \} 

classical mechanics \[MECH\] Mechanics based on Newton's laws of motion. \{ kla\,-\,ə\,kal \,mo\,\,kə\,n\,-\,iks \} 

classification \[ENG\] 1. Sorting out or categorizing of particles or objects by established criteria, such as size, function, or color. 2. Stratification of a mixture of various-sized particles (that is, sand and gravel), with the larger particles migrating to the bottom. See grading. \{ kla\,-\,ə\,kə\,s\,ə\,shən \} 

classification track \[CIV ENG\] A railroad track used to separate cars from a train according to destination. \{ kla\,-\,ə\,kə\,s\,ə\,shən \,trak \} 

classification yard \[CIV ENG\] A railroad yard for separating trains according to car destination. \{ kla\,-\,ə\,kə\,s\,ə\,shən \,yar\,d \} 

classifier \[MECH ENG\] Any apparatus for separating mixtures of materials into their constituents according to size and density. \{ kla\,-\,ə\,fl\,-\,ə\,r \} 

Claude process \[CHEM ENG\] A process of ammonia synthesis which uses high operating pressures and a train of converters. \{ 'klôd \,präs\,əs \} 

clausius \[THERMO\] A unit of entropy equal to the increase in entropy associated with the absorption of 1000 international table calories of heat at a temperature of 1 K, or to 4186.8 joules per kelvin. \{ klöz\,-\,ə\,s\,ə\,s \} 

Clausius-Claeyson equation \[THERMO\] An equation governing phase transitions of a substance, \( dp/dT = \Delta H/\Delta V \), in which \( p \) is the pressure, \( T \) is the temperature at which the phase transition occurs, \( \Delta H \) is the change in heat content (enthalpy), and \( \Delta V \) is the change in volume during the transition. Also known as Clausius-Clauson equation; Claeyson equation. \{ klöz\,-\,ə\,s\,ə\,s\, kla\,-p\,rōn \,kw\,ə\,zh\,ən \} 

Clausius-Dickel column \[SER\] Thermogravitational column. \{ klöz\,-\,ə\,s\,ə\,s\, dik\,-\,əl \,kə\,l\,ə\,m \} 

Clausius equation \[THERMO\] An equation of state in reference to gases which applies a correction to the van der Waals equation.
\[
P + \frac{n^2a(1VT + c^2)}{(V - nb)} = nRT,
\]
where \( P \) is the pressure, \( T \) the temperature, \( V \) the volume of the gas, \( n \) the number of moles in the gas, \( R \) the gas constant, \( a \) a constant only on temperature, \( \beta \) is a constant, and \( c \) is a function of \( a \) and \( \beta \).

**Clausius inequality** [THERMO] The principle that for any system executing a cyclical process, the integral over the cycle of the infinitesimal amount of heat transferred to the system divided by its temperature is equal to or less than zero. Also known as Clausius theorem; inequality of Clausius. \( ['kloz-e-os in-kwang-đe] \)

**Clausius law** [THERMO] The law that an ideal gas's specific heat at constant volume does not depend on the temperature. \( ['kloz-e-os ,lō] \)

**Clausius number** [THERMO] A dimensionless number used in the study of heat conduction in forced fluid flow, equal to \( V/lp\Delta T \), where \( V \) is the fluid velocity, \( p \) is its density, \( L \) is a characteristic dimension, \( p \) is the thermal conductivity, and \( \Delta T \) is the temperature difference. \( ['kloz-e-os ,nam-bar] \)

**Clausius' statement** [THERMO] A formulation of the second law of thermodynamics, stating it is not possible that, at the end of a cycle of changes, heat has been transferred from a colder to a hotter body without producing some other effect. \( ['kloz-e-os ,stät-mant] \)

**Clausius theorem** See Clausius inequality. \( ['kloz-e-os ,thir-an] \)

**Claus method** [CHEM ENG] Industrial method of obtaining sulfur by a partial oxidation of gaseous hydrogen sulfide in the air to give water and sulfur. \( ['klauz ,meth-ad] \)

**claw** [DES ENG] A fork for removing nails or spikes. \( ['klō] \)

**claw bar** See ripping bar. \( ['klo ,bår] \)

**claw clutch** [MECH ENG] A clutch consisting of claws that interlock when pushed together. \( ['klō ,klāch] \)

**claw coupling** [MECH ENG] A loose coupling having projections or claws cast on each face which engage in corresponding notches in the opposite faces, used in situations in which shafts require instant connection. \( ['klō ,kap-iæp] \)

**claw hammer** [DES ENG] A woodworking hammer with a flat working surface and a claw to pull nails. \( ['klō ,ham-ør] \)

**clay atommeter** [ENG] An atommeter consisting of a porous porcelain container connected to a calibrated reservoir filled with distilled water, evaporation is determined by the depletion of water. \( ['klā at'mäm-ære] \)

**clay bit** A bit designed for use on a clay barrel. See mud auger. \( ['klā ,bit] \)

**clay digger** [MECH ENG] A power-driven, hand-held spade for digging hard soil or soft rock. \( ['klā ,dir-ar] \)

**clay press** [ENG] A press used to remove excess water from a pottery-clay slurry. \( ['klā ,pres] \)

**clay refining** [CHEM ENG] A treating process for vaporized gasoline or other light petroleum product, the material is passed through a bed of granular clay, and certain olefins are polymerized to gums and absorbed by the clay. \( ['klā ro'fin-ing] \)

**clay regeneration** [CHEM ENG] Cleaning coarse-grained absorbent clays for reuse in percolation processes by deoiling them with naphtha, steamimg out excess naphtha, and roasting in a stream of air to remove carbonaceous matter. \( ['klā ri-jen-o'rá-shan] \)

**cleaning eye** See cleanout. \( ['klēn-ij ,i] \)

**cleaning lane** [ENG] A space that is located between adjacent rows of tubes in a heat exchanger and allows passage of a cleaning device. \( ['klēn-ij ,lān] \)

**cleaning auger** See cleanout jet auger. \( ['klēn-auj ,og-o-r] \)

**cleanout** [ENG] A pipe fitting containing a removable plug that provides access for inspection or cleaning of the pipe run. Also known as access eye, cleaning eye. \( ['klēn ,aǔt] \)

**cleanout auger** See cleanout jet auger. \( ['klēn-auj ,jet ,og-o-r] \)

**cleanout door** [ENG] An opening in the side of a tank usually at ground level and covered by a plate to provide access for removal of sediments from the bottom of the tank. \( ['klēn-aujt ,dɔr] \)

**cleanout jet auger** [ENG] An auger equipped with water-jet orifices designed to clean out collected material inside a driven pipe or casing before taking soil samples from strata below the bottom of the casing. Also known as cleanout auger. \( ['klēn-aujt ,jet ,og-o-r] \)

**clean room** [ENG] A room in which elaborate precautions are employed to reduce dust particles and other contaminants in the air, as required for assembly of delicate equipment. \( ['klēn ,rûm] \)

**clean track** [ENG ACOUS] A sound track having no leakage from other tracks. \( ['klēn ,trak] \)

**cleanup** [ELECTR] Gradual disappearance of gases from an electron tube during operation, due to absorption by getter material or the tube structure. [ENG] The time required for a leak-testinng system to reduce its signal output to 37% of the signal transmitted at the instant when tracer gases enter the system. \( ['klēp ,nap] \)

**clearance** [ENG] Unobstructed space required for occasional removal of parts of equipment. [MECH ENG] 1. In a piston-and-cylinder mechanism, the space at the end of the cylinder when the piston is at dead-center position toward the end of the cylinder. 2. The ratio of the volume of this space to the piston displacement during a stroke. \( ['klir-an] \)

**clearance angle** [MECH ENG] The angle between a plane containing the end surface of a cutting tool and a plane passing through the cutting edge in the direction of cutting motion. \( ['klir-an ,an] \)

**clearance volume** [MECH ENG] The volume remaining between piston and cylinder when the
clear octane

piston is at top dead center. { ‘klir-ən, väl-yan } 
clear octane  [ENG] The octane number of a particular gasoline before it has been blended with anti-knock additives. { ‘klir ək-tən } 
cleat  [CIV ENG] A strip of wood, metal, or other material fastened across something to serve as a batten or to provide strength or support. [DES ENG] A fitting having two horizontally projecting horns around which a rope may be made fast. { ‘klet } 
cleet See cleat. { ‘klet } 
clevis  [DES ENG] A U-shaped metal fitting with holes in the open ends to receive a bolt or pin; used for attaching or suspending parts. { ‘klev-əs } 
clevis pin  [DES ENG] A fastener with a head at one end, used to join the ends of a clevis. { ‘klev-əs, pın } 
click  [ENG ACOUS] A perforation in a sound track which produces a clicking sound when passed over the projector sound head. { ‘klık } 
click filter  [ELECTR] A capacitor connected across a switch, relay, or key to lengthen the decay time from the closed to the open condition when the device is opened or closed. { ‘klık ’fil-tər } 
click track  [ENG ACOUS] A sound track containing a series of clicks, which may be spaced regularly (uniform click track) or irregularly (variable click track). { ‘klık ’trak } 
climate control  See air conditioning. { ‘klı-mat kən’trəl } 
climbing crane  [MECH ENG] A crane used on top of a high-rise construction that ascends with the building as work progresses. { ‘klım-in ’kræn } 
climbing irons  [DES ENG] Spikes attached to a steel framework worn on shoes to climb wooden utility poles and trees. { ‘klım-in f-arzn } 
clindrical thermometer  [ENG] A thermometer used to accurately determine the temperature of the human body; the most common type is a mercury-in-glass thermometer, in which the mercury expands from a bulb into a capillary tube past a constriction that prevents the mercury from receding back into the bulb, so that the thermometer registers the maximum temperature attained. { ‘klı-mə-kəl ’kəl thərməmətər } 
clinker building  [DES ENG] A method of building ships and boilers in which the edge of the wooden planks or steel plates used for the outside covering overlap the edge of the plank or plate next to it; clinched nails fasten the planks together, and rivets fasten the steel plates. { ‘klıp-kar, bil-dıq } 
clinograph  [ENG] A type of directional surveying instrument that records photographically the direction and magnitude of deviations from the vertical of a borehole, well, or shaft, the information is obtained by the instrument in one trip into and out of the well. { ‘klı-ɡraf } 
clinometer  [ENG] 1. A hand-held surveying device for measuring vertical angles; consists of a sighting tube surmounted by a graduated vertical arc with an attached level bubble; used in meteorology to measure cloud height at night, in conjunction with a ceiling light, and in ordinance for boresighting. Also known as Abney level. 2. A device for measuring the amount of roll aboard ship. { ‘klın-nəm-əd-ər } 
clip  [DES ENG] A device that fastens by gripping, clasping, or hooking one part to another. { ‘klıp } 
clip bond  [CIV ENG] A bond in which the inner edge of face brick is cut off so that bricks laid diagonal to a wall can be joined to those laid parallel to it. { ‘klıp ’bând } 
clip lead  [ELEC] A short piece of flexible wire with an alligator clip or similar temporary connector at one or both ends. { ‘klıp ’led } 
clipper  See limiter. { ‘klıp-ər } 
clipper diode  [ELECTR] A bidirectional breakdown diode that clips signal voltage peaks of either polarity when they exceed a predetermined amplitude. { ‘klıp-ər, ˈdɹd əd } 
clipper-limiter  [ELECTR] A device whose output is a function of the instantaneous input amplitude for a range of values lying between two predetermined limits but is approximately constant, at another level, for input values above the range. { ‘klıp-ər ’lım-əd-ər } 
clivvy  See clevis. { ‘kliv-ə } 
clo  [ENG] The amount of insulation which will maintain normal skin temperature of the human body when heat production is 50 kilogram-calories per meter squared per hour, air temperature is 70°F (21°C), and the air is still. { ‘klò } 
clock  [ELECTR] A source of accurately timed pulses, used for synchronization in a digital computer or as a time base in a transmission system. { ‘klık } 
clock control system  [CONT SYS] A system in which a timing device is used to generate the control function. Also known as time-controlled system. { ‘klık kon’trəl, sis-ˈtəm } 
clock drive  [ENG] The mechanism that causes an equatorial telescope to revolve about its polar axis so that it keeps the same star in its field of view. { ‘klık ’drıv } 
clocked flip-flop  [ELECTR] A flip-flop circuit that is set and reset at specific times by adding clock pulses to the input so that the circuit is triggered only if both trigger and clock pulses are present simultaneously. { ‘klåkt ’flıpˈflıp } 
clocked logic  [ELECTR] A logic circuit in which the switching action is controlled by repetitive pulses from a clock. { ‘klåkt ’ləj-ək } 
clock frequency  [ELECTR] The master frequency of the periodic pulses that schedule the operation of a digital computer. Also known as clock rate, clock speed. { ‘klåkt ’fri-kwən-sə } 
clock motor  See timing motor. { ‘klåkt ’məd-ər } 
clock oscillator  [ELECTR] An oscillator that controls an electronic clock. { ‘klåkt ’as-əl ‘klåkt əs-əd } 
clock rate  See clock frequency. { ‘klåkt ’rät } 
clock speed  See clock frequency. { ‘klåkt ’spēd } 
close-control radar  [ENG] Ground radar used
cloud test

with radio to position an aircraft over a target that is normally difficult to locate or is invisible to the pilot. {klōz kan'trōl 'rā,dār} 
close-coupled pump [MECH ENG] A pump with built-in electric motor (sometimes a steam turbine), with the motor drive and pump impeller on the same shaft. {klōz 'kap-āld 'pamp} 
closed-belt conveyor [MECH ENG] Solid-conveying device with zipperlike teeth that mesh to form a closed tube wrapped snugly around the conveyed material; used with fragile materials. {klōz 'belt kan'vā-ar} 
closed cycle [THERMO] A thermodynamic cycle in which the thermodynamic fluid does not enter or leave the system, but is used over and over again. {klōz 'stē-kāl} 
closed-cycle turbine [MECH ENG] A gas turbine in which essentially all the working medium is continuously recycled, and heat is transferred through the walls of a closed heater to the cycle. {klōz 'stē-kāl 'tār,bin} 
closed fireroom system [MECH ENG] A fire-room system in which combustion air is supplied via forced draft resulting from positive air pressure in the fireroom. {klōz 'fīr,rūn ,sis-tām} 
closed loop [CONT SYS] A family of automatic control units linked together with a process to form an endless chain; the effects of control action are constantly measured so that if the controlled quantity departs from the norm, the control units act to bring it back. {klōz 'lūp} 
closed-loop control system See feedback control system. {klōz 'lūp kan'trōl ,sis-tām} 
closed-loop telemetry system [ENG] 1. A telemetry system which is also used as the display portion of a remote-control system. 2. A system used to check out test vehicle or telemetry performance without radiation of radio-frequency energy. {klōz 'lūp tā'lēm-ə-trē ,sis-tām} 
closed nozzle [MECH ENG] A fuel nozzle having a built-in valve interposed between the fuel supply and combustion chamber. {klōz 'nāz-əl} 
closed pair [MECH] A pair of bodies that are subject to constraints which prevent any relative motion between them. {klōz 'pār} 
closed respiratory gas system [ENG] A self-contained system within a sealed cabin, capsule, or spacecraft that will provide adequate oxygen for breathing, maintain adequate cabin pressure, and absorb the exhaled carbon dioxide and water vapor. {klōz 'res-prā,tōr-ē 'gās ,sis-tām} 
closed shop [IND ENG] An establishment permitting only union members to be employed. {klōz 'shāp} 
closed steam [ENG] Steam that flows through a heating coil or annulus so that there is no direct contact between the steam and the material being heated. {klōz 'stēm} 
closed system [ENG] A system for water handling that does not permit air to enter. [THERMO] A system which is isolated so that it cannot exchange matter or energy with its surroundings and can therefore attain a state of thermodynamic equilibrium. Also known as isolated system. {klōz 'sis-tām} 
close nipple [ENG] A short length of pipe that is completely threaded. {klōz 'nip-əl} 
close-off rating [MECH ENG] 1. The maximum allowable pressure drop to which a valve can be subjected at commercial shutoff. 2. The maximum allowable pressure drop between the outlet of a three-way valve and either of the two inlets, or between the inlet and either of the two outlets. {klōz 'ōf, rād-ən} 
closer [CIV ENG] 1. In masonry work, the last brick or other masonry component that is laid in a horizontal course. Also known as closure. 2. A stone course that extends from one window-sill to another. {klōz-'zār} 
close-talking microphone [ENG ACOUS] A microphone designed for use close to the mouth, so noise from more distant points is suppressed. Also known as noise-canceling microphone. {klōz-'tāk-ing 'mir-ə-fon} 
closing line [MECH] The vector required to complete a polygon consisting of a set of vectors whose sum is zero (such as the forces acting on a body in equilibrium). {klōz-'in, lin} 
closing machine [ENG] A machine for manufacturing wire rope by braiding wire into strands, and strands into rope. Also known as stranding machine. {klōz-'in, mā,shēn} 
closing pressure [MECH ENG] The amount of static inlet pressure in a safety relief valve when the valve disk has a zero lift above the seat. {klōz-'in ,presh-ar} 
closure See closer. {klōz-'zār} 
cloth wheel [DES ENG] A polishing wheel made of sections of cloth glued or sewn together. {klōth ,wel} 
cloud-detection radar [ENG] A type of weather radar designed specifically for the detection of clouds (rather than precipitation). {klōd-dēt-shān ,rād-ər} 
cloud-dump sampler [ENG] An instrument for collecting cloud particles, consisting of a sampling plate or cylinder and a shutter, which is so arranged that the sampling surface is exposed to the cloud for a predetermined length of time; the sampling surface is covered with a material which either captures the cloud particles or leaves an impression characteristic of the impinging elements. {klōd-dām ,drāp 'sam-plər} 
cloud-height indicator [ENG] General term for an instrument which measures the height of cloud bases. {klōd ,hīt ,in 'dā,kād-ər} 
cloud mirror See mirror nephoscope. {klōd ,mir-ar} 
cloud point [CHEM ENG] The temperature at which paraffin wax or another solid substance begins to separate from a solution of petroleum oil, a cloudy appearance is seen in the oil at this point. {klōd ,pōint} 
cloud test [CHEM ENG] An American Society for Testing and Materials method for determining the cloud point of petroleum oil. {klōd ,test}
clout nail

clout nail  [DES ENG] A nail with a large, thin, flat head used in building.  {ˈklɔːt nɔːl}  
cloverleaf  [CIV ENG] A highway intersection resembling a clover leaf and designed to allow movement and interchange of traffic without direct crossings and left turns.  {ˈkləʊvərˌlɛf}  
clussec  [MECH ENG] A unit of power used to measure the power of evacuation of a vacuum pump, equal to the power associated with a leak rate of 1 centiliter per second at a pressure of 1 millitorr, or to approximately 1.3322 × 10⁻⁶ watt.  {ˈklʊʃiːsɛk}  
cluster  [ENG] 1. A pyrotechnic signal consisting of a group of stars or fireballs.  2. A grouping of rocket motors fastened together.  {ˈklæsɪtər}  
clutch  [MECH ENG] A machine element for the connection and disconnection of shafts in equipment drives, especially while running.  {klʌtʃ}  
cm  See centimeter  
cmHg  See centimeter of mercury  
CMOS device  [ELECTR] A device formed by the combination of a PMOS (p-type-channel metal oxide semiconductor device) with an NMOS (n-type-channel metal oxide semiconductor device). Derived from complementary metal oxide semiconductor device.  {ˈsi:məs diˈvɪs}  
CNC  See computer numerical control.  
coach screw  [DES ENG] A large, square-headed, wooden screw used to join heavy timbers. Also known as lag bolt, lag screw.  {ˈkɒʃ, skrɔː}  
coak  [DES ENG] 1. A projection from the end of a piece of wood or timber that is designed to fit into a hole in another piece so that they can be joined to form a continuous unit.  2. A dowel or hardwood pin that joins overlapping timbers.  {kɒk}  
coalescent pack  [CHEM ENG] High-surface-area packing to consolidate liquid droplets for gravity separation from a second phase (for example, gas or immiscible liquid); packing must be wettable by the droplet phase; Berl saddles, Raschig rings, knitted wire mesh, exchanger, and similar materials are used.  {ˌkoʊˈeɪləsənt pæk}  
coalescer  [CHEM ENG] Mechanical process vessel with wettable, high-surface area packing on which liquid droplets consolidate for gravity separation from a second phase (for example, gas or immiscible liquid).  {ˌkoʊˈeɪləsər}  
coal gasification  [CHEM ENG] The conversion of coal, char, or coke to a gaseous product by reaction with air, oxygen, steam, carbon dioxide, or mixtures of these.  {ˈkoʊl, ˈɡæsəˈoʊləˈkɛʃən}  
coal hydrogenation  See Bergius process.  {ˈkoʊl ˈhɪdʒərənis}  
coal liquefaction  [CHEM ENG] The conversion of coal (with the exception of anthracite) to petroleum-like hydrocarbon liquids, which are used as refinery feedstocks for the manufacture of gasoline, heating oil, diesel fuel, jet fuel, turbine fuel, fuel oil, and petrochemicals.  {ˈkoʊl ˈlɪkəˈfæksən}  
coast  [ENG] A memory feature on a radar which, when activated, causes the range and angle systems to continue to move in the same direction and at the same speed as that required to track an original target.  {ˈkɒst}  
coastal berm  See berm.  {ˈkoʊstəl ˈbɜrm}  
coastal engineering  [CIV ENG] A branch of civil engineering pertaining to the study of the action of the seas on shorelines and to the design of structures to protect against this action.  {ˈkoʊstəl ɛnˈjərəˈniŋ}  
coat hanger die  [ENG] A plastics-sheet slot die shaped like a coat hanger on the inside.  {ˈkoʊt hæŋər dɪ}  
coaxial  [MECH] Sharing the same axes.  [MECH ENG] Mounted on independent concentric shafts.  {ˈkoʊəkˈsɛlə}  
coaxial speaker  [ENG ACOUS] A loudspeaker system comprising two, or less commonly three, speaker units mounted on substantially the same axis in an integrated mechanical assembly, with an acoustic-radiation-controlling structure.  {ˈkoʊəkˈsɛlə lˈspeɪkər}  
coaxial wavemeter  [ENG] A device for measuring frequencies above about 100 megahertz, consisting of a rigid metal cylinder that has an inner conductor along its central axis, and a sliding disk that shorts the inner conductor and the cylinder.  {ˈkoʊəkˈsɛlə lˈveɪˌmɛtər}  
cobalt glance  See cobaltite.  {ˈkoʊbəlt ˈɡlɑns}  
cobalt-molybdate desulfurization  [CHEM ENG] A process for desulfurization of petroleum by using cobalt molybdate as a catalyst.  {ˈkoʊbəlt məˈləʊbdeɪt dəˈsʌlfərɪzəʃən}  
cock  [ENG] Any mechanism which starts, stops, or regulates the flow of liquid, such as a valve, faucet, or tap.  {kək}  
Coddington shape factor  See shape factor.  {ˈkəʊdɪntʃən ˈʃeɪp ˌfækˈtər}  
coded mask  [ENG] A pattern of tungsten blocks that absorb gamma-ray photons in a gamma-ray telescope, and are arranged so that an astronomical gamma-ray source projects on a position-sensitive detector a pattern that is characteristic of the direction of arrival of the photons.  {ˈkəʊdɪd, ˈmɑsk}  
code-sending radiosonde  [ENG] A radiosonde which transmits the indications of the meteorological sensing elements in the form of a code consisting of combinations of dots and dashes. Also known as code-type radiosonde; contracted code sonde.  {ˈkəʊdˌsendɪŋ ˈreɪdəzˈoʊndən}  
code-type radiosonde  See code-sending radiosonde.  {ˈkəʊdˌtɪp ˈreɪdəzˈoʊndən}  
codistor  [ELECTR] A multifunction semiconductor device which provides noise rejection and voltage regulation functions.  {ˈkəʊdɪsəˈtær}  
coefficient of capacitance  [ELEC] One of the coefficients which appears in the linear equations giving the charges on a set of conductors in terms of the potentials of the conductors; a coefficient is equal to the ratio of the charge on a given conductor to the potential of the same conductor when the potentials of all the other conductors are 0.  {ˈkoʊəfəˈsɛnt əv ˈkoʊəpəsənts}  
coefficient of compressibility  [MECH] The decrease in volume per unit volume of a substance
resulting from a unit increase in pressure, it is the reciprocal of the bulk modulus. \( \{ \text{kō-ô} \text{fish-ônt} \text{ av } \text{kàn-dák-tiv-ad-ô} \} \)

**coefficient of conductivity** See thermal conductivity. \( \{ \text{kō-ô} \text{fish-ônt av } \text{kàn-dák-tiv-ad-ô} \} \)

**coefficient of cubical expansion** \[ \text{[THERMO]} \]

The increment in volume of a unit volume of solid, liquid, or gas for a rise of temperature of \( 1^\circ \) at constant pressure. Also known as coefficient of expansion; coefficient of thermal expansion; coefficient of volumetric expansion; expansion coefficient; expansivity. \( \{ \text{kō-ô} \text{fish-ônt av } \text{kyûb-ô-kal i̇k'span-shôn} \} \)

**coefficient of friction** See modulus of elasticity. \( \{ \text{kō-ô} \text{fish-ônt av } \text{laś-tis-ad-ô} \} \)

**coefficient of expansion** See coefficient of cubical expansion. \( \{ \text{kō-ô} \text{fish-ônt av } \text{i̇k'span-shôn} \} \)

**coefficient of friction** \[ \text{[MECH]} \]

The ratio of the frictional force between two bodies in contact, parallel to the surface of contact, to the force, normal to the surface of contact, with which the bodies press against each other. Also known as friction coefficient. \( \{ \text{kō-ô} \text{fish-ônt av } \text{frik-shôn} \} \)

**coefficient of friction of rest** See coefficient of static friction. \( \{ \text{kō-ô} \text{fish-ônt av } \text{frik-shôn av } \text{'rest} \} \)

**coefficient of induction** \[ \text{[ELEC]} \]

One of the coefficients which appears in the linear equations giving the charges on a set of conductors in terms of the potentials of the conductors; a coefficient is equal to the ratio of the charge on a given conductor to the potential on another conductor, when the potentials of all the other conductors equal zero. \( \{ \text{kō-ô} \text{fish-ônt av in'dák-shôn} \} \)

**coefficient of kinetic friction** \[ \text{[MECH]} \]

The ratio of the frictional force, parallel to the surface of contact, that opposes the motion of a body which is sliding or rolling over another, to the force, normal to the surface of contact, with which the bodies press against each other. \( \{ \text{kō-ô} \text{fish-ônt av ko'nêd-i̇k } \text{frik-shôn} \} \)

**coefficient of linear expansion** \[ \text{[THERMO]} \]

The increment of length of a solid in a unit of length for a rise in temperature of \( 1^\circ \) at constant pressure. Also known as linear expansivity. \( \{ \text{kō-ô} \text{fish-ônt av } \text{lîn-ê-i̇r i̇k'span-shôn} \} \)

**coefficient of performance** \[ \text{[THERMO]} \]

**coefficient of potential** \[ \text{[ELEC]} \]

One of the coefficients which appears in the linear equations giving the potentials of a set of conductors in terms of the charges on the conductors. \( \{ \text{kō-ô} \text{fish-ônt av pa'ten-cha} \} \)

**coefficient of restitution** \[ \text{[MECH]} \]

The constant \( e \), which is the ratio of the relative velocity of two elastic spheres after direct impact to that before impact; \( e \) can vary from 0 to 1, with 1 equivalent to an elastic collision and 0 equivalent to a perfectly elastic collision. Also known as restitution coefficient. \( \{ \text{kō-ô} \text{fish-ônt av } \text{tes-tô-tù-shôn} \} \)

**coefficient of rigidity** See modulus of elasticity in shear. \( \{ \text{kō-ô} \text{fish-ônt av } \text{ji̇d-ad-ô} \} \)

**coefficient of rolling friction** \[ \text{[MECH]} \]

The ratio of the frictional force, parallel to the surface of contact, opposing the motion of a body rolling over another, to the force, normal to the surface of contact, with which the bodies press against each other. \( \{ \text{kō-ô} \text{fish-ônt av } \text{röl-i̇r } \text{frik-shôn} \} \)

**coefficient of sliding friction** \[ \text{[MECH]} \]

The ratio of the frictional force, parallel to the surface of contact, opposing the motion of a body sliding over another, to the force, normal to the surface of contact, with which the bodies press against each other. \( \{ \text{kō-ô} \text{fish-ônt av } \text{slîd-i̇r } \text{frik-shôn} \} \)

**coefficient of static friction** \[ \text{[MECH]} \]

The ratio of the maximum possible frictional force, parallel to the surface of contact, which acts to prevent two bodies in contact, and at rest with respect to each other, from sliding or rolling over each other, to the force, normal to the surface of contact, with which the bodies press against each other. Also known as coefficient of friction of rest. \( \{ \text{kō-ô} \text{fish-ônt av } \text{'stâd-i̇k } \text{frik-shôn} \} \)

**coefficient of strain** \[ \text{[MECH]} \]

For a substance undergoing a one-dimensional strain, the ratio of the distance along the strain axis between two points in the body, to the distance between the same points when the body is undeformed. \( \{ \text{kō-ô} \text{fish-ônt av } \text{'strân} \} \)

**coefficient of superficial expansion** \[ \text{[THERMO]} \]

The increment in area of a solid surface per unit of area for a rise in temperature of \( 1^\circ \) at constant pressure. Also known as superficial expansivity. \( \{ \text{kō-ô} \text{fish-ônt av } \text{'su̇p-arfish-ôl i̇k'span-shôn} \} \)

**coefficient of thermal expansion** See coefficient of cubical expansion. \( \{ \text{kō-ô} \text{fish-ônt av } \text{thor-môl i̇k'span-shôn} \} \)

**coefficient of volumetric expansion** See coefficient of cubical expansion. \( \{ \text{kō-ô} \text{fish-ônt av } \text{väl-yôme-trik i̇k'span-chôn} \} \)

**coelostat** \[ \text{[ENG]} \]

A device consisting of a clockwork-driven mirror that enables a fixed telescope to continuously keep the same region of the sky in its field of view. \( \{ \text{sê-lô-stat} \} \)

**coercimeter** \[ \text{[ENG]} \]

An instrument that measures the magnetic intensity of a natural magnet or electromagnet. \( \{ \text{kō-ô} \text{sim-ôd-ar} \} \)

**coextrusion** \[ \text{[ENG]} \]

Extrusion-forming of plastic or metal products in which two or more compatible feed materials are used in physical admixture through the same extrusion die. \( \{ \text{kō-ô} \text{kès-trü-zhôn} \} \)

**cofferdam** \[ \text{[CIV ENG]} \]

A temporary dam like a barrier, constructed of panels that are sunken or raised to exclude water. \( \{ \text{kō-ô} \text{fard} \} \)

**coffered ceiling** \[ \text{[BUILD]} \]

An ornamental ceiling constructed of panels that are sunken or recessed. \( \{ \text{kō-ô} \text{fard} \} \)

**cog** \[ \text{[DES ENG]} \]

A tooth on the edge of a wheel. \[ \text{[ELEC]} \]

A fluctuation in the torque delivered by
a motor when it runs at low speed, due to electro-mechanical effects. Also known as torque ripple.

**coke belt** [MECH ENG] A flexible device used for timing and for slip-free power transmission.

**cogeneration** [MECH ENG] The simultaneous on-site generation of electric energy and process steam or heat from the same plant.

**cogged belt** See timing belt.

**cog railway** [CIV ENG] A steep railway that employs a cograil that meshes with a cogwheel on the locomotive to ensure traction.

**cogwheel** [DES ENG] A wheel with teeth around its edge.

**coherent moving-target indicator** [ENG] A radar system in which the Doppler frequency of the target echo is compared to a local reference frequency generated by a coherent oscillator.

**coherency gate** See coincidence circuit.

**coincidence amplifier** [ELECTR] An electronic circuit that amplifies only that portion of a signal present when an enabling or controlling signal is simultaneously applied.

**coincidence circuit** [ELECTR] A circuit that produces a specified output pulse only when a specified number or combination of two or more input terminals receives pulses within an specified time interval. Also known as coincidence counter, coincidence gate.

**coincidence correction** See dead-time correction.

**coincidence counter** See coincidence circuit.

**coincidence gate** See coincidence circuit.

**coinection molding** [ENG] A technique used in polymer processing whereby two or more materials are simultaneously injected into the cavity of a mold. Also known as sandwich molding.

**coke breeze** [MECH ENG] Undersized coke screenings passing through a screen opening of approximately 5/8 inch (16 millimeters).

**coke drum** [CHEM ENG] A vessel in which coke is produced.

**coke knocker** [MECH ENG] A mechanical device used to break loose coke within a drum or tower.

**coke number** [CHEM ENG] A number used to report the results of the Ramsbottom carbon residue test.

**coke oven** [CHEM ENG] A retort in which coal is converted to coke by carbonization.

**coke-oven regenerator** [CHEM ENG] Arrangement of refractory blocks in the flue system of a coke oven to recover waste heat from hot, exiting combustion gases; the blocks, in turn, release heat to warm, incoming fuel gas.

**coker** [CHEM ENG] The processing unit in which coking occurs.

**coking** [CHEM ENG] 1. Destructive distillation of coal to make coke. 2. A process for thermally converting the heavy residual bottoms of crude oil entirely to lower-boiling petroleum products and by-product petroleum coke.

**coking still** [CHEM ENG] A still in which coking is done; usually, it is a batch still.

**Colburn factor equation** [THERMO] Dimensionless heat-transfer equation to calculate the natural convection movement of heat from vertical surfaces or horizontal cylinders to fluids (gases or liquids) flowing past these surfaces.

**Colburn method** [CHEM ENG] Graphical method, and equations to calculate the theoretical number of plates (trays) needed to separate light and heavy liquids in a distillation column.

**cold-air machine** [MECH ENG] A refrigeration system in which air serves as the refrigerant in a cycle of adiabatic compression, cooling to ambient temperature, and adiabatic expansion to refrigeration temperature, the air is customarily reused in a closed superatmospheric pressure system. Also known as dense-air system.

**cold-chamber die casting** [ENG] A die-casting process in which molten metal is ladled either manually or mechanically into a relatively cold cylinder from which it is forced into the die cavity.

**cold chisel** [DES ENG] A chisel specifically designed to cut or chip cold metal, made of specially tempered tool steel machined into various cutting edges. Also known as cold cutter.

**cold cure** [CHEM ENG] Vulcanization of rubber at nonelevated temperatures with a solution of a sulfur compound.

**cold cutter** See cold chisel.

**cold differential test pressure** [ENG] The inlet pressure of a pressure-relief valve at which the valve is set to open during testing.

110
cold flow | [MECH] Creep in polymer plastics.

cold joint | [ENG] A soldered connection which was inadequately heated, with the result that the wire is held in place by rosin flux, not solder.

cold lime-soda process | [CHEM ENG] A watersoftening process in which water is treated with hydrated lime (sometimes in combination with soda ash), which reacts with dissolved calcium and magnesium compounds to form precipitates that can be removed as sludge.

cold molding | [ENG] Shaping of an unheated compound in a mold under pressure, followed by heating the article to cure it.

cold plasma | [CHEM ENG] Low-energy ionized gas.

cold plate | [MECH ENG] An aluminum or other plate containing internal tubing through which a liquid coolant is forced, to absorb heat transferred to the plate by transistors and other components mounted on it. Also known as liquidcooled dissipator.

cold saw | [MECH ENG] 1. Any saw for cutting cold metal, as opposed to a hot saw. 2. A disk made of soft steel or iron which rotates at a speed such that a point on its edge has a tangential velocity of about 15,000 feet per minute (75 meters per second), and which grinds metal by friction.

cold setting | [CHEM ENG] A process that removes wax from high-viscosity stocks.

cold slug | [ENG] The first material to enter an injection mold in plastics manufacturing.

cold-slug well | [ENG] The area in a plastic injection mold which receives the cold slug from the sprue opening.

cold-spot hygrometer | See dew-point hygrometer.

cold storage | [ENG] The storage of perishables at low temperatures produced by refrigeration, whereas an anode receives electrons whose use-usually above freezing, to increase storage life.

cold storage locker plant | [ENG] A plant with many rental steel lockers, each with a capacity of about 6 cubic feet (0.17 cubic meter) and generally for food storage by an individual family, placed in refrigerated rooms, at about 0°F (-18°C).

cold stress | [MECH] Forces tending to deform steel, cement, and other materials, resulting from low temperatures.

cold stretch | [ENG] A pulling operation on extruded plastic filaments in which little or no heat is used; improves tensile properties.

cold test | [CHEM ENG] A test to determine the temperature at which clouding or coagulation is first visible in a sample of oil, as the temperature of the sample is reduced.

cold trap | [MECH ENG] A tube whose walls are cooled with liquid nitrogen or some other liquid to condense vapors passing through it, used with diffusion pumps and to keep vapors from entering a McLeod gage.

collapse | [ENG] Contraction of plastic container walls during cooling, produces permanent indentation.

collapse properties | [MECH] Strength and dimensional attributes of piping, tubing, or process vessels, related to the ability to resist collapse from exterior pressure or interior vacuum.

collapsing pressure | [MECH] The minimum external pressure which causes a thin-walled body or structure to collapse.

collared hole | [ENG] A started hole drilled sufficiently deep to confine the drill bit and prevent slippage of the bit from normal position.

collect | [DES ENG] A sleeve or flange that can be tightened about a rotating shaft to halt motion.

collective bargaining | [IND ENG] The negotiation for mutual agreement in the settlement of a labor contract between an employer or his representatives and a labor union or its representatives.

collector | [ELECTR] 1. A semiconductive region through which a primary flow of charge carriers leaves the base of a transistor, the electrode or terminal connected to this region is also called the collector. 2. An electrode that collects electrons or ions which have completed their functions within an electron tube, a collector receives electrons after they have done useful work, whereas an anode receives electrons whose useful work is to be done outside the tube. Also known as electron collector.

collector capacitance | [ELECTR] The depletionlayer capacitance associated with the collector junction of a transistor.

collector current | [ELECTR] The direct current that passes through the collector of a transistor.
collector cutoff

**collector cutoff** [ELECTR] The reverse saturation current of the collector-base junction.

**collector junction** [ELECTR] A semiconductor junction located between the base and collector electrodes of a transistor.

**collector modulation** [ELECTR] Amplitude modulation in which the modulator varies the collector voltage of a transistor.

**collector resistance** [ELECTR] The back resistance of the collector-base diode of a transistor.

**collector voltage** [ELECTR] The direct-current voltage, obtained from a power supply, that is applied between the base and collector of a transistor.

**collet** [DES ENG] A split, coned sleeve to hold column.

**collimation tower** [ENG] A tower on which a visual and a radio target are mounted to check the electrical axis of an antenna.

**collision-avoidance radar** [ENG] Radar equipment utilized in a collision-avoidance system.

**collision-avoidance system** [ENG] Electronic devices and equipment used by a pilot to perform the functions of conflict detection and avoidance.

**collision blasting** [ENG] The blasting out of different sections of rocks against each other.

**colloid** [CIV ENG] A device that removes colloids from sewage.

**colloid mill** [MECH ENG] A grinding mill for the making of very fine dispersions of liquids or solids by breaking down particles in an emulsion or paste.

**color-bar code** [IND ENG] A code that uses one or more different colors of bars in combination with black bars and white spaces, to increase the density of binary coding of data printed on merchandise tags or directly on products for inventory control and other purposes.

**color code** [ELEC] A system of colors used to indicate the electrical value of a component or to identify terminals and leads.

**color decoder** See matrix.

**color Doppler flow imaging scanner** [ENG] A device that obtains B-mode images and Doppler blood flow data simultaneously, and superimposes a color Doppler image on the gray-scale B-mode image.

**color emissivity** See monochromatic emissivity.

**color encoder** See matrix.

**column** See tower.

**column crane** [MECH ENG] A jib crane whose boom pivots about a post attached to a building column.

**column drill** [MECH ENG] A tunnel rock drill supported by a vertical steel column.

**column splice** [CIV ENG] A connection between two lengths of a compression member (column), an erection device rather than a stress-carrying element.

**comb** See drag.

**combination chuck** [DES ENG] A chuck used in a lathe whose jaws either move independently or simultaneously.

**combination collar** [DES ENG] A collar that has left-hand threads at one end and right-hand threads at the other.

**combination cycle** See mixed cycle.

**combination lock** [ENG] A lock that can be opened only when its dial has been set to the proper combination of symbols, in the proper sequence.

**combination pliers** [DES ENG] Pliers that can be used either for holding objects or for cutting and bending wire.

**combination saw** [MECH ENG] A saw made in various tooth arrangement combinations suitable for ripping and crosscut mitering.

**combination square** [DES ENG] A square head and steel rule that when used together have both a 45° and 90° face to allow the testing of the accuracy of two surfaces intended to have these angles.

**combination unit** [CHEM ENG] A processing unit that combines more than one process, such as straight-run distillation together with selective cracking.

**combination wrench** [DES ENG] A wrench that is an open-end wrench at one end and a socket wrench at the other.

**combined flexure** [MECH] The flexure of a beam under a combination of transverse and longitudinal loads.

**combined footing** [CIV ENG] A footing, either rectangular or trapezoidal, that supports two columns.
combined sewers  [CIV ENG] A drainage system that receives both surface runoff and sewage.  { kamˇbined  'swartz}
combined stresses  [MECH] Bending or twisting stresses in a structural member combined with direct tension or compression.  { kamˇbind 'stres-aoz}
combing  [BUILD] In roofing, the topmost row of shingles which project above the ridge line.  [ENG] 1. Using a comb or stiff bristle brush to create a pattern by pulling through freshly applied paint.  2. Scraping or smoothing a soft stone surface.  (kamˇi-j) 
comb nephoscope  [ENG] A direct-vision nephoscope constructed with a comb (a crosspiece containing equispaced vertical rods) attached to the end of a column 8–10 feet (2.4–3 meters) long and supported on a mounting that is free to rotate about its vertical axis; in use, the comb is turned so that the cloud appears to move parallel to the tips of the vertical rods.  (komˇne-foskop)
complate  [MECH ENG] The toothed portion of the stationary threshold plate that is set into both ends of an escalator or moving sidewalk and meshes with the grooved surface of the moving steps or treadmill.  (kamˇplät)
combustible loss  [ENG] Thermal loss resulting from incomplete combustion of fuel.  (kamˇbas-ta-bal, los)
combustion chamber  [ENG] Any chamber in which a fuel such as oil, coal, or kerosine is burned to provide heat.  [MECH ENG] The space at the head end of an internal combustion engine cylinder where most of the combustion takes place.  (komˇbas-chamˇchamˇbar)
combustion-chamber volume  [MECH ENG] The volume of the combustion chamber when the piston is at top dead center.  (komˇbas-chamˇchamˇbarvalˇyam)
combustion deposit  [ENG] A layer of ash on the heat-exchange surfaces of a combustion chamber, resulting from the burning of a fuel.  (komˇbas-chamˇpaiz-at)
combustion engine  [MECH ENG] An engine that operates by the energy of combustion of a fuel.  (komˇbas-chamˇe-nˇjan)
combustion engineering  [MECH ENG] The design of combustion furnaces for a given performance and thermal efficiency, involving study of the heat liberated in the combustion process, the amount of heat absorbed by heat elements, and heat-transfer rates.  (komˇbas-chamˇenˇjaˇnir-i)
combustion furnace  [ENG] A furnace whose source of heat is the energy released in the oxidation of fossil fuel.  (komˇbas-chamˇfor-nas)
combustion knock  See engine knock.  (komˇbas-chamˇnák)
combustion shock  [ENG] Shock resulting from abnormal burning of fuel in an internal combustion engine, caused by preignition or fuel-air detonation, or in a diesel engine, the uncontrolled burning of fuel accumulated in the combustion chamber.  (komˇbas-chamˇshák)
combustion turbine  See gas turbine.  (komˇbas-chamˇtar-bin)
combustor  [MECH ENG] The combustion chamber together with burners, igniters, and injection devices in a gas turbine or jet engine.  (komˇbas-tar)
come-along  [DES ENG] A device for gripping and effectively shortening a length of cable, wire, rope, or chain by means of two jaws which close when one pulls on a ring.  See puller.  (komˇa-long)
comfort chart  [ENG] A diagram showing curves of relative humidity and effective temperature superimposed upon rectangular coordinates of wet-bulb temperature and dry-bulb temperature.  (komˇfar-tar,chart)
comfort control  [ENG] Control of temperature, humidity, flow, and composition of air by using heating and air-conditioning systems, ventilators, or other systems to increase the comfort of people in an enclosure.  (komˇfar-tar, komˇtrol)
comfort curve  [ENG] A line drawn on a graph of air temperature versus some function of humidity (usually wet-bulb temperature or relative humidity) to show the varying conditions under which the average sedentary person feels the same degree of comfort, a curve of constant comfort.  (komˇfar-tar, komˇtrol)
comfort standard  See comfort zone.  (komˇfar-tar, stan-dard)
comfort temperature  [MECH ENG] Any one of the indexes in which air temperatures have been adjusted to represent human comfort or discomfort under prevailing conditions of temperature, humidity, radiation, and wind.  (komˇfar-tar, tem-pra-char)
comfort zone  [ENG] The ranges of indoor temperature, humidity, and air movement, under which most persons enjoy mental and physical well-being. Also known as comfort standard.  (komˇfar-tar, zon)
command  [CONT SYS] An independent signal in a feedback control system, from which the dependent signals are controlled in a predetermined manner.  (komˇmand)
command and control  [SYS ENG] The process of military commanders and civilian managers identifying, prioritizing, and achieving strategic and tactical objectives by exercising authority and direction over human and material resources by utilizing a variety of computer-based and computer-controlled systems, many driven by decision-theoretic methods, tools, and technologies. Abbreviated C2.  (komˇmand an komˇtrol)
command, control, and communications  [SYS ENG] A version of command and control in which the roles of communications equipment and intelligence are emphasized.  (komˇmand, komˇtrol an komˇmyu-neka-shanz)
command, control, communications, and intelligence  [SYS ENG] A version of command and control in which the roles of communications equipment and intelligence are emphasized.
command destruct

Abbreviated C'I { kämand kan'tröl ka,myų-na'kadaşan an in'tel-ö'ans }
command destruct { CONT SYS } A command control system that destroys a flightborne test rocket or a guided missile, actuated by the safety officer whenever the vehicle's performance indicates a safety hazard. { kämand di'strakt }
command guidance { ENG } A type of electronic guidance of guided missiles or other guided aircraft wherein signals or pulses sent out by an operator cause the guided object to fly a directed path. Also known as command control. { kämand giöd-öns }
commercial diesel cycle See mixed cycle. { kämar-shal 'de-zal, si-kal }
commercial harbor { CIV ENG } A harbor in which docks are provided with cargo-handling facilities. { kämar-shal 'hår-bor }
commutation { MECH ENG } Breaking up or grinding into small fragments. Also known as pulverization. { käm-ö'nü-shan }
commutator { MECH ENG } A machine that breaks up solids. { käm-ö,nüd-ar }
common-base connection See grounded-base connection. { käm-an 'bás ka'nek-shan }
common-base feedback oscillator { ELECTR } A bipolar transistor amplifier with a common-base connection and a positive feedback network between the collector (output) and the emitter (input). { käm-an 'bás 'féd,bak, 'äs-a,läd-ar }
common bond See American bond. { käm-an 'bänd }
common carrier { IND ENG } A company recognized by an appropriate regulatory agency as having a vested interest in furnishing communications services or in transporting commodities or people. { käm-an 'kar-ar }
common-collector connection See grounded-collector connection. { käm-an 'ka'lek-tar ka'nek-shan }
common-drain amplifier { ELECTR } An amplifier using a field-effect transistor so that the input signal is injected between gate and drain, while the output is taken between the source and drain. Also known as source-follower amplifier. { käm-an 'drän 'am-pla,fr-ar }
common-emitter connection See grounded-emitter connection. { käm-an 'mïd-ar ka'nek-shan }
common-gate amplifier { ELECTR } An amplifier using a field-effect transistor in which the gate is common to both the input circuit and the output circuit. { käm-an 'gät 'am-pla,fr-ar }
common joist { BUILD } An ordinary floor beam to which floor boards are attached. { käm-an 'joist }
common labor { IND ENG } Unskilled workers. { käm-an 'lä-bor }
common mode { ELECTR } Having signals that are identical in amplitude and phase at both inputs, as in a differential operational amplifier. { käm-an 'möd }
common-mode error { ELECTR } The error voltage that exists at the output terminals of an operational amplifier due to the common-mode voltage at the input. { käm-an ,möd 'er-ar }
common-mode gain { ELECTR } The ratio of the output voltage of a differential amplifier to the common-mode input voltage. { käm-an ,möd 'gan }
common-mode input capacitance { ELECTR } The equivalent capacitance of both inverting and noninverting inputs of an operational amplifier with respect to ground. { käm-an ,möd 'in,put kəp'pas-öd-öns }
common-mode input impedance { ELECTR } The open-loop input impedance of both inverting and noninverting inputs of an operational amplifier with respect to ground. { käm-an ,möd 'in,put im'ped-öns }
common-mode input resistance { ELECTR } The equivalent resistance of both inverting and noninverting inputs of an operational amplifier with respect to ground or reference. { käm-an ,möd 'in,put ri'zis-tans }
common-mode rejection { ELECTR } The ability of an amplifier to cancel a common-mode signal while responding to an out-of-phase signal. Also known as in-phase rejection. { käm-an ,möd ri'jek-shan }
common-mode rejection ratio { ELECTR } The ratio of the gain of an amplifier for difference signals between the input terminals, to the gain for the average or common-mode signal component. Abbreviated CMRR. { käm-an ,möd ri'jek-shan 'rä-sho }
common-mode signal { ELECTR } A signal applied equally to both ungrounded inputs of a balanced amplifier stage or other differential device. Also known as in-phase signal. { käm-an ,möd 'sig-nal }
common-mode voltage { ELECTR } A voltage that appears in common at both input terminals of a device with respect to the output reference (usually ground). { käm-an ,möd 'vol-ťiʃ }
common rafter { BUILD } A rafter which extends from the plate of the roof to the ridge board at right angles to both members, and to which roofing is attached. { käm-an 'rät-ar }
common-rail injection { MECH ENG } A type of diesel engine fuel-injection system in which one rail maintains the fuel at a specified pressure while feed lines run from the rail to each fuel injector. { käm-an 'räi in'jek-shan }
common return { ELECTR } A return conductor that serves two or more circuits. { käm-an 'rïtarn }
common wall { BUILD } A wall that is shared by two dwelling units. { käm-an 'wol }
communications { ENG } The science and technology by which information is collected from an originating source, transformed into electric currents or fields, transmitted over electrical networks or space to another point, and reconverted into a form suitable for interpretation by a receiver. { kä,myų-na'kadaşan }
compaction { ENG } Increasing the dry density of a granular material, particularly soil, by means such as impact or by rolling the surface layers. { kəm'pak-shan }
compactor { MECH ENG } 1. Machine designed
to consolidate earth and paving materials by kneading, weight, vibration, or impact, to sustain loads greater than those sustained in an uncompacted state. 2. A machine that compresses solid waste material for convenience in disposal.

compass card

[DES ENG] A pipe flange that can be bolted to a similar flange on another pipe. (kəmˈpāsˌkārd)

comparative rabal
[ENG] A rabal observation (that is, a radiosonde balloon tracked by theodolite) taken simultaneously with the usual rawin observation (tracking by radar or radio direction-finder), to provide a rough check on the alignment and operating accuracy of the electronic tracking equipment. (kəmˈpādərəl)

comparator
[CONT SYS] A device which detects the value of the quantity to be controlled by a feedback control system and compares it continuously with the desired value of that quantity. (kəmˈpātər)

comparator circuit
[ELECTR] An electronic circuit that produces an output voltage or current whenever two input levels simultaneously satisfy predetermined amplitude requirements; may be linear (continuous) or digital (discrete). (kəmˈpātərˈsaıdərˌsərkət)

comparator method
[ THERMO] A method of determining the coefficient of linear expansion of a substance in which one measures the distance that each of two traveling microscopes must be moved in order to remain centered on scratches on a rod-shaped specimen when the temperature of the specimen is raised by a measured amount. (kəmˈpātərˈmənˈtərˌmilə)

compartment mill
[MECH ENG] A multisec tion pulverizing device divided by perforated partitions, with preliminary grinding at one end in a short ball-mill operation, and finish grinding at the discharge end in a longer tube-mill operation. (kəmˈpārtəməntˈmilə)

compass
[ENG] An instrument for indicating a horizontal reference direction relative to the earth. (kəmˈpās)

compass bowl
[ENG] That part of a compass in which the compass card is mounted. (kəmˈpāsbŏl)

compass card
[DES ENG] The part of a compass on which the direction graduations are placed, it is usually in the form of a thin disk or annulus graduated in degrees, clockwise from 0° at the reference direction to 360°, and sometimes also in compass points. (kəmˈpāsˌkārd)

compass card axis
[DES ENG] The line joining 0° and 180° on a compass card. (kəmˈpāsˌkārdˌakˈsəs)

compass declinometer
[ENG] An instrument used for magnetic distribution surveys; employs a thin compass needle 6 inches (15 centimeters) long, supported on a sapphire bearing and steel pivot of high quality; peep sights serve for aligning the compass box on an azimuth mark. (kəmˈpāsˌdekələˈnāmdərəl)

compass roof
[BUILD] A roof in which each truss is in the form of an arch. (kəmˈpāsˌrōf)

compress saw
[DES ENG] A handsaw which has a handle with several attachable thin, tapering blades of varying widths, making it suitable for a variety of work, such as cutting circles and curves. (kəmˈpāsˌsaw)

compatibility
[SYS ENG] The ability of a new system to serve users of an old system. (kəmˈpātəbələˈbīləˌdisədə)

compatibility conditions
[MECH] A set of six differential relations between the strain components of an elastic solid which must be satisfied in order for these components to correspond to a continuous and single-valued displacement of the solid. (kəmˈpātəbələˈbīləˌdəkəmˌdishənˈənz)

compatible discrete four-channel sound
[ENG ACOUS] A sound system in which a separate channel is maintained from each of the four sets of microphones at the recording studio or other input location to the four sets of loudspeakers that serve as the output of the system. Abbreviated CD-4 sound. (kəmˈpātəbələˈbālˌdisˈkretərˈfo̊rˌkənˈdrəlˌsoʊnd)

compatible monolithic integrated circuit
[ELECTR] Device in which passive components are deposited by thin-film techniques on top of a basic silicon-substrate circuit containing the active components and some passive parts. (kəmˈpātəblankəˈlithˈlithˈikˌinˈtəˌgrədəˌsərkət)

compensated neutron logging
[ENG] Neutron well logging using one source and two detectors; the apparent limestone porosity is calculated by computer from the ratio of the count rate of one detector to that of the other. (kəmˈpānˌsā́dˌhūˌtrānˌlāgˌg)

compensated pendulum
[DES ENG] A pendulum made of two materials with different coefficients of expansion so that the distance between the point of suspension and center of oscillation remains nearly constant when the temperature changes. (kəmˈpānˌsā́dˌpənˈdələm)

compensated semiconductor
[ELECTR] Semiconductor in which one type of impurity or imperfection (for example, donor) partially cancels the electrical effects on the other type of impurity or imperfection (for example, acceptor). (kəmˈpānˌsā́dˌsɛmˈiˌkənˈdərəl)

compensated volume control
See loudness control. (kəmˈpānˌsā́dˌvələˈvənˌkənlərdəl)

compensating leads
[ENG] A pair of wires, similar to the working leads of a resistance thermometer or thermocouple, which are run alongside the working leads and are connected in such a way that they balance the effects of temperature changes in the working leads. (kəmˈpānˌsā́dˌkənˈtrəl)

compensating network
[CONT SYS] A network used in a low-energy-level method for suppression of excessive oscillations in a control system. (kəmˈpānˌsā́dˌinˌnetˌwərk)
compensation

compensation  [CONT SYS]  Introduction of additional equipment into a control system in order to reshape its root locus so as to improve system performance. Also known as stabilization.

compensation signals  [ENG]  In telemetry, signals recorded on a tape, along with the data and in the same track as the data, used during the playback of data to correct electrically the effects of tape-speed errors.

compensator  [CONT SYS]  A device introduced into a feedback control system to improve performance and achieve stability. Also known as filter.

complementary  [ELECTR]  Having npn and pnp or p- and n-channel semiconductor elements on or within the same integrated-circuit substrate or working together in the same functional amplifier state.

complementary constant-current logic  [ELECTR]  A type of large-scale integration used in digital integrated circuits and characterized by high density and very fast switching times. Abbreviated CCL; CL. {kam-plehm-ten-tré kán-stant lâh-ik}

complementary logic switch  [ELECTR]  A complementary transistor pair which has a common input and interconnections such that one transistor is on when the other is off, and vice versa.

complementary metal oxide semiconductor device  [ELECTR]  A circuit using both npn and pnp transistors in a symmetrical arrangement that permits push-pull operation without an input transformer or other form of phase inverter.

complementary transistors  [ELECTR]  Two transistors of opposite conductivity (npn and pnp) in the same functional unit.

complete-expansion diesel cycle  [ELECTR]  See Brayton cycle.

complete lubrication  [ENG]  Lubrication taking place when rubbing surfaces are separated by a fluid film, and frictional losses are due solely to the internal fluid friction in the film. Also known as viscous lubrication.

complex frequency  [ENG]  A complex number used to characterize exponential and damped sinusoidal motion in the same way that an ordinary frequency characterizes simple harmonic motion, designated by the constant s corresponding to a motion whose amplitude is given by \( Ae^t \), where A is a constant and t is time.

complex impedance  [ELECTR]  See electrical impedance; impedance.

complex permittivity  [ELECTR]  A property of a dielectric, equal to \( \varepsilon_1/C_C_0 \), where C is the complex capacitance of a capacitor in which the dielectric is the insulating material when the capacitor is connected to a sinusoidal voltage source, and \( C_0 \) is the vacuum capacitance of the capacitor.

complex reflector  [ENG]  A structure or group of structures having many radar-reflecting surfaces facing in different directions.

complex relative attenuation  [ELECTR]  The ratio of the peak output voltage, in complex notation, of an electric filter to the output voltage at the frequency being considered.

complex target  [ENG]  A radar target composed of a number of reflecting surfaces that, in the aggregate, are smaller in all dimensions than the resolution capabilities of the radar.

compliance  [MECH]  The displacement of a linear mechanical system under a unit force.

component  [ELECTR]  Any one of the coefficients of the relations in the generalized Hooke's law used to express strain components as linear functions of the stress components. Also known as elastic constant.

compliant substrate  [ELECTR]  A semiconductor substrate into which an artificially formed interface is introduced near the surface which makes the substrate more readily deformable and allows it to support a defect-free semiconductor film of essentially any lattice constant, with dislocations forming in the substrate instead of in the film. Also known as sacrificial compliant substrate.

component distillation  [CHEM ENG]  A distillation process in which a fraction that cannot normally be separated by distillation is removed by forming an azeotropic mixture.

component-failure-impact analysis  [SYS ENG]  A study that attempts to predict the consequences of failures of the major components of a system. Abbreviated CFIA.

composite  [ENG ACOUS]  A re-recording consisting of at least two elements.

composite beam  [EIV ENG]  A structural member composed of two or more dissimilar materials joined together to act as a unit in which the
resulting system is stronger than the sum of its parts. An example in civil structures is the steel-concrete composite beam in which a steel wide-flange shape (I or W shape) is attached to a concrete floor slab. (ˈkamˌpāz-atˈbēm)

composite column [CIV ENG] A concrete column having a structural-steel or cast-iron core with a maximum core area of 20. (ˈkamˌpāz-atˈkāl-am)

composite filter [ELECTR] A filter constructed by linking filters of different kinds in series. (ˈkamˌpāz-atˈfĭl-tar)

composite I-beam bridge [CIV ENG] A beam bridge in which the concrete roadway is mechanically bonded to the I beams by means of shear connectors. (ˈkamˌpāz-atˈtəˌbēmˌbriʃ)

composite macromechanics [ENG] The study of composite material behavior wherein the material is presumed homogeneous and the effects of the constituent materials are detected only as averaged apparent properties of the composite. (ˈkamˌpāz-atˈmakrōˌmōˈkānˌikz)

composite material See composite. (ˈkamˌpāz-atˈmaktirˌēˌol)

composite micromechanics [ENG] The study of composite material behavior wherein the constituent materials are studied on a microscopic scale with specific properties being assigned to each constituent; the interaction of the constituent materials is used to determine the properties of the composite. (ˈkamˌpāz-atˈmīkˌrōˌmōˈkānˌikz)

composite pile [CIV ENG] A pile in which the upper and lower portions consist of different types of piles. (ˈkamˌpāz-atˈpīl)

composite sampler [ENG] A hydrometer cylinder equipped with sample cocks at regular intervals along its vertical height, used to take representative (vertical composite) samples of oil from storage tanks. (ˈkamˌpāz-atˈsāmˌplar)

composite truss [CIV ENG] A truss having composite pressers and tension members. (ˈkamˌpāz-atˈtrass)

composition [MECH] The determination of a force whose effect is the same as that of two or more given forces acting simultaneously; all forces are considered acting at the same point. (ˈkamˌpāzəˌzhishən)

composition diagram [CHEM ENG] Graphical plots to show the solvent-solute concentration relationships during various stages of extraction operations (leaching, or solid-liquid extraction; and liquid-liquid extraction). (ˈˌkamˌpāzəˈzhishənˌdrəˌəˌgrām)

composition-of-velocities law [MECH] A law relating the velocities of an object in two references frames which are moving relative to each other with a specified velocity. (ˈˌkamˌpāzəˌzhishənˌəvˈvavəˈlāsˌdēˈezˌlo)

compound angle [ENG] The angle formed by two mitered angles. (ˈˌkamˌpaʊndˈəˌagˌgəl)

compound engine [MECH ENG] A multicylinder-type displacement engine, using steam, air, or hot gas, where expansion proceeds successively (sequentially). (ˈˌkamˌpaʊndˈenˌjän)

compounding [MECH ENG] The series placing of cylinders in an engine (such as steam) for greater ratios of expansion and consequent improved engine economy. (ˈˌkamˌpaʊndˌinj)

compound lever [MECH ENG] A train of levers in which motion or force is transmitted from the arm of one lever to that of the next. (ˈˌkamˌpaʊndˈlevər)

compound rest [MECH ENG] A principal component of a lathe consisting of a base and an upper part dovetailed together; the base is graduated in degrees and can be swiveled to any angle; the upper part includes the tool post and tool holder. (ˈˌkamˌpaʊndˈrest)

compound screw [DES ENG] A screw having different or opposite pitches on opposite ends of the shank. (ˈˌkamˌpaʊndˈskrl)

compregnate [ENG] Compression of materials into a dense, hard substance with the aid of heat. (ˈˌkamˌpreŋˌnæt)

compressadensity function [MECH] A function used in the acoustic levitation technique to determine either the density or the adiabatic compressibility of a submicrometer droplet suspended in another liquid, if the other property is known. (ˌkamˌpresˈəˌdenˌsdēˌekˌfæksˌshan)

compressed air [MECH] Air whose density is increased by subjecting it to a pressure greater than atmospheric pressure. (ˌkamˌprestˈər)

compressed-air diving [ENG] Any form of diving in which air is supplied under high pressure to prevent lung collapse. (ˌkamˌprestˈəˌdīving)

compressed-air loudspeaker [ENG ACOUS] A loudspeaker having an electrically actuated valve that modulates a stream of compressed air. (ˌkamˌprestˈəˌlōdˌspēkər)

compressed-air power [MECH ENG] The power delivered by the pressure of compressed air as it expands, utilized in tools such as drills, in hoists, grinders, riveters, diggers, pile drivers, motors, locomotives, and in mine ventilating systems. (ˌkamˌprestˈəˌpərə)

compressibility [MECH] The property of a substance capable of being reduced in volume by application of pressure, quantitatively, the reciprocal of the bulk modulus. (ˌkamˌpresˈəˌbılˌədˌek)

compressibility factor [THERMO] The product of the pressure and the volume of a gas, divided by the product of the temperature of the gas and the gas constant; this factor may be inserted in operations (leaching, or solid-liquid extraction; and liquid-liquid extraction). (ˌkamˌpresˈəˌbılˌədˌekˌfæktər)

compressible fluid flow [CHEM ENG] Gas flow when the pressure drop due to the flow of a gas through a system is large enough, compared with the inlet pressure, to cause a 10% or greater decrease in gas density. (ˌkamˌpresˈəˌbılˌfləˌədˌflō)

compression [ELECTR] 1. Reduction of the effective gain of a device at one level of signal with respect to the gain at a lower level of signal, so
that weak signal components will not be lost in background and strong signals will not overload the system. 2. See compression ratio. [MECH] Reduction in the volume of a substance due to pressure; for example in building, the type of stress which causes shortening of the fibers of a wooden member. [MECH ENG] See compression ratio. 1. kom’presh-on

**compression coupling** [MECH ENG] 1. A means of connecting two perfectly aligned shafts in which a slotted tapered sleeve is placed over the junction and two flanges are drawn over the sleeve so that they automatically center the shafts and provide sufficient contact pressure to transmit medium loads. 2. A type of tubing fitting. 1. kom’presh-on ,kap-lit-

**compression cup** [ENG] A cup from which lubricant is forced to a bearing by compression. 1. kom’presh-on ,kap-

**compression failure** [ENG] Buckling or collapse caused by compression, as of a steel or concrete column or of wood fibers. 1. kom’presh-on ,kal-yar-

**compression fitting** [ENG] A leak-resistant pipe joint designed with a tight-fitting sleeve that exerts a large inward pressure on the exterior of the pipe. 1. kom’presh-on ,lid-yip-

**compression gage** [ENG] An instrument that measures pressures greater than atmospheric pressure. 1. kom’presh-on ,gäl-

**compression ignition** [MECH ENG] Ignition produced by compression of the air in a cylinder of an internal combustion engine before fuel is admitted. 1. kom’presh-on ig-nish-on-

**compression-ignition engine** See diesel engine. 1. kom’presh-on ig-nish-on ’en-on-

**compression member** [ENG] A beam or other structural member which is subject to compressive stress. 1. kom’presh-on ,mem-bar-

**compression modulus** See bulk modulus of elasticity. 1. kom’presh-on ,mäj-a-las-

**compression mold** [ENG] A mold for plastics which is open when the material is introduced and which shapes the material by heat and by the pressure of closing. 1. kom’presh-on ,mold-

**compression pressure** [MECH ENG] That pressure developed in a reciprocating piston engine at the end of the compression stroke without combustion of fuel. 1. kom’presh-on ,pre-shar-

**compression process** [CHEM ENG] The recovery of natural gasoline from gas containing a high proportion of hydrocarbons. 1. kom’presh-on ,prä-sas-

**compression ratio** [ELECTR] The ratio of the gain of a device at a low power level to the gain at some higher level, usually expressed in decibels. Also known as compression stress. [MECH ENG] The ratio in internal combustion engines between the volume displaced by the piston plus the clearance space, to the volume of the clearance space. Also known as compression ratio. 1. kom’presh-on ,rá-skó-

**compression refrigeration** [MECH ENG] The cooling of a gaseous refrigerant by first compressing it to liquid form (with resultant heat buildup), cooling the liquid by heat exchange, then releasing pressure to allow the liquid to vaporize (with resultant absorption of latent heat of vaporization and a refrigerative effect). 1. kom’presh-on ri’ fri-rij-ár-sch-

**compression release** [MECH ENG] Release of compressed gas resulting from incomplete closure of intake or exhaust valves. 1. kom’presh-on ri’lës-

**compression ring** [MECH ENG] A ring located at the upper part of a piston to hold the burning fuel charge above the piston in the combustion chamber, thus preventing blowby. 1. kom’presh-on ’ri-

**compression spring** [ENG] A spring, usually a coil spring, which resists a force tending to compress it. 1. kom’presh-on ,spring-

**compression strength** [MECH] Property of a material to resist rupture under compression. 1. kom’presh-on ,streng-kh-

**compression stroke** [MECH ENG] The phase of a positive displacement engine or compressor in which the motion of the piston compresses the fluid trapped in the cylinder. 1. kom’presh-on ,strokk-

**compression test** [ENG] A test to determine compression strength, usually applied to materials of high compression but low tensile strength, in which the specimen is subjected to increasing compressive forces until failure occurs. 1. kom’presh-on ,test-

**compressive member** [CIV ENG] A structural member subject to tension. 1. kom’pres-iv ’mem-bar-

**compressive strength** [MECH] The maximum compressive stress a material can withstand without failure. 1. kom’pres-iv ’streng-kh-

**compressive stress** [MECH] A stress which causes an elastic body to shorten in the direction of the applied force. 1. kom’pres-iv ’stre-

**compressor** [ELECTR] The part of a compandor that is used to compress the intensity range of signals at the transmitting or recording end of a circuit. [MECH ENG] A machine used for increasing the pressure of a gas or vapor. Also known as compression machine. 1. kom’pres-

**compressor blade** [MECH ENG] The vane components of a centrifugal or axial-flow, air or gas compressor. 1. kom’pres-ir ,blad-

**compressor station** [MECH ENG] A permanent facility which increases the pressure on gas to move it in transmission lines or into storage. 1. kom’pres-ir ,stä-shan-

**compressor valve** [MECH ENG] A valve in a compressor, usually automatic, which operates by pressure difference (less than 5 pounds per square inch or 35 kilopascals) on the two sides of a movable, single-loaded member and which has no mechanical linkage with the moving parts of the compressor mechanism. 1. kom’pres-ir ,val-

**compromise joint** [CIV ENG] 1. A joint bar used for joining rails of different height or section.
2. A rail that has different joint drillings from that of the same section. \( 'k\text{âm-pra,mïz ,joint} \)

**compromise rail** [CIV ENG] A short rail having different sections at the ends to correspond with the rail ends to be joined, thus providing a transition between rails of different sections. \( 'k\text{âm-pra,mïz ,râl} \)

**computational numerical control** See computer numerical control. \( 'k\text{äm-pyøå-tâ-shan-ôl nům-mer-ar-kân'trôl} \)

**computed path control** [CONT SYS] A control system designed to follow a path calculated to be the optimal one to achieve a desired result. \( 'k\text{äm-pyøld-ôd ,påth kân'trôl} \)

**computer-aided design** [CONT SYS] The use of computers in converting the initial idea for a product into a detailed engineering design. Computer models and graphics replace the sketches and engineering drawings traditionally used to visualize products and communicate design information. Abbreviated CAD. \( 'k\text{äm-pyøld-ar ,ôd-ôd dôÁÈn} \)

**computer-aided engineering** [ENG] The use of computer-based tools to assist in solution of engineering problems. \( 'k\text{äm-pyøld-ar ,ôd-ôd ,en-jaÁnir-lông} \)

**computer-aided manufacturing** [CONT SYS] The use of computers in converting engineering designs into finished products. Computers assist managers, manufacturing engineers, and production workers by automating many production tasks, such as developing process plans, ordering and tracking materials, and monitoring production schedules, as well as controlling the machines, industrial robots, test equipment, and systems that move and store materials in the factory. Abbreviated CAM. \( 'k\text{äm-pyøld-ar ,ôd-ôd ,mân-ôÁfák-chá-riŋ} \)

**computer control** [CONT SYS] Process control in which the process variables are fed into a computer and the output of the computer is used to control the process. \( 'k\text{äm-pyøld-ar kân'trôl} \)

**computer-controlled system** [CONT SYS] A feedback control system in which a computer operates on both the input signal and the feedback signal to effect control. \( 'k\text{äm-pyøld-ar kôn'trôld ,sís-tam} \)

**computer-integrated manufacturing** [IND ENG] A computer-automated system in which individual engineering, production, marketing, and support functions of a manufacturing enterprise are organized; functional areas such as design, analysis, planning, purchasing, cost accounting, inventory control, and distribution are linked through the computer with factory floor functions such as materials handling and management, providing direct control and monitoring of all process operations. Abbreviated CIM. \( 'k\text{äm-pyøld-ar línt-ô-gråd-ôd ,mân-ôÁfák-chá-riŋ} \)

**computer numerical control** [CONT SYS] A control system in which numerical values corresponding to desired tool or control positions are generated by a computer. Abbreviated CNC. Also known as computational numerical control; soft-wired numerical control; stored-program numerical control. \( 'k\text{äm-pyøld-ar nů-lé-mer-ô-kål kân'trôl} \)

**computer part programming** [CONT SYS] The use of computers to program numerical control systems. \( 'k\text{äm-pyøld-ar párt ,prô-gram-lông} \)

**concatenation** [ELEC] A method of speed control of induction motors in which the rotors of two wound-rotor motors are mechanically coupled together and the stator of the second motor is supplied with power from the rotor slip rings of the first motor. \( 'k\text{âm-sân-trád-ôd 'lôd} \)

**concentrate load** [MECH] A force that is negligible because of a small contact area; a beam supported on a girder represents a concentrated load on the girder. \( 'k\text{âm-sân-trád-ar} \)

**concentric groove** See locked groove. \( 'k\text{âm-sên-trík 'grév} \)

**concentric locating** [DES ENG] The process of making the axis of a tooling device coincide with the axis of the workpiece. \( 'k\text{âm-sên-trík 'lô-kål 'lông} \)

**concentric orifice plate** [DES ENG] A fluid-meter orifice plate whose edges have a circular shape and whose center coincides with the center of the pipe. \( 'k\text{âm-sên-trík 'ôr-ô-fäs ,plåt} \)

**concentric reducer** [ENG] A threaded or butt-welded pipe fitting whose ends are of different sizes but are concentric about a common axis. \( 'k\text{âm-sên-trík rîd-uÁ-sor} \)

**concentric tube column** [CHEM ENG] A carefully insulated distillation apparatus which is capable of very high separating power, and in which the outer vapor-rising annulus of the column is concentric around an inner, bottom-discharging reflux return. \( 'k\text{âm-sên-trík 'tûb 'kål-am} \)

**concrete beam** [CIV ENG] A structural member of reinforced concrete, placed horizontally over openings to carry loads. \( 'k\text{ân-kret 'bém} \)

**concrete bridge** [CIV ENG] A bridge constructed of prestressed or reinforced concrete. \( 'k\text{ân ,kret 'brî} \)

**concrete bucket** [ENG] A container with movable gates at the bottom that is attached to power cables or cables to transport concrete. \( 'k\text{ân-kret ,bàk-ôt} \)

**concrete buggy** [ENG] A cart which carries up to 6 cubic feet (0.17 cubic meter) of concrete from the mixer or hopper to the forms. Also known as buggy; concrete cart. \( 'k\text{ân-kret 'bàg-é} \)

**concrete caisson sinking** [CIV ENG] A shaft-sinking method similar to caisson sinking except that reinforced concrete rings are used and an airtight working chamber is not adopted. \( 'k\text{ân-kret 'kå-sân ,siÁnk-lông} \)
concrete cart See concrete buggy. (ˈkānˈkrētˌkārt)
concrete chute [ENG] A long metal trough with rounded bottom and open ends used for conveying concrete to a lower elevation. (ˈkānˈkretˌshūt)
concrete column [CIV ENG] A vertical structural member made of reinforced or unreinforced concrete. (ˈkānˈkretˌkōlən)
concrete dam [CIV ENG] A dam that is built of concrete. (ˈkānˈkretˌdām)
concrete mixer [MECH ENG] A machine with a rotating drum in which the components of concrete are mixed. (ˈkānˈkretˌmiksər)
concrete nail [DES ENG] hardened-steel nails that have a flat countersunk head and a tapered point and is used for nailing various materials to concrete or masonry. (ˈkānˈkretˌnāl)
concrete pile [CIV ENG] A reinforced pile made of concrete, either precast and driven into the ground, or cast in place in a hole bored into the ground. (ˈkānˈkretˌpīl)
concrete pipe [CIV ENG] A porous pipe made of concrete and used principally for subsoil drainage; diameters over 15 inches (38 centimeters) are usually reinforced. (ˈkānˈkretˌpīp)
concrete pump [MECH ENG] A device which drives concrete to the placing position through a pipeline of 6-inch (15-centimeter) diameter or more, using a special type of reciprocating pump. (ˈkānˈkretˌpūmp)
concrete slab [CIV ENG] A flat, reinforced-concrete structural member, relatively sizable in length and width, but shallow in depth; used for floors, roofs, and bridge decks. (ˈkānˈkretˌslāb)
concrete vibrator [MECH ENG] Vibrating device used to achieve proper consolidation of concrete, the three types are internal, surface, and form vibrators. (ˈkānˈkretˌvībrātər)
concurrent engineering [ENG] The simultaneous design of products and related processes, including all product life-cycle aspects such as manufacturing, assembly, test, support, disposal, and recycling. (ˈkänˈkārəntˌenˈjənərē)
concession [ENG] Shock waves in the air caused by an explosion underground or at the surface or by a heavy blow directly to the ground surface during excavation, quarrying, or blasting operations. (ˈkänˈkāshən)
condensate flash [CHEM ENG] Partial evaporation (flash) of hot condensed liquid by a stepwise reduction in system pressure, the hot vapor supplying heat to a cooler evaporator step (stage). (ˈkänˈdänˌsätˌflāʃ)
condensate strainer [MECH ENG] A screen used to remove solid particles from the condensate prior to its being pumped back to the boiler. (ˈkänˈdänˌsätˌstrānər)
condensate well [MECH ENG] A chamber into which condensed vapor falls for convenient accumulation prior to removal. (ˈkänˈdänˌsätˌwel)
condensation [ELEC] An increase of electric charge on a capacitor conductor. [MECH] An increase in density. (ˈkänˈdänˌsāˈshən)
condenser [ELEC] See capacitor. [MECH ENG] A heat-transfer device that reduces a thermodynamic fluid from its vapor phase to its liquid phase, such as in a vapor-compression refrigeration plant or in a condensing steam power plant. (ˈkänˈdenzər)
condenser-discharge anemometer [ENG] A contact anemometer connected to an electrical circuit which is so arranged that the average wind speed is indicated. (ˈkänˈdänˌsärˌdiˈsārˌdʒənˈmāmˈədər)
condenser microphone See capacitor microphone. (ˈkänˈdänˌsärˌmiˈкраˌfən)
condenser transducer See electrostatic transducer. (ˈkänˈdänˌsärˌˌtranzˈdərˌsər)
condenser tubes [MECH ENG] Metal tubes used in a heat-transfer device, with condenser vapor as the heat source and flowing liquid such as water as the receiver. (ˈkänˈdänˌsärˌˌtūbs)
condensing electrometer See capacitive electrometer. (ˈkänˈdänˌsēŋˌiˈækˌtrēˈmətrə)
condensing engine [MECH ENG] A steam engine in which the steam exhausts from the cylinder to a vacuum space, where the steam is liquefied. (ˈkänˈdänˌsēŋˌˈmenˌjən)
conditionally periodic motion [MECH] Motion of a system in which each of the coordinates undergoes simple periodic motion, but the associated frequencies are not all rational fractions of each other so that the complete motion is not simply periodic. (ˈkänˈdish·ən·警惕ˌˌpē·ˌkrēˌtərˌˈmōˌsənˌjən)
conditionally stable circuit [ELECTR] A circuit which is stable for certain values of input signal and gain, and unstable for other values. (ˈkänˈdish·ənˌˌəl·əˌstaˌbalˌˌsərˌkat)
conductance [ELEC] The real part of the admittance of a circuit, when the impedance contains no reactance, as in a direct-current circuit, it is the reciprocal of resistance, and is thus a measure of the ability of the circuit to conduct electricity. Also known as electrical conductance. Designated G. [THERMO] See thermal conductance. (ˈkänˈdaktəns)
conduction [ELEC] The passage of electric charge, which can occur by a variety of processes, such as the passage of electrons or ionized atoms. Also known as electrical conduction. (ˈkänˈdaktənˌʃən)
conduction cooling [ELECTR] Cooling of electronic components by carrying heat from the device through a thermally conducting material to a large piece of metal with cooling fins. (ˈkänˈdaktənˌʃənˌˌˌkylˌiŋ)
conduction pump [ENG] A pump in which liquid metal or some other conductive liquid is moved through a pipe by sending a current across the liquid and applying a magnetic field at right angles to current flow. (ˈkänˈdaktənˌˌpamp)
conductive coupling [ELEC] Electric connection of two electric circuits by their sharing the same resistor. (ˈkänˈdaktivˌˈkəpˌliŋ)
conductive interference  [ELECTR] Interference to electronic equipment that originates in power lines supplying the equipment, and is conducted to the equipment, and coupled through the power supply transformer. {kan'dak-tiv in'tar'far-ons}

conductivity  [ELEC] The ratio of the electric current density to the electric field in a material. Also known as electrical conductivity, specific conductance. {kan'dak'tiv-ad-é}

conductivity bridge  [ELEC] A modified Kelvin bridge for measuring very low resistances. {kan'dak'tiv-ad-MM,bri}

conductivity cell  [ELEC] A glass vessel with two electrodes at a definite distance apart and filled with a solution whose conductivity is to be measured. {kan'dak'tiv-ad-MM,sel}

conductivity modulation  [ELECTR] Of a semiconductor, the variation of the conductivity of a semiconductor through variation of the charge carrier density. {kan'dak'tiv-ad-MM,maj-ôl-shan}

conductivity modulation transistor  [ELECTR] Transistor in which the active properties are derived from minority carrier modulation of the bulk resistivity of the semiconductor. {kan'dak'tiv-ad-MM,maj-ôl-shan trans'iz-tar}

conductometer  [ENG] An instrument designed to measure thermal conductivity, in particular, one that compares the rates at which different rods transmit heat. {kan'dak'tam-ad-MM}

conductor  [ELEC] A wire, cable, or other body or medium that is suitable for carrying electric current. Also known as electric conductor. {kan'dak-tar}

conductor pipe  [BUILD] A metal pipe through which water is drained from the roof. {kan'dak-tar,pip}

conduit  [ELEC] Solid or flexible metal or other tubing through which insulated electric wires are run. [ENG] Any channel or pipe for conducting the flow of water or other fluid. {kan-da-wat}

cone  [ENG ACOUS] The cone-shaped paper or fiber diaphragm of a loudspeaker. {kôn}

cone bearing  [MECH ENG] A cone-shaped journal bearing running in a correspondingly tapered sleeve. {kôn'ber-iip}

cone-bottom tank  [ENG] Liquids-storage tank with downward-pointing conical bottom to facilitate drainage of bottom, as of water or sludge. {kôn,bad-aMM,taNk}

cone brake  [MECH ENG] A type of friction brake whose rubbing parts are cone-shaped. {kôn,brak}

cone classifier  [MECH ENG] Inverted-cone device for the separation of heavy particulates (such as sand, ore, or other mineral matter) from a liquid stream, feed enters the top of the cone, heavy particles settle to the bottom where they can be withdrawn, and liquid overflows the top edge, carrying the smaller particles or those of lower gravity over the rim, used in the mining and chemical industries. {kôn'klas-MM,fi-ar}

cone clutch  [MECH ENG] A clutch which uses the wedging action of mating conical surfaces to transmit friction torque. {kôn,klaN}

cone crusher  [MECH ENG] A machine that reduces the size of materials such as rock by crushing in the tapered space between a truncated revolving cone and an outer chamber. {kôn,kraNsh-ar}

conehead rivet  [DES ENG] A rivet with a head shaped like a truncated cone. {kôn,hed rivi-ot}

cone key  [DES ENG] A taper saddle key placed on a shaft to adapt it to a pulley with a too-large hole. {kôn,kê}

cone loudspeaker  [ENG ACOUS] A loudspeaker employing a magnetic driving unit that is mechanically coupled to a paper or fiber cone. Also known as cone speaker. {kôn'laud'spe-kar}

cone mandrel  [DES ENG] A mandrel in which the diameter can be changed by moving conical sleeves. {kôn,man-drâl}

cone nozzle  [DES ENG] A cone-shaped nozzle that disperses fluid in an atomized mist. {kôn,nâz-al}

cone of friction  [MECH] A cone in which the resultant force exerted by one flat horizontal surface on another must be located when both surfaces are at rest, as determined by the coefficient of static friction. {kôn av 'frïk-shan}

cone pulley  See step pulley. {kôn,pâl-é}

cone rock bit  [MECH ENG] A rotary drill with two hardened knurled cones which cut the rock as they roll. Also known as roller bit. {kôn'räk,bit}

cone-roof tank  [ENG] Liquids-storage tank with flattened conical roof to allow a vapor reservoir at the top for filling operations. {kôn,ruf,taNk}

cone speaker  See cone loudspeaker. {kôn,spêk-ar}

cone valve  [CIV ENG] A divergent valve whose cone-shaped head in a fixed cylinder spreads water around the wide, downstream end of the cone in spillways of dams or hydroelectric facilities. Also known as Howell-Bunger valve. {kôn,vał}

confidence level  [IND ENG] The probability in acceptance sampling that the quality of accepted lots manufactured will be better than the rejectable quality level (ROL). 90% level indicates that accepted lots will be better than the ROL 90 times in 100. {kan-fa-dans,lev-al}

configuration  [ELEC] A group of components interconnected to perform a desired circuit function. [MECH] The positions of all the particles in a system. [SYS ENG] A group of machines interconnected and programmed to operate as a system. {kan,fi-gya-ra-shan}

confined flow  [ENG] The flow of any fluid (liquid or gas) through a continuous container (process vessel) or conduit (piping or tubing). {kan'fin'dô}

confinement  [ENG] Physical restriction, or degree of such restriction, to passage of detonation wave or reaction zone, for example, that of a
confining liquid

resistant container which holds an explosive charge. (kənˈfîn-mənt)

confining liquid [CHEM ENG] A liquid seal (most often mercury or sodium sulfate brine) that is displaced during the no-loss transfer of a gas sample from one container to another. (kənˈfîn-əj, ˈlîk-wəd)

congruent melting point [THERMO] A point on a temperature composition plot of a nonstoichiometric compound at which the one solid phase and one liquid phase are adjacent. (konˈgrü-ənt ˈmelt-lang, ˈpɔint)

conical ball mill [MECH ENG] A cone-shaped tumbling pulverizer in which the steel balls are classified, with the larger balls at the feed end where larger lumps are crushed, and the smaller balls at the discharge end where the material is finer. (kənˈkɔl-ə-kɔl ˈbol, mil)

conical bearing [MECH ENG] An antifriction bearing employing tapered rollers. (kənˈkɔl-ə-ber-ənj)

conical pendulum [MECH] A weight suspended from a cord or light rod and made to rotate in a horizontal circle about a vertical axis with a constant angular velocity. (kənˈkɔl-ə-kɔl ˈpen-ja-ləm)

conical refiner [MECH ENG] In paper manufacture, a cone-shaped continuous refiner having two sets of bars mounted on the rotating plug and fixed shell for beating unmodified cellulose fibers. (kənˈkɔl-ə-kɔl rə-finər)

conicone [MECH ENG] See conicose. (kənˈkɔl-ə-ˈskôp)

conjugate momentum [MECH] If $q, (i = 1, 2, \ldots)$ are generalized coordinates of a classical dynamical system, and $L$ is its Lagrangian, the momentum conjugate to $q_i$ is $p_i = \partial L/\partial q_i$. Also known as canonical momentum. (kənˈkɔjə-gat moʊˈmen-təm)

connecting rod [MECH ENG] Any straight link that transmits motion or power from one linkage to another within a mechanism, especially linear to rotary motion, as in a reciprocating engine or compressor. (kənˈnek-tər)

connector [ELECTR] A switch, or relay group system, which finds the telephone line being called as a result of digits being dialed, it also causes interrupted ringing voltage to be placed on the called line or of returning a busy tone to relative response of a sonar projector to varia-

constant-[amplitude recording [ENG ACOUS] A sound-recording method in which all frequencies having the same intensity are recorded at the same amplitude. (kənˈstɑnt ˈam-pləˌtūd riˌkɔrd-ənj)

constant-distance sphere [ENG ACOUS] The relative response of a sonar projector to variations in acoustic intensity, or intensity per unit band, over the surface of a sphere concentric with its center. (kənˈstɑnt ˈdis-təns, səfər)

constant element [IND ENG] Under a specified set of conditions, an element for which the standard time allowance should always be the same. (kənˈstɑnt ˈe-lə-ˈmənt)

constant-force spring [MECH ENG] A spring which has a constant restoring force, regardless of displacement. (kənˈstɑnt ˈfɔrs, ˈsprin)

constant-head meter [ENG] A flow meter which maintains a constant pressure differential but varies the orifice area with flow, such as a rotame-

constant-load balance [ENG] An instrument for measuring weight or mass which consists of a
single pan (together with a set of weights that can be suspended from a counterpoised beam) that has a constant load (200 grams for the microbalance).  

constant-load support  [ENG] A spring-loaded support designed to maintain a constant and balanced load on a pipe in the event of vertical movement.  

constant of gravitation  [ENG] See gravitational constant.  

constant of motion  [MECH] A dynamical variable of a system which remains constant in time.  

constant-pressure combustion  [MECH] Combustion occurring without a pressure change.  

constant-pressure gas thermometer  [ENG] A thermometer in which the volume occupied by a given mass of gas at a constant pressure is used to determine the temperature.  

constant-speed drive  [MECH] A mechanism transmitting motion from one shaft to another that does not allow the velocity ratio of the shafts to be varied, or allows it to be varied only in steps.  

constant-velocity recording  [ENG ACOUS] A sound-recording method in which, for input signals of a given amplitude, the resulting recorded amplitude is inversely proportional to the frequency, the velocity of the cutting stylus is then constant for all input frequencies having that given amplitude.  

constant-velocity universal joint  [MECH] A universal joint that transmits constant angular velocity from the driving to the driven shaft, such as the Bendix-Weiss universal joint.  

constant-volume gas thermometer  [ENG] See gas thermometer.  

constrained mechanism  [MECH] A mechanism in which all members move only in prescribed paths.  

constraint  [ENG] Anything that restricts the transverse contraction which normally occurs in a solid under longitudinal tension.  

contact  [ELEC] See electric contact.  

contact adsorption  [CHEM] Process for removal of minor constituents from fluids by stirring in direct contact with powdered or granulated adsorbents, or by passing the fluid through fixed-position adsorbent beds (activated carbon or ion-exchange resin); used to decolorize petroleum lubricating oils and to remove solvent vapors from air.  

contact aerator  [CIV] A tank in which sewage that is settled on a bed of stone, cement-asbestos, or other surfaces is treated by aeration with compressed air.  

contact bed  [CIV] A bed of coarse material such as coke, used to purify sewage.  

contact catalysis  [CHEM] Process of change in the structure of gas molecules adsorbed onto solid surfaces, the basis of many industrial processes.  

contact ceiling  [BUILD] A ceiling in which the lath and construction are in direct contact, without use of furring or runner channels.  

contact condenser  [MECH] A device in which a vapor, such as steam, is brought into direct contact with a cooling liquid, such as water, and is condensed by giving up its latent
contact-cup anemometer

heat to the liquid. Also known as direct-contact condenser. (‘kän,takt kan‘den-sar) contact-cup anemometer See contact anemometer. (‘kän,takt, kan‘män-ad-ar)

contact electricity [ELEC] An electric charge at the surface of contact of two different materials. (‘kän,takt jle‘ktris-ød-e)

contact electromotive force See contact potential difference. (‘kän,takt jile-tramöödv-får)

contact filtration [CHEM ENG] A process in which finely divided adsorbent clay is mixed with oil to remove color bodies and to improve the oil’s stability. (‘kän,takt fil‘trä-shan)

circuit gear ratio See contact ratio. (‘kän,takt gir,ra-sho)

contact grasp [IND ENG] A basic grasp that is used to push an object over a surface, such as using the index finger to push a coin over a flat surface. (‘kän,takt grasp)

contact-initiated discharge machining [MECH ENG] An electromachining process in which the discharge is initiated by allowing the tool and workpiece to come into contact, after which the tool is withdrawn and an arc forms. (‘kän,takt qnish-e,ad-ød,dis,çärjə,mš,šen-iq)

contact inspection [ENG] A method by which an ultrasonic search unit scans a test piece in direct contact with a thin layer of coupling fluid for transmission between the search unit and entry surface. (‘kän,takt in‘spek-shan)

contact microphone [ENG ACOUS] A microphone designed to pick up mechanical vibrations directly and convert them into corresponding electric currents or voltages. (‘kän,takt ‘mike,rön)

contactor [CHEM ENG] A vessel designed to bring two or more substances into contact. [ELEC] A heavy-duty relay used to control electric power circuits. Also known as electric contactor. (‘kän,takt tar)

contactor control system [CONT SYS] A feedback control system in which the control signal is a discontinuous function of the sensed error and may therefore assume one of a limited number of discrete values. (‘kän,takt tar kan‘tröl ,sis,rom)

contact potential See contact potential difference. (‘kän,takt pa‘ten-chał)

contact potential difference [ELEC] The potential difference that exists across the space between two electrically connected materials. Also known as contact electromotive force; contact potential, Volta effect. (‘kän,takt pa‘ten-chał ‘diff-røns)

contact process [CHEM ENG] Catalytic manufacture of sulfuric acid from sulfur dioxide and oxygen. (‘kän,takt ‘präs-os)

contact ratio [DES ENG] The ratio of the length of the path of contact of two gears to the base pitch, equal to approximately the average number of pairs of teeth in contact. Also known as contact gear ratio. (‘kän,takt raká-shó)

contact rectifier See metallic rectifier. (‘kän,takt ‘rek-ta,r-fars)

contact resistance [ELEC] The resistance in ohms between the contacts of a relay, switch, or other device when the contacts are touching each other. (‘kän,takt ‘riz-ta-mən)

contact sensor [ENG] A device that senses mechanical contact and gives out signals when it does so. (‘kän,takt ‘sen-sar)

contact thermography [ENG] A method of measuring surface temperature in which a thin layer of luminous material is spread on the surface of an object and is excited by ultraviolet radiation in a darkened room; the brightness of the coating indicates the surface temperature. (‘kän,takt thor‘mag-ro-fär)

contact time [ENG] The length of time a substance is held in direct contact with a treating agent. (‘kän,takt ‘tim)

container [IND ENG] A portable compartment of standard, uniform size, used to hold cargo for air, sea, or ground transport. (kan‘ta-nar)

container car [ENG] A railroad car designed specifically to hold containers. (kan‘ta-nar, kar)

containerization [IND ENG] The practice of placing cargo in large containers such as truck trailers to facilitate loading on and off ships and railroad flat cars. (kan‘ta-nar, për-tam-tə)

continuous-type furnace [MECH ENG] A furnace used for heat treatment of materials, with or without direct firing; pieces are loaded through one door, progress continuously through the furnace, and are discharged from another door. (kan‘ti-ya-was, tip ‘far-nas)

continuity [CIV ENG] Joining of structural members to each other, such as floors to beams, and beams to beams and to columns, so they bend together and strengthen each other when loaded. Also known as fixity. [ELEC] Continuous effective contact of all components of an electric circuit to give it high conductance by providing low resistance. (kan‘tän‘yad-e)

continuity of state [THERMO] Property of a transition between two states of matter, as between gas and liquid, during which there are no abrupt changes in physical properties. (kan‘tän‘yad-e av ‘stät)

continuity test [ELEC] An electrical test used to determine the presence and location of a broken connection. (kan‘tän‘yad-e ,test)

continuous beam [CIV ENG] 1. A beam resting upon several supports, which may be in the same horizontal plane. 2. A beam having several spans in one straight line, generally has at least three supports. (kan‘ti-ya-was ‘bëm)

continuous brake [MECH ENG] A train brake that operates on all cars but is controlled from a single point. (kan‘ti-ya-was ‘brák)

continuous bridge [CIV ENG] A fixed bridge supported at three or more points and capable of resisting bending and shearing forces at all sections throughout its length. (kan‘ti-ya-was ‘brić)

continuous bucket elevator [MECH ENG] A
continuous production

[MECH ENG] A bucket elevator on an endless chain or belt. {kan'tin-yə-was 'bæk-at 'el-ə, yæd-ər}

continuous bucket excavator

[MECH ENG] A bucket excavator with a continuous bucket elevator mounted in front of the bowl. {kan'tin-yə-was 'bæk-at 'ek-ska, yæd-ər}

continuous contact coking

[CHEM ENG] A thermal conversion process using the mass-flow lift principle to give continuous coke circulation, oil-wetted particles of coke move downward into the reactor in which cracking, coking, and drying take place, pelletted coke, gas, gasoline, and gas oil are products of the process. {kan'tin-yə-was kan'takt 'kok-ən}

continuous control

[CONT SYS] Automatic control in which the controlled quantity is measured continuously and corrections are a continuous function of the deviation. {kan'tin-yə-was kan'trʊl}

continuous countercurrent leaching

[CHEM ENG] Process of leaching by the use of continuous equipment in which the solid and liquid are both moved mechanically, and by the use of a series of leach tanks and the countercurrent flow of solvent through the tanks in reverse order to the flow of solid. {kan'tin-yə-was kan'tsər-kən 'léch-ən}

continuous distillation

[CHEM ENG] Separation by boiling of a liquid mixture with different component boiling points; feed is introduced continuously, with continuous removal of overhead vapors and high-boiling bottoms liquids. {kan'tin-yə-was dis-tə'ləs-shən}

continuous dryer

[ENG] An apparatus in which drying is accomplished by passing wet material through without interruption. {kan'tin-yə-was 'dɔr-ər}

continuous equilibrium vaporization

See equilibrium flash vaporization. {kan'tin-yə-was 'kwəl-tə-ləm və-pər-ə-shən}

continuous-flow conveyor

[MECH ENG] A totally enclosed, continuous-belt conveyor pulled transversely through a mass of granular, powdered or small-lump material fed from an overhead hopper. {kan'tin-yə-was filə kan'vər-ər}

continuous footing

[CIV ENG] A footing that requiresous equipment in which the solid and liquid are continuously changing response by a worker both moved mechanically, and by the use of a series of leach tanks and the countercurrent flow of solvent through the tanks in reverse order to the flow of solid. {kan'tin-yə-was kan'tsər-kən 'léch-ən}

continuous footings

[ENG] A footing that requiresous equipment in which the solid and liquid are continuously changing response by a worker both moved mechanically, and by the use of a series of leach tanks and the countercurrent flow of solvent through the tanks in reverse order to the flow of solid. {kan'tin-yə-was kan'tsər-kən 'léch-ən}

continuous production

[IND ENG] Manufacture of products, such as chemicals or paper, involving a sequence of processes performed by a series of machines receiving the materials through a closed, channel of flow. {kan'tin-yə-was prə'daŋ-ər}

continuous-rail frog

[ENG] A metal fitting that holds continuous welded rail sections to railroad ties. {kan'tin-yə-was 'ræl frɑɡ}

continuous rating

[ENG] The rating of a component or equipment which defines the substantially constant conditions which can be tolerated for an indefinite time without significant reduction of service life. {kan'tin-yə-was 'rad-ən}

continuous recorder

[ENG] A recorder whose record sheet is a continuous strip or web rather than individual sheets. {kan'tin-yə-was ri 'kɔrd-ər}

continuous system

[CONT SYS] A system whose inputs and outputs are capable of changing at any instant of time. Also known as continuous-time signal system. {kan'tin-yə-was 'sɪs-təm}

continuous task

[IND ENG] A task that requires a continuously changing response by a worker to a continuously changing stimulus. {kan'tin-yə-was 'tɑsk}

continuous-time signal system

See continuous system. {kan'tin-yə-was 'tɪm 'sɪg-nəl 'sɪs-təm}

continuous tube process

[ENG] Plastics blow-molding process that uses a continuous extrusion of plastic tubing as feed to a series of blow molds as they clamp in sequence. {kan'tin-yə-was 'tɪb, 'præs-əs}

continuous-wave Doppler radar

See continuous-wave radar. {kan'tin-yə-was ʃawv 'dæp-lər, rā 'dər}

continuous-wave radar

[ENG] A radar system in which a transmitter sends out a continuous flow of radio energy, the target reradiates a small fraction of this energy to a separate receiving antenna. Also known as continuous-wave Doppler radar. {kan'tin-yə-was ʃawv ˈrə, ˈdər}

continuous work

[IND ENG] A sustained and uninterrupted work activity, for example, exertion of a muscular force. {kan'tin-yə-was 'wɜrk}

contouring temperature recorder

[ENG] A device that records data from temperature sensors that record data from temperature sensors that record data from temperature sensors that record data from temperature sensors that record data from temperature sensors that record data from temperature sensors. {kən'toʊn-ər ˈtɜrn-ər}

contour machining

[MECH ENG] Machining of an irregular surface. {kən'toʊn ˈmər-ʃən-ən}

contour turning

[MECH ENG] Making a three-dimensional reproduction of the shape of a template by controlling the cutting tool with a follower that moves over the surface of a template. {kən'toʊn, tʊr, tərn-ən}

contracted code sonde

See code-sending radio-sonde. {kan'træk-təd ˈkəd, ˈsænd}

contraction

[MECH] The action or process of becoming smaller or pressed together, as a gas on cooling. {kan'træk-ən}

contraction crack

[ENG] A crack resulting from restriction of metal in a mold while contracting. {kən'træk-ən, ˈkræk}
contraction joint | CIV ENG | A break designed in a structure to allow for drying and temperature shrinkage of concrete, brickwork, or masonry, thereby preventing the formation of cracks. { kan´trol, el-a-mant }

control hierarchy | See hierarchical control. { kan´trol , hi-ar-ke }

control joint | CIV ENG | An expansion joint in masonry to allow movement due to expansion and contraction. { kan´trol , jo-int }

controllability | CONT SYS | Property of a system for which, given any initial state and any desired state, there exists a time interval and an input signal which brings the system from the initial state to the desired state during the time interval. { kan´trol-a-bil-ad-ə }

controllable-pitch propeller | MECH ENG | An aircraft or ship propeller in which the pitch of the blades can be changed, as in lighting a theater. { kan´trol-a-bal , pîch-pra-lər }

controlled avalanche device | ELECTR | A semiconductor device that has rigidly specified maximum and minimum avalanche voltage characteristics and is able to operate and absorb momentary power surges in this avalanche region indefinitely without damage. { kan´trold , av-ə-lənch di-vîs }

controlled avalanche rectifier | ELECTR | A silicon rectifier in which carefully controlled, nondestructive internal avalanche breakdown across the entire junction area protects the junction surface, thereby eliminating local heating that would impair or destroy the reverse blocking ability of the rectifier. { kan´trold , av-ə-lənch rek-tə-flar }

controlled avalanche transit-time triode | ELECTR | A solid-state microwave device that uses a combination of IMPATT diode and npn bipolar transistor technologies; avalanche and drift zones are located between the base and collector regions. Abbreviated CATT. { kan´trold , av-ə-lənch tranz-tə-tim , tîm-trə-nōd }

controlled medium | CHEM ENG | In process automatic-control work, material within a process system in which a variable (for example, concentration) is controlled. { kan´trold , mîd-ə-əm }

controlled parameter | ENG | In the formulation of an optimization problem, one of the parameters whose values determine the value of the criterion parameter. { kan´trold , pa-rəm-ad-ər }

controlled variable | CONT SYS | In process automatic-control work, that quantity or condition of a controlled system that is directly measured or controlled. { kan´trold , ver-ə-bal }

controller | See automatic controller. { kan´trol-ər }

controller-structure interaction | CONT SYS | Feedback of an active control algorithm in the process of model reduction; this occurs through observation spillover and control spillover. { kan´trol-ər , stråk-char in-tər-ak-shən }

control limits | ELECTR | In radar evaluation, upper and lower control limits are established at those performance figures within which it is expected that 95% of quality-control samples will fall when the radar is performing normally.
An oven containing two fluid systems. The convection current is heat transfer by natural convection cooling. See convection current.

A valve which controls the transported material on a conveyor belt by pressure, volume, or flow direction in a fluid weighing the load being moved and measuring the transmission system. See control system feedback.

A signal obtained by comparing the output of a control system with the input, which is used to diminish the difference between them. See control system feedback.

A system in which one or more outputs are forced to change in a desired manner as time progresses. See control system feedback.

A correction that must be employed in calorimetry to allow for any materials-handling machine designed to move individual articles such as solids or free-floating bulk materials over a horizontal, inclined, declined, or vertical path of travel with continuous motion. See conveyor belt balance.

A balance used for weighing unpackaged, loose, continuously transported material on a conveyor belt by weighing the load being moved and measuring the belt speed. See conveyor belt balance.

A thermometer for high-temperature flowing gases that uses a liquid-cooled tube inserted in the flowing gas. Gas temperature is deduced from the law of convective heat transfer to the outside of the tube and from measurement of the mass flow rate and temperature rise of the cooling liquid. See cooler nail.

A thin, cement-coated wire nail. See cooler nail.

A channel in the body of mold through which a cooling liquid is circulated. See cooling channel.

A coiled arrangement of pipe or tubing for the transfer of heat between two fluids. See cooling coil.

A correction that must be employed in calorimetry to allow for heat transfer between a body and its surroundings. Also known as radiation correction. See cooling correction.
cooling curve  [THERMO] A curve obtained by plotting time against temperature for a solid-liquid mixture cooling under constant conditions.  (’kül-iŋ ,kaŋv)

cooling degree day  [MECH ENG] A unit for estimating the energy needed for cooling a building. One unit is given for each degree Fahrenheit that the daily mean temperature exceeds 75°F (24°C).  (’kül-iŋ dı’gɾɛ ,da̱)

cooling fin  [MECH ENG] The extended element of a heat-transfer device that effectively increases the surface area.  (’kül-iŋ ,fiŋ)

cooling fixture  [ENG] A wooden or metal block used to hold the shape or dimensional accuracy of a molding until it cools enough to retain its shape.  (’kül-iŋ ,fiks-cha̱r)

cooling load  [MECH ENG] The total amount of heat energy that must be removed from a system by a cooling mechanism in a unit time, equal to the rate at which heat is generated by people, machinery, and processes, plus the net flow of heat into the system not associated with the cooling machinery.  (’kül-iŋ ,lɔd)

cooling method  [THERMO] A method of determining the specific heat of a liquid in which the times taken by the liquid and an equal volume of water in an identical vessel to cool through the same range of temperature are compared.  (’kül-iŋ ,meth-ad)

cooling pond  [CHEM ENG] Outdoor depression into which hot process water is pumped for purposes of cooling by evaporation, convection, and radiation.  (’kül-iŋ ,pa̱nd)

cooling power  [MECH ENG] A parameter devised to measure the air’s cooling effect upon a human body, it is determined by the amount of heat required by a device to maintain the device at a constant temperature (usually 34°C); the entire system should be made to correspond, as closely as possible, to the external heat exchange mechanism of the human body.  (’kül-iŋ ,pa̱r an-a’mãm-ad-or)

cooling-power anemometer  [ENG] Any anemometer operating on the principle that the heat transfer to air from an object at an elevated temperature is a function of airspeed.  (’kül-iŋ ,pa̱r an-a’ma̱n-iŋ)

cooling process  [ENG] Physical operation in which heat is removed from process fluids or solids, may be by evaporation of liquids, expansion of gases, radiation or heat exchange to a cooler fluid stream, and so on.  (’kül-iŋ ,pa̱s-as)

cooling range  [MECH ENG] The difference in temperature between the hot water entering and the cold water leaving a cooling tower.  (’kül-iŋ ,ranʃi)

cooling stress  [MECH] Stress resulting from uneven contraction during cooling of metals and ceramics due to uneven temperature distribution.  (’kül-iŋ stress)

cooling tower  [ENG] A towerlike device in which atmospheric air circulates and cools warm water, generally by direct contact (evaporation).  (’kül-iŋ ,tau̱-or)

coolometer  [ENG] An instrument which measures the cooling power of the air, consisting of a metal cylinder electrically heated to maintain a constant temperature, the electrical heating power required is taken as a measure of the air’s cooling power.  (’kʊl-lɒm-ətər)

cooperative system  [ENG] A missile guidance system that requires transmission of information from a remote ground station to a missile in flight, processing of the information by the missile-borne equipment, and retransmission of the processed data to the originating or other remote ground stations, as in azusa and dovap.  (kʊ’kəp-rəd-ɪv ,sɪs-te̱m)

coordinated-axis control  [CONT SYS] Robotic control in which the robot axes reach their end points simultaneously, thus giving the robot’s motion a smooth appearance.  (kʊ’kɔrd-ənd,əd-əd ʃək-səs kan-tro̱l)

coordinating holes  [DES ENG] Holes in two parts of an assembly which form a single continuous hole when the parts are joined.  (kʊ’kɔrd-ənd,əd-əd-hɔl)

cope chisel  [DES ENG] A chisel used to cut grooves in metal.  (kʊ’pə ,chiz-əl)

coping  [BUILD] A covering course on a wall.  [MECH ENG] Shaping stone or other nonmetallic substance with a grinding wheel.  (kʊ’pə-iŋ)

coping saw  [DES ENG] A type of handsaw that has a narrow blade, usually about 1/8 inch (3 millimeters) wide, held taut by a U-shaped frame equipped with a handle; used for shaping and cutout work.  (kʊ’pə-iŋ ,so̱)

coplanar forces  [MECH] Forces that act in a single plane, thus the forces are parallel to the plane and their points of application are in the plane.  (kʊ’pla̱n-ər,for-səz)

copper dish gum  [CHEM ENG] The milligrams of gum found in 100 milliliters of gasoline when evaporated under controlled conditions in a polished copper dish.  (kʊ’pær-ər,diʃ ‘ɡʌm)

copper loss  [ELEC] Power loss in a winding due to current flow through the resistance of the copper conductors. Also known as I²R loss.  (kʊ’pær-ər ,lɔs)

copper-strip corrosion  [ENG] A qualitative method of determining the corrosivity of a petroleum product by observing its effect on a strip of polished copper suspended or placed in the product. Also known as copper strip test.  (kʊ’pær-ər ,strip kɪ’rəʊ-zən)

copper-strip test  See copper-strip corrosion.  (kʊ’pær-ər ’strip ,tɛst)

copper sweetening  [CHEM ENG] Those refining processes using cupric chloride to oxidize mercaptans in petroleum.  (kʊ’pær-ər ,swɛt-ən-iŋ)
corbinotron  [ENG] The combination of a corbin disk, made of high-mobility semiconductor material, and a coil arranged to produce a magnetic field perpendicular to the disk.  (koɾbə-nɔ̱tən)
cordage  [ENG] Number of cords of lumber per given area.  (kɔrd-əi)
cord foot  [ENG] A stack of wood measuring 16
cubic feet (approximately 0.45307 cubic meter). (kördfüt)
cord tire [DES ENG] A pneumatic tire made with cords running parallel to the tread. (kördf tir)
core [ELECTR] See magnetic core. [ENG] The inner material of a wall, column, veneered door, or similar structure. (kör)
core array [ELECTR] A rectangular grid arrangement of magnetic cores. (körɑrɑ)
core bank [ELECTR] A stack of core arrays and associated electronics, the stack containing a specific number of core arrays. (kör, bɑŋk)
core barrel [DES ENG] A hollow cylinder attached to a specially designed bit; used to obtain a continuous section of the rocks penetrated in drilling. (kör, bɑrəl)
core bit [DES ENG] The hollow, cylindrical cutting part of a core drill. (kör, bit)
core catcher [DES ENG] The hollow, cylindrical cuttingsurfaces.
core drill [MECH ENG] A mechanism designed used to protect the external angle of the inter-to rotate and to cause an annular-shaped rock-
sectingsurfaces.
core cutterhead [ENG] The cutting element in engine cylinder. (kör, ʃal)
core drill [DES ENG] 1. Any vertical molding used to protect the external angle of the intersecting surfaces. 2. A strip of formed galvanized iron, sometimes combined with a strip of metal lath, placed on corners to reinforce them before plastering. (kör, nɑr)
corner chisel [DES ENG] A chisel with two cutting edges at right angles. (kör, ʃal, kɪtʃəl)
corner effect [ELECTR] The departure of the frequency-response curve of a band-pass filter from a perfect rectangular shape, so that the corners of the rectangle are rounded. [ENG] In ultrasonic testing, reflection of an ultrasonic beam directed perpendicular to the intersection of two surfaces 90° apart. (kör, nɑr)
corner frequency See break frequency. (kör, nɑr)
corner head [BUILD] A metal molding that is built into plaster in corners to prevent plaster from accidentally breaking off. (kör, nɑr, hɛd)
cornering tool [BUILD] 1. A cutting tool with a curved edge, used to round off sharp corners. (kör, nɑr, nɑr)
cornerstone [BUILD] An inscribed stone laid at the corner of a building, usually at a ceremony. (kör, nɑr, stɔn)
cornice brake [MECH ENG] A machine used to bend sheet metal into different forms. (körnɑs, brɑk)
corona See corona discharge. (kɑrənə)
corona current [ELEC] The current of electricity equivalent to the rate of charge transferred to the air from an object experiencing corona discharge. (kɑrənə, kɑrənt)
corona discharge  [ELEC] A discharge of electricity appearing as a bluish-purple glow on the surface of and adjacent to a conductor when the voltage gradient exceeds a certain critical value; due to ionization of the surrounding air by the high voltage. Also known as aurora; corona; electric corona.  

correction chamber  [ENG] A closable cavity in a weight on an analytical balance; holds material to adjust weight to nominal value.  

correction time  [CONT SYS] The time required for the controlled variable to reach and stay within a predetermined band about the control point following any change of the independent variable or operating condition in a control system. Also known as settling time.  

corrective action  [CONT SYS] The act of varying the manipulated process variable by the controlling means in order to modify overall process operating conditions.  

corrective maintenance  [ENG] A procedure of repairing components or equipment as necessary either by on-site repair or by replacing individual elements in order to keep the system in proper operating condition.  

correction chamber  [ENG] A thin corrugating and determining the directions of either cosmic-ray primary protons and heavier-element nuclei, or the products produced when these particles interact with the atmosphere.  

corrosion coupon  See coupon.  

corrosion number  See acid number.  

corrosive product  [CHEM ENG] In petroleum refining, a product that contains a quantity of corrosion-inducing compounds in excess of the limits specified for products classified as sweet.  

corrugated bar  [DES ENG] Steel bar with transverse ridges; used in reinforced concrete.  

corrugated fastener  [DES ENG] A thin corrugated strip of steel that can be hammered into a wood joint to fasten it.  

cosolvent  [CHEM ENG] During chemical processing, a second solvent added to the original device used in the adjustment or compensation of a magnetic compass.  

cosmic-ray telescope  [ENG] Any device for detecting and determining the directions of either cosmic-ray primary protons and heavier-element nuclei, or the products produced when these particles interact with the atmosphere.  

cost accounting  [IND ENG] The branch of accounting in which one records, analyzes, and summarizes costs of material, labor, and burden, and compares these actual costs with predetermined budgets and standards.  

cost analysis  [IND ENG] Analysis of the factors contributing to the costs of operating a business and of the costs which will result from alternative procedures, and of their effects on profits.  

cost control  See industrial cost control.  

cost engineering  [IND ENG] A branch of industrial engineering concerned with cost estimation, cost control, business planning and management, profitability analysis, and project management, planning, and scheduling.  

cost function  [SYS ENG] In decision theory, a loss function which does not depend upon the decision rule.  

cost-plus contract  [ENG] A contract under which a contractor furnishes all material, construction equipment, and labor at actual cost, plus an agreed-upon fee for his services.  

cotar  [ENG] A passive system used for tracking a vehicle in space by determining the line of sight.
direction between a remote ground-based receiving antenna and a telemetering transmitter in the missile, using phase-comparison techniques. Derived from correlated orientation tracking and range. ('kʊ,tɑr )

cotat  [ENG] A trajectory-measuring system using several antenna base lines, each separated by large distances, to measure direction cosines to an object, then the object's space position is computed by triangulation. Derived from correlation tracking and triangulation. ('kʊ, tɑt )

cotter  [DES ENG] A tapered piece that can be driven in a tapered hole to hold together an assembly of machine or structural parts. ('kʊ, dɔr )

cottered joint  [MECH ENG] A joint in which a cotter, usually a flat bar tapered on one side to ensure a tight fit, transmits power by shear on an area at right angles to its length. ('kʊd, ərd, ə/joint )

cotter pin  [DES ENG] A split pin, inserted into a hole, to hold a nut or cotter securely to a bolt or shaft, or to hold a pair of hinge plates together. ('kʊd, ər, ə/pin )

Cotton balance  [ENG] A device which employs a current-carrying conductor of special shape to determine the strength of a magnetic field. ('kʊt, ən ˈbæl-əns )

Cottrell precipitator  [ENG] A machine for removing dusts and mists from gases, in which the gas passes through a grounded pipe with a fine axial wire at a high negative voltage, and particles are ionized by the corona discharge of the wire and migrate to the pipe. ('kʊ-trəl ˈpræsɪp-ə, tɒd, ər )

Couette viscometer  [ENG] A viscometer in which the liquid whose viscosity is to be measured fills the space between two vertical coaxial cylinders, the inner one suspended by a torsion wire; the outer cylinder is rotated at a constant rate, and the resulting torque on the inner cylinder is measured by the twist of the wire. Also known as rotational viscometer. ('kʊ, ət vis ˈkæm-əd-ər )

coul  See coulomb

coullise  [ENG] A piece of wood that has a groove cut in it to enable another piece of wood to slide in it. Also known as cullis. ('kʊ/ ləs )
coulomb  [ELEC] A unit of electric charge, defined as the amount of electric charge that crosses a surface in 1 second when a steady current of 1 absolute ampere is flowing across the surface; this is the absolute coulomb and has been the legal standard of quantity of electricity since 1950; the previous standard was the international coulomb, equal to 0.999835 absolute coulomb. Abbreviated coul. Symbolized C. ('kʊ, əm )

Coulomb attraction  [ELEC] The electrostatic force of attraction exerted by one charged particle on another charged particle of opposite sign. Also known as electrostatic attraction. ('kʊ, əm əˈtræk-shən )

Coulomb field  [ELEC] The electric field created by a stationary charged particle. ('kʊ, əm ˈfeld )

Coulomb force  [ELEC] The electrostatic force of attraction or repulsion exerted by one charged particle on another, in accordance with Coulomb's law. ('kʊ, əm ˈfɔrs )

Coulomb friction  [MECH] Friction occurring between dry surfaces. ('kʊ, əm ˈfrɪk-shən )

Coulomb interactions  [ELEC] Interactions of charged particles associated with the Coulomb forces they exert on one another. Also known as electrostatic interactions. ('kʊ, əm ɪntəˈræktən )

coulombmeter  [ENG] An instrument that measures quantity of electricity in coulombs by integrating a stored charge in a circuit which has very high input impedance. ('kʊ, əm, əd-ər )

Coulomb potential  [ELEC] A scalar point function equal to the work per unit charge done against the Coulomb force in transferring a particle bearing an infinitesimal positive charge from infinity to a point in the field of a specific charge distribution. ('kʊ, əm ˈpɑrˈten-chɔl )

Coulomb repulsion  [ELEC] The electrostatic force of repulsion exerted by one charged particle on another charged particle of the same sign. Also known as electrostatic repulsion. ('kʊ, əm ˈrɪp-əshən )

Coulomb's law  [ELEC] The law that the attraction or repulsion between two electric charges acts along the line between them, is proportional to the product of their magnitudes, and is inversely proportional to the square of the distance between them. Also known as law of electrostatic attraction. ('kʊ, əm ˈlɔl )

Coulomb's theorem  [ELEC] The proposition that the intensity of an electric field near the surface of a conductor is equal to the surface charge density on the nearby conductor surface divided by the absolute permittivity of the surrounding medium. ('kʊ, əm ,ˈθɪr-ən )
count  [DES ENG] The number of openings per linear inch in a wire cloth. ('kɑnt )
countdown  [ENG] A step-by-step process that culminates in a climatic event, each step being performed in accordance with a schedule marked by a count in inverse numerical order. ('kɑnt, ˈdɔn )
counter  [ELECTR] See scaler [ENG] A complete instrument for detecting, totaling, and indicating a sequence of events. ('kɑnt-ər )
counterbalance See counterweight. ('kɑnt-ər-əl-əns )
counterbalanced track  [MECH ENG] An industrial track configured so that all of its load during a normal transporting operation is external to the polygon formed by the points where the wheels contact the surface. ('kɑnt-ərˈbæl-əns ˈtræk )
counterbalance system  See two-step grooving system. ('kɑnt-ər-əl-əns ,ˈsɪstəm )
counterblow hammer  [MECH ENG] A forging hammer in which the ram and anvil are driven toward each other by compressed air or steam. ('kɑnt-ər, ələʊ ˈhæm-ər )
counterbore  [DES ENG] A flat-bottom enlargement of the mouth of a cylindrical bore to enlarge a borehole and give it a flat bottom. [ENG] To enlarge a borehole by means of a counterbore. (ˈkɑːntər-ər, bɔːr)

counter-circuit See counting circuit. (ˈkɑːntər-ərˌsɑːr-ət)

counter-circulation distribution [CHEM ENG] A profile of a compound's concentration in different ratios of two immiscible liquids. (ˈkɑːntər-ərˌkɑr-ənt ˌdɪsˈtræbɪtʃən)

counter-circulation extraction [CHEM ENG] A liquid-liquid extraction process in which the solvent and the process stream in contact with each other flow in opposite directions. Also known as counter-current separation. (ˈkɑːntər-ərˌkɑr-əntˌekˈstræbɪtʃən)

counter-circulation flow [MECH ENG] A sensible heat-transfer system in which the two fluids flow in opposite directions. (ˈkɑːntər-ərˌkɑr-ənt ˌfləʊ)

counter-circulation leaching [CHEM ENG] A process utilizing a series of leach tanks and counter-current flow of solvent through them in reverse order to the flow of solid. (ˈkɑːntər-ərˌkɑr-əntˌlɛtʃən)

counter-circulation separation See counter-current extraction. (ˈkɑːntər-ərˌkɑr-əntˌsɪpˌərəˈræbɪtʃən)

counter-circulation spray dryer [ENG] A dryer in which drying gases flow in a direction opposite to that of the spray. (ˈkɑːntər-ərˌkɑr-əntˌspɛrˈdrʌbər)

counter-circulation spray dryer [ENG] A dryer in which drying gases flow in a direction opposite to that of the spray. (ˈkɑːntər-ərˌkɑr-əntˌspɛrˈdrʌbər)

counter-floor See subfloor. (ˈkɑːntərˌflɔr)

counterflow [ENG] Fluid flow in opposite directions in adjacent parts of an apparatus, as in a heat exchanger. (ˈkɑːntərˌflɔʊ)

counter-fort [CIV ENG] A strengthening pier perpendicular and bonded to a retaining wall. (ˈkɑːntərˌfɔrt)

counter-fort wall [CIV ENG] A type of retaining wall that resembles a cantilever wall but has braces at the back, the toe slab is a cantilever and the main steel is placed horizontally. (ˈkɑːntərˌfɔrtˌwɔl)

counter-frequency meter [ENG] An instrument that contains a frequency standard and can be used to measure the number of events or the number of cycles of a periodic quantity that occurs in a specified time, or the time between two events. (ˈkɑːntərˌfɹɛkˈʃənəˌmɪtr̩)

counter-lath [BUILD] 1. A strip placed between two rafters to support crosswise laths. 2. A lath placed between a timber and a sheet lath. 3. A lath nailed at a more or less random spacing between two precisely spaced laths. 4. A lath put on one side of a partition after the other side has been finished. (ˈkɑːntərˌlɑθ)

counter-poise [ELEC] A system of wires or other conductors that is elevated above and insulated from the ground to form a lower system of conductors for an antenna. Also known as antenna counterpoise. [MECH ENG] See counter-weight. (ˈkɑːntərˌpɔɪz)

counter-poise method See substitution weighing. (ˈkɑːntərˌpɔɪzˌmethəd)

countershaft [MECH ENG] A secondary shaft that is driven by a main shaft and from which power is supplied to a machine part. (ˈkɑːntərˌshaft)

countersink [DES ENG] The tapered and relieved cutting portion in a twist drill, situated between the pilot drill and the body. (ˈkɑːntərˌsɪŋk)

countersinking [MECH ENG] Drilling operation to form a flaring depression around the rim of a hole. (ˈkɑːntərˌsɪŋkˈɪŋ)

countersunk bolt [DES ENG] A bolt that has a circular head, a flat top, and a conical bearing surface tapering in from the top; in place, the head is flush-mounted. (ˈkɑːntərˌsʌŋkˈbɔlt)

counter-weight [MECH ENG] 1. A device which counterbalances the original load in elevators and skip and mine hoists, going up when the load goes down, so that the engine must only drive against the unbalanced load and overcome friction. 2. Any weight placed on a mechanism which is out of balance so as to maintain static equilibrium. Also known as counterbalance, counterpoise. (ˈkɑːntərˌwɔt)

counting circuit [ELECTR] A circuit that counts pulses by frequency-dividing techniques, by charging a capacitor in such a way as to produce a voltage proportional to the pulse count, or by other means. Also known as counter circuit. (ˈkɑːntɪŋˌɪŋˌsɑːr-ət)

couplant [ENG] A substance such as water, oil, grease, or paste used to avoid the retarding of friction. (ˈkɒplənt)

couple [ELEC] To connect two circuits so signals are transferred from one to the other. [ELECTR] Two metals placed in contact, as in a thermocouple. [ENG] To connect with a coupling, such as of two belts or two pipes. [MECH] A system of two parallel forces of equal magnitude and opposite sense. (ˈkɒpl)

coupled circuits [ELEC] Two or more electric circuits so arranged that energy can transfer electrically or magnetically from one to another. (ˈkɒpledˌsɑːr-ət)

coupled engine [MECH ENG] A locomotive engine having the driving wheels connected by a rod. (ˈkɒpledˌenˈdʒɑːn)

coupled oscillators [MECH] A set of particles subject to elastic restoring forces and also to elastic interactions with each other. (ˈkɒpledˌəsəˌlədərəˌsə)

coupler [ELEC] A component used to transfer energy from one circuit to another. [ENG] A device that connects two railroad cars. (ˈkʌpˌlər)

coupling [ELEC] 1. A mutual relation between two circuits that permits energy transfer from one to another, through a wire, resistor, transformer, capacitor, or other device. 2. A hardware device used to make a temporary connection between two wires. [ENG] 1. Any device that serves to connect the ends of adjacent parts, as railroad cars. 2. A metal collar with internal threads used to connect two sections of threaded
pipe. [MECH ENG] The mechanical fastening that connects shafts together for power transmission. Also known as shaft coupling.  

**coupling capacitor** [ELECTR] A capacitor used to block the flow of direct current while allowing alternating or signal current to pass; widely used for joining two circuits or stages. Also known as blocking capacitor, stopping capacitor.  

**coupon** [CHEM ENG] Polished metal strip of specified size and weight used to detect the corrosive action of liquid or gas products or to test the efficiency of corrosion-inhibitor additives. Also known as corrosion coupon.  

**course** [CIV ENG] A row of stone, block, or brick of uniform height.  

**coursed rubble** [CIV ENG] Masonry in which rough stones are fitted into approximately level courses.  

**course programmer** [CONT SYS] An item which initiates and processes signals in a manner to control the execution of a program.  

**coursing joint** [CIV ENG] A mortar joint connecting two courses of brick or pebble.  

**covering power** [ENG] The degree to which a covering obscures the underlying material.  

**cover plate** [ENG] A pane of glass in a welding helmet or goggles which protects the colored lens excluding harmful light rays from damage by weld spatter.  

**cowling** [ENG] A metal cover that houses an engine.  

**coyote hole** See gopher hole.  

**CPM** See critical path method.  

**CT propeller** See controllable-pitch propeller.  

**CR** See catalytic reforming.  

**crack** [ENG] To open something slightly, for instance, a valve.  

**cracked residue** [CHEM ENG] The residue of fuel resulting from decomposition of hydrocarbons during thermal or catalytic cracking.  

**cracking** [CHEM ENG] A process that is used to reduce the molecular weight of hydrocarbons by breaking the molecular bonds by various thermal, catalytic, or hydrocracking methods.  

**ENG** Presence of relatively large cracks extending into the interior of a structure, usually produced by overstressing the structural material.  

**cracking coil** [CHEM ENG] A coil used for cracking heavy petroleum products.  

**cracking still** [CHEM ENG] The furnace, reaction chamber, and fractionator for thermal conversion of heavier charging stock to gasoline.  

**cradle** [CIV ENG] A structure that moves along an inclined track on a riverbank and is equipped with a horizontal deck carrying tracks for transferring railroad cars to and from boats at different water elevations.  

**cramping** [ENG] A framework or other ring railroad cars to and from boats at different levels of water elevations.  

**cranes** [MECH ENG] A mobile construction machine built principally for lifting loads by means of cables and consisting of an undercarriage on which the unit moves, a cab or house which envelops the main frame and contains the power units and controls, and a movable boom over which the cables run.  

**crane** [MECH ENG] A hoisting machine with a power-operated inclined or horizontal boom and lifting tackle for moving loads vertically and horizontally.  

**crane hoist** [MECH ENG] A mobile construction machine built principally for lifting loads by means of cables and consisting of an undercarriage on which the unit moves, a cab or house which envelops the main frame and contains the power units and controls, and a movable boom over which the cables run.  

**crane truck** [MECH ENG] A crane with a jiblike boom mounted on a truck. Also known as yard crane.  

**crank** [MECH ENG] A link in a mechanical linkage or mechanism that can turn about a center of rotation.  

**crank angle** [MECH ENG] 1. The angle between a crank and some reference direction. 2. Specifically, the angle between the crank of a slider crank mechanism and a line from crankshaft to the piston.  

**crank arm** [MECH ENG] The arm of a crankshaft attached to a connecting rod and piston.  

**crank axle** [MECH ENG] 1. An axle containing a crank. 2. An axle bent at both ends so that it can accommodate a large body with large wheels.  

**crankcase** [MECH ENG] The housing for the crankshaft of an engine, where, in the case of an automobile, oil from hot engine parts is collected and cooled before returning to the engine by a pump.  

**crankcase breather** See breather pipe.  

**crankpin** [DES ENG] A cylindrical projection on a crank which holds the connecting rod.  

**crank press** [MECH ENG] A punch press that applies power to the slide by means of a crank.  

**crankshaft** [MECH ENG] The shaft about which a crank rotates.  

**crank throw** [MECH ENG] 1. The web or arm of a crank. 2. The displacement of a crankpin from the crankshaft.
creek web

crank web [MECH ENG] The arm of a crank connecting the crankshaft to crankpin, or connecting two adjacent crankpins. (ˈkrəŋkˌwɛb)
crash bar [ENG] A bar that is installed on a panic exit device located on a door and serves to unlock the door and, sometimes, to activate an alarm. (ˈkræʃˌbær)
crater [MECH ENG] A depression in the face of a cutting tool worn down by chip contact. (ˈkrɛtər)
crawler [MECH ENG] 1. One of a pair of an endless chain of plates driven by sprockets and used instead of wheels by certain power shovels, tractors, bulldozers, drilling machines, and such, as a means of propulsion. 2. Any machine mounted on such tracks. (ˈkrələr)
crawler crane [MECH ENG] A self-propelled crane mounted on two endless tracks that revolve around wheels. (ˈkrələrˌkrənən)
crawler tractor [MECH ENG] A tractor that propels itself on two endless tracks revolving around wheels. (ˈkrələrˌtrækər)
crawler wheel [MECH ENG] A wheel that drives a continuous metal belt, as on a crawler tractor. (ˈkrələrˌwɛl)
crawl space [BUILD] 1. A shallow space in a building which workers can enter to gain access to pipes, wires, and equipment. 2. A shallow space located below the ground floor of a house and surrounded by the foundation wall. (ˈkrɔləsˌspeɪs)
crazing [ENG] A network of fine cracks on or under the surface of a material such as enamel, glaze, metal, or plastic. (ˈkræzɪŋ)
creep [ELECTR] A slow change in a characteristic with time or usage. [ENG] The tendency of wood to move while it is being cut, particularly when being mitered. [MECH] A time-dependent strain of solids caused by stress. (ˈkrĕp)
creepage [ELEC] The conduction of electricity across the surface of a dielectric. (ˈkrĕpˌiːdʒ)
creep buckling [MECH] Buckling that may occur when a compressive load is maintained on a member over a long period, leading to creep which eventually reduces the member’s bending stiffness. (ˈkrĕpˌbækˈlɪŋ)
creep error [ENG] The error that occurs during a mass determination with a digital analytical balance when a value is read, printed, or processed before the display has reached its final position. (ˈkrĕpˌerˈɔr)
creep-feed grinding Scr creep grinding. (ˈkrĕpˌfiːdˌgrɪnˈdɪŋ)
creep grinding [MECH ENG] A grinding operation that uses slow feed rates and produces heavy stock removal. Also known as creep-feed grinding. (ˈkrĕpˌgrɪnˈdɪŋ)
creep limit [MECH] The maximum stress a given material can withstand in a given time without exceeding a specified quantity of creep. (ˈkrĕpˌlɪmˈætər)
creep recovery [MECH] Strain developed in a period of time after release of load in a creep test. (ˈkrĕp rɪˈkavˌərəˌri)
creep rupture strength [MECH] The stress which, at a given temperature, will cause a material to rupture in a given time. (ˈkrĕp rʊˈrətʃərˌstreŋθ)
creep strength [MECH] The stress which, at a given temperature, will result in a creep rate of 1% deformation within 100,000 hours. (ˈkrĕpˌstreŋθ)
creep test [ENG] Any one of a number of methods of measuring creep, for example, by subjecting a material to a constant stress or deforming it at a constant rate. (ˈkrĕpˌtɛst)
cremon bolt [DES ENG] A fastening for double doors or casement windows, employs vertical rods that move up and down to engage the top and bottom of the frame. (ˈkreɪmənˌbɔlt)
crescent beam [ENG] A beam bounded by arcs having different centers of curvature, with the central section the largest. (ˈkrestˌɔntˌbɛm)
crest [DES ENG] The top of a screw thread. (ˈkrest)
crest clearance [DES ENG] The clearance, in a radial direction, between the crest of the thread of a screw and the root of the thread with which the screw mates. (ˈkrestˌkļrˈɔns)
crest gate [CIV ENG] A gate in the spillway of a dam which functions to maintain or change the water level. (ˈkrestˌgæt)
crib [CIV ENG] The space between two successive ties along a railway track. [ENG] 1. Any structure composed of a layer of timber or steel joists laid on the ground, or two layers across each other, to spread a load. 2. Any structure composed of frames of timber placed horizontally on top of each other to form a wall. (ˈkrib)
cricket [BUILD] A device that is used to divert water at the intersections of roofs or at the intersection of a roof and chimney. (ˈkrikt)
crimp [ENG] 1. To cause something to become wavy, crinkled, or warped, such as lumber. 2. To pinch or press together, especially a tubular or cylindrical shape, in order to seal or unite. (ˈkrimp)
crimp contact [ELEC] A contact whose back portion is a hollow cylinder that will accept a wire; after a bared wire is inserted, a swaging tool is applied to crimp the contact metal firmly against the wire. Also known as solderless contact. (ˈkrimpˌkænˈtækt)
crinal [MECH] A unit of force equal to 0.1 newton. (ˈkʁɪnəl)
cripple [BUILD] A structural member, such as a stud above a window, that is cut less than full length. (ˈkripəl)
crith [MECH] A unit of mass, used for gases, equal to the mass of 1 liter of hydrogen at standard pressure and temperature; it is found experimentally to equal 8.9885 × 10⁻² kilogram. (ˈkrɪθ)
critical compression ratio [MECH ENG] The lowest compression ratio which allows compression ignition of a specific fuel. (ˈkrɪθˌɔʊkˈkɔmˈprɛʃənˌrəˌshəʊ)
crossed-field device

critical density [CIV ENG] For a highway, the density of traffic when the volume equals the capacity. [THERMO] The density of a substance at the liquid-vapor critical point. {kridd-a-kal 'den-sad-e}
critical exponent [THERMO] A parameter $n$ that characterizes the temperature dependence of a thermodynamic property of a substance near its critical point; the temperature dependence has the form $[T - T_c]^n$, where $T$ is the temperature and $T_c$ is the critical temperature. {kridd-a-kal ik'spō-nant}
critical humidity [CHEM ENG] The humidity of a system's atmosphere above which a crystal of a water-soluble salt will always become damp (absorb moisture from the atmosphere) and below which it will always stay dry (release moisture to the atmosphere). {kridd-a-kal yū'mid-ād-e}
critical isotherm [THERMO] A curve showing the relationship between the pressure and volume of a gas at its critical temperature. {kridd-a-kal 'ir-sa-tharm}
critical moisture content [CHEM ENG] The average moisture throughout a solid material being dried, its value being related to drying rate, thickness of material, and the factors that influence the movement of moisture within the solid. {kridd-a-kal 'mōis-char, 'kæn-tent}
critical path method [SYST ENG] A systematic procedure for detailed project planning and control. Abbreviated CPM. {kridd-a-kal 'pæth, 'meth-ād}
critical pressure [THERMO] The pressure of the liquid-vapor critical point. {kridd-a-kal 'presh-ār}
critical slope [CIV ENG] The maximum angle with the horizontal at which a sloped bank of soil of a given height will remain undeformed without some form of support. {kridd-a-kal 'slōp}
critical speed [MECH ENG] The angular speed at which a rotating shaft becomes dynamically unstable with large lateral amplitudes, due to resonance with the natural frequencies of lateral vibration of the shaft. {kridd-a-kal 'spēd}
critical vibration [MECH ENG] A vibration that is significant and harmful to a structure. {kridd-a-kal vilbrā-shan}
critical weight [ENG] In a drilling operation, the weight placed on a bit that will cause the drill string to become resonant with the angular speed at which the rotating shaft is operating. {kridd-a-kal 'wāt}
CR law [ELEC] A law which states that when a constant electromotive force is applied to a circuit consisting of a resistor and capacitor connected in series, the time taken for the potential on the plates of the capacitor to rise to any given fraction of its final value depends only on the product of capacitance and resistance. {sēlār 'lo}
crochet file [DES ENG] A thin, flat, round-edged file that tapers to a point. {krō'shā 'fil}
crocodile shears See lever shears. {krāk-ə, dill 'ʃirz}
cross axle [MECH ENG] 1. A shaft operated by levers at its ends. 2. An axle with cranks set at 90°. {krōs, ak-sal}
crossbar [CIV ENG] In a grating, one of the connecting bars which extend across bearing bars, usually perpendicular to them. {krōs, bār}
crossbar micrometer [ENG] An instrument consisting of two bars mounted perpendicular to each other in the focal plane of a telescope, and inclined to the east-west path of stars by 45°; used to measure differences in right ascension and declination of celestial objects. {krōs, bār m'krām-ōd-ōr}
crossbeam [BUILD] 1. Also known as trave. 2. A horizontal beam. 3. A beam that runs transversely to the center line of a structure. {krōs, bēm}
cross-belt drive [DES ENG] A belt drive having parallel shafts rotating in opposite directions. {krōs, bēlt, 'drīv}
crossbolt [DES ENG] A lock bolt with two parts which can be moved in opposite directions. {krōs, bōlt}
cross bond [CIV ENG] A masonry bond in which a course of alternating lengthwise and endwise bricks (Flemish bond) alternates with a course of bricks laid lengthwise. {krōs, bānd}
cross box [MECH ENG] A boxlike structure for the connection of circulating tubes to the longitudinal drum of a header-type boiler. {krōs, bāks}
cross bracing [BUILD] Boards which are nailed diagonally across studs or other boards so as to impart rigidity to a framework. {krōs, b'rās-īn}
cross-correlation detection See correlation detection. {krōs kār-ə-la-shan dīt'ek-shan}
crosscut [ENG] A cut made through wood across the grain. {krōs, kāt}
crosscut file [DES ENG] A file with a rounded edge on one side and a thin edge on the other, used to sharpen straight-sided saw teeth with round gullets. {krōs, kāt, 'fil}
crosscut saw [DES ENG] A type of saw for cutting across the grain of the wood; designed with about eight teeth per inch. {krōs, kāt, sō}
cross drum boiler [MECH ENG] A sectional header or box header type of boiler in which the axis of the horizontal drum is perpendicular to the axis of the main bank of tubes. {krōs, drom, 'bōl-ār}
crossed belt [MECH ENG] A pulley belt arranged so that the sides cross, thereby making the pulleys rotate in opposite directions. {krōs, bēlt}
crossed-field amplifier [ELECTR] A forward-wave, beam-type microwave amplifier that uses crossed-field interaction to achieve good phase stability, high efficiency, high gain, and wide bandwidth for most of the microwave spectrum. {krōs, 'feld, 'am-plā, fr-ōr}
crossed-field device [ELECTR] Any instrument
crossed-needle meter

which uses the motion of electrons in perpendicular electric and magnetic fields to generate microwave radiation, either as an amplifier or oscillator. \( \{ \text{kro\'st}, \text{feld} \text{d}i\text{v}is \} \)

crossed-needle meter \[ \text{ENG} \] A device consisting of two pointer-type analog meters inside a single enclosure with pointer movements centered at different positions so that their point of crossing indicates the value of some function of the two readings. \( \{ \text{kro\'st}, \text{ned} \text{-} \text{al} \text{\-'med\-'ar} \} \)

cross-fade \[ \text{ENG ACOUS} \] In dubbing, the overlapping of two sound tracks, wherein the outgoing track fades out while the incoming track fades in. \( \{ \text{kro\'st}, \text{f\-'ad} \} \)

cross-flow baffle \[ \text{ENG} \] A type of baffle in a shell-and-tube heat exchanger that directs shell-side fluid back and forth or up and down across the tubes. Also known as transverse baffle. \( \{ \text{kro\'s}, \text{flo\-'al} \} \)

cross furrowing \[ \text{BUILD} \] A ceiling in which furring members are attached perpendicular to the main runners or other structural members. \( \{ \text{kro\'s }, \text{for\-'in} , \text{s\-'el} \text{-} \text{\-'ip} \} \)

cross hair \[ \text{ENG} \] An inscribed line or a strand of hair, wire, silk, or the like used in an optical sight, transit, or similar instrument for accurate sighting. \( \{ \text{kro\'s }, \text{her} \} \)

crosshatch \[ \text{MECH ENG} \] A device for loading objects onto vehicles, consisting of a chain that is hooked on opposite sides of a vehicle, looped under the object, and connected to a power source and that rolls the object onto the vehicle. \( \{ \text{kro\'s}, \text{hol} \} \)

crosshead \[ \text{MECH ENG} \] A block sliding between guides and containing a wrist pin for the conversion of reciprocating to rotary motion, as in an engine or compressor. \( \{ \text{kro\'s}, \text{hed} \} \)

crossing plates \[ \text{CIV ENG} \] Plates placed between a crossing and the ties to support the crossing and protect the ties. \( \{ \text{kro\'s-in}, \text{\-'plats} \} \)

crossslip joint \[ \text{BUILD} \] A joint in which two wood members cross each other; half the thickness of each is removed so that at the joint the thickness is the same as that of the individual members. \( \{ \text{kro\'s}, \text{lap}, \text{\-'join}t \} \)

cross-level \[ \text{ENG} \] To level at an angle perpendicular to the principal line of sight. \( \{ \text{kro\'s}, \text{lev-al} \} \)

crossover \[ \text{CIV ENG} \] 1. An S-shaped section of railroad track joining two parallel tracks. 2. A connection between two pipes in the same water supply system or a connection between two water supply systems. \[ \text{ELECTR} \] A point at which two conductors cross, with appropriate insulation between them to prevent contact. \[ \text{ELECTR} \] The plane at which the cross section of a beam of electrons in an electron gun is a minimum. \[ \text{ENG} \] The portion of a draw works' drum containing grooves for angle control so that the wire rope can cross over to begin a new wrap. Also known as angle-control section. \( \{ \text{kro\'s}, \text{\-'var} \} \)

crossover distortion \[ \text{ELECTR} \] Amplitude distortion in a class B transistor power amplifier which occurs at low values of current, when input impedance becomes appreciable compared with driver impedance. \( \{ \text{kro\'s}, \text{\-'var} \text{\-'dis\text{-}tor\-'sh'an} \} \)

crossover flange \[ \text{ENG} \] Intermediate pipe flange used to connect flanges of different working pressures. \( \{ \text{kro\'s}, \text{\-'var}, \text{\-'flan} \} \)

crossover frequency \[ \text{ENG ACOUS} \] 1. The frequency at which a dividing network delivers equal power to the upper and lower frequency channels when both are terminated in specified loads. 2. See transition frequency. \( \{ \text{kro\'s}, \text{\-'var}, \text{\-'fre\-'kw\-
-s\-
\-'se} \} \)

crossover network \[ \text{ENG ACOUS} \] A selective network used to divide the audio-frequency output of an amplifier into two or more bands of frequencies. Also known as dividing network; loudspeaker dividing network. \( \{ \text{kro\'s}, \text{\-'var}, \text{\-'net\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
\-
cryogenic transformer [ELECTR] A transformer designed to operate in digital cryogenic circuits, such as a controlled-coupling transformer. {kri-ō′jen-ik tran′zor-mār

cryogenics See cryoelectronics. {kri-ō′i-lek
ˈtran-iks

cryology [MECH ENG] The study of low-temperature (approximately 200°F. or −160°C) refrigeration. {kri′al-ə-jē

cryometer [ENG] A thermometer for measuring low temperatures. {kri′ō-mād-ər

cryopreservation [ENG] Preservation of food, biologicals, and other materials at extremely low temperatures. {kri′ō-prə-zər′vā-shān

cryosar [ELECTR] A cryogenic, two-terminal, negative-resistance semiconductor device, consisting essentially of two contacts on a germanium wafer operating in liquid helium. {kri′ō
sār

cryoscope [ENG] A device to determine the freezing point of a liquid. {kri′ō,skōp

cryosistor [ELECTR] A cryogenic semiconductor device in which a reverse-biased pn junction is used to control the ionization between two ohmic contacts. {kri′ō-zīs-tār

cryosorption pump [MECH ENG] A high-vacuum pump that employs a sorbent such as activated charcoal or synthetic zeolite cooled by nitrogen or some other refrigerant, used to reduce pressure from atmospheric pressure to a few millitorr. {kri′ō-sörp-shān ,pomp

cryostat [ENG] An apparatus used to provide low-temperature environments in which operations may be carried out under controlled conditions. {kri′ō-stāt

cryotron [ELECTR] A switch that operates at very low temperatures at which its components are superconducting, when current is sent through a control element to produce a magnetic field, a gate element changes from a superconductive zero-resistance state to its normal resistive state. {kri′ō-trān

cryotronics [ELECTR] The branch of electronics that deals with the design, construction, and use of cryogenic devices. {kri′ō-trān-iks

cryptoclimate [ENG] The climate of a confined space, such as inside a house, barn, or greenhouse, or in an artificial or natural cave; a form of microclimate. Also spelled cryptoclimate. {krip-tō′krip-māt

crystal [ELECTR] A natural or synthetic piezoelectric or semiconductor material whose atoms are arranged with some degree of geometric regularity. {ˈkrīst-əl

crystal activity [ELECTR] A measure of the amplitude of vibration of a piezoelectric crystal plate under specified conditions. {ˈkrīst-əl ak ˈtīv-əd-ē

crystal calibrator [ELECTR] A crystal-controlled oscillator used as a reference standard to check frequencies. {ˈkrīst-əl ˈkal-ə-brād-ər

crystal cartridge [ENG ACOUS] A piezoelectric unit used with a stylus in a phonograph pickup to convert disk recordings into audio-frequency signals, or used with a diaphragm in a crystal

crystal cartridge [DES ENG] A saw consisting of a hollow cylinder with teeth around its edge, used for cutting round holes. Also known as hole saw. {ˈkrīst-əl,so

crown saw [MECH ENG] A machine for crushing rock and other bulk materials. {ˈkrōn′sāw

crusher [MECH ENG] A machine for crushing rock and other bulk materials. {ˈkrōsh-ər

crushing test [ENG] A test of the suitability of stone that might be mined for roads or building use. {ˈkrōsh-ən,ˈtest

crushing strength [MECH] The compressive stress required to cause a solid to fail by fracture; in essence, it is the resistance of the solid to vertical pressure placed upon it. {ˈkrōsh-ən,ˈstreŋθ

cryochrome process [CHEM ENG] A freeze-drying technique involving conduction heat transfer to the frozen solid held on a metallic surface. {ˈkrī-ət-krom,ˈprās-əs

cryochromatics [CHEM ENG] A freeze-drying technique involving conduction heat transfer to the frozen solid held on a metallic surface. {ˈkrī-ət-krom,ˈprās-əs

cryoelectronics [ELECTR] A branch of electronics concerned with the study and application of superconductivity and other low-temperature phenomena to electronic devices and systems. Also known as cryoelectronics. {ˈkrī-ət-ˈō-i-lek
ˈtran-iks

cryogenic assay [CHEM ENG] A procedure for determining the general distillation characteristics and other quality information of crude oil. {ˈkrō-′jen-əs

crude oil [CHEM] The washing of crude oil with water in order to remove materials such as dirt, silt, and water-soluble minerals. {ˈkrōd de′sōlt-ən

crude material See raw material. {ˈkrōd me′ən-rē


crude still [CHEM ENG] The distillation equipment in which crude oil is separated into various products. {ˈkrōd stil

crush-forming [MECH ENG] A machine for crushing rock and other bulk materials. {ˈkrōsh-ər

crushing strain [MECH] Compression which causes the failure of a material. {ˈkrōsh-ən,ˈstrān

crushing strength [MECH] The compressive stress required to cause a solid to fail by fracture; in essence, it is the resistance of the solid to vertical pressure placed upon it. {ˈkrōsh-ən,ˈstreŋθ

crystal control

microphone to convert sound waves into audio signals. \( \text{[krɪst-\text{-}əl} \ 'kær\text{-}tʃri] \)

crystal control \[\text{ELECTR} \] Control of the frequency of an oscillator by means of a quartz crystal unit. \( \text{[krɪst-\text{-}əl} \ 'kær\text{-}trəl]\)

crystal current \[\text{ELECTR} \] The actual alternating current flowing through a crystal unit. \( \text{[krɪst-\text{-}əl} \ 'kær\text{-}ənt]\)

crystal cutter \[\text{ENG ACOUS} \] A cutter in which the mechanical displacements of the recording stylus are derived from the deformations of a crystal having piezoelectric properties. \( \text{[krɪst-\text{-}əl} \ 'kæd\text{-}ər]\)

crystal-diffraction spectrometer \[\text{See Bragg spectrometer.} \] \( \text{[krɪst-\text{-}əl} \ 'di\text{-}fræk\text{-}ʃən} \ 'spək\text{-}trəm\text{-}ə-\text{dər}\)

crystal headphones \[\text{ENG ACOUS} \] Headphones using Rochelle salt or other crystal elements to convert audio-frequency signals into sound waves. Also known as ceramic earphones. \( \text{[krɪst-\text{-}əl} \ 'hed\text{-}fən] \)

crystal holder \[\text{DES ENG} \] A housing designed to provide proper support, mechanical protection, and connections for a quartz crystal plate. \( \text{[krɪst-\text{-}əl} \ 'həl\text{-}dər]\)

crystal hydrophone \[\text{ENG ACOUS} \] A crystal microphone that responds to waterborne sound waves. \( \text{[krɪst-\text{-}əl} \ 'hɪ\text{-}dra\text{-}fən]\)

crystallizer \[\text{CHEM ENG} \] Process vessel within which dissolved solids in a supersaturated solution are forced out of solution by cooling or evaporation, and then recovered as solid crystals. \( \text{[krɪst-tə\text{-}lɪz\text{-}ər]} \)

crystal loudspeaker \[\text{ENG ACOUS} \] A loudspeaker in which movements of the diaphragm are produced by a piezoelectric crystal unit that twists or bends under the influence of the applied audio-frequency signal voltage. Also known as piezoelectric loudspeaker. \( \text{[krɪst-\text{-}əl} \ 'lɑ\text{-}dɪ\text{-}spék\text{-}ər}\)

crystal microphone \[\text{ENG ACOUS} \] A microphone in which deformation of a piezoelectric bar by the action of sound waves or mechanical vibrations generates the output voltage between the faces of the bar. Also known as piezoelectric microphone. \( \text{[krɪst-\text{-}əl} \ 'mɪ\text{-}kra\text{-}fən]\)

crystal oven \[\text{ENG} \] A temperature-controlled oven in which a crystal unit is operated to stabilize its temperature and thereby minimize frequency drift. \( \text{[krɪst-\text{-}əl} \ 'əv\text{-}ən]\)

crystal pickup \[\text{ENG ACOUS} \] A phonograph pickup in which movements of the needle in the record groove cause deformation of a piezoelectric crystal, thereby generating an audio-frequency output voltage between opposite faces of the crystal. Also known as piezoelectric pickup. \( \text{[krɪst-\text{-}əl} \ 'pɪk\text{-}əp]\)

crystal spectrometer \[\text{See Bragg spectrometer.} \] \( \text{[krɪst-\text{-}əl} \ 'spək\text{-}trəm\text{-}ə-\text{dər]} \)

C size \[\text{ENG} \] One of a series of sizes to which trimmed paper and board are manufactured; for size CN, with \( N \) equal to any integer, the length of the longer side is \( 2 \sqrt{8-N}/2 \) meters, while the length of the shorter side is \( 2 \sqrt{8-N}/2 \) meters, with both lengths rounded off to the nearest millimeter. \( \text{[sɛ\text{-}ˌsi\text{-}z]} \)

CTC \[\text{See centralized traffic control.} \]

CTD recorder \[\text{See salinity-temperature-depth recorder.} \] \( \text{[sɛ\text{-}tɛ\text{-}dʒɛ\text{-}dɛ rɛ\text{-}kɔrdər]} \)

C-tube bourdon element \[\text{ENG} \] Hollow tube of flexible (elastic) metal shaped like the arc of a circle; changes in internal gas or liquid pressure flexes the tube to a degree related to the pressure change; used to measure process-stream pressures. \( \text{[ʃɛ\text{-}ˌtəb ˈbɜːrd\text{-}ən} \ 'əl\text{-}ə\text{-}mɑnt]} \)

cu \[\text{See cubic.} \]

cubic \[\text{MECH} \] Denoting a unit of volume, so that if \( x \) is a unit of length, a cubic \( x \) is the volume of a cube whose sides have length \( 1x \); for example, a cubic meter, or a meter cubed, is the volume of a cube whose sides have a length of 1 meter. Abbreviated cu. \( \text{[ˈkju\text{-}ˈbɪk]} \)

cubical dilution \[\text{MECH} \] The isotropic part of the strain tensor describing the deformation of an elastic solid, equal to the fractional increase in volume. \( \text{[ˈkju\text{-}ˈbɒr\text{-}kɑl} \ 'dɪ\text{-}ˈlə\text{-}ʃən]} \)

cubic boron nitride \[\text{MECH ENG} \] A synthetic material composed of boron and nitrogen (1:1) that is almost as hard as diamond, used as a superabrasive powder and for cutting and grinding applications. \( \text{[ˈkju\text{-}ˈbɪk\text{-}bɪk\text{-}bən\text{-}ˈmæn] \ 'ni\text{-}ˌtrɪd]} \)

cubic foot per minute \[\text{MECH} \] A unit of volume flow rate, equal to a uniform flow of 1 cubic foot in 1 minute; equal to 1/60 cubic. Abbreviated cfm. \( \text{[ˈkju\text{-}ˈbɪk\text{-}ˈfʊt} \ 'pər \ ˈmɪn\text{-}ət]} \)

cubic foot per second \[\text{See cusec.} \] \( \text{[ˈkju\text{-}ˈbɪk\text{-}ˈfʊt} \ 'pər \ ˈsek\text{-}ənd]} \)

cubicle \[\text{BUILD} \] Any small, approximately square room or compartment. \[\text{ENG} \] An enclosure for high-voltage equipment. \( \text{[ˈkju\text{-}ˈbɒkəl]} \)

cubic measure \[\text{MECH} \] A unit or set of units to measure volume. \( \text{[ˈkju\text{-}ˈbɪk\text{-}ˈmɛʒ\text{-}ər]} \)

cui-de-sac \[\text{CV ENG} \] A dead-end street with a circular area for turning around. \( \text{[ˌkɑl\text{-}də\text{-}sɑk]} \)

cull \[\text{CHEM ENG} \] In a plastics molding operation, material remaining in the transfer chamber after the mold has been filled. \( \text{[kæl]} \)

culliet \[\text{See collet.} \] \( \text{[ˈkæl\text{-}ət]} \)

cullis \[\text{See coulisse.} \] \( \text{[ˈkɑl\text{-}əs]} \)

cultellation \[\text{ENG} \] Transferring a surveyed point from a high level (such as on overhang) to a lower level by dropping a marking pin. \( \text{[kəl\text{-}tə\text{-}læ\text{-}ʃən]} \)

culvert \[\text{ENG} \] A covered channel or a large-diameter pipe that takes a watercourse below ground level. \( \text{[ˈkɑl\text{-}vɜːrt]} \)

cumec \[\text{MECH} \] A unit of volume flow rate equal to 1 cubic meter per second. \( \text{[ˈkju\text{-}mɪk]} \)

cumulative compound motor \[\text{MECH ENG} \] A motor with operating characteristics between those of the constant-speed (shunt-wound) and the variable-speed (series-wound) types. \( \text{[ˈkju\text{-}ˈmju\text{-}ə\text{-}lə\text{-}ɪv} \ 'kæm\text{-}pə\text{-}nʊd \ 'məʊ\text{-}ər]} \)

cumulative sum chart \[\text{IND ENG} \] A statistical control chart on which the cumulative sum of deviations is plotted over a period of time and which often has a sliding V-shaped mask for comparing the plot with allowable limits. Also
known as cusum chart. {‘kyūˌmy-wə-lad-ivˈsamˌchārt}  
cup [DES ENG] A cylindrical part with only one end open. {ENG] A low spot forming on a tool joint shoulder as a result of wobbling {‘kɔp}  
cup anemometer [ENG] A rotation anemometer, usually consisting of three or four hemispherical or conical cups mounted with their diametral planes vertical and distributed symmetrically about the axis of rotation; the rate of rotation of the cups, which is a measure of the wind speed, is determined by a counter. {‘kɔp əˈmāmˌəd-ər}  
cup barometer [ENG] A barometer in which one end of a graduated glass tube is immersed in a cup, both cup and tube containing mercury. {‘kɔp ˈbɑrəˌmər}  
cup-case thermometer [ENG] Total-immersion type of thermometer with a cup container at the bulb end to hold a specified amount and depth of the material whose temperature is to be measured. {‘kɔp ˈkæs ˈθɑrˌməmˌəd-ər}  
cup electrometer [ENG] An electrometer that has a metal cup attached to its plate so that a charged body touching the inside of the cup gives up its entire charge to the instrument. {‘kɔp ɪˌlɛkˈtrəˌməd-ər}  
curb [CIV ENG] A border of concrete or row of joined stones forming part of a gutter along a street edge. {‘kɜrb}  
curb weight [MECH ENG] The weight of a motor vehicle plus fuel and other components or equipment necessary for standard operation; does not include driver weight or payload. {‘kɜrbˌwæt}  
cure [CHEM ENG] See vulcanization. [ENG] A process by which concrete is kept moist for its first week or month to provide enough water for the cement to harden. Also known as maturation. {‘kyuər}  
cure time [CHEM ENG] The amount of time required for a rubber compound to reach maximum viscosity or modulus at a given temperature. {‘kyuərˌtɪm}  
Curie balance [ENG] An instrument for determining the susceptibility of weakly magnetic materials, in which the deflection produced by a strong permanent magnet on a suspended tube containing the specimen is measured. {‘kyuəˈrēˌbɑlˈtəns}  
Curie principle [THERMO] The principle that a macroscopic cause never has more elements of symmetry than the effect it produces; for example, a scalar cause cannot produce a vectorial effect. {‘kyuəˌrēˌprɪnˈsæpəl}  
Curie scale of temperature [THERMO] A temperature scale based on the susceptibility of a paramagnetic substance, assuming that it obeys Curie’s law; used at temperatures below about 1 kelvin. {‘kyuəˌrēˌʃkəl əvˌtemˈpraˌchar}  
curing [CHEM ENG] A process in which polymers or oligomers are chemically cross-linked to form polymer networks. [CIV ENG] A process for bringing freshly placed concrete to required strength and quality by maintaining the humidity and temperature at specified levels for a given period of time. Also known as seasoning. {‘kyuərˌing}  
curing time [ENG] Time interval between the stopping of moving parts during thermoplastics molding and the release of mold pressure. Also known as molding time. {‘kyuərˌingˌtɪm}  
curling [MECH ENG] A forming process in which the edge of a sheet-metal part is rolled over to produce a hollow tubular rim. {‘kələr}  
curling dies [MECH ENG] A set of tools that shape the ends of a piece of work into a form with a circular cross section. {‘kələrˌdz}  
curling machine [MECH ENG] A machine with curling dies; used to curl the ends of cans. {‘kələrˌməˌmən}  
current [ELEC] The net transfer of electric charge per unit time; a specialization of the physics definition. Also known as electric current. {‘kərənt}  
current amplification [ELECTR] The ratio of output-signal current to input-signal current for an electron tube, transistor, or magnetic amplifier, the multiplier section of a multiplier phototube, or any other amplifying device; often expressed in decibels by multiplying the common logarithm of the ratio by 20. {‘kərəntˌəmˌplaˈfəkˌən}  
current amplifier [ELECTR] An amplifier capable of delivering considerably more signal current than is fed in. {‘kərəntˌəmˌplaˌflər}  
current attenuation [ELECTR] The ratio of input-signal current for a transducer to the current in a specified load impedance connected to the transducer, often expressed in decibels. {‘kərəntˌətenˈyaˌwəˌʃən}  
current collector See charge collector. {‘kərəntˌkəˌlekˈtər}  
current-controlled switch [ELECTR] A semiconductor device in which the controlling bias sets the resistance at either a very high or very low value, corresponding to the “off” and “on” conditions of a switch. {‘kərəntˌkəˌtrɔldˌswɪtʃ}  
current density [ELEC] The current per unit cross-sectional area of a conductor; a specialization of the physics definition. Also known as electric current density. {‘kərəntˌədənˈsædə}  
current drain [ELEC] The current taken from a voltage source by a load. Also known as drain. {‘kərəntˌdræn}  
current drogue [ENG] A current-measuring assembly consisting of a weighted current cross, sail, or parachute, and an attached surface buoy. {‘kərəntˌdɹəɡə}  
current feedback [ELECTR] Feedback introduced in series with the input circuit of an amplifier. {‘kərəntˌfɛdˌbæk}  
current feedback circuit [ELECTR] A circuit used to eliminate effects of amplifier gain instability in an indirect-acting recording instrument, in which the voltage input (error signal) to an amplifier is the difference between the measured quantity and the voltage drop across a resistor. {‘kərəntˌfɛdˌbækˌvələˈræktˌjʊər}  
current gain [ELECTR] The fraction of the current flowing into the emitter of a transistor which
current generator

flows through the base region and out the collector. (ˈkær-ənt, ˈgæn)

current generator  [ELECTR] A two-terminal circuit element whose terminal current is independent of the voltage between its terminals. (ˈkær-ənt, ˈjen-ə, ˈrād-ər)

current intensity  [ELEC] The magnitude of an electric current. Also known as current strength. (ˈkær-ənt inˈtèn, ˈsād-ət)

current limiter  [ELECTR] A device that restricts the flow of current to a certain amount, regardless of applied voltage. Also known as demand limiter. (ˈkær-ənt, ˈlim-əd-ər)

current line  [ENG] In marine operations, a graduated line attached to a current pole, used to measure the speed of a current; as the pole moves away with the current, the speed of the current is determined by the amount of line paid out in a specified time. Also known as log line. (ˈkær-ənt, ˈlın)

current meter  See ammeter, velocity-type flowmeter. (ˈkær-ənt, ˈmèd-ər)

current mirror  [ELECTR] An electronic circuit that generates, at a high-impedance output, a scaled replica of an input current flowing into a low-impedance input node. (ˈkær-ənt, ˈmir-ər)

current-mode filter  [ELECTR] An integrated-circuit filter in which the signals are represented by current levels rather than voltage levels. (ˈkær-ənt, ˈmōd, ˈfil-tər)

current-mode logic  [ELECTR] Integrated-circuit logic in which transistors are paralleled so as to eliminate current hogging. Abbreviated CML. (ˈkær-ənt, ˈmòd ˈlāj-ik)

current noise  [ELECTR] Electrical noise of uncertain origin which is observed in certain resistances when a direct current is present, and which increases with the square of this current. (ˈkær-ənt, ˈnɔiz)

current pole  [ENG] A pole used to determine the direction and speed of a current; the direction is determined by the direction of motion of the pole, and the speed by the amount of an attached current line paid out in a specified time. (ˈkær-ənt, ˈpōl)

current regulator  [ELECTR] A device that maintains the output current of a constant value at a predetermined, essentially constant value despite changes in load impedance. (ˈkær-ənt, ˈrèg-yə, ˈlād-ər)

current saturation  See anode saturation. (ˈkær-ənt ˈsach-ərəˌʃən)

current source  [ELECTR] An electronic circuit that generates a constant direct current into or out of a high-impedance output node. (ˈkær-ənt, ˈsɔrs)

current strength  See current intensity. (ˈkær-ənt ˈstrɛŋkθ)

current-type flowmeter  [ENG] A mechanical device to measure liquid velocity in open and closed channels; similar to the vane anemometer (where moving liquid turns a small windmill-type vane), but more rugged. (ˈkær-ənt ˈtʃip ˈlīd, ˈmēd-ər)

cursor  [DES ENG] A clear or amber-colored filter that can be placed over a radar screen and rotated until an etched diameter line on the filter passes through a target echo; the bearing from radar to target can then be read accurately on a stationary 360° scale surrounding the filter. (ˈkær-sər)

curtain board  [BUILD] A fire-retardant partition applied to a ceiling. (ˈkær-ənt, ˈbɔrd)

curtain coating  [CHEM ENG] A method in which the substrate to be coated with low-viscosity resins or solutions is passed through, and is perpendicularly to, a freely falling liquid curtain. (ˈkær-ənt, ˈkōd-ən)

curtain wall  [CIV ENG] An external wall that is not load-bearing. (ˈkær-ənt, ˈwɔl)

curved beam  [ENG] A beam bounded by circular arcs. (ˈkærvd ˈbɛrn)

curve resistance  [MECH] The force opposing the motion of a railway train along a track due to track curvature. (ˈkærv rɪˈzistəns)

curve tracer  [ENG] An instrument that can produce a display of one voltage or current as a function of another voltage or current, with a third voltage or current as a parameter. (ˈkærv ˈtræ-sər)

curvilinear motion  [MECH] Motion along a curved path. (ˈkærvˈvaɪnərəˌrē or ˈmō-shən)

cusec  [MECH] A unit of volume flow rate, used primarily to describe pumps, equal to a uniform flow of 1 cubic foot in 1 second. Also known as cubic foot per second (cfs). (ˈkjuˌsɛk)

 Cushion gas  See blanket gas. (ˈkæʃən, ˈɡæs)

custodial area  [BUILD] Area of a building designated for service and custodial personnel, includes rooms, closets, storage, toilets, and lockers. (ˈkastədˌoʊ, ˈərˌɛ-ə)

 Custom millwork  See architectural millwork. (ˈkæstəmˌmɪlˌwɜrk)

cusum chart  See cumulative sum chart. (ˈkjuˌsu, ˈʃart)

 cut  [CHEM ENG] A fraction obtained by a separation process. (ˈkæt)

cut and fill  [CIV ENG] Construction of a road, a railway, or a canal which is partly embanked and partly below ground. (ˈkæt ˈæn ˈfɪl)

 Cutback  [CHEM ENG] Blending of heavier oils with lighter ones to bring the heavier to desired specifications. (ˈkæt ˈbæk)

 cut constraint  [SYS ENG] A condition sometimes imposed in an integer programming problem which excludes parts of the feasible solution space without excluding any integer points. (ˈkæt ˈkænˈstrænt)

 cut-in  [CONT SYS] A value of temperature or pressure at which a control circuit closes. [ELEC] An electrical device that allows current to flow through an electric circuit. (ˈkæt ˈɪn)

 cut methods  [SYS ENG] Methods of solving integer programming problems that employ cut constraints derived from the original problem. (ˈkæt, ˈmeth-əds)
cut nail [DES ENG] A flat, tapered nail sheared from steel plate; it has greater holding power than a wire nail and is generally used for fastening flooring. ['kət, nɑl]
cutoff [CIV ENG] 1. A channel constructed to straighten a stream or to bypass large bends, thereby relieving an area normally subjected to flooding or channel erosion. 2. An impermeable wall, collar, or other structure placed beneath the base or within the abutments of a dam to prevent or reduce losses by seepage along otherwise smooth surfaces or through porous strata. [ELECTR] 1. The minimum value of bias voltage, for a given combination of supply voltages, that just stops output current in an electron tube, transistor, or other active device. 2. See cutoff frequency. [ENG] 1. A misfire in a round of shots because of severance of fuse owing to rock shear as adjacent charges explode. 2. The line on a plastic object formed by the meeting of the two halves of a compression mold. Also known as flash groove, pinch-off. [MECH ENG] 1. The point at which the shutting off of the working fluid to an engine cylinder. 2. The time required for this process. ['kət, fɑɹ]
cutoff bias [ELECTR] The direct-current bias voltage that must be applied to the grid of an electron tube to stop the flow of anode current. ['kət, bʌɪs]
cutoff frequency [ELECTR] A frequency at which the attenuation of a device begins to increase sharply, such as the limiting frequency below which a traveling wave in a given mode cannot be maintained in a waveguide, or the frequency above which an electron tube loses efficiency rapidly. Also known as critical frequency, cutoff limiting. ['kət, frɛkˈwɑnˌsɛ]
cutoff limiting [ELECTR] Limiting the maximum output voltage of a vacuum tube circuit by driving the grid beyond cutoff. ['kətˌofˌlimˌɑdˌɪŋ]
cutoff point [MECH ENG] 1. The point at which there is a transition from spiral flow in the housing of a centrifugal fan to straight-line flow in the connected duct. 2. The point on the stroke of a steam engine where admission of steam is stopped. ['kətˌofˌpɔɪnt]
cutoff tool [MECH ENG] A tool used on bar-type lathes to separate the finished piece from the bar stock. ['kətˌofˌtʊl]
cutoff trench [CIV ENG] A trench which is below the foundation base line of a dam or other structure and is filled with an impervious material, such as clay or concrete, to form a watertight barrier. ['kətˌofˌtʃɛŋ]
cutoff valve [MECH ENG] A valve used to stop the flow of steam to the cylinder of a steam engine. ['kətˌofˌvɑl]
cutoff voltage [ELECTR] 1. The electrode voltage value that reduces the dependent variable of an electron-tube characteristic to a specified low value. 2. See critical voltage. ['kətˌofˌvɑl.tʃɒr]
cutoff wall [CIV ENG] A thin, watertight wall of clay or concrete built up from a cutoff trench to reduce seepage. Also known as core wall. ['kətˌofˌwɔl]
cutoff wheel [MECH ENG] A thin wheel impregnated with an abrasive used for severing or cutting slots in a material or part. ['kətˌofˌwɛl]
cut-out [CONT SYS] A value of temperature or pressure at which a control circuit opens. ['kətˌɔːt]
cutout angle [ELECTR] The phase angle at which a semiconductor diode ceases to conduct; it is slightly less than 180° because the diode requires some forward bias to conduct. ['kətˌɔːtˌˈæŋˌɡɑl]
cover [ENG] 1. To place equipment in active use. 2. The time when testing of equipment is completed and regular usage begins. ['kəvər]
cutter [ENG ACOUS] An electromagnetic or piezoelectric device that converts an electric input to a mechanical output, used to drive the stylus that cuts a wavy groove in the highly polished wax surface of a recording disk. Also known as cutting head, head, phonograph cutter, recording head. [MECH ENG] See cutting tool. ['kətˌɜr]
cutter bar [MECH ENG] The bar that supports the cutting tool in a lathe or other machine. ['kətˌɔːrˌbær]
cutter compensation [CONT SYS] The process of taking into account the difference in radius between a cutting tool and a programmed numerical control operation in order to achieve accuracy. ['kətˌɔːrˌkæmˌpənsəˌʃən]
cutterhead [MECH ENG] A device on a machine tool for holding a cutting tool. ['kətˌɔːrˌhed]
cutter sweep [MECH ENG] The section that is cut off or eroded by the milling cutter or grinding wheel in entering or leaving the flute. ['kətˌɔːrˌswɛp]
cutting angle [MECH ENG] The angle that the cutting face of a tool makes with the work surface back of the tool. ['kətˌingˌənˌgəl]
cutting down [MECH ENG] Removing surface roughness or irregularities from metal by the use of an abrasive. ['kətˌɪŋˌdəʊn]
cutting drilling [MECH ENG] A rotary drilling method in which drilling occurs through the action of the drill steel rotating while pressed against the rock. ['kətˌɪŋˌdrɪlˌɪŋ]
cutting edge [DES ENG] 1. The point or edge of a diamond or other material set in a drill bit. Also known as cutting point. 2. The edge of a lathe tool in contact with the work during a machining operation. ['kətˌɪŋˌeɪd]
cutting head [See cutter. ['kətˌɪŋˌhed]
cutting in [MECH ENG] An undesirable action occurring during loose-drum spooling in which a layer of wire rope spreads apart and forms
grooves in which the next layer travels.  (ˈkɑd-ɪnj/ɪn)
cutting-off machine  [MECH ENG] A machine for cutting off metal bars and shapes; includes the lathe type using single-point cutoff tools, and several types of saws.  (ˈkɑd-ɪnj, ˈʃəf-ˈmən)
cutting pliers  [DES ENG] Pliers with cutting blades on the jaws.  (ˈkɑd-ɪnj, ˈpɪl-ər)
cutting point  See cutting edge.  (ˈkɑd-ɪnj, ˈpɔɪnt)
cutting ratio  [ENG] As applied to metal cutting, the ratio of depth of cut to chip thickness for a given shear angle.  (ˈkɑd-ɪnj, ˈrɑː-ʃoʊ)
cutting rule  [ENG] A sharp steel rule used in a machine for cutting paper or cardboard.  (ˈkɑd-ɪnj, ˈrʊl)
cutting speed  [MECH ENG] The speed of relative motion between the tool and workpiece in the main direction of cutting. Also known as feed rate; peripheral speed.  (ˈkɑd-ɪnj, ˈspɛd)
cutting stylus  [ENG ACOUS] A recording stylus with a sharpened tip that removes material to produce a groove in the recording medium.  (ˈkɑd-ɪnj, ˈstɪ-ləs)
cutting tip  [ENG] The end of the snout of a cutting torch from which gas flows.  (ˈkɑd-ɪnj, ˈtip)
cutting tool  [MECH ENG] The part of a machine tool which comes into contact with and removes material from the workpiece by the use of a cutting medium. Also known as cutter.  (ˈkɑd-ɪnj, ˈtʊl)
cutting torch  [ENG] A torch that preheats metal while the surface is rapidly oxidized by a jet of oxygen issuing through the flame from an additional feed line.  (ˈkɑd-ɪnj, ˈtɔrch)
cutwater  [CIV ENG] A sharp-edged structure built around a bridge pier to protect it from the flow of water and material carried by the water.  (ˈkɑtˌwɔːd-ər)
cybernation  [IND ENG] The use of computers in connection with automation.  (ˈsɪb-ər-nəˈʃən)
cycle  [ENG] To run a machine through a single complete operation.  (ˈsɪkl)
cyclegraph technique  [IND ENG] Recording a brief work cycle by attaching small lights to various parts of a worker and then exposing the work motions on a still-film time plate; motion will appear on the plate as superimposed streaks of light constituting a cyclegraph.  (ˈsɪkˌkləˌɡrɑfˌtɛkˌnɛk)
cycle plant  [CHEM ENG] A plant in which the liquid hydrocarbons are removed from natural gas and then the gas is put back into the earth to maintain pressure in the oil reservoir.  (ˈsɪklˌplənt)
cycle skip  See skip logging.  (ˈsɪklˌskɪp)
cycle stock  [CHEM ENG] The unfinished product taken from a stage of a refinery process and recharged to the process at an earlier stage in the operation.  (ˈsɪklˌstʌk)
cycle timer  [ELECTR] A timer that opens or closes circuits according to a predetermined schedule.  (ˈsɪklˌtɪmər)
cyclical catalytic reforming process  [CHEM ENG] A method for the production of low-Btu reformed gas consisting of the conversion of carbonized water-gas sets by installing a bed of nickel catalyst in the superheater and using the carburetor as a combustion chamber and process steam superheater. Abbreviated CCR process.  (ˈsɪkl-ˈlɪkˌkɑd-əl-ɪk ɪkˈfoʊr-ˌmɪŋˌprɑːs-əz)
cyclic coordinate  [MECH] A generalized coordinate on which the Lagrangian of a system does not depend explicitly. Also known as ignorable coordinate.  (ˈsɪkl-ˈlɪkˌkəˈɔrd-ənˌæt)
cyclic element  [IND ENG] An element of an operation or process that occurs in each of its cycles.  (ˈsɪkl-ˈlɪkˌˈɛl-ə-ˈmænt)
cyclic testing  [ENG] The repeated testing of a device or system at regular intervals to be assured of its reliability.  (ˈsɪkl-ˈlɪkˌˈtɛst-ɪŋ)
cyclic train  [MECH ENG] A set of gears, such as an epicyclic gear system, in which one or more of the gear axes rotates around a fixed axis.  (ˈsɪkl-ˈlɪkˌˈtrɛn)
cyclograph  [ENG] An electronic instrument that produces on a cathode-ray screen a pattern which changes in shape according to core hardness, carbon content, case depth, and other metallurgical properties of a test sample of steel inserted in a sensing coil.  (ˈsɪkl-ˈɡrɑf)
cycloidal gear teeth  [DES ENG] Gear teeth whose profile is formed by the trace of a point on a circle rolling without slippage on the outside or inside of the pitch circle of a gear, now used only for clockwork and timer gears.  (ˈsɪklˈklɔɪd-əlˌˈɡɪrˌtɛθ)
cycloidal pendulum  [MECH] A modification of a simple pendulum in which a weight is suspended from a cord which is slung between two pieces of metal shaped in the form of cycloids; as the bob swings, the cord wraps and unwraps on the cycloids; the pendulum has a period that is independent of the amplitude of the swing.  (ˈsɪkˌklɔɪd-əlˌˈpɛn-ˈjɑː-ˌlɑm)
cyclone  [CHEM ENG] A static reaction vessel in which fluids under pressure form a vortex.  [MECH ENG] Any cone-shaped air-cleaning apparatus operated by centrifugal separation that is used in particle collecting and fine grinding operations.  (ˈsɪklˌklaʊn)
cyclone cellar  [CIV ENG] An underground shelter, often built in areas frequented by tornadoes. Also known as storm cellar; tornado cellar.  (ˈsɪklˌklaʊnˌˌsɛl-ər)
cyclone classifier  See cyclone separator.  (ˈsɪklˌklaʊnˌˌklaˈsɪfər)
cyclone furnace  [ENG] A water-cooled, horizontal cylinder in which fuel is fired cyclonically and heat is released at extremely high rates.  (ˈsɪklˌklaʊnˌˌfɜrnəs)
cyclone separator  [MECH ENG] A funnel-shaped device for removing particles from air or
other fluids by centrifugal means; used to remove dust from air or other fluids, steam from water, and water from steam, and in certain applications to separate particles into two or more size classes. Also known as cyclone classifier.

**cylindrical grinder** [MECH ENG] A machine for doing work on the peripheries or shoulders of workpieces composed of concentric cylindrical or conical shapes, in which a rotating grinding wheel cuts a workpiece rotated from a power headstock and carried past the face of the wheel.

**cylinder liner** [MECH ENG] A separate cylindrical sleeve inserted in an engine block which serves as the cylinder.

**cylinder machine** [ENG] A paper-making machine consisting of one or a series of rotary cylindrical filters on which wet paper sheets are formed.

**cylindrical cam** [MECH ENG] A cam mechanism in which the cam follower undergoes translational motion parallel to the camshaft as a roller attached to it rolls in a groove in a circular cylinder concentric with the camshaft.

**cylindrical-coordinate robot** [CONT SYS] A robot in which the degrees of freedom of the manipulator arm are defined chiefly by cylindrical coordinates.

**cylindrical cutter** [DES ENG] Any cutting tool with a cylindrical shape, such as a milling cutter.

**cylindrical grinder** [MECH ENG] A machine for doing work on the peripheries or shoulders of workpieces composed of concentric cylindrical or conical shapes, in which a rotating grinding wheel cuts a workpiece rotated from a power headstock and carried past the face of the wheel.
This page intentionally left blank.
damp course  
[ENG] A device for damping spring oscillations after abrupt removal or application of a load.  

[MECH] A machine consisting of two circular saws with one or more chippers in between; used for cutting flat-bottomed grooves in wood.  

[BUILD] A joint made by fitting the full thickness of the edge or the end of one board into a corresponding groove in another board. Also known as housed joint.  

damper  
[ENG] A device for damping spring oscillations after abrupt removal or application of a load.  

[MECH] A pedal that controls the damping of piano strings.  

[ELECTR] A diode used in the horizontal deflection circuit of a television receiver to make the sawtooth deflection current decrease smoothly to zero instead of oscillating at zero; the diode conducts each time the polarity is reversed by a current swing below zero.  

[CIV ENG] A valve or movable plate for regulating the flow of air or the draft in a stove, furnace, or fireplace.  

[DES ENG] A narrow plane for cutting flat grooves in woodwork.  

[ENG] An instrument for material placed horizontally in a wall to keep out fire bed.  

[CHEM ENG] Theory applied exposure to a sudden increase in load.  

[MACH ENG] The principle that the resultant of the external forces and the kinetic reaction acting on a body equals zero.  

[ENG] Reducing or eliminating reverberation in a room by placing sound-absorbing materials on the walls and ceiling. Also known as soundproofing.  

[MACH ENG] A material's capability in absorbing vibrations.  

[ENG] An instrument formaterial placed horizontally in a wall to keep out fire bed.  

[ENG] A device for damping spring oscillations after abrupt removal or application of a load.  

[ENG] An instrument for measuring dew point, dew forms on the surface.
Danjon prismatic astrolabe

of a bulb containing ether which is cooled by evaporation into another bulb, the second bulb being cooled by the evaporation of ether on its outer surface. (ˈdɑːn-ʃən prɪzˈmæd-ər)

Danjon prismatic astrolabe [ENG] A type of astrolabe in which a Wollaston prism just inside the focus of the telescope converts converging beams of light into parallel beams, permitting a great increase in accuracy. (ˈdɑːn-ʃən prɪzˈmæd-ər)

daraf [ELEC] The unit of elanstance, equal to the reciprocal of 1 farad. (ˈdɑːræf)

darby [ENG] A flat-surfaced tool for smoothing plaster. (ˈdɑːr-bi)

d’Arsonval galvanometer [ENG] A galvanometer in which a light coil of wire, suspended from a permanent magnet when current is carried in the coil, is reflected indicating a mirror carried on it, which reflects a beam onto a fixed scale. Also known as light-beam galvanometer. (ˈdɑːn-sə-vəl gal-voʊ-nəm-ətər)

dashpot [MECH ENG] A device used to dampen and control a motion, in which an attached piston is loosely fitted to move slowly in a cylinder containing oil. (ˈdɑːsh,pʌt)

datum [ENG] 1. A direction, level, or position from which angles, heights, speeds or distances are conveniently measured. 2. Any numerical or geometric quantity or value that serves as a base reference for other quantities or values (such as a point, line, or surface in relation to which others are determined). (ˈdɑːtəm, ˈdætəm, or ˈdɑːtəm)

datum level See datum plane. (ˈdɑːtəm ˈlev-əl)

datum plane [ENG] A permanently established horizontal plane, surface, or level to which soundings, ground elevations, water surface elevations, and tidal data are referred. Also known as chart datum, datum level, reference level, reference plane. (ˈdɑːtəm ˈplən)

daylight [CIV ENG] To light an area with daylight. (ˈdɑːlˈdɑːtəl)

daylight controls [ENG] Special devices which automatically control the electric power to the lamp, causing the light to operate during hours of darkness and to be extinguished during daylight hours. (ˈdɑːlˈtɑːt kənˈtrelə)

daylighting [CIV ENG] To light a space between two plateaus when open. Also known as daylight. (ˈdɑːlˈdɑːtəl ˈpɑːn-əl)

day wage [IND ENG] A fixed rate of pay per shift or per daily hours of work, irrespective of the amount of work completed. (ˈdɑː ˈwāj)

dc See direct current.

dc-to-ac converter See inverter. (ˌdɛ,ˌsɛ tʊ ˈjɑːˌsɛ ˈkɑnˈvɑːrd-ər)

dc-to-ac inverter See inverter. (ˌdɛ,ˌsɛ tʊ ˈjɑːˌsɛ ˈɪnˈvɑːrd-ər)

dc-to-dc converter [ELEC] An electronic circuit which converts one direct-current voltage into another, consisting of an inverter followed by a step-up or step-down transformer and rectifier. (ˌdɛ,ˌsɛ tʊ ˌdɛ,ˌsɛ ˈkɑnˈvɑːrd-ər)

Deacon process [CHEM ENG] A method of chlorine production by passing a hot mixture of gaseous hydrochloric acid with oxygen over a cuprous chloride catalyst. (ˈdɛkən, ˈprɑːs-əs)

dead-air space [BUILD] A sealed air space, such as in a hollow wall. (ˌdɛd ˈeərˌsæps)

dead area See blind spot. (ˌdɛdˌeəˌrəˌspɑːts)

dead axle [MECH ENG] An axle that carries a wheel but does not drive it. (ˌdɛdˌeɪlˌeəˌsæps)

dead band [ELEC] The portion of a potentiometer element that is shortened by a tap, when the wiper traverses this area, there is no change in output. [ˌdɛdˌbænd]

deadbeat [MECH] Coming to rest without vibration or oscillation, as when the pointer of a meter moves to a new position without overshooting. Also known as deadbeat response. (ˌdɛdˌbɛt)

deadbeat algorithm [CONT SYS] A digital control algorithm which attempts to follow set-point changes in minimum time, assuming that the controlled process can be modeled approximately as a first-order plus dead-time system. (ˌdɛdˌbɛtˌælˌɡeɪtˌriˌrɛɪtˌəm)

deadbeat response See deadbeat. (ˌdɛdˌbɛtˌrɪˈspɑːts)

dead block [ENG] A device placed on the ends of railroad passenger cars to absorb the shock of impacts. (ˌdɛdˌbloʊk)

dead bolt [DES ENG] A lock bolt that is moved directly by the turning of a knob or key, not by spring action. (ˌdɛdˌbɔːlt)

dead center [MECH ENG] 1. A position of a crank in which the turning force applied to it by the connecting rod is zero; occurs when the crank and rod are in a straight line. 2. A support for the work on a lathe which does not turn with the work. (ˌdɛdˌsenˈtɔr)

dead-end tower [CIV ENG] Antenna or transmission line tower designed to withstand unbalanced mechanical pull from all the conductors in one direction together with the wind strain and vertical loads. (ˌdɛdˌendˌtɔʊˈtɔr)

dead load [ENG] Static load. (ˌdɛdˌləʊd)

deadlocking latch bolt See auxiliary dead latch. (ˌdɛdˌlækˌlətˌbɔlt)

deadman [CIV ENG] 1. A buried plate, wall, or block atached at some distance from and forming an anchorage for a retaining wall. Also known as anchorage, anchor block, anchor wall. 2. See anchor log. (ˌdɛdˌmæn)

deadman’s brake [MECH ENG] An emergency device that automatically is activated to stop a vehicle when the driver removes his or her foot from the pedal. (ˌdɛdˌmænzˈbræk)

deadman’s handle [MECH ENG] A handle on a machine designed so that the operator must continuously press on it in order to keep the machine running. (ˌdɛdˌmænzˈhændəl)
dead rail  [CIV ENG] One of two rails on a rail-
road weighing platform that permit an excessive
move to leave the platform. { `dɛd ˈræl` }

dead room  See anechoic chamber. { `dɛd ˈrʊm` }

dead sheave  [ENG] A grooved wheel on a crown
block over which the deadline is fastened. { `dɛd ˈʃɛv` }

dead space  [THERMO] A space filled with gas
whose temperature differs from that of the main
body of gas, such as the gas in the capillary tube
of a constant-volume gas thermometer. { `dɛd ˈspæs` }

dead-stroke  [MECH ENG] Having a recoilless or
nearly recoilless stroke. { `dɛd ˈstrɔk` }

dead-stroke hammer  [MECH ENG] A power
hammer provided with a spring on the hammer
head to reduce recoil. { `dɛd ˈstrɔk ˈhæm-ər` }

dead time  [CONT SYS] The time interval be-
tween a change in the input signal to a process
control system and the response to the signal.
[ENG] The time interval, after a response to one
signal or event, during which a system is unable
to respond to another. Also known as insensi-
tive time. { `dɛd ˌtɪm` }

dead-time compensation  [CONT SYS] The mod-
ification of a controller to allow for time delays
between the input to a control system and the
response to the signal. { `dɛd ˌtɪm ˈkæm-pan ˌsæ-ən` }

dead-time correction  [ENG] A correction ap-
plied to an observed counting rate to allow for
the probability of the occurrence of events within
the dead time. Also known as coincidence cor-
rection. { `dɛd ˌtɪm ˈkeɪ-rɛk sən` }

dead track  [CIV ENG] 1. Railway track that is no
longer used. 2. A section of railway track that is
electrically isolated from the track signal circuits.
{ `dɛd ˈtrak` }

deadweight gage  [ENG] An instrument used as
a standard for calibrating pressure gages in
which known hydraulic pressures are generated
by means of freely balanced (dead) weights
loaded on a calibrated piston. { `dɛdˌwɛtˌgæl` }

deeeration  [ENG] Removal of gas or air from
a substance, as from feedwater or food. { `dɛəˌrə-ən` }

deeerator  [MECH ENG] A device in which oxy-
gen, carbon dioxide, or other noncondensable
gases are removed from boiler feedwater, steam
condensate, or a process stream. { `dɛəˌrəˌdər` }

deagglomeration  [CHEM ENG] Size-reduction
process in which loosely adhered clumps (ag-
gglomerates) of powders or crystals are broken
apart without further disintegration of the pow-
der or crystal particles themselves. { `dəˌəˌdəˌmə-ən` }

deeal  [DES ENG] 1. A face on which numbers are
registered by means of a pointer. 2. A disk usu-
ally with a series of markings around its border,
which can be turned to regulate the operation
of a machine or electrical device. { `dɛl` }

deeasphalting  [CHEM ENG] The process of re-
moving asphalt from petroleum fractions. { `dɛəˌsəˌfəl-əə` }

deblooming  [CHEM ENG] The process by which
the fluorescence, or bloom, is removed from pe-
troleum oils by exposing them in shallow tanks
to the sun and atmospheric conditions or by
using chemicals. { `dɛˌblʌm əŋ` }

Deborah number  [MECH] A dimensionless
number used in rheology, equal to the relaxation
time for some process divided by the time it is
observed. Symbolized $D$. { `dəˈbɔr-əˌnəm-bər` }

debri dam  [CIV ENG] A fixed dam across a
stream channel for the retention of sand, gravel,
driftwood, or other debris. { `dəˌbɹɛəˌdɑm` }

debubblizer  [ENG] A worker who removes bub-
lbes from plastic rods and tubing. { `dəˌbɔˌbɔˌləˌzər` }

debug  [ELECTR] To detect and remove secretly
installed listening devices popularly known as
bugs. [ENG] To eliminate from a newly de-
signated system the components and circuits that
cause early failures. { `dɛbʌg` }

debutanization  [CHEM ENG] Removal of butane
and lighter components in a natural-gasoline
plant. { `dɛˌbjuˌtəˌəˌzəˌən` }

debutanizer  [CHEM ENG] The fractionating col-
umn in a natural-gasoline plant in which butane
and lighter components are removed. { `dəˌbjuˌtəˌəˌzəˌən` }

debye  [ELEC] A unit of electric dipole moment,
equal to $10^{-18}$ Franklin centimeter. { `dəˌbɪt` }

Debye theory  [ELEC] The classical theory of the
orientation polarization of polar molecules in
which the molecules have a single relaxation
time, and the plot of the imaginary part of the
complex relative permittivity against the real
part is a semicircle. { `dəˌbɪˈtɪˌəˌrəˌrɛ` }

decade  [ELEC] A group or assembly of 10 units;
for example, a decade counter counts 10 in one
column, and a decade box inserts resistance
quantities in multiples of powers of 10. { `dəˌkæd` }

decade bridge  [ELECTR] Electronic apparatus
for the measurement of unknown values of resist-
ances or capacitances by comparison with known
values (bridge); one secondary section of the
oscillator-driven transformer is tapped in decade
steps, the other in 10 uniform steps. { `dəˌkədˌˌbriə` }

decaliter  [MECH] A unit of volume, equal to 10
liters, or to 0.01 cubic meter. { `dəˌkəˌləd-ər` }

decameter  [MECH] A unit of length in the met-
ric system equal to 10 meters. { `dəˌkæˌmɛd-ər` }

decantation  [ENG] A method for mechanical
dewatering of a wet solid by pouring off the liquid
without disturbing underlying sediment or pre-
cipitate. { `dəˌkæŋtəˌən` }

decanter  [ENG] Tank or vessel in which solids
or immiscible dispersions in a carrier liquid set-
tle or coalesce, with clear upper liquid withdrawn
(decanted) as overflow from the top. { `dəˌkæntəˌən` }

decaster  [MECH] A unit of volume, equal to
10 cubic meters. { `dəˌkæstəˌən` }

deceleration  [MECH] The rate of decrease of
speed of a motion. { `dəˌsɛlˌəˌrəˌən` }
decelerometer [ENG] An instrument that measures the rate at which the speed of a vehicle decreases. {dekal-ə}.

deceleration [MECH] A unit of acceleration measured in meters per second squared. {des-ə\'tər-ə\'nəl-ə}.

decibel [MECH] A unit used to express the ratio of magnitudes of two signals or power levels. {des-ə\'bel}.

decimeter [MECH] A unit of length equal to one-tenth of a meter. {des-ə\'mi\'tər}.

decijoule [PHYS ENG] A metric unit of energy equal to one decimeter squared times one newton. {des-ə\'dʒu\'l}.

deciliter [MECH] A metric unit of volume equal to one-tenth of a liter. {des-ə\'lət\'ər}.

decigram [MECH] A metric unit of mass equal to one-tenth of a gram. {des-ə\'gram}.

decimeter [MECH] A unit of length equal to one-tenth of a meter. {des-ə\'mi\'tər}.

decision calculus [SYS ENG] A guide to the process of decision-making, often outlined in the following steps: analysis of the decision area to discover applicable elements; location or creation of criteria for evaluation; appraisal of the known information pertinent to the applicable elements and correction for bias; isolation of the unknown factors; weighting of the pertinent elements, known and unknown, as to relative importance; and projection of the relative impacts on the objective, and synthesis into a course of action. {des-ə\'si\'zhən ə\'kəl kal\-ə\'nəl\-əs}.

decision rule [SYS ENG] In decision theory, the mathematical representation of a physical system which operates upon the observed data to produce a decision. {des-ə\'si\'zhən \'ri\l}.

decision theory [SYS ENG] A broad spectrum of concepts and techniques which have been developed to both describe and rationalize the process of decision making, that is, making a choice among several possible alternatives. {des-ə\'si\'zhən \'θi\-ə\'rə\'}.

decision tree [IND ENG] Graphic display of the underlying decision process involved in the introduction of a new product by a manufacturer. {des-ə\'si\'zhən \'the\-ə\'rə\'}.

decimeter [CIV ENG] 1. A floor, usually of wood, without a roof. 2. The floor or roadway of a bridge. [ENG] A magnetic-tape transport mechanism. {de\'kə\kə\'lə\'əl\-ə}.

decimeter [CIV ENG] A bridge that carries the deck on the very top of the superstructure. {de\'kə\bri\lə\'nəl\-ə}.

decimeter [CIV ENG] Surface material on a deck. [ENG] Separating explosive charges containing primers with layers of inert material to prevent passage of concussion. {de\'kə\bri\lə\'nəl\-ə}.

decimeter [CIV ENG] A detachable wood frame fitted around the edges of a papermaking mold. {de\'kə\mi\lə\'nəl\-ə}.

decimeter [CIV ENG] A small rod inserted at each end of the extrusion coating die to adjust the die opening length. {de\'kə\mi\lə\'rə\l\-ə}.

decimeter [CIV ENG] An endless rubber band which runs longitudinally along the wire edges of a paper machine and determines web width. {de\'kə\mi\lə\'rə\l\-ə}.

decimeter [CIV ENG] A roof that is nearly flat and without parapet walls. {de\'kə\rə\l\-ə}.

decimeter [CIV ENG] The frame of a deck. {de\'kə\tros}.

decimeter [ENG] For an equatorial mounting of a telescope, an axis of rotation that is perpendicular to the polar axis and allows the telescope to be pointed at objects of different declinations. {des-ə\'la\'nə\shən ə\'kəl\-ə\'nəl\-ə}.

decimeter [ENG] A magnetic instrument similar to a surveyor’s compass; but arranged so that the line of sight can be rotated to conform with the needle or to any desired setting on the horizon circle; used in determining magnetic declination. Also known as declination compass. {des-ə\'la\'nə\shən ə\'kəl\-ə\'nəl\-ə}.

decimeter [ENG] A switch that connects a single input lead to appropriate combinations of four output leads (representing 1, 2, 4, and 8) for each of the decimal-numbered settings of its control knob; thus, for position 7, output leads 1, 2, and 4 would be connected to the input. {des-ə\'mi\'lə\'nəl\-ə\'nəl\-ə}.

decimeter [MECH] A unit of length equal to one-tenth of a meter. {des-ə\'mi\'tər}.

decimeter [MECH] A unit of mass equal to one-tenth of a gram. {des-ə\'gram}.

decimeter [MECH] A unit of volume equal to one-tenth of a liter. {des-ə\'lət\'ər}.

decimeter [MECH] A unit of acceleration measured in meters per second squared. {des-ə\'tər-ə\'nəl-ə}.
deep-well pump [MECH ENG] A multistage centrifugal pump for lifting water from deep, small-diameter wells, a surface electric motor operates the shaft. Also known as vertical turbine pump.  

deconcentrator [ENG] An apparatus for removing dissolved or suspended material from feedwater.  

decontamination [ENG] The removing of chemical, biological, or radiological contamination from, or the neutralizing of it on, a person, object, or area.  

decoupler [IND ENG] A materials handling device designed specifically for cellular manufacturing.  

decrement gage [ENG] A type of molecular gage consisting of a vibrating quartz fiber whose damping is used to determine the viscosity and, thereby, the pressure of a gas. Also known as quartz-fiber manometer.  

decreter [ENG] An instrument for measuring the logarithmic decrement (damping) of a train of waves.  

dedendum [DES ENG] The difference between the radius of the pitch circle of a gear and the radius of its root circle.  

dedendum circle [DES ENG] A circle tangent to the bottom of the spaces between teeth on a gear wheel.  

deephasis [ENG ACOUS] A process for reducing the relative strength of higher audio frequencies before reproduction, to complement and thereby offset the preemphasis that was introduced to help override noise or reduce distortion. Also known as postemphasis, postequalization.  

deephasis network [ENG ACOUS] An RC filter inserted in a system to restore preemphasized signals to their original form.  

deeep-draw mold [ENG] A mold for plastic material that is long in relation to the thickness of the mold wall.  

deep underwater muon and neutrino detector [ENG] A proposed device for detecting and determining the direction of extraterrestrial neutrinos passing through a volume of approximately 1 cubic kilometer of ocean water, using an array of several thousand Cerenkov counters suspended in the water to sense the showers of charged particles generated by neutrinos. Abbreviated DUMAND.  

depth well [CIV ENG] A well that draws its water from beneath shallow impermeable strata, at depths exceeding 22 feet (6.7 meters).  

deep-well pump [MECH ENG] A multistage centrifugal pump for lifting water from deep, small-diameter wells, a surface electric motor operates the shaft. Also known as vertical turbine pump.  

deetanize [CHEM ENG] To separate and remove ethane and sometimes lighter fractions from heavy substances, such as propane, by distillation.  

dehazizer [CHEM ENG] The equipment used to dehazize.  

defecation [CHEM ENG] Industrial purification, or clarification, of sugar solutions.  

defender [IND ENG] A machine or facility which is being considered for replacement.  

deferrization [CHEM ENG] Removal of iron, for example, from water in an industrial process.  

deflection [ELECTR] The displacement of an electron beam from its straight-line path by an electrostatic or electromagnetic field.  

deflection curve [MECH] The curve, generally downward, described by a shot deviating from its true course.  

deflection magnetometer [ENG] A magnetometer in which magnetic fields are determined from the angular deflection of a small bar magnet that is pivoted so that it is free to move in a horizontal plane.  

deflection meter [ENG] A flowmeter that applies the differential pressure generated by a differential-producing primary device across a diaphragm or bellows in such a way as to create a deflection proportional to the differential pressure.  

deflection-modulated indicator See amplitude-modulated indicator.  

deflection ultrasonic flowmeter [ENG] A flow meter for determining velocity from the deflection of a high-frequency sound beam directed across the flow. Also known as drift ultrasonic flowmeter.  

deflection wedge [DES ENG] A wedge-shaped tool inserted into a borehole to direct the drill bit.  

deflectometer [ENG] An instrument used for
measuring minute deformations in a structure under transverse stress. {de, livek'tām-ad-ar}
deflector {ENG} A plate, baffle, or the like that diverts the flow of a forward-moving stream. {de, livek-tar}
deflocculate {CHEM ENG} To break up and disperse agglomerates and form a stable colloid. {de, livek-yə, lat}
defoaming {CHEM ENG} Reduction or elimination of foam. {de, livek-gin}
defocus {ENG} To make a beam of x-rays, electrons, light, or other radiation deviate from an accurate focus at the intended viewing or working surface. {de, livek-koş}
defoaming {MECH} A steel bar with projections or indentations to increase mechanical bonding; used to reinforce concrete. {de, livek-må-shan, kər}
defoamer {ENG} An instrument used to measure minute deformations in materials in structural models. {de, livek-mad-ar}
defrost {ENG} To keep free of ice or to remove ice. [THERMO] To thaw out from a frozen state. {de, livek-frost}
degas {ELECTR} To drive out and exhaust the gases occluded in the internal parts of an electron tube or other gas-tight apparatus, generally by heating during evacuation. [ENG] To remove gas from a liquid or solid. {de, livek-gas}
degassing {SEE breathing. {de, livek-gas-in}
degauss {ELECTR} To remove, erase, or clear information from a magnetic tape, disk, drum, or core. {de, livek-gaus}
degradation {THERMO} The conversion of energy into forms that are increasingly difficult to convert into work, resulting from the general tendency of entropy to increase. {de, livek-da-shan}
degradation failure {ENG} Failure of a device because of a shift in a parameter or characteristic which exceeds some previously specified limit. {de, livek-da-shan, fəl-yər}
degrease {CHEM ENG} 1. To remove grease from wool with chemicals. 2. To remove grease from hides or skins in tanning by tumbling them in solvents. {de, livek-grəs}
degreaser {ENG} A machine designed to clean grease and foreign matter from mechanical parts and like items, usually metallic, by exposing them to vaporized or liquid solvent solutions confined in a tank or vessel. {de, livek-grəs-ar}
degree {THERMO} One of the units of temperature or temperature difference in any of various temperature scales, such as the Celsius, Fahrenheit, and Kelvin temperature scales (the Kelvin degree is now known as the kelvin). {dl, livek-grə}
degree-day {MECH ENG} A measure of the departure of the mean daily temperature from a given standard; one degree-day is recorded for each degree of departure above (or below) the standard during a single day, used to estimate energy requirements for building heating and, to a lesser extent, for cooling. {dl, livek-gre, də}
degree of curve {CIV ENG} A measure of the curvature of a railway or highway, equal to the angle subtended by a 100-foot (32.8-meter) chord (railway) or by a 100-foot arc (highway). {dl, livek-gre w, kər-v}
degree of freedom {MECH} 1. Any one of the number of ways in which the space configuration of a mechanical system may change. 2. Of a gyro, the number of orthogonal axes about which the spin axis is free to rotate, the spin axis freedom not being counted; this is not a universal convention, for example, the free gyro is frequently referred to as a three-degree-of-freedom gyro, the spin axis being counted. {dl, livek-gre w, frē-dam}
degritting {CHEM ENG} Removal of fine solid particles (grit) from a liquid carrier by gravity separation (settling) or centrifugation. {dl, livek-grit}
dehumidification {MECH ENG} The process of reducing the moisture in the air; serves to increase the cooling power of air. {dl, livek-yu, midə, fo, ka-tə-shan}
dehumidifier {MECH ENG} Equipment designed to reduce the amount of water vapor in the ambient atmosphere. {dl, livek-yu, midə, fi-ər}
dehydration tank {CHEM ENG} A tank in which warm air is blown through oil to remove moisture. {dl, livek-hi-dra-tə-shan, təŋk}
dehydrator {CHEM ENG} Vessel or process system for the removal of liquids from gases or solids by the use of heat, absorbents, or adsorbents. {dl, livek-hi, drəd-ar}
dehydrocyclization {CHEM ENG} Any process involving both dehydrogenation and cyclization, as in petroleum refining. {dl, livek-hi-dro, skə-la-zə-shan}
delcing {ENG} The removal of ice deposited on any object, especially as applied to aircraft icing, by heating, chemical treatment, and mechanical rupture of the ice deposit. {dl, livek-tēs-in}
deedling {CHEM ENG} The process of removing ink from recycled paper so that the fibers can be used again. {dl, livek-ink-in}
delamination {ENG} Separation of a laminate into its constituent layers. {dl, livek-lamə-nə-shan}
Delanauy orbit element {MECH} In the n-body
problem, certain functions of variable elements of an ellipse with a fixed focus along which one of the bodies travels; these functions have rates of change satisfying simple equations. { daˈlō-nəˈtor-bat, elˈə-mant }

delay [IND ENG] Interruption of the normal tempo of an operation; may be avoidable or unavoidable. { dˈiˈlā }

delay-action detonator See delay blasting cap. { dˈiˈlāˌakˈshənˈdetənˈaˌdər }

delay allowance [IND ENG] A percentage of the normal operating time added to the normal time to allow for delays. { dˈiˈlāˌəlˌəˈəns }

delay blasting cap [ENG] A blasting cap which explodes at a definite time interval after the firing current has been passed by the exploder. Also known as delay-action detonator. { dˈiˈlāˈbləˈstəŋˌkæp }

delayed coking [CHEM ENG] A semicontinuous thermal process for converting heavy petroleum stock to lighter material. { dˈiˈlādˈkōkˈiŋ }

delayed combustion [ENG] Secondary combustion in succeeding gas passes beyond the furnace volume of a boiler. { dˈiˈlādˈkæmˈbæshən }

delay time [CONT SYS] The amount of time by which the arrival of a signal is retarded after transmission through physical equipment or systems. [ELECTR] The time taken for collector current to start flowing in a transistor that is being turned on from the cutoff condition. [IND ENG] A span of time during which a worker is idle because of factors beyond personal control. { dˈiˈlāˌtɪm }

delignification [CHEM ENG] A chemical process for removing lignin from wood. { dəˌlɪgˈnəˌfaˈkəˌshən }

delta [ELECTR] The difference between a partial-select output of a magnetic cell in one state and a partial-select output of the same cell in a zero state. { ˈdɛl-tə }

delta modulation [ELECTR] A Pulse-modulation technique in which a continuous signal is converted into a binary pulse pattern, for transmission through low-quality channels. { ˈdɛl-təˌməjˈəlˌəˈshən }

demand See demand factor. { daˈmænd }

demanded motions inventory [IND ENG] A list of all motions that are required to perform a specific task, including an exact characterization of each. { daˈmændˌmətˌiˈnəˌvəŋˌtər-ə́ }

demand factor [ELECT] The ratio of the maximum demand of a building for electric power to the total connected load. Also known as demand. { daˈmændˌfəkˈtər }

demand meter [ENG] Any of several types of instruments used to determine a customer's maximum demand for electric power over an appreciable time interval, generally used for billing industrial users. { daˈmændˌmədˌər }

demand regulator [ENG] A component of an open-circuit diving system that permits the diver to expel used air directly into the water without rebreathing exhaled carbon dioxide. { daˈmændˌrɛgˈəˌlədˌər }

demand system [ENG] A system in an airplane that automatically dispenses oxygen according to the demand of the flyer's body. { daˈmændˌsiˈstəm }

demethanation See demethanization. { dəˌmethəˌnəˌshən }

demethanizer [CHEM ENG] The apparatus in which demethanization is conducted. { dəˌmethəˌnəˌzdəˌshən }

demethanization [CHEM ENG] The process of distillation in which methane is separated from the heavier components. Also known as demethanization. { dəˌmethəˌnəˌzdəˌshən }

demineralization [CHEM ENG] Removal of mineral constituents from water. { dəˌmɪnəˌrəˌləˌzdəˌshən }

demister [MECH ENG] A series of ducts in automobiles arranged so that hot, dry air directed from the heat source is forced against the interior of the windshield or to prevent condensation. { dəˌmɪstər }

demister blanket [ENG] A Section of knitted wire mesh that is placed below the vapor outlet of a vaporizer or an evaporator to separate entrained liquid droplets from the stream of vapor. Also known as demister pad. { dəˌmɪstərˌbləntˌpæd }

demister pad See demister blanket. { dəˌmɪstərˌpæd }

demodulator See detector. { dəˌmɒdəˈleɪtərˌpæd }

demolition [CIV ENG] The act or process of tearing down a building or other structure. { ˌdeməˌlɪʃən }

demon of Maxwell [THERMO] Hypothetical creature who controls a trapdoor over a microscopic hole in an adiabatic wall between two vessels filled with gas at the same temperature, so as to supposedly decrease the entropy of the gas as a whole and thus violate the second law of thermodynamics. Also known as Maxwell’s demon. { ˌdəˌmənˌəˈmækˌwəl }

demulsification [CHEM ENG] Prevention or breaking of liquid-liquid emulsions by chemical, mechanical or electrical demulsifiers. { daˌməlˌsəˌfaˈkəˌshən }

demulsifier [CHEM ENG] A chemical, mechanical, or electrical system that either breaks liquid-liquid emulsions or prevents them from forming. { daˌməlˌsaˌfiˌər }

demultiplexer [ELECTR] A device used to separate two or more signals that were previously combined by a compatible multiplexer and transmitted over a single channel. { daˌməlˌtəˌplekˈsər }

denison sampler [ENG] A soil sampler consisting of a central nonrotating barrel which is forced into the soil as friction is removed by a rotating external barrel; the bottom can be closed to retain the sample during withdrawal. { ˈdəˌdenəˌsamˌplər }

De Nora cell [CHEM ENG] Mercury-cathode cell used for production of chlorine and caustic soda by electrolysis of sodium chloride brine. { daˈnɔrˌəˌsəˌsel }
dense-air refrigeration cycle

See reverse Brayton cycle.

DEPA [CHEM ENG] An apparatus used in fractional distillation to cool the vapor mixture, thereby condensing higher-boiling fractions.

depolarization [ELEC] The removal or prevention of polarization in a substance (for example, through the use of a depolarizer in an electric cell) or of polarization arising from the field due to the charges induced on the surface of a dielectric when an external field is applied.

depression [IND ENG] Loss of value due to physical deterioration.

depressed center car [ENG] A flat railroad car having a low center section; used to provide adequate tunnel clearance for oversized loads.

depression angle [ENGINEERING] See angle of depression.

depressor [CHEM ENG] An agent that prevents or retards a chemical reaction or process.

depropanizer [CHEM ENG] In a distillation operation, the partial condensation of vapor to form a liquid richer in higher boiling constituents than the original vapor.

depropanization [CHEM ENG] In processing of petroleum, the removal of propane and sometimes higher fractions.

depression angle [ENGINEERING] See angle of depression.

depressor [CHEM ENG] An agent that prevents or retards a chemical reaction or process.

depropanizer [CHEM ENG] In a distillation operation, the partial condensation of vapor to form a liquid richer in higher boiling constituents than the original vapor.
depropanizer [CHEM ENG] A fractionating column in a gasoline plant for removal of propane and lighter components. {dér-prō-pān-ər}
depth finder [ENG] A radar or ultrasonic instrument for measuring the depth of the sea. {’depth finder}
depth gage [DES ENG] An instrument or tool for measuring the depth of depression to a thousandth inch. {’depth gāj}
depth marker [ENG] A thin board or other lightweight substance used as a means of identifying the surface of snow or ice which has been covered by a more recent snowfall. {’depth markér}
depth micrometer [DES ENG] A micrometer used to measure the depths of holes, slots, and distances of shoulders and projections. {’depth mīkram-əd-ar}
depth of engagement [DES ENG] The depth of contact, in a radial direction, between mating threads. {’depth əv ,en’gāj-mant}
depth of thread [DES ENG] The distance, in a radial direction, from the crest of a screw thread to the base. {’depth əv ’thred}
depth sounder [ENG] An instrument for mechanically measuring the depth of the sea beneath a ship. {’depth ,sōndər}
depth-type filtration [CHEM ENG] Removal of solids by passing the carrier fluid through a mass-filter medium that provides a tortuous path with many entrapments to catch the solids. {’depth ,tip’fīl’tra-shan}
dequeue [ENG] To select an item from a queue. {dē’kvi’}
derail [ENG] 1. To cause a railroad car or engine to run off the rails. 2. A device to guide railway cars or engines off the tracks to avoid collision or other accident. {dē’rāl}
derating [ELECTR] The reduction of the rating of a device to improve reliability or to permit operation at high ambient temperatures. {dē’rāt}
derivative action [CONT SYS] Control action in which the speed at which a correction is made depends on how fast the system error is increasing. Also known as derivative compensation; rate action. {də’riv-əd-iv ,rät’ək’shan}
derivative compensation See derivative action. {də’riv-əd-iv ,dériv-əd-iv ,käm-pan’sə-shan}
derivative network [CONT SYS] A compensating network whose output is proportional to the sum of the input signal and its derivative. Also known as lead network. {də’riv-əd-iv ‘net ,wərk}
derived sound system [ENG ACOUS] A four-channel sound system that is artificially synthesized from conventional two-channel stereo sound by an adapter, to provide feeds to four loudspeakers for approximating quadraphonic sound. {də’rivd ,sōndər, sis-tom}
derosination [CHEM ENG] Removing excess resins from wood by saponification with alkaline aqueous solutions or organic solvents. {də ,rəz-ən-əs-shan}

derrick [MECH ENG] A hoisting machine consisting usually of a vertical mast, a slanted boom, and associated tackle; may be operated mechanically or by hand. {’der-ik} 
derrick crane See stiffleg derrick {’der-ik ,krān} 
derrick post See king post. {’der-ik ,pōst}
desalination [CHEM ENG] Removal of salt, as from water or soil. Also known as desalting. {dē, sāl-ə-nə-zā-shan} 
desalination See desalination. {dē, sāl-ə-nə-zā-shan} 
desalting [CHEM ENG] 1. The process of extracting inorganic salts from oil. 2. See desalination. {dē’sōl-tiš} 
desander [ENG] A centrifuge-type device for removing sand from drilling fluid in order to prevent abrasion damage to pumps. {dē’san-dār} 
descaling [ENG] Removing scale, usually oxides, from the surface of a metal or the inner surface of a pipe, boiler, or other object. {dē ‘skāl-iŋ} 
descending branch [MECH] That portion of a trajectory which is between the summit and the point where the trajectory terminates, either by impact or air burst, and along which the projectile falls, with altitude constantly decreasing. Also known as descent trajectory. {dī’sen-dīn} 
descending vertical angle See angle of depression. {dī’sen-dīn ,vārd-i-i ,kāl ‘āŋ gāl} 
descent trajectory See descending branch. {dī’sent trājek-tō-ri} 
describing function [CONT SYS] A function used to represent a nonlinear transfer function by an approximately equivalent linear transfer function; it is the ratio of the phasor representing the fundamental component of the output of the nonlinearity, determined by Fourier analysis, to the phasor representing a sinusoidal input signal. {dī’skrib-iŋ ,fīn’kā-shan} 
desiccator [CHEM ENG] A closed vessel, usually made of glass and having an airtight lid, used for drying solid chemicals by means of a desiccant. {dīs-i’kād-ər} 
design engineering [ENG] A branch of engineering concerned with the creation of systems, devices, and processes useful to and sought by society. {dī’zən ,en-jə-nir-iŋ} 
design factor [ENG] A safety factor based on the ratio of ultimate load to maximum permissible load that can be safely placed on a structure. {dī’zən ,fāk-tər} 
design flood [CIV ENG] The flood, either observed or synthetic, which is chosen as the basis for the design of a hydraulic structure. {dī’zən ,fīl’d} 
design for environment [SYS ENG] A methodology for the design of products and systems that promotes pollution prevention and resource conservation by including within the design process the systematic consideration of the environmental implications of engineering designs. Abbreviated DFE. {dī’zən for envir-on-mənt} 
design head [CIV ENG] The planned elevation between the free level of a water supply and
design heating load

the point of free discharge or the level of free discharge surface. { diˈzänˌhəd

**design heating load** [ENG] The space heating needs of a building or an enclosed area expressed in terms of the probable maximum requirement. { diˈzänˌhədˌiŋˌlōd

design load [DES ENG] The most stressful combination of weight or other forces a building, structure, or mechanical system or device is designed to sustain. { diˈzänˌlōd

design pressure [CIV ENG] 1. The force exerted by a body of still water on a dam. 2. The pressure which the dam can withstand. [DES ENG] The pressure used in the calculation of minimum thickness or design characteristics of a boiler or pressure vessel in recognized code formulas; static head may be added where appropriate for specific parts of the structure. { diˈzänˌprəˈsēr

design speed [CIV ENG] The highest continuous safe vehicular speed as governed by the design features of a highway. { diˈzänˌspēd

design standards [DES ENG] Generally accepted uniform procedures, dimensions, materials, or parts that directly affect the design of a product or facility. { diˈzänˌstənˈdrādz

design storm [CIV ENG] A storm whose magnitude, rate, and intensity do not exceed the design load for a storm drainage system or flood protection project. { diˈzänˌstōrm

design stress [DES ENG] A permissible maximum stress to which a machine part or structural member may be subjected, which is large enough to prevent failure in case the loads exceed expected values, or other uncertainties turn out unfavorably. { diˈzänˌstres

design thickness [DES ENG] The sum of required thickness and corrosion allowance utilized for individual parts of a boiler or pressure vessel. { diˈzänˌthīkˌnās

desiliter [MECH ENG] Wet, mechanical solids classifier (separator) in which silt particles settle as the carrier liquid is slowly stirred by horizontally revolving rakes; solids are plowed outward and removed at the periphery of the container bowl. { diˈzilˌtər

desilting basin [CIV ENG] A space or structure constructed just below a diversion structure of a canal to remove bed, sand, and silt loads. Also known as desilting works. { diˈzilˌtīŋˌbāˈsān

desilting works See desilting basin. { diˈzilˌtīŋˌwərks

desired track See course. { dəˈstrrdˌtrak

desilmer [MECH ENG] Apparatus, such as a bowl-type centrifuge, used to remove fine, wet particles (slime) from cement rocks and to size pigments and abrasives. { dəˈsilmər

destearinate [CHEM ENG] A process of removing from a fatty oil the lower melting point compounds. { dəˈsērəˌnāt

destillation [CHEM ENG] A high-pressure technique for separating high-boiling or nonvolatile material by dissolving it with application of supercritical gases. { dəˈstrəˌshān

destructive breakdown [ELECTR] Breakdown of the barrier between the gate and channel of a field-effect transistor, causing failure of the transistor. { dəˈstrəˌtivˌbrākˌdōn

destructive testing [ENG] 1. Intentional operation of equipment until it fails, to reveal design weaknesses. 2. A method of testing a material that degrades the sample under investigation. { dəˈstrəˌtivˌˈtestˌiŋ

desulfurization [CHEM ENG] The removal of sulfur, as from molten metals or petroleum oil. { dəˈsəlfəˈrəˌzhənˌshān

**desulfurization unit** [CHEM ENG] A unit in petroleum refining for removal of sulfur compounds or sulfur. { dəˈsəlfəˈrəˌzhənˌshānˌyūˌnāt

detachable bit [ENG] An all-steel drill bit that can be removed from the drill steel, and can be resharpened. Also known as knock-off bit, rip bit. { diˈtachəˌbiˌlīt

detailing See screening. { diˈtaliŋˌiŋ

det drill See fusion-piercing drill. { dəˌdrilˌdril

detector bar [CIV ENG] A device that keeps a railroad switch locked while a train is passing over it. { diˈtekˌtərˌbār

detector car [ENG] A railroad car used to detect flaws in rails. { diˈtekˌtərˌkār

dent [MECH ENG] A catch or lever in a mechanism which initiates or locks movement of a part, especially in escapement mechanisms. { dəˈten

detention basin [CIV ENG] A reservoir without control gates for storing water over brief periods of time until the stream has the capacity for ordinary flow plus released water, used for flood regulation. { diˈtenˌbāˈsān

deterioration [ENG] Decline in the quality of equipment or structures over a period of time due to the chemical or physical action of the environment. { diˌtiɾəˈsoʊˈrāˌshān

determinant [CONT SYS] The product of the partial return differences associated with the nodes of a signal-flow graph. { dəˈtərməˌnənt

determine structure [MECH] A structure in which the equations of statics alone are sufficient to determine the stresses and reactions. { dəˈtərməˌnətˌstrəkˌchar

determinism See causality. { dəˈtərməˌniˌzāˈnən

detonating fuse [ENG] A device consisting of a core of high explosive within a waterproof textile covering and set off by an electrical blasting cap fired from a distance by means of a fuse line, used in large, deep boreholes. { dəˈtənˌədˌiŋˌˈfyoʊz

detonating rate [MECH] The velocity at which the explosion wave passes through a cylindrical charge. { dəˌtənˌədˌiŋˌrāt

detonating relay [ENG] A device used in conjunction with the detonating fuse to avoid short-delay blasting. { dəˌtənˌədˌiŋˌrēˌlāˌbā

detonation [MECH ENG] Spontaneous combustion of the compressed charge after passage of the spark in an internal combustion engine; it is accompanied by knock. { dəˌtənˌəˌshān

detonation front [ENG] The reaction zone of a detonation. { dəˌtənˌəˈshānˌfrōnt

154
detonator  [ENG] A device, such as a blasting cap, employing a sensitive primary explosive to detonate a high-explosive charge.  ['det-ən,ad-ər]
detonator safety  [ENG] A fuse has detonator safety or is detonator safe when the functioning of the detonator cannot initiate subsequent explosive train components.  ['det-ən,ad-ər,ˌsāl-tē]
detonics  [ENG] The study of detonating and explosives performance.  ['det-ən-iks]
detritus tank  [CIV ENG] A tank in which heavy suspended matter is removed in sewage treatment.  [ˌdæt-ətrəsˌtæŋk]
Detroit rocking furnace  [ENG] An indirect arc around an insulator and covered with a wicking type of rocking furnace having graphite electrodes entering horizontally from opposite ends.  [ˌdətrətən rək-ˌiŋ ˈfərnəs]
development  [ENG] The exploratory work required to determine the best production techniques to bring a new process or piece of equipment to the production stage.  [dəˈvel-əpment]
deformation  [ENG] The difference between the actual value of a controlled variable and the desired value corresponding to the set point.  [ˌdər-mər-ənˈmənt]
deformation factor  See compressibility factor.  [ˌdər-mər-ər-ənˈfæktər]
deviatoric stress  [MECH] The portion of the total stress that differs from an isotropic hydrostatic pressure; it is equal to the difference between the total stress and the spherical stress.  [dəˈvii-aˌtən-ik ˈstrēz]
device  [ELECTR] An electronic element that cannot be divided without destroying its stated function, commonly applied to active elements such as transistors and transducers.  [ENg] A mechanism, tool, or other piece of equipment designed for specific uses.  [diˈvīz]
devel  See devill float.  (dəˈvıl-
devel float  [ENG] A hand float containing nails projecting at each corner and used to roughen the gas (such as air).  [dəˈvıl-
devel’s pitchfork  [DES ENG] A tool with flexible prongs used in recovery of a bit, underreamers, cutters, or such lost during drilling.  (dəˈvıl-
devolatilize  [CHEM ENG] To remove volatile components from a material.  (dəˈvıl-ətəˈlīz]
Dewar calorimeter  [ENG] 1. Any calorimeter in which the sample is placed inside a Dewar flask to minimize heat losses.  (dəˈwər kələˈməritər) 2. A calorimeter for determining the mean specific heat capacity of a solid between the boiling point of a cryogenic liquid, such as liquid oxygen, and room temperature, by measuring the amount of the liquid that evaporates when the specimen is dropped into the liquid.  (dəˈwər kələˈməritər)
dewatering  [ENG] 1. Removal of water from solid material by wet classification, centrifugation, filtration, or similar solid-liquid separation techniques.  (dəˈwətərɪŋ) 2. Removing or draining water from an enclosure or a structure, such as a riverbed, caisson, or mine shaft, by pumping or evaporation.  (dəˈwətərɪŋ)
dewaxing  [CHEM ENG] Removing wax from a material or object, a process used to separate solid hydrocarbons from petroleum.  (dəˈwaks-ərɪŋ)
dew cell  [ENG] An instrument used to determine the dew point, consisting of a pair of prongs used in recovery of a bit, underreamer, cutters, or such lost during drilling.  (dəˈwē-
dew-point boundary  [CHEM ENG] On a phase diagram for a gas-condensate reservoir (pressure versus temperature with constant gas-oil ratios), the area along which the gas-oil ratio approaches zero.  (dəˈpwənt ˌbōndəri)
dew-point composition  [CHEM ENG] The water vapor-air composition at saturation, that is, at the temperature at which water exerts a vapor pressure equal to the partial pressure of water vapor in the air-water mixture.  (dəˈpwənt ˌkōmpəˈzishən)
dew-point curve  [CHEM ENG] On a PVT phase diagram, the line that separates the two-phase (gas-liquid) region from the one-phase (gas) region, and indicates the point at a given gas temperature or pressure at which the first dew or liquid phase occurs.  (dəˈpwənt ˌkooəməˈpərəsən)
dew-point depression  [CHEM ENG] Reduction of the liquid-vapor dew point of a gas by removal of a portion of the liquid (such as water) from the gas (such as air).  (dəˈpwənt ˌdiˈpreshən)
dew-point hygrometer  [CHEM ENG] An instrument for determining the dew point by measuring the temperature at which vapor being cooled in a silver vessel begins to condense. Also known as cold-spot hygrometer.  (dəˈpwənt ˌhīˈgrām-ər)
dew-point pressure  [CHEM ENG] The gas pressure at which a system is at its dew point, that is, the conditions of gas temperature and pressure at which the first dew or liquid phase occurs.  (dəˈpwənt ˌpresərər)
dew-point recorder  [ENG] An instrument which gives a continuous recording of the dew point; it alternately cools and heats the target and uses a photocell to observe and record the temperature at which the condensate appears and disappears. Also known as mechanized dew-point meter.  (dəˈpwənt ˌrēˈkərdər)
DFE  See design for environment.
diabetic  [THERMO] A thermodynamic change of state of a system in which there is a transfer of
heat across the boundaries of the system. Also known as nonadiabatic. (‘dɪˌædəb-ɪk) diagnostics [ENG] Information on what tests a device has failed and how they were failed, used to aid in troubleshooting. (‘dɪˌægˈnæs-θɪks)
diagonal [CIV ENG] A sloping structural member, under compression or tension or both, of a truss or bracing system. (‘dɪˌægˈnæl)
diagonal bond [CIV ENG] A masonry bond with diagonal headers. (‘dɪˌægˈnæl ‘bænd)
diagonal pitch [ENG] A dimensionless sequence at predetermined pressure levels by diameter group. (‘dɪˌægˈnæl ‘pɪtʃ)
diagonal pliers [DES ENG] Pliers with cutting jaws at an angle to the handles to permit cutting off wires close to terminals. (‘dɪˌægˈnæl ‘pɪr-
ər)
diagonal stay [MECH ENG] A diagonal member between the tube sheet and shell in a fire-tube boiler. (‘dɪˌægˈnæl ‘stå)
diagram factor [MECH ENG] The ratio of the actual mean effective pressure, as determined by indicator card, to the map of the ideal cycle for a steam engine. (‘dɪˌæɡˈræm ,fækˈtər)
dial [DES ENG] A separate scale or other device for indicating the value to which a control is set. (‘dɪl)
DIAL See differential absorption lidar. (‘dɪˌæl)
dial cable [DES ENG] Braided cord or flexible wire cable used to make a pointer move over a dial when a separate control knob is rotated, or used to couple two shafts together mechanically. (‘dɪˌæl ,kɑ́-bäl)
dial cord [DES ENG] A braided cotton, silk, or glass fiber cord used as a dial cable. (‘dɪˌæl ,kɔrd)
dial feed [MECH ENG] A device that rotates workpieces into position successively so they can be acted on by a machine. (‘dɪˌæl ,fɛd)
dial indicator [DES ENG] Meter or gage with a calibrated circular face and a pivoted pointer to give readings. (‘dɪˌæl ,ˈɪndər, kɑ́d-ər)
dialing step [ENG] The minimum amount, expressed in units of mass, that can be added or removed on a balance fitted with dial weights. (‘dɪˌælɪŋ, ˌstɛp)
dial press [MECH ENG] A punch press with dial feed. (‘dɪˌæl ,prɛs)
dial weight [ENG] A weight piece that acts on the invariable arm of an analytical balance and is added or removed from outside the case by a weight-lifting dialing system. (‘dɪˌæl ,ˈwæt)
dialyzer [CHEM ENG] 1. The semipermeable membrane used for dialyzing liquid. 2. The container used in dialysis; it is separated into compartments by membranes. (‘dɪˌælˌə, lɪz-ə)
diameter group [MECH ENG] A dimensionless group, used in the study of flow machines such as turbines and pumps, equal to the fourth root of pressure number 2 divided by the square root of the delivery number. (‘dɪˌæmˌæd-ər, ˈɡrʊp)
diameter tape [ENG] A tape for measuring the diameter of trees; when wrapped around the circumference of a tree, it reads the diameter directly. (‘dɪˌæmˌæd-ər ,ˈtæp)
diametral pitch [DES ENG] A gear tooth design factor expressed as the ratio of the number of teeth to the diameter of the pitch circle measured in inches. (‘dɪˌæmˌætrəl ‘pɪtʃ)
diamond anvil [ENG] A brilliant-cut diamond of extremely high quality that is modified to have 16 sides and has the culet cut off to create either a flat tip or a flat surface followed by a bevel of 5–10°. (‘dɪˌmænd ‘ənˈvæl)
diamond-anvil cell [ENG] A device for generating an extremely high pressure in a sample that is sandwiched between two diamond anvils to which forces are applied. (‘dɪˌmænd ˈænˌvæl ˌsɛl)
diamond bit [DES ENG] A rotary drilling bit crowned with bort-type diamonds, used for rock boring. Also known as bort bit. (‘dɪˌmændˌbit)
diamond boring [ENG] Boring with a diamond tool. (‘dɪˌmændˌ Congressman ˌbɔrənˌjʊ) diamond chisel [DES ENG] A chisel having a V-shaped or diamond-shaped cutting edge. (‘dɪˌmændˌchɪsəl) diamond circuit [ELECTR] A gate circuit that provides isolation between input and output terminals in its off state, by operating transistors in their cutoff region, in the on state the output voltage follows the input voltage as required for gating both analog and digital signals, while the transistors provide current gain to supply output current on demand. (‘dɪˌmændˌsərˌkæt) diamond coring [ENG] Obtaining core samples of rock by using a diamond drill. (‘dɪˌmændˌˈkɔrən)
diamond count [DES ENG] The number of diamonds set in a diamond crown bit. (‘dɪˌmændˌkɔʊnt)
diamond crossing [CIV ENG] An oblique railroad crossing that forms a diamond shape between the tracks. (‘dɪˌmændˌkroʊsˌɪŋ) diamond crown [DES ENG] The cutting bit used in diamond drilling; it consists of a steel shell set with black diamonds on the face and cutting edges. (‘dɪˌmændˌˈkrɔɪn) diamond drill [DES ENG] A drilling machine with a hollow, diamond-set bit for boring rock and yielding continuous and columnar rock samples. (‘dɪˌmændˌˈdrɪl)
Diamond-Hinman radiosonde [ENG] A variable audio-modulated radiosonde used by United States weather services; the carrier signal from the radiosonde is modulated by audio signals determined by the electrical resistance of the humidity- and temperature-sensing elements and by fixed reference resistors; the modulating signals are transmitted in a fixed sequence at predetermined pressure levels by means of a baroswitch. (‘dɪˌmændˌɦɪmˌmænˌrˈædˌɪˌdˌsɑnd) diamond indenter [ENG] An instrument that measures hardness by indenting a material with a diamond point. (‘dɪˌmændˌɪnˈdɛntər)
diamond matrix  [DES ENG] The metal or alloy in which diamonds are set in a drill crown.  
{'di mand \-'mä-triesk}  
diagonal matrix orientation  [DES ENG] The set of a diagonal in a cutting tool so that the crystal face will be in contact with the material being cut.  
{'di mand \-,dʒə-\ən\-'tə-shən}  
{'di mand\-'pārd\-ə-kal\-,bit}  
diaphragm  [ENG] A horn that produces sound by means of a diaphragm vibrated by compressed air, steam, or electricity.  
{'di fræm \-'horn}  
diaphragm horn  [ENG ACOUS] A horn that produces sound by means of a diaphragm.  
{'di fræm \-horn\,horn}  
diaphragm meter  [ENG] A flow meter which uses the movement of a diaphragm in the measurement of a difference in pressure created by the flow, such as a force-balance-type or a deflection-type meter.  
{'di fræm \-,mèd\-ər}  
diaphragm pump  [MECH ENG] A metering pump which uses a diaphragm to isolate the operating parts from pumped liquid in a mechanically actuated diaphragm pump, or from hydraulic fluid in a hydraulically actuated diaphragm pump.  
{'di fræm \-,pomp}  
diaphragm valve  [ENG] A fluid valve in which the open-close element is a flexible diaphragm; used for fluids containing suspended solids, but limited to low-pressure systems.  
{'di fræm \-,valv}  
diathermoscope  [THERMO] A surface enclosing a thermodynamic system in equilibrium that is not an adiabatic envelope, intuitively, this means that heat can flow through the surface.  
{'di\-'thər-məs\-'en-\-'lōp}  
die  [DES ENG] A tool or mold used to impart shapes to, or to form impressions on, materials shaped to the contour of a single-pointed cutting tool, used for precision machining.  
{'dī\-,dī\-'cis\-ər}  
dicing cutter  [MECH ENG] A cutting mill for sawing or otherwise machining a semiconductor wafer into small squares, or dice, from which transistors and diodes can be fabricated.  
{'dī\-'sīn\-,dī\-'kast\-ər}  
die casting  [ENG] A casting in which the mold is closed by the interlock of the two halves of the mold.  
{'dī\-'kast\-ər}  
die block  [ENG] A tool-steel block which is bolted to the bed of a punch press and into which the desired impressions are machined.  
{'dī\-,dī\-'blook\-ər}  
die body  [ENG] The stationary part of an extrusion die, used to separate and form material.  
{'dī\-,dī\-'blək\-ər}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die chamber  [ENG] A die casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-'kast\-iŋ}  
die casting  [ENG] A metal casting process in which molten metal is forced under pressure into a permanent mold, the two types are hot-chamber and cold-chamber.  
{'dī\-,dī\-
die chaser  [ENG] One of the cutting parts of a composite die or a die used to cut threads.  \{dīˈchāzər\}

Dieckman condensation  [CHEM ENG] Any condensation of esters of dicarboxylic acids which produce cyclic \( \beta \)-ketoesters.  \{ˈdɪk-mən ˈkænˌdɛnsən\}

die clearance  [ENG] The distance between die members that meet during an operation.  \{ˈdīˌklərəns\}

die cushion  [ENG] A device located in or under a die block or bolster to provide additional pressure or motion for stamping.  \{ˈdīˌkənʃən\}

die cutting  See blanking.  \{ˈdīˌkətʃəŋ\}

die gap  [ENG] In plastics and metals forming, the distance between the two opposing metal faces forming the opening of a die.  \{ˈdīˌgāp\}

die holder  [ENG] A plate or block on which the die block is mounted; it is fastened to the bolster or press bed.  \{ˈdīˌhōldər\}

dieing machine  [MECH ENG] A vertical press with the slide activated by pull rods attached to the drive mechanism below the bed of the press.  \{ˈdīˌiŋ maˈshən\}

die insert  [ENG] A removable part or the liner of a die body or punch.  \{ˈdīˌinˈsərt\}

dielectric breakdown  [ELECTR] Breakdown which occurs in an alkali halide crystal at field strengths on the order of 10^6 volts per centimeter.  \{ˌdīˈlektrık b्रəˈkwən\}

dielectric constant  [ELEC] 1. For an isotropic medium, the ratio of the capacitance of a capacitor filled with a given dielectric to that of the same capacitor having only a vacuum as a dielectric.  2. More generally, \( 1 + \chi \), where \( \chi \) is 4π in Gaussian and cgs electrostatic units or 1 in rationalized mks units, and \( \chi \) is the electric susceptibility tensor. Also known as relative dielectric constant; relative permittivity; specific inductive capacity (SIC).  \{ˌdīˈlektrık ˈkænˌsɛnt\}

dielectric curing  [ENG] A process for curing a thermosetting resin by subjecting it to a high-frequency electric charge.  \{ˌdīˈlektrık ˈkʏrər\}

dielectric fatigue  [ELECTR] The property of some dielectrics in which resistance to breakdown decreases after a voltage has been applied for a considerable time.  \{ˌdīˈlektrık ˈfɑtɪd\}

dielectric field  [ELEC] The average total electric field acting upon a molecule or group of molecules inside a dielectric. Also known as internal dielectric field.  \{ˌdīˈlektrık ˈflɛrd\}

dielectric film  [ELEC] A film possessing dielectric properties; used as the central layer of a capacitor.  \{ˌdīˈlektrık ˈflɪm\}

dielectric leakage  [ELEC] A very small steady current that flows through a dielectric subject to a steady electric field.  \{ˌdīˈlektrık ˈleɪkəd\}

dielectric loss factor  [ELEC] Product of the dielectric constant of a material and the tangent of its dielectric loss angle.  \{ˌdīˈlektrık ˈlɒs ˈfæktoʊr\}

dielectric shielding  [ELEC] The reduction of an electric field in some region by interposing a dielectric substance, such as polystyrene, glass, or mica.  \{ˌdīˈlektrık ˈʃɛldᵻŋ\}

dielectric strength  [ELEC] The maximum electrical potential gradient that a material can withstand without rupture, usually specified in volts per millimeter of thickness. Also known as electric strength.  \{ˌdīˈlektrık ˈstrɛŋθ\}

dielectric susceptibility  See electric susceptibility.  \{ˌdīˈlektrık ˈsəpəˈteɪbəldʒˈeɪ\}

die lines  [ENG] Lines or markings on the surface of a drawn, formed, or extruded product due to imperfections in the surface of the die.  \{ˈdīˌlīnz\}

diesel cycle  [THERMO] An internal combustion engine cycle in which the heat of compression ignites the fuel.  \{ˈdɛzəlˌsɪkl\}

diesel electric locomotive  [MECH ENG] A locomotive with a diesel engine driving an electric generator which supplies electric power to traction motors for propelling the vehicle. Also known as diesel locomotive.  \{ˌdɛzəl əlˈɛktrık ˈlaʊˈkɑːmədɪv\}

diesel electric power generation  [MECH ENG] Electric power generation in which the generator is driven by a diesel engine.  \{ˌdɛzəl əlˈɛktrık ˈpærˈəwəˌsænˌdəˌkəˌʃən\}

diesel engine  [MECH ENG] An internal combustion engine operating on a thermodynamic cycle in which the ratio of compression of the air charge is sufficiently high to ignite the fuel subsequently injected into the combustion chamber. Also known as compression-ignition engine.  \{ˌdɛzəlˈɪnˌdɛkstər\}

diesel index  [CHEM ENG] An empirical expression for the correlation between the aniline number of a diesel fuel and its ignitability.  [MECH ENG] Diesel fuel rating based on ignition qualities; high-quality fuel has a high index number.  \{ˌdɛzəlˌɪnˈdɛks\}

dieselizing  [MECH ENG] 1. Explosions of mixtures of air and lubricating oil in the compression chambers or in other parts of the air system of a compressor.  2. Continuation of running by a gasoline spark-ignition engine after the ignition is turned off. Also known as run-on.  \{ˌdɛzəlˈɪnˈdʒɪzɪŋ\}

diesel knock  [MECH ENG] A combustion knock caused when the delayed period of ignition is long so that a large quantity of atomized fuel accumulates in the combustion chamber, when combustion occurs, the sudden high pressure resulting from the accumulated fuel causes diesel knock.  \{ˌdɛzəlˌnæk\}

diesel locomotive  See diesel electric locomotive.  \{ˌdɛzəlˌloʊˈkɑːmədɪv\}

diesel rig  [MECH ENG] Any diesel engine apparatus or machinery.  \{ˌdɛzəlˌrɪ̆g\}

die set  [ENG] A tool or tool holder consisting of a die base for the attachment of a die and a punch plate for the attachment of a punch.  \{ˈdīˌset\}

die shoe  [MECH ENG] A block placed beneath the lower part of a die upon which the die holder is mounted, spreads the impact over the die bed, thereby reducing wear.  \{ˈdīˌʃuː\}
differential motion

differential chemical reactor [CHEM ENG] A flow reactor operated at constant temperature and very low concentrations (resulting from very short residence times), with product and reactant concentrations essentially constant at the levels in the feed. \( \text{differential \textit{chemical \ reactor}} \) is necessary to maintain the desired reaction conditions.

differential effects [MECH] The effects upon the elements of the trajectory due to variations from standard conditions.

Differential calorimetry [THERMO] Technique for measuring the heat of reaction, absorption, or decomposition of a substance under isothermal conditions.

Differential extraction [CHEM ENG] Theoretical limiting case of crosscurrent extraction in a single vessel where feed is continuously extracted with infinitesimal amounts of fresh solvent, true differential extraction cannot be achieved.

Differential frequency meter [ENG] A circuit that converts the absolute frequency difference between two input signals to a linearly proportional direct-current output voltage that can be used to drive a meter, recorder, oscilloscope, or other device.


Differential gap controller [CONT SYS] A two-position (on-off) controller that actuates when the manipulated variable reaches the high or low value of its range (differential gap).

differential heat of solution [THERMO] The partial derivative of the total heat of solution with respect to the molal concentration of one component of the solution, when the concentration of the other component or components, the pressure, and the temperature are held constant.

Differential indexing [MECH ENG] A method of subdividing a circle based on the difference between movements of the index plate and index crank of a dividing engine.

Differential instrument [ENG] Galvanometer or other measuring instrument having two circuits or coils, usually identical, through which currents flow in opposite directions; the difference or differential effect of these currents actuates the indicating pointer.

Differential leak detector [ENG] A leak detector consisting of two tubes and a trap which directs the tracer gas from the system into the desired tube.

Differential leveling [ENG] A surveying process in which a horizontal line of sight of known elevation is intercepted by a graduated standard, or rod, held vertically on the point to be checked.

Differential manometer [ENG] A device for detecting radiant heat, consisting of a U-tube manometer with a closed bulb at each end, one clear and the other blackened.

Differential motion [MECH ENG] A mechanism in which the follower has two driving elements; the net motion of the follower is the difference between the motions of the two elements.
differential piece-rate system

between the motions that would result from either driver acting alone. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "mō-sö-wánt"

**differential piece-rate system** [IND ENG] A wage plan based on a standard task time whereby the worker receives increased or decreased piece rates as his or her production varies from that expected for the standard time. Also known as accelerating incentive. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "pēs, rāt sī-tām"

**differential-pressure fuel valve** [MECH ENG] A needle or spindle normally closed, with seats at the back side of the valve orifice. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "fyūl valv"

**differential-pressure gage** [ENG] Apparatus to measure pressure differences between two points in a system; it can be a pressured liquid column balanced by a pressured liquid reservoir, a formed metallic pressure element with opposing force, or an electrical-electronic gage (such as strain, thermal-conductivity, or ionization). (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "presh-or, gā"

**differential process** [CHEM ENG] A process in which a system is caused to move through a bubble point and as a result to form two phases, the minor phase being removed from further contact with the major phase, thus the system continuously changes in quantity and composition. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "prās-ā"

**differential-producing primary device** [ENG] An instrument that modifies the flow pattern of a fluid passing through a pipe, duct, or open channel, and thereby produces a difference in pressure between two points, which can then be measured to determine the rate of flow. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "pra-dūs-in; pīr, mer-ē di'vīs"

**differential pulley** [MECH ENG] A tackle in which an endless cable passes through a movable lower pulley, which carries the load, and two fixed coaxial upper pulleys having different diameters, yields a high mechanical advantage. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "piul-ē"

**differential scanning calorimeter** [CHEM ENG] An instrument for studying overall chemical reactions by measuring the associated exothermic and endothermic reactions that occur over a specified temperature cycle. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "skan-in; kal-ā-rim-ad-ār"

**differential scatter** [ENG] A technique for the remote sensing of atmospheric particles in which the backscattering from laser beams at a number of infrared wavelengths is measured and correlated with scattering signatures that are uniquely related to particle composition. Abbreviated DISC. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "skād-ār"

**differential screw** [MECH ENG] A type of compound screw which produces a motion equal to the difference in motion between the two component screws. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "skrū"

**differential separation** [CHEM ENG] Release of gas (vapor) from liquids by a reduction in pressure that allows the vapor to come out of the solution, so that the vapor can be removed from the system; differs from flash separation, in which the vapor and liquid are kept in contact following pressure reduction. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "sep-ə-rā-shān"

**differential steam calimeter** [ENG] An instrument for measuring small specific-heat capacities, such as those of gases, in which the amount of steam condensing on a body containing the substance whose heat capacity is to be measured is compared with the amount condensing on a similar body which is evacuated or contains a substance of known heat capacity. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "stēm kal-ā-rim-ad-ār"

**differential thermal analysis** [THERMO] A method of determining the temperature at which thermal reactions occur in a material undergoing continuous heating to elevated temperatures, also involves a determination of the nature and intensity of such reactions. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "thār-māl kal-ā-rim-ad-ār"

**differential thermogravimetric analysis** [THERMO] Thermal analysis in which the rate of material weight change upon heating versus temperature is plotted; used to simplify reading of weight-versus-temperature thermogram peaks that occur close together. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "thār-mō-grāv-me-trik kal-ā-rim-ad-ār"

**differential thermometer** See bimetallic thermometer. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "thār'mām-ad-ār"

**differential timing** [IND ENG] A time-study technique in which the time value of an element of extremely short duration is determined by various calculations involving cycle values that first include and then exclude the element under consideration. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "tār'm-īj"

**differential windlass** [MECH ENG] A windlass in which the barrel has two sections, each having a different diameter, the rope winds around one section, passes through a pulley (which carries the load), then winds around the other section of the barrel. (\( \text{dif} \cdot \text{a} \cdot \text{r} \cdot \text{en} \cdot \text{chal} \) "wind-lās"

**diffuser** [ENG] A duct, chamber, or section in which a high-velocity, low-pressure stream of fluid (usually air) is converted into a high-velocity, high-pressure flow. (\( də-fyū'z-ər \)

**diffusion** [ELECTR] A method of producing a junction by diffusing an impurity metal into a semiconductor at a high temperature. [MECH ENG] The conversion of air velocity into static pressure in the diffuser casing of a centrifugal fan, resulting from increases in the radius of the air spin and in area. (\( də-fyū'zhān \)

**diffusion barrier** [CHEM ENG] Porous barrier through which gaseous mixtures are passed for enrichment of the lighter-molecular-weight constituent of the diffusate, used as a many-stage cascade system for the recovery of \(^{235}\text{UF}_6\) isotopes from a \(^{238}\text{UF}_6\) stream. (\( də-fyū'zhān, bār-e-ər \)

**diffusion hygrometer** [ENG] A hygrometer based upon the diffusion of water vapor through a porous membrane, essentially, it consists of a closed chamber having porous walls and containing a hygroscopic compound, whose absorption of water vapor causes a pressure drop within the chamber that is measured by a manometer. (\( də-fyū'zhān hī'grām-ad-ār \)
diffusion pump [ENG] A vacuum pump in which a stream of heavy molecules, such as mercury vapor, carries gas molecules out of the volume being evacuated; also used for separating isotopes according to weight, the lighter molecules being pumped preferentially by the vapor stream.  { da'lyu-zhan_pamp }
diffusophoresis [CHEM ENG] A process in a scrubber whereby water vapor moving toward the cold water surface carries particulates with it.  { da'lyu-zê-ô-fêrê-sas }
diffusivity [THERMO] The quantity of heat passing normally through a unit area per unit time divided by the product of specific heat, density, and temperature gradient. Also known as thermal diffusivity, thermometric conductivity.  { dif-yû-ziv-ad-ë }
digested sludge [CIV ENG] Sludge or thickened mixture of sewage solids with water that has been decomposed by anaerobic bacteria.  { da'jes-tad 'sla } 
digester [CHEM ENG] A vessel used to produce cellulose pulp from wood chips by cooking under pressure.  { CIV ENG } A sludge-digestion tank containing a system of hot water or steam pipes for heating the sludge.  { da'jes-tar }
digestion [CHEM ENG] 1. Preferential dissolving of mineral constituents in concentrations of ore. 2. Liquefaction of organic waste materials by action of microbes. 3. Separation of fabric from tires by the use of hot sodium hydroxide. 4. Removing lignin from wood in manufacture of chemical cellulose paper pulp.  { CIV ENG } The process of sewage treatment by the anaerobic decomposition of organic matter.  { da'jes-chan }
digger [ENG] A tool or apparatus for digging in the ground.  { 'díg-ar } 
digging [ENG] A sudden increase in cutting depth of a cutting tool due to an erratic change in load.  { 'díg-iŋ } 
digging line See inhal air cable.  { 'díg-iŋ ,ln } 
digital circuit [ELECTR] A circuit designed to respond at input voltages at one of a finite number of levels and, similarly, to produce output voltages at one of a finite number of levels.  { 'dij-ad-ôl 'sar-kat } 
digital control [CONT SYS] The use of digital or discrete technology to maintain conditions in operating systems as close as possible to desired values despite changes in the operating environment.  { 'dij-ad-ôl kan'trôl } 
digital delayer [ENG ACOUS] A device for introducing delay in the audio signal in a sound-reproducing system, which converts the audio signal to digital format and stores it in a digital shift register before converting it back to analog form.  { 'dij-ad-ôl dîl'â-ôr } 
digital log [ENG] A well log that has undergone discrete sampling and recording on a magnetic tape preparatory to use in computerized interpretation and plotting.  { 'dij-ad-ôl 'lâg } 
digital-to-analog converter [ELECTR] A converter in which digital input signals are changed to essentially proportional analog signals.  { 'dij-ad-ôl di'ã-lo-nôl 'kô-bôr } 
diode characteristic Abbreviated dac.  { 'dij-ad-ôl tü an-a,lâg kôn'vard-ôr } 
dike [CIV ENG] An embankment constructed on dry ground along a riverbank to prevent overflow of lowlands and to retain floodwater.  { dik } 
dilatometer [ENG] An instrument for measuring thermal expansion and dilution of liquids or solids.  { di-lô-tâm-ad-ôr } 
dilute phase [CHEM ENG] In liquid-liquid extraction, the liquid phase that is dilute with respect to the material being extracted.  { da'lit lôz } 
dimping [ENG] Forming a conical depression in a metal surface in order to countersink a rivet head.  { 'dim-plies } 
Dines anemometer [ENG] A pressure-tube anemometer in which the pressure head on a weather vane is kept facing into the wind, and the suction head, near the bearing which supports the vane, develops a suction independent of wind direction; the pressure difference between the heads is proportional to the square of the wind speed and is measured by a flat float meter with a linear wind scale.  { 'dîn-z an-a'mâm-ad-ôr } 
Dings magnetic separator [MECH ENG] A device which is suspended above a belt conveyor to pull out and separate magnetic material from burden as thick as 40 inches (1 meter) and at belt speeds up to 750 feet (229 meters) per minute.  { 'dîng mag'ned-êk ,sep-a-rôd-ar } 
dinking [MECH ENG] Using a sharp, hollow punch for cutting light-gage soft metals or non-metallic materials.  { 'dîng-iŋ } 
diocetyl phthalate test [ENG] A method used to evaluate air filters to be used in critical air-cleaning applications; a light-scattering technique counts the number of particles of controlled size (0.3 micrometer) entering and emerging from the test filter. Abbreviated DOP test.  { dî'ak-tôl ti'ha-lat ,test } 
diode [ELECTR] 1. A two-electrode electron tube containing an anode and a cathode. 2. See semiconductor diode.  { 'di-ôd } 
diode alternating-current switch See trigger diode.  { 'di-ôd 'ôl-tar-nôd-ôj ,kô-rant_swîch } 
diode amplifier [ELECTR] A microwave amplifier using an IMPATT, TRAPATT, or transferred-electron diode in a cavity, with a microwave circulator providing the input/output isolation required for amplification; center frequencies are in the gigahertz range, from about 1 to 100 gigahertz, and power outputs are up to 20 watts continuous-wave or more than 200 watts pulsed, depending on the diode used.  { 'di-ôd 'âm-plô-flôer } 
diode bridge [ELECTR] A series-parallel configuration of four diodes, whose output polarity remains unchanged whatever the input polarity.  { 'di-ôd ,bra } 
diode-capacitor transistor logic [ELECTR] A circuit that uses diodes, capacitors, and transistors to provide logic functions.  { 'di-ôd kô-pas-ad-ôr tran'zis-tôr ,lái-ik } 
diode characteristic [ELECTR] The composite
diode clamp

electrode characteristic of an electron tube when all electrodes except the cathode are connected together. (di,do,kar-ik-ta-ris-tik)
diode clamp See diode clamping circuit. (di,do,klamp)
diode clamping circuit [ELECTR] A clamping circuit in which a diode provides a very low resistance whenever the potential at a certain point rises above a certain value in some circuits or falls below a certain value in others. Also known as diode clamp. (di,do,’klamp-i:n,sar-ka-t)
diode clipping circuit [ELECTR] A clipping circuit in which a diode is used as a switch to perform the clipping action. (di,do,’klip-i:n,sar-ka-t)
diode-connected transistor [ELECTR] A bipolar transistor in which two terminals are shorted to give diode action. (di,do,ko:\nek-ta-ran-tris-tor)
diode demodulator [ELECTR] A demodulator using one or more diodes to provide a rectified output whose average value is proportional to the original modulation. Also known as diode detector. (di,do,de:\maj-a,lad-ar)
diode detector See diode demodulator. (di,do,di’tek-tar)
diode drop See diode forward voltage. (di,do,’drap)
diode forward voltage [ELECTR] The voltage across a semiconductor diode that is carrying current in the forward direction; it is usually approximately constant over the range of currents commonly used. Also known as diode drop; diode voltage; forward voltage drop. (di,do,for-wa:rd,’vol-tij)
diode function generator [ELECTR] A function generator that uses the transfer characteristics of resistive networks containing biased diodes, the desired function is approximated by linear segments. (di,do,’le:k-sian,jen-a,lad-ar)
diode gate [ELECTR] An AND gate that uses diodes as switching elements. (di,do,’laim-ad-ar)
diode limiter [ELECTR] A peak-limiter circuit employing a diode that becomes conductive when signal peaks exceed a predetermined value. (di,do,’lim-ad-ar)
diode logic [ELECTR] An electronic circuit using current-steering diodes, such that the relations between input and output voltages correspond to AND or OR logic functions. (di,do,’la-rj-i:k)
diode matrix [ELECTR] A two-dimensional array of diodes used for a variety of purposes such as decoding and read-only memory. (di,do,mattrik)
diode mixer [ELECTR] A mixer that uses a crystal or electron tube diode; it is generally small enough to fit directly into a radio-frequency transmission line. (di,do,’mik-sar)
diode switch [ELECTR] Diode which is made to act as a switch by the successive application of positive and negative biasing voltages to the anode (relative to the cathode), thereby allowing or preventing, respectively, the passage of other applied waveforms within certain limits of voltage. (di,do,’swich)
diode transistor logic [ELECTR] A circuit that uses diodes, transistors, and resistors to provide logic functions. Abbreviated DTL. (di,do,tran-zis-tor,laj-ik)
diode triode [ELECTR] Vacuum tube having a diode and a triode in the same envelope. (di,do,’tri,lad)
diode voltage See diode forward voltage. (di,do,’vol-tij)
diode voltage regulator [ELECTR] A voltage regulator with a Zener diode, making use of its almost constant voltage over a range of currents. Also known as Zener diode voltage regulator. (di,do,’vol-tij,reg-yo,lad-ar)
diolenin hydrogenation [CHEM ENG] A fixed-bed catalytic process used to hydrogenate diolefins in C4 and C5 fractions to mono-olefin in alkyl-give diode action. (di,do,di’si,lad-ar)
dip [ENG] The vertical angle between the sensible horizon and a line to the visible horizon at sea, due to the elevation of the observer and to the convexity of the earth’s surface. Also known as dip of horizon. (dip)
DIP See dual in-line package. (dip)
dip circle See inclinometer. (dip,sa-rako)
dip coating [ENG] A coating applied to ceramic ware or metal by immersion into a tank of melted nonmetallic material, such as resin or plastic, then chilling the adhering melt. (dip,ko:d-ip)
dip inductance See earth inductor. (dip,da:k-tar)
dip meter [ENG] An instrument used to measure the direction and angle of dip of geologic formations. 2. An absorption wavemeter in which bipolar or field-effect transistors replace the electron tubes used in older grid-dip meters. (dip,med-ar)
dip mold [ENG] A one-piece glassmaking mold with an open top, used to mold patterns. (dip,ma:d)
dip needle [ENG] An obsolete type of magnetometer consisting of a magnetized needle that rotates freely in the vertical plane, with an adjustable weight on one side of the pivot. (dip,na:d-al)
dip of horizon See dip. (dip,va ha:ri\z-an)
dipole moment See electric dipole moment. (di,po,l\mo:man)
dipper dredge [MECH ENG] A power shovel resembling a grab crane mounted on a flat-bottom boat for dredging under water. Also known as dipper shovel. (dip-ar,drej)
dipper stick [MECH ENG] A straight shaft connecting the digging bucket of an excavating machine or power shovel with the boom. (dip-ar,sti:k)
dipper trip [MECH ENG] A device which releases the door of a shovel bucket. (dip-ar,trip)
dipping sonar [ENG] A sonar transducer that is lowered into the water from a hovering antisubmarine-warfare helicopter and recovered after the search is complete. Also known as dunking sonar. (di,ip-in’so,nu:r)
dipstick  [ENG] A graduated rod which measures depth when dipped in a liquid, used, for example, to measure the oil in an automobile engine crankcase. { dip-stik }

dipstick microscopy  [ENG] A technique for mapping the variation of thickness of a thin liquid film by repeatedly dipping the tip of an atomic force microscope into the film at different locations and calculating its thickness at each location. { dip-stik mił'krás-ko-pé }

direct-current power supply  [ELEC] A power supply that provides one or more dc output voltages, such as a dc generator, rectifier-type power supply, converter, or dynamotor. { dərɛkt 'kaʊnt'pəp'ær }

direct digital control  [CONT SYS] The use of a digital computer generally on a time-sharing or multiplexing basis, for process control in petroleum, chemical, and other industries. { dərɛkt 'dɪɛd-əl kæn'trəl }

direct drive  [MECH ENG] A drive in which the driving part is directly connected to the driven part. { dərɛkt 'driːv }

direct-drive arm  [CONT SYS] A robot arm whose joints are directly coupled to high-torque motors. { dərɛkt 'driːv ərəm }

direct-drive vibration machine  [MECH ENG] A vibration machine in which the vibration table is forced to undergo a displacement by a positive linkage driven by a direct attachment to eccentrics or camshafts. { dərɛkt 'driːv və'træ-əʃən mə'shɛnt }

direct-expansion coil  [MECH ENG] A finned coil, used in air cooling, inside of which circulates a cold fluid or evaporating refrigerant. Abbreviated DX coil. { dərɛkt ɪk'spæn-ən,koıl }

direct expert control system  [CONT SYS] An expert control system that contains rules that directly associate controller output values with different values of the controller measurements and set points. Also known as rule-based control system. { dərɛkt ˌɛks-pɔrt kæn'trəl sis'təm }

direct extrusion  [ENG] Extrusion by movement of ram and product in the same direction against a die orifice. { dərɛkt ɪk'strən-ən }

direct feedback system  [CONT SYS] A system in which electrical feedback is used directly, as in a tachometer. { dərɛkt ˈfɛd,bək sis'təm }

direct-fire  [ENG] To fire a furnace without preheating the air or gas. { dərɛkt 'frɪ }

direct-fired evaporator  [CHEM ENG] An evaporator in which the flame and combustion gases are separated from the boiling liquid by a metal wall, or other heating surface. { dərɛkt ˈfrɪd vən'pər,əˌfərd }

direct-gearred  [MECH ENG] Joined by a gear on the shaft of one machine meshing with a gear on the shaft of another machine. { dərɛkt ˈgərəd }

direct-imaging mass analyzer  [ENG] A type of secondary ion mass spectrometer in which secondary ions pass through an electrostatic immersion lens which forms an image that bears a point-to-point relation to the ion's place of origin on the sample surface, and then traverse magnetic sectors which effect mass separation. Also known as CASTING-SPLOTZIAN mass analyzer. { dərɛkt ˈkɛnst-əˌplətsoniən }

direction  [ENG] The position of one point in space relative to another without reference to the distance between them; may be either three-dimensional or two-dimensional. The horizontal
directorial control  [ENG] Control of motion about the vertical axis in an aircraft, usually by the rudder  \( \text{da'rek-shan-'al kon'tröl} \)

directional control valve  [ENG] A control valve serving primarily to direct hydraulic fluid to the point of application. \( \text{da'rek-shan-'al kon'tröl, val} \)

directional drilling  [ENG] A drilling method involving intentional deviation of a wellbore from the vertical. \( \text{da'rek-shan-'al 'dri-lij} \)

directional gain  See directivity index. \( \text{da'rek-shan-'al 'gán} \)

directional gyro  [MECH] A two-degrees-of-freedom gyro with a provision for maintaining its spin axis approximately horizontal. \( \text{da'rek-shan-'al 'ji-ró} \)

directional hydrophone  [ENG ACOUS] A hydrophone whose response varies significantly with the direction of sound incidence. \( \text{da'rek-shan-'al 'htr-dra,фон} \)

directional microphone  [ENG ACOUS] A microphone whose response varies significantly with the direction of sound incidence. \( \text{da'rek-shan-'al 'm'rk-ro,фон} \)

directional response pattern  See directivity pattern. \( \text{da'rek-shan-'al ri'sp'ns'ns, 'pad-ar} \)

direction cosine  [ENG] In tracking, the cosine of the angle between a baseline and the line connecting the center of the baseline with the target. \( \text{da'rek-shan 'k'o,šin} \)

direction-independent radar  [ENG] Doppler radar used in sentry applications. \( \text{da'rek-shan 'n,da'pen-dant 'ra,dar} \)

directivity factor  [ENG ACOUS] 1. The ratio of radiated sound intensity at a remote point on the principal axis of a loudspeaker or other transducer, to the average intensity of the sound transmitted through a sphere passing through the remote point and concentric with the transducer, the frequency must be stated. 2. The ratio of the square of the voltage produced by sound waves arriving parallel to the principal axis of a microphone or other receiving transducer, to the mean square of the voltage that would be produced if sound waves having the same frequency and mean-square pressure were arriving simultaneously from all directions with random phase; the frequency must be stated. \( \text{da'rek-tiv-'ad-á, 'fak-tor} \)

directivity index  [ENG ACOUS] The directivity factor expressed in decibels; it is 10 times the logarithm to the base 10 of the directivity factor. Also known as directional gain. \( \text{da'rek-tiv-'ad-á, 'jin,deks} \)

directivity pattern  [ENG ACOUS] A graphical or other description of the response of a transducer used for sound emission or reception as a function of the direction of the transmitted or incident sound waves in a specified plane and at a specified frequency. Also known as beam pattern, directional response pattern. \( \text{da'rek-tiv-'ad-á, 'pad-ar} \)

direct labor  [IND ENG] The labor or effort actually producing goods or services. \( \text{da'rekt 'lár-bar} \)

direct labor standard  See standard time. \( \text{da'rekt 'lár-bar 'stan-dard} \)

directly heated cathode  See filament. \( \text{da'rekt-'lé, 'he-dá 'ká-thód} \)

direct material  [IND ENG] Any raw or semifinished material which will be incorporated into the product. \( \text{da'rekt m'or-tír-'o,ál} \)

direct-power generator  [ENG] Any device which converts thermal or chemical energy into electric power by methods more direct than the conventional thermal cycle. \( \text{da'rekt 'pau-ar 'jen-á, rád-ar} \)

direct-radiator speaker  [ENG ACOUS] A loudspeaker in which the radiating element acts directly on the air, without a horn. \( \text{da'rekt 'rád-é, 'ád-ar, 's'pék-ar} \)

direct-reading gage  [ENG] Gage that records directly (instead of inferentially) measured values, for example, a liquid-level gage pointer actuated by direct linkage with a float. \( \text{da'rekt 'red-ij 'gáj} \)

direct recording  [ENG ACOUS] Recording in which a record is produced immediately, without subsequent processing, in response to received signals. \( \text{da'rekt n'kórd-ij} \)

direct return system  [MECH ENG] In a heating or cooling system, a piping arrangement in which the fluid is returned to its origin (boiler or evaporator) by the shortest direct path after it has passed through each heat exchanger. \( \text{di'rekt n'ár-tu', 'sí-tu-m} \)

direct-writing galvanometer  [ENG] A direct-writing recorder in which the stylus or pen is attached to a moving coil positioned in the field of the permanent magnet of a galvanometer. \( \text{da'rekt 'wírd-ij, 'gal-vo-'námt pí'rám-áb-ar} \)

direct-writing recorder  [ENG] A recorder in which the permanent record of varying electrical quantities or signals is made on paper, directly by a pen attached to the moving coil of a galvanometer or indirectly by a pen moved by some form of motor under control of the galvanometer. Also known as mechanical oscillograph. \( \text{da'rekt 'wírd-ij n'kórd-ar} \)

disappearing filament pyrometer  See optical pyrometer. \( \text{di's-ap-ir-in 'fil-ar-mant pl'rám-áb-ar} \)

disappearing stair  [BUILD] A stair that can be swung up into a ceiling space. \( \text{di's-ap-ir-in 'stér} \)

disassemble  [ENG] To take apart into constituent parts. \( \text{di's-as-em-bal} \)

disc  See disk. \( \text{disk} \)

disc  See differential scatter. \( \text{disk} \)

discharge  [ELEC] To remove a charge from a battery, capacitor, or other electric-energy storage device. \( \text{electr} \)  The passage of electricity through a gas, usually accompanied by a glow, arc, spark, or corona. Also known as electric discharge. \( \text{dis,ชัย} \)

discharge channel  [MECH ENG] The passage in a pressure-relief device through which the fluid
is released to the outside of the device. \{ 'dis ,çahrı ,çhan-ør \}

discharged solids See residue. \{ 'dis,çahrı 'sál-ødž \}

discharge head \[ MECH ENG \] Vertical distance between the intake level of a water pump and the level at which it discharges water freely to the atmosphere. \{ 'disçahrı ,çhed \}


discharge hydrograph \[ CIV ENG \] A graph showing the discharge or flow of a stream or conduit with respect to time. \{ 'disçahrı 'hľ-dr,graf \}

discharge line \[ ENG \] The length of pipe through which drilling mud travels from the mud pump through the standpipe on its way to the borehole. \{ 'disçahrı ,çln \}


discharger liquor \[ CHEM ENG \] Liquid that has passed through a processing operation. Also known as effluent, product. \{ 'disçahrı ,çlk-ør \}

discharge tube \[ ELECTR \] An evacuated enclosure containing a gas at low pressure, through which current can flow when sufficient voltage is applied between metal electrodes in the tube. Also known as electric-discharge tube. \[ MECH ENG \] A tube through which steam and water are released into a boiler drum. \{ 'disçahrı ,çüb \}

discharge-tube leak indicator \[ ENG \] A device which detects the presence of a tracer gas by using a glass tube attached to a high-voltage source; the presence of leaked gas is indicated by the color of the electric discharge. \{ 'disçahrı ,çüb 'ľék ,in-çda,käd-ør \}

discharging arch \[ CIV ENG \] A support built over, and not touching, a weak structural member, such as a wooden lintel, to carry the main load. Also known as relieving arch. \{ 'disçahrı-jıq ,årch \}

disconnect \[ ELEC \] To open a circuit by removing wires or connections, as distinguished from opening a switch to stop current flow. \[ ENG \] To sever a connection. \{ 'dis-çok-ørnkt \}

discontinuous construction \[ BUILD \] A building in which there is no solid connection between the rooms and the building structure or between different sections of the building; the design aims to reduce the transmission of noise. \{ 'dis-çon-tın-ıw-ıwas kon-çtrak-ʃan \}

discount \[ IND ENG \] A reduction from the gross amount, price, or value. \{ 'dis,çauńt \}


discrete sound system \[ ENG ACOUS \] A quadraphonic sound system in which the four input channels are preserved as four discrete channels during recording and playback processes; sometimes referred to as a 4-4-4-4 system. \{ diškřet 'šaudı ,siš-톰 \}

discrete system \[ CONT SYS \] A control system in which signals at one or more points may change only at discrete values of time. Also known as discrete-time system. \{ diškřet 'siš-tam \}

discrete-time system See discrete system. \{ diškřet ,tım 'siš-tam \}


discrete transfer function See pulsed transfer function. \{ diškřet 'tranz-far ,fǒç-k-ʃan \}

disdrometer \[ ENG \] Equipment designed to measure and record the size distribution of raindrops as they occur in the atmosphere. \{ 'dišdram-ød-ør \}

disengage \[ ENG \] To break the contact between two objects. \{ 'diš-an'gıj \}


dishing \[ ENG \] In metal-forming or plastics-molding operations, producing a shallow concave surface. \{ 'dis-ıŋj \}

disintegrator \[ MECH ENG \] An apparatus used for pulverizing or grinding substances, consisting of two steel cages which rotate in opposite directions. \{ dis'ın-ta ,grăd-ar \}

disk See phonograph record. \{ disk \}

disk-and-doughnut \[ CHEM ENG \] A type of fractionating tower construction of alternating disks and plates that are doughnut-shaped, to provide mixing. \{ 'disk an 'dő-nat \}

disk attrition mill See disk mill. \{ 'disk ə'trirsch-an ,mıl \}

disk brake \[ MECH ENG \] A type of brake in which disks attached to a fixed frame are pressed against disks attached to a rotating axle or against the inner surfaces of a rotating housing. \{ 'disk břak \}

disk cam \[ MECH ENG \] A disk with a contoured edge which rotates about an axis perpendicular to the disk, communicating motion to the cam follower which remains in contact with the edge of the disk. \{ 'disk jıam \}

disk canvas wheel \[ DES ENG \] A polishing wheel made of disks of canvas sewn together with heavy twine or copper wire, and reinforced by steel side plates and side rings with bolts or screws. \{ 'disk 'kan-vas ,weľ \}

disk centrifuge \[ MECH ENG \] A centrifuge with a large bowl having a set of disks that separate the liquid into thin layers to create shallow settling chambers. \{ 'disk 'sen-tra,fyjı́ \}


disk clutch \[ MECH ENG \] A clutch in which torque is transmitted by friction between friction disks with specially prepared friction material riveted to both sides and contact plates keyed to the inner surface of an external hub. \{ 'disk jıach \}

disk coupling \[ MECH ENG \] A flexible coupling in which the connecting member is a flexible disk. \{ 'disk 'kap-ıńj \}


disk engine \[ MECH ENG \] A rotating engine in which the piston is a disk. \{ 'disk en-ıjan \}


disk filter \[ ENG \] A filter in which the substance to be filtered is drawn through membranes stretched on segments of revolving disks by a vacuum inside each disk; the solids left on the membrane are lifted from the tank and discharged. Also known as American filter. \{ 'disk jıľ-tar \}

disk grinder \[ MECH ENG \] A grinding machine that employs abrasive disks. \{ 'disk ,grı́md-ar \}


disk grinding \[ MECH ENG \] Grinding with the flat side of a rigid, bonded abrasive disk or segmental wheel. \{ 'disk ,grı́md-ıŋj \}

disk leather wheel \[ DES ENG \] A polishing wheel made of leather disks glued together. \{ 'disk 'lerouch-ar ,wıľ \}


disk leather wheel
disk meter [ENG] A positive displacement meter to measure flow rate of a fluid; consists of a disk that wobbles or nutates within a chamber so that each time the disk nutates a known volume of fluid passes through the meter. {\(\text{disk } \text{med}\text{-ar}\)}

disk mill [MECH ENG] Size-reduction apparatus in which grinding of feed solids takes place between two disks, either or both of which rotate. Also known as disk attrition mill. {\(\text{disk mill}\)}

disk recording [ENG ACOUS] 1. The process of inscribing suitably transformed acoustical or electrical signals on a phonograph record. 2. See phonograph record. {\(\text{disk r\text{'}kord}-\text{i}n\)}

disk sander [MECH ENG] A machine that uses a circular disk coated with abrasive to smooth or shape surfaces. {\(\text{disk } \text{sand-ar}\)}

disk signal [CIV ENG] Automatic block signal with colored disks that indicate train movements. {\(\text{disk sig-nal}\)}

disk spring [MECH ENG] A mechanical spring that consists of a disk or washer supported by one force (distributed by a suitable chuck or holder) at the periphery and by an opposing force on the center or hub of the disk. {\(\text{disk } \text{sprin}\)}

disk wheel [DES ENG] A wheel in which a solid metal disk, rather than separate spokes, joins the hub to the rim. {\(\text{disk } \text{wel}\)}

dispatching [IND ENG] The selecting and sequencing of tasks to be performed at individual work stations and the assigning of these tasks to the personnel. {\(\text{dispach-i}n\)}

dispenser [ENG] Device that automatically dispenses radar chaff from an aircraft. {\(\text{dispenser}\)}

dispersal [CIV ENG] The practice of building or establishing industrial plants, government offices, or the like, in separated areas, to reduce vulnerability to enemy attack. {\(\text{dispersal}\)}

dispersion mill [MECH ENG] Size-reduction apparatus that disrupts clusters or agglomerates of solids, rather than breaking down individual particles, used for paint pigments, food products, and cosmetics. {\(\text{dispersion mill}\)}

displacement [ELEC] See electric displacement.

displacement [MECH] 1. The linear distance from the initial to the final position of an object moved from one place to another, regardless of the length of path followed. 2. The distance of an oscillating particle from its equilibrium position. [MECH ENG] The volume swept out in one stroke by a piston moving in a cylinder as for an engine, pump, or compressor. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\)}

displacement compressor [MECH ENG] A type of compressor that depends on displacement of a volume of air by a piston moving in a cylinder. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{прессор}\)}

displacement engine [ENG] See piston engine. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{en-jon}\)}

displacement gyroscope [ENG] A gyroscope that senses, measures, and transmits angular displacement data. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{g}^{\text{sk}^{\text{p}}}\)}

displacement manometer [ENG] A differential manometer which indicates the pressure difference across a solid or liquid partition which can be displaced against a restoring force. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

displacement meter [ENG] A water meter that measures water flow quantitatively by recording the number of times a vessel of known capacity is filled and emptied. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

displacement pump [MECH ENG] A pump that develops its action through the alternate filling and emptying of an enclosed volume as in a piston-cylinder construction. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

displacer-type meter [ENG] Apparatus to detect liquid level or gas density by measuring the effect of the fluid (gas or liquid) on the buoyancy of a displacer unit immersed within the fluid. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

disposable [ENG] Within a manufacturing system, designed to be discarded after use and replaced by an identical item, such as a filter element. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dispersion field See absorption field. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dissipation factor [ELEC] The inverse of Q, the storage factor. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dissipation function See Rayleigh’s dissipation function. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dissipation loss [ELEC] A measure of the power loss of a transducer in transmitting signals, expressed as the ratio of its input power to its output power. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dissipative muffler [ENG] A device which absorbs sound energy as the gas passes through it; a duct lined with sound-absorbing material is the most common type. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

dissolved air flotation [CHEM ENG] A liquid-solid separation process wherein the main mechanism of suspended-solids removal is the change of apparent specific gravity of those suspended solids in relation to that of the suspending liquid by the attachment of small gas bubbles formed by the release of dissolved gas to the solids. Also known as air flotation. {\(\text{disp}^{\text{sh}}\text{p}^{\text{sh}}\text{z}^{\text{h}}\text{n}^{\text{ar}}\text{m}^{\text{an}^{\text{m}^{\text{ar}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}^{\text{ar}}}\)

distance [MECH] The spatial separation of two points, measured by the length of a hypothetical line joining them. {\(\text{distance}\)}

distance marker [ENG] One of a series of concentric circles, painted or otherwise fixed on the screen of a plan position indicator, from which the distance of a target from the radar antenna can be read directly, used for surveillance and navigation where the relative distances between a number of targets are required simultaneously. Also known as radar range marker, range marker. {\(\text{distance}\)}

distance ratio [MECH ENG] The ratio of the distance moved by the effort or input of a machine in a specified time to the distance moved by the load or output. {\(\text{distance}\)}

distance resolution [ENG] The minimum radial distance by which targets must be separated to
be separately distinguishable by a particular radar. Also known as range discrimination, range resolution. (dist·tans, rez·ə,lju·shan) distance/velocity lag [CONT SYS] The delay caused by the amount of time required to transport material or propagate a signal or condition from one point to another. Also known as transportation lag. (dis·tā·lā·shan test) distant signal [CIV ENG] A signal placed at a distance from a block of track to give advance warning when the block is closed. (dis·tant 'sig·nal)
distillation test [CHEM ENG] A standardized procedure for finding the initial, intermediate, and final boiling points in the boiling range of petroleum products. (dis·ta'li·shon test) distortion [ELECTR] Any undesired change in the waveform of an electric signal passing through a circuit or other transmission medium. [ENG] In general, the extent to which a system fails to accurately reproduce the characteristics of an input signal at its output. [ENG ACOUS] Any undesired change in the waveform of a sound wave. (dis·tōr·shan)
distortion meter [ENG] An instrument that provides a visual indication of the harmonic content of an audio-frequency wave. (dis·tōr·shan 'mēd·ər)
distributed collector [ENG] A component of a solar heating system comprising a series of modular focusing collectors that are interconnected with an absorber pipe network to carry the working fluid to a heat exchanger. (dis·trib·yad·ād kō·lek·tār)
distributed control system [CONT SYS] A collection of modules, each with its own specific function, interconnected tightly to carry out an integrated data acquisition and control application. (dis·trib·yad·ād kan·tro'l sis·tām)
distributed numerical control [CONT SYS] The use of central computers to distribute part-classification data to machine tools which themselves are controlled by computers or numerical control tapes. (dis·trib·yad·ād nī'ər·ə·kāl kan·tro'l)
distributed-parameter system See distributed system. (dis·trib·yad·ād pa'tām·əd·ər sis·tām)
distributed system [CONT SYS] A collection of modules, each with its own specific function, interconnected to carry out integrated data acquisition and control in a critical environment. [SYS ENG] A system whose behavior is governed by partial differential equations, and not merely ordinary differential equations. Also known as distributed-parameter system. (dis·trib·yad·ād 'sis·tām)
distribution [IND ENG] All activities that involve efficient movement of finished products from the end of the production line to the consumer. (dis·tra·byū·shan)
distribution amplifier [ELECTR] A radio-frequency power amplifier used to feed television or radio signals to a number of receivers, as in an apartment house or a hotel. [ENG ACOUS] An audio-frequency power amplifier used to feed a speech or music distribution system and having sufficiently low output impedance so changes in load do not appreciably affect the output voltage. (dis·tra·byū·shan 'ām·plif·ər)
distribution box [CIV ENG] In sanitary engineering, a box in which the flow of effluent from a septic tank is distributed equally into the lines that lead to the absorption field. (dis·tra·byū·shan 'bäks)
distribution reservoir [CIV ENG] A service reservoir connected with the conduits of a primary water supply, used to supply water to consumers according to fluctuations in demand over short time periods and serves for local storage in case of emergency. (dis·tra·byū·shan 'rez·ər·vōr)
distributor [ELEC] 1. Any device which allocates a telegraphic line to each of a number of channels, or to each row of holes on a punched tape, in succession. 2. A rotary switch that directs the high-voltage ignition current in the proper firing sequence to the various cylinders of an internal combustion engine. [ELECTR] The electronic circuitry which acts as an intermediate link between the accumulator and drum storage. [ENG] A device for delivering an exact amount of fuel at the exact time at which it is required. (dis·trib·yad·ər)
distributor gear [MECH ENG] A gear which meshes with the camshaft gear to rotate the distributor shaft. (dis·trib·yad·ər 'gir)
district heating [MECH ENG] The supply of heat, either in the form of steam or hot water, from a central source to a group of buildings. (dis·trīkt 'hēd·in)
disturbance [CONT SYS] An undesired command signal in a control system. (dis·tar·bāns)
ditch [CIV ENG] 1. A small artificial channel cut through earth or rock to carry water for irrigation or drainage. 2. A long narrow cut made in the earth to bury pipeline, cable, or similar installations. (dich)
ditch check [CIV ENG] A small dam positioned at intervals in a road ditch to prevent erosion. (dis·titch 'chek)
ditcher See trench excavator. (dis·tich·ər)
ditching [ENG] The digging of ditches, as around storage tanks or process areas to hold liquids in the event of a spill or along the sides of a roadway for drainage. (dis·tich·ə)
dither [CONT SYS] A force having a controlled amplitude and frequency, applied continuously to a device driven by a servomotor so that the device is constantly in small-amplitude motion and cannot stick at its null position. Also known as buzz. (dis·thər)
divariant system [THERMO] A system composed of only one phase, so that two variables, such as pressure and temperature, are sufficient to define its thermodynamic state. (div·ər·ē·ənt 'sis·tām)
dive [ENG] To submerge into an underwater environment so that it may be studied or utilized, includes the use of specialized equipment such
divergent die

as scuba, diving helmets, diving suits, diving bells, and underwater research vessels. {'div'}
divergent die [ENG] A die with the internal 
channels that lead to the orifice diverging, such 
as the dies used for manufacture of hollow-body 
plastic items. { dəˈvər-ʒənt ˈdī}
divergent nozzle [DES ENG] A nozzle whose 
cross section becomes larger in the direction of 
flow. { dəˈvər-ʒənt ˈnāz-əl}
diverging duct [DES ENG] Fluid-flow conduit 
whose internal cross-sectional area increases in 
the direction of flow. { dəˈvər-ʒəŋ dəkt}
diversion canal [CIV ENG] An artificial channel 
for diverting water from one place to another. { dəˈvər-zən kanəl}
diversion chamber [ENG] A chamber designed 
to direct a stream into a channel or channels. { dəˈvər-zən ˈchæm-bər}
diversion dam [CIV ENG] A fixed dam for diverting 
stream water away from its course. { dəˈvər-
-
zən ˌdəm}
diversion gate [CIV ENG] A gate which may be 
closed to divert water from the main conduit or 
canal to a lateral or some other channel. { dəˈvər-
-
zən ˈgāt}
diversion tunnel [CIV ENG] An underground 
passage used to divert flowing water around 
a construction site. { dəˈvər-zən ˈtən-əl}
diversity radar [ENG] A radar that uses two or 
more transmitters and receivers, each pair op-
erating at a slightly different frequency but shar-
ing a common antenna and video display, to 
achieve a high range performance and reduce sus-
ceptibility to jamming. { dəˈvər-ˈsid-ətē ˈrā,ˈdār}
diverter valve See air bypass valve. { dəˈvər-
-
ter ˈvāl
divided lane [CIV ENG] A highway divided into 
lanes by a median strip. { dəˈvı́d-dēd ˈlān}
divided pitch [DES ENG] In a screw with multi-
ple threads, the distance between corresponding 
points on two adjacent threads measured paral-
lel to the axis. { dəˈvı́d-dīd ˈpich}
divider [DES ENG] A tool like a compass, used in 
metalworking to lay out circles or arcs and to 
space holes or other dimensions. { dəˈvı́d-
-
ər}
dividing network See crossover network. { dəˈvı́d-
-
ˈnet-nər}
diving bell [ENG] An early diving apparatus 
constructed in the shape of a box or cylinder 
without a bottom and connected to a com-
pressed-air hose. {'dɪvɪŋ, bel}
diving suit [ENG] A waterproof outfit designed 
for diving, especially one with a helmet con-
nected to a compressed-air hose. {'dɪvɪŋ, sút}
division plate [MECH ENG] A diaphragm which 
surrounds the piston rod of a crosshead-type 
engine and separates the crankcase from the 
lower portion of the cylinder. { dəˈvı́zhi-
-
ən ˈplāt}
division wall [BUILD] A wall used to create ma-
jor subdivisions in a building. { dəˈvı́zhi-
-
ən ˈwōl}
dock [CIV ENG] 1. The slip or waterway that is 
between two piers or cut into the land for the 
berthing of ships. 2. A basin or enclosure for 
reception of vessels, provided with means for 
controlling the water level. {'dák}
docking block [CIV ENG] A member used to sup-
port a ship in dry dock. { dəˈkɑŋk ˈblæk}
dockyard [CIV ENG] A yard utilized for ship con-
struction and repair. {'dák,ˈyärd}
doctor bar See doctor blade. {'dəkˈtər ˈbär}
doctor blade [ENG] A device for regulating the 
amount of liquid material on the rollers of a 
spreader. Also known as doctor bar; doctor 
knife; doctor roll. {'dəkˈtər, ˈblād}
doctor knife See doctor blade. {'dəkˈtər ˈnif}
doctor roll [CHEM ENG] Roller device used to 
remove accumulated filter cake from rotary filter 
drums. See doctor blade. {'dəkˈtər rəl}
doctor solution [CHEM ENG] Sodium plumbite 
solution used to remove mercaptan sulfur from 
gasoline and other light petroleum distillates, 
used in doctor treatment. {'dəkˈtər səˈləm-
-
ʃən}
doctor test [CHEM ENG] A procedure using doc-
tor solution (sodium plumbite) to detect sulfur 
compounds in light petroleum distillates which 
react with the sodium plumbite. {'dəkˈtər ˌtɛst}
doctor treatment [CHEM ENG] Refining process to 
sweeten (reduce the odor) of gasoline, sol-
vents, and kerosine; sodium plumbite and sulfu-
r sulfur mercaptans into disul-
fides. {'dəkˈtər ˌtrēt-mənt}
dodge chain [DES ENG] A chain with detach-
able bearing blocks between the links. {'dəjˈtən}
Dodge-Romig tables [IND ENG] Tabular data for 
acceptance sampling, including lot tolerance 
and AOQL tables. { dəˈdōrə ˈrōməg, ˈtə-balz}
dodo [ENG] A rectangular groove cut across 
the grain of a board. { ˈdôdo}
Doebner-Miller synthesis [CHEM ENG] Syn-
thesis of methylquinoline by heating aniline with 
paraldehyde in the presence of hydrochloric acid. 
{'dəb-nər mil-ər ˈsīnz-θə-səs}
dog [DES ENG] 1. Any of various simple devices 
for holding, gripping, or fastening, such as a 
hook, rod, or spike with a ring, claw, or lug at 
the end. 2. An iron for supporting logs in a 
fireplace. 3. A drag for the wheel of a vehicle. {'dɔg}
dog clutch [DES ENG] A clutch in which projec-
tions on one part fit into recesses on the other 
part. {'dɔg, klæk}
dog iron [DES ENG] 1. A short iron bar with ends 
bent at right angles. 2. An iron pin that can be 
inserted in stone or timber in order to lift it. 
{'dɔg, ˈørən}
dog screw [DES ENG] A screw with an eccentric 
head, used to mount a watch in its case. 
{'dɔg, ˈskrœə}
dog's tooth [CIV ENG] A masonry string course 
in which the brick corner projects. {'dɔg ˈtʌf}
dolly [ENG] Any of several types of industrial 
hand trucks consisting of a low platform or spe-
cially shaped carrier mounted on rollers or com-
binations of fixed and swivel casters; used to
The addition of impurities to semiconductor materials used in crystal diodes and transistors. Also known as dopant, dope.  

doping agent [ELECTR] An impurity element added to semiconductor materials used in crystal diodes and transistors. Also known as donor impurities to a p-type semiconductor or of acceptor impurities to an n-type semiconductor.  

doping compensation [ELECTR] The addition of donor impurities to a p-type semiconductor or of acceptor impurities to an n-type semiconductor.  

Doppler current meter [ENG] An acoustic current meter in which a collimated ultrasonic signal of known frequency is projected into the water and the reverberation frequency is measured; the difference in frequencies (Doppler shift) is proportional to the speed of water traveling past the meter.  

Doppler radar [ENG] A radar that makes use of the Doppler shift of an echo due to relative motion of target and radar to differentiate between fixed and moving targets and measure target velocities.  

Doppler range See doran.  

Doppler sonar [ENG] Sonar based on Doppler shift measurement technique. Abbreviated DS.  

Doppler tracking [ENG] Tracking of a target by using Doppler radar.  

Doppler ultrasonic flowmeter [ENG] An instrument for determining the velocity of fluid flow from the Doppler shift of high-frequency sound waves reflected from particles or discontinuities in the flowing fluid.  

DOP test See dioctyl phthalate test.  

doran [ENG] A Doppler ranging system that uses phase comparison of three different modulation frequencies on the carrier wave, such as 0.01, 0.1, and 1 megahertz, to obtain missile range data with high accuracy. Derived from Doppler range.  

dormer window [BUILD] An extension of an attic room through a sloping roof to accommodate a vertical window.  

Dorr agitator [MECH ENG] A tank used for batch washing of precipitates which cannot be leached satisfactorily in a tank, equipped with a slowly rotating rake at the bottom, which moves settled solids to the center, and an air lift that lifts slurry to the launders. Also known as Dorr thickener.  

Dorr classifier [MECH ENG] A horizontal flow classifier consisting of a rectangular tank with a sloping bottom, a rake mechanism for moving sands uphill along the bottom, an inlet for feed, and outlets for sand and slime.  

Dorr thickener See Dorr agitator.  

dosing tank [CIV ENG] A holding tank that discharges sewage at a rate required by treatment processes.  

dot See button.
double-acting [MECH ENG] Acting in two directions, as with a reciprocating piston in a cylinder with a working chamber at each end. {\[dab-al\] \(\text{\textk{ak}-\text{\textk{ak}}-\text{\textk{ak}}}\)}

double-acting compressor [MECH ENG] A reciprocating compressor in which both ends of the piston act in working chambers to compress the fluid. {\[dab-al\] \(\text{\textk{ak}-\text{\textk{ak}}} \text{\text{\textk{ak}}-\text{\textk{ak}}\text{\textk{ak}}}\)}

double-acting pawl [MECH ENG] A double pawl which can drive in either direction. {\[dab-al\] \(\text{\textk{ak}-\text{\textk{ak}}} \text{\textp{\textp{o{l}}}\text{\textk{ol}}\text{\textk{ol}}\text{\textk{ol}}}\)}

double-action mechanical press [MECH ENG] A press having two slides which move one within the other in parallel movements. {\[dab-al\] \(\text{\textk{ak}-\text{\textk{ak}}} \text{\textp{\textp{\text{\textk{ol}}}\text{\textk{ol}}}\text{\textk{ol}}}\)}

double-amplitude-modulation multiplier [ELECTR] A multiplier in which one variable is amplitude-modulated by a carrier, and the modulated signal is again amplitude-modulated by the other variable; the resulting double-modulated signal is applied to a balanced demodulator to obtain the product of the two variables. {\[dab-al\] \(\text{\textp{\textp{länd-

double-barrier resonant tunneling diode [ELECTR] A variant of the tunnel diode with thin layers of aluminum gallium arsenide and gallium arsenide that have sharp interfaces and have widths comparable to the Schrödinger wavelengths of the electrons, permitting resonant behavior. Abbreviated DRT diode. {\[dab-al\] \(\text{\textp{\textp{länd-\text{\textk{as}}}\text{\textk{as}}}\text{\textk{as}}\text{\textk{as}}}\)}

double-base diode See unijunction transistor. {\[dab-al\] \(\text{\textp{\textp{länd-

double-base diode junction diode See unijunction transistor. {\[dab-al\] \(\text{\textp{\textp{länd-

double-base junction transistor [ELECTR] A tetrode transistor that is essentially a junction triode transistor having two base connections on opposite sides of the central region of the transistor. Also known as tetrode junction transistor. {\[dab-al\] \(\text{\textp{\textp{länd-

double block and bleed system [ENG] A valve system configuration in which a full-flow vent valve is installed in a pipeline between two shut-off valves to provide a means of releasing excess pressure between them. {\[dab-al\] \(\text{\textp{\textp{länd-

double-block brake [MECH ENG] Two single-block brakes in symmetrical opposition, where the operating force on one lever is the reaction on the other. {\[dab-al\] \(\text{\textp{\textp{länd-

double bridge See Kelvin bridge. {\[dab-al\] \(\text{\textp{\textp{länd-

double-button microphone [ENG ACOUS] A carbon microphone having two carbon-filled buttonlike containers, one on each side of the diaphragm, to give twice the resistance change obtainable with a single button. Also known as differential microphone. {\[dab-al\] \(\text{\textp{\textp{länd-

double-cone bit [DES ENG] A type of roller bit having only two cone-shaped cutting members. {\[dab-al\] \(\text{\textp{\textp{länd-

double-core barrel drill [DES ENG] A core drill consisting of an inner and an outer tube, the inner member can remain stationary while the outer one revolves. {\[dab-al\] \(\text{\textp{\textp{länd-

double-coursed [BUILD] Covered with a material such as shingles in such a way that no area is covered with less than two thicknesses. {\[dab-al\] \(\text{\textp{\textp{länd-

double-crank press [MECH ENG] A mechanical press with a single wide slide operated by a crankshaft having two crank pins. {\[dab-al\] \(\text{\textp{\textp{länd-

double crossover See scissors crossover. {\[dab-al\] \(\text{\textp{\textp{länd-

double-cut file [DES ENG] A file covered with two series of parallel ridges crossing at angles to each other. {\[dab-al\] \(\text{\textp{\textp{länd-

double-cut planer [MECH ENG] A planer designed to cut in both the forward and reverse strokes of the table. {\[dab-al\] \(\text{\textp{\textp{länd-

double-cut saw [DES ENG] A saw with teeth that cut during the forward and return strokes. {\[dab-al\] \(\text{\textp{\textp{länd-

double-diffused transistor [ELECTR] A transistor in which two \(\text{\textp{\textp{länd-

double diode See bidode; duodiode. {\[dab-al\] \(\text{\textp{\textp{länd-

double-diode limiter [ELECTR] Type of limiter which is used to remove all positive signals from a combination of positive and negative pulses, or to remove all the negative signals from such a combination of positive and negative pulses. {\[dab-al\] \(\text{\textp{\textp{länd-

double distribution [CHEM ENG] The product distribution resulting from counter double-current extraction, a scheme in which each of the two liquid phases is transferred simultaneously and continuously in opposite directions through an interconnected train of contact vessels. {\[dab-al\] \(\text{\textp{\textp{länd-

double-doped transistor [ELECTR] The original grown-junction transistor, formed by successively adding \(p\)-type and \(n\)-type impurities to the melt during growing of the crystal. {\[dab-al\] \(\text{\textp{\textp{länd-

double drum hoist [MECH ENG] A hoisting device consisting of two cable drums which rotate in opposite directions and can be operated separately or together. {\[dab-al\] \(\text{\textp{\textp{länd-

double floor [BUILD] A floor in which binding joists support the ceiling joists below as well as the floor joists above. {\[dab-al\] \(\text{\textp{\textp{länd-

double-hand drilling [ENG] A rock-drilling method performed by two men, one striking the rock with a long-handled sledge hammer while a second holds the drill and twists it between strokes. Also known as double jacking. {\[dab-al\] \(\text{\textp{\textp{länd-

double Hooke's joint [MECH ENG] A universal joint which eliminates the variation in angular displacement and angular velocity between driving and driven shafts, consisting of two Hooke's
dowel pin. 

double sampling [IND ENG] Inspecting one woodwork. 

double-hand drilling. 

double-hung 


double-housing planer [MECH ENG] A planer having two housings to support the cross rail, with two heads on the cross rail and one side-head on each housing. 


double-hung [BUILD] Of a window, having top and bottom sashes which are counterweighted or equipped with a spring on each side for easier raising and lowering. 


double impeller breaker See impact breaker. 


double-integrating gyro [MECH] A single-degree-of-freedom gyro having essentially no restraint of its spin axis about the output axis. 


double jack [DES ENG] A heavy hammer, weighing about 10 pounds (4.5 kilograms), requiring the use of both hands. 


double jacking See double-hand drilling. 


double load [ENG] A charge separated by inert material in a borehole. 


double mast See A frame. 


double pendulum [MECH] Two masses, one suspended from a fixed point by a weightless string or rod of fixed length, and the other similarly suspended from the first; often the system is constrained to remain in a vertical plane. 


double-pipe exchanger 


double-pipe crusher [MECH ENG] Fluid-fluid heat exchanger made of two concentric pipe sections; one fluid (such as a coolant) flows in the annular space between pipes, and the other fluid (such as hot process steam) flows through the inner pipe. 


double-quirked bead See quirk bead. 


double-rivet [ENG] To rivet a lap joint with two rows of rivets or a butt joint with four rows. 


double-roll crusher [MECH ENG] A machine which crushes materials between teeth on two roll surfaces, used mainly for coal. 


double-sampling [IND ENG] Inspecting one sample and then deciding whether to accept or reject the lot or to defer action until a second sample is inspected. 


double-shot molding [ENG] A means of turning out two-color parts in thermoplastic materials by successive molding operations. 


double-sided board 


double-sided board 


double-side screw See adjustable square. 


double-solenoid refining [CHEM ENG] Petroleum-refining process using two solvents to simultaneously deasphalt and solvent-treat lubricant oil stocks. 


double square See adjustable square. 


double-stream amplifier [ELECTR] Microwave traveling-wave amplifier in which amplification occurs through interaction of two electron beams having different average velocities. 


double-tuned circuit [ELECTR] A circuit that is resonant to two adjacent frequencies, so that there are two approximately equal values of peak response, with a dip between. 


double-tuned detector [ELECTR] A type of frequency-modulation discriminator in which the limiter output transformer has two secondaries, one tuned above the resting frequency and the other tuned an equal amount below. 


double-wall coddern [CIV ENG] A coddern consisting of two lines of steel pipes tied to each other, and having the space between filled with sand. 


double weighing [MECH] A method of weighing to allow for differences in lengths of the balance arms, in which object and weights are balanced twice, the second time with their positions interchanged. Also known as Gauss method of weighing. 


dovetail joint [DES ENG] A joint consisting of a flaring tenon in a fitting mortise. 


dovetail saw [DES ENG] A short stiff saw with a thin blade and fine teeth, used for accurate woodwork. 


dowel [DES ENG] 1. A headless, cylindrical pin which is sunk into corresponding holes in adjoining parts, to locate the parts relative to each other or to join them together. Also known as dowel pin. 2. A round wooden stick from which dowel pins are cut. 


dowel pin See dowel. 


dowel plate [DES ENG] A hardened steel plate with drilled holes that is used to fashion dowels by driving pegs through the holes to remove excess wood. 


dowel screw [DES ENG] A dowel with threads at both ends. 


down [ENG] Not in operation. 


dowcomer [BUILD] See downsipout. 


dowcomer [CHEM ENG] A method of conveying liquid from one tray to the one below in a bubble-tray column. 


dowcomer [ENG] In an air-pollution control system, a pipe
that conducts gases downward to a device that removes undesirable substances. [MECH ENG] A tube in a boiler waterwall system wherein the fluid flows downward.

’dain, k intéressant.

downdraft carburetor [MECH ENG] A carbure-

tor in which the fuel is fed into a downward current of air.

’dain, draft ’kár-ba, rád-ör"

down-feed system [MECH ENG] In a heating or cooling system, a piping arrangement in which the fluid is circulated through supply mains that are located above the levels of the units they serve.

’dain, fed, sis-tom"

downhole equipment See drill fittings.

’dain, höl ikkip-mant"

Down’s process [CHEM ENG] A method for pro-

ducing sodium and chlorine from sodium chloro-

ide; potassium chloride and fluoride are added to the sodium chloride to reduce the melting point, the fused mixture is electrolyzed, with so-

dium forming at the cathode and chlorine at the anode.

’dainz, prá-z-s"

downstream [CHEM ENG] Portion of a product stream that has already passed through the system; that portion located after a specific process unit.

’dain, strém"

downtime [IND ENG] The lost production time during which a piece of equipment is not operating correctly due to a breakdown, main-

tenance, necessities, or power failure.

’dain, tím"

draft loss [MECH ENG] A decrease in the static pressure of a gas in a furnace or boiler due to flow resistance.

’draft, los"

draftsman [ENG] An individual skilled in draft-

ing, especially of machinery and structures.

’draf-smän"

draft tube [MECH ENG] The piping system for a reaction-type hydraulic turbine that allows the turbine to be set safely above tail water and yet utilize the full head of the site from head race to tail race.

’draf , tüb"

drag [ENG] 1. A tool fashioned from sheet steel and having a toothed edge along the long dimension, used to level and scratch plaster to produce a key for the next coat of plaster. Also known as comb. 2. A tool consisting of a steel plate with a finely serrated edge, dragged over the surface to dress stone.

’drag"

drag bit See bit drag.

’drag , bit"

drag-body flowmeter [ENG] Device to meter liquid flow, measures the net force parallel to the direction of flow, the resulting pressure difference is used to solve flow equations.

’drag , bit"

drag-chain conveyor [MECH ENG] A conveyor in which the open links of a chain drag material along the bottom of a hard-faced concrete or cast iron trough. Also known as dragline conveyor.

’drag, chän , kan’vär"

drag classifier [MECH ENG] A continuous belt containing transverse rakes, used to separate coarse sand from fine; the belt moves up through an inclined trough, and fast-settling sands are dragged along by the rakes.

’drag, klas-a, fi-ar"

drag conveyor See flight conveyor.

’drag, kan’vär"

drag-cup generator [ENG] A type of tachometer which uses eddy currents and functions in control systems; it consists of two stationary wind-

ings, positioned so as to have zero coupling, and a nonmagnetic metal cup, which is revolved by the source whose speed is to be measured; one of the windings is used for excitation, inducing eddy currents in the rotating cup. Also known as drag-cup tachometer.

’drag, kap ’jen-a, rád-ör"

drag-cup tachometer See drag-cup generator.

’drag, kap ’tark-am-ad-ör"

drag cut [ENG] A drill hole pattern for breaking out rock, in which angled holes are drilled along a floor toward a paring, or on a free face and then broken by other holes drilled into them.

’drag, kat"

drag factor [CHEM ENG] Ratio of hindered dif-

fusion rate to unhindered rate through a swollen dialysis membrane. Also known as Faxon drag factor, hindrance factor.

’drag , fak-tar"

dragline [MECH ENG] An excavator operated by pulling a bucket on ropes towards the jib from
which it is suspended. Also known as dragline excavator. (ˈdɹəɡˌlɪn)
dragline convexor See drag-chain convexor. (ˈdɹəɡˌlɪn ˈkɒnˌvɛksər)
dragline excavator See dragline. (ˈdɹəɡˌlɪn ˈɛksˌkəvər)
dragline scraper [MECH ENG] A machine with a flat, plowlike blade or partially open bucket pulled on rope for withdrawing piled material, such as stone or coal, from a stockyard to the loading platform; the empty bucket is subsequently returned to the pile of material by means of a return rope. (ˈdɹəɡˌlɪn ˈskræpər)
drag link [MECH ENG] A four-bar linkage in which both cranks traverse full circles; the fixed member must be the shortest link. (ˈdɹəɡˌlɪnk)
drag saw [DES ENG] A saw that cuts on the pulling stroke, used in power saws for cutting felled trees. (ˈdɹəɡˌsɔr)
drag-type tachometer See eddy-current tachometer. (ˈdɹəɡˌtɪp ˈɪdᵊˌsɜrtərəmˈtəmorə)
drain [CIV ENG] 1. A channel which carries off surface water. 2. A pipe which carries off liquid sewage. [ELEC] See current drain. [ELECTR] The region into which major carriers flow in a field-effect transistor; it is comparable to the collector of a bipolar transistor and the anode of an electron tube. (ˈdɹeɪn)
drainage [CIV ENG] Removal of groundwater or surface water; or of water from structures, by gravity or pumping. (ˈdɹeɪnˌɪj)
drainage canal [CIV ENG] An artificial canal built to drain water from an area having no natural outlet for precipitation accumulation. (ˈdɹeɪnˌɪj ˈkɑrlə)
drainage gallery [CIV ENG] A gallery in a masonry dam parallel to the top of the dam, to intercept seepage from the upstream face and conduct it away from the downstream face. (ˈdɹeɪnˌɪj ˈɡælərē)
drainage well [CIV ENG] A vertical shaft in a masonry dam to intercept seepage before it reaches the downstream side. (ˈdɹeɪnˌɪj ˌwel)
drain tile [BUILD] A cylindrical tile with holes in the walls used at the base of a building foundation to carry away groundwater. (ˈdɹeɪnˌtɪl)
drain valve [CHEM ENG] A valve used to drain off material that has separated from a fluid or gas stream, or one used to empty a process line, vessel, or storage tank. (ˈdɹeɪnˌvɑlˌv)
Dressler kiln

Dressler kiln  [MECH ENG] The first successful muffle-type tunnel kiln.  \{ `dres-lar,kil\} 
drier  [ENG] A device to remove water.  \{ `drier\} 
drift  [ENG] 1. A gradual deviation from a set adjustment, such as frequency or balance current, or from a direction.  2. The deviation, or the angle of deviation, of a borehole from the vertical or from its intended course.  3. To measure the size of a pipe opening by passing a mandrel through it.  [MECH ENG] The water lost in a cooling tower as mist or droplets entrained by the circulating air, not including the evaporative loss.  \{ `drift\} 
drift bolt  [ENG] 1. A bolt used to force out other bolts or pins.  2. A metal rod used to secure timbers.  \{ `drift,bolt\} 
drifter  [MECH ENG] A rock drill, similar to but usually larger than a jack hammer, mounted for drilling holes up to 4½ inches (11.4 centimeters) in diameter.  \{ `drift,tar\} 
drift indicator  [ENG] Device used to record directional logs; records only the amount of drift (deviation from the vertical), and not the direction.  \{ `drift,in-da,kad-ar\} 
driftpin  [DES ENG] A round, tapered metal rod that is driven into matching rivet holes of two metal parts for stretching the parts and bringing them into alignment.  \{ `drift,pin\} 
drift plug  [ENG] A plug that can be driven into a pipe to straighten it or to flare its opening.  \{ `drift,plug\} 
drift ultrasonic flowmeter  See deflection ultrasonic flowmeter.  \{ `drift,al-tra-san-ik `fl0,m-`ned-or\} 
drill  [ENG] A rotating-end cutting tool for creating or enlarging holes in a solid material. Also known as drill bit.  \{ `drill\} 
drillability  [ENG] Fitness for being drilled, denoting ease of penetration.  \{ `dril,ar-bil,-ad-`e\} 
drill angle gage  See drill grinding gage.  \{ `dril,ang,gol,`ga\} 
drill bit  See drill.  \{ `dril ,bit\} 
drill cable  [ENG] A cable used to pull up drill rods, casing, and other drilling equipment used in making a borehole.  \{ `dril ,ka-bal\} 
drill capacity  [MECH ENG] The length of drill rod of specified size that the hoist on a diamond or rotary drill can lift or that the brake can hold on a single line.  \{ `dril,ka-pas,-ad-e\} 
drill carriage  [MECH ENG] A platform or frame on which several rock drills are mounted and which moves along a track, for heavy drilling in large tunnels. Also known as jumbo.  \{ `dril ,kar-ij\} 
drill chuck  [DES ENG] A chuck for holding a drill or other cutting tool on a spindle.  \{ `dril ,chak\} 
drill collar  [DES ENG] A ring which holds a drill bit and gives it radial location with respect to a bearing.  \{ `dril ,ka-bal\} 
drill cuttings  [ENG] Cuttings of rock and other subterranean materials brought to the surface during the drilling of wellholes.  \{ `dril ,kad-`ij\} 
drill drift  [ENG] A steel wedge used to remove tapered shank tools from spindles, sockets, and sleeves.  \{ `dril ,drift\} 
drilled caisson  [CIV ENG] A drilled hole filled with concrete and lined with a cylindrical steel casing if needed.  \{ `drilld,ka-`san\} 
driller  [ENG] A person who operates a drilling machine.  [MECH ENG] See drilling machine.  \{ `dril-ar\} 
drill extractor  [ENG] A tool for recovering broken drill pieces or a detached drill from a borehole.  \{ `dril ik,strak-tar\} 
drill feed  [MECH ENG] The mechanism by which the drill bit is fed into the borehole during drilling.  \{ `dril ,ted\} 
drill fittings  [ENG] All equipment used in a borehole during drilling. Also known as down-hole equipment.  \{ `dril ,fid-iij\} 
drill floor  [ENG] A work area covered with planks around the collar of a borehole at the base of a drill tripod or derrick.  \{ `dril ,f0r\} 
drill footage  [ENG] The lineal feet of borehole drilled.  \{ `dril ,fud-iij\} 
drill gage  [DES ENG] A thin, flat steel plate that has accurate holes for many sizes of drills; each hole, identified as to drill size, enables the diameter of a drill to be checked.  \[ `dril ,gai\} 
drill grinding gage  [DES ENG] A tool that checks the angle and length of a twist drill while grinding it. Also known as drill angle gage; drill point gage.  \{ `dril ,grind-iij ,gai\} 
drill hole  [ENG] A hole created or enlarged by a drill or auger. Also known as borehole.  \{ `dril ,h0l\} 
drill-hole logging  See borehole logging.  \{ `dril ,h0l ,pad-arn\} 
drill-hole survey  See borehole survey.  \{ `dril ,h0l ,sar,va\} 
drilling  [ENG] The creation or enlarging of a hole in a solid material with a drill.  \{ `dril-iij\} 
drilling column  [ENG] The column of drill rods, with the drill bit attached to the end.  \{ `dril-iij ,kal-arn\} 
drilling machine  [MECH ENG] A device, usually motor-driven, fitted with an end cutting tool that is rotated with sufficient power either to create a hole or to enlarge an existing hole in a solid material. Also known as driller.  \{ `dril-iij ,ma,shen\} 
drilling platform  [ENG] The structural base upon which the drill rig and associated equipment is mounted during the drilling operation.  \{ `dril-iij ,plat,form\} 
drilling rate  [MECH ENG] The number of lineal feet drilled per unit of time.  \{ `dril-iij ,ra\} 
drilling time  [ENG] 1. The time required in rotary drilling for the bit to penetrate a specified thickness (usually 1 foot) of rock.  2. The actual time the drill is operating.  \{ `dril-iij ,tim\} 
drilling time log  [ENG] Foot-by-foot record of how fast a formation is drilled.  \{ `dril-iij ,tim lag\} 
drill jig  [MECH ENG] A device fastened to the
work in repetition drilling to position and guide the drill ('dril,tage')
drill log [ENG] 1. A record of the events and features of the formations penetrated during boring. Also known as boring log. 2. A record of all occurrences during drilling that might help in a complete logging of the hole in or determining the cost of the drilling. ('dril ,lāg')
drill out [ENG] 1. To complete one or more boreholes. 2. To penetrate or remove a borehole obstruction. 3. To locate and delineate the area of a subsurface ore body or of petroleum by a series of boreholes. ('dril ,ōt')
drill-over [ENG] The act or process of drilling around a casing lodged in a borehole. ('dril ,ōvər')
drill point gage See drill grinding gage. ('dril ,point ɡā')
drill press [MECH ENG] A drilling machine in which a vertical drill moves into the work, which is stationary. ('dril ,pres')
drill rod [ENG] The long rod that drives the drill bit in drilling boreholes. ('dril ,rād')
drill sleeve [ENG] A tapered, hollow steel shaft designed to fit the tapered shank of a cutting tool to adapt it to the drill press spindle. ('dril ,slēv')
drill socket [ENG] An adapter to fit a tapered Shank drill to a taper hole that is larger than that in the drill press spindle. ('dril ,sāk-ət')
drill string [MECH ENG] The assemblage of drill rods, core barrel, and bit, or of drill rods, drill collars, and bit in a borehole, which is connected to and rotated by the drill collar of the borehole. ('dril ,strin')
drip cap [BUILD] A horizontal molding installed over the frame for a door or window to direct water away from the frame. ('drip ,kap')
drip edge [BUILD] A metal strip that extends beyond the other parts of the roof and is used to direct rainwater off. ('drip ,ej')
drive [ELECTR] See excitation. [MECH ENG] The means by which a machine is given motion or power (as in steam drive, diesel-electric drive), or by which power is transferred from one part of a machine to another (as in gear drive, belt drive). ('driv')
drive-by-wire [MECH ENG] Electronic throttle control in automobiles. ('driv bī 'wir')
drive chuck [MECH ENG] A mechanism at the lower end of a diamond-drill drive rod on the swivel head by means of which the motion of the drive rod can be transmitted to the drill string. ('driv ,čak')
drive fit [DES ENG] A fit in which the larger (male) part is pressed into a smaller (female) part, the assembly must be effected through the application of an external force. ('driv ,fit')
drivehead [ENG] A cap fitted over the end of a mechanical part to protect it while it is being driven. ('driv ,hed')
driveline [MECH ENG] In an automotive vehicle, the group of parts, including the universal joint and the drive shaft, that connect the transmission with the driving wheels. ('driv ,lin')
driven caisson [CIV ENG] A caisson formed by driving a cylindrical steel shell into the ground with a pile-driving hammer and then placing concrete inside, the shell may be removed when concrete sets. ('drivn ˌkāˌsən')
driven gear [MECH ENG] The member of a pair of gears to which motion and power are transmitted by the other. ('drivn ˈgər')
drivepipe [ENG] A thick-walled casing pipe that is driven through overburden or into a deep drill hole to prevent caving. ('drivp,plp')
drive pulley [MECH ENG] The pulley that drives a conveyor belt. ('drivp ,pul-ə')
driver [ELECTR] The amplifier stage preceding the output stage in a receiver or transmitter. [ENG ACOUS] The portion of a horn loudspeaker that converts electrical energy into acoustical energy and feeds the acoustical energy to the small end of the horn. ('driv-ər')
drive rod [ENG] Hollow shaft in the swivel head of a diamond-drill machine through which energy is transmitted from the drill motor to the drill string. Also known as drive spindle. ('driv ,rād')
drive sampling [ENG] The act or process of driving a tubular device into soft rock material for obtaining dry samples. ('driv ,sam-plĭŋ')
drivescrew [DES ENG] A screw that is driven all the way in, or nearly all the way in, with a hammer. ('drivv ,skrŭl')
drive shaft [MECH ENG] A shaft which transmits power from a motor or engine to the rest of a machine. ('driv ,shaft')
drive shoe [DES ENG] A sharp-edged steel sleeve attached to the bottom of a drivepipe or casing to act as a cutting edge and protector. ('driv ,shū')
drive spindle See drive rod. ('drivv ,spin-dal')
drive train See power train. ('drivv ,trān')
driving clock [ENG] A mechanism for driving an instrument at a required rate. ('drivv-ĭŋ ,klāk')
driving pinion [MECH ENG] The input gear in the differential of a automobile. ('drivv-ĭŋ ,pin-yŏn')
driving-point function [CONT SYS] A special type of transfer function in which the input and output variables are voltages or currents measured between the same pair of terminals in an electrical network. ('drivv-ĭŋ ,pŏint, fānj-shən')
driving resistance [MECH] The force exerted by soil on a pile being driven into it. ('drivv-ĭŋ ,rī'zĭs-təns')
driving wheel [MECH ENG] A wheel that supplies driving power. ('drivv-ĭŋ ,wēl')
drought [ENG] 1. A device, such as a sea anchor, usually shaped like a funnel or cone and dragged or towed behind a boat or seaplane for deceleration, stabilization, or speed control. 2. A current-measuring assembly consisting of a weighted current cross, sail, or parachute and an attached surface buoy. Also known as drag anchor, sea anchor. ('drōg')
droop governor [MECH ENG] A governor whose equilibrium speed decreases as the load on the
drop ball

machinery controlled by the governor increases. ́¹dráp,ˌgā-va-rən-tər,ˌgā-va-rən-tər ́

drop ball  [ENG] A ball, weighing 3000–4000 pounds (1400–1800 kilograms), dropped from a crane through about 20–33 feet (6–10 meters) onto oversize quarry stones left after blasting; this method is used to avoid secondary blasting. ́¹dráp,ˌbōl ́

drop bar  [ELEC] Protective device used to ground a high-voltage capacitor when opening a door.  [MECH ENG] A bar that guides sheets of paper into a printing or folding machine. ́¹dráp,ˌbâr ́

drop hammer See pile hammer. ́¹dráp,ˌhām-ər ́

droplet condensation  [THERMO] The formation of numerous discrete droplets of liquid on a wall in contact with a vapor, when the wall is cooled below the local vapor saturation temperature and the liquid does not wet the wall. ́¹dráp-latˌ,ˌkān-dan-sə-ˈshan ́

dropout  [ELEC] Of a relay, the maximum current, voltage, power, or such, at which it will release from its energized position.  [ELECTR] A reduction in output signal level during reproduction of recorded data, sufficient to cause a processing error. ́¹dráp,ˌōt ́

dropout error  [ELECTR] Loss of a recorded bit or any other error occurring in recorded magnetic tape due to foreign particles on or in the magnetic coating or to defects in the backing. ́¹dráp,ˌōt ˌer-ər ́

drop press See punch press. ́¹dráp,ˌpresh ́

drop repeater  [ELECTR] Microwave repeater that is provided with the necessary equipment for local termination of one or more circuits. ́¹dráp ˈrē-ˌpĕd-ər ́

drop siding  [BUILD] Building siding with a ship-lap joint. ́¹drápˌsid-ə-jən ́

dropsonde  [ENG] A radiosonde dropped by parachute from a high-flying aircraft to measure weather conditions and report them back to the aircraft. Also known as dropwindsonde, parachute radiosonde. ́¹drápˌsān-də ́

dropsonde dispenser  [ENG] A chamber from which dropsonde instruments are released from weather reconnaissance aircraft, used only for some models of equipment, ejection chambers being used for others. ́¹drápˌsān்ˌdə-ˈspenz-ər ́

drop spillway  [CIV ENG] A spillway usually less than 20 feet (6 meters) high having a vertical downstream face, and water drops over the face without touching the face. ́¹drápˌspılˌwa ́

drop vent  [ENG] In a plumbing system, a type of vent that is connected to a drain or vent pipe at a point below the fixture it is serving. ́¹drápˌvent ́

dropwindsonde See dropsonde. ́¹drápˌwīndˌsān-də ́

dropwise condensation  [THERMO] Condensation of a vapor on a surface in which the condensate forms into drops. ́¹drápˌwīzˌˌkān-dan-sə-ˈshan ́

drosometer  [ENG] An instrument used to measure the amount of dew deposited on a given surface. ́drōs-əˌmā-ˈdōr ́

drum  [CHEM ENG] Tower or vessel in a refinery into which heated products are conducted so that volatile portions can separate.  [DES ENG] 1. A hollow, cylindrical container. 2. A metal cylindrical shipping container for liquids having a capacity of 12–110 gallons (45–416 liters).  [ELECTR] A computer storage device consisting of a rapidly rotating cylinder with a magnetizable external surface on which data can be read or written by many read/write heads floating a few millionths of an inch off the surface. Also known as drum memory; drum storage; magnetic drum; magnetic drum storage.  [MECH ENG] 1. A horizontal cylinder about which rope or wire rope is wound in a hoisting mechanism. 2. A hollow or solid cylinder or barrel that acts on, or is acted upon by, an external entity, such as the drum in a drum brake. Also known as hoisting drum. ́¹drām ́

drum brake  [MECH ENG] A brake in which two curved shoes fitted with heat- and wear-resistant linings are forced against the surface of a rotating drum. ́¹drāmˌbrāk ́

drum cam  [MECH ENG] A device consisting of a drum with a contoured surface which communicates motion to a cam follower as the drum rotates around an axis. ́¹drāmˌkām ́

drum dryer  [MECH ENG] A machine for removing water from substances such as milk, in which a thin film of the product is moved over a turning steam-heated drum and a knife scrapes it from the drum after moisture has been removed. ́¹drāmˌdrār ́

drum feeder  [MECH ENG] A rotating drum with vanes or buckets to lift and carry parts and drop them into various orienting or chute arrangements. Also known as tumbler feeder. ́¹drāmˌˈfēd-ər ́

drum filter  [MECH ENG] A cylindrical drum that rotates through thickened ore pulp, extracts liquid by a vacuum, and leaves solids, in the form of a cake, on a permeable membrane on the drum end. Also known as rotary filter, rotary vacuum filter. ́¹drāmˌˈfil-ər ́

drum gate  [CIV ENG] A movable crest gate in the form of an arc hinged at the apex and operated by reservoir pressure to open and close a spillway. ́¹drāmˌgät ́

drum memory See drum. ́¹drāmˌˈmēm-rē ́

drum meter See liquid-sealed meter. ́¹drāmˌˈmēd-ər ́

drum plotter  [ENG] A graphics output device that draws lines with a continuously moving pen on a sheet of paper rolled around a rotating drum that moves the paper in a direction perpendicular to the motion of the pen. ́¹drāmˌˈplād-ər ́

drum storage See drum. ́¹drāmˌˈstōr-i ́

drum trap  [ENG] In plumbing, a trap in the form of a cylinder with a vertical axis that is fitted with a removable cover plate. ́¹drāmˌˈtrāp ́

drum-type boiler See bent-tube boiler. ́¹drāmˌˈtīpˌboi-lər ́
dry abrasive cutting  [MECH ENG] Frictional cutting using a rotary abrasive wheel without the use of a liquid coolant.  {ˈdɹɪəˌbræsɪv ˈkæd-ə-in}
dry-back boiler  See scotch boiler.  {ˈdɹɪəˌbak ˈbɔɪl-ər}
dry bed  [CHEM ENG] A configuration of solid adsorption materials, for example molecular sieves or charcoal, used to recover liquid from or purify a gas stream.  {ˈdɹɪəˌbed}
dry blast cleaning  [ENG] Cleaning of metallic surfaces by blasting with abrasive material traveling at a high velocity, abrasive may be accelerated by an air nozzle or a centrifugal wheel.  {ˈdɹɪəˌblɑst ˈkleen-ən}
dry-box process  [CHEM ENG] The passing of coke-oven or other industrial gases through boxes containing trays of iron oxide coated on wood shavings or other supporting material in order to remove hydrogen sulfide.  {ˈdɹɪəˌbəʊks ˈprəʊs-ər}
dry-bulb thermometer  [ENG] An ordinary thermometer, especially one with an unmoistened bulb, not dependent upon atmospheric humidity.  {ˈdɹɪəˌbʌlb ˈθɔrˌmɑːm-əd-ər}
dry cargo  [IND ENG] Nonliquid cargo, including minerals, grains, boxes, and drums.  {ˈdɹɪəˌkɑrˌɡoʊ}
dry cell  [ELEC] A voltage-generating cell having an immobilized electrolyte.  {ˈdɹɪəˌsɛl}
dry-chemical fire extinguisher  [CHEM ENG] A dry powder, consisting principally of sodium bicarbonate, which is used for extinguishing small fires, especially electrical fires.  {ˈdɹɪəˌkɛm-əˌkɔl ˈfɪr ɪkˌstiŋˌgwoʊˌʃɑːr}
dry cleaning  [ENG] To utilize dry-cleaning fluid to remove stains from textile.  {ˈdɹɪəˌkleen-ən}
dry coloring  [CHEM ENG] A plastics coloring method in which uncolored particles of the plastic material are tumble-blended with selected dyes and pigments.  [ENG] A method to color plastics by tumblingblending colorless plastic particles with dyes and pigments.  {ˈdɹɪəˌkal-əˌrɪŋ}
dry cooling tower  [MECH ENG] A structure in which water is cooled by circulation through finned tubes, transferring heat to air passing over the fins, there is no loss of water by evaporation because the air does not directly contact the water.  {ˈdɹɪəˌkul-ən ˈtɔʊər}
dry course  [BUILD] An initial roofing course of felt or paper not bedded in tar or asphalt.  {ˈdɹɪəˌkɔrs}
dry-desiccant dehydration  [CHEM ENG] Use of silica gel or other solid absorbent to remove liquids from gases, such as water from air, or liquid hydrocarbons from natural gas.  {ˈdɹɪə-dɛs-əˌkɑnt ˈdɛˌhɪdrəˌʃɑn}
dry-disk rectifier  See metallic rectifier.  {ˈdɹɪəˌdisk ˈrɛktəˌfɪər}
dry dock  [CIV ENG] A dock providing support for a vessel and a means for removing the water so that the bottom of the vessel can be exposed.  {ˈdɹɪəˌdɔk}
dry-dock caisson  [CIV ENG] The floating gate to a dry dock. Also known as caisson.  {ˈdɹɪəˌdæks ˈkɑsən}
dry friction  [MECH ENG] Resistance between two dry solid surfaces, that is, surfaces free from contaminating films or fluids.  {ˈdɹɪəˌfrik-ən}
dry grinding  [ENG] Reducing particle sizes without a liquid medium.  {ˈdɹɪəˌgrind-ən}
dry hole  [ENG] A hole driven without the use of water.  {ˈdɹɪəˌhəl}
drying oven  [ENG] A closed chamber for drying an object by heating at relatively low temperatures.  {ˈdɹɪəˌinˌəvən}
dry klin  [ENG] A heated room or chamber used to dry and season cut lumber.  {ˈdɹɪəˌkɪl}
dry limestone process  [CHEM ENG] An air-pollution control method in which sulfur oxides are exposed to limestone to convert them to disposable residues.  {ˈdɹɪəˌlimˌstən ˈprəʊs-ər}
dry machining  [MECH ENG] Cutting, drilling, and grinding operations in which the use of a cutting fluid (lubricant) has been eliminated.  {ˈdɹɪəˌmɔʃən-ən}
dry measure  [MECH ENG] A measure of volume for commodities that are dry.  {ˈdɹɪəˌmɛrə-əˈbɪl-əd-ər}
dry mill  [MECH ENG] Grinding device used to powder or pulverize solid materials without an associated liquid.  {ˈdɹɪəˌmɪl}
dry permeability  [ENG] A property of dried bonded sand to permit passage of gases while molten material is poured into a mold.  {ˈdɹɪəˌpərˌmɛ-təˌəˈbɪl-əd-ər}
dry pint  See pint.  {ˈdɹɪəˌpɪnt}
dry pipe  [MECH ENG] A perforated metal pipe above the normal water level in the steam space of a boiler which prevents moisture or extraneous matter from entering steam outlet lines.  {ˈdɹɪəˌpɪp}
dry-pipe system  [ENG] A sprinkler system that admits water only when the air it normally contains has been vented; used for systems subjected to freezing temperatures.  {ˈdɹɪəˌpɪpˌsɪst-əm}
dry-pit pump  [MECH ENG] A pump operated with the liquid conducted to and from the unit by piping.  {ˈdɹɪəˌpɪtˌpʌmp}
dry plasma etching  See plasma etching.  {ˈdɹɪəˌpləzmə}
dry pressing  [ENG] Molding clayware by compressing moist clay powder in metal dies.  {ˈdɹɪəˌprɛs-ə-ɪn}
dry pt  See pint.  {ˈdɹɪəˌpt}
dry run  [ENG] Any practice test or session.  {ˈdɹɪəˌrʌn}
Drysdale ac polar potentiometer  [ENG] A potentiometer for measuring alternating-current voltages in which the voltage is applied across a slide-wire supplied with current by a phase-shifting transformer; this current is measured by an ammeter and brought into phase with the unknown voltage by adjustment of the transformer rotor, and the unknown voltage is measured by observation of the slide-wire setting for a null indication of a galvanometer.  {ˈdɹɪəˌdrɛsəl ˈlɔsəˌpərˈlər pəˈten-chəˌləm-əd-ər}
dry sieving  [ENG] Particle-size distribution analysis of powdered solids, the sample is placed on the top sieve screen of a nest (stack), with
mesh openings decreasing in size from the top to the bottom of the nest. {drī ‘siv-ĭj}
dry sleeve [MECH ENG] A cylinder liner which is not in contact with the coolant. {drī ‘siv-ĕl}
dry spot [CHEM ENG] 1. An open area of an incomplete surface film on laminated plastic. 2. A section of laminated glass where the inter-layer and glass are not bonded. {drī ‘spăt}
dry-steam drum [MECH ENG] 1. Pressurized chamber into which steam flows from the steam space of a boiler drum. 2. That portion of a two-stage furnace that extends forward of the main combustion chamber; fuel is dried and gasified therein, with combustion of gaseous products accomplished in the main chamber; the refractory walls of the Dutch oven are sometimes water-cooled. {drī ‘stĕm ‘drăm}
dry-steam energy system [ENG] 1. A geothermal energy source that produces superheated steam. 2. A hydrothermal convective system driven by vapor with a temperature in excess of 300°F (150°C). {drī ‘stĕm ‘en-‘ar-je, ‘sıs-tam}
dry storage [MECH ENG] Cold storage in which refrigeration is provided by chilled air. {drī ‘sto-rĭj}
dry strength [ENG] The strength of an adhesive joint determined immediately after drying under specified conditions or after a period of conditioning in the standard laboratory atmosphere. {drī ‘streshăng}
dry test meter [ENG] Gas flow rate meter with two compartments separated by a movable diaphragm which is connected to a series of gears that actuate a dial; when one chamber is full, a valve switches to the other, empty chamber, used to measure household gas flow rates and to calibrate flow-measurement instruments. {drī ‘test ‘mĕd-ŏr}
dry ticket [IND ENG] Tank inspection form signed by shore and ship inspectors before loading and after discharging the ship. {drī ‘tik-ăt}
dry wall [BUILD] A wall covered with wallboard, in contrast to plaster. [ENG] A wall constructed of rock without cementing material. {drī ‘wel}
dry well [CIV ENG] 1. A well that has been completely drained. 2. An excavated well filled with broken stone and used to receive drainage when the water percolates into the soil. 3. Compartment of a pumping station in which the pumps are housed. {drī ‘wel}
Drzewiecki theory [MECH ENG] In theoretical investigations of windmill performance, a theory concerning the air forces produced on an element of the blade. {dřar-ve-kĕ’ the-ĕ-rĕ}
D.S. See Doppler sonar.
Dualayer distillate process [CHEM ENG] A process for the removal of mercaptan and oxygenated compounds from distillate fuel oils; treatment is with concentrated caustic Dualayer solution and electrical precipitation of the impurities. {dŭ-ă-ăr ‘dis-tăl-ăt ‘pra-săs}
Dualayer solution [CHEM ENG] A concentrated potassium or sodium hydroxide solution containing a solubilizer; used in the Dualayer distillate process. {dŭ-ă-ăr ‘sol-ă-lu-shăn}
dual-bed dehumidifier [MECH ENG] A sorbent dehumidifier with two beds; one bed dehumidifying while the other bed is reactivating, thus providing a continuous flow of air. {dŭ-ă-ăr ‘bed ‘dĕ-ŭ-yû-mid-ă-fr-ăr}
dual-channel amplifier [ENG ACOUS] An audiofrequency amplifier having two separate amplifiers for the two channels of a stereophonic sound system, usually operating from a common power supply mounted on the same chassis. {dŭ-ă-ăr ‘chan-ăl ‘am-plă-fr-ăr}
dual control [CONT SYS] An optimal control law for a stochastic adaptive control system that gives a balance between keeping the control errors and the estimation errors small. {dŭ-ă-ăr ‘kăn-trŏl}
dual-flow oil burner [MECH ENG] An oil burner with two sets of tangential slots in its atomizer for use at different capacity levels. {dŭ-ă-ăr ‘oil ‘băr-năr}
dual-fuel engine [MECH ENG] Internal combustion engine that can operate on either of two fuels, such as natural gas or gasoline. {dŭ-ă-ăr ‘yŏl ‘en-ĕn-ăn}
dual-gravity valve [CHEM ENG] A float-operated valve that operates on the interface between two immiscible liquids of different specific gravities. {dŭ-ă-ăr ‘grav-ă-lĕ văl}
dual in-line package [ELECTR] Microcircuit package with two rows of vertical leads that are easily inserted into an etched circuit board. Abbreviated DIP. {dŭ-ă-ăr ‘lin ‘pak-ĕj}
dual meter [ENG] Meter constructed so that two aspects of an electric circuit may be read simultaneously. {dŭ-ă-ăr ‘mĕd-ŏr}
dual-mode control [CONT SYS] A type of control law which consists of two distinct types of operation; in linear systems, these modes usually consist of a linear feedback mode and a bang-bang-type mode. {dŭ-ă-ăr ‘mŏd kăn-trŏl}
dual-track tape recorder See double-track tape recorder. {dŭ-ă-ăr ‘trak ‘tăp ri-kŏrd-ăr}
dub [ENG ACOUS] 1. To transfer recorded material from one recording to another, with or without the addition of new sounds, background music, or sound effects. 2. To combine two or more sources of sound into one record. 3. To add a new sound track or new sounds to a motion picture film, or to a recorded radio or television production. {dăb}
Dubs cracking [CHEM ENG] A continuous, liquid-phase, thermal cracking process. {dŭbs ‘krak-ĭj}
duckbill [MECH ENG] A shacking type of combination loader and conveyor whose loading end is generally shaped like a duck's bill. {dăk, bil}
duckfoot [ENG] In a piping system, a support fitted to the bend of a vertical pipe to permit the direct load of the pipework and fittings to be transferred to the floor, foundation, or associated installations. {dăk, fut}
duct [MECH ENG] A fluid flow passage which may range from a few inches in diameter to many feet in rectangular cross section, usually constructed of galvanized steel, aluminum, or copper, through which air flows in a ventilation system or to a compressor, supercharger, or other equipment at speeds ranging to thousands of feet per minute. (dakt)

ducted fan [MECH ENG] A propeller or multibladed fan inside a coaxial duct or cowling. Also known as ducted fan, shrouded propeller. (dækt-tad ‘fan’)

ducted propeller See ducted fan. (dækt-tad præp’el-ər)

ductile fracture See fibrous fracture. (dækt-əl)

Dufour effect [THERMO] Energy flux due to a mass gradient occurring as a coupled effect of irreversible processes. (du-foor ‘it’ekst)

Dufour number [THERMO] A dimensionless number used in studying thermodiffusion, equal to the increase in enthalpy of a unit mass during a dimensionless mass transfer divided by the enthalpy of the unit mass of mixture. Symbol Du. (dju’m-em ‘mær-gæz-læz i’kwæ-mæn)

Duhem-Margules equation [THERMO] An equation showing the relationship between the two constituents of a liquid-vapor system and their partial vapor pressures: $\frac{d In p_x}{d In p_y} = \frac{d In x_y}{d In x_x}$

where $x_x$ and $x_y$ are the mole fractions of the two constituents, and $p_x$ and $p_y$ are the partial vapor pressures. (dju’lem ‘mær-gæz-læz i’kwæ-mæn)

Dukler theory [CHEM ENG] Relationship of velocity and temperature distribution in thin films on vertical walls, used to calculate eddy viscosity and thermal conductivity near the solid boundary. (dju’ler ‘the-ə-rē)

Dulong-Petit law [THERMO] The law that the product of the specific heat per gram and the atomic weight of many solid elements at room temperature has almost the same value, about 6.3 calories (264 joules) per degree Celsius. (dju’lon-pét’ə)

Dulong’s formula [ENG] A formula giving the gross heating value of coal in terms of the weight fractions of carbon, hydrogen, oxygen, and sulfur from the ultimate analysis. (dju’long ‘for-mə-lə)

DUMAND See deep underwater muon and neutrino detector. (dju’mánd)

dumb iron [ENG] 1. A rod for opening seams prior to caulking 2. A rigid connector between the frame of a motor vehicle and the spring tower or similar appendage to a building but is not part of the building itself. [IND ENG] where $x_x$ and $x_y$ are the mole fractions of carbon, hydrogen, oxygen, and sulfur from the ultimate analysis. (dju’mánd)

dumbwaiter [MECH ENG] An industrial elevator which carries small objects but is not permitted to carry people. (dju’mwas’ər)

dummy [ENG] Simulating device with no operating features, as a dummy heat coil. (dju’mi)

dummy joint [ENG] A groove cut into the top half of a concrete slab, sometimes packed with filler, to form a line where the slab can crack with only minimum damage. (dju’mə, dju’nt)

dump baller [ENG] A cylindrical vessel designed to deliver cement or water into a well which otherwise might cave in if fluid was poured from the top. (damp, bål-ər)

dump bucket [MECH ENG] A large bucket with movable discharge gates at the bottom; used to move soil or other construction materials by a crane or cable. (damp, bål-ət)

dump car [MECH ENG] Any of several types of narrow-gage rail cars with bodies which can easily be tipped to dump material. (damp, kär)

dump tank See measuring tank. (damp, tänk)

dump truck [ENG] A motor or hand-propelled truck for hauling and dumping loose materials, equipped with a body that discharges its contents by gravity. (damp, trək)

dump valve [ENG] A large valve located at the bottom of a tank or container used in emergency situations to empty the tank quickly, for example, to jettison fuel from an airplane fuel tank. (damp, valv)

dumpy level [ENG] A surveyor's level which has a telescope with its level tube rigidly attached to a vertical spindle and is capable only of horizontal rotary movement. (damp, ‘lev-əl)

dunking sonar See dipping sonar. (dąŋk’iŋ ‘so-nər)

dunnage [ENG] A configuration of members that forms a structural support for a cooling tower or similar appendage to a building but is not part of the building itself. [IND ENG] 1. Padding material placed in a container to protect ship's hold to protect the cargo from shifting and damage. (dən-ij)

duplex [ENG] Consisting of two parts working together or in a similar fashion. (dąp’lekst)

duplexed system [ENG] A system with two distinct and separate sets of facilities, each of which is capable of assuming the system function while the other assumes a standby status. Also known as redundant system. (dąp’lekst ‘siz-tən)

duplex lock [DES ENG] A lock with two independent pin-tumbler cylinders on the same bolt. (dąp’lekst ‘lek)

duplex operation [ENG] In radar, a condition of operation when two identical and interchangeable equipments are provided, one in an active state and the other immediately available for operation. (dąp’lekst ‘ap-əra’nəshən)

duplex pump [MECH ENG] A reciprocating pump with two parallel pumping cylinders. (dąp’lekst ‘pump)

duplex tandem compressor [MECH ENG] A compressor having cylinders on two parallel frames connected through a common crankshaft. (dąp’lekst ‘tæn-dəm ‘kæm’prəs’ər)

duplicate cavity plate [ENG] In plastics molds, the removable plate in which the molding cavities are retained, used in operating where two plates are necessary for insert loading. (dəp’lə-lə’tət ‘kæv-ad-ə, plet)

Dupré equation [THERMO] The work $W_{LS}$ done
durability

by adhesion at a gas-solid-liquid interface, expressed in terms of the surface tensions $\gamma$ of the three phases, is $W_{LS} = \gamma_{GS} + \gamma_{GL} - \gamma_{LS}$.  

{dūr-əˈbil-əd-ə́}

durability [ENG] The quality of equipment, structures, or goods of continuing to be useful after an extended period of time and usage.  

{dūr-əˈbal ˈgūdzə́}

durable goods [ENG] Products whose usefulness continues for a number of years and that are not consumed or destroyed in a single usage. Also known as durables; hard goods.  

{dūr-əˈbalk ˈdūrə́}

durable [ENG] See durable goods.  

duration [MECH] A basic concept of kinetics which is expressed quantitatively by time measured by a clock or comparable mechanism.  

{duˈrənˈtreɪnə́}

durometer [ENG] An instrument consisting of a small drill or blunt indentor point under pressure, used to measure hardness of metals and other materials.  

{duˈrəməˈdrə́tə́}

durometer hardness [ENG] The hardness of a material as measured by a durometer.  

{duˈrəməˈdrə́tə́ nərˈhärdsə́}

dust chamber [ENG] A chamber through which gases pass to permit deposition of solid particles for collection. Also known as ash collector, dust collector.  

{dʌst ˈkæməˈbɑːrə́}

dust collector See dust chamber.  

{dʌst kəˈlektə́rə́}

dust control system [ENG] System to capture, settle, or inert dusts produced during handling, drying, or other process operations, considered important for safety and health.  

{dʌst kənˈtrə́lˌsɪstə́mə́}

dust counter [ENG] A photoelectric apparatus which measures the size and number of dust particles per unit volume of air. Also known as Kern counter.  

{dʌst ˈkɔrnˌtrə́ntə́}

dust-counting microscope [ENG] A microscope equipped for quantitative dust sample analysis, magnification is usually 100X.  

{dʌst ˈkɔuntˈɪŋ miˈkrəʊskə́pə́}

dust explosion [ENG] An explosion following the ignition of flammable dust suspended in the air.  

{dʌst ˈɪkˈspləʊrə́zə́nə́}

dust filter [ENG] A gas-cleaning device using a dry or viscous-coated fiber or fabric for separation of particulate matter.  

{dʌst ˈfɪltə́rə́}

dust separator [ENG] Device or system to remove dust from a flowing stream of gas, includes electrostatic precipitators, wet scrubbers, bag filters, screens, and cyclones.  

{dʌst ˈsepərə́ˌrædə́rə́}

Dutch door [BUILD] A door with upper and lower parts that can be opened and closed independently.  

{dʌtʃ ˈdɔrə́}

Dutchman [ENG] A filler piece for closing a gap between two pipes or between a pipe or fitting and a piece of equipment, if the pipe is too short to achieve closure or if the pipe and equipment are not aligned.  

{dʌtʃˈmʌnə́}

Dutchman’s log [ENG] A buoyant object thrown overboard to determine the speed of a vessel; the time required for a known length of the vessel to pass the object is measured, and the speed can then be computed.  

{ˈdʌtʃˌmæn ˈlægə́}

Dutch process [CHEM ENG] A process for making white lead, metallic lead is placed in vessels containing a dilute acetic acid, and the vessels are stacked in bark or manure.  

{ˈdʌtʃˌpræsə́ ˈoʊsə́}

duty cycle [ELECTR] See duty ratio.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

Dvorak keyboard [ENG] A keyboard whose layout is altered from that of the standard qwerty keyboard to speed up typing; more of the frequently used keys are on the home row.  

{ˈdəʊvərˌak ˈkɪbərdə́}

dwell [DES ENG] That part of a cam that allows the cam follower to remain at maximum lift for a period of time.  

{ˈdəlwə́lˌkwə́də́ ˈoʊsə́}

dwell angle See dwell.  

{ˈdəlwə́lˌæŋˈgə́lə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

Dvorak keyboard [ENG] A keyboard whose layout is altered from that of the standard qwerty keyboard to speed up typing; more of the frequently used keys are on the home row.  

{ˈdəʊvərˌak ˈkɪbərdə́}

dwell [DES ENG] That part of a cam that allows the cam follower to remain at maximum lift for a period of time.  

{ˈdəlwə́lˌkwə́də́ ˈoʊsə́}

dwell angle See dwell.  

{ˈdəlwə́lˌæŋˈgə́lə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}

duty cycle [ENG] Test meter which gives direct reading of duty cycle.  

{ˈdjuˌtɪ ˈsrə́tə́ ˈoʊsə́}

D variometer See declination variometer.  

{ˈdɪˌvɛərˈeɪʃənˌvəriˈɒmətə́rə́}
dynamic behavior  [ENG] A description of how a system or an individual unit functions with respect to time.  (djfnam-ik boh-eh-ve-yar)

dynamic braking  [MECH] A technique of electric braking in which the retarding force is supplied by the same machine that originally was the driving motor.  (djfnam-ik boh-kayi-


dynamic check  [ENG] Check used to ascertain the correct performance of some or all components of equipment or a system under dynamic or operating conditions.  (djfnam-ik cho-keh)

dynamic compressor  [MECH ENG] A compressor which uses rotating vanes or impellers to impart velocity and pressure to the fluid.  (djfnam-ik kom-pres-ar)

dynamic creep  [MECH] Creep resulting from fluctuations in a load or temperature.  (djfnam-ik krup)

dynamic equilibrium  [MECH] The condition of any mechanical system when the kinetic reaction is regarded as a force, so that the resultant force on the system is zero according to d'Alembert's principle. Also known as kinetic equilibrium.  (djfnam-ik e-kwa-lib-re-om)

dynamic holdup  [CHEM ENG] Liquid held by a tank or process vessel, with constant introduction of fresh material and countering withdrawal of held material to maintain a constant liquid level.  (djfnam-ik hoil-dep)

dynamic leak test  [ENG] A type of leak test in which the vessel to be tested is evacuated and an external tracer gas is applied; an internal leak detector will respond if gas is drawn through any leaks.  (djfnam-ik lek-test)

dynamic load  [CIV ENG] A force exerted by a moving body on a resisting member, usually in a relatively short time interval. Also known as energy load.  (djfnam-ik lod)

dynamic loudspeaker  [ENG ACOUS] A loudspeaker in which the moving diaphragm is attached to a current-carrying voice coil that interacts with a constant magnetic field to give the in-and-out motion required for the production of sound waves. Also known as dynamic speaker; moving-coil loudspeaker.  (djfnam-ik laud-spek-ar)

dynamic microphone  [ENG ACOUS] A moving-conductor microphone in which the flexible diaphragm is attached to a coil positioned in the fixed magnetic field of a permanent magnet. Also known as moving-coil microphone.  (djfnam-ik mii-kray-fon)

dynamic model  [ENG] A model of an aircraft or other object which has its linear dimensions and its weight and moments of inertia reproduced in scale in proportion to the original.  (djfnam-ik mawd-al)

dynamic noise suppressor  [ENG ACOUS] An audio-frequency filter circuit that automatically adjusts its band-pass limits according to signal level, generally by means of reactance tubes; at low signal levels, when noise becomes more noticeable, the circuit reduces the low-frequency response and sometimes also reduces the high-frequency response.  (djfnam-ik noiz se-pres-ar)

dynamic packing  [ENG] Any packing that operates on moving surfaces, in functioning, to retain fluid under pressure, they carry the hydraulic load and therefore operate like bearings.  (djfnam-ik pak-i-jay)

dynamics  [MECH] That branch of mechanics which deals with the motion of a system of material particles under the influence of forces, especially those which originate outside the system under consideration.  (djfnam-iks)

dynamic sensitivity  [ENG] The minimum leak rate which a leak detector is capable of sensing.  (djfnam-ik sen-sa-tiv-ad-e)

dynamic similarity  [MECH ENG] A relation between two mechanical systems (often referred to as model and prototype) such that by proportional alterations of the units of length, mass, and time, measured quantities in the one system go identically (or with a constant multiple for each) into those in the other, in particular, this implies constant ratios of forces in the two systems.  (djfnam-ik sim-a-lar-ad-e)

dynamic speaker  [ENG] A dynamic loudspeaker.

dynamic stability  [MECH] The characteristic of a body, such as an aircraft, rocket, or ship, that causes it, when disturbed from an original state of steady motion in an upright position, to damp the oscillations set up by restoring moments and gradually return to its original state. Also known as stability.  (djfnam-ik sta-bal-ad-e)

dynamic test  [ENG] A test conducted under active or simulated load.  (djfnam-ik test)

dynamic time warping  [ENG ACOUS] In speech recognition, the operation of compressing or stretching the temporal pattern of speech signals to take speaker variations into account.  (djfnam-ik tim-warp-


dynamic unbalance  [MECH ENG] Failure of the rotation axis of a piece of rotating equipment to coincide with one of the principal axes of inertia due to forces in a single axial plane and on opposite sides of the rotation axis, or in different axial planes.  (djfnam-ik an-bal-ans)

dynamic work  [IND ENG] A sustained pattern of work that results in motion around an anatomical joint, for example, a handling or assembly task.  (djfnam-ik work)

dynamometer  [ENG] 1. An instrument in which current, voltage, or power is measured by the force between a fixed coil and a moving coil.  2. A special type of electric rotating machine used to measure the output torque or driving torque of rotating machinery by the elastic deformation produced.  (di-no mam-ad-ar)

dyne  [MECH] The unit of force in the centimeter-gram-second system of units, equal to the force which imparts an acceleration of 1 cm/s^2 to a 1 gram mass.  (dun)
This page intentionally left blank.
earthenware

earliest completion time  [IND ENG] The earliest time for completion of an activity of a project for the entire project, it equals the earliest start time of the final event included in the schedule.  {'ər-lē-aʊt ˈfɪn-ɪʃ ,tɪm}

earliest start time  [IND ENG] The earliest time at which an activity may begin in the schedule of a project; it equals the earliest time that all predecessor activities can be completed.  {'ər-lē-aʊt ˈstɑːrt ,tɪm}

eyearly finish date  [IND ENG] The earliest time that an activity can be completed.  {'ər-lē ˈfɪn-ɪʃ ,dɑːt}

early start date  [IND ENG] The earliest time that an activity may begin in the schedule.  {'ər-lē ˈstɑːrt ,dɑːt}

earned value  [IND ENG] The budgeted cost of the work performed for a given project.  {'ərnd ˈval-juː}

earphone  [ENG ACOUS] 1. An electroacoustical transducer, such as a telephone receiver or a headphone, actuated by an electrical system and supplying energy to an acoustical system of the ear, the waveform of the earphone being substantially the same as in the electrical system. 2. A small, lightweight electroacoustical transducer that fits inside the ear, used chiefly with hearing aids.  {'ɪr, fon}

earplug  [ENG] A device made of a pliable substance which fits into the ear opening, used to protect the ear from excessive noise or from water.  {'ɪr, plɑːg}

ear protector  [ENG] A device, such as a plug or ear muff, used to protect the human ear from loud noise that may be injurious to hearing, such as that of jet engines.  {'ɪr prɑːtɛkˈtɔːr}

earth See ground.  {'ɔrθ}

earth current  [ELEC] Return, fault, leakage, or stray current passing through the earth from electrical equipment. Also known as ground current.  {'ɑrθ, koʊrnt}

earth dam  [CIV ENG] A dam having the main section built of earth, sand, or rock, and a core of impervious material such as clay or concrete.  {'ɑrθ, ˈdæm}

eartheware  [ENG] Ceramic products of natural clay, fired at 1742–2129°F (950–1165°C), that is slightly porous, opaque, and usually covered with a nonporous glaze.  {'ɑr-thənˌwɛr}

earth inductor  [ENG] A type of inclinometer that has a coil which rotates in the earth's field and in which a voltage is induced when the rotation axis does not coincide with the field direction; used to measure the dip angle of the earth's magnetic field. Also known as dip inductor, earth inductor compass; induction inclinometer.  {'ərθ ɪnˌdɑːkˈtɔr}

earth inductor compass See earth inductor.  {'ərθ ɪnˌdɑːkˈtɔr ,kæmˌpɑs}

earthmover  [MECH ENG] A machine used to excavate, transport, or push earth.  {'ərθ, mʌvər}

earth pressure  [CIV ENG] The pressure which exists between earth materials (such as soil or sediments) and a structure (such as a wall).  {'ərθ, ˈpresh-ər}

earthquake-resistant  [CIV ENG] Of a structure or building, able to withstand lateral seismic stresses at the base.  {'ərθˌkwɑːk riˌzɪsˈtɒnt}

earth thermometer See soil thermometer.  {'ərθˌθɔrməˈmædʒər}

earthwork  [CIV ENG] 1. Any operation involving the excavation or construction of earth embankments. 2. Any construction made of earth.  {'ərθˌwɜrk}

easeament  [CIV ENG] The right held by one person over another person's land for a specific use; rights of tenants are excluded.  {'ɛzˌmɑːnt}

easeament curve  [CIV ENG] A curve, as on a highway, whose degree of curvature is varied to provide a gradual transition between a tangent and a simple curve, or between two simple curves which it connects. Also known as transition curve.  {'ɛzˌmɑːnt ˈkærv}

eave  [BUILD] The border of a roof overhanging a wall.  {'ɛv}

eaves board  [BUILD] A strip nailed along the eaves of a building to raise the end of the bottom course of tile or slate on the roof.  {'ɛvzˌbɔrð}

eaves molding  [BUILD] A cornicelike molding below the eaves of a building.  {'ɛvzˌmɑʊdɪŋ}

Ebert ion counter  [ENG] An ion counter of the aspiration condenser type, used for the measurement of the concentration and mobility of small ions in the atmosphere.  {'ɛbərt ˈɪənˌkaʊntər}

ebulizing-bed reactor  [CHEM ENG] A type of fluidized bed in which catalyst particles are held in suspension by the upward movement of the
e eccentric bit

[ENG] Active sonar, in echo-ranging sonar An instrument used to record echogram ECDIS A rubber-lined slurry or eccentric valve eccentric rotor engine eccentric signal eccentric station eccentric valve ECDIS See electronic chart display and information system. [MECH] A rotary engine, such as the Wankel engine, wherein motion is imparted to a shaft by a rotor eccentric to the shaft. [ENG] A survey signal whose position is not in a vertical line with the station it is representing. [MECH] A survey point over which an instrument is centered and which is not positioned in a vertical line with the station it is representing. [ENG] A rubber-lined slurry or fluid valve with an eccentric rotary cut-off body to reduce corrosion and wear on mechanical moving valve parts.

[ENG] Identification of a sonar reflection from a target, as distinct from energy returned by other reflectors. (ˈek-ə, rēk-ig, nish-ən)

[ENG] In sonar calibration and training, an artificial target that returns a synthetic echo by receiving a signal and retransmitting it. (ˈek-ə, rēd-ər)

[ENG] A graphic display obtained with ultrasound pulse-reflection techniques; for example, an echocardiogram. (ˈek-ə ˈsän-ə, gram)

See sonic depth finder. (ˈek-əˌsōn-dər)

[ENG] Determination of the depth of water by measuring the time interval between emission of a sonic or ultrasonic signal and the return of its echo from the sea bottom. (ˈek-əˌsōn-ənd-ən)

[ENG] Radar in which the echo is split by special circuits associated with the antenna lobe-switching mechanism, to give two echo indications on the radarscope screen; when the two echo indications are equal in height, the target bearing is read from a calibrated scale. (ˈek-əˌsplid-ənˌrā, dər)

[IND] The application of mathematical and statistical techniques to the estimation of mathematical relationships for testing of economic theories and the solution of economic problems. (ekˈkān-əmismo-triks)

[IND] The number of years after which a capital good should be replaced in order to minimize the long-run annual cost of operation, repair, depreciation, and capital. Also known as project life. (ˈek-əˌnām-imˌikˌlif)

[IND] The number of units of a product or item to be manufactured at each setup or purchased on each order so as to minimize the cost of purchasing or setup, and the cost of holding the average inventory over a given period, usually annual. Also known as project life. (ˈek-əˌnām-imˌikˌlaˌsi)

[IND] The number of orders required to fulfill the economic lot size. (ˈek-əˌnām-imˌikˌɔrˌdārˌkwān-ədē)

[IND] The economic lot size for a purchased quantity. (ˈek-əˌnām-imˌikˌparˌchāsˌkwān-ədē)

[IND] A social science that deals with production, distribution, and consumption of commodities, or wealth. (ˈek-əˌnām-imˌiksˌek-əˌnām-imˌiks)

[IND] In metal machining, the total time, usually expressed in minutes, during which a given tool performs its required function under the most efficient cutting conditions. (ˈek-əˌnām-imˌikˈtuˌlif)

[ENG] A reservoir in a continuous-flow oxygen system in which oxygen exhaled by the user is collected for recirculation in the system. (ˈek-əˌnām-imˌikˈtūˌlif)

[ENG] A reservoir in a continuous-flow oxygen system in which oxygen exhaled by the user is collected for recirculation in the system. (ˈek-əˌnām-imˌikˈtūˌlif)

[ENG] A reservoir in a continuous-flow oxygen system in which oxygen exhaled by the user is collected for recirculation in the system. (ˈek-əˌnām-imˌikˈtūˌlif)

[ENG] A reservoir in a continuous-flow oxygen system in which oxygen exhaled by the user is collected for recirculation in the system. (ˈek-əˌnām-imˌikˈtūˌlif)

[ENG] A reservoir in a continuous-flow oxygen system in which oxygen exhaled by the user is collected for recirculation in the system. (ˈek-əˌnām-imˌikˈtūˌlif)
thus lowering flue gas temperature, improving boiler efficiency, and saving fuel. 

**efficiency** 

**edge effect** [ELEC] An outward-curving distortion of lines of force near the edges of two parallel metal plates that form a capacitor. 

**EDCR** See electronic cash register. 

**ED** See electronic dummy. 

**eddy conduction** See eddy heat conduction. 

**eddy conductivity** [THERMO] The exchange coefficient for eddy heat conduction. 

**eddy-current brake** [MECH ENG] A control device or dynamometer for regulating rotational speed, as of flywheels, in which energy is converted by eddy currents into heat. 

**eddy-current clutch** [MECH ENG] A type of electromagnetic clutch in which torque is transmitted by means of eddy currents induced by a magnetic field set up by a coil carrying direct current in one rotating member. 

**eddy-current heating** See induction heating. 

**eddy-current sensor** [ENG] A proximity sensor which uses an alternating magnetic field to create eddy currents in nearby objects, and then the currents are used to detect the presence of the objects. 

**eddy-current tachometer** [ENG] A type of tachometer in which a rotating permanent magnet induces currents in a spring-mounted metal cylinder. The resulting torque rotates the cylinder and moves its attached pointer in proportion to the speed of the rotating shaft. Also known as drag-type tachometer. 

**eddy heat conduction** [THERMO] The transfer of heat by means of eddies in turbulent flow, treated analogously to molecular conduction. Also known as eddy heat flux, eddy conduction. 

**eddy heat flux** See eddy heat conduction. 

**Edeleanu process** [CHEM ENG] A process for removal of compounds of sulfur from petroleum fractions by an extraction procedure utilizing liquid sulfur dioxide, or liquid sulfur dioxide and benzene. 

**EDEL room** [ENG ACOUS] A control room in a sound-recording studio in which reflective or diffusive surfaces are placed near the loudspeaker and above the mixing console, while the rear wall behind the mixer is made absorptive. Derived from LEDE room (by reverse spelling). 

**edge connector** [ELECTR] A row of etched lines on the edge of a printed circuit board that is inserted into a slot to establish a connection with another printed circuit board. 

**ECONOMY** [CHEM ENG] In a multiple-effect evaporation system, the total weight of water vaporized in an evaporator per unit weight of the original steam supplied. 

**ECR** See electronic record reader. 

**effector** [CONT SYS] A motor, solenoid, or hydraulic piston that turns commands to a teleoperator into specific manipulatory actions. 

**effective bandwidth** [ELECTR] The bandwidth of an assumed rectangular band-pass having the same transfer ratio at a reference frequency as a given actual band-pass filter, and passing the same mean-square value of a hypothetical current having even distribution of energy throughout that bandwidth. 

**Effective Center** [ENG ACOUS] In a sonar projector, the point where lines coincide with the direction of propagation, as observed at different points some distance from the projector, apparently intersect. Also known as apparent source. 

**effective confusion area** [ENG] Amount of chaff whose area overlap is proportional to the area of the particular aircraft at a particular frequency. 

**effective discharge area** [DES ENG] A nominal or calculated area of flow through a pressure relief valve for use in flow formulas to determine valve capacity. 

**effective force** See inertial force. 

**effective gun bore line** [MECH] The line which a projectile should follow when the muzzle velocity of the anti-aircraft gun is vectorially added to the aircraft velocity. 

**effective launcher line** [MECH] The line along which the aircraft rocket would go if it were not affected by gravity. 

**effective raker** [MECH ENG] The angular relationship between the plane of the tooth face of the cutter and the line through the tooth point measured in the direction of chip flow. 

**effective surface** [ENG] In a heat exchanger, a surface that actively transfers heat. 

**effective thermal resistance** [ELECTR] Of a semiconductor device, the effective temperature rise per unit power dissipation of a designated junction above the temperature of a stated external reference point under conditions of thermal equilibrium. Also known as thermal resistance. 

**Edison effect** See thermionic emission. 

**Edson runner** See Chile mill.
the degree of heat output per unit of fuel when all available oxidizable materials in the fuel have been burned. **2.** Ratio of useful energy provided by a dynamic system to the energy supplied to it during a specific period of operation. **[THERMO]** The ratio of the work done by a heat engine to the heat energy absorbed by it. Also known as thermal efficiency. **(əˌfish-ən-se)**

**efficiency expert** **[IND ENG]** An individual who analyzes procedures, productivity, and jobs in order to recommend methods for achieving maximum utilization of resources and equipment. **(əˌfish-ən-seˌekˈsport)**

**effluent** **[CHEM ENG]** See discharge liquor. **[CIV ENG]** The liquid waste of sewage and industrial processing. **(əˈfljuː-ənt)**

**effluent weir** **[CIV ENG]** A dam at the outflow end of a watercourse. **(əˈfljuː-ənt ˈwer)**

**effluvium** **[IND ENG]** By-products of food and chemical processes, in the form of wastes. **(əˈfljuː-ve-əm)**

**effort-controlled cycle** **[IND ENG]** A work cycle which is performed entirely by hand or in which the hand time controls the place. Also known as manually controlled work. **(ˈef-ər t kanˌtrɔldˌsiˌrāl)**

**effort rating** **[IND ENG]** Assessing the level of manual effort expended by the operator, based on the observer's concept of normal effort, in water sample. Also known as pace rating; performance rating. **(ˈef-ərtˌrād-ərg)**

**Egerton’s effusion method** **[THERMO]** A method of determining vapor pressures of solids at high temperatures, in which one measures the mass lost by effusion from a sample placed in a tightly sealed silica pot with a small hole; the pot rests at the bottom of a tube that is evacuated for several hours, and is maintained at a high temperature by a heated block of metal surrounding it. **(ˈe-jər-tənz əˌfyū-ərˌzanˌmeth-əd)**

**Ehrenfest’s equations** **[THERMO]** Equations which state that for the phase curve P(T) of a second-order phase transition the derivative of pressure P with respect to temperature T is equal to \( (\frac{C_p}{C_p} - \frac{C_v}{C_v}) = (\gamma - 1)(K_1 - K) \), where \( i \) and \( f \) refer to the two phases, \( \gamma \) is the coefficient of volume expansion, \( K \) is the compressibility, \( C_v \) is the specific heat at constant pressure, and \( V \) is the volume. **(ˈer-ənˌfestsˌiŋkˌwəˈzän̩s)**

**Einthoven galvanometer** See string galvanometer. **(ˈinˌtoh-ənˌgəl-vənˈnəm-əd-ər)**

**ejection** **[ENG]** The process of removing a molding from a mold impression by mechanical means, by hand, or by compressed air. **(əˌjek-ʃən̩)**

**ejector** **[ENG]** 1. Any of various types of jet pumps used to withdraw fluid materials from a space. Also known as eductor. 2. A device that ejects the finished casting from a mold. **(əˌjek-ər)**

**ejector condenser** **[MECH ENG]** A type of direct-contact condenser in which vacuum is maintained by high-velocity injection water. condenses steam and discharges water, condensate, and noncondensables to the atmosphere. **(əˌjek-ər kanˌden-sər̩)**

**ejector pin** **[ENG]** A pin driven into the rear of a mold cavity to force the finished piece out. Also known as knockout pin. **(əˌjek-ər ˈpin̩)**

**ejector plate** **[ENG]** The plate backing up the ejector pins and holding the ejector assembly together. **(əˌjek-ər ˈplat̩)**

**ejector rod** **[ENG]** A rod that activates the ejector assembly of a mold when it is opened. **(əˌjek-ər ˈraud̩)**

**Ekman current meter** **[ENG]** A mechanical device for measuring ocean current velocity which incorporates a propeller and a magnetic compass and can be suspended from a moored ship. **(ˈek-əm-ənˌdriˌmētərˌmēd-ər̩)**

**Ekman dredge** **[ENG]** A special type of dredge for sampling sediment that is fitted with opposable jaws operated by a messenger traveling down a cable to release a spring catch. **(ˈek-əm-ənˌdriˌdʒər̩)**

**Ekman water bottle** **[ENG]** A cylindrical tube fitted with plates at both ends and used for deep-water samplings, when hit by a messenger it turns 180°, closing the plates and capturing the water sample. **(ˈek-əm-ənˌwətərˈba̱ltəˌba̱ld-əl̩)**

**elastance** **[ELEC]** The reciprocal of capacitance. **(iˌlas-tans̩)**

**elastic** **[MECH]** Capable of sustaining deformation without permanent loss of size or shape. **(iˌlas-tık̩)**

**elastica** **[MECH]** The elastic curve formed by a uniform rod that is originally straight, then is bent in a principal plane by applying forces, and couples only at its ends. **(iˌlas-təˌk̩ä̱)**

**elastic aftereffect** **[MECH]** The delay of certain substances in regaining their original shape after being deformed within their elastic limits. Also known as elastic lag. **(iˌlas-tık̩ˌaf-təˌrəˌlekt̩)**

**elastic axis** **[MECH]** The lengthwise line of a beam along which transverse loads must be applied in order to produce bending only, with no torsion of the beam at any section. **(iˌlas-tık̩ˌˈak-sæs̩)**

**elastic body** **[MECH]** A solid body for which the additional deformation produced by an increment of stress completely disappears when the increment is removed. Also known as elastic solid. **(iˌlas-tık̩ˌˈbæd-əl̩)**

**elastic buckling** **[MECH]** An abrupt increase in the lateral deflection of a column at a critical load while the stresses acting on the column are wholly elastic. **(iˌlas-tık̩ˌˈbækˌlɪŋ̩)**

**elastic center** **[MECH]** That point of a beam in the plane of the section lying midway between the flexural center and the center of twist in that section. **(iˌlas-tık̩ˌˈsen-ər̩)**

**elastic collision** **[MECH]** A collision in which the sum of the kinetic energies of translation of the participating systems is the same after the collision as before. **(iˌlas-tık̩ˌˈkaˌlɪz-ən̩)**
elastic constant
See compliance constant; stiffness constant. { ['las-tik] kān-stānt }

elastic curve
[MECH] The curved shape of the longitudinal centroidal surface of a beam when the transverse loads acting on it produced wholly elastic stresses. { 'l'as-tik rō-kav }

elastic deformation
[MECH] Reversible alteration of the form or dimensions of a solid under stress or strain. { 'l'as-tik 'dūr-ən }

elastic equilibrium
[MECH] The condition of an elastic body in which each volume element of the body is in equilibrium under the combined effect of elastic stresses and externally applied body forces. { 'l'as-tik, 'hi-sō-tik rē-sas }

elastic force
[MECH] A force arising from the deformation of a solid which depends only on the body's instantaneous deformation and not on its previous history, and which is conservative. { 'l'as-tik fōr s }

elastic hysteresis
[MECH] Phenomenon exhibited by some solids in which the deformation of the solid depends not only on the stress applied to the solid but also on the previous history of this stress, analogous to magnetic hysteresis, with magnetic field strength and magnetic induction replaced by stress and strain respectively. { 'l'as-tik 'hi-sto-tikเรรื่ด' }

elasticity
[MECH] 1. The property whereby a solid material changes its shape and size under action of opposing forces, but recovers its original configuration when the forces are removed. 2. The existence of forces which tend to restore to its original position any part of a medium (solid or fluid) which has been displaced. { ə'las-tis:tis-'sād-e }

elasticity modulus
See modulus of elasticity. { ə'las-tis:tis-'sād-e, 'māj-o-laas }

elastic lag
See elastic aftereffect. { 'l'as-tik 'lāg }

elastic limit
[MECH] The maximum stress a solid can sustain without undergoing permanent deformation. { 'l'as-tis-tik 'lim-ət }

elastic modulus
See modulus of elasticity. { ə'las-tis-tik 'māj-o-laas }

elastic potential energy
[MECH] Capacity that a body has to do work by virtue of its deformation. { 'l'as-tik 'pətən-chal en-ər-əjə }

elastic ratio
[MECH] The ratio of the elastic limit to the ultimate strength of a solid. { 'l'as-tik 'rā-sōbō }

elastic recovery
[MECH] That fraction of a given deformation of a solid which behaves elastically. { 'l'as-tik rō-kav-o-rē }

elastic scattering
[MECH] Scattering due to an elastic collision. { 'l'as-tik 'skād-o-rēj }

elastic solid
See elastic body. { 'l'as-tik 'sāl-əd }

elastic strain energy
[MECH] The work done in deforming a solid within its elastic limit. { 'l'as-tik 'strān en-ər-əjë }

elastic theory
[MECH] Theory of the relations between the forces acting on a body and the resulting changes in dimensions. { 'l'as-tik 'thē-o-rē }

elastic vibration
[MECH] Oscillatory motion of a solid body which is sustained by elastic forces and the inertia of the body. { 'l'as-tik vībrā-shen }

elastodynamics
[MECH] The study of the mechanical properties of elastic waves. { ə'il-stō'dīnam-ikss }

elastoplasticity
[MECH] State of a substance subjected to a stress greater than its elastic limit but not so great as to cause it to rupture, in which it exhibits both elastic and plastic properties. { 'las-tō-plās-tis-'sād-e }

elasto-resistance
[ELEC] The change in a material's electrical resistance as it undergoes a stress within its elastic limit. { 'l'as-tō-rīz-i-sōn }

elbow
[DES ENG] 1. A fitting that connects two pipes at an angle, often of 90°. 2. A sharp corner in a pipe. { ə'el-bō }

elbow meter
[ENG] Pipe elbow used as a liquid flowmeter, flow rate is measured by determining the differential pressure developed between the inner and outer radii of the bend by means of two pressure taps located midway on the bend. { ə'el-bo mēd-ər }

electret
[ELEC] A solid dielectric possessing persistent electric polarization, by virtue of a long time constant for decay of a charge instability. { ə'lek-tret }

electret headphone
[ENG ACOUS] A headphone consisting of an electret transducer, usually in the form of a push-pull transducer. { ə'lek-tret 'hed-fōn }

electret microphone
[ENG ACOUS] A microphone consisting of an electret transducer in which the foil electret diaphragm is placed next to a perforated, ridged, metal or metal-coated plate, and output voltage, taken between diaphragm and backplate, is proportional to the displacement of the diaphragm. { ə'lek-tret 'mī-kra-fōn }

electret transducer
[ELCTR] An electroacoustic or electromechanical transducer in which a foil electret, stretched out to form a diaphragm, is placed next to a metal or metal-coated plate, and motion of the diaphragm is converted to voltage between diaphragm and plate, or vice versa. { ə'lek-tret tranz'dū-sōr }

electric
[ELEC] Containing, producing, arising from, or acted by electricity, often used interchangeably with electrical. { ə'lek-trik }

electrical
[ELEC] Related to or associated with electricity, but not containing it or having its properties or characteristics, often used interchangeably with electric. { ə'lek-trō-kāl }

187
electrical blasting cap

**electrical blasting cap**  [ENG] A blasting cap ignited by electric current and not by a spark. [ɐˈlek-tra-kəl ‘blast-ing, kap]

**electrical breakdown**  See breakdown. [ɐˈlek-tra-kəl ‘bræk, dain]

**electrical conductance**  See conductance. [ɐˈlek-tra-kəl kanˈdək-tons]

**electrical conduction**  See conduction. [ɐˈlek-tra-kəl kanˈdək-shən]

**electrical conductivity**  See conductivity. [ɐˈlek-tra-kəl kən, dəkˈtiv-əd-ə]

**electrical drainage**  [ELEC] Diversion of electric currents from subterranean pipes to prevent electrolytic corrosion. [ɪˈlek-trə-kəl ˈdrən-ɪj]

**electrical engineer**  [ENG] An engineer whose training includes a degree in electrical engineering from an accredited college or university (or who has comparable knowledge and experience), to prepare him or her for dealing with the generation, transmission, and utilization of electric energy. [ɪˈlek-trə-kəl ˈen-ən-nər]

**electrical engineering**  [ENG] Engineering that deals with practical applications involving current flow through conductors, as in motors and generators. [ɪˈlek-trə-kəl ɪn-ˈdən-ən-nər-ɪj]

**electrical fault**  See fault. [ɪˈlek-trə-kəl ˈfɔlt]

**electrical image**  [ENG] An image that is obtained in the course of borehole logging and is based on electrical rather than optical contrasts. [ɪˈlek-trə-kəl ˈɪm-ɪj]

**electrical impedance**  Also known as impedance. [ˈELEC] 1. The total opposition that a circuit presents to an alternating current, equal to the complex ratio of the voltage to the current in complex notation. Also known as complex impedance. 2. The ratio of the maximum voltage in an alternating-current circuit to the maximum current; change in resistance caused by the elastic deformation in which the main rotating element is suspended this force is counteracted by the force of a compression spring. Also known as arc. [ɪˈlek-trə-kəl ɪmˈpɛd-əns]

**electrical insulator**  See insulator. [ɪˈlek-trə-kəl ˈɪn-sər, ləd-ər]

**electrical loading**  See loading. [ɪˈlek-trə-kəl ˈləd-ɪŋ]

**electrical log**  [ENG] Recorded measurement of the conductivities and resistivities down the length of uncased borehole, gives a complete record of the formations penetrated. [ɪˈlek-trə-kəl ˈlæg]

**electrical logging**  [ENG] The recording in uncased sections of a borehole of the conductivities and resistivities of the penetrated formations, used for geological correlations of the strata and evaluation of possible productive horizons. Also known as electrical well logging. [ɪˈlek-trə-kəl ˈlæg-ɪŋ]

**electrically suspended gyro**  [ENG] A gyroscope in which the main rotating element is suspended by an electromagnetic or an electrostatic field. [ɪˈlek-trə-kəl ˈsæs ˈpɛn-dəd ɪˈrɛs]

**electrical pressure transducer**  See pressure transducer. [ɪˈlek-trə-kəl ˈpresh-ər træns, də-ʃər]

**electrical properties**  [ELEC] Properties of a substance which determine its response to an electric field, such as its dielectric constant or conductivity. [ɪˈlek-trə-kəl ˈpræp-ərd-əz]

**electrical prospecting**  [ENG] The use of downhole electrical logs to obtain subsurface information for geological analysis. [ɪˈlek-trə-kəl ˈpræs pɛktɪŋ]

**electrical resistance**  See resistance. [ɪˈlek-trə-kəl ˈrɪzəs-əns]

**electrical resistance meter**  See resistance meter. [ɪˈlek-trə-kəl ˈrɪzəs-əns, məd-ər]

**electrical resistance strain gage**  [ENG] A vibration-measuring device consisting of a grid of fine wire cemented to the vibrating object to measure fluctuating strains. [ɪˈlek-trə-kəl ˈrɪzəs-əns ˈstrən, ɡɛɪ]

**electrical-resistance thermometer**  See resistance thermometer. [ɪˈlek-trə-kəl ˈrɪzəs-əns ˈθər-mər]

**electrical resistivity**  [ELEC] The electrical resistance offered by a material to the flow of current, times the cross-sectional area of current flow and per unit length of current path, the reciprocal of the conductivity. Also known as resistivity, specific resistance. [ɪˈlek-trə-kəl ˈrɛz-əs-əv-ədə]

**electrical resistor**  See resistor. [ɪˈlek-trə-kəl riˈzər-tə]

**electrical symbol**  [ELEC] A simple geometrical symbol used to represent a component of a circuit in a schematic circuit diagram. [ɪˈlek-trə-kəl ˈsɪm-bəl]

**electrical transcription**  See transcription. [ɪˈlek-trə-kəl trænsˈkrip-shən]

**electrical unit**  [ELEC] A standard in terms of which some electrical quantity is evaluated. [ɪˈlek-trə-kəl ˈyuː-ən]

**electrical weighing system**  [ENG] An instrument which weighs an object by measuring the change in resistance caused by the elastic deformation of a mechanical element loaded with the object. [ɪˈlek-trə-kəl ˈweɪnˌiŋ, sɪs-təm]

**electrical well logging**  See electrical logging. [ɪˈlek-trə-kəl ˈwel, ləd-ɪŋ]

**electric arc**  [ELEC] A discharge of electricity through a gas, normally characterized by a voltage drop approximately equal to the ionization potential of the gas. Also known as arc. [ɪˈlek-trik ˈɑrk]

**electric battery**  See battery. [ɪˈlek-trik ˈbæt-rɪ]

**electric boiler**  [MECH ENG] A steam generator using electric energy, in immersion, resistor, or electrode elements, as the source of heat. [ɪˈlek-trik ˈbɔɪl-ər]

**electric brake**  [MECH ENG] An actuator in which the actuating force is supplied by current flowing through a solenoid, or through an electromagnet which is thereby attracted to disks on the rotating member, actuating the brake shoes; this force is counteracted by the force of a compression spring. Also known as electromagnetic brake. [ɪˈlek-trik ˈbræk]

**electric bridge**  See bridge. [ɪˈlek-trik ˈbrɪdʒ]

**electric car**  [MECH ENG] An automotive vehicle that is propelled by one or more electric motors powered by a special rechargeable electric battery rather than by an internal combustion engine. [ɪˈlek-trik ˈkɑr]
electric cell  [ELEC] 1. A single unit of a primary or secondary battery that converts chemical energy into electric energy. 2. A single unit of a device that converts radiant energy into electric energy, such as a nuclear, solar, or photo voltaic cell. (i’lek-trik ‘sel) electric charge  See charge. (i’lek-trik ‘chärj) electric circuit  [ELEC] Also known as circuit. 1. A path or group of interconnected paths capable of carrying electric currents. 2. An arrangement of one or more complete, closed paths for electron flow. (i’lek-trik ‘srak-kt) electric coil  See coil. (i’lek-trik ‘koił) electric conductor  See conductor. (i’lek-trik kan’dak-tar) electric connection  [ELEC] A direct wire path for current between two points in! circuit. (i’lek-trik ka’nek-shan) electric connector  [ELEC] A device that joins electric conductors mechanically and electrically to other conductors and to the terminals of apparatus and equipment. (i’lek-trik ka’nek-tar) electric contact  [ELEC] A physical contact that permits current flow between conducting parts. Also known as contact. (i’lek-trik ‘kan-takt) electric contactor  See contactor. (i’lek-trik ‘kän,tak-tar) electric coupling  [MECH ENG] Magnetic-field coupling between the shafts of a driver and a driven machine (i’lek-trik ‘kəp-liji) electric current  density  See current density. (i’lek-trik ‘kər-rant, den-səd-ə) electric current meter  See ammeter. (i’lek-trik ‘kər-rant, me’d-ər) electric desalting  [CHEM ENG] A process to remove impurities such as inorganic salts from crude oil by settling out in an electrostatic field. (i’lek-trik de’zol-it) electric detonator  [ENG] A detonator ignited by a fuse wire which serves to touch off the primer. (i’lek-trik de’nəd-ər) electric dipole  [ELEC] A localized distribution of positive and negative electricity, without net charge, whose mean positions of positive and negative charges do not coincide. (i’lek-trik ‘dip-əl) electric dipole moment  [ELEC] A quantity characteristic of a charge distribution, equal to the vector sum over the electric charges of the product of the charge and the position vector of the charge. (i’lek-trik ‘dip-əl, mo’kant) electric discharge  See discharge. (i’lek-trik ‘di’sis,cha’rə) electric displacement  [ELEC] The electric field intensity multiplied by the permittivity. Symbolized D. Also known as dielectric displacement; dielectric flux density; displacement; electric displacement density; electric flux density; electric induction. (i’lek-trik dis’pla’s-mant) electric drive  [MECH ENG] A mechanism which transmits motion from one shaft to another and controls the velocity ratio of the shafts by electrical means. (i’lek-trik ‘driv) electric fence  [ENG] A fence consisting of one or more lengths of wire energized with high-voltage, low-current pulses, and giving a warning shock when touched. (i’lek-trik ‘fens) electric field  [ELEC] 1. One of the fundamental fields in nature, causing a charged body to be attracted to or repelled by other charged bodies; associated with an electromagnetic wave or a changing magnetic field. 2. Specifically, the electric force per unit test charge. (i’lek-trik ‘feld) electric-field intensity  See electric-field vector. (i’lek-trik ‘feld, in’ten-sad-ə) electric-field strength  See electric-field vector. (i’lek-trik ‘feld, ‘streŋk-thə) electric-field vector  [ELEC] The force on a stationary positive charge per unit charge at a point in an electric field. Designated E. Also known as electric-field intensity, electric-field strength; electric vector. (i’lek-trik ‘feld, ‘vek-tar) electric flowmeter  [ELEC] Fluid-flow measurement device relying on an inductance or impedance bridge or on electrical-resistance rod elements to sense flow-rate variations. (i’lek-trik ‘flo,med-ər) electric flux  [ELEC] 1. The integral over a surface of the component of the electric displacement perpendicular to the surface; equal to the number of electric lines of force crossing the surface. 2. The electric lines of force in a region. (i’lek-trik ‘flaks) electric flux density  See electric displacement. (i’lek-trik ‘flaks, den-səd-ə) electric flux line  See electric line of force. (i’lek-trik ‘flaks, ‘lin) electric furnace  [ENG] A furnace which uses electricity as a source of heat. (i’lek-trik ‘fərnəs) electric fuse  See fuse. (i’lek-trik ‘fyúz) electric guitar  [ENG ACOUS] A guitar in which a contact microphone placed under the strings picks up the acoustic vibrations for amplification and for reproduction by a loudspeaker. (i’lek-trik ga’tər) electric hammer  [MECH ENG] An electric-powered hammer, often used for riveting or caulking. (i’lek-trik ‘həm-ər) electric heating  [ENG] Any method of converting electric energy to heat energy by resisting the free flow of electric current. (i’lek-trik ‘həd-ig) electric hygrometer  [ENG] An instrument for indicating by electrical means the humidity of the ambient atmosphere; usually based on the relation between the electric conductance of a film of hygroscopic material and its moisture content. (i’lek-trik hə’grom-əd-ər) electric hysteresis  See ferroelectric hysteresis. (i’lek-trik, his-tərə-sas) electrician  [ENG] A skilled worker who installs, repairs, maintains, or operates electrical equipment. (i’lek-trish-ən) electric ignition  [MECH ENG] Ignition of a charge of fuel vapor and air in an internal combustion engine by passing a high-voltage electric
current between two electrodes in the combustion chamber. (ɪˈlek-trɪk ɪgˈnɪʃ-ən)

electric image [ELEC] A fictitious charge used in finding the electric field set up by fixed electric charges in the neighborhood of a conductor, the conductor, with its distribution of induced surface charges, is replaced by one or more of these fictitious charges. Also known as image. (ɪˈlek-trɪk ɪˈmɪj)

electric induction See electric displacement. (ɪˈlek-trɪk ɪnˈdɑːs-ʃən)

electric instrument [ENG] An electricity-measuring device that indicates, such as an ammeter or voltmeter, in contrast to an electric meter that totalizes or records. (ɪˈlek-trɪk ɪnˈstrə-mənt)

electric locomotive [MECH ENG] A locomotive operated by electric power picked up from a system of continuous overhead wires, or, sometimes, from a third rail mounted alongside the track. (ɪˈlek-trɪk ˈloʊ-kərˈmɒd-ər-

electric meter [ENG] An electricity-measuring device that totalizes with time, such as a watt-hour meter or ampere-hour meter, in contrast to an electric instrument. (ɪˈlek-trɪk ˈmɛd-ər-

electric motor See motor. (ɪˈlek-trɪk ˈmɒd-ər-

electric polarization See polarization. (ɪˈlek-trɪk ˈpɔːr-tən-

electric potential [ELEC] The work which must be done against electric forces to bring a unit charge from a reference point to the point in question; the reference point is located at an infinite distance, or, for practical purposes, at the surface of the earth or some other large conductor. Also known as electrostatic potential; potential. Abbreviated V. (ɪˈlek-trɪk ˈpatən-

electric power [ELEC] The rate at which electric energy is converted to other forms of energy, equal to the product of the current and the voltage drop. (ɪˈlek-trɪk ˈpəʊ-ər-

electric power generation [MECH ENG] The large-scale production of electric power for industrial, residential, and rural use, generally in stationary plants designed for that purpose. (ɪˈlek-trɪk ˈpəʊ-ər,

electric power line See power line. (ɪˈlek-trɪk ˈpəʊ-ər,

electric power meter [ENG] A device that measures electric power consumed, either at an instant, as in a wattmeter, or averaged over a time interval, as in a demand meter. Also known as power meter. (ɪˈlek-trɪk ˈpəʊ-ər ,mɛd-ər-

electric power plant [MECH ENG] A power plant that converts a form of raw energy into electricity, for example, a hydro, steam, diesel, or nuclear generating station for stationary or transportation service. (ɪˈlek-trɪk ˈpəʊ-ər ,plænt-

electric power station [ELEC] A generating station or an electric power subdivision. (ɪˈlek-trɪk ˈpəʊ-ər,

electric power substation [ELEC] An assembly of equipment in an electric power system through which electric energy is passed for transmission, transformation, distribution, or switching. Also known as substation. (ɪˈlek-trɪk ˈpəʊ-ər ˈsoʊkˌstə-ʃən-

electric power system [MECH ENG] A complex assemblage of equipment and circuits for generating, transmitting, transforming, and distributing electric energy. (ɪˈlek-trɪk ˈpəʊ-ər ˈsɪstəm-

electric power transmission [ELEC] Process of transferring electric energy from one point to another in an electric power system. (ɪˈlek-trɪk ˈpəʊ-ər ˈtrænz,mɪʃ-ən-

electric precipitation See precipitation. (ɪˈlek-trɪk ˈprɛ-sər,ˈmɪʃ-ən-

electric railroad [MECH ENG] A railroad which has a system of continuous overhead wires or a third rail mounted alongside the track to supply electric power to the locomotive and cars. (ɪˈlek-trɪk ˈtəlˌrod-

electric reactor See reactor. (ɪˈlek-trɪk ˈrɛk-ər-

electric resistance See resistance. (ɪˈlek-trɪk ˈrɪzəs-

electric resistance furnace See resistance furnace. (ɪˈlek-trɪk ˈrɪzəs-

electric shunt See shunt. (ɪˈlek-trɪk ˈʃʌnt-

electric stacker [MECH ENG] A stacker whose carriage is raised and lowered by a winch powered by electric storage batteries. (ɪˈlek-trɪk ˈstək-

electric strength See dielectric strength. (ɪˈlek-trɪk ˈstrɛntk-

electric susceptibility [ELEC] A dimensionless parameter measuring the ease of polarization of a dielectric, equal (in meter-kilogram-second units) to the ratio of the polarization to the product of the electric field strength and the vacuum permittivity. Also known as dielectric susceptibility. (ɪˈlek-trɪk ˈsəp-oʊr-

electric tachometer [ENG] An instrument for measuring rotational speed by measuring the output voltage of a generator driven by the rotating unit. (ɪˈlek-trɪk ˈtəkəm-

electric tank See electrolytic tank. (ɪˈlek-trɪk ˈtæŋk-

electric thermometer [ENG] An instrument that utilizes electrical means to measure temperature, such as a thermocouple or resistance thermometer. (ɪˈlek-trɪk ˈθɜrˌmɑːm-

electric typewriter [MECH ENG] A typewriter having an electric motor that provides power for all operations initiated by the touching of the keys. (ɪˈlek-trɪk ˈtipˌrɪd-

electric vehicle [MECH ENG] A ground vehicle propelled by a motor powered by electrical energy from rechargeable batteries or other source onboard the vehicle, or from an external source in, on, or above the roadway, examples include the electrically powered golf cart, automobile, and trolley bus. (ɪˈlek-trɪk ˈvɛər-

electric wire See wire. (ɪˈlek-trɪk ˈwɪr-

190
electroacoustic effect  See acoustoelectric effect.

electroacoustics  [ENG ACOUS]  The conversion of acoustic energy and waves into electric energy and waves, or vice versa.  {i,lek-trö-ak’stik l’ekt}

electroacoustic transducer  [ENG ACOUS]  A transducer that receives waves from an electric system and delivers waves to an acoustic system, or vice versa.  Also known as sound transducer.  {i,lek-trö-ak’stik tran’zdü’-sər}

electrochemical grinding  See electrolytic grinding.  {i,lek-trö-kem-i-ak’l grind-ig}

electrochemical power generation  [ENG]  The direct conversion of chemical energy to electric energy, as in a battery or fuel cell.  {i,lek-trö’ kem-ə-kal ’pou ar; jen-ə-rashən}

electrochemical recording  [ELECTR]  Recording by means of a chemical reaction brought about by the passage of signal-controlled current through the sensitized portion of the record sheet.  {i,lek-trö’ kem-ə-kal ri’kɔrd-ig}

electrochemical thermodynamics  [THERMO]  The application of the laws of thermodynamics to electrochemical systems.  {i,lek-trö’ kem-ə-kal tharm-ə-d’il’nam-iks}

electrochemical transducer  [ENG]  A device which uses a chemical change to measure the input parameter; the output is a varying electrical signal proportional to the measurand.  {i,lek-trö’ kem-ə-kal tran’zdü’-sər}

electrochemical valve  [ELEC]  Electric valve consisting of a metal in contact with a solution or compound, across the boundary of which current flows more readily in one direction than in the other direction, and in which the valve action is accompanied by chemical changes.  {i,lek-trö’ kem-ə-kal’valv}

electrochromic device  [ENG]  A self-contained, hermetically sealed, two-electrode electrolytic cell that includes one or more electrochromic materials and an electrolyte.  {i,lek-trö’krom-ik di’vis}

electrochromic display  [ELECTR]  A solid-state passive display that uses organic or inorganic insulating solids which change color when injected with positive or negative charges.  {i,lek-trö’kro’mik di’pla}

electrode  [ELEC]  1.  An electric conductor through which an electric current enters or leaves a medium, whether it be an electrolytic solution, solid, molten mass, gas, or vacuum.  2.  One of the terminals used in dielectric heating or diathermy for applying the high-frequency electric field to the material being heated.  {i,lek-trö’d}

electrode admittance  [ELECTR]  Quotient of dividing the alternating component of the electrode current by the alternating component of the electrode voltage, all other electrode voltages being maintained constant.  {i,lek-trö’d ad’mit-ans}

electrode capacitance  [ELECTR]  Capacitance between one electrode and all the other electrodes connected together.  {i,lek-trö’d kə’pas-əd’-ans}

electrode characteristic  [ELECTR]  Relation between the electrode voltage and the current to an electrode, all other electrode voltages being maintained constant.  {i,lek-trö’d kar-ik-tə’ris-tik}

electrode conductance  [ELECTR]  Quotient of the inphase component of the electrode alternating current by the electrode alternating voltage, all other electrode voltage being maintained constant; this is a variational and not a total conductance.  Also known as grid conductance.  {i,lek-trö’d kan’dək-tons}

electrode couple  [ELEC]  The pair of electrodes in an electric cell, between which there is a potential difference.  {i,lek-trö’d ka-pɔl}

electrode current  [ELECTR]  Current passing to or from an electrode, through the interelectrode space within a vacuum tube.  {i,lek-trö’d ko-ront}

electrode impedance  [ELECTR]  Reciprocal of the electrode admittance.  {i,lek-trö’d im’ped-ans}

electrode resistance  [ELECTR]  Reciprocal of the electrode conductance, this is the effective parallel resistance and is not the real component of the electrode impedance.  {i,lek-trö’d ri’zis-tons}

electrode-type liquid-level meter  [ENG]  Device that senses liquid level by the effect of the liquid-gas interface on the conductance of an electrode or probe.  {i,lek-trö’d tip’lik wad ljev-əl ’mɛd-ər}

electrode voltage  See electrode potential.  {i,lek-trö’d vəl-ti}

electrodrill  [MECH ENG]  A drilling machine driven by electric power.  {i,lek-trö’dril}

electrodynamic ammeter  [ENG]  Instrument which measures the current passing through a fixed coil and a movable coil connected in series by balancing the torque on the movable coil (resulting from the magnetic field of the fixed coil) against that of a spiral spring.  {i,lek-trö’d’näm-ik ’kə,med-ar}

electrodynamic instrument  [ENG]  An instrument that depends for its operation on the reaction between the current in one or more movable coils and the current in one or more fixed coils. Also known as electrodynamometer.  {i,lek-trö’d’näm-ik ’in-stra’mant}

electrodynamic loudspeaker  [ENG ACOUS]  Dynamic loudspeaker in which the magnetic field is produced by an electromagnet, called the field coil, to which a direct current must be furnished.  {i,lek-trö’d’näm-ik ’lau̇d,spək-ər}

electrodynamometer  [ENG]  An electrodynamic instrument connected as a wattmeter, with the main current flowing through the fixed coil, and a small current proportional to the voltage flowing through the movable coil. Also known as moving-coil wattmeter.  {i,lek-trö’d’näm-ik ’wət,med-ar}

electrodynamometric  See electrodynamometer.  {i,lek-trö’d’näm-mət-ər}

electrodynamometrical  See electrodynamometer.  {i,lek-trö’d’näm-mə’tər}

electroexplosive  [ENG]  An initiator or a system in which an electric impulse initiates detonation
or deflagration of an explosive. \( \text{[{\text{MECH ENG}}] A clutch which are electrostatically or electromagnetically actuated} \)

**electrograph** \( \text{[ENG]} \) Any plot, graph, or tracing produced by the action of an electric current on a sensitized paper (or other chart material) or by means of an electrically controlled stylus or pen. \( \text{[{\text{MECH ENG}}]} \)

**electrohydrodynamic** \( \text{[ENG]} \) Operated or effected by a combination of electric and hydraulic mechanisms. \( \text{[{\text{MECH ENG}}]} \)

**electrokinetograph** \( \text{[ENG]} \) An instrument used to measure ocean current velocities based on their electrical effects in the magnetic field of the earth. \( \text{[{\text{MECH ENG}}]} \)

**electroluminescence** \( \text{[ELECTR]} \) The emission of light, not due to heating effects alone, resulting from application of an electric field to a material, usually solid. \( \text{[{\text{ELEC}}]} \)

**electrolyte-MOSFET** \( \text{[ENG]} \) A metal oxide semiconductor field-effect transistor (MOSFET) that is immersed in a solution to determine the concentrations of dissolved redox active species, the bulk part of the work function of the gate electrode of the transistor changes when the sensor membrane is oxidized or reduced. Abbreviated EMOSFET. \( \text{[{\text{ELEC}}]} \)

**electrolytic grinding** \( \text{[MECH ENG]} \) A combined grinding and machining operation in which the abrasive, cathodic grinding wheel is in contact with the anodic workpiece beneath the surface of an electrolyte. Also known as electrochemical grinding. \( \text{[{\text{ELEC}}]} \)

**electrolytic mercaptan process** \( \text{[CHEM ENG]} \) A process in which an aqueous caustic solution is used to extract mercaptans from refinery streams. \( \text{[{\text{ELEC}}]} \)

**electrolytic refining** \( \text{[ELECTR]} \) See electrorefining. \( \text{[{\text{ELEC}}]} \)

**electrolytic strip** See humidity strip. \( \text{[{\text{MECH ENG}}]} \)

**electrolytic tank** \( \text{[ENG]} \) A tank in which voltages are applied to an enlarged scale model of an electron-tube system or a reduced scale model of an aerodynamic system immersed in a poorly conducting liquid, and equipotential lines between electrodes are traced, used as an aid to electron-tube design or in computing ideal fluid flow, the latter application is based on the fact that the velocity potential in ideal flow and the stream function in planar flow satisfy the same equation, Laplace’s equation, as an electrostatic potential. Also known as electric tank, potential flow analyzer. \( \text{[{\text{MECH ENG}}]} \)

**electromachining** \( \text{[MECH ENG]} \) The application of electric or ultrasonic energy to a workpiece to effect removal of material. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic brake** See electric brake. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic clutch** \( \text{[MECH ENG]} \) A clutch based on magnetic coupling between conductors, such as a magnetic fluid and powder clutch, an eddy-current clutch, or a hysteresis clutch. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic flowmeter** \( \text{[ENG]} \) A flowmeter that offers no obstruction to liquid flow, two coils produce an electromagnetic field in the conductive moving fluid, the current induced in the liquid, detected by two electrodes, is directly proportional to the rate of flow. Also known as electromagnetic meter. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic interference** \( \text{[ELEC]} \) Interference, generally at radio frequencies, that is generated inside systems, as contrasted to radio-frequency interference coming from sources outside a system. Abbreviated emi. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic logging** \( \text{[ENG]} \) A method of well logging in which a transmitting coil sets up an alternating electromagnetic field, and a receiver coil, placed in the drill hole above the transmitter coil, measures the secondary electromagnetic field induced by the resulting eddy currents within the formation. Also known as electromagnetic well logging. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic meter** See electromagnetic flowmeter. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic noise** \( \text{[ELEC]} \) Noise in a communications system resulting from undesired electromagnetic radiation. Also known as radiation noise. \( \text{[{\text{ELEC}}]} \)

**electromagnetic prospecting** See electromagnetic surveying. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic surveying** \( \text{[ENG]} \) Underground surveying carried out by generating electromagnetic waves at the surface of the earth; the waves penetrate the earth and induce currents in conducting ore bodies, thereby generating new waves that are detected by instruments at the surface or by a receiving coil lowered into a borehole. Also known as electromagnetic prospecting. \( \text{[{\text{MECH ENG}}]} \)

**electromagnetic well logging** See electromagnetic logging. \( \text{[{\text{MECH ENG}}]} \)

**electromanometer** \( \text{[ENG]} \) An electronic instrument used for measuring pressure of gases or liquids. \( \text{[{\text{ELEC}}]} \)

**electromechanical** \( \text{[MECH ENG]} \) Pertaining to a mechanical device, system, or process which is electrostatically or electromagnetically actuated or controlled. \( \text{[{\text{MECH ENG}}]} \)

**electromechanical circuit** \( \text{[ELEC]} \) A circuit containing both electrical and mechanical parameters of consequence in its analysis. \( \text{[{\text{MECH ENG}}]} \)

**electromechanics** \( \text{[MECH ENG]} \) The technology of mechanical devices, systems, or processes which are electrostatically or electromagnetically actuated or controlled. \( \text{[{\text{MECH ENG}}]} \)

**electrometer** \( \text{[ENG]} \) An instrument for measuring voltage without drawing appreciable current. \( \text{[{\text{MECH ENG}}]} \)
**electronic chart display**

**electronic beam** [ELECTR] A narrow stream of electrons moving in the same direction, all having about the same velocity. (i`lek,trän,bèm)

**electronic beam channeling** [ELECTR] The technique of transporting high-energy, high-current electron beams from an accelerator to a target through a region of high-pressure gas by creating a path through the gas where the gas density may be temporarily reduced; the gas may be ionized, or a current may flow whose magnetic field focuses the electron beam on the target. (i`lek,trän,bèm-chan-å-låŋ)

**electron-beam drilling** [ELECTR] Drilling of tiny holes in a ferrite, semiconductor, or other material by using a sharply focused electron beam to melt and evaporate or sublimate the material in a vacuum. (i`lek,trän,bèm-dril-åŋ)

**electron-beam generator** [ELECTR] Velocity-modulated generator, such as a klystron tube, used to generate extremely high frequencies. (i`lek,trän,bèm`ên-å,rad-ång)

**electron-beam ion source** [ELECTR] A source of multiply charged heavy ions which uses an intense electron beam with energies of 5 to 10 kiloelectronvolts to successively ionize injected gas. Abbreviated EBIS. (i`lek,trän,bèm`în`år,sörs)

**electron-beam ion trap** [ELECTR] A device for producing the highest possible change states of heavy ions, in which impact ionization or excitation by successive electrons is efficiently achieved by causing the ions to be trapped in a compressed electron beam by the electron beam's space charge. Abbreviated EBIT. (i`lek,trän,bèm`în`år,trap)

**electron-beam lithography** [ELECTR] Lithography in which the radiation-sensitive film or resist is placed in the vacuum chamber of a scanning-beam electron microscope and exposed by an electron beam under digital computer control; after exposure, the film is removed from the vacuum chamber for conventional development and other production processes. (i`lek,trän,bèm`în`åg-å-rå-fång)

**electron-beam magnetometer** [ENG] A magnetometer that depends on the change in intensity or direction of an electron beam that passes through the magnetic field to be measured. (i`lek,trän,bèm`måg-nåtåm-ad-ång)

**electron-beam parametric amplifier** [ELECTR] A parametric amplifier in which energy is pumped from an electrostatic field into a beam of electrons traveling down the length of the tube, and electron couplers impress the input signal at one end of the tube and translate spiraling electron motion into electric output at the other. (i`lek,trän,bèm`par-åm-ne-trilk`åm-plå-får)

**electron-beam pumping** [ELECTR] The use of an electron beam to produce excitation for population inversion and lasing action in a semiconductor laser. (i`lek,trän,bèm`pam-påm-åŋ)

**electron-beam recorder** [ELECTR] A recorder in which a moving electron beam is used to record signals or data on photographic or thermoplastic film in a vacuum chamber. (i`lek,trän,bèm`ri`kórd-ång)

**electron-beam tube** [ELECTR] An electron tube whose performance depends on the formation and control of one or more electron beams. (i`lek,trän,bèm`tåb)

**electron conduction** [ELEC] Conduction of electricity resulting from motion of electrons, rather than from ions in a gas or solution, or holes in a solid. [THERMO] The transport of energy in highly ionized matter primarily by electrons of relatively high temperature moving in one direction and electrons of lower temperature moving in the other. (i`lek,trän,kån,dåk-shång)

**electron cyclotron resonance reactor** [ENG] A plasma reactor in which resonant coupling of microwave energy into an electron gas at electron cyclotron resonance accelerates electrons, which in turn ionize and excite the neutral gas, resulting in a low-pressure, almost collisionless plasma. (i`lek-trän`skår-kår`å-tån`ån`åk-tång)

**electron negative** [ELEC] 1. Carrying a negative electric charge. 2. Capable of acting as the negative electrode in an electric cell. (i`lek-trön`neg-å-ad-iv)

**electron flow** [ELEC] A current produced by the movement of free electrons toward a positive terminal, the direction of electron flow is opposite to that of current. (i`lek,trän,fåló)

**electron holography** [ELECTR] An imaging technique using the wave nature of electrons achieved by causing the ions to be trapped in a light beam equivalent to the reference wave onto the hologram. (i`lek,trän`åhô`åg-å-ra-fe)

**electronically agile radar** [ENG] An airborne radar that uses a phased-array antenna which changes radar beam shapes and beam positions at electronic speeds. (i`lek`trän-ik`såd-fe`å,åj`ål`årda`ång)

**electronic altimeter** See radio altimeter. (i`lek`trän-ik`ålti`måt-ad-ång)

**electronic cash register** [ENG] A system for automatically checking out goods from retail food stores, consisting of a device that scans packages and reads symbols imprinted on the label, and a computer that converts the symbol information to tell a cash register the price of the item; the computer can also keep records of sales and inventories. Abbreviated ECR. (i`lek`trän-ik`kåsh`åj`å-to-stång)

**electronic chart display and information system** [ENG] A navigation information system with an electronic chart database, as well as navigational and piloting information (typically, vessel-route-monitoring, track-keeping, and track-planning information). Abbreviated ECDIS. (i`lek`trän-ik`åhårt`åg-får`må-shång`åstfår`må-shång`åt-så`)
electronic dummy [ENG ACOUS] A vocal simulator which is a replica of the head and torso of a person, covered with plastisol flesh that simulates the acoustical and mechanical properties of real flesh, and possessing an artificial voice and two artificial ears. Abbreviated ED. [i, lekˈtræn-ik ’dɒm-ē]
electronic engineering [ENG] Engineering that deals with practical applications of electronics. [i, lekˈtræn-ik ’ɛnˌjɒr-nɪr-ɪŋ]
electronic flame safeguard [MECH ENG] An electrode used in a burner system which detects the main burner flame and interrupts fuel flow if the flame is not detected. [i, lekˈtræn-ik ’flæm ’səfɪˌgɑrd]
electronic fuse [ENG] A fuse, such as the radio proximity fuse, set off by an electronic device incorporated in it. [i, lekˈtræn-ik ’fɜɪz]
electronic heating [ENG] Heating by means of radio-frequency current produced by an electron-tube oscillator or an equivalent radio-frequency power source. Also known as high-frequency heating, radio-frequency heating. [i, lekˈtræn-ik ’hɛd-ɪŋ]
electronic humidistat [ENG] A humidistat in which a change in the relative humidity causes a change in the electrical resistance between two sets of alternate metal conductors mounted on a small flat plate with plastic coating, and this change in resistance is measured by a relay amplifier. [i, lekˈtræn-ik ’hjʊl ˈmɪd-əˌstæt]
electronic logger See Geiger-Müller probe. [i, lekˈtræn-ik ’lɒr-ə]
electronic music [ENG ACOUS] Music consisting of tones originating in electronic sound and noise generators used alone or in conjunction with electroacoustic shaping means and sound-recording equipment. [i, lekˈtræn-ik ’myʊˌzɪk]
electronic musical instrument [ENG ACOUS] A musical instrument in which an audio signal is produced by a pickup or audio oscillator and amplified electronically to feed a loudspeaker, as in an electric guitar, electronic carillon, electronic organ, or electronic piano. [i, lekˈtræn-ik ’myʊˌzɪ ˌkæl ’ɪn-stər-mənt]
electronic packaging [ENG] The technology of packaging electronic equipment. In current usage it refers to inserting discrete components, integrated circuits, and MSI and LSI chips (usually attached to a lead frame by beam leads) into plates through holes on multilayer circuit boards (also called cards), where they are soldered in place. [i, lekˈtræn-ik ’pæk-ɪ-əˌjɪŋ]
electronic photometer See photoelectric photometer. [i, lekˈtræn-ik ’fəʊˈtɒm-əˌdɑr]
electronic polarization [ELEC] Polarization arising from the displacement of electrons with respect to the nuclei with which they are associated, upon application of an external electric field. [i, lekˈtræn-ik ’pɔʊrəˌræˌzænʃn]
electronic robot [CONTR SYS] A robot whose motions are powered by a direct-current stepper motor. [i, lekˈtræn-ik ’rɒˌbæt]
electronic speedometer [ENG] A speedometer in which a transducer sends speed and distance pulses over wires to the speed and mileage indicators, eliminating the need for a mechanical link involving a flexible shaft. [i, lekˈtræn-ik spɛdəˌdɑm-əˌdɑr]
electronic thermometer [ENG] A thermometer in which a sensor, usually a thermistor, is placed on or near the object being measured. [i, lekˈtræn-ik ’θɔrˌmænˌədɑr]
electronic voltmeter [ENG] Voltmeter which uses the rectifying and amplifying properties of electron devices and their associated circuits to secure desired characteristics, such as high-input impedance, wide-frequency range, crest indications, and so on. [i, lekˈtræn-ik ’vɔltˌmed-ər]
electronic injection [ELECTR] 1. The emission of electrons from one solid into another. 2. The process of injecting a beam of electrons with an electron gun into the vacuum chamber of a mass spectrometer, betatron, or other large electron accelerator. [i, lekˈtræn-ik ’ɪnˌlektən]
electron microscopy [ELECTR] A device for forming greatly magnified images of objects by means of electrons, usually focused by electron lenses. [i, lekˈtræn-ik ’mɪkˈsaɪˌrəm-əˌkəp]
electron vacuum gage [ENG] An instrument used to measure vacuum by the ionization effect that an electron flow (from an incandescent filament to a charged grid) has on gas molecules. [i, lekˈtræn-ik ’vækˈjʊm ˌgæj]
electrooptic radar [ENG] Radar system using electrooptic techniques and equipment instead of microwave to perform the acquisition and tracking operation. [i, lekˈtræn-ik ˈɑpˌtɪk ˈrɑːdər]
electropainting [ENG] Electrolytic deposition of a thin layer of paint on a metal surface which is made an anode. [i, lekˈtræn-ik ˈpɑnt-ɪŋ]
electrophotoluminescence [ELECTR] Emission of light resulting from application of an electric field to a phosphor which is concurrently, or has been previously, excited by other means. [i, lekˈtræn-ikfəʊˈtɒləmɪnəns]
electrorefining [CHEM ENG] Petroleum refinery process for light hydrocarbon streams in which an electrostatic field is used to assist in separation of chemical treating agents (acid, caustic, doctor) from the hydrocarbon phase. [i, lekˈtræn-ik ˈrɪˌfɪn-ɪŋ]
electroresistive effect [ELECTR] The change in the resistivity of certain materials with changes in applied voltage. [i, lekˈtræn-ik ˈrɪˌzɪsˌtɪv i, lekt]
electroscope [ENG] An instrument for detecting an electric charge by means of the mechanical forces exerted between electrically charged bodies. [i, lekˈtræn-ik, skɒp]
electrostatic [ELEC] Pertaining to electricity at rest, such as an electric charge on an object. [i, lekˈtræn-ik ’stæd-ɪk]
electrostatic actuator See actuator. [i, lekˈtræn-ik ’stæd-ɪk ’lækˌchaˌwɔd-ər]
electrostatic atomization [MECH ENG] Atomization in which a liquid jet or film is exposed to an electric field, and forces leading to atomization arise from either free charges on the surface
or liquid polarization.  

**electrostatic attraction** See Coulomb attraction.

**electrostatic energy** [ELEC] The potential energy which a collection of electric charges possesses by virtue of their positions relative to each other. 

**electrostatic field** [ELEC] A time-independent electric field, such as that produced by stationary charges. 

**electrostatic force** [ELEC] Force on a charged particle due to an electrostatic field, equal to the electric field vector times the charge of the particle. 

**electrostatic force microscopy** [ENG] The use of an atomic force microscope to measure electrostatic forces from electric charges on a surface. 

**electrostatic generator** [ELEC] Any machine which produces electric charges by friction or (more commonly) electrostatic induction. 

**electrostatic gyroscope** [ENG] A gyroscope in which a small beryllium ball is electrostatically suspended within an array of six electrodes in a vacuum inside a ceramic envelope. 

**electrostatic induction** [ELEC] The process of charging an object electrically by bringing it near another charged object, then touching it to ground. Also known as induction. 

**electrostatic interactions** See Coulomb interactions. 

**electrostatic loudspeaker** [ENG ACOUS] A loudspeaker in which the mechanical forces are produced by the action of electrostatic fields; in one type the fields are produced between a thin metal diaphragm and a rigid metal plate. Also known as capacitor loudspeaker. 

**electrostatic microphone** See capacitor microphone. 

**electrostatic painting** [ENG] A painting process that uses the particle-attracting property of electrostatic charges; direct current of about 100,000 volts is applied to a grid of wires through which the paint is sprayed to charge each particle, the metal objects to be sprayed are connected to the opposite terminal of the high-voltage circuit, so that they attract the particles of paint. 

**electrostatic potential** See electric potential. 

**electrostatic precipitator** [ENG] A device which removes dust or other finely divided particles from a gas by charging the particles inductively with an electric field, then attracting them to highly charged collector plates. Also known as precipitator. 

**electrostatic repulsion** See Coulomb repulsion. 

**electrostatics** [ELEC] The study of electric charges at rest, their electric fields, and potentials.
electrostriction transducer

which are independent of reversal of field direction, in contrast to the piezoelectric effect. Also known as electrostrictive strain. [İ]lek-trŏstrĭk-shan]

electrostriction transducer [ENG ACOUS] A transducer which depends on the production of an elastic strain in certain symmetric crystals when an electric field is applied, or, conversely, which produces a voltage when the crystal is deformed. Also known as ceramic transducer. [İ]lek-trŏstrĬk-shan tranz’dŏ-sar

electrostrictive strain See electrostriction. [İ]lek-trŏstrĬk-tiv ’stran]

electrothermal ammeter See thermoammeter. [İ]lek-trŏth-ar’me-mərt]

electrothermal energy conversion [ENG] The direct conversion of electric energy into heat energy, as in an electric heater. [İ]lek-trŏth-ar’ma-l ’em-ŏr-jē kan, var-zhan]

electrothermal process [ENG] Any process which uses an electric current to generate heat, utilizing resistance, arcs, or induction, used to achieve temperatures higher than can be obtained by combustion methods. [İ]lek-trŏth-ar’mal ’prăs-əs]

electrothermal voltmeter [ENG] An electrothermal ammeter employing a series resistor as a multiplier, thus measuring voltage instead of current. [İ]lek-trŏth-ar’mal ’völ’t, mēd-ər]

Elektron process [CHEM ENG] A process of condensation and polymerization in which a mixture of a relatively light mineral oil and a fatty oil is subjected to an electric discharge in an atmosphere of hydrogen; the product is a very viscous oil used for blending with lighter lubricating oils. [İ]lek-trŏn ’prăs-əs]

element [CIV ENG] See member. [ELEC] See component. [İND ENG] A brief, relatively homogeneous part of a work cycle that can be described and identified. [İ]lek-ə’m-ənt]

elemental motion [IND ENG] In time-and-motion study, a fundamental subdivision of the hand movements in manipulating an object. Also known as basic element, fundamental motion; therblig (İ)lek-ə’m-ənt,ə l, nô-shan]

elementary commodity group [IND ENG] The lowest level of goods or services for which consistent values can be determined. Also known as elementary group. (İ)lek-ə-men-’tren-kə ’mad-əd-e ’grup]

elementary group See elementary commodity group. (İ)lek-ə-men-’tren ’grup]

element breakdown [IND ENG] Separation of a work cycle into elemental motions. (İ)lek-ə-’m-ənt ’brāk,dain]

elements [MECH] The various features of a trajectory such as the angle of departure, maximum ordinate, angle of fall, and so on. (İ)lek-ə-’m-ənts]

element time [IND ENG] The time to complete a specific motion element. (İ)lek-ə-’m-ənt ’tīm]
elevate [ENG] To increase the angle of elevation of a gun, launcher, optical instrument, or the like. (İ)lek-ə,vât]
suspended solid particles according to size by the process of elutriation.  (′el-ū-trē-ad-ər)
emagram  [THERMO] A graph of the logarithm of the pressure of a substance versus its temperature, when it is held at constant volume; in meteorological investigations, the potential temperature is often the parameter. {em-'o-gram}
emameter  [ENG] An instrument for the measurement of the radon content of the atmosphere: radon is removed from a sample of air by condensation or adsorption on a surface, and is then placed in an ionization chamber and its activity determined. {em-'a-näm-ad-ər}
embankment  [CIV ENG] 1. A ridge constructed of earth, stone, or other material to carry a roadway or railroad at a level above that of the surrounding terrain. 2. A ridge of earth or stone to prevent water from passing beyond desirable limits. Also known as bank. {em′baŋk-mənt}
embossing stylius  [ENG ACOUS] A recording stylus with a rounded tip that forms a groove by displacing material in the recording medium. {em′bās-ə in, ət′rā-ləs}
embrittlement  [MECH] Reduction or loss of ductility or toughness in a metal or plastic with little change in other mechanical properties. {em′brīd-əl-mənt}
emergency brake  [MECH ENG] A brake that can be set by hand and, once set, continues to hold until released, used as a parking brake in an automobile. {em′nər′jan-ə, ə-brāk}
Emerson wage incentive plan  [IND ENG] A plan allowing employees time to waste 662/3% of standard performance, earning bonuses from there to standard performance, ending at 120% time wages, and thereafter a straight-line earning which is 20% above and parallel to basic piece rate. {em′-ər-ən ˈwāj ənˌi-nən-tiv ˈplān}
Emery-Dietz gravity corer  [ENG] A tube, with weights attached, which forces sediment samples into its interior as it is dropped on the ocean bottom. {em′-ə-rō ˈdēltə ˈgrav-əd-ə, ə-kər-ər}
emery wheel  [DES ENG] A grinding wheel made of or having a surface of emery powder, used for grinding and polishing. {em′-ə-rē, ə-wĕl}
emi See electromagnetic interference.
emission standard  [ENG] The maximum legal quantum of pollutant permitted to be discharged from a single source. {i′mish-ənˌstān-dard}
emissive power  See emittance. {i′mis-iv′pou-ər}
emissivity  [THERMO] The ratio of the radiation emitted by a surface to the radiation emitted by a perfect blackbody radiator at the same temperature. Also known as thermal emissivity. {e′-mā′siv-ad-ə-ət}
emittance  [THERMO] The power radiated per unit area of a radiating surface. Also known as emissive power, radiating power. {i′mīt-əns}
emitter  [ELECTR] A transistor region from which charge carriers that are minority carriers in the base are injected into the base, thus controlling the current flowing through the collector, corresponding to the cathode of an electron tube. Symbolized E. Also known as emitter region. {i′mīd-ər}
emitter barrier  [ELECTR] One of the regions in which rectification takes place in a transistor, lying between the emitter region and the base region. {i′mīd-ərˌhār′ər}
emitter junction  [ELECTR] A transistor junction normally biased in the low-resistance direction to inject minority carriers into a base. {i′mīd-ərˌjən′kən}
EMOSFET See electrolyte-MOSFET.
employment test  [IND ENG] Any of a wide variety of tests to measure intelligence, personality traits, skills, interests, aptitudes, or other characteristics; used to supplement interviews, physical examinations, and background investigations before employment. {em′plōr-mənt ˈtest}
empty-cell process  [ENG] A wood treatment in which the preservative coats the cells without filling them. {em′-tēˌsel ′prās-əs}
emulsionification test  [CHEM ENG] Standard laboratory procedure for evaluating the resistance of insulating oils, turbine oils, and other lubricating oils to emulsionification. {ə, mal′-sə-ˈlākənˌʃənˌtest}
emulsion cleaner  [CHEM ENG] A cleaner composed of organic solvents dispersed in an aqueous solution with the aid of an emulsifying agent. {ə′mal-ənˌšənˌklən-ər}
enameled See glaze. {i′näm-əl}
 enameling  [ENG] The application of a vitreous glaze to pottery or metal surfaces, followed by firing in a kiln or furnace. {i′näm-līg}
enamel kiln  [ENG] A kiln in which enamel colors are fired. {i′näm-əlˌkən}
encastre beam  See fixed-end beam. {ən′-kā-strāˈbēm}
encoder  See matrix. {en′kōd-ər}
encrustation  [ENG] The buildup of slag or other material inside furnaces and kilns. {en′kru-ˈstā-ˌshan}
end-bearing pile  [CIV ENG] A bearing pile that is driven down to hard ground so that it carries the full load at its point. Also known as a point-bearing pile. {e′nəndˌber-inˌpil}
end construction  [CIV ENG] Structural blocks or tiles laid so that the hollow cells run vertically. {e′nd ˌkanˌstrōkˌshan}
end effector  [CONT SYS] The component of a robot that comes into contact with the workpiece and does the actual work on it. Also known as hand. {e′nəndˌiˈfek-tər}
end-feed centerless grinding  [MECH ENG] Centerless grinding in which the piece is fed through grinding and regulating wheels to an end stop. {e′nəndˌfēdˌsənˌtərˌləsˌgrən-dəlˈin}
end item  [ENG] A final combination of end products, component parts, or materials which is ready for its intended use; for example, ship, tank, mobile machine shop, or aircraft. {e′nəndˌiˈtīm}
end lap  [DES ENG] A joint in which two joining members are made to overlap by removal of half the thickness of each. {e′nəndˌlap}
end loader  [MECH ENG] A platform elevator at the rear of a truck. {e′nəndˌloʊdər}
end mill  [MECH ENG] A machine which has a
end-milled keyway

rotating shank with cutting teeth at the end and spiral blades on the peripheral surface; used for shaping and cutting metal. ['endˌmi ldˌki ˈweɪ]

end-milled keyway See profiled keyway. ['endˌmi ldˌkɛˌwɔː]

end-of-arm speed [CONT SYS] The speed at which an end effector arrives at its desired position. ['end əv ˈərm ˈspɛd]

endoradiosonde [ENG] A miniature battery-powered radio transmitter encapsulated like a pill, designed to be swallowed for measuring and transmitting physiological data from the gastrointestinal tract. ['enˈdɔrəˈrädˌeɪˌəˌsænd]

end play [MECH ENG] Axial movement in a shaft-and-bearing assembly resulting from clearances between the components. ['endˌpla]

end point [CHEM ENG] In the distillation analysis of crude petroleum and its products, the highest reading of a thermometer when a specified proportion of the liquid has boiled off. Also known as final boiling point. [CONT SYS] The point at which a robot stops along its path of motion. See breakpoint. ['endˌpoʊnt]

end-point rigidity [CONT SYS] The resistance of a robot to further movement after it has reached its end point. ['enˌpɔɪnt riˈjɪdˌɒdˌeɪ]

end stop [MECH ENG] A limit to the movement of a mechanical system or part, usually brought about by valves or shock absorbers. ['endˌstɒp]

end turning See boxing. ['endˌtɔrnˌɪŋ]

endurance [ENG] The time an aircraft, vehicle, or ship can continue operating under given conditions without repulsing. ['ɪnˌdʊrəns]

endurance limit See fatigue limit. ['ɪnˌdʊrənsˌlɪmˌæt]

endurance ratio See fatigue ratio. ['ɪnˌdʊrənsˌrəˈʃəʊ]

endurance strength See fatigue strength. ['ɪnˌdʊrənsˌstresktʃə]

energy beam [ENG] An intense beam of light, electrons, or other nuclear particles, used to cut, drill, form, weld, or otherwise process metals, ceramics, and other materials. ['enˌərˌjɛˌbɛm]

energy conversion efficiency [MECH ENG] The efficiency with which the energy of the working substance is converted into kinetic energy. ['enˌərˌjɛˌkoʊˌvɜrˌzənˌfishˌɑnˌsɛ]

energy efficiency ratio [ELEC] A value that represents the relative electrical efficiency of air conditioners, it is the quotient obtained by dividing Btu-per-hour output by electrical-watts input during cooling. ['enˌərˌjɛˌɪˌfɪʃˈɑnˌsɛˌrəˌʃəʊ]

energy ellipsoid See momental ellipsoid. ['enˌərˌjɛˌɪˌlɪpˌsoɪd]

energy integral [MECH] A constant of integration resulting from integration of Newton’s second law of motion in the case of a conservative force, equal to the sum of the kinetic energy of the particle and the potential energy of the force acting on it. ['enˌərˌjɛˌɪntˌɛgrəl]

enfleurage [CHEM ENG] Removal of the odoriferous components from flowers by placing them near an odorless mixture of lard and tallow; this mixture absorbs the perfume, which is subsequently extracted. [ˈenˌflʊrərˌeɪ]

engaged column [CIV ENG] A column partially built into a wall, and not freestanding. [ɪnˈɡæd ˈkɔlˌən]

engine [MECH ENG] A machine in which power is applied to do work by the conversion of various forms of energy into mechanical force and motion. ['enˌjɑːn]

engine balance [MECH ENG] Arrangement and construction of moving parts in reciprocating or rotating machines to reduce dynamic forces which may result in undesirable vibrations. ['enˌjɑːnˌbælˌæns]

engine block See cylinder block. ['enˌjɑːnˌblæk]

engine cooling [MECH ENG] Controlling the temperature of internal combustion engine parts to prevent overheating and to maintain all operating dimensions, clearances, and alignment by a circulating coolant, oil, and a fan. ['enˌjɑːnˌkʌlˌɪŋ]

engine cycle [THERMO] Any series of thermodynamic phases constituting a cycle for the conversion of heat into work. Examples are the Otto cycle, Stirling cycle, and Diesel cycle. ['enˌjɑːnˌˈsɪlˌkɔl]

engine cylinder [MECH ENG] A cylindrical chamber in an engine in which the energy of the working fluid, in the form of pressure and heat, is converted to mechanical force by performing work on the piston. Also known as cylinder. ['enˌjɑːnˌˈsɪlˌænˈdər]

engine displacement [MECH ENG] Volume displaced by each piston moving from bottom dead center to top dead center multiplied by the number of cylinders. ['enˌjɑːnˌdɪˌsplæsˌmɑnˈtit]

engine efficiency [MECH ENG] Ratio between the energy supplied to an engine to the energy output of the engine. ['enˌjɑːnˌɪˌfishˌɑnˌsɛ]

engineer [ENG] An individual who specializes in one of the branches of engineering. ['enˌjɑːnəˈnɪr]

engineering economy [IND ENG] 1. Application of engineering or mathematical analysis and synthesis to decision making in economics. 2. The knowledge and techniques concerned with evaluating the worth of commodities and services relative to their cost. 3. Analysis of the economics of engineering alternatives. ['enˌjɑːnəˈnɪriˌɛnˌjɪˌkænˌəˌmɛ]

engineering geology [CIV ENG] The application of education and experience in geology and other geosciences to solve geological problems posed by civil engineering structures. ['enˌjɑːnəˈnɪriˌɛnˌjɪˌkænˌəˌmɛ]

engineer’s chain [CIV ENG] A surveyor’s measuring instrument consisting of 1-foot (30.48-centimeter) steel links joined together by rings, 100 feet (30.5 meters) or 50 feet (15.25 meters) long. Also known as chain. ['enˌjɑːnəˌnɪrizˌtʃæn]

engine inlet [MECH ENG] A place of entrance for engine fuel. ['enˌjɑːnˌɪnˌlɛt]

engine knock [MECH ENG] In spark ignition engines, the sound and other effects associated
with ignition and rapid combustion of the last part of the charge to burn, before the flame front reaches it. Also known as combustion knock. {'en-jan,näk} 

**engine lathe** [MECH ENG] A manually operated lathe equipped with a headstock of the back-g geared, cone-driven type or of the geared-head type. {'en-jan,lath} 

**engine performance** [MECH ENG] Relationship between power output, revolutions per minute, fuel or fluid consumption, and ambient conditions in which an engine operates. {'en-jan,par'för-mans} 

**engine sludge** [ENG] The insoluble products of degradation of lubricating oils and fuels formed during the operation of an internal combustion engine. {'en-jan,slä} 

**Engler distillation test** [CHEM ENG] A standard test for determination of the volatility characteristics of a gasoline by the measurement of the percent of gasoline distilled at various specific temperatures. {'eng-lar dis-ˈtaɪlə-ˌshan,tēst} 

**Engler flask** [CHEM ENG] A standardized flask of 100-milliliter volume used in the Engler distillation test. {'en-glar,flask} 

**Engler viscometer** [ENG] An instrument used in the measurement of the degree Engler, a measure of viscosity, the kinematic viscosity \( \nu \) in stokes for this instrument is obtained from the equation \( \nu = 0.00147t - 3.74/t \), where \( t \) is the efflux time in seconds. {'en-glar vl'skäm-ˌdər} 

**English garden-wall bond** [CIV ENG] A masonry bond in which there are three courses of stretchers to one of headers. {'ɪŋ-gliʃ ˈɡɑrd-ənˈwolˌbænd} 

**enhancement** [ELECTR] An increase in the density of charged carriers in a particular region of a semiconductor. {'en′-hans-mənt} 

**enhancement mode** [ELECTR] Operation of a field-effect transistor in which no current flows when zero gate voltage is applied, and increasing the gate voltage increases the current. {'en′-hans-mant,ˈmɒd} 

**enhancement-mode high-electron-mobility transistor** [ELECTR] A high-electron-mobility transistor in which application of a positive bias to the gate electrode is required for current to flow between the source and drain electrodes. Abbreviated E-HEMT. {'en′-hans-mant ˈmɒd ˈhiˌɪlekˌtrən məˈbɪl-ədˌeɪˌtrænˈzɪs-ˌtɔr} 

**enhancement-mode junction field-effect transistor** [ELECTR] A type of gallium arsenide field-effect transistor in which the gate consists of the junction between the n-type gallium arsenide forming the conducting channel and p-type material implanted under a metal electrode. Abbreviated E-JFET. {'en′-hans-mant ˈmɒd ˈaɪkˌʃən ˈfildˌɪd,ˈfɛktˌtrænˈzɪs-ˌtɔr} 

**enqueue** [ENG] To place a data item in a queue. {'enˌkyuu} 

**enriching column** [CHEM ENG] The portion of a countercurrent contractor (liquid-liquid extraction or vapor-liquid distillation) above the feed point in which an upward-moving, product-rich stream from the stripping column is further purified by countercurrent contact with a downward-flowing reflux stream from the overhead product-entraining vessel. {'in′-rɪtʃɪŋ ˈklærˌɒm} 

**enrocker** [CIV ENG] A grouping of large stones dropped into water to form a base, such as for supporting a pier. {'in′rʌkˌmɔnt} 

**entering angle** [MECH ENG] The angle between the side-cutting edge of a tool and the machined surface of the work; angle is 90° for a tool with 0° side-cutting edge effective. {'enˌtərɪŋˌæŋˌɡəl} 

**enthalpy** [THERMO] The sum of the internal energy of a system plus the product of the system's volume multiplied by the pressure exerted on the system by its surroundings. Also known as heat content, sensible heat, total heat. {'enˌθal-pi} 

**enthalpy-entropy chart** [THERMO] A graph of the enthalpy of a substance versus its entropy at various values of temperature, pressure, or specific volume, useful in making calculations about a machine or process in which this substance is the working medium. {'enˌθal-piˌenˌθər-piˌkær} 

**enthalpy of vaporization** [THERMO] A process in which the liquid boils so violently that suspended droplets of liquid are carried in the escaping vapor. {'enˌθal-piˌvərˌap-boˌzən} 

**entrainer** [CHEM ENG] An additive that forms an azeotrope with one component of a liquid mixture to aid in otherwise difficult separations by distillation, as in azeotropic distillation. {'enˌtranər} 

**entrainment** [CHEM ENG] A process in which the liquid boils so violently that suspended droplets of liquid are carried in the escaping vapor. {'enˌtranˌmənt} 

**entrance** [CIV ENG] The seaward end of a channel, harbor, and so on. {'eng] A place of physical entering, such as a door or passage. {'enˌtrəns} 

**entrance angle** [ENG] In molding, the maximum angle, measured from the center line of the mandrel, at which molten material enters through an atmosphere. {'enˌtrənsˌˈlæk} 

**entropy** [THERMO] Function of the state of a thermodynamic system whose change in any differential reversible process is equal to the heat absorbed by the system from its surroundings divided by the absolute temperature of the system. Also known as thermal change. {'enˌtraˌpə} 

**entry ballistics** [MECH] That branch of ballistics which pertains to the entry of a missile, spacecraft, or other object from outer space into and through an atmosphere. {'enˌtrɪˌbɑliˌstɪks} 

**entry point** [ENG] An entrance. {'enˌtrɪˌpɔɪnt} 

**envelope** [ENG] The glass or metal housing of
environment

an electron tube or the glass housing of an incandescent lamp. ['en-vaˌlōp]

environment [ENG] The aggregate of all natural, operational, or other conditions that affect the operation of equipment or components. [i ɪnˈvaɪrəmənt] or in enˈvaɪrənˌment]

environmental cab [ENG] Operator’s compartment in earthmovers equipped with tinted safety glass, soundproofing, air conditioning, and cleaning units. (i ɪnˈvaɪrənˌmentəl ˈkæb]

environmental control [ENG] Modification and control of soil, water, and air environments of humans and other living organisms. (i ɪnˈvaɪrənˌmentəl ˈkɑb]

environmental control system [ENG] A system used in a closed area, especially a spacecraft or submarine, to permit life to be sustained; the system provides the occupants with a suitably controlled atmosphere to permit them to live and work in the area. (i ɪnˈvaɪrənˌmentəl ˈkɑb tɪˈsɪmˌtæm]

environmental engineering [ENG] The technology concerned with the reduction of pollution, contamination, and deterioration of the surroundings in which humans live. (i ɪnˈvaɪrənˌmentəl ɪnˈjaˌnɪrɪŋ]

environmental impact analysis [IND ENG] Predetermination of the extent of potential or environmental degradation which will be involved in a mining or processing project. (i ɪnˈvaɪrənˌmentəl ɪmˌpak t əˌnɔlˌsəs]

environmental impact statement [ENG] A report of the potential effect of plans for land use in terms of the environmental, engineering, esthetic, and economic aspects of the proposed objective. (i ɪnˈvaɪrənˌmentəl ɪmˌpak t əˌstɑtˌmɑnt]

environmental protection [ENG] The protection of humans and equipment against stresses of climate and other elements of the environment. (i ɪnˈvaɪrənˌmentəl ˈprɒtəkˌʃən]

environmental range [ENG] The range of environment throughout which a system or portion thereof is capable of operation at not less than the specified level of reliability. (i ɪnˈvaɪrənˌmentəl əˌræn]

environmental stress cracking [MECH] The susceptibility of a material to crack or craze in the presence of surface-active agents or other factors. (i ɪnˈvaɪrənˌmentəl ˈstreʃ əkrəŋ]

environmental test [ENG] A laboratory test conducted to determine the functional performance of a component or system under conditions that simulate the real environment in which the component or system is expected to operate. (i ɪnˈvaɪrənˌmentəl ˈtest]

environment simulator [ENG] Any machine or artificial device that simulates all or some of the attributes of an environment, such as the solar simulators with artificial suns used in testing spacecraft. (i ɪnˈvaɪrənˌmentəl ˈsimˈvaˌlədər]

eolian anemometer [ENG] An anemometer which works on the principle that the pitch of the eolian tones made by air moving past an obstacle is a function of the speed of the air. (e əˌlɪən əˌnuˌməˈmestr]

eon [MECH] A unit of time, equal to 10⁹ years. (əˌnɔn]

Eötvös effect [MECH] An apparent decrease (or increase) in the weight of a body moving from west to east (or east to west) because of its greater (or smaller) centrifugal acceleration. (əˈtəvɒʃ ɪˈfɛkt]

Eötvös rule [THERMO] The rule that the rate of change of molar surface energy with temperature is a constant for all liquids; deviations are encountered in practice. (əˈtəvɒʃ əˈrʊl]

Eötvös torsion balance [ENG] An instrument which records the change in the acceleration of gravity over the horizontal distance between the ends of a beam used to measure density variations of subsurface rocks. (əˈtəvɒʃ ˈtɔɹˈʃænˌbælənts]

epicyclic gear [MECH ENG] A system of gears in which one or more gears travel around the inside or the outside of another gear whose axis is fixed. (əˈpɪsɪkl əˈstɪklˌɡɪr]

epicyclic train [MECH ENG] A combination of epicyclic gears, usually connected by an arm, in which some or all of the gears have a motion compounded of rotation about an axis and a translation or revolution of that axis. (əˈpɪsɪkl əˈstɪklˌˈtræn]

epitaxial diffusion-junction transistor [ELECTR] A junction transistor produced by growing a thin, high-purity layer of semiconductor material on a heavily doped region of the same type. (əˌpɪtimˈækəlˌ əˌdaʃfjuˈdʒənʃəˌtrænsˈmɪkˈtən]

epitaxial diffusion-mesa transistor [ELECTR] A diffused-mesa transistor in which a thin, high-resistivity epitaxial layer is deposited on the substrate to serve as the collector. (əˌpɪtimˈækəlˌ əˌdaʃfjuˈdʒənʃəˌtrænsˈmɪkˈtən]

epitaxial transistor [ELECTR] Transistor with one or more epitaxial layers. (əˌpɪtimˈækəlˌ əˌtrænsˈmɪkˈtən]

Eppley pyrheliometer [ENG] A pyrheliometer of the thermoelectric type; radiation is allowed to fall on two concentric silver rings, the outer coated with magnesium oxide and the inner coated with lampblack; a system of thermocouples (thermopile) is used to measure the temperature difference between the rings; attachments are provided so that measurements of direct and diffuse solar radiation may be obtained. (əˈppliˌpərˌhəˈleɪˌmɪtər]
equal-arm balance [MECH] A simple balance in which the distances from the point of support of the balance-arm beam to the two pans at the end of the beam are equal. (əˌkwɔlˌæmˈbælənts]
equalization file [DES ENG] A slightly bulging double-cut file used in fine toolmaking. (əˈkwɔlˌæniˈʒənˌfɪl]
equalizer [ELECTR] A network designed to compensate for an undesired amplitude-frequency or phase-frequency response of a system or component; usually a combination of coils, capacitors, and resistors. Also known as equalizing
equivalent nitrogen pressure
An instrument with a recording device used to measure work performed by muscles under control conditions.  

equivalent noise pressure  [ENG ACOUS] In an electroacoustic transducer or sound reception system, the root-mean-square sound pressure of a sinusoidal plane progressive wave, which when propagated parallel to the primary axis of the transducer, produces an open-circuit signal voltage equivalent to the root-mean-square of the inherent open-circuit noise voltage of the transducer in a transmission band with a bandwidth of 1 hertz and centered on the frequency of the plane sound wave. Also known as inherent noise pressure.  

equivalent orifice  [MECH ENG] An expression of fan performance as the theoretical sharp-edge orifice area which would offer the same resistance to flow as the system resistance itself.  

equivalent round  [ENG] The diameter of a circle whose circumference is equal to the circumference of a pipe whose cross section is not a perfect circle.  

equivalent temperature  [THERMO] A term used in British engineering for that temperature of a blackbody at 75°F (23.9°C) which would lose heat at the same rate as in the environment.  

equivalent twisting moment  [MECH] A twisting moment which, if acting alone, would produce in a circular shaft a shear stress of the same magnitude as the shear stress produced by a given twisting moment and a given bending moment acting simultaneously.  

equivalent viscous damping  [MECH] An assumed value of viscous damping used in analyzing a vibratory motion, such that the dissipation of energy per cycle at resonance is the same for the assumed or the actual damping force.  

equiviscous temperature  [CHEM ENG] A measure of viscosity used in the tar industry, equal to the temperature in degrees Celsius at which the viscosity of tar is 50 seconds as measured in a standard tar efflux viscometer. Abbreviated EVT.  

erection  [CIV ENG] Positioning and fixing the frame of a structure.  

erection bolt  [CIV ENG] A threaded rod with a head at one end, used to temporarily join parts of a structure during construction.  

erection stress  [MECH] The internal forces exerted on a structural member during construction.  

erection tower  [CIV ENG] A temporary framework built at a construction site for hoisting equipment.  

Ergonomics  [IND ENG] The application of various procedures for determining the time for an operator to perform a task satisfactorily, using the standard method in the usual environmental conditions, for example, time study or work sampling. Also known as work measurement.  

Ericsson cycle  [THERMO] An ideal thermodynamic cycle consisting of two isobaric processes interspersed with processes which are, in effect, isothermal, but each of which consists of an infinite number of alternating isentropic and iso- baric processes.  

error coefficient  [CONT SYS] The steady-state value of the output of a control system, or of some derivative of the output, divided by the steady-state actuating signal. Also known as error constant.  

error constant  See error coefficient.  

error of closure  [ENG] Also known as angular error of closure.  

In an automatic control device, a signal whose magnitude and sign are used to correct the alignment between the controlling and the controlled elements. See error voltage.  

error voltage  [ELECTR] A voltage that depends on the signal received from the target in a tracking system, having a polarity and magnitude dependent on the angle between the target and the center of the scanning beam.  

escalation  [IND ENG] Provision in actual or estimated costs for inflational increases in the costs of equipment, materials, labor, and so on, over those specified in an original contract.  

escalator  [MECH ENG] A continuously moving stairway and handrail.  

escape hatch  [ENG] A hatch which permits persons to escape from a compartment, such as the interior of a submarine or aircraft, when normal means of exiting are blocked.  

escapement  [MECH ENG] A ratchet device that permits motion in one direction slowly.  

escutcheon  [DES ENG] An ornamental shield, flange, or border used around a dial, window, control knob, or other panel-mounted part. Also known as escutcheon plate.  

escutcheon plate  See escutcheon.  

esthesiometer  [ENG] An instrument used to measure tactile sensibility by determining the distance by which two points pressed against...
the skin must be separated in order that they be felt as separate. Also spelled aesthesiometer.

estimated time [IND ENG] A predicted element or operation time. {‘es, the-zam-əd-ar}

etched circuit [ENG] A printed circuit formed by chemical or electrolytic removal of unwanted portions of a layer of conductive material bonded to an insulating base. {‘echt ‘sɔr-keɪt}

ethoxylation [CHEM ENG] A catalytic process which involves the direct addition of ethylene oxide to an alkyl phenol or to an aliphatic alcohol. {‘eθ-aˌlɛŋ , al-kaˌlɪs-ən}

ethylene alkylation [CHEM ENG] A catalytic petroleum-refining process in which dry isobutane and ethylene react to form ethylene alkylate. {‘eθ-əˌlɛn ,əˌlɛŋ-

EU See expected value.

eudiometer [ENG] An instrument for measuring changes in volume during the combustion of gases, consisting of a graduated tube that is closed at one end and has two wires sealed into it, between which a spark may be passed. {ɪˌyuˌdɛˈəm-əd-ar}

Euler angles [MECH] Three angular parameters that specify the orientation of a body with respect to reference axes. {‘ɔɪˌlər , ənˈgəlz}

Euler equation [MECH] Expression for the energy removed from a gas stream by a rotating blade system (as a gas turbine), independent of the blade system (as a radial- or axial-flow system). {‘ɔɪˌlər ɪˌkwərˌzæŋ}

Euler equations of motion [MECH] A set of three differential equations expressing relations between the force moments, angular velocities, and angular accelerations of a rotating rigid body. {‘ɔɪˌlər ɪˌkwərˌzæŋ əv ′moʊˌʃæŋ}

Euler force [MECH] The greatest load that a long, slender column can carry without buckling, according to the Euler formula for long columns. {‘ɔɪˌlər ˈfɔrˌlər}

Euler formula for long columns [MECH] A formula which gives the greatest axial load that a long, slender column can carry without buckling, in terms of its length, Young’s modulus, and the moment of inertia about an axis along the center of the column. {‘ɔɪˌlər ˈfɔrˌmaɪəˌlər ˌlɔŋˌkæˌlɪzm}

Eulerian description See Euler method. {ˌɔɪˈlərəˌəni dɪˈskrɪpt-ən}

Euler method [MECH] A method of studying fluid motion and the mechanics of deformable bodies in which one considers volume elements at fixed locations in space, across which material flows; the Euler method is in contrast to the Lagrangian method. {ˌɔɪˈlər ,meth-əd}

Euler-Rodrigues parameter [MECH] One of four numbers which may be used to specify the orientation of a rigid body; they are components of a quaternion. {ˌɔɪˈlər rəˈdrɛ-ˌgæs ˈpərəm-

EV See expected value.

evaporation gage See atmometer. {ˌiˌvəpərəˈrə-ˌrənˌgæj}

evaporation loss [CHEM ENG] The loss of a stored volatile liquid component or mixture by evaporation; controlled by temperature, pressure, and the presence or absence of vapor-recovery systems. {ˌiˌvəpərəˈrənˌlɔs}

evaporation pan [ENG] A type of atmometer consisting of a pan, used in the measurement of the evaporation of water into the atmosphere. {ˌiˌvəpərəˈrənˌpæn}

evaporation tank [ENG] A tank used to measure the evaporation of water under controlled conditions. {ˌiˌvəpərəˈrənˌtæŋk}

evaporative condenser [MECH ENG] An apparatus in which vapor is condensed within tubes that are cooled by the evaporation of water flowing over the outside of the tubes. {ˌiˌvəpəˌrəˌrənˌkændərər}

evaporative control system [MECH ENG] A motor vehicle system that prevents escape of gasoline vapors from the fuel tank or carburetor to the atmosphere while the engine is not operating. {ˌiˌvəpəˌrəˌrənˌkændərˌsɪstəm}

evaporative cooling [ENG] 1. Lowering the temperature of a large mass of liquid by utilizing the latent heat of vaporization of a portion of the liquid. 2. Cooling air by evaporating water into it. 3. See vaporization cooling. {ˌiˌvəpəˌrəˌrənˌkændərˌsɪstəm}

evaporative cooling tower See wet cooling tower. {ˌiˌvəpəˌrəˌrənˌkændərˌsɪstəm}

evaporator [CHEM ENG] A device used to vaporize part or all of the solvent from a solution; the valuable product is usually either a solid or concentrated solution of the solute. {ˌiˌvəpəˌrəˌrənˌkændərˌsɪstəm}

evaporimetry [MECH ENG] Any containment area for brines or solution-mined effluents constructed to permit solar evaporation and harvesting of dewatered evaporite concentrates. {ˌiˌvəpəˌrəˌrənˌkændərˌsɪstəm}

evapotranspirimeter [ENG] An instrument which measures the rate of evapotranspiration; consists of a vegetation soil tank so designed that all water added to the tank and all water left after evapotranspiration can be measured. {ˌiˌvəpəˌrəˌ tranˌsərˌpərəˌrənˌkændərˌsɪstəm}

Evasé stack [CIV ENG] In tunnel engineering, an exhaust stack for air having a cross section that increases in the direction of airflow at a rate to regain pressure. {ˌəˌvæzəˌsætək}

even pitch [DES ENG] The pitch of a screw in which the number of threads per inch is a multiple (or submultiple) of the threads per inch of the lead screw of the lathe on which the screw is cut. {ˌeˌvən ˈpɪtʃ}

event [IND ENG] A specified accomplishment in a program at a particular time; appears as a node
event recorder

in a graphic representation of an endeavor with a specific objective (project). (i'vent)

event recorder [ENG] A recorder that plots on-off information against time, to indicate when events start, how long they last, and how often they recur. (i'vent ri,kört-ar)

event tree [IND ENG] A graphical representation of the possible sequence of events that might occur following an event that initiates an accident. (i'vent trē)

 evolutionary operation [IND ENG] An iterative technique for optimizing a production process by systematically introducing small changes in the process and then observing and evaluating the results. (èv-əl-ə-shən, ər-ə-rə-shən)

EVT See equiviscuous temperature.

Ewing's hysteresis tester [ENG] An instrument for determining the hysteresis loss of a specimen of magnetic material by measuring the deflection of a horseshoe magnet when the specimen is rapidly rotated between the poles of the magnet and the magnet is allowed to rotate about an axis that is aligned with the axis of rotation of the specimen. (èv-ing's hyst-era-tis tes-as, re-set-

evacuation [CIV ENG] 1. The process of digging a hollow in the earth. 2. An uncovered cavity in the ground. (èk'ska-vā-shān)

excavator [MECH ENG] A machine for digging and removing earth. (èk'ska-vā-dər)

exception handling [CONT SYS] The actions taken by a control system when unpredictable conditions or situations arise in which the controller must respond quickly. (èk'sep-shān 'hand-lip)

excess air [ENG] Amount of air in a combustion process greater than the amount theoretically required for complete oxidation. (èk'se,sər)

excess coefficient [MECH ENG] The ratio (A — R)/R, where A is the amount of air admitted in the combustion of fuel and R is the amount required. (èk'se, ses ko-i, fisch-ont)

exchange adsorption [CHEM ENG] Ion exchange process in which the fluid phase contains (or consists of) two adsorbable components which together entirely saturate the surfaces of the adsorbent. (èk's-chanj ad-so-rp-shān)

exchanger See heat exchanger. (èk's-chanj-ar)

excitation [CONT SYS] The application of energy to one portion of a system or apparatus in a manner that enables another portion to carry out a specialized function, a generalization of the electricity and electronics definitions. [ELEC] The application of voltage to field coils to produce a magnetic field, as required for the operation of an excited-field loudspeaker or a generator. [ELECTR] 1. The signal voltage that is applied to the control electrode of an electron tube. Also known as drive. 2. Application of signal power to a transmitting antenna. (èk 'spān-dor)

exergy [THERMO] The portion of the total energy of a system that is available for conversion to useful work, in particular, the quantity of work that can be performed by a fluid relative to a reference condition, usually the surrounding ambient condition. (èk'sorj)

exhaust [MECH ENG] 1. The working substance discharged from an engine cylinder or turbine after performing work on the moving parts of the machine. 2. The phase of the engine cycle concerned with this discharge. 3. A duct for the escape of gases, fumes, and odors from an enclosure, sometimes equipped with an arrangement of fans. (ig'zost)

exhaust deflecting ring [MECH ENG] A type of jetavator consisting of a ring so mounted at the end of a nozzle as to permit it to be rotated into the exhaust stream. (ig'zost di,flek-tīng 'rīŋ)

exhaust gas [MECH ENG] Spent gas leaving an internal combustion engine or gas turbine. (ig'zost 'gas)

exhaust-gas analyzer [ENG] An instrument that analyzes the gaseous products to determine the effectiveness of the combustion process. (ig'zost 'gas 'ān-an, līz-ər)

exhaust head [ENG] A device placed on the end of an exhaust pipe to remove oil and water and to reduce noise. (ig'zost, hed)

exhaust region [ELECTR] A layer in a semiconductor, adjacent to its contact with a metal, in which there is almost complete ionization of atoms in the lattice and few charge carriers, resulting in a space-charge density. (ig'zost-chan rē-jan)

exhaust manifold [MECH ENG] A branched system of pipes to carry waste emissions away from the piston chambers of an internal combustion engine. (ig'zost-man-o-fəl'd)

exhaust pipe [MECH ENG] The duct through which engine exhaust is discharged. (ig'zost 'pīp)

exhaust scrubber [ENG] A purifying device on internal combustion engines which removes noxious gases from engine exhaust. (ig'zost, skra-brər)

exhaust stroke [MECH ENG] The stroke of an engine, pump, or compressor that expels the fluid from the cylinder. (ig'zost, strōk)

exhaust suction stroke [MECH ENG] A stroke of an engine that simultaneously removes used fuel and introduces fresh fuel to the cylinder. (ig'zost 'sak-shən, strōk)

exhaust valve [MECH ENG] The valve on a cylinder in an internal combustion engine which controls the discharge of spent gas. (ig'zost, valv)

exit [ENG] A door, passage, or place of egress. (èg-zat)

ex lighterage [IND ENG] Price quoted exclusive of lightergage fees. (èks 'lid-o-rīj)

exotherm [CHEM ENG] The graphical plotting of heat rise and fall versus time for an exothermic reaction or process system. (èk'so-thərm)

expanded-flow bin [ENG] A bin formed by attaching a mass-flow hopper to the bottom of a funnel-flow bin. (èk'spand-əd 'flō, 'bin)

expander flange [ENG] A type of butt-welded flange designed with a tapered bore so that various pipe sizes can be matched. (èk'span-dor, 'flan-ni)
explosive-actuated device  [ENG] Any of various devices actuated by means of explosive; includes devices actuated either by high explosives or low explosives, whereas propellant-actuated devices include only the latter.  [ik'splen-chan 'bølt]

extension jamb  [BUILD] A jamb that extends past the head of a door or window.  [ik'splen-chan 'jam]

extension ladder  [DES ENG] A ladder of two or more nesting sections which can be extended to almost the combined length of the sections.  [ik'splen-chan 'lad-ər]

extension spring  [DES ENG] A tightly coiled spring designed to resist a tensile force.  [ik'splen-chan 'spring]

extensometer  [ENG] 1. A strainometer that measures the change in distance between two reference points separated 60–90 feet (20–30 meters) or more; used in studies of displacements due to seismic activities. 2. An instrument designed to measure minute deformations of small objects subjected to stress.  [,ek'splen 'sam-ad-or]

exterior ballistics  [MECH] The science concerned with behavior of a projectile after leaving the muzzle of the firing weapon.  [ek'stir-ə rə'blis-tiks]

external brake  [MECH ENG] A brake that operates by contacting the outside of a brake drum.  [ek'storn-əl 'bræk]

external centerless grinding  [MECH ENG] A process by which a metal workpiece is finished on its external surface by supporting the piece on a blade while it is advanced between a regulating wheel and grinding wheel.  [ek'storn-əl 'sens-tər-ləs 'grind-ə]-

external combustion engine  [MECH ENG] An engine in which the generation of heat is effected in a furnace or reactor outside the engine cylinder.  [ek'storn-əl kam-bas-chan 'en-jən]

external device  [ENG] A piece of equipment that operates in conjunction with and under the control of a central system, such as a computer or control system, but is not part of the system itself.  [ek'storn-əl di'vis]

external force  [MECH] A force exerted on a system or on some of its components by an agency outside the system.  [ek'storn-əl 'fōrəs]

external grinding  [MECH ENG] Grinding the outer surface of a rotating piece of work.  [ek'storn-əl 'grind-ə]-

external header  [MECH ENG] Manifold connecting sections of a cast iron boiler.  [ek'storn-əl 'hɛd-ər]

externally fired boiler  [MECH ENG] A boiler that has refractory or cooling tubes surrounding its furnace.  [ek'storn-əl-'frd bō'il-ər]

external-mix oil burner  [ENG] A burner utilizing a jet stream of air to strike the liquid fuel after it has left the burner orifice.  [ek'storn-əl mik's oil,barn-ər]

external sensor  [CONT SYS] A device that senses information about the environment of a control system but is not part of the system itself.  [ek'storn-əl 'sen-sər]

external shoe brake  [MECH ENG] A friction brake operated by the application of externally contracting elements.  [ek'storn-əl 'ʃüi bræk]
extrinsic photoconductivity  [ELECTR] Photoconductivity that occurs for photon energies smaller than the band gap and corresponds to optical excitation from an occupied imperfection level to the conduction band, or to an unoccupied imperfection level from the valence band, of a material.  { ek'strinz-ik ˌfoʊ-ˈdoʊ-kān-ˌdakˈtiv-ət-ē }

extrinsic photoemission  [ELECTR] Photoemission by an alkali halide crystal in which electrons are ejected directly from negative ion vacancies, forming color centers. Also known as direct ionization.  { ek'strin-ˈsik ˌfōd-ˈō-iˈmish-ən }

extrinsic properties  [ELECTR] The properties of a semiconductor as modified by impurities or imperfections within the crystal.  { ek'strinz-ik ˈpräp-ərd-əz }

extrinsic semiconductor  [ELECTR] A semiconductor whose electrical properties are dependent on impurities added to the semiconductor crystal, in contrast to an intrinsic semiconductor, whose properties are characteristic of an ideal pure crystal.  { ek'strinz-ik ˈsem-ə-rānˌdakˈtər }

extrudate  [ENG] Ductile metal, plastic, or other semisoft solid material that has been shaped into a continuous form (such as fiber, film, pipe, or wire coating) by forcing the semisolid material through a die opening of appropriate shape.  { 'ekˈstrəˌdāt }

extruder  [ENG] A device that forces ductile or semisoft solids through die openings of appropriate shape to produce a continuous film, strip, or tubing.  { ədˈstrrəd-ər }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

extrusion  [ENG] A process in which a hot or cold semisoft solid material, such as metal or plastic, is forced through the orifice of a die as the solvent.  { ik'strəˌzhan }

extrusion coating  [ENG] A process of placing resin on a substrate by extruding a thin film of molten resin and pressing it onto or into the substrates, or both, without the use of adhesives.  { ek'strəˌzhan ˌkədˌiŋ }

eyebolt  [DES ENG] A metal bar having a hole or eye through each enlarged end.  { 'iˌbär }

eyelet  [DES ENG] A small ring or barrel-shaped piece of metal inserted into a hole for reinforcement.  { 'iˌlæt }

eyeletting  [ENG] Forming a lip around the rim of a hole.  { 'iˌlæt•iŋ }

eye scanning  [IND ENG] Scanning of the visual field by moving the eyeballs without rotation of the head.  { 'iˌskən•iŋ }

eye screw  [DES ENG] A screw with an open loop head.  { 'iˌskrə́ }
This page intentionally left blank.
faceplate

[Electr] The transparent or semi-transparent glass front of a cathode-ray tube, through which the image is viewed or projected; the inner surface of the face is coated with fluorescent chemicals that emit light when hit by an electron beam. Also known as face. [Eng] 1. A disk fixed perpendicularly to the spindle of a lathe and used for attachment of the workpiece. 2. A protective plate used to cover holes in machines or other devices. 3. In scuba or skin diving, a glass or plastic window positioned over the face to provide an air space between the diver’s eyes and the water. (*fäst,plät*)

face shield [Eng] A detachable wraparound guard fitted to a worker’s helmet to protect the face from flying particles. (*fäst,sheld*)

facework [Eng] Ornamental or otherwise special material on the front side or outside of a wall. (*fäst,work*)

facing [Eng] A covering or casting of some material applied to the outer face of embankments, buildings, and other structures. [Mech Eng] Machining the end of a flat rotating surface by applying a tool perpendicular to the axis of rotation in a spiral planar path. (*fäst,iq*)

face-point lock [Civ Eng] A lock used on a railroad track, such as a switch track, which contains a plunger that engages a rod on the switch point to lock the device. (*fäst,iq,pȯint,plak*)

facial wall [Civ Eng] Concrete lining against the earth face of an excavation; used instead of timber sheeting. (*fäst,iq,wol*)

facial mold [Eng] A pattern for cutting forms out of sheets of wood, metal, or other material. (*fäst,mlöd*)

factor of safety [Eng] 1. The ratio between the breaking load on a member, appliance, or hoisting rope and the safe permissible load on it. Also known as safety factor. 2. See factor of stress intensity. (*fäkt,ər av 'sət-ənt*)

factor of stress intensity [MeCH] The ratio of the maximum stress to which a structural member can be subjected, to the maximum stress to which it is likely to be subjected. Also known as factor of safety. (*fäkt,ər av 'stréz,əns,əns,fræk-tər*)

factor of stress concentration [MeCH] Any irregularity producing localized stress in a structural member subject to load. Also known as fatigue-strength reduction factor. (*fäkt,ər av 'stréz,əns,əns,fræk-tər*)

factor comparison [Ind Eng] A quantitative system of job evaluation in which jobs are given relative positions on a rating scale based on a comparison of factors composing the job with certain previously selected key jobs. (*fäkt,ər kəm,par-a-san*)

factor of safety [MeCH] 1. The ratio between the breaking load on a member, appliance, or hoisting rope and the safe permissible load on it. Also known as safety factor. 2. See factor of stress intensity. (*fäkt,ər av 'sət-ənt*)

factor of stress concentration [MeCH] Any irregularity producing localized stress in a structural member subject to load. Also known as fatigue-strength reduction factor. (*fäkt,ər av 'stréz,əns,əns,fræk-tər*)

factor comparison [Ind Eng] A quantitative system of job evaluation in which jobs are given relative positions on a rating scale based on a comparison of factors composing the job with certain previously selected key jobs. (*fäkt,ər kəm,par-a-san*)

factory [Ind Eng] A building or group of buildings where goods are manufactured. (*fäkt-trə*)

Fahrenheit scale [Therm] A temperature scale, the temperature in degrees Fahrenheit (*F*) is the sum of 32 plus 9/5 the temperature in degrees Celsius; water at 1 atmosphere (101,325 pascals) pressure freezes very near 32°F and boils very near 212°F. (*fær-on,hīt,skäl*)
Fahrenheit's hydrometer

Fahrenheit’s hydrometer  [ENG] A type of hydrometer which carries a pan at its upper end in which weights are placed, the relative density of a liquid is measured by determining the weights necessary to sink the instrument to a fixed mark, first in water and then in the liquid being studied.  \{ fär-on, hīdr‘ā-mēd-or \}

failed hole  [ENG] A drill hole loaded with dynamite which did not explode. Also known as missed hole.  \{ fäld ’hol \}

fail-safe system  [ENG] A system designed so that failure of power, control circuits, structural members, or other components will not endanger people operating the system or other people in the vicinity.  \{ fāl ’sāf, sis-tām \}

fall soft  [ENG] A failure in the performance of a system component that neither results in immediate or major interruption of the system operation as a whole nor adversely affects the quality of its products.  \{ fāl , sof t \}

failure  [ENG] A permanent change in the volume of a powder or the stresses within it. [MECH] Condition caused by collapse, break, or bending, so that a structure or structural element can no longer fulfill its purpose.  \{ fāl-yār \}

failure properties  [ENG] The parameters that control the degree of the failure of a powder.  \{ fāl-yār , prāp-ord-ēz \}

failure rate  [ENG] The probability of failure per unit of time of items in operation, sometimes estimated as a ratio of the number of failures to the accumulated operating time for the items.  \{ fāl-yār , rāt \}

faired cable  [DES ENG] A tawling cable covered by streamlined surfaces to reduce hydrodynamic drag.  \{ ferd ’ka-bal \}

fairlead  [MECH ENG] A group of pulleys or rollers used in conjunction with a winch or similar apparatus to permit the cable to be reeled from any direction.  \{ fer , led \}

Fales-Stuart windmill  [MECH ENG] A windmill developed for farm use from the two-blade airfoil propeller. Also known as Stuart windmill.  \{ fālz stū-ort ’wind-mil \}

Falk flexible coupling  [MECH ENG] A spring coupling in which a continuous steel spring is threaded back and forth through axial slots in the periphery of two hubs on the shaft ends.  \{ fōk flek-sā-bal ’kap-lūj \}

fall  [ENG] The minimum slope that is required to facilitate proper drainage of liquid inside a pipe. [MECH ENG] The rope or chain of a hoisting tackle.  \{ fōl \}

fall block  [MECH ENG] A pulley block that rises and falls with the load on a lifting tackle.  \{ fōl , blāk \}

faller  [MECH ENG] A machine part whose operation depends on a falling action.  \{ fōl-ər \}

falling-ball viscometer  [ENG] A system component that neither results in immediate nor major interruption of the system operation as a whole nor adversely affects the quality of its products.  \{ fōl-in , bōl vīs-kām-ad-or \}

falling body  [MECH] A body whose motion is accelerated toward the center of the earth by the force of gravity, other forces acting on it being negligible by comparison.  \{ fōl-in ’bād-ē \}

falling-film cooler  [ENG] A liquid cooling system in which the cooling liquid flows down vertical tube exterior surfaces in a thin film, and hot process fluid flows upward through the tubes.  \{ fōl-in , film ’kūl-ar \}

falling-film evaporator  [ENG] Liquid evaporator system with heated vertical tubes, liquid to be evaporated flows down the inside tube surfaces as a film, evaporating as it flows.  \{ fōl-in , film ’vāp-ar,rād-ar \}

falling-film molecular still  [ENG] Where a liquid evaporates as a film, evaporating as it flows.  \{ fōl-in , film ’vāp-ar,rād-ar \}

fallout shield  [CIV ENG] A structure that affords some protection against fallout radiation and other effects of nuclear explosion; maximum protection is in reinforced concrete shelters below the ground. Also known as radiation shelter.  \{ fōl-in , aut , shel-tār \}

false attic  [BUILD] A section under a roof normally occupied by an attic, but which has no windows and does not enclose rooms.  \{ fōls ’ad-ik \}

false bottom  [CIV ENG] A temporary bottom installed in a caisson to add to its buoyancy.  \{ fōls ’bād-om \}

false header  [CIV ENG] A half brick used to complete a visible bond; it is not a header.  \{ fōls ’hed-ar \}

falsework  [CIV ENG] A temporary support used until the main structure is strong enough to support itself.  \{ fōls , wirk \}

family mold  [ENG] A multicavity injection mold where each cavity forms a component part of the finished product.  \{ fām- ’lē, mold \}

fan  [MECH ENG] 1. A device, usually consisting of a rotating paddle wheel or an airscrew, with or without a casing, for producing currents in order to circulate, exhaust, or deliver large volumes of air or gas. 2. A vane to keep the sails of a windmill facing the direction of the wind.  \{ fan \}

fan brake  [MECH ENG] A fan used to provide a load for a driving mechanism.  \{ ’fan , brak \}

fan cut  [ENG] A cut in which holes of equal or increasing length are drilled in a pattern on a horizontal plane or in a selected stratum to break out a considerable part of the plane or stratum before the rest of the round is fired.  \{ ’fan , kat \}

fan drilling  [ENG] 1. Drilling boreholes in different vertical and horizontal directions from a single-drill setup. 2. A radial pattern of drill holes from a setup.  \{ ’fan , drill-ing \}

fan efficiency  [MECH ENG] The ratio obtained by dividing a fan’s useful power output by the power input (the power supplied to the fan
fatigue limit

shaft), it is expressed as a percentage.  

feng bolt  [DES ENG] A bolt having a triangular nut with sharp projections at its corners; used to attach metal pieces to wood.  

fan rating  [MECH ENG] The head, quantity, power, and efficiency expected from a fan operating at peak efficiency.  

fan ring  [DES ENG] Circular metallic collar encircling (but spaced away from) the tips of the fan blade in process equipment, such as air-cooled heat exchangers; ring design is critical to the efficiency of fan performance.  

fan shaft  [DES ENG] The spindle on which a fan impeller is mounted.  

fan shooting  [ENG] Seismic exploration in which seismometers are placed in a fan-shaped array to detect anomalies in refracted-wave arrival times indicative of circular rock structures such as salt domes.  

fan static pressure  [MECH ENG] The total pressure rise diminished by the velocity pressure in the fan outlet.  

fan total pressure  [MECH ENG] The algebraic difference between the mean total pressure at the fan outlet and the mean total pressure at the fan inlet.  

fan truss  [CIV ENG] A truss with struts arranged as radiating lines.  

fan velocity pressure  [MECH ENG] The velocity pressure corresponding to the average velocity at the fan outlet.  

farad  [ELEC] The unit of capacitance in the metric system, equal to the capacitance of a capacitor which has a potential difference of 1 volt between its plates when the charge on one of its plates is 1 coulomb, there being an equal and opposite charge on the other plate. 

Symbolized F  

Faraday cage See Faraday shield.  

Faraday cylinder  [ELEC] 1. A closed, or nearly closed, hollow conductor, usually grounded, within which apparatus is placed to shield it from electrical fields. 2. A nearly closed, insulated, hollow conductor, usually shielded by a second grounded conductor, used to collect and detect a beam of charged particles.  

Faraday screen See Faraday shield.  

Faraday shield  [ELEC] Electrostatic shield composed of wire mesh or a series of parallel wires, usually connected at one end to another conductor which is grounded. Also known as Faraday cage; Faraday screen.  

Faraday tube  [ELEC] A tube of force for electric displacement which is of such size that the integral over any surface across the tube of the component of electric displacement perpendicular to that surface is unity.  

faradic current  [ELEC] An intermittent and nonsymmetrical alternating current like that obtained from the secondary winding of an induction coil. Also spelled faradaic current.  

far-infrared maser  [ENG] A gas maser that generates a beam having a wavelength well above 100 micrometers, and ranging up to the present lower wavelength limit of about 500 micrometers for microwave oscillators.  

fascia  [BUILD] A wide board fixed vertically on edge to the rafter ends or wall which carries the gutter around the eaves of a roof.  

fascine  [CIV ENG] A cylindrical bundle of brushwood 1–3 feet (30–90 centimeters) in diameter and 10–20 feet (3–6 meters) long, used as a facing for seawalls on riverbanks, as a foundation mat, as a dam in an estuary, or to protect bridge, dike, and pier foundations from erosion.  

fast coupling  [MECH ENG] A flexible geared coupling that uses two interior hubs on the shafts with circumferential gear teeth surrounding by a casing having internal gear teeth to mesh and connect the two hubs.  

fastener  [DES ENG] 1. A device for joining two separate parts of an article or structure. 2. A device for holding closed a door, gate, or similar structure.  

fastening  [DES ENG] A spike, bolt, nut, or other device to connect rails to ties.  

fastening  [CIV ENG] Pertaining to a joint with a permanently secured pin.  

fast joint  [DES ENG] A pin that fastens immovably, particularly the pin in a fast joint.  

fast pin  [ENG] A pin that fastens immovably, particularly the pin in a fast joint.  

fast-spiral drill See high-helix drill.  

fatigue  [ELECTR] The decrease of efficiency of a luminescent or light-sensitive material as a result of excitation.  

fatigue factor  [IND ENG] The element of physical and mental exhaustion in a time-motion study, the multiplier used to add the fatigue allowance to the normal time.  

fatigue life  [MECH] The number of applied repeated stress cycles a material can endure before failure.  

fatigue limit  [MECH] The maximum stress that a material can endure for an infinite number of
fatigue ratio

stress cycles without breaking. Also known as endurance limit. \( \text{fatigue ratio} \) or fatigue strength to the static tensile strength. Also known as endurance ratio. \( \text{fatigue strength} \)

fault tree [MECH] The list of the fatigue limit or fatigue strength to the static tensile strength. Also known as endurance ratio. \( \text{fault tree} \)

fault tolerance See factor of stress concentration. \( \text{fault tolerance} \)

fault-strength reduction factor See factor of stress concentration. \( \text{fault-strength reduction factor} \)$\,the finish coat of plaster. \( \text{fault} \)

Feathering [ENG] A joint made by cutting a mating groove in each of the pieces to be joined. Also known as ploughed-and-tongued joint. \( \text{feathering} \)$\,material can endure for a given number of stress cycles without breaking. \( \text{Featheredge} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feed [ELECTR] To supply a signal to the input of a circuit, transmission line, or antenna. \( \text{feed} \)$\,forward motion imparted to the cutters or drills of cutting or drilling machinery. \( \text{feed} \)

feedback control loop See feedback loop. \( \text{feedback control loop} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feedback branch [CONT SYS] A branch in a signal-flow graph that belongs to a feedback loop. \( \text{feedback branch} \)$\,material can endure for a given number of stress cycles without breaking. \( \text{Featheredge} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feedback circuit [ELECTR] A circuit that returns a portion of the output signal of an electronic circuit or control system to the input of the circuit or system. \( \text{feedback circuit} \)$\,material can endure for a given number of stress cycles without breaking. \( \text{Featheredge} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feedback compensation [CONT SYS] Improvement of the response of a feedback control system by placing a compensator in the feedback path, in contrast to cascade compensation. Also known as parallel compensation. \( \text{feedback compensation} \)$\,material can endure for a given number of stress cycles without breaking. \( \text{Featheredge} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feedback control signal [CONT SYS] The portion of an output signal which is retransmitted as an input signal. \( \text{feedback control signal} \)$\,material can endure for a given number of stress cycles without breaking. \( \text{Featheredge} \)$\,the thin edge of a gravel-surfaced road. \( \text{DES ENG} \)$\,a wood tool with a level edge used to straighten angles in the finish coat of plaster. \( \text{feather} \)$\,test $\text{fault} \)

feedback control system [CONT SYS] A system in which the value of some output quantity is
controlled by feeding back the value of the controlled quantity and using it to manipulate an input quantity so as to bring the value of the controlled quantity closer to a desired value. Also known as closed-loop control system.

**feedback loop** [CONT SYS] A closed transmission path or loop that includes an active transducer and consists of a forward path, a feedback path, and one or more mixing points arranged to maintain a prescribed relationship between the loop input signal and the loop output signal. Also known as feedback control loop.

**feedback regulator** [CONT SYS] A feedback control system that tends to maintain a prescribed relationship between certain system signals and other predetermined quantities.

**feedback transfer function** [CONT SYS] In a feedback control loop, the transfer function of the feedback path.

**feed-control valve** [MECH ENG] A small valve, usually a needle valve, on the outlet of the hydraulic-feed cylinder on the swivel head of a diamond drill, used to control minutely the speed of the hydraulic piston travel and hence the rate at which the bit is made to penetrate the rock.

**feeder** [ELEC] 1. A transmission line used between a transmitter and an antenna. 2. A conductor, or several conductors, connecting generating stations, substations, or feeding points in an electric power distribution system. 3. A group of conductors in an interior wiring system which link a main distribution center with secondary or branch-circuit distribution centers.

**feed screw** [MECH ENG] The externally threaded drill-rod drive rod in a screw- or gear-feed type of drill swivel head with a particular pair of the set of gears engaged. Also known as feed speed.

**feed preparation unit** [CHEM ENG] A processing unit (such as distillation or desulfurization units) providing feedstock for subsequent processing.

**feed pump** [MECH ENG] A pump used to supply water to a steam boiler.

**feed rate** See cutting speed.

**feed ratio** [MECH ENG] The number of revolutions a drill stem and bit must turn to advance the drill bit 1 inch when the stem is attached to and rotated by a screw- or gear-feed type of drill swivel head with a particular pair of the set of gears engaged. Also known as feed speed.

**feed reel** [ENG] The reel from which paper tape or magnetic tape is being fed.

**feed screw** [MECH ENG] The externally threaded drill-rod drive rod in a screw- or gear-feed type of drill swivel head with a particular pair of the set of gears engaged. Also known as feed speed.

**feed speed** See feed ratio.

**feedstock** [ENG] The raw material furnished to a machine or process.

**feed tank** [ENG] A chamber that contains feedstock.

**feed travel** [MECH ENG] The distance a drilling machine moves the steel shank in traveling from top to bottom of its feeding range.

**feed tray** [CHEM ENG] For a tray-type distillation column, that tray on which fresh feedstock is introduced into the system.

**feed trough** [MECH ENG] A receptacle into which feedwater overflows from a boiler drum.

**feedwater heater** [MECH ENG] An apparatus that utilizes steam extracted from an engine or
feeler gage

turbine to heat boiler feedwater. {ˈfɛd,wɔːd-ər
ˌhɛd-ər}

feeler gage  [MECH ENG] A tool with many blades of different thickness used to establish clearance between parts or for gapping spark plugs. {ˈfɛl,ərˌgæn}

feeler pin  [MECH ENG] A pin that allows a duplicating machine to operate only when there is a supply of paper. {ˈfɛlˌær,ˌpɪn}

Fell system  [CIV ENG] A method of traction intended for steep railroad slopes; a central rail is gripped between horizontal wheels on the locomotive. {ˈfɛlˌsɪsˌtæm}

female connector  [ELEC] A connector having one or more contacts set into recessed openings; jacks, sockets, and wall outlets are examples. {ˈfɛlˌmæl ˈkɑ̆nˈɛkˌtɔr}

female fitting  [DES ENG] In a paired pipe or an electrical or mechanical connection, the portion (fitting) that receives, contrasted to the male portion (fitting) that inserts. {ˈfɛlˌmæl ˈlid-əj}

femtrons  [ELECTR] Class of field-emission microwave devices. {ˈfɛmˌaˌtrænz}

femtometer  [MECH] A unit of length, equal to \(10^{-15}\) meter, used particularly in measuring nuclear distances. Abbreviated fm. Also known as femri. {ˈfɛmˌtɔˌmɛd-ər}

fence  [ENG] 1. A line of data-acquisition or tracking stations used to monitor orbiting satellites. 2. A line of radar or radio stations for detection of satellites or other objects in orbit. 3. A line or network of early-warning radar stations. 4. A concentric steel fence erected around a ground radar transmitting antenna to serve as an artificial horizon and suppress ground clutter that would otherwise drown out weak signals returning at a low angle from a target. 5. An adjustable guide on a tool. {fens}

fender  [CIV ENG] A timber, cluster of piles, or bag of rope placed along dock or bridge pier to prevent damage by docking ships or floating objects. [ENG] A cover over the upper part of a wheel of an automobile or other vehicle. {ˈfɛnˌdər}

Fenske equation  See Fenske-Underwood equation. {ˈfɛnskiˌiˌkwɑ̆zənˌhæn}

Fenske-Underwood equation  [CHEM ENG] Equation in plate-to-plate distillation-column calculations relating the number of theoretical plates needed at total reflux to overall relative volatility and the liquid-vapor composition ratios on upper and lower plates. Also known as Fenske equation. {ˈfɛnskiˌeɪˌkwɑ̆zəˌwʊdˌɪˌkwɑ̆zənˌhæn}

fermi  See femtometer. {ˈfermɪ}

ferrite device  [ELEC] An electrical device whose principle of operation is based upon the use of ferrites in powdered, compressed, sintered form, making use of their ferrimagnetism and their high electrical resistivity, which makes eddy-current losses extremely low at high frequencies. {ˈfɛr,ɪtˈdɪˌvɪs}

ferrocyanide process  [CHEM ENG] A regenerative chemical treatment for removal of mercaptans from petroleum fuels; uses caustic-sodium ferrocyanide reagent. {ˈferˌrɒsˈkeɪnˌpræsˈeɪzər}

ferroelectric converter  [ELEC] A converter that transforms thermal energy into electric energy by utilizing the change in the dielectric constant of a ferroelectric material when heated beyond its Curie temperature. {ˈfɛrˌrɒˌiˈlɛkˌtrɪk ˌkonˌˈvɜrdər}

ferroelectric hysteresis  [ELEC] The dependence of the polarization of ferroelectric materials not only on the applied electric field but also on their previous history; analogous to magnetic hysteresis in ferromagnetic materials. Also known as dielectric hysteresis, electric hysteresis. {ˈfɛrˌrɒˌiˈlɛkˌtrɪkˌhaɪˌtəˌrɛsəzəz}

ferroelectric hysteresis loop  [ELEC] Graph of polarization or electric displacement versus applied electric field of a material displaying ferroelectric hysteresis. {ˈfɛrˌrɒˌiˈlɛkˌtrɪkˌkaɪˈtɔrˌrɛsəzˌlu̇p}

ferrograph analyzer  [ENG] An instrument used for ferrography; a pump delivers a small sample of the fluid to a microscope slide mounted above a magnet that generates a high-gradient magnetic field, causing particles to be deposited in a gradient of sizes along the slide. {ˈfɛrˌaˌɡræfiˌrəˌfɛrˌəˌlɛkˌtrɪkˌhaɪˌtəˌrɛsəzˌlu̇p}

ferrography  [ENG] Wear analysis of machine bearing surfaces by collection of ferrous (or nonferrous) wear particles from lubricating oil in a ferrograph analyzer, the method can be applied to human joints by collecting fragments of cartilage, bone, or prosthetic materials from synovial fluid. {ˈfɛrˌræɡˌrəˌfɛrˌəˌlɛkˌtrɪkˌhaɪˌtəˌrɛsəzˌlu̇p}

ferromagnetics  [ELECTR] The science that deals with the storage of binary information and the logical control of pulse sequences through the utilization of the magnetic polarization properties of materials. {ˈfɛrˌrɒˌmeɪˌɡrɑ̆nˌɪks}

ferrometer  [ENG] An instrument used to make permeability and hysteresis tests of iron and steel. {ˈfɛrˌtræmˌədər}

ferrule  [DES ENG] 1. A metal ring or cap attached to the end of a tool handle, post, or other device to strengthen and protect it. 2. A bushing inserted in the end of a boiler flue to spread and tighten it. See stabilizer. {ˈferəl}

FET  See field-effect transistor.

fiber gyro  See fiber-optic gyroscope. {ˈfiˌbər ˈjɪrˌoʊ}

fiber-optic current sensor  [ENG] An instrument for measuring currents on high-voltage lines, in which the magnetic field associated with the current changes the phase of light traveling through an optical fiber, and the phase change is measured in an interferometer. {ˈfiˌbər ˈjæpˌtɪk ˈkærˌræntˌsɛnˌsər}

fiber-optic gyroscope  [ENG] An instrument for measuring rotation rate, in which light from a laser or light-emitting diode is split into two beams which travel in opposite directions around a coil of optical fiber and recombine to generate interference fringes whose shift is a
measure of the rotation rate of the coil. Also known as fiber gyro, laser/fiber-optics gyroscope.

*fib'ar jāp-tik 'frə,skōp*

fiber-optic hydrophone See interferometric hydrophone. (‘fib'ar jāp-tik 'hī-drə-fōn)

fiber-optic magnetometer [ENG] A magnetometer in which the deformation of a magnetостriuctive body in the field causes phase changes in light traveling through an optical fiber wrapped around the body, and these phase changes are measured in an interferometer. (‘fib'ar jāp-tik 'magnətām-ad-ar)

fiber-optic sensor See optical-fiber sensor. (‘fib-bar jāp-tik 'sen-sər)

fiber-optic thermometer [ENG] A thermometer in which light from a mercury lamp is guided along an optical fiber to excite a tiny fluorescent crystal, whose light is in turn guided back along the fiber to an evaluation unit where the crystal temperature is determined from the ratios of the strengths of spectral lines in the fluorescent light or from the decay time of the fluorescence. (‘fib'bar jāp-tik 'tem-prə-char)

fibrous fracture [MECH] 1. The tensile or compressive stress on the fibers of a fiber metal or other fibrous material, especially when fiber orientation is parallel with the neutral axis. 2. Local stress through a small area (a point or line) on a section where the stress is not uniform, as in a beam under bending load. (‘fib'brə,strees)

fiducial temperature [THERMO] Any of the temperatures assigned to a number of reproducible equilibrium states on the International Practical Temperature Scale; standard instruments are calibrated at these temperatures. (fī'deʃəl 'tem-prə-char)

field [ELECTR] That part of an electric motor or generator which produces the magnetic flux which reacts with the armature, producing the desired machine action. [ELECTR] One of the equal parts into which a frame is divided in interlaced scanning for television; includes one complete scanning operation from top to bottom of the picture and back again. (fīld)

field effect [ELECTR] The local change from the normal value that an electric field produces in the charge-carrier concentration of a semiconductor. (‘fīld i,fekt)

field-effect capacitor [ELECTR] A capacitor in which the effective dielectric is a region of semiconductor material that has been depleted or inverted by the field effect. (‘fīld i,fekt kə'pas-ad-ar)

field-effect device [ELECTR] A semiconductor device whose properties are determined largely by the effect of an electric field on a region within the semiconductor. (‘fīld i,fekt di'veis)

field-effect diode [ELECTR] A semiconductor diode in which the charge carriers are of only one polarity. (‘fīld i,fekt 'di,ōd)

field-effect phototransistor [ELECTR] A field-effect transistor that responds to modulated light as the input signal. (‘fīld i,fekt 'fōd-ə-tran'siz-tər)

field-effect tetrode [ELECTR] Four-terminal device consisting of two independently terminated semiconducting channels so displaced that the conductance of each is modulated along its length by the voltage conditions in the other. (‘fīld i,fekt 'te,trōd)

field-effect transistor [ELECTR] A transistor in which the resistance of the current path from source to drain is modulated by applying a transverse electric field between grid or gate electrodes; the electric field varies the thickness of the depletion layer between the gates, thereby reducing the conductance. Abbreviated FET. (‘fīld i,fekt tran'siz-tər)

field-effect-transistor resistor [ELECTR] A field-effect transistor in which the gate is generally tied to the drain; the resultant structure is used as a resistance load for another transistor. (‘fīld i,fekt tran'siz-tər rj'iz-tər)

field-effect varistor [ELECTR] A passive, two-terminal, nonlinear semiconductor device that maintains constant current over a wide voltage range. (‘fīld i,fekt vā'rəs-tər)

field engineer [ENG] 1. An engineer who is in charge of directing civil, mechanical, and electrical engineering activities in the production and transmission of petroleum and natural gas. 2. An engineer who operates at a construction site. (‘fīld en'jər)

field excitation [MECH ENG] Control of the speed of a series motor in an electric or diesel-electric locomotive by changing the relation between the armature current and the field strength, either through a reduction in field current by shunting the field coils with resistance, or through the use of field taps. (‘fīld eks'ti'shən)

field-strength meter [ENG] A calibrated radio receiver used to measure the field strength of radiated electromagnetic energy from a radio transmitter. (‘fīld s'trēŋkth 'med-ər)

FIFO See first-in, first-out. (‘fīfō)

fifteen-degrees calorie See calorie. (fīf-ten di'ga-rē)

fifth wheel [MECH ENG] A coupling device in the form of two horizontal disks that rotate on each other positioned between a tractor and a semitrailer so that they can change direction independently. (‘fīf th wīl)

figure of merit [ELECTR] A performance rating that governs the choice of a device for a particular application; for example, the figure of merit of a magnetic amplifier is the ratio of usable power gain to the control time constant. (‘fig'yər av 'mer-at)

filament [ELECTR] Metallic wire or ribbon which is heated in an incandescent lamp to produce light, by passing an electric current through the filament. (‘fīl'mənt) A cathode made of resistance wire or ribbon, through which an electric current is sent to produce the high temperature.
filamentary cathode

required for emission of electrons in a thermionic tube. Also known as directly heated cathode, filamentary cathode, filament-type cathode. ('fil-ə-mənt)

filamentary cathode See filament. ('fil-ə-mənt)

filament-type cathode See filament. ('fil-ə-mənt)

filament winding [ELECTR] The secondary winding of a power transformer that furnishes alternating-current heater or filament voltage for one or more electron tubes. [ENG] A process for fabricating a composite structure in which continuous fiber reinforcement (glass, boron, silicon carbide), either previously impregnated with a matrix material or impregnated during winding, are wound under tension over a rotating core. ('fil-ə-mənt, wind-ɪŋ)

filar micrometer [DES ENG] An instrument used to measure small distances in the field of an eyepiece by using two parallel wires, one of which is fixed while the other is moved at right angles to its length by means of an accurately cut screw. Also known as bifilar micrometer. ('fɪl-lər ˈmɪkrəm-ətər)

file [DES ENG] A steel bar or rod with cutting teeth on its surface, used as a smoothing or forming tool. (fil)

file hardness [ENG] Hardness of a material as determined by testing with a file of standardized hardness, a material which cannot be cut with the file is considered as hard as or harder than the file. (ˈfɪl, hɑrd-nəs)

fill [CIV ENG] Earth used for embankments or as backfill. (fil)

filled-system thermometer [ENG] A thermometer which has a bourdon tube connected by a capillary tube to a hollow bulb; the deformation of the bourdon tube depends on the pressure of a gas (usually nitrogen or helium) or on the volume of a liquid filling the system. Also known as filled thermometer. (ˈfɪld, sɪs-ˈtɛm θɜrˈmɔʊn thərˈmæm-əd-ər)

filled thermometer See filled-system thermometer. (ˈfɪld thɜrˈmæm-əd-ər)

fillet [BUILD] A flat molding that separates rounded or angular moldings. [DES ENG] A concave transition surface between two otherwise intersecting surfaces. [ENG] 1. Any narrow, flat metal or wood member. 2. A corner piece at the juncture of perpendicular surfaces to lessen the danger of cracks, as in core boxes for castings. (ˈfil-at)

fillet gage [DES ENG] A gage for measuring convex or concave surfaces. (ˈfil-at, ˈgæt)

fill factor [MECH ENG] The approximate load that the dipper of a shovel is carrying, expressed as a percentage of the rated capacity. (ˈfil-ək-tər)

filling [ENG] The loading of trucks with any material. (ˈfil-ing)

fill-up work See internal work. (ˈfil-ap, ˈwɜrk)

film [ELEC] The layer adjacent to the valve metal in an electrochemical valve, in which is located the high voltage drop when current flows in the direction of high flows of current. (film)

film analysis [IND ENG] A systematic detailed analysis of work from a motion picture film, usually derived from a memomotion study. (ˈfilm ə-nəl-ə-səs)

film boiling [THERMO] Boiling in which a continuous film of vapor forms at the hot surface of the container holding the boiling liquid, reducing heat transfer across the surface. (ˈfilm ˈbɒl-ɪŋ)

film coefficient [THERMO] For a fluid confined in a vessel, the rate of flow of heat out of the fluid, per unit area of vessel wall divided by the difference between the temperature in the interior of the fluid and the temperature at the surface of the wall. Also known as convection coefficient. (ˈfɪlm ˌkəʊ-ˌfɪʃ-ən-si)

film condensation [THERMO] The formation of a continuous film of liquid on a wall in contact with a vapor, when the wall is cooled below the local vapor saturation temperature and the liquid wets the cold surface. (ˈfɪlm ˌkæn-dɑn-sən)

film cooling [THERMO] The cooling of a body or surface, such as the inner surface of a rocket combustion chamber, by maintaining a thin fluid layer over the affected area. (ˈfɪlm ˌkɪl-ɪŋ)

film platen [ENG] A device which holds film in the focal plane during exposure. (ˈfɪlm ˈplət-ən)

film resistor [ELEC] A fixed resistor in which the resistance element is a thin layer of conductive material on an insulated form, the conductive material does not contain binders or insulating material. (ˈfɪlm rɪz-ətər)

film transport [MECH ENG] 1. The mechanism for moving photographic film through the region where light strikes it in recording film tracks or sound tracks of motion pictures. 2. The mechanism which moves the film print past the area where light passes through it in reproduction of picture and sound. (ˈfɪlm ˈtrænz, pɔrt)

film vault [ENG] A place for safekeeping of film. (ˈfɪlm ˈvɑlt)

filter See compensator. [ELECTR] Any transmission network used in electrical systems for the selective enhancement of a given class of input signals. Also known as electric filter, electric-wave filter. [ENG] A porous article or material for separating suspended particulate matter from liquids by passing the liquid through the pores in the filter and sieving out the solids. [ENG ACOUS] A device employed to reject sound in a particular range of frequencies while passing sound in another range of frequencies. Also known as acoustic filter. (ˈfɪl-ər)

filterability [ENG] The adaptability of a liquid-solid system to filtration, system is not filterable if it is too viscous to be forced through a filter medium, or if the solids are too small to be stopped by the filter medium. (ˈfɪl-trəˈbil-əd-ə)

filter bed [CIV ENG] A fill of pervious soil that
provides a site for a septic field. **[ENG]** A contact bed used for filtering purposes. *(fil'tar,bed)*

**filter cake** See mud cake. *(fil'tar,kāk)*

**filter-cake washing** **[CHEM ENG]** An operation performed at the end of a filtration, in which residual liquid impurities are washed out of the cake by the flow of another liquid through the cake. *(fil'tar,kāk,was'h-īn)*

**filter capacitor** **[ELEC]** A capacitor used in a power-supply filter system to provide a low-reactance path for alternating currents and thereby suppress ripple currents, without affecting direct currents *(fil'tar,ka,pa's-ād-ər)*

**filtered-particle testing** **[ENG]** A penetrant method of nondestructive testing by which cracks in porous objects (100 mesh or smaller) are indicated: a fluid containing suspended particles is sprayed on a test object, if a crack exists, particles are filtered out and concentrate at the surface as liquid flows into the crack. *(fil'tərd,pārd-ə-kəl,test-īn)*

**filtering** **[ENG]** The process of interpreting reported information on movements of aircraft, ships, and submarines in order to determine their probable true tracks and, where applicable, heights or depths. *(fil'tər-ing)*

**filter leaf** **[CHEM ENG]** The frame or structure in a filter press that holds the filter cloth or other filter medium; a number of leaves in series usually comprises a filter press. *(fil'tar,lēf)*

**filter photometer** **[ENG]** A colorimeter in which the length of light is selected by the use of appropriate glass filters. *(fil'tar,fā'təm-ād-ər)*

**filter press** **[ENG]** A metal frame on which iron plates are suspended and pressed together by a screw device, liquid to be filtered is pumped into canvas bags between the plates, and the screw is tightened so that pressure is furnished for filtration. *(fil'tar,pres)*

**filter pump** **[MECH ENG]** An aspirator or vacuum pump which creates a negative pressure on the filtrate side of the filter to hasten the process of filtering *(fil'tar,pamp)*

**filter screen** **[ENG]** A fine-pored medium through which a liquid will pass and on which solids deposit; the medium may be a metal sieve screen or a woven fabric of metal or of natural or synthetic fibers. *(fil'tar,skrēn)*

**filter thickener** **[ENG]** Device that thickens a liquid-solid mixture by removing a portion of the liquid by filtration, rather than by settling. *(fil'tar,thik'-ə-nər)*

**filter-type respirator** **[ENG]** A protective device which removes dispersoids from the air by physically trapping the particles on the fibrous material of the filter. *(fil'tar,tīp,res-pə,rād-ər)*

**fin** **[DES ENG]** A projecting flat plate or structure, as a cooling fin. **[ENG]** Material which remains in the holes of a molded part and which must be removed. *(fin)*

**final boiling point** **[ENG]** See end point. *(fin'-əl,bō'il-ɪŋ,dīn)*

**final filter** See afterfilter. *(fin'-əl,fil'tar)*

**financial life** **[ENG]** See venture life *(fa'nàn-chal, lif)*

**find** **[IND ENG]** The threrbiug representing the mental reaction which occurs on recognizing an object at the end of the elemental motion search, now seldom used. *(find)*

**finding circuit** **[ENG]** See lockout circuit. *(find'-ing,sər-kət)*

**fineblanking** **[ENG]** A manufacturing process in which a part is fabricated to a shape very close to its final dimensions by use of high-precision tools that yield a final workpiece with smoothly sheared edges. *(fin,blānk'-ing)*

**fin efficiency** **[ENG]** In extended-surface heat-exchange equations, the ratio of the mean temperature difference from surface-to-fluid divided by the temperature difference from fin-to-fluid at the base or root of the fin. *(fin,a,līsh-an-sē)*

**fine grinding** **[MECH ENG]** Grinding performed in a mill rotating on a horizontal axis in which the material undergoes final size reduction, to −100 mesh. *(fin,griind'-ing)*

**fineness modulus** **[ENG]** A number denoting the fineness of a fine aggregate or other fine material such as sand or pebbles. *(fin-nəs,māj'-ə-lōs)*

**finger bit** **[DES ENG]** A steel rock-cutting bit having fingerlike, fixed or replaceable steel-cutting points. *(fin-gar,bīt)*

**finger gripper** **[CONT SYS]** A robot component that uses two or more joints for grasping objects. *(fin-gor,grip-ər)*

**fining** **[CHEM ENG]** A process in which molten glass is cleared of bubbles, usually by the addition of chemical agents. *(fin-ing)*

**finished goods** **[IND ENG]** Manufactured products in inventory ready for packaging, shipment, or sale. *(fin-īsh't gōdz)*

**finisher** **[CIV ENG]** A construction machine used to smooth the freshly placed surface of a roadway, or to prepare the foundation for a pavement. *(fin-īsh'-ar)*

**finish grinding** **[MECH ENG]** The last action of a grinding operation to achieve a good finish and accurate dimensions. *(fin-īsh',griind'-ing)*

**finishing hardware** **[BUILD]** Items, such as hinges, door pulls, and strike plates, made in attractive shapes and finishes, and usually visible on the completed structure. *(fin-īsh'-ing,hārd,wer)*

**finishing nail** **[DES ENG]** A wire nail with a small head that can easily be concealed. *(fin-īsh'-ing,nāl)*

**finish plate** **[DES ENG]** A plate which covers and protects the cylinder set-screws; it is fastened to the underplate and forms part of the armored front for a mortise lock. *(fin-īsh,-plāt)*

**finish turning** **[MECH ENG]** The operation of machining a surface to accurate size and producing a smooth finish. *(fin-īsh,-tərn-ing)*

**finite elasticity theory** **[ENG]** See finite strain theory. *(fiinit, las'tis-i-dē,thē'-ə-re)*

**finite element method** **[ENG]** An approximation method for studying continuous physical systems, used in structural mechanics, electrical field theory, and fluid mechanics; the system is broken into discrete elements interconnected
finite strain theory

at discrete node points. \( \text{[Eng]} \) finite strain theory  \( \text{[MECH]} \) A theory of elasticity, appropriate for high compressions, in which it is not assumed that strains are infinitesimally small. Also known as finite elasticity theory.

\( \text{[Eng]} \) Fink truss  \( \text{[CIV ENG]} \) A symmetrical steel roof truss suitable for spans up to 50 feet (15 meters).

\( \text{[Eng]} \) firedamp reforming process  \( \text{[CHEM ENG]} \) A process in which methane (firedamp) is mixed with steam and passed over a nickel catalyst for conversion to a mixture of hydrogen and carbon monoxide; this mixture is blended with pure methane, and the result is a fuel of high calorific value.

\( \text{[Eng]} \) fire-danger meter  \( \text{[ENG]} \) A graphical aid used in fire-weather forecasting to calculate the degree of forest-fire danger (or burning index); commonly in the form of a circular slide rule, it relates numerical indices of the seasonal stage of foliage, the cumulative effect of past precipitation or lack thereof (buildup index), the measured fuel moisture, and the speed of the wind in the woods; the fuel moisture is determined by weighing a special type of wooden stick that has been exposed in the woods, its weight being proportional to its contained water, the calculated burning index falls on a scale of 1 to 100: 1 to 11 is no fire danger, 12 to 35 medium danger, 40 to 100 high danger.

\( \text{[Eng]} \) fire detector  \( \text{[ENG]} \) A temperature-sensing device designed to sound an alarm, to turn on a sprinkler system, or to activate some other fire preventive measure at the first signs of fire.

\( \text{[Eng]} \) fire door  \( \text{[ENG]} \) 1. The door or opening through which fuel is supplied to a furnace or stove. 2. A door that can be closed to prevent the spreading of fire, as through a building or mine.

\( \text{[Eng]} \) fire escape  \( \text{[BUILD]} \) An outside stairway usually made of steel and used to escape from a building in case of fire.

\( \text{[Eng]} \) fire-extinguidher  \( \text{[ENG]} \) Any of various portable devices used to extinguish a fire by the ejection of a fire-inhibiting substance, such as water, carbon dioxide, gas, or chemical foam.

\( \text{[Eng]} \) fire hydrant  \( \text{[CIV ENG]} \) An outlet from a water main provided inside buildings or outdoors to which fire hoses can be connected. Also known as a fireplug.

\( \text{[Eng]} \) fire line  \( \text{[ENG]} \) A pipework system dedicated to providing water for extinguishing fires.

\( \text{[Eng]} \) fire load  \( \text{[CIV ENG]} \) The load of combustible material per square foot of floor space.

\( \text{[Eng]} \) fire partition  \( \text{[BUILD]} \) A wall inside a building intended to retard fire.

\( \text{[Eng]} \) fire protection  \( \text{[CIV ENG]} \) Measures for reducing injury and property loss by fire.

\( \text{[Eng]} \) fire pump  \( \text{[MECH ENG]} \) A pump for fire protection purposes usually driven by an independent, reliable prime mover and approved by the National Board of Fire Underwriters.

\( \text{[Eng]} \) fire-resistant  \( \text{[CIV ENG]} \) Of a structural element, able to resist combustion for a specified time under conditions of standard heat intensity without burning or failing structurally.

\( \text{[Eng]} \) fireroom  \( \text{[MECH ENG]} \) That portion of a fossil fuel-burning plant which contains the furnace and associated equipment.

\( \text{[Eng]} \) fire sprinkling system  \( \text{[MECH ENG]} \) See sprinkler system.

\( \text{[Eng]} \) fire standpipe  \( \text{[CIV ENG]} \) A high, vertical pipe
or tank that holds water to assure a positive, relatively uniform pressure, particularly to provide fire protection to upper floors of tall buildings." "First, refraction, and second, a sounding lead used for depth in water around a dam through a series of stepped joints."

**fire stop** [BUILD] An incombustible, horizontal or vertical barrier, as of brick across a hollow wall or across an open room, to stop the spread of fire. Also known as draught stop. 

**fire tower** [BUILD] A fireproof and smokeproof stairway compartment running the height of a building. 

**fire-tube boiler** [MECH ENG] A steam boiler in which hot gaseous products of combustion pass through tubes surrounded by boiler water. 

**fire wall** [CIV ENG] 1. A fire-resisting wall separating two parts of a building from the lowest floor to several feet above the roof to prevent the spread of fire. 2. A fire-resisting wall surrounding an oil storage tank to retain oil that may escape and to confine fire. 

**firing** [ELECTR] 1. The gas ionization that initiates current flow in a gas-discharge tube. 2. Excitation of a magnetron or transmit-receive tube by a pulse. 3. The transition from the unsaturated to the saturated state of a saturable reactor. [ENG] 1. The act or process of adding fuel and air to a furnace. 2. Igniting an explosive mixture. 3. Treating a ceramic product with heat. 

**firing machine** [MECH ENG] An electric blasting machine. 

**firing mechanism** [ENG] A mechanism for firing a primer, the primer may be for initiating the propelling charge, in which case the firing mechanism forms a part of the weapon, if the primer is for the purpose of initiating detonation of the main charge, the firing mechanism is a part of the ammunition item and performs the function of a fuse. 

**firing pressure** [MECH ENG] The highest pressure in an engine cylinder during combustion. 

**firing rate** [MECH ENG] The rate at which fuel feed to a burner occurs, in terms of volume, heat units, or weight per unit time. 

**firmer chisel** [DES ENG] A small hand chisel with a flat blade, used in woodworking. 

**firm-joint caliper** [DES ENG] An outside or inside caliper whose legs are jointed together at the top with a nut and which must be opened and closed by hand pressure. 

**firmoviscosity** [MECH] Property of a substance in which the stress is equal to the sum of a term proportional to the substance's deformation, and a term proportional to its rate of deformation. 

**first arrival** [ENG] In exploration refraction seismology, the first seismic event recorded on a seismogram; it is noteworthy in that only first arrivals are considered in this usage. 

**first cost** [IND ENG] The sum of the initial expenditures involved in capitalizing a property; includes items such as transportation, installation, preparation for service, as well as other related costs. 

**first fire** [ENG] The igniter used with pyrotechnic devices, consisting of first fire composition, loaded in direct contact with the main pyrotechnic charge; the ignition of the igniter or first fire is generally accomplished by fuse action. 

**first-in, first-out** [IND ENG] An inventory cost evaluation method which transfers costs of material to the product in chronological order. Abbreviated FIFO. 

**first law of motion** See Newton's first law. 

**first law of thermodynamics** [THERMO] The law that heat is a form of energy, and the total amount of energy of all kinds in an isolated system is constant; it is an application of the principle of conservation of energy.

**first-level controller** [CONT SYS] A controller that is associated with one of the subsystems into which a large-scale control system is partitioned by plant decomposition, and acts to satisfy local objectives and constraints. Also known as local controller. 

**first-order leveling** [ENG] Spirit leveling of high precision and accuracy in which lines are run first forward to the objective point and then backward to the starting point. 

**first-order transition** [THERMO] A change in state of aggregation of a system accompanied by a discontinuous change in enthalpy, entropy, and volume at a single temperature and pressure. 

**Fischer-Tropsch process** [CHEM ENG] A catalytic process to synthesize hydrocarbons and their oxygen derivatives by the controlled reaction of hydrogen and carbon monoxide. 

**fished joint** [CIV ENG] A structural joint made with fish plates. 

**fishing** [ENG] In drilling, the operation by which lost or damaged tools are secured and brought to the surface from the bottom of a well or drill hole. 

**fishing space** [CIV ENG] The space between base and head of a rail in which a joint bar is placed. 

**fishing tool** [ENG] A device for retrieving objects from inaccessible locations. 

**fish ladder** [CIV ENG] Contrivance that carries water around a dam through a series of stepped baffles or boxes and thus facilitates the migration of fish. Also known as fishway. 

**fish lead** [ENG] A type of sounding lead used
fish plate
without removal from the water between soundings. {fish /plæt }

fish plate [CIV ENG] One of a pair of steel plates bolted to the sides of a rail or beam joint, to secure the joint. {fish /plæt }

fish screen [CIV ENG] 1. A screen set across a water intake canal or pipe to prevent fish from entering. 2. Any similar barrier to prevent fish from entering or leaving a pond. {fish /skrén }

fish tail [DES ENG] A drilling bit shaped like the tail of a fish. {fish /tæl /bit }

fish tail burner [ENG] A burner in which two jets of gas impinge on each other to form a flame shaped like a fish’s tail. {fish /tæl , bar:n-ər }

fishway See fish ladder. {fish /wæ } fit [DES ENG] The dimensional relationship between mating parts, such as press, shrink, or sliding fit. {fit }

fitment [BUILD] A decorative or functional item or component in a room that is fixed in place but not actually built in. Also known as fitting. {fit-mant }

fitter [ENG] One who maintains, repairs, and assembles machines in an engineering shop. {fit-ər }

fitting [BUILD] See fitment. [ENG] A small auxiliary part of standard dimensions used in the assembly of an engine, piping system, machine, or other apparatus. {fit-ɪə } five-fourths power law [THERMO] The proposition that the rate of heat loss from a body by free convection is proportional to the five-fourths power of the difference between the temperature of the body and that of its surroundings. {ʃɪlv /foʊθs /pou:ə-ɹɒ, lɒ }

fixed-active tooling [CONT SYS] Stationary equipment in a robotic system, such as numerical control equipment, sensors, cameras, conveying systems and parts feeders, that is activated and controlled by signals. {fɪkst /ək-ʃɪv /ˈtʃɪl-ɪə }

fixed arch [CIV ENG] A stiff arch having rotation prevented at its supports. {fɪkst /ərچ }

fixed-bed hydroforming [CHEM ENG] A cyclic petroleum process that utilizes a fixed bed of molybdenum oxide catalyst deposited on activated alumina. {fɪkst /bed /ˈhiːd-ər, fɔːr-mɪŋ }

fixed-bed operation [CHEM ENG] An operation in which the additive material (catalyst, absorbent, filter media, ion-exchange resin) remains stationary in the chemical reactor. {fɪkst /bed /əp-ər-ə-ʃən }

fixed bias [ELECTR] A constant value of bias voltage, independent of signal strength. {fɪkst /ˈbɪəs }

fixed bridge [CIV ENG] A bridge having permanent horizontal or vertical alignment. {fɪkst /ˈbriː }

fixed capacitor [ELEC] A capacitor having a definite capacitance value that cannot be adjusted. {fɪkst /ˌkæp-əs-ədər }

fixed charge problem [IND ENG] A linear programming problem in which each variable has a fixed-charge coefficient in addition to the usual cost coefficient, the fixed charge (for example, a setup time charge) is a nonlinear function and is incurred only when the variable appears in the solution with a positive level. {fɪkst /ˈkærɪ ˈpræb-ləm }

fixed cost [IND ENG] A cost that remains unchanged during short-term changes in production level. Also known as overhead, overhead cost. {fɪkst /ˈkɑːst }

fixed-electrode method [ENG] A geophysical surveying method used in a self-potential system of prospecting in which one electrode remains stationary while the other is grounded at progressively greater distances from it. {fɪkst /ˌlek, trɒd ,mɛθ-əd }

fixed end [MECH] An end of a structure, such as a beam, that is clamped in place so that both its position and orientation are fixed. {fɪkst /end }

fixed-end beam [CIV ENG] A beam that is supported at both free ends and is restrained against rotation and vertical movement. Also known as built-in beam; encastré beam. {fɪkst /ˌend /ˈbɛm }

fixed-end column [CIV ENG] A column with the end fixed so that it cannot rotate. {fɪkst /ˌend /ˈkæl-ərn }

fixed-end moment See fixing moment. {fɪkst /ˌend /ˈmɔː-rənt }

fixed-feed grinding [MECH ENG] Feeding processed material to a grinding wheel, or vice versa, in predetermined increments or at a given rate. {fɪkst /ˌfɛd /ˈɡrɪnd-ɪŋ }

fixed inductor [ELEC] An inductor whose coils are wound in such a manner that the turns remain fixed in position with respect to each other, and which either has no magnetic core or has a core whose air gap and position within the coil are fixed. {fɪkst /ˈɪn-dək-tər }

fixed linkage system [IND ENG] Linkage formed between the skeletal elements of a human and a fixed machine in a human-machine system. {fɪkst /ˈlɪŋk-ɪŋ /ˌsɪs-təm }

fixed mooring berth [CIV ENG] A marine structure consisting of dolphins for securing a ship and a platform to support cargo-handling equipment. {fɪkst /ˈmɔːrɪŋ /ˈbɜːθ }

fixed-needle traverse [ENG] In surveying, a traverse with a compass fitted with a sight line which can be moved above a graduated horizontal circle, so that the azimuth angle can be read, as with a theodolite. {fɪkst ,nɛd-əl ˈtroʊˈvɔːrs }

fixed-passive tooling [CONT SYS] Unpowered, accessory equipment in a robotic system, such as jigs, fixtures, and work-holding devices. {fɪkst /ˌpæs-ɪv /ˈtʃɪl-ɪə }

fixed point [ENG] A reproducible value, as for temperature, used to standardize measurements, derived from intrinsic properties of pure substances. {fɪkst /ˈpɔɪnt }

fixed resistor [ELEC] A resistor that has no provision for varying its resistance value. {fɪkst /ˌrɪz-ɪs-tər }

fixed-volume [CIV ENG] A fixed-charge coefficient in addition to the usual cost coefficient, the fixed charge (for example, a setup time charge) is a nonlinear function and is incurred only when the variable appears in the solution with a positive level. {fɪkst /ˈkærɪ ˈpræb-ləm }

fixed sonar [ENG] Sonar in which the receiving
transducer is not constantly rotated, in contrast to scanning sonar. \( \text{flisht} \ 's0,}\text{nhr} \)

**fixed-stop robot** [CONT SYS] A robot in which the motion along each axis has a fixed limit, but the motion between these limits is not controlled and the robot cannot stop except at these limits. Also known as fixed-sequence robot, limited-sequence robot, non servo robot. \( \text{fliskt} 's\text{\'tap} 'r0,}\text{\'brit} \)

**fixing moment** [MECH] The bending moment at the end support of a beam necessary to fix it and prevent rotation. Also known as fixed end moment. \( \text{\'fiksin,}\text{\'mo\text{-}mant} \)

**fixity** See continuity. \( \text{\'fik\text{-}sad-}\text{-}\text{e} \)

**fixture** [CIV ENG] An object permanently attached to a structure, such as a light or sink. \( \text{\'fik\text{-}char} \)

**flag** [ELECTR] A small metal tab that holds the getter during assembly of an electron tube. \( \text{\'fik\text{-}\text{\'ch}ar} \)

**flag alarm** [ENG] A semaphore-type flag in the flame. \( \text{\'fik\text{-}\text{\'la}\text{\'rm} }\)

**flag float** [ENG] A pyrotechnic device that floats and burns upon the water, used for marking or signaling. \( \text{\'fik\text{-}\text{\'flot} }\)

**flagman** [CIV ENG] A range-pole carrier in a surveying party. \( \text{\'fik\text{-}\text{\'ma}\text{\text{-}}\text{\'n} }\)

**flagpole** [ENG] A single staff or pole rising from the ground and on which flags or other signals are displayed, on charts the term is used only when the pole is not attached to a building. \( \text{\'fik\text{-}\text{\'pol} }\)

**flagstaff** [ENG] A pole or staff on which flags or other signals are displayed, on charts this term is used only when the pole is attached to a building. \( \text{\'fik\text{-}\text{\'staf} }\)

**flair** [CIV ENG] A gradual widening of the flangeway near the end of a guard line of a track or rail structure. \( \text{\'fler\text{-}\text{\'straf} }\)

**flaking** [CHEM ENG] Continuous process operation to remove heat from material in the liquid state to cause its solidification. \( \text{\'fla\text{-}\text{\'kting} }\)

**flaking mill** [MECH ENG] A machine for converting material to flakes. \( \text{\'flak\text{-}\text{\'milk} }\)

**flak jacket** [ENG] A jacket or vest of heavy fabric containing metal, nylon, or ceramic plates, designed especially for protection against flak, usually covers the chest, abdomen, back, and genitals, leaving the arms and legs free. Also known as flak vest. \( \text{\'flak,}\text{\'jak\text{-}\text{\'at} }\)

**flak vest** See flak jacket. \( \text{\'flak,}\text{\'vest\text{-}\text{\'est} }\)

**flame arrester** [ENG] An assembly of screens, perforated plates, or metal-gauze packing attached to the breather vent on a flammable-product storage tank. \( \text{\'flam,}\text{\'res\text{-}\text{\'tar} }\)

**flame collector** [ENG] A device used in atmospheric electrical measurements for the removal of induction charge on apparatus; based upon the principle that products of combustion are ionized and will consequently conduct electricity from charged bodies. \( \text{\'flam,}\text{\'lekt\text{-}\text{\'tar} }\)

**flame detector** [MECH ENG] A sensing device which indicates whether or not a fuel is burning, or if ignition has been lost, by transmitting a signal to a control system. \( \text{\'flam,di,\text{\'tek\text{-}\text{\'tar} }\)

**flame plate** [ENG] One of the plates on a boiler firebox which are subjected to the maximum furnace temperature. \( \text{\'flam,}\text{\'plat} \)

**flameproofing** [CHEM ENG] The process of treating materials chemically so that they will not support combustion. \( \text{\'flam,pr\text{-}\text{\'phr\text{-}ing} }\)

**flame retardant** [CHEM ENG] A substance that can suppress, reduce, or delay the propagation of a flame through a polymer material, may be inserted chemically into the polymer molecule or blended in after polymerization. \( \text{\'flam,ri,\text{\'tard-}\text{-}\text{\'dant} }\)

**flame spraying** [ENG] A method of applying a plastic coating onto a surface in which finely powdered fragments of the plastic, together with suitable fluxes, are projected through a cone of flame. 2. Deposition of a conductor on a board in molten form, generally through a metal mask or stencil, by means of a spray gun that feeds wire into a gas flame and drives the molten particles against the work. \( \text{\'flam,}\text{\'spr\text{-}ing} \)

**flamethrower** [ENG] A device used to project ignited fuel from a nozzle so as to cause casualties to personnel or to destroy material such as weeds or insects. \( \text{\'flam,}\text{\'thr\text{-}\text{\'dr-}er} \)

**flame trap** [ENG] A device that prevents a gas flame from entering the supply pipe. \( \text{\'flam,}\text{\'trap} \)

**flame treating** [ENG] A method of rendering inert thermoplastic objects receptive to inks, lacquers, paints, or adhesives, in which the object is bathed in an open flame to promote oxidation of the surface. \( \text{\'flam,}\text{\'tre\text{-}\text{\'d-}\text{-}\text{\'d} }\)

**flanged pipe** [DES ENG] A pipe with flanges at the ends; can be bolted end to end to another pipe. \( \text{\'flanj,}\text{\'pil\text{-}\text{\'p} }\)

**flange union** [ENG] A pair of flanges that are screwed to the ends of pipes and then bolted or welded together to hold two pipes together. \( \text{\'flanji,}\text{\'yu\text{-}\text{\'n-}y\text{\text{-}\text{\'n} }\)

**flangeway** [CIV ENG] Open way through a rail or track structure that provides a passageway for the flange of a wheel. \( \text{\'flanj,}\text{\'wa\text{-}\text{\'w} }\)

**flanging** [ENG] A forming process in which the edge of a metal part is bent over to make a flange at a sharp angle to the body of the part. \( \text{\'flanj,}\text{\'inj} \)

**flank** [CIV ENG] The outer edge of a carriageway. \( \text{\'flanj,}\text{\'inj} \)

**flank angle** [DES ENG] The angle made by the flank of a screw thread with a line perpendicular to the axis of the screw. \( \text{\'flanjk,}\text{\'an-g\text{-}g\text{-}l} \)
flank wear  [ENG] Loss of relief on the flank of a tool behind the cutting edge.  {\text{*flaŋk \wer*}

flash gate  [CIV ENG] A gate that opens or closes by rotation around hinges at the top of the gate. Also known as pivot leaf gate.  {\text{*flaŋ ,gæt*}

flash hinge  See backflap hinge.  {\text{*flaŋ ,hɪŋ*}

flash trap  [ENG] In plumbing, a trap fitted with a hinged flap that permits flow in one direction only, thus preventing backflow.  {\text{*flaŋ ,trap*}

flash valve  [MECH ENG] A valve fitted with a hinged flap or disk that swings in one direction only.  {\text{*flaŋ ,val*}

flare  [CHEM ENG] A device for disposing of combustible gases from refining or chemical processes by burning in the open. In contrast to combustion in a furnace or closed vessel or chamber.  [DES ENG] An expansion at the end of a cylindrical body, as at the base of a rocket.  [ELECTR] A radar screen target indication having an enlarged and distorted shape due to excessive brightness.  [ENG] A pyrotechnic item designed to produce a single source of intense light for such purposes as target or airfield illumination.  {\text{*fler*}

flare chute  [ENG] A flare attached to a parachute.  {\text{*fler ,ʃʌt*}

flare factor  [ENG ACOUS] Number expressing the degree of outward curvature of the horn of a loudspeaker.  {\text{*fler ,faŋk-tɔr*}

flare gas  [CHEM ENG] Surplus gas that is disposed of by combustion in the open.  {\text{*fler gas*}

flare-type burner  [ENG] A circular burner which discharges flame in the form of a cone.  {\text{*fler ,tɪp ,bɔrn-ɔr*}

flash  [ENG] In plastics or rubber molding or in metal casting, a portion of the charge which overflows from the mold cavity at the joint line.  {\text{*flash*}

flashback  See backfire.  {\text{*flash,bæk*}

flashback arrester  [ENG] A device which prevents a flashback from passing the point where the arrester is installed in a torch, thereby preventing damage.  {\text{*flash,bæk ə,res-tɔr*}

flashboard  [CIV ENG] A relatively low, temporary barrier constructed of a series of boards along the top of a dam spillway to increase storage capacity.  {\text{*flash,bɔrd*}

flash boiler  [MECH ENG] A boiler with hot tubes of small capacity, designed to immediately convert small amounts of water to superheated steam.  {\text{*flash ,boil-ɔr*}

flash bomb  [ENG] A bomb that illuminates the ground for night aerial photography.  {\text{*flash ,bʌm*}

flash carbonization  [CHEM ENG] A carbonization process in which coal is subjected to a very brief residence time in the reactor in order to produce the largest possible yield of tar.  {\text{*flash ,kɑr-bə-nəz-ə-shan*}

flash chamber  [CHEM ENG] A conventional oil-and-gas separator operated at low pressure, with the liquid from a higher-pressure vessel being flashed into it. Also known as flash trap, flash vessel.  {\text{*flash ,chɔm-ɔr*}

flash distillation  See equilibrium flash vaporization.  {\text{*flash ,dɪs-tɒl-ə-shən*}

flash drum  [CHEM ENG] A facility such as a tower, which receives the products of a preheater or heat exchanger to release pressure; volatile components are vaporized and separated for further fractionation.  {\text{*flash ,dram*}

flash dry  [CHEM ENG] The rapid evaporation of moisture from a porous or granular solid by a sudden reduction in pressure or by placing the material in an updraft of warm air.  {\text{*flash ,dɹʃ*}

flash groove  [ENG] 1. A groove in a casting die so that excess material can escape during casting.  2. See cutoff.  {\text{*flash ,gruv*}

flushing  [BUILD] A strip of sheet metal placed at the junction of exterior building surfaces to render the joint watertight.  [CHEM ENG] Vaporization of volatile liquids by either heat or vacuum.  [ENG] Burning brick in an intermittent air supply in order to impart irregular color to the bricks.  {\text{*flash-in*}

flushing block  See raggle.  {\text{*flash-in ,blaŋk*}

flushing flow  [CHEM ENG] The condition when a liquid at its boiling point flows through a heated conduit and is further heated to cause partial vaporization (flushing), with a resultant two-phase (vapor-liquid) flow.  {\text{*flash-in ,flʊ*}

flushing ring  [ENG] A ring around a pipe that holds it in place as it passes through a partition such as a floor or wall.  {\text{*flash-in ,rɪŋ*}

flash line  [ENG] A raised line on the surface of a molding where the mold faces joined.  {\text{*flash ,lin*}

flash mold  [ENG] A mold which permits excess material to escape during closing.  {\text{*flash ,mold*}

flashover  [ELEC] An electric discharge around or over the surface of an insulator.  [ENG] A condition occurring during a fire in a building in which the surfaces of everything within a compartment or room seem to burst into flame simultaneously.  {\text{*flash ,oʊ-vər*}

flash process  [CHEM ENG] Liquid-vapor system in which the composition remains constant, but the proportion of gas and liquid phases changes as pressure or temperature change.  {\text{*flash ,prɔs-əs*}

flash ridge  [ENG] The part of a flash mold along which the excess material escapes before the mold is closed.  {\text{*flash ,riʃ*}

flash separation  [CHEM ENG] Process for separation of gas (vapor) from liquid components under reduced pressure; the liquid and gas remain in contact as the gas evolves from the liquid.  {\text{*flash ,sep-ə-rə-shən*}

flash steam  [ENG] A mixture of steam and water that occurs when hot water under pressure moves to a region of lower pressure, such as in a flash boiler.  {\text{*flash ,stɛm*}

flash tank  [CHEM ENG] In a processing operation, a unit that is used to separate the liquid and gas phases.  {\text{*flash ,tæŋk*}

flash trap  See flash chamber.  {\text{*flash ,træp*}

flash vaporization  [CHEM ENG] Rapid vaporization achieved by passing a volatile liquid through
continuously heated coils [ENG] A method used for withdrawing liquefied petroleum gas from storage in which liquid is first flashed into a vapor in an intermediate pressure system, and then a second stage regulator provides the low pressure required to use the gas in appliances. {
  \( \text{flash vā-\text{pər-rā-tā-shən} } \)
}

flash vessel [ENG] A nonglossy painted surface. { flat }

flatbed plotter [ENG] A graphics output device that draws by moving a pen in both horizontal and vertical directions over a sheet of paper; the overall size of the drawing is limited by the height and width of this bed. { flat,bed ‘plād-ər } 

flatbed truck [ENG] A truck whose body is in the form of a platform. { flat,bed ‘trak } 

flat belt [DES ENG] A power transmission belt, in the form of leather belting, used where high-speed motion rather than power is the main concern. { flat ,belt } 

flat-belt conveyor [MECH ENG] A conveyor belt in which the carrying run is supported by flat-belt idlers or pulleys. { flat ,belt kan,va-\text{ör} } 

flat-belt pulley [DES ENG] A smooth, flat-faced pulley made of cast iron, fabricated steel, wood, paper, and used with a flat-belt drive. { flat ,belt ,pul-e } 

flat-blade turbine [MECH ENG] An impeller with flat blades attached to the margin. { flat ,blade ‘tər,bîn } 

flat-bottom crown [ENG] A railroad car without fixed walls or a cover. { flat ,kâr } 

flat chisel [DES ENG] A steel chisel used to obtain a flat and finished surface. { flat ,chiz-\text{ə} } 

flat crank [DES ENG] A crankshaft having one flat bearing journal. { flat,kraŋk } 

flat-crested weir [CIV ENG] A type of measuring weir whose crest is in the horizontal plane and whose length is great compared with the height of water passing over it. { flat ,krest-\text{ə}d weər } 

flat drill [DES ENG] A type of rotary drill constructed from a flat piece of material. { flat ,drill } 

flat edge trimmer [MECH ENG] A machine designed to trim the notched edges of metal shells. { flat ,eij ‘trim-\text{-ə}r } 

flat-face bit [DES ENG] A diamond core bit whose face in cross section is square. Also known as flat-bottom crown, flat-nose bit, square-nose bit. { flat ,fas ,bit } 

flat-flamed burner [ENG] A burner which emits a mixture of fuel and air in a flat stream through a rectangular nozzle. { flat ,flâm’d ‘bərn-\text{-ə}r } 

flat form tool [DES ENG] A tool having a square or rectangular cross section with the form along the end. { flat ,form ,tûl } 

flathead rivet [DES ENG] A small rivet with a flattened head used for general-purpose riveting. { flat ,hed ‘riv-\text{-ə}r } 

flat jack [CIV ENG] A hollow steel cushion which is made of two nearly flat disks welded around the edge and which can be inflated with oil or cement under controlled pressure, used at the arch abutments and crowns to relieve the load on the formwork at the moment of striking the formwork. { flat ,jak } 

flat-nose bit See flat-face bit. { flat ,nôz ,bit } 

flatpack [ELECTR] Semiconductor network encapsulated in a thin, rectangular package, with the necessary connecting leads projecting from the edges of the unit. { flat ,pak } 

flat-panel display See panel display. { flat ,pan-al d‘i’splə } 

flat-plate collector [ENG] A solar collector consisting of a shallow metal box covered by a transparent lid. { flat ,plæt kə’lek-tər } 

flat rope [DES ENG] A steel or fiber rope having a flat cross section and composed of a number of loosely twisted ropes placed side by side, the lay of the adjacent strands being in opposite directions to secure uniformity in wear and to prevent twisting during winding. { flat ,rup } 

flat slab [CIV ENG] A flat plate of reinforced concrete designed to span in two directions. { flat ,slæb } 

flat spin [MECH] Motion of a projectile with a slow spin and a very large angle of yaw, happening most frequently in fin-stabilized projectiles with some spin-producing moment, when the period of revolution of the projectile coincides with the period of its oscillation; sometimes observed in bombs and in unstable spinning projectiles. { flat ,spin } 

flat spring See leaf spring. { flat ,sprîn } 

flat trajectory [MECH] A trajectory which is relatively flat, that is, described by a projectile of relatively high velocity. { flat trə-\text{ek-tre} } 

flat-turret lathe [MECH ENG] A lathe with a low, flat turret on a power-fed cross-sliding headstock. { flat ,tər-tət ’lath } 

flat yard [CIV ENG] A switchyard in which railroad cars are moved by locomotives, not by gravity. { flat ,yard } 

fl dr See fluid dram. 

fleam [DES ENG] The angle of bevel of the edge of the teeth of a saw with respect to the plane of the blade. { flem } 

fleet [MECH ENG] Sidewise movement of a rope or cable when winding on a drum. { flît } 

fleet angle [MECH ENG] In hoisting gear, the included angle between the rope, in its position of greatest travel across the drum, and a line drawn perpendicular to the drum shaft, passing through the center of the head sheave or lead sheave groove. { flem ,\text{-ə}gəl } 

Fleming cracking process [CHEM ENG] An obsolete liquid-phase thermal cracking process for heavy petroleum fractions; the charge was heated under pressure in a vertical shell still. { ‘flem-\text{-ə}g’krak-\text{-i}g ,\text{prās-əs} } 

Flemish bond [CIV ENG] A masonry bond consisting of alternating stretchers and headers in each course, laid with broken joints. { ‘fle-mîsh ’bænd } 

Flemish garden wall bond [CIV ENG] A masonry bond consisting of headers and stretchers in the ratio of one to three or four in each course,
Flesh-Demag process

with joints broken to give a variety of patterns. (‘fle-mish, ‘gàrd-àn, ‘vol, ‘bànd)

Flesh-Demag process [CHEM ENG] A gas-making process in which a cyclic water-gas apparatus is used for feeding and charging the coal charge and for gas generation, with periodic automatic removal of the resultant ash. (‘flesh’dà-mák, ‘pràs-as)

fleshing machine [ENG] A machine that removes flesh from hides in a tannery. (‘flesh-im mà, shên)


Flettner windmill [MECH ENG] An inefficient windmill with four arms, each consisting of a rotating cylinder actuated by a Savonius rotor. (‘flet-nàr ‘wind, mil)

flexibility [MECH] The quality or state of being able to be flexed or bent repeatedly. (‘flek-sà-bil-àdè)

flexible circuit [ELECTR] A printed circuit made on a flexible plastic sheet that is usually die-cut to fit between large components. (‘flek-sà-bål ‘sàr-kat)

flexible coupling [MECH ENG] A coupling used to connect two shafts and to accommodate their misalignment. (‘flek-sà-bål ‘kap-àlìí’h)

flexible-joint pipe [ENG] Cast-iron pipe adapted to laying under water and capable of motion through several degrees without leakage. (‘flek-sà-bål, ‘joınt ‘pip)

flexible manufacturing system [IND ENG] A form of computer-integrated manufacturing used to make small to moderate-sized batches of parts. (‘flek-sà-bål, man-ya’sèk-cha-ríñ, sìs-tam)

flexible mold [ENG] A coating mold made of flexible rubber or other elastomeric materials, used mainly for casting plastics. (‘flek-sà-bål ‘mol’d)

flexible pavement [CIV ENG] A road or runway made of bituminous material which has little tensile strength and is therefore flexible. (‘flek-sà-bål ‘pày-mànt)

flexible shaft [MECH ENG] 1. A shaft that transmits rotary motion at any angle up to about 90°. 2. A shaft made of flexible material or of segments. 3. A shaft whose bearings are designed to accommodate a small amount of misalignment. (‘flek-sà-bål ‘shaft)

flexicoking [CHEM] A continuous coke-making process that has a gasification section in which coke can be gasified to produce refinery fuel gas, allowing the production of both gas and coke in line with market requirements. (‘flek-sà-kók-ìí)

flexometer [ENG] An instrument for measuring the flexibility of materials. (‘flek-sàm-àd-àr)

flexural modulus [MECH] A measure of the resistance of a beam of specified material and cross section to bending, equal to the product of Young's modulus for the material and the square of the radius of gyration of the beam about its neutral axis. (‘flek-Ñà-ràl ‘máj-a-làs)

flexural rigidity [MECH] The ratio of the side-ward force applied to one end of a beam to the resulting displacement of this end, when the other end is clamped. (‘flek-Ñà-ràl ‘ri-jàd-àdè)

flexural strength [MECH] Strength of a material in bending, that is, resistance to fracture. (‘flek-Ñà-ràl ‘strànch)

flexure [MECH] 1. The deformation of any beam subjected to a load. 2. Any deformation of an elastic body in which the points originally lying on any straight line are displaced to form a plane curve. (‘flek-shàr)

flexure theory [MECH] Theory of the deformation of a prismatic beam having a length at least 10 times its depth and consisting of a material obeying Hooke’s law, in response to stresses within the elastic limit. (‘flek-shàr, ðò-à-rè)

flight [CIV ENG] A series of stairs between land-ings or floors. [MECH ENG] Plain or shaped plates that are attached to the propelling mecha-nism of a flight conveyor. (‘fliít)

flight conveyor [MECH ENG] A conveyor in which paddles, attached to single or double strands of chain, drag or push pulverized or granu-lated solid materials along a trough. Also known as drag conveyor. (‘fliit kan, và-àr)

flight feeder [MECH ENG] Short-length flight conveyor used to feed solids materials to a process vessel or other receptacle at a preset rate. (‘fliit, ‘fèd-àr)

flight recorder [ENG] Any instrument or device that records information about the performance of an aircraft in flight or about conditions en-countered in flight, for future study and evaluation. (‘fliit, ‘ri-kòrd-àr)

flinching [IND ENG] In inspection, failure to call a borderline defect a defect. (‘fliin-èj)

flint mill [MECH ENG] A mill employing pebbles to pulverize materials (for example, in cement manufac-ture). (‘fliint, ‘mil)

flip chip [ELECTR] A tiny semiconductor die having terminations all on one side in the form of solder pads or bump contacts, after the surface of the chip has been passivated or otherwise treated; it is flipped over for attaching to a matching substrate. Also known as solder-ball flip chip. (‘fliip ‘chip)

flip-flop circuit See bistable multivibrator. (‘fliip ‘fèl, ‘sàr-kat)

FLIR imager See forward-looking infrared imager. (‘flir, ‘im-èj-àr)

flitch beam See flitch girder. (‘flich, ‘bèm)

flitch girder [BUILD] A beam made of structural timbers bolted together with a steel plate between them. Also known as flitch beam, sandwich beam. (‘flich, ‘gàrd-àr)

flitch plate [CIV ENG] The metal plate in a flitch beam or girder. (‘flich ‘plàt)

float [DES ENG] A file which has a single set of parallel teeth. [ENG] 1. A flat, rectangular piece of wood with a handle, used to apply and smooth coats of plaster. 2. A mechanical device
to finish the surface of freshly placed concrete paving. 3. A marble-polishing block. 4. Any structure that provides positive buoyancy such as a hollow, watertight unit that floats or rests on the surface of a fluid. 5. See plummet. [IND ENG] See bank. [flōt]

float barograph [ENG] A type of siphon barograph in which the mechanically magnified motion of a float resting on the lower mercury surface is used to record atmospheric pressure on a rotating drum. {‘flōt ’băr-ə-graф}

float bowl [MECH ENG] A component of a carburetor that holds a small amount of liquid gasoline and serves as a constant-level reservoir of fuel that is metered into the passing flow of air. {‘flōt ,bōl}

float chamber [ENG] A vessel in which a float regulates the level of a liquid. {‘flōt ,chām-bər}

float control [ENG] Floating device used to transmit a liquid-level reading to a control apparatus, such as an on-off switch controlling liquid flow into and out of a storage tank. {‘flōt kan,tろl}

float-cut file [DES ENG] A coarse file used on soft materials. {‘flōt ,kot ’fil}

float finish [CIV ENG] A rough concrete finish, obtained by using a wooden float for finishing. {‘flōt ,fin-ish}

float gage [ENG] Any one of several types of instruments in which the level of a liquid is determined from the height of a body floating on its surface, by using pulleys, levers, or other mechanical devices. {‘flōt ,gāj}

floating [ELECTR] The condition wherein a device or circuit is not grounded and not tied to an established voltage supply. {‘flōd-iŋ}

floating action [ENG] Controller action in which there is a predetermined relation between the deviation and the speed of a final control element; a neutral zone, in which no motion of the final control element occurs, is often used. {‘flōd-iŋ ,ak-shən}

floating axle [MECH ENG] A live axle used to turn the wheels of an automotive vehicle, the weight of the vehicle is borne by housings at the ends of a fixed axle. {‘flōd-ək’sol}

floating block See travelling block. {‘flōd-iŋ ‘blāk}

floating chase [ENG] A mold part that can move freely in a vertical plane, which fits over a lower member (such as a cavity or plug) and into which an upper plug can telescope. {‘flōd-iŋ ‘chās}

floating control [ENG] Control device in which the speed of correction of the control element (such as a piston in a hydraulic relay) is proportional to the error signal. Also known as proportional-speed control. {‘flōd-iŋ kan’trōl}

floating crane [CIV ENG] A crane having a barge or scow for an undercarriage and moved by cables attached to anchors set some distance off the corners of the barge; used for water work and for work on water fronts. {‘flōd-iŋ ‘krān}

floating dock [CIV ENG] 1. A form of dry dock for repairing ships; it can be partly submerged by controlled flooding to receive a vessel, then raised by pumping out the water so that the vessel’s bottom can be exposed. Also known as floating dry dock. 2. A barge or flatboat which is used as a wharf. {‘flōd-iŋ ’därk}

floating dry dock See floating dock. {‘flōd-iŋ ’dfr,’dāk}

floating floor [BUILD] A floor constructed so that the wearing surface is separated from the supporting structure by an insulating layer of mineral wool, resilient quilt, or other material to provide insulation against impact sound. {‘flōd-iŋ ‘flōr}

floating foundation [CIV ENG] 1. A reinforced concrete slab that distributes the concentrated load from columns; used on soft soil. 2. A foundation mat several meters below the ground surface when it is combined with external walls. {‘flōd-iŋ faun’d də-shən}

floating lever [MECH ENG] A horizontal brake lever with a movable fulcrum; used under railroad cars. {‘flōd-iŋ ‘lev-ər}

floating pan [ENG] An evaporation pan in which the evaporation is measured from water in a pan floating in a larger body of water. {‘flōd-iŋ ’pən}

floating platform [ENG] In a multidaylight press, a platen that is between the main head and the press table and can be moved independently of them. {‘flōd-iŋ ’plat-on}

floating roof [ENG] A type of tank roof (steel, plastic, sheet, or microballoons) which floats upon the surface of the stored liquid, used to decrease the vapor space and reduce the potential for evaporation. {‘flōd-iŋ ’ruf}

floating scraper [MECH ENG] A balanced scraper blade that rests lightly on a drum filter, removes solids collected on the rotating drum surface by riding on the drum’s surface contour. {‘flōd-iŋ ’skrə-par}

floatless level control [ENG] Any nonfloat device for measurement and control of liquid levels in storage tanks or process vessels; includes use of manometers, capacitances, electropotentiometric, nuclear radiation, and sonics. {‘flōt-ləs ’lev-əl kan’trōl}

float level [MECH ENG] The position of the float in a carburetor at which the needle valve closes the fuel inlet to prevent entry of additional fuel. {‘flōt ,lev-əl}

float switch [ENG] A switch actuated by a float at the surface of a liquid. {‘flōt ,swich}

float-type rain gage [ENG] A class of rain gage in which the level of the collected rainwater is measured by the position of a float resting on the surface of the water; frequently used as a recording rain gage by connecting the float through a linkage to a pen which records on a clock-driven chart. {‘flōt ,tīp ’rōn ,gāj}

float valve [ENG] A valve whose on-off action is controlled directly by the fall or rise of a float concurrent with the fall or rise of liquid level in a liquid-containing vessel. {‘flōt ,vəl-

flood [ELECTR] To direct a large-area flow of electrons toward a storage assembly in a charge storage tube. [ENG] To cover or fill with fluid.
flood control

[MECH ENG] To supply an excess of fuel to a carburetor so that the level rises above the nozzle. {‘flad]}

flood control [CIV ENG] Use of levees, walls, reservoirs, floodways, and other means to protect land from water overflow. {‘flad kanˌtröl} for supplying a flood of water. {‘fladˌdám}

flooded system [ENG] A system filled with so much tracer gas that probe testing for leaks suffers from a loss of sensitivity. {‘flad-əd ‘sis-təm}

floodgate [CIV ENG] 1. A gate used to restrain a flood or, when opened, to allow a flood flow to pass through. 2. The lower gate of a lock. {‘fladˌgät}

flooding [CHEM ENG] Condition in a liquid-vapor counterflow device (such as a distillation column) in which the rate of vapor rise is such that liquid downflow is replaced by a buildup of the liquid (flooding) within the device. {‘fladˌiŋ}

flood relief channel See bypass channel. {‘flad riˌlefˌchan-əl}

flood wall [CIV ENG] A levee or similar wall for the purpose of protecting the land from inundation by flood waters. {‘fladˌwōl}

floodway See bypass channel. {‘fladˌwā}

floor [ENG] The bottom, horizontal surface of an enclosed space. {‘flor}

floor beam [BUILD] A beam used in the framing of floors in buildings. [CIV ENG] A large beam used in a bridge floor at right angles to the direction of the roadway, to transfer loads to bridge supports. {‘florˌbēm}

floor collar [ENG] A relatively narrow upright structural part fitted around the periphery of a hole where a pipe passes through to prevent drainage water from entering the hole. {‘florˌkāl-ər}

floor drain [CIV ENG] A pipe or channel to remove water from under a floor in contact with soil. {‘florˌdrān}

floor framing [BUILD] Floor joists together with their strutting and supports. {‘florˌfrām-əj}

flooring saw [DES ENG] A pointed saw with teeth on both edges; cuts its own entrance into a material. {‘florˌiŋˌsō}

floor light [BUILD] A window set in a floor that is adapted for walking on and admitting light to areas below. {‘florˌlīt}

floor plate [BUILD] A flat board on a floor used to support wall studs. [ENG] A plate in a floor to which heavy work or machine tools can be bolted. {‘florˌplāt}

floor system [CIV ENG] The structural floor assembly between supporting beams or girders in buildings and bridges. {‘florˌsis-təm}

flootation [ENG] A process used to separate particulate solids by causing one group of particles to float, utilizing differences in surface chemical properties of the particles, some of which are entirely wetted by water, others are not. The process is primarily applied to treatment of minerals but can be applied to chemical and biological materials; in mining engineering it is referred to as froth flotation. {‘flōˈta-shən}

floation collar [ENG] A buoyant bag carried by a spacecraft and designed so that it inflates and surrounds part of the outer surface if the spacecraft lands in the sea. {‘flōˈtaˌshənˌkāl-ər}

flotsam [ENG] Floating articles, particularly those that are thrown overboard to lighten a vessel in distress. {‘flat-əm}

flow [ENG] A forward movement in a continuous stream of fluids or discrete objects or materials, as in a continuous chemical process or solids-conveying or production-line operations. {‘flō}

flow analysis [IND ENG] A detailed study of all aspects of the progressive travel by personnel or material from place to place during a particular operation or from one operation to another. {‘flō əˌnal-ə-ˈsōs}

flow brush [ENG] A hollow tool for the continuous application of a broad coat of an adhesive. {‘flō ˈbrash}

flow chart [ENG] A graphical representation of the progress of a system for the definition, analysis, or solution of a data-processing or manufacturing problem in which symbols are used to represent operations, data or material flow, and equipment, and lines and arrows represent inter-relationships among the components. Also known as control diagram, flow diagram, flow sheet, flow chart. {‘flō ˈchārt}

flow-chart symbol [ENG] Any of the existing symbols normally used to represent operations, data or materials flow, or equipment in a data-processing problem or manufacturing-process description. {‘flōˌchārtˌsim-əl-bəl}

flow coat [ENG] A coating formed by pouring a liquid material over the object and allowing it to flow over the surface and drain off. {‘flōˌkōt}

flow coefficient [MECH ENG] A dimensionless number used in studying the power required by fans, equal to the volumetric flow rate through the fan divided by the product of the rate of rotation of the fan and the cube of the impeller diameter. {‘flōˌkōˌflō′iʃ-ənt}

flow control [ENG] Any system used to control the flow of gases, vapors, liquids, slurries, pastes, or solid particles through or along conduits or channels. {‘flō kanˌtröl}

flow control valve [ENG] A valve whose flow opening is controlled by the rate of flow of the fluid through it, usually controlled by differential pressure across an orifice at the valve. Also known as rate-of-flow control valve. {‘flō kanˌtrölˌvalv}

flow curve [MECH] The stress-strain curve of a plastic material. {‘flōˌkōv}

flow diagram See flow chart. {‘flōˌdiˌəˌgram}

flow direction [ENG] The antecedent-to-succession relation, indicated by arrows or other conventions, between operations on a flow chart. {‘flōˈdaˌrek-əˌshən}

flow graph See signal-low graph. {‘flōˌgraf}
flowing-temperature factor  [THERMO] Calculation of correction factor for gases flowing at temperatures other than that for which a flow equation is valid, that is, other than 60°F (15.6°C).

flow line  [ENG] 1. The connecting line or arrow between symbols on a flow chart or block diagram. 2. Mark on a molded plastic or metal article made by the meeting of two input-flow fronts during molding. Also known as weld line; weld mark. {'f̩l̩, ˈlın}

flow measurement  [ENG] The determination of the quantity of a fluid, either a liquid, a vapor, or a gas, that passes through a pipe, duct, or open channel. {'f̩l̩, ˈmez̩-ər-mənt}

flowmeter  [ENG] An instrument used to measure pressure, flow rate, and discharge rate of a liquid, vapor, or gas flowing in a pipe. Also known as fluid meter. {'f̩l̩, m̩ɛd-ər}

flow mixer  [MECH ENG] Liquid-liquid mixing device in which the mixing action occurs as the liquids pass through it; includes jet nozzles and agitator vanes. Also known as line mixer. {'f̩l̩, n̩ık-sər}

flow nozzle  [ENG] A flowmeter in a closed conduit, consisting of a short flared nozzle of reduced diameter inset into the inner diameter of a pipe; used to cause a temporary pressure drop in flowing fluid to determine flow rate via measurement of static pressures before and after the nozzle. {'f̩l̩, n̩zá-əl}

flow process  [ENG] System in which fluids or solids are handled in continuous movement during chemical or physical processing or manufacturing. {'f̩l̩, p̩ræs-əs}

flow-rate measurement  [ENG] The value of inlet static pressure at which the relieving capacity of a pressure-relief device is established. {'f̩l̩, r̩d-ən, p̩rɛʃ-ər}

flow reactor  [CHEM ENG] A dynamic reactor system in which reactants flow continuously into the vessel and products are continuously removed, in contrast to a batch reactor. {'f̩l̩, r̩k-ər-tər}

flow sheet  See flow chart. {'f̩l̩, ˈʃët}

flow shop  [IND ENG] A manufacturing facility in which machine tools and robots are employed in the same manner on all jobs. {'f̩l̩, ˈʃap̩-

flow soldering  [ENG] Soldering of printed circuit boards by moving them over a flowing wave of molten solder in a solder bath; the process permits precise control of the depth of immersion in the molten solder and minimizes heating of the board. Also known as wave soldering. {'f̩l̩, s̩d-ər-n̩̄}

flow stress  [MECH] The stress along one axis at a given value of strain that is required to produce plastic deformation. {'f̩l̩, ˈstrɛs}

flow transmitter  [ENG] A device used to measure the flow of liquids in pipelines and convert the results into proportional electric signals that can be transmitted to distant receivers or controllers. {'f̩l̩ trənˌzid-ər}

flow valve  [ENG] A valve that closes itself when the flow of a fluid exceeds a particular value. {'f̩l̩ˌvəl-

flow visualization  [ENG] Method of making visible the disturbances that occur in fluid flow, using the fact that light passing through a flow field of varying density exhibits refraction and a relative phase shift among different rays. {'f̩vɪz̩-əˌlaˌzənˌʃən}

fluid distributor  [ENG] Device for the controlled transmission of fluid to distant receivers or circuits. {'f̩l̩ˌdiˌdɪstrɪˌbjuˌtər
distribution of fluid feed to a process unit, such as a liquid-gas or liquid-solids contactor, reactor, mixer, burner, or heat exchanger, can be a simple perforated-pipe sparger, spray head, or such.


2. A unit of volume used in the United Kingdom for measurement of liquid substances and occasionally of solid substances, equal to 1/8 fluid ounce or 3.9516328125 × 10^-6 cubic meter.

fluid drive [MECH ENG] A power coupling operated on a hydraulic turbine principle in which the engine flywheel has a set of turbine blades which are connected directly to it and which are driven in oil, thereby turning another set of blades attached to the transmission gears of the automobile. Also known as fluid clutch, hydraulic clutch. (ˈfluː-dəd ˈdrɪv)

fluid end [MECH ENG] In a fluid pump, the section that contains parts which are directly involved in moving the fluid. (ˈfluː-əd ˈend)

fluid-energy mill [ENG] A size-reduction unit in which the amount of air required for combustion is achieved by collision ... fuel-to-200 parts ash, while a flow of air passes up through the bed, causing it to act like a turbulent fluid. (ˈfluː-əd ˈdzid ˈbed ˈkod-ɪ̞ŋ)

fluidized-bed coating [ENG] Method for plastic-coating of objects; the heated object is immersed into the fluidized bed of a thermoplastic resin that then fuses into a continuous uniform coating over the immersed object. (ˈfluː-əd ˈdzid ˈbed ˈkɑnˈbɑs-ʃan)

fluidized-bed combustion [MECH ENG] A method of burning particulate fuel, such as coal, in which the amount of air required for combustion far exceeds that found in conventional burners; the fuel particles are continually fed into a bed of mineral ash in the proportions of 1 part fuel to 200 parts ash, while a flow of air passes up through the bed, causing it to act like a turbulent fluid. (ˈfluː-əd ˈkoʊd-ɪ̞ ˈkoʊd-ɪ̞ ˈkoʊd-ɪ̞)

fluid logic [ENG] The simulation of logical operations by means of devices that employ fluid dynamic phenomena to control the interactions between sets of gases or liquids. (ˈfluː-əd ˈlɑ̈j-ik)

fluid mechanics [MECH] The science concerned with fluids, either at rest or in motion, and dealing with pressures, velocities, and accelerations in the fluid, including fluid deformation and compression or expansion. (ˈfluː-əd ˈmɑ̈k-ən-iks)

fluid meter See flowmeter. (ˈfluː-əd ˈmɛd-ər)

fluid ounce [MECH] Abbreviated fl oz 1. A unit of volume that is used in the United States for measurement of liquid substances, equal to 1/16 liquid pint, or 231/128 cubic inches, or 2.95735295625 × 10^-5 cubic meter.

2. A unit of volume used in the United Kingdom for measurement of liquid substances and occasionally of solid substances, equal to 1/20 pint or 2.84130625 × 10^-3 cubic meter. (ˈfluː-əd ˈəuns)

fluid stress [MECH] Stress associated with plastic deformation in a solid material. (ˈfluː-əd ˈstres)

fluid ton [MECH] A unit of volume equal to 32 cubic feet or approximately 0.90614 cubic meter, used for many hydrometallurgical, hydraulic, and other industrial purposes. (ˈfluː-əd ˈtən)

fluid transmission [MECH ENG] Automotive transmission with fluid drive. (ˈfluː-əd tranz ˈmish-ən)

fluing [ENG] A forming process in which a
flushing

flushometer

flushing

flushgate

flush coat

fluoroscopy

fluorometer

fluoroscope

fluoroscopy

flush

flush bead

flush coat

flush gate

flushing

flushometer

flywheel
attached to the shaft of a machine for the maintenance of uniform angular velocity and revolutions per minute. Also known as balance wheel. (ˈblæns,ˈwɛl)

fm  [femtometer]

FM/AM multiplier  [ELECTR] Multiplier in which the frequency deviation from the central frequency of a carrier is proportional to one variable, and its amplitude is proportional to the other variable. The frequency-amplitude-modulated carrier is then consecutively demodulated for frequency modulation (FM) and for amplitude modulation (AM); the final output is proportional to the product of the two variables. (ˈef,em ˈæ,em ˈmæl-tə,pil-ər)

foam blanketing  [ENG] A technique for fighting fire within an oil tank or similar facility by generating foam that forms a coating inside the tank, thus depriving the fire of air. (ˈfōm ˈblæŋ-ˈkæt-tən)

foaming  [ENG] Any of various processes by which air or gas is introduced into a liquid or solid to produce a foam material. (ˈfōm-ıŋ)

foam-in-place  [ENG] The deposition of reactive foam ingredients onto the surface to be covered, allowing the foaming reaction to take place upon that surface, as with polyurethane foam, used in applying thermal insulation for homes and industrial equipment. (ˈfōm inˈplās)

focometer  [ENG] An instrument for measuring focal lengths of optical systems. (ˈfō-kam-ər-
dar)

focused-current log  [ENG] A resistivity log that is obtained by means of a multiple-electrode arrangement. (ˈfō-kast ˈke-rant ˈlāg)

focusing collector  [ENG] A solar collector that uses semicircular aluminum reflectors to focus sunlight onto copper pipes containing circulating water. (ˈfō-kas-ıŋ kāˈlek-tər)

foil decorating  [ENG] The molding of paper, textile, or plastic foil, printed with compatible inks, into a plastic part so that the foil is visible below the surface of the part as a decoration. (ˈfōl ˈdek-əˌrād-

folded horn  [ENG ACOUS] An acoustic horn in which the path from throat to mouth is folded or curved to give the longest possible path in a given volume. (ˈfōld-ədˈhōrn)

folded-plate roof  [BUILD] A roof constructed of flat plates, usually of reinforced concrete, joined at various angles. (ˈfōld-əd ˈplät ˈrūf)

folding door  [ENG] A door in sections that can be folded back or can be moved apart by sliding. (ˈfōld-ıŋ ˈdōr)

Foley pits  [ENG ACOUS] Open boxes that are used in ADR studios and contain various materials (such as water, sand, gravel, rice, and nails) for generating sound effects that could not be recorded well during filming or video recording. (ˈfo-

follower  [ENG] A drill used for making all but the first part of a hole, the first part being made with a drill of larger gage. (ˈfōl-ə-
war)

following error  [CONT SYS] The difference between commanded and actual positions in controlling control. (ˈfōl-ə-
war-ər)

food engineering  [ENG] The technical discipline involved in food manufacturing and processing. (ˈfōd ˌən-

foot  [MECH] The unit of length in the British systems of units, equal to exactly 0.3048 meter. Abbreviated ft. (ˈfōt)

footage  [ENG] The extent or length of a material expressed in feet. (ˈfōd-ı ˈfōt)

foot block  [ENG] Flat pieces of wood placed under props in tunneling to give a broad base and thus prevent the superincumbent weight from pressing the props down. (ˈfōtˈblāk)

foot bridge  [CIV ENG] A bridge structure used only for pedestrian traffic. (ˈfōtˌbrī)

foot guard  [CIV ENG] A filler placed on the space between converging rails to prevent a foot from being wedged between the rails. (ˈfōtˌgārd)

footing  [CIV ENG] The widened base or substructure forming the foundation for a wall or a column. (ˈfōd-ıŋ)

foot-pound  [MECH] 1. Unit of energy or work in the English gravitational system, equal to the work done by 1 pound of force when the point at which the force is applied is displaced 1 foot in the direction of the force, equal to approximately 1.395818 joule. Abbreviated ft·lb, ft-lbf. 2. Unit of torque in the English gravitational system, equal to the torque produced by 1 pound of force acting at a perpendicular distance of 1 foot from an axis of rotation. Also known as pound-foot. Abbreviated lbf·ft. (ˈfōtˌpōund)

foot-poundal  [MECH] 1. A unit of energy or work in the English absolute system, equal to the work done by a force of magnitude 1 poundal when the point at which the force is applied is displaced 1 foot in the direction of the force, equal to approximately 0.04214011 joule. Abbreviated ft·pdl. 2. A unit of torque in the English absolute system, equal to the torque produced by 1 poundal of force acting at a perpendicular distance of 1 foot from the axis of rotation. Also known as poundal-foot. Abbreviated pdl·ft. (ˈfōtˌpōund-əl)

footprint  [BUILD] A description of the exact size, shape, and location of a building's foundation as the foundation has been installed on a specific site. Also known as building footprint. (ˈfōtˌprīnt)

foot screw  [ENG] 1. One of the three screws connecting the tribach of a theodolite or other level with the plate screwed to the tripod head. 2. An adjusting screw that serves also as a foot. (ˈfōtˌskrū)

foot section  [MECH ENG] In both belt and chain conveyors that portion of the conveyor at the extreme opposite end from the delivery point. (ˈfōtˌsekˈshan)

footstock  [MECH ENG] A device containing a center which supports the workpiece on a milling machine, usually used in conjunction with a dividing head. (ˈfōtˌstāk)

foot valve  [MECH ENG] A valve in the bottom
forced oscillation [MECH] A system of ventilation in which air is forced through ventilation ducts under pressure. {först,vent-of-l’-a-shan}
forced ventilation See forced oscillation. {först v’il-br’a-shan}
force feedback [CONT SYS] A method of error detection in which the force exerted on the effector is sensed and fed back to the control, usually by mechanical, hydraulic, or electric transducers. {först,śed,bak}
force fit See press fit. {först,ńit}
force gage [ENG] An instrument which measures the force exerted on an object. {först,ńąj}
force main [CV ENG] The discharge pipeline of a pumping station. {först,ńam}
force plate [ENG] A plate that carries the plunger or force plug of a mold and the guide pins on bushings. {först,ńląt}
force plug [ENG] A mold member that fits into the cavity block, exerting pressure on the molding compound. Also known as piston, plunger. {först,ńluńt}
force polygon [MECH] A closed polygon whose sides are vectors representing the forces acting on a body in equilibrium. {först,ńal-a-ńgan}
forceps [DES ENG] A pincerlike instrument for grasping objects. {först,ńaps}
force pump [MECH ENG] A pump fitted with a solid plunger and a suction valve which draws and forces a liquid to a considerable height above the valve or puts the liquid under a considerable pressure. {först,ńaľp}
force ratio See mechanical advantage. {först,ńaś}
force-time [IND ENG] The product of an applied force and its time of application; used for quantitative determination of isometric work. {först,ńtm}
fording depth [ENG] Maximum depth at which a particular vehicle can operate in water. {först,ńdiefth}
forebay [CV ENG] 1. A small reservoir at the head of the pipeline that carries water to the consumer, it is the last free water surface of a distribution system. 2. A reservoir feeding the penstocks of a hydro-power plant. {först,ńaľb}
foreign-body locator [ENG] A device for locating foreign metallic bodies in tissue by means of suitable probes that generate a magnetic field; the presence of a magnetic body within this field is indicated by a meter or a sound signal. {först,ńorän,ńańe-ľoń,ńad-ńr}
foreign element [IND ENG] A work element which is not a part of the normal work cycle, either because it is accidental or because it occurs only occasionally. {först,ńorän,ńel-ńa-ńmt}
forepump See backpump. {först,ńaľp}
foresight [ENG] 1. A sight or bearing on a new survey point, taken in a forward direction and made in order to determine its elevation. 2. A sight on a previously established survey point, taken in order to close a circuit. A reading taken on a level rod to determine the elevation of the point on which the rod rests when read. Also known as minus sight. {först,sńit}
forest engineering

forest engineering [ENG] A branch of engineering concerned with the solution of forestry problems with regard to long-range environmental and economic effects. {ˈfɔːrstˌenɪŋ}®

forklift [MECH ENG] A machine, usually powered by hydraulic means, consisting of two or more prongs which can be raised and lowered and are inserted under heavy materials or objects for hoisting and moving them. {ˈfɔrkˌlɪft}

forklift truck See forklift. {ˈfɔrkˌlɪftˌtræk}

fork pocket [MECH ENG] An opening in the base of a container or pallet for insertion of the prong of a forklift. {ˈfɔrkˌpək}®

fork truck [MECH ENG] A vehicle equipped with a forklift. Also known as forklift truck. {ˈfɔrkˌtræk}

form [CIV ENG] Temporary boarding, sheeting, or pans of plywood, molded fiber glass, and so forth, used to give desired shape to poured concrete or the like. {fɔːrm}

form clamp [CIV ENG] An adjustable metal clamp used to secure planks of wooden forms for concrete columns or beams. {ˈfɔrmˌklæmp}

form cutter See formed cutter. {ˈfɔrmdˌkʌtər}

formed cutter [MECH] A cutting tool shaped to make surfaces with irregular geometry. Also known as form cutter. {ˈfɔrmstˌkʌtər}

form factor [ELEC] 1. The ratio of the effective value of a periodic function, such as an alternating current, to its average absolute value. 2. A factor that takes the shape of a coil into account when computing its inductance. Also known as shape factor. {ˈfɔrmfərktər}®

form grinding [MECH ENG] Grinding by use of a wheel whose cutting face is contoured to the reverse shape of the desired form. {ˈfɔrmgriːndər}

formed [ELEC] Application of voltage to an electrolytic capacitor, electrolytic rectifier, or semiconductor device to produce a desired permanent change in electrical characteristics as a part of the manufacturing process. [MECH ENG] A process for shaping or molding sheets, rods, or other pieces of hot glass, ceramic ware, plastic, or metal by the application of pressure. {ˈfɔrmd}

forming die [ENG] A die like a drawing die, but without a blank holder. {ˈfɔrmɪŋˌdai}®

forming press [MECH ENG] A punch press for forming metal parts. {ˈfɔrmɪŋˌprɛs}

forming rolls [MECH ENG] Rolls contoured to give a desired shape to parts passing through them. {ˈfɔrmɪŋˌrɔlz}

forming tool [DES ENG] A nonrotating tool that produces its inverse form on the workpiece. {ˈfɔrmɪŋˌtɔl}

process chart [IND ENG] A graphic representation of the process flow of paperwork forms. Also known as forms analysis chart; functional forms analysis chart; information process analysis chart. {ˈfɔrmˌprəsəˌʃeɪnˈʃært}®

forms analysis chart See process chart. {ˈfɔrmzˌprəsəˌʃeɪnˈʃært}®

form scabbing [CIV ENG] In placing of concrete using formwork, removal of the surface layer of concrete that adheres to the form when it is removed. {ˈfɔrmˌskæbɪŋ}®

formwork [CIV ENG] A temporary wooden casing used to contain concrete during its placing and hardening. Also known as shuttering. {ˈfɔrmˌwɜrk}®

fors See G, gram-force. {fɔːrs}

Fortin barometer [ENG] A type of cistern barometer, provision is made to increase or decrease the volume of the cistern so that when a pressure change occurs, the level of the cistern can be maintained at the zero of the barometer scale (the ivory point). {ˈfɔrdˌənˌbɑrəˈmɑːdəˈriːn}®

forward bias [ELECTR] A bias voltage that is applied to a pn-junction in the direction that causes a large current flow, used in some semiconductor diode circuits. {ˈfɔrwardˌbɪəs}®

forward-looking infrared imager [ENG] An infrared imaging device which employs an optomechanical system to make a two-dimensional scan, and produces a visible image corresponding to the spatial distribution of infrared radiation. Abbreviated FLIR imager. Also known as framing imager. {ˈfɔrˌwɔrdˌɪnˈfrəˌredˌɪmˈɪdʒər}®

forward pass [ENG] In project management, scheduling from a known start date and calculating the finish date by proceeding from the first operation to the last. Also known as forward scheduling. {ˈfɔrwərdˌpɑs}®

forward path [CONTSYS] The transmission path from the loop actuating signal to the loop output signal in a feedback control loop. {ˈfɔrwərdˌpɑθ}®

forward scheduling See forward pass. {ˈfɔrwərdˌskeiˈdʒiŋ}®

forward transfer function [CONTSYS] In a feedback control loop, the transfer function of the forward path. {ˈfɔrwərdˌtrænsfərˌfəŋkˈtʃən}®

Foster’s reactance theorem [CONTSYS] The theorem that the most general driving point impedance or admittance of a network, in which every mesh contains independent inductance and capacitance, is a meromorphic function whose poles and zeros are all simple and occur in conjugate pairs on the imaginary axis, and in which these poles and zeros alternate. {ˈfɔstərzˌreɪˌækˈtɑŋzˌθiərˈom}®

Foucault pendulum [MECH] A swinging weight supported by a long wire, so that the wire’s upper support restrains the wire only in the vertical direction, and the weight is set swinging with no lateral or circular motion; the plane of the pendulum gradually changes, demonstrating the rotation of the earth on its axis. {ˈfəʊkɑːˌpɛnˈdʊlm}®

foul bottom [CIV ENG] A hard, uneven, rocky or obstructed bottom having poor holding qualities for anchors, or one having rocks or wreckage
that would endanger an anchored vessel.

fouling [CHEM ENG] Deposition on the surface of a heat-transfer device of sediment in the form of scale derived from burned particles of the heated substance.

fouling factor [CHEM ENG] In heat transfer, the lowering of clear-film transfer rates resulting from corrosion, dirt, or roughness of the surface of tube walls of heat exchangers.

fouling plates [ENG] Metal plates submerged in water to allow attachment of fouling organisms, which are then analyzed to determine species, growth rate, and growth pattern, as influenced by environmental conditions and time.

fouling point [CIV ENG] 1. The point at a switch or turnout beyond which railroad cars must be placed so as not to interfere with cars on the main track. 2. The location of insulated joints in a turnout on signaled tracks.

foundation [CIV ENG] 1. The ground that supports a building or other structure. 2. The portion of a structure which transmits the building load to the ground.

foundation engineering [CIV ENG] That branch of engineering concerned with evaluating the earth's ability to support a load and designing substructures to transmit the load of superstructures to the earth.

foundation mat See raft foundation.

foundry [ENG] A building where metal or glass castings are produced.

foundry engineering [ENG] The science and practice of melting and casting glass or metal.

four-ball tester [ENG] A machine designed to measure the efficiency of lubricants by driving one ball against three stationary balls clamped together in a cup filled with the lubricant, performance is evaluated by measuring wear-scars diameters on the stationary balls.

four-bar linkage [MECH ENG] A plane linkage consisting of four links pinned tail to head in a closed loop with lower, or closed, joints.

four-channel sound system See quadraphonic sound system.

Fourdrinier machine [MECH ENG] A papermaking machine, a paper web is formed on an endless wire screen, the screen passes through presses and over dryers to the calenders and reels.

fourier See thermal ohm.

Fourier analyzer [ENG] A digital spectrum analyzer that provides push-button or other switch selection of averaging, coherence function, correlation, power spectrum, and other mathematical operations involved in calculating Fourier transforms of time-varying signal voltages for such applications as identification of underwater sounds, vibration analysis, oil prospecting, and brain-wave analysis.

Fourier heat equation See Fourier law of heat conduction, heat equation.

Fourier law of heat conduction [THERMO] The law that the rate of heat flow through a substance is proportional to the area normal to the direction of flow and to the negative of the rate of change of temperature with distance along the direction of flow. Also known as Fourier heat equation.

Fourier number [THERMO] A dimensionless number used in the study of unsteady-state heat transfer, equal to the product of the thermal conductivity and a characteristic time, divided by the product of the density, the specific heat at constant pressure, and the distance from the midpoint of the body through which heat is passing to the surface. Symbolized $N_f$. 

four-pi counter [ENG] An instrument which measures the radiation that a radioactive material emits in all directions.

four-stroke cycle [MECH ENG] An internal combustion engine cycle completed in four piston strokes; includes a suction stroke, compression stroke, expansion stroke, and exhaust stroke.

four-track tape [ENG ACOUS] Magnetic tape on which two tracks are recorded for each direction of travel, to provide stereo sound reproduction or to double the amount of source material that can be recorded on a given length of 1/4-inch (0.635-centimeter) tape.

four-way reinforcing [CIV ENG] A system of reinforcing rods in concrete slab construction in which the rods are placed parallel to two adjacent edges and to both diagonals of a rectangular slab.

four-way valve [MECH ENG] A valve at the junction of four waterways which allows passage between any two adjacent waterways by means of a movable element operated by a quarter turn.

four-wheel drive [MECH ENG] An arrangement in which the drive shaft acts on all four wheels of the automobile.

fox lathe [MECH ENG] A lathe with chiseling bar and leaders for cutting threads; used for turning brass.

fractionator [CHEM ENG] An apparatus used to separate a mixture by fractionation, especially by fractional distillation.

fraction defective [IND ENG] The number of units per 100 pieces which are defective in a lot, expressed as a decimal.

fraction strength See fracture stress.

fraction stress [MECH] The minimum tensile
fracture test

stress that will cause fracture. Also known as fracture strength. \{frak\text{-}shar\,stres\}

fracture test \[ENG\] 1. Macro- or microscopic examination of a fractured surface to determine characteristics such as grain pattern, composition, or the presence of defects. 2. A test designed to evaluate fracture stress. \{frak\text{-}shar\,test\}

fracture wear \[MECH\] The wear on individual abrasive grains on the surface of a grinding wheel caused by fracture. \{frak\text{-}shar\,wer\}

Frahm frequency meter \[ELECTR\] See vibrating-reed frequency meter. \{främ \text{'fré-kwän-sé\,méd-or\}

frame \[BUILD\] The skeleton structure of a building. Also known as framing. \[ELECTR\] 1. One complete coverage of a television picture. 2. A rectangular area representing the size of copy handled by a facsimile system. \{främ\}

framework \[ENG\] The load-carrying frame of a structure, may be of timber, steel, or concrete. \{främ, work\}

framing \[BUILD\] See frame. \[ELECTR\] 1. Adjusting a television picture to a desired position on the screen of the picture tube. 2. Adjusting a facsimile picture to a desired position in the direction of line progression. Also known as phasing. \{främ\-in\}

framing anchor \[BUILD\] A metal device for joining elements such as studs, joists, and rafters in light wood-frame construction. \{främ\-änk-or\}

framing imager \[ELECTR\] See forward-looking infrared imager. \{främ\-im, jek\-or\}

framing square \[DES ENG\] A graduated carpenter's square used for cutting off and making notches. \{främ\-skwer\}

Francis turbine \[MECH ENG\] A reaction hydraulic turbine of relatively medium speed with radial flow of water in the runner. \{frän\-sä\-sär\,bë\-n\}

frangible \[MECH\] Breakable, fragile, or brittle. \{frän\-jä\-bäl\}

Franklin equation \[ENG ACOUS\] An equation for intensity of sound in a room as a function of time after shutting off the source, involving the volume and exposed surface area of the room, the speed of sound, and the mean sound-absorption coefficient. \{frän\-kän\,kän\,kä\-zön\}

Frazer-Brace extraction method \[CHEM ENG\] A method used to extract oil from citrus fruit; utilizes a machine which has abrasive carborundum rolls to rasp the peel from the fruit under a water spray; the water-and-peel mixture is screened and settled to allow oil separation. \{fráz\-brás\,strak\-shan\,meth\-od\}

free ascent \[ENG\] Emergency ascent by a diver by floating to the surface through natural buoyancy or through assisted buoyancy with a life jacket. \{fré\,a\-sent\}

freeboard \[CHEM ENG\] In a fluidized-bed reactor, the space between the top of the reaction bed and the top of the reactor. \[CIV ENG\] The height between normal water level and the crest of a dam or the top of a flume. \[ENG\] The vertical distance in a water tank between the maximum water level and the top of the tank. \{fré\,bôd\}

free charge \[ELEC\] Electric charge which is not bound to a definite site in a solid, in contrast to the polarization charge. \{fré\,chá\-r\}

free convection \[ELECTR\] See natural convection. \{fré\,kon\-vek\-shan\}

free diving \[ENG\] Diving with the use of scuba equipment to allow freedom and maneuverability. \{fré\,dï\-nj\}

free-drop \[ENG\] To air-drop supplies or equipment without parachute. \{fré\,dri\-p\}

free energy \[THERMO\] 1. The internal energy of a system minus the product of its temperature and its entropy. Also known as Helmholtz free energy. Helmholtz function; Helmholtz potential, thermodynamic potential at constant volume, work function. 2. See Gibbs free energy. \{fré\,en\-or-jë\}

free enthalpy \[ENG\] See Gibbs free energy. \{fré\,en\,thäl\-p\-j\}

free fall \[MECH\] The ideal falling motion of a body acted upon only by the pull of the earth's gravitational field. \{fré\,foll\}

free falling \[MECH ENG\] In ball milling, the peripheral speed at which part of the crop load breaks clear on the ascending side and falls clear to the toe of the charge. \{fré\,foll\-in\}

free-field room \[ENG\] See anechoic chamber. \{fré\,feld, rûm\}

free-fit \[DES ENG\] A fit between mating pieces where accuracy is not essential or where large variations in temperature may occur. \{fré\,fit\}

free flight \[MECH\] Unconstrained or unassisted flight. \{fré\,fli\-t\}

free-flight angle \[MECH\] The angle between the horizontal and a line in the direction of motion of a flying body, especially a rocket, at the beginning of free flight. \{fré\,fli\-t, aç\-gal\}

free-flight trajectory \[MECH\] The path of a body in free fall. \{fré\,fli\-t, ák\-tor\-rë\}

free float \[IND ENG\] The length of time, expressed as work units, that a specific activity may be delayed without delaying the start of another activity scheduled to follow immediately after. Also known as free slack. \{fré\,flot\}

free gyroscope \[ENG\] A gyroscope that uses the property of gyroscopic rigidity to sense changes in altitude of a machine, such as an airplane, the spinning wheel or rotor is isolated from the airplane by gimbals; when the plane changes from level flight, the gyro remains vertical and gives the pilot an artificial horizon reference. \{fré\,jë\-rë\,sköp\}

freehand grinding \[ENG\] See offhand grinding. \{fré\,hand\,grind\-in\}

free instruments \[ENG\] Instruments designed to initially sink to the ocean bottom, release their ballast, and then rise to the surface where they are retrieved with their acquired payload. \{fré\,in\-stra\-mëns\}

free joint \[MECH ENG\] A robotic articulation that has six degrees of freedom. \{fré\,jö\nt\}

free-mass antenna \[ENG\] A detector of gravitational radiation that consists of suspended,
almost inertial masses and a laser interferometer that detects their motions. {ˌfrēˌmēzənˈtenə} free-piston engine [MECH ENG] A prime mover utilizing free-piston motion controlled by gas pressure in the cylinders. {ˌfrēˌpisˈtən ˈenˈjən} free-piston gage [ENG] An instrument for measuring high fluid pressures in which the pressure is applied to the face of a small piston that can move in a cylinder and the force needed to keep the piston stationary is determined. Also known as piston gage. {ˌfrēˌpisˈtən ˈgāj} free port [CIV ENG] An isolated, enclosed, and policed port in or adjacent to a port of entry, without a resident population. {ˌfrēˌpōrt} free slack See free float. {ˌfrēˈslak} free-swelling index [ENG] A test for measuring the free-swelling properties of coal; consists of heating 1 gram of pulverized coal in a silica crucible over a gas flame under prescribed conditions to form a coarse button, the size and shape of which are then compared with a series of standard profiles numbered 1 to 9 in increasing order of swelling. {ˌfrēˌswelˈing ˈīndərˌdekς} free turbine [MECH ENG] In a turbine engine, a turbine wheel that drives the output shaft and is not connected to the shaft driving the compressor. {ˌfrēˈtərbən} freeze [ENG] 1. To permit drilling tools, casing, drivepipe, or drill rods to become lodged in a borehole by reason of caving walls or impaction of sand, mud, or drill cuttings, to the extent that they cannot be pulled out. Also known as bind-seize. 2. To burn in a bit. Also known as burn-in. 3. The premature setting of cement, especially when cement slurry hardens before it can be ejected fully from pumps or drill rods during a borehole cementation operation. 4. The act or process of drilling a borehole by utilizing a drill fluid chilled to minus 30–40°F, (minus 34–40°C) as a means of consolidating, by freezing, the borehole wall materials or core as the drill penetrates a water-saturated formation, such as sand or gravel. {ˌfrēz} freeze drying [ENG] A method of drying materials, such as certain foods, that would be destroyed by the loss of volatile ingredients or by drying temperatures above the freezing point, the material is frozen under high vacuum so that ice or other frozen solvent will quickly sublime and a porous solid remain. {ˌfrēzˌdrīˈing} freezer [MECH ENG] An insulated unit, compartment, or room in which perishable foods are quick-frozen and stored. {ˌfrēzər} freeze-up [MECH ENG] Abnormal operation of a refrigerating unit because ice has formed at the expansion device. {ˌfrēzˌəp} freezing microtome [ENG] A micromtome used to cut frozen tissue. {ˌfrēzˈingˌmiˌkroʊˈtəm} frequency-response curve [ENG] A graph showing the magnitude or the phase of the frequency response of a device or system as a function of frequency.
frequency-response trajectory of frequency. Also known as frequency characteristic. {fré-kwan-sé ri, spánsh, karp}

frequency-response trajectory [CONT SYS] The path followed by the frequency-response phasor in the complex plane as the frequency is varied. {fré-kwan-sé ri, spánsh tra'ke-tré}

frequency spectrum [SYS ENG] In the analysis of a random function of time, such as the amplitude of noise in a system, the limit as T approaches infinity of 1/(2πT) times the ensemble average of the squared magnitude of the amplitude of the Fourier transform of the function from −T to T. Also known as power-density spectrum; power spectrum; spectral density. {fré-kwan-sé spek-tram}

frequency study See work sampling. {fré-kwan-sé, stad-té}

frequency transformation [CONT SYS] A transformation used in synthesizing a band-pass network from a low-pass prototype, in which the frequency variable of the transfer function is replaced by a function of the frequency. Also known as low-pass band-pass transformation. {fré-kwan-sé, tran-fár'ma-shan}

fretsaw [DES ENG] A narrow-bladed fine-toothed saw that is held under tension in a frame. {fret, só}

friction [MECH] A force which opposes the relative motion of two bodies whenever such motion exists or whenever there exist other forces which tend to produce such motion. {frik-shan}

frictional grip [MECH] The adhesion between the wheels of a locomotive and the rails of the railroad track. {frik-shan al 'grip}

friction bearing [MECH ENG] A solid bearing that directly contacts and supports an axle end. {frik-shan, ber-ínj}

friction bonding [ENG] Soldering of a semiconductor chip to a substrate by vibrating the chip back and forth under pressure to create friction that breaks up oxide layers and helps alloy the mating terminals. {frik-shan bänd-inj}

friction brake [MECH ENG] A brake in which the resistance is provided by friction. {frik-shan 'brák}

friction calendering [ENG] Process wherein an elastomeric compound is forced into the interstices of woven or cord fabrics while passing between calender rolls. {frik-shan, kal-on-dríp}

friction catch [DES ENG] A catch consisting of a spring and plunger contained in a casing. {frik-shan, kach}

friction clutch [MECH ENG] A clutch in which torque is transmitted by pressure of the clutch faces on each other. {frik-shan, klách}

friction coefficient See coefficient of friction. {frik-shan, kó-i'fish-ant}

friction damping [MECH] The conversion of the mechanical vibrational energy of solids into heat energy by causing one dry member to slide on another. {frik-shan, dämp-inj}

friction drive [MECH ENG] A drive that operates by the friction forces set up when one rotating wheel is pressed against a second wheel. {frik-shan, drív}

friction fit [DES ENG] A perfect fit between two parts. {frik-shan, fit}

friction force microscopy [ENG] The use of an atomic force microscope to measure the frictional forces on a surface. {frik-shan fórs m'trík-só-pe}

friction gear [MECH ENG] Gearin which motion is transmitted through friction between two surfaces in rolling contact. {frik-shan, gir}

friction horsepower [MECH ENG] Power dissipated in a machine through friction. {frik-shan 'hórs, pú-ár}

friction loss [MECH] Mechanical energy lost because of mechanical friction between moving parts of a machine. {frik-shan, los}

friction pile [CIV ENG] A bearing pile surrounded by earth and supported entirely by friction, carries no load at its end. {frik-shan, pil}

friction saw [MECH ENG] A toothless circular saw used to cut materials by fusion due to frictional heat. {frik-shan, saó}

friction sawing [MECH ENG] A burning process to cut stock to length by using a blade saw operating at high speed; used especially for the structural parts of mild steel and stainless steel. {frik-shan, so-o-inj}

friction shoe [ENG] An adjustable friction device that holds a window sash in any desired open position. {frik-shan, shú}

friction torque [MECH] The torque which is produced by frictional forces and opposes rotational motion, such as that associated with journal or sleeve bearings in machines. {frik-shan, tórk}

friction-tube viscometer [ENG] Device to determine liquid viscosity by measurement of pressure drop through a friction tube with the liquid in viscous flow, gives direct solution to Poiseuille's equation. {frik-shan, túb v'l'skám-ád-ar}

friction welding [ENG] A welding process for metals and thermoplastic materials in which two members are joined by rubbing the mating faces together under high pressure. {frik-shan, weld-inj}

frigorie [THERMO] A unit of rate of extraction of heat used in refrigeration, equal to 1000 fifteen-degree calories per hour, or 1.60264 ± 0.00014 watts. {frig-a-ré}

frigorimeter [ENG] A thermometer which measures low temperatures. {frig-ó-rim-ád-ar}

fringe howl [ENG ACOUS] Squeal or howl heard when some circuit in a receiver is on the verge of oscillation. {frin, haul}

frit seal [ENG] A seal made by fusing together metallic powders with a glass binder, for such applications as hermetically sealing ceramic packages for integrated circuits. {frit, sél}

fritting [ENG] Fusing materials for glass by application of heat. {frit-inj}

frog [DES ENG] A hollow on one or both of the larger faces of a brick or block, reduces weight of the brick or block, may be filled with mortar. Also known as panel. [ENG] A device which permits the train or tram wheels on one rail
of a track to cross the rail of an intersecting track. \( \text{[frag]} \)

dromometer [ENG] Test equipment which checks continuity or impedance between points. \( \text{[frän, tü, test-ar]} \)

front-end loader [MECH ENG] An excavator consisting of an articulated bucket mounted on a series of movable arms at the front of a crawler or rubber-tired tractor. \( \text{[frant' end 'lod-ar]} \)

front-end volatility [CHEM ENG] The volatility of the lower-boiling fractions of gasoline, such as butanes. \( \text{[frant' end vál-a'til-ad'-ē]} \)

front slagging [ENG] Skimming slag from the mixture of slag and molten metal as it flows through a taphole. \( \text{[front, slag-ing]} \)

frosting [ENG] Decorating a scraped metal surface with a handscraper. Also known as flaking. \( \text{[fröst-ing]} \)

frost-point hygrometer [ENG] An instrument for measuring the frost point of the atmosphere; under air test is passed continuously across a polished surface whose temperature is adjusted so that a thin deposit of frost is formed which is in equilibrium with the air. \( \text{[fröst 'point hí'grám-ad'-ar]} \)

froth flotation [ENG] A process for recovery of particles of ore or other material, in which the particles adhere to bubbles and can be removed as part of the froth. \( \text{[fröth flö'ta-shan]} \)

fronthing [ENG] The producing of relatively stable bubbles at an air-liquid interface as the result of agitation, aeration, ebulliation, or chemical reaction; it can be an undesired side effect, but in minerals beneficiation it is the basis of froth flotation. \( \text{[fröthin]} \)

ft-lb See foot-pound.

ft-lbf See foot-poundal.

ft-pdi See foot-poundal.

fuel bed [MECH ENG] A layer of burning fuel, as on a furnace grate or a cupola. \( \text{[fyül, bed]} \)

fuel filter [ENG] A device, as in an internal combustion engine, that removes particles from the fuel. \( \text{[fyüil, fil-tar]} \)

fuel injection [MECH ENG] The delivery of fuel to an internal combustion engine cylinder by pressure from a mechanical pump. \( \text{[fyüil in jek-shan]} \)

fuel injector [MECH ENG] A pump mechanism that sprays fuel into the cylinder of an internal combustion engine at the appropriate part of the cycle. \( \text{[fyüil in jek-trar]} \)

fuel pump [MECH ENG] A pump for drawing fuel from a storage tank and delivering it to an engine or furnace. \( \text{[fyüil, pump]} \)

fuel system [MECH ENG] A system which stores fuel for present use and delivers it as needed. \( \text{[fyüil, sis-tan]} \)

fuel tank [MECH ENG] The operating, fuel-storage component of a fuel system. \( \text{[fyüil, tank]} \)

fugacity [THERMO] A function used as an analog of the partial pressure in applying thermodynamics to real systems, at a constant temperature. It is proportional to the exponential of the ratio of the chemical potential of a constituent of a system divided by the product of the gas constant and the temperature, and it approaches the partial pressure as the total pressure of the gas approaches zero. \( \text{[fyü'gas-ad'-ē]} \)

fugacity coefficient [THERMO] The ratio of the fugacity of a gas to its pressure. \( \text{[fyü'gas-ad'-ē, kó, fish-ant]} \)

fulchronograph [ENG] An instrument for recording lightning strokes, consisting of a rotating aluminum disk with several hundred steel fins on its rim; the fins are magnetized if they pass between two coils when these are carrying the surge current of a lightning stroke. \( \text{[fül'krän-
gra'f]} \)

fulcrum [MECH] The rigid point of support about which a lever pivots. \( \text{[fül'krän]} \)

fulgurator [ENG] An atomizer used to spray salt solutions into a flame for analysis. \( \text{[fül'ga, räd-ar]} \)

full adder [ELECTR] A logic element which operates on two binary digits and a carry digit from a preceding stage, producing as output a sum digit and a new carry digit. Also known as three-input adder. \( \text{[fül 'ad-ar]} \)

full-cell process [ENG] A process of preservative treatment of wood that uses a pressure vessel and first draws a vacuum on the charge of wood and then introduces the preservative without breaking the vacuum. Also known as Bell-cell process. \( \text{[fül 'sel 'p्रäs-ar]} \)

full-face tunneling [CIV ENG] A system of tunneling in which the tunnel opening is enlarged to desired diameter before extension of the tunnel face. \( \text{[fül 'fás 'tan'-alin]} \)

full-gear [MECH ENG] The condition of a steam engine when the valve is operated to the maximum extent by the link motion. \( \text{[fül 'gir]} \)

full-mill [BUILD] A type of construction in which all vertical apertures open onto shafts of brick or other fireproof material; used for fire retardance. \( \text{[fül 'mil]} \)

full subtracter [ELECTR] A logic element which operates on three binary input signals representing a minuend, subtrahend, and borrow digit, producing as output a different digit and a new borrow digit. Also known as three-input subtracter. \( \text{[fül sab'tra-kar]} \)

full-track vehicle [MECH ENG] A vehicle entirely supported, driven, and steered by an endless belt, or track, on each side; for example, a tank. \( \text{[fül ,trak 'vè-o-kal]} \)

full trailer [MECH ENG] A towed vehicle whose weight rests completely on its own wheels. \( \text{[fül 'tral-ar]} \)

fumble [IND ENG] An unintentional sensory-motor error that may be unavoidable. \( \text{[fom-bal]} \)

fumigating [ENG] The use of a chemical compound in a gaseous state to kill insects, nematodes, arachnids, rodents, weeds, and fungi in confined or inaccessible locations; also used to control weeds, nematodes, and insects in the field. \( \text{[fyü-ma,gåd-in]} \)

functional analysis [SYS ENG] A part of the design process that addresses the activities that a
functional analysis diagram

system, software, or organization must perform to achieve its desired outputs, that is, the transformations necessary to turn available inputs into the desired outputs. { [f⁠aŋk⁠-ʃən-əl ə nəl-ə-səs] }

functional analysis diagram [SYS ENG] A representation of functional analysis and, in particular, the transformations necessary to turn available inputs into the desired outputs, the flow of data or items between functions, the processing instructions that are available to guide the transformation, and the control logic that dictates the activation and termination of functions. { [f⁠aŋk-ʃən-əl ə nəl-ə-səs ə di-ə-gram] }

functional decomposition [CONT SYS] The partitioning of a large-scale control system into a nested set of generic control functions, namely the regulatory or direct control function, the optimizing control function, the adaptive control function, and the self-organizing function. { [f⁠aŋk-ʃən-əl də kəm-pə ə fə zhən-ən] }

functional design [SYS ENG] The aspect of system design concerned with the system's objectives and functions, rather than its specific components. { [f⁠aŋk-ʃən-əl ə ə tə rə fə ə jə nə sə s] }

functional forms analysis chart See form process chart. { [f⁠aŋk-ʃən-əl ə fər məz ə nəl-ə-sə s ə chərt] }

function failure safety [ENG] The capability of an electronic-mass measuring instrument to withhold the release of an incorrect measurement when there is a function failure. { [f⁠aŋk-ʃən ə ʃə fə ə lə ə sə] }

fundamental interval [THERMO] 1. The value arbitrarily assigned to the difference in temperature between two fixed points (such as the ice point and steam point) on a temperature scale, in order to define the scale. 2. The difference between the values recorded by a thermometer at two fixed points; for example, the difference between the resistances recorded by a resistance thermometer at the ice point and steam point. { [fəndəməntəl ə int-ə rə vəl] }

fundamental motion See elemental motion. { [fəndəməntəl ə mə-ʃən] }

fungible [CHEM ENG] Pertaining to petroleum products whose characteristics are so similar they can be commingled. { [fən-gə-bal] }

fungi-proofing [ENG] Application of a protective chemical coating that inhibits growth of fungi. { [fən-ʃəl ə prə-fən] }

funicular See funicular railroad. { [fən-ik-ə-lə rə] }

funicular polygon [MECH] 1. The figure formed by a light string hung between two points from which weights are suspended at various points. 2. A force diagram for such a string, in which the forces (weights and tensions) acting on points from which weights are suspended are represented by a series of adjacent triangles. { [fən-ik-ə-lə ə pəl-ə-gən] }

funicular railroad [ENG] A railroad system used primarily to ascend and descend mountains, the weight of the descending train helps to move the ascending train up the mountain. Also known as funicular. { [fən-ik-ə-lə ə rə lə,rodə] }

funnel [DES ENG] A tube with one conical end that sometimes holds a filter, the function is to direct flow of a liquid or, if a filter is present, to direct a flow that was filtered. { [fən-ə] }

funnel-flow bin [ENG] A bin in which solid flows toward the outlet in a channel that forms within stagnant material. { [fən-ə ə lə ə bən] }

furcular extraction [CHEM ENG] Process for the refining of lubricating oils and other organic materials by contact with furfural. { [fər-ə rəl ək ə stə kənstrə-ʃən] }

furlong [MECH] A unit of length, equal to 1/8 mile, 660 feet, or 201.168 meters. { [fər-ləŋ] }

furnace [ENG] An apparatus in which heat is liberated and transferred directly or indirectly to a solid or fluid mass for the purpose of effecting a physical or chemical change. { [fərnəs] }

furnace lining [ENG] The interior part of a furnace in contact with a molten charge and hot gases; constructed of heat-resistant material. { [fərnəs ə lə-nə] }

furnish [CHEM ENG] In papermaking, the raw materials placed in a beater for producing paper pulp. { [fərnəsh] }

furred ceiling [BUILD] A ceiling in which the fur- ning units are attached directly to the structural units of the building. { [fərd ə sə-liŋ] }

furring [BUILD] Thin strips of wood or metal fastened to joists, studs, ceilings, or inner walls of a building to provide a level surface or air space over which the finished surface can be applied. Also known as batten; furring strip. { [fər-ing] }

furring strip See furring. { [fər-ing ə strip] }

furrow [ENG] A trench plowed in the ground. { [fər-ə] }

fuse [ELEC] An expendable device for opening an electric circuit when the current therein becomes excessive, containing a section of conductor which melts when the current through it exceeds a rated value for a definite period of time. Also known as electric fuse. { [ENG] Also spelled fuse } 1. A device with explosive components designed to initiate a train of fire or detonation in an item of ammunition by an action such as hydrostatic pressure, electrical energy, chemical energy, impact, or a combination of these. 2. A nonexplosive device designed to initiate an explosion in an item of ammunition by an action such as continuous or pulsating electromagnetic waves or acceleration. { [fuyəz] }

fuse blasting cap [ENG] A small copper cylinder closed at one end and charged with a fulminate. { [fuyəz ə blast-ə-kap] }

fuse body [ENG] The part of a fuse contributing the major portion of the total weight, and which houses the majority of the functioning parts, and to which smaller parts are attached. { [fuyəz ə bad-ə] }

fuse diode [ELECTR] A diode that opens under specified current surge conditions. { [fuyəz ə də,əd] }

fused junction See alloy junction. { [fuzd ə ə ʃən-ən] }

fused-junction diode See alloy-junction diode. { [fuzd ə ə ʃən-ən ə də,əd] }
fused-junction transistor  See alloy-junction transistor.  (ˈfyūzd ˈjänk-ʃən tranˈzis-tər )
fused semiconductor  [ELECTR] Junction formed by recrystallization on a base crystal from a liquid phase of one or more components and the semiconductor.  (ˈfyūzd ˈsem-i-kan ˈdaktər )
fuse gage  [ENG] An instrument for slicing time fuses to length.  (ˈfyūz ,gāj )
fusehead  [ENG] That part of an electric detonator consisting of twin metal conductors, bridged by fine resistance wire, and surrounded by a bead of igniting compound which burns when the firing current is passed through the bridge wire.  (ˈfyūz,hed )
fuse lighter  [ENG] A device for facilitating the ignition of the powder core of a fuse.  (ˈfyūz ,ˈlid-ər )
fusibility  [THERMO] The quality or degree of being capable of being liquefied by heat.  (ˌfyū-zaˈbil-əd-e )
fusible plug See safety plug.  (ˌfyū-zaˈbəl ˈplag )
fusing disk  [MECH ENG] A rapidly spinning disk that cuts metal by melting it.  (ˌfyūz-iŋ ,disk )
fusion piercing  [ENG] A method of producing vertical blastholes by virtually burning holes in rock. Also known as piercing.  (ˈfyū-zhən ˈpir-siŋ )
fusion-piercing drill  [ENG] A machine designed to use the fusion-piercing mode of producing holes in rock. Also known as det drill, jet-piercing drill, Linde drill.  (ˈfyū-zhən ˈpir-siŋ ˈdril )
fuzzy controller  [CONT SYS] An automatic controller in which the relation between the state variables of the process under control and the action variables, whose values are computed from observations of the state variables, is given as a set of fuzzy implications or as a fuzzy relation.  (ˈfəz-ə kanˈtrōl-ər )
fuzzy system  [SYS ENG] A process that is too complex to be modeled by using conventional mathematical methods, and that gives rise to data that are, in general, soft, with no precise boundaries; examples are large-scale engineering complex systems, social systems, economic systems, management systems, medical diagnostic processes, and human perception.  (ˈfəz-ə ˈsis-təm )
This page intentionally left blank.
g See gram.

G  [ELEC] See conductance. [MECH] A unit of acceleration equal to the standard acceleration of gravity, 9.80665 meters per second per second, or approximately 32.1740 feet per second per second. Also known as grav.

GaaS FET See gallium arsenide field-effect transistor.

Gabion  [ENG] A bottomless basket of wickerwork or metal filled with earth or stones; used in building fieldworks or as revetments in mining. Also known as a pannier. {gà-bè-àn}

gableboard  See vergeboard.

Gabor trolley  [ENG] A small three-wheel trolley with knife-edge wheels, used in constructing trajectories of charged particles in an electric field.
{gà-bôr, trà-lè}

gage Also spelled gauge. [CIV ENG] The distance between the inner faces of the rails of railroad track; standard gage in the United States is 4 feet 8 1/2 inches (1.44 meters). [DES ENG] 1. A device for determining the relative shape or size of an object. 2. The thickness of a metal sheet, a rod, or a wire. [ENG] The minimum sieve size through which most (95% or more) of an aggregate will pass. {gā"

gage block  [DES ENG] A chrome steel block having two flat, parallel surfaces with the parallel distance between them being the size marked on the block to a guaranteed accuracy of a few millionths of an inch, used as the standard of precise lineal measurement for most manufacturing processes. Also known as precision block; size block. {gā"

gage cock  [ENG] A valve located on a water column of a boiler drum. {gā"

gage glass  [ENG] A glass, plastic, or metal tube, usually equipped with shutoff valves, that is connected by a suitable fitting to a tank or other vessel through which measuring and sampling can be performed. {gā"

gage length  [ENG] Original length of the portion of a specimen measured for strain, length changes, and other characteristics. {gā"

gage plate  [CIV ENG] A plate inserted between the parallel rails of a railroad track to maintain the gage. {gā"

gage point  [DES ENG] A point used to position a part in a jig, fixture, or qualifying gage. {gā"

gage pressure  [MECH ENG] The amount by which the total absolute pressure exceeds the ambient atmospheric pressure. {gā"

gaging hatch  [ENG] An opening in a tank or other vessel through which measuring and sampling can be performed. {gā"

gaging tape  [ENG] A metal measuring tape used to determine the depth of liquid in a tank. {gā"

gain  [ELECT] The increase in signal power that is produced by an amplifier, usually given as the ratio of output to input voltage, current, or power, expressed in decibels. Also known as transmission gain. [ENG] A cavity in a piece of wood prepared by notching or mortising so that a hinge or other hardware or another piece of wood can be placed on the cavity. {gā"

gain asymptotes  [CONT SYS] Asymptotes to a logarithmic graph of gain as a function of frequency. {gā"

gain-crossover frequency  [CONT SYS] The frequency at which the magnitude of the loop ratio is unity. {gā"

gain margin  [CONT SYS] The reciprocal of the magnitude of the loop ratio at the phase crossover frequency, frequently expressed in decibels. {gā"

gain scheduling  [CONT SYS] A method of eliminating influences of variations in the process dynamics of a control system by changing the parameters of the regulator as functions of auxiliary variables which correlate well with those dynamics. {gā"

gal  [MECH] 1. The unit of acceleration in the centimeter-gram-second system, equal to 1 centimeter per second squared; commonly used in geodetic measurement. Formerly known as galileo. Symbolized Gal. 2. See gallon. {gal"

Gal  See gal. {gal"

Galileo's law of inertia  See Newton’s first law. {gal-li-o's la"

Galilean transformation  [MECH] A mathematical transformation used to relate the space and time variables of two uniformly moving (inertial) reference systems in nonrelativistic kinematics. {gal-li-o's trans-fər'mə-shən}

galileo  See gal. {gal-li-o'

Gallileo’s law of inertia See Newton’s first law. {gal-li-o’s la"

Copyright 2003 by The McGraw-Hill Companies, Inc. Click Here for Terms of Use.
Galitzin pendulum

Galitzin pendulum [MECH] A massive horizontal pendulum that is used to measure variations in the direction of the force of gravity with time, and thus serves as the basis of a seismograph.

galley [ENG] The kitchen of a ship, airplane, or trailer. ('gal-ə)

gallium arsenide field-effect transistor [ELECTR] A field-effect transistor in which current between the ohmic source and drain contacts is carried by free electrons in a channel consisting of n-type gallium arsenide, and this current is modulated by a Schottky-barrier rectifying contact called the gate that varies the cross-sectional area of the channel. Abbreviated GaAs FET: ('gal-əm-əm 'ars-ən-ld 'fɛld ɪʃk tran'zi-sər)

gallon [MECH] Abbreviated gal. 1. A unit of volume used in the United States for measurement of liquid substances, equal to 231 cubic inches, or to 3.854 411 784 × 10⁻³ cubic meter, or to 3.875 411 784 liters; equal to 128 fluid ounces. 2. A unit of volume used in the United Kingdom for measurement of liquid and solid substances, usually the former. equal to 4.54609 × 10⁻³ cubic meter, or to 4.54609 liters; equal to 160 fluid ounces. Also known as imperial gallon. ('gal-ən)

Galton whistle [ENG ACOUS] A short cylindrical pipe with an annular nozzle, which is set into resonant vibration in order to generate ultrasonic sound waves. ('gɔl-tən wis-əl)

galvanic [ELEC] Pertaining to electricity flowing as a result of chemical action. ('gal-vən-ik)

galvanic battery [ELEC] A galvanic cell, or two or more such cells electrically connected to produce energy. ('gal-vən-ik 'bæd-ə-re)

galvanic cell [ELEC] An electrolytic cell that is capable of producing electric energy by electrochemical action. ('gal-vən-ik 'sel)

galvanic couple [ELEC] A pair of unlike substances, such as metals, which generate a voltage when brought in contact with an electrolyte. ('gal-vən-ik 'kap-əl)

galvanic current [ELEC] A steady direct current. ('gal-vən-ik 'kər-ənt)

galvanometer [ENG] An instrument for indicating or measuring a small electric current by means of a mechanical motion derived from electromagnetic or electrolytic forces produced by the current. ('gal-vən-əm-əd-ər)

galvanometer recorder [ENG ACOUS] A sound recorder in which the audio signal voltage is applied to a coil suspended in a magnetic field, the resulting movements of the coil cause a tiny attached mirror to move a reflected light beam back and forth across a slit in front of a moving photographic film. ('gal-vən-əm-əd-ər rɪ'kɔrd-ər)

gambrel roof [BUILD] A roof with two sloping sides stepped at different angles on each side of the center ridge; the lower slope is steeper than the upper slope. ('gam-brel 'ruf)

gamma [MECH] A unit of mass equal to 10⁻⁶ gram or 10⁻⁹ kilogram. ('gam-ə)

gamma camera [ENG] An instrument consisting of a large, thin scintillation crystal or array of photomultiplier tubes, a multichannel collimator, and circuitry to analyze the pulses produced by the photomultipliers; used to visualize the distribution of radioactive compounds in the human body. ('gam-ə, kam'-ə)

gamma counter [ENG] A device for detecting gamma radiation, primarily through the detection of fast electrons produced by the gamma rays; it either yields information about integrated intensity within a time interval or detects each photon separately. ('gam-ə, kəunt-ər)

gamma logging [ENG] Obtaining, by means of a gamma-ray probe, a record of the intensities of gamma rays emitted by the rock strata penetrated by a borehole. ('gam-ə, læt-ər)

gamma-ray altimeter [ENG] An altimeter, used at altitudes under several hundred feet, that measures the photon backscatter from the earth resulting from the transmission of photons to earth from a cobalt-60 gamma source in the plane. ('gam-ə, rə al-tim'-əter)

gamma-ray detector [ENG] An instrument that registers the presence of gamma rays. ('gam-ə, rə di'tek-ər)

gamma-ray level indicator [ENG] A level indicator in which the rising level of the liquid or other material reduces the amount of radiation passing from a gamma-ray source through the container to a Geiger counter or other radiation detector. ('gam-ə, rə lev-əl 'in-də, kəd-ər)

gamma-ray probe [ENG] A gamma-ray counter built into a watertight case small enough to be lowered into a borehole. ('gam-ə, rə prəb)

gamma-ray tracking [ENG] Use of three tracking stations, located at the three corners of a triangle centered on a missile about to be launched, to obtain accurate azimuthal tracking of a cobalt-60 gamma source in the tail. ('gam-ə, rə trək-ing)

gamma-ray well logging [ENG] Measurement of gamma-ray intensity versus depth down the wellbore, used to identify rock strata, their position, and their thicknesses. ('gam-ə, rə wel-læj-ing)

gammeter [ENG] A template fashioned of transparent material and marked with a calibrated scale, when positioned on a sensotometric curve it is used to determine the slope of the straightline portion. ('ga,mɛd-ər)

gang [ELEC] A mechanical connection of two or more circuit devices so that they can be varied at the same time. ('gæn)

gang chart [IND ENG] A multiple-activity process chart used for groups of men on materials-handling operations. ('gæn, char't)

gang drill [MECH ENG] A set of drills operated together in the same machine, used in rock drilling. ('gæn,dril)

gang milling [ENG] Rolling of material by means of a composite machine with numerous cutting blades. ('gæn,mil-ing)

gang saw [MECH ENG] A steel frame in which
thin, parallel saws are arranged to operate simul-
taneously in cutting logs. \( '\text{gas, bãg} \)
gantlet [CIV ENG] A stretch of overlapping rail-
road track, with one rail of one track being be-
tween the two rails of another track; used over
narrow bridges and passes. \( '\text{gont-loot} \)
gantry [ENG] A frame erected on side supports
so as to span an area and support and hoist
machinery and heavy materials. \( '\text{gan-tré} \)
gantry crane [MECH ENG] A bridge-like hoisting
machine having fixed supports or arranged for
running along tracks on ground level. \( '\text{gan-
try, kran} \)
gantry-type robot [CONT SYS] A continuous-
path, Cartesian-coordinate robot constructed in
a bridge shape that uses rails to move along a
single horizontal axis or along either of two
perpendicular horizontal axes. \( '\text{gan-tré 'tīp 'rō-bát} \)
Gantt chart [IND ENG] In production planning
and control, a type of bar chart depicting the
work planned and done in relation to time; each
division of space represents both a time interval
and the amount of work to be done during that
interval. \( '\text{gant, chart} \)
Gantt task and bonus plan [IND ENG] A wage
incentive plan in which high task efficiency is
maintained by providing a percentage bonus as
a reward for production in excess of standard.
\( '\text{gant 'task an 'bō-sãs 'plan} \)
gap [ELEC] The spacing between two electric
contacts. \( '\text{gap} \)
gap-filler radar [ENG] Radar used to fill gaps in
radar coverage of other radar. \( '\text{gap 'fīl-ər 'rā,dār} \)
whose frame is open at bed level so that wide
work or strip work can be inserted. \( '\text{gap 'frām, pres} \)
gap lathe [MECH ENG] An engine lathe with a
sliding bed providing enough space for turning
large-diameter work. \( '\text{gap 'lath} \)
gap scanning [ENG] In ultrasonic testing, a
coupling technique in which a sound beam is
projected through a short fluid column that flows
through a nozzle on an ultrasonic search unit.
\( '\text{gap 'skān-ing} \)
garnet hinge [DES ENG] A hinge with a vertical
bar and horizontal strap. \( '\text{gār-net 'hin}̇\)'
garret [BUILD] The part of a house just under
the roof. \( '\text{gar-ət} \)
garter spring [DES ENG] A closed ring formed
of helically wound wire. \( '\text{gār-tə 'spring} \)
gas absorption operation [CHEM ENG] The re-
covering of soluble gases present in gaseous mix-
tures of noncondensables, this recovery is gener-
ally achieved by contacting the gas stream with
a liquid that offers specific or selective solubility
for the solute gas to be recovered, or with an
adsorbent (for example, synthetic or natural zeo-
lite) that accepts only specific molecule sizes or
shapes. \( '\text{gas ab,sōr-p-shon 'āp-ə, rā-shən} \)
gas bag [ENG] A bag made of gas-impermeable
material and designed for insertion into a pipe-
line followed by inflation to hold the flow of gas.
\( '\text{gas, bãg} \)
gas bearing [MECH ENG] A journal or thrust
bearing lubricated with gas. Also known as gas-
lubricated bearing. \( '\text{gas ber-ing} \)
gas burner [ENG] A hole or a group of holes
through which a combustible gas or gas-air mix-
ture flows and burns. \( '\text{gas 'bar-nør} \)
gas cleaning [ENG] Removing ingredients, pol-
lutants, or contaminants from domestic and in-
dustrial gases. \( '\text{gas, klen-ing} \)
gas-compression cycle [MECH ENG] A refriger-
at cycle in which hot, compressed gas is
cooled in a heat exchanger, then passes into a
gas expander which provides an exhaust stream
of cold gas to another heat exchanger that han-
dles the sensible-heat refrigeration effect and
exhausts the gas to the compressor. \( '\text{gas com-pres-shon st-kol} \)
gas compressor [MECH ENG] A machine that
increases the pressure of a gas or vapor by in-
creasing the gas density and delivering the fluid
against the connected system resistance. \( '\text{gas
køm-pres-ər} \)
gas constant [THERMO] The constant of pro-
portionality appearing in the equation of state
of an ideal gas, equal to the pressure of the gas
times its molar volume divided by its tempera-
ture. Also known as gas-law constant, universal
gas constant. \( '\text{gas, kán-stant} \)
gas cycle [THERMO] A sequence in which a gas-
eous fluid undergoes a series of thermodynamic
phases, ultimately returning to its original state.
\( '\text{gas, st-kol} \)
gas cylinder [MECH ENG] The chamber in which
a piston moves in a positive displacement en-
gine or compressor. \( '\text{gas 'sil-an-dur} \)
gas dehydrator [CHEM ENG] A device or system
to remove moisture vapor from a gas stream,
usually incorporates desiccant-type packed
towers. \( '\text{gas 'drād-ət} \)
gas-deviation factor See compressibility factor.
\( '\text{gas 'de-vē-ə-shon 'fæk-tər} \)
gas engine [MECH ENG] An internal combus-
tion engine that uses gaseous fuel. \( '\text{gas
en-jən} \)
gaseous conduction analyzer [ENG] A device
to detect organic vapors in air by measuring the
change in current that flows between a heated
platinum anode and a concentric platinum cath-
ode. \( '\text{gas, kən, dēk-shon 'ān-ə, liz-ət} \)
gaseous diffusion [CHEM ENG] 1. Pressure-in-
duced free-molecular transfer of gas through mi-
croporous barriers as in the process of making
fissionable fuel. 2. Selective solubility diffu-
sion of gas through nonporous polymers by ab-
sorption and solution of the gas in the polymer
matrix. \( '\text{gas, di-fyu-shon} \)
gas etching [ENG] The removal of material from
a semiconductor circuit by reaction with a gas
that forms a volatile compound. \( '\text{gas 'ech-ət} \)
GasFET [ENG] A gas sensor based on changes,
upon exposure to hydrogen, in the surface part
of the work function of a palladium component

243
gas-filled thermometer

that serves as the gate contact of a metal oxide semiconductor field-effect transistor (MOSFET). {gas,let}

gas-filled thermometer [ENG] A thermometer which uses a gas (usually nitrogen or hydrogen), that approximately follows the ideal gas law. {gas,thar’măm-ad-ar}
gas filter [CHEM ENG] A device used to remove liquid or solid particles from a flowing gas stream. {gas,fil-tər}
gas furnace [ENG] An enclosure in which a gasaceous fuel is burned. {gas,fər-nəs}
gas generator [CHEM ENG] A chemical plant for producing gas from coal, for example, water gas. [MECH ENG] An apparatus that supplies a high-pressure gas flow to drive compressors, air screws, and other machines. {gas,əlen,-rəd-ar}
gas heater [MECH ENG] A unit heater designed to supply heat by forced convection, using gas as a heat source. {gas,hēd-ar}
gas holder [ENG] Gas storage container with vertically free top section that moves up or down to adjust to the volume of gas held. {gas,hŏl-dər}
gas hole [ENG] A cavity formed in a casting as a result of cavitation. {gas,hŏl}
gasification [CHEM ENG] Any chemical or heat process used to convert a substance to gas; coal is converted by the Hyses process to a gasous fuel. {gas-ə-fə-kə-kān-shən}
gasifier [CHEM ENG] A unit for producing gas, particularly synthesis gas from coal. {gas-ə,fī-ar}
gas injection [MECH ENG] Injection of gaseous fuel into the cylinder of an internal combustion engine at the appropriate part of the cycle. {gas,ɪn,jek-shən}
gasket [ENG] A packing made of deformable material, usually in the form of a sheet or ring, used to make a pressure-tight joint between stationary parts. Also known as static seal. {gas,gıt}
gas law [THERMO] Any law relating the pressure, volume, and temperature of a gas. {gas,lo}
gas-law constant See gas constant. {gas,lə,kān-stant}
gas lift [CHEM ENG] Solids movement operation in which an upward-flowing gas stream in a closed conduit or vessel is used to lift and move powderized or granular solid material. {gas,lift}
gas making [CHEM ENG] Making water gas or air gas by the action of steam and air upon hot coke. {gas,māk-iŋ}
gas manometer [ENG] A gage for determining the difference in pressure of two gases, usually by measuring the difference in height of liquid columns in the two sides of a U-tube. {gas,mən-əməd-ar}
gas mask [ENG] A device to protect the eyes and respiratory tract from noxious gases, vapors, and aerosols, by removing contamination with a filter and a bed of adsorbent material. {gas,mask}
gas meter [ENG] An instrument for measuring and recording the amount of gas flow through a pipe. {gas,mêd-ar}
gasoline engine [MECH ENG] An internal combustion engine that uses a mixture of air and gasoline vapor as a fuel. {gas-ə,əlen,ˈe-nən-

gasoline pump [MECH ENG] A device that pumps and measures the gasoline supplied to a motor vehicle, as at a filling station. {gas-ə,əlen,'pəmp}
gasometer [ENG] A piece of equipment that holds and measures gas, may be used in analytical chemistry to measure the quantity of gas evolved in a reaction. {ga’səm-əd-ar}
gas packing [IND ENG] Packing a material such as food in an atmosphere consisting of an oxygen-free gas. {gas,pək-iŋ}
gas pliers [DES ENG] Pliers for gripping round objects such as pipes, tubes, and circular rods. {gas,pəlt-ar}
gas producer [CHEM ENG] A device for complete gasification of coal by utilizing simultaneously the air and water-gas reactions. {gas,prə,dis-ar}
gas reversion [CHEM ENG] A process which combines thermal cracking or reforming of naphtha with thermal polymerization or alkylation of hydrocarbon gases carried out in the same reaction zone. {gas,ər′vər-zən}
gas scrubbing [CHEM ENG] Removal of gasous or liquid impurities from a gas by the action of a liquid; the gas is contacted with the liquid which removes the impurities by dissolving or by chemical combination. {gas,skrəb-iŋ}
gas seal [ENG] A seal which prevents gas from leaking to or from a machine along a shaft. {gas,sēl}
gassing [ELEC] The evolution of gas in the form of small bubbles in a storage battery when charging continues after the battery has been completely charged. [ENG] 1. Absorption of gas by a material. 2. Formation of gas pockets in a material. 3. Evolution of gas from a material during a process or procedure. {gas-iŋ}
gas tank [ENG] A tank for storing gas or gasoline. {gas,taŋk}
gas thermometer [ENG] A device to measure temperature by measuring the pressure exerted by a definite amount of gas enclosed in a constant volume; the gas (preferably hydrogen or helium) is enclosed in a glass or fused-quartz bulb connected to a mercury manometer. Also known as constant-volume gas thermometer. {gas,thar’măm-ad-ar}
gas thermometry [ENG] Measurement of temperatures with a gas thermometer, used with helium down to about 1 K. {gas,thar’măm-ə-trə}
gas trap [CIV ENG] A bend or chamber in a drain or sewer pipe that prevents sewer gas from escaping. {gas,trap}
gas-treating system [CHEM ENG] A process system to remove nonhydrocarbon impurities
(such as water vapor, hydrogen sulfide, or carbon dioxide) from wellhead gas. {'gas, tréd-ən, sī-təm

gas-tube boiler [ENG] A waste-heat boiler. {'gas, tīb bō-lər}
gas turbine [MECH ENG] A heat engine that converts the energy of fuel into work by using compressed, hot gas as the working medium and that usually delivers its mechanical output power either as torque through a rotating shaft (industrial gas turbines) or as jet power in the form of velocity through an exhaust nozzle (aircraft jet engines). Also known as combustion turbine. {'gas, tār-bōn

gas-turbine nozzle [MECH ENG] The component of a gas turbine in which the hot, high-pressure gas expands and accelerates to high velocity. {'gas, tār-bōn, nāz-əl

gas valve [ENG] An exhaust valve, held shut by rubber springs, used to discharge gas from the extreme top of a balloon. {'gas, valv

gas vent [ENG] A pipe or hole that allows gas to pass off. {'gas, vent

gate [CIV ENG] A movable barrier across an opening in a large barrier, a fence, or a wall. [ELECTR] 1. A circuit having an output and a multiplicity of inputs and so designed that the output is energized only when a certain combination of pulses is present at the inputs. 2. A circuit in which one signal, generally a square wave, serves to switch another signal on and off. 3. One of the electrodes in a field-effect transistor. 4. An output element of a cryotron. 5. To control the passage of a pulse or signal. 6. In radar, an electric waveform which is applied to the control point of a circuit to alter the mode of operation of the circuit at the time when the waveform is applied. Also known as gating waveform. [ENG] 1. A device, such as a valve or door, for controlling the passage of materials through a pipe, channel, or other passageway. 2. A device for positioning the film in a camera, printer, or projector. {'gāt

gate-array device [ELECTR] An integrated logic circuit that is manufactured by first fabricating a two-dimensional array of logic cells, each of which is equivalent to one or a few logic gates, and then adding final layers of metallization that determine the exact function of each cell and interconnect the cells to form a specific network when the customer orders the device. {'gāt, əˌrā diˌvīs

Gates crusher [MECH ENG] A gyratory crusher which has a cone or mantle that is moved eccentrically by the lower bearing sleeve. {'gāts ˈkrash-ər

gate valve [MECH ENG] A valve with a disk-shaped closing element that fits tightly over an opening through which water passes. {'gātˌvāl

gathering iron [ENG] A rod used to collect molten glass for glassblowing. {'gāt-ər-ən, tār-mən

gathering ring [ENG] A clay ring placed on molten glass to collect impurities and thus permit high-quality glass to be taken from the center. {'gāt-ər-ən, tārn

gating [ELECTR] The process of selecting those portions of a wave that exist during one or more selected time intervals or that have magnitudes between selected limits. [ENG] A network of connecting channels, including sprues, runners, gates, and cavities, which conduct molten metal to the mold. {'gāt-ən

gating waveform See gate. {'gāt-ən ˈwāt,fərm

Gaussian weighing method [ENG] A method used to determine the accuracy of equal-arm balances and to test standard weights in which the sample is placed on one pan and the comparative weights on the other, and then the weights are interchanged in a second weighing. {'gau-əsˌən, ˈwātˌmād-

gaussmeter [ENG] A magnetometer whose scale is graduated in gauss or kilogauss, and usually measures only the intensity, and not the direction, of the magnetic field. {'gauˌmətər

Gauss method of weighing See double weighing. {'gauˌmədˌwēŋ-

Gauss’ principle of least constraint [MECH] The principle that the motion of a system of interconnected material points subjected to any influence is such as to minimize the constraint on the system, here the constraint, during an infinitesimal period of time, is the sum over the points of the product of the mass of the point times the square of its deviation from the position it would have occupied at the end of the time period if it had not been connected to other points. {'gauˌsˈprɪn-sə-pəl əvˌlɛst kənˈstrænt

Gay-Lussac’s second law [THERMO] The law that the internal energy of an ideal gas is independent of its volume. {'ˌgā-ləsəkˌsēkˌsəˌmādˌoʊˌlə

Gay-Lussac tower [CHEM ENG] A component part in the chamber process for sulfuric acid production that absorbs nitrogen oxides to form nitrous vitriol. {'ˌgāˌləsəkˌsēkˌtōr

g-cal See calorie. {'liˌkal

g-cm See gram-centimeter.

gear [DES ENG] A toothed machine element used to transmit motion between rotating shafts when the center distance of the shafts is not too large. [MECH ENG] 1. A mechanism performing a specific function in a machine. 2. An adjustment device of the transmission in a motor vehicle which determines mechanical advantage, relative speed, and direction of travel. {'gīr

gear case [MECH ENG] An enclosure, usually filled with lubricating fluid, in which gears operate. {'ˌgīrˌkās

gear cutter [MECH ENG] A machine or tool for cutting teeth in a gear. {'ˌgīrˌkədˌər

gear cutting [MECH ENG] The cutting or forming of a uniform series of toothlike projections on the surface of a workpiece. {'ˌgīrˌkədˌər

gear down [MECH ENG] To arrange gears so the driven part rotates at a slower speed than the driving part. {'ˌgīrˌdən

gear drive [MECH ENG] Transmission of motion
or torque from one shaft to another by means of
direct contact between toothed wheels. { 'gir',drv }

gear teeth  [MECH ENG] A turbine connected
to a set of reduction gears. { 'girr',t'ra*n }.

gear shift  [MECH ENG] A method of gear
forming in which the desired tooth shape is pro-
duced by a tool whose cutting profile matches
the tooth form. { 'girr','f*ri-nig' }

gear cutting  [MECH ENG] A method of gear
cutting in which the tooth is produced by the
conjugate or total cutting action of the tool plus
the rotation of the workpiece. { 'girr','j*ns-*,ra*ni' }

gear grinder  [MECH ENG] A machine that removes excess metal from ma-
terials. { 'girr',shap-*r }.

gear forming  [MECH ENG] A method of gear
forming in which the desired tooth shape is pro-
duced by a tool whose cutting profile matches
the tooth form. { 'girr','f*ri-nig' }

gear forming  [MECH ENG] A method of gear
cutting in which the tooth is produced by the
conjugate or total cutting action of the tool plus
the rotation of the workpiece. { 'girr','j*ns-*,ra*ni' }

gear grinding  [MECH ENG] A method of gear
cutting in which the tooth is produced by the
conjugate or total cutting action of the tool plus
the rotation of the workpiece. { 'girr','j*ns-*,ra*ni' }

gear hobbing  [MECH ENG] A machine that mills
gear teeth; the rotational speed of the hob has
a precise relationship to that of the work. { 'girr',h*bb-*r }.

gear housing  [MECH ENG] A set of gears wheels.
{ 'girr'j*ng }.

gear ratio  [MECH ENG] The ratio of the angular
speed of the driving member of a gear train or
similar mechanism to that of the driven member,
specifically, the number of revolutions made by
the engine per revolution of the rear wheels of an
automobile. { 'girr',ra*sh-* }.

gear shaper  [MECH ENG] A machine that makes
gear teeth by means of a reciprocating cutter that
rotates slowly with the work. { 'girr',shap-*r }.

gear shaping  [MECH ENG] A machine that removes excess metal from ma-
terials by the axial sliding motion of a
straight-rack cutter or a circular gear cutter.
{ 'girr',shav-*ng,ma*shn }.

gearshift  [MECH ENG] A device for engaging and
disengaging gears. { 'girr','ja*ni' }.

gear teeth  [DES ENG] Projections on the cir-
sumference or face of a wheel which engage with
complementary projections on another wheel to
transmit force and motion. { 'girr','l*t' }.

gear train  [MECH ENG] A combination of two or
more gears used to transmit motion between
two rotating shafts or between a shaft and a
slide. { 'girr','tran' }.

gear up  [MECH ENG] To arrange gears so that
the driven part rotates faster than the driving part.
{ 'girr','op' }.

gear wheel  [MECH ENG] A wheel that meshes
gear teeth with another part. { 'girr','wel' }.

gear teeth  [MECH ENG] A set of gears wheels.
{ 'girr'j*ng }.

gear load  [MECH ENG] A type of air pump that
uses the principle of the Torricellian vacuum,
in which the vacuum is produced by the flow of
mercury back and forth between a vertically
adjustable and a fixed reservoir. { 'girr',la*ri*v*mp }.

gelatinize  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinizing  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinization  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.

gelatinized  [ENG] To coat or treat with a solution of
gelatin. { 'gelatinize',la*ni*v*mp }.
of the principal head or owner. {jen-rəl 'man-ər}
generating magnetometer [ENG] A magnetometer in which a coil is rotated in the magnetic field to be measured with the resulting generated voltage being proportional to the strength of the magnetic field. {jen-rə,räd-iŋ 'mæɡ-nət'äm-əd-or}
generating plant See generating station. {jen-rə,räd-iŋ 'plənt}
generating station [MECH ENG] A stationary plant containing apparatus for large-scale conversion of some form of energy (such as hydraulic, steam, chemical, or nuclear energy) into electrical energy. Also known as generating plant, power station. {jen-rə,räd-iŋ stər-ipən}
generation rate [ELECTR] In a semiconductor, the time rate of creation of electron-hole pairs. {jen-rə-räd-stən ɹət}
generator [ELEC] A machine that converts mechanical energy into electrical energy, in its commonest form, a large number of conductors are mounted on an armature that is rotated in a magnetic field produced by field coils. Also known as dynamo, electric generator. [ELECTR] 1. A vacuum-tube oscillator or any other nonrotating device that generates an alternating voltage at a desired frequency when energized with direct-current power or low-frequency alternating-current power. 2. A circuit that generates a desired repetitive or nonrepetitive waveform, such as a pulse generator. {jen-rə,räd-ər}
generator set [ENG] The aggregate of one or more generators together with the equipment and plant for producing the energy that drives them. {jen-rə,räd-ər ,set}
geochemical prospecting [ENG] The use of geochemical and biogeochemical principles and data in the search for economic deposits of minerals, petroleum, and natural gases. {jē-ə'kəm-ə-kəl 'prə,spék-tiŋ}
geochemochemical well logging [ENG] Well logging dependent on geochemical analysis of the data. {jē-ə'kəm-ə-kəl 'wel ləg-əl}
geodetic survey [ENG] A survey in which the figure and size of the earth are considered, it is applicable for large areas and long lines and is used for the precise location of basic points suitable for controlling other surveys. {jē-ə'ded-ik 'sərrə,və}
geographical mile [MECH] The length of 1 minute of arc of the Equator, or 6087.08 feet (1855.34 meters), which approximates the length of the nautical mile. {jē-ə'graf-ə-kəl 'mil}
geologic thermometer See geothermometer. {jē-ə'ləj-ik thər'məm-əd-or}
geograph [ENG] A device that records the penetration rate of a bit during the drilling of a well. {jē-ə'lər-ə-grəf}
geoagnetic electrokinetograph [ENG] An instrument that can be suspended from the side of a ship to measure the direction and speed of ocean currents while the ship is under way by measuring the voltage induced in the moving conductive seawater by the magnetic field of the earth. {jē-ə-məg'ned-iík jēl'tra-kəl'ned-ə graf}
geomembrane [CIV ENG] Any impermeable membrane (usually made of synthetic polymers in sheets) used with soils, rock, earth, or other geotechnical material in order to block the migration of fluids. {jē-ə'məm-brən}
geometric construction [ENG] Construction that employs only straightedge and compasses or is carried out by drawing only straight lines and circles. {jē-ə'sm-trik kən'strək-shən}
geometric programming [SYS ENG] A nonlinear programming technique in which the relative contribution of each of the component costs is first determined, then are the variables in the component costs determined. {jē-ə'sm-trik 'prə,grəm-ip}
geophysical engineering [ENG] A branch of engineering that applies scientific methods for locating mineral deposits. {jē-ə'sfiz-ə-kəl 'en-ə'pər-nər-ij}
geophysical prospecting [ENG] Application of quantitative concepts and principles of physics and mathematics in geologic explorations to discover the character of and mineral resources in underground rocks in the upper portions of the earth's crust. {jē-ə'sfiz-ə-kəl 'prə,spék-tiŋ}
geosynthetic [CIV ENG] Any synthetic material used in geotechnical engineering, such as geotextiles and geomembranes. {jē-ə'sin-'thed-ik}
geotechnics [CIV ENG] The application of scientific methods and engineering principles to civil engineering problems through acquiring, interpreting, and using knowledge of materials of the crust of the earth. {jē-ə'tek-niks}
geotechnology [ENG] Application of the methods of engineering and science to exploitation of natural resources. {jē-ə'tek-niks}
geotextiles [CIV ENG] Woven or nonwoven fabrics used with foundations, soils, rock, earth, or other geotechnical material as an integral part of a manufactured project, structure, or system. Also known as civil engineering fabrics, erosion control cloth, filter fabrics, support membranes. {jē-ə'tek,sti'liz}
geothermal prospecting [ENG] Exploration for sources of geothermal energy. {jē-ə'θər-məl 'prə,spék-tiŋ}
geothermal well logging [ENG] Measurement of the change in temperature of the earth by means of well logging. {jē-ə'θər-məl 'wel ləg-əl}
geothermometer [ENG] A thermometer constructed to measure temperatures in boreholes or deep-sea deposits. {jē-ə'θər-məm-əd-or}
gerber beam [CIV ENG] A long, straight beam that functions essentially as a cantilevered beam by the insertion of two hinges in alternate spans. {gər'ber,bəm}
get [IND ENG] A combination of two or more of the elemental motions of search, select, grasp, transport empty, and transport loaded, applied to time-motion studies. {get}
getter-ion pump

getter-ion pump [ENG] A high-vacuum pump that employs chemically active metal layers which are continuously or intermittently deposited on the wall of the pump, and which chemisorb active gases while inert gases are “cleaned up” by ionizing them in an electric discharge and drawing the positive ions to the wall, where the neutralized ions are buried by fresh deposits of metal. Also known as sputter-ion pump.

getter sputtering [ELECTR] The deposition of high-purity thin films at ordinary vacuum levels by using a getter to remove contaminants remaining in the vacuum.

gewel hinge [DES ENG] A hinge consisting of a hook inserted in a loop. { [lō·ālˌ, hiŋ] }

gf See gram-force

Giaque’s temperature scale [THERMO] The internationally accepted scale of absolute temperature, in which the triple point of water is defined to have a temperature of 273.16 K. { [ʒiˈækəˌtem·praˌcharˌskal] }
gib [ENG] A removable plate designed to hold other parts in place or act as a bearing or wear surface. { [gib] }

Gibbs apparatus [ENG] A compressed-oxygen breathing apparatus used by miners in the United States. { [gib茲ˌ, āpˌәd·rәdˌәs] }

Gibbs diaphragm cell [CHEM ENG] A type of electrolytic diaphragm cell for chlorine production, with graphite electrodes and a cylindrical shape. { [ˈgɪbzˌdʒɪəˌfәˌɹәˌsɛl] }

Gibbs free energy [THERMO] The thermodynamic function $G = H - TS$, where $H$ is enthalpy, $T$ absolute temperature, and $S$ entropy. Also known as free energy, free enthalpy, Gibbs function. { [ˈɡɪbzˌfrɛˌɛnˌәrˌjɛ] }

Gibbs function See Gibbs free energy. { [ˈɡɪbzˌfәŋkˌʃәn] }

Gibbs-Helmholtz equation [THERMO] 1. Either of two thermodynamic relations that are useful in calculating the internal energy $U$ or enthalpy $H$ of a system; they may be written $U = T(\delta S/T)_{V}$, and $H = G + T(\delta G/T)_{V}$, where $F$ is the free energy, $G$ is the Gibbs free energy, $T$ is the absolute temperature, $V$ is the volume, and $P$ is the pressure. 2. Any of the similar equations for changes in thermodynamic potentials during an isothermal process. { [ˈɡɪbzˌhelˌmәltzˌhәltsˌɪˌʃәŋˌzәŋ] }

Giegly-Hardisty process [CHEM ENG] The production of sebacic acid from castor oil or its acids by reaction of the acid at a high temperature with caustic alkali. { [ˈgijlɪˌhɚdərˈdәˌstәˌprәzˌәs] }

Giesler coal test [ENG] A plastometric method for estimating the coking properties of coals. { [ˈges·lәˌkәlˌtɛst] }

Gilbrethian variables [IND ENG] A system of three sets of variables that are considered to be intrinsic to every task: variables involving the response of the worker to anatomic and psychological factors, environmental variables, and variables of motion, used in analyzing and designing work systems. { [ˈgilbreθiənˌvərəˌviˌbәləz] }

Gilbreth’s micromotion study [IND ENG] A time and motion study based on the concept that all work is performed by using a relatively few basic operations in varying combinations and sequences; basic elements (therbligs) include grasp, search, move, reach, and hold. { [ˈgilbrәθzˌmiˌkrәˌmәˌshәnˌstәˌðәˌdәk] }

gill [MECH] 1. A unit of volume used in the United States for the measurement of liquid substances, equal to 1/4 U.S. liquid pint, or to 1.1829411825 × 10⁻⁴ cubic meter. 2. A unit of volume used in the United Kingdom for the measurement of liquid substances, and occasionally of solid substances, equal to 1/4 U.K. pint, or to approximately 1.420653125 × 10⁻⁴ cubic meter. { [gil] }

Gilliland correlation [CHEM ENG] Approximation method for distillation-column calculations; correlates reflux ratio and number of plates for the column as functions of minimum reflux and minimum plates. { [gɪlˌlәnd] }

gill net [ENG] A net that entangles the gill covers of fish. { [gɪlnet] }

Gilmour heat-exchange method [ENG] Thermal design method for heat exchangers by solution of five unique equations containing a minimum number of variables and involving tubeside, shell-side, tube-wall, and dirt resistance. { [ˈgɪmˌbәlˌnet] }

gimbals [ENG] 1. A device with two mutually perpendicular and intersecting axes of rotation, thus giving free angular movement in two directions, on which an engine or other object may be mounted. 2. In a gyro, a support which provides the spin axis with a degree of freedom. 3. To move a reaction engine about on a gimbal so as to obtain pitching and yawing correction moments. 4. To mount something on a gimbal. { [ˈɡɪmˈbәl] }

gimbaled nozzle [MECH ENG] A nozzle supported on a gimbal. { [ˈɡɪmˈbәldˌnәˈzdәl] }

gimbald freedom [ENG] Of a gyro, the maximum angular displacement about the output axis of a gimbal. { [ˈɡɪmˈbәlˌfrɛˌdә́m] }

gimbals lock [ENG] A condition of a two-degree-of-freedom gyro wherein the alignment of the spin axis with an axis of freedom deprives the gyro of a degree of freedom and therefore its useful properties. { [ˈɡɪmˈbәlˌlәk] }

gimlet [DES ENG] A small tool consisting of a threaded tip, grooved shank, and a cross handle; used for boring holes in wood. { [ˈɡɪmˈlәt] }

gimlet bit [DES ENG] A bit with a threaded point and spiral flute; used for drilling small holes in wood. { [ˈɡɪmˌlәtˌbɪt] }

gin [MECH ENG] A hoisting machine in the form of a tripod with a windlass, pulleys, and ropes. { [jɪn] }

gin pole [MECH ENG] A hand-operated derrick, which has a nearly vertical pole supported by guy ropes; the load is raised on a rope that passes through a pulley at the top and over a winch at the foot. Also known as guyed-mast derrick; pole derrick; standing derrick. { [ˈjɪnˌpɔl] }
gin tackle  [MECH ENG] A tackle made for use with a gin. ['gin, ta:kəl]  

Girbocil process  [CHEM ENG] A regenerative absorption process to remove carbon dioxide, hydrogen sulfide, and other acid impurities from natural gas, using mono-, di-, or triethanolamine as the reagent. (‘gar-bər-kil, präz-əs)  

girder  [CIV ENG] A large beam made of metal or concrete, and sometimes of wood. (‘gar-dər)  

girder clamp  See beam clip. (‘gar-dər, klop)  

girder clip  See beam clip. (‘gar-dər, klip)  

girt  [CIV ENG] 1. A timber in the second-floor corner posts of a house to serve as a footing for roof rafters. 2. A horizontal member to stiffen the framework of a building frame or trestle. (‘gört)  

gland  [ENG] 1. A device for preventing leakage at a machine joint, as where a shaft emerges from a vessel containing a pressurized fluid. 2. A movable part used in a stuffing box to compress the packing. (‘glænd)  

glare filter  [ENG] A screen that is placed over the face of a cathode-ray tube to reduce glare from ambient and overhead light. (‘glər, fil-tər)  

Glassblowing  [ENG] Shaping a mass of viscous glass by igniting it with air introduced through a tube. (‘glas,blo-jîn)  

Glass cutter  [ENG] A tool equipped with a steel wheel or a diamond point used to cut glass. (‘glas,kədər)  

Glassed steel  [CHEM ENG] Process piping or vessels lined with glass; a glass-steel composite has structural strength of steel and corrosion resistance of glass. (‘glas,tëstl)  

Glass furnace  [ENG] A large, covered furnace or tank for melting large batches of glass, in which heat is supplied by a flame playing over the glass surface, and regenerative heating of combustion air and gas is usually employed. Also known as glass tank. (‘glas, tərnəs)  

Glass heat exchanger  [ENG] Any heat exchanger in which glass replaces metal, such as shell-and-tube, cascade, double-pipe, bayonet, and coil exchangers. (‘glas hət, ləks, chən‘pər)  

Glass pot  [ENG] A crucible used for making small amounts of glass. (‘glas, pət)  

Glass seal  [ENG] An airtight seal made by molten glass. (‘glas, sel)  

Glass tank  See glass furnace. (‘glas, taŋk)  

Glass-tube manometer  [ENG] A manometer for simple indication of difference of pressure, in contrast to the metallic-house mercury manometer, used to record or control difference of pressure or fluid flow. (‘glas, təb mənə-məd-ər)  

Glaze  [ENG] A glossy coating. Also known as enamel. (‘glāz)  

Glazed  [MECH ENG] Pertaining to an abrasive surface that has become smooth and cannot be abraded efficiently. (‘gləzd)  

Glazed frost  See glaze. (‘glæzd, frōst)  

Glaze ice  See glaze. (‘glāz, is)  

Glazier’s point  [ENG] A small piece of sheet metal, usually shaped like a triangle, used to hold a pane of glass in place. Also known as sprig. (‘gləz, poınt)  

Glazing  [ENG] 1. Cutting and fitting panes of glass into frames. 2. Smoothing the lead of a wiped pipe joint by passing a hot iron over it. (‘glāz-in)  

Glazing bar  See sash bar. (‘glāz-in, bər)  

Gleason bevel gear system  [DES ENG] The standard for bevel gear designs in the United States; employs a basic pressure angle of 20° with long and short addenda for ratios other than 1:1 to avoid undercut pinions and to increase strength. (‘gləz-in, bəv-təl, ‘gir, sə-Təm)  

Globe valve  [MECH ENG] A device for regulating flow in a pipeline, consisting of a movable disk-type element and a stationary ring seat in a generally spherical body. (‘glōb. válv)  

Glory hole  [CIV ENG] A funnel-shaped, fixed-crest spillway. [ENG] A furnace for resofterning or fire polishing glass during working, or an entrance in such a furnace. (‘glōr-i, həl)  

Glossimeter  [ENG] A device for measuring the ratio of the light reflected from a surface in a definite direction to the total light reflected in all directions. Also known as glossmeter. (‘gləs,sməd-ər)  

Glossometer  See glossimeter. (‘glās, məd-ər)  

Glost firing  [CHEM ENG] The process of glazing and firing ceramic ware which has previously been fired at a higher temperature. (‘glōst, fər-Ing)  

Glove box  [ENG] A sealed box with gloves attached and passing through openings into the box, so that workers can handle materials in the box, used to handle certain radioactive and biologically dangerous materials and to prevent contamination of materials and objects such as germfree rats or lunar rocks. (‘glav, bəks)  

Glover tower  [CHEM ENG] A tower in the lead chamber process for manufacturing sulfuric acid; in this tower the nitrogen oxide, sulfur dioxide, and air mixture is passed upward and sprayed with a sulfuric acid-nitrosyl sulfuric acid mixture. (‘glav-ər, təw-ər)  

Glow-discharge microphone  [ENG ACOUS] Microphone in which the action of sound waves on the current forming a glow discharge between two electrodes causes corresponding variations in the current. (‘glōw, dihs, ˈchärər ˈməl-kra, ˈfɒn)  

Glowing combustion  [CHEM ENG] A reaction between oxygen or an oxidizer and the surface of a solid fuel so that there is emission of heat and light without a flame. Also known as surface burning. (‘glōw-i, kæmˈbəs-ˌčæn)  

Glow plug  [MECH ENG] A small electric heater, located inside a cylinder of a diesel engine, that preheats the air and aids the engine in starting. (‘glōw, pləg)  

Glue block  See angle block. (‘glü, bläk)  

Glue-joint rip-saw  [MECH ENG] A heavy-gage rip-saw used on straight-line or self-feed rip machines; the cut is smooth enough to permit gluing of joints from the saw. (‘glju, ˈʃoʊt, ri:pˌsɔ)  

Glue-line heating  [ENG] Dielectric heating in
which the electrodes are designed to give preferential heating to a thin film of glue or other relatively high-loss material located between layers of relatively low-loss material such as wood.

glug [MECH] A unit of mass, equal to the mass which is accelerated by 1 centimeter per second per second by a force of 1 gram-force, or to 980.665 grams. (glag)

glycol dehydrator [CHEM ENG] Processing equipment for removing all or most of the water from a wet gas by contacting with glycol.

gm See gram.

gnomon [ENG] On a sundial, the inclined plate of a rotating, spherically shape, removable type-gnomon.

go gage

1. A device inserted in a pipe or hole for purposes such as cleaning or for detonating an explosive. 2. A sled for moving logs or cultivating. 3. A large rake for gathering hay. 4. A small railroad car used for transporting workers and materials. (go, dev-ol)

go gage [DES ENG] A test device that just fits a part if it has the proper dimensions (often used in pairs with a “no go” gage to establish maximum and minimum dimensions). (gō go)

goggles [ENG] Spectacle-like eye protectors having shields at the sides and short, projecting eye tubes. (gāg-olz)

going [CIV ENG] On a staircase, the distance between the faces of two successive risers. (go-in)

Goldbeater’s-skin hygrometer [ENG] A hygrometer using goldbeater’s skin as the sensitive element; variations in the physical dimensions of the skin caused by its hygroscopic character indicate relative atmospheric humidity. (gōl bēd-oź, skin hi’gram-ad-or)

gold doping [ELECTR] A technique for controlling the lifetime of minority carriers in a transistor, gold is diffused into the base and collector regions to reduce storage time in transistor circuits.

gold point [THERMO] The temperature of the freezing point of gold at a pressure of 1 standard atmosphere (101.325 pascals), used to define the International Temperature Scale of 1948, on which it is assigned a value of 1337.33 K or 1064.18°C. (gold po-point)

Gold slide [ENG] A slide rule used on British ships to compute barometric corrections and reduction of pressure to sea level; it includes the effects of temperature, latitude, index correction, and barometric height above sea level. (gold std)

golf ball [ENG] A printing element used on some typewriters and serial printers, consisting of a rotating, spherically shape, removable type-head that skims across the printed line while the typewriter or printer carriage does not move. (gālf bol)

gondola car [ENG] A flat-bottomed railroad car which has no top, fixed sides, and often removable ends, in which steel, rock, or heavy bulk commodities are transported. (gān-dā-lō kar)

goniometer [ENG] 1. An instrument used to measure the angles between crystal faces. 2. An instrument which uses x-ray diffraction to measure the angular positions of the axes of a crystal. 3. Any instrument for measuring angles. (gon-o-go detector)

go/no-go test [ENG] A test based on the measurement of one or more parameters but which can have only one of two possible results, to pass or reject the device under test. (gō nō go, test)

good oil See raffinate. (gūd oil)

gooseneck [DES ENG] 1. A pipe, bar, or other device having a curved or bent shape resembling that of the neck of a goose. 2. See water swivel (gūs,nek)

gopher hole [ENG] Horizontal T-shaped opening made in rock in preparation for blasting. Also known as coyote hole. (gō-far bol)

Gordon’s formula [CIV ENG] An empirical formula which gives the collapsing load of a column in terms of its cross-sectional area, length, and least diameter. (gör-dänz, for-my-sa-lō)

gore [CIV ENG] A small triangular parcel of land. (gor)

gouge [DES ENG] A curved chisel for wood, bone, stone, and so on. (gājī)

gouging [ENG] The removal of material by electrical, mechanical, or manual means for the formation of a groove. (gōjī)

governor [MECH ENG] A device, especially one actuated by the centrifugal force of whirling weights opposed by gravity or by springs, used to provide automatic control of speed or power of a prime mover. (gōv-ə-nar)

grab [ENG] An instrument for extricating broken boring tools from a borehole. (grab)

grabbing crane [MECH ENG] An excavator
made up of a crane carrying a large grab or bucket in the form of a pair of half scoops, hinged to dig into the earth as they are lifted. \{'grab\,kran\}'

**grab bucket** [MECH ENG] A bucket with hinged jaws or teeth that is hung from cables on a crane or excavator and is used to dig and pick up materials. \{'grab\,bok\,at\}'

**grab dredger** [MECH ENG] Dredging equipment comprising a grab or grab bucket that is suspended from the jib head of a crane. Also known as grapple dredger. \{'grab\,drej\,or\}'

**grabhook** [DES ENG] A hook used for grabbing, as in lifting blocks of stone, in which case the hooks are used in pairs connected with a chain, and are so constructed that the tension of the chain causes them to adhere firmly to the rock. \{'grab\,hök\}'

**grade** [CIV ENG] 1. To prepare a roadway or other land surface of uniform slope. 2. A surface prepared for the support of rails, a road, or a conduit. 3. The elevation of the finished surface of an engineering project. [ENG] The degree of strength of a high explosive. \{'grad\}'

**gradeability** [MECH ENG] The performance of earthmovers on various inclines, measured in percent grade. \{'grad\ä\,bil\,ad\,ë\}'

**grade beam** [CIV ENG] A reinforced concrete beam placed directly on the ground to provide the foundation for the superstructure. \{'grad\,bém\}'

**grade crossing** [CIV ENG] The intersection of roadways, railways, pedestrian walks, or combinations of these at grade. \{'grad\,krös\,jän\}'

**grade line** [CIV ENG] A line or slope used as a longitudinal reference for a railroad or highway. \{'grad\,lin\}'

**grader** [MECH ENG] A high-bodied, wheeled vehicle with a leveling blade mounted between the front and rear wheels; used for fine-grading relatively loose and level earth. \{'grad\,or\}'

**grade separation** [CIV ENG] A grade crossing employing an underpass and overpass. \{'grad\,sep\,rä\,shan\}'

**grade slab** [CIV ENG] A reinforced concrete slab placed directly on the ground to provide the foundation for the superstructure. \{'grad\,slab\}'

**grade stake** [CIV ENG] A stake used as an elevation reference. \{'grad\,sták\}'

**gradienter** [ENG] An attachment placed on a surveyor's transit to measure angle of inclination in terms of the tangent of the angle. \{'grad\,ë\,en\,tar\}'

**gradient microphone** [ENG ACOUS] A microphone whose electrical response corresponds to some function of the difference in pressure between two points in space. \{'grad\,ë\,ant\,mik\,ra\,fon\}'

**grading** [IND ENG] Segregating a product into a number of adjoining categories which often form a spectrum of quality. Also known as classification. \{'grad\,in\}'

**gradiometer** [ENG] Any instrument that measures the gradient of some physical quantity, such as certain types of magnetometers which are designed to measure the gradient of magnetic field, or the Eötvös torsion balance and related instruments which measure the gradient of gravitational field. \{'grad\,ë\,äm\,ad\,or\}'

**graduator** [ENG] An evaporation unit in which liquid is forced to flow over large surfaces which are subjected to air currents. \{'grad\,å\,wåd\,or\}'

**Graetz number** [THERMO] A dimensionless number used in the study of streamline flow, equal to the mass flow rate of a fluid times its specific heat at constant pressure divided by the product of its thermal conductivity and a characteristic length. Also spelled Grätz number. Symbolized $Gr$. \{'gres\,nam\,bår\}'

**Graham's pendulum** [DES ENG] A type of compensated pendulum having a hollow bob containing mercury whose thermal expansion balances the thermal expansion of the pendulum rod. \{'gramz\,pen\,ja\,lamb\}'

**grain** [MECH] A unit of mass in the United States and United Kingdom, common to the avoirdupois, apothecaries', and troy systems, equal to 1/7000 of a pound, or to 6.479891 $\times 10^{-5}$ kilogram. Abbreviated gr, {grän}

**grainer process** [CHEM ENG] A salt production method in which salt is produced by surface evaporation of brine in open-air flat pans. \{'grän\,or\,präs\,as\,es\}'

**graining** [ENG] Simulating a grain such as wood or marble on a painted surface by applying a translucent stain, then working it into suitable patterns with tools such as special combs, brushes, and rags. \{'grän\,n\}'

**grain spacing** [DES ENG] Relative location of abrasive grains on the surface of a grinding wheel. \{'grän\,späs\,n\}'

**gram** [MECH] The unit of mass in the centimeter-gram-second system of units, equal to 0.001 kilogram. Abbreviated g, gm, {gram}

**gram-calorie** See calorie. \{'gram\,kal\,or\}'

**gram-centimeter** [MECH] A unit of energy in the centimeter-gram-second gravitational system, equal to the work done by a force of magnitude 1 gram force when the point at which the force is applied is displaced 1 centimeter in the direction of the force. Abbreviated g-cm. \{'gram\,sent\,om\,mèd\,or\}'

**gram-force** [MECH] A unit of force in the centimeter-gram-second gravitational system, equal to the gravitational force on a 1-gram mass at a specified location. Abbreviated gf. Also known as for; gram-weight; pond. \{'gram\,fors\}'

**gram-weight** See gram-force. \{'gram\,wåt\}'

**granular-bed separator** [ENG] Vessel or chamber in which a bed of granular material is used to remove dust from a dust-laden gas as it passes through the bed. \{'gran\,ya\,lar\,bed\,sep\,a\,rad\,or\}'

**granularity** [SYS ENG] The degree to which a system can be broken down into separate components, making it customizable and flexible. \{'gran\,ya\,lar\,ad\,ë\}'

---

251
graphical statistics

[MECH] A method of determining forces acting on a rigid body in equilibrium, in which forces are represented on a diagram by straight lines whose lengths are proportional to the magnitudes of the forces. {\textit{grafik ó-kal 'stad-iks}}

graphical symbol [ELEC] A true symbol, rather than a coarse picture, representing an element in an electrical diagram. {\textit{grafik ó-kal 'sim-bal}}

graphic equalizer [ENG ACOUS] A device that allows the response of audio equipment to be modified independently in several frequency bands through the use of a bank of slide controls whose positions form a graph of the frequency response. {\textit{graf-ık 'e-kwələrər}}

graphical statics [MECH] A method of determining forces acting on rigid bodies in equilibrium, in which forces are represented on a diagram by straight lines whose lengths are proportional to the magnitudes of the forces. {\textit{grafik ó-kal 'stad-iks}}

graphical recording instrument [ENG] An instrument that makes a graphic record of one or more quantities as a function of another variable, usually time. \{\textit{grafik ó-ríd, kórd-ık 'in-stə-mant}\}

graphite anode [CHEM] One of the electrodes of graphite used in a mercury cell to produce chlorine by electrolysis. [ELECTR] 1. The rod of graphite which is inserted into the mercury-pool cathode of an ignitron to start current flow. 2. The collector of electrons in a beam of graphite which is inserted into the mercury-pool cathode of an ignitron to start current flow. \{\textit{grafít 'àn-dən}, \textit{grafít 'dək} \}

drainage [ENG] A system of particles has by virtue of

grape [MECH] A basic element (therblig) in the study of mechanical force per unit mass on the particle at a particular point. \{\textit{grafik i-ık 'pən-əl}\}

drainage [MECH] A system of particles has by virtue of

graffiti [MECH] A straight-line mechanism used in some early steam engines. \{\textit{graf-i-ti 'lə-grəf-ik}\}

drainage [ENG] A method of determining forces acting on rigid bodies in equilibrium, in which forces are represented on a diagram by straight lines whose lengths are proportional to the magnitudes of the forces. {\textit{grafik ó-kal 'stad-iks}}

Grassot fluxmeter [ENG] A type of fluxmeter in which a light coil of wire is suspended in a magnetic field in such a way that it can rotate; the ends of the suspended coil are connected to a search coil of known area penetrated by the magnetic flux to be measured; the flux is determined from the rotation of the suspended coil when the search coil is moved. \{\textit{graf-o-'sōl 'flaks, mēd-ər}\}

grass-roots plant [CHEM ENG] A complete plant erected on a site consisting of a natural basin fitted with a gate or caisson, into which a vessel can be floated and the water pumped out to expose the vessel's bottom. \{\textit{graf-o-tə-shan-əl 'kɑn-stant}\}

gravitational constant [MECH] The constant of proportionality in Newton's law of gravitation, equal to the gravitational force between any two particles times the square of the distance between them, divided by the product of their masses. Also known as gravitational constant. \{\textit{graf-o-tə-shan-əl 'kɑn-stant}\}

gravitational displacement [MECH] The gravitational field strength times the gravitational constant. Also known as gravitational flux density. \{\textit{graf-o-tə-shan-əl 'di-spəl-sənt}\}

gravitational energy [ENG] A highly sensitive weighing device used for relative measurement of the force of gravity by detecting small weight differences of a constant mass at different points on the earth. Also known as gravity meter. \{\textit{graf-o-vim-ər-ər}\}


graving dock [CIV ENG] A form of dry dock consisting of an artificial basin fitted with a gate or caisson, into which a vessel can be floated and the water pumped out to expose the vessel's bottom. \{\textit{graf-o-nər 'dək}\}

gravel [MECH ENG] A centrifugal pump with renewable impellers and lining, used to pump a mixture of gravel and water. \{\textit{graf-o-'pamp}\}

gravelpump [MECH ENG] A centrifugal pump with renewable impellers and lining, used to pump a mixture of gravel and water. \{\textit{graf-o-'pamp}\}

grave stop [BUILD] Metal flashing placed at the edge of a roof to prevent gravel from falling off. \{\textit{graf-o-'stəp}\}

graveyard shift [IND ENG] The shift of workers that begins at or around midnight; the last shift of the day. \{\textit{graf-o-yərd 'shif-tə}\}

gravimeter [ENG] A method of determining forces acting on rigid bodies in equilibrium, in which forces are represented on a diagram by straight lines whose lengths are proportional to the magnitudes of the forces. {\textit{grafik ó-kal 'stad-iks}}

ratial potential energy [MECH] The amount of work which must be done against gravitational forces to move a particle of unit mass to a specified position from a reference position, usually a point at infinity. \{\textit{graf-o-tə-shan-əl 'pa-tən-chəl}\}

gravitational potential energy [MECH] The energy that a system of particles has by virtue of their positions, equal to the work that must be done against gravitational forces to assemble

graphical statics
the particles from some reference configuration, such as mutually infinite separation. Also known as gravitational energy. \( [\text{grav-}\text{ā́d-ḗ} \text{rā́l-ṓd} ] \)

**gravity segregation** \[\text{ENG}\] Tendency of immiscible liquids or multicomponent granular mixtures to separate into distinct layers in accordance with their respective densities. \( [\text{grav-}\text{ā́d-ḗ} \text{seg-}\text{rā́gā́-ṓd-ṓn} ] \)

**gravity separation** \[\text{ENG}\] Separation of immiscible phases (gas-solid, liquid-solid, liquid-liquid, solid-solid) by allowing the denser phase to settle out under the influence of gravity, as used in ore dressing and various industrial chemical processes. \( [\text{grav-}\text{ā́d-ḗ} \text{sep-}\text{rā́gā́-ṓd-ṓn} ] \)

**gravity settling chamber** \[\text{ENG}\] Chamber or vessel in which the velocity of heavy particles (solids or liquids) in a fluid stream is reduced to allow them to settle downward by gravity, as in the case of a dust-laden gas stream. \( [\text{grav-}\text{ā́d-ḗ} \text{set-}\text{lip-ṓ} \text{čā́m-ṓr} ] \)

**gravity station** \[\text{ENG}\] The site of installation of gravimeters. \( [\text{grav-}\text{ā́d-ḗ} \text{sta-}\text{ṓn} ] \)

**gravity survey** \[\text{ENG}\] The measurement of the differences in gravity force at two or more points. \( [\text{grav-}\text{ā́d-ḗ} \text{sór-ṓvá } ] \)

**gravity vector** \[\text{MECH}\] The force of gravity per unit mass at a given point. Symbolized \( g \). \( [\text{grav-}\text{ā́d-ḗ} \text{vek-}\text{tṓr} ] \)

**gravity wall** \[\text{CIV ENG}\] A retaining wall which is kept upright by the force of its own weight. \( [\text{grav-}\text{ā́d-ḗ} \text{wṓl} ] \)

**gravity wheel conveyor** \[\text{MECH ENG}\] A downward-sloping conveyor trough with closely spaced axle-mounted wheel units on which flat-bottomed containers or objects are conveyed from point to point by gravity pull. \( [\text{grav-}\text{ā́d-ḗ} \text{wel \text{kon-}\text{vā́-ṓr} } ] \)

**gravity yard** \[\text{CIV ENG}\] A hump yard. \( [\text{grav-}\text{ā́d-ḗ} \text{yā́rd} ] \)

**graybody** \[\text{THERMO}\] An energy radiator which has a blackbody energy distribution, reduced by a constant factor, throughout the radiation spectrum or within a certain wavelength interval. Also known as nonselective radiator. \( [\text{grā́} \text{bā́d-ḗ} ] \)

**Gray clay treating** \[\text{CHEM ENG}\] A fixed-bed, vapor-phase treating process used to polymerize selectively unsaturated gum-forming constituents (diolefins); a fixed bed is used of 30- to 60-mesh fuller's earth. \( [\text{grā́} \text{klā́} \text{trḗd-in} ] \)

**grease cup** \[\text{ENG}\] A receptacle used to apply a solid or semifluid lubricant to a bearing. The receptacle is packed with grease and the cap forces the grease to the bearing. \( [\text{grḗs} \text{kap} ] \)

**grease gun** \[\text{ENG}\] A small hand-operated device that pumps grease under pressure into bearings. \( [\text{grḗs} \text{gṓn} ] \)

**grease seal** \[\text{ENG}\] 1. Type of seal used on floating pistons of some hydropneumatic recoil systems to prevent leakage past the piston of gas or oil, also used in cylinders of some hydropneumatic equilibrators. 2. Seal used to retain grease in a case or housing, as on an axle shaft. \( [\text{grḗs} \text{sṓl} ] \)

**grease trap** \[\text{CIV ENG}\] A trap in a drain or waste pipe to stop grease from entering a sewer system. \( [\text{grḗs} \text{trā́p} ] \)

253
green design

grinding aid [ENG] An additive to the charge in a ball mill or rod mill to accelerate the grinding process. {'grin-diı̈d̄,ad̄}

grinding burn [MECH ENG] Overheating a localized area of the work in grinding operations. {'grin-diı̈d̄,barn̄}

grinding medium [ENG] Any material including balls and rods, used in a grinding mill. {'grin-diı̈d̄ ,mı̈d-ı̈-ı̈n̄}

grinding mill [MECH ENG] A machine consisting of a rotating cylindrical drum, that reduces the size of particles of ore or other materials fed into it; three main types are ball, rod, and tube mills. {'grin-diı̈d̄ ,mıl̄}

grinding pebbles [ENG] Pebbles, of chert or quartz, used for grinding in mills, where contamination with iron has to be avoided. {'grin-diı̈d̄ ,peb-əl̄-zı̈l̄}

grinding ratio [MECH ENG] Ratio of the volume of ground material removed from the workpiece to the volume removed from the grinding wheel. {'grin-diı̈d̄ ,wıl̄}

grindstone [ENG] A stone disk on a revolving krı̈n wheel. { grı̈n-stın̄}

grip [CONT SYS] A component of a robot that grasps an object, generally through the use of suction cups, magnets, or articulated mechanisms. {'grip-ı̈r̄}

gripping zone [CONT SYS] The area in which the center of an object must be located in order for the object to be properly handled by the gripper of a robot. {'grip-ı̈ḡ ,zı̈n̄}

grip vector [CONT SYS] A vector from a point on the wrist socket of a robot to the point where the end effector grasps an object; describes the orientation of the object in space. {'grip-ı̈k̄ ,vek-ı̈r̄}

grit [ENG] A coarse screen used for rough sizing and separation of ore, gravel, or soil. {'grı̈t̄ ,chı̈m-ı̈-ı̈n̄}

grit chamber [CIV ENG] A chamber designed to remove sand, gravel, or other heavy solids that have subsiding velocities or specific gravities substantially greater than those of the organic solids in waste water. {'grı̈t̄ ,chı̈m-ı̈-ı̈n̄}

grit size [DES ENG] Size of the abrasive particles on a grinding wheel. {'grı̈t̄ ,sız̄}

grizzly [ENG] 1. A coarse screen used for rough sizing and separation of ore, gravel, or soil. 2. A grating to protect chutes, manways, and winzes, in mines, or to prevent debris from entering a water inlet. {'grı̈z-lı̈-ı̈}

grizzly crusher [MECH ENG] A machine with a series of parallel rods or bars for crushing rock

to alter their physical size and hence their resonant frequencies. [MECH ENG] 1. Reducing a material to relatively small particles. 2. Removing material from a workpiece with a grinding wheel. {'grin-diı̈d̄}

Griffith’s criterion [MECH] A criterion for the fracture of a brittle material under biaxial stress, based on the theory that the strength of such a material is limited by small cracks. {'grı̈f-thı̈ts̄ ,krı̈n-tır-ı̈-ı̈n̄}

griffiths’ method [THERMO] A method of measuring the mechanical equivalent of heat in which the temperature rise of a known mass of water is compared with the electrical energy needed to produce this rise. {'grı̈f-thı̈ts̄ ,meth-ı̈d̄̄}

grillage [CIV ENG] A footing that consists of two or more tiers of closely spaced structural steel beams resting on a concrete block, each tier being at right angles to the one below. {'grı̈l-yaz̄}

grit [ENG] A grating or openwork barrier that is used to conceal or protect an opening in a floor, wall, or pavement. [ENG ACOUS] An arrangement of wood, metal, or plastic bars placed across the front of a loudspeaker in a cabinet for decorative and protective purposes. {'grı̈t̄}

grit cloth [ENG ACOUS] A loosely woven cloth stretched across the front of a loudspeaker to keep out dust and provide protection without appreciably impeding sound waves. {'grı̈t̄ ,kloth̄}

grinder [MECH ENG] Any device or machine that grinds, such as a pulverizer or a grinding wheel. {'grı̈n-diı̈r̄}

grinding [ELECTR] 1. A mechanical operation performed on silicon substrates of semiconductors to provide a smooth surface for epitaxial deposition or diffusion of impurities. 2. A mechanical operation performed on quartz crystals

grid nephoscope [ENG] A nephroscope constructed of a grid work of bars mounted horizontally on the end of a vertical column and rotating freely about the vertical axis, the observer rotates the grid and adjusts the position until some feature of the cloud appears to move along the major axis of the grid; the azimuth angle at which the grid is set is taken as the direction of the cloud motion. {'grid ‘nef-ə-skıp̄}

grid-rectification meter [ENG] A type of vacuum-tube voltmeter in which the grid and cathode of a tube act as a diode rectifier, and the rectified grid voltage, amplified by the tube, operates a meter in the plate circuit. {'grid ‘rek-tə-fı̈k-ə-shın̄ ,mı̈d-ə-r̄}

Griffith’s method [THERMO] A method of measuring the mechanical equivalent of heat in which the temperature rise of a known mass of water is compared with the electrical energy needed to produce this rise. {'grı̈f-thı̈ts̄ ,meth-ı̈d̄̄}

grillage [CIV ENG] A footing that consists of two or more tiers of closely spaced structural steel beams resting on a concrete block, each tier being at right angles to the one below. {'grı̈l-yaz̄}

grit [ENG] A grating or openwork barrier that is used to conceal or protect an opening in a floor, wall, or pavement. [ENG ACOUS] An arrangement of wood, metal, or plastic bars placed across the front of a loudspeaker in a cabinet for decorative and protective purposes. {'grı̈t̄}

grit cloth [ENG ACOUS] A loosely woven cloth stretched across the front of a loudspeaker to keep out dust and provide protection without appreciably impeding sound waves. {'grı̈t̄ ,kloth̄}

grinder [MECH ENG] Any device or machine that grinds, such as a pulverizer or a grinding wheel. {'grı̈n-diı̈r̄}

grinding [ELECTR] 1. A mechanical operation performed on silicon substrates of semiconductors to provide a smooth surface for epitaxial deposition or diffusion of impurities. 2. A mechanical operation performed on quartz crystals

to alter their physical size and hence their resonant frequencies. [MECH ENG] 1. Reducing a material to relatively small particles. 2. Removing material from a workpiece with a grinding wheel. {'grin-diı̈d̄}

grinding aid [ENG] An additive to the charge in a ball mill or rod mill to accelerate the grinding process. {'grin-diı̈d̄ ,ad̄}

grinding burn [MECH ENG] Overheating a localized area of the work in grinding operations. {'grin-diı̈d̄ ,barn̄}

grinding medium [ENG] Any material including balls and rods, used in a grinding mill. {'grin-diı̈d̄ ,mı̈d-ı̈-ı̈n̄}

grinding mill [MECH ENG] A machine consisting of a rotating cylindrical drum, that reduces the size of particles of ore or other materials fed into it; three main types are ball, rod, and tube mills. {'grin-diı̈d̄ ,mıl̄}

grinding pebbles [ENG] Pebbles, of chert or quartz, used for grinding in mills, where contamination with iron has to be avoided. {'grin-diı̈d̄ ,peb-əl̄-zı̈l̄}

grinding ratio [MECH ENG] Ratio of the volume of ground material removed from the workpiece to the volume removed from the grinding wheel. {'grin-diı̈d̄ ,wıl̄}

grindstone [ENG] A stone disk on a revolving krı̈n wheel. { grı̈n-stın̄}

gripper [CONT SYS] A component of a robot that grasps an object, generally through the use of suction cups, magnets, or articulated mechanisms. {'grip-ı̈r̄}

gripping zone [CONT SYS] The area in which the center of an object must be located in order for the object to be properly handled by the gripper of a robot. {'grip-ı̈ḡ ,zı̈n̄}

grip vector [CONT SYS] A vector from a point on the wrist socket of a robot to the point where the end effector grasps an object; describes the orientation of the object in space. {'grip-ı̈k̄ ,vek-ı̈r̄}

grit chamber [CIV ENG] A chamber designed to remove sand, gravel, or other heavy solids that have subsiding velocities or specific gravities substantially greater than those of the organic solids in waste water. {'grı̈t̄ ,chı̈m-ı̈-ı̈n̄}

grit size [DES ENG] Size of the abrasive particles on a grinding wheel. {'grı̈t̄ ,sız̄}

grizzly [ENG] 1. A coarse screen used for rough sizing and separation of ore, gravel, or soil. 2. A grating to protect chutes, manways, and winzes, in mines, or to prevent debris from entering a water inlet. {'grı̈z-lı̈-ı̈}

grizzly crusher [MECH ENG] A machine with a series of parallel rods or bars for crushing rock

254
grounded-base connection

and sorting particles by size. \{ˈgrɪz-lɛ ˈkrɑslɛ\}
groin [CIV ENG] A barrier built out from a sea-
shore or riverbank to protect the land from ero-
sion and sand movements, among other func-
tions. Also known as groyne; jetty; spur dike, wing dam. \{ˈgroʊn\}
grommet [ENG] 1. A metal washer or eyelet.
2. A piece of fiber soaked in a packing material
and used under bolt and nut heads to preserve
tightness. \{ˈgräm-ə\}
grommet nut [DES ENG] A blind nut with a
round head; used with a screw to attach a hinge
to a door. \{ˈgräm-ət\}
groove [DES ENG] A long, narrow channel in a
surface. \{ˈgrʊv\}
grooved drum [DES ENG] Drum with a grooved
surface to support and guide a rope. \{ˈgrʊvd
ˈdrʌm\}
groover [ENG] A tool for forming grooves in a
slab of concrete not yet hardened. \{ˈgrʊv-ə\}
grooving saw [MECH ENG] A circular saw for
cutting grooves. \{ˈgrʊv-ing, so\}
gross area [BUILD] Sum of the areas of all sto-
ries included within the outside face of the exte-
rior walls of a building. \{ˈgrɔs ˈjɛr-ə\}
gross rubber [CHEM ENG] In rubber manufact-
turing, the total weight of salable product, in-
cluding elastomer, carbon black, extender oils,
and other materials used in compounding the
rubber. \{ˈgrɔs ˈræb-ə\}
gross ton See ton. \{ˈgrɔs ˈtʌn\}
gross vehicle weight [IND ENG] A truck rating
based on the combined weight of the vehicle
and its load. Abbreviated gvw. \{ˈgrɔs ˈvɛ-kə
ˈwæt\}
gross weight [IND ENG] The weight of a vehicle
or container when it is loaded with goods. Ab-
reviated gr wt. \{ˈgrɔs ˈwæt\}
ground [ELEC] 1. A conducting path, inten-
tional or accidental, between an electric circuit
function; reads out data telemetry, video, and
so on, from payload instrumentation, or is capa-
ble of transmitting command and control signals
to a satellite or space vehicle. \{ˈgrɔnd ˈdæ-
ə ɪˌkwip-ˈmɑnt\}
ground anchor See anchor log. \{ˈgrɔnd ˈæŋ-ˈkær\}
ground area [BUILD] The area of a building at
ground level. \{ˈgrɔnd ˈeə-ˌrə\}
ground block [CIV ENG] A pulley fastened to the
anchor log which changes a horizontal pull to a
vertical pull on a wire line. \{ˈgrɔnd ˈblok\}
ground cable [ELEC] A heavy cable connected
to earth for the purpose of grounding electric
equipment. \{ˈgrɔnd ˈkæl\}
ground check [ENG] 1. A procedure followed
prior to the release of a radiosonde in order to
obtain the temperature and humidity corrections
for the radiosonde system. 2. Any instrumental
check prior to the ground launch of an airborne
experiment. Also known as base-line check.
\{ˈgrɔnd ˈchɛk\}
ground-check chamber [ENG] A chamber that
is used to check the sensing elements of radio-
sonde equipment and that houses sources of
heat and water vapor plus instruments for mea-
suring temperature, humidity, and pressure, and
in which air circulation is maintained by a motor-
driven fan. \{ˈgrɔnd ˌchek, ˈkʰam-ˈbɑr\}
ground circuit [ELEC] A telephone or telegraph
circuit part of which passes through the ground.
\{ˈgrɑnd ˌsɑr-ˌkæt\}
ground conductivity [ELEC] The effective con-
ductivity of the ground, used in calculating the
attenuation of radio waves. \{ˈgrɑnd ˌkænd-
dəkˈtɪv-əd-ə\}
ground control [CIV ENG] Supervision or direc-
tion of all airport surface traffic, except an aircraft
landing or taking off. [ENG] The marking of
survey, triangulation, or other key points or sys-
tem of points on the earth’s surface so that they
may be recognized in aerial photographs.
\{ˈgrɑnd ˈkɑnˌtrɔl\}
ground-controlled approach radar [ENG] A
radar system providing information by which
aircraft approaches may be directed by radio
communications. Abbreviated GCA ra-
dar. \{ˈgrɑnd ˈkɑnˌtrɔld ˈoʊˌproʊk ˈrɑdər\}
ground-controlled intercept radar [ENG] A ra-
dar system by means of which a controller may
direct an aircraft to make an interception of
another aircraft. Abbreviated GCI radar.
\{ˈgrɑnd ˈkɑnˌtrɔld ˈɪnˌtɔr, ˈsept ˈrɑdər\}
ground controller [ENG] Aircraft controller sta-
tioned on the ground; a generic term, applied
to the controller in ground-controlled approach,
ground-controlled interception, and so on.
\{ˈgrɑnd ˈkɑnˌtrɔld ˈɑr\}
ground current See earth current. \{ˈgrɑnd ˈkɑ-
ˈrənt\}
ground data equipment [ENG] Any device lo-
cated on the ground that aids in obtaining space-
position or tracking data (including computa-
tion function); reads out data telemetry, video, and
so on, from payload instrumentation, or is capa-
ble of transmitting command and control signals
to a satellite or space vehicle. \{ˈgrɔnd ˈdɛ-
ə ɪˌkwip-ˈmɑnt\}
ground detector [ELEC] An instrument or
equipment used for indicating the presence of
a ground on an ungrounded system. Also
known as ground indicator. \{ˈgrɔnd ˌdiˌtek-
ˈtər\}
ground dielectric constant [ELEC] Dielectric
constant of the earth at a given location.
\{ˈgrɔnd diˌəlɛkˈtrɪk ˈkænˌstɑnt\}
grounded-anode amplifier See cathode follower.
\{ˈgrɔndəd ˈənˌɑdˌəmˌpləˌfriˌar\}
grounded-base amplifier [ELECTR] An ampli-
difier that uses a transistor in a grounded-base
connection. \{ˈgrɔndəd ˈbæsˌəmˌpləˌfriˌar\}
grounded-base connection [ELECTR] A transis-
tor circuit in which the base electrode is common
to both the input and output circuits; the base
need not be directly connected to circuit ground.
Also known as common-base connection.
\{ˈgrɔndəd ˈbæs ˌkɔˌnekˈʃən\}
grounded-cathode amplifier

grounded-cathode amplifier [ELECTR] Electron-tube amplifier with a cathode at ground potential at the operating frequency, with input applied between control grid and ground, and with the output load connected between plate and ground. \{'\text{grund}^{-}\text{ad} \ 'k\text{ath},\text{d} \ '\text{am-pla},\text{fi-r} \}
grounded-collector connection [ELECTR] A transistor circuit in which the collector electrode is common to both the input and output circuits; the collector need not be directly connected to circuit ground. Also known as common-collector connection. \{'\text{grund}^{-}\text{ad} \ i^{-}\text{mid-ar} \ '\text{am-pla},\text{fi-r} \}
grounded-emitter amplifier [ELECTR] An amplifier that uses a transistor in a grounded-emitter connection. \{'\text{grund}^{-}\text{ad} \ i^{-}\text{mid-ar} \ 'k\text{a},\text{nek-shan} \}
grounded-emitter connection [ELECTR] A transistor circuit in which the emitter electrode is common to both the input and output circuits; the emitter need not be directly connected to circuit ground. Also known as common-emitter connection. \{'\text{grund}^{-}\text{ad} \ i^{-}\text{mid-ar} \ 'k\text{a},\text{nek-shan} \}
grounded-gate amplifier [ELECTR] Amplifier that uses thin-film transistors in which the gate electrode is connected to ground; the input signal is fed to the source electrode and the output is obtained from the drain electrode. \{'\text{grund}^{-}\text{ad} \ 'g\text{isit},\text{am-pla},\text{fi-r} \}
grounded-grid amplifier [ELECTR] An electron-tube amplifier circuit in which the control grid is at ground potential at the operating frequency; the input signal is applied between cathode and ground, and the output load is connected between anode and ground. \{'\text{grund}^{-}\text{ad} \ 'g\text{rid},\text{am-pla},\text{fi-r} \}
grounded-grid-triode circuit [ELECTR] Circuit in which the input signal is applied to the cathode and the output is taken from the plate; the grid is at radio-frequency ground and serves as a screen between the input and output circuits. \{'\text{grund}^{-}\text{ad} \ 'g\text{rid},\text{tri},\text{od} \ '\text{rar}-\text{kat} \}
grounded-grid-triode mixer [ELECTR] Triode in which the grid forms part of a grounded electrostatic screen between the anode and cathode, and is used as a mixer for centimeter wavelengths. \{'\text{grund}^{-}\text{ad} \ 'g\text{rid},\text{tri},\text{od} \ '\text{mik-sar} \}
grounded-plate amplifier See cathode follower. \{'\text{grund}^{-}\text{ad} \ '\text{plat},\text{am-pla},\text{fi-r} \}
grounded system [ELEC] Any conducting apparatus connected to ground. Also known as earthed system. \{'\text{grund}^{-}\text{ad} \ '\text{sis-tom} \}
ground-effect machine See air-cushion vehicle. \{'\text{grund} \ i^{-}\text{felt} \ 'm\text{a},\text{shen} \}
ground electrode [ELEC] A conductor buried in the ground, used to maintain conductors connected to it at ground potential and dissipate current conducted to it into the earth, or to provide a return path for electric current in a direct-current power transmission system. Also known as earth electrode; grounding electrode. \{'\text{grund} \ i^{-}\text{lek},\text{tr\text{"a}d} \}
ground environment [ENG] 1. Environment that surrounds and affects a system or piece of equipment that operates on the ground. 2. System or part of a system, as of a guidance system, that functions on the ground; the aggregate of equipment, conditions, facilities, and personnel that go to make up a system, or part of a system, functioning on the ground. \{'\text{grund} \ in\text{y}^{-}\text{r},\text{ar-mant} \}
ground fault [ELEC] Accidental grounding of a conductor. \{'\text{grund} \ 'fo{l}t \}
ground fault interrupter [ELEC] A fast-acting circuit breaker that also senses very small ground fault currents such as might flow through the body of a person standing on damp ground while touching a hot alternating-current line wire. \{'\text{grund} \ 'fo{l}t \ 'int-ar-\text{rap-tar} \}
ground instrumentation See spacecraft ground instrumentation. \{'\text{grund} \ '\text{in-stra-m\text{"a}nt-a} \}
ground joint [CIV ENG] A closely fitted masonry joint, usually set without mortar. \{'\text{grund} \ '\text{man} \}
ground magnetic survey [ENG] A determination of the magnetic field at the surface of the earth by means of ground-based instruments. \{'\text{grund} \ '\text{mag-ned-ik} \ '\text{sar},\text{va} \}
groundman [ENG] A person employed in digging or excavating. \{'\text{grund} \ '\text{man} \}
ground noise [ENG ACOUS] The residual system noise in the absence of the signal in recording and reproducing, usually caused by inhomogeneity in the recording and reproducing media, but may also include tube noise and noise generated in resistive elements in the amplifier system. \{'\text{grund} \ '\text{noiz} \}
ground penetrating radar See ground-probing radar. \{'\text{grund} \ '\text{pen-\text{a}tr\text{"a}d-\text{in} \ '\text{ra},\text{d\text{"a}r} \}
ground potential [ELEC] Zero potential with respect to the ground or earth. \{'\text{grund} \ '\text{pen-chal} \}
ground-probing radar [ENG] A nondestructive technique using electromagnetic waves to locate objects or interfaces buried beneath the earth's surface or located within a visually opaque structure. Also known as ground-penetrating radar, subsurface radar, surface-penetrating radar. \{'\text{grund} \ '\text{prob-in} \ '\text{ra},\text{d\text{"a}r} \}
ground protection [ELEC] Protection provided a circuit by a device which opens the circuit when a fault to ground occurs. \{'\text{grund} \ '\text{tek-shan} \}
ground resistance [ELEC] Opposition of the earth to the flow of current through it, its value depends on the nature and moisture content of the soil, on the material, composition, and nature of connections to the earth, and on the electrolytic action present. \{'\text{grund} \ '\text{sis-tom} \}
ground return [ELEC] Use of the earth as the return path for a transmission line. \{'\text{grund} \ '\text{ri-t\text{"a}n} \}

256
ground surveillance radar  [ENG] 1. A surveillance radar operated at a fixed point on the earth's surface for observation and control of the position of aircraft or other vehicles in the vicinity. 2. A radar system capable of detecting objects on the ground from points on the ground.  

ground trace  [ENG]  The theoretical mark traced upon the surface of the earth by a flying object, missile, or satellite as it passes over the surface, the mark being made vertically from the object making the trace.  

ground ways  [CIV ENG]  Supports, usually made of heavy timbers, which are placed on the ground on either side of the keel of a ship under construction, providing a track for launching, and supporting the sliding ways. Also known as standing ways.  

ground wire  [CIV ENG]  A small-gage, high-strength steel wire used to establish line and grade for air-blown mortar or concrete. Also known as alignment wire, screed wire.  

group bus  [ELEC]  A scheme of electrical connections for a generating station in which more than two feeder lines are supplied by two bus-selector circuit breakers which lead to a main bus and an auxiliary bus.  

group incentive  [IND ENG]  Any wage incentive applied to more than one employee who is engaged in group work characterized by interdependent relationship between operations with consequent physical proximity and unification of interest.  

group technology  [IND ENG]  A manufacturing system that uses a classification and coding scheme to group parts into families based on similar manufacturing requirements, and specifies parts characteristics, process plans, setups, and manufacturing sequences.  

grouser  [ENG]  A temporary pile or a heavy, iron-shod pole driven into the bottom of a stream to hold a drilling or dredging boat or other floating object in position. Also known as spud.  

grouthole  [ENG]  A row of vertically drilled holes filled with grout under pressure to form the cutoff wall under a dam, or to form a barrier around an excavation through which water cannot seep or flow.  

growth  [ENG]  1. One of the holes in a grout curtain. 2. Any hole into which grout is forced under pressure to consolidate the surrounding earth or rock.  

gouting  [ENG]  The act or process of applying grout or of injecting grout into grout holes or crevices of a rock.  

gROUTInG injector  [ENG]  A machine that mixes the dry ingredients for a grout with water and injects it, under pressure, into a grout hole.  

gROUTInG pipe  [ENG]  A pipe that transports grout under pressure for injection into a grout hole or a rock formation.  

gROWN-diffused transistor  [ELECTR]  A junction transistor in which the final junctions are formed by diffusion of impurities near a grown junction.  

grown junction  [ELECTR]  A junction produced by changing the types and amounts of donor and acceptor impurities that are added during the growth of a semiconductor crystal from a melt. Also known as ground junction.  

grown-junction phototcell  [ELECTR]  A photodiode consisting of a bar of semiconductor material having a pn junction at right angles to its length and an ohmic contact at each end of the bar.  

grown-junction transistor  [ELECTR]  A junction transistor in which different impurities are placed in the melt in sequence as the silicon or germanium seed crystal is slowly withdrawn, to produce the alternate pn and np junctions.  

grubbing  [CIV ENG]  Clearing stumps and roots.  

grub screw  [DES ENG]  A headless screw with a slot at one end to receive a screwdriver.  

groat  [ENG]  A shield or other fixture designed to protect against injury.  

guard  [ENG]  A shield or other fixture designed to protect against injury.  

guard circle  [DES ENG]  The closed loop at the end of a grooved rod.  

guard lock  [CIV ENG]  See entrance lock.  

guardrail  [CIV ENG]  1. A handrail. 2. A rail made of posts and a metal strip used on a road as a divider between lines of traffic in opposite directions or used as a safety barrier on curves. 3. A rail fixed close to the outside of the inner rail on railway curves to hold the inner wheels of a railway car on the rail. Also known as check rail; safety rail; slide rail.  

guard ring  [ELECTR]  A ring-shaped auxiliary electrode surrounding one of the plates of a parallel-plate capacitor to reduce edge effects.  

Guggenheim process

Guggenheim process  [CIV ENG] A method of chemical precipitation which employs ferric chloride and aeration to prepare sludge for filtration.  [gʊŋ-ə-mæn, -ə-næm]  

Guidance station equipment  [ENG] The ground-based portion of the missile guidance system necessary to provide guidance during the flight of the missile. It includes the tracking radar, the data link equipment, and the computer, test, and maintenance equipment integral to these items.  [ˈgɪdʒ-ənəz, stə-ʃən i,kwɪp-mənt]  

guide bearing  [MECH ENG] A plain bearing used to guide a machine element in its lengthwise motion, usually without rotation of the element.  [ˈgɪdʒˌbɛr-ɪŋ]  

guide idler  [MECH ENG] An idler roll with its supporting structure mounted on a conveyor frame to guide the belt in a defined horizontal path, usually by contact with the edge of the belt.  [ˈgɪdʒˌɪd-lər]  

guide key  See home key.  [ˈgɪdʒ, kɛ]  

guideline  [IND ENG] A document containing recommendations for methods that should be used to achieve a desired goal.  [ˈgɪdʒˌlɪn]  

guideway  [ENG] The path over which an automated guided vehicle travels; often contains some means of communication with the guidance system such as a guidewire.  [ˈgɪdʒˌpæθ]  

guide pin  [ENG] A pin used to line up a tool or machinery with its desired direction.  [ˈgɪdʒˌpɪn]  

guide post  [CIV ENG] A post along a road that bears direction signs or guide boards.  [ˈgɪdʒˌpəst]  

guide rail  [CIV ENG] A track or rail that serves to guide movement, as of a sliding door, window, or similar element.  [ˈgɪdʒˌræl]  

guides  [MECH ENG] 1. Pulleys used to lead a driving belt or rope in a new direction or to keep it from leaving its desired direction. 2. Tracks that support and determine the path of a skip bucket and skip bucket rail. 3. Tracks guiding the gun or buckets of a bucket elevator. 4. The parallel running path of the conveyor which limits the conveyor or parts of a conveyor to movement in a defined path.  [ˈgɪdʒdəz]  

guidewire  [ENG] A wire embedded in the surface of the path traveled by an electromagnetically guided automated guided vehicle.  [ˈgɪdʒˌwɜr]  

guillotine shears  [ENG] A cutting tool fitted with vertically mounted blades, the bottom blade being fixed in position and the top blade mounted on a movable ram.  [ˈɡɛ-ə-ʃən, ʃɜrəz]  

Gukhman number  [THERMO] A dimensionless number used in studying convective heat transfer in evaporation, equal to \( \frac{t_0 - t_1}{t_0} \), where \( t_0 \) is the temperature of a hot gas stream, \( t_1 \) is the temperature of a moist surface over which it is flowing, and \( T_0 \) is the absolute temperature of the gas stream. Symbolized \( \text{G}_{\text{G}} \).  [ˈɡʊk-ə-man, -ə-nər]  

Guidberg-Waage group  [CHEM ENG] A dimensionless number used in studying chemical reactions in blast furnaces; it is given by an equation relating volumes of reacting gases and reacting products. Symbolized \( \text{N}_{\text{GW}} \).  [ˈɡʊldʒ-berkˌvɛ-gəˌgrəp]  

gull-wing door  [DES ENG] A door on an automobile vehicle that is hinged at the top, opens upward, and, in the open position, resembles an airplane gull wing.  [ˌɡʊlˌwɪŋˈdɔr]  

gum test  [CHEM ENG] A standard American Society for Testing and Materials test to determine the amount of gums in gasolines.  [ˈɡəmˌtɛst]  

gunbarrel  [CHEM ENG] An atmospheric vessel used for treatment of wastewater or industrial waste water.  [ˈɡənˌbær-əl]  

gun burner  [ENG] A burner which sprays liquid fuel into a furnace for combustion.  [ˈɡənˌbær-nər]  

gunite  [CIV ENG] A mixture of cement, sand, and water that is sprayed on a surface for repairing portions of existing structures, lining reservoirs, and encasing steel for fireproofing.  [ˈɡənˌnɪt]  

gun-laying radar  [ENG] Radar equipment specifically designed to determine range, azimuth, and elevation of a target and sometimes also to automatically aim and fire anti-aircraft artillery or other guns.  [ˈɡənˌleɪŋ ˈrɑdər]  

Gunn effect  [ELECTR] Development of a rapidly fluctuating current in a small block of a semiconductor (perhaps n-type gallium arsenide) when a constant voltage above a critical value is applied to contacts on opposite faces.  [ˈɡən ɪˈfekt]  

gunner's quadrant  [ENG] Mechanical device having scales graduated in mils, with fine micrometer adjustments and leveling or leveling vials; it is a separate, unattached instrument for hand placement on a reference surface.  [ˈɡənˌrəˌkwəd-rənt]  

gun pendulum  [ENG] A device used to determine the initial velocity of a projectile fired from a gun in which the gun is mounted as a pendulum and its excursion upon firing is measured.  [ˈɡənˌpənˌdələm]  

gun reaction  [MECH] The force exerted on the gun mount by the rearward movement of the gun resulting from the forward motion of the projectile and hot gases. Also known as recoil.  [ˈɡən ˈrɛəkˌsən]  

Gunter's chain  [ENG] A chain 66 feet (20.1168 meters) long, consisting of 100 steel links, each 7.92 inches (20.1168 centimeters) long, joined by rings, which is used as the unit of length for surveying public lands in the United States. Also known as chain.  [ˈɡənˌtarzˌchen]  

gun-type burner  [ENG] An oil burner that uses a nozzle to atomize the fuel.  [ˈɡənˌtɪpˌbær-nər]  

gusset  [CIV ENG] A plate that is used to strengthen truss joints.  [ˈɡəs-ət]
gyro wheel

gusset plate | CIV ENG | A rectangular or triangular steel plate that connects members of a truss. | ['gas-ət,plät ]
gust load | MECH | The wind load on an antenna due to gusts. | ['gast, əld ]
gustsone | ENG | An instrument dropped from high altitude by a stable parachute, to measure the vertical component of turbulence aloft; consists of an accelerometer and radio telemetering equipment. | ['gast,sând ]
gutter | BUILD | A trough along the edge of the eaves of a building to carry off rainwater. | ['gad-ər ]
guttering | ENG | A process of quarrying stone in which channels, several inches wide, are cut by hand tools, and the stone block is detached from the bed by pinch bars. | ['gad-ə-rig ]
guy | ENG | A rope or wire securing a pole, derrick, or similar temporary structure in a vertical position. | ['gǐ,der-ik ]
guy derrick | MECH ENG | A derrick having a vertical pole supported by guy ropes to which a boom is attached by rope or cable suspension at the top and by a pivot at the foot. | ['gǐ,der-ik ]
gvw | See gross vehicle weight.
gyratory breaker | See gyratory crusher. | ['jí-ra,tör-ē 'bræk-ər ]
gyratory crusher | MECH ENG | A primary breaking machine in the form of two cones, an outer fixed cone and a solid inner erect cone mounted on an eccentric bearing. Also known as gyratory breaker. | ['jí-ra,tör-ē 'krash-ər ]
gyratory screen | MECH ENG | Boxlike machine with a series of horizontal screens nested in a vertical stack with downward-decreasing mesh-opening sizes; near-circular motion causes undersized material to sift down through each screen in succession. | ['jí-ra,tör-ē 'skrēn ]
gyro | See gyroscope. | ['jí-rō ]
gyrodynamic | MECH | The study of rotating bodies, especially those subject to precession. | ['jí-rō-din-miks ]
gyropendulum | MECH ENG | A gravity pendulum attached to a rapidly spinning gyro wheel. | ['jí-rō-pen-jə-lam ]
gyrorepeater | ENG | That part of a remote indicating gyro compass system which repeats at a distance the indications of the master gyro compass system. | ['jí-rō-rē-pōd-ər ]
gyroscopic | ENG | An instrument that maintains an angular reference direction by virtue of a rapidly spinning, heavy mass; all applications of the gyroscope depend on a special form of Newton's second law, which states that a massive, rapidly spinning body rigidly resists being disturbed and tends to react to a disturbing torque by precessing (rotating slowly) in a direction at right angles to the direction of torque. Also known as gyro. | ['jí-ra-skōp ]
gyroscopic-clinograph method | ENG | A method used in borehole surveying which measures time, temperature, and temperature on 16-millimeter film while a gyroscope maintains the casing on a fixed bearing. | ['jí-ra-skōp-ik 'klīn-ə,graf ,meth-əd ]
gyroscopic Coriolis-type mass flowmeter | ENG | An instrument consisting of a C-shaped pipe and a T-shaped leaf-spring tuning fork which is excited by an electromagnetic force, resulting in an angular deflection of the pipe which is directly proportional to the mass-flow rate within the pipe. | ['jí-ra-skōp-ik 'kōr-ə-o-ləs 'tip ūmas 'flo ,mēd-ər ]
gyroscopic couple | MECH ENG | The turning moment which opposes any change of the inclination of the axis of rotation of a gyroscope. | ['jí-ra-skōp-ik 'kəp-ər ]
gyroscopic mass flowmeter | ENG | An instrument in which the torque on a rotating pipe of suitable shape, through which a fluid is made to flow, is measured to determine the mass flow through the pipe. | ['jí-ra-skōp-ik ūmas 'flo ,mēd-ər ]
gyroscopic precession | MECH | The turning of the axis of spin of a gyroscope as a result of an external torque acting on the gyroscope, the axis always turns toward the direction of the torque. | ['jí-ra-skōp-ik prēs'esh-ən ]
gyroscopes | MECH | The branch of mechanics concerned with gyroscopes and their use in stabilization and control of ships, aircraft, projectiles, and other objects. | ['jí-ra-skōp-iks ]
gyrostabilizer | ENG | A gyroscope used to stabilize ships and airplanes. | ['jí-rō-sta-ba,liz-ər ]
gyro wheel | MECH ENG | The rapidly spinning wheel in a gyroscope, which resists being disturbed. | ['jí-rō ,wel ]
This page intentionally left blank.
Haber-Bosch process  [CHEM ENG] Early nitrogen-fixation process for production of ammonia from hydrogen and nitrogen, catalyzed by iron; now replaced by more efficient ammonia synthesis processes. Also known as Haber process. {ˈhā·ber ˈbōsh, ˈprä·səs}

Haber process See Haber-Bosch process. {ˈhā·ber prä·səs}

hacking  [ENG] The technique of roughening a surface by striking it with a tool. {ˈhak·ing}

hacking knife  [ENG] A tool for removing old putty from a window frame prior to reglazing. Also known as hacking-out tool. {ˈhak·ingˌnif}

hacking-out tool See hacking knife. {ˈhak·ingˌautˌtül}

hacksaw  [ENG] A hand or power tool consisting of a fine-toothed blade held in tension in a bow-shaped frame; used for cutting metal, wood, and other hard materials. {ˈhakˌsō}

hair hygrometer  [ENG] A hygrometer in which the sensing element is a bundle of human hair, which is held under slight tension by a spring and which expands and contracts with changes in the moisture of the surrounding air or gas. {ˈhīˌg्रäm·ˌa̱dˌɔr}

hairline See air line. {ˈhērˌlīn}

hairpin tube  [DES ENG] A boiler tube bent into a hairpin, or U, shape. {ˈhērˌpinˌtūb}

half-adder  [ELECTR] A logic element which operates on two binary digits (but no carry digits) from a preceding stage, producing as output a sum digit and a carry digit. {ˈhafˌəd·ər}

half cycle  [ENG] The time interval corresponding to half a cycle, or 180°, at the operating frequency of a circuit or device. {ˈhafˌsīˌkōl}

half-dog setscrew  [DES ENG] A setscrew with a short, blunt point. {ˈhafˌdōgˌsetˌskrū}

half nut  [DES ENG] A nut split lengthwise so that it can be clamped around a screw. {ˈhafˌnət}

half-round file  [DES ENG] A file that is flat on one side and convex on the other. {ˈhafˌrōⁿdˌfi:l}

half space  [BUILD] A broad step between two half flights of a stair. {ˈhafˌspəs}

half-subtractor  [ELECTR] A logic element which operates on two digits from a preceding stage, producing as output a difference digit and a borrow digit. Also known as one-digit subtracter, two-input subtracter. {ˈhafˌsəbˌtrakˌtɔr}

half-through arch  [CIV ENG] A bridge arch having the roadway running through it at an elevation midway between the base and the crown. {ˈhafˌthrūˈərч}

half-tide basin  [CIV ENG] A lock of very large size and usually of irregular shape, the gates of which are kept open for several hours after high tide so that vessels may enter as long as there is sufficient depth over the sill; vessels remain in the half-tide basin until the ensuing flood tide, when they may pass through the gate to the inner harbor; if entry to the inner harbor is required before this time, water must be admitted to the half-tide basin from some external source. {ˈhafˌtídˌbās·ən}

half-timbered  [BUILD] Pertaining to a timber frame building with brickwork, plaster, or wattle and daub filling the spaces between the timbers. {ˈhafˌtim·bɔrd}

half-track  [MECH ENG] 1. A chain-track drive system for a vehicle, consists of an endless metal belt on each side of the vehicle driven by one of two inside sprockets and running on bogie wheels; the revolving belt lays down on the ground a flexible track of cleated steel or hard-rubber plates; the front end of the vehicle is supported by a pair of wheels. 2. A motor vehicle equipped with half-tracks. {ˈhafˌtræk}

half-track tape recorder See double-track tape recorder. {ˈhafˌtrækˌtāpˌriˌkɔrd·ər}

Hall cyclic thermal reforming  [CHEM ENG] A gas-making process that uses component parts of carbureted-water gas apparatus to generate high-Btu gas from feedstocks ranging from naphtha to Bunker C. {ˈhōlˌˈsīˌklikˌthɔr·məlˌrəˌfɔrm·iŋ}

Hall-effect gaussmeter  [ENG] A gaugemeter that consists of a thin piece of silicon or other semiconductor material which is inserted between the poles of a magnet to measure the magnetic field strength by means of the Hall effect. {ˈhōlˌiˌfektˌgəʊzˌmɛd·ər}

Hall-plate device  [ENG] A sensor that uses the Hall effect to measure magnetic field strength. {ˈhōlˌˈplætˌdiˌvı:s}

halo effect  [IND ENG] A tendency when rating...
halophone

a person in regard to a specific trait to be influenced by a general impression or by another trait of the person. {ˈhɑː-lə-dʒi}<ket>

halophone  [ENG] A device that records patterns in time in a manner analogous to the way that optical holograms record space. {ˈhal-ə-ˈfon}

Halsey premium plan  [IND ENG] A wage-incentive plan which sets a guaranteed daily rate to an employee and provides for predetermined compensation for superior performance. {ˈhɔːl-ˌzè ˈprɛ-ˌmɛ-ə-ˌnən ˈplæn}

Hamiltonian function  [MECH] A function of the generalized coordinates and momenta of a system, equal in value to the sum over the coordinates of the product of the generalized momentum corresponding to the coordinate, and the coordinate's time derivative, minus the Lagrangian of the system; it is numerically equal to the total energy if the Lagrangian does not depend on time explicitly; the equations of motion of the system are determined by the functional dependence of the Hamiltonian on the generalized coordinates and momenta. {ˈhæm-əl-tər-ˈnə-ən ˈfæŋk-ʃan}

Hamilton-Jacobi theory  [MECH] A theory that provides a means for discussing the motion of a dynamic system in terms of a single partial differential equation of the first order, the Hamilton-Jacobi equation. {ˈhæm-əl-ˈtæn jæˈkoʊ-bè, ˈθɛ-ə-rè}

Hamilton's equations of motion  [MECH] A set of first-order, highly symmetrical equations describing the motion of a classical dynamical system, namely $\dot{q}_j = \frac{\partial \mathcal{L}}{\partial \dot{p}_j}$, $\dot{p}_j = -\frac{\partial \mathcal{L}}{\partial q_j}$, where $q_j$ (j = 1, 2, …) are generalized coordinates of the system, $p_j$ is the momentum conjugate to $q_j$, and $\mathcal{L}$ is the Hamiltonian. Also known as canonical equations of motion. {ˈhæm-əl-ˈtæn ɪkˈwætən ən ˈmoʊ-ʃən}

Hamilton's principle  [MECH] A variational principle which states that the path of a conservative system in configuration space between two configurations is such that the integral of the Lagrangian function over time is a minimum or maximum relative to nearby paths between the same end points and having the same time. {ˈhæm-əl-ˈtæn ɪkˈwætən ən ˈprɪn-sə-pəl}

hammer  [DES ENG] 1. A hand tool used for pounding and consisting of a solid metal head set crosswise on the end of a handle. 2. An arm with a striking head for sounding a bell or gong. [MECH ENG] A power tool with a metal block or a drill for the head. {ˈhæm-ər}<drill>

hammer drill  [MECH ENG] Any of three types of fast-cutting, compressed-air rock drills (drifter, sinker, and stoper) in which a hammer strikes rapid blows on a loosely held piston, and the bit remains against the rock in the bottom of the hole, rebounding slightly at each blow, but does not reciprocate. {ˈhæm-ər, ˈdril}

hammerhead  [DES ENG] The striking part of a hammer. {ˈhæm-ər, ˈhed}<hand>

hammerhead crane  [MECH ENG] A crane with a horizontal jib that is counterbalanced. {ˈhæm-ər,ˈhed,ˈkrɒn}

hammer milling  [MECH ENG] Crushing or fracturing materials in a hammer mill. {ˈhæm-ər,ˈmil-ˌim}<mill>

hand See end effector. {ˈhænd}<hand>

hand auger  [DES ENG] A hand tool resembling a large carpenters’ bit or comprising a short cylindrical container with cutting lips attached to a rod, used to bore shallow holes in the soil to obtain samples of it and other relatively unconsolidated near-surface materials. {ˈhænd,ˈoʊ-ər}<auger>

handbarrow  [ENG] A flat, rectangular frame with handles at both ends, carried by two persons to transport objects. Also known as barrow. {ˈhænd,ˈbær-ə}<barrow>

hand brake  [MECH ENG] A manually operated brake. {ˈhænd,ˈbræk}<brake>

handcar  [MECH ENG] A small, four-wheeled, hand-pumped car used on railroad tracks to transport workers and equipment for construction or repair work; other cars for the same purpose are motor-operated. {ˈhænd,kær}<car>

hand drill  [DES ENG] A small, portable drilling machine which is operated by hand. {ˈhænd,ˈdril}<drill>

hand feed  [ENG] A drill machine in which the rate at which the bit is made to penetrate the rock is controlled by a hand-operated ratchet and lever or a hand-turned wheel meshing with a screw mechanism. {ˈhænd,ˈfed}<feed>

hand float  [ENG] A wooden tool used to fill in and smooth a plaster surface in order to produce a level base coat or a textured finish coat. {ˈhænd,ˈflot}<float>

hand hammer drill  [ENG] A hand-held rock drill. {ˈhænd ˈhæm-ər,ˈdril}<drill>

hand-held scanner  [ENG] An image-reading device that is held and operated by a person. {ˈhænd,ˈhɛld ˈskæn-ər}<scanner>

handhole  [ENG] A shallow access hole large enough for a hand to be inserted for maintenance and repair of machinery or equipment. {ˈhænd,ˈhɔl}<hole>

hand lance  [ENG] A hand-held pipe with a nozzle through which steam or air is discharged; used to remove soot deposits from the external surfaces of boiler tubes. {ˈhænd,ˈlæns}<lance>

handle  [MECH ENG] The arm connecting the bucket with the boom in a dipper shovel or hoe. {ˈhænd,ˈleid}<handle>

hand lead  [ENG] A light sounding lead (7–14 pounds or 3–6 kilograms) usually having a line not more than 25 fathoms (46 meters) in length. {ˈhænd,ˈlɛd}<lead>

hand level  [ENG] A hand-held surveyor’s level,
basically a telescope with a bubble tube attached so that the position of the bubble can be seen when looking through the telescope. {'hand lín,tím} handling time [IND ENG] The time needed to transport parts or materials to or from a work area. {'hand,lín,tím} hand punch [DES ENG] A hand-held device for punching holes in paper or cards. (‘hand,punch) handrail [ENG] A narrow rail to be grasped by a person for support. (‘hand,rál) handsaw [DES ENG] A saw operated by hand, with a backward and forward arm movement. (‘hand,só) handset [DES ENG] A combination of a telephone-type receiver and transmitter, designed for holding in one hand. (‘hand,sett) handset bit [DES ENG] A bit in which the diamonds are manually set into holes that are drilled into a malleable-steel bit blank and shaped to fit the diamonds. (‘hand,sett,bit) hand-tight [ENG] The extent of tightening of screwed fittings that can be accomplished without mechanical assistance. (‘hand,št) hand time [IND ENG] The time necessary to complete a manual element. Also known as manual time. (‘hand,tím) hand tool [ENG] Any implement used by hand. (‘hand,tül) hand truck [ENG] 1. A manually operated, two-wheeled truck consisting of a rectangular frame with handles at the top and a plate at the bottom to slide under the load. 2. Any of various small, manually operated, multiwheeled platform trucks for transporting materials. (‘hand,trák) hand winch [MECH ENG] A winch that is operated by hand. (‘hand,winch) hangar [CIV ENG] A building at an airport specially designed in height and width to enable aircraft to be stored or maintained in it. (‘hap,or) hanger [CIV ENG] An iron strap which lends support to a joist beam or pipe. (‘hap,or) hanger bolt [DES ENG] A bolt with a machine-screw thread on one end and a lag-screw thread on the other. (‘hap,or,ból) hangfire [ENG] Delay in the explosion of a charge. (‘han,fr) hanging-drop atomizer [MECH ENG] An atomizing device used in gravitational atomization; functions by quasi-static emission of a drop from a wetted surface. Also known as pendant atomizer. (‘han,ín,dréap ’ad,óm,šor) hanging load [MECH ENG] 1. The weight that can be suspended on a hoist line or hook device in a drill tripod or derrick without causing the members of the derrick or tripod to buckle. 2. The weight suspended or supported by a bearing. (‘han,ín lód) hanging scaffold [CIV ENG] A movable platform suspended by ropes and pulleys; used by workers for above-ground building construction and maintenance. (‘han,ín ška,lád) hang-up [ENG] A virtual leak resulting from the release of entrapped tracer gas from a leak detector vacuum system. (‘han,up) HAP See hazardous air pollutants. (hap or háp,út) harbor engineering [CIV ENG] Planning and design of facilities for ships to discharge or receive cargo and passengers. (‘hár-bar,én-pár,nír,ín) harbor line [CIV ENG] The line beyond which wharves and other structures cannot be extended. (‘hár-bar,lín) hard automation [IND ENG] Automation that makes use of specially designed equipment for production. (‘hárd,jíd ’om,šór,šán) hard beach [CIV ENG] A portion of a beach especially prepared with a hard surface extending into the water, employed for the purpose of loading or unloading directly into or from landing ships or landing craft. (‘hárd,šbách) hard goods See durable goods. (‘hárd,šódz) Hardgrove grindability index [ENG] The relative grindability of ores and minerals in comparison with standard coal, chosen as 100 grindability, as determined by a miniature ball-rolling pulverizer. Also known as Hardgrove number. (‘hár,grów,šrín,šór bil,šód e,šín,deks) Hardgrove number See Hardgrove grindability index. (‘hár,grów,šám,šor) hard hat [ENG] A safety hat usually having a metal crown; used by construction workers and miners. (‘hárd,šát) Hardinge feeder-weigher [MECH ENG] A pivoted, short belt conveyor which controls the rate of material flow from a hopper by weight per cubic foot. (‘hár-díg,šéd,or,jwá,or) Hardinge mill [MECH ENG] A tricone type of ball mill, the cones become steeper from the feed end toward the discharge end. (‘hár-díg,šíl) Hardinge thickener [ENG] A machine for removing the maximum amount of liquid from a mixture of liquid and finally divided solids by allowing the solids to settle out on the bottom as sludge while the liquid overflows at the top. (‘hár-díg,šíkh,šóm,or) hard-laid [DES ENG] Pertaining to rope with strands twisted at a 45° angle. (‘hárd,lád) hardness [ENG] Property of an installation, facility, transmission link, or equipment that will prevent an unacceptable level of damage. (‘hárd,šas) hardness number [ENG] A number representing the relative hardness of a mineral, metal, or other material as determined by any of more than 30 different hardness tests. (‘hárd,šás,šám,šor) hardness test [ENG] A test to determine the relative hardness of a metal, mineral, or other material according to one of several scales, such as Brinell, Mohs, or Shore. (‘hárd,šás,šét) hardstand [CIV ENG] 1. A paved or stabilized area where vehicles or aircraft are parked. 2. Open ground area having a prepared surface and used for storage of material. (‘hárd,šánd) hard-surface [CIV ENG] To treat a ground surface in order to prevent muddiness. (‘hárd,šør,fás)
hardware [ENG] Items made of metal, such as tools, fittings, fasteners, and appliances. ([ˈhɑrdˌwər])

hard-wire [ELEC] To connect electric components with solid, metallic wires as opposed to radio links and the like. ([ˈhɑrdˌwɜr])

hardwood bearing [MECH ENG] A fluid-film bearing made of lignum vitae which has impregnated with pitch or of hard maple which is impregnated with oil, grease, or wax. ([ˈhɑrdˌwʊdˌwɜrˈber-ɪŋ])

Hardy plankton indicator [ENG] Metal and tied together that they may be inserted and are known or suspected to cause cancer or other adverse health effects or birth defects, or adverse environmental effects. Listed hazardous air pollutants include benzene, found in gasoline, perchlorethylene, emitted from some dry cleaning facilities, and methylene chloride, used as a solvent and paint stripper in industry, as well as dioxin, asbestos, toluene, and metals such as cadmium, mercury.

Harrison's gridiron pendulum [DES ENG] A type of pendulum that has five iron rods and four brass rods arranged so that the effects of their thermal expansion cancel. ([ˈhɑrri-sənˈgrɪdˌɪrnˌpɛnˌdju-ləm])

Hartford loop [MECH ENG] A condensate return arrangement for low-pressure, steam-heating systems featuring a steady water line in the boiler. ([ˈhɑrt-fərdˌloʊp])

Hartmann generator [ENG ACOUS] A device in which shock waves generated at the edges of a nozzle by a supersonic gas jet resonate with the opening of a small cylindrical pipe, placed opposite the nozzle, to produce powerful ultrasonic sound waves. ([ˈhɑrt-mənˌjɛnˌrəd-ər])

Hasche process [CHEM ENG] A thermal re-forming process for hydrocarbon fuels; it is a noncatalytic regenerative method in which a mixture of hydrocarbon gas or vapor and air is passed through a regenerative mass that is progressively hotter in the direction of the gas flow. Partial combustion occurs, liberating heat to crack the remaining hydrocarbons in a combustion zone. ([ˈhɑʃ-əˌprəs-əs])

hatch [DES ENG] A two-piece fastening device having a loop on one piece and a hinged plate that fits over the loop on the other. ([hætʃ])

hatch beam [ENG] A heavy, portable beam which supports a hatch cover. ([ˈhætʃˌbeɪm])

hatch cover [ENG] A steel or wooden cover for a hatch. ([ˈhætʃˌkɔv-ər])

hatchet [DES ENG] A small ax with a short handle and a hammerhead in addition to the cutting edge. ([ˈhætʃət])

haul [ENG] A single tow of a net or dredge. ([hɔl])

hawk [ENG] A bird with a handle underneath used by a workman to hold mortar. ([hɔk])

Hayward grab bucket [MECH ENG] A clamshell type of grab bucket used for handling coal, sand, gravel, and other flowable materials. ([ˈhɔw-ərdˌgræbˌbæk-ət])

Hayward orange peel [MECH ENG] A grab bucket that operates like the clamshell type but has four blades pivoted to close. ([ˈhɔw-ərdˌә-rənˌpel])

hazard [IND ENG] Any risk to which a worker is subject as a direct result (in whole or in part) of his being employed. ([ˈhæz-ərd])

hazardous air pollutants [ENG] Chemicals that are known or suspected to cause cancer or other serious health effects, such as reproductive effects or birth defects, or adverse environmental effects. Listed hazardous air pollutants include benzene, found in gasoline, perchlorethylene, emitted from some dry cleaning facilities, and methylene chloride, used as a solvent and paint stripper in industry, as well as dioxin, asbestos, toluene, and metals such as cadmium, mercury.
heat

chromium, and lead compounds. Also known as air toxins. Abbreviated HAP. (ˈhæz-ər-dəs ˈər pəˌləntz)

hazemeter See transmissometer (ˈhæz,med-ər) H beam [CIV ENG] A beam similar to the I beam but with longer flanges. Also known as wide-flange beam. (ˈæch ˈbem)

H bit [DES ENG] A core bit manufactured and used in Canada having inside and outside diameters of 2.875 and 3.875 inches (73.025 and 98.425 millimeters), respectively; the matching reaming shell has an outside diameter of 3.906 inches (99.2124 millimeters). (ˈæchˌbit)

head [BUILD] The upper part of the frame on a door or window. [ELECTR] The photoelectric unit that converts the sound track on motion picture film into corresponding audio signals in a motion picture projector. [ENG] 1. The end section of a plastics blow-molding machine in which a hollow parison is formed from the melt. 2. The section of a shell-and-tube heat exchanger from which fluid from the tube bundle is discharged. [ENG ACOUS] See cutter. (ˈhed)

headache post [MECH ENG] A post installed on a cable-tool rig for supporting the end of the walking beam when the rig is not operating. (ˈhedˌakˌpöst)

headbox [ENG] A device for controlling the flow of a suspension of solids into a machine. (ˈhedˌboks)

header [BUILD] A framing beam positioned between trimmers and supported at each end by a tail beam. [CIV ENG] Brick or stone laid in a wall with its narrow end facing the wall. [ELEC] A mounting plate through which the insulated terminals or leads are brought out from a hermetically sealed relay, transformer, transistor, tube, or other device. [ENG] A pipe, conduit, or chamber which distributes fluid from a series of smaller pipes or conduits; an example is a manifold. [MECH ENG] A machine used for gathering or upsetting materials, used for screw, rivet, and bolt heads. (ˈhedˌor)

header bond [CIV ENG] A masonry bond consisting of header courses exclusively. (ˈhedˌərˌbænd)

header course [CIV ENG] A masonry course of bricks laid as headers. (ˈhedˌorˌkōrs)

header-type boiler See straight-tube boiler. (ˈhedˌorˌtibˌbōlər)

head gate [CIV ENG] 1. A gate on the upstream side of a lock or conduit. 2. A gate at the starting point of an irrigation ditch. (ˈhedˌgat"

heading [CIV ENG] In tunnel construction, one or more small tunnels excavated within a large tunnel cross section that will later be enlarged to full section. (ˈhedˌing)

heading joint [BUILD] 1. A joint between two pieces of timber which are joined in a straight line, end to end. 2. A masonry joint formed between two stones in the same course. (ˈhedˌingˌjönt)

head meter [ENG] A flowmeter that is dependent upon change of pressure head to operate. (ˈhedˌmēd-ər)

head motion [MECH ENG] The vibrator on a reciprocating table concentrator which imparts motion to the deck. (ˈhedˌmō�nˌshon)

headphone [ENG ACOUS] An electroacoustic transducer designed to be held against an ear by a clamp passing over the head, for private listening to the audio output of a communications, radio, or television receiver or other source of audio-frequency signals. Also known as phone. (ˈhedˌpulton)

head pulley [MECH ENG] The pulley at the discharge end of a conveyor belt; may be either an idler or a drive pulley. (ˈhedˌpul-ə)

head-pulley-drive conveyor [MECH ENG] A conveyor having the belt driven by the head pulley without a snub pulley. (ˈhedˌpul-əˌdonˌvəˌər)

head scanning [IND ENG] Scanning of the visual field by using movement of both the head and the eyeballs. (ˈhedˌskan-əŋ)

head section [ENG] That part of belt conveyor which consists of a drive pulley, a head pulley which may or may not be a drive pulley, belt idlers if included, and the necessary framing. (ˈhedˌsek-shon)

headset [ENG ACOUS] A single headphone or a pair of headphones, with a clamping strap or wires holding them in position. (ˈhedˌset)

head shaft [MECH ENG] The shaft driven by a chain and mounted at the delivery end of a chain conveyor; it serves as the mount for a sprocket which drives the drag chain. (ˈhedˌshaft)

head sill [BUILD] A horizontal beam at the top of the frame of a door or window. (ˈhedˌsil)

headstock [MECH ENG] 1. The device on a lathe for carrying the revolving spindle. 2. The movable head of certain measuring machines. 3. The device on a cylindrical grinding machine for rotating the work. 4. Also known as workhead. (ˈhedˌstāk)

head up [ENG] To tighten bolts on a hatch cover or access hole plate to prevent leakage from or into an operating vessel. (ˈhedˌəp)

headwall [CIV ENG] A retaining wall at the outlet of a drain or culvert. (ˈhedˌwōl)

headworks [CIV ENG] Any device or structure at the head or diversion point of a waterway. (ˈhedˌwōrks)

hearing aid [ENG ACOUS] A miniature, portable sound amplifier for persons with impaired hearing, consisting of a microphone, audio amplifier, earphone, and battery. (ˈhirinjˈeid)

heart bond [CIV ENG] A masonry bond in which two header stones meet in the middle of the wall, their joint being covered by another stone; no headers stretch across the wall. (ˈhārtˌbænd)

hearth [BUILD] 1. The floor of a fireplace or brick oven. 2. The projection in front of a fireplace, made of brick, stone, or cement. (ˈhārt"

heat [THERMO] Energy in transit due to a temperature difference between the source from which the energy is coming and a sink toward which the energy is going; other types of energy in transit are called work. (ˈhet)
heat balance

heat balance  [THERMO] The equilibrium which is known to exist when all sources of heat gain and loss for a given region or body are accounted for.  [‘hɛt ˈbæl-ans]  

heat budget  [THERMO] The statement of the total inflow and outflow of heat for a planet, spacecraft, biological organism, or other entity.  [‘hɛt ˈbæl-ət]  

heat capacity  [THERMO] The quantity of heat required to raise a system one degree in temperature in a specified way, usually at constant pressure or constant volume. Also known as thermal capacity.  [‘hɛt ˈkɑːs-pəs-əd-ɛ]  

heat conduction  [THERMO] The flow of thermal energy through a substance from a higher-to-a lower-temperature region.  [‘hɛt ˈkɑːn-dətʃən]  

heat conductivity See thermal conductivity.  [‘hɛt ˈkɑːn-dətʃə-niv-ət-əd-ɛ]  

heat content See enthalpy.  [‘hɛt ˈkɑːntɛnt]  

heat convection  [THERMO] The transfer of thermal energy by actual physical movement from one location to another of a substance in which thermal energy is stored. Also known as thermal convection.  [‘hɛt ˈkɑːntɛk-san]  

heat cycle See thermodynamic cycle.  [‘hɛt ˈsif-kəl]  

heat death  [THERMO] The condition of any isolated system when its entropy reaches a maximum, in which matter is totally disordered and at a uniform temperature, and no energy is available for doing work.  [‘hɛt ˈdæθ]  

heat distortion point  [ENG] The temperature at which a standard test bar (American Society for Testing and Materials test) deflects 0.010 inch (0.254 millimeter) under a load of either 66 or 264 pounds per square inch (4.55 × 10³ or 18.20 × 10³ pascals), as specified.  [‘hɛt ˈdi-stɔːr-san ˈpɔɪnt]  

heat energy See internal energy.  [‘hɛt ˈɛntr-əl-ɛn]  

heat engine  [MECH ENG] A machine that converts heat into work (mechanical energy).  [‘hɛt ˈeŋɡ]  

heat equation  [THERMO] A parabolic second-order differential equation for the temperature of a substance in a region where no heat source exists. \( \frac{\partial^2 T}{\partial x^2} + \frac{\partial^2 T}{\partial y^2} + \frac{\partial^2 T}{\partial z^2} \) where, \( x, y, z \) are space coordinates, \( T \) is the time, \( T(x,y,z) \) is the temperature, \( k \) is the thermal conductivity of the body, \( \rho \) is its density, and \( c \) is its specific heat; this equation is fundamental to the study of heat flow in bodies. Also known as Fourier heat equation; heat flow equation.  [‘hɛt ˈɛn-ɛdʒ]  

heater  [ELECTR] An electric heating element for supplying heat to an indirectly heated cathode in an electron tube. Also known as electron-tube heater.  [‘hɛt ˈeθər]  

heat exchange  [CHEM ENG] A unit operation based on heat transfer which functions in the heating and cooling of fluids with or without phase change.  [‘hɛt ˈɛksənɔr]  

heat exchanger  [ENG] Any device, such as an automobile radiator, that transfers heat from one fluid to another or to the environment. Also known as exchanger.  [‘hɛt ˈɛksənɔr-ər]  

heat flow  [THERMO] Heat thought of as energy flowing from one substance to another, quantitatively, the amount of heat transferred in a unit time. Also known as heat transmission.  [‘hɛt ˈflɔ]  

heat flow equation See heat equation.  [‘hɛt ˈflɔ ɪˌkwaː-zan]  

heat flux  [THERMO] The amount of heat transferred across a surface of unit area in a unit time. Also known as thermal flux.  [‘hɛt ˈflʌks]  

heat gain  [ENG] The increase of heat within a given space as a result of direct heating by solar radiation and of heat radiated by other sources such as lights, equipment, or people.  [‘hɛt ˈɡæn]  

heat gain chamber  [ENG] The part of an injection mold in which cold plastic feed is changed into a hot melt.  [ˈhɛd-ɪŋˌˌkæm-ˈbær]  

heat gain load  [CIV ENG] The quantity of heat per unit time that must be provided to maintain the temperature in a building at a given level.  [ˈhɛd-ɪŋˌˌloʊd]  

heat handling plant  [CIV ENG] The whole system for heating an enclosed space. Also known as heating system.  [ˈhɛd-ɪŋˌˌplænt]  

heat handling surface  [ENG] The surface for the absorption and transfer of heat from one medium to another.  [ˈhɛd-ɪŋˌˌsər-fəs]  

heat loss  [ENG] The increase of heat within a given space as a result of direct heating by solar radiation and of heat radiated by other sources such as lights, equipment, or people.  [‘hɛt ˈɡæn]  

heat loss flowmeter  [ENG] Any of various instruments that determine gas velocities or mass flows from the cooling effect of the flow on an electrical sensor such as a thermistor or resistor, a second sensor is used to compensate for the temperature of the fluid. Also known as thermal-loss meter.  [‘hɛt ˌlʊs ˈflɔˌmɛd-ño]  

heat of ablation  [THERMO] A measure of the effective heat capacity of an ablating material, numerically the heating rate input divided by the mass loss rate which results from ablation.  [‘hɛt əv əbləˈʃan]  

heat of adsorption  [THERMO] The increase in enthalpy when 1 mole of a substance is adsorbed upon another at constant pressure.  [‘hɛt əv ədˈsər-pən]  

heat of aggregation  [THERMO] The increase in enthalpy when an aggregate of matter, such as a crystal, is formed at constant pressure.  [‘hɛt əv əgˈræɡəɡəˈʃən]  

heat of compression  [THERMO] Heat generated when air is compressed.  [‘hɛt əv əkˈmæn ˈpreshən]  

heat of condensation  [THERMO] The increase in enthalpy accompanying the conversion of 1 mole of vapor into liquid at constant pressure and temperature.  [‘hɛt əv əkˈmæn ənd ənˈkænəns]  

heat of cooling  [THERMO] Increase in enthalpy during cooling of a system at constant pressure,
resulting from an internal change such as an allotropic transformation. (‘hēt əv ‘kül-i-jə)

heat of crystallization  [THERMO] The increase in enthalpy when 1 mole of a substance is transformed into its crystalline state at constant pressure. (‘hēt əv ‘krιst-al-əz-a-shan)

heat of evaporation See heat of vaporization. (‘hēt əv ‘vap-ər-a-shan)

heat of fusion  [THERMO] The increase in enthalpy accompanying the conversion of 1 mole, or a unit mass, of a solid to a liquid at its melting point at constant pressure and temperature. Also known as latent heat of fusion. (‘hēt əv ‘fyū-zhan)

heat of mixing  [THERMO] The difference between the enthalpy of a mixture and the sum of the enthalpies of its components at the same pressure and temperature. (‘hēt əv ‘mik-siŋ)

heat of solidification  [THERMO] The increase in enthalpy when 1 mole of a solid is formed from a liquid or, less commonly, a gas at constant pressure and temperature. Also known as latent heat of sublimation. (‘hēt əv ‘sə-lid-ə-fər-kə-shan)

heat of sublimation  [THERMO] The increase in enthalpy accompanying the conversion of 1 mole, or unit mass, of a solid to a vapor at constant pressure and temperature. Also known as latent heat of sublimation. (‘hēt əv ‘sə-bə-lə-mə-shan)

heat of transformation  [THERMO] The increase in enthalpy of a substance when it undergoes some phase change at constant pressure and temperature. (‘hēt əv ‘tranz-fər-mə-shan)

heat of vaporization  [THERMO] The quantity of energy required to vaporize 1 mole, or a unit mass, of a liquid, at constant pressure and temperature. Also known as enthalpy of vaporization, heat of evaporation, latent heat of vaporization. (‘hēt əv ‘və-pər-a-zə-shan)

heat of wetting  [THERMO] 1. The heat of absorption of water on a substance. 2. The additional heat required, above the heat of vaporization of free water, to evaporate water from a substance in which it has been absorbed. (‘hēt əv ‘wed-i-jə)

heat pipe  [ENG] A heat-transfer device consisting of a sealed metal tube with an inner lining of wicklike capillary material and a small amount of fluid in a partial vacuum; heat is absorbed at one end by vaporization of the fluid and is released at the other end by condensation of the vapor. (‘hēt əp-pə)

heat pump  [MECH ENG] A device which transfers heat from a cooler reservoir to a hotter one, expending mechanical energy in the process, especially when the main purpose is to heat the hot reservoir rather than refrigerate the cold one. (‘hēt əp-pəm-pə)

heat quantity  [THERMO] A measured amount of heat, units are the small calorie, normal calorie, mean calorie, and large calorie. (‘hēt ə kwən-əd-e)

heat radiation  [THERMO] The energy radiated by solids, liquids, and gases in the form of electromagnetic waves as a result of their temperature. Also known as thermal radiation. (‘hēt əd-e ‘rə-ə-shan)

heat rate  [MECH ENG] An expression of the conversion efficiency of a thermal power plant or engine, as heat input per unit of work output; for example, Btu/kWh. (‘hēt ət, rət)

heat release  [THERMO] The quantity of heat released by a furnace or other heating mechanism per second, divided by its volume. (‘hēt ri, lēs)

heat seal  [ENG] A union between two thermoplastic surfaces by application of heat and pressure to the joint. (‘hēt əzel)

heatsink  [ELEC] A mass of metal that is added to a device for the purpose of absorbing and dissipating heat, used with power transistors and many types of metallic rectifiers. Also known as dissipator. [THERMO] Any (gas, solid, or liquid) region where heat is absorbed. (‘hēt əsiŋk)

heatsink cooling  [ENG] Cooling a body or system by allowing heat to be absorbed from it by another body. (‘hēt əsiŋk kül-iŋ)

heat source  [THERMO] Any device or natural body that supplies heat. (‘hēt əsərs)

heat sterilization  [ENG] An act of destroying all forms of life on and in bacteriological media, foods, hospital supplies, and other materials by means of moist or dry heat. (‘hēt əstə-rə-lə-zə-shan)

heat transfer  [THERMO] The movement of heat from one body to another (gas, liquid, solid, or combinations thereof) by means of radiation, convection, or conduction. (‘hēt ətranz-fər)

heat-transfer coefficient  [THERMO] The amount of heat which passes through a unit area of a medium or system in a unit time when the temperature difference between the boundaries of the system is 1 degree. (‘hēt ətranz-fər ək-koʊ-fənt)

heat transmission  See heat flow. (‘hēt tranz-mish-an)

heat transport  [THERMO] Process by which heat is carried past a fixed point or across a fixed plane, as in a warm current. (‘hēt tranz,pɔr-tə)

heat wheel  [MECH ENG] In a ventilating system, a device to condition incoming air by causing it to approach thermal equilibrium with the exiting air; hot incoming air is cooled, and cold incoming air is warmed. (‘hēt wel)

heavy-duty  [ENG] Designed to withstand excessive strain. (‘hev-ə d-e)

heavy-duty car  [MECH ENG] A railway motorcar weighing more than 1400 pounds (635 kilograms), propelled by an engine of 12–30 horsepower (8900–22,400 watts), and designed for hauling heavy equipment and for hump-yard service. (‘hev-ə d-e ˈkær)

heavy-duty tool block  See open-side tool block. (‘hev-ə d-e ˈtul ˈblæk)

heavy force fit  [DES ENG] A fit for heavy steel parts or shrink fits in medium sections. (‘hev-ə fərs ˈfɪt)
heavy section car

**heavy section car** | [MECH ENG] A railway motorcar weighing 1200–1400 pounds (544–635 kilograms) and propelled by an 8–12 horsepower (6000–8900 watts) engine. {\"hev\-\"ek\-\"shan \-kär\}

**hectare** | [MECH] A unit of area in the metric system equal to 100 ares or 10,000 square meters. Abbreviated ha. {\"hek\-\"tar\}

**hectogram** | [MECH] A unit of mass equal to 100 grams. Abbreviated hg. {\"hek\-\"ta\-\"gram\}

**hectoliter** | [MECH] A metric unit of volume equal to 100 liters or to 0.1 cubic meter. Abbreviated hl. {\"hek\-\"ta\-\"led\-\"ar\}

**hectometer** | [MECH] A unit of length equal to 100 meters. Abbreviated hm. {\"hek\-\"ta\-\"méd\-\"ar\}

**heel** See heel block. {\"he\l\}

**heel block** | [MECH ENG] A block or plate that is usually fixed on the die shoe to minimize deflection of a punch or cam. Also known as heel. {\"hel \-blak\}

**heeling adjuster** | [ENG] A dip needle with a sliding weight that can be moved along one of its arms to balance the magnetic force, used to determine the correct position of a heeling magnet. Also known as heeling error instrument; vertical force instrument. {\"hel\-\"ij \-\"a\-\"jas\-\"tar\}

**heeling error instrument** See heeling adjuster. {\"hel\-\"ij \-\"er\-\"ar \-\"in\-\"stra\-\"mont\}

**heeling magnet** | [ENG] A permanent magnet placed vertically in a tube under the center of a marine magnetic compass, to correct for heeling error. {\"hel\-\"ij \-\"mag\-\"nat\}

**heel of a shot** | [ENG] 1. In blasting, the front or face of a shot farthest from the charge. 2. The distance between the mouth of the drill hole and the corner of the nearest free face. 3. That portion of a drill hole which is filled with the tamping. {\"hel \-\"a\-\"shät\}

**heel plate** | [CIV ENG] A plate at the end of a truss. {\"hel \-\"plät\}

**heel post** | [CIV ENG] A post to which are secured the hinges of a gate or door.

**height equivalent of theoretical plate** | [CHEM ENG] In a packed fractionating column, a height cutters. {\"hit \-\"a\-\"red\-\"a\-\"kal \-\"plät\}

**height finder** | [ENG] A radar equipment, used to determine height of aerial targets. {\"hit \-\"fînd\-\"ar\}

**height finding** | [ENG] Determination of the height of an airborne object. {\"hit \-\"fînd\-\"ij\}

**height-finding radar** | [ENG] A radar set that measures and determines the height of an airborne object. {\"hit \-\"fînd\-\"ij \-\"râ\-\"dâr\}

**height gage** | [ENG] A gage used to measure heights by either a micrometer or a vernier scale. {\"hit \-\"gål\}

**height of instrument** | [ENG] 1. In survey leveling, the vertical height of the line of collimation of the instrument over the station above which it is centered, or above a specified datum level. 2. In spirit leveling, the vertical distance from datum to line of sight of the instrument. 3. In stadia leveling the height of center of transit above the station stake. 4. In differential leveling, the elevation of the line of sight of the telescope when the instrument is leveled. {\"hit \-\"in\-\"stra\-\"mont\}

**height of transfer unit** | [CHEM ENG] A dimensionless parameter used to calculate countercurrent sorption tower operations; it is proportional to the apparent resident time of the fluid. Abbreviated HTU. {\"hit \-\"tranz\-\"fôr \-\"yû\-\"nät\}

**helical angle** | [MECH] In the study of torsion, the angular displacement of a longitudinal element, originally straight on the surface of an untwisted bar, which becomes helical after twisting. {\"hel\-\"a\-\"kal \-\"ap\-\"gal\}

**helical conveyor** | [MECH ENG] A conveyor for the transport of bulk materials which consists of a horizontal shaft with helical paddles or ribbons rotating inside a stationary tube. {\"hel\-\"a\-\"kal \-\"kan\-\"va\-\"or\}

**helical-fin section** | [CHEM ENG] Helical-shaped, extended-surface addition for the external surfaces of process-fluid tubes to increase heat-exchange efficiency; used for gas heating and cooling and in fuel oil residuum exchangers. {\"hel\-\"a\-\"kal \-\"fin \-\"sek\-\"shan\}

**helical-flow turbine** | [MECH ENG] A steam turbine in which the steam is directed tangentially and radially inward by nozzles against buckets milled in the wheel rim; the steam flows in a helical path, reentering the buckets one or more times. Also known as tangential helical-flow turbine. {\"hel\-\"a\-\"kal \-\"fîô \-\"tar\-\"ban\}

**helical gear** | [MECH ENG] Gear wheels running on parallel axes, with teeth twisted oblique to the gear axis. {\"hel\-\"a\-\"kal \-\"gîr\}

**helical milling** | [MECH ENG] Milling in which the work is simultaneously rotated and translated. {\"hel\-\"a\-\"kal \-\"mil\-\"ij\}

**helical rake angle** | [DES ENG] The angle between the axis of a reamer and a plane tangent to its helical cutting edge; also applied to milling cutters. {\"hel\-\"a\-\"kal \-\"räk \-\"ang\-\"gål\}

**helical scanning** | [ELECTR] A method of recording on videotape and digital audio tape in which the tracks are recorded diagonally from top to bottom by wrapping the tape around the rotating-head drum in a helical path. [ENG] A method of radar scanning in which the antenna beam rotates continuously about the vertical axis while the elevation angle changes slowly from horizontal to vertical, so that a point on the radar beam describes a distorted helix. {\"hel\-\"a\-\"kal \-\"skan\-\"ij\}

**helical-spline broach** | [MECH ENG] A broach used to produce internal helical splines having a straight-sided or involute form. {\"hel\-\"a\-\"kal \-\"spîn \-\"brôch\}

**helical spring** | [DES ENG] A bar or wire of uniform cross section wound into a helix. {\"hel\-\"a\-\"kal \-\"spîn\}

**helio graph** | [ENG] An instrument that records the duration of sunshine and gives a qualitative
measure of its amount by action of sun's rays on blueprint paper. \( \text{hè-lè-a\text{-}graf} \).

**heliostat** [ENG] A clock-driven instrument mounting which automatically and continuously points in the direction of the sun; it is used with a pyrheliometer when continuous direct solar radiation measurements are required. \( \text{hè-lè\text{-}a\text{-}stat} \).

**heliotrope** [ENG] An instrument that reflects the sun's rays over long distances; used in geodetic surveys. \( \text{hè-lè\text{-}a\text{-}tròp} \).

**helipad** [CIV ENG] The launch and landing area of a heliport. Also known as pad. \( \text{hèl\text{-}a\text{-}pad} \).

**helipad** [CIV ENG] A place built for helicopter takeoffs and landings. \( \text{hèl\text{-}a\text{-}port} \).

**helium-oxygen diving** [ENG] Diving operations employing a breathing mixture of helium and oxygen. \( \text{hè-lè\text{-}a\text{-}m jàk\text{-}sa\text{-}jan \text{dīv\text{-}i-g} \).

**helium refrigerator** [MECH ENG] A refrigerator which uses liquid helium to cool substances to temperatures of 4 K or less. \( \text{hè-lè\text{-}a\text{-}m \text{nī\text{-}frįj\text{-}a\text{-}r\text{-}dā\text{-}r} \text{r} \).

**helix angle** [DES ENG] That angle formed by the helix of the thread at the pitch-diameter line and a line at right angles to the axis. \( \text{hè\text{-}lik\text{-}s\text{-}a\text{-}gal} \).

**Helmholtz free energy** See free energy. \( \text{hèl\text{-}mółts\text{\text{-}fə\text{-}rē\text{-}en\text{-}r\text{-}jē} \).

**Helmholtz function** See free energy. \( \text{hèl\text{-}mölts\text{\text{-}fông\text{-}šən} \).

**Helmholtz potential** See free energy. \( \text{hèl\text{-}mölts\text{\text{-}p全民健身} \).

**Helmholtz resonator** [ENG ACOUS] An enclosure having a small opening consisting of a straight tube of such dimensions that the enclosure resonates at a single frequency determined by the geometry of the resonator. \( \text{hèl\text{-}mölts\text{\text{-}re\text{-}zn\text{-}tə\text{-nəl\text{-}rəl\text{-}lə} \text{̃ə} \text{̃ə} \text{̃ə} \text{̃ə} \).

**help-yourself system** [IND ENG] A tool-crib system for temporary issue of tools employed in small shops; employees have access to tools in the crib and help themselves. \( \text{hèl\text{-}yū\text{-}self\text{\text{-}sɪs\text{-}təm} \).

**hemispherical pyrheliometer** [ENG] An instrument for measuring the total solar energy from the sun and sky striking a horizontal surface, in which a thermopile measures the temperature difference between white and black portions of a thermally insulated horizontal target within a partially evacuated transparent sphere or hemisphere. \( \text{hè\text{-}mē\text{-}sɛlrî\text{-}a\text{-}kal\text{\text{-}pîr, \text{hè\text{-}le\text{-}ləm\text{-}əd\text{-}dăr} \).

**hemming** [MECH ENG] Forming of an edge by bending the metal back on itself. \( \text{hem\text{-}iŋ} \).

**hempwire cable** See standard wire rope. \( \text{hęp\text{-}wir\text{-}kæ\text{-}bəl} \).

**Hengstbeek approximation** [CHEM ENG] A method of calculation to estimate the distribution of non-key components in distillation column products. \( \text{hɛŋ\text{-}st\text{-}bæk \text{\text{-}prɛk\text{-}sə\text{-}mæ\text{-}be\text{-}k\text{-}n\text{-}ʃən} \).

**HEPA filter** See high-efficiency particulate air filter. \( \text{hɛp\text{-}ə\text{-}fi\text{-}lər} \).

**hereditary mechanics** [MECH] A field of mechanics in which quantities, such as stress, depend not only on other quantities, such as strain, at the same instant but also on integrals involving the values of such quantities at previous times. \( \text{hɛr\text{-}dɛt\text{-}rɪ\text{-}dæ\text{-}r\text{-}ə\text{-}m\text{-}kɛ\text{-}n\text{-}lə\text{-}ks} \).

**hermaphrodite caliper** [DES ENG] A layout tool having one leg pointed and the other like that of an inside caliper, used to locate the center of irregularly shaped stock or to lay out a line parallel to an edge. \( \text{hɛr\text{-}mə\text{-}pæ\text{-}dɪt\text{-}rɪ\text{-}dɪ\text{-}kæ\text{-}pər} \).

**hermetic seal** [ENG] An airtight seal. \( \text{hɛr\text{-}mɛ\text{-}tɪ\text{-}kəl} \).

**herpohole** [MECH] The curve traced out on the invariable plane by the point of contact between the plane and the inertia ellipsoid of a rotating rigid body not subject to external torque. \( \text{hɛp\text{-}pɔl\text{-}hɔd} \).

**herpohole cone** See space cone. \( \text{hɛp\text{-}pɔl\text{-}hɔd\text{\text{-}kən} \).

**herringbone gear** [MECH ENG] The equivalent of two helical gears of opposite hand placed side by side. \( \text{hɛr\text{-}ɪŋ\text{-}bɔn\text{-}ə\text{-}nə} \).

**Herschel-type venturi tube** [ENG] A type of venturi tube in which the converging and diverging sections are cones; the throat section is relatively short, the diverging cone is long, and the pressures preceding the inlet cone and in the throat are transferred through multiple openings into annular openings, called piezometer rings. \( \text{hɛr\text{-}ʃɛl\text{-}tɪp\text{-}vənt\text{-}tʊ\text{-}rə\text{-}tə\text{-}tʊb} \).

**Hertz's law** [MECH] A law which gives the radius of contact between a sphere of elastic material and a surface in terms of the sphere's radius, the normal force exerted on the sphere, and Young's modulus for the material of the sphere. \( \text{hɛr\text{-}ts\text{-}sæ\text{-}lə} \).

**heterodyne** [ELECTR] To mix two alternating-current signals of different frequencies in a nonlinear device for the purpose of producing two new frequencies, the sum of and difference between the two original frequencies. \( \text{hɛdə\text{-}ra\text{-}dən} \).

**heterodyne detector** [ELECTR] A detector in which an unmodulated carrier frequency is combined with the signal of a local oscillator having a slightly different frequency, to provide an audio-frequency beat signal that can be heard with a loudspeaker or headphones; used chiefly for code reception. \( \text{hɛdə\text{-}ra\text{-}dən\text{\text{-}dɪ\text{-}tɛk\text{-}tər} \).

**heterodyne analyzer** [ENG ACOUS] A type of constant-bandwidth analyzer in which the electrical signal from a microphone beats with the signal from an oscillator, and one of the side bands produced by this modulation is then passed through a fixed filter and detected. \( \text{hɛdə\text{-}ra\text{-}dən\text{\text{-}lɪ\text{-}zə\text{-}rə} \).

**heterodyne frequency meter** [ELECTR] A frequency meter in which a known frequency, which
heterodyne measurement

may be adjustable or fixed, is heterodyned with
an unknown frequency to produce a zero beat or
an audio-frequency signal whose value is meas-
ured by other means. Also known as hetero-
dyne wavemeter. \( '\text{hed-a-r}\text{d}\text{in 'fri-kwan-se}\text{m\text{\textscript{\textdegree}}}\text{med-ar}' \)

heterodyne measurement \[ \text{ELECTR} \] A measure-
cument carried out by a type of harmonic ana-
lyzer which employs a highly selective filter, at
a frequency well above the highest frequency
to be measured, and a heterodyning oscillator.
\( '\text{hed-a-r}\text{d}\text{in 'mezh-ar-man}' \)

heterodyne modulator \[ \text{ELECTR} \] See mixer. \( '\text{hed-a-r}\text{d}\text{in 'maj-o-laad-ar}' \)

heterodyne oscillator \[ \text{ELECTR} \] 1. A separate
variable-frequency oscillator used to produce
the second frequency required in a heterodyne
detector for code reception. 2. See beat-
frequency oscillator. \( '\text{hed-a-r}\text{d}\text{in 'as-o-laad-ar}' \)

heterodyne reception \[ \text{ELECTR} \] Radio recep-
tion in which the incoming radio-frequency sig-
nal is combined with a locally generated rf signal
of different frequency, followed by detection.
Also known as beat reception. \( '\text{hed-a-r}\text{d}\text{in ri-sep-shan}' \)

heterodyne repeater \[ \text{ELECTR} \] A radio repeater
in which the received radio signals are converted
to an intermediate frequency, amplified, and re-
converted to a new frequency band for transmis-
sion over the next repeater section. \( '\text{hed-a-r}\text{d}\text{in ri-ped-ar}' \)

heterodyne wavemeter \[ \text{ELECTR} \] See heterodyne frequency
meter. \( '\text{hed-a-r}\text{d}\text{in 'wavy-med-ar}' \)

heterogeneous strain \[ \text{MECH} \] A strain in which
the components of the displacement of a point
in the body cannot be expressed as linear func-
tions of the original coordinates. \( '\text{hed-a-r}\text{d}\text{in 'ne-o-stran}' \)

heterojunction \[ \text{ELECTR} \] The boundary be-
tween two different semiconductor materials,
usually with a negligible discontinuity in the
crystal structure. \( '\text{hed-a-r}\text{d}\text{in 'jaak-shan}' \)

heterojunction bipolar transistor \[ \text{ELECTR} \] A bipolar
transistor that has two or more materials making up
the emitter, base, and collector regions, giving
it a much higher maximum frequency than a silicon bipolar transistor. Abbrevi-
ated HBT. \( '\text{hed-a-r}\text{d}\text{in 'jaak-shan 'bi-loar tran,zi-tar}' \)

heterojunction field-effect transistor \[ \text{ELECTR} \] See high-elec-
tron-mobility transistor. \( '\text{hed-a-r}\text{d}\text{in 'fild jeekt tran,zi-tar}' \)

heteromorphic transformation \[ \text{THERMO} \] A change
in the values of the thermodynamic vari-
ables of a system in which one or more of the
component substances also undergo a change of
state. \( '\text{hed-a-r}\text{d}\text{in 'morf-rikt tran,zi-tar ma-shan}' \)

HETP \[ \text{MECH ENG} \] See height equivalent of theoretical plate.

hexagonal-head bolt \[ \text{DES ENG} \] A standard
wrench head bolt with a hexagonal head. \( '\text{hek saag-anal hed bolt}' \)

hexagonal nipple \[ \text{DES ENG} \] A nipple for join-
ing pipe with a hexagonal configuration around
the center of the exterior surface to permit tight-
ening with a spanner. \( '\text{hek saag-anal nip-sal}' \)

hexagonal nut \[ \text{DES ENG} \] A plain nut in hex-
gon form. \( '\text{hek saag-anal nat}' \)

hexapod \[ \text{CONT SYS} \] A robot that uses six leg-
like appendages to stride over a surface.
\( '\text{hek sa Pad}' \)

hex nut \[ \text{DES ENG} \] A nut in the shape of a hexa-
gon. \( '\text{hek nat}' \)

HF akylation \[ \text{CHEM ENG} \] Petroleum refinery
alkylation process in which olefins (C₃, C₄, C₅)
are reacted with isobutane in the presence of
hydrofluoric acid catalyst. \( '\text{jaak-yef al-ka-La-shan}' \)

hg \[ \text{CONT SYS} \] See hectogram.

hierarchical control \[ \text{CONT SYS} \] The organiz-
tion of controllers in a large-scale system into
two or more levels so that controllers in each
level send control signals to controllers in the
level below and feedback or sensing signals to
controllers in the level above. Also known as
control hierarchy. \( '\text{hej-ar aak-kol kan trool}' \)

hi-fi \[ \text{MECH ENG} \] See high fidelity. \( '\text{hi-fy}' \)

Hi-gbie model \[ \text{CHEM ENG} \] Mass-transfer the-
ory for packed absorption towers, stating that
liquid flows across each packing piece in laminar
flow and is mixed with other liquids meeting it
at the points of discontinuity between packing
elements. \( '\text{hi-be mi-rod-al}' \)

high-aspect-ratio micromachining \[ \text{ENG} \] Mi-
crofabrication processes that produce tall micro-
structures with vertical sidewalls. Abbreviated HARM. \( '\text{hi-js pekt ra-sho m-kiro mo shen-in}' \)

high-efficiency particulate air filter \[ \text{MECH ENG} \] An air filter capable of reducing the concentra-
tion of solid particles (0.3 millimeter in diameter
or larger) in the airstream by 99.97%. Also
known as HEPA filter. \( '\text{hi fish-an-ses par,ti-kro-la-er fil-tar}' \)

high-electron-mobility transistor \[ \text{ELECTR} \] A type
of field-effect transistor consisting of gal-
lium arsenide and gallium aluminum arsenide,
with a Schottky metal contact on the gallium
aluminum arsenide layer and two ohmic con-
tacts penetrating into the gallium arsenide layer,
serving as the gate, source, and drain respec-
tively. Abbreviated HEMT. Also known as het-
erojunction field-effect transistor (HFET); modu-
lated-doped field-effect transistor (MODFET); selec-
tively doped heterojunction transistor (SDHT); two-dimensional electron gas field-
effect transistor (TEGFEF). \( '\text{hi i-lek tran mo bil-ad e tran,zi-tar}' \)

higher pair \[ \text{MECH ENG} \] A link in a mechanism
in which the mating parts have surface (instead
of line or point) contact. \( '\text{hej-ar per}' \)

high fidelity \[ \text{ENG ACOUS} \] Audio reproduction
that closely approximates the sound of the origi-
nal performance. Also known as hi-fi. \( '\text{hi fi del-ad e}' \)

high-frequency furnace \[ \text{ENG} \] An induction
furnace in which the heat is generated within
the charge, within the walls of the containing
crucible, or within both, by currents induced by

270
high-vacuum insulation

consisting of a metal tube with thick glass windows. 

**high-pressure process**  [CHEM ENG]  A chemical process operating at elevated pressure, for example, phenol manufacture at 330 atmospheres (1 atmosphere = 101.325 pascals), ethylene polymerization at 2000 atm, ammonia synthesis at 100–1000 atm, and synthetic-diamond manufacture up to 100,000 atm. 

**high-pressure torch**  [ENG]  A type of torch in which both acetylene and oxygen are delivered to the mixing chamber under pressure.

**high Q**  [ELECTR]  A characteristic wherein a component has a high ratio of reactance to effective resistance, so that its Q factor is high.

**high-resolution radar**  [ENG]  A radar system which can discriminate between two close targets.

**high-rise building**  See tall building.

**high-speed machine**  [MECH ENG]  A diamond drill capable of rotating a drill string at a minimum of 1500 revolutions per minute, as contrasted with the normal maximum speed of 1600–1800 revolutions per minute attained by the average diamond drill.

**high-temperature water boiler**  [MECH ENG]  A boiler which provides hot water, under pressure, for space heating of large areas.

**high-tensile bolt**  [ENG]  A bolt that is adjusted to a carefully controlled tension by means of a calibrated torsion wrench, used in place of a rivet. Also known as high-tension bolt.

**high-helix drill**  [DES ENG]  A two-flute twist drill with a helix angle of 35–40°, used for drilling deep holes in metals, such as aluminum, copper, hard brass, and soft steel. Also known as fast-spiral drill.

**high-intensity atomizer**  [MECH ENG]  A type of atomizer used in electrostatic atomization, based on stress sufficient to overcome tensile strength of the liquid.

**high-K capacitor**  [ELEC]  A capacitor whose dielectric material is a ferroelectric having a high dielectric constant, up to about 6000.

**high-lift truck**  [MECH ENG]  A forklift truck with a fixed or telescoping mast to permit high elevation of a load.

**high-pressure gage glass**  [ENG]  A gage glass window, generally on a production line.
high voltage  [ELEC] A voltage on the order of thousands of volts. Also known as high tension.

hobbing machine  [MECH ENG] A machine for cutting gear teeth in gear blanks or for cutting worm, spur, or helical gears. Also known as hobber.

hob nail  [DES ENG] A short, large-headed, sharp-pointed nail; used to attach soles to heavy shoes.

hob connection  [ENG] A parallel electrical connection used in blasting.

hod  [CIV ENG] A tray fitted with a handle by which it can be carried on the shoulder for transporting bricks or mortar.

Hodgson number  [CHEM ENG] Method of predicting the metering error during pulsating gas flow when a surge tank is located between the pulsation source (pump or compressor) and the meter (orifice, nozzle, or venturi).

Hoffmann electrometer  [ENG] A variant of the quadrant electrometer that has two sections instead of four.

Hohlräume  [MECH ENG] A fiber rope, wire rope, across a conductor to test the insulation or applied to the end of a hoist cable for securing a load.

Hoist  [MECH ENG] 1. To move or lift something by a rope-and-pulley device. 2. A power unit for a hoisting machine, designed to lift from a position directly above the load and therefore mounted to facilitate mobile service. Also known as winding engine.

Hoist back-out switch  [MECH ENG] A protective switch that permits hoist operation only in the reverse direction in case of overwind.

hoist cable  [MECH ENG] A fiber rope, wire rope, or chain by means of which force is exerted on the sheaves and pulleys of a hoisting machine.

hoist hook  [DES ENG] A swivel hook attached to the end of a hoist cable for securing a load.

hoisting drum  See drum.

hoisting machine  [MECH ENG] A mechanism for raising and lowering material with intermittent motion while holding the material freely suspended.
electric hoisting machinery to lower and raise cages, skips, or instruments into a mine or an oil or gas well. Also known as hoist operator, winch operator.  

hoist operator  See hoistman.  

hoist overspeed device  [MECH ENG] A device used to prevent a hoist from operating at speeds greater than predetermined values by activating an emergency brake when the predetermined speed is exceeded.  

hoist overwind device  [MECH ENG] A device which can activate an emergency brake when a hoisted load travels beyond a predetermined point into a danger zone.  

hoist slack-brake switch  [MECH ENG] A device that automatically cuts off power to the hoist motor and sets the brake if the links in the brake rigging require tightening or if the brakes require relining.  

hoist tower  [CIV ENG] A temporary shaft of scaffolding used to hoist materials for building construction.  

hoistway  [MECH ENG] A shaft for one or more elevators, lifts, or dumbwaiters.  

hold  [ELECTR] To maintain storage elements at equilibrium voltages in a charge storage tube by facing at spaced intervals.  

holdback  [MECH ENG] A brake on an inclined-belt conveyor system which is automatically activated in the event of power failure, thus preventing the loaded belt from running downward.  

holddown groove  [ENG] A groove in the side wall of the molding surface which assists in holding the molded plastic article in place when the mold opens.  

holdup  [CHEM ENG] 1. Volume of material held or contained in a process vessel or line. 2. Liquid held up (suspended) in a vertical process vessel or line by rising gas or vapor streams.  

hole conduction  [ELECTR] Conduction occurring in a semiconductor when electrons move into holes under the influence of an applied voltage and thereby create new holes.  

hole deviation  [ENG] The change in the course or direction that a borehole follows.  

hole injection  [ELECTR] The production of holes in an n-type semiconductor when voltage is applied to a sharp metal point in contact with the surface of the material.  

hole mobility  [ELECTR] A measure of the ability of a hole to travel readily through a semiconductor, equal to the average drift velocity of holes divided by the electric field.  

hole saw  [BUILD] A crown saw.  

hole trap  [ELECTR] A semiconductor impurity capable of releasing electrons to the conduction or valence bands, equivalent to trapping a hole.  

holiday  [ENG] An undesirable discontinuity or break in the anticorrosion protection on pipe or tubing.  

holiday detector  [ENG] An electrical device used to determine the location of a gap or void in the anticorrosion coating of a metal surface.  

hollander  [MECH ENG] An elongate tube with a central mid-feather and a cylindrical beater roll; formerly used for stock preparation in paper manufacture.  

Holland formula  [ENG] A formula used to calculate the height of a plume formed by pollutants emitted from a stack in terms of the diameter of the stack exit, the exit velocity and heat emission rate of the stack, and the mean wind speed.  

hollow-core construction  [BUILD] Panel construction with wood faces bonded to a framed-core assembly of elements which support the facing at spaced intervals.  

hollow drill  [DES ENG] A drill rod or stem having an axial hole for the passage of water or compressed air to remove cuttings from a drill hole. Also known as hollow rod; hollow stem.  

hollow gravity dam  [CIV ENG] A fixed gravity dam, usually of reinforced concrete, constructed of inclined slabs or arched sections supported by transverse buttresses.  

hollow mill  [MECH ENG] A milling cutter with three or more cutting edges that revolve around the cylindrical workpiece.  

hollow reamer  [ENG] A tool or bit used to correct the curvature in a crooked borehole.  

hollow rod  See hollow drill.  

hollow rod churn drill  [MECH ENG] A churn drill with hollow rods instead of steel wire rope.  

hollow rod drilling  [ENG] A modification of wash boring in which a check valve is introduced at the bit so that the churning action may be also used to pump the cuttings up the drill rods.  

hollow shafting  [MECH ENG] Shafting made from hollowed-out rods or hollow tubing to minimize weight, allow internal support, or permit other shafting to operate through the interior.  

hollow stem  See hollow drill.  

hollow wall  [BUILD] A masonry wall provided with an air space between the inner and outer wythes.  

Holme mud sampler  [ENG] A scooplike device
homologous motion  [IND ENG] A motion produced by one set of muscles that can be substituted for an essentially similar motion performed by another set of muscles; the substitution is usually made in order to reduce the stress needed to perform a work task.  {həˈmɔːl-ə-gəs ‘mɔːr-ʃən}  

homomorphic transformation  [THERMO] A change in the values of the thermodynamic variables of a system in which none of the component substances undergoes a change of state.  {həʊ-məˈmɔːr-fəs ˌtranz-ər ‘fər-mə-ʃən}  

home  [MECH ENG] A machine for honing that consists of a holding device containing several oblong stones arranged in a circular pattern.  {həʊn}  

honed-bore tube  [DES ENG] Tubing manufactured to very close tolerances and having a very smooth surface in the bore.  {həʊnd ‘bɔːr ‘tʌb}  

honeycomb radiator  [MECH ENG] A heat-exchange device utilizing many small cells, shaped like a bees' comb, for cooling circulating water in an automobile.  {hən-ə, kəm ‘rɛd-ə, əd-ər}  

honeycomb wall  [BUILD] A brick wall having openings created either by allowing gaps between stretchers or by omitting bricks and used to support floor joists and provide ventilation under floors.  {hən-ə, kəm ,wəl}  

honing  [MECH ENG] The process of removing a relatively small amount of material from a cylindrical surface by means of abrasive stones to obtain a desired finish or extremely close dimensional tolerance.  {həʊn-ing}  

honing gage  [ENG] A device for keeping a chisel steady at the proper angle while it is sharpened on a flat stone.  {həʊn-ing ‘ɡæ}  

hood  [DES ENG] An opaque shield placed above or around the screen of a cathode-ray tube to eliminate extraneous light.  [ENG] 1. Close-fitting, rubber head covering that leaves the face exposed, used in scuba diving.  2. A protective covering, usually providing special ventilation to carry away objectionable fumes, dusts, and gases, in which dangerous chemical, biological, or radioactive materials can be safely handled.  {hʊd}  

hood test  [ENG] A leak detection method in which the vessel under test is enclosed by a metallic casing so that a dynamic leak test may be carried out on a large portion of the external surface.  {hʊd ‘tɛst}  

hook  [DES ENG] A piece of hard material, especially metal, formed into a curve for catching, holding, or pulling something.  [ELECTR] A circuit phenomenon occurring in four-zone transistors, wherein hole or electron conduction can occur in opposite directions to produce voltage drops that encourage other types of conduction.  {hʊk}  

hookah  [ENG] An air supply device used in free diving, comprising a demand regulator worn by the diver and a hose extending to a compressed air supply at the surface.  {hʊˈkɑ}  

hook-and-eye hinge  [DES ENG] A hinge consisting of a hook (usually attached to a gate post)
over which an eye (usually attached to the gate) is placed. {hük an 'f, hın öl}

hook bolt [DES ENG] A bolt with a hook or L band at one end and threads at the other to fit a nut. {hük, bolt}

hook collector transistor [ELECTR] A transistor in which there are four layers of alternating n- and p-type semiconductor material and the two interior layers are thin compared to the diffusion length. Also known as hook transistor, pn hook transistor. {hük kəlek-tar tran, zis-tar}

Hookean deformation [MECH] Deformation of a substance which is proportional to the force applied to it. {hük-e-an, daf-ar-ma-şan}

Hookean solid [MECH] An ideal solid which obeys Hooke's law exactly for all values of stress, however large. {hük-e-an 'sál-ad}

Hooker diaphragm cell [CHEM ENG] A device used in industry for the electrolysis of brine (sodium chloride) to make chlorine and caustic soda (sodium hydroxide) or caustic potash (potassium hydroxide); saturated purified brine fed around the anode passes through the diaphragm to the cathode, chlorine is formed at the anode and hydrogen released at the cathode, leaving sodium hydroxide and residual sodium chloride in the cell liquor; the diaphragm prevents the products from mixing. {hük-ar-drı-fram, sel}

Hooke's joint [MECH ENG] A simple universal joint; consists of two yokes attached to their respective shafts and connected by means of a spider. Also known as Cardan joint. {hüks jónt}

Hooke's law [MECH] The law that the stress of a solid is directly proportional to the strain applied to it. {hüks, ló}

hook gage [ENG] An instrument used to measure changes in the level of the water in an evaporation pan; it consists of a pointed metal hook, mounted in the vertical, whose position with respect to its supporting member may be adjusted by means of a micrometer arrangement; the gage is placed on the still well, and a measurement is taken when the point of the hook just breaks above the surface of the water. {hük, gājı}

hook transducer See hook collector transistor. {hük tran, zis-tar}

hookup [ELEC] An arrangement of circuits and apparatus for a particular purpose. {hük, ap}

hook wrench [DES ENG] A wrench with a hook for turning a nut or bolt. {hük, rench}

hoop [CIV ENG] A ring-shaped binder placed around the main reinforcement in a reinforced concrete column. {hapus}

hooped column [CIV ENG] A column of reinforced concrete with hoops around the main reinforcements. {hapus 'kal-um}

Hope's apparatus [THERMO] An apparatus consisting of a vessel containing water, a freezing mixture in a tray surrounding the vessel, and thermometers inserted in the water at points above and below the freezing mixture, used to show that the maximum density of water lies at about 4°C. {hapus, ap-ə-rad-oṣ}

hopper [ENG] A funnel-shaped receptacle with an opening at the top for loading and a discharge opening at the bottom for bulk-delivering material such as grain or coal. {hapus}

hopper car [ENG] A freight car with a permanent roof and a hinged floor sloping to one or more hoppers for discharging contents by gravity. {hapus, kär}

hopper dryer [ENG] In evaporation and injection molding of plastics, a combined feeding and drying device in which hot air flows through the hopper. {hapus, dır-ər}

horizon sensor [ENG] A passive infrared device that detects the thermal discontinuity between the earth and space; used in establishing a stable vertical reference for control of the attitude or orientation of a missile or satellite in space. {haři-zan, sen-sar}

horizontal auger [MECH ENG] A rotary drill, usually powered by a gasoline engine, for making horizontal blasting holes in quarries and open-cast pits. {här-ar-zánt-ul 'əq-ər}

horizontal boiler [MECH ENG] A water-tube boiler having a main bank of straight tubes inclined toward the rear at an angle of 5 to 15° from the horizontal. {här-ar-zánt-ul 'boıl-ər}

horizontal boring machine [MECH ENG] A boring machine adapted for work not conveniently revolved, for milling, slotting, drilling, tapping, boring, and reaming long holes and for making interchangeable parts that must be produced without jigs and fixtures. {här-ar-zánt-ul 'bör-in ma,şen}

horizontal broaching machine [MECH ENG] A pull-type broaching machine having the broach mounted on the horizontal plane. {här-ar-zánt-ul 'broch-ıg ma,şen}

horizontal circle [ENG] A graduated disk affixed to the base of a transit or theodolite which is used to measure horizontal angles. {här-ar-zánt-ul 'sar-əl}

horizontal crusher [MECH ENG] Rotary size reducer in which the crushing cone is supported on a horizontal shaft; needs less headroom than vertical models. {här-ar-zánt-ul 'kraş-hı}

horizontal drilling machine [MECH ENG] A drilling machine in which the drill bits extend in a horizontal direction. {här-ar-zánt-ul 'drıl-ıg ma,şen}

horizontal engine [MECH ENG] An engine with horizontal stroke. {här-ar-zánt-ul 'en-ıan}

horizontal field balance [ENG] An instrument that measures the horizontal component of the magnetic field by means of the torque that the field component exerts on a vertical permanent magnet. {här-ar-zánt-ul 'fıld 'bal-ıns}

horizontal firing [MECH ENG] The firing of fuel in a boiler furnace in which the burners discharge fuel and air into the furnace horizontally. {här-ar-zánt-ul 'fır-ıq}

horizontal force instrument [ENG] An instrument used to make a comparison between the intensity of the horizontal component of the earth's magnetic field and the magnetic field at the compass location on board a craft, basically.
it consists of a magnetized needle pivoted in a horizontal plane, as a dry-card compass; it settles in some position which indicates the direction of the resultant magnetic field, if the needle is started swinging, it damps down with a certain period of oscillation dependent upon the strength of the magnetic field. Also known as horizontal vibrating needle. 

horizontal intensity variometer [ENG] Essentially a declination variometer with a larger, stiffer fiber than in the standard model; there is enough torsion in the fiber to cause the magnet to turn 90° out of the magnetic meridian; the magnet is aligned with the magnetic prime vertical to within 0.5° so it does not respond appreciably to changes in declination. Also known as \( \text{hár-ô-zânt-ôl fôrs 'in-strâ-mânt} \)

**horizontal intensity variometer**

**horizon** [MECH ENG] A horizontally mounted lathe with which longitudinal and radial movements are applied to a workpiece that rotates. 

**horizontal lathe** [MECH ENG]

**horizontal magnetometer** [ENG] A measuring instrument for ascertaining changes in the horizontal component of the magnetic field intensity. 

**horizontal magnetometer**

**horizontal milling machine** [MECH ENG] A knee-type milling machine with a horizontal spindle and a swiveling table for cutting helices. 

**horizontal milling machine**

**horizontal pendulum** [MECH] A pendulum that moves in a horizontal plane, such as a compass needle turning on its pivot. 

**horizontal pendulum**

**horizontal return tubular boiler** [MECH ENG] A fire-tube boiler having tubes within a cylindrical shell that are attached to the end closures, products of combustion are transported under the lower half of the shell and back through the tubes. 

**horizontal return tubular boiler**

**horizontal scanning** [ENG] In radar scanning, rotating the antenna in azimuth around the horizon or in a sector. Also known as searching lighting. 

**horizontal scanning**

**horizontal screen** [MECH ENG] Shaking screen with horizontal plates. 

**horizontal screen**

**horizontal-tube evaporator** [MECH ENG] A horizontally mounted tube-and-shell type of liquid evaporator, used most often for preparation of boiler feedwater. 

**horizontal-tube evaporator**

**horizontal vibrating needle** See horizontal force instrument. 

**horizontal vibrating needle**

**horn** [BUILD] A section projecting from the end of one of the members of a right-angle wood framing joint. 

**horn**

**horn loudspeaker** [ENG ACOUS] A loudspeaker in which the radiating element is coupled to the air or another medium by means of a horn. 

**horn loudspeaker**

**horn socket** [DES ENG] A cone-shaped fishing tool especially designed to recover lost collared drill rods, drill pipe, or tools in bored wells. 

**horn socket**

**horsepower** [MECH] The unit of power in the British engineering system, equal to 550 foot-pounds per second, approximately 745.7 watts.Abbreviated hp. 

**horsepower**

**hose** [DES ENG] Flexible tube used for conveying fluids. 

**hose**

**hose clamp** [DES ENG] Band or brace to attach the raw end of a hose to a water outlet. 

**hose clamp**

**hose coupling** [DES ENG] Device to connect two or more pieces of hose. 

**hose coupling**

**hose fitting** [DES ENG] Any attachment or accessory item for a hose. 

**hose fitting**

**hostile-environment machine** [MECH ENG] A robot capable of operating in extreme conditions of temperature, vibration, moisture, pollution, or electromagnetic or nuclear radiation. 

**hostile-environment machine**

**hot-air engine** [MECH ENG] A heat engine in which air or other gases, such as hydrogen, helium, or nitrogen, are used as the working fluid, operating on cycles such as the Stirling or Ericsson. 

**hot-air engine**

**hot-air furnace** [MECH ENG] An encased heating unit providing warm air to ducts for circulation by gravity convection or by fans. 

**hot-air furnace**

**hot-air sterilization** [ENG] A method of sterilization using dry heat for glassware and other heat-resistant materials which need to be dry after treatment; temperatures of 160–165°C are generated for at least 2 hours. 

**hot-air sterilization**

**hot-bulb** [MECH ENG] Pertaining to an ignition method used in semidiesel engines in which the fuel mixture is ignited in a separate chamber kept above the ignition temperature by the heat of compression. 

**hot-bulb**

**hot carrier** [ELECTR] A carrier, which may be either an electron or a hole, that has relatively high energy with respect to the carriers normally found in majority-carrier devices such as thin-film transistors. 

**hot carrier**

**hot-chamber die casting** [ENG] A die-casting process in which a piston is driven through a reservoir of molten metal and thereby delivers a quantity of molten metal to the die cavity. 

**hot-chamber die casting**

**Hotchkiss drive** [MECH ENG] An automobile rear suspension designed to take torque reactions through longitudinal leaf springs. 

**Hotchkiss drive**

**dial Movements** are applied to a workpiece that lies with horizontal intensity variometer.
Houdry hydrocracking

Hotchkiss superdip | ENG | A sensitive dip needle consisting of a freely rotating magnetic needle about a horizontal axis and a nonmagnetic bar with a counterweight at the end which is attached to the pivot point of the needle. {'̊hāk,ˌkis ˈsoʊt-ˈpɔɹ,dip}

hot draw | ENG | To draw a material while it is hot. {'hɑt ˈdrɔ́}

hot editing | CONT SYS | A method for detecting errors in the programming of a robot in which as many errors as possible are identified and resolved during testing, without setting the robotic program to its starting condition. {'hɑt ˈɛd-əd-ɪŋ}

hot electron | ELECTR | An electron that is in excess of the thermal equilibrium number and, for metals, has an energy greater than the Fermi level, for semiconductors, the energy must be a definite amount above that of the edge of the conduction band. {'hɑt ˈɪlek,træn}

hot-electron transistor | ELECTR | A transistor in which electrons tunnel through a thin emitter-base barrier ballistically (that is, without scattering), traverse a very narrow base region, and cross a barrier at the base-collector interface whose height, controlled by the collector voltage, determines the fraction of electrons coming to the collector. {'hɑt ˈlek,trænˌtrænˌtrænˌzis-tɔɹ}

hot-gas welding | ENG | Joining of thermoplastic materials by softening first with a jet of hot air, then joining at the softened points. {'hɑt ˈɡæsˌwɛld-ɪŋ}

hot hole | ELECTR | A hole that can move at much greater velocity than normal holes in a semiconductor. {'hɑtˌhɒl}

hothouse | ENG | A greenhouse heated to grow plants out of season. {'hɑtˌhoʊs}

hot isostatic pressing | ENG | A process in which a ceramic or metal powder is consolidated by applying heat and compressing the powder equally by softening first with a jet of hot air, then joining at the softened points. {'hɑtˌɪsoʊˈsted-ɪkˌpres-ɪŋ}

hot junction | ELECTR | The heated junction of a thermocouple. {'hɑtˌjɒŋkˌʃən}

hot patching | ENG | Repair of a hot refractory lining in a furnace, usually by spraying with a refractory slurry. {'hɑt ˈpæk-ɪŋ}

hot pressing | ENG | 1. Forming a metal-powder compact or a ceramic shape by applying pressure and heat simultaneously at temperatures high enough for sintering to occur. 2. Fabrication of a composite material through joining the reinforcement and the matrix by means of heat and pressure, usually in a hydraulically actuated press. {'hɑt ˈpres-ɪŋ}

hot-runner mold | ENG | A plastics mold in which the runners are kept hot by insulation from the chilled cavities. {'hɑtˌrən-ərˌmɒld}

hot saw | MECH ENG | A power saw used to cut hot metal. {'hɑtˌsɔ́}

hot-solder coating | ENG | The application of a protective finish to a printed circuit board by dip-soldering in a solder bath. {'hɑtˌsɔd-ərˌkɒd-ɪŋ}

hot spot | CHEM ENG | An area or point within a reaction system at which the temperature is appreciably higher than in the bulk of the reactor, usually locates the reaction front. {'hɑtˌspɔt}

hot spraying | ENG | A paint-spraying technique in which paint viscosity is reduced by heat rather than a solvent. {'hɑtˌspræ-ɪŋ}

hot stamp | ENG | An impression on a forging made in a heated condition. {'hɑtˌstæmp}

hot strength | ENG | Tensile strength. {'hɑtˌstrɛŋkθ}

hot-water heating | MECH ENG | A heating system for a building in which the heat-conveying medium is hot water and the heat-emitting means are radiators, convectors, or panel coils. Also known as hydronic heating. {'hɑtˌwoʊd-ərˌbɛd-ɪŋ}

hot well | MECH ENG | A chamber for collecting condensate, as in a steam condenser serving an engine or turbine. {'hɑtˌwel}

hot-wire ammeter | ENG | An ammeter which measures alternating or direct current by sending it through a fine wire, causing the wire to heat and to expand or sag, deflecting a pointer. Also known as thermal ammeter. {'hɑtˌwɜrˌəˌmed-ər}

hot-wire anemometer | ENG | An anemometer used in research on air turbulence and boundary layers; the resistance of an electrically heated fine wire placed in a gas stream is altered by cooling by an amount which depends on the fluid velocity. {'hɑtˌwɜrˌəˌnəˌmæm-əd-ər}

hot-wire instrument | ENG | An instrument that depends for its operation on the expansion by heat of a wire carrying a current. {'hɑtˌwɜrˌɪnˈstreɪ-mənt}

hot-wire microphone | ENG ACOUS | A velocity microphone that depends for its operation on the change in resistance of a hot wire as the wire is cooled by varying particle velocities in a sound wave. {'hɑtˌwɜrˌmɪˈkrɛfˌlɒn}

hot work | IND ENG | A task that requires working, or in proximity to, exposed energized electrical equipment or wiring. {'hɑtˌwɜrk}

Houdry butane dehydrogenation | CHEM ENG | A catalytic process for dehydrogenating light hydrocarbons from crude oil to their corresponding mono- or diolefins; chromia-alumina catalysts with inert material are used in pellet form. {'hʊdriˈdredịˌbjuˈtɛn ˌdɛˌhɪdˌrəˌdʒəˌnæˌshən}

Houdry fixed-bed catalytic cracking | CHEM ENG | A cyclic, regenerable process for cracking of petroleum distillates to produce high-octane gasoline from higher-boiling petroleum fractions; synthetic or natural bead catalysts of activated hydrosilicate of alumina may be used. Also known as Houdry process. {'hʊdriˈdredɪˌfiʃdˌbedˌkədˌdiʃɨˌɪkˌkræk-ɪŋ}

Houdry hydrocracking | CHEM ENG | A catalytic process combining cracking and desulfurization of crude petroleum oil in the presence of hydrogen; catalysts may be nickel oxide or nickel sulfide on silica alumina, and cobalt molybdate on alumina. {'hʊdriˈdredɪˌhɪdˈdrəˌkræk-ɪŋ}
human factors engineering

human engineering

human-machine chart

human-machine system

hum-bucking coil

humidification

humidifier

humidity element

humidity strip

Humphrey gas pump

Humphries equation

hump yard

hungry joint

hung shot

hunting

Houdry process

Houdry process  See Houdry fixed-bed catalytic cracking (ˈhūd-ər ,prä-səs)
hour  [MECH] A unit of time equal to 3600 seconds. Abbreviated h, hr (ˈhər)
hourglass screw  See Hindley screw. (ˈhəur ,glas ˈskrə)
hourglass worm  See Hindley screw. (ˈhəur ,glas ˈwərm)
housed joint  See dado joint. (ˈhauzd ,ˈjoint)
house drain  [CIV ENG] Horizontal drain in a basement receiving waste from stacks. (ˈhauz ,ˈdrän)
house sewer  [CIV ENG] Connection between house drain and public sewer. (ˈhauz ,ˈsuər)
housing  [ENG] A case or enclosure to cover and protect a structure or a mechanical device. (ˈhauziŋ)
Houskeeper seal  [ENG] A vacuum-tight seal. (ˈhauz ˈkepər ,ˈsəl)
hovercraft  See air-cushion vehicle. (ˈhɔvərˌkrɑft)
Howell-Bunger valve  See cone valve. (ˈhauəlˌbərnər ,ˈvɔlv)
Howe truss  [CIV ENG] A truss for spans up to 80 feet (24 meters) having both vertical and diagonal members; made of steel or timber or both. (ˈhauə ,ˈtrəs)
howl  [ENG ACOUS] Undesirable prolonged sound produced by a radio receiver or audio-frequency amplifier system because of either electric or acoustic feedback. (ˈhauəl)
Hoyer method of prestressing  See pretensioning. (ˈhɔiərˌməθ ədədˌprēˌstrəsˌənj)
hp  See horsepower.
H pile  [CIV ENG] A steel pile that is H-shaped in section. (ˈhɑpˌpiəl)
hr  See hour.
H rod  [DES ENG] A drill rod having an outside diameter of 3-1/2 inches (8.89 centimeters). (ˈhɑrrod)
HTU  See height of transfer unit.
hub  [BUILD] The core section of a building from which corridors extend. [DES ENG] 1. The cy- lindrical central part of a wheel, propeller, or fan. 2. A piece in a lock that is turned by the knob spindle, causing the bolt to move. 3. A short coupling that joins plumbing pipes. [ENG] In surveying, a stake that marks the position of a theodolite. (ˈhɔb)
hubcap  [DES ENG] A metal cap fastened or clamped to the end of an axle, as on motor vehicles. (ˈhɔbˌkæp)
Huggenberger tensometer  [ENG] A type of ex- tensometer having a short gage length (10 to 20 millimeters) and employing a compound lever system that gives a magnification of about 1200. (ˈhɒgənˌbərərˌtenˌsəmədˌərər)
human engineering  See human-factors engineering. (ˈhjuəˌmənˌenˌjeiənərj)
human-factors engineering  [ENG] The area of knowledge dealing with the capabilities and limitations of human performance in relation to design of machines, jobs, and other modifications of the human’s physical environment. Also known as human engineering. (ˈhjuəˌmənˌfækˌtərsˌenˌjaˌnərj)

human-machine chart  [IND ENG] A two-column, multiple-activity process chart listing the steps performed by an operator and the operations performed by a machine and showing the corresponding idle times for each. Also known as man-machine chart. (ˈhjuəˌmənˌməʃənˌˈchart)

human-machine system  [ENG] A system in which the functions of the worker and the machine are interrelated and necessary for the operation of the system. Also known as man-machine system. (ˈhjuəˌmənˌməʃənˌˈsisˌtəm)

hum-bucking coil  [ENG ACOUS] A coil wound on the field coil of an excited-field loudspeaker and connected in series opposition with the voice coil, so that hum voltage induced in the voice coil is canceled by that induced in the hum-bucking coil. (ˈhəmˌbækˌiŋˌkoil)

humidification  [ENG] The process of increasing the water vapor content of a gas. (ˈhjuˌmidəˌiˌfikərˌʃən)

humidifier  [MECH ENG] An apparatus for supplying moisture to the air and for maintaining desired humidity conditions. (ˈhjuˌmidəˌfiər)

humidistat  [ENG] An instrument that measures and controls relative humidity. Also known as hydrostat. (ˈhjuˌmidəˌstæt)

humidity element  [ENG] The transducer of any frequency amplifier system because of either electric or acoustic feedback. (ˈhjuˌmidəˌˈeiment)

humidity strip  [ENG] The transducing element in a Diamond-Hinman radiosonde; it consists of a flat plastic strip bounded by electrodes on two sides and coated with a hygroscopic chemical compound such as lithium chloride; the electrical resistance of this coating is a function of the amount of moisture absorbed from the atmosphere and the temperature of the strip. Also known as electrolytic strip. (ˈhjuˌmidəˌˈstrəp)

Humphrey gas pump  [MECH ENG] A combined internal combustion engine and pump in which the metal piston has been replaced by a column of water. (ˈhʌmpɹiˈgæsˌpɔmp)

Humphries equation  [THERMO] An equation which gives the ratio of specific heats at constant pressure and constant volume in moist air as a function of water vapor pressure. (ˈhʌmpɹiˌiˌkwəˌnərj)

hump yard  [CIV ENG] A switch yard in a railway system that has a hump or steep incline down which freight cars can coast to prescheduled locations. Also known as gravity yard. (ˈhʌmpˌjɑrəd)

hungry joint  See starved joint. (ˈhʌŋˌgrɪˌˈjoint)

hung shot  [ENG] A shot whose explosion is delayed after detonation or ignition. (ˈhʌŋˌʃɔt)

hunting  [CONT SYS] Undesirable oscillation of

278
an automatic control system, wherein the controlled variable swings on both sides of the desired value. [ELECTR] Operation of a selector in moving from terminal to terminal until one is found which is idle. [MECH ENG] Irregular engine speed resulting from instability of the governing device. (ˈhɑnt-ʔiŋ)

hunting circuit See lockout circuit. (ˈhɑnt-ʔiŋ ,sɑr-ˌkɑt)

hunting tooth [DES ENG] An extra tooth on the larger of two gear wheels so that the total number of teeth will not be an integral multiple of the number on the smaller wheel. (ˈhɑnt-ʔiŋ ,tʌð̩ )

hurricane beacon [ENG] An air-launched balloon designed to be released in the eye of a tropical cyclone, to float within the eye at predetermined levels, and to transmit radio signals. (ˈhʌr-ə,ˌkɑnˌbɛn-ˌkɑn)

hurricane lamp [ENG] An oil lamp with a glass chimney and perforated lid to protect the flame, or a candle with a glass chimney. (ˈhʌr-əˌkɑnˌlɑmp)

hurricane tracking [ENG] Recording of the movement of individual hurricanes by means of airplane sightings and satellite photography. (ˈhʌr-əˌkɑnˌt्रakin-ˌiŋ)

Huttlig equation [THERMO] An equation which states that the ratio of the volume of gas adsorbed on the surface of a nonporous solid at a given pressure and temperature to the volume of gas required to cover the surface completely with a unimolecular layer equals (1 + r) c'/ (1 + c'), where r is the ratio of the equilibrium gas pressure to the saturated vapor pressure of the adsorbate at the temperature of adsorption, and c is the product of a constant and the exponential of (q - q)/RT, where q is the heat of adsorption into a first layer molecule, q is the heat of liquefaction of the adsorbate, T is the temperature, and R is the gas constant. (ˈhʌd-ˈlɪkˌkaɪnˌən)

HVAC [CIV ENG] The abbreviation for heating, ventilation, and air conditioning systems, used in building design and construction. (ˈhʌvəˌkeɪdʒ or ˈhʌvˌvəˌkeɪdʒ)

H variometer See horizontal intensity variometer. (ˈhərˌvɪˌəstər ˈver-əˌləm-əd-ər)

hybrid beam [ENG] A metal beam with flanges fabricated from a material that differs from that of the web plate and has a different minimum yield strength. (ˈhɪd-ˈbrɑdˌbɛm)

hybrid inlet noise reduction [ENG ACOUS] A method of reducing the noise from the inlet of a jet engine, which involves the use of both high-Mach-number flows to retard or block the passage of sound waves and acoustic treatment of the walls of the inlet. (ˈhɪd-ˈbrɑdˌɪn-ˌlɛt ˈnɔɪz rɪˌdɑk-ˌʃɑn)

hybrid integrated circuit [ELECTR] A circuit in which one or more discrete components are used in combination with integrated-circuit construction. (ˈhɪd-ˈbrɑdˌɪn-trˌəˌgɹæd-ədˌsɑr-ˌkɑt)

hybrid junction [ELECTR] A transformer, resistor, or waveguide circuit or device that has four pairs of terminals so arranged that a signal entering at one terminal pair divides and emerges from the two adjacent terminal pairs, but is unable to reach the opposite terminal pair. Also known as bridge hybrid. (ˈhɪd-ˈbrɑdˌɪnˈtʃʌŋˌəkɑŋ-ˌʃɑn)

hybrid microcircuit [ELECTR] Microcircuit in which thin-film, thick-film, or diffusion techniques are combined with separately attached semiconductor chips to form the circuit. (ˈhɪd-ˈbrɑdˌmɪˈkrɔˌsɑr-ˌkɑt)

hybrid thin-film circuit [ELECTR] Microcircuit formed by attaching discrete components and semiconductor devices to networks of passive components and conductors that have been vacuum-deposited on glazed ceramic, sapphire, or glass substrates. (ˈhɪd-ˈbrɑdˌθɪnˌfɪlmˌsɑr-ˌkɑt)

hydrant See fire hydrant. (ˈhɪd-ˈdrɑnt)

hydracone [DES ENG] A conical, spreading type of draft tube used on hydraulic turbine installations. (ˈhɪd-ˈdrɑˌkɒn)

hydraulic [ENG] Operated or effected by the action of water or other fluid of low viscosity. (ˈhɪd-ˈdrəˌlɪk)

hydraulic accumulator [MECH ENG] A hydraulic flywheel that stores potential energy by accumulating a quantity of pressurized hydraulic fluid in a suitable enclosed vessel. (ˈhɪd-ˈdrəˌlɪkˌəˌkəˌmaɪˌlɚˌər)

hydraulic actuator [MECH ENG] A cylinder or fluid motor that converts hydraulic power into useful mechanical work; mechanical motion produced may be linear, rotary, or oscillatory. (ˈhɪd-ˈdrəˌlɪkˌəˌkwəˌmərkəˌdər)

hydraulic air compressor [MECH ENG] A device in which water falling down a pipe entrains air which is released at the bottom under compression to do useful work. (ˈhɪd-ˈdrəˌlɪkˌəˌkəˌnəˌkəˌmərkəˌdər)

hydraulic amplifier [CONT SYS] A device which increases the power of a signal in a hydraulic servomechanism or other system through the use of fixed and variable orifices. Also known as hydraulic intensifier. (ˈhɪd-ˈdrəˌlɪkˌəˌpləˌfɪrˌɚ)

hydraulic backhoe [MECH ENG] A backhoe operated by a hydraulic mechanism. (ˈhɪd-ˈdrəˌlɪkˌəˌbɑkˌhɑ)

hydraulic brake [MECH ENG] A brake in which the retarding force is applied through the action of a hydraulic press. (ˈhɪd-ˈdrəˌlɪkˌbɹək)

hydraulic circuit [MECH ENG] A circuit whose operation is analogous to that of an electric circuit except that electric currents are replaced by currents of water or other fluids, as in a hydraulic control. (ˈhɪd-ˈdrəˌlɪkˌsɑrˌkɑt)

hydraulic classification [ENG] Classification of particles in a liquid by specific gravity, utilizing the action of rising water currents. (ˈhɪd-ˈdrəˌlɪkˌkləs-əˌfɔˈkɑŋˌʃən)

hydraulic classifier [MECH ENG] A classifier in which particles are sorted by specific gravity in a stream of hydraulic water that rises at a controlled rate, heavier particles gravitate down and are discharged at the bottom, while lighter ones
hydraulic clutch

are carried up and out. Also known as hydrosizer. (hi‘dřô-lík ‘klas-ər-fər)

hydraulic clutch [MECH ENG] A drive system. (hi‘dřô-lík ‘klás-ər)

hydraulic conveyor [MECH ENG] A system for handling material, such as ash from a coal-fired furnace, refuse is flushed from a hopper or slag tank to a grinder which discharges to a pump for conveying to a disposal area or a dewatering bin. (hi‘dřô-lík kon‘vá-ar)

hydraulic coupling See fluid coupling. (hi‘dřô-lík ‘kə-pə-laŋ)

hydraulic cylinder [MECH ENG] The cylindrical chamber of a positive displacement pump. (hi‘dřô-lík ‘sil‘ěn-dər)

hydraulic dredge [MECH ENG] A dredge consisting of a large suction pipe which is mounted on a hull and supported and moved about by a boom, a mechanical agitator or cutter head which churns up earth in front of the pipe, and centrifugal pumps mounted on a dredge which suck up water and loose solids. (hi‘dřô-lík ‘dredž)

hydraulic drill [MECH ENG] A rotary drill powered by hydrodynamic means and used to make shot-firing holes in coal or rock, or to make a well hole. (hi‘dřô-lík ‘dril)

hydraulic drive [MECH ENG] A mechanism transmitting motion from one shaft to another, the velocity ratio of the shafts being controlled by hydrostatic or hydraulic means. (hi‘dřô-lík ‘driv)

hydraulic ejector [ENG] A pipe for removing excavated material from a pneumatic caisson. (hi‘dřô-lík ‘jēk‘tər)

hydraulic elevator [MECH ENG] An elevator operated by water pressure. Also known as hydraulic lift. (hi‘dřô-lík ‘el‘ər-vətər)

hydraulic engineering [CIV ENG] A branch of civil engineering concerned with the design, erection, and construction of sewage disposal plants, waterworks, dams, water-operated power plants, and such. (hi‘dřô-lík ‘en‘ja‘pə-nir‘in]

hydraulic excavator digger [MECH ENG] An excavation machine which employs hydraulic pistons to actuate mechanical digging elements. (hi‘dřô-lík ‘ek‘s-ik‘yəd‘ər dig‘ər]

hydraulic intensifier See hydraulic amplifier. (hi‘dřô-lík in‘ten səsər flə-rə)

hydraulic jack [MECH ENG] A jack in which force is applied through the mechanism of a hydraulic press. (hi‘dřô-lík ‘jak)

hydraulic jetting [ENG] Use of high-pressure water forced through nozzles to clean tube interiors and exteriors in heat exchangers and boilers. (hi‘dřô-lík ‘jet‘əng)

hydraulic lift See hydraulic elevator. (hi‘dřô-lík ‘lift)

hydraulic machine [MECH ENG] A machine powered by a motor activated by the confined flow of a stream of liquid, such as oil or water under pressure. (hi‘dřô-lík ‘ma‘shən)

hydraulic motor [MECH ENG] A motor activated by water or other liquid under pressure. (hi‘dřô-lík ‘məd‘ər)

hydraulic nozzle [MECH ENG] An atomizing device in which fluid pressure is converted into fluid velocity. (hi‘dřô-lík ‘nəz‘əl)

hydraulic packing [ENG] Packing material that resists the effects of water even under high pressure. (hi‘dřô-lík ‘pæk‘ing)

hydraulic power system [MECH ENG] A power transmission system comprising machinery and auxiliary components which function to generate, transmit, control, and utilize hydraulic energy. (hi‘dřô-lík ‘pər‘sə-nəs‘ər təmə)

hydraulic press [MECH ENG] A combination of a large and a small cylinder connected by a pipe and filled with a fluid so that the fluid pressure created by a small force acting on the small-cylinder piston will result in a large force on the large piston. Also known as hydrostatic press. (hi‘dřô-lík ‘prəs)

hydraulic pump See hydraulic ram. (hi‘dřô-lík ‘pamp)

hydraulic ram [MECH ENG] A device for forcing running water to a higher level by using the kinetic energy of flow; the flow of water in the supply pipeline is periodically stopped so that a small portion of water is lifted by the velocity head of a larger portion. Also known as hydraulic pump. (hi‘dřô-lík ‘ram)

hydraulic robot [CONT SYS] A robot that is powered by hydraulic actuators, usually controlled by servovalves and analog resolvers. (hi‘dřô-lík ‘rət‘əl bət)

hydraulic rope-gearred elevator [MECH ENG] An elevator hoisted by a system of ropes and sheaves attached to a piston in a hydraulic cylinder. (hi‘dřô-lík ‘rəp‘ər gird‘əl ‘el‘ər-vətər)

hydraulic scale [MECH ENG] An industrial scale in which the load applied to the load-cell piston is converted to hydraulic pressure. (hi‘dřô-lík ‘skehl)


hydraulic shovel [MECH ENG] A revolving shovel in which hydraulic rams or motors are substituted for drums and cables. (hi‘dřô-lík ‘shəv‘əl)

hydraulic sprayer [MECH ENG] A machine that sprays large quantities of insecticide or fungicide on crops. (hi‘dřô-lík ‘sprə‘ər)

hydraulic spraying See aerial spraying. (hi‘dřô-lík ‘sprə‘ər)

hydraulic stacker [MECH ENG] A tiering machine whose carriage is raised or lowered by a hydraulic cylinder. (hi‘dřô-lík ‘stək‘ər)

hydraulic swivel head [MECH ENG] In a drill machine, a swivel head equipped with hydraulically actuated cylinders and pistons to exert pressure on and move the drill rod string longitudinally. (hi‘dřô-lík ‘swiv‘əl həd)

hydraulic transport [ENG] Movement of material by water. (hi‘dřô-lík ‘tranz‘pərt)

hydraulic turbine [MECH ENG] A machine which converts the energy of an elevated water supply into mechanical energy of a rotating shaft. (hi‘dřô-lík ‘tər‘bən)
hydrocarbon blending value [ENG] Octane number rating for a 20% blend of a hydrocarbon with a 60:40 mixture of isooctane n-heptane, which has been recalculated for a hypothetical 100% concentration of the tested hydrocarbon. { hi-dra-kär-bon ’blend-ing val-yuh }

hydroclone [CHEM ENG] A device for separating a solid-liquid mixture during an industrial process by using a conical vortex and centrifugal force. { hi-dra-dl ok-lon }

hydrocracking [CHEM ENG] A catalytic, high-pressure petroleum refinery process that is flexible enough to produce either high-octane gasolines or aviation jet fuel; the two main reactions are the adding of hydrogen to petroleum-derived molecules too massive and complex for gasoline and then the cracking of them to the required fuels; the catalyst is an acidic solid and a hydrogenating metal component. { hi-dra-dro-kra-kar }

hydrodynamic oscillator [ENG ACOUS] A transducer for generating sound waves in fluids, in which a continuous flow through an orifice is modulated by a reciprocating valve system controlled by acoustic feedback. { hi-dra-dim-uh-nik ’ä-suh-lad-ar }

hydroelectric generator [MECH ENG] An electric rotating machine that transforms mechanical power from a hydraulic turbine or water wheel into electric power. { hi-dra-dro-i’lek-trik ’jen-ar-rad-ar }

hydroelectricity [ELEC] Electric power produced by hydroelectric generators. Also known as hydropower. { hi-dra-dro-i’lek-tris-ad-ar }

hydroelectric plant [MECH ENG] A facility at which electric energy is produced by hydroelectric generators. Also known as hydroelectric power station. { hi-dra-dro-i’lek-trik ’plastah }

hydroelectric power station See hydroelectric plant. { hi-dra-dro-i’lek-trik ’pau-ar-stah }

hydrofining [CHEM ENG] A fixed-bed catalytic process to desulfurize and hydrogenate a wide range of charge stocks, from gases through waxes, the catalyst comprises cobalt oxide and molybdenum oxide on an extruded alumina support and may be regenerated in place by air and steam or flue gas. { hi-dra-dro-fin-inj }

hydroforming [CHEM ENG] A petroleum-refining process in which naphthas are passed over a catalyst at elevated temperatures and moderate pressures in the presence of added hydrogen or hydrogen-containing gases, to form high-octane BTX aromatics for motor fuels or chemical manufacture. { hi-dra-dro-for-min }

hydroformylation [CHEM ENG] The reaction of adding hydrogen and the –CHO group to the carbon atoms across a double bond to yield oxygenated derivatives, an example is in the oxo process where the term hydroformylation applies to those reactions brought about by treating olefins with a mixture of hydrogen and carbon monoxide in the presence of a cobalt catalyst. { hi-dra-dro-for-mor-lah-shon }

hydrographic sextant [ENG] A surveying sextant similar to those used for celestial navigation but smaller and lighter, constructed so that the maximum angle that can be read is slightly greater than that on the navigating sextant; usually the angles can be read only to the nearest minute by means of a vernier, it is fitted with a telescope with a large object glass and field of view. Also known as sounding sextant; surveying sextant. { hi-dra-dro-graf-ik ’sekst-tahnt }

hydrographic sonar [ENG] An echo sounder used in mapping ocean bottoms. { hi-dra-dro-graf }see “sounding” in oceanography.

hydrographic sonar [ENG] A device which receives underwater sound waves and converts them to electric waves. { hi-dra-dro-cah-tegra-din }

hydrodynamic heating See hot-water heating. { hi-dra-dro-cah-tegra-din }

hydrophone [ENG ACOUS] A device which receives underwater sound waves and converts them to electric waves. { hi-dra-dro-fon }

hydropneumatic [ENG] Operated by both water and air power. { hi-dra-dro-nu’mad-ik }

hydropneumatic recoil system [MECH ENG] A recoil mechanism that absorbs the energy of recoil by the forcing of oil through orifices and returns the gun to battery by compressed gas. { hi-dra-dro-nu’mad-ik ’he-koi-lah-si-tam }

hydropower See hydropower. { hi-dra-dro-pau-ar }

hydrosesepaerator [MECH ENG] A separator in which solids in suspension are agitated by hydraulic pressure or stirring devices. { hi-dra-dro-’sep-ar-rad-ar }

hydroseparator
hydrosizer

See hydraulic classifier.

hydrostat

See humidistat.

hydrostatic balance

[MECH] An equal-arm balance in which an object is weighed first in air and then in a beaker of water to determine its specific gravity. (hiˈdraːstɪk)"n

hydrostatic bearing

[MECH ENG] A sleeve bearing in which high-pressure oil is pumped into the area between the shaft and the bearing so that the shaft is raised and supported by an oil film.

hydrostatic modulus

See bulk modulus of elasticity. (hiˈdraːstɪk)

hydrostatic press

See hydraulic press. (hiˈdraːstɪk)

hydrostatic pressing

[ENG] Compacting ceramic or metal powders by packing them in a rubber bag which is subjected to pressure from a hydraulic press. (hiˈdraːstɪk)

hydrostatic roller conveyor

[MECH ENG] A portion of a roller conveyor that rolls with liquid to control the speed of the moving objects.

hydrostatic strength

[MECH] The ability of a body to withstand hydrostatic stress. (hiˈdraːstɪk)

hydrostatic stress

[MECH] The condition in which there are equal compressive stresses or equal tensile stresses in all directions, and no shear stresses on any plane.

hydrostatic test

[ENG] Test of strength and leak-resistance of a vessel, pipe, or other hollow equipment by internal pressurization with a test liquid.

hydrothermal crystal growth

[CHEM ENG] Formation of simple crystals of quartz at elevated temperatures and pressures in an autoclave with an alkaline solution.

hydrotreating

[CHEM ENG] Oil refinery catalytic process in which hydrogen is contacted with petroleum intermediate or product streams to remove impurities, such as oxygen, sulfur, nitrogen, or unsaturated hydrocarbons.

hydrowire

[ENG] A wire to which equipment is attached first in air and then in a beaker of water to determine its specific gravity.

hydropdeik

[ENG] A form of psychrometer with wet-bulb and dry-bulb thermometers mounted on opposite edges of a specially designed graph of the psychrometric tables, arranged so that the intersections of two curves determined by the wet-bulb and dry-bulb readings yield the relative humidity, dew-point, and absolute humidity.

hygrogram

[ENG] The record made by a hygrometer.

hygograph


hygrometer

[ENG] An instrument for giving a direct indication of the amount of moisture in the air or other gas, the indication usually being in terms of relative humidity as a percentage which the moisture present bears to the maximum amount of moisture that could be present at the location temperature without condensation taking place.

hyl

See metric-technical unit of mass.

hyperbaric chamber

[ENG] A specially equipped pressure vessel used in medicine and physiological research to administer oxygen at elevated pressures.

hyperbolic horn

[ENG] Horn whose equivalent cross-sectional radius increases according to a hyperbolic law.

hyperforming

[CHEM ENG] A catalytic, petroleum-refinery hydrogenation process to improve naphtha octane number by removal of sulfur and nitrogen compounds; the catalyst is cobalt molybdate on a silica-alumina base.

hypoid axle

[MECH ENG] A type of rear-axle drive gear set which generally carries the pinion 1.5–2 inches (38–51 millimeters) or more below the centerline of the gear.

hypersonic wind tunnel

[ENG] A wind tunnel in which air flows at speeds roughly in the range from 5 to 15 times the speed of sound.

hypersorption


hyperspectral imaging system

[ENG] An infrared imaging system that has more than 30 spectral channels with relatively fine spectral resolution, allowing imaging spectroscopy to be carried out.

hypervelocity

[MECH] 1. Muzzle velocity of an artillery projectile of 3500 feet per second (1067 meters per second) or more. 2. Muzzle velocity of a small-arms projectile of 5000 feet per second (1524 meters per second) or more. 3. Muzzle velocity of a tank-cannon projectile in excess of 3350 feet per second (1021 meters per second).

hypervelocity wind tunnel

[ENG] A wind tunnel in which higher airspeeds and temperatures can be attained than in a hypersonic wind tunnel.

hypochlorite sweetening

[CHEM ENG] A petroleum refinery process to oxidize gasoline mercaptans by agitation with an aqueous, alkaline hypochlorite solution.
hysteretic damping

hypoïd gear  [MECH ENG] Gear wheels connecting nonparallel, nonintersecting shafts, usually at right angles.  (‘hɪˈpɔɪd ɡɛər)
hypoïd generator  [MECH ENG] A gear-cutting machine for making hypoïd gears.  (‘hɪˌpɔɪd ˈjenərəˈdʒɪnər) 
hyposometer  [ENG] 1. An instrument for measuring atmospheric pressure to ascertain elevations by determining the boiling point of liquids. 2. Any of several instruments for determining tree heights by triangulation.  (‘hɪpsəˈmətər)
hypsometric  [ENG] Pertaining to hyposmetry.  (ˌhɪpˈsəməˈtrɪk)
hyposmetry  [ENG] The measuring of elevation with reference to sea level.  (hipˈsəməˈtrɪ) 
hysteresimeter  [ENG] A device for measuring hysteresis.  (ˌhɪstəˈrɛsɪməˈter)

hysteresis  [ELECTR] An oscillator effect wherein a given value of an operating parameter may result in multiple values of output power or frequency.  (ˌhɪstəˈrɛsɪs)
hysteresis clutch  [MECH ENG] A clutch in which torque is produced by attraction between induced poles in a magnetized iron ring and the control field.  (ˌhɪstəˈrɛsɪs ˈklʌtʃ)
hysteresis damping  [MECH] Damping of a vibration due to energy lost through mechanical hysteresis.  (ˌhɪstəˈrɛsɪs ˈdæmɪŋ)
hysteric damping  [MECH] Damping of a vibrating system in which the retarding force is proportional to the velocity and inversely proportional to the frequency of the vibration.  (ˌhɪstəˈredɪk ˈdæmɪŋ)
This page intentionally left blank.
I beam  [CIV ENG] A rolled iron or steel joist having an I section, with short flanges.  {ˈɪˌbɛm}

IC  See integrated circuit.

ice-accretion indicator  [ENG] An instrument used to detect the occurrence of freezing precipitation, usually consisting of a strip of sheet aluminum about 11/2 inches (4 centimeters) wide, and is exposed horizontally, face up, in the free air a few meters above the ground.  {ˈɪsəˈkrɛʃənˌɪndəˌræd-əˌkræd-ər}

ice apron  [CIV ENG] A wedge-shaped structure which protects a bridge pier from floating ice.  {ˈɪə prən}

ice buoy  [ENG] A sturdy buoy, usually a metal spar, used to replace a more easily damaged buoy during a period when heavy ice is anticipated.  {ˈɪsˌbɔi}

ice calorimeter  See Bunsen ice calorimeter.  {ˈɪsˌkal-əˈrɪm-ədˌər}

ice line  [THERMO] A graph of the freezing point of water as a function of pressure.  {ˈɪsˌlɪn}

ice load  [ENG] The weight of glaze deposited on an overhead wire in a power supply system; standard safety codes require allowance for 1/2-inch (12.7-millimeter) radial thickness in heavy loading districts and 1/4-inch (6.35-millimeter) in medium.  {ˈɪsˌlɑd}

ice pick  [DES ENG] A hand tool for chipping ice.  {ˈɪsˌpɪk}

ice tongs  [DES ENG] Tongs for handling cubes or blocks of ice.  {ˈɪsˌtɒŋz}

icing-rate meter  [ENG] An instrument for the measurement of the rate of ice accretion on an unheated body.  {ˈɪsˌʃiŋˌrætˌmed-ər}

ID  See inside diameter.

ideal gas  [THERMO] Also known as perfect gas.  {1.  A gas whose molecules are infinitely small and exert no force on each other.  2. A gas that obeys Boyle's law (the product of the pressure and volume is constant at constant temperature) and Joule's law (the internal energy is a function of the temperature alone).  {ˈɪdəl ˈgæs}

ideal gas law  [THERMO] The equation of state of an ideal gas which is a good approximation to real gases at sufficiently high temperatures and low pressures; that is, PV = RT, where P is the pressure, V is the volume per mole of gas, T is the temperature, and R is the gas constant.  {ˈɪdəl ˈgæsˌlɔr}

ideal radiator  See blackbody.  {ˈɪdəl ˈræd-əˌræd-ər}

identification  [CONT SYS] The procedures for deducing a system's transfer function from its response to a step-function input or to an impulse.  {ˈɪdəntəˈfəktsnˌʃæn}

identification, friend or foe  [ENG] A system using pulsed radio transmissions to which equipment carried by friendly forces automatically responds, by emitting a pulse code, thereby identifying themselves from enemy forces; a method of determining the friendly or unfriendly character of aircraft, ships, and army units by other aircraft, ships, or ground force units.  Abbreviated IFF.  {ˈɪdəntəˌfəktsnˌfrend ərˈfə}

idle  [MECH ENG] To run without a load.  {ˈɪdəl}

idler arm  [MECH ENG] In an automotive steering system, a link that supports the tie rod and transmits steering motion to both wheels through the ends of the tie rod.  {ˈɪdəlˌɑrˌərm}

idler gear  [MECH ENG] A gear situated between a driving gear and a driven gear to transfer motion, without any change of direction or of gear ratio.  {ˈɪdəlˌgərˌgɪr}

idler pulley  [MECH ENG] A pulley used to guide and tighten the belt or chain of a conveyor system.  {ˈɪdəlˌpʊli}

idler wheel  [MECH ENG] 1. A wheel used to transmit motion or to guide and support something.  2. A roller with a rubber surface used to transfer power by frictional means in a sound-recording or sound-reproducing system.  {ˈɪdəlˌwɛl}

idle-stop solenoid  [MECH ENG] An electrically operated plunger in a carburetor that provides a predetermined throttle setting at idle and closes the throttle completely when the ignition switch is turned off.  Also known as antidesilting solenoid.  {ˈɪdəlˌsəˌlɔnəd}

idle time  [IND ENG] A period of time during a regular work cycle when a worker is not active because of waiting for materials or instruction. Also known as waiting time.  {ˈɪdəlˌtɪm}

idling jet  [MECH ENG] A carburetor part that introduces gasoline during minimum load or speed of the engine.  {ˈɪdəlˌlɪŋˌjɛt}

idling system  [MECH ENG] A system to obtain adequate metering forces at low airspeeds and small throttle openings in an automobile carburetor in the idling position.  {ˈɪdəlˌlɪŋˌsɪsˌtʌm}
Applying material to immersion coating

A sewage treatment tank imaging radar image table

The potential set up by the electrostatic force on a image

Design of sources of ameter, reducing them to 1/4 inch (6 millimeters)

See ignition system

In the internal combustion engine, the time interval between the passage of the spark and the inflammation of the air-fuel mixture. Also known as ignition delay.

\[ \text{ignition lag} = \text{lag} \]

Ignition quality [CHEM ENG] The property of a fuel that ignites when injected into the compressed-air charge in a diesel engine cylinder, measured in terms of cetane number.

\[ \text{ignition quality} = \text{lag} \]

Ignition system [MECH ENG] The system in an internal combustion engine that initiates the chemical reaction between fuel and air in the cylinder charge by producing a spark.

\[ \text{ignition system} = \text{lag} \]

Ignorable coordinate See cyclic coordinate. \[ \text{ignorable coordinate} = \text{lag} \]

I-head cylinder [MECH ENG] The internal combustion engine construction having both inlet and exhaust valves located in the cylinder head.

\[ \text{I-head} = \text{sil} \]

Impact. \[ \text{impact} = \text{pakt} \]

Impact area [ENG] An area with designated boundaries within which all objects that travel over a range are to make contact with the ground. \[ \text{impact area} = \text{pakt} \]

Impact avalanche and transit time diode See IMPATT diode. \[ \text{impact avalanche} = \text{pakt} \]

Impact bar [ENG] Specimen used to test the relative susceptibility of a plastic material to fracture by shock. \[ \text{impact bar} = \text{pakt} \]

Impact breaker [MECH ENG] A device that utilizes the energy from falling stones in addition to power from massive impellers for complete breaking up of stone. Also known as double impeller breaker. \[ \text{impact breaker} = \text{pakt} \]

Impact crusher [MECH ENG] A machine for crushing large chunks of solid materials by sharp blows imposed by rotating hammers, or steel plates or bars; some crushers accept lumps as large as 28 inches (about 70 centimeters) in diameter, reducing them to 1/4 inch (6 millimeters) and smaller. \[ \text{impact crusher} = \text{pakt} \]

Impact energy [MECH] The energy necessary to fracture a material. Also known as impact strength. \[ \text{impact energy} = \text{pakt} \]

Impact force See set forward force. \[ \text{impact force} = \text{pakt} \]

Impact grinding [MECH ENG] A technique used to break up particles by direct fall of crushing bodies on them. \[ \text{impact grinding} = \text{pakt} \]

Impact load [ENG] A force delivered by a blow, as opposed to a force applied gradually and maintained over a long period. \[ \text{impact load} = \text{pakt} \]

Impact microphone [ENG ACOUS] An instrument that picks up the vibration of an object impinging upon another, used especially on space probes to record the impact of small meteoroids. \[ \text{impact microphone} = \text{pakt} \]

Impact mill [MECH ENG] A unit that reduces the size of rocks and minerals by the action of rotating blades projecting the material against steel plates. \[ \text{impact mill} = \text{pakt} \]

Impact-noise analyzer [ENG] An analyzer used with a sound-level meter to evaluate the characteristics of impact-type sounds and electric noise impulses that cannot be measured accurately with a noise meter alone. \[ \text{impact-noise analyzer} = \text{pakt} \]

Immersion scanning [ENG] Ultrasonic scanning in which the ultrasonic transducer and the object being scanned are both immersed in water or some other liquid that provides good coupling while the transducer is being moved around the object. \[ \text{immersion scanning} = \text{pakt} \]

Immittance [ELEC] A term used to denote both impedance and admittance, as commonly applied to transmission lines, networks, and certain types of measuring instruments. \[ \text{immittance} = \text{pakt} \]

Impact. \[ \text{impact} = \text{pakt} \]

Impact area [ENG] An area with designated boundaries within which all objects that travel over a range are to make contact with the ground. \[ \text{impact area} = \text{pakt} \]

Impact avalanche and transit time diode See IMPATT diode. \[ \text{impact avalanche} = \text{pakt} \]

Impact bar [ENG] Specimen used to test the relative susceptibility of a plastic material to fracture by shock. \[ \text{impact bar} = \text{pakt} \]

Impact breaker [MECH ENG] A device that utilizes the energy from falling stones in addition to power from massive impellers for complete breaking up of stone. Also known as double impeller breaker. \[ \text{impact breaker} = \text{pakt} \]

Impact crusher [MECH ENG] A machine for crushing large chunks of solid materials by sharp blows imposed by rotating hammers, or steel plates or bars; some crushers accept lumps as large as 28 inches (about 70 centimeters) in diameter, reducing them to 1/4 inch (6 millimeters) and smaller. \[ \text{impact crusher} = \text{pakt} \]

Impact energy [MECH] The energy necessary to fracture a material. Also known as impact strength. \[ \text{impact energy} = \text{pakt} \]

Impact force See set forward force. \[ \text{impact force} = \text{pakt} \]

Impact grinding [MECH ENG] A technique used to break up particles by direct fall of crushing bodies on them. \[ \text{impact grinding} = \text{pakt} \]

Impact load [ENG] A force delivered by a blow, as opposed to a force applied gradually and maintained over a long period. \[ \text{impact load} = \text{pakt} \]

Impact microphone [ENG ACOUS] An instrument that picks up the vibration of an object impinging upon another, used especially on space probes to record the impact of small meteoroids. \[ \text{impact microphone} = \text{pakt} \]

Impact mill [MECH ENG] A unit that reduces the size of rocks and minerals by the action of rotating blades projecting the material against steel plates. \[ \text{impact mill} = \text{pakt} \]

Impact-noise analyzer [ENG] An analyzer used with a sound-level meter to evaluate the characteristics of impact-type sounds and electric noise impulses that cannot be measured accurately with a noise meter alone. \[ \text{impact-noise analyzer} = \text{pakt} \]
impregnated bit

A sintered, powdered-metal matrix bit with fragmented bort or whole diamonds of selected screen sizes uniformly distributed throughout the entire crown section.

impulse

The integral of a force over an interval of time.

impulse modulation

Modulation of a signal in which it is replaced by a series of impulses, equally spaced in time, whose strengths (integrals over time) are proportional to the amplitude of the signal at the time of the impulse.

impulse response

The response of a system to an impulse which differs from zero for an infinitesimal time, but whose integral over time is unity; this impulse may be represented mathematically by a Dirac delta function.

impulse sealing

Heat-sealing of plastic materials by applying a pulse of intense thermal energy to the sealing area for a very short time, followed immediately by cooling.

impulse tachometer

A tachometer in which each rotation of a shaft generates an electric pulse and the time rate of pulses is then measured: classified as capacitive-current, inductive, or interrupted direct-current tachometer.

impulse train

An input consisting of an infinite series of unit impulses, equally separated in time.

impulse turbine

A prime mover in which fluid under pressure enters a stationary nozzle where its pressure (potential) energy is converted to velocity (kinetic) energy and absorbed by the rotor.

impulse welding

A welding process in which two layers of thermoplastic film are heated and fused to form a welded seam by clamping them together in close contact with a shielded electric heating element.

impulsive force

See impact.

impulsive stimulated thermal scattering

An optical, noncontacting method for characterizing the high-frequency acoustic behavior of surfaces, thin membrane, coatings, and multilayer assemblies, in which picosecond pulses of light from an excitation laser stimulate motions which are then detected with a continuous-wave probing laser. Abbreviated ISTS. Also known as transient grating photoacoustics.

in.

A preposition indicating the direction of the magnetic field of the earth with reference to the plane of the horizon.

incentive operator

An employee whose wage is based on the quantity or quality of output.

incentive wage system

See wage incentive plan.

inch

A unit of length in common use in the United States and the United Kingdom, equal to 1/12 foot or 2.54 centimeters. Abbreviated in.

inch of mercury

The pressure exerted by a 1-inch-high (2.54-centimeter) column of mercury that has a density of 13.5951 grams per cubic centimeter when the acceleration of gravity has the standard value of 9.80665 m/s² or approximately 32.17398 ft/s² equal to 3386.388640341 pascals; used as a unit in the measurement of atmospheric pressure.

incinerator

A furnace or other container in which materials are burned.

inclined cableway

A monocab arrangement in which the track cable has a slope sufficiently steep to allow the carrier to run down under its own weight.

inclined drilling

The drilling of blastholes at an angle with the vertical.

inclined plane

A plane surface at an angle to some force or reference line.

inclined-tube manometer

A glass-tube manometer with the leg inclined from the vertical to extend the scale for more minute readings.

inclinometer

1. An instrument that measures the attitude of an aircraft with respect to the horizon.
2. An instrument for measuring the angle between the earth’s magnetic field vector and the horizontal plane. Also known as dip circle.
3. An apparatus used to ascertain the direction of the magnetic field of the earth with reference to the plane of the horizon.

incompetent rock

Soft or fragmented rock in which an opening, such as a borehole or an underground working place, cannot be maintained unless artificially supported by casing, cementing, or timbering.
incomplete lubrication [MECH ENG] Lubrication that takes place when the load on the rubbing surfaces is carried partly by a fluid viscous film and partly by areas of boundary lubrication; friction is intermediate between that of fluid and boundary lubrication. {in-kam’plët ,lü-brä’kæ-šan}

incompressibility [MECH] Quality of a substance which maintains its original volume under increased pressure. {in-kam’,pres-u’bïl-ad-ë}

increaser [ENG] An adapter for connecting a small-diameter pipe to a larger-diameter pipe. {in’krës-ar}

incremental cost [IND ENG] 1. The difference between the costs and the revenues between two alternative procedures. 2. The cost of the last unit produced at a given level of production. {in’kram-ent -al ‘köst}

indented bolt [DES ENG] A type of anchor bolt that has indentations to hold better in cemented grout. {in’den-ted ’bolt}

independent chuck [DES ENG] A chuck for holding work by means of four jaws, each of which is moved independently of the others. {in’da’pen-dant ’chak}

independent contractor [ENG] One who exercises independent control over the mode and method of operations to produce the results demanded by the contract. {in’dan-pen-dant ’kân’trok-tor}

independent footing [CIV ENG] A footing that supports a concentrated load, such as a single column. {in’dap-en-dant ’füd-iŋ}

independent suspension [MECH ENG] In automobiles, a system of springs and guide links by which wheels are mounted independently on the chassis. {in’dap-en-dant s ‘spen-’chän}

independent wire-rope core [DES ENG] A core of steel in a wire rope made in accordance with the best practice and design, either bright (uncoated) galvanized or drawn galvanized wire. {in’dap-en-dant ’wir-röp ,körr}

indeterminate truss [CIV ENG] A truss having redundant bars. {in’dap-tom-ä-nat ’tras}

index center [MECH ENG] One of two machine-tool centers used to hold work and to rotate it by a fixed amount. {in’deks ,sen-tär}

index chart [MECH ENG] 1. A chart used in conjunction with an indexing or dividing head, which correlates the index plate, hole circle, and index crank motion with the desired angular subdivisions. 2. A chart indicating the arrangement of levers in a machine to obtain desired output speed or fuel rate. {in’deks ,chär’t}

index counter [ENG] A counter indicating revolutions of the tape supply reel, making it possible to index selections within a reel of tape. {in’deks ,kau¨nt-ar}

index crank [MECH ENG] The crank handle of an index head used to turn the spindle. {in’deks ’kränk}

index error [ENG] An error caused by the misalignment of the vernier and the graduated circle (arc) of an instrument. {in’deks ,er-ar}

index head [MECH ENG] A headstock that can be affixed to the table of a milling machine, planer, or shaper. work may be mounted on it by a chuck or centers, for indexing. {in’deks ,hed}

indexing [MECH ENG] The process of providing discrete spaces, parts, or angles in a workpiece by using an index head. {in’deks -siŋ}

indexing fixture [MECH ENG] A fixture that changes position with regular steplike movements. {in’deks -siŋ ,fiks-chär}

index of work tolerance [IND ENG] A measure of the period of time during which an individual can perform a given task with the required efficiency while maintaining appropriate levels of physiological and emotional well-being. {in’deks av ‘wark ,täl-ar-rans}

index plate [DES ENG] A plate with circular graduations or holes arranged in circles, each circle with different spacing; used for indexing on machines. {in’deks ,plät}

index thermometer [ENG] A thermometer in which steel index particles are carried by mercury in the capillary and adhere to the capillary wall in the high and low positions, thus indicating minimum and maximum inertial scales. {in’deks that’mäm-ad-ar}

indicated horsepower [MECH ENG] The horsepower delivered by an engine as calculated in the fluid average pressure of the working fluid in the cylinders and the displacement. Abbreviated lhp. {in’deks av ‘hórs,pau-ar}

indicating gage [ENG] A gage consisting essentially of a case and mounting, a spindle carrying the contact point, an amplifying mechanism, a pointer, and a graduated dial, used to amplify and measure the displacement of a movable contact point. {in’dekskad-iŋ ,gä}"indicating instrument [ENG] An instrument in which the present value of the quantity being measured is visually indicated. {in’deks ,kæd-iŋ ,’stræ-mant}

indication [ENG] In ultrasonic testing, determination of the presence of a flaw by detection of a reflected ultrasonic beam. {in’daks’kæ-šan}

indicator [ELECTR] A cathode-ray tube or other device that presents information transmitted or relayed from some other source, as from a radar receiver. [ENG] An instrument for obtaining a diagram of the pressure-volume changes in a running positive-displacement engine, compressor, or pump cylinder during the working cycle. {in’deks ,kæd-a-r}

indicator card [ENG] A chart on which an indicator diagram is produced by an instrument called an engine indicator which traces the real-performance cycle diagram as the machine is running. {in’deks ,kæd-a-r ,kär’d}

indicator diagram [ENG] A pressure-volume diagram representing and measuring the work done by or on a fluid while performing the work cycle in a reciprocating engine, pump, or compressor cylinder. {in’deks ,kæd-a-r ,dri-ə ,gram}
indicator unit

indicator unit [ENG] An instrument which detects the presence of an electrical quantity without necessarily measuring it. {in’dak,šan jılek-trakal ‘sar,va}.

indifferent stability See neutral stability. {in’dar, ant stıtba’l-ad-ê}.

indirect arc furnace [ENG] A refractory-lined furnace in which the burden is heated indirectly by the radiant heat from an electric arc. {in’dar, rek’t jırk ‘far,naş}.

indirect cost [IND ENG] A cost that is not readily indentifiable with or chargeable to a specific product or service. {in’dar, rek’t köst}.

indirect heater [ENG] A vessel containing equipment in which heat generated by a primary source is transferred to a fluid or solid which then serves as the heating medium. {in’dar, rek’t ‘hêd-ar}.

indirect labor [IND ENG] Labor not directly engaged in the actual production of the product or performance of a service. {in’dar, rek’t ‘lâ-bar}.

indirect lighting [ENG] A system of lighting in which more than 90% of the light from luminaires is distributed upward toward the ceiling, from which it is diffusely reflected. {in’dar, rek’t ‘lid-iq}.

indirect material [IND ENG] Any material used in the manufacture of a product which does not itself become a part of the product and whose cost is indirect. {in’dar, rek’t ma’tir-ê-ôl}.

individual distributed numerical control [CONT SYS] A form of distributed numerical control involving only a few machines, each of which operates independently of the others and is unaffected by their failures. {in’dar, vij-ô-wal di ‘strib-yad-ad nimêr-ô-kal kan/troÔl}.

induced dipole [ELEC] An electric dipole produced by application of an electric field. {in’dust ‘di,pôl}.

induced draft [MECH ENG] A mechanical draft produced by suction stream jets or fans at the point where air or gases leave a unit. {in’dust ‘draÔf}.

induced-draft cooling tower [MECH ENG] A structure for cooling water by circulating air where the load is on the suction side of the fan. {in’dust ‘draÔf ‘kul-iq ,tau-Ôr}.

induced moment [ELEC] The average electric dipole moment per molecule which is produced by the action of an electric field on a dielectric substance. {in’dust ‘moÔ-mant}.

inductance See coil. {in’dak-tans}.

inductance coil See coil. {in’dak-tans ,koil}.

induction [ELEC] See electrostatic induction. {in’dak-šan}.

induction burner [ENG] Fuel-air burner into which the fuel is fed under pressure to entrain needed air into the combustion nozzle area. {in’dak-šan ‘bar,nar}.

induction charging [ELEC] Production of electric charge on a body by means of electrostatic induction. {in’dak-šan ,çar,iq}.

induction-electrical survey [ENG] Study of subterranean formations by combined induction and electrical logging. {in’dak-šan jılek-trakal ‘sar,va}.

induction flowmeter [ENG] An instrument for measuring the flow of a conducting liquid passing through a tube, in which the tube is placed in a transverse magnetic field and the induced electromotive force between electrodes at opposite ends of a diameter of the tube perpendicular to the field is measured. {in’dak-šan ‘flô ,mêd-ar}.

induction furnace [ENG] An electric furnace in which heat is produced in a metal charge by electromagnetic induction. {in’dak-šan ,far,naş}.

induction generator [ELEC] A nonsynchronous alternating-current generator whose construction is identical to that of an ac motor, and which is driven above synchronous speed by external sources of mechanical power. {in’dak-šan ,jen-ô-rad-ar}.

induction heating [ENG] Increasing the temperature in a material by induced electric current. Also known as eddy-current heating. {in’dak-šan ‘hêd-iq}.

induction inclinometer See earth inclinor. {in’dak-šan ,in’kl[a’nâm-ôd-ar}.

induction instrument [ENG] Meter that depends for its operation on the reaction between magnetic flux set up by current in fixed windings, and other currents set up by electromagnetic induction in conducting parts of the moving system. {in’dak-šan in’stra-mant}.

induction log [ENG] An electric log of the conductivity of rock with depth obtained by lowering into an uncased borehole a generating coil that induces eddy currents on the rocks and these are detected by a receiver coil. {in’dak-šan ,lâg}.

induction loudspeaker [ENG ACOUS] Loudspeaker in which the current which reacts with the steady magnetic field is induced in the moving member. {in’dak-šan ‘laÔd,spêk-ôr}.

induction motor [ELEC] An alternating-current motor in which a primary winding on one member (usually the stator) is connected to the power source, and a secondary winding on the other member (usually the rotor) carries only current induced by the magnetic field of the primary. {in’dak-šan ,mêd-ar}.

induction pump [MECH ENG] Any pump operated by electromagnetic induction. {in’dak-šan ,pamp}.

induction salinometer [ENG] A device for measuring salinity by taking voltage readings of the current in seawater. {in’dak-šan ,sal-a’nam-ôd-ar}.

induction silencer [ENG] A device for reducing engine induction noise, which consists essentially of a low-pass acoustic filter with the entrance of the air-entrance tube and the acoustic compliance of the annular and central volumes providing acoustic filtering elements. {in’dak-šan ,si,lan-sar}.

induction valve See inlet valve. {in’dak-šan ,valv}.

inductive charge [ELEC] The charge that exists
on an object as a result of its being near another charged object. (induction)

**Inductive circuit** [ELEC] A circuit containing a higher value of inductive reactance than capacitive reactance. (inductive reactance)

**Inductive coupler** [ELEC] A mutual inductance that provides electrical coupling between two circuits, used in radio equipment. (inductive coupling)

**Inductive coupling** [ELEC] Coupling of two circuits by means of the mutual inductance provided by a transformer. Also known as transformer coupling. (transformation)

**Inductive grounding** [ELEC] Use of grounding connections containing an inductance in order to reduce the magnitude of short-circuit currents created by line-to-ground faults. (inductive load)

**Inductive reactance** [ELEC] Reactance due to the inductance of a coil or circuit. (inductive reactance)

**Inductive superconducting fault-current limiter** [ELEC] See shielded-core superconducting fault-current limiter. (superconducting fault-current limiter)

**Inductive susceptance** [ELEC] In a circuit containing almost no resistance, the part of the susceptance due to inductance. (susceptance)

**Inductive waveform** [ELEC] A graph or trace of the effect of current buildup across an inductive network, proportional to the exponential of the product of a negative constant and the time. (waveform)

**Inductor** [ELEC] See coil. (windings)

**Inductor microphone** [ENG ACOUS] Moving-conductor microphone in which the moving element is in the form of a straight-line conductor. (microphone)

**Inductor tachometer** [ENG] A type of impulse tachometer in which the rotating member, consisting of a magnetic material, causes the magnetic flux threading a circuit containing a magnet and a pickup coil to rise and fall, producing pulses in the circuit which are rectified for a permanent-magnet, movable-coil instrument. (tachometer)

**Inductosyn** [CONT SYS] A resolver whose output phase is proportional to the shaft angle. (resolver)

**Inductrack** [ENG] A magnetic levitation concept for trains and other moving objects that uses special arrays of permanent magnets to achieve levitation forces, and is inherently stable. (inductive circuit)

**Industrial anthropology** [IND ENG] Application of the knowledge of physical anthropology to the design and construction of equipment for human use, such as automobiles. (anthropology)

**Industrial car** [IND ENG] Any of various narrow-gauge railcars used for indoor or outdoor handling of bulk and package materials. (industrial truck)

**Industrial cost control** [IND ENG] A specific system or procedure used to keep manufacturing costs in line. Also known as cost control. (industrial engineering)

**Industrial ecology** [IND ENG] The development and use of industrial processes that result in products based on simultaneous consideration of product functionality and competitiveness, natural-resource conservation, and environmental preservation. Also known as design for environment; green design. (environmental engineering)

**Industrial engineering** [ENG] A branch of engineering concerned with the design, improvement, and installation of integrated systems of people, materials, and equipment. Also known as management engineering. (industrial mobilization)

**Industrial mobilization** [IND ENG] Transformation of industry and other productive facilities and contributory services from their peacetime activities to the fulfillment of the munitions program necessary to support a military effort. (industrial mobilization)

**Industrial railway** [IND ENG] 1. A usually short feeder line that is either owned or controlled and wholly operated by an industrial firm. 2. Narrow-gauge rail lines used on construction jobs or around industrial plants. (railway)

**Industrial revolution** [IND ENG] A widespread change in industrial or production methods, toward production by machine and away from manual labor. (industrial revolution)

**Industrial security** [IND ENG] The portion of internal security which refers to the protection of industrial installations, resources, utilities, materials, and classified information essential to protection from loss of damage. (industrial security)

**Industrial truck** [ENG] A manually propelled or powered wheeled vehicle for transporting materials over level or slightly inclined running surfaces in a manufacturing or warehousing facility. (industrial truck)

**Industrial waste** [ENG] Worthless materials remaining from industrial operations. (industrial waste)

**Inelastic** [MECH] Not capable of sustaining a deformation without permanent change in size or shape. (mechanical)

**Inelastic buckling** [MECH] Sudden increase of deflection or twist in a column when compressive stress reaches the elastic limit but before elastic buckling develops. (buckling)

**Inelastic collision** [MECH] A collision in which the total kinetic energy of the colliding particles is not the same after the collision as before it. (collision)

**Inelastic stress** [MECH] A force acting on a
solid which produces a deformation such that the original shape and size of the solid are not restored after removal of the force. { inəˈlas-tik 'stres'}

inequality of Clausius See Clausius inequality. { inəˈkwæl-əd-ər əv 'klaʊz-əs'}
inert atmosphere {CHEM ENG} A nonreactive gas atmosphere, such as nitrogen, carbon dioxide, or helium, used to blanket reactive liquids in storage, to purge process lines and vessels of reactive gases and liquids, and to cover a reaction mixture in a partially filled vessel. { iˈnært 'at-ma,ʃɪr}
inert-gas blanketing {ENG} Purging the air from a unit of a heat exchanger by using an inert gas as the unit is being shut down. { iˈnært 'gas 'blæŋ-kæd-ɪŋ}
inertia {MECH} That property of matter which manifests itself as a resistance to any change in the momentum of a body. { iˈnær-ʃə}
inertia ellipsoid {MECH} An ellipsoid used in describing the motion of a rigid body, it is fixed in the body, and the distance from its center to its surface in any direction is inversely proportional to the square root of the moment of inertia about the corresponding axis. Also known as Poinset ellipsoid. { iˈnær-ʃə lɪp,sɔɪd}
inertia governor {MECH ENG} A speed-control device utilizing suspended masses that respond to speed changes by reason of their inertia. { iˈnær-ʃə ˈgəv-nər}
inertial coordinate system See inertial reference frame. { iˈnær-ʃəl kəʊrˈɔːrd-ən,ət sɪst-təm}
inertial force {MECH} The fictitious force acting on a body as a result of using a noninertial frame of reference; examples are the centrifugal and Coriolis forces that appear in rotating coordinate systems. Also known as effective force. { iˈnær-ʃəl fɔːrς}
inertial mass {MECH} The mass of an object as determined by Newton's second law, in contrast to the mass as determined by the proportionality to the gravitational force. { iˈnær-ʃəl ˈmas}
inertial reference frame {MECH} A coordinate system in which a body moves with constant velocity as long as no force is acting on it. Also known as inertial coordinate system. { iˈnær-ʃəl ˈrɛf-rəns ˈfrɑm}
inertia matrix {MECH} A matrix M used to express the kinetic energy T of a mechanical system during small displacements from an equilibrium position, by means of the equation \( T = \frac{1}{2} q^T M q \), where q is the vector whose components are the derivatives of the generalized coordinates of the system with respect to time, and \( q^T \) is the transpose of q. { iˈnær-ʃə, mə-trɪks}
inertia starter {MECH ENG} A device utilizing inertial principles to start the rotor of an internal combustion engine. { iˈnær-ʃə ˈstɜrd-ər}
inertia tensor {MECH} A tensor associated with a rigid body whose product with the body's rotation vector yields the body's angular momentum. { iˈnær-ʃə, ˈtɛn-sər}
inert primer {ENG} A cylinder which ensnrods a detonator but does not interfere with the detonation of the explosive charge. { iˈnært 'prɪmər}
inert retarder {CIV ENG} A braking device built into a railroad track and operating without an external source of power that reduces car speed by means of brake shoes applied to the lower sides of the wheels. { iˈnært riˈtɑr-daːr}
inextensional deformation {MECH} A bending of a surface that leaves unchanged the length of any line drawn on the surface and the curvature of the surface at each point. { iˈnækstənʃən-əl, ˈdɪfər-ərˈmeɪn-kən}
in-feed centerless grinding {MECH ENG} A metal-cutting process by which a cylindrical workpiece is ground to a prescribed surface as the workpiece between a grinding wheel and a regulating wheel controls the rotation and feed rate of the workpiece. { iˈnɛd ˈsen-tər,les 'grɛnd-ɪŋ}
inferential flow meter {ENG} A flow meter in which the flow is determined by measurement of a phenomenon associated with the flow, such as a drop in static pressure at a restriction in a pipe, or the rotation of an impeller or rotor, rather than measurement of the actual mass flow. { iˈnɪfər-iəl ˈfləʊ-mər}
inferential liquid-level meter {ENG} A liquid-level meter in which the level of a liquid is determined by measurement of some phenomenon associated with this level, such as the buoyancy of a solid partly immersed in the liquid, the pressure at a certain level, the conductance of the liquid, or its absorption of gamma radiation, rather than by direct measurement. { iˈnɪfər-iəl ˈliːd-ˈlɛvəlˌmər}
infiltration {ENG} Leakage of outdoor air into a building by natural forces, for example, by seepage through cracks or other openings. { iˈnɪfil ˈtraɪ̯-shan}
infiltration gallery {CIV ENG} A large, horizontal underground conduit of perforated or porous material with openings on the sides for collecting percolating water by infiltration. { iˈnɪfil-ˈtraɪ̯-shanˌgəl-ˈrɛn}
infinite baffle {ENG ACOUS} A loudspeaker baffle which prevents interaction between the front and back radiation of the loudspeaker. { iˈnɪfənt ˈbæfl}
infinite-capacity loading {CONT SYS} The deliberate overloading of a robotic work center with excessive force or weight in order to determine the overload protection necessary to maintain proper load conditions. { iˈnɪfənt-ˈkæpəs-əd-ərˌləʊd-ɪŋ}
inflatable gasket {DES ENG} A gasket whose seal is activated by inflation with compressed air. { iˈnflætəbəl ˈgæskɪt}
inflated {ENG} Filled or distended with air or gas. { iˈnflætəd}
inflated arch See inverted arch. { iˈnflætəd ˈærʃ}
influence diagram {SYS ENG} A graph-theoretic
inhabited building distance [ENG] The minimum distance permitted between an ammunition or explosive location and any building used for habitation or where people are accustomed to assemble, except operating buildings or magazines.  

influence line [MECH] A graph of the shear, bending moment, or other effect of a movable load on a structural member versus the position of the load.  

information process analysis chart See form process chart.  

information systems engineering [ENG] The discipline concerned with the design, development, testing, and maintenance of information systems.  

infrared array [ENG] A collection of several thousand infrared detector elements arranged in a grid pattern and connected to readout electronics to display infrared images focused on the array by an astronomical telescope.  

infrared-emitting diode [ELECTR] A light-emitting diode that has maximum emission in the near-infrared region, typically at 0.9 micrometer for pn junction gallium arsenide.  


infrared homing [ENG] Homing in which the target is tracked by means of its emitted infrared radiation.  

infrared imaging device [ENG] Any device which converts an invisible infrared image into a visible image.  

infrared thermography [ENG] A method of measuring surface temperatures by observing the infrared emission from the surface.  

infrared thermometer [ENG] An instrument that focuses and detects the infrared radiation emitted by an object in order to determine its temperature.  

Ingen-Hausz apparatus [THERMO] An apparatus for comparing the thermal conductivities of different conductors; specimens consisting of long wax-coated rods of equal length are placed with one end in a tank of boiling water covered with a radiation shield, and the lengths along the rods from which the wax melts are compared.  

in-house [IND ENG] Pertaining to an operation produced or carried on within a plant or organization, rather than done elsewhere under contract.  

initial boiling point [CHEM ENG] Petroleum-refinery treating process to sweeten gasoline (convert mercaptans to disulfides) of low mercaptan content, uses a phenylenediamine inhibitor, air, and caustic.  

initial yaw [MECH] The yaw of a projectile the instant it leaves the muzzle of a gun.  

injection [ELECTR] 1. The method of applying a signal to an electronic circuit or device.  2. The process of introducing electrodes or holes into a semiconductor so that their total number exceeds the number present at thermal equilibrium.  

injection blood molding [ENG] Plastics molding process in which a hollow-plastic tube is formed by injection molding.  

injection carburator [MECH ENG] A carburator in which fuel is delivered under pressure into a heated part of the engine intake system. Also known as pressure carburator.  

injection efficiency [ELECTR] A measure of the efficiency of a semiconductor junction when a forward bias is applied, equal to the current of injected minority carriers divided by the total current across the junction.  

injection electroluminescence [ELECTR] Radiation resulting from recombination of minority charge carriers injected in a pn or pnp junction that is biased in the forward direction. Also known as Loseff effect: recombination electroluminescence.
injection locking

injection locking  [ELECTR] The capture or synchronization of a free-running oscillator by a weak injected signal at a frequency close to the natural oscillator frequency or to one of its sub-harmonics, used for frequency stabilization in IMPATT or magnetron microwave oscillators, gas-laser oscillators, and many other types of oscillators. (in‘jek‘shan ,lük‘ətʃən)

injection luminescent diode  [ELECTR] Gallium arsenide diode, operating in either the laser or the noncoherent mode, that can be used as a visible or near-infrared light source for triggering such devices as light-activated switches. (in‘jek‘shan ,lju‘maɪnəs-ənt ,dər‘dəd)

injection mold  [ENG] A plastics mold into which the material to be formed is introduced from an exterior heating cylinder. (in‘jek‘shan ,mɔld)

injection molding  [ENG] Molding metal, plastic, or nonplastic ceramic shapes by injecting a measured quantity of the molten material into dies. (in‘jek‘shan ,mɔl-din)

injection pump  [MECH ENG] A pump that forces a measured amount of fuel through a fuel line and atomizing nozzle in the combustion chamber of an internal combustion engine. (in‘jek‘shan ,pamp)

injection ram  [ENG] In injection molding, the ram that applies pressure to the feed plunger in the process of either injection or transfer molding. (in‘jek‘shan ,ram)

injection signal  [ENG]ACOUS] The sawtooth frequency-modulated signal which is added to the first detector circuit for mixing with the incoming target signal. (in‘jek‘shan ,sɪg-nəl)

injector  [ELECTR] An electrode through which charge carriers (holes or electrons) are forced to enter the high-field region in a spacistor. [MECH ENG] 1. An apparatus containing a nozzle in an actuating fluid which is accelerated and thus entrains a second fluid, so delivering the mixture against a pressure in excess of the actuating fluid. 2. A plug with avalved nozzle through which fuel is metered to the combustion chambers in diesel- or full-injection engines. 3. A jet through which feedwater is injected into a boiler, or fuel is injected into a combustion chamber. (in‘jek‘tər)

injectives  See low-pressure torch. (in‘jek‘tər ,torch)

inkometer  [ENG] An instrument for measuring adhesion of liquids by rotating drums in contact with the liquid. (ɪŋˈkɒm-əd-ər)

inlet  [ENG] An entrance or orifice for the admission of fluid. (ˈɪnˌleɪt)

inlet box  [MECH ENG] A closure at the fan inlet or inlets in a boiler for attachment of the fan to the duct system. (ˈɪnˌleɪt ,bæks)

inlet valve  [MECH ENG] The valve through which a fluid is drawn into the cylinder of a positive-displacement engine, pump, or compressor. Also known as induction valve. (ˈɪnˌleɪt ,vɑlˈvə)

in line  [ENG] 1. Over the center of a borehole and parallel with its long axis. 2. Of a drill motor, mounted so that its drive shaft and the drive rod in the drill swivel head are parallel, or mounted so that the shaft driving the drill-swigel-head bevel gear and the drill-motor drive shaft are centered in a direct line and parallel with each other. 3. Having similar units mounted together in a line. (ˈɪnˌlайн)

in-line assembly machine  [IND ENG] An assembly machine that inserts components into a wiring board one at a time as the board is moved from station to station by a conveyor or other transport mechanism. (ˈɪnˌlайн əˌsem-blə ˈmɔrən)

in-line engine  [MECH ENG] A multiple-cylinder engine with cylinders aligned in a row. (ˈɪnˌlайн əˌjɛn)

in-line equipment  [ENG] 1. A sequence of equipment or processing items mounted along the same vertical or horizontal plate. 2. Equipment mounted within a process line, such as an in-line pump, pressure-drop flowmeter, or nozzle mixer. (ˈɪnˌlайн əˌkwər̩mənt)

in-line linkage  [MECH ENG] A power-steering linkage which has the control valve and actuator combined in a single assembly. (ˈɪnˌlайн ˌlɪŋkˌdʒi)

innage  [ENG] The volume or the measured height of liquid introduced into a tank or container. (ˈɪnˌni)

inner barrel  See inner tube. (ˈɪnərˌbɔrəl)

inner hearth  See back hearth. (ˈɪnərˌhɔrθ)

inner tube  [ENG] A rubber tube used inside a pneumatic tire casing to hold air under pressure. Also known as tube. (ˈɪnərˌtuːb)

in-phase component  [ELEC] The component of the phasor representing an alternating current which is parallel to the phasor representing voltage. (ˈɪnˌfeɪs ˈkəmpənˈmənt)

in-place value  [IND ENG] The site value of property, that is, the market value of equipment plus costs of transportation to the site and subsequent installation. (ˈɪnˌplæs ˈvælˈjuː)

input  [ELECTR] 1. The power or signal fed into an electrical or electronic device. 2. The terminals to which the power or signal is applied. (ˈɪnˌput)

input/output relation  [SYS ENG] The relation between two vectors whose components are the inputs (excitations, stimuli) of a system and the outputs (responses) respectively. (ˈɪnˌputˌaʊtˌrɪt ˈtrɪmˈni,ˈləˌʃən)

insensitive time  See dead time. (ɪnˌsɛnsəˈtɪvˌtɪm)

insert bit  [DES ENG] A bit into which inset cutting points of various preshaped pieces of hard metal (usually a sintered tungsten carbide-cobalt powder alloy) are brazed or hand-peened into slots or holes cut or drilled into a blank bit. Also known as slug bit. (ˈɪnˌsɛrtˌbɪt)

inserted-tooth cutter  [DES ENG] A milling cutter in which the teeth can be replaced. (ˈɪnˌsɜrtˌtəθˌkʌtə)

insertion meter  [ENG] A type of flowmeter
which measures the rotation rate of a small pro-
ller or turbine rotor mounted at right angles to
the end of a support rod and inserted into the
passage of the electric current through the
detonator and its explosion. ['ɪnstanʃəntneɪdəprə]

instantaneous fuse  [ENG] A fuse with an igni-
tion rate of several thousand feet per minute;
an example is PCTN. ['ɪnstanʃəntneɪdəprə fuz]  

instantaneous recording  [ENG ACOUS] A re-
cording intended for direct reproduction without
further processing. ['ɪnstanʃəntneɪdəprə ɪkərdɪn]  

instantaneous recovery  [MECH] The immedi-
ate reduction in the strain of a solid when a
stress is removed or reduced, in contrast to creep
recovery. ['ɪnstanʃəntneɪdə prə rɪkərdɪn]  

instantaneous strain  [MECH] The immediate
deformation of a solid upon initial application of
a stress, in contrast to creep strain. ['ɪn-
stanʃəntneɪdəstrən]  

instant center  See instantaneous center. ('ɪn-
stant 'ʃentər)  

instruction card  [IND ENG] A written descrip-
tion of the standard method used by a worker,
to guide his activities. ('ɪnstrəkʃən 'keərd)  

instrument  [ENG] A device for measuring and
sometimes also recording and controlling the
value of a quantity under observation. ('ɪn-
straʊmənt)  

instrumental analysis  [ENG] The use of an in-
strument to measure a component, to detect
the completion of a quantitative reaction, or to
detect a change in the properties of a system.
('ɪnstrəmenteɪl 'aɪnstrəmental)  

instrumentation  [ENG] Designing, manufactur-
ing, and utilizing physical instruments or instru-
ment systems for detection, observation, meas-
urement, automatic control, automatic computa-
tion, communication, or data processing.
('ɪnstrəmenteɪl 'aɪnstrəmentenər)  

instrument correction  [ENG] A correction of
measurements made on a unit under test for
either inaccuracy of the instrument or eroding
effect of the instrument. ('ɪnstrəmenteɪl 'kaʊ,rekənən)  

instrument housing  [ENG] A case or enclosure
to cover and protect an instrument. ('ɪnstrə-
mənt 'heɪuəz)  

instrument panel  [ENG] A panel or board con-
taining indicating meters. ('ɪnstrəmenteɪl 'pɑnəl)  

instrument reading time  [ENG] The time, after
a change in a measured quantity, which it takes
for the indication of an instrument to come and
remain within a specified percentage of its final
value. ('ɪnstrəmenteɪl 'rɪdɪn, 'tɪm)  

instrument science  [ENG] The systematically
organized body of general concepts and prin-
ciples underlying the design, analysis, and applica-
tion of instruments and instrument systems.
('ɪnstrəmenteɪl 'sɛnsən)  

instrument shelter  [ENG] A boxlike structure
designed to protect certain meteorological in-
struments from exposure to direct sunshine, pre-
cipitation, and condensation, while providing
adequate ventilation. Also known as thermometer screen, thermometer shelter, thermoscreen.

* instrument system  [ENG] A system which integrates one or more instruments with auxiliary or associated devices for detection, observation, measurement, automatic control, automatic computation, communication, or data processing.  

* insulated  [ELEC] Separated from other conducting surfaces by a nonconducting material.  

* insulated-gate bipolar transistor  [ELECTR] A power semiconductor device that combines low forward voltage drop, gate-controlled turnoff, and high switching speed. It structurally resembles a vertically diffused MOSFET, featuring a double diffusion of a p-type region and an n-type region, but differs from the MOSFET in the use of a p+ substrate layer (in the case of an n-channel device) for the drain. The effect is to change the transistor into a bipolar device, as this p-type region injects holes into the n-type drift region. Abbreviated IGBT.  

* insulated-gate field-effect transistor  See metal oxide semiconductor field-effect transistor.  

* insulated-substrate monolithic circuit  [ELECTR] Integrated circuit which may be either an all-diffused device or a compatible structure so constructed that the components within the silicon substrate are insulated from one another by a layer of silicon dioxide, instead of reverse-biased pn junctions used for isolation in other techniques.  

* insulating strength  [ELEC] Measure of the ability of an insulating material to withstand electric stress without breakdown; it is defined as the voltage per unit thickness necessary to initiate a disruptive discharge, usually measured in volts per centimeter.  

* insulation  [BUILD] Material used in walls, ceilings, and floors to retard the passage of heat and sound.  

* insulation resistance  [ELEC] The electrical resistance between two conductors separated by an insulating material.  

* insulation sampler  [ENG] A device for collecting deep water which prevents any significant conduction of heat from the water sample so that it maintains its original temperature as it is hauled to the surface.  

* insulation testing set  [ENG] An instrument for measuring insulation resistance, consisting of a high-range ohmmeter having a hand-driven direct-current generator as its voltage source.  

* integrable system  [MECH] A dynamical system whose motion is governed by an integrable differential equation.  

* integrable system  [MECH] A system of pipes which feeds fuel to the various cylinders of a multicylinder internal combustion engine.  

* integral action  [CONT SYS] A control action in which the rate of change of the correcting force is proportional to the deviation.  

* integral compensation  [CONT SYS] Use of a compensator whose output changes at a rate proportional to its input.  

* integral control  [CONT SYS] Use of a control system in which the control signal changes at a rate proportional to the error signal.  

* integral network  [CONT SYS] A compensating network which produces high gain at low input frequencies and low gain at high frequencies, and is therefore useful in achieving low steady-state errors. Also known as lagging network, lag network.
intelligent vehicle highway systems

**integral square error** [CONT SYS] A measure of system performance formed by integrating the square of the system error over a fixed interval of time; this performance measure and its generalizations are frequently used in linear optimal control and estimation theory. \( \text{'int-a-gral } \text{skwer}_{-er-ar} \)

**integral-type flange** [DES ENG] A flange which is forged or cast with, or butt-welded to, a nozzle senses the rate of angular displacement and generates a signal capable of performing at least one complete electronic circuit function. Abbreviated IC. Also known as integrated circuit. \( \text{'int-a-gral } \text{tip } \text{flan}' \)

**integral waterproofing** [ENG] Waterproofing concrete by adding the waterproofing material to the cement or to the mixing water. \( \text{'int-a-gral } \text{wod-ar, pruf-il} \)

**integrator** [ENG] A device used for completing a mathematical integration by graphical methods. \( \text{'int-a-graf} \)

**integrated circuit** [ELECTR] An interconnected array of active and passive elements integrated with a single semiconductor substrate or deposited on the substrate by a continuous series of compatible processes, and capable of performing at least one complete electronic circuit function. Abbreviated IC. Also known as integrated semiconductor. \( \text{'int-a-grad-ad } \text{sar-kat} \)

**integrated electronics** [ELECTR] A generic term for that portion of electronic art and technology in which the interdependence of material, device, circuit, and system-design consideration is especially significant; more specifically, that portion of the art dealing with integrated circuits. \( \text{'in-ta-grad-ad } \text{i,lekt-tran-iks} \)

**integrated injection logic** [ELECTR] Integrated circuit logic that uses a simple and compact bipolar transistor gate structure which makes possible large-scale integration on silicon for logic arrays, memories, watch circuits, and various analog and digital applications. Abbreviated PL. Also known as merged-transistor logic. \( \text{'in-ta-grad-ad } \text{in-tek-shan } \text{laj-ik} \)

**integrated semiconductor** Sw integrated circuit. \( \text{'in-ta-grad-ad } \text{ism-i kon-dak-tar} \)

**integrated sensor** [ENG] A very small device in which the sensing of some physical quantity is integrated with the functions of signal processing and information processing. \( \text{'in-ta-grad-ad } \text{'sen-sar} \)

**integrating accelerometer** [ENG] A device whose output signals are proportional to the velocity of the vehicle or to the distance traveled (depending on the number of integrations) instead of acceleration. \( \text{'in-ta-grad-ad } \text{ak,sel} \text{'tram-ad-ar} \)

**integrating frequency meter** [ENG] An instrument that measures the total number of cycles through which the alternating voltage of an electric power system has passed in a given period of time, enabling this total to be compared with the number of cycles that would have elapsed if the prescribed frequency had been maintained. Also known as master frequency meter. \( \text{'int-a-grad-ij } \text{frie-kwan-sae, med-ar} \)

**integrating galvanometer** [ENG] A modification of the d'Arsonval galvanometer which measures the integral of current over time; it is designed to be able to measure changes of flux in an exploring coil which last over periods of several minutes. \( \text{'int-a-grad-ij } \text{gal-var-naam-ad-ar} \)

**integrating gyroscope** [ENG] A gyroscope that senses the rate of angular displacement and measures and transmits the time integral of this rate. \( \text{'int-a-grad-ij } \text{ji-ra, skop} \)

**integrating meter** [ENG] An instrument that totalizes electric energy or some other quantity consumed over a period of time. \( \text{'int-a-grad-ij } \text{med-ar} \)

**integrating water sampler** [ENG] A water sampling device comprising a cylinder with a free piston whose movement is regulated by the evacuation of a charge of fresh water. \( \text{'int-a-grad-ij } \text{wod-ar, sam-piar} \)

**integration** [SYS ENG] The arrangement of components in a system so that they function together in an efficient and logical way. \( \text{'int-a-grad-shan} \)

**intelligent agent** [IND ENG] A computing hardware- or software-based system that operates without the direct intervention of humans or other agents, examples include robots, smart sensors, and Web-search software agents. \( \text{in-tel-o-jant } \text{'ai-jant} \)

**intelligent machine** [ENG] Any machine that can accomplish its specific task in the presence of uncertainty and variability in its environment. \( \text{in-tel-o-jant } \text{ma-shen} \)

**intelligent manufacturing** [IND ENG] 1. The use of production process technology that can automatically adapt to changing environments and varying process requirements, with the capability of manufacturing various products with minimal supervision and assistance from operators. 2. The development and implementation of artificial intelligence in manufacturing. \( \text{in-tel-o-jant } \text{man-sfak-char-ij} \)

**intelligent robot** [CONT SYS] A robot that functions as an intelligent machine, that is, it can be programmed to take actions or make choices based on input from sensors. \( \text{in-tel-o-jant } \text{ro, bai} \)

**intelligent sensor** Sw smart sensor. \( \text{in-tel-o-jant } \text{'sen-sar} \)

**intelligent transportation systems** [CIV ENG] The application of advanced technologies to surface transportation problems, including traffic and transportation management, travel demand management, advanced public transportation management, electronic payment, commercial vehicle operations, emergency services management, and advanced vehicle control and safety systems. Previously known as intelligent vehicle highway systems. \( \text{in-tel-o-jant } \text{tranz-par-ta-shan, sis-tamz} \)

**intelligent vehicle highway systems** Sw intelligent transportation systems. \( \text{in-tel-o-jant } \text{ve-a-kol } \text{hi, wai, sis-tamz} \)

297
interaction balance method

interaction balance method See goal coordination method. 

interaction prediction method [CONT SYS] A method for coordinating the subproblem solutions in plant decomposition, in which the interaction variables are specified by the second-level controller according to overall optimality conditions, and the subproblems are solved to satisfy local optimality conditions constrained by the specified values of the interaction variables. Also known as feasible method. 

interbase current [ELECTR] The current that flows from one base connection of a junction tetrode transistor to the other, through the base region. 

intercepting sewer [CIV ENG] A sewer that receives flow from transverse sewers and conducts the water to a treatment plant or disposal point. 

interceptometer [ENG] A rain gage which is placed under trees or in foliage to determine the rainfall in that location; by comparing this catch with that from a rain gage set in the open, the amount of rainfall which has been intercepted by foliage is found. 

interchange [CIV ENG] A junction of two or more highways at a number of separate levels so that traffic can pass from one highway to another without the crossing at grade of traffic streams. 

interchangeability [ENG] The ability to replace the components, parts, or equipment of one manufacturer with those of another, without losing function or suitability. 

intercondenser [MECH ENG] A condenser between stages of a multistage steam jet pump. 

interconnection [ELEC] A link between power systems enabling them to draw on one another's reserves in time of need and to take advantage of energy cost differentials resulting from such factors as load diversity, seasonal conditions, time-zone differences, and shared investment in larger generating units. 

intercooler [MECH ENG] A heat exchanger for cooling fluid between stages of a multistage compressor with consequent saving in power. 

interface resistance [THERMO] 1. Impairment of heat flow caused by the imperfect contact between two materials at an interface. 2. Quantitatively, the temperature difference across the interface divided by the heat flux through it. 

interference fit [DES ENG] A fit wherein one of the mating parts of an assembly is forced into a space provided by the other part in such a way that the condition of maximum metal overlap is achieved. 

interference time [IND ENG] Idle machine time occurring when a machine operator, assigned to two or more semiautomatic machines, is unable to service a machine requiring attention. 

interferometric hydrophone [ENG] A hydrophone in which pressure changes act directly or indirectly to deform an optical fiber and thus produce a phase change in light from a laser or light-emitting diode; the phase change is detected in an interferometer. Also known as fiber-optic hydrophone. 

interfit [ENG] The distance extended by the ends of one bit cone into the grooves of an adjacent one in a roller cone bit. Also known as intermesh. 

interior ballistics [MECH] The science concerned with the combustion of powder, development of pressure, and movement of a projectile in the bore of a gun. 

intermediate gear [MECH ENG] An idler gear inserted between a driver and driven gear. 

intermediate-frequency amplifier [ELECTR] The section of a superheterodyne receiver that amplifies signals after they have been converted to the fixed intermediate-frequency value by the frequency converter. Abbreviated i-f amplifier. 

intermediate-frequency amplifier [ELECTR] The section of a superheterodyne receiver that amplifies signals after they have been converted to the fixed intermediate-frequency value by the frequency converter. Abbreviated i-f amplifier. 

intermediate-frequency amplifier [ELECTR] The section of a superheterodyne receiver that amplifies signals after they have been converted to the fixed intermediate-frequency value by the frequency converter. Abbreviated i-f amplifier. 

intermediate-frequency amplifier [ELECTR] The section of a superheterodyne receiver that amplifies signals after they have been converted to the fixed intermediate-frequency value by the frequency converter. Abbreviated i-f amplifier. 

intermediate material [IND ENG] A manufactured product that requires additional processing before it becomes finished goods. 

intermediate material [IND ENG] A manufactured product that requires additional processing before it becomes finished goods. 

intermittent current [ELEC] A unidirectional current that flows and ceases to flow at irregular or regular intervals. 

intermittent defect [ENG] A defect that is not protected in an interferometer. Also known as intermittent balance method. 

intermittent defect [ENG] A defect that is not protected in an interferometer. Also known as intermittent balance method. 

intermittent duty rating [ENG] An output rating based on operation of a device for specified intervals of time rather than continuous duty. Also known as intermittent rating. 

intermittent firing [MECH ENG] Cyclic firing whereby fuel and air are burned in a furnace for frequent short time periods. 

intermittent operation [ENG] Condition in which a device operates normally for a time, then becomes defective for a time, with the process occurring...
repeating itself at regular or irregular intervals. [in. tarmaj-ant əp-ər-ə-shan ]
im-termittent rating See intermittent-duty rating. [in. tarmaj-ant əd-əm ]
im-termittent work [IND ENG] A type of task requiring moderate to highly demanding physical effort that is interrupted by short periods of rest or light work lasting a few seconds to a few minutes. [in. tarm-joint əwərk ]
im-termodulation [ELECTR] Modulation of the components of a complex wave by each other, producing new waves whose frequencies are equal to the sums and differences of integral multiples of the component frequencies of the original complex wave. [in. tarm-əl ,br-ə-məj-ək-ən əv inh. tarm-mant ]
im-ternal biomechanical environment [IND ENG] A concept that is used in ergonomic design and considers that muscles, bones, and tissues are subject to the same Newtonian mechanical forces as are objects external to the body. [in. tarm-əl ə ,brək ]
im-ternal brake [MECH ENG] A friction brake in which an internal shoe follows the inner surface of the rotating brake drum, wedging itself between the drum and the point at which it is anchored; used in motor vehicles. [in. tarm-əl əbrək ]
im-ternal broaching [MECH ENG] The removal of material on internal surfaces, by means of a tool with teeth of progressively increasing size moving in a straight line or other prescribed path over the surface, other than for the origination of a hole. [in. tarm-əl əbrək-əj ]
im-ternal combustion engine [MECH ENG] A prime mover in which the fuel is burned within the engine and the products of combustion serve as the thermodynamic fluid, as with gasoline and diesel engines. [in. tarm-əl əkəm-bəs-ən in-ən ]
im-ternal dielectric field See dielectric field. [in. tarm-əl ə ,diə-ə-lek-trik əfeld ]
im-ternal diffusion [CHEM ENG] The diffusion of liquid or gaseous reactants to the innermost pore depths of an adsorbent-base catalyst, necessary for full catalytic effect. [in. tarm-əl əd-iə-fə-ən ]
im-ternal energy [THERMO] A characteristic property of the state of a thermodynamic system, introduced in the first law of thermodynamics; it includes intrinsic energies of individual molecules, kinetic energies of internal motions, and contributions from interactions between molecules, but excludes the potential or kinetic energy of the system as a whole; it is sometimes erroneously referred to as heat energy. [in. tarm-əl ən-ər-je ]
im-ternal floating-head exchanger [MECH ENG] Tube-and-shell heat exchanger in which the tube sheet (support for tubes) at one end of the tube bundle is free to move. [in. tarm-əl əflo-hd-ə əd-hiks-ən ər ]
im-ternal force [MECH] A force exerted by one part of a system on another. [in. tarm-əl əfərdəs ]
im-ternal friction [MECH] 1. Conversion of mechanical strain energy to heat within a material subjected to fluctuating stress. 2. In a powder, the friction that is developed by the particles sliding over each other; it is greater than the friction of the mass of solid that comprises the individual particles. [in. tarm-əl əfər-əshn ]
im-ternal furnace [MECH ENG] A boiler furnace having a firebox within a water-cooled heating surface. [in. tarm-əl əfər-nəs ]
im-ternal gear [DES ENG] An annular gear having teeth on the inner surface of its rim. [in. tarm-əl əgəər ]
im-ternal grinder [MECH ENG] A machine designed for grinding the surfaces of holes. [in. tarm-əl əgən-ər ]
im-terally fired boiler [MECH ENG] A fire-tube boiler containing an internal furnace which is water-cooled. [in. tarm-əl əfə-ə-ə əboil-ər ]
im-ternal mechanical environment [IND ENG] A concept that considers parts of the human body, such as muscles, bones, and tissues, in terms of how they are subject to Newtonian mechanics in their interaction with the external environment. [in. tarm-əl əmikən-ək-ən inh. tarm-mant ]
im-ternal mix atomizer [MECH ENG] A type of pneumatic atomizer in which gas and liquid are mixed prior to the gas expansion through the nozzle. [in. tarm-əl əmiks əd-ə-miər ]
im-ternal spring safety relief valve [ENG] A spring-loaded valve with a portion of the operating mechanism located inside the pressure vessel. [in. tarm-əl əsprin əsəfətə ərəl-ə əvəl ]
im-ternal stress [MECH] A stress system within a solid that is not dependent on external forces. Also known as residual stress. [in. tarm-əl əstres ]
im-ternal thread [DES ENG] A screw thread cut on the inner surface of a hollow cylinder. [in. tarm-əl əθərd ]
im-ternal vibrator [MECH ENG] A vibrating device which is drawn vertically through placed concrete to achieve proper consolidation. [in. tarm-əl əvibr-ədər ]
im-ternal work [IND ENG] Manual work done by a machine operator while the machine is automatically operating. Also known as fill-up work; inside work. [THERMO] The work done in separating the particles composing a system against their forces of mutual attraction. [in. tarm-əl əwərk ]
im-ternational ampere [ELEC] The current that, when flowing through a solution of silver nitrate in water, deposits silver at a rate of 0.001118 gram per second, it has been superseded by the ampere as a unit of current, and is equal to approximately 0.9999850 ampere. [in. tarm-nash-ən ənəm,əpər ]
im-ternational ohm [ELEC] A unit of resistance, equal to that of a column of mercury of uniform cross section that has a length of 160.3 centimeters and a mass of 14.452 grams at the temperature of melting ice; it has been superseded by the ohm, and is equal to 1.00049 ohms. [in. tarm-nash-ən ənəm ]
im-ternational practical temperature scale [THERMO] Temperature scale based on six
international system of electrical units

points: the water triple point, the boiling points of oxygen, water, sulfur, and the solidification points of silver and gold, designated as °C, degrees Celsius, or °C, replaced in 1990 by the international temperature scale. [ˈɪntərˈsɛkʃən pɔɪnt]

interchange [MECH] A burner whichandsecond,in use between 1893 and 1947, included in a switching area. [intərˈtɜːmən ˈmæn-əl 'swɪtʃ-ɪŋ]

interlock [ELEC] The extremely pulse tachometer in which the frequency of pulses generated by the interrupted direct current is measured to produce the speed of the engine. [ɪntəˈrʌptɪd ˈdɛkstət ˈtʃeɪmənd-ər]

interrupted screw [DES ENG] A screw with longitudinal grooves cut into the thread, and which locks quickly when inserted into a similar matching part. [ˈɪntər-ˈrʌptɪd ˈsɜːr-ək]

interrupter [ELEC] An electric, electronic, or mechanical device that periodically interrupts the flow of a direct current so as to produce pulses. [ˈɪntər-ˈrʌptər]

intersection [CIV ENG] 1. A point of junction or crossing of two or more roadways. 2. A surveying method in which a plane table is used alternately at each end of a measured baseline. [ɪnˈtɜːrˈsekt]

intersection angle [CIV ENG] The angle of deflection at the intersection point between the straightaways of a railway or highway curve. [ɪnˈtɜːrˈsekt-ənˈɡle]

intersection point [CIV ENG] That point where two straight lines or tangents to a railway or road curve would meet if extended. [ɪnˈtɜːrˈsekt-ənˈpɔɪnt]

interspace [BUILD] An air space. [ˈɪn-tər ˈspæs]

interterminal switching [CIV ENG] The movement of railroad cars from one line to another within a switching area. [ɪnˈtɜːr-ˈtɜːmən ˈmæn-əl ˈswɪtʃ-ɪŋ]

intertube burner [MECH ENG] A burner which utilizes a nozzle that discharges between adjacent tubes. [ɪnˈtɜːr-tuːb ˈbær-nər]

interval timer [ENG] A device which operates a set of contacts during a preset time interval and, at the end of the interval, returns the contacts to their normal positions. Also known as timer. [ˈɪntər-tɛmˌəl ˈtɪm-ər]

intraline distance [ENG] The minimum distance permitted between any two buildings within an explosives operating line, to protect buildings from propagation of explosions due to blast effect. [ˈɪn-tɹə,ˈɪn ˈdɪstəns]

intrinsic-barrier diode [ELECTR] A pin diode, in which a thin region of intrinsic material separates the p-type region and the n-type region. [ɪnˈtrɪsk-sɪk ˈbær-ər dɪˈoʊd]

intrinsic-barrier transistor [ELECTR] A pnp or npn transistor, in which a thin region of intrinsic material separates the base and collector. [ɪnˈtrɪsk-sɪk ˈbær-ər ˈtrænzɪstər]

intrinsic contact potential difference [ELEC] True potential difference between two perfectly clean metals in contact. [ɪnˈtrɪsk-sɪk ˈkæntækt ˈpɑːtʃəl ˈdɪˈfʌns]

intrinsic electric strength [ELEC] The extremely high dielectric strength displayed by a substance at low temperatures. [ɪnˈtrɪsk-sɪk ˈɪkˈstrɛŋkθ]

intrinsic layer [ELECTR] A layer of semiconductor material whose properties are essentially those of the pure undoped material. [ɪnˈtrɪsk-sɪk ˈlær-ər]

intrusion grouting [ENG] A method of placing concrete by intruding the mortar component in position and then converting it into concrete as it is introduced into voids. [ɪnˈtrʊz-ənˈgroʊnt]

invariable line [MECH] A line which is parallel to the angular momentum vector of a body executing Poinsot motion, and which passes through the fixed point in the body about which there is no torque. [ɪnˈvɜːr-ə-əl ˈlɪn]

invariable plane [MECH] A plane which is perpendicular to the angular momentum vector of a rotating rigid body not subject to external torque, and which is always tangent to its inertia ellipsoid. [ɪnˈvɜːr-ə-əl ˈplæn]

inventory [ENG] The amount of plastic in the heating cylinder or barrel in injection molding or extrusion. [ˈɪn-ˈvɑːnt-ər-ə]
inverted engine  [MECH ENG] An engine in which the cylinders are below the crankshaft.
inverted engine  [DES ENG] An arch with the crown downward, below the line of the springings; commonly used in tunnels and foundations. Also known as inflected arch.

inverted siphon  [CIV ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

inverting amplifier  [ELECTR] Amplifier whose output polarity is reversed as compared to its input. Such an amplifier obtains its negative feedback by a connection from output to input, and with high gain is widely used as an operational amplifier.

inverting function  [ELECTR] A logic device that inverts the input signal, so that the output is out of phase with the input.

invert level  [ENG] The level of the lowest portion at any given section of a liquid-carrying conduit, such as a drain or a sewer, and which determines the hydraulic gradient available for moving the contained liquid.

invisible hinge  [DES ENG] A door hinge whose parts are not exposed when the door is closed.

invert level  [CONT SYS] The problem of determining, for a given feedback control law, the performance criteria for which it is optimal.

inversion  [MECH ENG] A cam that acts as a follower instead of a driver.

inversion  [CIV ENG] The crown or bottom of a conduit.

inversion temperature  [ENG] The temperature at which the temperature of a solution varies with temperature. The temperature at which the Joule-Thomson effect of a gas changes sign.

inversion  [ELEC] The solution of certain problems in electronics through the use of the transformation in Kelvin's inversion theorem.

inversion  [CHEM ENG] Separation of calcium from milk by use of the calcium ion species in solution as a buffer for the milk.

inversion  [MECH ENG] The temperature at which the Joule-Thomson effect of a gas changes sign.

inversion  [DES ENG] A spline having the same general form as an involute gear teeth, except that the teeth are one-half the depth and the pressure angle is 30°.

ion-beam mixing  [ENG] A process in which bombardment of a solid with a beam of energetic ions causes the intermixing of atoms of two separate phases originally present in the near-surface region.

ion-beam scanning  [ELECTR] The process of analyzing the mass spectrum of an ion beam in a mass spectrometer either by changing the electric or magnetic fields of the mass spectrometer or by moving a probe.

ion-beam thinning  See ion machining.

ion fractionation  [CHEM ENG] Separation of cations or anions from an ionic solution by use of a membrane permeable to the desired ion; equipment includes electrodialyzers and ion-fractionation stills.

ion fractionation  [DES ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [CHEM ENG] Separation of cations or anions from an ionic solution by use of a membrane permeable to the desired ion; equipment includes electrodialyzers and ion-fractionation stills.

ion implantation  [MECH ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [MAR ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [IND ENG] Systematic management of the balance on hand of inventory items, involving the supply, storage, distribution, and recording of items.

ion implantation  [THERMO] A reversal of the external involute gear teeth.

ion implantation  [ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [ELECTR] The process of analyzing the mass spectrum of an ion beam in a mass spectrometer either by changing the electric or magnetic fields of the mass spectrometer or by moving a probe.

ion implantation  [IND ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [CHEM ENG] Separation of cations or anions from an ionic solution by use of a membrane permeable to the desired ion; equipment includes electrodialyzers and ion-fractionation stills.

ion implantation  [MECH ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [THERMO] A reversal of the external involute gear teeth.

ion implantation  [ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [MECH ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [THERMO] A reversal of the external involute gear teeth.

ion implantation  [ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [MECH ENG] A process of introducing impurities into the near-surface regions of solids by directing a beam of ions at the solid.

ion implantation  [DES ENG] A gear tooth whose profile is established by an involute curve outward from the base circle.

ion implantation  [THERMO] A reversal of the external involute gear teeth.
An element whose irregular element iron oxide process.

A process by an ionosonde that is, a graph of the virtual height of the ionosphere plotted against frequency.

A radar system for determination of the iron compounds in a product stream; a pulsed vertical beam is swept periodically at constant entropy. A process that is carried out at constant enthalpy. An artificial open channel for transporting water for crop irrigation.

Fluid flow in which the entropy of any part of the fluid does not change as that part is carried along with the fluid. A process that functions independently of any other machine or process. A type of secondary ion mass spectrometer in which primary ions are focused on a spot 1–2 micrometers in diameter, mass-charge separation of secondary ions is carried out by a double focusing mass spectrometer or spectrograph, and a magnified image of elemental or isotopic distributions on the sample surface is produced using synchronous scanning of the primary ion beam and an oscilloscope.

A process which cannot be reversed by an infinitesimal change in external conditions. See nonequilibrium thermodynamics. Artificial application of water to arable land for agricultural use.

An artificial open channel for transporting water for crop irrigation. A conduit of connected pipes for transporting water for crop irrigation. A process by which a gas is passed through iron oxide and wood shavings to remove sulfides. A type of secondary ion mass spectrometer in which primary ions are focused on a spot 1–2 micrometers in diameter, mass-charge separation of secondary ions is carried out by a double focusing mass spectrometer or spectrograph, and a magnified image of elemental or isotopic distributions on the sample surface is produced using synchronous scanning of the primary ion beam and an oscilloscope.
Isothermal process

Isoconcentration [CHEM ENG] Constant concentration values. \(\{\text{I‧so}_0\text{,kāns-an′trā-shan} \}

Isoconcentration map [CHEM ENG] Map or diagram of a liquid or gas system's concentration with respect to a single component of the system, shown by constant-concentration contour lines. \(\{\text{I‧so}_0\text{,kāns-an′trā-shan , map} \}

Iso cracking [CHEM ENG] A hydrocracking process for conversion of hydrocarbons into more valuable, lower-boiling products, operates at relatively low temperatures and pressures in the presence of hydrogen and a catalyst. \(\{\text{I‧so}_0\text{ ′krak-in} \}

Isodynamic [MECH] Pertaining to equality of two or more forces or to constancy of a force. \(\{\text{I‧so}_0\text{-di′nam-ik} \}

Isoelectric [ELEC] Pertaining to a constant electric potential. \(\{\text{I‧so}_0\text{-i′lek-trik} \}

Isoforming [CHEM ENG] A petroleum refining process in which olefinic naphtha is contacted with an alumina catalyst at high temperature and low pressure to produce isomers of higher octane number. \(\{\text{I‧so}_0\text{,fōr-miŋ} \}

Isokinetic sampling [ENG] Any technique for collecting airborne particulate matter in which the collector is so designed that the airstream entering it has a velocity equal to that of the air passing around and outside the collector. \(\{\text{I‧so}_0\text{-kiŋ-ed-ik ′sam-pliŋ} \}

Isolate [CHEM ENG] To separate two portions of a process system by means of valving or line blanks, used as safety measure during maintenance or repair, or to redirect process flows. [ELEC] To disconnect a circuit or piece of equipment from an electric supply system. \(\{\text{I‧so}_0\text{,lāt} \}

Isolated footing [CIV ENG] A concrete slab or block under an individual load or column. \(\{\text{I‧so}_0\text{,lād-ad ′fuŋ-īŋ} \}

Isolated system See closed system. \(\{\text{I‧so}_0\text{,lād-ad ′sīs-tom} \}

Isolation amplifier [ELECTR] An amplifier used to minimize the effects of a following circuit on the preceding circuit. \(\{\text{I‧sa}′\text{,lā-shan ′am-pla,īt-ar} \}

Isolation diode [ELECTR] A diode used in a circuit to allow signals to pass in only one direction. \(\{\text{I‧sa}′\text{,lā-shan ′di,ōd} \}

Isolation test [ENG] A leak detection method which isolates the evacuated system from the pump, followed by observation of the rate of pressure rise. \(\{\text{I‧sa}′\text{,lā-shan ′te-st} \}

Isolator [ELECTR] A passive attenuator in which the loss in one direction is much greater than that in the opposite direction, a ferrite isolator for waveguides is an example. [ENG] Any device that absorbs vibration or noise, or prevents its transmission. \(\{\text{I‧sa}′\text{,lād-ar} \}

Isolith [ELECTR] Integrated circuit of components formed on a single silicon slice, but with the various components interconnected by beam leads and with circuit parts isolated by removal of the silicon between them. \(\{\text{I‧sa}_0\text{,lith} \}

Iso metric process [THERMO] A constant-volume, frictionless thermodynamic process in which the system is confined by mechanically rigid boundaries. \(\{\text{I‧sa}′\text{-me′trik ′prā-sas} \}

Isostatics [MECH] In photoelasticity studies of stress analyses, those curves, the tangents to which represent the progressive change in principal-plane directions. Also known as stress trajectories. Also known as stress lines. \(\{\text{I‧sa}′\text{-stād-iks} \}

Isostatic surface [MECH] A surface in a three dimensional elastic body such that at each point of the surface one of the principal planes of stress at that point is tangent to the surface. \(\{\text{I‧sa}′\text{-stād-ik ′sār-fas} \}

Isotensoscope [ENG] An instrument for measuring the vapor pressure of a liquid, consisting of a U tube containing the liquid, one arm of which connects with a closed vessel containing the same liquid, while the other connects with a pressure gage where the pressure is adjusted until the levels in the arms of the U tube are equal. \(\{\text{I‧sa}′\text{-ten-ə,skōp} \}

Isotherm [THERMO] A curve or formula showing the relationship between two variables, such as pressure and volume, when the temperature is held constant. Also known as isothermal. \(\{\text{I‧sa}_0\text{,thurm} \}

Isothermal See isotherm. \(\{\text{I‧sa}′\text{-thar-mal} \}

Isothermal calorimeter [THERMO] A calorimeter in which the heat received by a reservoir, containing a liquid in equilibrium with its solid at the melting point or with its vapor at the boiling point, is determined by the change in volume of the liquid. \(\{\text{I‧sa}′\text{-thar-mal ′kal-′ār-im-phād-ar} \}

Isothermal compression [THERMO] Compression at constant temperature. \(\{\text{I‧sa}′\text{-thar-mal kan′prē-shān} \}

Isothermal equilibrium [THERMO] The condition in which two or more systems are at the same temperature, so that no heat flows between them. \(\{\text{I‧sa}′\text{-thar-mal ′e-kwa′lēb-re-am} \}

Isothermal expansion [THERMO] Expansion of a substance while its temperature is held constant. \(\{\text{I‧sa}′\text{-thar-mal ik′span-chān} \}

Isothermal flow [THERMO] Flow of a gas in which its temperature does not change. \(\{\text{I‧sa}′\text{-thar-mal ′fil-o} \}

Isothermal layer [THERMO] A layer of fluid, all points of which have the same temperature. \(\{\text{I‧sa}′\text{-thar-mal ′la-ar} \}

Isothermal magnetization [THERMO] Magnetization of a substance held at constant temperature, used in combination with adiabatic demagnetization to produce temperatures close to absolute zero. \(\{\text{I‧sa}′\text{-thar-mal ′mag-na′tə-zā-shān} \}

Isothermal process [THERMO] Any constant-temperature process, such as expansion or compression of a gas, accompanied by heat addition or removal from the system at a rate just adequate to maintain the constant temperature. \(\{\text{I‧sa}′\text{-thar-mal ′prā-sas} \}
isothermal transformation

isothermal transformation [THERMO] Any transformation of a substance which takes place at a constant temperature. {ˈsaʊðər-nəlˌtrænz-ˈfɔrˈmæn}  
ISTS See impulsive stimulated thermal scattering.  
IT calorie See calorie. {ˈɪtəˌkɑl-ər-e}  
ITS See intelligent transportation system.  

ITS-90 See international temperature scale.  
Ivory point [ENG] A small pointer extending downward from the top of the cistern of a Fortin barometer; the level of the mercury in the cistern is adjusted so that it just comes in contact with the end of the pointer, thus setting the zero of the barometer scale. {ˈɪvər-eįp-un}
Jaeger-Steinwehr method [THERMO] A refinement of the Griffiths method for determining the mechanical equivalent of heat, in which a large mass of water, efficiently stirred, is used, the temperature rise of the water is small, and the temperature of the surroundings is carefully controlled.

Jag bolt [DES ENG] An anchor bolt with barbs on a flaring shank.

Jalousie [BUILD] A window that consists of a number of long, narrow panels, each hinged at the top.

Jamb [BUILD] The vertical member on the side of an opening, as a door or window.

Jamb liner [BUILD] A small strip of wood applied to the edge of a window jamb to increase its width for use in thicker walls.

Jameck coordinates [CHEM ENG] Use of a rectangular or Ponchon-type diagram to plot the solvent content of liquid-liquid equilibrium phases; used for solvent-extraction design calculations.

Jaw [ENG] A notched part that permits a rail-road-car axle box to move vertically.

Jawbreaker See jaw crusher.

Jaw clutch [MECH ENG] A clutch that provides positive connection of one shaft with another by means of interlocking faces; may be square or spiral; the most common type of positive clutch.

Jaw crusher [MECH ENG] A machine for breaking rock between two steel jaws, one fixed and the other swinging. Also known as jawbreaker.


Jaeger-Steinwehr method [THERMO] A refinement of the Griffiths method for determining the mechanical equivalent of heat, in which a large mass of water, efficiently stirred, is used, the temperature rise of the water is small, and the temperature of the surroundings is carefully controlled.

Jag bolt [DES ENG] An anchor bolt with barbs on a flaring shank.

Jalousie [BUILD] A window that consists of a number of long, narrow panels, each hinged at the top.

Jamb [BUILD] The vertical member on the side of an opening, as a door or window.

Jamb liner [BUILD] A small strip of wood applied to the edge of a window jamb to increase its width for use in thicker walls.

Jameck coordinates [CHEM ENG] Use of a rectangular or Ponchon-type diagram to plot the solvent content of liquid-liquid equilibrium phases; used for solvent-extraction design calculations.

Jaw [ENG] A notched part that permits a rail-road-car axle box to move vertically.

Jawbreaker See jaw crusher.

Jaw clutch [MECH ENG] A clutch that provides positive connection of one shaft with another by means of interlocking faces; may be square or spiral; the most common type of positive clutch.

Jaw crusher [MECH ENG] A machine for breaking rock between two steel jaws, one fixed and the other swinging. Also known as jawbreaker.


jerk pump

respect to time. 2. A unit of rate of change of acceleration, equal to 1 foot (30.48 centimeters) per second squared per second. { jerk

jerk pump [MECH ENG] A pump that supplies a precise amount of fuel to the fuel injection valve of an internal combustion engine at the time the valve opens; used for fuel injection. { jerk,pump

jet bit [DES ENG] A modification of a drag bit or a roller bit that utilizes the hydraulic jet principle to increase drilling rate. { jet/bit

jet compressor [MECH ENG] A device, utilizing an actuating nozzle and a combining tube, for the pumping of a compressible fluid. { jet compressor

jet condenser [MECH ENG] A direct-contact steam condenser utilizing the aspirating effect of a jet for the removal of noncondensables. { jet condenser

jet drilling [MECH ENG] A drilling method that utilizes a chopping bit, with a water jet run on a string of hollow drill rods, to chop through soils and wash the cuttings to the surface. Also known as wash boring. { jet/drill

jet engine [MECH ENG] Any engine that ejects a jet or stream of gas or fluid, obtaining all or most of its thrust by reaction to the ejection. { jet engine

jet hole [ENG] A boreshole drilled by use of a directed, forceful stream of fluid or air. { jet, hole

jet mill See fluid-energy mill. { jet,mill

jet mixer [MECH ENG] A type of flow mixer or line mixer, depending on impingement of one liquid on the other to produce mixing. { jet,mixer

jet molding [ENG] Molding method in which most of the heat is applied to the material to be molded as it passes through a nozzle or jet, rather than in a conventional heating cylinder. { jet molding

jet nozzle [DES ENG] A nozzle, usually specially shaped, for producing a jet, such as the exhaust nozzle on a jet or rocket engine. { jet, nozzle

jet-piercing drill See fusion-piercing drill. { jet, piercing drill

jet propulsion [ENG] Propulsion by means of a jet of fluid. { jet propulsion

jet pump [MECH ENG] A pump in which an accelerating jet entrains a second fluid to deliver it at elevated pressure. { jet, pump

jetsam [ENG] Articles that sink when thrown overboard, particularly those jettisoned for the purpose of lightening a vessel in distress. { jetsam

jet spinning [ENG] Production of plastic fibers in which a directed blast or jet of hot gas pulls the molten polymer from a die lip, similar to melt spinning. { jet spinning

jetting [CIV ENG] A method of driving piles or well points into sand by using a jet of water to break the soil. { jetting

jet mix [MECH ENG] A machine used to locate and grind holes to size, nozzle on a jet or rocket engine. { jet mix

JFET See junction field-effect transistor. { JFET

jib boom [MECH ENG] An extension that is hinged to the upper end of a crane boom. { jib, boom

jib crane [MECH ENG] Any of various cranes having a projecting arm (jib). { jib crane

jig [ENG] A machine for dyeing piece goods by moving the cloth at full width (open width) through the dye liquor on rollers. [MECH ENG] A device used to position and hold parts for machining operations and to guide the cutting tool. { jig

jig back [MECH ENG] An aerial ropeway with a pair of containers that move in opposite directions and are loaded or stopped alternately at opposite stations but do not pass around the terminals. Also known as reversible tramway, to-and-fro ropeway. { jig, back

jig borer [MECH ENG] A machine tool resembling a vertical milling machine designed for locating and drilling holes in jigs. { jig, borer

jigging [ENG] A mechanization of the ceramic-forming operation consisting of molding the outside of a piece by throwing plastic clay on a plaster of paris mold, placing the mold and clay on a rotating head, and forming the inner surface by forcing a template or jigger knife against the clay, method used in mass-producing dinnerware. { jigging

jig grinder [MECH ENG] A precision grinding machine used to locate and grind holes to size, especially in hardened steels and carbides. { jig, grinder

jig saw [MECH ENG] A tool with a narrow blade suitable for cutting intricate curves and lines. { jig saw

Jim crow [DES ENG] A device with a heavy buttress screw thread used for bending rails by hand. { Jim crow

JIT See just-in-time.

J-K flip-flop [ELECTR] A storage stage consisting only of transistors and resistors connected as flip-flops between input and output gates, and working with charge-storage transistors, gives a definite output even when both inputs are 1. { J-K flip-flop

job [IND ENG] 1. The combination of duties, skills, knowledge, and responsibilities assigned to an individual employee. 2. A work order. { job

job analysis [IND ENG] A detailed study of the
work performed, the facilities required, the working conditions, and the skills required to complete a specific job. Also known as job study. 

jobber's reamer  [DES ENG] A machine reamer that is solid with straight or helical flutes and taper shanks. 

job breakdown  [IND ENG] Separation of an operation into elements. Also known as operation breakdown. 

job characteristic  See job factor. 

job class  [IND ENG] A group of jobs involving a similar type of work, difficulty of performance, or range of pay. Also known as job family; job grade; labor grade. 

job classification  [IND ENG] Designating job classes on the basis of job factors or level of pay, or on the basis of job evaluation. 

job description  [IND ENG] A detailed description of the essential activities required to perform a task. 

job design  [IND ENG] The arrangement of tasks over a work shift with the goal of achieving technological and organizational requirements as well as reducing sources of fatigue and human error. Also known as work design. 

job evaluation  [IND ENG] Orderly qualitative tool for inscribing grooves in fresh cement. 

job factor  [IND ENG] An essential job element which provides a basis for selecting and training employees and establishing the wage plan for the job. Also known as job characteristic. 

job factor. 

Job block  See Johansson block. 


job safety analysis  [IND ENG] A method of studying a job by breaking it down into its components to determine any possible hazards it may involve and the qualifications needed by those who perform it. 

job schedule  [CONT SYS] A control program that selects from a job queue the next job to be processed. 

job shop  [IND ENG] A manufacturing facility that generates a variety of products in relatively low numbers and in batch lots. 


job study  See job analysis. 

joggle  [DES ENG] 1. A flangeline offset on a flat piece of metal. 2. A projection or notch on a sheet of building material to prevent protrusion. 

joggle joint  [CIV ENG] In masonry or stonework, a joint between two blocks in which a projection on one fits into a recess in another. 

Jolly balance  See Jolly post. 

joggle post  [BUILD] 1. A post of wood joined by joggles. 2. A king post with notches or shoulders at its lower end that provide support for the feet of the struts. Also known as joggle piece. 

Johansson block  [DES ENG] A type of gage block ground to an accuracy of at least 1/100,000 inch (0.25 micrometer). Also known as lo block. 

joint  [ELEC] A juncture of two wires or other conductive paths for current. 

joint bar  [CIV ENG] A rigid steel member used in pairs to join, hold, and align rail ends. 

joint clearance  [ENG] The distance between mating surfaces of a joint. 

jointed-arm robot  [CONT SYS] A robot whose arm is constructed of rigid members connected by rotary joints. Also known as revolute-coordinate robot. 

jointer  [ENG] 1. Any tool used to prepare, make, or simulate joints, such as a plane for smoothing wood surfaces prior to joining them, or a hand tool for inscribing grooves in fresh cement. 

2. A file for making sawteeth the same height. 

3. An attachment to a plow that covers discarded material. 

4. A worker who makes joints, particularly a construction worker who cuts stone to proper fit. 

5. A pipe of random length made from two joined, relatively short lengths. 

jointer gage  [DES ENG] An attachment to a bench vise that holds a board at any angle desired for planing. 

joining  [CIV ENG] Caulking of masonry joints. 

jointing  [ENG] A basic woodworking process for trueing or smoothing one surface of a workpiece by using a single peripheral cutting head in order to prepare the workpiece for further processing. 

joint pole  [ELEC] Pole used in common by two or more utility companies. 

joint ring  [DES ENG] A pipe-joint flange whose outside diameter is less than the diameter of the circle containing the connecting bolts and thus fits inside the bolts. 

joint space  [CONT SYS] The space defined by a vector whose components are the translational and angular displacements of each joint of a robotic link. 

joist  [CIV ENG] A steel or wood beam providing direct support for a floor. 

joist anchor  See wall anchor. 

Jolly balance  [ENG] A spring balance used to measure specific gravity of mineral specimens by weighing a specimen when in the air and when immersed in a liquid of known density.
jolt molding  [ENG]  A process for shaping refractory blocks in which a mold containing prepared batch is jolted mechanically to consolidate the material.  [’jolt ’mol-dig]

Joly steam calorimeter  [ENG]  1. A calorimeter in which the mass of steam that condenses on a specimen and a pan holding it is measured, as well as the mass of steam that condenses on an empty pan.  2. See differential steam calorimeter.  [’jol-i ’steam ,kal-o-’rim-ad-ar]

jordan  MECH ENG]  A machine or engine used to refine paper pulp, consisting of a rotating cone, with cutters, that fits inside another cone, also with cutters.  [’jor-d-on]

Jordan sunshine recorder  [ENG]  A sunshine recorder in which the time scale is supplied by the motion of the sun; it consists of two opaque metal semicylinders mounted with their curved surfaces facing each other, each of the semicylinders has a short narrow slit in its flat side, sunlight entering one of the slits falls on light-sensitive paper (blueprint paper) which lines the curved side of the semicylinder.  [’jord-on ‘san-shn ri-kord-ar]

joule  [MECH]  The unit of energy or work in the meter-kilogram-second system of units, equal to the work done by a force of 1 newton magnitude s meter in the direction of the force. Symbolized J. Also known as newton-meter of energy.  [’jul ar ‘jul]

Joule and Playfair’s experiment  [THERMO]  An experiment in which the temperature of the maximum density of water is measured by taking the mean of the temperatures of water in two columns whose densities are determined to be equal from the absence of correction currents in a connecting trough.  [’jujul and ‘plæ,færz ik,spær-ə-’mont]

Joule calimeter  [ENG]  Any electrically heated calorimeter, such as that used in the Griffiths method.  [’jujul ,kal-o-’rim-ad-ar]

Joule cycle  See Brayton cycle.  [’jujul ’s-br-kal]

Joule equivalent  [THERMO]  The numerical relation between quantities of mechanical energy and heat; the present accepted value is 15.015 degrees calorie equals 4.1855 ± 0.0005 joules. Also known as mechanical equivalent of heat.  [’jujul ,kwiv-ə-’lant]

Joule experiment  [THERMO]  1. An experiment to detect intermolecular forces in a gas, in which one measures the heat absorbed when gas in a small vessel is allowed to expand into a second vessel which has been evacuated.  2. An experiment to measure the mechanical equivalent of heat, in which falling weights cause paddles to rotate in a closed container of water whose temperature rise is measured by a thermometer.  [’jujul ik,spær-ə-’mont]

Joule heat  [ELEC]  The heat which is evolved when current flows through a medium having electrical resistance, as given by Joule’s law.  [’jujul ,hæt]

Joule-Kelvin effect  See Joule-Thomson effect.  [’jujul ’kɛl-van ’lɛkt]

Joule’s law  [ELEC]  The law that when electricity flows through a substance, the rate of evolution of heat in watts equals the resistance of the substance in ohms times the square of the current in amperes.  [THERMO]  The law that at constant temperature the internal energy of a gas tends to a finite limit, independent of volume, as the pressure tends to zero.  [’jujul ’lɔ]

Joule-Thomson coefficient  [THERMO]  The ratio of the temperature change to the pressure change of a gas undergoing isenthalpic expansion.  [’jujul ’tæm-ən ,kə-ə,fɪʃ-ənt]

Joule-Thomson effect  [THERMO]  A change of temperature in a gas undergoing Joule-Thomson expansion. Also known as Joule-Kelvin effect.  [’jujul ’tæm-ən ,j,ɛk-tɛkt]

Joule-Thomson expansion  [THERMO]  The adiabatic, irreversible expansion of a fluid flowing through a porous plug or partially opened valve. Also known as Joule-Thomson process.  [’jujul ’tæm-ən ik,spær-chæn]

Joule-Thomson inversion temperature  [THERMO]  A temperature at which the Joule-Thomson coefficient of a given gas changes sign.  [’jujul ’tæm-ən in’vær-ζæn ,tɛm-prə-’char]

Journal  [MECH ENG]  That part of a shaft or crank which is supported by and turns in a bearing.  [’jo:n-əl]

Journal bearing  [MECH ENG]  A cylindrical bearing which supports a rotating cylindrical shaft.  [’jo:n-əl ,ber-ɪŋ]

Journal box  [ENG]  A metal housing for a journal bearing.  [’jo:n-əl ,’baiks]

Journal friction  [MECH ENG]  Friction of the axle in a journal bearing arising mainly from viscous sliding friction between journal and lubricant.  [’jo:n-əl ,frık-ʃæn]

Joystick  [ENG]  A two-axis displacement control operated by a lever or ball, for XY positioning of a device or an electron beam.  [’jɔi,sti:k]

Jumbo  [ELEC]  See drill carriage.  [’jɔm-bo]

Jumper  [ELEC]  A short length of conductor used to make a connection between two points or terminals in a circuit or to provide a path around a break in a circuit.  [’jæm-par]

Jumper tube  [MECH ENG]  A short tube used to bypass the flow of fluid in a boiler or tubular heater.  [’jæmp ,tıb]

Jump phenomenon  [CONT SYS]  A phenomenon occurring in a nonlinear system subjected to a sinusoidal input at constant frequency, in which the value of the amplitude of the forced oscillation can jump upward or downward as the input amplitude is varied through either of two fixed values, and the graph of the forced amplitude versus the input amplitude follows a hysteresis loop.  [’jæmp fo, ’næm-ə-næn]

Jump resonance  [CONT SYS]  A jump discontinuity occurring in the frequency response of a
just ton
This page intentionally left blank.
K

See cathode.

Kalman filter [CONT SYS] A linear system in which the mean squared error between the desired output and the actual output is minimized when the input is a random signal generated by white noise. \{'kal·man, fil·tar\}

kanban [IND ENG] An inventory control system for tracking the flow of in-process materials through the various operations of a just-in-time production process. Kanban means "card" or "ticket" in Japanese. \{kan·ban\}

Kapitza balance [ENG] A magnetic balance for measuring sensitivities of materials in large magnetic fields that are applied for brief periods. \{ka·pit·sa, bal·ans\}

Kapitza expander [CHEM ENG] Reciprocating-piston gas expander used for helium liquefaction; relies on close fit rather than packing or rings on the pistons. \{kap·lät-sā ik·span·dār\}

Kaplan turbine [MECH ENG] A propeller-type hydraulic turbine in which the positions of the runner blades and the wicket gates are adjustable for load change with sustained efficiency. \{kap·län·tār·ban\}

Karrer method [CHEM ENG] An industrial method for the chemical synthesis of riboflavin. \{kar·ər, meth·əd\}

Kata thermometer [ENG] An alcohol thermometer used to measure low velocities in air circulation, by heating the large bulb of the thermometer above 100°F (38°C) and noting the time it takes to cool from 100 to 95°F (38 to 35°C) or some other interval above ambient temperature, the time interval being a measure of the air current at that location. \{ka·tā thār·mam·əd·ər\}

Kater's reversible pendulum [MECH] A gravity pendulum designed to measure the acceleration of gravity and consisting of a body with two knife-edge supports on opposite sides of the center of mass. \{ka·tēr rī·vər·sā bal·pen·ja·lām\}

Katharometer [ENG] An instrument for detecting the presence of small quantities of gases in air by measuring the resulting change in thermal conductivity of the air. Also known as thermal conductivity cell. \{kath·ə·ram·əd·ər\}

Kauertz engine [MECH ENG] A type of cat-and-mouse rotary engine in which the pistons are vanes which are sections of a right circular cylinder; two pistons are attached to one rotor so that they rotate with constant angular velocity, while the other two pistons are controlled by a gear-and-crank mechanism, so that angular velocity varies. \{kō·arts, en·jän\}

kb See kilobar.

kcal See kilocalorie.

keel block [CIV ENG] A docking block used to support a ship's keel. \{kel·blāk\}

kellering [MECH ENG] Three-dimensional machining of a contoured surface by tracer-milling the die block or punch; the cutter path is controlled by a tracer that follows the contours on a die model. \{kel·ə·rēŋ\}

Kellogg equation [THERMO] An equation of state for a gas, of the form

$$p = RT + \sum_{i=1}^{n} \left( \delta_i T - a_i - \left( c_i / T^2 \right) \right)p_i$$

where \(p\) is the pressure, \(T\) the absolute temperature, \(p\) the density, \(R\) the gas constant, and \(a_i, \delta_i,\) and \(c_i\) are constants. \{kel·əg, i.kwā·zhän\}

Kelly ball test [ENG] A test for the consistency of concrete using the penetration of a half sphere, a 1-inch (2.5-centimeter) penetration by the Kelly ball corresponds to about 2 inches (5 centimeters) of slump. \{kel·ē, bōl, test\}

kelvin [ELEC] A name formerly given to the kilowatt-hour. Also known as thermal volt. [THERMO] A unit of absolute temperature equal to 1/273.16 of the absolute temperature of the triple point of water. Symbolized K. Formerly known as degree Kelvin. \{kel·vān\}

Kelvin absolute temperature scale [THERMO] A temperature scale in which the ratio of the temperatures of two reservoirs is equal to the ratio of the amount of heat absorbed from one of them by a heat engine operating in a Carnot cycle to the amount of heat rejected by this engine to the other reservoir; the temperature of the triple point of water is defined as 273.16 K. Also known as Kelvin temperature scale. \{kel·vān lab·sa,lūt tem·pra·char·skāl\}

Kelvin body [MECH] An ideal body whose shearing (tangential) stress is the sum of a term proportional to its deformation and a term proportional to the rate of change of its deformation with time. Also known as Voigt body. \{kel·vān, băd·ē\}
Kelvin bridge

**Kelvin bridge** [ELEC] A specialized version of the Wheatstone bridge network designed to eliminate, or greatly reduce, the effect of lead and contact resistance, and thus permit accurate measurement of low resistance. Also known as double bridge; Kelvin network; Thomson bridge. (‘kel-βan, thri-)  

**Kelvin equation** [THERMO] An equation giving the increase in vapor pressure of a substance which accompanies an increase in curvature of its surface; the equation describes the greater rate of evaporation of a small liquid droplet as compared to that of a larger one, and the greater solubility of small solid particles as compared to that of larger particles. (‘kel-βan i,kwá-zhan)  

**Kelvin network** See Kelvin bridge. (‘kel-βan net, wark)  

**Kelvin scale** [THERMO] The basic scale used for temperature definition; the triple point of water (comprising ice, liquid, and vapor) is defined as 273.16 K. Given two reservoirs, a reversible heat engine is built operating in a cycle between them, and the ratio of their temperatures is defined to be equal to the ratio of the heats transferred. (‘kel-βan ,skal)  

**Kelvin’s statement of the second law of thermodynamics** [THERMO] The statement that it is not possible that, at the end of a cycle of changes, heat has been extracted from a reservoir and an equal amount of work has been produced without producing some other effect. (‘kel-βan’ stát-mant av lha ‘sek-and, lo ov ,thar-mö-di)  

**Kelvin temperature scale** [THERMO] 1. An International Temperature Scale which agrees with the Kelvin absolute temperature scale within the limits of experimental determination. 2. See Kelvin absolute temperature scale. (‘kel-βan ‘tem-pra-char skal)  

**Kennedy key** [DES ENG] A square taper key fitted into a keyway of square section and driven from opposite ends of the hub. (‘ken-ə-dé, kē)  

**Kerf** [ENG] A cut made in wood, metal, or other material by a saw or cutting torch. (kēرف)  

**Kern counter** See dust counter. (‘kam, kən-tar)  

**Ketene lamp** [CHEM ENG] An electrically heated Chromel filament by the means of which acetone is hydrolyzed to produce ketene. (‘kē,tēn ‘lamp)  

**Kettle rebolier** [CHEM ENG] Tube-and-shell heat exchange device in which liquid is vaporized on the shell side from heat transferred from hot liquid flowing through the tubes; dome space allows liquid-vapor separation above the tube bundle. (‘ked-al n'bōl-ər)  

**Kew barometer** [ENG] A type of cistern barometer; no adjustment is made for the variation of the level of mercury in the cistern as pressure changes occur; rather, a uniformly contracting scale is used to determine the effective height of the mercury column. (‘k̂y bu’râm-əd-ar)  

**Key** [BUILD] 1. Plastering that is forced between laths to secure the rest of the plaster in place. 2. The roughening on a surface to be glued or plastered to increase adhesiveness. [CIV ENG] An instrument that is inserted into a lock to operate the bolt. A device used to move in some manner in order to secure or tighten. 3. One of the levers of a keyboard. 4. See machine key. [ELEC] 1. A hand-operated switch used for transmitting code signals. Also known as signaling key. 2. A special lever-type switch used for opening or closing a circuit only as long as the handle is depressed. Also known as switching key. [ENG] The pieces of core causing a block in a core barrel, the removal of which allows the rest of the core in the barrel to slide out. (‘kē)  

**Key activity** [IND ENG] An activity that possesses major significance. Also known as milestone activity. (‘kē ak’tiv-əd-e)  

**Keyboard** [ENG] A set of keys or control levers having a systematic arrangement and used to operate a machine or other piece of equipment such as a typewriter, typesetter, processing unit of a computer, or piano. (‘kē,bōrd)  

**Keyboard perforator** [ENG] A typewriterlike device that prepares punched paper tape for communications or computing equipment. (‘kē ,bōrd ‘par-fə, rəd-ar)  

**Keyes equation** [THERMO] An equation of state of a gas which is designed to correct the van der Waals equation for the effect of surrounding molecules on the term representing the volume of a molecule. (‘kēz i,kwá-zhan)  

**Keyes process** [CHEM ENG] A distillation process used to obtain absolute alcohol. Benzene is added to a constant-boiling 95% alcohol-water solution, and on distillation anhydrous alcohol leaves the bottom of the column. (‘kēz, pra-səs)  

**Key grasp** See pinch grasp. (‘kē, grasp)  

**Keyhole** [DES ENG] A hole or a slot for receiving a key. (‘kē,hōl)  

**Keyhole saw** [DES ENG] A fine compass saw with a blade 11–16 inches (28–41 centimeters) long. (‘kē,hōl, sō)  

**Keying** [CIV ENG] Establishing a mechanical bond in a construction joint. [ELEC] The forming of signals, such as for telegraph transmission, by modulating a direct-current or other carrier between discrete values of some characteristic. (‘kē-ing)  

**Key job** [IND ENG] A job that has been evaluated and is considered representative of similar jobs in the same labor market and is used as a benchmark to evaluate the similar jobs and to establish non-key-job wages. (‘kē, jāb)  

**Key joint** [CIV ENG] A mortise joint with a concave pointing. (‘kē, jōint)
key seat  See keyway.  { 'kē ,sēt } 
keyseater  [MECH ENG] A machine for milling beds or grooves in mechanical parts which receive keys.  { 'kē,si'dē-ər } 
keyway  [DES ENG] 1. An opening in a lock for passage of a flat metal key.  2. The pocket in the driven element to provide a driving surface for the key.  3. A groove or channel for a key in any mechanical part. Also known as key seat.  [ENG] An interlocking channel or groove in a cement or wood joint to provide reinforcement.  { 'kē,wā } 

**keyword spotting**  [ENG ACOUS] An approach to task-oriented speech understanding through detecting a limited number of keywords that would most likely express the intent of a speaker, rather than attempting to recognize every word in an utterance.  { 'kē'spa(r) } 

kg  See kilogram; kilogram force.  
kg-cal  See kilocalorie.  
kgf  See kilogram force.  
kg-m  See meter-kilogram.  
kg-wt  See kilogram force.  

kickback  [MECH ENG] A backward thrust, such as the backward starting of an internal combustion engine as it is cranked, or the reverse push of a piece of work as it is fed to a rotary saw.  { 'kik,bak }  

kickdown  [MECH ENG] 1. Shifting to lower gear in an automotive vehicle.  2. The device for shifting.  { 'kik,daun }  

kick over  [MECH ENG] To start firing; applied to internal combustion engines.  { 'kik,ò-vər }  

kickpipe  [BUILD] A short pipe protecting an electrical cable at the point where it emerges from a floor.  { 'kik,pīp }  

kickplate  [BUILD] A plate used on the bottom of doors and cabinets or on the risers of steps to protect them from shoe marks. Also known as toeplate.  { 'kik,plat }  

Kick’s law  [ENG] The law that the energy needed to crush a solid material to a specified fraction of its original size is the same, regardless of the original size of the feed material.  { 'kiks,lo }  

kick starter  [MECH ENG] A mechanism for starting the operation of a motor by thrusting with the foot.  { 'kik, stārd-or }  

kick wheel  [ENG] A potter’s wheel worked by a foot pedal.  { 'kik, whel }  

kl  [ENG] A heated enclosure used for drying, burning, or firing materials such as ore or ceramics.  { 'kil }  

kilobar  [MECH] A unit of pressure equal to 1000 bars (100 megapascals). Abbreviated kb.  { 'kil-ə,bār }  

kilocalorie  [THERMO] A unit of heat energy equal to 1000 calories. Abbreviated kcal. Also known as kilogram-calorie (kg-cal); large calorie (Cal).  { 'kil-ə,kal-ə-re }  

kilogram  [MECH] 1. The unit of mass in the meter-kilogram-second system, equal to the mass of the international prototype kilogram stored at Sèvres, France. Abbreviated kg.  2. See kilogram force.  { 'kil-ə,gram }  

kilogram-calorie  See kilocalorie.  { 'kil-ə,gram  kal-ə-re }  

kilogram force  [MECH] A unit of force equal to the weight of a 1-kilogram mass at a point on the earth’s surface where the acceleration of gravity is 9.80665 m/s². Abbreviated kgf. Also known as kilogram (kg); kilogram weight (kg-wt).  { 'kil-ə,gram  ˈfɔrəs }  

kilogram-meter  See meter-kilogram.  { 'kil-ə,gram  ˈmed-ar }  

kilogram weight  See kilogram force.  { 'kil-ə,gram  ˈwāt }  

kiloliter  [MECH] A heated enclosure used for drying, ices. kiln  
kickwheel  
kickstarter  

kinetic energy  [MECH] The energy which a body possesses because of its motion; in classical mechanics, equal to one-half of the body’s mass times the square of its speed.  { ˈkoʊn-ed-ik ˈen-ər-e }  

kinetic equilibrium  See dynamic equilibrium.  { ˈkoʊn-ed-ik, əˌkwəlɪb-rə-ən }  

kinetic friction  [MECH] The friction between two surfaces which are sliding over each other.  { ˈkoʊn-ed-ik ˈfrɪk-ʃən }  

kinetic momentum  [MECH] The momentum which a particle possesses because of its motion, in classical mechanics, equal to the particle’s mass times its velocity.  { ˈkoʊn-ed-ik ˈməʊ-məntəm }  

kinetic potential  See Lagrangian.  { ˈkoʊn-ed-ik ˈləɡrændʒ-ən }  

kinetic reaction  [MECH] The negative of the mass of a body multiplied by its acceleration.  { ˈkoʊn-ed-ik ˈrɛək-ən-sən }  

kinetics  [MECH] The dynamics of material bodies.  { ˈkoʊn-ed-iks }  

king closer  [CIV ENG] In masonry work, a rectangular brick having one corner cut diagonally to half the end of the brick and used to fill an opening in a course larger than half a brick. Also known as beveled closer.  { ˈkiŋ ˈkləʊz-ər }  

kingpin  [MECH ENG] The pin for articulation between an automobile stub axle and an axle-beam or steering head. Also known as swivel pin.  { ˈkiŋ, pin }  

king post  [BUILD] In a roof truss, the central vertical member against which the rafters abut and which supports the tie beam.  { ˈkiŋ, pōst }  

See kingway.  (Cal).
king post truss  [BUILD] A wooden roof truss having two principal rafters held by a horizontal tie beam, a king post upright between tie beam and ridge, and usually two struts to the rafters from a thickening at the king post foot. {ˈkɪŋ pəsˈtrʌs}
kink  [ENG] A tightened loop in a wire rope resulting in permanent deformation and damage to the wire. {ˈkɪŋk}
kip  [MECH] A 1000-pound (453.6-kilogram) load. {ˈki:p}
Kirchhoff formula  [THERMO] A formula for the dependence of vapor pressure \( p \) on temperature \( T \), valid over limited temperature ranges; it may be written \( \log p = A - (B/T) - C \log T \), where \( A \), \( B \), and \( C \) are constants. {ˈkɜ:kʰˌfoʊʃ ˈfɔrˌmyəˌlaɪ}
Kirchhoff's current law  [ELEC] The law that at any given instant the sum of the instantaneous values of all the currents flowing toward a point is equal to the sum of instantaneous values of all the currents flowing away from the point. Also known as Kirchhoff's first law. {ˈkɜ:kʰˌfoʊʃ ˈkɜːrənt ˈloʊˌjə}
Kirchhoff's equations  [THERMO] Equations which state that the partial derivative of the change of enthalpy (or of internal energy) during a reaction, with respect to temperature, at constant pressure (or volume) equals the change in heat capacity at constant pressure (or volume). {ˈkɜ:kʰˌfoʊʃ ɪˌkwɛz ˈzænəz}
Kirchhoff's first law  See Kirchhoff's current law. {ˈkɜ:kʰˌfoʊʃ ˈfɜːrstˌloʊˌjə}
Kirchhoff's law  [ELEC] Either of the two fundamental laws dealing with the relation of currents at a junction and voltages around closed loops in an electric network, they are known as Kirchhoff's current law and Kirchhoff's voltage law. [THERMO] The law that the ratio of the emissivity of a heat radiator to the absorptivity of the same radiator is the same for all bodies, depending on frequency and temperature alone, and is equal to the emissivity of a blackbody. Also known as Kirchhoff's principle. {ˈkɜ:kʰˌfoʊʃ ˈfɜːrəntˌlə}
Kirchhoff's principle  See Kirchhoff's law. {ˈkɜ:kʰˌfoʊʃ ˈprɪnˌsəˌpæl}
Kirchhoff's second law  See Kirchhoff's voltage law. {ˈkɜ:kʰˌfoʊʃ ˈsɛkˌændˌloʊˌjə}
Kirchhoff's voltage law  [ELEC] The law that at each instant of time the algebraic sum of the voltage rises around a closed loop in a network is equal to the algebraic sum of the voltage drops, both being taken in the same direction around the loop. Also known as Kirchhoff's second law. {ˈkɜ:kʰˌfoʊʃ ˈvəlˈtɪjdˌloʊˌjə}
Kirchhoff vapor pressure formula  [THERMO] An approximate formula for the variation of vapor pressure \( p \) with temperature \( T \), valid over a limited temperature range; it is \( \ln p = A - B/T - C \ln T \), where \( A, B, \) and \( C \) are constants. {ˈkɜ:kʰˌfoʊʃ ˈvɑːˌpər ˌprɛsˈʃərˌfɔrˌmyəˌlər}
Kirkwood-Brinkley's theory  [MECH] In terminal ballistics, a theory formulating the scaling laws from which the effect of blast at high altitudes may be inferred, based upon observed results at ground level. {ˈkɜ:kwoʊd ˈbrɪŋklɪˌlɛz ˈθiːˌoʊˌfɛrən}
knife-edge bearing [MECH ENG] A balance beam or lever arm fulcrum in the form of a hard-ened steel wedge; used to minimize friction. {‘nɪfˌ əj ˈkæm ˈfæl-ə-war}

knife-edge cam follower [DES ENG] A cam follower having a sharp narrow edge or point like that of a knife; useful in developing cam profile relationships. {‘nɪfˌ əj ˈkæm ˈfæl-ə-war}

knife file [DES ENG] A tapered file with a thin triangular cross section resembling that of a knife. {‘nɪfˌ əj ˈfɪl}

knife switch [ELEC] An electric switch consisting of a metal blade hinged at one end to a stationary jaw, so that the blade can be pushed over to make contact between spring clips. {‘nɪfˌ əj ˈswɪtʃ}

knob [DES ENG] A component that is placed on a control shaft to facilitate manual rotation of the shaft; sometimes has a pointer or markings to indicate shaft position. {ˈnɑб}

knocker See shell knocker. {ˈnɑk-ər}

knock intensity [ENG] The intensity of knock (detonation) recorded when testing a motor gasoline for octave or knock rating. {ˈnɑk ɪnˈtɛns-ətɪ}

knockmeter [ENG] A fuels-testing device used to measure the output of the detonation meter used in American Society for Testing and Materials knock-test ratings of motor fuels. {ˈnɑkˌ əmˌdər}

knock-off [MECH ENG] 1. The automatic stopping of a machine when it is operating improperly. 2. The device that causes automatic stopping. {ˈnɑkˌoʊf}

knock-off bit See detachable bit. {ˈnɑkˌoʊfˌbɪt}

knockout [ENG] A partially cutout piece in metal or plastic that can be forced out when a hole is needed. {ˈnɑkˌoʊt}

knockout pin See ejector pin. {ˈnɑkˌoʊtˌpɪn}

knockout vessel [CHEM ENG] A vessel, drum, or trap used to remove fluid droplets from flowing gases. {ˈnɑkˌoʊtˌvɛsəl}

knock rating [ENG] Rating of gasolines according to knocking tendency. {ˈnɑkˌrætɪŋ}

knonn-good die [ELECTR] An unpackaged, fully tested integrated circuit chip. {ˌnɔn ˈɡuːd ˈdɪ}

knuckle joint [DES ENG] A hinge joint between two rods in which an eye on one piece fits between two flat projections with eyes on the other end, where the pivot for the steering knuckle in an automobile. {ˈnɑkˌkʊl}

knuckle joint press [MECH ENG] A short-stroke press in which the slide is actuated by a crank attached to a knuckle joint hinge. {ˈnɑkˌkʊlˌpɜrˌdʒes}

knuckle pin [DES ENG] The pin of a knuckle joint. {ˈnɑkˌkʊlˌpɪn}

knuckle post [MECH ENG] A post which acts as the pivot for the steering knuckle in an automobile. {ˈnɑkˌkʊlˌpəst}

Knudsen gage [ENG] An instrument for measuring very low pressures, which measures the force of a gas on a cold plate beside which there is an electrically heated plate. {ˈkɔnˌdʊsˌsæn ˈɡæl}

Knudsen-Langmuir equation [CHEM ENG] Relationship of molecular distillation rate to vapor saturation pressure, solution temperature, and molecular weight during evaporation and no-re-cycle condensation. {ˈkɔnˌdʊsˌsæn ˈlaŋˌmyʊərˌɪˌkwaˌzɔn}

Knudsen reversing water bottle [ENG] A type of frameless reversing bottle for collecting water samples; carries reversing thermometers. {ˈkɔnˌdʊsˌsæn ˈriˌvɜrsˌwɔrdˌbɔrdˌwɔdˌɔl}

Knudsen vacuum gage [ENG] Device to measure negative gas pressures; a rotatable vane is moved by the pressure of heated molecules, proportionately to the concentration of molecules in the system. {ˈkɔnˌdʊsˌsæn ˈvækˌyəmˌgæj}

knurl [ENG] To provide a surface, usually a metal, with small ridges or knobs to ensure a firm grip or as a decorative feature. {ˈnɔrnl}

Kolossov-Muskelishvili formulas [MECH] Formulas which express plane strain and plane stress in terms of two holomorphic functions of the complex variable \( z = x + iy \), where \( x \) and \( y \) are plane coordinates. {ˌkoʊˈslɒsˌsəvˌmʌskəˈliʃvɪlˌfərmələz}

konimeter [ENG] An air-sampling device used to measure dust as in a cement mill or a mine, a measured volume of air drawn through a jet impacts on a glycerin-jelly-coated glass surface, the particles are counted with a microscope. {kəˈnimətər}

koniscope [ENG] An instrument which indicates the presence of dust particles in the atmosphere. Also spelled conoscope. {kəˈnɒskəp}

kraft process See sulfate pulping. {ˈkɑft ˈprɑsəs}

kraft pulping See sulfate pulping. {ˈkɑftˌpʌlˌpɪŋ}

Kremser formula [CHEM ENG] Equation for calculating distillation-column material balances and equilibrium, assuming the ideal distribution law, that is, the concentrations in the two phases (vapor and liquid) are proportional to each other. {ˈkremˌsərˌfərmələ}

Krigar-Menzel law [MECH] A generalization of the second Young-Helmholtz law which states that when a string is bowed at a point which is at a distance of \( p/q \) times the string’s length from one of the ends, where \( p \) and \( q \) are relatively primes, then the string moves back and forth with two constant velocities, one of which is \( q - 1 \) times as large as the other. {ˈkrɪgərˌmenˌzɛlˌloʊ}

kryptoclimate See cryptoclimate. {ˌkrɪptˌklaɪˈmæt}

K truss [BUILD] A building truss in the form of a K due to the orientation of the vertical member and two oblique members in each panel. {ˈkaˌtrʌs}

Kullenberg piston corer [MECH ENG] A piston-operating device used to obtain 2-inch-diameter (5-centimeter) core samples. {ˈkɔlnˌbærˌpɪsˈtɒndˌkɔrˌər}
kWh

kWh See kilowatt-hour.

kW-hr See kilowatt-hour.

kyanize [CHEM ENG] To saturate wood with mercuric chloride as a decay preventive. {ˈki-əniz}
1 See liter.  
L See liter.  
labeled cargo  [IND ENG] Cargo of a dangerous nature, such as explosives and flammable or corrosive liquids, which is designated by different-colored labels to indicate the requirements for special handling and storage.  {'læ-bəld ,kær-gəl}  
laboratory coordinate system  [MECH] A reference frame attached to the laboratory of the observer, in contrast to the center-of-mass system.  {'læb-ra-tor-i kər-ˈərd-ən ,sɪs-ˈtɛm}  
labor cost  [IND ENG] That part of the cost of goods and services attributable to wages, especially for direct labor.  {'læ-bər ,kɒst}  
labor factor  [IND ENG] The ratio of the number of hours required to perform a task under project conditions to the number of hours required to perform an identical task under standard conditions of work measurement.  {'læb-ər ,fæk-ˈtɔr}  
labor relations  [IND ENG] The management function that deals with a company's work force, usually the term is restricted to relations with organized labor.  {'læ-bər,ri}  
labyrinth  [ENG ACOUS] A loudspeaker enclosure having air chambers at the rear that absorb rearward-radiated acoustic energy, to prevent it from interfering with the desired forward-radiated energy.  {'læb-rər,raɪnt]  
labyrinth seal  [ENG] A minimum-leakage seal that offers resistance to fluid flow while providing radial or axial clearance; a labyrinth of circumferential knives or touch points provides for successive expansion of the fluid being piped; used for gas pipes, steam engines, and turbines.  {'læb-rə,raɪnt ,sɛl}  
lacing  [CIV ENG] 1. A lightweight metallic piece that is fixed diagonally to two channels or four angle sections, forming a composite strut.  2. A course of brick, stone, or tiles in a wall of rubble to give strength.  3. A course of upright bricks forming a bond between two or more arch rings.  4. Distribution steel in a slab of reinforced concrete.  5. A light timber fastened to pairs of struts or walings in the timbering of excavations (including mines).  [ELEC] Tying insulated wires together to support each other and form a single neat cable, with separately laced branches.  {'læs-ɪŋ]  
lactometer  [ENG] A hydrometer used to measure the specific gravity of milk.  {'læk-təm-ər}  
ladder  [ENG] A structure, often portable, for climbing up and down; consists of two parallel sides joined by a series of crosspieces that serve as footrests.  {'læd-ər}  
ladder-bucket dredge  See bucket-ladder dredge.  {'læd-ər bək-ət ,drej]  
ladder diagram  [CONT SYS] A diagram used to program a programmable controller, in which power flows through a network of relay contacts arranged in horizontal rows called runs between two vertical rails on the side of the diagram containing the symbolic power.  {'læd-ər ,drəm]  
ladder ditcher  See ladder trencher.  {'læd-ər dɪtʃ-ər]  
ladder dredge  See bucket-ladder dredge.  {'læd-ər dredj]  
ladder drilling  [MECH ENG] An arrangement of retractable drills with pneumatic powered legs mounted on banks of steel ladders connected to a holding frame; used in large-scale rock tunneling, with the advantage that many drills can be worked at the same time by a small labor force.  {'læd-ər drəl-iŋ]  
ladder jack  [ENG] A scaffold support which hooks onto a ladder.  {'læd-ər ,dʒæk]  
ladder track  [CIV ENG] A main track that joins successive body tracks in a railroad yard.  {'læd-ər ,træk]  
ladder trencher  [MECH ENG] A machine that digs trenches by means of a bucket-ladder excavator. Also known as ladder ditcher.  {'læd-ər ,tʃɛnθ-ər]  
ladle  [DES ENG] A deep-bowed spoon with a long handle for dipping up, transporting, and pouring liquids.  {'læd-əl]  
lag  [CIV ENG] A flat piece of material, usually wood, used to wedge timber or steel supports against the ground and to make secure the space between supports.  [ELECTR] A persistence of the electric charge image in a camera tube for a small number of frames.  {'læg]  
lagan  [ENG] A heavy object thrown overboard and buoyed to mark its location for future recovery.  {'læg-ən]  
lag bolt  See coach screw.  {'læg bəlt]  
lagging  [CIV ENG] 1. Horizontal wooden strips fastened across an arch under construction
lagging network

to transfer weight to the centering form.
2. Wooden members positioned vertically to prevent cave-ins in earthworking. { lag-in }

lag network See integral network. { lag ,net ,work }
lag-lead network See lead-lag network. { lag ,led ,net ,work }
lag network See integral network. { lag ,net ,work }
lagrange bracket [MECH] Given two functions of coordinates and momenta in a system, their Lagrange bracket is an expression measuring how coordinates and momenta change jointly with respect to the two functions. { lə'græn'gə-brəkt }
lagrange function See Lagrangian. { lə'græn'zhən }
lagrange-Hamilton theory [MECH] The formalized study of continuous systems in terms of field variables where a Lagrangian density function and Hamiltonian density function are introduced to produce equations of motion. { lə'græn'zhən-həm'əltən-thә-ə-rɛ }
lagrange’s equations [MECH] Equations of motion of a mechanical system for which a classical (non-quantum-mechanical) description is suitable, and which relate the kinetic energy of the system to the generalized coordinates, the generalized forces, and the time. Also known as Lagrangian equations of motion. { lə'græn'zhən-i-zaz ɪˌkwə-ˈzhænz }
lagrangean [MECH] 1. The difference between the kinetic energy and the potential energy of a system of particles, expressed as a function of generalized coordinates and velocities from which Lagrange’s equations can be derived. Also known as kinetic potential; Lagrange function. 2. For a dynamical system of fields, a function which plays the same role as the Lagrangian of a system of particles; its integral over a time interval is a maximum or a minimum with respect to infinitesimal variations of the fields, provided the initial and final fields are held fixed. { lə'græn'zhən-ən }
lagrangean coordinates See generalized coordinates. { lə'græn'zhən-ən ˈkɔrd-ən-əts }
lagrangean density [MECH] For a dynamical system of fields or continuous media, a function of the fields, of their time and space derivatives, and the coordinates and time, whose integral over space is the Lagrangian. { lə'græn'zhən-ən ˈdɛn- ˈsæd-ə }
lagrangean equations of motion See Lagrange’s equations. { lə'græn'zhən-ən ɪˌkwə-ˈzhænz əv ˈmɔ-ˈʃən }
lagrangean function [MECH] The function which measures the difference between the kinetic and potential energy of a dynamical system. { lə'græn'zhən-ən ˌlæŋk-ə-ʃən }
lagrangean generalized velocity See generalized velocity. { lə'græn'zhən-ən ˈjen-ə-rəl ˈlɪzd vəˈlæs-əd-ə }
lag screw See coach screw. { ləg ,skrǔ }

lally column A hollow and nearly circular steel column that supports girders or beams. { ləˈlɛ ,kæl-əm }

lambda [MECH] A unit of volume equal to 10^-6 liter or 10^-3 cubic meter. { ləm-də }

lambdas dispatch [IND ENG] The solution of the problem of finding the most economical use of generators to supply a given quantity of electric power, using the method of Lagrange multipliers, which are symbolized λ. { ləm-dəs ,dɪˈspætʃ }
lambdas point [THERMO] A temperature at which the specific heat of a substance has a sharply peaked maximum, observed in many second-order transitions. { ləm-dəs ,pɔɪnt }
lambert surface [THERMO] An ideal, perfectly diffusing surface for which the intensity of reflected radiation is independent of direction. { ləm-bərt-sər-fɔrs }
lamé constants [MECH] Two constants which relate stress to strain in an isotropic, elastic material. { ləm-ə ,kən-stənts }
lamella [CIV ENG] A thin member made of reinforced concrete, metal, or wood that is joined with similar members in an overlapping pattern to form an arch or a vault. { ləm-ələ }
lamella arch [CIV ENG] An arch consisting basically of a series of intersecting skewed arches made up of relatively short straight members; two members are bolted, riveted, or welded to a third piece at its center. { ləm-ələ ˈærk }
lamella roof [BUILD] A large span vault built of members connected in a diamond pattern. { ləm-ələ-ˌrɔf }
laminated spring [DES ENG] A flat or curved spring made of thin superimposed plates and forming a cantilever or beam of uniform strength. { ləm-ə ,nád-əd ˈsprɪŋ }
lami’s theorem [MECH] When three forces act on a particle in equilibrium, the magnitude of each is proportional to the sine of the angle between the other two. { ləm-əz ,θɪr-əm }
lamp [ENG] A device that produces light, such as an electric lamp. { ləmp }
lamphouse [ENG] 1. The light housing in a motion picture projector, located behind the projector head ordinarily consisting of a carbon arc lamp operating on direct current at about 60 volts, a concave reflector behind the arc which collects the light and concentrates it on the film, and cooling devices. 2. A box with a small hole containing an electric lamp and a concave mirror behind it, used as a concentrated source of light in a microscope, photographic enlarger, or other instrument. { ləmp,huːs }
lancashire boiler [MECH ENG] A cylindrical steam boiler consisting of two longitudinal furnace tubes which have internal grates at the front. { ləŋ-kə-ˈšir,bɔɪl-ər }
lance door [MECH ENG] The door to a boiler furnace through which a hand lance is inserted. { lənks ,dɔːr }
lanchester balance[MECH ENG] A device for balancing four-cylinder engines; consists of two meshed gears with eccentric masses, driven by the crankshaft. { lən-chə-STɛr ˈbæl-ən-ər }
lanchester’s rule [MECH] The rule that a torque applied to a rotating body along an axis
land [DES ENG] The top surface of the tooth of a cutting tool, behind the cutting edge. [ELECTR] 1. One of the regions between pits on a track on an optical disk. 2. See terminal area. [ENG] 1. In plastics molding equipment, the horizontal bearing surface of a semipositive or flash mold to allow excess material to escape, or the bearing surface along the top of the screw flights in a screw extruder, or the surface of an extrusion die that is parallel to the direction of melt flow. 2. The surface between successive grooves of a diffraction grating or phonograph record. [land]

land accretion [CIV ENG] Gaining land in a wet area, such as a marsh or by the sea, by planting maritime plants to encourage silt deposition or by dumping dredged materials in the area. Also known as land reclamation. [land əkr-e-shən]

land drainage [CIV ENG] The removal of water from land to improve the soil as a medium for plant growth and a surface for land management operations. [land drān-ı-jə]

landfill [CIV ENG] Disposal of solid waste by burying in layers of earth in low ground. [lan,fil]

landing [CIV ENG] A place where boats receive or discharge passengers, freight, and so on. [land-iŋ]

landing gear [MECH ENG] A pair of small wheels at the forward end of a semitrailer to support the vehicle when it is detached from the tractor. [land-iŋ, gər]

landing stage [CIV ENG] A platform, usually floating and attached to the shore, for the discharge and embarkation of passengers, freight, and so on. [land-iŋ, stā]

landing tee Ser wind tee. [land-iŋ, tee]

landmark [ENG] Any fixed natural or artificial monument or object used to designate a land boundary. [lan,märk]

land measure [MECH] 1. Units of area used in measuring land. 2. Any system for measuring land. [land,mez-hər]

land mile See mile. [lan,ml]

land reclamation See land accretion. [lan,rek-ləm-a-shən]

landscape architecture [CIV ENG] The art of arranging and fitting land for human use and enjoyment. [lan,skāp ərkə,tek-chər]

landscape engineer [CIV ENG] A person who applies engineering principles and methods to planning, design, and construction of natural scenery arrangements on a tract of land. [lan skāp, eng-i-nər]

land surveyor [CIV ENG] A specialist who measures land and its natural features and any constructed features such as buildings or roads for drawing to scale as plans or maps. [lan,sər,vər]

land tie [CIV ENG] A rod or chain connecting an outside structure such as a retaining wall to a buried anchor plate. [land ˌtī]

land-use classes [CIV ENG] Categories into which land areas can be grouped according to present or potential economic use. [land, yūs kləs-əz]

lane [CIV ENG] An established route, as an air lane, shipping lane, or highway traffic lane. [lan]

lang lay [DES ENG] A wire rope lay in which the wires of each strand are twisted in the same direction as the strands. [lan, lā]

Langmuir diffusion pump [ENG] A type of diffusion pump in which the mercury vapor emerges from a nozzle, giving it motion in a direction away from the high-vacuum side of the pump. [lan-myər dī-fyu-zhən ˈpamp]

lantern [ENG] A portable lamp. [lan-tərn]

lantern pinion [DES ENG] A pinion with bars (between parallel disks) instead of teeth. [lan-tərn, pīn-yən]

lantern ring [DES ENG] A ring or sleeve around a rotating shaft, an opening in the ring provides for forced feeding of oil or grease to bearing surfaces; particularly effective for pumps handling liquids. [lan-tərn, rīn]

lap [CIV ENG] The length by which a reinforcing bar must overlap the bar it will replace. [lap]

lapel microphone [ENG ACOUS] A small microphone that can be attached to a lapel or pocket on the clothing of the user, to permit free movement while speaking. [lap ələp ˈmiɾəlˌkraʊn]

lap joint [ENG] A simple joint between two members made by overlapping the ends and fastening them together with bolts, rivets, or welding. [lap ˌjōnt]

lapping [ELECTR] Moving a quartz, semiconductor, or other crystal slab over a flat plate on which a liquid abrasive has been poured, to obtain a flat polished surface or to reduce the thickness a carefully controlled amount. [lap-ıŋ]

lap siding [BUILD] Beveled boards used for siding that are similar to clapboards but longer and wider. [CIV ENG] Two railroad sidings, the turnout of one overlapping that of the other. [lap ˌsid-ıŋ]

Large viscometer [ENG] An instrument designed to measure viscosity and other properties of fluid. [lər ˈvi skəm-əd-ər]

large calorie See kilocalorie. [lər ˈkal-ə-rē]

large dyne See newton. [lər ˈdīn]

large-scale integrated circuit [ELECTR] A very complex integrated circuit, which contains well over 100 interconnected individual devices, such as basic logic gates and transistors, placed on a single semiconductor chip. Abbreviated LSI circuit. Also known as chip circuit, multiple-function chip. [lər ˈskāpˌint,ər-grid-əd ˈsārˌkat]

large-systems control theory [CONT SYS] A branch of the theory of control systems concerned with the special problems that arise in
the design of control algorithms (that is, control policies and strategies) for complex systems.

Larson-Miller parameter [MECH] The effects of time and temperature on creep, being defined empirically as $P = T (C + \log t) \times 10^{-2}$, where $T$ = test temperature in degrees Rankine (degrees Fahrenheit + 460) and $t$ = test time in hours, the constant $C$ depends upon the material but is frequently taken to be 20. (laˈrɑŋˌgoˌfən)

LASCR See light-activated silicon controlled rectifier.

LASCs See light-activated silicon controlled switch.

laser amplifier [ELECTR] A laser which is used to increase the output of another laser. Also known as light amplifier. (laˈzər ˈæmˌplaˌfər)

laser anemometer [ENG] An anemometer in which the wind being measured passes through two perpendicular laser beams, and the resulting change in velocity of one or both beams is measured. (laˈzər ənˈəmədˌɑr)

laser ceilometer [ENG] A ceilometer in which the time taken by a light pulse from a ground laser to travel straight up to a cloud ceiling and be reflected to a receiving photomultiplier is measured and converted into a cathode-ray display that indicates cloud-base height. (laˈzər ˈsɛləˌmədˌɑr)

laser earthquake alarm [ENG] An early-warning system proposed for earthquakes, involving the use of two lasers with beams at right angles, positioned across a known geologic fault for continuous monitoring of distance across the fault. (laˈzər ˈkritˌik təˈniˌrəˌskōp)

laser gyro [ENG] A gyro in which two laser beams travel in opposite directions over a ring-shaped path formed by three or more mirrors; rotation is thus measured without the use of a spinning mass. Also known as ring laser. (laˈzər ˈɡriˌroʊ)

laser intrusion detector [ENG] A photoelectric intrusion detector in which a laser is a light source that produces an extremely narrow and essentially invisible beam around the perimeter of the area being guarded. (laˈzər ɪnˈtruˌziːn dəˌtekˈtər)

laser ranging [ENG] A technique for determining the distance to a target by precise measurement of the time required for a laser pulse to travel from a transmitter to a reflector on the target and return to a detector. (laˈzər ˈræŋˌing)

lazerscope [ENG] A pulsed high-power laser used with appropriate scanning and imaging devices to sense objects over the sea at night or in fog and provide three-dimensional images on a viewing screen. (laˈzərˌskɔp)

laser scriber [ENG] A laser-cutting setup used in place of a diamond scriber for dicng thin slabs of silicon, gallium arsenide, and other semiconductor materials used in the production of semiconductor diodes, transistors, and integrated circuits; also used for scribing sapphire and ceramic substrates. (laˈzərˌskrɪbər)

laser seismometer [ENG] A laser interferometer system that detects seismic strains in the earth by measuring changes in distance between two granite piers located at opposite ends of an evacuated pipe through which a helium-neon or other laser beam makes a round trip, movements as small as 80 nanometers (one-eighth the wavelength of the 632.8-nanometer helium-neon laser radiation) can be detected. (laˈzərˌsɪzməˈmədˌɑr)

laser threshold [ELECTR] The minimum pumping energy required to initiate lasing action in a laser. (laˈzər ˈθreshˌhɑld)

laser tracking [ENG] Determination of the range and direction of a target by echoed coherent light. (laˈzər ˈtrakˈtɪŋ)

laser transit [ENG] A transit in which a laser is mounted over the sighting telescope to project a clearly visible narrow beam onto a small target at the survey site. (laˈzər ˈtransˌət)

lashing [ENG] A rope, chain, or wire used for binding, fastening, or wrapping. (ˈlashɪŋ)

lash-up phenomenon [ELECTR] In a bipolar or MOS integrated circuit, the generation of photocurrents by ionizing radiation which can provide a trigger signal for a parasitic pnpn circuit and possibly result in permanent damage or operational failure if the circuit remains in this state. (ˈlashˌəp)

latch [ELECTR] An electronic circuit that reverses and maintains its state each time that power is applied. [ENG] 1. Any of various closing devices on a door that fit into a hook, notch, or cavity in the frame. 2. In plastics fabrication, a device used to hold together the two members of a mold. (ˈlɑtʃ)

latch bolt [DESG] A self-acting spring bolt with a beveled head. (ˈlɑtʃ ˈbolt)

latch-up phenomenon [ELECTR] In a bipolar or MOS integrated circuit, the generation of photocurrents by ionizing radiation which can provide a trigger signal for a parasitic pnpn circuit and possibly result in permanent damage or operational failure if the circuit remains in this state. (ˈlɑtʃˌəp ˈfɑˌnəmˌəˌnæn)

latent defect [IND ENG] A flaw or other imperfection in any article which is discovered after delivery, usually, latent defects are inherent weaknesses which normally are not detected by examination or routine tests, but which are present at time of manufacture and are aggravated by use. (ˈlætənt ˈdeˌfekt)

latent heat [THERMO] The amount of heat absorbed or evolved by 1 mole, or a unit mass, of a substance during a change of state (such as
fusin, sublimation or vaporization) at constant temperature and pressure. (ˈlɑːt-ənt ˈhɛt)

**latent heat of fusion** See heat of fusion. (ˈlɑːt-ənt ˈhɛt ˈfjuːzən)

**latent heat of sublimation** See heat of sublimation. (ˈlɑːt-ənt ˈhɛt əvˌsəb-ˈlaɪmərən)

**latent heat of vaporization** See heat of vaporization. (ˈlɑːt-ənt ˈhɛt əvˌvæp-ərəˈzeɪʃən)

**latent load** [MECH ENG] Cooling required to remove unwanted moisture from an air-conditioned space. (ˈlɑːt-əntˌlɔd)

**lateral** [ENG] In a gas distribution or transmission system, a pipe branching away from the central, primary part of the system. (ˈlɑːd-ərəl)

**lateral compliance** [ENG ACOUS] That characteristic of a stylus based on the force required to move it from side to side as it follows the grooves of a phonograph record. (ˈlɑːd-ərəl kəmˈpli-əns)

**lateral extensometer** [ENG] An instrument used in photoelastic studies of the stresses on a plate, it measures the change in the thickness of the plate resulting from the stress at various points. (ˈlɑːd-ərəl riˈkɔrd-iŋ)

**lateral flow spillway** See side-channel spillway. (ˈlɑːd-ərəlˌflɔ́ˈspilˌwɔ́)

**lateral recording** [ENG ACOUS] A type of disk recording in which the groove modulation is parallel to the surface of the recording medium so that the cutting stylus moves from side to side during recording. (ˈlɑːd-ərəl riˈsɔr-ən)

**lateral search** See profiling. (ˈlɑːd-ərəl sərˈsɛrk)

**lateral sewer** [CIV ENG] A sewer discharging into a branch or other sewer and having no tributary sewer. (ˈlɑːd-ərəl ˈsùrər)

**lateral support** [CIV ENG] Horizontal propping applied to a column, wall, or pier across its smallest dimension. (ˈlɑːd-ərəl səˈpɔrt)

**lateralog** [ENG] A downhole resistivity measurement method wherein electric current is forced to flow radially through the formation in a sheet of predetermined thickness, used to measure the resistivity in hard-rock reservoirs as a method of determining subterranean structural features. (ˈlɑːd-ərəlˌlæg)

**lath** [CIV ENG] 1. A narrow strip of wood used in making a level base, as for plaster or tiles, or and also to move unwanted moisture from an air-conditioned space. (ˈlɑt)

**lathe** [MECH ENG] A machine for shaping a workpiece by gripping it in a holding device and rotating it under power against a suitable cutting tool for turning, boring, facing, or threading. (ˈlæt)

**lathing board** See backup strip. (ˈlæt-ənˌbɔrd)

**latrine** [ENG] A toilet facility, either fixed or of a portable nature, such as is maintained underground for use by miners. (ˈlæt-rən)

**lattice** [CIV ENG] A network of crisscrossed strips of metal or wood. (ˈlæt-əs)

**lattice filter** [ELECTR] An electric filter consisting of a lattice network whose branches have L-C parallel-resonant circuits shunted by quartz crystals. (ˈlæt-əsˌfɪl-ˈtɑr)

**lattice girder** [CIV ENG] An open girder, beam, or column built from members joined and braced by intersecting diagonal bars. Also known as open-web girder. (ˈlæt-əsˈgɑrd-ər)

**lattice truss** [CIV ENG] A truss that resembles latticework because of diagonal placement of members connecting the upper and lower chords. (ˈlæt-əsˈtrəs)

**launching** [CIV ENG] The act or process of floating a ship after only hull construction is completed, in some cases ships are not launched until after all construction is completed. (ˈlɑnˈtʃɪŋ)

**launching cradle** [CIV ENG] A framework made of wood to support a vessel during launching from sliding ways. (ˈlɑnˈtʃɪŋˈkləd)

**launching ways** [CIV ENG] Two (or more) sets of long, heavy timbers arranged longitudinally under the bottom of a ship during building and launching, with one set on each side, and sloping toward the water, the lower set, or ground ways, remain stationary and support the upper set, or sliding ways, which carry the weight of the ship after the shores and keel blocks are removed. (ˈlɑnˈtʃɪŋˌweɪz)

**launder** [ENG] An inclined channel or trough for the conveyance of a liquid, such as for water in mining and construction engineering or for molten metal. (ˈlɑnˈdɔr)

**Lauson engine** [ENG] Single-cylinder engine using in screening tests prior to the L-series lube oil tests (such as L-1 or L-2 tests). (ˈləʊsənˌiŋnən)

**lawnmower** [ELECTR] Type of radio-frequency preamplifier used with radar receivers. [ENG] A helix-type recorder mechanism. [MECH ENG] A machine for cutting grass on lawns. (ˈləʊnˌmɔrˌər)

**law of action and reaction** See Newton’s third law. (ˈləʊ əvˌækˈʃən ənˌræktʃən)

**law of corresponding times** [MECH] The principle that the times for corresponding motions of dynamically similar systems are proportional to L/V and also to √(L/G), where L is a typical dimension of the system, V a typical velocity, and G a typical force per unit mass. (ˈləʊ əvˌkɑːrˌspænd-ənˌtɪmz)

**law of electric charges** [ELECTR] The law that like charges repel, and unlike charges attract. (ˈləʊ əvˌɪlekˈtrɪkˈʃərj-əz)

**law of electrostatic attraction** See Coulomb’s law. (ˈləʊ əvˌɪlekˈtroʊstætɪkˌɪdəkˌtrækˌʃən)

**law of gravitation** See Newton’s law of gravitation. (ˈləʊ əvˌɡrævəˈtɑrəˌʃən)

**lay** [DES ENG] The direction, length, or angle of twist of the strands in a rope or cable. (ˈleɪ)

**lay off** [ENG] The process of firing a ship’s lines or an airplane’s in a mold loft in order to make molds and templates for structural units. (ˈleɪˌəf)

**lay-up** [ENG] Production of reinforced plastics by positioning the reinforcing material (such as...
lazy jack

glass fabric) in the mold prior to impregnation with resin.  \('\text{ˈlæ\j\æk}'\)

**lazy jack**  [ENG] A device that accommodates changes in length of a pipeline or similar structure through the motion of two linked bell cranks.  \('\text{ˈlæ\-zè \jək}'\)

**lb**  See pound.

**lb ap**  See pound.

**lb apoth**  See pound.

**lb!**  See pound.

**lb-f**  See foot-pound.

**lb t**  See pound.

**lb tr**  See pound.

**LCA**  See life-cycle assessment.

**LCD**  See liquid crystal display.

**LCL**  See less-than-carload.

**L/D ratio**  [ENG] Length to diameter ratio, a frequently used engineering relationship.  \(\{\text{ˈlɛ\də \r̩\-ʃək}\}\)

**leaching**  [CHEM ENG] The dissolving, by a liquid solvent, of soluble material from its mixture with an insoluble solid, leaching is an industrial separation operation based on mass transfer, examples are the washing of a soluble salt from the surface of an insoluble precipitate, and the extraction of sugar from sugar beets.  \(\{\text{ˈlɛ\-ch\-ən}\}\)

**lead**  [DES ENG] The distance that a screw will advance or move into a nut in one complete turn.

**lead angle**  [DES ENG] The angle that the tangent to a helix makes with the plane normal to the axis of the helix.  \(\{\text{ˈlɛ\d\,ən\-gəl}\}\)

**lead-chamber process**  [CHEM ENG] A process for the preparation of impure or dilute (60–78) sulfuric acid; sulfur dioxide is oxidized by moist air with nitrogen oxide catalysts in a series of reactions. Also known as cross-over spiral.

**lead joining**  [ENG] The angle through the motion of two linked bell cranks quickly to the first recorded groove. Also known as lead-in spiral.  \(\{\text{ˈlɛ\d\,in \,g\-r̩\-v̩\-ə}\}\)

**leading truck**  [MECH ENG] A swiveling frame with wheels under the front end of a locomotive.  \(\{\text{ˈlɛ\-d\,in \,ˈs\-p̩\-r̩\-l̩\}\}\)

**lead-in spiral**  See lead-in groove.  \(\{\text{ˈlɛ\d\,in \,ˈs\-p̩\-r̩\-l̩}\}\)

**lead joint**  [ENG] A pipe joint made by caulking with lead wool or molten lead.  \(\{\text{ˈlɛ\d\,j\-ənt}\}\)

**lead-lag network**  [CONT SYS] Compensating network which combines the characteristics of the lag and lead networks, and in which the phase of a sinusoidal response lags a sinusoidal input at low frequencies and leads it at high frequencies. Also known as lag-lead network.  \(\{\text{ˈlɛ\d\,l\-ət \,g\-r̩\-v̩\-ə}\}\)

**lead line**  See sounding line.  \(\{\text{ˈlɛ\d\, \l̩\-n̩}\}\)

**lead lining**  [ENG] Lead sheeting used to line the inside surfaces of liquid-storage vessels and process equipment to prevent corrosion.  \(\{\text{ˈlɛ\d \,l\-n̩\-i\-ən\}\}\)

**lead network**  See derivative network.  \(\{\text{ˈlɛ\d\,n\-wət \,wərk}\}\)

**lead-out groove**  [DES ENG] A blank spiral groove at the end of a disk recording, generally of a pitch much greater than that of the recorded grooves, provided to bring the pickup stylus quickly to the first recorded groove. Also known as lead-in spiral.  \(\{\text{ˈlɛ\d\,i\-n\-g\-r̩\-v̩\-ə}\}\)

**lead-in groove**  [DES ENG] A blank spiral groove at the outside edge of a disk recording, generally of a pitch much greater than that of the recorded grooves, provided to bring the pickup stylus quickly to the first recorded groove. Also known as lead-in spiral.  \(\{\text{ˈlɛ\d\,i\-n\-g\-r̩\-v̩\-ə}\}\)

**lead-in network**  [CONT SYS] Compensating network which combines the characteristics of the lag and lead networks, and in which the phase of a sinusoidal response lags a sinusoidal input at low frequencies and leads it at high frequencies. Also known as lag-lead network.  \(\{\text{ˈlɛ\d\,l\-ət \,g\-r̩\-v̩\-ə}\}\)

**lead over groove**  [DES ENG] A groove cut between separate selections or sections on a disk recording to transfer the pickup stylus from one cut to the next. Also known as cross-over spiral.  \(\{\text{ˈlɛ\d\,\o\-vər \,g\-r̩\-v̩\-ə}\}\)

**lead rail**  [CIV ENG] In an ordinary rail switch, the turnout rail lying between the rails of the main track.  \(\{\text{ˈlɛ\d\, \r̩\-l̩\}\}\)

**lead screw**  [MECH ENG] A threaded shaft used to convert rotation to longitudinal motion; in a lathe it moves the tool carriage when cutting threads, in a disk recorder it guides the cutter at a desired rate across the surface of an ungrooved disk.  \(\{\text{ˈlɛ\d\,skr̩\-u\}\}\)

**lead susceptibility**  [CHEM ENG] The increase in octane number of gasoline imparted by the addition of a specified amount of TEL (tetraethyl-lead).  \(\{\text{ˈlɛ\d\,s\-p̩\-t\ə\-bəl\-ɪ\-d\-e\-l̩\}\}\)

**lead time**  [IND ENG] The time allowed or required to initiate and develop a piece of equipment that must be ready for use at a given time.  \(\{\text{ˈlɛ\d\,t\-m̩\}\}\)

**lead track**  [CIV ENG] A distance measured along a straight railroad track from a switch to a frog.  \(\{\text{ˈlɛ\d\, \t\-r̩\k\-ək}\}\)

**lead wire**  [ENG] One of the heavy wires connecting a firing switch with the cap wires.  \(\{\text{ˈlɛ\d\, \w̩\-r\̩\}\}\)

**leaf**  [BUILD] 1. A separately movable division of a folding or sliding door. 2. One of a pair of doors or windows. 3. One of the two halves of a cavity wall.  \(\{\text{l̩\-f\̩}\}\)
leaf spring  [DES ENG]  A beam of cantilever design, firmly anchored at one end and with a large deflection under a load. Also known as flat spring.  ['lef spring]

league  [MECH]  A unit of length equal to 3 miles or 4828.032 meters.  ['lehy]

leakage  [ENG]  Undesired and gradual escape or entry of a quantity, such as loss of neutrinos by diffusion from the core of a nuclear reactor, escape of electromagnetic radiation through joints in shielding, flow of electricity over or through an insulating material, and flow of magnetic lines of force beyond the working region.  ['leik-i]

leakage current  [ELEC]  1. Undesirable flow of current through or over the surface of an insulating material or insulator.  2. The flow of direct current through a poor dielectric in a capacitor.  ['leak-ij , la-rant]

leakage rate  [ENG]  Flow rate of all leaks from frontalsidewalls near the loudspeaker to prevent an evacuated vessel.  ['leak-ij ,'rät]

leakage resistance  [ELEC]  The resistance of the path over which leakage current flows; it is normally high.  ['leik-ij riz-iz-tans]

leak detector  [ENG]  An instrument used for finding small holes or cracks in the walls of a vessel; the helium mass spectrometer is an example.  ['leik di,ték-tor]

leak test pressure  [MECH ENG]  The inlet pressure used for a standard quantitative seat leakage test.  ['leak test , presh-ör]

lean fuel mixture  See lean mixture.  ['leyn 'fyul , miks-char]

leaning wheel grader  [CIV ENG]  A grader with skewed wheels to help cut or spread the soil.  ['leyn 'jwel , 'grād-ör]

lean manufacturing  [IND ENG]  A production system consisting of manufacturing cells linked together with a functionally integrated system for inventory and production control that uses less of the key resources needed to make goods.  ['leyn , 'man-ə-fak-char-ij]

lean manufacturing cells  [IND ENG]  Typically U-shaped manufacturing cells in which workers, cross-trained on all the related processes, move from machine to machine in counterclockwise loops.  ['leyn , 'man-ə-fak-char-ij , selz]

lean mixture  [MECH ENG]  A fuel-air mixture containing a low percentage of fuel and a high percentage of air, as compared with a normal or rich mixture. Also known as lean fuel mixture.  ['leyn , 'miks-char]

lean-to  [BUILD]  A single-pitched roof whose summit is supported by the wall of a higher structure.  ['lehn-tō]

leer  See leer.  ['liər]

Lee's disk  [THERMO]  A device for determining the thermal conductivity of poor conductors in which a thin, cylindrical slice of the substance under study is sandwiched between two copper disks, a heating coil is placed between one of these disks and a third copper disk, and the temperatures of the three copper disks are measured.  ['lēs , disk]

left-hand  [DES ENG]  Of drilling and cutting tools, screw threads, and other threaded devices, designed to rotate clockwise or cut to the left.  ['left-händ]

left-handed  See left-laid.  ['left-händ-əd]

left-hand screw  [DES ENG]  A screw that advances when turned counterclockwise.  ['left-händ 'skrū]

left-laid  [DES ENG]  The lay of a wire or fiber rope or cable in which the individual wires or fibers in the strands are twisted to the right and the
less-than-carload [IND ENG] Too light to fill a freight car and therefore not eligible for carload rate. Abbreviated LCL. \{'les\ than 'kär,lōd\}

letters patent [Ser patent. \{'led-ərz 'pat-ənt\}

levée [CIV ENG] 1. A dike for confining a stream. 2. A pier along a river. \{'lev-ē\}

level [CIV ENG] 1. A surveying instrument with a telescope and bubble tube used to take level sights over various distances, commonly 100 feet (30 meters). 2. To make the earth surface horizontal. [DES ENG] A device consisting of a bubble tube that is used to find a horizontal line or plane. Also known as spirit level. [ELEC] A single bank of contacts, as on a stepping relay. [ELECTR] 1. The difference between a quantity and an arbitrarily specified reference quantity, usually expressed as the logarithm of the ratio of the quantities. 2. A charge value that can be stored in a given storage element of a charge storage tube and distinguished in the output from other charge values. \{'lev-al\}

leveling [ENG] Adjusting any device, such as a launcher, gun mount, or sighting equipment, so that all horizontal or vertical angles will be measured in the true horizontal and vertical planes. [IND ENG] A method of performance rating which seeks to rate the principal factors that cause the speed of motions rather than speed itself; it considers that the level at which the operator works is influenced by effort and skill. \{'lev-ə-lip\}

level indicator [ENG] An instrument that indicates liquid level. [ENG ACOUS] An indicator that shows the audio voltage level at which a recording is being made; may be a volume-unit meter, neon lamp, or cathode-ray tuning indicator. \{'lev-al\ 'in-da,kād-ər\}

level time [Ser normal time. \{'lev-old\ ,əl-ə,ment 'tim\}

level time [Ser Normal time. \{'lev-old ,tim\}

leveler [ENG] A back scraper, drag, or other form of device for smoothing land. \{'lev-ə-lip\}

level indicator [ENG] An instrument that indicates liquid level. [ENG ACOUS] An indicator that shows the audio voltage level at which a recording is being made; may be a volume-unit meter, neon lamp, or cathode-ray tuning indicator. \{'lev-al\ 'in-da,kād-ər\}

leveling [ENG] Adjusting any device, such as a launcher, gun mount, or sighting equipment, so that all horizontal or vertical angles will be measured in the true horizontal and vertical planes. [IND ENG] A method of performance rating which seeks to rate the principal factors that cause the speed of motions rather than speed itself; it considers that the level at which the operator works is influenced by effort and skill. \{'lev-ə-lip\}

leveling instrument [ENG] An instrument for establishing a horizontal line of sight, usually by means of a spirit level or a pendulum device. \{'lev-ə-lip \ ,strə-mənt\}

leveling screw [ENG] An adjusting screw used to bring an instrument into level. \{'lev-ə-lip \ ,skru\}

level measurement [MECH] The determination of the linear vertical distance between a reference point or datum plane and the surface of a liquid or the top of a pile of divided solid. \{'lev-al\ 'mezh-ər-mənt\}

level point See point of fall. \{'lev-al \ ,point\}

level rod [ENG] A straight rod or bar, with a flat face graduated in plainly visible linear units with zero at the bottom, used in measuring the vertical distance between a point of the earth's surface and the line of sight of a leveling instrument that has been adjusted to the horizontal position. \{'lev-al\}

level surface [ENG] A surface which is perpendicular to the plumb line at every point. \{'lev-al\ 'sar-fəs\}

level valve [MECH ENG] A valve operated by a
lere which travels through a maximum arc of 180°. (‘lev-ar, valv)

Levenstein process [CHEM ENG] A process for the manufacture of mustard gas from ethene, CH2=CH2, and sulfur chloride, S2Cl2. (‘lev-van,s²tín,prä-säi) MIE

lever [ENG] A rigid bar, pivoted about a fixed point (fulcrum), used to multiply force or motion; used for raising, prying, or dislodging an object. (‘lev-ar, lë-var) EL

leverage [MECH] The multiplication of force or motion achieved by a lever. (‘lev-rj) MIE

lever shears [DES ENG] A shears in which the input force at the handles is related to the output force at the cutting edges by the principle of the lever. Also known as alligator shears, crocodile shears. (‘lev-ar, shirz) ME

levitated vehicle [MECH ENG] A train or other vehicle which travels at high speed at some distance above an electrically conducting track by means of levitation. (‘lev-a, täd-ad vë-tö-kö) ME

lewls [DES ENG] A device for hoisting heavy stones; employs a dovetailed tenon that fits into a mortise in the stone. (‘lü-sə) ME

lewls bolt [DES ENG] A bolt with an enlarged, tapered head that is inserted into masonry or stone and fixed with lead; used as a foundation bolt. (‘lü-sə,bölt) ME

Lewis-Matheson method [CHEM ENG] Trial-and-error calculation method for the design of multicomponent distillation columns, or for the determination of the separating ability of an existing column. (‘lü-sə ‘math-altan, meth-əd) ME

L-head engine [MECH ENG] A type of four-stroke cycle internal combustion engine having both inlet and exhaust valves on one side of the engine block which are operated by pushrods actuated by a single camshaft. (‘el,hed ‘en-jən) ME

lie detector [ENG] An instrument that indicates or records one or more functional variables of a person’s body while the person undergoes the emotional stress associated with a lie. Also known as polygraph; psychintegroameter. (‘li di,tek-tar) E

life-cycle assessment [SYS ENG] A methodology that identifies the environmental impacts associated with the life cycle of a material or product in a specific application, thus identifying opportunities for improvement in environmental performance. Abbreviated LCA. (‘lif, sə-kal, ô,ses-mant) MIE

life-cycle cost [ENG] A measurement of the total cost of using equipment over the entire time of service of the equipment; includes initial, operating, and maintenance costs. (‘lif, sə-kal, kôst) MIE

life expectancy [ENG] The predicted useful service life of an item of equipment. (‘lif ik,spek-tar-së) MIE

life preserver [ENG] A buoyant device that is used to prevent drowning by supporting a person in the water. (‘lif pri,zar-var) MIE

life support system [ENG] A system providing atmospheric control and monitoring, such as a breathing mixture supply system, air purification and filtering system, or carbon dioxide removal system, used in oceanographic submersibles and spacecraft. (‘lif sa,por,t së-tam) MIE

life test [CHEM ENG] In petroleum testing, an American Society for Testing and Materials oxidation test made on inhibited steam-turbine oils to determine their stability under oxidizing conditions. [ENG] A test in which a device is operated under conditions that simulate a normal lifetime of use, to obtain an estimate of service life. (‘lif, test) MIE

LIFO See last in, first out. (‘lif,fo) MIE

lift See elevator. (‘lif) MIE

lift bridge [CIV ENG] A drawbridge whose movable spans are raised vertically. (‘lif,brij) MIE

lifter flight [DES ENG] Spaced plates or projections on the inside surfaces of cylindrical rotating equipment (such as rotary dryers) to lift and shower the solid particles through the gas-drying stream during their passage through the dryer cylinder. (‘lif-tar, lift) MIE

lifter roof [ENG] Gas storage tank in which the roof is raised by the incoming gas as the tank fills. (‘lif-tar, rufi) MIE

lifting block [MECH ENG] A combination of pulleys and ropes which allows heavy weights to be lifted with least effort. (‘lif-in,blök) MIE

lifting device [ENG] A device to manually open a pressure relief valve by decreasing the spring loading in order to determine if the valve is in working order. (‘lif-in di,vı$s) MIE

lifting dog [ENG] 1. A component part of the overshot assembly that grasps and lifts the inner tube or a wire-line core barrel. 2. A clawlike hook for grasping cylindrical objects, such as drill rods or casing, while raising and lowering them. (‘lif-in,dog) MIE

lifting magnet [ENG] A large circular, rectangular, or specially shaped magnet used for handling pig iron, scrap iron, castings, billets, rails, and other magnetic materials. (‘lif-in, mag-nät) MIE

lifting task [IND ENG] A task that involves application of a moment to the vertebral column of the worker. (‘lif-in,task) MIE

lift pump [MECH ENG] A pump for lifting fluid to the pump’s own level. (‘lif,pamp) MIE

lift-slab construction [CIV ENG] Pouring reinforced concrete roof and floor slabs at ground level, then lifting them into position after hardening. (‘lif,slab kan,strák-shan) MIE

lift truck [MECH ENG] A small hand- or power-operated dolly equipped with a platform or fork lift. (‘lif,trak) MIE

lift valve [MECH ENG] A valve that moves perpendicularly to the plane of the valve seat. (‘lif, valv) MIE

ligament [ENG] The section of solid material in a tube sheet or shell between adjacent holes. (‘lig-mant) MIE

light-activated silicon controlled rectifier [ELECTR] A silicon controlled rectifier having a glass window for incident light that takes the place of, or adds to the action of, an electric gate
light-activated silicon controlled switch

current in providing switching action. Abbreviated LASC. Also known as photo-SCR, photo-thyristor. ['lit 'j@k-ti, v@d-ad 'sil-o 'kan kan'trol t@k-ti, fi-or]  

light-activated silicon controlled switch [ELECTR] A semiconductor device that has four layers of silicon alternately doped with acceptor and donor impurities, but with all four of the p and n layers made accessible by terminals, when a light beam hits the active light-sensitive surface, the photons generate electron-hole pairs that make the device turn on, removal of light does not reverse the phenomenon, the switch can be turned off only by removing or reversing its positive bias. Abbreviated LASC. ['lit 'j@k-ti, v@d-ad 'sil-o 'kan kan'trol 'swich]  

light amplifier [ELECTR] 1. Any electronic device which, when actuated by a light image, reproduces a similar image of enhanced brightness, and which is capable of operating at very low light levels without introducing spurious brightness variations (noise) into the reproduced image. Also known as image intensifier. 2. See laser amplifier. ['lit 'am-pli, fi-or]  

light-beam galvanometer See d'Arsonval galvanometer. ['lit 'bo'm , 'gàl-va-'nam-Êd-ad-Êr]  

light-beam pickup [ENG ACOUS] A phonograph pickup in which a beam of light is a coupling element of the transducer. ['lit 'bo'm 'pi'k@p]  

light blasting [ENG] Loosening of shallow or small outcrops of rock and breaking boulders by explosives. ['lit 'blas-ti]  

light-emitting diode [ELECTR] A rectifying semiconductor device which converts electrical energy into electromagnetic radiation. The wavelength of the emitted radiation ranges from the near-ultraviolet to the near-infrared, that is, from about 400 to over 1500 nanometers. Abbreviated LED. ['lit i, mi'd-i 'di'di]  

lightening hole [CIV ENG] An opening cut into a strengthening member that decreases its weight without significantly altering its strength. ['lit'nïg , h Alb]  

lighterage [IND ENG] 1. Loading or unloading ships by means of a lighter. 2. The fee charged for this operation. ['lid-er-Ê]  

lighting-off torch [ENG] A torch used to ignite a fuel oil burner, it consists of asbestos cloth wrapped around an iron rod and soaked with oil. ['lit-ing-ofÊ , tordÊ]  

light-inspection car [MECH ENG] A railway motorcar weighing 400–600 pounds (180–270 kilograms) and having a capacity of 650–800 pounds (295–360 kilograms). ['lit-in'spek-shan , ka@r]  

light meter [ENG] A small, portable device for measuring illumination; an exposure meter is a specific application, being calibrated to give photographic exposures. ['lit 'mi@di]  

light modulator [ELECTR] The combination of a source of light, an appropriate optical system, and a means for varying the resulting light beam to produce an optical sound track on motion pictures. ['lit , mid-Êr]  

lightning arrester [ELEC] A protective device designed primarily for connection between a conductor of an electrical system and ground to limit the magnitude of transient overvoltages on equipment. Also known as arrester, surge arrester. ['lit'ni, ar-es-t@r]  

light section car [MECH ENG] A railway motorcar weighing 750–900 pounds (340–408 kilograms) and propelled by 4–6–horsepower (3000–4500-watt) engines. ['lit 'sek-shan , kâr]  

light-sensitive [ELECTR] Having photoconductive, photoemissive, or photovoltaic characteristics. Also known as photosensitive. ['lit 'sen-sad-iv]  

light-sensitive cell See photodetector. ['lit 'sen-sad-iv 'selÊ]  

light-sensitive detector See photodetector. ['lit 'sen-sad-iv 'di'tek-t@r]  

light valve [ELECTR] 1. A device whose light transmission can be made to vary in accordance with an externally applied electrical quantity, such as voltages, current, electric field, or magnetic field, or an electron beam. 2. Any direct-view electronic display optimized for reflecting or transmitting an image with an independent collimated light source for projection purposes. ['lit 'valÊ]  

Lilly controller [MECH ENG] A device on steam and electric winding engines that protects against overspeed, overwind, and other incidents injurious to workers and the engine. ['lit'i-Ê kan'trol-Ê]  

limb [DES ENG] 1. The graduated margin of an arc or circle in an instrument for measuring angles, as that part of a marine sextant carrying the altitude scale. 2. The graduated staff of a leveling rod. ['limÊ]  

lime kiln [CHEM ENG] Furnace-type apparatus, usually a long, tilted cylinder that is slowly rotated, used to heat calcium carbonate, CaCO 3 above 900°C to produce lime. ['limÊ , kilÊ]  

limelight [ENG] A light source once used in spotlights, it consisted of a block of lime heated to incandescence by means of an oxyhydrogen flame torch. ['limÊ , litÊ]  

limestone log [ENG] A log that employs an electrical resistivity element in the form of four symmetrically arranged current electrodes to give accurate readings in borehole surveying of hard formations. ['limÊ , stonÊ 'l@Ê]  

liming [CHEM ENG] Soaking hides and skins in milk of lime and causing them to swell, to facilitate the removal of hair. ['limÊ-iÊ]  

limit control [MECH ENG] 1. In boiler operation, usually a device, electrically controlled, that shuts down a burner at a prescribed operating point. 2. In machine-tool operation, a sensing device which terminates motion of the workpiece or tool at prescribed points. ['limÊ-at ênÊtÊ, tröÊ]  

limit dimensioning method [DES ENG] Method of dimensioning and tolerancing wherein the maximum and minimum permissible values for a dimension are stated specifically to indicate the size or location of the element in question. ['limÊ-at , de-bi-cho-'nÊrn-jÊ , methÊ-adÊ]  

limited-access highway See expressway. ['limÊ-ad-ad 'j@k-Ês 'hiÊ,vâÊ]
linear scanning
linear strain

the scanning sector, which may be a complete 360°. ('lin-ə-r ħk-sən-i)
liquid-sorbitant dehumidifier
pump, and reactivator; dehumidification and reactivation are continuous operations, with a small part of the sorbent constantly bledd off from the main circulating system and reactivated to the concentration required for the desired effluent dew point. ('lik-wad 'sor-bant, di-yu’mid-

liquid sulfur dioxide-benzene process [CHEM ENG] A petroleum-refinery process using a mixed solvent (SO₂ and benzene) to dewax lubricating oils or improve their viscosity indices. ( 'lik-wad 'sul-för-dë-ben-zën ,prä-sä-

liquid line [THERMO] For a two-component system, a curve on a graph of temperature versus concentration which connects temperatures at which fusion is completed as the temperature is raised. ( 'lik-wad:ös ,lın )

liquor [CHEM ENG] 1. Supernatant liquid deanted from a liquid-solids mixture in which the solids have settled. 2. Liquid overflow from a liquid-liquid extraction unit. ( 'lik-är )

list [ENG] To lean to one side, or deviate from the vertical. ( 'list )

listening station [ENG] A radio or radar receiving station that is continuously manned for various purposes, such as for radio direction finding or for gaining information about enemy electronic devices. ( 'lis-an-ıj ,sta-ran )

listing See lashing. ( 'list-ıj )

liter [MECH] A unit of volume or capacity, equal to 1 liter or 0.001 cubic meter, or 1000 cubic centimeters. Abbreviated l, L. ( 'lıd-är )

lithography [ELECTR] A technique used for integrated circuit fabrication in which a silicon slice is coated uniformly with a radiation-sensitive film, the resist, and an exposing source (such as light, x-rays, or an electron beam) illuminates selected areas of the surface through an intervening master template for a particular pattern. ( 'lı-thäg-rä-fë )

live axle [MECH ENG] An axle to which wheels are rigidly fixed. ( 'liv ’ak-sal )

live center [MECH ENG] A lathe center that fits into the headstock spindle. ( 'liv ’sen-tar )

live-end-dead-end room See LEDE room. ( 'liv ’end ,ded-end ,rım )

live load [MECH] A moving load or a load of variable force acting upon a structure, in addition to its own weight. ( 'liv ’lod )

live load allowance [ENG] The permissible load that may be added to a completed building structure, including installations, equipment, and personnel. ( 'liv ’lod ,a,lai-ıns )

live-roller conveyor [MECH ENG] Conveying machine which moves objects over a series of rollers by the application of power to all or some of the rollers. ( 'liv ’rol-är kan-yar-är )

live steam [MECH ENG] Steam that is being delivered directly from a boiler under full pressure. ( 'liv ’stëm )

Livingstone sphere [ENG] A clay atometer in the form of a sphere, evaporation indicated by this instrument is supposed to be somewhat representative of that from plant growth. ( 'liv-i-jan-stan ,sflr )

livre [MECH] A unit of mass, used in France, equal to 0.5 kilogram. ( 'liv-r )

lixiviate [CHEM ENG] To extract a soluble component from a solid mixture by washing or percolation processes. ( 'lik-siv-ı-ät )

lixuration See leaching. ( 'lik-su’r-ı-san )

Ljungström heater [MECH ENG] Continuous, regenerative, heat-transfer air heater (recuperator) made of slow-moving rotors packed with closely spaced metal plates or wires with a housing to confine the hot and cold gases to opposite sides. ( 'yuŋ-ström ,hid-ır )

Ljungström steam turbine [MECH ENG] A radial outward-flow turbine having two opposed rotation rotors. ( 'yuŋ-ström ’stëm ‘tar-ban )

load [ELECTR] 1. A device that consumes electric power. 2. The amount of electric power that is drawn from a power line, generator, or other power source. 3. The material to be heated by an induction heater or dielectric heater. Also known as work. [ELECTR] The device that receives the useful signal output of an amplifier, oscillator, or other signal source. [ENG] 1. To place ammunition in a gun, bombs on an airplane, explosives in a missile or borehole, fuel in a fuel tank, cargo or passengers into a vehicle, and the like. 2. The quantity of gas delivered or required at any particular point on a gas supply system; develops primarily at gas-consuming equipment. [MECH] 1. The weight that is supported by a structure. 2. Mechanical force that is applied to a body. 3. The burden placed on any machine, measured by units such as horsepower, kilowatts, or tons. ( 'lód )

load-and-carry equipment [MECH ENG] Earth-moving equipment designed to load and transport material. ( 'lod an ’kar-eı̇ kwaip-mant )

load-carrying capacity [MECH ENG] The greatest weight that the end effector of a robot can manipulate without reducing its level of performance. ( 'lod ’kar-eı̇ kwa-pas-ad-e )

load chart [IND ENG] A graph showing the amount of work still to be performed by a factory producing unit such as a machine or assembly group. ( 'lod ’chart )

load compensation [CONT SYS] Compensation in which the compensator acts on the output signal after it has generated feedback signals. Also known as load stabilization. ( ' Lod kam-pan ’sıran )

load deflection [MECH ENG] The change in position of a body when a load is applied to it. ( 'lod di ,flek-shan )

load diagram [CIV ENG] A diagram showing the distribution and intensity of loads on a structure. ( 'lod di ,gra-mam )

loaded Q [ELECT] The Q factor of an impedance. ( 'lod-ı̇ ad -kı )

loaded wheel [ENG] A grinding wheel that is
dull as a result of becoming filled with particles from the material being ground. (ˈlōd-əd-wél)

**loader** [MECH ENG] A machine such as a mechanical shovel used for loading bulk materials. (ˈlōd-ər)

**load factor** [ELEC] The ratio of average electric load to peak load, usually calculated over a 1-hour period. [MECH] The ratio of load to the maximum rated load. (ˈlōd,ˈfæk-tər)

**loading** [CHEM ENG] Condition of vapor overcapacity in a liquid-vapor-contact tower, in which rising vapor lifts or holds falling liquid. [ELEC] The addition of inductance to a transmission line to improve its transmission characteristics throughout a given frequency band. Also known as electrical loading. [ENG] 1. Buildup on a cutting tool of the material removed in cutting. 2. Filling of the pores of a grinding wheel with material removed in the grinding process. [ENG ACOUS] Placing material at the front or rear of a loudspeaker to change its acoustic impedance and thereby alter its radiation. (ˈlōd-ij)

**loading board** [ENG] A device that holds preforms in positions corresponding to the multiple cavities in a compression mold, thus facilitating the simultaneous insertion of the preforms. (ˈlōd-ij,ˈbōrd)

**loading density** [ENG] The number of pounds of explosive per foot length of drill hole. (ˈlōd-ij,ˈden-ˌsād-ə)

**loading head** [MECH ENG] The part of a loader which gathers the bulk materials. (ˈlōd-ij,ˈhēd)

**loading rack** [ENG] The shelter and associated equipment for the withdrawal of liquid petroleum or a chemical product from a storage tank and loading it into a railroad tank car or tank truck. (ˈlōd-ij,ˈrāk)

**loading space** [ENG] Space in a compression mold for holding the plastic molding material before it is compressed. (ˈlōd-ij,ˈspās)

**loading station** [MECH ENG] A device which receives material and puts it on a conveyor, may be one or more plates or a hopper. (ˈlōd-ijˌˌstā-ˌshān)

**loading tray** [ENG] A tray with a sliding bottom used to simultaneously load the plastic charge into the cavities of a multicavity mold. (ˈlōd-ijˌˌtrā)

**loading weight** [ENG] Weight of a powder put into a container. (ˈlōd-ijˌˌwät)

**load limit** [CIV ENG] The maximum weight that components such as work stations, buffers, and loadingstations can be supported by a structure. [MECH ENG] The maximum recommended or permitted overall weight of a container or a cargo-carrying vehicle that is determined by combining the weight of the empty container or vehicle with the weight of the load. (ˈlōdˌˌlīm-ət)

**load profile** [ENG] A measure of the time distribution of a building’s energy requirements, including the heating, cooling, and electrical loads. (ˈlōdˌˌprō-fīl)

**load stabilization** See load compensation. (ˈlōdˌˌstā-ˌbō-laˌzā-ˌshān)

**load stress** [MECH] Stress that results from a pressure or gravitational load. (ˈlōdˌˌstres)

**LOB** See line of balance.

**lobe** [DES ENG] A projection on a cam wheel or a noncircular gear wheel. [ENG ACOUS] A portion of the directivity pattern of a transducer representing an area of increased emission or response. (lob)

**lobed impeller meter** [ENG] A type of positive displacement meter in which a fluid stream is separated into discrete quantities by rotating, meshing impellers driven by interlocking gears. (ˈlōd-ˌˌim-ˈpēl-ərˌˌmēd-ər)

**local buckling** [MECH] Buckling of thin elements of a column section in a series of waves or wrinkles. (ˈlō-kalˌˌbāk-ˌlij)

**local coefficient of heat transfer** [THERMO] The heat transfer coefficient at a particular point on a surface, equal to the amount of heat transferred to an infinitesimal area of the surface at the point by a fluid passing over it, divided by the product of this area and the difference between the temperatures of the surface and the fluid. (ˈlō-kalˌˌko-ˌlī-fish-ənˌˌkoo-ˌhētˌˌtränz-ˌfär)

**local controller** See first-level controller. (ˈlō-kalˌˌkān-ˈtrōl-ər)

**localized vector** [MECH] A vector whose line of application or point of application is prescribed, in addition to its direction. (ˈlō-kəˌˌlīzdˌˌvēk-ˌtər)

**local networking** [CONT SYS] The system of communication linking together the components of a single robot. (ˈlō-kalˌˌnetˌˌwārk-ˌij)

**local structural discontinuity** [MECH] The effect of intensified stress on a small portion of a structure. (ˈlō-kalˌˌstrāk-ˌstrā-ˌkālˌˌdīs,ˌˌkānt-ˌˌōn-ˌˌōd-ə)

**locating** [MECH ENG] A function of tooling or a noncircular gear wheel. [ENG ACOUS] A device that holds preforms in positions corresponding to the multiple cavities in a compression mold, thus facilitating the simultaneous insertion of the preforms. (ˈlōdˌˌkō-ˌlī-mēdˌˌmēd-ər)

**locating hole** [MECH ENG] A hole used to position the part in relation to a cutting tool or to other parts and gage points. (ˈlō-kād-ˌˌhōl)

**locating surface** [MECH ENG] A surface used to position an item being manufactured in a numerical control or robotic system for clamping. (ˈlō-kādˌˌsār-ˌˌfās)

**location analysis** [DES ENG] An initial step in the design of a robotic system consisting of a detailed study of all aspects of the placement of components such as work stations, buffers, and materials-handling equipment, as well as accessories, tools, and workpieces within a work station. (ˈlō-kā-ˌˌshānˌˌnālˌˌsās)

**location dimension** [DES ENG] A dimension which specifies the position or distance relationship of one feature of an object with respect to another. (ˈlō-kā-ˌˌshānˌˌdā-ˌˌmen-ˌˌchān)

**location fit** [DES ENG] The characteristic wherein mechanical sizes of mating parts are such that, when assembled, the parts are accurately positioned in relation to each other. (ˈlō-kā-ˌˌshānˌˌfīt)
locator

locator  [ENG]  A radar or other device designed to detect and locate airborne aircraft.  {ˈləʊkətər}

lock  [CIV ENG]  A chamber with gates on both ends connecting two sections of a canal or other waterway, to raise or lower the water level in each section.  [DES ENG]  A fastening device in which a releasable bolt is secured.  [ELECTR]  To fasten onto and automatically follow a target by means of a radar beam.  [ENG]  See air lock.  {ˈlɑk}

lock bolt  [ENG]  1. The bolt of a lock.  2. A bolt equipped with a locking collar instead of a nut.  3. A bolt for adjusting and securing parts of a machine.  {ˈlɑktˌbɔlt}

lock chamber  [CIV ENG]  A compartment between lock gates in a canal.  {ˈlɑkˌtʃæmˌbər}

locked-coil rope  [DES ENG]  A completely smooth wire rope that resists wear, made of specially formed wires arranged in concentric layers about a central wire core. Also known as locked-wire rope.  {ˈlɑktˌkoilˌrɔp}

locked groove  [DES ENG]  A blank and continuous groove placed at the end of the modulated grooves on a disk recording to prevent further travel of the pickup. Also known as concentric groove.  {ˈlɑktˌgrʊv}

locked-wire rope  See locked-coil rope.  {ˈlɑktˌwɪrˌrɔp}

lock front  [DES ENG]  On a door lock or latch, the plate through which the latching or locking bolt (or bolts) projects.  {ˈlɑktˌfrʌnt}

lock gate  [CIV ENG]  A movable barrier separating the water in an upper or lower section of waterway from that in the lock chamber.  {ˈlɑktˌɡæt}

locking  [ELECTR]  Controlling the frequency of an oscillator by means of an applied signal of constant frequency.  [ENG]  Automatic following of a target by a radar antenna.  {ˈlɑk̩ˌɪŋ}

locking fastener  [DES ENG]  A fastening used to prevent loosening of a threaded fastener in service, for example, a seating lock, spring stop nut, interference wedge, blind, or quick release.  {ˈlɑk̩ˌɪŋˈfəʊsˌnɔr}

lock joint  [DES ENG]  A joint made by interlocking the joined elements, with or without other fastening.  {ˈlɑk̩ˌjɔint}

locknut  [DES ENG]  1. A nut screwed down firmly against another or against a washer to prevent loosening. Also known as jam nut.  2. A nut that is self-locking when tightened.  3. A nut fitted to the end of a pipe to secure it and prevent leakage.  {ˈlɑk̩ˌnʌt}

lockout circuit  [ELECTR]  A switching circuit which responds to concurrent inputs from a number of external circuits by responding to one, and only one, of these circuits at any time. Also known as finding circuit; hunting circuit.  {ˈlɑkˌˈəʊtˌˈkærət}

lock rail  [BUILD]  An intermediate horizontal structural member of a door, between the vertical stiles, at the height of the lock.  {ˈlɑkˌrɔl}

lockset  [ENG]  1. A complete lock including the lock mechanism, keys, plates, and other parts.  2. A jig or template for making cuts in a door for holding a lock.  {ˈlɑkˌset}

lock washer  [DES ENG]  A solid or split washer placed underneath a nut or screw that prevents loosening by exerting pressure.  {ˈlɑkˌwʌsər}

locomotive  [MECH ENG]  A self-propelling machine with flanged wheels, for moving loads on railroad tracks, utilizes fuel (for steam or internal combustion engines), compressed air, or electric energy.  {ˌlɔkəˈmoʊtɪv}

locomotive boiler  [MECH ENG]  An internally fixed horizontal fire-tube boiler with integral furnace; the doubled furnace walls contain water which mixes with water in the boiler shell.  {ˌlɔkəˈmoʊtɪvˌboʊlɪər}

locomotive crane  [MECH ENG]  A crane mounted on a railroad flatcar or a special chassis with flanged wheels. Also known as rail crane.  {ˌlɔkəˈmoʊtɪvˌkrɑn}

loft  [BUILD]  1. An upper part of a building.  2. A work area in a factory or warehouse.  {ˈloft}

loft building  [BUILD]  A building with a large open floor area.  {ˈloftˌbɪldɪŋ}

log  [ENG]  The record of, or the act or process of recording, events or the type and characteristics of the rock penetrated in drilling a borehole as evidenced by the cuttings, core recovered, or information obtained from electronic devices.  {ˈlɑg}

logarithmic amplifier  [ELECTR]  An amplifier whose output signal is a logarithmic function of the input signal.  {ˈlɑgəˌrɪθmɨkˌɛmˈɑmˌplæˌfɪrˈɔr}

logarithmic diode  [ELECTR]  A diode that has an accurate semilogarithmic relationship between current and voltage over wide and forward dynamic ranges.  {ˈlɑgəˌrɪθmɨkˈdɪəd}

logarithmic multiplier  [ELECTR]  A multiplier in which each variable is applied to a logarithmic function generator, and the outputs are added together and applied to an exponential function generator, to obtain an output proportional to the product of two inputs.  {ˈlɑgəˌrɪθmɨkˌmælˌtəˌplɪərˈɔr}

logging  [ENG]  Continuous recording versus depth of some characteristic datum of the formations penetrated by a drill hole; for example, resistivity, spontaneous potential, conductivity, fluid content, radioactivity, or density.  {ˈlɑgˌɪŋ}

logic  [ELECTR]  1. The basic principles and applications of truth tables, interconnections of on/off circuit elements, and other factors involved in mathematical computation in a computer.  2. General term for the various types of gates, flip-flops, and other on/off circuits used to perform problem-solving functions in a digital computer.  {ˈlɑgˌɪk}

logical gate  See switching gate.  {ˈlɑgəˌɔʊlˌˈɡæt}

logic card  [ELECTR]  A small fiber chassis on which resistors, capacitors, transistors, magnetic cores, and diodes are mounted and interconnected in such a way as to perform some computer function; computers employing this type of construction may be repaired by removing
the faulty card and replacing it with a new card. 

**logic high** [ELECTR] The electronic representation of the binary digit 1 in a digital circuit or device. 

**logic level** [ELECTR] One of the two voltages whose values have been arbitrarily chosen to represent the binary numbers 1 and 0 in a particular data-processing system. 

**logic low** [ELECTR] The electronic representation of the binary digit 0 in a digital circuit or device. 

**logic swing** [ELECTR] The voltage difference between the logic levels used for 1 and 0. Magnitude is chosen arbitrarily for a particular system and is usually well under 10 volts. 

**logic switch** [ELECTR] A diode matrix or other switching arrangement that is capable of directing an input signal to one of several outputs. 

**log line** See current line. 

**log-mean temperature difference** [THERMO] The log-mean temperature difference 

\[ T_{\text{lm}} = (T_1 - T_2) / \ln(T_1 / T_2), \] 

where \( T_1 \) and \( T_2 \) are the absolute (K or °R) temperatures of the two extremes being averaged; used in heat transfer calculations in which one fluid is cooled or heated by a second. 

**long column** [CIV ENG] A column so slender that bending is the primary deformation, generally having a slenderness ratio greater than 120–150. 

**Longhurst-Hardy plankton sampler** [ENG] A nonquantitative metal-shrouded net for trapping plankton. 

**longitudinal acceleration** [MECH] The component of the linear acceleration of an aircraft, missile, or particle parallel to its longitudinal, or X, axis. 

**longitudinal baffle** [CHEM ENG] Baffle sheets or plates within a process vessel (such as a heat exchanger) that are parallel to the long dimension of the vessel, used to direct fluid flow in the desired flow pattern. 

**longitudinal drum boiler** [MECH ENG] A boiler in which the axis of the horizontal drum is parallel to the tubes, both lying in the same plane. 

**longitudinal flow reactor** [CHEM ENG] Theoretical reactor system in which there is no longitudinal mixing (back mixing) of reactants and products as they flow through the reactor, but in which there is complete radial (side-to-side) mixing. 

**longitudinal stability** [ENG] The ability of a ship or aircraft to recover a horizontal position after a vertical motion of its ends about a horizontal axis perpendicular to the centerline. 

**longitudinal strain** See linear strain. 

**longitudinal vibration** [MECH] A continuing periodic change in the displacement of elements of a rod-shaped object in the direction of the long axis of the rod. 

**long-nose pliers** [DES ENG] Small pincer with long, tapered jaws. 

**long-playing record** [DES ENG] Long-playing record; microgroove record. 

**long-span** [ENG] Span of open wire exceeding 250 feet (76 meters) in length. 

**long-span steel framing** [BUILD] Framing system used when there is a greater clear distance between supports than can be spanned with rolled beams, girders, simple trusses, arches, rigid frames, and cantilever suspension spans are used in this system. 

**long-term repeatability** [CONT SYS] The close agreement of positional movements of a robotic system repeated under identical conditions over long periods of time. 

**long ton** See ton. 

**long-tube vertical evaporator** [CHEM ENG] A liquid evaporator in which the material is forced into the bottom of a bundle of long, vertical tubes; hot liquid on the outside of the tubes transfers heat to the rising liquid feed, causing partial vaporization. 

**look angle** [ENG] The solid angle in which an instrument operates effectively, generally used to describe radars, optical instruments, and space radiation detectors. 

**look box** [CHEM ENG] Box with glass windows built into distillation-column rundown lines (or other flow lines) so that the stream of condensate from the condenser can be watched. 

**lookout** [BUILD] A horizontal wood framing member that extends out from the studs to the end of rafters and overhangs a part of a roof, such as a gable. 

**loop** [ELEC] 1. A closed path or circuit over which a signal can circulate, as in a feedback control system. 2. Commercially, the portion of a connection from central office to subscriber in a telephone system. 

**loop (ELEC)** 1. A closed path or circuit over which a signal can circulate, as in a feedback control system. 2. Commercially, the portion of a connection from central office to subscriber in a telephone system.
loop control

repeatedly without interruption. 2. A closed circuit of pipe in which materials and components may be placed to test them under different conditions of temperature, irradiation, and so forth. { 'lüp }

loop control See photoelectric loop control. { 'lüp kanˌtröl }

loop filter [ELECTR] A low-pass filter, which may be a simple RC filter or may include an amplifier, and which passes the original modulating frequencies but removes the carrier-frequency components and harmonics from a frequency-modulated signal in a locked-oscillator detector. { 'lüpˌfilˌtar }

loop gain [CONT SYS] The ratio of the magnitude of the primary feedback signal in a feedback control system to the magnitude of the actuating signal. [ELECTR] Total usable power gain of a carrier terminal or two-wire repeater; maximum usable gain is determined by, and may not exceed, the losses in the closed path. { 'lüpˌgän }

looping [ENG] Laying a parallel pipeline along another, or along just a section of it, to increase capacity. { 'lüpˌiŋ }

loop ratio See loop transfer function. { 'lüpˌraˌshō }

loop seal [CHEM ENG] Antivapor seal for liquid drawoffs from process or storage vessels; liquid drawoff is made to flow through an immersed loop or beneath an obstruction, thus sealing off vapor flow. { 'lüpˌsēl }

loop strength See loop tenacity. { 'lüpˌstreŋθ }

loop tenacity [ENG] A measure of the strength of a fibrous material determined by a test in which two linked loops of the material are pulled against each other to determine if the material will cut or crush itself. Also known a loop strength. { 'lüpˌtənəsˌədˌē }

loop transfer function [CONT SYS] For a feedback control system, the ratio of the Laplace transform of the primary feedback signal to the Laplace transform of the actuating signal. Also known as loop ratio. { 'lüpˌtranzˌtənəsˌəfəŋkˌˌʃən }

loop transmittance [CONT SYS] 1. The transmittance between the source and sink created by the splitting of a specified node in a signal flow graph. 2. The transmittance between the source and sink created by the splitting of a node which has been inserted in a specified branch of a signal flow graph in such a way that the transmittance of the branch is unchanged. { 'lüpˌtənəsˌmitˌənz }

loop tunnel [ENG] A tunnel which is looped or folded back on itself to gain grade in a tunnel location. { 'lüpˌtənəl }

loose-detail mold [ENG] A plastics mold with parts that come out with the molded piece. { 'lüsˌdaˌtəlˌmولد }

loose fit [DES ENG] A fit with enough clearance to allow free play of the joined members. { 'lüsˌfıt }

loose-joint butt [DES ENG] A knuckle hinge in which the pin on one half slides easily into a slot on the other half. { 'lüsˌjoʊntˌbat }

loose pulley [MECH ENG] In belt-driven machinery, a pulley which turns freely on a shaft so that the belt can be shifted from the driving pulley to the loose pulley, thereby causing the machine to stop. { 'lüsˌpulˈə́ }
energy, which it radiates into a bounded space, such as a room, or into outdoor space. Also known as speaker. ('lau̯d,spék-ər)

low-frequency gain

ELECTR] The gain of the low-frequency cutoff. ('lau̯d,spék-ər 'vōis, 'kōl)

louver [BUILD] An opening in a wall or ceiling with slanted or sloping slats to allow sunlight and ventilation and exclude rain, may be fixed or adjustable, and may be at the opening of a ventilating duct. Also known as outlet ventilator. [ENG] Any arrangement of fixed or adjustable slatlike openings to provide ventilation. [ENG ACOUS] An arrangement of concentric or parallel slats or equivalent grille members used to conceal and protect a loudspeaker while allowing sound waves to pass. ('lu̯v-ər)

lowboy [MECH ENG] A trailer with low ground clearance for hauling construction equipment. ('lu̯b-əi)

Lowenhertz thread

DES ENG] A screw thread that differs from U.S. Standard form in that the angle between the flanks measured on an axial plane is 53º87': height equals 0.75 times the pitch, and width of flats at top and bottom equals 0.125 times the pitch. ('ləʊ-ər 'harts, 'thred)

lower chord [CIV ENG] The bottom member of a truss. ('lu̯-ər 'kɔrd)

lower control limit [IND ENG] The horizontal line drawn on a control chart at a specified distance below the central line, points plotted below the lower control limit indicate that the process may be out of control. ('lu̯-ər 'kən'trɒl 'lɪm-ət)

lower half-power frequency [ELECTR] The frequency on an amplifier response curve which is smaller than the frequency for peak response and at which the output voltage is $1/\sqrt{2}$ of its midband or other refer. ('lu̯-ər 'haf, 'pau̯-ər 'f rɛ-ˌkwən-sɛ)

lower heating value

See low heat value. ('lu̯-ər 'hɛd-ɪŋ, 'val-ɪ-ə)

lower pair [MECH ENG] A link in a mechanism in which the mating parts have surface (instead of line or point) contact. ('lu̯-ər 'pær)

lowest safe waterline [MECH ENG] The lowest water level in a boiler drum at which the burner may safely operate. ('lu̯-əst 'sɑf ˈwoʊd-ər, 'lɪn)

low-frequency compensation [ELECTR] Compensation that serves to extend the frequency range of a broad-band amplifier to lower frequencies. ('lu̯-ə, f rɛ-ˌkwən-sɛ, 'kɑm-ˈpɑs-ə-sən)

low-frequency current [ELEC] An alternating current having a frequency of less than about 300 kilohertz. ('lu̯-ə, f rɛ-ˌkwən-sɛ 'kɑr-tənt)

low-frequency cutoff [ELECTR] A frequency below which the gain of a system or device decreases rapidly. ('lu̯-ə, f rɛ-ˌkwən-sɛ 'kɑ,doʊ̞)

low-frequency gain [ELECTR] The gain of the voltage amplifier at frequencies less than those frequencies at which this gain is close to its maximum value. ('lu̯-ə, f rɛ-ˌkwən-sɛ 'ɡən)

low-frequency impedance corrector [ELEC] Electric network designed to be connected to a basic network, or to a basic network and a building-out network, so that the combination will simulate, at low frequencies, the sending-end impedance, including dissipation, of a line. ('lu̯-ə, f rɛ-ˌkwən-sɛ ɪm-pɛd-əns ˈkɑˌrɛktər)

low-frequency induction furnace [ENG] An induction furnace in which current flow at the commercial power-line frequency is induced in the charge to be heated. ('lu̯-ə, f rɛ-ˌkwən-sɛ ɪnˈdək-shən 'fər-ən-səs)

low heat value [THERMO] The heat value of a combustion process assuming that none of the water vapor resulting from the process is condensed out, so that its latent heat is not available. Also known as lower heating value, net heat value. ('lu̯-ə, 'hɛt, ˈvæl-ɪ-ə)

low-helix drill [DES ENG] A two-flute twist drill with a lower helix angle than a conventional drill. Also known as slow-spiral drill. ('lu̯-ə, hɛ-ˈliks ˈdrɪl)

low-impedance measurement [ELECTR] The measurement of an impedance which is small enough to necessitate use of indirect methods. ('lu̯-ə mɪm,ˈpɛd-əns 'mɛz-ər-ənt)

low-intensity atomizer [MECH ENG] A type of electrostatic atomizer operating on the principle that atomization is the result of Rayleigh instability, in which the presence of charge in the surface counteracts surface tension. ('lu̯-ə ɪn ˈten-səd-e ˈæd-əˌmɪz-ər)

low level [ELECTR] The less positive of the two logic levels or states in a digital logic system. ('lu̯-ə, ˈleɪv-əl)

low-level condenser [MECH ENG] A direct-contact water-cooled steam condenser that uses a pump to remove liquid from a vacuum space. ('lu̯-ə, ˈleɪv-əl ˈkændən-sər)

low-level logic circuit [ELECTR] A modification of a diode-transistor logic circuit in which a resistor and capacitor in parallel are replaced by a diode, with the result that a relatively small voltage swing is required at the base of the transistor to switch it on or off. Abbreviated LLL circuit. ('lu̯-ə, ˈleɪv-əl ləˌɪk, ˈsɑr-ət)

low-lift truck [MECH ENG] A hand or powered lift truck that raises the load sufficiently to make it mobile. ('lu̯-ə, ˈlɪft ,ˈtrɛk)

low-loss [ELEC] Having a small dissipation of electric or electromagnetic power. ('lu̯-ə ˈloʊs)

low-noise preamplifier [ELECTR] A low-noise amplifier placed in a system prior to the main amplifier, sometimes close to the source, used to establish a satisfactory noise figure at an early point in the system. ('lu̯-ə, noɪz prɛ-ˌeɪm-ˈpælflər)

low-pass band-pass transformation [ELEC] A filter that transmits alternating currents below a given cutoff frequency and substantially attenuates all other currents. ('lu̯-ə, ˈpæs 'fɪl-tər)

low-pass filter [ELEC] A filter that transmits alternating currents below a given cutoff frequency and substantially attenuates all other currents. ('lu̯-ə, ˈpæs ˈfɪl-tər)
**lug**  [DES ENG] A projection or head on a metal part to serve as a cap, handle, support, or fitting connection. (lag)

**lug bolt**  [DES ENG] 1. A bolt with a flat extension or hook instead of a head. 2. A bolt designed for securing a lug. (ləg'bəlt)

**lung-governed breathing apparatus**  [ENG] A breathing apparatus in which the oxygen that is supplied to the wearer is governed by the wearer’s demand. (ləŋˈgəv-ənd ˈbrēth-əŋ əpərətəs)

**Lyapunov stability criterion**  [CONT SYS] A method of determining the stability of systems (usually nonlinear) by examining the sign-definitive properties of an associated Lyapunov function. (ˈleɪpənəv ˈstæbəlɪtɪ kriˈtɪkən)

**lyophilization**  [CHEM ENG] Rapid freezing of a material, especially biological specimens for preservation, at a very low temperature followed by rapid dehydration by sublimation in a high vacuum. (ˈlaɪoʊfɪləˌzaʃən)

**lysimeter**  [ENG] An instrument for measuring the water percolating through soils and determining the materials dissolved by the water. (ˈlaɪsɪmətər)
This page intentionally left blank.
m See meter
macadam [CIV ENG] Uniformly graded stones consolidated by rolling to form a road surface, may be bound with water or cement, or coated with tar or bitumen. (mˈækəd-əm)
maceration [CHEM ENG] The process of extracting fragrant oils from flower petals by immersing them in hot molten fat. (ˌməˈserəˈkeiʃən)
machete [DES ENG] A knife with a broad blade 2 to 3 feet (60 to 90 centimeters) long. (məˈchei tɪ)
Mach indicator See Machmeter. (ˈmɑk ,ɪndəˈmaɪtər)
machine [MECH ENG] A combination of rigid or resistant bodies having definite motions and capable of performing useful work. (məˈʃɛn)
machine attention time [IND ENG] Time during which a machine operator must observe the machine’s functioning and be available for immediate servicing, while not actually operating or servicing the machine. Also known as service time. (məˈʃɛn əˈtɛnˌtʃæn ˈtaɪm)
machine bolt [DES ENG] A heavy-weight bolt with a square, hexagonal, or flat head used in the automotive, aircraft, and machinery fields. (ˈmɑsˈʃɛnˌboʊlt)
machine capability [IND ENG] A qualitative or quantitative statement of the performance potential of a specific item of power equipment. (məˈʃɛnˌkeˈpæləˈbi ləd ˈeɪ)
machine controlled time [IND ENG] The time necessary for a machine to complete the automatic portion of a work cycle. Also known as independent machine time; machine element; machine time. (məˈʃɛn kanˈtrələd ˈtaɪm)
machine design [DES ENG] Application of science and invention to the development, specification, and construction of machines. (məˈʃɛn ˈdaɪzn)
machine drill [MECH ENG] Any mechanically driven diamond, rotary, or percussive drill. (məˈʃɛnˌdrid)
machine element [DES ENG] Any of the elementary mechanical parts, such as gears, bearings, fasteners, screws, pipes, springs, and bolts used as essentially standardized components for most devices, apparatus, and machinery. See machine controlled time. (məˈʃɛnˌeləˈmənt)
machine file [DES ENG] A file that can be clamped in the chuck of a power-driven machine. (məˈʃɛnˌfl)
machine-gun microphone See line microphone. (məˈʃɛnˌgʌnˌmaɪkroʊˈsaɪən)
machine-hour [IND ENG] A unit representing the operation of one machine for 1 hour, used in the determination of costs and economics. (məˈʃɛnˌhər)
machine idle time [IND ENG] Time during a work cycle when a machine is idle, awaiting completion of manual work. (məˈʃɛn ˈɪdl ˈtaɪm)
machine interference [IND ENG] A situation in which two or more units of equipment simultaneously require service. (məˈʃɛnˌɪnˈtɛrˌfɜrəns)
machine key [DES ENG] A piece inserted between a shaft and a hub to prevent relative rotation. Also known as key. (məˈʃɛnˌkeɪ)
machine loading [IND ENG] 1. Feeding work into a machine. 2. Planning the amount of use of a unit of equipment during a given time period. (məˈʃɛnˌləʊdˈɪŋ)
machine-paced operation [IND ENG] The proportion of an operation cycle during which the machine controls the speed of work progress. (məˈʃɛnˌpæstˌəpˈærəˈræˌʃæn)
machine rating [MECH ENG] The power that a machine can draw or deliver without overheating. (məˈʃɛnˌrætərɪŋ)
machine run See run. (məˈʃɛnˌrʌn)
machinery [MECH ENG] A group of parts or machines arranged to perform a useful function. (məˈʃɛnˌrɪ)
machine screw [DES ENG] A blunt-ended screw with a standardized thread and a head that may be flat, round, fillister, or oval, and may be slotted, or constructed for wrenching, used to fasten machine parts together. (məˈʃɛnˌskrɛ)
machine setting See mechanical setting. (məˈʃɛnˌsetɪŋ)
machine shop [ENG] A workshop in which work, metal or other material, is machined to specified size and assembled. (məˈʃɛnˌʃɔp)
machine shot capacity [ENG] In injection molding, the maximum weight of a given thermoplastic resin which can be displaced by a single stroke of the injection ram. (məˈʃɛnˌʃɔtˈkoʊˌpəˈθæpləˈdiːrəm)
machine taper

MACHINE TAPER [MECH ENG] A taper that provides a connection between a tool, arbor, or center and its mating part to ensure and maintain accurate alignment between the parts; permits easy separation of parts.

machine-tight [ENG] The extent of the tightening of a screwed fitting that can be accomplished without damaging or stripping the thread.

machine time [ENG] See machine controlled time.

machine tool [MECH ENG] A stationary power-driven machine for the shaping, cutting, turning, boring, drilling, grinding, or polishing of solid parts, especially metals.

machine utilization [ENG] The percentage of time that a machine is actually in use.

machining [MECH ENG] Performing various cutting or grinding operations on a piece of work.

machining center [MECH ENG] Manufacturing equipment that removes metal under computer numerical control by making use of several axes and a variety of tools and operations.

machinist's file [DES ENG] A type of double-cut file that removes metal fast and is used for rough metal filing.

Machmeter [ENG] An instrument that measures and indicates speed relative to the speed of sound, that is, indicates the Mach number. Also known as Mach indicator. Also known as magnetic chuck. A chuck in which the workpiece is held by magnetic force.

macroparameter [IND ENG] A parameter that is measured with a stopwatch.

macroparameters [IND ENG] All parameters that are measured with a stopwatch.

macroparameter [IND ENG] A parameter that is measured with a stopwatch.

macroanalytical balance [ENG] A relatively large type of analytical balance that can weigh loads of up to 200 grams to the nearest 0.1 milligram.

macroelement [IND ENG] An element of a work cycle whose time span is long enough to be observed and measured with a stopwatch.

macromechanics See composite macromechanics.

macrorheology [MECH] A branch of rheology in which materials are treated as homogeneous or quasi-homogeneous, and processes are treated as isothermal.

macroscopic anisotropy [ENG] Phenomenon in electrical downhole logging wherein electric current flows more easily along sedimentary strata beds than perpendicular to them.

macroscopic property See thermodynamic property.

macrostructure [ENG] A device for making large anatomical sections.

madistor [ELECTR] A cryogenic semiconductor device in which injection plasma can be steered or controlled by transverse magnetic fields, to give the action of a switch.

Madsen impedance meter [ENG] An instrument for measuring the acoustic impedance of normal and deaf ears. Based on the principle of the Wheatstone bridge.

MADT See microalloy diffused transistor.

MAG See maximum available gain.

magnazine [ENG] 1. A storage area for explosives. 2. A building, compartment, or structure constructed and located for the storage of explosives or ammunition.

magnesite wheel [ENG] A grinding wheel made with magnesium oxychloride as the bonding agent.

magnetic balance [ENG] 1. A device for determining the repulsion or attraction between magnetic poles, in which one magnet is suspended and the forces needed to cancel the effects of bringing a pole of another magnet close to one end are measured. 2. Any device for measuring the small forces involved in determining paramagnetic or diamagnetic susceptibility.

magnetic bearing [MECH ENG] A device incorporating magnetic forces to cause a shaft to levitate and float in a magnetic field without any contact between the rotating and stationary elements.

magnetic brake [MECH ENG] A friction brake under the control of an electromagnet.

magnetic chuck [MECH ENG] A chuck in which the workpiece is held by magnetic force.

magnetic clutch See magnetic fluid clutch, magnetic friction clutch.

magnetic cutter [ENG.ACOUS] A cutter in which the mechanical displacements of the recording stylus are produced by the action of magnetic fields.

magnetic drag dynamometer See eddy-current brake.

magnetic drum See drum.

magnetic drum storage See drum.

magnetic earphone [ENG.ACOUS] An earphone in which variations in electric current produce variations in a magnetic field, causing motion of a diaphragm.

magnetic element [ENG] That part of an instrument producing or influenced by magnetism.

magnetic field sensor [ENG] A proximity sensor that uses a combination of a Reed switch and a magnet to detect the presence of a magnetic field.

magnetic filter [CHEM ENG] Filtration device in which the filter screen is magnetized to trap and remove fine iron from liquids or liquid suspensions being filtered.

magnetic fluid clutch [MECH ENG] A friction clutch that is engaged by magnetizing a liquid suspension of powdered iron located between pole pieces mounted on the input and output shafts. Also known as magnetic clutch.

magnetic flux quantum [ELEC] A fundamental unit of magnetic flux, the total magnetic flux in a fluxoid in a type II superconductor, equal to \( \Phi/(2\pi r) \), where \( \Phi \) is Planck's constant and \( r \) is the radius of the fluxoid.
magnetoelectronics

magnetochemistry

magnetic prospecting  [ENG]  Carrying out airborne or ground surveys of variations in the earth’s magnetic field, using a magnetometer or other equipment, to locate magnetic deposits of iron, nickel, or titanium, or nonmagnetic deposits which either contain magnetic gangue minerals or are associated with magnetic structures.  { mag’ned-ik ’kɔflaks ’kwæn-tam ’təm }

magnetic force microscopy  [ENG]  The use of an atomic force microscope to measure the gradient of the natural frequency of the cantilever due to the magnetic force as the tip is scanned over the sample.  { mag’ned-ik ’fɔr’sǝr m’skræ-skə-pé ’təm }  
magnetic friction clutch  [MECH ENG]  A friction clutch in which the pressure between the friction surfaces is produced by magnetic attraction. Also known as magnetic clutch.  { mag’ned-ik ’frik-shən ’klæch }  
magnetic hardness comparator  [ENG]  A device for checking the hardness of steel parts by placing a unit of known proper hardness within an induction coil; the unit to be tested is then placed within a similar induction coil, and the behavior of the induction coils compared; if the standard and test units have the same magnetic properties, the hardness of the two units is considered to be the same.  { mag’ned-ik ’hɑrd-nas ’kæn,pər-əd-ər }  
magnetic head  [ELECTR]  The electromagnet used for reading, recording, or erasing signals on a magnetic disk, drum, or tape. Also known as magnetic read/write head.  { mag’ned-ik ’hed }  
magnetic induction gyroscope  [ENG]  A gyroscope without moving parts, in which alternating- and direct-current magnetic fields act on water doped with salts which exhibit nuclear paramagnetism.  { mag’ned-ik in’dək-shən ’jir-ə-skəp }  
magnetic loudspeaker  [ENG ACOUS]  Loudspeaker in which acoustic waves are produced by mechanical forces resulting from magnetic reactions. Also known as magnetic speaker.  { mag’ned-ik ’laud,spək-ər }  
magnetic microphone  [ENG ACOUS]  A microphone consisting of a diaphragm acted upon by sound waves and connected to an armature which varies the reluctance in a magnetic field surrounded by a coil. Also known as reluctance microphone, variable-reluctance microphone.  { mag’ned-ik ’m skrə,flən }  
magnetic pickup  { See variable-reluctance pickup.  { mag’ned-ik ’pil,kɐp }  
magnetic potentiometer  [ENG]  Instrument that measures magnetic potential differences.  { mag’ned-ik pə’ten-ki’əm-əd-ər }  
magnetic pressure transducer  [ENG]  A type of pressure transducer in which a change of pressure is converted into a change of magnetic reluctance or inductance when one part of a magnetic circuit is moved by a pressure-sensitive element, such as a bourdon tube, bellows, or diaphragm.  { mag’ned-ik ’preʃ-ər trænz,dū- șər }  
magnetic prospecting  [ENG]  Carrying out airborne or ground surveys of variations in the earth’s magnetic field, using a magnetometer or other equipment, to locate magnetic deposits of iron, nickel, or titanium, or nonmagnetic deposits which either contain magnetic gangue minerals or are associated with magnetic structures.  { mag’ned-ik ’kɔflaks ’kwæn-tam ’təm }  
magnetic pulley  [ENG]  Magnetized pulley device for a conveyor belt; removes tramp iron from dry products being moved by the belt.  { mag’ned-ik ’pul-ə }  
magnetic read/write head  See magnetic head.  { mag’ned-ik ’r̩d ’rit ’hed }  
magnetic resonance imaging  [ENG]  A technique in which an object placed in a spatially varying magnetic field is subjected to a pulse of radio-frequency radiation, and the resulting nuclear magnetic resonance spectra are combined to give cross-sectional images. Abbreviated MRI.  { mag’ned-ik ’rez-ən-əns ’im-ə-ij-əg }  
magnetic separator  [ENG]  A machine for separating magnetic from less magnetic or nonmagnetic materials by using strong magnetic fields; used for example, in tramp iron removal, or concentration and purification.  { mag’ned-ik ’sep-ə-rəd-ər }  
magnetic sound track  [ENG ACOUS]  A magnetic tape, attached to a motion picture film, on which a sound recording is made.  { mag’ned-ik ’suın ’trək }  
magnetic source imaging  [ENG]  A method of mapping electric currents within an object, particularly currents associated with biological activity, by using an array of SQUID magnetometers to detect the resulting magnetic fields surrounding the object. Abbreviated MSI.  { mag’ned-ik ’sørəs ,im-ə-ij-əg }  
magnetic speaker  See magnetic loudspeaker.  { mag’ned-ik ’spək-ər }  
magnetic tunnel junction  [ELECTR]  A magnetic storage and switching device in which two magnetic layers are separated by an insulating barrier, typically aluminum oxide, that is only 1–2 nanometers thick, allowing an electronic current whose magnitude depends on the orientation of both magnetic layers to tunnel through the barrier when it is subject to a small electric bias.  { mag’ned-ik ’tən-əl, sən-kshən }  
magneto  [ELECTR]  An alternating-current generator that uses one or more permanent magnets to produce its magnetic field; frequently used as a source of ignition energy on tractor, marine, industrial, and aviation engines. Also known as magnetoelectric generator.  { mag’ned-ə }  
magneto anemometer  [ENG]  A cup anemometer with its shaft mechanically coupled to a magnet; both the frequency and amplitude of the voltage generated are proportional to the wind speed, and may be indicated or recorded by suitable electrical instruments.  { mag’ned-ən ,æn-ə’məm-əd-ər }  
magnetocaloric effect  [THERMO]  The reversible change of temperature accompanying the change of magnetization of a ferromagnetic material.  { mag’ned-əl-kəl-ər-ik }  
magnetoelectronics  [ELECTR]  The use of electron spin (as opposed to charge) in electronic
magnetwire

devices. Also known as spin electronics, spintronics. { mag.ned-ō-ı-lek-trän-iks }
magnetometer [ENG] An instrument for measuring the magnitude and sometimes also the direction of a magnetic field, such as the earth's magnetic field. { mag.na-təm-ad-ər }
magnetooptic recording [ENG] An erasable data storage technology in which data are stored on a rotating disk in a thin magnetic layer that may be switched between two magnetization states by the combination of a magnetic field and a pulse of light from a diode laser. { mag.ned-ō-ap-tik ri’k-grid-ig }
magnetoresistance [ELECTR] The change in the electrical resistance of a material when it is subjected to an applied magnetic field, this property has widespread application in sensors and magnetic read heads. { mag.nəd-ō-ri’zis-tən-səs }
magnetoresistive memory [ELECTR] A random-access memory that uses the magnetic state of small ferromagnetic regions to store data, plus magnetoresistive devices to read the data, all integrated with silicon integrated-circuit electronics. { mag.ned-ō-ri-zis-tiv ’mem-ri-əs }
magnetoresistor [ELECTR] Magnetic field-controlled variable resistor. { mag.ned-ō-ri’zis-tər }
magnetostrictive filter [ELECTR] Filter network which uses the magnetostrictive phenomena to form high-pass, low-pass, band-pass, or band-elimination filters, the impedance characteristic is the inverse of that of a crystal. { mag.ned-ō-striktiv ’fil-tər }
magnetostrictive loudspeaker [ENG ACOUS] Loudspeaker in which the mechanical forces result from the deformation of a material having magnetostrictive properties. { mag.ned-ō-striktiv ’laud-spek-ər }
magnetostrictive microphone [ENG ACOUS] Microphone which depends for its operation on the generation of an electromagnetic force by the deformation of a material having magnetostrictive properties. { mag.ned-ō-striktiv ’mi-krənən } 
magnetostrictive oscillator [ELECTR] An oscillator whose frequency is controlled by a magnetostrictive element. { mag.ned-ō-striktiv ’əs-a, ’ləd-ər } 
magneto vision [ENG] A method of measuring and displaying magnetic field distributions in which scanning results from a thin-film Permalloy magnetoresistive sensor are processed numerically and presented in the form of a color map on a video display unit. { mag.ned-ə,vizh-ən } 
magnetron [ELECTR] One of a family of crossed-field microwave tubes, wherein electrons, generated from a heated cathode, move under the combined force of a radial electric field and an axial magnetic field in such a way as to produce microwave radiation in the frequency range 1–40 gigahertz; a pulsed microwave radiation source for radar, and continuous source for microwave cooking. { mag.nət-ən-drən } 
magnet wire [ELEC] The insulated copper or aluminum wire used in the coils of all types of electromagnetic machines and devices. { mag.nat ’wi-rə nor }
magnistator [ELECTR] A device that utilizes the effects of magnetic fields on injection plasmas in semiconductors such as indium antimonide. { mag.nis-tər }
main [ELEC] 1. One of the conductors extending from the service switch, generator bus, or converter bus to the main distribution center in interior wiring. 2. See power transmission line. [ENG] A duct or pipe that supplies or drains ancillary branches. { mən } 
main bearing [MECH ENG] One of the bearings that support the crankshaft in an internal combustion engine. { mən ’ber-ing } 
main firing [ENG] The firing of a round of shots by means of current supplied by a transformer fed from a main power supply. { mən ’fir-ing } 
main shaft [MECH ENG] The line of shafting receiving its power from the engine or motor and transmitting power to other parts. { mən ’shaft }
maintainability [ENG] 1. The ability of equipment to meet operational objectives with a minimum expenditure of maintenance effort under operational environmental conditions in which scheduled and unscheduled maintenance is performed. 2. Quantitatively, the probability that an item will be restored to specified conditions within a given period of time when maintenance action is performed in accordance with prescribed procedures and resources. { mən.tən-bal-ad-ə } 
maintenance [IND ENG] The upkeep of industrial facilities and equipment. { mənt-on-əns } 
maintenance engineering [IND ENG] The function of providing policy guidance for maintenance activities, and of exercising technical and management review of maintenance programs. { mənt-on-əns ,en-pənir-ing } 
maintenance kit [ENG] A collection of items not all having the same basic name, which are of a supplementary nature to a major component or equipment; the items within the collection may provide replacement parts and facilitate such functions as inspection, test repair, or preventive types of maintenance, for the specific purpose of restoring and improving the operational status of a component or equipment comparable to its original capacity and efficiency. { mənt-on-əns ,kit } 
maintenance vehicle [ENG] Vehicle used for carrying parts, equipment, and personnel for maintenance or evacuation of vehicles. { mənt-on-əns ,ve-a-kəl } 
major assembly [ENG] A self-contained unit of individual identity; a completed assembly of component parts ready for operation, but utilized as a portion of, and intended for further installation in, an end item or major item. { mə-jər əs-ləm-bər } 
major defect [IND ENG] Defect which causes serious malfunctioning of a product. { mə-jər ’də,fikt }
M-A-N scavenging system

**major diameter** [DES ENG] The largest diameter of a screw thread, measured at the crest for an external (male) thread and at the root for an internal (female) thread. (ˈmərˈdeɪtəm)

**majority carrier** [ELECTR] The type of carrier, that is, electron or hole, that constitutes more than half the carriers in a semiconductor. (ˈmərˈeɪtɪtəri ˈkeərər)

**majority emitter** [ELECTR] Of a transistor, an electrode from which a flow of minority carriers enters the interelectrode region. (ˈmərˈeɪtɪtɪtəri ˈemɪtər)

**major repair** [ENG] Repair work on items of material or equipment that need complete overhaul or substantial replacement of parts, or that require special tools. (ˈmərˈeɪtrɪpər)

**makeup air** [ENG] The volume of air required to replace air exhausted from a given space. (ˈməkˌwɔpˌɛər)

**makeup water** [CHEM ENG] Water feed needed to replace that which is lost by evaporation or leakage in a closed-circuit, recycle operation. (ˈməkˌwɔpˌwɔrdər)

**male connector** [ELEC] An electrical connector with protruding contacts for joining with a female connector. (ˈmæl ˈkænˈhɛktər)

**mallet** [DES ENG] An implement with a barrel-shaped head made of wood, rubber, or other soft material; used for driving another tool, such as a chisel, or for striking a surface without causing damage. (ˈmælət)

**Mallory bonding** [DES ENG] Hermetically sealing polished silicon chips to polished glass plates by placing the two pieces together, heating them to about 350°C (662°F), and applying approximately 8000 volts across the assembly. (ˈmæləˈrɛθəri ˈbændərəj)

**management control system** [IND ENG] Any one of the various systems used by a contractor to plan, control the cost, and schedule the work required to undertake and complete a project. (ˈmænˌgəmənt ˈkənˈtrəlˌsɪsˈtɛm)

**management engineering** See industrial engineering. (ˈmænˌgəmənt ˈɛnˈdərəlˌsɪsˈtɛm)

**management game** [IND ENG] A training exercise in which prospective decision makers act out managerial decision-making roles in a simulated environment. Also known as business game; operational game. (ˈmænˌgəmənt ˈgæm)

**mandrel** [ENG] The core around which continuous strands of impregnated reinforcement materials are wound to fabricate hollow objects made of composite materials. [MECH ENG] A shaft inserted through a hole in a component to support the work during machining. (ˈmænˈdrəl)

**mandrel press** [MECH ENG] A press for driving mandrels into holes. (ˈmænˈdrəl ˈpres)

**mangle gearing** [MECH ENG] Gearing for producing reciprocating motion; a pinion rotating in a single direction drives a rack with teeth at the ends and on both sides. (ˈmænˈgəl ˈgərləj)

**Manhattan Project** [ENG] A United States project lasting from August 1942 to August 1946, which developed the atomic energy program, with special reference to the atomic bomb. (ˈmænˈhætən ˈprɔjəkt)

**manhole** See manhole. (ˈmænˌhɔl)

**man-hour** [IND ENG] A unit of measure representing one person working for one hour. (ˈmænˌaʊər)

**manifold** [ENG] The branch pipe arrangement which connects the valve parts of a multicylinder engine to a single carburetor or to a muffler. (ˈmænˌələfəld)

**manifolding** [ENG] The gathering of multiphase fluid inputs into a single intake chamber (intake manifold), or the division of a single fluid supply into several outlet streams (distribution manifold). (ˈmænˌəfəldˈɪnˈdʒɛpt)

**manifold pressure** [MECH ENG] The pressure in the intake manifold of an internal combustion engine. (ˈmænˌəfəldˌprɪˈʃəlˌɛrəj)

**manikin** [ENG] A correctly proportioned doll-like figure that isjointed and will assume any human position and hold it, useful in art to draw a human figure in action, or in medicine to show the relations of organs by means of movable parts. (ˈmænˌəkɪn)

**manipulative grasp** See tripod grasp. (ˈmænəˈpɪplətɪv ˈgremˌəs)

**manipulative skill** [IND ENG] The ability of a worker to handle an object with the appropriate control and speed of movement required by a task. (ˈmænəˈpɪplətɪvˈskil)

**manipulators** [CONT SYS] An armlike mechanism on a robotic system that consists of a series of segments, usually sliding or jointed which grasp and move objects with a number of degrees of freedom, under automatic control. See remote manipulator. (ˈmænəˈpɪplətɪvˌlædˈɛərəj)

**man-machine chart** See human-machine chart. (ˈmænˌməʃənˈkərt)

**man-machine system** See human-machine system. (ˈmænˌməʃənˌsɪstəm)

**manometer** [ENG] A double-leg liquid-column gage used to measure the difference between two fluid pressures. (ˈmænəˈmətər)

**manometry** [ENG] The use of manometers to measure gas and vapor pressures. (ˈmænəˈmətrəj)

**manostat** [ENG] Fluid-filled, upside-down manometer-type device used to control pressures within an enclosure, as for laboratory analytical distillation systems. (ˈmænəˈstæt)

**M-A-N scavenging system** [MECH ENG] A system for removing used oil and waste gases from
mantle

a cylinder of an internal combustion engine in which the exhaust ports are located above the intake ports on the same side of the cylinder, so that gases circulate in a loop, leaving a dead spot in the center of the loop. (ˈmæntəl ˈskævənˌjərˌsɪstəm)

mantle [ENG] A lacelike hood or envelope (sack) of refractory material which, when positioned over a flame and heated to incandescence, gives light. (ˈmɑːntl)

manual control unit [CONT SYS] A portable, hand-held device that allows an operator to program and store instructions related to robot motions and positions. Also known as programming unit. (ˈmɑːn-yə-wəlˈkɒntərˌrɒld ˈjuːnərt)

manually controlled work See effort-controlled cycle. (ˈmɑːn-yə-wəl ˈɛrt-ˌkɔntərˌrɒld ˈwɜːrk)

manual time See hand time. (ˈmɑːn-yə-wəl ˈtɪm)

manual tracking [ENG] System of tracking a target in which all the power required is supplied manually through the tracking handwheels. (ˈmɑːn-yə-wəlˈtrækˌɪŋ)

manufacturer’s part number [IND ENG] Identification number of symbol assigned by the manufacturer to a part, subassembly, or assembly. (ˈmɑːn-əˈfækˈtʃɔrˌərz ˈpɑːrtˌnɑːmˌbɑːr)

many-body problem [MECH] The problem of predicting the motions of three or more objects obeying Newton’s laws of motion and attracting each other according to Newton’s law of gravitation. Also known as n-body problem. (ˈmɛn-ˈe bəd-ˈe ˈpræb-ˌlɑm)

Marangoni effect [CHEM ENG] The effect that a disturbance of the liquid-liquid interface (due to interfacial tension) has on mass transfer in a liquid-liquid extraction system. (ˈmɑːr-əŋˈɡoʊn ˈlitəkt)

marbling [ENG] The use of antiquing techniques to achieve the appearance of marble in a paint film. (ˈmɑːr-ˈblɪŋ)

marginal cost [IND ENG] The extra cost incurred for an extra unit of output. (ˈmɑːr-ˈjanˌəl ˈkɒst)

marginal product [IND ENG] The extra unit of output obtained by one extra unit of some factor, all other factors being held constant. (ˈmɑːr-ˈjanˌəl ˈprædˌɔkt)

marginal revenue [IND ENG] The extra revenue achieved by selling an extra unit of output. (ˈmɑːr-ˈjanˌəl ˈrɛvˌənəl)

margin of safety [DES ENG] A design criterion, usually the ratio between the load that would cause failure of a member or structure and the load that is imposed upon it in service. (ˈmɑːr-ˈjɑn əvˈsæf-ti)

Margousil number See Stanton number. (ˈmɑːrˌɡusəlˌnɑːmˌbɑːr)

marigraph [ENG] A self-registering gage that records the heights of the tides. (ˈmɑːrəˌɡrɑːf)

marina [CIV ENG] A harbor facility for small boats, yachts, and so on, where supplies, repairs, and various services are available. (ˈmɑːrəˈnərə)

marine engineering [ENG] The design, construction, installation, operation, and maintenance of main power plants, as well as the associated auxiliary machinery and equipment, for the propulsion of ships. (ˈmɑːrəˈnərəˌenˈɡɪniərəŋ)

marine railway [CIV ENG] A type of dry dock consisting of a cradle of wood or steel with rollers on which the ship may be hauled out of the water along a fixed inclined track leading up the bank of a waterway. (ˈmɑːrəˈnərəˌrɪˈreɪ

marine terminal [CIV ENG] That part of a port or harbor with facilities for docking, cargo-handling, and storage. (ˈmɑːrəˈnərəˌtɜrnˌəl)

market analysis [IND ENG] The collection and evaluation of data concerned with the past, present, or future attributes of potential consumers for a product or service. (ˈmɑːrˌkæt əˌnəlˌəsənəs)

marmon clampband [DES ENG] A metal band that wraps around the circumference of a special cylindrical joint between two structures, holding the structures together. (ˈmɑːrən ˈklæmpˌbænd)

Marvin sunshine recorder [ENG] A sunshine recorder in which the time scale is supplied by a chronograph, and consisting of two bulbs (one of which is blackened) that communicate through a glass tube of small diameter, which is partially filled with mercury and contains two electrical contacts, when the instrument is exposed to sunshine, the air in the blackened bulb is warmed more than that in the clear bulb, the warmed air expands and forces the mercury through the connecting tube to a point where the electrical contacts are shorted by the mercury; this completes the electrical circuit to the pen on the chronograph. (ˈmɑːrˌvɪn ˈsɑːnˌʃɪn riˈkɔrdər)

mask [DES ENG] A frame used in front of a television picture tube to conceal the rounded edges of the screen. (ˈɛlektər] A thin sheet of metal or other material containing an open pattern, used to shield selected portions of a semiconductor or other surface during a deposition process. (ˈɛnˌɡɪniərəŋ) A protective covering for the face or head in the form of a wire screen, a metal shield, or a respirator. (ˈmɑːsk)

masking [ELECTR] 1. Using a covering or coating on a semiconductor surface to provide a masked area for selective deposition or etching. 2. A programmed procedure for eliminating radar coverage in areas where such transmissions may be of use to the enemy for navigation purposes, by weakening the beam in appropriate directions or by use of additional transmitters on the same frequency at suitable sites to interfere with homing, also used to suppress the beam in areas where it would interfere with television reception. (ˈɛnˌɡɪniərəŋ) Preventing entrance of a tracer gas into a vessel by covering the leaks. (ˈmɑːskɪŋ)

masonry [CIV ENG] A construction of stone or similar materials such as concrete or brick. (ˈmɑːsəˈnərɪ)

masonry dam [CIV ENG] A dam constructed of
stone or concrete blocks set in mortar. {'mäs-an-rē, dam}.

masonry drill [DES ENG] A drill tipped with cemented carbide for drilling in concrete or masonry. {'mäs-an-rē, drill}.

masonry nail [DES ENG] Spiral-fluted nail designed to be driven into mortar joints in masonry. {'mäs-an-rē, nāl}.

Mason’s theorem [CONT SYS] A formula for the overall transmittance of a signal flow graph in terms of transmittances of various paths in the graph. {'mäs-ōn’s thé-o-rəm, thr-əm}.

mass [MECH] A quantitative measure of a body’s resistance to being accelerated, equal to the inverse of the ratio of the body’s acceleration to the acceleration of a standard mass under otherwise identical conditions. {'mas}.

mass burning rate [CHEM ENG] The loss in mass per unit time by materials burning under specified conditions. {'mas ‘bərn-ī, rât}.

mass concrete [CIV ENG] Concrete set without manipulator whose motions are automatically controlled. {'mas ‘kän, kret}.

mass-distance [ENG] The mass carried by a vehicle multiplied by the distance it travels. {'mas ‘dis-təns}.

mass flow [ENG] A pattern of powder flow occurring in hoppers that is characterized by the powder flowing at every point, including points adjacent to the hopper wall. {'mas ‘fōlō}.

mass-flow bin [ENG] A bin whose hopper walls are sufficiently steep and smooth to cause flow of all the solid, without stagnant regions, whenever any solid is withdrawn. {'mas ‘fōlō, bin}.

mass flowmeter [ENG] An instrument that measures the mass of fluid that flows through a pipe, duct, or open channel in a unit time. {'mas ‘flō, mēd-r}.

mass-haul curve [CIV ENG] A curve showing the quantity of excavation in a cutting which is available for fill. {'mas ‘hol#, kərv}.

Massieu function [THERMO] The negative of the Helmholtz free energy divided by the temperature. {'ma’siō, ʃoŋk-ʃən}.

mass law of sound insulation [CIV ENG] The rule stating that sound insulation for a single wall is determined almost wholly by its weight per unit area, doubling the weight of the partition increases the insulation by 5 decibels. {'mas ‘lō av ‘saʊnd, ʃn-sə, já-shən}.

mass spectrograph [ENG] A mass spectroscope in which the ions fall on a photographic plate which after development shows the distribution of particle masses. {'mas ‘spēk-trə, graf}.

mass spectrometer [ENG] A mass spectroscope in which a slit moves across the paths of particles with various masses, and an electrical detector behind it records the intensity distribution of masses. {'mas ‘spēk-трə,skōp}.

mass spectroscopy [ENG] An instrument used for determining the masses of atoms or molecules, in which a beam of ions is sent through a combination of electrical and magnetic fields so arranged that the ions are deflected according to their masses. {'mas ‘spēk-τə,skōp}.

mass units [MECH] Units of measurement having to do with masses of materials, such as pounds or grams. {'mas ‘yō-nats}.

mast [ENG] 1. A vertical metal pole serving as an antenna or antenna support. 2. A slender vertical pole which must be held in position by guy lines. 3. A drill, derrick, or tripod mounted on a drill unit, which can be raised to operating position by mechanical means. 4. A single pole, used as a drill derrick, supported in its upright or operating position by guys. [MECH ENG] A support member on certain industrial trucks, such as a forklift, that provides guideways for the vertical movement of the carriage. {'mast}.

master [ENG] 1. A device which controls subsidiary devices. 2. A precise workpiece through which duplicates are made. [ENG ACOUS] See master phonograph record. {'mas-tər}.

master arm [ENG] A component of a remote manipulator whose motions are automatically duplicated by a slave arm, sometimes with changes of scale in displacement or force. {'mas-tər ‘ərm}.

master bushing See liner bushing. {'mas-tər ‘bush-īʃ}.

master cylinder [MECH ENG] The container for the fluid and the piston, forming part of a device such as a hydraulic brake or clutch. {'mas-tər ‘sil-ən-dər}.

master frequency meter See integrating frequency meter. {'mas-tər ‘frē-kwest-sē, mēd-ər}.

master gage [DES ENG] A locating device with fixed hole locations or part positions; locates in three dimensions and generally occupies the same space as the part it represents. {'mas-tər ‘gāj}.

master layout [DES ENG] A permanent template record laid out in reference planes and used as a standard of reference in the development and coordination of other templates. {'mas-tər ‘lā, əut}.

master mechanic [ENG] The supervisor, as at the mine, in charge of the maintenance and installation of equipment. {'mas-tər ma’kən-ık}.

master phonograph record [ENG ACOUS] The negative metal counterpart of a disk recording, produced by electroforming as one step in the production of phonograph records. Also known as master. {'mas-tər ‘fō-nə,graf, rek-ərd}.

master/slave manipulator [ENG] A mechanical, electromechanical, or hydromechanical device which reproduces the hand or arm motions of an operator, enabling the operator to perform manual motions while separated from the site of the work. {'mas-tər ‘slāv ma’nip-yəd, rəd-ər}.

masticate [CHEM ENG] 1. To process rubber on a machine to make it softer and more pliable before mixing with other substances. {'mas-tə, kât}.

mat [CIV ENG] 1. A steel or concrete footing under a post. 2. Mesh reinforcement in a concrete slab. 3. A heavy steel-mesh blanket used to suppress rock fragments during blasting. {'mat}.
match  [ENG] 1. A charge of gunpowder put in a paper several inches long and used for igniting explosives. 2. A short flammable piece of wood, paper, or other material tipped with a combustible mixture that bursts into flame through friction.  [mach]  

matched edges  [ENG] Die face edges machined at right angles to each other to provide for alignment of the dies in machining equipment.  [‘mæcht e‘jə]  

matched-metal molding  [ENG] Forming of reinforced-plastic articles between two close-fitting metal molds mounted in a hydraulic press.  [‘mæcht mə′dɛl, məuld-ɪŋ]  

material balance  [CHEM ENG] A calculation to inventory material inputs versus outputs in a process system.  [mə′tair-əl, ˈmætl-æl, ˈmætl-æl]  

material particle  [MECH] An object which has rest-mass and an observable position in space, but has no geometrical extension, being confined to a single point. Also known as particle.  [ˈmætər-əl ′pær-tl]  

material requirements planning  [IND ENG] A formal computerized approach to inventory planning, manufacturing scheduling, supplier scheduling, and overall corporate planning. Abbreviated MRP.  [mə′tair-əl ˈriər-əl ˈmæn-ps ˌplæn-ɪŋ]  

materials control  [IND ENG] Inventory control of materials involved in manufacturing or assembly.  [mə′tair-əl ˈkɔnˌtrəl]  

materials handling  [ENG] The loading, moving, and unloading of materials.  [mə′tair-əl ′hænd-ɪŋ]  

materials science  [ENG] The study of the nature, behavior, and use of materials applied to science and technology.  [mə′tair-əl ˈsɛnθ]  

material well  [CHEM ENG] In a plastics process, the space provided in a compression or transfer mold to allow for the bulk factor.  [mə′tair-əl, ˈwel]  

mat foundation  [CIV ENG] A large, thick, usually reinforced concrete mat which transfers loads from a number of columns, or columns and walls, to the underlying rock or soil. Also known as raft foundation.  [məˈfeɪnd]  

Matheson joint  [DES ENG] A wrought-pipe joint made by enlarging the end of one pipe length to receive the male end of the next length.  [məθən-ən ˌdʒoʊnt]  

matrix  [ELECTR] 1. The section of a color television transmitter that transforms the red, green, and blue camera signals into color-difference signals and combines them with the chrominance subcarrier. Also known as color coder, color encoder, encoder. 2. The section of a color television receiver that transforms the color-difference signals into the red, green, and blue signals needed to drive the color picture tube. Also known as color decoder, decoder.  [ˈmætrɪks]  

matrix sound system  [ENG ACOUS] A quadraphonic sound system in which the four input channels are combined into two channels by a coding process for recording or for stereo frequency-modulation broadcasting and decoded back into four channels for playback of recordings or for quadraphonic stereo reception.  [ˈmætrɪks ˈsænd, sɪst-ˈtæn]  

matte feeder  [IND ENG] A heavy-duty apron feeder composed of thick steel flights attached to a solid chain-link mat supported by closely spaced rollers.  [ˈmat fɛd-ər]  

Matthiessen sinker method  [THERMO] A method of determining the thermal expansion coefficient of a liquid, in which the apparent weight of a sinker when immersed in the liquid is measured for two different temperatures of the liquid.  [ˈmæθən ˈsæn ˈsiŋkər, ˈmæθ-əd]  

mattock  [DES ENG] A tool with the combined features of an adz, an ax, and a pick.  [ˈmæt-ək]  

mattress  [CIV ENG] A woven mat, often of wire and cement blocks, used to prevent erosion of dikes, jetties, or river banks.  [ˈmɑːt-rɛs]  

maul see rammer.  [məl]  

Maupertius’ principle  [MECH] The principle of least action is sufficient to determine the motion of a mechanical system.  [məˈpɔːr-ʃuːs, ˈpʁinsə-ˈpɔːl]  

max-flow min-cut theorem  [IND ENG] In the analysis of networks, the concept that for any network with a single source and sink, the maximum feasible flow from source to sink is equal to the minimum cut value for any of the cuts of the network.  [ˈmæksfləʊ ˈmɪn ˈkʌt, ˈθiər-əm]  

maximal flow  [IND ENG] Maximum total flow from the source to the sink in a connected network.  [ˈmæks-ə-səl ˈfləʊ]  

maximum allowable working pressure  [MECH ENG] The maximum gage pressure in a pressure vessel at a designated temperature, used for the determination of the set pressure for relief valves.  [ˈmæks-ə-mən əˈləʊ-ə-bal ˈwɜrk-ɪŋˌprɛʃ-ər]  

maximum-and-minimum thermometer  [ENG] A thermometer that automatically registers both the maximum and the minimum temperatures attained during an interval of time.  [ˈmæks-ə-ˈmən ənˈmɛm-əd əd-ər]  

maximum angle of inclination  [MECH ENG] The maximum angle at which a conveyor may be inclined and still deliver an amount of bulk material within a given time.  [ˈmæks-ə-ˈmən əˈang-gəl əv ˈɪn-klæn-ə-nən]  

maximum available gain  [ELECTR] The theoretical maximum power gain available in a transis- tor stage; it is seldom achieved in practical cir- cuits because it can be approached only when feedback is negligible. Abbreviated MAG.  [ˈmæks-ə-ˈmən əˈvɔr-ə-bal ˈɡæn]  

maximum belt slope  [MECH ENG] A slope be- yond which the material on the belt of a conveyor tends to roll downhill.  [ˈmæks-ə-ˈmən ˈbelt səˈslæp]  

maximum belt tension  [MECH ENG] The total of the starting and operating tensions in a con- veyor.  [ˈmæks-ə-ˈmən ˈbelt ˈten-ʃən]  

maximum continuous load  [MECH ENG] The maximum load that a boiler can maintain for a
designated length of time. (ˈmak-sə-məm kənˈtʃin-ə-was)'

maximum gradability [MECH ENG] Steepest slope a vehicle can negotiate in low gear, usually expressed in percentage of slope, namely, the ratio between the vertical rise and the horizontal distance traveled, sometimes expressed by the angle between the slope and the horizontal. (ˈmak-sə-məm ɡrəd-ə bil-əd-ə)

maximum ordinate [MECH] Difference in altitude between the origin and highest point of the trajectory of a projectile. (ˈmak-sə-məm ˈɔrd-nət)

maximum production life [MECH ENG] The length of time that a cutting tool performs at cutting conditions of maximum tool efficiency. (ˈmak-sə-məm prəˈdak-shən ˈlɪf)

maximum thermometer [ENG] A thermometer that registers the maximum temperature attained during an interval of time. (ˈmak-sə-məm ˈθɔrˈme-ər əd-rər)

maximum working area [IND ENG] That portion of the working area that is readily accessible to the hands of a worker when in his normal operating position. (ˈmak-sə-məm ˈwərk-ən ˈe-rə-ə)

Maxwell equal-area rule [THERMO] At temperatures for which the theoretical isoenthalpic of a substance, on a graph of pressure against volume, has a portion with positive slope (as occurs in a substance with liquid and gas phases obeying the van der Waals equation), a horizontal line drawn at the equilibrium vapor pressure and connecting two parts of the isothermal with negative slope has the property that the area between the horizontal and the part of the isothermal above it is equal to the area between the horizontal and the part of the isothermal below it. (ˈmakˌswel ˈe-ˌkwəl ˈəer-ə-ə rəl)

Maxwell relation [THERMO] One of four equations for a system in thermal equilibrium, each of which equates two partial derivatives, involving the pressure, volume, temperature, and entropy of the system. (ˈmakˌswel ˈnələˌshən)

Maxwell’s stress functions [MECH] Three functions of position, $\phi_1$, $\phi_2$, and $\phi_3$, in terms of which the elements of the stress tensor $\sigma$ of a body may be expressed, if the body is in equilibrium and is not subjected to body forces; the elements of the stress tensor are given by $\sigma_{ij} = \partial^2 u / \partial x_i \partial x_j$, and cyclic permutations of these equations. (ˈmakˌswelz ˈstres ˈfæk-ʃənzn)

Maxwell’s theorem [MECH] If a load applied at one point A of an elastic structure results in a given deflection at another point B, then the same load applied at B will result in the same deflection at A. (ˈmakˌswelz ˈθir-əm)

mayer [THERMO] A unit of heat capacity equal to the heat capacity of a substance whose temperature is raised 1° Celsius by 1 joule. (ˈmiər)

Mayer’s formula [THERMO] A formula which states that the difference between the specific heat of a gas at constant pressure and its specific heat at constant volume is equal to the gas constant divided by the molecular weight of the gas. (ˈmiər, ˈfɔr myə-ə)

mbo See millibar.

McCabe-Thiele diagram [CHEM ENG] Graphical method for calculation of the number of theoretical plates or contacting stages required for a given binary distillation operation. (ˌməkəbəˈtɪl, ˌθɪl,əˌgram)

M contour [CONT SYS] A line on a Nyquist diagram connecting points having the same magnitude of the primary feedback ratio. (ˈem ˈkænˌtər)

M-design bit [DES ENG] A long-shank, box-threaded core bit made to fit M-design core barrels. (ˈem ˌdʒiˌznˌbit)

M-design core barrel [DES ENG] A double-tube barrel in which a 2½"-taper core lifter is carried inside a short tubular sleeve coupled to the bottom end of the inner tube, and the sleeve extends downward inside the bit shank to within a very short distance behind the face of the core bit. (ˈem ˌdʒiˌznˌkərˌbær-əl)

meadow [ENG] Range of air-fuel ratio within which smooth combustion may be had. (ˈmed-o)

mean-average boiling point [CHEM ENG] Pseudo boiling point for a hydrocarbon mixture, calculated from the American Society for Testing and Materials distillation curve's volumetric average boiling point. (ˈmən ˈav-ˌriˌbəlˌiŋˌpɔɪnt)

mean British thermal unit See British thermal unit. (ˈmən ˈbrɪd-ɪsh ˈθɔrˌməlˌjuˌnət)

mean calorie [THERMO] One-hundredth of the heat needed to raise 1 gram of water from 0 to 100°C. (ˈmən ˈkal-ər-e)

mean effective pressure [MECH ENG] A term commonly used in the evaluation for positive displacement machinery performance which expresses the average net pressure difference in pounds per square inch on the two sides of the piston in engines, pumps, and compressors. Abbreviated mep; mp. Also known as mean pressure. (ˈmən ˈɪʃk-ˌtivˌpreh-ər)

mean normal stress [MECH] In a system stressed multiaxially, the algebraic mean of the three principal stresses. (ˈmən ˈnɔrm-əl ˈstres)

mean pressure See mean effective pressure. (ˈmən ˈpreh-ər)

mean specific heat [THERMO] The average over a specified range of temperature of the specific heat of a substance. (ˈmən spəˈsiifik ˈhɛt)

mean-square-error criterion [CONT SYS] Evaluation of the performance of a control system by calculating the square root of the average over time of the square of the difference between the actual output and the output that is desired. (ˈmən ˈskiwer ˈər kəˌtirˌe-oʊ)

mean stress [MECH] 1. The algebraic mean of
mean temperature difference

the maximum and minimum values of a periodically varying stress. 2. See octahedral normal stress. 3 [ʹmen ˈstreɪs].

mean temperature difference [CHEM ENG] In heat exchange calculations, a pseudo average temperature difference between the warmer and colder fluids at inlet and outlet conditions. 4 [ˈmɛn tɛm-pro-χær ˌdɪf-rəns].

mean time to failure [ENG] A measure of reliability of a piece of equipment, giving the average time before the first failure. 5 [ˈmɛn tɪm tə ˈfæl-yər].

mean time to repair [ENG] A measure of reliability of a piece of repairable equipment, giving the average time between repairs. 6 [ˈmɛn tɪm tə ˈrɪpər].

mean trajectory [MECH] The trajectory of a missile that passes through the center of impact or center of burst. 7 [ˈmɛn trəˈjek-trə].

measured daywork [IND ENG] Work done for an hourly wage on which specific productivity levels have been determined but which provides no incentive pay. 8 [ˈmɛz-hərd ˈdɑr,waːk].

measured drilling depth [ENG] The apparent depth of a borehole as measured along its longitudinal axis. 9 [ˈmɛz-hərd ˈdrɪln ˌdɛpθ].

measured mile [CIV ENG] The distance of 1 mile (1609.344 meters), the units of which have been accurately measured and marked. 10 [ˈmɛz-hərd ˈmil].

measured relieving capacity [DES ENG] The measured amounts of fluid which can be exhausted through a relief device at its rated operating pressure. 11 [ˈmɛz-hərd ˈrɪlɛv-iŋ ˈkɑrpərəd-i].

measured work [IND ENG] Work, operations, or cycles for which a standard has been set. 12 [ˈmɛz-hərd ˈwɜrk].

measurement ton See ton. [ˈmɛz-hər-ment ˈton].

measuring machine [ENG] A device in which an astronomical photographic plate is viewed through a fixed low-power microscope with cross-hairs and which is mounted on a carriage that is moved by micrometer screws equipped with scales, in order to measure the relative positions of images on the plate. 13 [ˈmɛz-hərɨŋ ˈməˌʃaʊˈn].

measuring tank [ENG] A tank that has been calibrated and fitted with devices to measure a volume of liquid and then release it. Also known as dump tank; metering tank. [ˈmɛz-hərɨŋ ˌtæŋk].

mechanical [ENG] Of, pertaining to, or concerned with machinery or tools. [ˈmɪˌkænəˈkɔl].

mechanical advantage [MECH ENG] The ratio of the force produced by a machine such as a lever or pulley to the force applied to it. Also known as force ratio. 14 [ˈmɪˌkænəˈkɔl ədˈvaŋ-tʃɪ].

mechanical analog [IND ENG] A mechanical model of a nonmechanical system that responds to input with an output corresponding to the response of the real system. 15 [ˈmɪˌkænəˈkɔl ənˈæləg].

mechanical analysis [MECH ENG] Mechanical separation of soil, sediment, or rock by sieving, screening, or other means to determine particle-size distribution. [ˈmɪˌkænəˈkɔl əˈnæləˈsæs].

mechanical area [BUILD] The areas in a building that include equipment rooms, shafts, stacks, tunnels, and closets used for heating, ventilating, air conditioning, piping, communication, hoisting, conveying, and electrical services. 16 [ˈmɪˌkænəˈkɔl ˈeərə].

mechanical bearing cursor See bearing cursor. [ˈmɪˌkænəˈkɔl ˈbɛrɪŋ ˈkær-sər].

mechanical classification [MECH ENG] A sorting operation in which mixtures of particles of mixed sizes, and often of different specific gravities, are separated into fractions by the action of a stream of fluid, usually water. 17 [ˈmɪˌkænəˈkɔl ˈkləsəˈfɪkər].

mechanical comparator [ENG] A contact comparator in which movement is amplified usually by a rack, pinion, and pointer or by a parallelogram arrangement. 18 [ˈmɪˌkænəˈkɔl ˈkæmprəˈdər-ər].

mechanical damping [ENG ACOUS] Mechanical resistance which is generally associated with the moving parts of an electromagnetically transducer such as a cutter or a reproducer. [ˈmɪˌkænəˈkɔl ˈdæm-pər].

mechanical draft [MECH ENG] A draft that depends upon the use of fans or other mechanical devices; may be induced or forced. [ˈmɪˌkænəˈkɔl ˈdræft].

mechanical-draft cooling tower [MECH ENG] Cooling tower that depends upon fans for introduction and circulation of its air supply. [ˈmiˌkænəˈkɔl ˈdɑrt kəlɨŋ tɔːr ər].

mechanical efficiency [MECH ENG] In an engine, the ratio of brake horsepower to indicated horsepower. 19 [ˈmɪˌkænəˈkɔl ˈɪfrɪshən-ər].

mechanical engineering [MECH ENG] The branch of engineering concerned with energy conversion, mechanics, and mechanisms and devices for diverse applications, ranging form automotive parts through nanomachines. 20 [ˈmɪˌkænəˈkɔl ˈɛnˌdʒərniŋ].

mechanical equivalent of heat [THERMO] The amount of mechanical energy equivalent to a unit of heat. 21 [ˈmɪˌkænəˈkɔl ɪˈkwɪv ə ˈlænt əv ˈhæt].

mechanical expression See expression. [ˈmɪˌkænəˈkɔl ɪˈkresprən].

mechanical gripper [MECH ENG] A robot component that uses movable, fingerlike levers to grasp objects. [ˈmɪˌkænəˈkɔl ˈɡripr].

mechanical hygrometer [ENG] A hygrometer in which an organic material, most commonly a bundle of human hair, which expands and contracts with changes in the moisture in the surrounding air or gas is held under slight tension.
by a spring, and a mechanical linkage actuates a pointer.  

mechanical hysteresis [MECH] The dependence of the strain of a material not only on the instantaneous value of the stress but also on the previous history of the stress; for example, the elongation is less at a given value of tension when the tension is increasing than when it is decreasing.  

mechanical impedance [MECH] The complex ratio of a phasor representing a sinusoidally varying force applied to a system to a phasor representing the velocity of a point in the system.  

mechanical lift dock [CIV ENG] A type of dry dock or marine elevator in which a vessel, after being placed on the keel and bilge blocks in the dock, is bodily lifted clear of the water so that work may be performed on the underwater body.  

mechanical linkage [MECH ENG] A set of rigid bodies, called links, joined together at pivots by means of pins or equivalent devices.  

mechanical loader [MECH ENG] A power machine for loading mineral, coal, or dirt.  

mechanical mucking [ENG] Loading of dirt or stone in tunnels or mines by machines.  

mechanical ohm [MECH] A unit of mechanical resistance, reactance, and impedance, equal to a force of 1 dyne divided by a velocity of 1 centimeter per second.  

mechanical oscillograph See direct-writing recorder.  

mechanical patent [ENG] A patent granted for an inventive improvement in a process, manufacture, or machine.  

mechanical press [MECH ENG] A press whose slide is operated by mechanical means.  

mechanical property [MECH] A property that involves a relationship between stress and strain or a reaction to an applied force.  

mechanical pulley [MECH ENG] Mechanical, rather than chemical, recovery of cellulose fibers from wood; purified, finely ground wood is made into newsprint, cheap Manila papers, and tissues.  

mechanical pump [MECH ENG] A pump through which fluid is conveyed by direct contact with a moving part of the pumping machinery.  

mechanical reactance [MECH] The imaginary part of mechanical impedance.  

mechanical refrigeration [MECH ENG] The removal of heat by utilizing a refrigerant subjected to cycles of refrigerating thermodynamics and employing a mechanical compressor.  

mechanical resistance See resistance.  

mechanical rotational impedance See rotational impedance.  

mechanical rotational reactance See rotational reactance.  

mechanical separation [MECH ENG] A group of industrial operations by means of which particles of solid or drops of liquid are removed from a gas or liquid, or are separated into individual fractions, or both, by gravity separation (settling), centrifugal action, and filtration.  

mechanical seal [MECH ENG] Mechanical assembly that forms a leakproof seal between flat, rotating surfaces to prevent high-pressure leakage.  

mechanical shovel [MECH ENG] A loader limited to level or slightly graded drivages; when full, the shovel is swung over the machine, and the load is discharged into containers or vehicles behind.  

mechanical splice [ENG] A splice made to terminate wire rope by pressing one or more metal sleeves over the rope junction.  

mechanical spring See spring.  

mechanical stage [ENG] A stage on a microscope provided with a mechanical device for positioning or changing the position of a slide.  

mechanical stepping motor [ELEC] A device in which a voltage pulse through a solenoid coil causes reciprocating motion by a solenoid plunger, and this is transformed into rotary motion through a definite angle by ratchet-and-pawl mechanisms or other mechanical linkages.  

mechanical stoker See automatic stoker.  

mechanical torque converter [MECH ENG] A torque converter, such as a pair of gears, that transmits power with only incidental losses.  

mechanical units [MECH] Units of length, time, and mass, and of physical quantities derivable from them.
mechanical vibration  [MECH] The continuing motion, often repetitive and periodic, of parts of machines and structures. {‘mɛ kinˈo rə kal ˈvɪ pərə tʃən}  
mechanism  [MECH ENG] That part of a machine which contains two or more pieces so arranged that the motion of one compels the motion of the others. {‘mɛ kinˈo nɪ zi m}  
mechanize  [MECH ENG] 1. To substitute machinery for human or animal labor. 2. To produce or reproduce by machine. {‘mɛ kinˈo nɪ zi}  
mechanized dew-point meter See dew-point recorder. {‘mɛ kinˈo nɪ zi dˈdjuˈpɔɪnt,ˌmɛ dər}  
mechanomotive force  [MECH] The root-mean-square value of a periodically varying force. {‘mɛ kinˈo mə təv iztəri tiv}  
mechano-optical vibrometer  [ENG] A vibrometer in which the motion given to a probe by a surface whose vibration amplitude is to be measured is used to rock a mirror; a light beam reflected from the mirror and focused onto a scale provides an indication of the vibration amplitude. {‘mɛ kinˈo oʊtˈoʊpə təvˌmɛ tərˌvɪ bərəmədər}  
mechatronics  [ENG] A branch of engineering that incorporates the ideas of mechanical and electronic engineering into a whole, and, in particular, covers those areas of engineering concerned with the increasing integration of mechanical, electronic, and software engineering into a production process. {‘mɛ kinˈo tətrə niks}  
media migration  [CHEM ENG] Carryover of fibers or other filter material by liquid effluent from a filter unit. {‘mɛ dhe mətərˌmɪdərətənks}  
media mill See shot mill. {‘mɛ dəˌmɛ đəˌmɪl}  
median strip  [CIV ENG] A paved or planted section dividing a highway into lanes according to direction of travel. {‘mɛ dənəri ˈstriːp}  
medical chemical engineering  [CHEM ENG] The application of chemical engineering to medicine, frequently involving mass transport and separation processes, especially at the molecular level. {‘mɛ dikətəl ˌmɛdɪˈkənˌkɛmɪˈkəlˌmediˌkənˌləvəl}  
medium  [CHEM ENG] 1. The carrier in which a chemical reaction takes place. 2. Material of controlled pore size used to remove foreign particles or liquid droplets from fluid carriers. {‘mɛ dəmədəm}  
medium-technology robot  [CONT SYS] An automatically controlled machine that employs servomechanisms and microprocessor control units. {‘mɛ dəˌteknəl ˈkælnəlˌjəˈroʊˌbæt}  
megassecond  [MECH] A unit of time, equal to 1,000,000 seconds. Abbreviated Ms; Msec. {‘mɛgəˌsɛkənd}  
megawatt  [MECH] A unit of power, equal to 1,000,000 watts. Abbreviated MW. {‘mɛgəˌwɔt}  
megohm  [ELEC] A unit of resistance, equal to 1,000,000 ohms. {‘mɛgəˌgɑm}  
megohmmeter  [ELEC] An instrument which is used for measuring the high resistance of electrical materials of the order of 20,000 megohms at 1000 volts. One direct-reading type employs a permanent magnet and a moving coil. {‘mɛgəˌgɑmˌmɛdər}  

other. Also known as membrane evaporation; thermopervaporation, transmembrane distillation.

\[ \text{membrane evaporation} \]

See membrane distillation.

\[ \text{membrane separation} \] [CHEM ENG] The use of thin barriers (membranes) between miscible fluids for separating a mixture, a suitable driving force across the membrane, for example concentration or pressure differential, leads to preferential transport of one or more feed components.

\[ \text{membrane stress} \] [MECH] Stress which is equivalent to the average stress across the cross section involved and normal to the reference plane.

\[ \text{membrane waterproofing} \] [CIV ENG] Curing concrete, especially in pavements, by spraying a liquid material over the surface to form a solid, impervious layer which holds the mixing water in the concrete. Also known as membrane curing.

\[ \text{memorization study} \] [IND ENG] A technique of setting hourly wage that varies from one pay period to another as a function of the worker's productivity, but never declines below a guaranteed minimum wage.

\[ \text{mercury barometer} \] [ENG] An instrument which determines atmospheric pressure by measuring the height of a column of mercury which the atmosphere will support; the mercury is in a glass tube closed at one end and placed, open end down, in a well of mercury. Also known as Torricellian barometer. (\[ \text{mercury manometer} \])

\[ \text{mercury cathode cell} \] [CHEM ENG] Electrolytic cell used to manufacture chlorine and caustic soda from sodium chloride brine; includes Castner and DeNora cells.

\[ \text{mercury jet magnetometer} \] [ENG] A type of magnetometer in which the magnetic field strength is determined by measuring the electromagnetic force between electrodes at opposite ends of a narrow pipe made of insulating material, through which mercury is forced to flow.

\[ \text{mercury manometer} \] [ENG] A manometer in which the instrument fluid is mercury, used to record or control difference of pressure or fluid flow.

\[ \text{mercury switch} \] [ELEC] A switch that is closed by making a large globule of mercury move up to the contacts and bridge them; the mercury is usually moved by tilting the entire switch.

\[ \text{mercury thermometer} \] [ENG] A liquid-in-glass thermometer or a liquid-in-metal thermometer using mercury as the liquid.

\[ \text{meridian circle} \] See transit circle.

\[ \text{meridian transit} \] See transit circle.

\[ \text{merit} \] [ELECTR] A performance rating that governs the choice of a device for a particular application; it must be qualified to indicate type of rating, as in gain-bandwidth merit or signal-tonoise merit.

\[ \text{merit pay plan} \] [IND ENG] Work performed for a set hourly wage that varies from one pay period to another as a function of the worker's productivity, but never declines below a guaranteed minimum wage.

\[ \text{Mersenne's law} \] [MECH] The fundamental frequency of a vibrating string is proportional to the square root of the tension and inversely proportional both to the length and the square root of the mass per unit length.

\[ \text{Merton nut} \] [DES ENG] A nut whose threads are made of an elastic material such as cork, and are formed by compressing the material into a screw.

\[ \text{mesa device} \] [ELECTR] Any device produced by diffusing the surface of a germanium or silicon wafer and then etching down all but selected areas, which then appear as physical plateaus or mesas.

\[ \text{mesa diode} \] [ELECTR] A diode produced by diffusing the entire surface of a large germanium or silicon wafer and then delineating the individual diode areas by a photoresist-controlled etch that removes the entire diffused area except the island or mesa at each junction site.

\[ \text{mesa transistor} \] [ELECTR] A transistor in which a germanium or silicon wafer is etched down in steps so the base and emitter regions appear as physical plateaus above the collector region.

\[ \text{MESFET} \] See metal semiconductor field-effect transistor.

\[ \text{mesh} \] [DES ENG] A size of screen or of particles passed by it in terms of the number of openings occurring per linear inch in each direction. Also known as mesh size.

\[ \text{mesmer} \] [MECH] A switch in which two opposing pistons operate areas, which then appear as physical plateaus above the collector region.

\[ \text{messenger} \] [ENG] A small, cylindrical metal
weight that is attached around an oceanographic wire and sent down to activate the tripping mechanism on various oceanographic devices. [

metabolic cost  [IND ENG] The amount of energy consumed as the result of performing a given work task; usually expressed in calories. (\textit{med-a, bål-ik 'kost})

metalloid [ENG] Metal of the classification table that between metal and nonmetal.

metal [ENG] A mesh of metal used to provide a base for plaster. (\textit{med-al 'lath})

metallic disk rectifier  See metallic rectifier.

metalize  [ENG] To coat or impregnate a metal or nonmetal surface with a metal, as by metal spraying or by vacuum vaporization. (\textit{med-al, tiz})

metalized slurry blasting  [ENG] The breaking of rocks by using slurried explosive medium containing a powdered metal, such as powdered aluminum. (\textit{med-al, tiz 'sljar-e 'blast-ij})

metallurgical engineer  [ENG] A person who specializes in metallurgical engineering. (\textit{med-al 'ar ja-kal, en-ja-'nir})

metallurgical engineering  [ENG] Application of the principles of metallurgy to the engineering sciences. (\textit{med-al 'ar ja-kal, en-ja-'nir-ij})

metallurgical microscope  [ENG] A microscope used in the study of metals, usually optical. (\textit{med-al 'ar ja-kal 'mi-'krak,sköp})

metal oxide semiconductor field-effect transistor  [ELECTR] A field-effect transistor having a gate that is insulated from the semiconductor substrate by a thin layer of silicon dioxide. Abbreviated MOSFET, MOST, MOS transistor. Formerly known as insulated-gate field-effect transistor (IGFET). (\textit{med-al lak, std 'sem-i-kon, dak-tar 'fêld i, fêkt tran 'zis-'tar})

metal oxide semiconductor integrated circuit  [ELECTR] An integrated circuit using metal oxide semiconductor transistors; it can have a higher density of equivalent parts than a bipolar integrated circuit. (\textit{med-al lak, std 'sem-i-kon, dak-tar 'lin-ta, gräd-ad 'sar-'kat})

metal rolling  See rolling. (\textit{med-al, töl-'ij})

metal semiconductor field-effect transistor  [ELECTR] A field-effect transistor that uses a thin film of gallium arsenide, with a Schottky barrier gate formed by depositing a layer of metal directly onto the surface of the film. Abbreviated MESFET. (\textit{med-al 'sem-i-kon, dak-tar 'fêld i, fêkt tran 'zis-'tar})

metal-slitting saw  [MECH ENG] A milling cutter similar to a circular saw blade but sometimes with side teeth as well as teeth around the circumference; used for deep slotting and sinking in cuts. (\textit{med-al 'slid-'ij 'so})

metal spinning  See spinning. (\textit{med-al, spin-'ij})

metal spraying  [ENG] Coating a surface with droplets of molten metal or alloy by using a compressed gas stream. (\textit{med-al 'språ-'ij})

metarhology  [MECH] A branch of rheology whose approach is intermediate between those of macrorheology and micro rheology; certain processes that are not isothermal are taken into consideration, such as kinetic elasticity, surface tension, and rate processes. (\textit{med-a-rēl-'al-a-jē})

meteorogram  [ENG] A record obtained from a meteorograph. (\textit{med-e-ör-ă, grăm})

meteorograph  [ENG] An instrument that measures and records meteorological data such as air pressure, temperature, and humidity. (\textit{med-e-ör-ă, graf})

meteorological balloon  [ENG] A balloon, usually of high-quality neoprene, polyethylene, or Mylar, used to lift radiosondes to high altitudes. (\textit{med-e-ör-ă-'ra-laj-a-ko̱l bal-'leen})

meteorological instrumentation  [ENG] Apparatus and equipment used to obtain quantitative information about the weather. (\textit{med-e-ör-ă-'ra-laj-a-ko̱l in-strō-man-tə-shən})

meteorological rocket  [ENG] Small rocket system used to extend observation of atmospheric character above feasible limits for balloon-borne observing and telemetering instruments. Also known as rocketsonde. (\textit{med-e-ör-ă-'ra-laj-a-ko̱l 'rāk-'at})

meter  [MECH] The international standard unit of length, equal to the length of the path traveled by light in vacuum during a time interval of 1/299,792,458 of a second. Abbreviated m.

[ENG] A device for measuring the value of a quantity under observation; the term is usually applied to an indicating instrument alone. (\textit{mēd-ər})

meter bar  [ENG] A metal bar for mounting a gas meter, having fittings at the ends for the inlet and outlet connections of the meter. (\textit{mēd-ər, bār})

meter density  [ENG] In an energy distribution system, the number of meters per unit area or per unit length. (\textit{mēd-ər, den-sōd-e})

meter factor  [ENG] A factor used with a meter to correct for ambient conditions, for example, the factor for a fluid-flow meter to compensate for such conditions as liquid temperature change and pressure shrinkage. (\textit{mēd-ər fak-tār})

metering pin  See metering rod. (\textit{mēd-a-ri̱n, pin})

metering pump  [CHEM ENG] Plunger-type pump designed to control accurately small-scale fluid-flow rates, used to inject small quantities of materials into continuous-flow liquid streams. Also known as proportioning pump. (\textit{mēd-a-ri̱n, pamp})

metering rod  [ENG] A device consisting of a long metallic pin of graduated diameters fitted to the main nozzle of a carburetor (on an internal combustion engine) or passage leading thereto in such a way that it measures or meters the amount of gasoline permitted to flow by it at various speeds. Also known as metering pin. (\textit{mēd-a-ri̱n, rād})

metering screw  [MECH ENG] An extrusion-type screw feeder or conveyor section used to feed pulverized or doughy material at a constant rate. (\textit{mēd-a-ri̱n, skriel})

metering tank  See measuring tank. (\textit{mēd-a-ri̱n, tank})

metering valve  [MECH ENG] In an automotive
hydraulic braking system, a valve that momentarily delays application of the front disk brakes until the rear drum brakes begin to act. {"méđ-ar'vij, valv}

meter-kilogram [MECH] 1. A unit of energy or work in a meter-kilogram-second gravitational system, equal to the work done by a kilogram-force when the point at which the force is applied is displaced 1 meter in the direction of the force; equal to 9.80665 joules. Abbreviated m-kgf. Also known as meter-kilogram-force. 2. A unit of torque, equal to the torque produced by a kilogram-force acting at a perpendicular distance of 1 meter from the axis of rotation. Also known as kilogram-meter (kgf·m). {"méđ-ar'kil-ogram, m·kgf, m·kgf·m, m·kgf·m·s², m·kgf·m·s³, m·kgf·s²}

meter kilogram-force See meter-kilogram. {"méđ-ar'kil-ogram 'fôrs}

meter-kilogram-second system [MECH] A metric system of units in which length, mass, and time are fundamental quantities, and the units of these quantities are the meter, the kilogram, and the second respectively. Abbreviated mks system. {"méđ-ar'kil-ogram 'sek-and 'sis-tam}

meter prover [ENG] A device that determines the accuracy of a gas meter; a quantity of air is collected over water or oil in a calibrated cylindrical bell, and then the bell is allowed to sink into the liquid, forcing the air through the meter; the calibrated measurement is then compared with the reading on the meter dial. {"méđ-ar'prú-vər}

meter-proving tank See calibrating tank. {"méđ-ar'prú-vvin, tank}

meter run [ENG] The length of straight, unobstructed fluid-flow conduit preceding an orifice or venturi meter. {"méđ-ar'ran}

meter sensitivity [ENG] The accuracy with which a meter can measure a voltage, current, frequency, resistance, or other quantity. {"méđ-ar'sen-sat-iv 'sēd-ə}m

meter stop [MECH ENG] A valve installed in a water service pipe for control of the flow of water to a building. {"méđ-ar'stāp}

meter-ton-second system [MECH] A modification of the meter-kilogram-second system in which the metric ton (1000 kilograms) replaces the kilogram as the unit of mass. {"méđ-ar'ton 'sek-and 'sis-tam}

meter wheel [ENG] A special block used to support the oceanographic wire paid out over the side of a ship, attached directly or connected by means of a speedometer cable to a gearbox which measures the length of wire. {"méđ-ar'wel}

methanation [CHEM ENG] In coal gasification, the catalytic conversion of hydrogen and carbon monoxide to methane. {"meth-an-ə-shən}

method of joints [ENG] Determination of stresses for joints at which there are not more than two unknown forces by the methods of the stress polygon, resolution, or moments. {"meth-əd āv 'joëns}

method of mixtures [THERMO] A method of determining the heat of fusion of a substance whose specific heat is known; in which a known amount of the solid is combined with a known amount of the liquid in a calorimeter, and the decrease in the liquid temperature during melting of the solid is measured. {"meth-əd āv 'miks-charəz}

methods design [IND ENG] Design for a new, more efficient method of job performance. {"meth-ədž 'diż-ən}

methods engineering [IND ENG] A technique used by management to improve working methods and reduce labor costs in all areas where human effort is required. {"meth-ədz 'en-jənər-ei}

methods study [IND ENG] An analysis of the methods in use, of the means and potentials for their improvement, and of reducing costs. {"meth-ədž 'studi}

metric centner [MECH] 1. A unit of mass equal to 50 kilograms. 2. A unit of mass equal to 100 kilograms. Also known as quintal. {"me-trik 'sent-nər}

metric grain [MECH] A unit of mass, equal to 50 milligrams; used in commercial transactions in precious stones. {"me-trik 'grän}

metric line See millimeter. {"me-trik 'līn}

metric ounce See mounce. {"me-trik 'aʊns}

metric slug [MECH] A unit of mass, equal to time are fundamental quantities, and the units to 50 kilograms. {"mé-trik 'slag}

metric system [MECH] A system of units used in scientific work throughout the world and employed in general commercial transactions and engineering applications; its units of length, time, and mass are the meter, second, and kilogram respectively, or decimal multiples and submultiples thereof. {"me-trik 'sis-tam}

metric-technical unit of mass [MECH] A unit of mass, equal to the mass which is accelerated by 1 meter per second per second by a force of 1 kilogram-force; it is equal to 9.80665 kilogram-force. {"mé-trik 'tēk-mi-kāl 'jū-nat āv 'mäs}

metric thread gearing [DES ENG] Gears that may be interchanged in change-gear systems to provide feeds suitable for cutting metric and module threads. {"me-trik 'thrēd 'gīr-ing}

metric ton See tonne. {"me-trik 'ton}

mg See milligram. {m·g}

mGal See milliGals. {m·gal}

mho See siemens. {m·hō}

mi See mile.

MIC See microwave integrated circuit.

Michaelson actinograph [ENG] A pyrheliometer of the bimetallic type used to measure the intensity of direct solar radiation; the radiation is measured in terms of the angular deflection of a blackened bimetallic strip which is exposed to the direct solar beam. {"mɪ-kəl-son əktən-ə-graf}

microaccelerometer [ENG] A MEMS device developed for the automotive industry to control air-bag inflation. {mɪ-krə-ik-sel-ə-təm-ər-ər}
microactuator | ENG A very small actuator, with physical dimensions in the submicrometer to millimeter range, generally batch-fabricated from silicon wafers. 

Micro air vehicle | ENG A very small airborne autonomous vehicle that can operate inside a building using primarily visual and other sensory information to navigate. 

Microalloy diffused transistor | ELECTR A microalloy transistor in which the semiconductor wafer is first subjected to gaseous diffusion to produce a nonuniform base region. Abbreviated MALT. 

Microalloy transistor | ELECTR A transistor in which the emitter and collector electrodes are formed by etching depressions, then electroplating and alloying a thin film of the impurity metal to the semiconductor wafer, somewhat as in a surface-barrier transistor. 

Microangstrom | MECH A unit of length equal to one-millionth of an angstrom, or 10^-10 meter. Abbreviated Å. 

Microwave | ENG A small, light type of analytical balance that can weigh loads of up to 0.1 milligram. 

Micrometer | ENG A calorimeter for measuring very small amounts of heat, in which the heat source and a small heating coil are placed in identical vessels and the amount of current through the coil is varied until the temperatures of the vessels are identical, as indicated by thermocouples. 

Microcapacitor | ELECTR Any very small capacitor used in microelectronics, usually consisting of a thin film of dielectric material sandwiched between electrodes. 

Microcapsule | CHEM ENG A capsule with a plastic or waxlike coating having a diameter anywhere from well below 1 micrometer to over 200 micrometers. 

Microcircuit | ELECTR Electronic circuit structures that are orders of magnitude smaller and lighter than circuit structures produced by the most compact combinations of discrete components. Also known as microelectronic circuitry; microminiature circuitry. 

Microcontroller | ELECTR A microcomputer, microprocessor, or other equipment used for precise process control in data handling, communication, and manufacturing. 

Microdiffusionmeter | ENG A type of diffusion meter in which diffusion is measured over microscopical distances, greatly reducing the time required for the measurement and the effects of vibration and temperature changes. 

Microelectrode | ENG 1. In biological research, an electrode with a microscopic tip dimension that may be placed adjacent to or inside a cell for the purpose of recording the electric potentials of single cells, passing electrical currents, or injecting electrically charged substances into the cell. 2. In physical chemistry, a minute electrode used to perform electrolysis of small quantities of material. 

Micro-electro-mechanical system | ENG A system in which micromechanisms are coupled with microelectronics, most commonly fabricated as microsensors or microactuators. Abbreviated MEMS. Also known as microsystem. 

Microelectronic circuit | ENG See microcircuit. 

Microelectronic devices | ELECTR The technology of constructing circuits and devices in extremely small packages by various techniques. Also known as microminiaturization; microsystem electronics. 

Microelement | ELECTR Resistor, capacitor, transistor, diode, inductor, transformer, or other electronic element or combination of elements mounted on a ceramic wafer 0.025 centimeter thick and about 0.75 centimeter square; individual microelements are stacked, interconnected, and potted to form micromodules. 

Microengineering | ENG The design and production of small, three-dimensional objects, usually for manufacture in high volumes at low cost. 

Microfabrication | ENG The technology of fabricating microsystems from silicon wafers, using standard semiconductor process technologies in combination with specially developed processes. 

Microfiltration | CHEM ENG A membrane separation process in which particles greater than about 20 nanometers in diameter are screened out of a liquid in which they are suspended. 

Microfluoroscope | ENG A fluoroscope in which a very fine-grained fluorescent screen is optically enlarged. 

Microforge | ENG In micromanipulation techniques, an optical-mechanical device for controlling the position of needles or pipets in the field of a low-power microscope by a simple micromanipulator. 

Microgram | MECH A unit of mass equal to one-millionth of a gram. Abbreviated μg. 

Micrograph | ENG An instrument for making very tiny writing or engraving.
microgravity  [MECH] A state of very weak gravity, such that the gravitational acceleration experienced by an observer inside the system in question is of the order of one-millionth of that on earth. (.mi•kr•ô•grav•ad•E)

microgroove record See long-playing record. (.mi•kr•ô•grü•,rek•-ard)

micro heat pipe  [ENG] A very small heat pipe that has a diameter between about 100 micrometers and 2 millimeters (0.004 and 0.08 inch) and a triangular cross section or other cross section with sharp corners, and that uses the sharp corner regions instead of a wick to return the electronic fluid from the condenser to the evaporator; it has potential applications in the electronics (cooling circuit chips), medical, space, and aircraft industries. (.mi•kr•ô•mär•,sên•-ip)

micromachining  [ENG] The use of standard semiconductor process technologies in combination with specially developed processes to fabricate miniature mechanical devices and components on silicon and other materials. (.mi•kr•ô•mär•,šên•-ip)

micromanipulator  [ENG] A device for holding and moving fine instruments for the manipulation of microscopic specimens under a microscope. (.mi•kr•ô•mär•ma•nip•-ya•,lâd•-ar)

micromanometer  [ENG] Any manometer that is designed to measure very small pressure differences. (.mi•kr•ô•mär•ma•näm•-ad•-ar)

micromechanical display  [ENG] A video display based on an array of mirrors on a silicon chip that can be deflected by electrostatic forces. Abbreviated MMD. (.mi•kr•ô•mär•ka•kan•i•kal•di•spil•a)

micromechanics  [ENG] 1. The design and fabrication of micromechanisms. 2. See composite micromechanics. (.mi•kr•ô•mär•ka•kan•-iks)

micromechanism  [ENG] A mechanical component with submillimeter dimensions and corresponding tolerances of the order of 1 micrometer or less. (.mi•kr•ô•mär•mek•-a•niz•-am)

micromechatronics  [ENG] The branch of engineering concerned with micro-electro-mechanical systems. (.mi•kr•ô•mär•mek•a•trän•-iks)

micrometer  [ENG] 1. An instrument attached to a telescope or microscope for measuring small distances or angles. 2. A caliper for making precise measurements; a spindle is moved by a screw thread so that it touches the object to be measured, the dimension can then be read on a scale. Also known as micrometer caliper. [MECH] A unit of length equal to one-millionth of a meter. Abbreviated μ. Also known as micron (μ). (.mi•kr•ô•mär•kål•-a•par)

micrometer caliper  See micrometer. (.mi•kr•äm•-ad•-ar•kal•-a•par)

micrometer of mercury  See micron. (.mi•kr•äm•-ad•-ar•av•mar•k˘yar•ê)

micrometerwatt  See picowatt. (.mi•kr•ô•mi•kr•ô•wät)

micromolding  [ENG] An alternative technique to micromachining for fabricating microsystems, in which a sacrificial material serves as a mold to which a deposited material conforms. (.mi•kr•ô•mold•in)

micromotion film  [IND ENG] A record of a specific task made with motion picture film or video tape in which each component of the activity is recorded in an individual frame. (.mi•kr•ô•mô•shan•film)

micromotion study  See memomotion study. (.mi•kr•ô•mô•shan•šta•d•-ê)

micron  [MECH] 1. A unit of pressure equal to the pressure exerted by a column of mercury 1 micrometer high, having a density of 13.5951 grams per cubic centimeter, under the standard acceleration of gravity; equal to 0.13322387415 Pascal; it differs from the millitorr by less than one part in seven million. Also known as micrometer of mercury. 2. See micrometer. (.mi•kr•ân)

micro-opto-electro-mechanical system  [ENG] A microsystem that combines the functions of optical, mechanical, and electronic components in a single, very small package or assembly. Abbreviated MOEMS. (.mi•kr•ô•op•to•ma•kan•a•kal•sis•-tam)

micro-opto-mechanical system  [ENG] A microsystem that combines optical and mechanical functions without the use of electronic devices or signals. Abbreviated MOMS. (.mi•kr•ô•op•to•ma•kan•a•kal•sis•-tam)

microphone  [ENG ACOUS] An electroacoustic device containing a transducer which is actuated by sound waves and delivers essentially equivalent electric waves. (.mi•kr•ô•fõn)

microphone transducer  [ENG ACOUS] A device which converts variation in the position or velocity of some body into corresponding variations of some electrical quantity, in a microphone. (.mi•kr•ô•fõn•tranz•dü•-sar)

microphotometer  [ENG] A photometer that provides highly accurate illumination measurements; in one form, the changes in illumination are picked up by a phototube and converted into current variations that are amplified by vacuum tubes. (.mi•kr•ô•fâ•täm•-ad•-ar)

micropipet  [ENG] 1. A pipet with capacity of 0.5 milliliter or less, to measure small volumes of liquids with a high degree of accuracy; types include lambda, straight-bore, and Lang-Ley. 2. A fine-pointed pipette used for microinjection. (.mi•kr•ô•pi•pet)

microporous barrier  [CHEM ENG] A metallic or plastic membrane with micrometer-sized pores used for dialysis and other membrane-separation processes. (.mi•kr•ô•por•-as•bar•-ar)

microprocessor  [ELECTR] A single silicon chip on which the arithmetic and logic functions of a computer are placed. (.mi•kr•ô•pra•ses•ar)

micropycnometer  [ENG] A small-volume pycnometer with a capacity from 0.25 to 1.6 milliliters; weighing precision is 1 part in 10,000, or better. (.mi•kr•ô•pil•kan•-ad•-ar)

microrreactor  [CHEM ENG] A microsystem for chemical and biochemical reactions, including separation, fluid handling, and unit operations of chemical engineering, as well as analytical
micro-reciprocal-degree

systems. Its small reaction volumes and high heat and mass transfer rates allow for precise adjustment of process conditions, short response times, and defined residence times, resulting in greater process control and higher yields and selectivity.  

\[ \text{mil-kro'-rē-ak-tar} \]

micro-reciprocal-degree See mired.  

\[ \text{mil-kro'-ri-sip-ra'-kal di'gre} \]

microrheology [MECH] A branch of rheology in which the heterogeneous nature of dispersed systems is taken into account.  

\[ \text{mil-kro'-rē-āl-jē} \]

microsecond [MECH] A unit of time equal to one-millionth of a second. Abbreviated μs.  

\[ \text{mil-kro'-sēk-and} \]

microsensor [ENG] A submicrometer-to-millimeter-size device that converts a nonelectrical physical or chemical quantity, such as pressure, acceleration, temperature, or gas concentration, into an electrical signal, it is generally able to offer better sensitivity, accuracy, dynamic range, and reliability, as well as lower power consumption, compared to larger counterparts.  

\[ \text{mil-kro'-sen-sar} \]

microsystem See micro-electro-mechanical system.  

\[ \text{mil-kro'-sis-tōm} \]

micrometer [ENG] An instrument for cutting thin sections of tissues or other materials for microscopical examination.  

\[ \text{mil-kro'-tōm} \]

microwatt [MECH] A unit of power equal to one-millionth of a watt. Abbreviated μW.  

\[ \text{mil-kro'-wāt} \]

microwave early warning [ENG] High-power, long-range radar with a number of indicators, giving high resolution, and with a large traffic-handling capacity, used for early warning of missiles.  

\[ \text{mil-kro'wāv'jor'-lě wōr-niŋ} \]

microwave impedance measurement [ENG] The determination of parameters, associated with microwave propagation in transmission lines or waveguides, which are generalizations of the impedance concept at lower frequencies and are derived from ratios of electric- or magnetic-field amplitudes.  

\[ \text{mil-kro'wāv'im'pēd-\text{ans, mēzh-ər-mant}} \]

microwave integrated circuit [ELECTR] A microwave circuit that uses integrated-circuit production techniques involving such features as thin or thick films, substrates, dielectrics, conductors, resistors, and microstrip lines, to build passive assemblies on a dielectric. Abbreviated MIC.  

\[ \text{mil-kro'wāv'\text{in'-tə, grād-\text{əd sār-kat}}} \]

microwave noise standard [ENG] An electrical noise generator of calculable intensity that is used to calibrate other noise sources by using comparison methods.  

\[ \text{mil-kro'wāv'noiz, stān-dārd} \]

microwave oven [ENG] An oven that uses microwave heating for fast cooking of meat and other foods.  

\[ \text{mil-kro'wāv'\text{bāv-an}} \]

microwave solid-state device [ELECTR] A semiconductor device for the generation or amplification of electromagnetic energy at microwave frequencies.  

\[ \text{mil-kro'wāv'sāl-əd stāt di'vīs} \]

middle-third rule [CIV ENG] The rule that no tension is developed in a wall or foundation if the resultant force lies within the middle third of the structure.  

\[ \text{mil-dəl əl'fərd \text{rīl}} \]

midrange [ENG ACOUS] A loudspeaker designed to reproduce medium audio frequencies, generally used in conjunction with a crossover network, a tweeter, and a woofer. Also known as squawker.  

\[ \text{mil-dən-rān} \]

Mie-Grüneisen equation [THERMO] An equation of state particularly useful at high pressure, which states that the volume of a system times the difference between the pressure and the pressure at absolute zero equals the product of the number 3.5, which depends only on the volume times the difference between the internal energy and the internal energy at absolute zero.  

\[ \text{mi-e'grō-\text{ni-zän jē-an \text{jkwā-zhan}} \]

migration See bleeding.  

\[ \text{mil-grā-shan} \]

mil [MECH] 1. A unit of length, equal to 0.001 inch, or to 2.54 × 10⁻³ meter. Also known as milli-inch; thou.  

\[ \text{mil-l} \]

2. A unit of length in common use in the United States, equal to 5280 feet, or 1609.344 meters. Abbreviated mi. Also known as land mile; statute mile.  

\[ \text{mil} \]

milepost [CIV ENG] 1. A post placed a mile away from a similar post.  

\[ \text{mil-pōst} \]

2. A post indicating mileage from a given point.  

\[ \text{mil'tū'vid-ə} \]

milestone activity See key activity.  

\[ \text{mil'stōn \text{ak'tīv-ətī}} \]

military engineering [ENG] Science, art, and practice involved in design and construction of offensive and defensive military systems as well as construction and maintenance of transportation systems.  

\[ \text{mil-lī-i, ter-ē, en-jō-nir-ī} \]

military geology [ENG] The application of the earth sciences to such military concerns as terrain analysis, water supply, foundations, and construction of roads and airfields.  

\[ \text{mil-lī-i, ter-ē jē'äl-ə-jē} \]

military technology [ENG] The technology needed to develop and support the armament used by the military.  

\[ \text{mil-lī-i, ter-ē tēk'nāl-ə-jē} \]

mill [IND ENG] 1. A machine that manufactures paper, textiles, or other products by the continuous repetition of some simple process or action.  

\[ \text{mil} \]


\[ \text{mil} \]

mill building [CIV ENG] A steel-frame building in which roof trusses span columns in the outside wall; originally, this type of building housed milling machinery, as for wood or metal, hence the name.  

\[ \text{mil', bīld-in-ī} \]

miller See milling machine.  

\[ \text{mil-lər} \]

milling [MECH] A unit of pressure equal to one-thousandth of a bar. Abbreviated mb. Also known as vac.  

\[ \text{mil-lər} \]

miller See tonne.  

\[ \text{mil-lē} \]

milligram [MECH] A unit of mass equal to one-thousandth of a gram. Abbreviated mg.  

\[ \text{mil-lər-gām} \]
millihg See millimeter of mercury.
milli-inch See mil.
milliliters [MECH] A unit of volume equal to $10^{-3}$ liter or $10^{-6}$ cubic meter. Also known as ml. ['mil-a,jed-ar]
millimeter [MECH] A unit of length equal to one-thousandth of a meter. Abbreviated mm. Also known as metric line; strich. ['mil-a,méd-ar]
millimeter of mercury [MECH] A unit of pressure, equal to the pressure exerted by a column of mercury 1 millimeter high with a density of 13.5951 grams per cubic centimeter under the standard acceleration of gravity, equal to 133.22387415 pascals; it differs from the torr by less than 1 part in 7,000,000. Abbreviated mmHg. Also known as millihg. ['mil-a,méd-ar av 'mar-kyo-ré]
millimeter of water [MECH] A unit of pressure, equal to the pressure exerted by a column of water 1 millimeter high with a density of 1 gram per cubic centimeter under the standard acceleration of gravity, equal to 9.806655 pascals. Abbreviated mmH2O. ['mil-a,méd-ar av 'wodar]
millimicron See nanometer. ['mil-a,méd-ar]
milling [MECH ENG] Mechanical treatment of materials to produce a powder, to change the size or shape of metal powder particles, or to coat one powder mixture with another. ['mil-İğ]
milling cutter [DES ENG] A rotary tool-steel cutting tool with peripheral teeth, used in a milling machine to remove material from the workpiece through the relative motion of workpiece and cutter. ['mil-İğ,kød-ar]
milling machine [MECH ENG] A machine for the removal of metal by feeding a workpiece through the periphery of a rotating circular cutter. Also known as miller. ['mil-İğ mâşhen]
milling planer [MECH ENG] A planer that uses a rotary cutter rather than single-point tools. ['mil-İğ,planar]
millisecond [MECH] A unit of time equal to one-thousandth of a second. Abbreviated ms; msec. ['mil-a,sek-ænd]
millisecond delay cap [ENG] A delay cap with an extremely short (20–50 thousandths of a second) interval between passing of current and explosion. Also known as short-delay detonator. ['mil-a,sek-ænd di-,la,kap]
milliwatt [MECH] A unit of power equal to one-thousandth of a watt. Abbreviated mW. ['mil-a,wat]
mill length See random length. ['mil ,lɛŋkθ]
millrace [CIV ENG] A canal filled with water that flows to and from a waterwheel acting as the power supply for a mill. ['mil,rás]
millwright [ENG] 1. A person who plans, builds, or sets up the machinery for a mill. 2. A person who repairs milling machines. ['mil,řît]
min See minim. ['min]
machine [MECH ENG] An industrial car, usually of the four-wheel type, with a low body; the door is at one end, pivoted at the top with a latch at the bottom used for hauling bulk materials. ['min ,kär]
mineral engineering See mining engineering. ['min-ral ,en-pa-nir-iə]
minim [MECH] A unit of volume in the apothecaries’ measure, equals 1/60 fluidram (approximately 0.061612 cubic centimeter) or about 1 drop of water. Abbreviated min. ['min-am]
minimal realization [CONT SYS] In linear system theory, a set of differential equations, of the smallest possible dimension, which have an input/output transfer function matrix equal to a given matrix function G(s). ['min-ə,mêl ,re-ə-jə-zə-shən]
mini-maxi regret [CONT SYS] In decision theory, a criterion which selects that strategy which has the smallest maximum difference between its payoff and that of the best hindsight choice. ['min-ə ,mak-së ri-ərget]
minimum metal condition [DES ENG] The condition corresponding to the removal of the greatest amount of material permissible in a machined part. ['min-ə-mâm ,med-əl kan,dish-ən]
minimum-phase system [CONT SYS] A linear system for which the poles and zeros of the transfer function all have negative or zero real parts. ['min-ə-mâm ,fâz ,sis-tam]
minimum reflux ratio [CHEM ENG] The smallest reflux ratio in a two-component liquid distillation system that will produce the desired overhead and bottom compositions. ['min-ə-mâm ,rë,fâks ,rå-ʃô]
minimum resolvable temperature difference [THERMO] The change in equivalent blackbody temperature that corresponds to a change in radiance which will produce a just barely resolvable change in the output of an infrared imaging device, taking into account the characteristics of the device, the display, and the observer. Abbreviated MRTD. ['min-ə-mâm rîz-âl-və-bal `tem-pra-char ,dil-rans]
minimum thermometer [ENG] A thermometer that automatically registers the lowest temperature attained during an interval of time. ['min-ə-mâm thar'mâm-əd-ar]
minimum turning circle [ENG] The diameter of the circle described by the outermost projection of a vehicle when the vehicle is making its shortest possible turn. ['min-ə-mâm 'tarn-İğ ,sår-kol]
minimum wetting rate [CHEM ENG] The smallest liquid-flow rate through a packed column that will thoroughly wet the column packing. ['min-ə-mâm 'wed-ɪŋ ,ræt]
mining engineering [ENG] Engineering concerned with the discovery, development, and exploitation of coal, ores, and minerals, as well as the cleaning, sizing, and dressing of the product. Also known as mineral engineering. ['min-İğ ,en-pa-nir-iə]
minor defect [IND ENG] A defect which reduces the effectiveness of the product, without causing serious malfunctioning. ['min-ər di-ľekt]
minor diameter [DES ENG] The diameter of
cylinder bounding the root of an external thread or the crest of an internal thread. \{min-or\} d'tam-ad-or\}

**minor loop** [CONT SYS] A portion of a feedback control system that consists of a continuous network containing both forward elements and feedback elements. \{min-or\} jüp\}

**minus angle** See angle of depression. \{mt-nás 'ag-gal\}

**minus sight** See foresight. \{'mt-nás, silt\}

**minute** [MECH] A unit of time, equal to 60 seconds. \{min-át\}

**mirrored** [THERMO] A unit used to measure the reciprocal of color temperature, equal to the reciprocal of a color temperature of 10^6 kelvins. Derived from micro-reciprocal-degree. \{mtr\}

**mirror interferometer** [ENG] An interferometer used in radio astronomy, in which the sea surface acts as a mirror to reflect radio waves up to a single antenna, where the reflected waves interfere with the waves arriving directly from the source. \{'mir-or, jín-tar-far-rám-ad-or\}

**mirror nephroscope** [ENG] A nephroscope in which the motion of a cloud is observed by its reflection in a mirror. Also known as cloud mirror, reflecting nephoscope. \{'mir-or\} nef-'skóp\}

**mirror scale** [ENG] A scale with a mirror used to align the eye perpendicular to the scale and pointer when taking a reading. Improves accuracy by eliminating parallax. \{'mir-or, skal\}

**mirror transit circle** [ENG] A development of the conventional transit circle in which light from a star is reflected into fixed horizontal telescopes pointing due north and south by a plane mirror that is mounted on a horizontal east-west axis and attached to a large circle with accurately calibrated markings to determine the mirror's position. \{'mir-or\} tran-zit, sar-kal\}

**mismatch** [ELEC] The condition in which the impedance of a source does not match or equal the impedance of the connected load or transmission line. \{mis, mach\}

**missed hole** See failed hole. \{mist \hól\}

**missed round** [ENG] A round in which all or part of the explosive has failed to detonate. \{mist \raund\}

**missile attitude** [MECH] The position of a missile as determined by the inclination of its axes (roll, pitch, and yaw) in relation to another object, as to the earth. \{misål, ad-á-túd\}

**missile site radar** [ENG] Phased array radar located at a missile launch area to provide a guidance link with interceptor missiles enroute to their targets. \{misål \sil tár,dař\}

**mist extractor** [ENG] A device that removes liquid mist or droplets from a gas stream via impingement, flow-direction change, velocity change, centrifugal force, filters, or coalescing packs. \{mist ik,strak-tar\}

**mistuning** [MECH] The difference between the square of the natural frequency of vibration of a vibrating system, without the effect of damping, and the square of the frequency of an external, oscillating force. \{mist\’tün-iŋ\}

**miter bend** [DES ENG] A pipe bend made by mitering (angle cutting) and joining pipe ends. \{'mid-or, bend\}

**miter box** [ENG] A troughlike device of metal or wood with vertical slots set at various angles in the upright sides, for guiding a handsaw in making a miter joint. \{'mid-or, bážk\}

**miter gate** [CV ENG] Either of a pair of canal lock gates that swing out from the side walls and meet at an angle pointing toward the upper level. \{'mid-or, gát\}

**miter gear** [DES ENG] A bevel gear whose bevels are in 1:1 ratio. \{'mid-or, gir\}

**miter joint** [DES ENG] A joint, usually perpendicular, in which the mating ends are beveled. \{'mid-or, jönt\}

**miter saw** [DES ENG] A hollow-ground saw in diameters from 6 to 16 inches (15.24 to 40.64 centimeters), used for cutting off and mitering on light stock such as moldings and cabinet work. \{'mid-or, só\}

**miter valve** [DES ENG] A valve in which a disk fits in a seat making a 45° angle with the axis of the valve. \{'mid-or, valv\}

**mixed cycle** [MECH ENG] An internal combustion engine cycle which combines the Otto cycle constant-volume combustion and the Diesel cycle constant-pressure combustion in high-speed compression-ignition engines. Also known as combination cycle, commercial Diesel cycle, limited-pressure cycle. \{'mikst \'sí-kál\}

**mixed flow** [CHEM ENG] Flow stream existing in two or more phases, such as gas, hydrocarbon, and water. Also known as mixed-phase flow. \{'mikst \flo\}

**mixed-flow impeller** [MECH ENG] An impeller for a pump or compressor which combines radial- and axial-flow principles. \{'mikst \flo im \'pel-or\}

**mixed-phase flow** See mixed flow. \{'mikst \fáz \flo\}

**mixture-settler** [CHEM ENG] Solvent-extraction system with alternating or combined arrangement of mixers and settlers; used for chemicals extraction, lubricating-oil refining, and uranium oxide recovery. Also known as mixer-settler extractor. \{'mixampire, set-lar\}

**mixture-settler extractor** See mixer-settler. \{'miks-r̩ set-lar ik\strak-tar\}

**mixing** [CHEM ENG] The intermingling of different materials (liquid, gas, solid) to produce a homogeneous mixture. \{'ELECTR\} Combining two or more signals, such as the outputs of several microphones. \{'mik-síŋ\}

**mixing chamber** [ENG] The space in a welding torch in which the gases are mixed. \{'mik-síŋ \cham-bar\}

**mixing valve** [ENG] Multi-inlet valve used to mix two or more fluid intakes to give a mixed
The process of discarding certain modes of motion while retaining others in the model used by an active control system, in order that the control system can compute control commands with sufficient rapidity.

\{ˈmɔːd-əl rɪˈdɑːk·ʃən\}

**model reference system**  
[CONT SYS]  
An ideal system whose response is agreed to be optimum; computer simulation in which both the model system and the actual system are subjected to the same stimulus is carried out, and parameters of the actual system are adjusted to minimize the difference in the outputs of the model and the actual system.  
\{ˈmɔːd-əl rɪˈfɜːr·ˌrænsˌˌsɪs·ˈtɑːm\}

**model tank**  
See model basin.  
\{ˈmɔːd̪-əl ˈtɑːk\}

**modem**  
[ELECTR]  
A combination modulator and demodulator at each end of a telephone line to convert binary digital information to audio tone signals suitable for transmission over the line, and vice versa. Also known as dataset.  
Derived from modulator-demodulator.  
\{ˈmɔːd̪ˌdem\}

**mode of oscillation**  
See mode of vibration.  
\{ˈmɔːd̪ əvˌˌæs·ˌɑː·ˈlɑːˌʃən\}

**mode of vibration**  
[MECH]  
A characteristic manner in which a system which does not dissipate energy and whose motions are restricted by boundary conditions can oscillate, having a characteristic pattern of motion and one of a discrete set of frequencies. Also known as mode of oscillation.  
\{ˈmɔːd̪ əv ˈvɜːb·ˈrɑːˌʃən\}

**modern control**  
[CONT SYS]  
A control system that takes account of the dynamics of the processes involved and the limitations on measuring them, with the aim of approaching the condition of optimal control.  
\{ˈmɔːd̪-ərn ˈkɑːnˌtrɒl\}

**MODFET**  
See high-electron-mobility transistor.  
\{ˈmɔːd̪ˌfɛt\}

**modification**  
[ENG]  
A major or minor change in the design of an item, effected in order to correct a deficiency, to facilitate production, or to improve operational effectiveness.  
\{ˌmɔːd̪-əˌfoʊˌˈkɑːˌʃən\}

**modification kit**  
[ENG]  
A collection of items not all having the same basic name which are employed individually or conjunctively to alter the design of a component or equipment.  
\{ˌmɔːd̪-əˌfoʊˌˈkɑːˌʃən ˌkɪt\}

**MOD room**  
[ENG ACOUS]  
A control room in a sound-recording studio in which the acoustic treatment comprises a uniform disposition of the sound-absorbent material all about the room.  
\{ˈmɔːd̪ˌrʊm\}

**modular structure**  
[BUILD]  
A building that is constructed of preassembled or presized units of standard sizes; uses a 4-inch (10.16-centimeter) cubical module as a reference.  
\{ˈmɔːd̪-əˌlər ˈstrækˌchar\}

**modulate**  
[ELECTR]  
To vary the amplitude, frequency, or phase of a wave, or vary the velocity of the electrons in an electron beam in some characteristic manner.  
\{ˌmɔːd̪-əˌlæt\}

**modulation**  
[MECH ENG]  
Regulation of the fuel-air mixture to a burner in response to fluctuations of load on a boiler.  
\{ˌmɔːd̪ˌələˌʃən\}
modulation-doped field-effect transistor

modulation-doped field-effect transistor See high-electron-mobility transistor

modulation meter [ENG] Instrument for measuring the degree of modulation (modulation factor) of a modulated wave train, usually expressed in percent. (mā-jī·lā-shan ˌmōd-ə-lā-tor)

modulation transformer [ENG ACOUS] An audio-frequency transformer which matches impedances and transmits audio frequencies between one or more plates of an audio output stage and the grid or plate of a modulated amplifier. (mā-jī·lā-shan tranz,ˈfȯr-mā-tor)

modulator [ELECTR] 1. The transmitter stage that supplies the modulating signal to the modulated amplifier stage or that triggers the modulated amplifier stage to produce pulses at desired instants as in radar. 2. A device that produces modulation by any means, such as by virtue of a nonlinear characteristic or by controlling some circuit quantity in accordance with the waveform of a modulating signal. 3. One of the electrodes of a spacistor. (mā-jī·lād-ər)

modulator-demodulator See modem. (mā-jī·lād-ər ˈdē-mā-jī·lād-ər)

module [ELECTR] A packaged assembly of wired components, built in a standardized size and having standardized plug-in or solderable terminations. [ENG] A unit of size used as a basic component for standardizing the design and construction of buildings, building parts, and furnitures. (mā-jī-ul)

modulus of compression See bulk modulus of elasticity. (mā-jī·lā-sās ˌkōmˈpresh-ən)

modulus of decay [MECH] The time required for the amplitude of oscillation of an under-damped harmonic oscillator to drop to 1/e of its initial value, the reciprocal of the damping factor. (mā-jī·lā-sās ˌdiˈkaʊn)

modulus of deformation [MECH] The modulus of elasticity of a material that deforms other than according to Hooke’s law. (mā-jī·lā-sās ˌdēˌfo̅r-mā-jī·lā-shan)

modulus of elasticity [MECH] The ratio of the increment of some specified form of stress to the increment of some specified form of strain, such as Young’s modulus, the bulk modulus, or the shear modulus. Also known as coefficient of elasticity; elasticity modulus, elastic modulus. (mā-jī·lā-sās ˌiˌlāsˈtīsˌəd-əl)

modulus of elasticity in shear [MECH] A measure of a material’s resistance to shearing stress, equal to the shearing stress divided by the resultant angle of deformation expressed in radians. Also known as coefficient of rigidity; modulus of rigidity, rigidity modulus, shear modulus. (mā-jī·lā-sās ˌiˌlāsˈtīsˌəd-əl ˈi̅n ˈʃir

modulus of resilience [MECH] The maximum mechanical energy stored per unit volume of material when it is stressed to its elastic limit. (mā-jī·lā-sās ˈri̅zəl-yəns)

modulus of rigidity See modulus of elasticity in shear. (mā-jī·lā-sās ˈri̅zəl-əd-əl)

modulus of rupture in bending [MECH] The maximum stress per unit area that a specimen can withstand without breaking when it is bent, as calculated from the breaking load under the assumption that the specimen is elastic until rupture takes place. (mā-jī·lā-sās ˌæv ˈrāp-ˈchar in ˈbend-ing)

modulus of rupture in torsion [MECH] The maximum stress per unit area that a specimen can withstand without breaking when its ends are twisted, as calculated from the breaking load under the assumption that the specimen is elastic until rupture takes place. (mā-jī·lā-sās ˌæv ˈrāp-ˈchar in ˈtɔr-ˌshan)

modulus of simple longitudinal extension See axial modulus. (mā-jī·lā-sās ˌæv ˈsīm-pəl,ˈlān-ˌjə-lənd-ən ˌal ˈksten-ˌshan)

modulus of torsion See torsional modulus. (mā-jī·lā-sās ˌæv ˈtɔr-ˌshan)

modulus of volume elasticity See bulk modulus of elasticity. (mā-jī·lā-sās ˌæv ˈväl-ˈyəm,ˌlāsˈtisˌəd-əl)

MOEMS See micro-opto-electro-mechanical system. (ˈmō,ˈemz)

mohm [MECH] A unit of mechanical mobility, equal to the reciprocal of 1 mechanical ohm. (ˈmōm)

Möhr cubic centimeter [CHEM ENG] A unit of volume used in saccharimetry, equal to the volume of 1 gram of water at a specified temperature, usually 17.5°C, in which case, it is equal to 1 00238 cubic centimeters. (mōrˈk'y-bikˈsent-əˌmōd-ər)

Möhr’s circle [MECH] A graphical construction making it possible to determine the stresses in a cross section if the principal stresses are known. (ˈmōrˈsˌsər-kəl)

moiré interferometry [ENG] An optical technique that measures the components of deformation of a specimen surface in the plane of the surface by superposing a reference grating and a diffraction grating that is applied to, and deforms with, the surface. (mōˈrēˌi-nərˈfə-rəmˈtər)

moist-heat sterilization [ENG] Sterilization with steam under pressure, as in an autoclave, pressure cooker, or retort; most bacteriological media are sterilized by autoclaving at 121°C, with 15 pounds (103 kilopascals) of pressure, for 20 minutes or more. (ˈmōstˌhētˌster-əˌləzˈshən)

moist room [ENG] An enclosed space that is maintained at a specified temperature, usually 73°F (23°C), with the humidity maintained at 98% or above and that is used to cure and store test specimens of cementitious material. (ˈmōstˌrəm)

moisture content [MECH] The quantity of water in a mass of soil, sewage, sludge, or screenings, expressed in percentage by weight of water in the mass. (ˈmōs-ˈchərˌkān-ˈtənt)

moisture gradient [ENG] The difference in moisture content between the surface and the inner portion of a section of wood. (ˈmōs-ˈchərˌgrād-ə-ˌant)

moisture loss [MECH ENG] The difference in heat content between the moisture in the boiler
A vacuum pump

A circuit in which the individual components are physically indistinguishable from each other. (molded

A bearing

The assembly of all parts of a ship or vessel, including the superstructure, machinery, and

Moment of inertia

Also known as rotational inertia. (molded

momentary

Mollier diagram

A thermograph used to determine the thermal efficiency of various types of solar energy systems. It

momentum

The rate of change of the velocity of a particle or a system of particles. It is the product of the mass of

momentum sensor

An instrument that measures the force applied to a moving object. (molded

momentum vector

The vector quantity that represents the total momentum of a system. It is the sum of the momenta of all

molecular diffusion

The process by which molecules move from an area of higher concentration to an area of lower

molecular heat diffusivity

A measure of the rate at which heat is transferred by molecular diffusion. It is the ratio of the thermal

molecular mass

The mass of a molecule. It is the sum of the atomic masses of the constituent atoms. (molded

molecular weight

The mass of a molecule. It is the sum of the atomic masses of the constituent atoms. (molded

molecular weight gauge

An instrument that measures the molecular weight of a substance. It is the ratio of the mass of a mole of

mole

A unit of amount of substance. It is defined as the amount of substance that contains as many

mole base

The standard state of a substance. It is the state of the substance at 298.15 K (25°C) and 1 atm.

mole drain

A subsurface channel for the discharge of water. (molded

molecular

Referring to the properties of a substance that are characteristic of its molecules. (molded

molecular pump

A vacuum pump that uses the dependence of the viscosity of a fluid on its pressure to measure pressures on the

molecular vacuum pump

A vacuum pump that uses the dependence of the viscosity of a fluid on its pressure to measure pressures on the

molten

Referring to a substance that is in the liquid or gaseous state, but is not in the solid state. (molded

mold efficiency

The ratio of the actual mold life to the theoretical mold life. (molded

mold efficiency ratio

The ratio of the actual mold life to the theoretical mold life. (molded

molded lines

Full-size lines of a ship or vessel, including the superstructure, machinery, and

molded

Referring to a substance that has been shaped or formed by molding. (molded

molded

Referring to a substance that has been shaped or formed by molding. (molded

molded base

The standard state of a substance. It is the state of the substance at 298.15 K (25°C) and 1 atm.

molded

Referring to a substance that has been shaped or formed by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on

Referring to a substance that has been applied or attached by molding. (molded

molded-on
light. 4. For a system of particles, the vector sum of the momenta (as in the first or second definition) of the particles. [mo'təm-'əm] 

momentum conservation See conservation of momentum. [mənə'mənt-əm,kən-sər-və-'vən] 

MOMS See micro-opto-mechanical system. [mərkə-ə-'məch-ən] 

monaural sound [ENG ACOUS] Sound produced by a system in which one or more microphones are connected to a single transducing channel which is coupled to one or two earphones worn by the listener. [mənə-'rəl-'ərən] 

monitor [ENG] 1. An instrument used to measure continuously or at intervals a condition that must be kept within prescribed limits, such as radioactivity at some point in a nuclear reactor, a variable quantity in an automatic process control system, the transmissions in a communication channel or bank, or the position of an aircraft in flight. 2. To use meters or special techniques to measure such a condition. 3. A person who watches a monitor. [mənə-'rən] 

monkey wrench [DES ENG] A wrench having one jaw fixed and the other adjustable, both of which are perpendicular to a straight handle. [mənə-kə-ˈrən] 

monocable [MECH ENG] An aerial ropeway that uses one rope to both support and haul a load. [mənə-kə-bal] 

monochromatic emissivity [THERMO] The ratio of the energy radiated by a body in a very narrow band of wavelengths to the energy radiated by a blackbody in the same band at the same temperature. Also known as color emissivity. [mənə-kə-ˈkrɑː-məd-ikˌ,kələ-'məs-əd-ə] 

monochromatic temperature scale [THERMO] A temperature scale based upon the amount of power radiated from a blackbody at a single wavelength. [mənə-kə-ˈkrɑː-məd-ikˌ,kələ-'məs-əd-ə] 

monolithic [CIV ENG] Pertaining to concrete construction which is cast in one jointless piece. [mənə-'ləθ-ik] 

monophonic sound [ENG ACOUS] Sound produced by a system in which one or more microphones feed a single transducing channel which is coupled to one or more loudspeakers. [mənə-ˈpən-ikˌ,sənəd] 

monopulse radar [ENG] Radar in which directions of information is obtained with high precision by using a receiving antenna system having two or more partially overlapping lobes in the radiation patterns. [mənə-ˈpən-əl,'pəlsˌrərə] 

monorail [CIV ENG] A single rail used as a track; usually elevated, with cars straddling or hanging from it. [mənə-ˈrəl] 

monostat [ENG] Fluid-filled, upside-down manometer-type device used to control pressures within an enclosure, for laboratory analytical distillation systems. [mənə-ˈstæt] 

monostatic radar [ENG] Conventional radar, in which the transmitter and receiver are at the same location and share the same antenna, in contrast to bistatic radar. [mənə-ˈstæt-əd-ikˌ,rərə] 

monument [ENG] A natural or artificial (but permanent) structure that marks the location on the ground of a corner or other survey point. [mənə-ˈmənt] 

Moody formula [MECH ENG] A formula giving the efficiency $e'$ of a field turbine, whose runner has diameter $D$, in terms of the efficiency $e$ of a model turbine, whose runner has diameter $D_1$. $e' = 1 - (1 - e)(D/D_1)^{3/4}$. [məd-ə-,ˈfɔr-myə-'lə] 

Mooney unit [CHEM ENG] An arbitrary unit used to measure the plasticity of raw, or unvulcanized rubber; the plasticity in Mooney units is equal to the torque, measured on an arbitrary scale, on a disk in a vessel that contains rubber at a temperature of 100°C and rotates at two revolutions per minute. [mənə-ˈmən-ə-'rən] 

mooring buoy [ENG] A buoy secured to the bottom by permanent moorings and provided with means for towing a vessel by use of its anchor chain or mooring lines, in its usual form a mooring buoy is equipped with a ring. [mər-ən] 

Morera’s stress functions [MECH] Three functions of position, $\psi_1$, $\psi_2$, and $\psi_3$, in terms of which the elements of the stress tensor $\sigma$ of a body may be expressed, if the body is in equilibrium and is not subjected to body forces; the elements of the stress tensor are given by $\sigma_{ij} = -2\alpha\psi_i/\partial x_j, \sigma_{23} = \partial^2\psi_2/\partial x_3, \sigma_{32} = \partial^2\psi_3/\partial x_2$, and cyclic permutations of these equations. [mərə-ˈrəzˌstresˌfʌŋk-ən] 

Morgan equation [THERMO] A modification of the Ramsey-Shields equation, in which the expression for the molar surface energy is set equal to a quadratic function of the temperature rather than to a linear one. [mərən-gənˌ,kwər-ən] 

morning glory spillway [DES ENG] See shaft spillway. [mərnə-ˈgrəlˌgər-ənˌspilˌwə] 

Morse taper reamer [DES ENG] A machine reamer with a taper shank. [mərsˌtər-ərəm] 

mortise [ENG] A groove or slot in a timber for holding a tenon. [mərtəs] 

mortise and tenon [DES ENG] A type of joint, principally used for wood, in which a hole, slot, or groove (mortise) in one member is fitted with a projection (tenon) from the second member. [mərtəsˌənˌtən-ən] 

mortise lock [DES ENG] A lock designed to be installed in a mortise rather than on a door’s surface. [mərtəsˌlək] 

mortising machine [MECH ENG] A machine employing an auger and a chisel to produce a square or rectangular mortise in wood. [mərtəsˌmətʃ] 

MOS-controlled thyristor [ELECTR] A type of thyristor in which there is a very thin metal oxide semiconductor (MOS) integrated circuit in the top surface of the high-power thyristor components, so that only a small gate current is needed.
moving-coil galvanometer
moving-coil loudspeaker  See dynamic loudspeaker.  \( \text{\textit{Moving-coil mouthpiece}} \) See dynamic microphone.

moving-coil voltmeter  [ENG] A voltmeter in which the current, produced when the voltage to be measured is applied across a known resistance, is sent through coils pivoted in the magnetic field of permanent magnets, and the resulting torque on the coils is balanced by control springs so that the deflection of a pointer attached to the coils is proportional to the current.  \( \text{\textit{Moving-coil wattmeter}} \) See electrodynamic wattmeter.

moving-conductor loudspeaker  [ENG ACOUS] A loudspeaker in which the mechanical forces result from reactions between a steady magnetic field and the magnetic field produced by current flow through a moving conductor.  \( \text{\textit{Moving-conductor loudspeaker}} \) See moving-coil loudspeaker.

 moving constraint  [MECH] A constraint that changes with time, as in the case of a system on a moving platform.  \( \text{\textit{Moving load}} \) See load that can move, such as vehicles or pedestrians.  \( \text{\textit{Moving-magnet voltmeter}} \) See voltmeter in which a field coil is connected to the voltage to be measured through a series resistor, current in the coil causes two vanes, one fixed and one attached to the shaft carrying the pointer, to be similarly magnetized; the resulting torque on the shaft is balanced by control springs.  \( \text{\textit{Moving-magnet voltmeter}} \) See moving-coil voltmeter.

 moving load  [MECH] A load that can move, such as vehicles or pedestrians.  \( \text{\textit{Moving-magnet voltmeter}} \) See voltmeter in which a field coil is connected to the voltage to be measured through a series resistor, current in the coil causes two vanes, one fixed and one attached to the shaft carrying the pointer, to be similarly magnetized; the resulting torque on the shaft is balanced by control springs.  \( \text{\textit{Moving-magnet voltmeter}} \) See moving-coil voltmeter.

 moving sidewalk  [CIV ENG] A sidewalk constructed on the principle of an endless belt, on which pedestrians are moved.

 mp  See mean effective pressure, melting point.

 MRI  See magnetic resonance imaging.

 MRI  See magnetic resonance imaging.

 mRPA  See material requirements planning.

 MRTD  See minimum resolvable temperature difference.

 Ms  See millisecond.

 MFCD  [CHEM ENG] Abbreviation for thousand standard cubic feet per day; usually refers to mud flow.

 MFCF  [CHEM ENG] Abbreviation for thousand standard cubic feet per hour; usually refers to gas flow.

 MFCH  [CHEM ENG] Abbreviation for thousand standard cubic feet per hour; usually refers to gas flow.

 MFSCM  [CHEM ENG] Abbreviation for thousand standard cubic feet per minute, usually refers to gas flow.

 MFl  See milliseconds.

 Msec  See millisecond.

 mSec  See megasecond.

 MSI  See magnetic source imaging.

 M synchronization  [ENG] A linking arrangement between a camera lens and the flashbulb unit to allow a 15-millisecond delay of the shutter so that the bulb burns to its brightest point before the shutter opens.

 MTTF  See mean time to failure.

 muck  [CIV ENG] Rock or earth removed during excavation.

 muckling  [ENG] Clearing and loading broken rock and other excavated materials, as in tunnels or mines.

 mud  See slime.

 mud auger  [DES ENG] A diamond-point bit with the wings of the point twisted in a shallow augerlike spiral. Also known as clay bit; diamond-point bit; mud bit.  \( \text{\textit{Mud bed}} \) See where a vessel rests on the bottom at low water.

 mud bed  [CIV ENG] A berth where a vessel rests on the bottom at low water.

 mud blaster  [ENG] The detonation of sticks of explosive stuck on the side of a boulder with a mud covering, so that little of the explosive energy is used in breaking the boulder.

 mud cake  [ENG] A caked layer of clay adhering to the walls of a well or borehole, formed where the water in the drilling mud filtered into a porous formation during rotary drilling. Also known as filter cake.

 mudcap  [ENG] A quantity of wet mud, wet earth, or sand used to cover a charge of dynamite or other high explosive fired in contact with the surface of a rock in mud blasting.

 mud pit  See slush pit.

 mudsill  [CIV ENG] The lowest sill of a structure, usually embedded in the earth.

 mud sill  [ENG] An instrument used to separate oil, water, and other volatile materials in a mud sample by distillation, permitting determination of the quantities of oil, water, and total solid contents in the original sample.

 mud sump  [CHEM ENG] Upstream area in a process vessel where, because of a velocity drop, entrained solids drop out and are collected in a sump.

 mud still  [ENG] A furnace with an externally heated chamber, the walls of which radiantly heat the contents of the chamber.

 muffer  [ENG] A device to deaden the noise produced by escaping gases or vapors.

 mull  [ENG] To mix thoroughly or grind.

 mulu  [ENG] To mix thoroughly or grind.

 moving-coil loudspeaker  See dynamic loudspeaker.  \( \text{\textit{Moving-coil mouthpiece}} \) See dynamic microphone.

 moving-conductor loudspeaker  [ENG ACOUS] A loudspeaker in which the mechanical forces result from reactions between a steady magnetic field and the magnetic field produced by current flow through a moving conductor.  \( \text{\textit{Moving-conductor loudspeaker}} \) See moving-coil loudspeaker.

 moving constraint  [MECH] A constraint that changes with time, as in the case of a system on a moving platform.

 moving-iron meter  [ENG] A meter that depends on current in one or more fixed coils acting on one or more pieces of soft iron, at least one of which is movable.

 moving-iron voltmeter  [ENG] A voltmeter in which a field coil is connected to the voltage to be measured through a series resistor, current in the coil causes two vanes, one fixed and one attached to the shaft carrying the pointer, to be similarly magnetized; the resulting torque on the shaft is balanced by control springs.

 moving load  [MECH] A load that can move, such as vehicles or pedestrians.

 moving-magnet voltmeter  [ENG] A voltmeter in which a permanent magnet aligns itself with the resultant magnetic field produced by the current in a field coil and another permanent control magnet.

 moving sidewalk  [CIV ENG] A sidewalk constructed on the principle of an endless belt, on which pedestrians are moved.

 mp  See mean effective pressure, melting point.

 MRI  See magnetic resonance imaging.

 MRP  See material requirements planning.

 MRTD  See minimum resolvable temperature difference.

 Ms  See millisecond.

 MFCD  [CHEM ENG] Abbreviation for thousand standard cubic feet per day; usually refers to mud flow.

 MFCF  [CHEM ENG] Abbreviation for thousand standard cubic feet per hour; usually refers to gas flow.

 MFCH  [CHEM ENG] Abbreviation for thousand standard cubic feet per hour; usually refers to gas flow.

 MFSCM  [CHEM ENG] Abbreviation for thousand standard cubic feet per minute, usually refers to gas flow.

 MFl  See milliseconds.

 Msec  See millisecond.

 mSec  See megasecond.

 MSI  See magnetic source imaging.

 M synchronization  [ENG] A linking arrangement between a camera lens and the flashbulb unit to allow a 15-millisecond delay of the shutter so that the bulb burns to its brightest point before the shutter opens.

 MTTF  See mean time to failure.

 muck  [CIV ENG] Rock or earth removed during excavation.

 mud auger  [DES ENG] A diamond-point bit with the wings of the point twisted in a shallow augerlike spiral. Also known as clay bit; diamond-point bit; mud bit.

 mud bed  [CIV ENG] A berth where a vessel rests on the bottom at low water.

 mud blaster  [ENG] The detonation of sticks of explosive stuck on the side of a boulder with a mud covering, so that little of the explosive energy is used in breaking the boulder.

 mud cake  [ENG] A caked layer of clay adhering to the walls of a well or borehole, formed where the water in the drilling mud filtered into a porous formation during rotary drilling. Also known as filter cake.

 mudcap  [ENG] A quantity of wet mud, wet earth, or sand used to cover a charge of dynamite or other high explosive fired in contact with the surface of a rock in mud blasting.

 mud pit  See slush pit.

 mudsill  [CIV ENG] The lowest sill of a structure, usually embedded in the earth.

 mud sill  [ENG] An instrument used to separate oil, water, and other volatile materials in a mud sample by distillation, permitting determination of the quantities of oil, water, and total solid contents in the original sample.

 mud sump  [CHEM ENG] Upstream area in a process vessel where, because of a velocity drop, entrained solids drop out and are collected in a sump.

 mu factor  [ELECTR] Ratio of the change in one electrode voltage to the change in another electrode voltage under the conditions that a specified current remains unchanged and that all other electrode voltages are maintained constant; a measure of the relative effect of the voltages on two electrodes upon the current in the circuit of any specified electrode.

 muffle furnace  [ENG] A furnace with an externally heated chamber, the walls of which radiantly heat the contents of the chamber.

 muffer  [ENG] A device to deaden the noise produced by escaping gases or vapors.

 mull  [ENG] To mix thoroughly or grind.
multiple-row blasting [ENG] The drilling, charging, and firing of rows of vertical boreholes. 

multiple sampling [IND ENG] A plan for quality control in which a given number of samples from a group are inspected, and the group is either accepted, resampled, or rejected, depending on the number of failures found in the samples.

multiple series [ENG] A method of wiring a large group of blasting charges by connecting small groups in series and connecting these series in parallel. Also known as parallel series.

multiple shooting [ENG] The firing of an entire face at one time by means of connecting shot holes in a single series and shooting all holes at the same instant.

multiple-slide press [MECH ENG] A press with individual adjustable slides built into the main slide or connected independently to the main shaft.

multiple-strand conveyor [MECH ENG] A conveyor with two or more spaced strands of chain, belts, or cords as the supporting or propelling medium.

multiplex [ENG] Stereoscopic device to project aerial photographs onto surfaces so that the images may be viewed in three dimensions by using anaglyphic spectacles; used to prepare topographic maps.

multiplexer [ELECTR] A device for combining two or more signals, as for multiplexing, or for creating the composite color video signal from its components in color television. Also spelled multiplexor.

multiplexer See multiplexer.

multiple x-y recorder [ENG] Recorder that plots a number of independent charts simultaneously, each showing the relation of two variables, neither of which is time.

multiplication [ELECTR] An increase in current flow through a semiconductor because of increased carrier activity.

multiplier [ELEC] A resistor used in series with a voltmeter to increase the voltage range. Also known as multiplier resistor.

multiport burner [ENG] A burner having several nozzles which discharge fuel and air.

multiport network analyzer [ENG] A linear, passive microwave network having five or more ports which is used for measuring power and the complex reflection coefficient in a microwave circuit.

Also known as multiport reflectometer.

multiport reflectometer See multiport network analyzer.

multirole programmable device [CONT SYS] A device that contains a programmable memory to store data on positioning robots and sequencing their motion.

multirole friction winder [MECH ENG] A winding system in which the drive to the winding ropes is the frictional resistance between the ropes and the driving sheaves.

multistage [ENG] Functioning or occurring in separate steps.

multistage compressor [MECH ENG] A machine for compressing a gaseous fluid in a sequence of stages, with or without intercooling between stages.

multistage pump [MECH ENG] A pump in which the head is developed by multiple impellers operating in series.

multistage queuing [IND ENG] A situation involving two or more sequential stages in a process, each of which involves waiting in line.

multistatic radar [ENG] Radar in which successive antenna lobes are sequentially engaged to provide a tracking capability without physical movement of the antenna.

multitrack recording system [ENG] Recording system which provides two or more recording paths on a medium, which may carry either related or unrelated recordings in common time relationship.

multivariable system [CONT SYS] A dynamical system in which the number of either inputs or outputs is greater than 1.

municipal engineering [CIV ENG] Branch of engineering dealing with the form and functions of urban areas.

munition See sash bar.

Mursan efficiency [CHEM ENG] In a plate distillation column, the ratio of the actual change in vapor composition when the vapor passes through the liquid on a tray (plate) to the composition change of the vapor if it were in vapor-liquid equilibrium with the tray liquid.

Muskhelishvili's method [MECH] A method of solving problems concerning the elastic deformation of a planar body that involves using methods from the theory of functions of a complex variable to calculate analytic functions which determine the plane strain of the body.

mW See milliwatt.

MW See megawatt.

myotome [ENG] An instrument used to divide a muscle.
N See newton.

nail [DES ENG] A slender, usually pointed fastener, designed for insertion by impact. [ENG] To drive nails in a manner that will position and hold two or more members, usually of wood, in a desired relationship.

nail coat See devil float. ('nål ,kôt )
nailer [ENG] A wood strip or block which serves as a backing into which nails can be driven. ('nålær)
nailhead [DES ENG] Flat protuberance at the end of a nail opposite the point. ('nål,hed )
nail set [DES ENG] A small cylindrical steel tool, usually tapered at one end, that is used to drive a nail or a brad below or flush with a wood surface. Also known as punch. ('nål ,set )

NAND circuit [ELECTR] A logic circuit whose output signal is a logical 1 if any of its inputs is a logical 0, and whose output signal is a logical 0 if all of its inputs are logical 1. ('nand ,ør)
nanoelectronics [ELECTR] The technology of electronic devices whose dimensions range from atoms up to 100 nanometers. ( ,nan-ø-i,læk 'trän-øs )
nanogram [MECH] One-billionth (10⁻⁹) of a gram. Abbreviated ng. ( 'nan-ø,gram )
nanometer [MECH] A unit of length equal to one-billionth of a meter, or 10⁻⁹ meter. Also known as millimicron (μm); nanon. ( 'nan-ø,mèd-ør )
nanon See nanometer. ( 'na,nan )
nanosecond [MECH] A unit of time equal to one-billionth of a second, or 10⁻⁹ second. ( 'nan-ø,sek-ønd )
nanotechnology [ENG] 1. Systems for transforming matter, energy, and information that are based on nanometer-scale components with precisely defined molecular features. 2. Techniques that produce or measure features less than 100 nanometers in size. ( 'nan-ø-tek'nål-ø-jë )

Nansen bottle [ENG] A bottlelike water-sampling device with valves at both ends that is lowered into the water by wire, at the desired depth it is activated by a messenger which strikes the reversing mechanism and inverts the bottle, closing the valves and trapping the water sample inside. Also known as Petterson-Nansen water bottle; reversing water bottle. ( 'nan-ø-san ′bǻd-ø )
narrow-band pyrometer [ENG] A pyrometer in which light from a source passes through a color filter, which passes only a limited band of wavelengths, before falling on a photoelectric detector. Also known as spectral pyrometer. ( 'nar-ø ,band pí-rám-ad-ør )
narrow gage [CIV ENG] A railway gage narrower than the standard gage of 4 feet 8 1/2 inches (143.51 centimeters). ( 'nar-ø ,gäi )
natural convection [THERMO] Convection in which fluid motion results entirely from the presence of a hot body in the fluid, causing temperature and hence density gradients to develop, so that the fluid moves under the influence of gravity. Also known as free convection. ( 'nä-tä-lr kan'væk-shan )
natural-draft cooling tower [MECH ENG] A cooling tower that depends upon natural convection of air flowing upward and in contact with the water to be cooled. ( 'nä-tä-lr ,draft 'kü-ləng ,taul-ør )
natural-gasoline plant [CHEM ENG] Compression, distillation, and absorption process facility used to remove natural gasoline (mostly butanes and heavier components) from natural gas. ( 'nä-tä-lr ,gas-ø-lén ,plant )
nautical chain [MECH] A unit of length equal to 15 feet or 4.572 meters. ( 'nöd-ø-käl 'chän )
naval architecture [ENG] The study of the physical characteristics and the design and construction of buoyant structures, such as ships, boats, barges, submarines, and floats, which operate in water, includes the construction and operation of the power plant and other mechanical equipment of these structures. ( 'nä-val 'är-kå,tek-char )

Navier's equation [MECH] A vector partial differential equation for the displacement vector of an elastic solid in equilibrium and subjected to a body force. ( nä-ve yâz i,kwä-zhan )
navigation [ENG] The process of directing the movement of a craft so that it will reach its intended destination; subprocesses are position fixing, dead reckoning, pilotage, and homing. ( ,nav-ø-gä-shan )
navigation dam [CIV ENG] A structure designed to raise the level of a stream to increase the
n-body problem

depth for navigation purposes. {ˌnæv-ər-gā-ʃənˌdæm}

n-body problem See many-body problem. {ˈen-ˈbeid-əˌprəb-ləm}

n-channel [ELECTR] A conduction channel formed by electrons in an n-type semiconductor, as in an n-type field-effect transistor. {ˈen-ˈchæn-əl}

n-channel metal-oxide semiconductor See NMOS. {ˈen-ˈchæn-əlˌmæt-əl-ˌɔks-ədˌsemi-ˌiənˌdæk-tər}

neat line [CIV ENG] The line defining the limits of an aspect of construction, such as an excavation or a wall. Also known as net line. {ˈnetˌlɛn}

neck [ENG] The part of a furnace where the flame is contracted before reaching the stack. {ˈnek}

neck-in [ENG] When coating by extrusion, the width difference between the extruded web leaving the die and that of the coating on the surface. {ˈnekˌɛn}

needle [DES ENG] 1. A device made of steel pointed at one end with a hole at the other, used for sewing. 2. A device made of steel with a hook at one end; used for knitting. [ENG] 1. A piece of copper or brass about 1/2 inch (13 millimeters) in diameter and 3 or 4 feet (90 or 120 centimeters) long, pointed at one end, thrust into a charge of blasting powder in a borehole and then withdrawn, leaving a hole for the priming, fuse, or squib. Also known as pricker. 2. A thin pointed indicator on an instrument dial. [ENG ACOUS] See stylus. {ˈnɛddəl}

needle beam [CIV ENG] A temporary member thrust under a building or a foundation for use in underpinning. {ˈnɛddəlˌbɛm}

needle bearing [DES ENG] A roller-type bearing with long rollers of small diameter; the rollers are retained in a flanged cup, have no retainer, and bear directly on the shaft. {ˈnɛddəlˌber-ərəj}

needle blow [ENG] A blow-molding technique in which air is injected into the plastic article through a hollow needle inserted in the parison. {ˈnɛddəlˌbloʊ}

needle dam [CIV ENG] A barrier made of horizontal bars across a pass through a dam or of planks that can be removed in case of flooding. {ˈnɛddəlˌdæm}

needle file [DES ENG] A small file with an extended tang that serves as a needle. {ˈnɛddəlˌfɪl}

needle nozzle [MECH ENG] A streamlined hydraulic turbine nozzle with a movable element for converting the pressure and kinetic energy in the pipe leading from the reservoir to the turbine into a smooth jet of variable diameter and discharge but practically constant velocity. {ˈnɛddəlˌnɔzəl}

needle tubing [ENG] Stainless steel tubing with outside diameters from 0.014 to 0.203 inch (0.36 to 5.16 millimeters); used for surgical instruments and radon implanters. {ˈnɛddəlˌtjuːbətʃər}

needle valve [MECH ENG] A slender, pointed rod fitting in a hole or circular or conoidal seat; used in hydraulic turbines and hydroelectric systems. {ˈnɛdəlˌvælv}

needle weir [CIV ENG] A type of frame weir in which the wooden barrier is constructed of vertical square-section timbers placed side by side against the iron frames. {ˈnɛdəlˌwər}

needling [CIV ENG] Underpinning the upper part of a building with horizontally placed timber or steel beams. {ˈnɛdəlˌɪŋ}

negative acceleration [MECH] Acceleration in a direction opposite to the velocity, or in the direction of the negative axis of a coordinate system. {ˈneg-əd-əlˌivˌiəkˌsərənˌʃən}

negative easement [CIV ENG] An easement that can be exercised to prevent the owner of a piece of land from using it in certain ways that he or she would otherwise be entitled to. {ˈneg-əd-əlˌivˌeɪz-əmænt}

negative electrode See cathode; negative plate. {ˈneg-əd-əlˌivˌɪəkˌklɑdˌplæt}

negative feedback [CONT SYS] Feedback in which a portion of the output of a circuit, device, or machine is fed back 180° out of phase with the input signal, resulting in a decrease of amplification so as to stabilize the amplification with respect to time or frequency, and a reduction in distortion and noise. Also known as inverse feedback; reverse feedback, stabilized feedback. {ˈneg-əd-əlˌivˌfɛdˌbæk}

negative g [MECH] In designating the direction of acceleration on a body, the opposite of positive g, for example, the effect of flying an outside loop in the upright seated position. {ˈneg-əd-əlˌivˌgi}

negative potential [ELEC] An electrostatic potential which is lower than that of the ground, or of some conductor or point in space that is arbitrarily assigned to have zero potential. {ˈneg-əd-əlˌivˌpɑntənˌkæl}

negative rake [MECH ENG] The orientation of a cutting tool whose cutting edge lags the surface of the tooth face. {ˈneg-əd-əlˌræk}

negative temperature [THERMO] The property of a thermally isolated thermodynamic system whose elements are in thermodynamic equilibrium among themselves, whose allowed states have an upper limit on their possible energies, and whose high-energy states are more occupied than the low-energy ones. {ˈneg-əd-əlˌivˌtem-prəˌchar}

negative terminal [ELEC] The terminal of a battery or other voltage source that has more electrons than normal; electrons flow from the negative terminal through the external circuit to the positive terminal. {ˈneg-əd-əlˌtərˌmænˌæl}

negative work [IND ENG] Work that is performed with the assistance of gravity so that the muscular effort required involves only control of the load. {ˈneg-əd-əlˌwɜrk}

negotiated contract [IND ENG] A purchase or
sales agreement made by a United States government agency without normally employing techniques required by formal advertising.

Nelson diaphragm cell [CHEM ENG] Obsolete carbon-electrode type of electrolytic diaphragm cell once widely used to produce chlorine and caustic soda from brine. {‘nel-son’ ‘d’r-ə,fram ,’sel}.

neohexane alkylation [CHEM ENG] A noncatalytic petroleum-refinery alkylation process that forms neohexane from a feed of ethylene and isobutane. {’net-ə’hék,sa’n ,al-ka’lə-shan}.

nephroscope [ENG] An instrument for the production of clouds in the laboratory by condensation or expansion of moist air. {‘nel-ə,sköp}.


Nernst heat theorem [THERMO] The theorem expressing that the rate of change of free energy of a homogeneous system with temperature, and also the rate of change of enthalpy with temperature, approaches zero as the temperature approaches absolute zero. {‘ner-nst ‘het ’thrı̈-əm}.

Nernst-Lindemann calimeter [ENG] A calometer for measuring specific heats at low temperatures, in which the heat reservoir consists of a metal of high thermal conductivity such as copper, to promote rapid temperature equalization; none of the material under study is more than a few millimeters from a metal surface, and the whole apparatus is placed in an evacuated vessel and heated by current through a platinum heating coil. {‘ner-nst ’lin-da-mən ,kal-ə-rim-əd-ər}.

Nernst-Simon statement of the third law of thermodynamics [THERMO] The statement that the change in entropy which occurs when a homogeneous system undergoes an isothermal reversible process approaches zero as the temperature approaches absolute zero. {‘ner-nst ’s’l-mən ’stāt-mənt əv tha ’therd ’lo ’av ,thər-mō-di’nam-iks}.

nesting [IND ENG] A production technique in which parts with similar patterns are manufactured together. {‘nest-ing}.

net [ENG] 1. Threads or cords tied together at regular intervals to form a mesh. 2. A series of surveying or leveling stations that have been interconnected in such a manner that closed loops or circuits have been formed, or that are arranged so as to provide a check on the consistency of the measured values. Also known as network. {‘net}.

NETD See equivalent temperature difference.

net floor area [BUILD] Gross floor area of a building, excluding the area occupied by walls and partitions, the circulation area (where people walk), and the mechanical area (where there is mechanical equipment). {‘net ’flo’r ,er-e-ə}.

net flow area [DES ENG] The calculated net area which determines the flow after the complete bursting of a rupture disk. {‘net ’flo’r ,er-e-ə}.

net heating value See low heat value. {‘net ’hēd-iŋ ,val-yə}.

net line See neat line. {‘net ’lın}.

net load capacity [ENG] The weight of a material that can be handled, without failure, by a machine or process plus the weight of the container or device. {‘net ,lōd ka’pas-əd-ə}.

net positive suction head [MECH ENG] The minimum suction head required for a pump to operate, depends on liquid characteristics, total liquid head, pump speed and capacity, and impeller design. Abbreviated NPSH. {‘net ’pəz-əd-iv ək’sə-shən ,hēd}.

net radiometer [ENG] A Moll thermopile modified so that both sides are sensitive to radiation and the resulting electromotive force is proportional to the difference in intensities of radiation incident on the two sides; used to measure the difference in intensity between radiation entering and leaving the earth’s surface. {‘net ,rad-i-məd-ər}.

net ton See ton. {‘net ’tən}.

network [ELEC] A collection of electric elements, such as resistors, coils, capacitors, and sources of energy, connected together to form several interrelated circuits. Also known as electric network. See net. {‘net ,wərk}.

network analysis [ELEC] Derivation of the electrical properties of a network, from its configuration, element values, and driving forces. [IND ENG] An analytic technique used during project planning to determine the sequence of activities and their interrelationship within the network of activities that will be required by the project. Also known as network planning. {‘net ,wərk ən-əl-ə-səs}.

Neugebauer effect [ELEC] A small change in the polarization of an optically isotropic medium in an external electric field, related to the electrooptical Kerr effect. {‘nəi-gə,bər ,ər-e-ət -fekt}.

Neumann-Kopp rule [THERMO] The rule that the heat capacity of 1 mole of a solid substance is approximately equal to the sum over the elements forming the substance of the heat capacity of a gram atom of the element times the number of atoms of the element in a molecule of the substance. {‘nəi-mən ’kopp ,rul}.

neuristor [ELECTR] A device that behaves like a nerve fiber in having attenuationless propagation of signals; one goal of research is development of a complete artificial nerve cell, containing many neuristors, that could duplicate...
neuromorphic engineering

the function of the human eye and brain in recognizing characters and other visual images.

neuromorphic engineering [ENG] Use of the fundamental principles of biological nervous systems to inspire the design and fabrication of artificial nervous systems, such as vision chips and roving robots. (nung-tor)

neuronal interface [ENG] An artificial synapse capable of reversible chemical-to-electrical transduction processes between neural tissue and conventional solid-state electronic devices for applications such as aural, visual, and mechanical prostheses, as well as expanding human memory and intelligence. (nun-tor-an)

neurotechnology [ENG] The application of microfabricated devices to achieve direct contact with the electrically active cells of the nervous system (neurons). (nung-ro-tek-nung-jor)

neutral [ELEC] Referring to the absence of a net electric charge. (MECH ENG) That setting in an automotive transmission in which all the gears are disengaged and the output shaft is disconnected from the drive wheels. (nung-tral)

neutral atmosphere [ENG] An atmosphere which neither oxidizes nor reduces immersed materials. (nung-tral-at-mung-sfir)

neutral axis [MECH] In a beam bent downward, the line of zero stress below which all fibers are in tension and above which they are in compression. (nung-tral-ak-sas)

neutral fiber [MECH] A line of zero stress in cross section of a bent beam, separating the region of compressive stress from that of tensile stress. (nung-tral-fyr-bor)

neutrally buoyant float See swallow float. (nung-tra-leh-swey-flot)

neutral stability [CONT SYS] Condition in which the natural motion of a system neither grows nor decays, but remains at its initial amplitude. (nung-tral-stah-bil-ad-e)

neutral surface [MECH] A surface in a bent beam along which material is neither compressed nor extended. (nung-tral-sor-fas)

neutron-gamma well logging [ENG] Neutron well logging in which the varying intensity of gamma rays produced artificially by neutron bombardment is recorded. (nung-tran-gam-wel-lung)

neutron logging See neutron well logging. (nung-tran-lung)

neutron shield [ENG] A shield that protects personnel from neutron irradiation. (nung-tran-sheled)

neutron soil-moisture meter [ENG] An instrument for measuring the water content of soil and rocks as indicated by the scattering and absorption of neutrons emitted from a source, and resulting gamma radiation received by a detector, in a probe lowered into an access hole. (nung-tran-soil-moist-char-med-ar)

neutron well logging [ENG] Study of formation fluid-content properties down a wellhole by neutron bombardment and detection of resultant radiation (neutrons or gamma rays). Also known as neutron logging. (nung-tran-wel-lung)

newel post [CIV ENG] 1. A pillar at the end of an oblique retaining wall of a bridge. 2. The post about which a circular staircase winds. (nung-ole-plust)

newton [MECH] The unit of force in the meter-kilogram-second system, equal to the force which will impart an acceleration of 1 meter per second squared to the International Prototype Kilogram mass. Symbolized N. Formerly known as large dyne. (nung-uhn)

Newtonian attraction [MECH] The mutual attraction of any two particles in the universe, as given by Newton's law of gravitation. (nung-tor-an-

Newtonian mechanics [MECH] The system of mechanics based upon Newton's laws of motion in which mass and energy are considered as separate, conservative, mechanical properties, in contrast to their treatment in relativistic mechanics. (nung-tor-an-mi-kung-iks)

Newtonian reference frame [MECH] One of a set of reference frames with constant relative velocity and within which Newton's laws hold, the frames have a common time, and coordinates are related by the Galilean transformation rule. (nung-tor-an-ref-trans-frahm)

Newtonian velocity [MECH] The velocity of an object in a Newtonian reference frame, S, which can be determined from the velocity of the object in any other such frame, S', by taking the vector sum of the velocity of the object in S' and the velocity of the frame S' relative to S. (nung-tor-

Newton-meter of energy See joule. (nung-

Newton-meter of torque [MECH] The unit of torque in the meter-kilogram-second system, equal to the torque produced by 1 newton of force acting at a perpendicular distance of 1 meter from an axis of rotation. Abbreviated N-m. (nung-an-med-ar-vor-tork)

Newton's equations of motion [MECH] Newton's laws of motion expressed in the form of mathematical equations. (nung-an-i-kwah-zhang-uhn-vor-mo-

Newton's first law [MECH] The law that a particle not subjected to external forces remains at rest or moves with constant speed in a straight line. Also known as first law of motion, Galileo's law of inertia. (nung-an-furst-lo)

Newton's law of cooling [THERMO] The law that the rate of heat flow out of an object by both natural convection and radiation is proportional to the temperature difference between the object and its environment, and to the surface area of the object. (nung-an-lo-vor-kwah-zhang)

Newton's law of gravitation [MECH] The law that every two particles of matter in the universe attract each other with a force that acts along
the line joining them, and has a magnitude pro-
tional to the product of their masses and
versely proportional to the square of the dis-
tance between them. Also known as law of
gravitation. ('nút·sän 'loʊ ə grav·ər·tā·shan )

Newton’s laws of motion [MECH] Three funda-
mental principles (called Newton’s first, second,
and third laws) which form the basis of classical,
or Newtonian, mechanics, and have proved valid
for all mechanical problems not involving speeds
comparable with the speed of light and not in-
volved atomic or subatomic particles. ('nút-
sän 'loʊ ə 'mō·shan )

Newton’s second law [MECH] The law that the
acceleration of a particle is directly proportional
to the resultant external force acting on the par-
ticle and is inversely proportional to the mass
of the particle. Also known as second law of
motion. ('nút·sän 'sek·ənd 'loʊ )

Newton’s third law [MECH] The law that, if two
particles interact, the force exerted by the first
particle on the second particle (called the action
force) is equal in magnitude and opposite in
direction to the force exerted by the second
particle on the first particle (called the reaction
force). Also known as law of action and reaction; third
law of motion. ('nút·sän 'thirdd 'loʊ )
nng  See nanogram.

nib  [ENG] A small projecting point.  { nib }
nibbling  [MECH ENG] Contour cutting of mate-
rial by the action of a reciprocating punch that
takes repeated small bites as the work is passed
beneath it.   { 'nib·lɪŋ }

Nichol’s chart  [CONT SYS] A plot of curves
along which the magnitude M or argument α of
the frequency control ratio is constant on a graph
whose ordinate is the logarithm of the magni-
tude of the open-loop transfer function, and
whose abscissa is the open-loop phase angle.
{ ’nɪk·əl·zɪ·chært }

Nicholson’s hydrometer  [ENG] A modification
of Fahrenheit’s hydrometer in which the lower
end of the instrument carries a scale pan to per-
mit the determination of the relative density of
a solid.   { ’nɪk·əl·sæn hɪl’drɑːm·əd·ər }

Nichols radiometer  [ENG] An instrument, used
to measure the pressure exerted by a beam of
light, in which there are two small, silvered glass
mirrors at the ends of a light rod that is sus-
pected at the center from a fine quartz fiber
within an evacuated enclosure.  { ’nɪk·ələ ·ræd·əm·əd·ər }
nigre  [CHEM ENG] Dark-colored layer formed
between neat soap and lye during soap manufac-
ture, contains more soap than lye, and a high con-
centration of salts and colored impurities.
{ ’nɪ·gær }
nine-light indicator  [ENG] A remote indicator
for wind speed and direction used in conjunction
with a contact anemometer and a wind vane; the
indicator consists of a center light, connected to
the contact anemometer, surrounded by eight
narrow parallel slits which are individually con-
ected to a set of similarly spaced electrical con-
tacts on the wind vane; wind speed is determined
by counting the number of flashes of the center
light during an interval of time, direction, indi-
cated by the position of illuminated outer bulbs,
is given to points of the compass.  { ’nɪ·nɪ lɪt·’i·n-
də·kɑːd·ər }
noise-canceling microphone

noise-canceling microphone See close-talking microphone. 

noise equivalent temperature difference [THERMO] The change in equivalent blackbody temperature that corresponds to a change in radiation which will produce a signal-to-noise ratio of 1 in an infrared imaging device. Abbreviated NETD. 

noise radial [ENG] The brightening of all range points on a particular plan position indicator bearing on a radar screen caused by noise reception from the indicated direction. 

noise reduction [ENG ACOUS] A process whereby the average transmission of the sound track of a motion picture print, averaged across the track, is decreased for signals of low level; since background noise induced by the sound track is less at low transmission, this process reduces noise during soft passages. 

noise-type flowmeter [ENG] A flowmeter that measures the noise generated in a selected frequency band. 

non-load current [ELEC] The current which flows in a network when the output is open-circuited. 

non-load loss [ELEC] The power loss of a device that is operated at rated voltage and frequency but is not supplying power to a load. 

non-load voltage See open-circuit voltage. 

nominal bandwidth [ENG] The difference between the nominal upper and lower cutoff frequencies of an acoustic or electric filter. 

nominal pass-band center frequency [ENG] The geometric mean of the nominal upper and lower cutoff frequencies of an acoustic or electric filter. 

nominal size [DES ENG] Size used for purposes of general identification; the actual size of a part will be approximately the same as the nominal size but need not be exactly the same. 

nonadiabatic See diabatic. 

nonanticipatory system See causal system. 

nonbearing wall [CIV ENG] A wall that bears no vertical weight other than its own. 

nonblackbody [THERMO] A body that reflects some fraction of the radiation incident upon it; all real bodies are of this nature. 

noncontact sensor See proximity sensor. 

noncontact thermometer See radiation pyrometer. 

noncoring bit [ENG] A general type of bit made in many shapes which does not produce a core and with which all the rock cut in a borehole is ejected as sludge; used mostly for blasthole drilling and in the unmineralized zones in a borehole where a core sample is not wanted. Also known as borehole bit, plug bit. 

nondissipative muffler See reactive muffler. 

nondurable goods [ENG] Products that are serviceable for a comparatively short time or are consumed or destroyed in a comparatively short time. Also known as irreversible thermodynamics. 

nonequilibrium thermodynamics [THERMO] A quantitative treatment of irreversible processes and of rates at which they occur. 

nonfeasible method See goal coordination method. 

nonflowing well [ENG] A well that yields water at the land surface only by means of a pump or other lifting device. 

nonholonomic system [MECH] A system of particles which is subjected to constraints of such a nature that the system cannot be described by independent coordinates; examples are a rolling hoop, or an ice skate which must point along its path. 

nonhoming [CONT SYS] Not returning to the starting or home position, as when the wipers of a stepping relay remain at the last-used set of contacts instead of returning to their home position. 

nonintegrated system [MECH] A dynamical system whose motion is governed by an equation that is not an integrable differential equation. 

noninteracting control [CONT SYS] A feedback control in a system with more than one input and more than one output, in which feedback transfer functions are selected so that each input...
influences only one output. (ˈnän, in-tar’ak-tiŋ kan’tröl)

nonrelativistic kinematics [MECH] The study of the dynamics of systems in which all speeds are small compared to the speed of light. (ˈnän, rel-ə-tə-vis-tik mi’kan-iks)

nonreturn valve See check valve. (ˈnän-ri’tɔmˌvəl)

nonselective radiator See graybody. (ˈnän-si’lek-tiv ‘räd-əd,ər-ət)

nonservo robot See fixed-stop robot. (ˈnän-sar’vō ‘rō’bät)

nonskid [CIV ENG] Pertaining to a surface that is roughened to reduce slipping, as a concrete floor treated with iron filings or carborundum powder, or indented while wet. (ˈnän’skĭd)

nonstranded rope [DES ENG] A wire rope with the wires in concentric sheaths instead of in strands, and in opposite directions in the different sheaths, giving the rope nonspinning properties. Also known as nonspinning rope. (ˈnän’stran-dad ‘rŏp)

nonwork unit [IND ENG] A time unit on a schedule where work may not be performed on a given day, for example, a weekend or a holiday. (ˈnän’wark ˈyu-nət)

NOR circuit [ELECTR] A circuit in which output voltage appears only when signal is absent from all of its input terminals. (ˈnör, sär-kot)

normal acceleration [MECH] 1. The component of the linear acceleration of an aircraft or missile along its normal, or Z, axis. 2. The usual or typical acceleration. (ˈnör-mal əkˌsel-əˈrā-shən)

normal axis [MECH] The vertical axis of an aircraft or missile. (ˈnör-mal əkˈsās)

normal barometer [ENG] A barometer of such accuracy that it can be used for the determination of pressure standards, an instrument such as a large-bore mercury barometer is usually used. (ˈnör-mal bər’ə-təmˌər-ət)

normal coordinates [MECH] A set of coordinates for a coupled system such that the equations of motion each involve only one of these coordinates. (ˈnör-mal kō’ərd-ən-ətz)

normal effort [IND ENG] The effort expended by the average operator in performing manual work with average skill and application. (ˈnör-mal əf’ərt)

normal element time [IND ENG] The selected or average element time adjusted to obtain the element time used by an average qualified operator. Also known as base time; leveled element time. (ˈnör-mal əl-əˈmənt ˈtım)

normal frequencies [MECH] The frequencies of the normal modes of vibration of a system. (ˈnör-mal ˈfreh-kwanˌsēz)

normal impact [MECH] 1. Impact on a plane perpendicular to the trajectory. 2. Striking of a projectile against a surface that is perpendicular to the line of flight of the projectile. (ˈnör-mal ˈimˌpakt)

normal-incidence pyrheliometer [ENG] An instrument that measures the energy in the solar beam; it usually measures the radiation that strikes a target at the end of a tube equipped
normal inspection

with a shutter and baffles to collimate the beam. (nør-mal jin-sad-æns pír, hê-lê-am-ædør)

normal inspection [IND ENG] The number of items inspected as specified by the sampling inspection plan at the outset; if the quality of the product improves, the number of units to be inspected is reduced; if quality deteriorates, the number of units inspected is increased. (nør-mal in'-spék-shan)

normal mode of vibration [MECH] Vibration of a coupled system in which the value of one of the normal coordinates oscillates and the values of all the other coordinates remain stationary. (nør-mal mód av vîb'ra-shan)

normal operation [MECH ENG] The operation of a boiler or pressure vessel at or below the conditions of coincident pressure and temperature for which the vessel has been designed. (nør-mal 'ap-lî-râ-shan)

normal pace [IND ENG] The manual pace achieved by normal effort. (nør-mal 'pås)

normal pitch [MECH ENG] The distance between working faces of two adjacent gear teeth, measured between the intersections of the line of action with the faces. (nør-mal 'pîch)

normal-plate anemometer [ENG] A type of pressure-plate anemometer in which the plate, restrained by a stiff spring, is held perpendicular to the wind; the wind-activated motion of the plate is measured electrically; the natural frequency of this system can be made high enough so that resonance magnification does not occur. (nør-mal 'plât, an'-lî-măm-ædør)

normal reaction [MECH] The force exerted by a surface on an object in contact with it which prevents the object from passing through the surface, the force is perpendicular to the surface, and is the only force that the surface exerts on the object in the absence of frictional forces. (nør-mal rélæk-shan)

normal stress [MECH] The stress component at a point in a structure which is perpendicular to the reference plane. (nør-mal 'stres)

normal time [IND ENG] 1. The time required by a trained worker to perform a task at a normal pace. 2. The total of all the normal elemental times constituting a cycle or operation. Also known as base time; leveled time. (nør-mal 'tîm)

north-stabilized plan-position indicator [ENG] A heading-upward plan-position indicator; this term is deprecated because it may be confused with azimuth-stabilized plan-position indicator, a north-upward plan-position indicator. (nørth stâ-ba, liz'd plan pàžish-an 'in-da-kâd-ær)

north-upward plan position indicator [ENG] A plan position indicator on which north is maintained at the top of the indicator, regardless of the heading of the craft. (nørth 'ap-wârd plan pàžish-an 'in-da-kâd-ær)

nose [ENG] The foremost point or section of a bomb, missile, or something similar. (nöz)

nose radius [MECH ENG] The radius measured in the back rake or top rake plane of a cutting tool. (nöz, rád-è-sè)

nose sill [ENG] A short timber located under the end of the main sill of a standard rig front of a well. (nöz, sîl)

nosing [BUILD] Projection of a tread of a stair beyond the riser below it. (CIV ENG) A transverse, horizontal motion of a locomotive that exerts a lateral force on the track. (nöz-iq)

notch [ELECTR] Rectangular depression extending below the sweep line of the radar indicator in some types of equipment [ENG] A V-shaped indentation or cut in a surface or edge. (nách)

notching [ELEC] Term indicating that a predetermined number of separate impulses are required to complete operation of a relay. [MECH ENG] Cutting out various shapes from the ends or edges of a workpiece. (nách-iq)

notching press [MECH ENG] A mechanical press for notching straight or rounded edges. (nách-iq 'pres)

NOT circuit [ELECTR] A logic circuit with one input and one output that inverts the input signal at the output; that is, the output signal is a logical 1 if the input signal is a logical 0, and vice versa. Also known as inverter circuit. (nät, sär-ka	)

nozzle [DES ENG] A tubelike device, usually streamlined, for accelerating and directing a fluid, whose pressure decreases as it leaves the nozzle. (näz-äl)

nozzle-contraction-area ratio [DES ENG] Ratio of the cross-sectional area for gas flow at the nozzle inlet to that at the throat. (näz-äl kon-trak-shan 'er-è-a, râ-sho)

nozzle efficiency [MECH ENG] The efficiency with which a nozzle converts potential energy into kinetic energy, commonly expressed as the ratio of the actual change in kinetic energy to the ideal change at the given pressure ratio. (näz-äl fisch-an-sè)

nozzle exit area [DES ENG] The cross-sectional area of a nozzle available for gas flow measured at the nozzle exit. (näz-äl 'eg-zat, 'er-è-a)

nozzle-expansion ratio [DES ENG] Ratio of the cross-sectional area for gas flow at the exit of a nozzle to the cross-sectional area available for gas flow at the throat. (näz-äl ik'-pan-shan 'râ-sho)

nozzle-mix gas burner [ENG] A burner in which injection nozzles mix air and fuel gas at the burner tile. (näz-äl, mik's gas, már-nør)

nozzle throat [DES ENG] The portion of a nozzle with the smallest cross section. (näz-äl, 'throt)

nozzle throat area [DES ENG] The area of the minimum cross section of a nozzle. (näz-äl, 'throt, 'er-è-a)

npn transistor [ELECTR] An npn transistor which has a layer of high-purity germanium between the base and collector to extend the frequency range. (në pin tran'zis-tar)

N-P-K [CHEM ENG] The code identifying the components in a fertilizer mixture: nitrogen (N),

374
phosphorus pentoxide (P), and potassium oxide (K). Fertilizers are graded in the order N-P-K, with the numbers indicating the percentage of the total weight of each component. For example, 5-10-10 represents a mixture containing by weight 5% nitrogen, 10% phosphorus pentoxide, and 10% potassium oxide.

**npn diode** See npn diode. (έν,πέν,πέ 'di,ód)

**npn transistor** [ELECTR] An npn-junction transistor having a transition or floating layer between p and n regions, to which no ohmic connection is made. Also known as pnpn transistor. (έν,πέν,πέ τραν'zis-tαρ)

**npn semiconductor** [ELECTR] Double junction formed by sandwiching a thin layer of p-type material between two layers of n-type material of a semiconductor. (έν,πέν 'σεμ'i-καν,δακ-ταρ)

**npn transistor** [ELECTR] A junction transistor having a p-type base between an n-type emitter and an n-type collector; the emitter should then be negative with respect to the base, and the collector should be positive with respect to the base. (έν,πέν τραν'zis-tαρ)

**np semiconductor** [ELECTR] Region of transition between n- and p-type material. (έν,πέ 'σεμ'i-καν,δακ-ταρ)

**NPSH** See net positive suction head.

**N rod bit** [DES ENG] A Canadian standard non-coring bit having a diameter of 2 940 inches (74.676 millimeters). ('n 'rαd ,bit)

**n-type conduction** [ELECTR] The electrical conduction associated with electrons, as opposed to holes, in a semiconductor. (έν ,τιπ καν',δακ-ταρ)

**n-type germanium** [ELECTR] Germanium to which more impurity atoms of donor type (with valence 5, such as antimony) than of acceptor type (with valence 3, such as indium) have been added, with the result that the conduction electron density exceeds the hole density. (έν ,τιπ λα'μα-να-αμ)

**n-type semiconductor** [ELECTR] An extrinsic semiconductor in which the conduction electron density exceeds the hole density. (έν ,τιπ 'σεμ'i-καν,δακ-ταρ)

**nuclear chemical engineering** [CHEM ENG] The branch of chemical engineering that deals with the production and use of radioisotopes. (ν'υ'κλε'ν καιμ-ο-καλ, εν'πα'νιρ-ιν)

**nuclear excavation** [ENG] The use of nuclear explosions to remove earth for constructing harbors, canals, and other facilities. (ν'υ'κλε'ν καικ',σκα'να-σαν)

**nuclear gyroscope** [ENG] A gyroscope in which the conventional spinning mass is replaced by the spin of atomic nuclei and electrons; one version uses optically pumped mercury isotopes, and another uses nuclear magnetic resonance techniques. (ν'υ'κλε'ν καιρα'νι,σκόπ)

**nuclear magnetic resonance flowmeter** [ENG] A flowmeter in which nuclei of the flowing fluid are resonated by a radio-frequency field superimposed on an intense permanent magnetic field, and a detector downstream measures the amount of decay of the resonance, thereby sensing fluid velocity. (ν'υ'κλε'ν καιμ'αγ'ναδ-ικ 'ρεζ',αν-ας 'τιρ,ρα,σκόπ)

**nuclear magnetic resonance gyroscope** [ENG] A gyroscope that obtains information from the dynamic angular motion of atomic nuclei. (ν'υ'κλε'ν καιμ'αγ'ναδ-ικ 'ρεζ',αν-ας 'τιρ,ρα,σκόπ)

**nuclear magnetometer** [ENG] Any magnetometer which is based on the interaction of a magnetic field with nuclear magnetic moments, such as the proton magnetometer. Also known as nuclear resonance magnetometer. (ν'υ'κλε'ν καιμ'αγ'νατα'μ-δ'αρ)

**nuclear power plant** [MECH ENG] A power plant in which nuclear energy is converted into heat for use in producing steam for turbines, which in turn drive generators that produce electric power. Also known as atomic power plant. (ν'υ'κλε'ν καιμ'αγ'νατα'μ-δ'αρ)

**nuclear snow gage** [ENG] Any type of gage using a radioactive source and a detector to measure, by the absorption of radiation, the water-equivalent mass of a snowpack. (ν'υ'κλε'ν καικ',ηνι)

**nuclear boiling** [CHEM ENG] Boiling in which bubble formation is at the liquid-solid interface rather than from external or mechanical devices; occurs in kettle-type and natural-circulation heaters or reboilers. (ν'υ'κλε'ν,ατ'τηλ'-ιν)

**nucleonics** [ENG] The technology based on phenomena of the atomic nucleus such as radioactivity, fission, and fusion; includes nuclear reactors, various applications of radioisotopes and radiation, particle accelerators, and radiation-detection devices. (ν'υ'κλε'ν,αν'-ικ)

**nucleus counter** [ENG] An instrument which measures the number of condensation nuclei or ice nuclei per sample volume of air. (ν'υ'κλε'ν καιν'-αο'-ν)

**null-balanced recorder** [ENG] An instrument in which a motor-driven slide wire in a measuring circuit is continuously adjusted so that the voltage or current to be measured will be balanced against the voltage or current from this circuit; a pen linked to the slide wire makes a graphical record of its position as a function of time. (να'λ καλ-αν',ρι,κόρδ-αρ)

**null detector** See null indicator. (να'λ δι,τεκ-ταρ)

**null indicator** [ENG] A galvanometer or other device that indicates when voltage or current is zero; used chiefly to determine when a bridge circuit is in balance. Also known as null detector. (να'λ καιν'-αν',ταδ-αρ)

**null method** [ENG] A method of measurement in which the measuring circuit is balanced to bring the pointer of the indicating instrument to zero, as in a Wheatstone bridge, and the settings of the balancing controls are then read. Also known as balance method; zero method. (να'λ καιν'-ας μεθ-αρ)

**Nusselt equation** [THERMO] Dimensionless
equation used to calculate convection heat transfer for heating or cooling of fluids outside a bank of 10 or more rows of tubes to which the fluid flow is normal.

**Nusselt number** [THERMO] A dimensionless number used in the study of forced convection which gives a measure of the ratio of the total heat transfer to conductive heat transfer, and is equal to the heat-transfer coefficient times a characteristic length divided by the thermal conductivity. Symbolized $N_u$.  

**Nyquist diagram** [CONT SYS] A directed closed path in the complex frequency plane used in constructing a Nyquist diagram, which runs upward, parallel to the whole length of the imaginary axis at an infinitesimal distance to the right of it, and returns from $+j_0$ to $-j_0$ along a semicircle of infinite radius in the right half-plane.

**Nyquist stability criterion** See Nyquist stability theorem.

**Nyquist stability theorem** [CONT SYS] The theorem that the net number of counterclockwise rotations about the origin of the complex plane carried out by the value of an analytic function of a complex variable, as its argument is varied around the Nyquist contour, is equal to the number of poles of the variable in the right half-plane minus the number of zeros in the right half-plane. Also known as Nyquist stability criterion.

**Nyquist’s theorem** [ELECTR] The mean square noise voltage across a resistance in thermal equilibrium is four times the product of the resistance, Boltzmann’s constant, the absolute temperature, and the frequency range within which the voltage is measured.

**nystagmogram** [IND ENG] A recording of saccadic eye movements, that is, quick, rhythmic, and usually involuntary oscillations of the eyes.
subfield of engineering is 100, and isooctane number is 0, isooctane number is 120.3. {ə/vertstrokeinferior}ocean engineering [ENG] A subfield of engineering involved with the development of new equipment concepts and the methodological improvement of techniques which allow humans to operate successfully beneath the ocean surface in order to develop and utilize marine resources. {ˈoːʃənˌenˌjaˈnir-ɪŋ}
oceanographic dredge [ENG] A device used aboard ship to bring up large samples of deposits and sediments from the ocean bottom. {ˈoːˌsha-nəˈɡraf-ɪk ˈdredʒ}
oceanographic platform [ENG] A construction with a flat horizontal surface higher than the water, on which oceanographic equipment is suspended or installed. {ˈoːˌsha-nəˈɡraf-ɪk ˈplæt ˈfɔːrm}
ocean thermal-energy conversion [MECH ENG] The conversion of energy arising from the temperature difference between warm surface water of oceans and cold deep-ocean current into electrical energy or other useful forms of energy. Abbreviated OTEC. {ˈoːˌʃən ˈθər-ˈmɔl ˈenˌærˌjɪk ˈkænˌvərˌzhan}
octahedral normal stress [MECH] The normal component of stress across the faces of a regular octahedron whose vertices lie on the principal axes of stress, it is equal in magnitude to the spherical stress across any surface. Also known as mean stress. {ˈɑːkˌtɔɪˌdʒəˈdrəl ˈnɔr-ˈmɔl ˈstreʃ}
octahedral shear stress [MECH] The tangential component of stress across the faces of a regular octahedron whose vertices lie on the principal axes of stress; it is a measure of the strength of the deviatoric stress. {ˈɑːkˌtɔɪˌdʒəˈdrəl ˈʃɪrˌstres}
octane number [ENG] A rating that indicates the tendency to knock when a fuel is used in a standard internal combustion engine under standard conditions; n-heptane is 0, isooctane is 100, different test methods yield other values variously known as research octane, motor octane, and road octane. {ˈɑːkˌtənˌnəmˈbær}
octane requirement [MECH ENG] The fuel octane number needed for efficient operation (without knocking or spark retardation) of an internal combustion engine. {ˈɑːkˌtənˌriˌkwɪrˌmənt}
octane scale [ENG] Series of arbitrary numbers from 0 to 120.3 used to rate the octane number of a gasoline. n-heptane is 0 octane, isooctane is 100, and isooctane + 6 milliliters TEL (tetra-ethylleead) is 120.3. {ˈɑːkˌtənˌskɔl}
octave-band analyzer  [ENG ACOUS] A portable sound analyzer which amplifies a microphone signal, feeds it into one of several band-pass filters selected by a switch, and indicates the magnitude of sound in the corresponding frequency band on a logarithmic scale, all the bands except the highest and lowest span an octave in frequency. Abbreviated OBA. (‘ɒkˈveɪ-bændˈænalaɪzaɪr)

octave-band filter  [ENG ACOUS] A band-pass filter in which the upper cutoff frequency is twice the lower cutoff frequency. (‘ɒkˈveɪ-bændˈfɪltər)

tool  [DES ENG] Pertaining to a gear tooth form used to generate the teeth in bevel gears; the octoid form closely resembles the involute form. (‘ɒkˈtɔɪd)

OD  See outside diameter.

odd-leg caliper  [DES ENG] A caliper in which the legs bend in the same direction instead of opposite directions. (‘ɒdˈlɛɡˈkælər)

odograph  [ENG] An instrument installed in a vehicle to automatically plot on a map the course and distance traveled by the vehicle. (‘ɒdˈoʊɡræf)

odometer  [ENG] 1. An instrument for measuring distance traversed, as of a vehicle. 2. The indicating gage of such an instrument. 3. A wheel pulled by surveyors to measure distance traveled. (‘ɒdəˈmɛtə)

odorize  [CHEM ENG] To add an unpleasant odor to a substance. (‘ɒdərəɪz)

Oehman's survey instrument  [ENG] A drill-hole surveying apparatus that makes a photographic record of the compass and clinometer readings. (‘ɒhəmənˈsɜrveɪˌɪnstərəmfənt)

offset  [ENG] Designating the inoperative state of a device, or one of two possible conditions (the other being "on") in a circuit. (‘ɒfsɛt)

offset mesh  [DES ENG] A mesh in a wire cloth in which the count is not the same for both directions. (‘ɒfsɛt ˈmeʃ)

offset yield strength  [MECH] That stress at which the strain surpasses by a specified amount (called the offset) an extension of the initial proportional portion of the stress-strain curve; usually expressed in pounds per square inch. (‘ɒfsɛt ˈjɛld ˈstreɪŋθ)

offset voltage  [ELECTR] The differential input voltage that must be applied to an operational amplifier to return the zero-frequency output voltage to zero volts, due to device mismatching at the input stage. (‘ɒfsɛt ˈvɑləˌtʃɪŋ)

off-hand grinding  [MECH ENG] Grinding operations performed with hand-held tools. Also known as freehand grinding. (‘ɒf, hænd ˈgrɪndˌɪŋ)

off-highway vehicle  [MECH ENG] A bulk-handling machine, such as an earthmover or dump truck, that is designed to operate on steep or rough terrain and has a height and width that may exceed highway legal limits. (‘ɒfˈhɔʊˈweɪ ˈvɜːəˌrɔʊ̅kəl)

off-line  [ENG] 1. A condition existing when the drive rod of the drill swivel head is not centered and parallel with the borehole being drilled. 2. A borehole that has deviated from its intended course. 3. A condition existing wherein any linear excavation (shaft, drift, borehole) deviates from a previously determined or intended survey line or course. (‘ɒflайн)

off-site facility  [CHEM ENG] In a chemical process plant, any supporting facility that is not a direct part of the reaction train, such as utilities,
steam, and waste-treatment facilities. (ˈoɪlˈʃɪt fərˈsil adˈɛr)

off-the-shelf [IND ENG] Available for immediate shipment. (ˈofˌəf ˈʃelf)

ohm [ELEC] The unit of electrical resistance in the rationalized meter-kilogram-second system of units, equal to the resistance through which a current of 1 ampere will flow when there is a potential difference of 1 volt across it. Symbolized Ω. (ˈəhm)

ohmic [ELEC] Pertaining to a substance or circuit component that obeys Ohm’s law. (ˈəmık)

ohmic dissipation [ELECTR] Loss of electrical energy when a current flows through a resistance due to conversion into heat. Also known as ohmic loss. (ˈoʊmɪk diˌspəˈʃən)

ohmmeter [ENG] An instrument for measuring electric resistance; scale may be graduated in ohms or megohms. (ˈoʊmˌmɛtər)

Ohm’s law [ELEC] The law that the direct current flowing in an electric circuit is directly proportional to the voltage applied to the circuit, it is valid for metallic circuits and many circuits containing an electrolytic resistance. (ˈoʊmz ˈloʊ)

ohms per volt [ENG] Sensitivity rating for measuring instruments, obtained by dividing the resistance of the instrument in ohms at a particular range by the full-scale voltage value at that range. (ˈoʊmz pər ˈvolt)

OHV engine See overhead-valve engine. (ˈoʊ ˈʌvəˈhɛɪv ˈɛnˌjan)

oil bath [ENG] 1. Oil, in a container, within which a mechanism works or into which it dips. 2. Oil in which a piece of apparatus is submerged. 3. Oil that is poured on a cutting tool. (ˈoil ˈbæθ)

oil burner [ENG] Liquid-fuel burner device using a mixture of air and vaporized or atomized oil for combustion. (ˈoil ˈbɔrnər)

oil cooler [MECH ENG] A small radiator used to cool the oil that lubricates an automotive engine. (ˈoil ˈkuˈloʊ)

oil cup [ENG] A permanently mounted cup used to feed lubricant to a gear, usually with some means of regulating the flow. (ˈoil ˈkɔp)

oil dilution valve [MECH ENG] A valve used to mix gasoline with engine oil to permit easier starting of the gasoline engine in cold weather. (ˈoil dɪˌlʊˌʃən ˈvalv)

oil filter [ENG] Cartridge-type filter used in automotive oil-lubrication systems to remove metal particles and products of heat decomposition from the circulating oil. (ˈoil ˈfɪlˈtər)

oil fogging [ENG] Spraying a fine oil mist into the gas stream of a distribution system to alleviate the drying effects of gas on certain kinds of distribution and utilization equipment. (ˈoil ˈfɔdʒɪŋ)

oil furnace [MECH ENG] A combustion chamber in which oil is the heat-producing fuel. (ˈoil ˈfɔrˌnəs)

oil-gas process [CHEM ENG] Process to manufacture high-caloric-value fuel gas by the destructive distillation of high-boiling petroleum oils. (ˈoilˌgasˌgrəˌsæs)

oil groove [DES ENG] One of the grooves in a bearing which distribute and collect lubricating oil. (ˈoil ˈgrʊv)

oil hole [ENG] A small hole for injecting oil for a bearing. (ˈoilˌhol)

oil-hole drill [DES ENG] A twist drill containing holes through which oil can be fed to the cutting edges. (ˈoilˌholˌdrɪl)

oiliness [ENG] The effect of a lubricant to reduce friction between two solid surfaces in contact; the effect is more than can be accounted for by viscosity alone. (ˈoilˌɪnˈlɛs)

oilless bearing [MECH ENG] A self-lubricating bearing containing solid or liquid lubricants in its material. (ˈoilˌlesˌberˈɪŋ)

oil lift [MECH ENG] Hydrostatic lubrication of a journal bearing by using oil at high pressure in the area between the bottom of the journal and the bearing itself so that the shaft is raised and supported by an oil film whether it is rotating or not. (ˈoilˌlɪft)

oil pump [MECH ENG] A pump of the gear, vane, or plunger type, usually an integral part of the automotive engine; it lifts oil from the sump to the upper level in the splash and circulating systems, and in forced-feed lubrication it pumps the oil to the tubes leading to the bearings and other parts. (ˈoilˌpʌmp)

oil reclaiming [ENG] 1. A process in which oil is passed through a filter as it comes from equipment and then returned for reuse, in the same manner that crank case oil is cleaned by an engine filter. 2. A method in which solids are removed from oil by treatment in settling tanks. (ˈoil rɪˈkləmɪŋ)

oil ring [MECH ENG] 1. A ring located at the lower part of a piston to prevent an excess amount of oil from being drawn up onto the piston during the suction stroke. 2. A ring on a journal, dipping into an oil bath for lubrication. (ˈoilˌrɪŋ)

oil seal [ENG] 1. A device for preventing the entry or return of oil from a chamber. 2. A device using oil as the sealing medium to prevent the passage of fluid from one chamber to another. (ˈoilˌsɛl)

Oldham coupling See slider coupling. (ˈɔldəmˌkəpˌliŋ)

oleometer [ENG] 1. A device for measuring specific gravity of oils. 2. An instrument for determining the proportion of oil in a substance. (ˌoʊˈlemətər)

oolo strut [MECH ENG] A shock absorber consisting of a telescoping cylinder that forces oil into an air chamber, thereby compressing the air, used on aircraft landing gear. (ˈoʊˌloʊˌstrɔt)

ombrometer See rain gage. (ˈɑmˈbrəmˌətər)

ombroscope [ENG] An instrument consisting of a heated, water-sensitive surface which indicates by mechanical or electrical techniques the occurrence of precipitation; the output of the
omnibearing converter

instrument may be arranged to trip an alarm or to record on a time chart. {'ām-brāskōp} omnibearing converter [ENG] An electromechanical device which combines an omnirange signal with heading information to furnish electrical signals for the operation of the pointer of a radio magnetic indicator. {'ām-na,ber-īn kon'vārd-ār} omnibearing indicator [ENG] An instrument providing automatic and continuous indication of omnibearing. {'ām-na,ber-īn 'īn'ā-da,kād-ār} omnibearing selector [ENG] A device capable of being set manually to any desired omnibearing, or its reciprocal, to control a course-line deviation indicator. Also known as radial selector. {'ām-na,ber-īn sīl'ēk-tār} omnidirectional hydrophone [ENG ACOUS] A hydrophone whose response is fundamentally independent of the incident sound wave's angle of arrival. {'ām-na-dī'kręk-shān-āl 'ḥt-dra,Ōn} omnigraph [ENG] An automatic acetylene cutter controlled by a mechanical pointer that traces a pattern; capable of cutting several duplicates simultaneously. {'ām-na,graf} omnimeter [ENG] A theodolite with a microscope that can be used to observe vertical angular movement of the telescope. {'ām'nīm-ād-ār} on [ENG] Designating the operating state of a device or one of two possible conditions (the other being "off") in a circuit. {'ōn} on center [BUILD] The measurement made between the centers of two adjacent members. {'ōn 'sen-tār} once-through boiler [MECH ENG] A boiler in which water flows, without recirculation, sequentially through the economizer, furnace wall, and evaporating and superheating tubes. {'wāns thūr,boil-ār} on composition See on grade. {'ōn ,kām-pa 'zish-ān} on-condition maintenance [IND ENG] Examination of those aspects of an installation that are predictive of pending failure, followed by performance of preventative maintenance activities before occurrence of total failure. {'ōn kāndish-ān 'mānt-ān'āns} one-digit subtractor See half-subtractor. {'wān 'dī-at sab'trāk-tār} one-hundred-percent premium plan [IND ENG] A wage incentive plan wherein each unit produced by an employee in excess of standard is compensated at the same rate paid for each unit of standard production. Also known as straight piecework system; straight proportional system. {'wān ,han-drād pār'sent 'pār-me-ām ,plan} one-shot molding [ENG] Production of urethane-plastic foam in which the isocynate, polyol, and catalyst and other additives are mixed directly together and a foam is produced immediately. {'wān shāt 'mōld-īn} one-sided acceptance sampling test [IND ENG] A test against a single specification only, in which permissible values in one direction are not limited. {'wān ,sīd-ād ik'sep-tāns 'samp-līn,tēst} one-way slab [CIV ENG] A concrete slab in which the reinforcing steel runs perpendicular to the supporting beams, that is, one way. {'wān wā 'sāb lāb} on grade [CIV ENG] 1. At ground level. 2. Supported directly on the ground. {'ōn 'grād} onion diagram [SYS ENG] A schematic diagram of a system that is composed of concentric circles, with the innermost circle representing the core, and all the outer layers dependent on the core. {'ān-yan 'grāf} on-off control [CONT SYS] A simple control system in which the device being controlled is either fully on or fully off, with no intermediate operating positions. Also known as on-off system. {'ōn 'of kan,tōl} on-off system See on-off control. {'ōn 'of ,sis-tām} Ondager reciprocal relations [THERMO] A set of conditions which state that the matrix, whose elements express various fluxes of a system (such as diffusion and heat conduction) as linear functions of the various conjugate affinities (such as mass and temperature gradients) for systems close to equilibrium, is symmetric when certain definitions are chosen for these fluxes and affinities. {'ōn,sāg r n'sēp-tō-kōl rīlā-shān} on stream [CHEM ENG] Of a plant or process operations unit, being in operation. {'ōn strēm} on-stream factor [IND ENG] The ratio of the number of operating days to the number of calendar days per year. {'ōn strēm 'fāk-tār} on-stream time [CHEM ENG] In plant or process operations, the actual time that a unit is operating and producing product. {'ōn strēm,'tām} OPDAR [ENG] A laser system for measuring elevation angle, azimuth angle, and slant range of a missile during its firing period. Derived from optical direction and ranging. Also known as optical radar. {'āp,dār} open [ELEC] 1. Condition in which conductors are separated so that current cannot pass. 2. Break or discontinuity in a circuit which can normally pass a current. {'Ō-pān} open-belt drive [DES ENG] A belt drive having both shafts parallel and rotating in the same direction. {'Ō-pān ,belt ,dīrv} open berth [CIV ENG] An anchorage berth in an open roadstead. {'Ō-pān 'barth} open caisson [CIV ENG] A caisson in the form of a cylinder or shaft that is open at both ends; it is set in place, pumped dry, and filled with concrete. {'Ō-pān 'ka,šān} open-center plan position indicator [ENG] A plan position indicator on which no signal is displayed within a set distance from the center. {'Ō-pān ,sen-tār 'plan pa,zish-an 'īn-da,kād-ār} open circuit [ELEC] An electric circuit that has been broken, so that there is no complete path for current flow. {'Ō-pān ,šār kō} open-circuit grinding [MECH ENG] Grinding system in which material passes through the
operation process chart

grinder without classification of product and without recycle of oversize lumps; in contrast to closed-circuit grinding. \{ˈɔːn-pan ˈʃɑːr-kat ˈɡίnd-ɪŋ\}

open-circuit scuba \[ENG\] The simplest type of scuba equipment, in which all exhaled gas is discharged directly into the water and the utilization of gas is therefore equal to the mass exhaled. \{ˈɔː-n-pan ˈʃɑːr-kat ˈsːkʊ-ˈba\}

open cut \[CIV ENG\] An open trench, such as across a hill. \{ˈɔː-p·ɒnˈkæt\}

open cycle \[THERMO\] A thermodynamic cycle in which new mass enters the boundaries of the system and spent exhaust leaves it, the automotive engine and the gas turbine illustrate this process. \{ˈɔː-n-pan ˈʃɪ-kɑl ˈɛn-ˈjan\}

open-cycle engine \[MECH ENG\] An engine in which the working fluid is discharged after one pass through boiler and engine. \{ˈɔː-n-pan ˈʃɪ-kɑl ˈgas ˈtər-ˈbɑn\}

open-end wrench \[DES ENG\] A wrench consisting of fixed jaws at one or both ends of a handle. \{ˈɔː-n-pan ˈɛnd ˈtrench\}

open hole \[ENG\] 1. A well or borehole, or a portion thereof, that has not been lined with steel tubing at the depth referred to. 2. An unobstructed borehole. 3. A borehole being drilled without cores. \{ˈɔː-n-pan ˈhʊl\}

opening die \[MECH ENG\] A die head for cutting screws that opens automatically to release the cut thread. \{ˈɑː-pəˌnɪŋ ˈdɪˌfli\}

opening pressure \[MECH ENG\] The static inlet pressure at which discharge is initiated. \{ˈɑː-pəˌnɪŋ ˈprɛs-ər\}

open-loop control system \[CONT SYS\] A control system in which the system outputs are controlled by system inputs only, and no account is taken of actual system output. \{ˈɔːn-pan ˈʃɪl̩p kəntɾəlˌsɪst-ˈtæm\}

open plan \[BUILD\] Arrangement of the interior of a building without distinct barriers such as partitions. \{ˈɔːn-pan ˈplæn\}

open shop \[IND ENG\] A shop in which employment is not restricted to members of a labor union. \{ˈɔːn-pan ˈʃeɪp\}

open-side planer \[DES ENG\] A planer constructed with one upright or housing to support the crossrail and tools. \{ˈɔːn-pan ˈslɪd ˈplæn-ˈər\}

open-side tool block \[DES ENG\] A toolholder on a cutting machine consisting of a T-slot clamp, a C-shaped block, and two or more tool clamping screws. Also known as heavy-duty tool block. \{ˈɔːn-pan ˈslɪd ˈtʊlˌblæk\}

open system \[THERMO\] A system across whose boundaries both matter and energy may pass. \{ˈɔːn-pan ˈsɪst-ˈtæm\}

open-timbered roof \[BUILD\] A roof in which the supporting timbers are left uncovered, forming part of the ceiling. \{ˈɔːn-pan ˈtɪm-bərd ˈrʊf\}

open traverse \[ENG\] A surveying traverse in which the last leg, because of error, does not terminate at the origin of the first leg. \{ˈɔːn-pan ˈtraʊ-vər̩z\}

open valley \[BUILD\] A valley formed at the intersection of two roof surfaces and lined with either metal or a mineral-surfaced roofing material; the lining is exposed at the intersection. \{ˈɔː-n-pan ˈval-ˈɛ\}

open-web girder \[see litter girder. \{ˈɔː-n-pan ˈweb ˈgɑrd-ər\}

open well \[CIV ENG\] 1. A well whose diameter is great enough (1 meter or more) for a person to descend to the water level. 2. An artificial pond filling a large excavation in the zone of saturation up to the water table. \{ˈɔː-n-pan ˈwel\}

operating line \[CHEM ENG\] In the graphical solution of equilibrium processes (such as distillation absorption extraction), the actual liquid-vapor relationship of a key component, in contrast to a true equilibrium relationship. \{ˈɑː-pəˌræd-ɪŋ ˈlɪn\}

operating pressure \[ENG\] The system pressure at which a process is operating. \{ˈɑː-pəˌræd-ɪŋ ˈpres-ər\}

operating stress \[MECH\] The stress to which a structural unit is subjected in service. \{ˈɑː-pəˌræd-ɪŋ ˈstrɛs\}

operating water level \[MECH ENG\] The water level in a boiler drum which is normally maintained above the lowest safe level. \{ˈɑː-pəˌræd-ɪŋ ˈwəd-ər ˈlev-əl\}

operation \[IND ENG\] A job, usually performed in one location, and consisting of one or more work elements. \{ˈɑː-pəˌræ-ˈʃən\}

operational \[ENG\] Of equipment such as aircraft or vehicles, being in such a state of repair as to be immediately usable. \{ˈɑː-pəˌræ-ˈʃən\}

operational game \[see management game. \{ˈɑː-pəˌræ-ˈʃənˌgæm\}

operational maintenance \[ENG\] The cleaning, servicing, preservation, lubrication, inspection, and adjustment of equipment, it includes that minor replacement of parts not requiring high technical skill, internal alignment, or special locative training. \{ˈɑː-pəˌræ-ˈʃənˌɔl ˈmɑːnt-ən-əns\}

operation analysis \[IND ENG\] An analysis of all procedures concerned with the design or improvement of production, the purpose of the operation, inspection standards, materials used and the manner of handling them, the setup, tool equipment, and working conditions and methods. \{ˈɑː-pəˌræ-ˈʃənˌəl ˈɑːn-əlˌsæs\}

operation analysis chart \[IND ENG\] A form that lists all the essential factors influencing the effectiveness of an operation. \{ˈɑː-pəˌræ-ˈʃənˌəl ˈɑːn-əlˌsæsˌchaɪrt\}

operation breakdown \[see job breakdown. \{ˈɑː-pəˌræ-ˈʃənˌbrækˌdraʊn\}

operation process chart \[IND ENG\] A graphic representation that gives an overall view of an
optical fiber sensor [ENG] An instrument in which the physical quantity to be measured is made to modulate the intensity, spectrum, phase, or polarization of light from a light-emitting diode or laser diode traveling through an optical fiber; the modulated light is detected by a photodiode. Also known as fiber-optic sensor. (*āp-tā-kal ḍi-rā-shan ān ḍān-iṣg*)

optical fluid-flow measurement [ENG] Any method of measuring the varying densities of a fluid in motion, such as schlieren, interferometer, or shadowgraph, which depends on the fact that light passing through a flow field of varying density is retarded differently through the field, resulting in refraction of the rays, and in a relative phase shift among different rays. (*āp-tā-kal ḍi-lūdū-ḳalāa maẓz-ār-mānt*)

optical gage [ENG] A gage that measures an image of an object, and does not touch the object itself. (*āp-tā-kal ġāl*)

optical indicator [ENG] An instrument which makes a plot of pressure in the cylinder of an engine as a function of piston (or volume) displacement, making use of magnification by optical systems and photographic recording; for example, the small motion of a pressure diaphragm may be transmitted to a mirror to deflect a beam of light. (*āp-tā-kal ḍi-nāa-ḳad-ār*)

optical isolator [ENG] A device that isolates optical signals and prevents back reflections. (*āp-tā-kal sa-hād-ār*)

optical lantern [ENG] A device for projecting positive transparent Pictures from glass or film onto a reflecting screen; it consists of a concentrated source of light, a condenser system, a holder (or changer) for the slide, a projection lens, and (usually) a blower for cooling the slide. Also known as slide projector. (*āp-tā-kal ḍan-tām*)

optical lithography [ELECTR] Lithography in which an integrated circuit pattern is first created on a glass plate or mask and is then transferred to the resist by one of a number of optical techniques by using visible or ultraviolet light. (*āp-tā-kal laḥṭāq-ālō-fāl*)

optically coupled isolator [ENG] A device that uses the principle of triangulation of reflected infrared or visible light to measure small distances in a robotic system. (*āp-tā-kal prāk ṣim-ād-ē ān-sar*)

optical pyrometer [ENG] An instrument which
determines the temperature of a very hot surface from its incandescent brightness; the image of the surface is focused in the plane of an electrically heated wire, and current through the wire is adjusted until the wire blends into the image of the surface. Also known as disappearing filament pyrometer. (ˈɑp-tə-kəl ˈprɛtəm-əd-or)

optical radar See OPDAR. (ˈɑp-tə-kəl ˈrɑ,daər)

optical rangefinder [ENG] An optical instrument for measuring distance, usually from its position to a target point, by measuring the angle between rays of light from the target, which enter the rangefinder through the windows spaced apart, the distance between the windows being termed the baselength of the rangefinder, the two types are coincidence and stereoscopic. (ˈɑp-tə-kəl ˈrɑn,find-ər)

optical recording [ENG] Production of a record by focusing on photographic paper a beam of light whose position on the paper depends on the quantity to be measured, as in a light-beam galvanometer. (ˈɑp-tə-kəl ˈrɪlˈkɔrd-ər)

optical reflectometer [ENG] An instrument which measures on surfaces the reflectivity of electromagnetic radiation at wavelengths in or near the visible region. (ˈɑp-tə-kəl ˈrɛ,flɛktˈtɛm-əd-or)

optical relay [ELECTR] An optoisolator in which the output device is a light-sensitive switch that provides the same on and off operations as the contacts of a relay. (ˈɑp-tə-kəl ˈrɛ,lər)

optical square [ENG] A surveyor’s hand instrument used for laying out right angles, employs two mirrors at a 45° angle. (ˈɑp-tə-kəl ˈskwer)

optical tracking [ENG] The determination of spatial positions of distant airplanes, missiles, and artificial satellites as a function of time, or the recording of engineering events, by precise time-correlated observations with various types of telescopes or ballistic cameras. (ˈɑp-tə-kəl ˈtrak-ər)

optician [ENG] A maker of optical instruments or lenses. (ˈɑp-tish-ən)

optimal control theory [CONT SYS] An extension of the calculus of variations for dynamic systems with one independent variable, usually time, in which control (input) variables are determined to maximize (or minimize) some measure of the performance (output) of a system while satisfying specified constraints. (ˈɑp-tə-məl ˈkɑnˈtrəlˌθiər-ər)

optimal feedback control [CONT SYS] A subfield of optimal control theory in which the control variables are determined as functions of the current state of the system. (ˈɑp-tə-məl ˈlɛdˌbæk ˈkɑnˈtrəl)

optimal programming [CONT SYS] A subfield of optimal control theory in which the control variables are determined as functions of time for a specified initial state of the system. (ˈɑp-tə-məl ˈprɔˌɡram-ər)

optimal regulator problem See linear regulator problem. (ˈɑp-tə-məl ˈrɛɡˈyəˌlæd-ərˌprɔˌbəm)

optimal smoother [CONT SYS] An optimal filer algorithm which generates the best estimate of a dynamical variable at a certain time based on all available data, both past and future. (ˈɑp-tə-məl ˈsmiðər)

optimization [SYS ENG] 1. Broadly, the efforts and processes of making a decision, a design, or a system as perfect, effective, or functional as possible. 2. Narrowly, the specific methodology, techniques, and procedures used to decide on the one specific solution in a defined set of possible alternatives that will best satisfy a selected criterion. Also known as system optimization. (ˈɑp-tə-məˈzəd-ənən)

optimizing control function [CONT SYS] That level in the functional decomposition of a large-scale control system which determines the necessary relationships among the variables of the system to achieve an optimal, or suboptimal, performance based on a given approximate model of the plant and its environment. (ˈɑp-təˌməˌmiz ˈinˌtrəlˌkɔnˌtrolˌˈfækənˌtiən)

optimum cure [CHEM ENG] The degree of vulcanization at which maximum desired property is reached. (ˈɑp-təˌməˌməˌkəmˈkyʊər)

optocoupler See optoisolator. (ˈɑp-təʊˈkɑplər)

optoelectronic amplifier [ENG] An amplifier in which the input and output signals and the method of amplification may be either electronic or optical. (ˈɑp-təˌiˌlɛkˈtrən-ikˈəmˌplaˌfər)

optoelectronic integration [ELECTR] A technology that combines optical components with electronic components such as transistors on a single wafer to obtain highly functional circuits. (ˈɑp-təˌiˌlekˈtrən-ikˌinˌtəˌgrəˌζənən)

optoelectronic isolator See optoisolator. (ˈɑp-təˌlɛkˈtrənˌiˌləˌzəˌrənən)

optoelectronics [ELECTR] 1. The branch of electronics that deals with solid-state and other electronic devices for generating, modulating, transmitting, and sensing electromagnetic radiation in the ultraviolet, visible-light, and infrared portions of the spectrum. 2. See photonics. (ˈɑp-təˌlɛkˈtrənˌiˌləˌzəˌrənən)

optoelectronic shutter [ENG] A shutter that uses a Kerr cell to modulate a beam of light. (ˈɑp-təˌlɛkˈtrənˌiˌliˌməˌkətəˌrənˌiˌləˌfər)

optoisolator [ELECTR] A coupling device in which a light-emitting diode, energized by the input signal, is optically coupled to a photodetector such as a light-sensitive output diode, transistor, or silicon controlled rectifier. Also known as optical coupler, optical isolator, optically coupled isolator, optocoupler, optoelectronic isolator, photocoupler, photoisolator. (ˈɑp-təˌlɛkˈtrənˌiˌləˌzəˌrənən)

optophone [ENG ACOUS] A device with a photoelectric cell to convert ordinary printed letters into a series of sounds; used by the blind. (ˈɑp-təˌfən)

orange-peel bucket [DES ENG] A type of grab bucket that is multiwelled and generally round in configuration. (ˈɔrəŋˌpiˌl ˈpɛlˌbəkət)

orbital angular momentum [MECH] The angular momentum associated with the motion of a particle about an origin, equal to the cross product
orbital moment

of the position vector with the linear momentum. Also known as orbital momentum. {ˈɔr-bəd-əl ˈsag ˈgər ˈmər-ən-tam}

orbital moment

See orbital angular momentum. {ˈɔr-bəd-əl ˈmō-ˈmangt}

orbital angular momentum

{ˈɔr-bəd-əl ˈmō-ˈmangt}

orbital plane

[Mech] The plane which contains the orbit of a body or particle in a central field, it passes through the center of force. {ˈɔr-bəd-əl ˈplän}

orbital sander

[MECH ENG] An electric sander that moves the abrasive in an elliptical pattern. {ˈɔr-bəd-əl ˈsan-ˈdar}

OR circuit

See OR gate. {ˈɔr ˈsær-kat}

order of phase transition

[Thermo] A phase transition in which there is a latent heat and an abrupt change in properties, such as in density, is a first-order transition; if there is not such a change, the order of the transition is one greater than the lowest derivative of such properties with respect to temperature which has a discontinuity. {ˈɔr-ər əv ˈfæz ˈtræn,ˈzish-ən}

order point

[IND ENG] The inventory level at which a replenishment order must be placed. {ˈɔr-ər ˈpɔint}

order quantity

[IND ENG] The number of pieces ordered to replenish the inventory. {ˈɔr-ər ˌkwən-əd-ə}

ordinary gear train

[MECH ENG] A gear train in which all axes remain stationary relative to the frame. {ˈɔr-dər ər-e ˈgər ˈtræn}

ordnance

[ENG] Military materiel, such as combat weapons of all kinds, with ammunition and equipment for their use, vehicles, and repair tools and machinery. {ˈɔr-ən-ənz}

organic bonded wheel

[DES ENG] A grinding wheel in which organic bonds are used to hold the abrasive grains. {ˈɔr-gən-ik ˈbən-dəd ˈwel}

organizational reengineering

[Sys ENG] The study, capture, and modification of the internal mechanisms or functionality of existing system-management processes and practices in an organization in order to reconstitute them in a new form and with new features, often to take advantage of newly emerged organizational competitiveness requirements, but without changing the inherent purpose of the organization itself. Also known as systems management reengineering. {ˈɔr-gə-nər-əl,ən-deə-

organization chart

[IND ENG] Graphic representation of the interrelationships within an organization, depicting lines of authority and responsibility and provisions for control. {ˈɔr-gə-naˈzərən-əl}

organization chart

[IND ENG] Graphic representation of the interrelationships within an organization, depicting lines of authority and responsibility and provisions for control. {ˈɔr-gə-naˈzərən-əl}

OR gate

[ELCTR] A multiple-input gate circuit whose output is energized when any one or more of the inputs is in a prescribed state, performs the function of the logical inclusive-or, used in digital computers. Also known as OR circuit. {ˈɔr-gət}

orient

[ENG] 1. To place or set a map so that the map symbols are parallel with their corresponding ground features. 2. To turn a transit so that the direction of the 0° line of its horizontal circle is parallel to the direction it had in the preceding or initial setup, or parallel to a standard reference line. {ˈɔr-ənt}

orientation

[ENG] Establishment of the correct relationship in direction with reference to the points of the compass. {ˈɔr-ən-tən-san}

orientation vector

[MECH ENG] A vector whose direction indicates the orientation of a robot gripper. {ˈɔr-ən-tən-san ˈvektor}

oriented core

[ENG] A core that can be positioned on the surface in the same way that it was arranged in the borehole before extraction. {ˈər-ənt-əd ˈkɔr}

orifice meter

[ENG] An instrument that measures fluid flow by recording differential pressure across a restriction placed in the flow stream and the static or actual pressure acting on the system. {ˈɔr-)ə-fəs ˌmed-ar}

orifice mixer

[MECH ENG] Arrangement in which two or more liquids are pumped through an orifice constriction to cause turbulence and consequent mixing action. {ˈɔr-)ə-fəs ˌmik-sər}

orifice plate

[DES ENG] A disk, with a hole, placed in a pipeline to measure flow. {ˈɔr-)ə-fəs ˌplət}

original duration

[IND ENG] The initial estimate of length of time required to complete a given activity. {ər-)əj-ən-əl əd-ər}

O ring

[DES ENG] A flat ring made from synthetic rubber, used as an airtight seal or a seal against high pressures. {ˈər-ri}

orograph

[ENG] A machine that records both distance and elevations as it is pushed across land surfaces; used in making topographic maps. {ˈər-)ə-grəf}

orometer

[ENG] A barometer with a scale that indicates elevation above sea level. {ˈər-)əm-ə-deər}

orthometric correction

[ENG] A systematic correction that must be applied to a measured difference in elevation since level surfaces at varying elevations are not absolutely parallel. {ˈər-)ə-thəmə-trik ˈkərek-ən}

orthometric height

[ENG] The distance above sea level measured along a plumb line. {ˈər-)ə-thəmə-trik ˈhɪt}

orthotropic

[MECH] Having elastic properties in the plane of the interrelationships within an organization, depicting lines of authority and responsibility and provisions for control. {ˈər-)ə-thər-trɪp-ik}

orthotropic deck

[CIV ENG] A bridge deck constructed typically of flat steel plate and longitudinal and transverse ribs; functions in carrying traffic and acting as top flanges of floor beams. {ˈər-)ə-thər-trɪp-ik ˈdek}

oscillating conveyor

[MECH ENG] A conveyor on which pulverized solids are moved by a pan or trough bed attached to a vibrator or oscillating mechanism. Also known as vibrating conveyor. {ˈəs-əl-əd-ən ˈkəndər-

oscillating granulator

[MECH ENG] Solids size-reducer in which particles are broken by a set of oscillating bars arranged in cylindrical form over
Otto cycle

A thermodynamic cycle for the conversion of heat into work, consisting of two isentropic phases interspersed between two constant-volume phases. Also known as spark-ignition combustion cycle. (~'tɒtəʊ ,ˈsɪkəmˈboʊʃənˈsɪkl)~

Otto engine

[MECH ENG] An internal combustion engine that operates on the Otto cycle, where the phases of suction, compression, combustion, expansion, and exhaust occur sequentially in a four-stroke-cycle or two-stroke-cycle reciprocating mechanism. (~'tɒtəʊˌ ɪnˈdʒeɪn)~

Otto-Lardillon method

[MECH] A method of computing trajectories of missiles with low velocities (so that drag is proportional to the velocity squared) and quadrant angles of departure that may be high, in which exact solutions of the equations of motion are arrived at by numerical integration and are then tabulated. (~'tɒtəʊˌ,ˈlɑːrdɪlɔn ,mɛθˈdʒiŋ)~

ounce

[MECH] 1. A unit of mass in avoirdupois measure equal to 1/16 pound or to approximately 0.0283495 kilogram. Abbreviated oz.

2. A unit of mass in either troy or apothecaries' measure equal to 480 grains or exactly 0.0311034768 kilogram. Also known as apothecaries' ounce or troy ounce (abbreviations are oz ap and oz t in the United States, and oz apoth and oz tr in the United Kingdom). (~'əɪnz)~

ouncedal

[MECH] A unit of force equal to the force which will impart an acceleration of 1 foot per second per second to a mass of 1 ounce, equal to 0.008640934685 newton. (~'əʊnsdəl)~

outfall

[CIV ENG] The point at which a sewer or drainage channel discharges to a body of water. (~'autˌfɔl)~

outflow

[CHEM ENG] Flow of fluid product out of a process facility. (~'autˌflɔ)~

outgassing

[ENG] The release of adsorbed or occluded gases or water vapor, usually by heating, as from a vacuum tube or other vacuum system. (~'autˌgasˌɪŋ)~

outlet

[MECH ENG] A terminal or other place where a circuit or device can deliver current, voltage, power, driving force, or information. (~'autˌpʊt)~

output indicator

[ENG] A meter or other device that is connected to a radio receiver to indicate variations in output signal strength for alignment and other purposes, without indicating the exact value of output. (~'autˌpʊtˌɪnˌdɑːˌkɒdˌər)~

output-limited

[ENG] Restricted by the need to await completion of an output operation, as in process control or data processing. (~'autˌpʊtˌɫɪmˌtɪdˌəd)~

output meter

[ENG] An alternating-current voltmeter connected to the output of a receiver or amplifier to measure output signal strength in volume units or decibels. (~'autˌpʊtˌmɪdˌər)~

output-meter adapter

[ENG] Device that can be slipped over the plate prong of the output tube.
of a radio receiver to provide a conventional ter-

tinal to which an output meter can be con-

nected during alignment. {’aut,püt ,méd-ør

dap-ør}.

**output power** [ELEC] Power delivered by a sys-

tem or transducer to its load. {’aut,püt ,pau-

vør}.

**output shaft** [MECH ENG] The shaft that trans-

fers motion from the prime mover to the driven

machines. {’aut,püt ,shaft}.

**output standard** See standard time. {’aut,püt

,stan-dard}.

**outrigger** [ENG] A steel beam or lattice girder

extending from a crane to provide stability by

widening the base. {’aut,fíg-ør}.

**outside caliper** [DES ENG] A caliper having two

curved legs which point toward each other, used

for measuring outside dimensions of a work-

piece. {’aut,ståd ’d’ám-ad-ør}.

**outside diameter** [DES ENG] The outer diame-

ter of a pipe, including the wall thickness; usually

measured with calipers. Abbreviated OD. {’aut,ståd

,di ’ám-ad-ør}.

**oven** [ENG] A heated enclosure for baking,

heating, or drying. {’óv-an}.

**overall plate efficiency** [CHEM ENG] For a spe-

cified liquid-mixture separation in a fractiona-

tion (or distillation) tower, the ratio of actual to theo-

retical plates (or trays) required. {’ó-várjölf ’plåt

,jísh-an-sé}.

**overarm** [MECH ENG] One of the adjustable

support bars for the farthest of a milling-cutter arbor

from the machine spindle. {’ó-vár,årm}.

**overbreak** [CIV ENG] Rock excavated in excess

of the neat lines of a tunnel or cutting. Also

known as backbreak. {’ó-vár,bråk}.

**overcoating** [ENG] Extruding a plastic web be-

yond the edge of the substrate web in extrusion

coating. {’ó-vár,kód-iŋ}.

**overcuring** [CHEM ENG] A condition resulting

from vulcanizing longer than necessary to

achieve full development of physical strength;

causes softness or brittleness and impaired age-

resisting quality of the material. {’ó-vár,kyúr-

,iŋ}.

**overcurrent protection** See overload protection.

{’ó-várja-rant pråtek-shan}.

**overdrilling** [ENG] The act or process of drilling

a run or length of bolehole greater than the core-

capacity length of the core barrel, resulting in

loss of the core. {’ó-vár,dril-iŋ}.

**overdrive** [MECH ENG] An automobile engine

device that lowers the gear ratio, thereby reduc-

ing fuel consumption. {’ó-vár,driv}.

**overfall dam** See overflow dam. {’ó-vár,folı́ ,dam}.

**overfire draft** [MECH ENG] The air pressure in a

boiler furnace during occurrence of the main

flame. {’ó-várjöfr ’dråft}.

**overflow** [CIV ENG] Any device or structure that

conducts excess water or sewage from a conduit

or container. {’ó-vár,flö}.

**overflow capacity** [ENG] Capacity of a con-

tainer measured to its top, or to the point of

overflow. {’ó-vár,flö kå,pa’s-ad-è}.

**overflow channel** [CIV ENG] An artificial water-

way for conducting water away from an overflow-

ing structure such as a reservoir or canal. {’ó-

vár,flö ,cam-vál}.

**overflow dam** [CIV ENG] A dam built with a crest

to allow the overflow of water. Also known as

overfall dam; spillway dam. {’ó-vár,flö ,dam}.

**overflow groove** [ENG] Small groove on a plas-

tics mold that allows material to flow freely, to

prevent weld lines and low density in the finished

product and to dispose of excess material. {’ó-

vár,flö ,guru}.

**overflow pipe** [ENG] Open pipe protruding

above the surface of a liquid in a container, such

as a distillation or absorption column or a toilet

tank, to control the height of the liquid; excess

liquid enters the pipe’s open end and drains

away. {’ó-vár,flö ,pip}.

**overgear** [MECH ENG] A gear train in which the

angular velocity ratio of the driven shaft to driv-

ing shaft is greater than unity, as when the pro-

pelling shaft of an automobile revolves faster

than the engine shaft. {’ó-vár,gír}.

**overhang** [BUILD] The distance measured hori-

zontally that a roof projects beyond a wall. {’ó-

vár,hak}.

**overhaul** [ENG] A maintenance procedure for

machinery involving disassembly, the inspecting,

refinishing, adjusting, and replacing of parts, and

reassembly and testing. {’ó-vár,hól}.

**overhead** [CHEM ENG] Pertaining to fluid (gas

or liquid) effluent from the top of a process ves-

sel, such as a distillation column. See fixed cost.

{’ó-vár,hed}.

**overhead camshaft** [MECH ENG] A camshaft

mounted above the cylinder head. {’ó-

vár,hed ’kám,shaft}.

**overhead cost** See fixed cost. {’ó-vár,hed ’kòst}.

**overhead shovelf [MECH ENG] A tractor which

digs with a shovel at its front end, swings the

shovel rearward overhead, and dumps the shovel

at its rear end. {’ó-vár,hed ’sév-år}.

**overhead traveling crane** [MECH ENG] A

hoisting machine with a bridgelike structure

moved on wheels along overhead trackage which

is usually fixed to the building structure. {’ó-

vár,hed ’trav-a-lin ’krån}.

**overhead-valve engine** [MECH ENG] A four-

stroke-cycle internal combustion engine having

its valves located in the cylinder head, operated

by pushrods that actuate rocker arms. Abbrevi-

ated OHV engine. Also known as valve-in-head

engine. {’ó-vár,hed ’valv ’en-jan}.

**overlap radar** [ENG] Radar located in one sec-

tor whose area of useful radar coverage includes

a portion of another sector. {’ó-vár,lap ’rådår}.

**overlay** [CIV ENG] A repair topping of asphalt

or concrete placed on a worn roadway. [ENG]

1. Nonwoven fibrous mat (glass or other fiber)

used as the top layer in a cloth or mat lay-up

to give smooth finish to plastic products or to

minimize the fibrous pattern on the surface.

Also known as surfacing mat. 2. An ornamental

covering, as of wood or metal. {’ó-vár,lå}.

386
oxide passivation
**oxo process**

oxo process  [CHEM ENG] Catalytic process for production of alcohols, aldehydes, and other oxygenated organic compounds by reaction ofolefin vapors with carbon monoxide and hydrogen. { 'äk-sə-jən 'kər-ən ,bərn-ər} 

oxymethylene cutting  [ENG] The flame cutting of ferrous metals in which the preheating of the metal is accomplished with a flame produced by an oxymethylene torch. Also known as acetylene cutting. { 'äk-sə-sed-əl,ən 'kəd-ən} 

oxymethylene torch  [ENG] A torch that mixes acetylene and oxygen to produce a hot flame for the welding or cutting of metal. Also known as acetylene torch. { 'äk-sə-sed-əl,ən 'tərən} 

oximation  See ammoxidation. { 'äk-sə,am-nə-sən} 

oxyn bomb calorimeter  [ENG] Device to measure heat of combustion; the sample is burned with oxygen in a closed vessel, and the temperature rise is noted. { 'äk-sə-jən 'bəm kal-ə-rəm-əd-ər} 

oxyn cutting  [ENG] Any of several types of cutting processes in which metal is removed with or without a flux by a chemical reaction of the base metal with oxygen at high temperatures. { 'äk-sə-jən ,kəd-ən} 

oxyn-kerosine burner  [ENG] Liquid-fuel device using a mixture of oxygen and vaporized or atomized kerosine for combustion. { 'äk-sə-jən 'ker-ən ,bərn-ər} 

oxyn mask  [ENG] A mask that covers the nose and mouth and is used to administer oxygen. { 'äk-sə-jən 'mask} 

oxyn point  [THERMO] The temperature at which liquid oxygen and its vapor are in equilibrium, that is, the boiling point of oxygen, at standard atmospheric pressure; it is taken as a fixed point on the International Practical Temperature Scale of 1968, at −182.96°C. { 'äk-sə-jən 'pəint} 

oxyl process  [CHEM ENG] Modified Fischer-Tropsch process used to make alcohols, other oxygenated compounds, paraffins, and olefin hydrocarbons from carbon monoxide and hydrogen. { 'äk-səl,prä-səs} 

oz  See ounce. 

oz ap  See ounce. 

oz apoth  See ounce. 

ozone generator  [ENG] Apparatus that converts oxygen, O₂, into ozone, O₃, by subjecting the oxygen to an electric-brush discharge. Also known as ozonizer. { 'o,zo,ən-ən,əd-ər} 

ozonizer  See ozone generator. { 'o,zo,nəzər} 

oz t  See ounce. 

oz tr  See ounce.
A device that is inserted into a packed tube.

Pachuca tank [CHEM ENG] Air-agitated, solid-liquid mixing vessel in which the air is injected into the bottom of a center draft tube, air and solids rise through the tube, with solids exiting the top of the tube and falling through the bulk of the liquid.

Pachymeter [ENG] An instrument for measuring the thickness of a material, for example, a sheet of paper.

Pack [IND ENG] To provide protection for an article or group of articles against physical damage during shipment; packing is accomplished by placing articles in a shipping container, and blocking, bracing, and cushioning them when necessary, or bystrapping the articles or containersto a pallet or skid.

Packaged circuit [ENG] See recapac. See also fixed attenuator.

Packaging density [ELECTR] The number of components or gates per unit area of an integrated circuit.

Packaging [ENG] The process of physically locating, connecting, and protecting devices or components.

Packaging density [ELECTR] The number of components per unit volume in a working system or subsystem.

Pack [DES ENG] Any of various implements consisting of a shaft with a broad, flat blade or bladelike part at one or both ends

Paddle wheel [MECH ENG] A wheel with paddles used to propel shallow-draft vessels, consisting of a wheel with paddles or floats on its circumference, the wheel rotating in a plane parallel to the ship's length. A wheel with paddles used to move leather in a processing vat.

Paddock [DES ENG] An unmounted lock with a shackle that can be opened and closed; the shackle is usually passed through an eye, then closed to secure a hasp.
pairing element

pairing element  [MECH ENG] Either of two machine parts connected to permit motion.  (‘per-\textit{a}ng, l\textit{-\textthorn}man’)
palladium barrier leak detector  [ENG] A type of leak detector in which hydrogen is diffused through a barrier of hot palladium into an evacuated vacuum gage.  (\textit{pa}l\textit{l}ad-\textit{e}-\textit{om}  \textit{bar-\text{-\textthorn}e\text{-\textthorn}-r}  \textit{\textl{ek} \textd{i},tek-t\textit{a}r})
pallet  [BUILD] A flat piece of wood laid in a wall to which workwood may be securely fastened.  [ENG] 1. A lever that regulates or drives a ratchet wheel.  2. A hinged valve on a pipe organ.  3. A tray or platform used in conjunction with a fork lift for lifting and moving materials.  [MECH ENG] One of the disks or pistons in a chain pump.  (’pal-at)
palletize  [IND ENG] To package material for convenient handling on a pallet or lift truck.  (’pal-at, f\textit{iz})
pall ring  [CHEM ENG] A specially shaped steel ring used as packing for distillation columns.  (’p\textit{ol}, rin)
palpable coordinate  [MECH] A generalized coordinate that appears explicitly in the Lagrangian of a system.  (’pal-pa-bal’ \textit{k}o’r\text{-\textthorn}d-on-at)
pan bolt  [DES ENG] A bolt with a head resembling an upside-down pan.  (’pan \textit{bol}t)
pancake auger  [DES ENG] An auger having one spiral web, 12 to 15 inches (30 to 38 centimeters) in diameter, attached to the bottom end of a slender central shaft, used as removable deadman to which a drill rig or guy line is anchored.  (’pan, k\textit{ak} \textit{jog-ar})
pancake engine  [MECH ENG] A compact engine with cylinders arranged radially.  (’pan, k\textit{ak} \textit{\texten})
pan conveyor  [MECH ENG] A conveyor consisting of a series of pans.  (’pan \textit{kan}, v\textit{a-ar})
pan crusher  [MECH ENG] Solids-reduction device in which one or more grinding wheels or rollers revolve in a pan containing the material to be pulverized.  (’pan, kr\textit{ash-ar})
pane  [BUILD] A sheet of glass in a window or door.  [DES ENG] One of the sides on a nut or on the head of a bolt.  (p\textit{a}n)
panel  [CIV ENG] 1. One of the divisions of a lattice girder.  2. A sheet of material held in a frame.  3. A distinct, usually rectangular, raised or sunken part of a construction surface or a material.  [DES ENG] See frog.  [ENG] A metallic or nonmetallic sheet on which operating controls and dials of an electronic unit or other equipment are mounted.  (’pan-al)
panel board  [ELEC] See control board.  [ENG] A drawing board with an adjustable outer frame that is forced over the drawing paper to hold and strain it.  (’pan-al, b\textit{ord})
panel coil  See plate coil.  (’pan-al, k\textit{ol}l)
panel cooling  [CIV ENG] A system in which the heat-absorbing units are in the ceiling, floor, or wall panels of the space which is to be cooled.  (’pan-al, k\textit{ul-in})
panel heating  [CIV ENG] A system in which the heat-emitting units are in the ceiling, floor, or wall panels of the space which is to be heated.  (’pan-al, h\textit{ed-in})
panel length  [CIV ENG] The distance between adjacent joints on a truss, measured along the upper or lower chord.  (’pan-al, \textit{len}k\textit{th})
panel point  [CIV ENG] The point in a framed structure where a vertical or diagonal member and a chord intersect.  (’pan-al, p\textit{oint})
panel system  [BUILD] A wall composed of factory-assembled units connected to the building frame and to each other by means of anchors.  (’pan-al, si-st\textit{am})
panel wall  [BUILD] A nonbearing partition between columns or pier.  (’pan-al, \textit{wo}l)
pan head  [DES ENG] The head of a screw or rivet in the shape of a truncated cone.  (’pan \textit{hed})
panic exit device  [ENG] A locking device installed on an exit door to release the latch when the crash bar is pushed. Also known as fire-exit bolt, panic hardware.  (’pan-ic \textit{eg-zit di}, \textit{yts})
panic hardware  See panic exit device.  (’pan-ik, h\textit{ard}, \textit{wer})
pannier  See gabion.  (’pan-y\textit{ar})
panoramic radar  [ENG] Nonscanning radar which transmits signals over a wide beam in the direction of interest.  (’pan-o-fram-ik \textit{tr}a\text{-\textthorn}d\textit{ar})
pan tank  See rundown tank.  (’pan \textit{t\textadk})
pantograph  [ENG] A device that sits on the top of an electric locomotive or cars in an electric train and picks up electricity from overhead wires to run the train.  (’pan-t\textit{a}, graf)
pantography  [ENG] System for transmitting and automatically recording radar data from an indicator to a remote point.  (’pan-\textit{t\textadg-ra-f\textit{e}})
pantometer  [ENG] An instrument that measures all the angles necessary for determining distances and elevations.  (’pan-t\textit{am-ad-ar})
paper cutter  [DES ENG] A hand-operated device to cut and trim paper, consisting of a cutting blade bolted at one end to a ruled board; when the blade is drawn flush with the board, which has a metal strip at the cutting edge, a shearing action takes place which cuts the paper cleanly and evenly.  (’pa-par, k\textit{ad-ar})
paper machine  [MECH ENG] A synchronized series of mechanical devices for transforming a dilute suspension of cellulose fibers into a dry sheet of paper.  (’pa-par, m\textit{a-shen})
parabolic microphone  [ENG ACOUS] A microphone used at the focal point of a parabolic sound reflector to give improved sensitivity and directivity, as required for picking up a band marching down a football field.  (’pa-par-\textit{\textj\textadk}, ik \textit{mi-\textk\textadf}, f\textit{on})
paraboloid  [ENG] A reflecting surface which is a paraboloid of revolution and is used as a reflector for sound waves and microwave radiation.  (’pa-par-\textit{\textj\textadk}, ik)
parabomb  [ENG] An equipment container with a parachute which is capable of opening automatically after a delayed drop.  (’par-\texti, b\textit{am})
parametrized voice response system

paracentric  [DES ENG] Pertaining to a key and keyway with longitudinal ribs and grooves that project beyond the center, as used in pin-tumbler cylinder locks to deter lockpicking.  

parachute flare  [ENG] Pyrotechnic device attached to a parachute and designed to provide intense illumination for a short period; it may be discharged from aircraft or from the surface.  

parachute radiosonde See dropsonde.  

parachute weather buoy  [ENG] A general-purpose automatic weather station which can be air-dropped; it is 10 feet (3 meters) long and 22 inches (56 centimeters) in diameter, and is designed to operate for 2 months on a 6-hourly schedule, transmitting station identification, wind speed, wind direction, barometric pressure, air temperature, and sea-water temperature.  

paracrate  [ENG] A type of plasma reactor in which a process gas is introduced into the space between two closely spaced parallel plane electrodes, and a plasma, generated by a radio-frequency excitation applied to the electrodes, acts directly on substrates placed on either electrode.  

parallel gripper  [CONT SYS] A robot end effector made up of two jawlike components that grasp objects.  

parallel linkage  [MECH ENG] An automotive steering system that has a short idler arm mounted parallel to the pitman arm.  

parallel-plate reactor  [ENG] A type of plasma reactor in which a process gas is introduced into the space between two closely spaced parallel plane electrodes, and a plasma, generated by a radio-frequency excitation applied to the electrodes, acts directly on substrates placed on either electrode.  

parallel reliability  [SYS ENG] Property of a system composed of functionally parallel elements in such a way that if one of the elements fails, the parallel units will continue to carry out the system function.  

parallel series  [ENG] 1. Spacers located between steam plate and press plates of the mold to prevent bending of the middle section. 2. Spacers or pressure pads located between steam plates of a mold to regulate height and prevent crushing of mold parts.  

parallel shot  [ENG] In seismic prospecting, a test shot which is made with all the amplifiers connected in parallel and activated by a single geophone so that lead, lag, polarity, and phasing in the amplifier-to-oscillograph circuits can be checked.  

parameter identification  [SYS ENG] The problem of estimating the values of the parameters that govern a dynamical system from data on the observed behavior of the system.  

parametric equalizer  [ENG ACOUS] A device that allows control over the center frequencies, bandwidths, and amplitudes (parameters) of band-pass filters that determine the frequency response of audio equipment.  

parametric excitation  [ENG] The method of exciting and maintaining oscillations in either an electrical or mechanical dynamic system, in which excitation results from a periodic variation in an energy storage element in a system such as a capacitor, inductor, or spring constant.  

parametrized voice response system  [ENG ACOUS] A voice response system which first extracts informative parameters from human speech, such as natural resonant frequencies (formants) of the speaker's vocal tract and the
**parapack**

ENG: A package or bundle with a parachute attached for dropping from an aircraft. 

**parasite**

[MECH ENG] A method of wood turning by which the piece is trimmed or reduced in size particularly electromagnetic and gravitational forces. 

**parasite current**

[EL][CIV ENG] In the fluid and moves with it, using a photograph a bottle or other hollow object is blow-molded. of the flow illuminated by two or more successive pulses of light or continuously for a known time interval. Also known as particle tracking velocimetry. 

**parasitic current**

[EL][MECH ENG] An eddy current in a piece of electrical machinery, gives rise to energy losses. 

**parasitic**

[EL][CIV ENG] A thin coating of mortar or plaster on a brick or stone surface. 

**parasitic current**

[EL][MECH ENG] In an automotive brake that functions independently of the service brake and is set after the vehicle has come to a stop. 

**part**

[ENG] An element of a subassembly, not normally useful by itself and not amenable to further disassembly for maintenance purposes. 

**part classification**

[ENG] A coding scheme employed in automated manufacturing processes that uses four or more digits to assign discrete products to families of parts. 

**part detection**

[ENG] The recognition of parts and workpieces by a robot or a computer vision system. 

**part family**

[ENG] In the group technology concept, a set of related parts that can be produced by the same sequence of machining operations because of similarity in shape and geometry or similarity in production operation processes. 

**partial condensation**

[ENG] The cooling (or pressurization) of a saturated vapor until a part of it is condensed out as liquid. 

**particle**

See material particle. 

**particle dynamics**

[ENG] The study of the dependence of the motion of a single material particle on the external forces acting upon it, particularly electromagnetic and gravitational forces. 

**particle energy**

[ENG] For a particle in a potential, the sum of the particle’s kinetic energy and potential energy. 

**particle image velocimetry**

[ENG] A method of measuring local fluid velocities at thousands of locations in a fluid flow by optically observing large numbers of particles that are suspended in the fluid and move with it, using a photograph of the flow illuminated by two or more successive pulses of light or continuously for a known time interval. Also known as particle tracking velocimetry. 

**particle mechanics**

[ENG] The study of the motion of a single material particle. 

**particle-size analysis**

[ENG] Determination of the proportion of particles of a specified size in a granular or powder sample. 

**particle-size distribution**

[ENG] The percentages of each fraction into which a granular or powder sample is classified, with respect to particle size, by number or weight. 

**particle tracking velocimetry**

See particle image velocimetry. 

**particulate mass analyzer**

[ENG] A unit which measures dust concentrations in emissions from furnaces, kilns, cupolas, and scrubbers. 

**parting stop**

[ENG] A thin strip of wood that is used for parking aircraft. 

**paravane**

[ENG] A torpedo-shaped device with parapack. 

**parasitic current**

[ENG] A hollow plastic tubefrom which the pressure drop occurs partially across the fundamental frequency (pitch) of the voice, and steam turbine having a reaction-type stage in which the pressure drop occurs partially across the stationary nozzles and partly across the rotating blades. 

**parc**

[ENG] A method of wood turning by which later reconstructs speech from such stored parameters. 

**parapack**

[ENG] Wood flooring made in an automotive brake, which functions independently of the service brake and is set after the vehicle has been brought to a stop. 

**parking lot**

[ENG] An outdoor lot for parking automobiles. 

**parkway**

[ENG] A broad landscaped expressway which is not open to commercial vehicles. 

**parquet flooring**

[ENG] Wood flooring made of strips laid in a pattern to form designs. 

**Parshall flume**

[ENG] A calibrated device for measuring the flow of liquids in open conduits by measuring the upper and lower beads at a specified distance from an obstructing sill. 

**Parsons-stage steam turbine**

[ENG] A steam turbine having a reaction-type stage in which the pressure drop occurs partially across the stationary nozzles and partly across the rotating blades.
separates the sashes in a double-hung window. { ‘pärd-ıın ,stap }

parting tool [DES ENG] A narrow-bladed hand tool with a V-shaped gouge used in woodworking for cutting grooves and in wood turning for cutting a piece in two. Also known as V-tool. { ‘pärd-ıın ,tül }

partition [BUILD] An interior wall having a height of one story or less, which divides a structure into sections. { İND ENG] A slotted sheet of paperboard that can be assembled with similar sheets to form cells for holding goods during shipment. { ‘pär’tışh-an }

part programming [CONT SYS] The planning and specification of the sequence of steps or events in the operation of a numerically controlled machine tool. { ‘pért ,prö,gram-ıın }

parts kit [ENG] A group of parts, not all having the same basic name, used for repair or replacement of the worn broken parts of an item; it may include instruction sheets and material, such as sandpaper, tape, cement, and gaskets. { ‘pärts ,kit }

parts list [ENG] One or more printed sheets showing a manufacturer’s parts or assemblies of an end item by illustration or a numerical listing of part numbers and names; it does not outline any assembly, maintenance, or operating instructions, and it may or may not have a price list cover sheet. { ‘pärts ,list }

party wall [BUILD] A wall providing joint service between two buildings. { ‘pär-t ,pro,gram-ıın }

pascal [MECH] A unit of pressure equal to the pressure resulting from a force of 1 newton acting uniformly over an area of 1 square meter. Symbolized Pa. { ‘pa’skal }

pass [MECH ENG] 1. The number of times that combustion gases are exposed to heat transfer surfaces in boilers (that is, single-pass, double-pass, and so on). 2. In metal rolling, the passage in one direction of metal deformed between rolls. 3. In metal cutting, transit of a metal cutting tool past the workpiece with a fixed tool setting. { pas }

passband [ELECTR] A frequency band in which the attenuation of a filter is essentially zero. { ‘pas,bænd }

pass-by [ENG] The double-track part of any single-track system of rail transport. { ‘pas,’bi }

passenger car [ENG] 1. A railroad car in which passengers are carried. 2. An automobile for carrying as many as nine passengers. { ‘pas’an-jar ,kär }

passing track [ENG] A sidetrack with switches at both ends. { ‘pas-ıın ,trak }

passivation [ELECTR] Growth of an oxide layer on the surface of a semiconductor to provide electrical stability by isolating the transistor surface from electrical and chemical conditions in the environment, this reduces reverse-current leakage, increases breakdown voltage, and raises power dissipation rating. { ‘pas-ıın ,vă-shan }

passive accommodation [CONT SYS] The alteration in the positioning or motion of the end point of a robot manipulator that results from bending or deforming of the manipulator components in response to forces exerted on the robot. { ‘pas-ıın ,vă-shan }

passive AND gate [ELECTR] See AND gate. { ENG] A fluidic device which achieves an output signal, by stream interaction, only when both of two control signals appear simultaneously. { ‘pas-ıın ’and ,gât }

passive component See passive element. { ‘pas-ıın kam’pô-nônt }

passive earth pressure [CIV ENG] The maximum value of lateral earth pressure exerted by soil on a structure, occurring when the soil is compressed sufficiently to cause its internal shear resistance along a potential failure surface to be completely mobilized. { ‘pas-ıın ’arth ,presh-ar }

passive element [ELEC] An element of an electric circuit that is not a source of energy, such as a resistor, inductor, or capacitor. Also known as passive component. { ‘pas-ıın ’el-ıın-mônt }

passive method [CIV ENG] A construction method in permafrost areas in which the frozen ground near the structure is not disturbed or altered, and the foundations are provided with additional insulation to prevent thawing of the underlying ground. { ‘pas-ıın ’meth-ar }

passive radar [ENG] A technique for detecting objects at a distance by picking up the microwave electromagnetic energy that is both radiated and reflected by all bodies. { ‘pas-ıın ’råd-där }

passive radiator [ENG ACOUS] A loudspeaker driver with no voice-coil or magnet assemblies that is mounted in a box with a woofer and exhibits a resonance that can be used to improve the low-frequency response of the system. { ‘pas-ıın ’råd-ıın-ad-ar }

passive solar system [MECH ENG] A solar heating or cooling system that operates by using gravity, heat flows, or evaporation rather than mechanical devices to collect and transfer energy. { ‘pas-ıın ’sô-år,sis-tom }

passive sonar [ENG] Sonar that uses only underwater listening equipment, with no transmission of location-revealing pulses. { ‘pas-ıın ’sô-når }

passive transducer [ELECTR] A transducer containing no internal source of power. { ‘pas-ıın tran’z’dü-sår }

paste mixer [ENG] Device for the blending together of solid particles and a liquid, with the final formation of a single paste phase. { past ,mik-sår }

paste-up See mechanical. { ‘past,ap }

pasteurizer [ENG] An apparatus used for pasteurization of fluids. { ‘pas-ıın cho,raiz-ıın }

patch [ELEC] A temporary connection between jacks or other terminations on a patch board. { ‘pach ,böl-t }

patch bolt [DES ENG] A bolt with a countersunk head having a square knob that twists off when the bolt is screwed in tightly, used to repair boilers and steel ship hulls. { ‘polc ,böl-t }

patent [IND ENG] A certificate of grant by a government of an exclusive right with respect to
an invention for a limited period of time. Also known as letters patent. ['pat-ənt]  
**path computation** [CONT SYS] The calculations involved in specifying the trajectory followed by a robot. ['pɑθ, kəmˈpɑkt̪eɪʃən]  
**pattern** [ENG] A form designed and used as a model for making things. ['pæd-ərn]  
**pattern shooting** [ENG] In seismic prospecting, firing of explosive charges arranged in geometric pattern. ['pæd-ərn ,ʃʊld-ər]  
**pavement** [BUILD] A hard floor of concrete, brick, tiles, or other material. [CIV ENG] A paved surface. {pavement light} ['pæv-ə-mənt]  
**pavement light** [CIV ENG] A window built into the surface of a pavement to admit daylight to a space below ground level. {pavement light, lit}  
**paw** [MECH ENG] Any of several machines which, moving along the road, carry and lay paving material. {paw} ['pævr]  
**paw back period** [IND ENG] The amount of time required for achieving an amount in profits to offset the cost of a capital expenditure, such as the cost of investment in modifications in an industrial facility for the purpose of conserving energy. {paw back period} ['pæb, bæk, pər-əd]  
**payout time** [IND ENG] A measurement of profitability or liquidity of an investment, being the time required to recover the original investment in depreciable facilities from profit and depreciation, usually, but not always, calculated after income taxes. {payout time} ['pɑut ,taɪm]  
**p-channel metal-oxide semiconductor** See PMOS. {p-channel metal-oxide semiconductor} ['p, eɪnʃənl, med-əl ,med-əl ,sled-em ə kan, dæk-tɔr]  
**p chart** [IND ENG] A chart of the fraction defective, either observed in the sample or in some production period. {p chart} ['pɛrtʃər]  
**pdl-fit** See foot-poundal.  
**PDM** See precedence diagram method.  
**PDR** See precision depth recorder.  
**peak load** [ELEC] The maximum instantaneous load or the maximum average load over a designated interval of time. Also known as peak power. [ENG] The maximum quantity of a specified material to be carried by a conveyor per minute in a specified period of time. {peak load} ['pɛk ,laʊd]  
**peak power** [ENG] See peak load. {peak power} ['pɛk ,paʊər]  
**Peaucellier linkage** [MECH ENG] A mechanical linkage to convert circular motion exactly into straight-line motion. {pəsəl-yə ,liəŋ-kij]  
**pebble heater** [CHEM ENG] Gas-heating device (for air, hydrogen, methane, and steam) in which heat is transferred to the gas via a countercurrent movement of preheated pebbles. {pebble heater} ['pɛb-əl ,hɛd-ər]  
**pebble mill** [MECH ENG] A solids size-reduction device with a cylindrical or conical shell rotating on a horizontal axis, and with a grinding medium such as balls of flint, steel, or porcelain. {pebble mill} ['pɛb-əl ,mɪl]  
**peck** [MECH] Abbreviated pk.  
1. A unit of volume used in the United States for measurement of solid substances, equal to 8 dry quarts, or 1/4 bushel, or 537.605 cubic inches, or 0.0008096754172 cubic meter.  
2. A unit of volume used in the United Kingdom for measurement of solid and liquid substances, although usually the former, equal to 2 gallons, or 0.00990218 cubic meter. {pek}  
**Pecler number** [CHEM ENG] Dimensionless group used to determine the chemical reaction similitude for the scale-up from pilot-plant data to commercial-sized units; incorporates heat capacity, density, fluid velocity, and other pertinent physical parameters. {pekl̩ər ,nəm-bər}  
**pedal** [DES ENG] A lever operated by foot. {pedal} ['pɛd-əl]  
**pedestal** [CIV ENG]  
1. The support for a column.  
2. A metal support carrying one end of a bridge truss or girder and transmitting any load to the top of a pier or abutment. [ELECTR] See blanket. [ENG] A supporting part or the base of an upright structure, such as a radar antenna. {pedestal} ['pɛd-əstəl]  
**pedestal design** [MECH ENG] A robot design centered on the vertical axis of a central pedestal, in which the motion of any workpiece is confined to a spherical working envelope. {pedestal design} ['pɛd-əstəl ,dən]  
**pedestal flooring** See raised flooring. {pedestal flooring} ['pɛd-əstəl ,flɔr-ɪŋ]  
**pedestal pile** [CIV ENG] A concrete pile with a bulbous enlargement at the bottom. {pedestal pile} ['pɛd-əstəl ,pɪl]  
**pedometer** [ENG]  
1. An instrument for measuring and weighing a newborn child.  
2. An instrument that registers the number of footsteps and distance covered in walking. {pedometer} ['pədəm-ətə]  
**peel-back** [ENG] The separation of two bonded materials, one or both of which are flexible, by stripping or pulling the flexible material from the mating surface at a 90 or 180° angle to the plane in which it is adhered. {peel-back} ['pɛl ,bæk]  
**peel-off time** [ENG] In seismic prospecting, the time correction applied to observed data to adjust them to a depressed reference datum. {peel-off time} ['pɛl ,əf ,taɪm]  
**peel test** [ENG] A test to ascertain the adhesive strength of bonded strips of metals by peeling or pulling the metal strips back and recording the adherence values. {peel test} ['pɛl ,tɛst]  
**peen** [DES ENG] The end of a hammer head with a hemispherical, wedge, or other shape, used to bend, indent, or cut. {peen} ['pɛn]  
**peep door** [MECH ENG] A small door in a furnace with a glass opening through which combustion may be observed. {peep door} ['pɛp,dɔr]  
**peg** [ENG]  
1. A small pointed or tapered piece, often cylindrical, used to pin down or fasten parts.  
2. A projection used to hang or support objects. {peg} ['pɛɡ]  
**peg count meter** [ENG] A meter or register that counts the number of trunks tested, the number of circuits passed busy, the number of test failures, or the number of repeat tests completed. {peg count meter} ['pɛɡ ,keɪnt ,pɛd-ər]  
**PEL** See permissible exposure limit. {pel}
pellet cooler  [CHEM ENG] Gas-cooled, gravity-bed device for the cooling and drying of extruded pellets and briquets. \{\texttt{pe\-\l et\_\texttt{a}}}  
pelletization  [ENG] Method of accelerating solidification of cast explosive charges by blending pre-cast pellets of the explosives into the molten charge. \{\texttt{pe\-\l et\_\texttt{ad\-\texttt{\texttt{a}i}}}  
pelletizer  [CHEM ENG] A machine for cutting bulk plastic into pellets, suitable for use as feed-stock, either from solidified polymer at the end of the manufacturing process or from the molten polymer as it emerges from the die. \{\texttt{pe\-\l et\_\texttt{a}}}  
pellet mill  [MECH ENG] Device for injecting particulate, granular or pasty feed into holes of a roller, then compacting the feed into a continuous solid rod to be cut off by a knife at the periphery of the roller. \{\texttt{pe\-\l et\_\texttt{a}}}  

Pelton turbine  See Pelton wheel. \{\texttt{pe\-\l et\_\texttt{a}}}  

Pelton wheel  [MECH ENG] An impulse hydraulic turbine in which pressure of the water supply is converted into velocity by a few stationary nozzles, and the water jets then impinge on the buckets mounted on the rim of a wheel; usually limited to high head installations, exceeding 500 feet (150 meters). Also known as Pelton turbine. \{\texttt{pe\-\l et\_\texttt{a}}}  

pen  [ENG] 1. A small place for confinement, storage, or protection. 2. A device for writing with ink. \{\texttt{pe\-\l en}\}  
pencil  [ENG] An implement for writing or making marks with a solid substance, the three basic kinds are graphite, carbon, and colored. \{\texttt{pe\-\l en\_\texttt{a}}}  
pencil case  [ENG] A driller’s term for hard, closely jointed shale that caves into a well in pencil-shaped fragments. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendant atomizer  See hanging-drop atomizer. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendant post  [BUILD] A post on a solid support and set against a wall to support a collar beam or other part of a roof. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulous gyroscope  [MECH] A gyroscope whose axis of rotation is constrained by a suitable weight to remain horizontal; it is the basis of one type of gyrocompass. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum anemometer  [ENG] A pressure-plate anemometer consisting of a plate which is free to swing about a horizontal axis in its own plane above its center of gravity; the angular deflection of the plate is a function of the wind speed; this instrument is not used for station measurements because of the false reading which results when the frequency of the wind gusts and the natural frequency of the swinging plate coincide. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum level  [ENG] A leveling instrument in which the line of sight is automatically kept horizontal by a built-in pendulum device (such as a horizontal arm and a plumb line at right angles to the arm). \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum press  [MECH ENG] A punch press actuated by a swinging treadle operated by the foot. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum saw  [MECH ENG] A circular saw that swings in a vertical arc for crosscuts. \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum scale  [ENG] Weight-measurement device in which the load is balanced by the movement of one or more pendulums from vertical (zero weight) to horizontal (maximum weight). \{\texttt{pe\-\l en\_\texttt{a}}}  
pendulum seismograph  [ENG] A seismograph that measures the relative motion between the ground and a loosely coupled inertial mass; in some instruments, optical magnification is used whereas others exploit electromagnetic transducers, photocells, galvanometers, and electronic amplifiers to achieve higher magnification. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration ballistics  [MECH] A branch of terminal ballistics concerned with the motion and behavior of a missile during and after penetrating a target. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration depth  [ELEC] In induction heating, the thickness of a layer, extending inward from a conductor’s surface, whose resistance to direct current equals the resistance of the whole conductor to alternating current of a given frequency. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration number  [ENG] The consistency of greases, waxes, petrolatum, and asphalt or other bituminous materials expressed as the distance that a standard needle penetrates the sample under specified American Society for Testing and Materials test conditions. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration rate  [MECH ENG] The actual rate of penetration of drilling tools. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration speed  [MECH ENG] The speed at which a drill can cut through rock or other material. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetration test  [ENG] A test to determine the relative values of density of noncohesive sand or silt at the bottom of boreholes. \{\texttt{pe\-\l en\_\texttt{a}}}  
penetrometer  [ENG] 1. An instrument that measures the penetrating power of a beam of x-rays or other penetrating radiation. 2. An instrument used to determine the consistency of a material by measurement of the depth to which a standard needle penetrates into it under standard conditions. \{\texttt{pe\-\l en\_\texttt{a}}}  
Penex process  [CHEM ENG] A continuous, nonregenerative petroleum-refining process for isomerization of C5 or C6 fractions in the presence of hydrogen and a platinum catalyst. \{\texttt{pe\-\l en\_\texttt{a}}}  

Penning trap  [ENG] A device for trapping electrons and isolating single electrons, consisting of a large, homogeneous magnetic field plus a superimposed weak parabolic electric potential
created by a positive charge +Q on a ring electrode and two negative charges −Q/2 each on two cap electrodes. (pen-in trap)

Penning-trap mass spectrometer [ENG] A device for making highly accurate comparisons of the masses of charged atoms and molecules by comparing the cyclotron frequencies of single ions in a Penning trap. (pen-in trap, mass spectrometer)

Pennsylvania truss [CIV ENG] A truss characterized by subdivided panels, curved top chords on through trusses, and curved bottom chords on deck spans; used on long bridge spans. (pen-sal-lÿ-na 

pennyweight [MECH] A unit of mass equal to 1/20 troy ounce or to 1.55517384 grams; the term is employed in the United States and in England for the valuation of silver, gold, and jewels. Abbreviated dwt, pwt. (pen-ë, wät)

pen recorder [ENG] A device in which the varying inputs (electrical, pneumatic, mechanical) are marked by a signal-controlled pen onto a continuous recorder chart (circular or roll chart). (pen ri, kòrd-ör)

Pensky-Martens closed tester [CHEM ENG] Device to determine the American Society for Testing and Materials flash point of fuel oils and cutback asphalt and other viscous materials and suspensions of solids. (pen-sî-kë 'mart-án klöś 'tes-tër)

penstock [CIV ENG] A valve or sluice gate for regulating water or sewage flow. (ENG) A closed water conduit controlled by valves and located between the intake and the turbine in a hydroelectric plant. (pen, stâk)

pentane lamp [ENG] A pentane-burning lamp formerly used as a standard for photometry. (pen, tan, lamp)

penthouse [BUILD] 1. An enclosed space built on a flat roof to cover a stairway, elevator, or other equipment. 2. A dwelling built on top of the main roof. 3. A sloping shed or roof attached to a wall or building. (pent, haus)

percentage log [ENG] A sample log in which the percentage of each type of rock (except obvious cavities) present in each sample of cuttings is estimated and plotted. (par'sen-tij làg)

percent compaction [ENG] The ratio, expressed as a percentage, of dry unit weight of a soil to maximum unit weight obtained in a laboratory compaction test. (par'sent kom-pak-shan)

percent defective [IND ENG] The ratio of defective pieces per lot or sample, expressed as a percentage. (par'sent dif'këk-div)

perch [MECH] Also known as pole, rod. 1. A unit of length, equal to 5.5 yards, or 16.5 feet, or 5.0292 meters. 2. A unit of area, equal to 30.25 square yards, or 272.25 square feet, or 29.285264 square meters. (par'ch)

percolation filtration [CHEM ENG] A continuous petroleum-refinery process in which lubricating oils and waxes are percolated through a clay bed to improve color, odor, and stability. (par-ka-là-shan fil-trâ-shan)

percolation test [CIV ENG] A test to determine the suitability of a soil for the installation of a domestic sewage-disposal system, in which a hole is dug and filled with water and the rate of water-level decline is measured. (par-ka-là-shan test)

percolation bit [MECH ENG] A rock-drilling tool with chisellike cutting edges, which when driven by impacts against a rock surface drills a hole by a chipping action. (par-kaš-an bit)

percolation drill [MECH ENG] A drilling machine usually using compressed air to drive a piston that delivers a series of impacts to the Shank end of a drill rod or steel and attached bit. (par-kaš-an drill)

percolation drilling [MECH ENG] A drilling method in which hammer blows are transmitted by the drill rods to the drill bit. (par-kaš-an, drill-in)

perfect dielectric See ideal dielectric. (par-fikt, di-a-lék-trik)

perfect gas See ideal gas. (par-fikt 'gas)

perfect lubrication [ENG] A complete, unbroken film of liquid formed over each of two metal surfaces moving relatively to one another with no contact. (par-fikt, 'li-bra-kà-shan)

perforated-pipe distributor [CHEM ENG] Liquid distribution device consisting of a length of piping or tubing with holes spaced at regular intervals. Also known as a sprayer. (par-fa, rád-ad, pip dl'strib-ràd-är)

perforated plate [CHEM ENG] Flat plate with series of holes used to control fluid distribution, as in a perforated-plate (distillation) column. (par-fa, rád-ad, 'plât)

perforated-plate column [CHEM ENG] Distillation column in which vapor-liquid contact is provided by perforated plates instead of bubble-cap trays. (par-fa, rád-ad, 'plât 'kål-äm)

perforated-plate distributor [CHEM ENG] 1. A perforated plate or screen used to even out liquid-flow fluctuations through flow channels. 2. A perforated plate as used in a distillation column or liquid-liquid extraction column. (par-fa, rád-ad, 'plât dl'strib-ràd-är)

perforated-plate extractor [CHEM ENG] A liquid-liquid extraction vessel in which perforated plates are used to bring about contact between the two or more liquid phases. (par-fa, rád-ad, 'plât ik'strak-ràr)


performance characteristic [ENG] A characteristic of a piece of equipment, determined during its test or during its operation. (par-fôr-máns kar-i-kà-ris-tík)

performance chart [ENG] A graph used in evaluating the performance of any device, for example, the performance of an electrical or electronic device, such as a graph of anode voltage versus anode current for a magnetron. (par-fôr-máns 'kárt)

Penning-trap mass spectrometer

396
perimetre

performance curves  [ENG] Graphical representations showing the abilities of rotating equipment at various operating conditions, for example, the performance curve for a compressor would include rotor speed for various intake and outlet pressures versus gas flow rate adjusted for temperature, density, viscosity, head, and other factors.  { pr'fôr-mans ,kavrz }

performance data  [ENG] Data on the manner in which a given substance or piece of equipment performs during actual use.  { pr'fôr-mans ,dad-a }  

performance evaluation  [IND ENG] The analysis in terms of initial objectives and estimates, and usually made on site, of accomplishments using an automatic data-processing system, to provide information on operating experience and to identify corrective actions required, if any.  { pr'fôr-mans ,j,va'l,ya'wə-shən }

performance index  [IND ENG] The ratio of standard hours to the hours of work actually used; a ratio exceeding 1.00 (or 100) indicates standard output is being exceeded.  { pr'fôr-mans ,i,ndəks }

performance measurement baseline  [IND ENG] A time-phased budget plan developed for use in measuring contract performance; includes the budgets assigned to scheduled work elements and the related indirect budgets.  { pr'fôr-mans ,m'zeh-ər-mant ə bəs,ln'

performance number  [ENG] One of a series of numbers (constituting the PN, or performance-number, scale) used to convert fuel antiknock values in terms of a reference fuel into an index which is an indication of relative engine performance; used mostly to rate aviation gasoline with octave values greater than 100.  { pr'fôr-mans ,nəm-bər }

performance rating  See effort rating.  { pr'fôr-mans ,ræd-əj }

performance sampling  [IND ENG] A technique in work measurement used to determine the leveling factor to be applied to an operator or a group of operators by short, randomly spaced observations of the performance index.  { pr'fôr-mans ,səm,piləg }

peridynamic loudspeaker  [ENG ACOUS] Box-type loudspeaker baffle designed to give good bass response by minimizing acoustic standing.  { pər-ə-də'nam-ik 'laʊdspək-ər }

periodic klin  [ENG] A kiln in which the cycle of setting ware in the klin, heating up, "soaking" or holding at peak temperature for some time, cooling, and removing or "drawing" the ware is repeated for each batch.  { pər-ə-dəd-ik ˈkɪl }

periodic motion  [MECH] Any motion that repeats itself identically at regular intervals.  { pər-ə-dəd-ik ˈməʊ-ʃən }

peripheral speed  See cutting speed.  { pər-fə-rəl 'spɛd }

peristaltic pump  [MECH ENG] A device for moving fluids by the action of multiple, equally spaced rollers, which rotate and compress a flexible tube.  { pr-ə-stəl-tık ˈpamp }

permafrost drilling  [ENG] Boreholes drilled in subsoil and rocks in which the contained water is permanently frozen.  { pr-ə-mə-frost ˈdrɪl-ɪŋ }

permanent axis  [MECH] The axis of the greatest moment of inertia of a rigid body, about which it can rotate in equilibrium.  { pr-ə-mə-nənt ək-səs }

permanent benchmark  [ENG] A readily identifiable, relatively permanent, recoverable benchmark that is intended to maintain its elevation without change over a long period of time with reference to an adopted datum, and is located where disturbing influences are believed to be negligible.  { pr-ə-mə-nənt ˈbɛnч,marsh }

permanent gas  [THERMO] A gas at a pressure and temperature far from its liquid state.  { pr-ə-mə-nənt ˈgas }

permanent-magnet dynamic loudspeaker  See permanent-magnet loudspeaker.  { pr-ə-mə-nənt ˈmægnət ˈdɪʃən-ik ˈlaʊdspək-ər }

permanent-magnet loudspeaker  [ENG ACOUS] A moving-conductor loudspeaker in which the steady magnetic field is produced by a permanent magnet. Also known as permanent-magnet dynamic loudspeaker.  { pr-ə-mə-nənt ˈmægnət ˈlaʊdspək-ər }

permanent-magnet moving-coil instrument  [ENG] An ammeter or other electrical instrument in which a small coil of wire, supported on jeweled bearings between the poles of a permanent magnet, rotates when current is carried to it through spiral springs which also exert a restoring torque on the coil; the position of the coil is indicated by an attached pointer.  { pr-ə-mə-nənt ˈmægnət ˈmjuv-ɪŋ ˌkəl ˈɪn-stə-mənt }

permanent-magnet moving-iron instrument  [ENG] A meter that depends for its operation on a movable iron vane that aligns itself in the resultant magnetic field of a permanent magnet and adjacent current-carrying coil.  { pr-ə-mə-nənt ˈmægnət ˈmjuv-ɪŋ ˌkəl ˈɪn-stə-mənt }

permanent set  [MECH] Permanent plastic deformation of a structure or a test piece after removal of the applied load. Also known as set.  { pr-ə-mə-nənt ˈset }

permanent stop  [IND ENG] In a flexible manufacturing system a type of controlled stop where an automated guided vehicle will always halt, regardless of programming.  { pr-ə-mə-nənt ˈstəp }

permeability number  [ENG] A numbered value assigned to molding materials indicating the relative ease of passage of gases through them.  { pr-ə-mə-bil-əd-ə ,nəm-bər }

permeameter  [ENG] 1. A laboratory device for measurement of permeability of materials, for example, soil or rocks; consists of a powder bed of known dimension and degree of packing through which the particles are forced; pressure drop and rate of flow are related to particle size, and pressure drop is related to surface area.  2. A device for measuring the coefficient of permeability by measuring the flow of fluid through a sample of media which there is a pressure drop produced by gravity.  3. An instrument for measuring the magnetic flux or flux density produced
in a test specimen of ferromagnetic material by a given magnetic intensity, to permit computation of the magnetic permeability of the material. \( \text{permeate} \) [CHEM ENG] The clear fluid that passes through the membrane in a membrane filtration process. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] The clear fluid that passes through the membrane. \( \text{permeable} \) [CHEM ENG] Material during a phase transition. \( \text{permeability} \) of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] One of the two hinged semicylindrical buckets held apart by a cocking device which is released when the grab hits the ocean floor. \( \text{petroleum engineering} \) [ENG] The application of all types of engineering to the drilling for and production of oil, gas, and liquefiable hydrocarbons. \( \text{permeate} \) [CHEM ENG] The fluid that permeates a block system in which a railroad train is permitted to enter a block section already occupied by a train. \( \text{permeable} \) [CHEM ENG] A low-cost catalyst and external hydrogen; feedstocks include natural gas, pentane, and hexane cuts; the product is high-octane blending stock. \( \text{permeate} \) [CHEM ENG] A type of test specimen of ferromagnetic material by a given magnetic intensity, to permit computation of the magnetic permeability of the material. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] A type of test specimen of ferromagnetic material by a given magnetic intensity, to permit computation of the magnetic permeability of the material. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] The clear fluid that passes through the membrane in a membrane filtration process. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] The clear fluid that passes through the membrane in a membrane filtration process. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{permeate} \) [CHEM ENG] The clear fluid that passes through the membrane in a membrane filtration process. \( \text{permeator} \) [CHEM ENG] A membrane assembly that performs an ion-exchange function, for example, desalting in a membrane water-desalting process. \( \text{permissible exposure limit} \) [IND ENG] The level of air contaminants that represents an acceptable exposure level as specified in standards set by a national government agency; generally expressed as 8-hour time-weighted average concentrations. Abbreviated PEL. \( \text{petroleum engineering} \) [ENG] The application of all types of engineering to the drilling for and production of oil, gas, and liquefiable hydrocarbons. \( \text{petroleum isomerization process} \) [CHEM ENG] A fixed-bed, vapor-phase petroleum-refinery process using a precious-metal catalyst and external hydrogen; feedstocks include natural gas, pentane, and hexane cuts; the product is high-octane blending stock. \( \text{petroleum refining} \) See petroleum processing. \( \text{petroleum processing} \) [CHEM ENG] The recovery and processing of various usable fractions from the complex crude oils; usable fractions include gasoline, kerosine, diesel oil, fuel oil, and asphalt. Also known as petroleum refining. \( \text{petroleum refining} \) See petroleum processing. \( \text{Petroff truss} \) [CHEM ENG] A bridge truss in which the panel is subdivided by a short diagonal and a short vertical member, both intersecting the main diagonal at its midpoint. \( \text{Het} \) [CHEM ENG] The chemistry of drugs and of medicinal and pharmaceutical products. \( \text{phase} \) [THERMO] The type of a state of a system, such as solid, liquid, or gas. \( \text{phase advance} \) [ELEC] Phase modifier which supplies leading reactive volt-amperes to the porting pins. \( \text{phase-angle meter} \) See phase meter. \( \text{phase-angle meter} \) See phase meter. \( \text{phase-balanced relay} \) [ELEC] Relay which functions by reason of a difference between two quantities associated with different phases of a polyphase circuit. \( \text{phase-change material} \) [ENG] A material which is used to store the latent heat absorbed in the material during a phase transition. \( \text{phase-comparison relaying} \) [ELEC] A method of detecting faults in an electric power system in which signals are transmitted from each of two terminals every half cycle so that a continuous signal is received at an intermediate point if there is no fault between the terminals, while a periodic signal is received if there is a fault. \( \text{phase conductor} \) [ELEC] In a polyphase circuit,
any conductor other than the neutral conductor. (ˈfæz kan,dæk-tər)

phase converter [ELEC] A converter that changes the number of phases in an alternating-current power source without changing the frequency. (ˈfæz kan,yard-ər)

phase crossover [CONT SYS] A point on the plot of the loop ratio at which it has a phase angle of 180°. (ˈfæz ˈkrós,ˈdər-ər)

phase diagram [THERMO] 1. A graph showing the pressures at which phase transitions between different states of a pure compound occur, as a function of temperature. 2. A graph showing the temperatures at which transitions between different phases of a binary system occur, as a function of the relative concentrations of its components. (ˈfæz, ˈdər-grəm)

phase factor See power factor. (ˈfæz, ˈfæk-tər)

phase integral See action. (ˈfæz ˈʃen-ə-tə-grəl)

phase Locked system [ENG] A radar system, having a stable local oscillator, in which information regarding the target is gained by measuring the phase shift of the echo. (ˈfæzˌlæktˌsiz-təm)

phase margin [CONT SYS] The difference between 180° and the phase of the loop ratio of a stable system at the gain-crossover frequency. (ˈfæzˌmær-ˈjən)

phase meter [ENG] An instrument for the measurement of electrical phase angles. Also known as phase-angle meter. (ˈfæzˌmæd-ər)

phase modifier [ELEC] Machine whose chief purpose is to supply leading or lagging reactive volt-amperes to the system to which it is connected, may be either synchronous or asynchronous. (ˈfæzˌmæd-əˌfərər)

phase plane analysis [CONT SYS] A method of analyzing systems in which one plots the time derivative of the system's position (or some other quantity characterizing the system) as a function of position for various values of initial conditions. (ˈfæzˌplæn ˈsinalˌsəs)

phase portrait [CONT SYS] A graph showing the time derivative of a system's position (or some other quantity characterizing the system) as a function of position for various values of initial conditions. (ˈfæzˌpɔrˌtrɑt)

phase-rotation relay See phase-sequence relay. (ˈfæz rəˈtʃənˌreɪlə)

phase-sequence relay [ELEC] Relay which functions according to the order in which the phase voltages successively reach their maximum positive values. Also known as phase-rotation relay. (ˈfæzˌʃən-ˈkwæns ˈreɪˌlə)

phase shift [ELECTR] The phase angle between the input and output signals of a network or system. (ˈfæzˌʃift)

phase-shift circuit [ELECTR] A network that provides a voltage component which is shifted in phase with respect to a reference voltage. (ˈfæz ˈʃiftˌsər-ˌkæt)

phase shifter [ELEC] A device used to change the phase relation between two alternating-current values. (ˈfæzˌˈʃiftər)

phase-shifting transformer [ELEC] A transformer that produces a difference in phase angle between two circuits. (ˈfæzˌˈʃif-ˈtʃiŋˌˈtrænsˌfərmər)

phase splitter [ELEC] A circuit that takes a single input alternating voltage and produces two or more output alternating voltages that differ in phase from one another. (ˈfæzˌˈsplitər)

phase transformation [ELEC] A change of poly-phase power from three-phase to six-phase, from three-phase to twelve-phase, and so forth, by use of transformers. (ˈfæzˌˌtranzˌfərmərˌməˈʃən)

phase transformer [ELEC] A transformer for changing a two-phase current to a three-phase current, or vice versa. (ˈfæzˌˌtranzˌˌfərmərˌˈfər-ˌmər)

phase undervoltage relay [ELEC] Relay which functions by reason of the reduction of one phase voltage in a polyphase circuit. (ˈfæzˌˈənˌˈdɑrˌˈvɔlˌˈtʃiŋˌˈrɛˌˈlə)

phasing See framing. (ˈfæzˌˌiŋ)

phenolate process [CHEM ENG] A process which employs sodium phenolate to remove hydrogen sulfide from gas. (ˈfɛnəˌalˌˌˈtəˌˌˈprəˌsæs)

phenol extraction [CHEM ENG] Petroleum-refinery solvent-extraction process using phenol as the solvent to remove aromatic, unsaturated and naphthenic constituents from lubricating-oil stocks. (ˈfɛnəˌˈləˌˌˈstrəˌˌˈʃən)

phenol process [CHEM ENG] A single-solvent petroleum-refining process in which phenol is the selective solvent. (ˈfɛnəˌˌˈləˌˌˈprəˌˌsæs)

Philips hot-air engine [MECH ENG] A compact hot-air engine that is a Philips Research Lab (Holland) design; it uses only one cylinder and piston, and operates at 3000 revolutions per minute, with hot-chamber temperature of 1200°F (650°C), maximum pressure of 50 atmospheres (5.07 megapascals), and mean effective pressure of 14 atmospheres (1.42 megapascals). (ˈfɪləpsˌˈhætˌˌˈerˌˌˌˌˈenˌjən)

Philips screw [DES ENG] A screw having in its head a recess in the shape of a cross; it is inserted or removed with a Phillips screwdriver that automatically centers itself in the screw. (ˈfɪləpsˌˈskrʊ)

phleger corer [ENG] A device for obtaining ocean bottom cores up to about 4 feet (1.2 meters) in length, consists of an upper tube, main body weight, and tailfin assembly with a check valve that prevents the flow of water into the upper section and a consequent washing out of the core sample while hoisting the corer. (ˈflejərˌˌˌˌˌˈkɔrər)

pH meter [ENG] An electronic voltmeter using a pH-responsive electrode that gives a direct conversion of voltage differences to differences of pH at the temperature of the measurement. (ˌpɛˈeəkˌˌˈmeɪdər)

phonation [ENG ACOUS] Production of speech sounds. (ˌfoʊˈnəˌˌˈʃən)

phone See headphone. (ˈfoʊn)

phonemic synthesizer [ENG ACOUS] A voice response system in which each word is abstractly represented as a sequence of expected vowels and consonants, and speech is composed by juxtaposing the expected phonemic sequence.
A directional surveying light is directed through the material, and the change in light. A photogrammetric instrument for recording or reproducing acoustical signals, such as voice or music, by transmission of vibrations from or to a stylus that is in contact with a groove in a rotating disk.

**phonograph** [ENG ACOUS] An instrument for converting variations in the grooves of a phonograph record into corresponding electric signals. Also known as cartridge; phonograph cartridge.

**phonograph cartridge** See phonograph pickup.

**phonograph pickup** [ENG ACOUS] A pickup that converts variations in the grooves of a phonograph record into corresponding electric signals. Also known as cartridge; phonograph cartridge.

**phonograph record** [ENG ACOUS] A shellac-composition or vinyl-plastic disk, usually 7 or 12 inches (18 or 30 centimeters) in diameter, on which sounds have been recorded as modulations in grooves. Also known as disk; disk recording.

**phonon friction** [MECH] Friction that arises when atoms close to a surface are set into motion by the sliding action of atoms in an opposing surface, and the mechanical energy needed to slide one surface over the other is thereby converted to the energy of atomic lattice vibrations (phonons) and is eventually transformed into heat.

**phonotelemeter** [ENG] A device consisting essentially of a stopwatch, for estimating the distance of guns in action by measuring the interval between the flash and the arrival of the sound waves from the discharge.

**phosphatized desulfurization** [CHEM ENG] A continuous, regenerative petroleum-refining process using a tripotassium phosphate solution to remove hydrogen sulfide from natural gas, refinery gas, or liquid hydrocarbons.

**phosphoric acid polymerization** [CHEM ENG] A petroleum-refining process using phosphoric acid catalyst to convert propylene, butylene, or both, into high-octane gasoline or petrochemical polymers.

**phonoalidade** [ENG] A photogrammetric instrument which has a telescopic alidade, a plateholder, and a hinged ruling arm and is mounted on a tripod frame, used for plotting direction and magnitude of well deviations from the vertical.

**photoconductive device** [ELECTR] A photoelectric device which utilizes the photoinduced change in electrical conductivity to provide an electrical signal.

**photoconductive film** [ELECTR] A film of material whose current-carrying ability is enhanced when illuminated.

**photoconductor diode** See photodiode.

**photodetector** [ELECTR] A detector that responds to radiant energy, examples include photoconductive cells, photodiodes, photoresistors, photoswitches, phototransistors, phototubes, and photovoltaic cells. Also known as light-sensitive cell; light-sensitive detector, light sensor photodevice, photodiode, photoelectric detector, photosensor.

**photodiffusion effect** See Dember effect.

**photodiode** [ELECTR] A semiconductor diode in which the reverse current varies with illumination, examples include the alloy-junction photodiode and the grown-junction photodiode. Also known as photoconductor diode.

**photodraft** [DES ENG] A photographic reproduction of a master layout or design on a specially prepared emulsion-coated piece of sheet metal, used as a master in a tool-construction department.

**photoelectric** [ELECTR] Pertaining to the electrical effects of light, such as the emission of electrons, generation of voltage, or a change in resistance when exposed to light.

**photoelectric absorption** [ELECTR] Absorption of photons in one of the several photoelectric effects.

**photoelectric cell** See photocell.

**photocolorimeter** [ENG] A colorimeter that uses a phototube or photocell, a set of color filters, an amplifier, and an indicating meter for quantitative determination of color.

**photometric constant** [ELECTR] The ratio of the frequency of radiation causing emission of photoelectrons to the voltage corresponding to the energy absorbed by a photoelectron, equal to Planck's constant divided by the electron charge.

**photometric control** [ELECTR] Control of a circuit or piece of equipment by changes in incident light.

**photometric densitometer** [ENG] An electronic instrument used to measure the density or opacity of a film or other material; a beam of light is directed through the material, and the amount of light transmitted is measured with...
a photocell and meter. ([fød-ø-i’lek-trik ,den-sa’tam-ad-ar])

photodetector [Sæ photodetector. ([fød-ø-i’lek-trik di’te’k-tar])

photoelectric device [ELECTR] A device which gives an electrical signal in response to visible, infrared, or ultraviolet radiation. ([fød-ø-i’lek-trik di’lïv’ïs])

photoelectric door opener [CONT SYS] A control system that employs a photocell or other photo device, used to open and close a power-operated door. ([fød-ø-i’lek-trik ‘dør ,op-a-nør])

photoelectric effect See photoelectricity. ([fød-ø-i’lek-trik if’ekt])

photoelectric flame-failure detector [CONT SYS] A photoelectric control that cuts off fuel flow when the fuel-consuming flame is extinguished. ([fød-ø-i’lek-trik ‘flåm ,fål-ýar di’te’k-tar])

photoelectric fluorometer [ENG] Device using a photoelectric cell to measure fluorscence in a chemical sample that has been excited (one or more electrons have been raised to higher energy level) by ultraviolet or visible light, used for analysis of chemical mixtures. ([fød-ø-i’lek-trik fluv’räm-ad-ar])

photoelectricity [ELECTR] The liberation of an electric charge by electromagnetic radiation incident on a substance, includes photoemission, photoionization, photoconduction, the photo-voltaic effect, and the Auger effect (an internal photoelectric process). Also known as photoelectric effect, photoelectric process. ([fød-ø-i’lek-tris-ad-ø])

photoelectric liquid-level indicator [ENG] A level indicator in which rising liquid interrupts the light beam of a photoelectric control system; used in a tank or process vessel. ([fød-ø-i’lek-trik ˈlik-wåd ˈlev-al in-da’kød-ar])

photoelectric loop control [CONT SYS] A photoelectric control system used as a position regulator for a loop of material passing from one strip-processing line to another that may travel at a different speed. Also known as loop control. ([fød-ø-i’lek-trik ‘lip kan-trål])

photoelectric photometer [ENG] A photometer that uses a photocell, phototransistor, or phototube to measure the intensity of light. Also known as electronic photometer. ([fød-ø-i’lek-trik fa’täm-ad-ar])

photoelectric pyrometer [ENG] An instrument that measures high temperatures by using a photoelectric arrangement to measure the radiant energy given off by the heated object. ([fød-ø-i’lek-trik fa’täm-ad-ad-ar])

photoelectric reflectometer [ENG] A reflectometer that uses a photocell or phototube to measure the diffuse reflection of surfaces, powders, pastes, and opaque liquids. ([fød-ø-i’lek-trik rā,lek’täm-ad-ar])

photoelectric register control [CONT SYS] A register control using a light source, one or more phototubes, a suitable optical system, an amplifier, and a relay to actuate control equipment when a change occurs in the amount of light reflected from a moving surface due to register marks, dark areas of a design, or surface defects. Also known as photoelectric scanner. ([fød-ø-i’lek-trik ‘rej’-a-star kan-tröl])

photoelectric scanner See photoelectric register control. ([fød-ø-i’lek-trik ‘skan-ar])

photoelectric smoke-density control [CONT SYS] A photoelectric control system used to measure, indicate, and control the density of smoke in a flue or stack. ([fød-ø-i’lek-trik ‘smôk ,den-sad-ø kan-tröl])

photoelectric sorter [CONT SYS] A photoelectric control system used to sort objects according to color, size, shape, or other light-changing characteristics. ([fød-ø-i’lek-trik ‘sôrd-ar])

photoelectric transmissometer [ENG] A device to measure the runway visibility at an airport by measuring the degree to which a light beam falling on a photocell is obscured by clouds or fog. ([fød-ø-i’lek-trik tranz-må’sam-ad-ar])

photoelectric turbidimeter [ENG] Device for measurement of solution turbidity by use of phototubes to detect the loss of intensity of light beamed through the solution. ([fød-ø-i’lek-trik ‘tar-bå’dim-ad-ar])

photoelectromotive force [ELECTR] Electromotive force caused by photovoltaic action. ([fød-ø-i’lek-tró’møvid-i’fôrs])

photoelectron [ELECTR] An electron emitted by the photoelectric effect. ([fød-ø-i’lek-trán])

photoemission [ELECTR] The ejection of electrons from a solid (or less commonly, a liquid) by incident electromagnetic radiation. Also known as external photoelectric effect. ([fød-ø-i’mis-iv ‘tüb fa’täm-ad-ar])

photoemissive tube photometer [ENG] A photometer which uses a tube made of a photoemissive material; it is highly accurate, but requires electronic amplification, and is used mainly in laboratories. ([fød-ø-i’mis-iv ‘tüb fa’täm-ad-ad-ar])

photoemissivity [ELECTR] The property of a substance that emits electrons when struck by light. ([fød-ø-e’må’siv-ad-ad-ar])

photofabrication [ELECTR] In manufacturing circuit boards and integrated circuits, a process in which the etching pattern is placed over the circuit board or semiconductor material, the board or chip is placed in a special solution, and the assembly is exposed to light. ([fød-ø-fab-ra’kå-shan])

photoflash bomb [ENG] A missile dropped from aircraft, it contains a photoflash mixture and a means for ignition at a distance above the ground, to produce a brilliant light of short duration for photographic purposes. ([fød-aflash, bás])

photogoniometer [ENG] A goniometer that uses a phototube or photocell as a sensing device for studying x-ray spectra and x-ray diffraction effects in crystals. ([fød-ø-gó-né’sam-ad-ar])
photogrammetry

photogrammetry [ENG] 1. The science of making accurate measurements and maps from aerial photographs. 2. The practice of obtaining surveys by means of photography. [ˈfōd-o-grām-ə-trē]

photographic barograph [ENG] A mercury barometer arranged so that the position of the upper or lower meniscus was measured photographically. [ˈfōd-o-grāf-ik ˈbār-ə-graf]

photographic interpretation See photointerpretation. [ˈfōd-o-grāf-ik ɪnˌtə-rē-prə-taˈshaŋ]

photographic surveying [ENG] Photographing of plumb bobs, clinometers, or magnetic needles in borehole surveying to provide an accurate permanent record. [ˈfōd-o-grāf-ik ˈsor-və-ˈvin]

photointerpretation [ENG] The science of identifying and describing objects in a photograph, such as deducing the topographic significance or the geologic structure of landforms on an aerial photograph. Also known as photographic interpretation. [ˈfōd-ə-inˌtə-rē-prə-taˈshaŋ]

photomask [ELECTR] A film or glass negative that has many high-resolution images, used in the production of semiconductor devices and integrated circuits. [ˈfōd-ə-māsk]

photometer [ENG] An instrument used for making measurements of light or electromagnetic radiation, in the visible range. [ˈfōd-tām-ər]

photon coupling [ELECTR] Coupling of two circuits by means of photons passing through a light pipe. [ˈfōt-tānˌkāp-ə-līŋ]

photonegative [ELECTR] Having negative photococonductivity, hence decreasing in conductivity (increasing in resistance) under the action of light; selenium sometimes exhibits photonegativity. [ˈfōd-o-negˈə-tiv]

photonephelometer [ENG] A nephelometer that uses a photocell or phototube to measure the amount of light transmitted by a suspension of particles. [ˈfōd-əˌnet-o-lām-əd-ər]

photons [ELECTR] The electronic technology involved with the practical generation, manipulation, analysis, transmission, and reception of electromagnetic energy in the visible, infrared, and ultraviolet portions of the light spectrum. It contributes to many fields, including astronomy, biomedicine, data communications and storage, fiber optics, imaging, optical computing, optoelectronics, sensing, and telecommunications. Also known as optoelectronics. [ˈfōt-tānˌiks]

photopositive [ELECTR] Having positive photococonductivity, hence increasing in conductivity (decreasing in resistance) under the action of light; selenium ordinarily has photopositivity. [ˈfōd-o-pāz-əd-əv]

photoscanner [ENG] A scanner used to make a film record of gamma rays passing through tissue from an injected radioactive material. [ˈfōd-əˌskānər]

photosensitive See light-sensitive. [ˈfōd-oˌsen-səd-əv]

phototheodolite [ENG] A ground-surveying instrument used in terrestrial photogrammetry which combines the functions of a theodolite and a camera mounted on the same tripod. [ˈfōd-o-thêəd-əl-ət]

photothyristor See light-activated silicon controlled rectifier. [ˈfōd-o-ˈθi-risˈtōr]

phototopography [ENG] The science of mapping and surveying in which details are plotted entirely from photographs taken at suitable ground stations. [ˈfōd-oˌtāpˌrō-fē]

phototransistor [ELECTR] A junction transistor that may have only collector and emitter leads or also a base lead, with the base exposed to light through a tiny lens in the housing, collector current increases with light intensity, as a result of amplification of base current by the transistor structure. [ˈfōd-əˌtranˈzītər]

phototriangulation [ENG] The extension of horizontal or vertical control points, or both, by photogrammetric methods, whereby the measurements of angles and distances on overlapping photographs are related into a spatial solution using the perspective principles of the photographs. [ˈfōd-oˌtrīˌan-gyˌoʊrəˈshaŋ]

phototube current meter [ENG] A device for measuring the speed of water currents in which a perforated disk, which rotates with the current by means of a propeller, is placed in the path of a beam of light that is then reflected from a mirror onto a phototube. [ˈfōd-oˌtūb ˈkær-əntˌmed-ər]

photovoltaic [ELECTR] Capable of generating a voltage as a result of exposure to visible or other radiation. [ˈfōd-oˌvōlˈtaɪk]

photovoltaic cell [ELECTR] A device that detects or measures electromagnetic radiation by generating a potential at a junction (barrier layer) between two types of material, upon absorption of radiant energy. Also known as barrier-layer cell; barrier-layer photocell; boundary-layer photocell; photronic photocell. [ˈfōd-oˌvōlˈtaɪkˌsel]

photovoltaic effect [ELECTR] The production of a voltage in a nonhomogeneous semiconductor, such as silicon, or at a junction between two types of material, by the absorption of light or other electromagnetic radiation. [ˈfōd-oˌvōlˈtaɪkˌfekt]

photovoltaiometer [ELECTR] An exposure cell in which a photovoltaic cell produces a current proportional to the light falling on the cell, and this current is measured by a sensitive microammeter. [ˈfōd-oˌvōlˈtaɪ-mētər]

physical compatibility [ENG] The ability of two or more materials, substances, or chemicals to be used together without ill effect. [ˈfeɪzəˌkəlˌkæmˌpædəˌbilˌəd-əv]

physical modeling synthesis [ENG ACOUS] A method of synthesizing the sounds of a musical instrument that uses computational algorithms that are based directly on the mathematical physics of the instrument. [ˈfeɪz.iˌkəlˌmədəˌalˌiŋˌsənˌθəˌsæs]

physical realizability [CONT SYS] For a transfer function, the possibility of constructing a net-
piezoelectric element

work with this transfer function. \{‘fiz-ə-kəl ,rē-ə,ˈliz-ər-bil-əd-ər\}

physical system See causal system. \{‘fiz-ə-kəl ˈsīs-təm\}

physical testing [ENG] Determination of physical properties of materials based on observation and measurement. \{‘fiz-ə-kəl ˈtɛst-ing\}

phytometer [ENG] A device for measuring transpiration, consisting of a vessel containing soil in which one or more plants are rooted and sealed so that water can escape only by transpiration from the plant. \{ˈfiːtəm-əd-ər\}

Pictatiny test [ENG] An impact test used in the United States for evaluating the sensitivity of high explosives; a small sample of the explosive is placed in a depression in a steel die cup and capped by a thin brass cover, a cylindrical steel plug is placed in the center of the cover, and a 2-kilogram weight is dropped from varying heights on the plug, the reported sensitivity figure is the minimum height, in inches, at which at least 1 firing results from 10 trials. \{ˈpiktən-ət\}

Pichie evaporimeter [ENG] A porous-paperwick atmometer. \{ˈpiʃə,vərˈpɪrm-əd-ər\}

pick [DES ENG] 1. The steel cutting points used on a coal-cutting chain. 2. A miner’s steel or iron digging tool with sharp points at each end. \{ˈpɪk\}

pick-and-place robot [CONT SYS] A simple robot, often with only two or three degrees of freedom and little or no trajectory control, whose sole function is to transfer items from one place to another. \{ˈpɪk ənd-pleɪs’s ˈreɪt\}

pickax [DES ENG] A pointed steel or iron tool mounted on a wooden handle and used for breaking earth and stone. \{ˈpɪkəks\}

pick hammer [DES ENG] A hammer with a point at one end of the head and a blunt surface at the other end. \{ˈpɪk ,hæm-ər\}

pick lacing [DES ENG] The pattern to which the picks are set in a cutter chain. \{ˈpɪk ˈlæs-ɪŋ\}

pickling [CHEM ENG] A method of preparing hides for tanning by immersion in a salt solution with a pH of 2.5 or less. \{pi̇k′lɪŋ\}

pickoff [ELECTR] A device used to convert mechanical motion into a proportional electric signal. \{ˈpikəf\}

pickup [ELEC] 1. A device that converts a sound, scene, measurable quantity, or other form of intelligence into corresponding electric signals, as in a microphone, phonograph pickup, or television camera. 2. The minimum current, voltage, power, or other value at which a relay will complete its intended function. 3. Interference from a nearby circuit or system. \{ˈpi-kəm\}

picocapacitance [ENG] An ammeter whose scale is calibrated to indicate current values in picocamperes. \{ˌpiˈkə-kəm-ˌed-ər\}

picosecond [MECH] A unit of time equal to 10−12 second, or one-millionth of a microsecond. Abbreviated ps, psec. \{ˌpi-kəˈsɔk\}

picowatt [MECH] A unit of power equal to 10−12 watt, or one-millionth of a microwatt. Abbreviated pW. \{ˌpi-kəˈwɔt\}

picture element [ELECTR] 1. That portion, in facsimile, of the subject copy which is seen by the scanner at any instant; it can be considered a square area having dimensions equal to the width of the scanning line. 2. In television, any segment of a scanning line, the dimension of which along the line is exactly equal to the nominal line width, the area which is being explored at any instant in the scanning process. Also known as critical area, elemental area, pixel, recording spot, scanning spot. \{ˈpi-kəˌkærˌel-ə-mənt\}

picture window [BUILD] A large window framing an exterior view. \{ˈpi-kəˌwɔnˌwɪn-dər\}

piece mark [ENG] Identification number for an individual part, subassembly, or assembly; shown on the drawing, but not necessarily on the part. \{ˈpiəˌmɑrk\}

piece rate [IND ENG] Wages paid per unit of production. \{ˈpiəˌreɪt\}

piecewise linear system [CONT SYS] A system for which one can divide the range of values of input quantities into a finite number of intervals such that the output quantity is a linear function of the input quantity within each of these intervals. \{ˌpiˌwɛzˌatlˌɪn-ərˌsɪsˌtæm\}

piecework [IND ENG] Work paid for in accordance with the amount done rather than the hours taken. \{ˈpiˌwɜk\}

pier [BUILD] A concrete block that supports the floor of a building. \{CIV ENG\} 1. A vertical, rectangular or circular support for concentrated loads from an arch or bridge superstructure. 2. A structure with a platform projecting from the shore into navigable waters for mooring vessels. \{ˈpaɪər\}

piercing See fusion piercing. \{ˈpɪr-sɪn̩ɪŋ\}

piercing gripper [CONT SYS] A robot component that first punctures a material such as cloth, rubber, or porous sheets, or soft plastic in order to lift and handle it. \{ˈpɪrˌsɪn̩ɪŋˌgrɪpər\}

pier foundation See caisson foundation. \{ˈpaɪərˌfɒn-dəˈseɪn\}

pierhead line [CIV ENG] The line in navigable waters beyond which construction is prohibited; open-pier construction may extend outward from the bulkhead line to the pierhead line. \{ˈpaɪərˌhedˌlɪn\}

pièze [MECH] A unit of pressure equal to 1 sthène per square meter, or to 1000 pascals. Abbreviated pz. \{ˈpiəˌze\}

piezoelectric detector [ENG] A seismic detector constructed from a stack of piezoelectric crystals with an inertial mass mounted on top and intervening metal foil to collect the charges produced on the crystal faces when the crystals are strained. \{ˌpiˌzo-ˈɛlek-trɪk diˈtek-tər\}

piezoelectric element [ELECTR] A piezoelectric crystal used in an electric circuit, for example, as a transducer to convert mechanical or acoustical
piezoelectric gage

An accelerometer in which a seismic mass supported by a stylus transmits a concentrated force to the upper diode surface of a transistor and acceleration is determined from the resulting change in current across the pi junction of the transistor. \( \text{\texttt{pi\_filter}} \)

\( \text{\texttt{pi\_filter}} \)

\( \text{\texttt{pi\_filter}} \)
pinch-tube process
pin diode | [ELECTR] A diode consisting of a silicon wafer containing nearly equal p-type and n-type impurities, with additional p-type impurities diffused from one side and additional n-type impurities from the other side; this leaves a lightly doped intrinsic layer in the middle, to act as a dielectric barrier between the n-type and p-type regions. Also known as power diode. {‘pin ˈdɪəd}
pipe-thread protector See thread protector.

pipe tongs [ENG] Heavy tongs that are hung on a pole and used for screwing pipe and tool joints.

pipe train [ENG] In the extrusion of plastic pipe, the entire equipment assembled to fabricate the pipe (such as the extruder, die, cooling bath, haul-off, and cutter).

pipework See piping.

pipe wrench [DES ENG] A tool designed to grip and turn a pipe or rod about its axis in one direction only.

piping [ENG] A system of pipes provided to carry a fluid. Also known as pipework.

piston [ENG] See force plug [MECH ENG]. A sliding metal cylinder that reciprocates in a tubular housing, either moving against or moved by fluid pressure.

piston blower [MECH ENG] A piston-operated, positive-displacement air compressor used for stationary, automobile, and marine duty.

piston corer [MECH ENG] A steel tube which is driven into the sediment by a free fall and by lead attached to the upper end, and which is capable of recovering undistorted vertical sections of sediment.

piston displacement [MECH ENG] The volume which a piston in a cylinder displaces in a single stroke, equal to the distance the piston travels times the internal cross section of the cylinder.

piston drill [MECH ENG] A heavy percussion-type rock drill mounted either on a horizontal bar or on a short horizontal arm fastened to a vertical column; drills holes to 6 inches (15 centimeters) in diameter. Also known as reciprocating drill.

piston engine [MECH ENG] A type of engine characterized by reciprocating motion of pistons in a cylinder. Also known as displacement engine, reciprocating engine.

piston gage See free-piston gage.

piston head [MECH ENG] That part of a piston above the top ring.

piston meter [ENG] A variable-area, constant-head fluid-flow meter in which the position of the piston, moved by the buoyant force of the liquid, indicates the flow rate. Also known as piston-type area meter.

pistonphone [ENG ACOUS] A small chamber equipped with a reciprocating piston having a measurable displacement and used to establish a known sound pressure in the chamber, as for testing microphones.

piston pin [MECH ENG] A cylindrical pin that connects the connecting rod to the piston. Also known as wrist pin.

piston pump [MECH ENG] A pump in which motion and pressure are applied to the fluid by a reciprocating piston in a cylinder. Also known as reciprocating pump.

piston ring [DES ENG] A sealing ring fitted around a piston and extending to the cylinder wall to prevent leakage. Also known as packing ring.

pitman [ENG] A worker in or near a pit, as a reciprocating pump. Also known as pitman, shaft pitman.

pitch [DES ENG] The distance between similar elements arranged in a pattern or between two points of a mechanical part, as the distance between the peaks of two successive grooves on a disk recording or on a screw.

pitch acceleration [MECH] The angular acceleration of an aircraft or missile about its lateral axis.

pitch axis [MECH] A lateral axis through an aircraft, missile, or similar body, about which the body pitches. Also known as pitching axis.

pitch circle [DES ENG] In toothed gears, an imaginary circle concentric with the gear axis which is defined at the thickest point on the teeth and along which the tooth pitch is measured.

pitch cone [DES ENG] A cone representing the pitch surface of a bevel gear.

pitch cylinder [DES ENG] A cylinder representing the pitch surface of a spur gear.

pitch diameter [DES ENG] The diameter of the pitch circle of a gear.

pitched roof [BUILD] 1. A roof that has one or more surfaces with a slope greater than 10°. 2. A roof that has two slopes meeting at a central ridge.

pitching axis See pitch axis.

pitching moment [MECH] A moment about a lateral axis of an aircraft, rocket, or airfoil.

pitch line See cam profile.

pitman [ENG] 1. A worker in or near a pit, as in a quarry, mine, garage, or foundry. 2. On a
pumping unit, an arm connecting the crank with the walking beam for converting rotary motion to reciprocating motion. [MECH ENG] In an automotive steering system, the arm that is connected to the shaft of the steering gear sector and the tie rod, and swings back and forth as the steering wheel is turned. Also known as pitman arm. {pitman arm}

pitman arm See pitman. {pitman, arm}

pitometer [ENG] Reversed pitot-tube-type flow-measurement device with one pressure opening facing upstream and the other facing downstream. {pitot-om-eter}

pitometer log [ENG] A log consisting essentially of a pitot tube projecting into the water, and suitable registering devices. {pitot-ome-ter, log}

pitot tube [ENG] An instrument that measures the stagnation pressure of a flowing fluid, consisting of an open tube pointing into the fluid and connected to a pressure-indicating device. Also known as impact tube. {pitot, tube}

pitot-tube anemometer [ENG] A pressure-tube anemometer consisting of a pitot tube mounted on the windward end of a wind vane and a suitable manometer to measure the developed pressure, and calibrated in units of wind speed. {pitot-tube, anemometer}

pitot-venturi flow element [ENG] Liquid-flow measurement device in which a pair of concentric venturi elements replaces the pitot-tube probe. {pitot-venturi, flow element}

pivot [MECH] A short, pointed shaft forming the pitot-venturi flow element. {pivot}

pivot anchor [DES ENG] An anchor that permits a pipe to swivel around a fixed point. {pivot anchor}

pivot bridge [CIV ENG] A bridge in which a span can open by pivoting about a vertical axis. {pivot bridge}

pivot-bucket conveyor-elevator [MECH ENG] A bucket conveyor having overlapping pivoted buckets on long-pitch roller chains; buckets are always level except when tripped to discharge materials. {pivot-bucket, conveyor, elevator}

pivoted window [BUILD] A window having a section which is pivoted near the center so that the top of the section swings in and the bottom swings out. {pivot window}

pixel [ELECTR] The smallest addressable element in an electronic display; a short form for picture element. Also known as pel. {pixel}

pk Sow peck.

plain concrete [CIV ENG] Concrete without reinforcement but often with light steel to reduce shrinkage and temperature cracking. {plain concrete}

plain-laid [DES ENG] Pertaining to a rope whose strands are twisted together in a direction opposite to that of the twist in the strands. {plain-laid}

plain milling cutter [DES ENG] A cylindrical milling cutter with teeth on the periphery only, used for milling plain or flat surfaces. Also known as slab cutter. {plain milling cutter}

plain turning [MECH ENG] Lathe operations involved when machining a workpiece between centers. {plain turning}

planar linkage [MECH ENG] A linkage that involves motion in only two dimensions. {planar linkage}

planar process [ENG] A silicon-transistor manufacturing process in which a fractional-micrometer-thick oxide layer is grown on a silicon substrate; a series of etching and diffusion steps is then used to produce the transistor inside the silicon substrate. {planar process}

planer [MECH ENG] A machine for the shaping of long, flat, or flat contoured surfaces by recipro-
Plastic deformation

Plant protection [IND ENG] That portion of industrial security which concerns the safeguarding of industrial installations, resources, utilities, and materials by physical measures such as guards, fences, and lighting designation of restricted areas. {plant prā,tek-shān}

Plasma-arc cutting [ENG] Metal cutting by melting a localized area with an arc followed by removal of metal by high-velocity, high-temperature ionized gas. {plaz-mā jār' kād-īj}

Plasma processing [ENG] Methods and technologies that utilize a plasma to treat and manufacture materials, generally through etching, deposition, or chemical alteration at a surface inside or at the boundary of the plasma. {plaz-mā prā,ses-īj}

Plasma-source ion implantation [ENG] A method of ion implantation in which the workpiece is placed in a plasma containing the appropriate ion species and is repetitively pulse-biased to a high negative potential so that positive plasma ions are accelerated to the surface and implant in the bulk material. Abbreviated PSI. {plaz-mā sōrs 't-an, im-plan,tā-shān}

Plasma torch [ENG] A torch in which temperatures as high as 50,000°C are achieved by injecting a plasma gas tangentially into an electric arc formed between electrodes in a chamber, the resulting vortex of hot gases emerges at very high speed through a hole in the negative electrode, to form a jet for welding, spraying of molten metal, and cutting of hard rock or hard metals. {plaz-mā torch}

Plaster coat [BUILD] A thin layer of plaster lining walls in buildings. {plas-tār kōt}

Plaster ground [BUILD] A piece of wood used as a gage to control the thickness of a plaster coat placed on a wall; usually put around windows and doors and at the floor. {plas-tār grāund}

Plaster shooting [ENG] A surface blasting method used when no rock drill is necessary or one is not available, consists of placing a charge of gelignite, primed with safety fuse and detonator, in close contact with the rock or boulder and covering it completely with stiff damp clay. {plas-tār shūd-īj}

Plastic [MECH] Displaying, or associated with, plasticity. {plas-tik}

Plasticate [ENG] To soften a material by heating or kneading. Also known as plastify. {plas-tō,kat}

Plastic bonding [ENG] The joining of plastics by heat, solvents, adhesives, pressure, or radio frequency. {plas-tik bān-dīj}

Plastic collision [MECH] A collision in which one or both of the colliding bodies suffers plastic deformation and mechanical energy is dissipated. {plas-tik kālīzh-ān}

Plastic deformation [MECH] Permanent change in shape or size of a solid body without fracture resulting from the application of sustained stress beyond the elastic limit. {plas-tik dē,for'mā-shān}

cating the workpiece under a stationary single-point tool or tools. {plan-strān}

Plane strain [MECH] A deformation of a body in which the displacements of all points in the body are parallel to a given plane, and the values of these displacements do not depend on the distance perpendicular to the plane. {plan-strān}

Plane stress [MECH] A state of stress in which two of the principal stresses are always parallel to a given plane and are constant in the normal direction. {plan-stress}

Plane surveying [ENG] Measurement of areas on the assumption that the earth is flat. {plan-sār-vā-īn}

Plane table [ENG] A surveying instrument consisting of a drawing board mounted on a tripod and fitted with a compass and a straight-edge ruler, used to graphically plot survey lines directly from field observations. {plan-tā-bal}

Planetary gear train [MECH ENG] An assembly of meshed gears consisting of a central gear, a coaxial internal or ring gear, and one or more intermediate pinions supported on a revolving carrier. {plan-ter-e-gir, trān}

Planet carrier [MECH ENG] A fixed member in a planetary gear train that contains the shaft upon which the planet pinion rotates. {plan-kār-ē-or}

Planet gear [MECH ENG] A pinion in a planetary gear train. {plan-gir}

Planet pinion [MECH ENG] One of the gears in a planetary gear train that meshes with and revolves around the sun gear. {plan-pin-yan}

Planimeter [ENG] A device used for measuring the area of any plane surface by tracing the boundary of the area. {plan-im-ō-ar}

Planing [ENG] Smoothing or shaping the surface of wood, metal, or plastic workpieces. {plan-īj}

Planishing [MECH ENG] Smoothing the surface of a metal by a rapid series of overlapping, light hammerlike blows or by rolling in a planishing mill. {plan-ish-īj}

Plankton net [ENG] A net for collecting plankton. {plank-ton-net}

Planning horizon [IND ENG] In a materials-recovery system, the time from the present to some future date for which plans are being generated for acquisition of materials. {plàn-īj hā-řiz-ān}

Plant [IND ENG] The land, buildings, and equipment used in an industry. {plant}

Plant decomposition [CONT SYS] The partitioning of a large-scale control system into subsystems along lines of weak interaction. {plant dē-kām-pa'ā-zīsh-ān}

Plant factor [ELEC] The ratio of the average power load of an electric power plant to its rated capacity. Also known as capacity factor. {plant fak-tōr}

Plant layout [IND ENG] The location of equipment and facilities in a manufacturing plant. {plant lā,āút}
plastic design

plastic design See ultimate-load design. \{‘plas-tik di’zin\}

plasticity [MECH] The property of a solid body whereby it undergoes a permanent change in shape or size when subjected to a stress exceeding a particular value, called the yield value. \{‘plas-tis-æd-e\}

plasticize [ENG] To soften a material to make it plastic or moldable by adding a plasticizer or by using heat. \{‘plas-ta-siz\}

plasticorder [ENG] Laboratory device used to predict the performance of a plastic material by measurement of temperature, viscosity, and shear-rate relationships. Also known as plasticograph. \{‘plas-to-kêrd-ær\}

plasticcoviscosity [MECH] Plasticity in which the rate of deformation of a body subjected to stresses greater than the yield stress is a linear function of the stress. \{‘plas-to-kê-nilskæs-ad-e\}

plastify See plasticate. \{‘plas-ta-fi\}

plastigraph See plasticorder. \{‘plas-to-graf\}

plastometer [ENG] Instrument used to determine the flow properties of a thermoplastic resin by forcing molten resin through a specified die opening or orifice at a given pressure and temperature. \{‘plas-ta-stim-ad-ær\}

plate [BUILD] 1. A shoe or base member, such as of a partition or other kind of frame. 2. The top horizontal member of a row of studs used in a frame wall. [DES ENG] A rolled, flat piece of metal of some arbitrary minimum thickness and width depending on the type of metal. [ELEC] 1. One of the conducting surfaces in a capacitor. 2. One of the electrodes in a storage battery. [ELECTR] See anode. \{‘plat\}

plate anemometer See pressure-plate anemometer. \{‘plat-an-æm-ad-ær\}

plate bearing test [ENG] Former method to estimate the bearing capacity of a soil, a rigid steel plate about 1 foot (30 centimeters) square was placed on the foundation level and then loaded until the foundation failed, as evidenced by rapid sinking of the plate. \{‘plat ‘ber-ing ,test\}

plate-belt feeder See apron feeder. \{‘plat ‘belt ‘fæd-ær\}

plate cam [MECH ENG] A flat, open cam that imparts a sliding motion. \{‘plat ‘kam\}

plate coil [MECH ENG] Heat-transfer device made from two metal sheets held together, one or both plates embossed to form passages between them for a heating or cooling medium to flow through. Also known as panel coil. \{‘plat ‘køj\}

plate conveyor [MECH ENG] A conveyor with a series of steel plates as the carrying medium; each plate is a short trough, all slightly overlapped to form an articulated band, and attached to one center chain or to two side chains, the chains join rollers running on an angle-iron framework and transmit the drive from the driveheads, installed at intermediate points and sometimes also at the head or tail ends. \{‘plat ko:n,vå:æ-r\}

plate cut [BUILD] The cut made in a rafter to rest on the plate. \{‘plat ‘kat\}

plate circuit [ELECTR] A printed circuit produced by electrodeposition of a conductive pattern on an insulating base. Also known as plated printed circuit. \{‘plåd-æd ‘sær-kat\}

plate printed circuit See plated circuit. \{‘plåd-æd ‘print ‘ad ‘sær-kat\}

plate efficiency [CHEM ENG] The equilibrium produced by an actual plate of a distillation column or countercurrent tower extractor compared with that of a perfect plate, expressed as a ratio. [ELECTR] See anode efficiency. \{‘plat i,fish-en-sê\}

plate feeder See apron feeder. \{‘plat ‘fæd-ær\}

plate-fin exchanger [MECH ENG] Heat-transfer device made up of a stack or layers, with each layer consisting of a corrugated fin between flat metal sheets sealed off on two sides by channels or bars to form passages for the flow of fluids. \{‘plat ‘fin iks, ‘chän-ær\}

plate girder [CIV ENG] A riveted or welded steel girder having a deep vertical web plate with a pair of angles along each edge to act as compression and tension flanges. \{‘plat ‘gård-ær\}

plate girder bridge [CIV ENG] A fixed bridge consisting, in its simplest form, of two flange plates welded to a web plate in the overall shape of an I. \{‘plat ‘gård-ær ‘brij\}

plate modulus [MECH] The ratio of the stress component \( \sigma_{x} \) in an isotropic, elastic body obeying a generalized Hooke’s law to the corresponding strain component \( S_{x} \), when the strain components \( S_{x} \) and \( S_{y} \) are 0; the sum of the Poisson ratio and twice the rigidity modulus. \{‘plat ‘mæj-æ-læs\}

platen [ENG] 1. A flat plate against which something rests or is pressed. 2. The rubber-covered roller of a typewriter against which paper is pressed when struck by the typebars. [MECH ENG] A flat surface for exchanging heat in a boiler or heat exchanger which may have extended heat transfer surfaces. \{‘plat ‘æn\}

plate-shear test [ENG] A method used to get true shear data on a honeycomb core by bonding the core between two thick steel plates and subjecting the core to shear by displacing the plates relative to each other by loading in either tension or compression. \{‘plat ‘ʃir ,test\}

plate tower [CHEM ENG] A distillation tower along the internal height of which is a series of transverse plates (bubble-cap or sieve) to force intimate contact between downward flowing liquid and upward flowing vapor. \{‘plat ‘tou-ær\}

plate-type exchanger [MECH ENG] Heat-exchange device similar to a plate-and-frame filter press; fluids flow between the frame-held plates, transferring heat between them. \{‘plat ‘tip iks, ‘chän-ær\}

plate vibrator [ENG] A mechanically operated tamper fitted with a flat base. \{‘plat ‘vibrød-ær\}

platform balance [ENG] A weighing device with a flat plate mounted above a balanced beam. \{‘plat fôrm ‘bal-æns\}

platform blowing [ENG] Special technique for
plinth block  See skirting block.  { plinth , blāk }

plot  [CIV ENG] A measured piece of land.  { plat }  
plotter  [ENG] A visual display or board on which a dependent variable is graphed by an automatically controlled pen or pencil as a function of one or more variables.  { plāt-ar }  
plotting board  [ENG] The surface portion of a plotter, on which graphs are recorded. Also known as plotting table.  { plād-iŋ , börd }  
plotting table  See plotting board.  { plād-iŋ , tá-bal }  
plough  [ENG] A groove cut lengthwise with the grain in a piece of wood.  { plāu }  
ploughed-and-tongued joint  See feather joint.  { plāud on 'tand , jōint }  
plowshare  [DES ENG] The pointed part of a moldboard plow, which penetrates and cuts the soil first.  { plāu, sher }  
plug  [ELEC] The half of a connector that is normally movable and is generally attached to a cable or removable subassembly, inserted in a jack, outlet, receptacle, or socket.  { plāg }  
plug-and-feather hole  [ENG] A hole drilled in a doorway for the purpose of splitting a block of stone by the plug-and-feather method.  { plāg on 'feth-ar , hōl }  
plug bit  See noncoring bit.  { plāg , bit }  
plug cock  See plug valve.  { plāg , kāk }  
plug cutter  [DES ENG] A device for boring out short dowels or plugs from wood that exactly match standard drill sizes.  { plāg , kād-ar }  
plug forming  [ENG] Thermoforming process for plastics molding in which a plug or male mold is used to partially preform the part before forming is completed, using vacuum or pressure.  { plāg , fɔrm-iŋ }  
plug gage  [DES ENG] A steel gage that is used to test the dimension of a hole, may be straight or tapered, plain or threaded, and of any cross-sectional shape.  { plāg , gāj }  
plugging  [ELEC] Braking an electric motor by reversing its connections, so it tends to turn in the opposite direction, the circuit is opened automatically when the motor stops, so the motor does not actually reverse.  [ENG] The formation of a barrier (plug) of solid material in a process flow system, such as a pipe or reactor.  { plāg-iŋ }  
plug meter  [ENG] A variable-area flowmeter in which a tapered plug, located in an orifice and raised until the resulting opening is sufficient to handle the fluid flow, is used to measure the flow rate.  { plāg , méd-ar }  
plug valve  [MECH ENG] A valve fitted with a plug that has a hole through which fluid flows and that is rotatable through 90° for operation in the open or closed position. Also known as plug cock.  { plāg , valv }  
plumb  [ENG] Pertaining to an object or structure in true vertical position as determined by a plumb bob.  { plām }  
plumb bob  [ENG] A weight suspended on a string to indicate the direction of the vertical.  { plām , bāb }  
plumb bond  [CIV ENG] A masonry bond in
which corresponding joints (for example, on alternate courses) are aligned. [ˈplæmˌbænd]

plumbing [CIV ENG] The system of pipes and fixtures concerned with the introduction, distribution, and disposal of water in a building. [ˈplæmˌɪŋ]

plumb line [ENG] The string on which a plumb bob hangs. [ˈplʌmˌln]

plummet [ENG] A loose-fitting metal plug in a tapered rotameter tube which moves upward (or downward) with an increase (or decrease) in fluid flow rate upward through the tube. Also known as float. [ˈplʌmˌæt]

plunge [ENG] To set the horizontal cross hair of a theodolite in the direction of a grade when establishing a grade between two points of known level. [ˈplʌŋj]

plunge grinding [MECH ENG] Grinding in which the wheel moves radially toward the work. [ˈplʌŋjˌgrɪndˌɪŋ]

plunger [DES ENG] A wooden shaft with a large rubber suction cup at the end, used to clear plumbing traps and waste outlets. [ENG] See force plug. [MECH ENG] The long rod or piston of a reciprocating pump. [ˈplʌŋjˌpɜmp]

plunger pump [MECH ENG] A reciprocating pump where the packing is on the stationary casing instead of the moving piston. [ˈplʌŋjˌpɜmp]

plunger-type instrument [ENG] Moving-iron instrument in which the pointer is attached to a long and specially shaped piece of iron that is drawn into or moved out of a coil carrying the current to be measured. [ˈplʌŋjˌtɪpˈɪnˈstraʊmənt]

pluviograph See recording rain gage. [ˈplʌvɨˈgrɑf]

pluviometer See rain gage. [ˈplʌvɨˈɒmiər]

PMOS [ELECTR] Metal-oxide semiconductors that are made on n-type substrates, and whose active carriers are holes that migrate between p-type source and drain contacts. Derived from p-channel metal-oxide semiconductor. [ˈpɛəˌmoʊs]

pneumatic [ENG] Pertaining to or operated by air or other gas. [ˈnʌmədˈɪk]

pneumatic atomizer [MECH ENG] An atomizer that uses compressed air to produce drops in the diameter range of 5–100 micrometers. [ˈnʌmədˈɪkˌædˈɛməˌmɪzˈar]

pneumatic caisson [CIV ENG] A caisson having a chamber filled with compressed air at a pressure equal to the pressure of the water outside. [ˈnʌmədˈɪkˈkɑʃənˌsæn]

pneumatic controller [MECH ENG] A device for the mechanical movement of another device (such as a valve stem) whose action is controlled by variations in pneumatic pressure connected to the control. [ˈnʌmədˈɪkˌkɑntˈrɔːlər]

pneumatic control valve [MECH ENG] A valve in which the force of compressed air against a diaphragm is opposed by the force of a spring to control the area of the opening for a fluid stream. [ˈnʌmədˈɪkˌkɑntˈrɔːlˌvɔl]

pneumatic conveyor [MECH ENG] A conveyor which transports dry, free-flowing, granular material in suspension, or a cylindrical carrier, within a pipe or duct by means of a high-velocity airstream or by pressure of vacuum generated by an air compressor. Also known as air conveyor. [ˈnʌmədˈɪkˌkænˌvɔːr]

pneumatic drill [MECH ENG] Compressed-air drill worked by reciprocating piston, hammer action, or turbo drive. [ˈnʌmədˈɪkˌdrɪl]

pneumatic drilling [MECH ENG] Drilling a hole when using air or gas in lieu of conventional drilling fluid as the circulating medium; an adaptation of rotary drilling. [ˈnʌmədˈɪkˌdrɪlˌɪŋ]

pneumatic hammer [MECH ENG] A hammer in which compressed air is utilized for producing the impacting blow. Also known as air hammer, jack hammer. [ˈnʌmədˈɪkˌhæmər]

pneumatic hoist See air hoist. [ˈnʌmədˈɪkˈhɔɪst]

pneumatic loudspeaker [ENG ACOUS] A loudspeaker in which the acoustic output results from controlled variation of an airstream. [ˈnʌmədˈɪkˌləʊdˈspɑʊkər]

pneumatic riveter [MECH ENG] A riveting machine having a rapidly reciprocating piston driven by compressed air. [ˈnʌmədˈɪkˌrɪvəˈɔdər]

pneumatic servo See valve positioner.

pneumatic servomechanism [CONT SYS] A servomechanism in which power is supplied and transmission of signals is carried out through the medium of compressed air. [ˈnʌmədˈɪkˌsɜrvəˌmənˈdʒɪzn]

pneumatic telemetering [ENG] The transmission of a pressure impulse by means of pneumatic pressure through a length of small-bore tubing; used for remote transmission of signals from primary process-unit sensing elements for pressure, temperature, flow rate, and so on. [ˈnʌmədˈɪkˌtɛləˌmɚˈtiːrnər]

pneumatic test [ENG] Pressure testing of a process vessel by the use of air pressure. [ˈnʌmədˈɪkˌtest]

pneumatic weighing system [ENG] A system for weight measurement in which the load is detected by a nozzle and balanced by modulating the air pressure in an opposing capsule. [ˈnʌmədˈɪkˌwɛɪəŋˌsɪstəm]

pn hook transistor See hook collector transistor. [ˈpɛŋˈhʌkˌtræŋˌzɪsˈtɔr]

pnip transistor [ELECTR] An intrinsic junction transistor in which the intrinsic region is sandwiched between the n-type base and the p-type collector. [ˈpɛŋˌɛnˌpɛŋˌtræŋˌzɪsˈtɔr]

pn junction [ELECTR] The interface between two regions in a semiconductor crystal which have been treated so that one is a p-type semiconductor and the other is an n-type semiconductor; it contains a permanent dipole charge layer. [ˈpɛŋˌjɛŋˌʃəŋˈʃən]

pnpp diode [ELECTR] A semiconductor device consisting of four alternate layers of p-type and n-type semiconductor material, with terminal connections to the two outer layers. Also known as npnp diode. [ˈpɛŋˌpɛŋˌˌdʌˌdʊd]
pnnp transistor  See npnp transistor. {'pNPN|pNPN tr, zis-tar}

pn( transistor  [ELECTR] A junction transistor having an n-type base between a p-type emitter and a p-type collector. {'pN|pN tr, zis-tar}

pocket  [BUILD] A recess in a wall designed to receive a folding or sliding door in the open position. [CIV ENG] A recess made in masonry to receive the end of a beam. {'pA|k ot}

pod  [DES ENG] 1. The socket for a bit in a brace. 2. A straight groove in the barrel of a pod auger. {'pA|d}

Podbielnak extractor  [CHEM ENG] A solvent-extraction device in which centrifugal action enhances liquid-liquid contact and increases resultant separation efficiency. {'pA|d bel ne, ak lKr, strak-tar}

Pohlé air lift pump  [MECH ENG] A pistonless pump in which compressed air fills the annular space surrounding the uptake pipe and is free to enter the rising column at all points of its periphery. {'pA|lA| e, 'lIt , 'pAmP}

poidometer  [ENG] An automatic weighing device for use on belt conveyors. {'pA|l'dAm-ot-ar}

Poincaré surface of section  [MECH] A method of displaying the character of a particular trajectory without examining its complete time development, in which the trajectory is sampled periodically, and the rate of change of a quantity under study is plotted against the value of that quantity at the beginning of each period. Also known as surface of section. {'pN|kA|rA| a 'sAr-fAS av 'sEk-shAN}

Poinos point  See inertia ellipsoid. {'pN|wAn'sO a'lIp, so|lID}

Poinos motion  [MECH] The motion of a rigid body with a point fixed in space and with zero torque or moment acting on the body about the fixed point. {'pN|wAn'sO mo-shAN}

Poinos's central axis  [MECH] A line through a rigid body which is parallel to the vector sum \( \mathbf{F} \) of a system of forces acting on the body, and which is located so that the system of forces is equivalent to the force \( \mathbf{F} \) applied anywhere along the line, plus a couple whose torque is equal to the component of the total torque \( \mathbf{T} \) exerted by the system in the direction \( \mathbf{F} \). {'pN|wAn-sOZ 'sen-trAl 'ak-sAS}

Poinos's method  [MECH] A method of describing Poinos motion, by means of a geometrical construction in which the inertia ellipsoid rolls on the invariable plane without slipping. {'pN|wAn'sOZ 'meth-ot-ar}

point angle  [DES ENG] The angle at the point or edge of a cutting tool. {'pO|nt 'aNG-gol}

point-bearing pile  See end-bearing pile. {'pO|nt 'bER-ingo, pil}

point-blank range  [MECH] Distance to a target that is so short that the trajectory of a bullet or projectile is practically a straight, rather than a curved, line. {'pO|nt-blank 'rAn}

point contact  [ELECTR] A contact between a specially prepared semiconductor surface and a metal point, usually maintained by mechanical pressure but sometimes welded or bonded. {'pO|nt 'kAn'tAKt}

point-contact diode  [ELECTR] A semiconductor rectifier that uses the barrier formed between a specially prepared semiconductor surface and a metal point to produce the rectifying action. {'pO|nt 'kAn'tAKt 'dI|d|t, 'o|d}

point-contact transistor  [ELECTR] A transistor having a base electrode and two or more point contacts located near each other on the surface of an n-type semiconductor. {'pO|nt 'kAn'tAKt tran, zis-tar}

pointer  [ENG] The needle-shaped rod that moves over the scale of a meter. {'pO|nt-ar}

pointing  [CIV ENG] 1. Finishing a mortar joint. 2. Pressing mortar into a raked joint. {'pO|nt-inj}

pointing trowel  [ENG] A tool used to apply pointing to the joints between bricks. {'pO|nt-inj 'trAdl}

point initiation  [ENG] Application of the initial impulse from the detonator to a single point on the main charge surface, for a cylindrical charge this point is usually the center of one face. {'pO|nt 'in, 'niSh-e'A-shAN}

point-junction transistor  [ELECTR] Transistor having a base electrode and both point-contact and junction electrodes. {'pO|nt 'juk-shen tran, zis-tar}

point of contraflexure  [MECH] A point at which the direction of bending changes. Also known as point of inflection. {'pO|nt av 'kAn-trAfleks-shAR}

point of control  [IND ENG] Fraction defective in those lots that have a probability of .50 of acceptance according to a specific sampling acceptance plan. {'pO|nt av 'kAn'tRol}

point of fall  [MECH] The point in the curved path of a falling projectile that is level with the muzzle of the gun. Also known as level point. {'pO|nt av 'fol}

point of frog  [CIV ENG] The place of intersection of the gage lines of the main track and a turnout. {'pO|nt av 'fo|g}

point of inflection  See point of contraflexure. {'pO|nt av in'fleks-shAN}

point of intersection  [CIV ENG] The point at which two straight sections or tangents to a road curve or rail curve meet when extended. {'pO|nt av 'in-tar'sEk-shAN}

point of switch  [CIV ENG] That place in a track where a car passes from the main track to a turnout. {'pO|nt av 'swich}

point of tangency  [CIV ENG] The point at which a road curve or railway curve becomes straight or changes its curvature. Also known as tangent point. {'pO|nt av 'tan-jo'n-sE}

point source  [CIV ENG] A municipal or industrial wastewater discharge through a discrete pipe or channel. {'pO|nt so|rs}

point system  [IND ENG] 1. A system of job evaluation wherein job requirements are rated according to a scale of point values. 2. A wage incentive plan based on points instead of man-hours. {'pO|nt 'sis-tom
point-to-point programming [CONT SYS] A method of programming a robot in which each major change in the robot's path of motion is recorded and stored for later use. \{`point `to `point `pɔɪ̯tˈɡram-ɪŋ \}

poison [ELECTR] A material which reduces the emission of electrons from the surface of a cathode. \{`pɔɪz-ən \}

Poison bracket [MECH] For any two dynamical variables, \(X\) and \(Y\), the sum, over all degrees of freedom of the system, of \(\partial X/\partial q(\partial Y/\partial p) - (\partial X/\partial p)(\partial Y/\partial q)\), where \(q\) is a generalized coordinate and \(p\) is the corresponding generalized momentum. \(\text{pwaɪsɔn }\text{braɪk-æt} \)

Poison number [MECH] The reciprocal of the Poison ratio. \(\text{pwaɪsɔn }\text{nʌm-ˈbɜr} \)

Poison ratio [MECH] The ratio of the transverse contracting strain to the elongation strain when a rod is stretched by forces which are applied at its ends and which are parallel to the rod's axis. \(\text{pwaɪsɔn }\text{ˈræ-ʃo} \)

polarity effect [ELECTR] An effect for which the breakdown voltage across a vacuum separating two electrodes, one of which is pointed, is much higher when the pointed electrode is the anode. \(\text{pɔɪlər-ad-ə }\text{iˌɛkt} \)

polarizability [ELEC] The electric dipole moment induced in a system, such as an atom or molecule, by an electric field of unit strength. \(\text{pɔɪlər-ɪz-əl-ət-ə }\)

polarization [ELEC] 1. The process of producing a relative displacement of positive and negative bound charges in a body by applying an electric field. 2. A vector quantity equal to the electric dipole moment per unit volume of a material. Also known as dielectric polarization, electric polarization. 3. A chemical change occurring in dry cells during use, increasing the internal resistance of the cell and shortening its useful life. \(\text{pɔɪlər-ær-ˈræ-zən-ʃan} \)

polarization charge [ELECTR] \(\text{pɔɪlər-ær-ˈræ-ˈʃzan }\text{ˈʃærɪ} \)

polarized meter [ENG] A meter having a zero-center scale, with the direction of deflection of the pointer depending on the polarity of the voltage or the direction of the current being measured. \(\text{pɔɪlər-ɛd-ə }\text{ˈmed-ər} \)

polarized-vane ammeter [ENG] An ammeter of only moderate accuracy in which the current to be measured passes through a small coil, distorting the field of a circular permanent magnet, and an iron vane aligns itself with the axis of the distorted field, the deflection being roughly proportional to the current. \(\text{pɔɪlər-ɛd-ə }\text{ˈvæn-əm,ɛd-ər} \)

polarizing pyrometer [ENG] A type of pyrometer, such as the Wanner optical pyrometer, in which monochromatic light from the source under investigation and light from a lamp with filament maintained at a constant but unknown temperature are both polarized and their intensities compared. \(\text{pɔɪlər-ɪz-ɪŋ }\text{ˈpɜrmət-ər} \)

polar radiation pattern [ACOUS] Diagram showing the strength of sound waves radiated from a loudspeaker in various directions in a given plane, or a similar response pattern for a microphone. \(\text{pɔɪlər-ˈræ-ˈpɜrmətər} \)

polar timing diagram [MECH ENG] A diagram of the events of an engine cycle relative to crankshaft position. \(\text{pɔɪlər-ˈtɪm-ɪŋ }\text{ˈdɪlə-ˈɡram} \)

polder [CIV ENG] Land reclaimed from the sea or other body of water by the construction of an embankment to restrain the water. \(\text{pɔɪlər }\)

pole [ELEC] 1. One of the electrodes in an electric cell. 2. An output terminal on a switch; a variable, all of the closed-loop poles can be arbitrarily positioned by this technique. \(\text{pɔɪl }\text{ˈlætθ }\)

pole-dipole array [ENG] An electrode array used in a lateral search conducted during a resistivity or induced polarization survey, or in drill hole logging, in which one current electrode is placed at infinity while another current electrode and two potential electrodes in proximity are moved across the structure to be investigated. \(\text{pɔɪl }\text{ˈdrələ }\)

pole-lathe [MECH ENG] A simple lathe in which the work is rotated by a cord attached to a treacle. \(\text{pɔɪl }\text{ˈlæθ }\)

pole-pole array [ENG] An electrode array, used in lateral search or in logging, in which one current electrode and the other potential electrode are kept in proximity and traversed across the structure. \(\text{pɔɪl }\text{ˈpɔl̩ə }\)

pole-positioning [CONT SYS] A design technique used in linear control theory in which many or all of a system's closed-loop poles are positioned as required, by proper choice of a linear state feedback law. If the system is controllable, all of the closed-loop poles can be arbitrarily positioned by this technique. \(\text{pɔɪl }\text{ˈpɔz-ən-ən-ɪŋ} \)

polestar recorder [ENG] An instrument used to determine approximately the amount of cloudiness during the dark hours; consists of a fixed long-focus camera positioned so that Polaris is permanently within its field of view, the apparent motion of the star appears as a circular arc on the photograph and is interrupted as clouds come between the star and the camera. \(\text{pɔɪl }\text{ˈpɔz-ən-ən-ɪŋ} \)

pole-zero configuration [CONT SYS] A plot of the poles and zeros of a transfer function in the complex plane, used to study the stability of a system, its natural motion, its frequency response, and its transient response. \(\text{pɔɪl }\text{ˈpɔl̩ə }\)

polhode [MECH] For a rotating rigid body not subject to external torque, the closed curve traced out on the inertia ellipsoid by the intersection with this ellipsoid of an axis parallel to the angular velocity vector and through the center. \(\text{pɔɪl }\text{ˈlʊd }\)

polhode cone [ENG] \(\text{pɔɪl }\text{ˈlʊd }\text{ˈkɒn} \)

poling [ELEC] Adjustment of polarity, specifically, in wire-line practice, the use of transpositions between transposition sections of open wire or between lengths of cable, to cause the residual cross-talk couplings in individual
sections or lengths to oppose another one.

polishing wheel [DES ENG] \begin{CJK}{UTF8}{min}格轮\end{CJK} An abrasive wheel used for polishing. \begin{CJK}{UTF8}{min}格轮\end{CJK} wheel

polyphase \begin{CJK}{UTF8}{min}三相\end{CJK} Having or utilizing two or more phases of an alternating-current power line.

polyphase \begin{CJK}{UTF8}{min}三相\end{CJK} circuit \begin{CJK}{UTF8}{min}三相\end{CJK} Group of alternating-current circuits (usually interconnected) which enter (or leave) a delimited region at more than two points of entry, they are intended to be so energized that, in the steady state, the alternating currents through the points of entry, and the alternating potential differences between them, all have exactly equal periods, but have differences in phase, and may have differences in waveform. \begin{CJK}{UTF8}{min}格轮\end{CJK} circuit

polyphase \begin{CJK}{UTF8}{min}三相\end{CJK} meter \begin{CJK}{UTF8}{min}三相\end{CJK} An instrument which measures some electrical quantity, such as power factor or power, in a polyphase circuit.

polyphase \begin{CJK}{UTF8}{min}三相\end{CJK} wattmeter \begin{CJK}{UTF8}{min}三相\end{CJK} An instrument that measures electric power in a polyphase circuit.

polysulfide treating \begin{CJK}{UTF8}{min}硫化物\end{CJK} A petroleum-refinery process used to remove elemental sulfur from refinery liquids by contacting them with a nonregenerable solution of sodium polysulfide.

polytropic process \begin{CJK}{UTF8}{min}多势\end{CJK} An expansion or compression of a gas in which the quantity \( pV^k \) is held constant, where \( p \) and \( V \) are the pressure and volume of the gas, and \( k \) is some constant.

PONA \begin{CJK}{UTF8}{min}PONA\end{CJK} analysis \begin{CJK}{UTF8}{min}PONA\end{CJK} American Society for Testing and Materials analysis of paraffins (P), olefins (O), naphthenes (N), and aromatics (A) in gasoline.

Ponchon-Savarit method \begin{CJK}{UTF8}{min}庞孔-萨瓦瑞特方法\end{CJK} Graphical solution on an enthalpy-concentration diagram of liquid-vapor equilibrium values between trays of a distillation column. \begin{CJK}{UTF8}{min}庞孔-萨瓦瑞特方法\end{CJK}

pond \begin{CJK}{UTF8}{min}池\end{CJK} See gram-force. \begin{CJK}{UTF8}{min}池\end{CJK}

ponding \begin{CJK}{UTF8}{min}池化\end{CJK} An accumulation of water on a flat roof because of clogged or inadequate drains. \begin{CJK}{UTF8}{min}池化\end{CJK}

pony truss \begin{CJK}{UTF8}{min}木马\end{CJK} A truss too low to permit overhead braces. \begin{CJK}{UTF8}{min}木马\end{CJK} truss

pool \begin{CJK}{UTF8}{min}池\end{CJK} \begin{CJK}{UTF8}{min}池\end{CJK} \begin{CJK}{UTF8}{min}库\end{CJK} A body of water contained in a reservoir, by a dam, or by the gates of a lock. \begin{CJK}{UTF8}{min}池\end{CJK}

Poole-Frenkel effect \begin{CJK}{UTF8}{min}波尔-弗伦克尔效应\end{CJK} \begin{CJK}{UTF8}{min}电学\end{CJK} An increase in the electrical conductivity of insulators and semiconductors in strong electric fields. \begin{CJK}{UTF8}{min}波尔-弗伦克尔效应\end{CJK}

pop action \begin{CJK}{UTF8}{min}脉动\end{CJK} \begin{CJK}{UTF8}{min}脉动\end{CJK} \begin{CJK}{UTF8}{min}波\end{CJK} The action of a safety valve as it opens under steam pressure when the valve disk is lifted off its seat. \begin{CJK}{UTF8}{min}脉动\end{CJK}

Popov’s stability criterion \begin{CJK}{UTF8}{min}波波\end{CJK} \begin{CJK}{UTF8}{min}稳定性\end{CJK} A frequency domain stability test for systems consisting of a linear component described by a transfer function preceded by a nonlinear component characterized by an input-output function), with a unity gain feedback loop surrounding the series connection. \begin{CJK}{UTF8}{min}波波\end{CJK}

poppet \begin{CJK}{UTF8}{min}芯\end{CJK} \begin{CJK}{UTF8}{min}芯\end{CJK} \begin{CJK}{UTF8}{min}寨\end{CJK} One of the timber and steel structures supporting the fore and aft ends of a ship for launching from sliding ways. \begin{CJK}{UTF8}{min}芯\end{CJK}

popping pressure \begin{CJK}{UTF8}{min}脉动\end{CJK} \begin{CJK}{UTF8}{min}脉动\end{CJK} \begin{CJK}{UTF8}{min}波\end{CJK} In compressible fluid service, the inlet pressure at which a safety valve disk opens. \begin{CJK}{UTF8}{min}脉动\end{CJK}

poppet valve \begin{CJK}{UTF8}{min}芯\end{CJK} \begin{CJK}{UTF8}{min}芯\end{CJK} \begin{CJK}{UTF8}{min}阀\end{CJK} \begin{CJK}{UTF8}{min}阀\end{CJK} A cam-operated or spring-loaded reciprocating-engine mushroom-type valve used for control of admission and exhaust of working fluid, the direction of movement is at right angles to the plane of its seat. \begin{CJK}{UTF8}{min}芯\end{CJK}

porcupine boiler \begin{CJK}{UTF8}{min}猪\end{CJK} \begin{CJK}{UTF8}{min}原\end{CJK} \begin{CJK}{UTF8}{min}锅\end{CJK} A boiler having dead end tubes projecting from a vertical shell. \begin{CJK}{UTF8}{min}猪\end{CJK}
pump in which a measured quantity of liquid is entrapped in a space, its pressure is raised, and then it is delivered, for example, a reciprocating piston-cylinder or rotary-vane, gear, or lobe mechanism. \{päzədik\}.

**positive draft** [MECH ENG] Pressure in the furnace or gas passages of a steam-generating unit which is greater than atmospheric pressure. \{päzədik\}.

**positive drive belt** See timing belt. \{päzədik\}.

**positive electrode** See anode. \{päzədik\}.

**positive feedback** [CONT SYS] Feedback in which a portion of the output of a circuit or device is fed back in phase with the input so as to increase the total amplification. Also known as reaction (British usage), regeneration, regenerative feedback, retroaction (British usage). \{päzədik\}.

**positive mold** [ENG] A plastics mold designed to trap all of the molding resin when the mold closes. \{päzədik\}.

**positive motion** [MECH ENG] Motion transferred from one machine part to another without slippage. \{päzədik\}.

**positive temperature coefficient** [THERMO] The condition wherein the resistance, length, or some other characteristic of a substance increases when temperature increases. \{päzədik\}.

**positive terminal** [ELEC] The terminal of a battery or other voltage source toward which electrons flow through the external circuit. \{päzədik\}.

**potentiometer** [ENG] An instrument that uses photomultiplier tubes in combination with scintillation counters to detect oppositely directed gamma-ray pairs resulting from the annihilation with electrons of positrons emitted by short-lived radioisotopes used as tracers in the human body. \{päzədik\}.

**potential** [ENG] * electric potential. \{päten\}.

**potential difference** [ELEC] Between any two points, the work which must be done against electric forces to move a unit charge from one point to the other. Abbreviated PD. \{päten\}.

**potential divider** See voltage divider. \{päten\}.

**potential drop** [ELEC] The potential difference between two points in an electric circuit. \{päten\}.

**potential energy** [MECH] The capacity to do work that a body or system has by virtue of its position or configuration. \{päten\}.

**potential flow analyzer** See electrolytic tank. \{päten\}.

**potential gradient** [ELEC] Difference in the values of the voltage per unit length along a conductor or through a dielectric. \{päten\}.

**potential temperature** [THERMO] The temperature that would be reached by a compressible fluid if it were adiabatically compressed or expanded to a standard pressure, usually 1 bar. \{päten\}.

**postbeam** [ELEC] Angle between the primary voltage vector and the secondary voltage vector reversed; this angle is conveniently considered as positive when the reversed, secondary voltage vector leads the primary voltage vector. \{päten\}.

**posthole** [CIV ENG] A hole bored in the ground to hold a fence post. \{pästen\}.

**postsynchronizing studio** See ADR studio. \{pästen\}.

**posttensioning** [ENG] Compressing of cast concrete beams or other structural members to impart the characteristics of prestressed concrete. \{pästen\}.

**potemphasis** See deemphasis. \{pösten\}.

**postequalization** See deemphasis. \{pösten\}.

**postforming** [ENG] Forming, bonding, or shaping of heated, flexible thermoset laminates before the final thermoset reaction has occurred; upon cooling, the formed shape is held. \{pöform\}.

**postgland** \{pögon\}.

**posthole** [CIV ENG] A hole bored in the ground to hold a fence post. \{pösten\}.

**posttensioning** [ENG] Compressing of cast concrete beams or other structural members to impart the characteristics of prestressed concrete. \{pösten\}.

**potentiometer** [ELEC] A resistor having a continuously adjustable sliding contact that is generally mounted on a rotating shaft, used chiefly as a voltage divider. Also known as pot (slang). \{ELEC\} A device for the measurement of an electromotive force by comparison with a known potential difference. \{pöten\}.

---

417
potentiometric controller [CONT SYS] A controller that operates on the null balance principle, in which an error signal is produced by balancing the sensor signal against a set-point voltage in the input circuit; the error signal is amplified for use in keeping the load at a desired temperature or other parameter. (pətən-ché-o-mé-trik kontrôl-ər)

dentist [ENG] An automatic laboratory instrument that controls the potential of a working electrode to within certain limits during coulometric (electrochemical reaction) titrations. (pə-téns-ō-tahst)

pot [ENG] 1. A furnace containing several pots in which glass is melted. 2. A furnace in which the charge is contained in a pot or crucible. (pɔt, far-nəs)

dot hole [CIV ENG] A pot-shaped hole in a pavement surface. (pɔt, hol)

Polier [ELEC] Vector diagram showing the voltage and current relations in an alternating-current generator. (pɔlīər, dī-ər-gən-ər)

pot life [CHEM ENG] See work life. [ENG] The period of time during which paint remains useful after its original package has been opened or after a catalyst or other additive has been incorporated. Also known as spreadable life, usable life. (pɔt, liff)

potometer [ENG] A device for measuring transpiration, consisting of a small vessel containing water and sealed so that the only escape of moisture is by transpiration from a leaf, twig, or small plant with its cut end inserted in the water. (pɔtəm-ət-ər)

potomology [CIV ENG] The systematic study of the factors affecting river channels to provide the basis for predictions of the effects of proposed engineering works on channel characteristics. (tə-məl-i-jə-

pot plunger [ENG] A plunger used to force soft specified test conditions to determine the American Society for Testing and Materials (ASTM) cavity of a transfer mold. (pət-ən-ché-ə, stat)

potplunger [ENG] A revolving horizontal plunger used to force soft-ened plastic molding material into the closed cavity of a transfer mold. (pətplənjer)

potlife [CHEM ENG] Pot life. (pət-lif)

pot hole [ENG] A pot-shaped hole in a pavement surface. (pət, hol)

Poliér [ELEC] Vector diagram showing the voltage and current relations in an alternating-current generator. (pɔlīər, dī-ər-gən-ər)

pot life [CHEM ENG] See work life. [ENG] The period of time during which paint remains useful after its original package has been opened or after a catalyst or other additive has been incorporated. Also known as spreadable life, usable life. (pɔt, liff)

potometer [ENG] A device for measuring transpiration, consisting of a small vessel containing water and sealed so that the only escape of moisture is by transpiration from a leaf, twig, or small plant with its cut end inserted in the water. (pɔtəm-ət-ər)

potomology [CIV ENG] The systematic study of the factors affecting river channels to provide the basis for predictions of the effects of proposed engineering works on channel characteristics. (tə-məl-i-jə-

pot plunger [ENG] A plunger used to force soft-ened plastic molding material into the closed cavity of a transfer mold. (pət-ən-ché-ə, stat)

potlife [CHEM ENG] Pot life. (pət-lif)

pot hole [ENG] A pot-shaped hole in a pavement surface. (pət, hol)
power resistor
power saw

to many kilowatts, and cooled by air convection, air blast, or water. [ˈpɔːr-ər, rɪ,ziː- tɔr]

power saw [MECH ENG] A power-operated woodworking saw, such as a bench or circular saw. [ˈpɔːr-ər, sɔːr]

power semiconductor [ELECTR] A semiconductor device capable of dissipating appreciable power (generally over 1 watt) in normal operation; may handle currents of thousands of amperes or voltages up into thousands of volts, at frequencies up to 10 kilohertz. [ˈpɔːr-ər, ˈsɛm- iːkən,dək- tɔr]

power shovels [MECH ENG] A power-operated shovel that carries a short boom on which rides a movable dipper stick carrying an open-topped bucket, used to excavate and remove debris. [ˈpɔːr-ər, ˈʃɔv-əl]

power slips See automatic slips. [ˈpɔːr-ər, ˈslips]

power station See generating station. [ˈpɔːr-ər, ˈstɑːr-ən]

power steering [MECH ENG] A steering control system for a propelled vehicle in which an auxiliary power source assists the driver by providing the major force required to direct the road wheels. [ˈpɔːr-ər, ˈstər-ɪŋ]

power stroke [MECH ENG] The stroke in an engine during which pressure is applied to the piston by expanding steam or gases. [ˈpɔːr-ər, ˈstroʊk]

power supply circuit [ELEC] An electrical network used to convert alternating current to direct current. [ˈpɔːr-ər, ˈsɑːr-ɪl, ˈsɑr-əkat]

power switch [ELEC] An electric switch which energizes or deenergizes an electric load; ranges from ordinary wall switches to load-break switches and disconnecting switches in power systems operating at voltages of hundreds of thousands of volts. [ˈpɔːr-ər, ˈswɪtʃ]

power train [MECH ENG] The part of a vehicle connecting the engine to propeller or driven axle; may include drive shaft, clutch, transmission, and differential gear. Also known as drive train. [ˈpɔːr-ər, ˈtræin]

power transformer [ELEC] An iron-core transformer having a primary winding that is connected to an alternating-current power line and one or more secondary windings that provide different alternating voltage values. [ˈpɔːr-ər, ˈtrænz, fɔːr-əmər]

power transistor [ELECTR] A junction transistor designed to handle high current and power; used chiefly in audio and switching circuits. [ˈpɔːr-ər, ˈtrænz, ˈzɪs- tɔr]

power transmission line [ELEC] The facility in an electric power system used to transfer large amounts of power from one location to a distant location; distinguished from a subtransmission or distribution line by higher voltage, greater power capability, and greater length. Also known as electric main, main (both British usages). [ˈpɔːr-ər, ˈtrænz, mɪʃ-ən, ˈlɪn]

power transmission tower [ELEC] A rigid steel tower supporting a high-voltage electric power transmission line, having a large enough spacing between conductors, and between conductors and ground, to prevent corona discharge. [ˈpɔːr-ər, ˈtrænz, mɪʃ-ən, ˈtɔːr-ər]

power winding [ELEC] In a saturable reactor, a winding to which is supplied the power to be controlled; commonly the functions of the output and power windings are accomplished by the same winding, which is then termed the output winding. [ˈpɔːr-ər, ˈwɪnd-ɪŋ]

Poynting effect [MECH] The effect of torsion of a very long cylindrical rod on its length. [ˈpɔɪnt-ɪŋ, ɪˌfekt]

Poynting's law [THERMO] A special case of the Clapeyron equation, in which the fluid is removed as fast as it forms, so that its volume may be ignored. [ˈpɔɪnt-ɪŋˌ, ˈlɔː]

pp junction [ELECTR] A region of transition between two regions having different properties in p-type semiconducting material. [ˈpɛpˌ, ˈjæŋk-ʃan]

practical entropy See virtual entropy. [ˈpræk-ˈti-kəl, ˈvɜːr-tʃuəl-ən]

Prandtl number [THERMO] A dimensionless number used in the study of forced and free convection, equal to the dynamic viscosity times the specific heat at constant pressure divided by the thermal conductivity. Symbolized \( \text{Pr} \). [ˈprɑːntəl, ˈnæm-bər]

Pratt truss [CIV ENG] A truss having both vertical and diagonal members between the upper and lower chords, with the diagonals sloped toward the center. [ˈprɑːt, ˈtrʌs]

preamplifier [ELECTR] An amplifier whose primary function is boosting the output of a low-level audio-frequency, radio-frequency, or microwave source to an intermediate level so that the signal may be further processed without appreciable degradation of the signal-to-noise ratio of the system. Also known as preliminary amplifier. [ˈprɛm-ə-pləˌfɪər]

reassembled [ENG] Assembled beforehand. [ˈprɛs-əm-bəld]

prebreaker [MECH ENG] Device used to break down large masses of solids prior to feeding them to a crushing or grinding device. [ˈprɛ, ˈbræk-ər]

precedence diagram method [IND ENG] A technique for constructing a network in which the activities are represented by symbols that are connected by lines to indicate the logical relationships between them. Abbreviated PDM. [ˈpres-əd-əns dəˌrəˌɡərm, ˈmɛθ-əd]

precession [MECH] The angular velocity of the axis of spin of a spinning rigid body, which arises as a result of external torques acting on the body. [ˈprɛs-əsĕn]

precessional torque [MECH] A torque which causes a rotating body to precess. [ˈprɛs-əsĕn-əl, ˈtɔrk]

prechlorination [CIV ENG] Chlorination of water before filtration. [ˈprɛ,klər-ən, ˈnæn-ən]

precipitation gage [ENG] Any device that measures the amount of precipitation, principally, a rain gage or snow gage. [ˈprɛ, sɪp-ər-ən, ˈʃæn]
press polish See electrostatic precipitator.  
precision block See gage block.  
precision depth recorder [ENG] A machine that plots sonar depth soundings on electro-sensitive paper, can plot variations in depth over a range of 400 fathoms (730 meters) on a paper 18.85 inches (47.9 centimeters) wide. Abbreviated PDR. Also known as precision graphic recorder (PGR).  
precision graphic recorder See precision depth recorder.  
precoat filter [ENG] A device designed to filter solid particles from a liquid-solid slurry after a precoat of builtup solid material (filter aid or filtered solid) has been applied to the inner surface of the filter medium.  
precoating [ENG] The depositing of an inert material, such as filter aid, onto the filter medium prior to the filtration of suspended solids from a solid-liquid slurry.  
precooler [MECH ENG] A device for reducing the temperature of a working fluid before it is used by a machine.  
preferential shop [IND ENG] An establishment in which preference is given to union members in hiring, layoffs, and dismissals, with the understanding that nonunion workers may be employed without being required to join the union when the union cannot supply workers.  
prefilter [ENG] Filter used to remove gross solid contaminants before the liquid stream enters a separator-filter.  
preform [ENG] 1. A preshaped fibrous reinforcement. 2. A compact mass of premixed plastic material that has been prepared for convenient handling and control of uniformity during the mold loading process.  
preheater [MECH ENG] A device for preliminary heating of a material, substance, or fluid that will undergo further use or treatment by heating.  
preheat roll [ENG] In plastic-extrusion coating, the heated roll between the pressure roll and the unwind roll, used to heat the substrate before it is coated.  
preignition [MECH ENG] Ignition of the charge in the cylinder of an internal combustion engine before ignition by the spark.  
preimpregnation [ENG] The mixing of a plastic resin with reinforcing material or substrate before molding takes place.  
preloading [ENG] For back-pressure-control gas valves, a weight or spring device to control the gas pressure at which the valve will open or close.  
premix [ENG] In plastics molding, materials in which the resin, reinforcement, extenders, fillers, and so on have been premixed before molding.  
premix gas burner [ENG] Fuel (gas or oil) burner in which fuel and air are premixed prior to ignition in the combustion chamber.  
preplastication [ENG] A reinforced-plastics term for chamber before the main combustion space of a turbine or reciprocating engine in which combustion is initiated.  
prepreg [ENG] A reinforced-plastics term for the reinforcing material that contains or is combined with the full complement of resin before the molding operation.  
preprogrammed robot [CONT SYS] A robot that cannot adapt itself to the task it is carrying out, and must follow a built-in program. Also known as sequence robot.  
preset guidance [ENG] Guidance in which a predetermined path is set into the guidance mechanism of a craft, drone, or missile and is not altered after launching.  
preset tool [MECH ENG] A machine tool that is used to set an initial value of a parameter controlling another device.  
press [MECH ENG] Any of various machines by which pressure is applied to a workpiece, by which a material is cut or shaped under pressure, by which a substance is compressed, or by which liquid is expressed.  
press bonding [ENG] A method of bonding structures or materials through the application of pressure by a platen press or other tool.  
pressed loading [ENG] A loading operation in which bulk material, such as an explosive in granular form, is reduced in volume by the application of pressure.  
press fit [ENG] An interference or force fit assembled through the use of a press. Also known as force fit.  
pressing [ENG ACOUS] A phonograph record produced in a record-molding press from a master or stamper.  
press polish [ENG] High-sheen finish on plastic sheet stock produced by contact with a smooth metal under heat and pressure.
press slide

press slide  [MECH ENG] The reciprocating member of a power press on which the punch and upper die are fastened. {‘presˌslid} pressure  [MECH] A type of stress which is exerted uniformly in all directions, its measure is the force exerted per unit area. {‘presˌər} pressure altimeter  [ENG] A highly refined aneroid barometer that precisely measures the pressure of the air at the altitude an aircraft is flying, and converts the pressure measurement to an indication of height above sea level according to a standard pressure-altitude relationship. Also known as barometric altimeter. {‘presˌər əlˈtimərətər} pressure angle  [MECH ENG] The angle that the line of force makes with a line at right angles to the center line of two gears at the pitch points. {‘presˌər əŋˈɡəl} pressure bag  [ENG] A bag made of rubber, plastic, or other impermeable material that provides a flexible barrier between the pressure medium and the part being bonded. {‘presˌər əbæɡ} pressure bar  [MECH ENG] A bar that holds the edge of a metal sheet during press operations, such as punching, stamping, or forming, and prevents the sheet from buckling or becoming crimped. {‘presˌər əˈbɑːr} pressure-base factor  [CHEM ENG] Factor used in orifice pressure-drop calculations to allow for conditions where the pressure base used for calculating the orifice factor is not 14.73 pounds per square inch absolute (101.56 megapascals); calculated as \( F_b = 14.73 / \text{pressure base} \) (absolute). {‘presˌər əˌbæsˌfæktər} pressure bulb  [CIV ENG] The zone in a loaded soil mass bounded by an arbitrarily selected isobar of stress. {‘presˌər əˈbɑlb} pressure carburetor  See injection carburetor. {‘presˌər əˈkærˌboʊrətər} pressure chamber  [ENG] A chamber in which an artificial environment is established at low or high pressures to test equipment under simulated conditions of operation. {‘presˌər əˈtʃæmər} pressure coefficient  [THERMO] The ratio of the fractional change in pressure to the change in temperature under specified conditions, usually constant volume. {‘presˌər əˌkoʊˌiˌfishənt} pressure-containing member  [MECH ENG] The part of a pressure-relieving device which is in direct contact with the pressurized medium in the vessel being protected. {‘presˌər əˌkɒrˌtäntəniˌʤəˌmɛmˌbər} pressure control  [ENG] Any device or system able to maintain, raise, or lower the pressure in a vessel or processing system as desired. {‘presˌər əˌkɔnˌtrəl} pressure cooker  [ENG] An autoclave designed for high-temperature cooking. {‘presˌər əˌkʊkər} pressure deflection  [ENG] In a Bourdon or bellows-type pressure gage, the deflection or movement of the primary sensing element when pressured by the fluid being measured. {‘presˌər əˈdiˌfleksənən} pressure-drop manometer  [ENG] Manometer device (liquid-filled U tube) open at both ends, each end connected by tubing to a different location in a flow system (such as fluid- or gas-carrying pipe) to measure the drop in system pressure between the two points. {‘presˌər əˌdræpˈmænˌətər} pressure dye test  [ENG] A leak detection method in which a pressure vessel is filled with liquid dye and is pressurized under water to make possible leakage paths visible. {‘presˌər əˈdɪˌtest} pressure elements  [ENG] Those portions of a pressure-measurement gage which are moved or temporarily deformed by the gas or liquid of the system to which the gage is connected, the amount of movement or deformation is proportional to the pressure and is indicated by the position of a pointer or movable needle. {‘presˌər əˌeləˌməns} pressure forming  [ENG] A plastics thermoforming process using pressure to push the plastic sheet to be formed against the mold surface, as opposed to using vacuum to suck the sheet flat against the mold. {‘presˌər əˌfɔrməŋ} pressure gage  [ENG] An instrument having metallic sensing element (as in a Bourdon pressure gage or aneroid barometer) or a piezoelectric crystal (as in a quartz pressure gage) to measure pressure. {‘presˌər əˈgæj} pressure hydrophone  [ENG ACOUS] A pressure microphone that responds to waterborne sound waves. {‘presˌər əˌhaɪˈdrɔʊfoʊn} pressure measurement  [ENG] Measurement of the internal forces of a process vessel, tank, or piping caused by pressurized gas or liquid; can be for a static or dynamic pressure, in English or metric units, either absolute (total) or gage (absolute minus atmospheric) pressure. {‘presˌər əˌmɛrəˌkroʊˌmənt} pressure microphone  [ENG ACOUS] A microphone whose output varies with the instantaneous pressure produced by a sound wave acting on a diaphragm; examples are capacitor, carbon, crystal, and dynamic microphones. {‘presˌər əˌmiˌkrəˌfɔŋ} pressure pad  [ENG] A steel reinforcement in the face of a plastics mold to help the land absorb the closing pressure. [ENG ACOUS] A felt pad mounted on a spring arm, used to hold magnetic tape in close contact with the head on some tape recorders. {‘presˌər əˌpæd} pressure pillow  [ENG] A mechanical-hydraulic snow gage consisting of a circular rubber or metal pillow filled with a solution of antifreeze and water, and containing either a pressure transducer or a riser pipe to record increase in pressure of the snow. {‘presˌər əˌpɪləˌoʊ} pressure plate  [MECH ENG] The part of an automobile disk clutch that presses against the flywheel. {‘presˌər əˌplæt} pressure-plate anemometer  [ENG] An anemometer which measures wind speed in terms of the drag which the wind exerts on a solid body, may be classified according to the means
by which the wind drag is measured. Also known as plate anemometer. \( \text{'presh-or plät, ar-o'-mār, ar-or'} \)

**pressure process.** [CHEM ENG] Treatment of timber to prevent decay by forcing a preservative such as creosote and zinc chloride into the cells of the wood. \( \text{'presh-ar, prä-sas} \)

**pressure rating** [ENG] The operating (allowable) internal pressure of a vessel, tank, or piping used to hold or transport liquids or gases. \( \text{'presh-ar, rād-i-ni} \)

**pressure-regulating valve** [ENG] A valve that releases or holds process-system pressure (that is, opens or closes) either by preset spring tension or by actuation by a valve controller to assume any desired position between full open and full closed. \( \text{'presh-ar ‘reg-yā,läd-i-ni, valv} \)

**pressure regulator** [ENG] Open-close device used on the vent of a closed, gas-pressured system to maintain the system pressure within a specified range. \( \text{'presh-ar ‘reg-yā,läd-ar} \)

**pressure relief** [ENG] A valve or other mechanical device (such as a rupture disk) that eliminates system overpressure by allowing the controlled or emergency escape of liquid or gas from a pressurized system. \( \text{'presh-ar ri,lēf} \)

**pressure-relief device** [MECH ENG] 1. In pressure vessels, a device designed to open in a controlled manner to prevent the internal pressure of a component or system from increasing beyond a specified value, that is, a safety valve. 2. A spring-loaded machine part which will yield, or deflect, when a predetermined force is exceeded. \( \text{'presh-ar ri,lēf, dī,viś} \)

**pressure-relief valve** [MECH ENG] A valve which relieves pressure beyond a specified limit and recloses upon return to normal operating conditions. \( \text{'presh-ar ri,lēf ,valv} \)

**pressure-retaining member** [MECH ENG] That part of a pressure-relieving device loaded by the restrained pressurized fluid. \( \text{'presh-ar ri’tā-ni-ni ,mem-bar} \)

**pressure roll** [ENG] In plastics-extrusion coating, the roll that with the chill roll applies pressure to the substrate and the molten extruded web. \( \text{'presh-ar, rōl} \)

**pressure seal** [ENG] A seal used to make pressure-proof the interface (contacting surfaces) between two parts that have frequent or continual relative rotational or translational motion. \( \text{'presh-ar ,sēl} \)

**pressure still** [CHEM ENG] A continuous-flow, petroleum-refinery still in which heated oil (liquid and vapor) is kept under pressure so that it will crack (decompose into smaller molecules) to produce lower-boiling products (pressure distillate or pressure naphtha). \( \text{'presh-ar ,stil} \)

**pressure storage** [ENG] The storage of a volatile liquid or liquefied gas under pressure to prevent evaporation. \( \text{'presh-ar, stör-i-j} \)

**pressure switch** [ELEC] A switch that is actuated by a change in pressure of a gas or liquid. \( \text{'presh-ar, switch} \)

**pressure system** [ENG] Any system of pipes, vessels, tanks, reactors, and other equipment, or interconnections thereof, operating with an internal pressure greater than atmospheric. \( \text{'presh-ar, sim-ar} \)

**pressure tank** [CHEM ENG] A pressurized tank into which timber is inserted for impregnation with preservative. \( \text{'presh-ar ‘tank} \)

**pressure tap** [ENG] A small perpendicular hole in the wall of a pressurized, fluid-containing pipe or vessel, used for connection of pressure-sensitive elements for the measurement of static pressures. Also known as piezometer opening, static pressure tap. \( \text{'presh-ar ‘tapp} \)

**pressure transducer** [ENG] An instrument component that detects a fluid pressure and produces an electrical signal related to the pressure. Also known as electrical pressure transducer. \( \text{'presh-ar tranz,dū-sar} \)

**pressure-travel curve** [MECH] Curve showing pressure plotted against the travel of the projectile within the bore of the weapon. \( \text{'presh-ar ‘trav-əl, kərv} \)

**pressure-treater** [CHEM ENG] Any chemical treating device operated at higher-than-atmospheric pressure, as in the chemical and petroleum industries. \( \text{'presh-ar ‘trēd-ar} \)

**pressure-tube anemometer** [ENG] An anemometer which derives wind speed from measurements of the dynamic wind pressures; wind blowing into a tube develops a pressure greater than the static pressure, while wind blowing across a tube develops a pressure less than the static; this pressure difference, which is proportional to the square of the wind speed, is measured by a suitable manometer. \( \text{'presh-ar ‘trēd-ar} \)

**pressure tunnel** [CIV ENG] A waterway tunnel under pressure because the hydraulic gradient lies above the tunnel crown. \( \text{'presh-ar ‘tān-əl} \)

**pressure vector** [IND ENG] A stress on the human body produced at the interface between the operator and the equipment during the use of hand tools or other equipment, and described in terms of direction and magnitude. \( \text{'presh-ar ‘vek-tər} \)

**pressure vessel** [ENG] A metal container, generally cylindrical or spheroid, capable of withstanding bursting pressures. \( \text{'presh-ar ‘vēs-əl} \)

**pressurization** [ENG] 1. Use of an inert gas or dry air, at several pounds above atmospheric pressure, inside the components of a radar system or in a sealed coaxial line, to prevent corrosion by keeping out moisture, and to minimize high-voltage breakdown at high altitudes. 2. The act of maintaining normal atmospheric pressure in a chamber subjected to high or low external pressure. \( \text{'presh-ar ‘za-zan} \)

**pressurize** [ENG] To maintain normal atmospheric pressure in a chamber subjected to high or low external pressures. \( \text{'presh-ar, rīz} \)
pressurized blast furnace

**pressurized blast furnace** [ENG] A blast furnace operated under pressure above the ambient, pressure is obtained by throttling the off-gas line, which permits a greater volume of air to be passed through the furnace at a lower velocity, and results in increase in smelting rate. ('presh-zərˌfizən blast, -fər-nəs)

**presswork** [ENG] The entire range of bending and drawing operations in the cold forming of sheet metal products. ('presˌwark)

**prestress** [ENG] To apply a force to a structure to condition it to withstand its working load more effectively or with less deflection. ({prēˈstrēs})

**pretensioning** [ENG] Process of precasting concrete beams with tensioned wires embedded in them. Also known as Hoyer method of prestressing. ({preshˈtenˌshan-ən})

**pretersonics** See acoustoelectronics. ({prēˈtərˌsoniks})

**pretravel** [CONT SYS] The distance or angle through which the actuator of a switch moves from the free position to the operating position. ('prēˌtravəl)

**preventive maintenance** [ENG] A procedure of inspecting, testing, and reconditioning a system at regular intervals according to specific instructions, intended to prevent failures in service or to retard deterioration. ({préˈventətiv 'prevenətərē-ənˈsənz})

**Price meter** [ENG] The ocean current meter in use in the United States: six conical cups, mounted around a vertical axis, rotate and cause a signal in a set of headphones with each rotation; tail vanes and a heavy weight stabilize the instrument. ('priˌvenˌtiv 'preˈvəntərē-ənˈsənz)

**prick punch** [DES ENG] A tool that has a sharp conical point ground to an angle of 30–60°; used to make a slight indentation on a workpiece to locate the intersection of centerlines. ('prīkˌpunch)

**prill** [CHEM ENG] To form pellet-sized crystals or agglomerates of material by the action of upward-blowing air on falling hot solution; used in the manufacture of ammonium nitrate and urea fertilizers. (pril)

**primary air** [MECH ENG] That portion of the combustion air introduced with the fuel in a burner. ('prīˌmeirˈe ir)

**primary breaker** [MECH ENG] A machine which takes over the work of size reduction from blasting operations, crushing rock to maximum size of about 2-inch (5-centimeter) diameter, may be a gyratory crusher or jaw breaker. Also known as primary crusisher. ('prīˌmeirˈe krəˈrē)

**primary creep** [MECH ENG] The initial high strain-rate region in a material subjected to sustained stress. ('prīˌmeirˈe krəp)

**primary crusher** See primary breaker. ('prīˌmeirˈe krəˈrē)

**primary detector** See sensor. ('prīˌmeirˈe dəˈtektər)

**primary drilling** [ENG] The process of drilling holes in a solid rock ledge in preparation for a blast by means of which the rock is thrown down. ('prīˌmeirˈe drəlˌing)

**primary energy** [ENG] Energy that exists in a naturally occurring form, such as coal, before being converted into an end-use form. ('prīˌmeirˈe enˈeərˌjē)

**primary excavation** [ENG] Digging performed in undisturbed soil. ('prīˌmeirˈe ˌeksˌkəˌvəˈkeiʃən)

**primary instrument** [ENG] A measuring instrument that can be calibrated without reference to another instrument. ('prīˌmeirˈe ˌinˈstrəˌmant)

**primary measuring element** [ENG] The portion of a measuring or sensing device that is in direct contact with the variables being measured (such as temperature, pressure, pH, or velocity). ('prīˌmeirˈe ˌmēzhəˌrēˌjēˌsəˌmənt)

**primary phase** [THERMO] The only crystalline phase capable of existing in equilibrium with a given liquid. ('prīˌmeirˈe ˌfāz)

**primary phase region** [THERMO] On a phase diagram, the locus of all compositions having a common primary phase. ('prīˌmeirˈe ˌfāzˌ rēˈdənˌsənz)

**primary radar** [ENG] Radar in which the incident beam is reflected from the target to form the return signal. Also known as primary surveillance radar (PSR). ('prīˌmeirˈe ˌrāˌdār)

**primary sewage sludge** [CIV ENG] A semifluid waste resulting from sedimentation with no additional treatment. ('prīˌmeirˈe ˌsəˌdāˌjēˌslādʒ)

**primary stress** [MECH] A normal or shear stress component in a solid material which results from an imposed loading and which is under a condition of equilibrium and is not self-limiting. ('prīˌmeirˈe ˌstres)

**primary surveillance radar** See primary radar. ('prīˌmeirˈe ˌsəˌvərəlˈreɪˌdərˌrāˌdār)

**primary treatment** [CIV ENG] Removal of floating solids and suspended solids, both fine and coarse, from raw sewage. ('prīˌmeirˈe ˈtrēˌmənt)

**prime** [ENG] 1. Main or primary, as in prime contractor. 2. In blasting, to place a detonator in a cartridge or charge of explosive. 3. To treat wood with a primer or penetrant primer. 4. To add water to a pump to enable it to begin pumping. ('prīm)

**prime contractor** [ENG] A contractor having a direct contract for an entire project; the contractor may in turn assign portions of the work to subcontractors. ('prīmˈkänˌtrakˈtar)

**prime mover** [MECH ENG] 1. The component of a power plant that transforms energy from the thermal or the pressure form to the mechanical form. 2. A tractor or truck, usually with four-wheel drive, used for hauling tasks. ('prīmˈmuvər)
principal plane of stress [MECH] For a point in an elastic body, a plane at that point across which the shearing stress vanishes. {ˈprɪn-sə-pəl prəˈlæn əv ˈstreɪs}

principal strain [MECH] The elongation or compression of one of the principal axes of strain relative to its original length. {ˈprɪn-sə-pəl strən}

principal stress [MECH] A stress occurring at right angles to a principal plane of stress. {ˈprɪn-sə-pəl ˈstreɪs}

principle of coincidence [ENG] The principle of operation of a vernier, according to which the fraction of the smallest division of the main scale is determined by the division of the vernier which is exactly in line with a division of the main scale. {ˈprɪn-sə-pəl əv koʊˈɪn-sə-dəns}

principle of dynamical similarity [MECH] The principle that two physical systems which are geometrically and kinematically similar at a given instant, and physically similar in constitution, will retain this similarity at later corresponding instants if and only if the Froude number 1 for each independent type of force has identical values in the two systems. Also known as similarity principle. {ˈprɪn-sə-pəl əv ˈdɪfɜːnmənˌəl, ˈsɪmələˈlɑːrdədədədə}

principle of inaccessibility See Carathéodory's principle. {ˈprɪn-sə-pəl əv ˈkærəθiˈdɔrəs əbilədədə}

principle of least action [MECH] The principle that, for a system whose total mechanical energy is conserved, the trajectory of the system in configuration space is that path which makes the value of the action stationary relative to nearby paths between the same configurations and for which the energy has the same constant value. Also known as least-action principle. {ˈprɪn-sə-pəl əv ˈleɪst ˈæk-shən}

principle of optimality [CONT SYS] A principle which states that for optimal systems, any portion of the optimal state trajectory is optimal between the states it joins. {ˈprɪn-sə-pəl əv,əpˈtɑːrˈmalədədədə}

principle of reciprocity See reciprocity theorem. {ˈprɪn-sə-pəl əv, ˌrekərˈsɪpəəˌθiːmər}

principle of superposition [ELEC] 1. The principle that the total electric field at a point due to the combined influence of a distribution of point charges is the vector sum of the electric field intensities which the individual point charges would produce at that point if each acted alone. 2. The principle that, in a linear electrical network, the voltage or current in any element resulting from several sources acting together is the sum of the voltages or currents resulting from each source acting alone. Also known as superposition theorem. [MECH] The principle that when two or more forces act on a particle at the same time, the resultant force is the vector sum of the two. {ˈprɪn-sə-pəl əv, ˈsuːpəˌprəˈzərəbədədədə}

principle of virtual work [MECH] The principle that the total work done by all forces acting on a system in static equilibrium is zero for any infinitesimal displacement from equilibrium which is consistent with the constraints of the
system. Also known as virtual work principle. (ˈprɪn-sə-pəl əv ˈvɑr-chə-wəl, ˈwɜrk)

**printed circuit** [ELECTR] A conductive pattern that may or may not include printed components, formed in a predetermined design on the surface of an insulating base in an accurately repeatable manner. (ˈprɪnt-ad ˈsɑr-kɑt)

**printed circuit board** [ELECTR] A flat board whose front contains slots for integrated circuit chips and connections for a variety of electronic components, and whose back is printed with electrically conductive pathways between the components. Also known as circuit board. (ˈprɪnt-ad ˈsɑr-kɑt, ˈbɔrd)

**printed wiring board** [ELECTR] A copper-clad dielectric material with conductors etched on the external or internal layers. (ˈprɪnt-wɪrɪŋ, ˈbɔrd)

**prior-art search** [ENG] 1. A search for prior art which may possibly anticipate an invention which is being considered for patentability. 2. A similar search but for the purpose of determining what the status of existing technology is before going ahead with new research; it is done to avoid unwittingly retracing new steps taken by other workers in the field. (ˈprɪ-ərt ˈɑrt, ˈsɜrچ)

**prismatic astrolabe** [ENG] A surveying instrument that makes use of a pan of mercury forming an artificial horizon, and a prism mounted in front of a horizontal telescope to determine the exact times at which stars reach a fixed altitude, and thereby to establish an astronomical position. (ˈprɪz-mæd-ɪk ˈəstrələb)

**prismatic compass** [ENG] A hand compass used by surveyors which is equipped with a prism that allows the compass to be read while the site is being taken. (ˈprɪz-mæd-ɪk ˈkæm-pæs)

**prism joint** [MECH ENG] A robotic articulation that has only one degree of freedom, in sliding section only. (ˈprɪz-əm, ˈʒɔɪnt)

**prism level** [ENG] A surveyor’s level with prisms that allow the levelman to view the level bubble without moving his eye from the telescope. (ˈprɪz-əm ˈlevəl)

**probe** [ENG] A small tube containing the sensing element of electronic equipment, which can be lowered into a borehole to obtain measurements and data. (ˈprəb)

**probe gas** [ENG] Tracer gas emitted from a small orifice for impingement on a restricted area being tested for leaks. (ˈprəb ˈgas)

**probe-type liquid-level meter** [ENG] Device to sense or measure the level of liquids in storage or process vessels by means of an immersed electrode or probe. (ˈprəb ˈtʌp ˈleɪk-wəld ˈlevəlนำ้,ˈmɛd-ər)

**process** [ENG] A system or series of continuous or regularly occurring actions taking place in a predetermined or planned manner to produce a desired result. (ˈprəs ˈes)

**process analyzer** [CHEM ENG] An instrument for determining the chemical composition of the substances involved in a chemical process directly, or for measuring the physical parameters indicative of composition. (ˈprəs ˈeɪnəl ər)

**process chart** [IND ENG] A graphic representation of events occurring during a series of actions or operations. (ˈprəs ˈes ˈʃɑrt)

**process control** [ENG] Manipulation of the conditions of a process to bring about a desired change in the output characteristics of the process. (ˈprəs ˈes ˈkəntrəl)

**process control chart** [IND ENG] A tabulated graphical arrangement of test results and other pertinent data for each production assembly unit, arranged in chronological sequence for the entire assembly. (ˈprəs ˈes ˈkəntrəl ˈʃɑrt)

**process control engineering** [ENG] A field of engineering dealing with ways and means by which conditions of continuous processes are automatically kept as close as possible to desired values or within a required range. (ˈprəs ˈes ˈdʒenərəl ˈɑrt, ˈnɪrəj)

**process control system** [CONT SYS] The automatic control of a continuous operation. (ˈprəs ˈes ˈdʒenərəl ˈɑrt).)

**process dynamics** [ENG] The dynamic response interrelationships between components (units) of a complex system, such as in a chemical process plant. (ˈprəs ˈes ˈdʒenərəl ˈɑrt)

**process furnace** [CHEM ENG] Furnace used to heat process-stream materials (liquids, gases, or solids) in a chemical-plant operation; types are direct-fired, indirect-fired, and pebble heaters. (ˈprəs ˈes ˈdʒenərəl ˈɑrt)

**process heating** [CHEM ENG] Equipment for the heating of chemical process streams (gases, liquids, or solids); usually refers to furnaces, in contrast to heat exchangers. (ˈprəs ˈes ˈdʒenərəl ˈɑrt)

**processing** [ENG] The act of converting material from one form into another desired form. (ˈprəs ˈes ˈdʒenərəl ˈɑrt)

**process layout** [IND ENG] In a processing plant, the layout of machines, equipment, and locations which groups the same or similar operations. (ˈprəs ˈes ˈdʒenərəl ˈɑrt)

**process monitoring** [CHEM ENG] The observation of chemical process variables by means of pressure, temperature, flow, and other types of indicators; usually occurs in a central control room. (ˈprəs ˈes ˈmænə-ˈtɾɪn)

**process piping** [ENG] In an industrial facility, pipework whose function is to convey the materials used for the manufacturing processes. (ˈprəs ˈes ˈpɪŋ)

**process planning** [IND ENG] Determining the conditions necessary to convert material from one state to another. (ˈprəs ˈes ˈplæn ˈɪŋ)

**process reengineering** [SYS ENG] The study, capture, and modification of the internal mechanisms or functionality of an existing process or
systems-engineering life cycle in order to reconstitute it in a new form and with new functional and nonfunctional features, often to take advantage of newly emerged or desired organizational or technological capabilities without changing the inherent purpose of the process that is being reengineered.

**process sequencing** | [IND ENG] Specification of the appropriate order for the processes required to manufacture a part.

**process time** | [IND ENG] 1. Time needed for completion of the machine-controlled portion of a work cycle. 2. Time required for completion of an entire process.

**process variable** | [CHEM ENG] Any of those varying operational and physical conditions associated with a chemical processing operation, such as temperature, pressure, flowrate, density, pH, viscosity, or chemical composition.

**producer's risk** | [IND ENG] The probability that in an acceptance sampling plan, material of an acceptable quality level will be rejected.

**product** | [IND ENG] 1. An item or goods made by an industrial firm. 2. The total of such items or goods.

**product design** | [DES ENG] The determination and specification of the parts of a product and their interrelationship so that they become a unified whole.

**production** | [ENG] Output, such as units made in a factory, oil from a well, or chemicals from a processing plant.

**production control** | [IND ENG] The procedure for planning, routing, scheduling, dispatching, and expediting the flow of materials, parts, subassemblies, and assemblies within a plant, from the raw state to the finished product, in an orderly and efficient manner.

**production engineering** | [IND ENG] The planning and control of the mechanical means of changing the shape, condition, and relationship of materials within industry toward greater effectiveness and value.

**production model** | [IND ENG] A model in its final mechanical and electrical form of final production design made by production tools, jigs, fixtures, and methods.

**production requirements** | [IND ENG] The sum of authorized stock levels and pipeline needs less stocks expected to become available, stock on hand, stocks due in, returned stocks, and stocks from salvage, reclamation, rebuild, and other sources.

**production standard** | Standard time.

**production track** | [ENG ACOUS] A sound track which is either prerecorded or recorded directly on the set, and which exists in the film at that time when the music breakdown for scoring is about to begin.

**productive time** | [IND ENG] Time during which useful work is performed in an operation or process.

**productivity** | [IND ENG] The ratio of output production to input effort, it is an indicator of the efficiency with which an enterprise converts its resources (inputs) into finished goods or services (outputs).

**product life-cycle** | [IND ENG] All the phases, from conception and scale-up, through production, growing use, maturity, and obsolescence of a product.

**product line** | [IND ENG] 1. The range of products offered by a firm. 2. A group of basically similar products, differentiated only by such characteristics as color, style, or size.

**product of inertia** | [MECH] Relative to two rectangular axes, the sum of the products formed by multiplying the mass (or, sometimes, the area) of each element of a figure by the product of the coordinates corresponding to those axes.

**product reengineering** | [SYS ENG] The study, capture, and modification of the internal mechanisms or functionality of an existing system or product in order to reconstitute it in a new form with new features, often to take advantage of newly emerged technologies without major change to the inherent functionality and purpose of the system.

**profile die** | [ENG] A plastics extrusion die used to produce continuous shapes, but not tubes or sheets.

**profiled keyway** | [DES ENG] A keyway for a straight key formed by an end-milling cutter. Also known as end-milled keyway.

**profiling** | [ENG] Electrical exploration wherein the transmitter and receiver are moved in unison across a structure to obtain a profile of mutual impedance between transmitter and receiver. Also known as lateral search.

**profiling machine** | [MECH ENG] A machine used for milling irregular profiles; the cutting tool is guided by the contour of a model.

**profilograph** | [ENG] An instrument for measuring and recording roughness of the surface over which it travels.

**profilometer** | [ENG] An instrument for measuring the roughness of a surface by means of a diamond-pointed tracer arm attached to a coil in an electric field; movement of the arm across the surface induces a current proportional to surface roughness.

**profit sharing** | [IND ENG] Sharing of company profits with the employees.

**program** | [IND ENG] An undertaking of significant scope that is enduring rather than occurring with a limited time span.

**program control** | [CONT SYS] A control system
program device

whose set point is automatically varied during definite time intervals in order to make the process variable vary in some prescribed manner.

program device [CONT SYS] In missile guidance, the automatic device used to control time and sequence of events of a program.

program evaluation and review technique See PERT ("prü·gram i,väl-yāˈwā-shān ən riˈvyū tekˌnēk")

program level [ENG ACOUS] The level of the program signal in an audio system, expressed in volume units. ("prü·gram ,lēv-əl")

programmable controller [CONT SYS] A control device, normally used in industrial control applications, that employs the hardware architecture of a computer and a relay ladder diagram language. Also known as programmable logic controller. ("prü·gramˌə-bal kanˌtrōl-ər")

programmable counter [ELECTR] A counter that divides an input frequency by a number which can be programmed into decades of synchronous down counters; these decades, with additional decoding and control logic, give the equivalent of a divide-by-N counter system, where N can be made equal to any number. ("prü·gramˌə-bal ‘kau̯nt-ər")

programmable decade resistor [ELECTR] A decade box designed so that the value of its resistance can be remotely controlled by programming logic as required for the control of load, time constant, gain, and other parameters of circuits used in automatic test equipment and automatic controls. ("prü·gramˌə-bal ‘dēˌke,ōd riˌzisˌtār")

programmable electronic system [SYS ENG] A system based on a computer and connected to sensors or actuators for the purpose of control, protection, or monitoring. ("prü·gramˌə-bal ‘lekˌtrānˌikˌsiˌstōm")

programmable logic array See field-programmable logic array. ("prü·gramˌə-bal ‘lāˌjik aˌrā")

programmable logic controller See programmable controller. ("prü·gramˌə-bal ‘lāˌjik kanˌtrōl-ər")

programmed logic array [ELECTR] An array of AND/OR logic gates that provides logic functions for a given set of inputs programmed during manufacture and serves as a read-only memory. Abbreviated PLA. ("prü·gramd ‘lāˌjik əˌrā")

programmer [CONT SYS] A device used to control the motion of a missile in accordance with a predetermined plan. ("prü·gramˌər")

programming [ENG] In a plastics process, extruding a parison whose thickness differs longitudinally in order to equalize wall thickness of the blown container. ("prü·gramˌing")

programming panel [CONT SYS] A device used to edit a program or insert and monitor it in a programmable controller. ("prü·gramˌingˌpānˌəl")

programming unit See manual control unit. ("prü·gramˌingˌyōˌnōt")

program scan [CONT SYS] The span of time during which a programmable controller processor executes all the instructions of a given program. ("prü·gramˌskan")

progress chart [IND ENG] A graphical representation of the degree of completion of work in progress. ("prü·grāsˌchārt")

progressive bonding [ENG] A method of curing a resin adhesive wherein heat and pressure are applied in successive steps. Also known as progressive gluing. ("prüfəresˈiv ˈbāndˌiŋ")

progressive gluing See progressive bonding. ("prüfəresˈiv ˈglü̯ˌiŋ")

project [ENG] A specifically defined task within a research and development field, which is established to meet a single requirement, either stated or anticipated, for research data, an end item of material, a major component, or a technique. ("prüfərēkt")

projected-scale instrument [ENG] An indicating instrument in which a light beam projects an image of the scale on a screen. ("prüfəjektˌtādˌiŋˌskālˌinˌstrəˌmānt")

projected window [BUILD] A window having one or more rotatable sashes which swing either inward or outward. ("prüfəjektˌtādˌˈwīnˌdō")

project engineering [ENG] 1. The engineering design and supervision (coordination) aspects of building a manufacturing facility. 2. The engineering aspects of a specific project, such as development of a product or solution to a problem. ("prüfəˌjektˌenˈjərəriŋ")

projection thermography [ENG] A method of measuring surface temperature in which thermal radiation from a surface is imaged by an optical system on a thin screen of luminescent material, and the pattern formed corresponds to the heat radiation of the surface. ("prüfəˌjektˌshān ˈthārˌmaˌrāˌfe”)

project life See economic life. ("prüfəˈlīf")

projector [ENG ACOUS] 1. A horn designed to project sound chiefly in one direction from a loudspeaker. 2. An underwater acoustic transmitter. ("prüfəˌjekˌtŏr")

pronate [CONT SYS] To orient a robot toward a position in which the back or protected side of a manipulator faces up and is exposed. ("prüfəˌnāt")

pronunciation [prənəˈkʃən] See pronunciation. ("prüfəˌnəˈkʃən")

prony brake [MECH ENG] An absorption dynamometer that applies a friction load to the output shaft by means of wood blocks, a flexible band, or other friction surface. ("prüfəˌnēˌbrāk")

proof [ENG] Reproduction of a die impression by means of a cast. ("prüf")

proof load [ENG] A predetermined test load, greater than the service load, to which a specimen is subjected before acceptance for use. ("prüfˌlōd")

proof resilience [MECH] The tensile strength necessary to stretch an elastomer from zero elongation to the breaking point, expressed in foot-pounds per cubic inch of original dimension. ("prüfˌriˌzilˈyāns")

proof stress [MECH] 1. The stress that causes a specified amount of permanent deformation in a material. 2. A specified stress to be applied
to a member or structure in order to assess its ability to support service loads. {sprülˌstrɛs\}

propagated blast [ENG] A blast of a number of unprimed charges of explosives plus one hole primed, generally for the purpose of ditching, where each charge is detonated by the explosion of the adjacent one, the shock being transmitted through the wet soil. {præpˌoʊˌgædˌædˌblæst\}

propane deasphalting [CHEM ENG] Petroleum-refinery solvent process using propane to remove and precipitate asphalt from petroleum stocks, such as for lubricating oils. {prəˌpæn dəˈæsˌfɔldˌɪnˌj\}

propane decarbonizing [CHEM ENG] Petroleum-refinery solvent process using propane to recover catalytic-cracking feedstock from heavy-fuel residues; when butane or butane-propane recover is used, the process is called solvent decarbonizing. {prəˌpæn dəˈkærˌbæˌnɪzˌɪnˌj\}

propane dewaxing [CHEM ENG] Petroleum-refinery solvent process using propane to remove waxes from lubricating oils to lower the lube-oil pour point. {prəˌpæn dəˈwæksˌɪnˌj\}

propane fractionation [CHEM ENG] Continuous, petroleum-refinery solvent process using liquid propane to separate long-vacuum residue into two or more grades of lube-oil stock (such as heavy neutral stock or bright stock) and asphalt. {prəˌpæn fəˈrækˌʃəˈnænˈʃən\}

propellant-actuated device [ENG] A device that employs the energy supplied by the gases produced by burning propellants to accomplish or initiate a mechanical action other than propelling a projectile. {prəˌpelˈæntˌæktəˈjuːtɪd\}

propeller [MECH ENG] A bladed device that rotates on a shaft to produce a useful thrust in the direction of the shaft axis. {prəˈpelər\}

propeller anemometer [ENG] A rotation anemometer which is encased in a strong glass outer shell that protects it against hydrostatic pressure, one of two or more plates radiating out from the hub of a propeller and normally twisted to form part of a helical surface. {prəˈpelərˌbld\}

propeller boss [DES ENG] The central portion of the screw propeller which carries the blades, and forms the medium of attachment to the propeller shaft. Also known as propeller hub. {prəˈpelərˌbəs\}

propeller efficiency [MECH ENG] The ratio of the thrust horsepower delivered by the propeller to the shaft horsepower as delivered by the engine to the propeller. {prəˈpelərˌiˌfɪʃənˌsæ\}

propeller fan [MECH ENG] An axial-flow blower, with or without a casing, using a propeller-type rotor to accelerate the fluid. {prəˈpelərˌfæn\}

propeller hub See propeller boss. {prəˈpelərˌhæb\}

propeller meter [ENG] A quantity meter in which the flowing stream rotates a propellerlike device and revolutions are counted. {prəˈpelərˌmɛdˌər\}

propeller pump See axial-flow pump. {prəˈpelərˌpʌmp\}

propeller shaft [MECH ENG] A shaft, carrying a screw propeller at its end, that transmits power from an engine to the propeller. {prəˈpelərˌʃæt\}

propeller slip angle [MECH ENG] The angle between the plane of the blade face and its direction of motion. {prəˈpelərˌslɪpˌænˈɡæl\}

propeller tip speed [MECH ENG] The speed in feet per minute swept by the propeller tips. {prəˈpelərˌtɪpˌspɛd\}

propeller turbine [MECH ENG] A form of reactive-type hydraulic turbine using an axial-flow propeller rotor. {prəˈpelərˌtuːnərˌtərˈbɪn\}

propeller windmill [MECH ENG] A windmill that extracts wind power from horizontal air movements to rotate the blades of a propeller. {prəˈpelərˌwɪndˈmɪl\}

proportional band [CONT SYS] The range of values of the controlled variable that will cause a controller to operate over its full range. {prəˈpoʊtrəˈbænd\}

proportional control [CONT SYS] Control in which the amount of corrective action is proportional to the amount of error; used, for example, in chemical engineering to control pressure, flow rate, or temperature in a process system. {prəˈpoʊtrəˈkənˌtrəl\}

proportional controller [CONT SYS] A controller whose output is proportional to the error signal. {prəˈpoʊtrərəˈkəntəˈrəl\}

proportional dividers [DES ENG] Dividers with two legs, pointed at both ends, and an adjustable pivot, distances measured by the points at one end can be marked off in proportion by the points at the other end. {prəˈpoʊtrəˈdiˌvɜːr\}

proportional elastic limit [MECH] The greatest stress intensity for which stress is still proportional to strain. {prəˈpoʊtrəˈelɪsɪkˌlɪmɪt\}

proportional limit [MECH] The greatest stress a material can sustain without departure from linear proportionality of stress and strain. {prəˈpoʊtrəˈlɪmɪt\}

proportional-plus-derivative control [CONT SYS] Control in which the control signal is a linear combination of the error signal and its derivative. {prəˈpoʊtrəˈpəʊˌshənˌælˌpələrˌdəˈrɪvˌædˌɪvˌkænˌtrɒl\}

proportional-plus-integral control [CONT SYS] Control in which the control signal is a linear combination of the error signal and its integral. {prəˈpoʊtrəˈpəʊˌshənˌælˌpələrˌɪntˌægˌrælˌpələrˌdəˈrɪvˌædˌɪvˌkænˌtrɒl\}

proportional-plus-integral-plus-derivative control [CONT SYS] Control in which the control signal is a linear combination of the error signal, its integral, and its derivative. {prəˈpoʊtrəˈpəʊˌshənˌælˌpələrˌɪntˌægˌrælˌpələrˌdəˈrɪvˌædˌɪvˌkænˌtrɒl\}

proportional-speed control See floating control. {prəˈpoʊtrəˈpəʊˌsədˌkænˌtrɒl\}

proportioning probe [ENG] A leak-testing probe capable of changing the air-tracer gas ratio without changing the amount of flow it transmits to the testing device. {prəˈpoʊtrəˌpəʊˌsɪŋˌprəʊb\}
proportioning pump See metering pump.

[prəˈpɔːrʃənɪŋ ˈpʌmp]

propped cantilever [CIV ENG] A beam having one built-in support and one simple support. {ˈpræpt ˈkænt-əl ˈiːvər}

proprioceptor [CONT SYS] A device that senses the position of an arm or other computer-controlled articulated mechanism of a robot and provides feedback signals. {ˌprəʊˈprɛ-əˈsɛp-tər}

propulsion [MECH] The process of causing a body to move by exerting a force against it. {prəˈpɔl-ʃən}

propulsion system [MECH ENG] For a vehicle moving in a fluid medium, such as an airplane or ship, a system that produces a required change in momentum in the vehicle by changing the velocity of the air or water passing through the propulsive device or engine. In the case of a rocket-propelled vehicle operating without a fluid medium, the required momentum change is produced by using up some of the propulsive device's own mass, called the propellant. {prəˈpɔl-ʃənˌsɪstəm}

protected thermometer [ENG] A reversing thermometer which is encased in a strong glass outer shell that protects it against hydrostatic pressure. {ˈprəʊtek-təd ɔrˈmæn-dʒər}

protective device See electric protective device. {prəˈtɛktɪv ˈdɪvɪs}

protective finish [ENG] A coating applied to equipment to protect it from corrosion and wear; many substances, including metals, glass, and ceramics, are used. {prəˈtɛktɪv ˈfaɪn-ɪʃ}

protective grounding [ELEC] Grounding of the neutral conductor of a secondary power-distribution system, and of all metal enclosures for conductors, to protect persons from dangerous currents. {prəˈtɛktɪv ˈgraʊnd-ɪŋ}

protective relay [ELEC] A relay whose principal function is to protect service from interruption or to prevent or limit damage to apparatus. {prəˈtɛktɪv ˈrɛlə}

prototype [ENG] A model suitable for use in complete evaluation of form, design, and performance. {ˈprɒd-əˌtɪp}

protractor [ENG] A semicircular instrument used to construct and measure angles formed by intersecting lines of a plane; the midpoint of the diameter of the semicircle is marked and serves as the vertex of angles constructed or measured. {ˈprɔtræktər}

proving ring [DES ENG] A ring used for calibrating test machines; the diameter of the ring changes when a force is applied along a diameter. {ˈprəʊvɪŋ ˈrɪŋ}

proximal [CONT SYS] Located close to the base or pedestal and away from the end effector of a robot. {ˈprɒkəməl}

proximate analysis [CHEM ENG] A technique that separates and identifies categories of compounds in a mixture, reported are moisture and ash content, the extracts of the mixture made with alcohol, petroleum ether, water, hydrochloric acid and resins, starches, reducing sugars, proteins, fats, esters, free acids, and so on; this type of analysis of solid fuels allows a prediction to be made as to how the fuel will behave in a furnace. {ˈpræktəmətən ˈtæŋ-əlˌʌs-
,

proximity detector [ENG] A sensing device that produces an electrical signal when approached by an object or when approaching an object. {ˈprɒksimətə dəˈtɛktər}

proximity sensor [CONT SYS] Any device that measures short distances within a robotic system. Also known as noncontact sensor. {ˈprɒksɪmətə dəˈsɛn-sər}

ps [See picosecond.]

psec See picosecond.

psi See pound per square foot.

psf See pound per square inch.

psia See pounds per square inch absolute.

psid See pounds per square inch differential.

psig See pounds per square inch gage.

PSII See plasma-source ion implantation.

psophometer [ENG] An instrument for measuring noise in electric circuits; when connected across a 600-ohm resistance in the circuit under study, the instrument gives a reading that by definition is equal to half of the psophometric electromotive force actually existing in the circuit. {ˈpsəfəmətrɪkˌɛlmətrəʊˈfɔːr}

psophometric electromotive force [ELECTR] The true noise voltage that exists in a circuit. {ˈpsəfəmətrɪkˌɛlmətrəʊˈfɔːr}

psophometric voltage [ELECTR] The noise voltage as actually measured in a circuit under specified conditions. {ˈpsəfəmətrɪkˌvɔɪlˈtɪj}

PSR See primary radar.

psychogalvanometer [ENG] An instrument for testing mental reaction by determining how skin resistance changes when a voltage is applied to electrodes in contact with the skin. {ˈsɪstəˌɡælˈvɒnəm-ər}

psychointerroammeter See lie detector. {ˈsɪstəˌɡeɪnˌtɛrəˌroʊˈɛm-ər}

psychomotor performance [IND ENG] The degree of skill demonstrated by an operator in the completion of a task. {ˈsɪstəˌɡemərəˈpərəmənəz}

psychomotor task [IND ENG] An aspect of a job that requires the operator to use controlled movements of the body. {ˈsɪstəˌɡeməˌtæsk}

psychosomatograph [ENG] An instrument for recording muscle action currents or physical movements during tests of mental-physical coordination. {ˈsɪstəˌɡeməˌtrəˈɡeɪnˌtɛrəˌroʊˈɛm-ər}

psychrometric ratio [THERMO] Ratio of the heat-transfer coefficient to the product of the mass-transfer coefficient and humid heat for a gas-vapor system; used in calculation of humidification and saturation relationships. {ˈsɪstəˌɡæməˌtækˌɪk ˈtænkəˌgæməˌtækˌɪk}

psychrometer [ENG] A device comprising two thermometers, one a dry bulb, the other a wet or wick-covered bulb, used in determining the moisture content or relative humidity of air or other gases. Also known as wet and dry bulb thermometer. {ˈsɪstəˌɡæməˌtækˌɪk}

psychrometric calculator [ENG] A device for
quickly computing certain psychrometric data, usually the dew point and the relative humidity, from known values of the dry- and wet-bulb temperatures and the atmospheric pressure. [‘sɪˈkrɑːmətɪk] ˈkʌl-tɪə, lɑd-ər]

psychrometric chart [THERMO] A graph each point of which represents a specific condition of a gas-vapor system (such as air and water vapor) with regard to temperature (horizontal scale) and absolute humidity (vertical scale); other characteristics of the system, such as relative humidity, wet-bulb temperature, and latent heat of vaporization, are indicated by lines on the chart. [‘sɪˈkrɑːmətɪk ‘ʃɑrt]

psychrometric formula [THERMO] The sem- iempirical relation giving the vapor pressure in terms of the barometer and psychrometer readings. [‘sɪˈkrɑːmətɪk ‘fɔr-mətə-ə]

psychrometric tables [THERMO] Tables prepared from the psychrometric formula and used to obtain vapor pressure, relative humidity, and dew point from values of wet-bulb and dry-bulb temperature. [‘sɪˈkrɑːmətɪk ‘tæb-ələs]

psychrometry [ENG] The science and techniques associated with measurements of the water vapor content of the air or other gases. [‘sɪˈkæm-ətrɪ]

pt See pint.

p-type conductivity [ELECTR] The conductivity associated with holes in a semiconductor, which are equivalent to positive charges. [‘pɛtˈtip ˈkrɪst-əl ˈrekt-ər]

p-type crystal rectifier [ELECTR] Crystal rectifier in which forward current flows when the semiconductor is positive with respect to the metal. [‘pɛtˈtip ˈkrɪst-əl ˈrekt-ər]

p-type semiconductor [ELECTR] An extrinsic semiconductor in which the hole density exceeds the conduction electron density. [‘pɛtˈtip ˈsem-əj-ən ˈdɑk-tər]

p’-type semiconductor [ELECTR] A p-type semiconductor in which the excess mobile hole concentration is very large. [‘pɛtˈpɛləs ˈtip ˈsem-əj-ən ˈdɑk-tər]

p-type silicon [ELECTR] Silicon to which more impurity atoms of acceptor type (with valence of 3, such as boron) than of donor type (with valence of 5, such as phosphorus) have been added, with the result that the hole density exceeds the conduction electron density. [‘pɛtˈtip ˈsɪl-ən ˈkæn]

public address system See sound-reinforcement system. [ˈpʌb-lik ˈəd-res, ˈsɪs-təm]

public area [BUILD] The total nonrentable area of a building, such as public conveniences and rest rooms. [ˈpʌb-lik ˈər-ə-ə]

public utility [IND ENG] A business organization considered by law to be vested with public interest and subject to public regulation. [ˈpʌb-lik ˈjuɪ-əl-tɪəd-ə]

public works [IND ENG] Government-owned and financed works and improvements for public enjoyment or use. [ˈpʌb-lik ˈwɜːks]

puddle [ENG] To apply water in order to settle loose dirt. [ˈpʌd-əl]

puff [ELEC] See picofarad. [MECH ENG] A small explosion within a furnace due to combustion conditions. [ˈpɔf]

pug mill [MECH ENG] A machine for mixing and tempering a plastic material by the action of blades revolving in a drum or trough. [ˈpɔg ˈmil]

puking [CHEM ENG] In a distillation column, the foaming and rising of liquid so that part of it is driven out of the vessel through the vapor line. [ˈpyʊk-ɪŋ]

puller [MECH ENG] A lever-operated chain or wire-rope hoist for lifting or pulling at any angle, which has a reversible ratchet mechanism in the lever permitting short-stroke operation for both tensioning and relaxing, and which holds the loads with a Weston-type friction brake or a releasable ratchet. Also known as come-along. [ˈpʊl-ər]

pulley [DES ENG] A wheel with a flat, round, or grooved rim that rotates on a shaft and carries a flat belt, V-belt, rope, or chain to transmit motion and energy. [ˈpʊl-ə ˈlæt]

pulley lathe [MECH ENG] A lathe for turning pulleys. [ˈpʊl-ə ˈlæt]

pulley stile [BUILD] The upright part of a window frame which holds the pulley and guides the sash. [ˈpʊl-ə ˈstɪl]

pull-in torque [MECH ENG] The largest steady torque with which a motor will attain normal speed after accelerating from a standstill. [ˈpʊl-ɪn ˈtɔrk]

pull-out torque [MECH ENG] The largest torque under which a motor can operate without sharply losing speed. [ˈpʊl-əut ˈtɔrkl]

pullshovel See backhoe. [ˈpʊl-ə, ˈʃæv-ə]

pull strength [MECH] A unit in tensile testing; the bond strength in pounds per square inch. [ˈpʊl ˈstreŋθ]

pulp See slime. [ˈpʌlp]

pulper [MECH ENG] A machine that converts materials to pulp, for example, one that reduces paper waste to pulp. [ˈpʌl-ər]

pulping [ENG] Reducing wood to pulp. [ˈpʌlp-ɪŋ]

pulp molding [ENG] A plastics-industry process in which a resin-impregnated pulp material is preformed by application of a vacuum, after which it is oven-cured and molded. [ˈpʌlp ˈmɔld-ɪŋ]

pulsating flow [ENG] Irregular fluid flow in a piping system often resulting from the pressure variations of reciprocating compressors or pumps within the system. [ˈpʌlp, ˈsæd-ɪŋ ˈflɔː]

pulsation dampening [ENG] Device installed in a fluid piping system (gas or liquid) to eliminate or even out the fluid-flow pulsations caused by reciprocating compressors, pumps, and such. [ˈpʌlpsæ-ə, ˈdæmp-ənɪŋ]

pulse alimeter [ENG] A device which is used to measure the distance of an aircraft above the ground by sending out radar signals in short
pulses and measuring the time delay between the leading edge of the transmitted pulse and that of the pulse returned from the ground.

pulsed transfer function [CONT SYS] The ratio of the z-transform of the output of a system to the z-transform of the input, when both input and output are trains of pulses. Also known as discrete transfer function; z-transfer function.

pulsed video thermography [ENG] A method of nondestructive testing in which a source of heat is applied to an area of a specimen for a very short time duration, and an infrared detection system reveals anomalously hot or cold regions that then appear close to defects.

pulse circuit [ELECTR] An active electrical network designed to respond to discrete pulses of current or voltage.

pulse column [CHEM ENG] Continuous-phase process column (such as liquid only or gas only) in which the flow-through is pulsating, used to increase mass-transfer rates, as in a liquid-liquid extraction operation.

pulse compression radar [ENG] A radar system in which the transmitted signal is linearly frequency-modulated or otherwise spread out in time to reduce the peak power that must be handled by the transmitter, signal amplitude is kept constant; the receiver uses a linear filter to compress the signal and thereby reconstruct a short pulse for the radar display.

pulsed-bed sorption [CHEM ENG] Solid-liquid countercurrent adsorption process (such as an ion-exchange process) in which the granulated solids bed and the solution flow alternately, in opposite directions.

pulsed fast neutron analysis [ENG] A technique for detecting contraband materials, in which a pulsed beam of high-energy neutrons is scanned up and down in a raster pattern while the object under inspection is conveyed through the beam; characteristic gamma rays emitted by materials in the object are detected in order to analyze and image these materials with the help of time-of-flight measurements.

pulsed-light cellometer Sæ pulsed-light cloud-height indicator.

pulsed-light cloud-height indicator [ENG] An instrument used for the determination of cloud heights; it operates on the principle of pulse radar, employing visible light rather than radio waves. Also known as pulsed-light ceilometer.

pulsed-Doppler radar [ENG] Pulse radar that uses the Doppler effect to obtain information about the velocity of a target.

pulsed oscillator [ELECTR] An oscillator that generates a carrier-frequency pulse or a train of carrier-frequency pulses as the result of self-generated or externally applied pulses.

pulsed optical iron [ENG] A soldering iron that provides heat to the tip for a precisely controlled time interval, as required for making a good soldered joint without overheating adjacent parts.

pulsed transfer function [CONT SYS] The ratio of the z-transform of the output of a system to the z-transform of the input, when both input and output are trains of pulses. Also known as discrete transfer function; z-transfer function.
amplitude is proportional to the peak amplitude of the input pulse. {ˈpɔːlz ′stɛrɛ-ər}

pulse synthesizer  [ELECTR] A circuit used to supply pulses that are missing from a sequence due to interference or other causes. {ˈpɔːls ′sin-thə,sɪz-ər}

pulse-time-modulated radiosonde  [ENG] A radiosonde which transmits the indications of the meteorological sensing elements in the form of pulses spaced in time; the meteorological data are evaluated from the intervals between the pulses. Also known as time-interval radiosonde. {ˈpɔːls ˈtɪm ˈmɑːj-ə,lɑd-əd ˈræd-ə-əˌsænd}

pulse tracking system  [ENG] Tracking system which uses a high-energy, short-duration pulse radiated toward the target from which the velocity, direction, and range are determined by the characteristics of the reflected pulse. {ˈpɔːls ˈtrak-ɪŋˌsɪm-ətər}

pulse transformer  [ELECTR] A transformer capable of operating over a wide range of frequencies; used to transfer nonsinusoidal pulses without materially changing their waveforms. {ˈpɔːls ˈtrænzˌfɔr-mər}

pulse transmitter  [ELECTR] A pulse-modulated transmitter whose peak-power-output capabilities are usually large with respect to the average-power-output rating. {ˈpɔːls ˈtrænzˌmɪd-ər}

pulse-width discriminator  [ELECTR] Device that measures the pulse length of video signals and passes only those whose time duration falls into some predetermined design tolerance. {ˈpɔːls ˈwɪdθ ˌdiˈskrɪm-ən-əd-ər}

pulsemeter  [MECH ENG] A simple, lightweight pump in which steam forces water out of one of two chambers alternately. {pəlˈsɪmətər}

pultrusion  [ENG] A process for producing continuous fibers for advanced composites which involves pulling reinforcements through tanks of thermoset resins, a preformer, and then a die, where the product is formed into its final shape. {pʊlˈtrɪz-ən}

pulverization  See comminution. {ˌpɔl-ˈvɑːrəz-ə-ˈʃən}

pulverizer  [MECH ENG] Device for breaking down of solid lumps into a fine material by cleavage along crystal faces. {ˌpɔl-ˈvɑːˌrɪz-ər}

pump  [ELECTR] Of a parametric device, the source of alternating-current power which causes the nonlinear reactor to behave as a time-varying reactance [MECH ENG] A machine that draws a fluid into itself through an entrance port and forces the fluid out through an exhaust port. {pʊmp}

pumpability test  [ENG] Standard test to ascertain the lowest temperature at which a petroleum fuel oil may be pumped. {ˈpɔmp-əˌbɪl-iˈdɛr tɛst}

pumpround  [CHEM ENG] A system or process vessel that moves liquid out of and back into the vessel at a new location; for example, in a bubble tower, the withdrawing of liquid from a plate or tray, followed by cooling, and returning to another plate to induce condensation of vapors. {ˈpɔmp-əˌpɔɪrd}

pump bob  [MECH ENG] A device such as a crank that converts rotary motion into reciprocating motion. {ˈpɔmp,bɔb}

pump-down time  [ENG] The length of time required to evacuate a leak-tested vessel. {ˈpɔmp ˈdaʊnˌtɪm}

pumphouse  [CIV ENG] A building in which housed pumps that supply an irrigation system, a power plant, a factory, a reservoir, a farm, a home, and so on. {ˈpɔmpˌhaʊs}

pumping loss  [MECH ENG] Power consumed in pumping a cylinder of exhaust gas and sucking in fresh air instead. {ˈpɔmp-ɪŋˌlas}

pumping station  [CIV ENG] A building in which two or more pumps operate to supply fluid flowing at adequate pressure to a distribution system. {ˈpɔmp-ɪŋˌstɑː-ˈʃən}

punch  [DES ENG] See nail set. [MECH ENG] A tool that forces metal into a die for extrusion or similar operations. {pʌntʃ}

punched-plate screen  [ENG] Flat, perforated plate with round, square, hexagonal, or elongated openings; used for screening (size classification) of crushed or pulverized solids. {ˈpʌnktʃtˌplætˌskrɪn}

punching  [ENG] 1. A piece removed from a sheet of metal or other material by a punch press. 2. A method of extrusion, cold heading, hot forging, or stamping in a machine for which mating die sections determine the shape or contour of the work. {ˈpʌnktʃɪŋ}

punch press  [MECH ENG] 1. A press consisting of a frame in which slides or rams move up and down, of a bed to which the die shoe or bolster plate is attached, and of a source of power to move the slide. Also known as drop press. 2. Any mechanical press. {ˈpʌnktʃ ˌpres}

punch radius  [DES ENG] Theradius on the bottom end of the punch over which the metal sheet is bent in drawing. {ˈpʌnktʃ ˌræd-əz}

puncture-sealing tire  [ENG] A tire whose interior surface is coated with a plastic material that is forced into a puncture by high-pressure air inside the tire and subsequently hardens to seal the puncture. {ˈpʌŋktʃ-ˌsɛl-ən ˈtɪr}

pure shear  [MECH] A particular example of rotational strain or flattening in which a body is elongated in one direction and shortened at right angles to it as a consequence of differential displacements on two sets of intersecting planes. {ˈpʊrər ˈʃɪrə}

purge meter interlock  [MECH ENG] A meter to maintain airflow through a boiler furnace at a specific level for a definite time interval, ensures that the proper air-fuel ratio is achieved prior to ignition. {ˈpʊræ ˌmɛd-ərˌɪnˌtɔrˌlæk}

purging  [ENG] Replacing the atmosphere in a container by an inert substance to prevent formation of explosive mixtures. {ˈpʊræˌɪŋ}

purify  [ENG] To remove unwanted constituents from a substance. {ˈpʊrɪˌfɪ}

purlin  [BUILD] A horizontal roof beam, perpendicular to the trusses or rafters; supports the
purse seine

purse seine [ENG] A net that can be dropped by two boats to encircle a school of fish, then pulled together at the bottom and raised, thereby catching the fish. {ˈparsˌsän}

push-bar conveyor [MECH ENG] A type of chain conveyor in which two endless chains are cross-connected at intervals by push bars which propel the load along a stationary bed or trough of the conveyor. {ˈpʌʃˌbærˌkənˌvɔrəˌrəŋˌkɔnˌvɔrə}

push bench [MECH ENG] A machine used for drawing tubes of moderately heavy gage by cupping metal sheet and applying pressure to the inside bottom of the cup to force it through a die. {ˈpʌʃˌbɛŋkˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

push fit [DES ENG] A hand-tight sliding fit between a shaft and a hole. {ˈpʌʃˌfɪtˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

push-pull sound track [ENG ACOUS] A sound track having two recordings so arranged that the modulation in one is 180° out of phase with that in the other. {ˈpʌʃˌpʊlˌsɔnˌtrækˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

push rod [MECH ENG] A rod, as in an internal combustion engine, which is actuated by the cam to open and close the valves. {ˈpʌʃˌrɔdˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

push-up [ENG] Concave bottom contour of a plastic container; allows an even bearing surface on the outer edge and prevents the container from rocking. {ˈpʌʃˌʌpˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

putlog [CIV ENG] A crosspiece in a scaffold or formwork; supports the soffits and is supported by the ledgers. {ˈpʊtˌlɒgˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

putty knife [DES ENG] A knife with a broad flexible blade, used to apply and smooth putty. {ˈpʊtˌkaɪfˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pW See picowatt.

tpwt See pennyweight.

pycnometer [ENG] A container whose volume is precisely known, used to determine the density of a liquid by filling the container with the liquid and then weighing it. Also spelled pyknometer. {ˌpɪkˈnʌmˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyknometer See pycnometer. {ˌpɪkˈnʌmˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pylon [CIV ENG] 1. A massive structure, such as a truncated pyramid, on either side of an entrance. 2. A tower supporting a wire over a long span. 3. A tower or other structure marking a route for an airplane. {ˈpɪlənˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyramidal horn [ENG] Horn whose sides form a pyramid. {ˌpɪrəˈmیدəlˌhɔrŋˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyrometer [ENG] An instrument used to measure the combined intensity of incoming direct solar radiation and diffuse sky radiation; compares heating produced by the radiation on blackened metal strips with that produced by an electric current. Also known as solarimeter. {ˌpɪrəˈmətəˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyroelectricity [ENG] Referring to a substance obtained by the destructive distillation of wood. {ˌpɪrəˌoʊˌiˌdʒɪkˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyroelectricity [ENG] Any of a broad class of temperature-measuring devices; they were originally designed to measure high temperatures, but some are now used in any temperature range; includes radiation pyrometers, thermocouples, resistance pyrometers, and thermistors. {ˌpɪrəˌoʊˌiˌdʒɪkˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyroelectricity [ENG] The science and technology of measuring high temperatures. {ˌpɪrəˌoʊˌiˌdʒɪkˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyrotechnic pistol [ENG] A single-shot device designed specifically for projecting pyrotechnic signals. {ˌpɪrəˌtɛnikˌpɪstəˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pyrotechnics [ENG] Art and science of preparing and using fireworks. {ˌpɪrəˌtɛnikˌnɪksˌdʒiŋˌkɔnˌvɔrəˌrəŋˌkɔnˌvɔrə}

pz See pièce.
Q [THERMO] A unit of heat energy, equal to $10^{18}$ British thermal units, or approximately $1.055 \times 10^{21}$ joules.

Q meter [ENG] A direct-reading instrument which measures the Q of an electric circuit at radio frequencies by determining the ratio of inductance to resistance, and which has also been developed to measure many other quantities. Also known as quality-factor meter. (ˈkwɪdəˌdrɒnt ˈæŋɡəl əv ˈfɒl)

Q multiplier [ELECTR] A filter that gives a sharp response peak or a deep rejection notch at a particular frequency, equivalent to boosting the Q of a tuned circuit at that frequency. (ˈkwɪdəˌtripləˌpɪər)

Q point See quiescent operating point. (ˈkwɪdəˌpɔɪnt)

Qr See quarter.

Qr tr See quarter.

Q signal [ELECTR] The quadrature component of the chrominance signal in color television, having a bandwidth of 0 to 0.5 megahertz; it consists of $+0.48(R - Y)$ and $+0.41(B - Y)$, where $Y$ is the luminance signal, $R$ is the red camera signal, and $B$ is the blue camera signal. (ˈkwɪdəˌsɪgnəl)

Qt See quart.

quad [ELEC] A series of four separately insulated conductors, generally twisted together in pairs. [ELECTR] A series-parallel combination of transistors, used to obtain increased reliability through double redundancy, because the failure of one transistor will not disable the entire circuit. [THERMO] A unit of heat energy, equal to $10^{15}$ British thermal units, or approximately $1.055 \times 10^{21}$ joules. (ˈkwɪd ə)

quadrangle [CIV ENG] 1. A four-cornered, four-sided courtyard, usually surrounded by buildings. 2. The buildings surrounding such a courtyard. 3. A four-cornered, four-sided building. (ˈkwɪdəˌdræŋgəl)

quadrant [ENG] 1. An instrument for measuring altitudes, used, for example, in astronomy, surveying, and gunnery, employs a sight that can be moved through a graduated 90° arc. 2. A lever that can move through a 90° arc. [MECH ENG] A device for converting horizontal reciprocating motion to vertical reciprocating motion. (ˈkwɪdəˌdrɒnt)

quadrant angle of fall [MECH] The vertical acute angle at the level point, between the horizontal and the line of fall of a projectile. (ˈkwɪdəˌdrɒnt)

quadrant electrometer [ENG] An instrument for measuring electric charge by the movement of a vane suspended on a wire between metal quadrants; the charge is introduced on the vane and quadrants in such a way that there is a proportional twist to the wire. (ˈkwɪdəˌdrɒnt ɪˌlekˈtræməˌdər)

quadruphonic sound system [ENG ACOUS] A system for reproducing sound by means of four loudspeakers properly situated in the listening room, usually at the four corners of a square, with each loudspeaker being fed its own identifiable segment of the program signal. Also known as four-channel sound system. (ˈkwɪdəˌdraʊfɪn-ɪk ˈsɔʊnd)

quadratic performance index [CONT SYS] A measure of system performance which is, in general, the sum of a quadratic function of the system state at fixed times, and the integral of a quadratic function of the system state and control inputs. (ˈkwɪdəˌdræd-ɪk pərˈfɔrˌməns,ˈkwɪdəˌdræd-ɪk ˈpɜrˈfɔrˌməns)

quadricycle [MECH ENG] A four-wheeled human-powered land vehicle, usually propelled by the action of the rider’s feet on the pedals. (ˈkwɪdəˌdraɪkl ˈhjuːmənˈpɔːrdʒəd ˈleɪnd ˈvɛlɪkəd ˈjuːmənˈpɔːrdʒəd ˈleɪnd ˈvɛlɪkəd)

quadrilateral See quadrangle. (ˈkwɪdəˌdraʊlɪˈrætər)

quadruple thread [DES ENG] A multiple thread having four separate helices equally spaced around the circumference of the threaded member, the lead is equal to four times the pitch of the thread. (ˈkwɪdəˌdrʌpləˌθrɛd)

qualification test [ENG] A formally defined series of tests by which the functional, environmental, and reliability performance of a component or system may be evaluated in order to satisfy the engineer, contractor, or owner as to its satisfactory design and construction prior to final approval and acceptance. (ˈkwɪdəˌfəˈkɑːʃənˌtɛst)

quality analysis [IND ENG] Examination of the quality goals of a product or service. (ˈkwɪdəˌæləˌneɪˈsɪzləˌprədət ˈɔːˈsərvəns)

quality assurance [IND ENG] A series of...
planned or systematic actions required to provide adequate confidence that a product or service will satisfy given needs. { 'kwán-tēl-e  kəntrəll } *quantum control* [IND ENG] The operational techniques and the activities that sustain the quality of a product or service in order to satisfy given requirements. It consists of quality planning, data collection, data analysis, and implementation, and is applicable to all phases of the product life cycle: design, development, manufacturing, delivery and installation, and operation and maintenance. { 'kwán-tēl-e  kəntrəl } *quality-control chart* [IND ENG] A control chart used to indicate and control the quality of a product. { 'kwán-tēl-e  kəntrəl  chārt } *quality-factor meter* [ENG] A type of fluid meter used to measure volume of flow. { 'kwán-tēl-e  kə fæk-tər,  mētər } *quantizer* [ELECTR] A device that measures the magnitude of a time-varying quantity in multiples of some fixed unit, at a specified instant or specified repetition rate, and delivers a proportional response that is usually in pulse code or digital form. { 'kwán-tīz-ər } *quantum dot* [ELECTR] A quantized electronic structure in which electrons are confined with respect to motion in all three dimensions. { 'kwán-tōm  'dət } *quantum efficiency* [ELECTR] The average number of electrons photoelectrically emitted from a photocathode per incident photon of a given wavelength in a phototube. { 'kwán-tōm  ɪ,fish-ən-se } *quantum electronics* [ELECTR] The branch of electronics associated with the various energy states of matter, motions within atoms or groups of atoms, and various phenomena in crystals; examples of practical applications include the atomic hydrogen maser and the cesium atomic-beam resonator. { 'kwán-tōm  ɪ,ˈlek-trən-iks } *quantum Hall effect* [ELECTR] A phenomenon exhibited by certain semiconductor devices at low temperatures and high magnetic fields, whereby the Hall resistance becomes precisely equal to $(h/e^2) / n$, where $h$ is Planck's constant, $e$ is the electronic charge, and $n$ is either an integer or a rational fraction. Also known as von Klitzing effect. { 'kwán-tōm  ɪ,'hōl ɪ,ˈfekt } *quantum well* [ELECTR] A thin layer of material (typically between 1 and 10 nanometers thick) within which the potential energy of an electron is less than outside the layer, so that the motion of the electron perpendicular to the layer is quantized. { 'kwán-tōm  ˈwel } *quantum well injection transit-time diode* [ELECTR] An active microwave diode that employs resonant tunneling through a gallium arsenide quantum well located between two aluminum gallium arsenide barriers to inject electrons into a undoped gallium arsenide drift region. Abbreviated QWITT diode. { 'kwán-tōm  ˈwel  ɪn  ˈjek-shən  ˈtranz-ət,  ɪ tím  ˈdi,  ˈod } *quantum well infrared photodetector* [ELECTR] A detector of infrared radiation composed of numerous alternating layers of controlled thickness of gallium arsenide and aluminum gallium arsenide; the spectral response of the device can be tailored within broad limits by adjusting the aluminum-to-gallium ratio and the thicknesses of the layers during growth. Abbreviated QWIP. { 'kwán-tōm  ˈwel  ɪn ˈfrə-red,  fəd-ə-dəl ˈtek-tər } *quantum wire* [ELECTR] A strip of conducting material about 10 nanometers or less in width and thickness that displays quantum-mechanical effects such as the Aharonov-Bohm effect and universal conductance fluctuations. { 'kwán-tōm  ˈwɜr } *quarantine anchorage* [CIV ENG] An area where a vessel anchors when satisfying quarantine regulations. { 'kwær-ənˌtēn, əˌpɜr-əˌkɑr-ij } *quarry* [ENG] An open or surface working or excavation for the extraction of building stone, ore, coal, gravel, or minerals. { 'kwär-ə } *quarry bar* [ENG] A horizontal bar with legs at each end, used to carry machine drills. { 'kwär-ə  ˈbær } *quarrying* [ENG] The surface exploitation and removal of stone or mineral deposits from the earth's crust. { 'kwär-ə-iŋ } *quarrying machine* [MECH ENG] Any machine used to drill holes or cut tunnels in native rock, such as a gang drill or tunneling machine; most commonly, a small locomotive bearing rock-drilling equipment operating on a track. { 'kwär-ə-iŋ  ˈmɑr-shən } *quarry water* [ENG] Subsurface water retained in freshly quarried rock. Also known as quarry sap. { 'kwär-ə  ˈwɔr-dər } *quart* [MECH] Abbreviated qt. 1. A unit of volume used for measurement of liquid substances in the United States, equal to 2 pints, or 1/4 gallon, or 573.14 cubic inches, or 9.46352946 × 10⁻³ cubic meter. 2. A unit of volume used for measurement of solid substances in the United States, equal to 2 dry pints, or 1/3 bushel, or 107.521/1600 cubic inches, or approximately 1.10122 × 10⁻³ cubic meter. 3. A unit of volume used for measurement of both liquid and solid substances, although mainly the former, in the United Kingdom and Canada, equal to 2 U.K. pints, or 1/4 U.K. gallon, or approximately 1.1365255 × 10⁻³ cubic meter. ( kwɔrт } *quarter* [MECH] 1. A unit of mass in use in the United States, equal to 1/4 short ton, or 500 pounds, or 226,796.185 kilograms. 2. A unit of mass used in troy measure, equal to 1/4 troy hundredweight, or 25 troy pounds, or 9.33104304 kilograms. Abbreviated qr tr. 3. A unit of mass used in the United Kingdom, equal to 1/4 hundredweight, or 28 pounds, or 12.70058636 kilograms. Abbreviated qr. 4. A unit of volume used in the United Kingdom for measurement of liquid and solid substances, equal to 8 bushels, or 64 gallons, or approximately 0.29094976 cubic meter. { 'kwɔr-dər } *quartering machine* [MECH ENG] A machine }
that bores parallel holes simultaneously in such a way that the center lines of adjacent holes are 90° apart. (kwoːrd-ər, tərn 'drɪv')

quartz crystal  [ELECTR] A natural or artificially grown piezoelectric crystal composed of silicon dioxide, from which thin slabs or plates are carefully cut and ground to serve as a crystal plate. (kwoːr'ts krist-əl)

quartz-crystal filter  [ELECTR] A filter which utilizes a quartz crystal; it has a small bandwidth, a high rate of cutoff, and a higher unloaded Q than can be obtained in an ordinary resonator. (kwoːrts krist-əl 'fil-tər')

quartz-crystal resonator  [ELECTR] A quartz plate whose natural frequency of vibration is used to control the frequency of an oscillator. Also known as quartz resonator. (kwoːrts krist-əl 'rez-ən, əd-ər)

quartz fiber  [ENG] An extremely fine and uniform quartz filament that may be used as a torsion thread or as an indicator in an electroscope or dosimeter. (kwoːrts 'fiː-bər)

quartz-fiber dosimeter  [ENG] A dosimeter in which radiation dose is determined from the deflection of a quartz fiber that is initially charged, repelling it from its metal support, and has its charge reduced by ionizing radiation, causing a proportional reduction in its deflection. (kwoːrts 'fiː-bar əd'zɪm-əd-ər)

quartz-fiber manometer  See decrement gage. (kwoːrts 'fiː-bər əm'nəm-əd-ər)

quartz horizontal magnetometer  [ENG] A type of relative magnetometer used as a geomagnetic field instrument and as an observatory instrument for routine calibration of recording equipment. (kwoːrts əhər-ə'zænt-əl, mag-əm'ətəm-əd-ər)

quartz oscillator  [ELECTR] An oscillator in which the frequency of the output is determined by the natural frequency of vibration of a quartz crystal. (kwoːrts 'əz-əs, əɔd-ər)

quartz plate  See crystal plate. (kwoːrts 'plat-

quartz pressure gage  [ENG] A pressure gage that uses a highly stable quartz crystal resonator whose frequency changes directly with applied pressure. (kwoːrts prəʃ-ər, əgəl)

quartz resonator  See quartz-crystal resonator. (kwoːrts 'rez-ən, əd-ər)

quartz resonator force transducer  [ENG] A type of accelerometer which measures the change in the resonant frequency of a small quartz plate with a longitudinal slot, forming a double-ended tuning fork, when a longitudinal force associated with acceleration is applied to the plate. (kwoːrts 'rez-ən, əd-ər 'fɔːrs trənz,duːs-ər)

quartz thermometer  [ENG] A thermometer based on the sensitivity of the resonant frequency of a quartz crystal to changes in temperature. (kwoːrts əθərm-əd-ər)

quasi-linear feedback control system  [CONT SYS] Feedback control system in which the relationships between the pertinent measures of the system input and output signals are substantially linear despite the existence of nonlinear elements. (kwāzē 'lin-ər ər 'fɛd, əbək kəntrol 'sis-təm)

quasi-linear system  [CONT SYS] A control system in which the relationships between the input and output signals are substantially linear despite the existence of nonlinear elements. (kwāzē 'lin-ər ər 'sis-təm)

quasi-particle detector  [ENG] A detector of electromagnetic radiation at wavelengths close to 1 millimeter, based on the tunneling of single electrons (more precisely, quasi-particles) through a tunnel junction consisting of an oxide barrier between two superconductors, with a responsibility of one tunneling electron for each microwave photon absorbed. (kwāzē əpərd-ək əl dɪtek-tər)

quasi-static process  See reversible process. (kwāzē 'rɛvdə-ər əs)

quay  [CIV ENG] A solid embankment or structure parallel to a waterway, used for loading and unloading ships. (kə)

queen closer  [CIV ENG] In masonry work, a brick that has been cut in half along its length and is used at the end of a course. (kwēn əkloʊs-ər)

queen post  [CIV ENG] Either of two vertical members, one on each side of the apex of a triangular truss. (kwēn 'pəʊst)

quench bath  [ENG] A liquid medium, such as oil, fused salt, or water, into which a material is plunged for heat-treatment purposes. (kwēnch, bæθ)

quenching  [ELECTR] 1. The process of terminating a discharge in a gas-filled radiation-counter tube by inhibiting reignition. 2. Reduction of the intensity of resonance radiation resulting from deexcitation of atoms, which would otherwise have emitted this radiation, in collisions with electrons or other atoms in a gas. (kwēnch) Shock cooling by immersing liquid or molten material into a cooling medium (liquid or gas); used in metallurgy, plastics forming, and petroleum refining. (MECH ENG) Rapid removal of excess heat from the combustion chamber of an automotive engine. (kwēnch-ən')

quench-tank extrusion  [ENG] Plastic-film or metal extrusion that is cooled in a quenching medium. (kwēnch-ən kənstruː əkˈkwin(k) sometimes)

quench temperature  [ENG] The temperature of the medium used for quenching. (kwēnch əˌtem-prəˈkær)

queue  See waiting line. (kyū)

queueing  [ENG] The movement of discrete units through channels, such as programs or data arriving at a computer, or movement on a highway of heavy traffic. (kyū-ɪŋ)

quick-change gearbox  [MECH-ENG] A cluster of gears on a machine tool, the arrangement of which allows for the rapid change of gear ratios. (kwik əˈkændʒ)

quickmatch  [ENG] Fast-burning fuse made from a cord impregnated with black powder. (kwik, mætch)

quick return  [MECH ENG] A device used in a
quiescent

reciprocating machine to make the return stroke faster than the power stroke. (ˈkwik ˈtōrn)

quiescent  [ELECTR] Pertaining to a circuit element which has no input signal, so that it does not perform its active function.  [ENG] Pertaining to a body at rest, or inactive, such as an undisturbed liquid in a storage or process vessel.  (kwēˈes-ənt)

quill  [DES ENG] A hollow shaft into which another shaft is inserted in mechanical devices.  (kwil)

quill drive  [MECH ENG] A drive in which the motor is mounted on a nonrotating hollow shaft surrounding the driving-wheel axle, pins on the armature mesh with spokes on the driving wheels, thereby transmitting motion to the wheels; used on electric locomotives.  (ˈkwil ˈdrīv)

quill gear  [MECH ENG] A gear mounted on a hollow shaft.  (ˈkwil ˈgir)

quintal  See metric centner.  (ˈkwint-əl)

quirk  [BUILD] 1. An indentation separating one element from another, as between moldings.  2. A V groove in the finish-coat plaster where it abuts the return on a door or window.  (kwark)

quirk bead  [BUILD] 1. A bead with a quirk on one side only, as on the edge of a board. Also known as bead and quirk.  2. A bead that is flush with the adjoining surface and separated from it by a quirk on each side. Also known as bead and quirk, double-quirked bead, flush bead, recessed bead.  3. A bead located at a corner with quirks at either side at right angles to each other. Also known as bead and quirk, return bead.  4. A bead with a quirk on its face. Also known as bead and quirk.  (kwark ˈbēd)

Q unit  [THERMO] A unit of energy, used in measuring the heat energy of fuel reserves, equal to $10^{18}$ British thermal units, or approximately $1.055 \times 10^{21}$ joules.  (ˈkyuˈyuː-nət)

quoin  [BUILD] One of the members forming an outside corner or exterior angle of a building, and differentiated from the wall by color, texture, size, or projection.  (ˈkoʊn)

quoin post  [CIV ENG] The vertical member at the jointed end of a gate in a navigation lock.  (ˈkoʊn ˈpəst)

qwerty keyboard  [ENG] A keyboard containing the standard arrangement of letters so named after the first letters on the top alphabetic row.  (ˈkwərd-ə kɛ,ˈbɔrd)
rabbet  [ENG]  1. A groove cut into a part.  2. A strip applied to a part as, for example, a stop or seal.  3. A joint formed by fitting one member into a groove, channel, or recess in the face or edge of a second member.  ['rab-aɪt ]

rabbet plane  [DES ENG]  A plane with the blade extending to the outer edge of one side that is open.  ['rɑ̃b-æt ,pəlæn ]

rabbling  [ENG]  Stirring a molten charge, as of metal or ore.  ['rɑ̃b-lɪŋ ]

race  [DES ENG]  Either of the concentric pair of steel rings of a ball bearing or roller bearing.  [ENG]  A channel transporting water to or away from hydraulic machinery, as in a power house.  { ræs }

rack  [CIV ENG]  A fixed screen composed of parallel bars placed in a waterway to catch debris.  [DES ENG]  See relay rack.  [ENG]  A frame for holding or displaying articles.  [MECH ENG]  A bar containing teeth on one face for meshing with a gear.  { ræk }

rack and pinion  [MECH ENG]  A gear arrangement consisting of a toothed bar that meshes with a pinion.  { 'ræk ən 'pɪn-ɪnən }

rack-and-pinion steering  [MECH ENG]  A steering system in which the rotation of pinion gear at the end of the steering column moves a toothed bar (the rack) left or right to transmit steering movements.  { 'ræk ən 'pɪn-ɪn ən 'stɪr-ɪŋ }

racking  [CIV ENG]  Setting back the end of each course of brick or stone from the end of the preceding course.  { 'ræk-ɪŋ }

rack railway  [CIV ENG]  A railway with a rack between the rails which engages a gear on the locomotive, used on steep grades.  { 'ræk 'ræl,wä } 

radar  [ENG]  1. A system using beamed and reflected radio-frequency energy for detecting and locating objects, measuring distance or altitude, navigating, homing, bombing, and other purposes; in detecting and ranging, the time interval between transmission of the energy and reception of the reflected energy establishes the range of an object in the beam's path. Derived from radio detection and ranging.  2. See radar set.  { 'rædər }

radar bombsight  [ENG]  An airborne radar set used to sight the target, solve the bombing problem, and drop bombs.  { 'rædər ˈbɑm,ʃt } 

radar command guidance  [ENG]  A missile guidance system in which radar equipment at the launching site determines the positions of both target and missile continuously, computes the missile course corrections required, and transmits these by radio to the missile as commands.  { 'rædər ˈkɑmand ,ɡɪd-əns } 

radar contact  [ENG]  Recognition and identification of an echo on a radar screen, an aircraft is said to be on radar contact when its radar echo can be seen and identified on a PPI (position indicator) display.  { 'rædər ˈkɑntækt } 

radar coverage  [ENG]  The limits within which objects can be detected by one or more radar stations.  { 'rædər ˈkæv-raɪj } 

radar coverage indicator  [ENG]  Device that shows how far a given aircraft should be tracked by a radar station, and also provides a reference (detection) range for quality control; takes into account aircraft size, altitude, screening angle, site elevation, type radar, antenna radiation pattern, and antenna tilt.  { 'rædər ˈkæv-raɪj ,ɪnˈdər,kæd-ər } 

radar dome  [ENG]  Weatherproof cover for a primary radiating element of a radar or radio device which is transparent to radio-frequency energy, and which permits active operation of the radiating element, including mechanical rotation or other movement as applicable.  { 'rædər ˈdɒm } 

radar gun-layer  [ENG]  A radar device which tracks a target and aims a gun or guns automatically.  { 'rædər ˈɡʌn ˈləɪə } 

radar homing  [ENG]  Homing in which a missile-borne radar locks onto a target and guides the missile to that target.  { 'rædər ˈhɑʊm-ing } 

radar marker  [ENG]  A fixed facility which continuously emits a radar signal so that a bearing indication appears on a radar display.  { 'rædər ˈmɑrkər } 

radar netting  [ENG]  The linking of several radars to a single center to provide integrated target information.  { 'rædər ˈnetɪŋ } 

radar netting station  [ENG]  A center which can receive data from radar tracking stations and exchange these data among other radar tracking stations, thus forming a radar netting system.  { 'rædər ˈnetɪŋ ,stætʃən } 

radar picket  [ENG]  A ship or aircraft equipped with early-warning radar and operating at a distance from the area being protected, to extend the range of radar detection.  { 'rædər ˈpɪkt }
radar prediction  [ENG] A graphic portrayal of the estimated radar intensity, persistence, and shape of the cultural and natural features of a specific area.  (râte,drârt  próktâkshun )

radar range marker  [ENG] See distance marker.  (râte,drârt  rânj  már-kâr )

radar relay  [ENG] 1. Equipment for relaying the radar video and appropriate synchronizing signal to a remote location.  2. Process or system by which radar echoes and synchronization data are transmitted from a search radar installation to a receiver at a remote point.  (râte,drârt  rê,la )

radar scanning  [ENG] The process or action of directing a radar beam through a space search pattern for the purpose of locating a target.  (râte,drârt  skânt-iɲ)

radarscope overlay  [ENG] A transparent overlay placed on a radarscope for comparison and identification of radar returns.  (râte,drârt,skôp  'o-var,la )

radar set  [ENG] A complete assembly of radar equipment for detecting and ranging, consisting essentially of a transmitter, antenna, receiver, and indicator. Also known as radar.  (râte,drârt  set )

radarsonde  [ENG] 1. An electronic system for automatically measuring and transmitting high-altitude meteorological data from a balloon, kite, or rocket by pulse-modulated radio waves when triggered by a radar signal.  2. A system in which radar techniques are used to determine the range, elevation, and azimuth of a radar target carried aloft by a radiosonde.  (râte,drârt,sând )

radar station  [ENG] The place, position, or location from which, or at which, a radar set transmits or receives signals.  (râte,drârt  staš-han )

radar surveying  [ENG] Surveying in which airborne radar is used to measure accurately the distance between two ground radio beacons positioned along a baseline; this eliminates the need for measuring distance along the baseline in inaccessible or extremely rough terrain.  (râte,drârt  saɾvã-iɲ)

radar telescope  [ENG] A large radar antenna and associated equipment used for radar astronomy.  (râte,drârt  tel-õ,skôp )

radar theodolite  [ENG] A theodolite that uses radar to obtain azimuth, elevation, and slant range to a reflecting target, for surveying or other purposes.  (râte,drârt  ðêdrâl-jît )

radar threshold limit  [ENG] For a given radar and specified target, the point in space relative to the focal point of the antenna at which initial detection criteria can be satisfied.  (râte,drârt  'thresh,hôld  lim-oľ )

radar tracking  [ENG] Tracking a moving object by means of radar.  (râte,drârt  trâk-iɲ)

radar tracking station  [ENG] A radar facility which has the capability of tracking moving targets.  (râte,drârt  trâk-iɲ  staš-han )

radar triangulation  [ENG] A radar system of locating targets, usually aircraft, in which two or more separate radars are employed to measure range only, the target is located by automatic trigonometric solution of the triangle composed of a pair of radars and the target in which all three sides are known.  (râte,drârt  trî,ŋ-gyâl-lâshun )

radar wind system  [ENG] Apparatus in which radar techniques are used to determine the range, elevation, and azimuth of a balloon-borne target, and hence to compute upper-air wind data.  (râte,drârt  'wind,sîs-tâm)

radial acceleration  [ENG] See centripetal acceleration.  (râdʒ-e-ol  'ber-iɲ)

radial draw forming  [MECH ENG] A metal-forming method in which tangential stretch and radial compression are applied gradually and simultaneously.  (râdøj-e-ol  'drô ,form-iɲ)

radial drill  [MECH ENG] A drilling machine in which the drill spindle can be moved along a horizontal arm which itself can be rotated about a vertical pillar.  (râdøj-e-ol  'dril )

radial drilling  [ENG] The drilling of several holes in one plane, all radiating from a common point.  (râdøj-e-ol  'dril-iɲ)

radial engine  [MECH ENG] An engine characterized by radially arranged cylinders at equiangular intervals around the crankshaft.  (râdøj-e-ol  'en-iɲ)

radial-flow  [ENG] Having the fluid working substance flowing along the radii of a rotating tank.  (râdøj-e-ol  'flo )

radial-flow turbine  [MECH ENG] A turbine in which the gases flow primarily in a radial direction.  (râdøj-e-ol  'flo  'tur-ban )

radial force  [MECH ENG] In machining, the force acting on the cutting tool in a direction opposite to depth of cut.  (râdøj-e-ol  'fořs )

radial gate  See Tainter gate.  (râdøj-e-ol  'gał )

radial heat flow  [THERMO] Flow of heat between two coaxial cylinders maintained at different temperatures; used to measure thermal conductivities of gases.  (râdøj-e-ol  'hêt,flo )

radial load  [MECH ENG] The load perpendicular to the bearing axis.  (râdøj-e-ol  'lôd )

radial locating  [MECH ENG] One of the three locating problems in tooling to maintain the desired relationship between the workpiece, the cutter, and the body of the machine tool; the other two locating problems are concentric and plane locating.  (râdøj-e-ol  'loľ,kâd-iɲ)

radial motion  [MECH] Motion in which a body moves along a line connecting it with an observer or reference point, for example, the motion of stars which move toward or away from the earth without a change in apparent position.  (râdøj-e-ol  'mořsran )

radial-ply  [DES ENG] Pertaining to the construction of a tire in which the cords run straight
radioacoustic ranging

across the tire, and an additional layered belt of fabric is placed around the circumference between the plies and the tread. {ˈrad-ə-alˈplæt}

radial-ply tire see radial tire. {ˈrad-ə-alˈplætˈtər}

radial rake [MECH ENG] The angle between the cutter tooth face and a radial line passing through the cutting edge in a plane perpendicular to the cutter axis. {ˈrad-ə-alˈræk}

radial road [CIV ENG] One of a group of roads leading outward from the center of a city in a pattern similar to spokes on a wheel. {ˈrad-ə-alˈrød}

radial saw [MECH ENG] A power saw that has a circular blade suspended from a transverse head mounted on a rotatable arm. {ˈrad-ə-alˈsɔːr}

radial selector see omnibearing selector. {ˈrad-ə-alˈsilˈlek-tər}

radial stress [MECH] Tangential stress at the periphery of an opening. {ˈrad-ə-alˈstreʃər}

radial tire [ENG] A pneumatic tire constructed with a layer of fabric between the tread and the plies (cords), which run straight across the tire. Also known as radial-ply tire. {ˈrad-ə-alˈtrər}

radial velocity [MECH] The component of the velocity of a body that is parallel to a line from an observer or reference point to the body; the radial velocities of stars are valuable in determining the structure and dynamics of the Galaxy. Also known as line-of-sight velocity. {ˈrad-ə-alˈvaˈləns-ə-tər}

radial wave equation [MECH] Solutions to wave equations with spherical symmetry can be found by separation of variables; the ordinary differential equation for the radial part of the wave function is called the radial wave equation. {ˈrad-ə-alˈveɪwjəˈiːkwaːˈʃən}

radial energy see radiation. {ˈrad-ə-əntˈenərəˈjɛl}

radial-energy thermometer see radiation pyrometer. {ˈrad-ə-əntˈenərəˈjɛlˈθɔːrməˈmədər}

radial heating [ENG] Any system of space heating in which the heating-producing means is a surface that emits heat to the surroundings by radiation rather than by conduction or convection. {ˈrad-ə-əntˈhedəˈinj}

radial superheater [MECH ENG] A superheater designed to transfer heat from the products of combustion to the steam primarily by radiation. {ˈrad-ə-əntˈsjuːˈpær,ˈhedəˈinj}

radial-type boiler [MECH ENG] A water-tube boiler in which boiler tubes form the boundary of the furnace. {ˈrad-ə-əntˈtɜːpˈboilər}

radiating power see emittance. {ˈrad-ə-ədˈinˈemənt}

radiation [ENG] A method of surveying in which points are located by knowledge of their distances and directions from a central point. {ˈrad-ə-əshən}

radiation correction see cooling correction. {ˈrad-ə-əshənˈkoʊrˈkrekəshən}

radiation hardening [ENG] Improving the ability of a device or piece of equipment to withstand nuclear or other radiation; applies chiefly to di-electric and semiconductor materials. {ˈrad-ə-əshənˈhɑːrdənɪŋ}

radiation loss [MECH ENG] Boiler heat loss to the atmosphere by conduction, radiation, and convection. {ˈrad-ə-əshənˈloʊs}

radiation noise see electromagnetic noise. {ˈrad-ə-əshənˈnəʊzə}

radiation oven [ENG] Heating chamber relying on tungsten-filament infrared lamps with reflectors to create temperatures up to 600°F (315°C); used to dry sheet and granular material and to bake surface coatings. {ˈrad-ə-əshənˈəʊvən}

radiation pyrometer [ENG] An instrument which measures the temperature of a hot object by focusing the thermal radiation emitted by the object and making some observation on it; examples include the total-radiation, optical, and ratio pyrometers. Also known as noncontact thermometer, radiant-energy thermometer, radiation thermometer. {ˈrad-ə-əshənˈpərəˈmɛtrəməˈdər}

radiation shelter see fallout shelter. {ˈrad-ə-əshənˌʃelˈtər}

radiation shield [ENG] A shield or wall of material interposed between a source of radiation and a radiation-sensitive body, such as a person, radiation-detection instrument, or photographic film, to protect the latter. {ˈrad-ə-əshənˈʃiːld}

radiation thermometer see radiation pyrometer. {ˈrad-ə-əshənˈθɔːrməˈmədər}

radiation vacuum gage [ENG] Vacuum (reduced-pressure) measurement device in which gas ionization from an alpha source of radiation varies measurably with changes in the density (molecular concentration) of the gas being measured. {ˈrad-ə-əshənˈvækəˈmeɪntˈgeɪj}

radiation well logging see radioactive well logging. {ˈrad-ə-əshənˌwelˈlægˈlinj}

radiator [ENG] Any of numerous devices, units, or surfaces that emit heat, mainly by radiation, to objects in the space in which they are installed. {ˈrad-ə-ədər}

radiator temperature drop [MECH ENG] In internal combustion engines, the difference in temperature of the coolant liquid entering and leaving the radiator. {ˈrad-ə-ədərˈtemprəˈʃər,ˈdræpər}

radioacoustic position finding see radioacoustic ranging. {ˈrad-ə-əʊˈkjuːstɪkˈpərˌzɪʃənˌfɪndɪŋ}

radioacoustic ranging [ENG] A method for finding the position of a vessel at sea; a bomb is exploded in the water, and the sound of the explosion transmitted through water is picked up by the vessel and by shore stations, other vessels, or buoys whose positions are known; the received sounds are transmitted instantaneously by radio to the surveying vessel, and the elapsed times are proportional to the distances to the known positions. Abbreviated RAR. Also known as radioacoustic position finding, radioacoustic sound ranging. {ˈrad-ə-əʊˈkjuːstɪkˈræŋˈjɪŋ}
radioacoustic sound ranging

radioacoustic sound ranging [SEE radioacoustic ranging] ¹[ˈræd-əʊ-əʊ]kəs-tɪk ˈsænd, ˈrænd-iŋ] ¹
radioactive heat [THERMO] Heat produced within a medium as a result of a absorption of radiation from decay of radioisotopes in the medium, such as thorium-232, potassium-40, uranium-238, and uranium-235. ¹[ˈræd-ə-əʊ]kə-tɪv ˈhɛt] ¹
radioactive snow gage [ENG] A device which automatically and continuously records the water equivalent of snow on a given surface as a function of time. A small sample of a radioactive salt is placed in the ground in a lead-shielded collimator which directs a beam of radioactive particles vertically upward; a Geiger-Müller counting system (located above the snow level) measures the amount of depletion of radiation caused by the presence of the snow. ¹[ˈræd-ə-əʊ]kə-tɪv ˈsnəʊ, ˈɡæl] ¹
radioactive well logging [ENG] The recording of the differences in radioactive content (natural or neutron-induced) of the various rock layers found down an oil well borehole, types include γ-ray, neutron, and photon logging. Also known as radiation well logging; radioactivity prospecting. ¹[ˈræd-ə-əʊ]kə-tɪv ˈwel, ˈlæg-iŋ] ¹
radioactivity log [ENG] Record of radioactive well logging. ¹[ˈræd-ə-əʊ]kə-tɪv ˈləg] ¹
radioactivity prospecting [SEE radioactive well logging] ¹[ˈræd-ə-əʊ]kə-tɪv ˈpra, ˈspekt-iŋ] ¹
radio altimeter [ENG] An absolute altimeter that depends on the reflection of radio waves from the earth for the determination of altitude, as in a frequency-modulated radio altimeter and a radar altimeter. Also known as electronic altimeter, reflection altimeter. ¹[ˈræd-ə-əʊ] əlˈtɪmə-ər] ¹
radio atmometer [ENG] An instrument designed to measure the effect of sunlight upon evaporation from plant foliage; consists of a porous-clay atmometer whose surface has been blackened so that it absorbs radiant energy. ¹[ˈræd-ə-əʊ] ətˈmɒmə-ər] ¹
radioautography [SEE autoradiography] ¹[ˈræd-ə-əʊ] ətˈrɑd-ərə] ¹
radio autopilot coupler [ENG] Equipment providing means by which an electrical navigational signal operates an automatic pilot. ¹[ˈræd-ə-əʊ] əd-əʊ, pɪˈprɪt ˈkæp-lər] ¹
radio detection [ENG] The detection of the presence of an object by radiolocation without precise determination of its position. ¹[ˈræd-ə-əʊ] ɪˈdɪtek-ʃən] ¹
radio detection and location [ENG] Use of an electronic system to detect, locate, and predict future positions of earth satellites. ¹[ˈræd-ə-əʊ] ɪˈdɪtek-ʃən ən ˈloʊˈkə-ʃən] ¹
radio detection and ranging [SEE radar] ¹[ˈræd-ə-əʊ] ɪˈdɪtek-ʃən ən ˈrænd-iŋ] ¹
radio Doppler [ENG] Direct determination of the radial component of the relative velocity of an object by an observed frequency change due to such velocity. ¹[ˈræd-ə-əʊ] əˈdɑp-lər] ¹
radio echo observation [ENG] A method of determining the distance of objects in the atmosphere or outer space, in which a radar pulse is directed at an object and the time that elapses from transmission of the pulse to reception of a reflected pulse is measured. ¹[ˈræd-ə-əʊ] əˈkəʊˌdərəˌvərəˌʃən] ¹
radio engineering [ENG] The field of engineering that deals with the generation, transmission, and reception of radio waves and with the design, manufacture, and testing of associated equipment. ¹[ˈræd-ə-əʊ] ənˈpənɪər-iŋ] ¹
radio-frequency current [ELEC] Alternating current having a frequency higher than 10,000 hertz. ¹[ˈræd-ə-əʊ] ˈfriˌkwən-siˌkaˌrant] ¹
radio-frequency head [ENG] Unit consisting of a radar transmitter and part of a radar receiver, the two contained in a package for ready removal and installation. ¹[ˈræd-ə-əʊ] ˈfriˌkwən-siˌ ˈhed-iŋ] ¹
radio-frequency heating [SEE electronic heating] ¹[ˈræd-ə-əʊ] ˈfriˌkwən-siˌ ˈhed-ər] ¹
radio-frequency preheating [ENG] Preheating of plastics-molding materials by radio frequencies of 10–100 megahertz per second to facilitate the molding operation or to reduce the molding cycle time. Abbreviated rf preheating. ¹[ˈræd-ə-əʊ] ˈfriˌkwən-siˌ ˈprɛˌhed-ər] ¹
radio-frequency sensor [ENG] A device that uses radio signals to determine the position of objects to be manipulated by a robotic system. ¹[ˈræd-ə-əʊ] ˈfriˌkwən-siˌ ˈsɛn-sər] ¹
radiogonometry [ENG] Science of locating a radio transmitter by means of taking bearings on the radio waves emitted by such a transmitter. ¹[ˈræd-ə-əʊ] əʊˌnɛtəməˌərə] ¹
radio-inertial guidance system [ENG] A command type of missile guidance system consisting essentially of a radar tracking unit; a computer that accepts missile position and velocity information from the tracking system and furnishes to the command link appropriate signals to steer the missile; the command link, which consists of a transmitter on the ground and an antenna and receiver on the missile; and an inertial system for partial guidance in case of radio guidance failure. ¹[ˈræd-ə-əʊ] ɪˌnərtəˈfiərəˌməd-ər] ¹
radio interferometer [ENG] Radiotelescope or radiometer employing a separated receiving antenna to measure angular distances as small as 1 second of arc; records the result of interference between separate radio waves from celestial radio sources. ¹[ˈræd-ə-əʊ] ˌɪnˌtərˌfiərəˌməd-ər] ¹
radio location [ENG] Determination of relative position of an object by means of equipment operating on the principle that propagation of radio waves is at a constant velocity and rectilinear. ¹[ˈræd-ə-əʊ] ˌɪnˌtərˌfiərəˌməd-ər] ¹
radio mast [ENG] A tower, pole, or other structure for elevating an antenna. ¹[ˈræd-ə-əʊ] ˌmæst] ¹
radiometer [ELECTR] A receiver for detecting microwave thermal radiation and similar weak wide-band signals that resemble noise and are obscured by receiver noise. Examples include the Dicke radiometer, subtraction-type radiometer, and two-receiver radiometer. Also known as
microwave radiometer, radiometer-type receiver. [ENG] An instrument for measuring radiant energy, examples include the bolometer, microradiometer, and thermopile. {rad·ē·sām·ād·ar} radiopasteurization [ENG] Pasteurization by surface treatment with low-energy irradiation. {rad·ē·ō,pās-chùr-ỗ-shàn} radio position finding [ENG] Process of locating a radio transmitter by plotting the intersection of its azimuth as determined by two or more radio direction finders. {'rad·ē·ō pā´zhish-ôn} radio prospecting [ENG] Use of radio and electric equipment to locate mineral or oil deposits. {'rad·ē·ō pā´spēk·tīg} radio shielding [ELEC] Metallic covering over all electric wiring and ignition apparatus, which is grounded at frequent intervals for the purpose of eliminating electric interference with radio communications. {'rad·ē·ō shēld·īg} radiosonde [ENG] A balloon-borne instrument for the simultaneous measurement and transmission of meteorological data; the instrument consists of transducers for the measurement of pressure, temperature, and humidity, a modulator for the conversion of the output of the transducers to a quantity which controls a property of the radio-frequency signal, a selector switch which determines the sequence in which the parameters are to be transmitted, and a transmitter which generates the radio-frequency carrier. {'rad·ē·ō sān·dē} radiosonde-radio-wind system [ENG] An apparatus consisting of a standard radiosonde and radiosonde ground equipment to obtain upper-air data on pressure, temperature, and humidity, and a self-tracking radio direction finder to provide the elevation and azimuth angles of the radiosonde so that the wind vectors may be obtained. {'rad·ē·ō,sānd·rad·ē·ō,wind,sis·tām} radiosonde set [ENG] A complete set for automatically measuring and transmitting high-altitude meteorological data by radio from such carriers as a balloon or rocket. {'rad·ē·ō,sānd·sēt} radio sonobuoy See sonobuoy. {'rad·ē·ō sān·ō,boi} radio telescope [ENG] An astronomical instrument used to measure the amount of radio energy coming from various directions in the sky, consisting of a highly directional antenna and associated electronic equipment. {'rad·ē·ō tel·ō,skōp} radio tracking [ENG] The process of keeping a radio or radar beam set on a target and determining the range of the target continuously. {'rad·ē·ō trák·īg} radius cutter [MECH ENG] A formed milling cutter with teeth ground to produce a radius on the workpiece. {'rad·ē·ās,kād·ār} radius of action [ENG] The maximum distance a ship, aircraft, or vehicle can travel away from its base along a given course with normal load and return without refueling, but including the fuel required to perform those maneuvers made necessary by all safety and operating factors. {'rad·ē·ās av ·ak·shān} radius of gyration [MECH] The square root of the ratio of the moment of inertia of a body about a given axis to its mass. {'rad·ē·ās av ·jī·rā·shān} radius of protection [ENG] The radius of the circle within which a lightning discharge will not strike, due to the presence of an elevated lightning rod at the center. {'rad·ē·ās av pra·tek·shān} radius rod [ENG] A rod which restricts movement of a part to a given arc. {'rad·ē·ās ·rād} raffinate [CHEM ENG] In solvent refining, that portion of the treated liquid mixture that remains undissolved and is not removed by the selective solvent. Also known as good oil to petroleum-refinery operators. {'raf·ā·nāt} raft [ENG] A quantity of timber or lumber secured together by means of ropes, chains, or rods and used for transportation by floating. {'raft} rafter [BUILD] A roof-supporting member immediately beneath the roofing material. {'raf·tār} rafter dam [CIV ENG] A dam made of horizontal timbers that meet in the center of the stream like rafters in a roof. Also known as foundation mat. {'raft ·fain·dā·shān} rag bolt See barb bolt. {'rag ·bōlt} raggle [BUILD] 1. A manufactured masonry unit, frequently made of terra cotta, having a slot or groove to receive a metal flashing. Also known as flashing block. 2. A groove cut into masonry to receive adjoining material. {'rag·āl} raggle block See raggle. {'rag·āl ·blak} rail [ENG] 1. A bar extending between posts or other supports as a barrier or guard. 2. A steel bar resting on the cross ties to provide track for railroad cars and other vehicles with flanged wheels. [MECH ENG] A high-pressure manifold in some fuel injection systems. {'rāl} rail anchor [CIV ENG] A device that prevents tracks from moving longitudinally and maintains the proper gap between sections of rail. {'rāl ·ān·kar} rail bender [ENG] A portable appliance for bending rails for track or for straightening bent or curved rails. {'rāl ·ben·dār} rail capacity [CIV ENG] The maximum number of trains which can be planned to move in both directions over a specified section of track in a 24-hour period. {'rāl ·kā·pas·aad·ē} rail clip [CIV ENG] 1. A plate that holds a rail at its base. 2. A device used to fasten a derrick or crane to the rails of a track to prevent tipping. 3. A support on a track rail, used for holding a detector bar. {'rāl ·klīp} rail crane See locomotive crane. {'rāl ·krān} railhead [CIV ENG] 1. The topmost part of a rail, supporting the wheels of railway vehicles. 2. A point at which railroad traffic originates and
terminates. 3. The temporary ends of a railroad line under construction. { \text{rail, hed}

**railing** [CIV ENG] A barrier consisting of a rail and support. [ELECTR] Radar pulse jamming at high recurrence rates (50 to 150 kilohertz); it results in an image on a radar indicator resembling a railing. { \text{rail, in}

**rail joint** [CIV ENG] A rigid connection of the ends of two sections of railway track. { \text{rail, jönt}

**railroad** [CIV ENG] A permanent line of rails forming a route for freight cars and passenger cars drawn by locomotives. { \text{rail, rod}

**railroad engineering** [CIV ENG] That part of transportation engineering involved in the planning, design, development, operation, construction, maintenance, use, or economics of facilities for transportation of goods and people in wheeled units of rolling stock running on, and guided by, rails normally supported on crossties and held to fixed alignment. Also known as railway engineering. { \text{rail, rod, en-jöa-nir-inj}

**railroad jack** [MECH ENG] 1. A hoist used for lifting locomotives. 2. A portable jack for lifting heavy objects. 3. A hydraulic jack, either powered or lever-operated. { \text{rail, rod, jak}

**railway dry dock** [CIV ENG] A railway dock consisting of tracks built on an incline on a strong foundation, and extending from a sufficient distance in shore to allow a vessel to be hauled out of the water. { \text{rail, wa 'dri, dak}

**railway end-loading ramp** [CIV ENG] A sloping platform situated at the end of a track and rising to the level of the floor of the railcars (wagons). { \text{rail, wa 'end, jöd-inj, ramp}

**railway engineering** See railroad engineering. { \text{rail, wa en-jöa-nir-inj}

**rain gage** [ENG] An instrument designed to collect and measure the amount of rain that has fallen. Also known as ombrometer, pluviometer, udometer. { \text{ran, gai}

**rain-gage shield** [ENG] A device which surrounds a rain gage and acts to maintain horizontal flow in the vicinity of the funnel so that the catch will not be influenced by eddies generated near the gage. Also known as wind shield. { \text{ran, gai, shield}

**rain-intensity gage** [ENG] An instrument which measures the instantaneous rate at which rain is falling on a given surface. Also known as rate-of-rainfall gage. { \text{rân in-ten-sad-e, gai}

**raised flooring** [CIV ENG] A flooring system having removable panels supported on adjustable pedestals or stringers to allow convenient access to the space below. Also known as access flooring, elevated flooring, pedestal flooring. { \text{razd 'flo-inj}

**raising plate** See wall plate. { \text{râz-inj, plät}

**Rajakaruna engine** [MECH ENG] A rotary engine that uses a combustion chamber whose sides are pin-jointed together at their ends. { \text{ra-ja-ko-rän, en-jan}

**rake** [BUILD] The exterior finish and trim applied parallel to the sloping end walls of a gabled roof. { \text{des eng}

**rake blade** [ENG] A blade on a bulldozer in the form of spaced tines that point down. { \text{râk blâd}

**raked joint** [CIV ENG] A mortar, or masonry, joint from which the mortar has been scraped out to about 3/4 inch (20 millimeters). { \text{râkt 'jönt}

**ram** [MECH ENG] A plunger, weight, or other guided structure for exerting pressure or drawing something by impact. { \text{ram}

**ram effect** [MECH ENG] The increased air pressure in a jet engine or in the manifold of a piston engine, due to ram. { \text{ram, i, lekt}

**rammer** [ENG] An instrument for driving something, such as wood or stones, into another material with force. Also known as beetle, maul. { \text{ram-'or}

**ramming** [ENG] Packing a powder metal or sand into a compact mass. { \text{ram-inj}

**ramp** [ENG] 1. A uniformly sloping platform, walkway, or driveway. 2. A stairway which gives access to the main door of an airplane. { \text{ramp}

**ram penetrometer** See ramsonde. { \text{ram, pen-a'tram-oad-ar}

**ramping** [ENG] In the production of parts fabricated from composite materials, a gradual and programmed sequence of changes in temperature or pressure that control curing and cooling. { \text{ram-inj}

**RAMPS** See resource allocation in multiproject scheduling. { \text{ramps}

**Ramsay-Shields-Eötvös equation** [THERMO] An elaboration of the Eötvös rule which states that at temperatures not too near the critical temperature, the molar surface energy of a liquid is proportional to $t - t_c K$, where $t$ is the temperature and $t_c$ is the critical temperature. { \text{rámz-e 'šhelz 'ot-vósch i, kwa-zhan}

**Ramsay-Young method** [THERMO] A method of measuring the vapor pressure of a liquid, in which a thermometer bulb is surrounded by cotton wool soaked in the liquid, and the pressure, measured by a manometer, is reduced until the thermometer reading is steady. { \text{rámz-e 'yan, meth-oad}

**Ramsay-Young rule** [THERMO] An empirical relationship which states that the ratio of the absolute temperatures at which two chemically similar liquids have the same vapor pressure is independent of this vapor pressure. { \text{rámz-e 'yan, rul}

**ramsonde** [ENG] A cone-tipped metal rod or tube that is driven downward into snow to measure its hardness. Also known as ram penetrometer. { \text{ram, sänd}

444
ram travel [ENG] In injection or transfer molding, the distance moved by the injection ram while filling the mold. ['ram trav-əl]

range-type turret lathe [MECH ENG] A horizontal turret lathe in which the turret is mounted on a ram or slide which rides on a saddle. ['ram 'tɔr-ət, 'læt-ə]

random length [ENG] One of a group of various lengths of pipe as delivered by the manufacturer, usually 13–23 feet (4–7 meters) long. Also known as mill length. ['ran-dəm 'leŋkθ]

random line [ENG] A trial surveying line that is directed as closely as circumstances permit toward a fixed terminal point that cannot be seen from the initial point. Also known as random traverse. ['ran-dəm 'lín]

random-sampling voltmeter [ENG] A sampling voltmeter which takes samples of an input signal at random times instead of at a constant rate; the synchronizing portions of the instrument can then be simplified or eliminated. ['ran-dəm 'sæm-plən 'vɔlt, mɛd-ər]

random traverse See random line. ['ran-dəm 'trəvərss]

random vibration [MECH] A varying force acting on a mechanical system which may be considered to be the sum of a large number of irregularly timed small shocks; induced typically by aerodynamic turbulence, airborne noise from rocket jets, and transportation over rough surfaces. ['ran-dəm 'vɪd'brə-ʃən]

range [CIV ENG] Any series of contiguous townships of the U.S. Public Land Survey system. [CON T S Y S] 1. The maximum distance a robot’s arm or wrist can travel. Also known as reach. 2. The volume comprising the locations to which a robot’s arm or wrist can travel. [ENG] 1. The distance capability of an aircraft, missile, gun, radar, or radio transmitter. 2. A line defined by two fixed landmarks, used for missile or vehicle testing and other test purposes. [MECH] The horizontal component of a projectile displacement at the instant it strikes the ground. ['ræn] range calibration [ENG] Adjustment of a radar set so that when on target the set will indicate the correct range. ['ræn kal-ə,brə-ʃən] range coding [ENG] Method of coding a radar transponder beacon response so that it appears as a series of illuminated bars on a radarscope; the coding provides identification. ['rænˌkəd-ən] range corrector setting [ENG] Degree to which the range scale of a position-finding apparatus must be adjusted before use. ['rænˌkɑrɛkt-ərˌsi-nd-ən]

range deviation [MECH] Distance by which a projectile strikes beyond, or short of, the target; the distance as measured along the gun-target line or along a line parallel to the gun-target line. ['rænˌdɪvərˌsi-nd-ən]

range discrimination See distance resolution. ['rænˌdɪzərˌmi-nd-ən]

rangefinder [ELECTR] A device which determines the distance to an object by measuring the time it takes for a radio wave to travel to the object and return. See optical rangefinder. ['rænˌfrɛndər]

range-height indicator [ENG] A scope which simultaneously indicates range and height of a radar target; this presentation is commonly used by height finders. ['rænˈhɪtˌɪn-də,kɑd-ər]

range imaging sensor [ENG] A robotic device that makes precise measurements, by using the principles of algebra, trigonometry, and geometry, of the distance from a robot's end effector to various parts of an object, in order to form an image of the object. ['rænˌim-iŋˌsɛn-sɔr]

range marker See distance marker. ['rænˌmɑrkər]

range pole [ran] one of a group of various range poles as delivered by the manufacturer, usually 13–23 feet (4–7 meters) long. Also known as mill length. ['ran-dəm 'leŋkθ]

range record [ENG] An item which makes a permanent representation of distance, expressed as range. Also known as range rod. ['rænˈrɛk]

range resolution See distance resolution. ['rænˌrezəˌlju-ən]

range rod [ENG] A long (6–8 feet or 1.8–2.4 meters) rod fitted with a sharp-pointed metal shoe and usually painted in 1-foot (30-centimeter) bands of alternate red and white, used for sighting points and lines in surveying or for showing the position of a ground point. Also known as line rod, lining rod, range pole, ranging rod, sight rod. ['rænˌrɔd]

range-sensing [ENG] The precise measurement of the distance of a device from a robot's end effector. ['rænˌsen-sɛŋ]

range surveillance [ENG] Surveillance of a missile range by means of electronic and other equipment. ['rænˌsərvəl iŋˌsɛŋ]

ranging rod See range rod. ['rænˌrɛŋˌrɔd]

rank [MECH ENG] The number of rotational joints belonging to a robot. ['ræŋk]

Rankine cycle [THERMO] An ideal thermodynamic cycle consisting of heat addition at constant pressure, isentropic expansion, heat rejection at constant pressure, and isentropic compression; used as an ideal standard for the performance of heat-engine and heat-pump installations operating with a condensable vapor as the working fluid, such as a steam power plant. Also known as steam cycle. ['ræŋkˌki-ˌsni-

Rankine efficiency [MECH ENG] The efficiency of an ideal engine operating on the Rankine cycle under specified conditions of steam temperature and pressure. ['ræŋkˌi-ˌfish-

Rankine-Hugoniot equations [THERMO] Equations, derived from the laws of conservation of mass, momentum, and energy, which relate the velocity of a shock wave and the pressure, density, and temperature of the transmitting fluid before and after the shock wave passes. ['ræŋkˌi-ˌyʊˈɡoʊ-ni-ətˌi-ˌkjʊwə-ˌʃæn]
Rankine temperature scale

**Rankine temperature scale**  [THERMO] A scale of absolute temperature, the temperature in degrees Rankine (°R) is equal to 9/5 of the temperature in kelvins and to the temperature in degrees Fahrenheit plus 459.67.  (‘rān-kən tem-prə-chər, skāl]

**ranking method**  [IND ENG] A system of job evaluation wherein each job as a whole is given a rank with respect to all the other jobs, and no attempt is made to establish a measure of value.  (‘ran-,iŋ, méth-əd]

**Ranney well**  [CIV ENG] A well that has a center caisson with horizontal perforated pipes extending radially into an aquifer, particularly applicable to the development of thin aquifers at shallow depths.  (‘ran-,i wel]

**rapid prototyping**  [IND ENG] A modeling process used in product design in which a CAD drawing of a part is processed to create a file of the part in slices, and then a part is built by depositing layer (slice) upon layer of material, includes stereolithography, selective laser sintering, or fused deposition modeling.  (‘rap-əd ’prə-dən-əl, tip-ən]

**rapid sand filter**  [CIV ENG] A system for purifying water, which is forced through layers of sand and gravel under pressure.  (‘rap-əd ’sand fəl-tər]

**rapid traverse**  [MECH ENG] A machine tool mechanism which rapidly repositions the workpiece while no cutting takes place.  (‘rap-əd ’trə-va rs]

**Raschig process**  [CHEM ENG] A method for production of phenol that begins with a first-stage chlorination of benzene, using an air-hydrochloric acid mixture.  (‘ra-šik ’pra-səs]

**Raschig ring**  [CHEM ENG] A type of packing in the shape of a short pipe; used in columns for absorption operations, and to a limited extent for distillation operations.  (‘ra-šik ’rəŋ]

**RA size**  [ENG] One of a series of sizes to which untrimmed paper is manufactured; for reels of paper, the standard sizes in millimeters are 430, 610, 860, and 1220; for sheets of paper, the sizes are RA0, 860 × 1220; RA1, 610 × 860; RA2, 430 × 610; RA sizes correspond to A sizes when trimmed.  (‘ra-ə, səz]

**rasp**  [DES ENG] A metallic tool with a rough surface of small points used for shaping and finishing metal, plaster, stone, and wood, designed in a number of useful curved shapes.  (‘ras p]

**ratchet**  [DES ENG] A wheel, usually toothed, operating with a catch or a pawl so as to rotate in only a single direction.  (‘rach-ət]

**ratchet coupling**  [MECH ENG] A coupling between two shafts that uses a ratchet to allow the driven shaft to be turned in one direction only, and also to permit the driven shaft to overrun the driving shaft.  (‘rach-ət, kəp-ləj]

**ratchet jack**  [DES ENG] A jack operated by a ratchet mechanism.  (‘rach-ət, jak]

**ratchet tool**  [DES ENG] A tool in which torque is applied in one direction only by means of a ratchet.  (‘rach-ət, tül]

**rat distillate**  [CHEM ENG] A refinery designation for gasoline and other fuels as they come from the condenser, before undesirable substances are removed by further processing.  (‘rat, ’dist-ə-lət]

**rate action** See derivative action.  (‘rat, ak-shən]

**rate control**  [CONT SYS] A form of control in which the position of a controller determines the rate or velocity of motion of a controlled object. Also known as velocity control.  (‘rat kan,trəl]

**rated capacity**  [MECH ENG] The maximum capacity for which a boiler is designed, measured in pounds of steam per hour delivered at specified conditions of pressure and temperature.  (‘rād-əd ’kap-a-sə-

**rated engine speed**  [MECH ENG] The rotational speed of an engine specified as the allowable maximum for continuous reliable performance.  (‘rād-əd ’en-i japon ,spəd]

**rated flow**  [ENG] 1. Normal operating flow rate at which a fluid product is passed through a vessel or piping system. 2. Flow rate for which a vessel or process system is designed.  (‘rād-əd ’flə]

**rated horsepower**  [MECH ENG] The normal maximum, allowable, continuous power output of an engine, turbine motor, or other prime mover.  (‘rād-əd ’hōr-sə pə-ər]

**rated load**  [MECH ENG] The maximum load a machine is designed to carry.  (‘rād-əd ’ləd]

**rated relieving capacity**  [DES ENG] The measured relieving capacity for which the pressure relief device is rated in accordance with the applicable code or standard.  (‘rād-əd ’prə-lē-vən ,kə, pas-ə-

**rate effect**  [ELECTR] The phenomenon of a pn-pn device switching to a high-conduction mode when anode voltage is applied suddenly or when high-frequency transients exist.  (‘rat ɪ, ˈfekt]

**rate feedback**  [ELECTR] The return of a signal, proportional to the rate of change of the output of a device, from the output to the input.  (‘rat ˈfēd, ˈbak]

**rate-grown transistor**  [ELECTR] A junction transistor in which both impurities (such as gallium and antimony) are placed in the melt at the same time and the temperature is suddenly raised and lowered to produce the alternate p-type and n-type layers of rate-grown junctions. Also known as graded-junction transistor.  (‘rāt ˈgrən trənz ˈzis-tər]

**rate gyroscope**  [MECH ENG] A gyroscope that is suspended in just one gimbal whose bearings form its output axis and which is restrained by a spring, rotation of the gyroscope frame about an axis perpendicular to both spin and output axes produces precession of the gimbal within the bearings proportional to the rate of rotation.  (‘rat ˈrə-sərˌskəp]

**rate integrating gyroscope**  [MECH ENG] A single-degree-of-freedom gyro having primarily viscous restraint of its spin axis about the output axis; an output signal is produced by gimbal angular displacement, relative to the base, which
is proportional to the integral of the angular rate of the base about the input axis. \{'rät [\text{int-}
\text{o,grad-ing }] \text{tr,ra,šôp} \}\nThe rate of change of acceleration \[\text{[MECH]}\] Time
rate of change of acceleration, this rate is a factor
in the design of some items of ammunition that
undergo large accelerations. \{'rät av [\text{châñj} av
\text{ik,sel-ô-šan} ]\}\n
rate-of-flow control valve \[\text{See flow control valve.}\]
\{'rät av [\text{flô kôntrol, valv} ]\}\n
rate-of-rainfall gage \[\text{See rain-intensity gage.}\]
\{'rät av [\text{rân,fôl, gåj} ]\}\n
rate of rise \[\text{[ENG]}\] The time rate of pressure in-
crease during an isolation test for leaks. \{'rät av [\text{rîz} ]\}\n
rate response \[\text{[ENG]}\] Quantitative expression of
the output rate of a control system as a function
of its input signal. \{'rät ri,spâns\}\n
rate servomechanism \[\text{See velocity servomecha-
nism.}\]
\{'rät [\text{zar-vôm-ôk,ô,niiz-ôm} ]\}\n
rating \[\text{[ENG]}\] A designation of an operating limit
for a machine, apparatus, or device used under
specified conditions. \{'râd-în\}\n
ratio control system \[\text{[CONT SYS]}\] Control sys-
tem in which two process variables are kept at
a fixed ratio, regardless of the variation of either
of the variables, as when flow rates in two sepa-
rate fluid conduits are held at a fixed ratio.
\{'rå-shô kôntrôl, sis-tâm\}\n
ratio delay study \[\text{See work sampling.}\]
\{'rå-shô dîl-lâ, stat-dè\}\n
ratio meter \[\text{[ENG]}\] A meter that measures the
quotient of two electrical quantities, the deflec-
tion of the meter pointer is proportional to the
ratio of the currents flowing through two coils.
\{'rå-shô ,mêd-ar\}\n
ratio of expansion \[\text{[MECH ENG]}\] The ratio of the
volume of steam in the cylinder of an engine
when the piston is at the end of a stroke to that
when the piston is in the cutoff position.
\{'rå-shô av ik'spàn-šan\}\n
ratio of reduction \[\text{[ENG]}\] The ratio of the maxi-
mum size of the stone which will enter a crusher,
to the size of its product. \{'rå-shô av ri'dâk-
shan\}\n
rattail file \[\text{[DES ENG]}\] A round tapering file used
for smoothing or enlarging holes. \{'rat, tâl ’fil\}\n
Rauschelback rotor \[\text{[ENG]}\] A free-turning S-
shaped propeller used to measure ocean cur-
rents, the number of rotations per unit time is
proportional to the flow. \{'râush-ôl,bak rôd-
ar\}\n
raw material \[\text{[IND ENG]}\] A crude, unprocessed
or partially processed material used as feedstock
for a processing operation; for example, crude
petroleum, raw cotton, or steel scrap. Also
known as crude material. \{'rô mà’tir-ô-ôl\}\n
raw sewage \[\text{[CIV ENG]}\] Untreated waste mater-
ials. \{'rô sô-i]\}\n
raw sludge \[\text{[CIV ENG]}\] Sewage sludge prelimi-
nary to primary and secondary treatment pro-
cesses. \{'rò [\text{slar} ]\}\n
raw water \[\text{[CIV ENG]}\] Water that has not been
purified. \{'rówôd-ar\}\n
Raykin fender \[\text{[CIV ENG]}\] Sandwich-type fender
buffer to protect docks from the impact of moor-
ning ships; made of a connected series of steel
plates cemented to layers of rubber. \{'rå-kän
[\text{en,bar} ]\}\n
Rayleigh line \[\text{[MECH]}\] A straight line connecting
points corresponding to the initial and final
states on a graph of pressure versus specific vol-
ume for a substance subjected to a shock wave.
\{'rå-lè, [lîn]\}\n
Rayleigh number 2 \[\text{[THERMO]}\] A dimensionless
number used in studying free convection, equal
to the product of the Grashof number and the
Prandtl number. Symbolized \(R'\)\2. \{'rå-lè [\text{ñom-}
bar ’tů}\}\n
Rayleigh number 3 \[\text{[THERMO]}\] A dimensionless
number used in the study of combined free and
forced convection in vertical tubes, equal to Ray-
leigh number 2 times the Nusselt number times
the tube diameter divided by its entry length.
Symbolized \(R\)\3. \{'rå-lè [\text{ñom-bar ’thrē} ]\}\n
Rayleigh’s dissipation function \[\text{[MECH]}\] A func-
tion which enters into the equations of motion
of a system undergoing small oscillations and
represents frictional forces which are propor-
tional to velocities, given by a positive definite
quadratic form in the time derivatives of the
coordinates. Also known as dissipation function.
\{'rå-lè ,dîs-ô-pà-shan ,ñaŋ-šan\}\n
Rayleigh wave \[\text{[MECH]}\] A wave which propa-
gates on the surface of a solid; particle trajec-
tories are ellipses in planes normal to the surface
and parallel to the direction of propagation.
Also known as surface wave. \{'rå-lè ,wâv\}\n
Raymond concrete pile \[\text{[CIV ENG]}\] A pile made
by driving a thin steel shell into the ground with
a tapered mandrel and filling it with concrete.
\{'rå-mônd [\text{kânkřet , pil} ]\}\n
R-C amplifier \[\text{See resistance-capacitance coupled
amplifier.}\]
\{'jârsè [\text{am-plô,frîr} ]\}\n
R-C coupled amplifier \[\text{See resistance-capacitance
coupled amplifier.}\]
\{'jârsè [\text{kôp-ôd } am-plô,frî-
ar\}\n
R-C coupling \[\text{See resistance coupling.}\]
\{'jârsè [\text{kôp-lîn} ]\}\n
R-C oscillator \[\text{See resistance-capacitance oscilla-
tor.}\]
\{'jârsè [\text{ôs-ô,lâd-dôr} ]\}\n
RDC extractor \[\text{See rotary-disk controller.}\]
\{'jâr [\text{ôd-sê ik'struk-tôr} ]\}\n
reach \[\text{[CIV ENG]}\] A portion of a waterway be-
tween two locks or gages. \[\text{[CONT SYS]}\] See
range. \[\text{[ENG]}\] The length of a channel, uniform
with respect to discharge, depth, area, and
slope. \{'rêch\}\n
reach rod \[\text{[MECH ENG]}\] A rod motion in a link
used to transmit motion from the reversing rod
to the lifting shaft. \{'rêch ,râd\}\n
reactance drop \[\text{[ELEC]}\] The component of the
phasor representing the voltage drop across a
component or conductor of an alternating-cur-
rent circuit which is perpendicular to the current.
\{'rê-ak-tôns ,dôrp\}\n
reactance drop

447
reactance grounded  [ELEC] Grounded through a reactance. (rē′ak′tans′, graʊn′d-dad′)

reactance  [CONT SYS] See positive feedback.  [MECH] The equal and opposite force which results when a force is exerted on a body, according to Newton's third law of motion. (rē′ak′tən′sən)

reaction injection molding  [ENG] A plastics fabrication process in which two streams of highly reactive, low-molecular-weight, low-viscosity resin systems are combined to form a solid material. (rē′ak′shən mər′ək-shən ˈmōl-dij′)

reactions inventory  [IND ENG] A summary of gas laws, resulting from interactions of gas molecules. (rē′ak′shənz ˈɪn-vən-tər-i)

reaction turbine  [MECH ENG] A power-generation prime mover utilizing the steady-flow principle of fluid acceleration, where nozzles are mounted on the moving element. (rē′ak′shən tər′bən′)

reaction wheel  [MECH ENG] A device capable of storing angular momentum which may be used in a space ship to provide torque to effect or maintain a given orientation. (rē′ak′shən ˈwel′)

reaction zone  [CHEM ENG] In a catalytic reactor vessel, the location or zone within the vessel where the bulk of the chemical reaction takes place. (rē′ak′shən ˈzən′)

reactive  [ELEC] Pertaining to either inductive or capacitive reactance; a reactive circuit has a high value of reactance in comparison with resistance. (rē′ak′tɪv′)

reactive ion etching  [ELECTR] A directed chemical etching process used in integrated circuit fabrication in which chemically active ions are accelerated along electric field lines to meet a substrate perpendicular to its surface. (rē′ak′tɪv′ ˈɛtʃ-ing)

reactive muffler  [ENG] A muffler that attenuates by reflecting sound back to the source. Also known as nondissipative muffler. (rē′ak′tɪv′ ˈməf-lər′)

reactive volt-ammeter  [SER varimeter. (rē′ak′tɪv ˈvölt əmˌpərər ˈməd-ar′)

reactor  [CHEM ENG] Device or process vessel in which chemical reactions (catalyzed or noncatalyzed) take place during a chemical conversion type of process.  [ELEC] A device that introduces either inductive or capacitive reactance into a circuit, such as a coil or capacitor. Also known as electric reactor. (rē′ak′tər)

read  [ELECTR] To generate an output corresponding to the pattern stored in a charge storage tube. (rē′dər)

Read diode  [ELECTR] A high-frequency semiconductor diode consisting of an avalanche pn junction, biased to fields of several hundred thousand volts per centimeter, at one end of a high-resistance carrier serving as a drift space for the charge carriers. (rē′də dīˌdēd′)

readiness time  [ENG] The length of time required to obtain a stabilized system ready to perform its intended function (readiness time includes warm-up time), the time is measured from the point when the system is unassembled or uninstalled to such time as it can be expected to perform as accurately as at any later time, maintenance time is excluded from readiness time. (rē′di-nəs ˈtəm′)

reading  [ENG] 1. The indication shown by an instrument. 2. Observation of the readings of one or more instruments. (rē′dər)

reading point  See breakpoint. (rē′dər ˈpȯint)

real gas  [THERMO] A gas, as considered from the viewpoint in which deviations from the ideal gas law, resulting from interactions of gas molecules, are taken into account. Also known as imperfect gas. (rē′lər ˈgæs)

realizability  [CONT SYS] Property of a transfer function that can be realized by a network that has only resistances, capacitances, inductances, and ideal transformers. (rē′ləz-i′əl-ić-

ream [ENG] To enlarge or clean out a hole. (rēm)

reamer [DES ENG] A tool used to enlarge, shape, smooth, or otherwise finish a hole. (rē′mər)

reaming bit [DES ENG] A bit used to enlarge a borehole. Also known as broaching bit, pilot reaming bit. (rē′mə-ing ˈbıt)

rear response [ENG ACOUS] The maximum pressure within 60° of the rear of a transducer in decibels relative to the pressure on the acoustic axis. (rē′rər ˈriər-spons)

Réaumur temperature scale  [THERMO] Temperature scale where water freezes at 0° and boils at 80°. (rə′ démər ˈtem-prər-ər ˈskəl)

rebar [CIV ENG] A steel bar or rod used to reinforce concrete. (rēˌbär)

reboiler [CHEM ENG] An auxiliary heating unit for a fractionating tower designed to supply additional heat to the lower portion of the tower; liquid withdrawn from the side or bottom of the tower is reheated by heat exchange, then reintroduced into the tower. (rēˈbōlər)

rebound clip [DES ENG] A clip surrounding the back and one or two other leaves of a leaf spring, to distribute the load during rebounds. (rēˌbən-dəlˌklip)

rebound leaf [DES ENG] In a leaf spring, a leaf placed over the master leaf to limit the rebound and help carry the load imposed by it. (rēˌbənˌləf)

rebreather [ENG] A closed-loop oxygen supply system consisting of gas supply and face mask. (rēˌbrēthərˌər)

rebuild [ENG] To restore to a condition comparable to new by disassembling the item to determine the condition of each of its component parts, and reassembling it, using serviceable, rebuilt, or new assemblies, subassemblies, and parts. (rēˈbルド)

receiver [CHEM ENG] Vessel, container, or tank used to receive and collect liquid material from a process unit, such as the distillate receiver from the overhead condenser of a distillation column.  [ELECTR] The complete equipment required for receiving modulated radio waves
and converting them into the original intelligence, such as into sounds or pictures, or converting to desired useful information as in a radar receiver. [MECH ENG] An apparatus placed near the compressor to equalize the pulsations of the air as it comes from the compressor to cause a more uniform flow of air through the pipeline and to collect moisture and oil carried in the air. (r'lis'vē-vōr)

receiving gage [ENG] A fixed gage designed to inspect a number of dimensions and also their reaction to each other. (r'lis'vē-jei ˈgāj)

receiving house [CHEM ENG] A building where liquid streams from petroleum-refining-process condensers are observed through a look box, and samples are taken for testing, and also where products are diverted to storage tanks or other processing units. (r'lis'vē-jei ˈhāu̯s)

receiving station [MECH ENG] The location or device on conveyor systems where bulk material is loaded or otherwise received onto the conveyor. (r'lis'vē-jei ˈsta-ˌshən)

receiving tank See rundown tank. (r'lis'vē-jei ˈtænk)

recess [ENG] A surface groove or depression. (ˈrēsˌsēz)

recessed bead See quirk bead. (ˈrēsˌsēd bēd)

recessed tube wall [MECH ENG] A boiler furnace wall which has openings to partially expose waterwall tubes to the radiant combustion gases. (ˈrēsˌsēd ˈtūbˌwōl)

recharge basin [CIV ENG] A basin constructed in sandy material to collect water, as from storm drains, for the purpose of replenishing groundwater supply. (ˈrēzhər-básən)

reciprocal impedance [ELEC] Two impedances, Z₁ and Z₂, are said to be reciprocal impedances with respect to an impedance Z (invariably a resistance) if they are so related as to satisfy the equation Z₁Z₂ = Z². (r'is'prə-kəl ɪmˈpēd-əns)

reciprocal leveling [CIV ENG] A variant of straight differential leveling applied to long distances in which levels are taken on two points, and the average of the two elevation differences is the true difference. (r'is'prə-kəl ˈlēvər-ə-lĭg)

reciprocal ohm See siemens. (r'is'prə-kəl ˈōm)

reciprocal ohm centimeter See roc. (r'is'prə-kəl ˈōm ˈsen-tĕˌmēd-ər)

reciprocal strain ellipsoid [MECH] In elastic theory, an ellipsoid of certain shape and orientation which under homogeneous strain is transformed into a set of orthogonal diameters of the sphere. (r'is'prə-kəl ˈstrān ˈlīpˌsoid)

reciprocating compressor [MECH ENG] A positive-displacement compressor having one or more cylinders, each fitted with a piston driven by a crankshaft through a connecting rod. (r'is'prə-kəl ˈkādˌiŋ ˈkāmˈprēz-ər)

reciprocating drill See piston drill. (r'is'prə-kəl ˈkādˌiŋ ˈdrl)

reciprocating engine See piston engine. (r'is'prə-kəl ˈkādˌiŋ ˈen-jən)

reciprocating flight conveyor [MECH ENG] A reciprocating beam or beams with hinged flights that advance materials along a conveyor trough. (r'is'prə-kəl ˈkādˌiŋ ˈleɪt ˈkān,ˈvər-

reciprocating-plate column See reciprocating-plate extractor. (r'is'prə-kəl ˈkādˌiŋ ˈpliət ˈkāl-əm)

reciprocating-plate extractor [CHEM ENG] A liquid-liquid contactor in which equally spaced perforated plates (as in a distillation column) move up and down rapidly over a short distance to cause liquid agitation and mixing. Also known as reciprocating-plate column. (r'is'prə-kəl ˈkādˌiŋ ˈpliət ˈi̇kˈstrak-tər)

reciprocating-plate feeder [MECH ENG] A back-and-forth shaking tray used to feed abrasive materials, such as pulverized coal, into process units. (r'is'prə-kəl ˈkādˌiŋ ˈpliət ˈfēdər)

reciprocating pump See piston pump. (r'is'prə-kəl ˈkādˌiŋ ˈpamp)

reciprocating screen [MECH ENG] Horizontal solids-separation screen (sieve) oscillated back and forth by an eccentric gear, used for solids classification. (r'is'prə-kəl ˈkādˌiŋ ˈskrēn)

reciprocity calibration [ENG ACOUS] A measurement of the projector loss and hydrophone loss of a reversible transducer by means of the reciprocity theorem and comparisons with the known transmission loss of an electric network, without knowing the actual value of either the electric power or the acoustic power. (ˌresˌprəsˌsēˈdēˌˌkaˌlār-teˌmē)

reciprocity theorem Also known as principle of reciprocity. [ELEC] 1. The electric potentials V₁ and V₂ produced at some arbitrary point, due to charge distributions having total charges of q₁ and q₂ respectively, are such that q₁V₂ = q₂V₁. 2. In an electric network consisting of linear passive impedances, the ratio of the electromotive force introduced in any branch to the current in any other branch is equal in magnitude and phase to the ratio that results if the positions of electromotive force and current are exchanged. [ENG,ACOUS] The sensitivity of a reversible electroacoustic transducer when used as a microphone divided by the sensitivity when used as a source of sound is independent of the type and construction of the transducer. (ˌresˌprəsˌsēˈdēˌˌˈthrəˌmē)

recirculating-ball steering [MECH ENG] A steering system that transmits steering movements by means of steel balls placed between a worm gear and a nut. (r'isˈsārˈkaˌlādˌiŋ ˈbōlˈstīr-ə)

recirculator [ENG] A self-contained underwater breathing apparatus that recirculates an oxygen supply (mix-gas or pure) to the diver until the oxygen is depleted. (r'isˈsārˈkaˌlādˌiŋ)

reclamation [CIV ENG] 1. The recovery of land or other natural resource that has been abandoned because of fire, water, or other cause. 2. Reclaiming dry land by irrigation. (ˈrekˈlaˌmā-shən)

recoil See gun reaction. (rˈēˌkōl)

reconditioning [ENG] Restoration of an object to a good condition. (ˌreˌkənˈdishən-ə)

reconnaissance [ENG] A mission to secure
data concerning the meteorological, hydrographic, or geographic characteristics of a particular area. (\textit{rīkān-ō-sāns})

**reconnaissance survey** [ENG] A preliminary survey, usually executed rapidly and at relatively low cost, prior to mapping in detail and with greater precision. (\textit{rīkān-ō-sāns, sōr, yā})

**record changer** [ENG ACOUS] A record player that plays a number of records automatically in succession. (\textit{rek-ōr, chān-jē-or})

**recorder** [ENG] Recording instrument. (\textit{rēk-kōrd-ōr})

**recording head** [ELECTR] A magnetic head used only for recording. Also known as recording head. See cutter. \(\text{\textit{rēk-kōrd-īn jēn-strā-mānt}}\)

**recording instrument** [ENG] An instrument that makes a graphic or acoustic record of one or more variable quantities. Also known as recorder. (\textit{rēk-kōrd-īn jēn-strā-mānt})

**recording optical tracking instrument** [ENG] Optical system used for recording data in connection with missile flights. (\textit{rēk-kōrd-īn jēp-tō-kōl trāk-īn jēn-strā-mānt})

**recording rain gage** [ENG] A rain gage which automatically records the amount of precipitation collected, as a function of time. Also known as pluviograph. (\textit{rēk-kōrd-īn rān gājī})

**recording thermometer** [ENG] Thermograph. (\textit{rēk-kōrd-īn thār, mān-ād-ōr})

**record player** [ENG ACOUS] A motor-driven turntable used with a phonograph pickup to obtain audio-frequency signals from a phonograph record. (\textit{rek-ōr, plā-ar})

**recovery** [MECH] The return of a body to its original dimensions after it has been stressed, possibly over a considerable period of time. \(\text{\textit{rēk-kōvā-ō-re}}\)

**recovery vehicle** [MECH ENG] A special-purpose vehicle equipped with winch, hoist, or boom for recovery of vehicles. \(\text{\textit{rēk-kōvā-ō-re, vē-ō-kōl}}\)

**rectangular weir** [CIV ENG] A weir with a rectangular notch at top for measurement of water flow in open channels, it is simple, easy to make, accurate, and popular. \(\text{\textit{rek-tō-pā-gā-ō-ar ōrē}}\)

**rectification** [CIV ENG] A new alignment to correct a deviation of a stream channel or bank. \(\text{\textit{ELEC}}\) The process of converting an alternating current to a unidirectional current. \(\text{\textit{rek-tō-lā-shān}}\)

**rectification distillation** [CHEM ENG] A distillation technique in which a rectifying column is used. \(\text{\textit{rek-tō-lā-shān, dis-tō-lā-shān}}\)

**rectification factor** [ELECTR] Quotient of the change in average current of an electrode by the change in amplitude of the alternating sinusoidal voltage applied to the same electrode, the direct voltages of this and other electrodes being maintained constant. \(\text{\textit{rek-tō-lā-shān fāk-tōr}}\)

**rectifier** [ELEC] A nonlinear circuit component that allows more current to flow in one direction than the other. Ideally, it allows current to flow in one direction unimpeded but allows no current to flow in the other direction. \(\text{\textit{rek-tō-fi-ōr}}\)

**rectifier filter** [ELECTR] An electric filter used in smoothing out the voltage fluctuation of an electron tube rectifier, and generally placed between the rectifier's output and the load resistance. \(\text{\textit{rek-tō-fi-ōr, fil-tōr}}\)

**rectifier instrument** [ENG] Combination of an instrument sensitive to direct current and a rectifying device whereby alternating current (or voltages) may be rectified for measurement. \(\text{\textit{rek-tō-fi-ōr, in-strā-mānt}}\)

**rectifier rating** [ELECTR] A performance rating for a semiconductor rectifier, usually on the basis of the root-mean-square value of sinusoidal voltage that it can withstand in the reverse direction and the average current density that it will pass in the forward direction. \(\text{\textit{rek-tō-fi-ōr, rēd-ān-īj}}\)

**rectifier stack** [ELECTR] A drydisk rectifier made up of layers or stacks of disks of individual rectifiers, as in a selenium rectifier or copper-oxide rectifier. \(\text{\textit{rek-tō-fi-ōr, stāk}}\)

**rectifier transformer** [ELECTR] Transformer whose secondary supplies energy to the main anodes of a rectifier. \(\text{\textit{rek-tō-fi-ōr tranzfōr-ō-mār}}\)

**rectifying column** [CHEM ENG] Portion of a distillation column above the feed tray in which vapor is enriched by interaction with a countercurrent falling stream of condensed vapor, contrasted to the stripping column section below the column feed tray. \(\text{\textit{rek-tō-fi-ōr, kāl-ām}}\)

**rectilinear motion** [MECH] A continuous change of position of a body so that every particle of the body follows a straight-line path. Also known as linear motion. \(\text{\textit{rek-tō-fi-ōr, mō-shān}}\)

**recuperative air heater** [ENG] An air heater in which the heat-transmitting metal parts are stationary and form a separating boundary between the heating and cooling fluids. \(\text{\textit{rek-pō-rād-iv 'hēd-ōr}}\)

**recuperator** [ENG] An apparatus in which heat is conducted from the combustion products to incoming cooler air through a system of thin-walled ducts. \(\text{\textit{rek-pō-rād-ōr}}\)

**recurring demand** [IND ENG] A request made periodically or anticipated to be repetitive by an authorized requisitioner for material for consumption or use, or for stock replenishment. \(\text{\textit{ri-kār-īj dī-mānd}}\)

**recycle mixing** [CHEM ENG] The mixing of a portion of a product stream (fluid or solid) from a processing unit with incoming raw feed. \(\text{\textit{rēstfōl miks-īj}}\)

**recycle ratio** [CHEM ENG] In a continuous chemical process, the ratio of recycle stock to fresh feed. \(\text{\textit{rēstfōl rā-shōh}}\)

**recycle stock** [CHEM ENG] That portion of a feedstock that has passed through a processing unit and is recirculated (recycled) back through the process. \(\text{\textit{rēstfōl stāk}}\)

**recycling** [ELECTR] Returning to an original condition, as to 0 or 1 in a counting circuit. \(\text{\textit{ENG}}\) The extraction and recovery of valuable
materials from scrap or other discarded materials.  { rɪˈsɪk-lɪŋ }

Redler conveyor  [MECH ENG] A conveyor in which material is dragged through a duct by skel-

etonized or U-shaped impellers which move the material in which they are submerged because

the resistance to slip through the element is greater than the drag against the walls of the duct.  { rɪˈdɛl-kanˈvɑːr-

ar-}

redox cell  [ELEC] Cell designed to convert the energy of reactants to electrical energy, an in-

termediate reductant, in the form of liquid electrolyte, reacts at the anode in a conventional man-

ner, it is then regenerated by reaction with a primary fuel.  { rɛˈdɑks ,sɛl }

reduced frequency  See Strouhal number.  { rɪˈdʊst ˈfrɛ-kwɑːn-sɛ }

reduced inspection  [IND ENG] The decrease in the number of items inspected from that speci-

fied in the original sampling plan because the quality of the item has consistently improved.  { rɪˈdʊst ɪnsˈpekteɪn-

shən }

reduced mass  [MECH] For a system of two par-

ticles with masses m₁ and m₂, exerting equal and opposite forces on each other and subject to no

external forces, the reduced mass is the mass m such that the motion of either particle, with

respect to the other as origin, is the same as the motion with respect to a fixed origin of a single

particle with mass m acted on by the same force; it is given by m = m₁m₂/(m₁ + m₂).  { rɪˈdʊst ˈmæs }

reduced-order controller  [CONT SYS] A control

algorithm in which certain modes of the struc-
ture to be controlled are ignored, to enable con-
trol commands to be computed with sufficient rapidity.  { rɪˈdʊst ˈɔr-dər kanˈtrɔl-ər }

reduced pressure  [THERMO] The ratio of the

pressure of a substance to its critical pressure.  { rɪˈdʊst ˈpresh-ər }

reduced-pressure distillation  See vacuum distilla-
tion.  { rɪˈdʊst ˈpresh-ər ˌdɪsˈtɔːlə-ʃən }

reduced property  See reduced value.  { rɪˈdʊst ˈpræp-ərd-ə }

reduced temperature  [THERMO] The ratio of

the temperature of a substance to its critical temperature.  { rɪˈdʊst ˈteɪm-pərətʃər }

reduced value  [THERMO] The actual value of a

quantity divided by the value of that quantity at the critical point. Also known as reduced property.  { rɪˈdʊst ˈvaɪl-yu }

reduced viscosity  [ENG] In plastics processing,

the ratio of the specific viscosity to concentra-
tion.  { rɪˈdʊst ˈvɪsˌskɑːs-əd-ə }

reduced volume  [THERMO] The ratio of the spe-
cific volume of a substance to its critical volume.  { rɪˈdʊst ˈvɜːl-yaʊm-ən }

reducer  [DES ENG] A fitting having a larger size

at one end than at the other and threaded inside, unless specifically flanged or for some special

 joint.  { rɪˈdʊsər-ər-ʃən }

reducing coupling  [ENG] A coupling used to

connect a smaller pipe to a larger one.  { rɪˈdʊsɪŋ ˈkɑp-əl-ɪŋ }

tion; measured by lump and sieve sizes.  { rɪˈdʊskən ˈræd-shən }

reduction to sea level  [ENG] The application of

a correction to a measured horizontal length on the earth's surface, at any altitude, to reduce it to its projected or corresponding length at sea level.  { rɪˈdʊskən tu ˈsɛl ˌjɛv-əl }

redundancy  [MECH] A statically indeterminate

structure.  { rɪˈdænd-ən-sɛ }

redundant system  See duplexed system.  { rɪˈdænd-

təntˌsɪs-təm }

Redwood viscometer  [ENG] A standard British-
type viscometer in which the viscosity is deter-

mined by the time, in seconds, required for a cer-

tain quantity of liquid to pass out through the orifice under given conditions, used for deter-

mining viscosities of petroleum oils.  { rɪˈred ˌwɔd vɪˈskæm-əd-ər }

reed  [ENG] A thin bar of metal, wood, or cane

that is clamped at one end and set into trans-
verse elastic vibration, usually by wind pressure; used to generate sound in musical instru-
ments, and as a frequency standard, as in a vibrating-reed frequency meter.  { rɛd }

reed frequency meter  See vibrating-reed frequency

meter.  { rɪˈred ˈfrɛ-kwɑːn-sɛˌmɛd-ər }

reed horn  [ENG ACOUS] A horn that produces

sound by means of a steel reed vibrated by air under pressure.  { rɪˈred hɔrn }

reeding  [ENG] Corrugating or serrating, as in

coining or embossing.  { rɪˈred-ɪŋ }

reel  [DES ENG] A revolving spool-shaped device

used for storage of hose, rope, cable, wire, mag-
netic tape, and so on.  { rɛl }

reel and bead  See bead and reel.  { rɛl ən ˈbɛd }

reengineering  [SYS ENG] The application of

technology and management science to the

modification of existing systems, organizations, processes, and products in order to make them

more effective, efficient, and responsive.  { rɛnˈɪŋˌpɛr-ɪŋ }

reentrant  [ENG] Having one or more sections

directed inward, as in certain types of cavity reso-
nations.  { rɛnˈɛnt-ənt }

reference dimension  [DES ENG] In dimen-
sioning, a dimension without tolerance used for

informational purposes only, and does not gov-
ern machining operations in any way, it is indi-
cated on a drawing by writing the abbreviation

REF directly following or under the dimension.  { rˈɛf-ɹɔnʃ ˈdiˌmen-ʃən }

reference level  [ENG] See datum plane.  [ENG

ACOUS] The level used as a basis of comparison

when designating the level of an audio-frequency

signal in decibels or volume units. Also known

as reference signal level.  { rˈɛf-ɹɔnʃ ˌjɛv-əl }

reference lot  [IND ENG] A lot of select compo-
nents, used as a standard.  { rˈɛf-ɹɔnʃ lət }

reference plane  [ENG] See datum plane.  [MECH ENG] The plane containing the axis and

the cutting point of a cutter.  { rˈɛf-ɹɔnʃ ˈplæn }
reference range

reference range  [ENG] Range obtained from the radar coverage indicator for a given penetrating aircraft.  
[ref-rans ,ræn]  

reference seismometer  [ENG] In seismic prospecting, a detector placed to record successive shots under similar conditions, to permit overall time comparisons.  
[ref-rans siz'mæm-ad-ər]  

reference signal level  See reference level.  
[ref-rans 'sig-nal ,lev-əl]  

reference tone  [ENG] Stable tone of known frequency continuously recorded on one track of multitrack signal recordings and intermittently recorded on signal track recordings by the collection equipment operators for subsequent use by the data analysts as a frequency reference.  
[ref-rans ən]  

reference voltage  [ELEC] An alternating-current voltage used for comparison, usually to identify an in-phase or out-of-phase condition in an ac circuit.  
[ref-rans ,vól-tij]  

referencing  [ENG] The process of measuring the horizontal (or slope) distances and directions from a survey station to nearby landmarks, reference marks, and other permanent objects which can be used in the recovery or relocation of the station.  
[ref-ran-sij]  

refine  [ENG] To free from impurities, as the separation of petroleum, ores, or chemical mixtures into their component parts.  
[ref-'fain]  

refinery  [CHEM ENG] System of process units used to convert crude petroleum into fuels, lubricants, and other petroleum-derived products.  
[ref-'rin-əri]  

reflectance  See reflection factor.  
[ri'flek-tans]  

reflected signal indicator  [ENG] Pen recorder which presents the radar signals within frequency gates; these recordings enable the operator to determine that an airborne object has penetrated the Doppler link and its direction of penetration.  
[ri'flek-təd 'sig-nal 'in-da, kəd-ər]  

reflecting nephoscope  See mirror nephoscope.  
[ri'flek-ting nəf'skəp]  

reflecting sign  [CIV ENG] A road sign painted with reflective paint so as to be easily visible in the light of a headlamp.  
[ri'flek-ting 'sīn]  

reflecting altimeter  See radio altimeter.  
[ri'flek-shən 'al-tim-ər]  

reflection factor  [ELEC] Ratio of the load current that is delivered to a particular load when the impedances are mismatched to that delivered under conditions of matched impedances. Also known as mismatch factor, reflectance, transition factor.  
[ri'flek-shən 'fæk-tər]  

reflection goniometer  [ENG] A goniometer that measures the angles between crystal faces by reflection of a parallel beam of light from successive crystal faces.  
[ri'flek-shən ə'goʊ-rəm-əd-ər]  

reflection loss  [ELEC] 1. Reciprocal of the ratio, expressed in decibels, of the scalar values of the volt-amperes delivered to the load to the volt-amperes that would be delivered to a load of the same in-level sensors as the source. 2. Apparent transmission loss of a line which results from a portion of the energy being reflected toward the source due to a discontinuity in the transmission line.  
[ri'flek-shən 'ləs]  

reflection profile  [ENG] A seismic profile obtained by designing the spread geometry in such a manner as to enhance reflected energy.  
[ri 'flek-shən, ˈpəʊr-fil]  

reflection seismology  See reflection shooting.  
[ri'flek-shən 'siz'mæl-ə-jē]  

reflection shooting  [ENG] A procedure in seismic prospecting based on the measurement of the travel times of waves which, originating from an artificially produced disturbance, have been reflected to detectors from subsurface boundaries separating media of different elastic-wave velocities; used primarily for oil and gas exploration. Also known as reflection seismology.  
[ri'flek-shən 'shəʊt]  

reflection survey  [ENG] Study of the presence, depth, and configuration of underground formations, a ground-level explosive charge (shot) generates vibratory energy (seismic rays) that strike formation interfaces and are reflected back to ground sensors. Also known as seismic survey.  
[ri'flek-shən 'sər-ve]  

reflection x-ray microscopy  [ENG] A technique for producing enlarged images in which a beam of x-rays is successively reflected at grazing incidence, from two crossed cylindrical surfaces; resolution is about 0.5–1 micrometer.  
[ri'flek-shən 'raks,kə-pek]  

reflectometer  [ENG] A photoelectric instrument for measuring the optical reflectance of a reflecting surface.  
[ri'flek-təm-ər]  

reflector microphone  [ENG ACOUS] A highly directional microphone which has a surface that reflects the rays of impinging sound from a given direction to a common point at which a microphone is located, and the sound waves in the speech-frequency range are in phase at the microphone.  
[ri'flek-tər, ˈmɪk-rəf-'ləri]  

reflex baffle  [ENG ACOUS] A loudspeaker baffle in which a portion of the radiation from the rear of the diaphragm is propagated forward after controlled shift of phase or other modification, to increase the overall radiation in some portion of the audio-frequency spectrum. Also known as vented baffle.  
[ri'flek-səf, 'baf-əl]  

reflowing  [ENG] Melting and resolidifying an electrodeposited or other type coating.  
[ri'fləʊ-ing]  

reflux  [CHEM ENG] In a chemical process, that part of the product stream that may be returned to the process to assist in giving increased conversion or recovery, as in distillation or liquid-liquid extraction.  
[ri'flʌks]  

reflux condenser  [CHEM ENG] An auxiliary vessel for a distillation column that constantly condenses vapors and returns liquid to the column.  
[ri'flʌks kən,den-ər]  

reflux ratio  [CHEM ENG] The quantity of liquid reflux per unit quantity of product removed from the process unit, such as a distillation tower or extraction column.  
[ri'flʌks, rə-ˌshəʊ]  

reforming  [CHEM ENG] The thermal or catalytic
conversion of petroleum naphtha into more volatile products of higher octane number; represents the total effect of numerous simultaneous reactions, such as cracking, polymerization, dehydrogenation and isomerization. [t̬eˈfɔːrn–ɪŋ]

refracting angle See apical angle. [rɪˈfræktɪŋˌæŋˈgəl]

refraction process [ENG] Seismic (reflection) survey in which the distance between the explosive shot and the receivers (sensors) is large with respect to the depths to be mapped. [rɪˈfræktʃənˌprɔ–səs]

refraction profile [ENG] A seismic profile obtained by designing the spread geometry in such a manner as to enhance refracted energy. [rɪˈfræktʃənˌprɔ–fɪl]

refraction shooting [ENG] A type of seismic shooting based on the measurement of seismic energy as a function of time after the shot and of distance from the shot, by determining the arrival times of seismic waves which have traveled nearly parallel to the bedding in high-velocity layers, in order to map the depth of such layers. [rɪˈfræktʃənˌprɔ–ʃəʊtʃɪŋ]

refractometer [ENG] An instrument used to measure the index of refraction of a substance in any one of several ways, such as measurement of the refraction produced by a prism, measurement of the critical angle, observation of an interference pattern produced by passing light through the substance, and measurement of the substance’s dielectric constant. [rɛ ˈfræktrəˌmətər]

refractory-lined firebox boiler [MECH ENG] A horizontal fire-tube boiler with the front portion of the shell located over a refractory furnace; the rear of the shell contains the first-pass tubes, and the second-pass tubes are located in the upper part of the shell. [rɪˈfrɛktrəˌlaɪnd ˈfɪrˌbɔks ˈbɔɪrəˈəl–ər]

refrigerated truck [MECH ENG] An insulated truck equipped and used as a refrigerator to transport fresh perishable or frozen products. [rɪˈfrɪʒərətɪd ˈtrʊk]

refrigeration [MECH ENG] The cooling of a space or substance below the environmental temperature. [rɪˈfrɪʒərəʃən]

refrigeration condenser [MECH ENG] A vapor condenser in a refrigeration system, where the refrigerant is liquefied and discharges its heat to the environment. [rɪˈfrɪʒərəʃən ˈkəndensər]

refrigeration cycle [THERMO] A sequence of thermodynamic processes whereby heat is withdrawn from a cold body and expelled to a hot body. [rɪˈfrɪʒərəʃən ˈkəl–ər]

refrigeration system [MECH ENG] A closed-flow system in which a refrigerant is compressed, condensed, and expanded to produce cooling at a lower temperature level and rejection of heat at a higher temperature level for the purpose of extracting heat from a controlled space. [rɪˈfrɪʒərəʃənˌsɪstəm]

refrigerator [MECH ENG] An insulated, cooled compartment. [rɪˈfrɪʒərətər]

refrigerator car [MECH ENG] An insulated freight car constructed and used as a refrigerator. [rɪˈfrɪʒərətərˌkærˌkær]

regulation [THERMO] Phenomenon in which ice (or any substance which expands upon freezing) melts under intense pressure and freezes again when this pressure is removed; accounts for phenomena such as the slippery nature of ice and the motion of glaciers. [rɛˈɡɪləreɪʃən]

regenerate [CHEM ENG] To clean of impurities and make reusable as in regeneration of a catalytic cracking catalyst by burning off carbon residue, regeneration of clay adsorbent by washing free of adherents, or regeneration of a filtration system by cleaning off the filter media. [ˈɛlɛktr] 1. To restore pulses to their original shape. 2. To restore stored information to its original form in a storage tube in order to counteract fading and disturbances. [rɛˈɡɛnəreɪʃən]

regeneration [CONT SYS] See positive feedback. [ˈɛlɛktr] Replacement or restoration of charges in a charge storage tube to overcome decay effects, including loss of charge by reading. [rɛˈɡɛnəreɪʃənˌsɪstəm]

regeneration system [MECH ENG] A system within a gas turbine that recovers waste heat from the turbine exhaust and uses it for the compression cycle. [rɛˈɡɛnərəʃənˌsɪstəm]

regenerative air heater [MECH ENG] An air heater in which the heat-transferring members are alternately exposed to heat-surrendering gases and to air. [rɛˈɡɛnəˌrævərˌheɪtər]

regenerative cooling [ENG] A method of cooling gases in which compressed gas is cooled by allowing it to expand through a nozzle, and the cooled expanded gas then passes through a heat exchanger where it further cools the incoming compressed gas. [rɛˈɡɛnəˌrævərˌkəl–ər]

regenerative cycle [MECH ENG] See bleeding cycle. [rɛˈɡɛnəˌrævərˌsɪk–əl] [THERMO] An engine cycle in which low-grade heat that would ordinarily be lost is used to improve the cyclic efficiency. [rɛˈɡɛnəˌrævərˌsɪk–əl]

regenerative feedback See positive feedback. [rɛˈɡɛnəˌrævərˌfɪdbæk]

regenerative pump [MECH ENG] Rotating-vane device that uses a combination of mechanical impulse and centrifugal force to produce high liquid heads at low volumes. Also known as a turbine pump. [rɛˈɡɛnəˌrævərˌpʌmp]

regenerator [CHEM ENG] Device or system used to return a system or a component of it to full strength in a chemical process; examples are a furnace to burn carbon from a catalyst, a tower to wash impurities from clay, and a flush system to clean off the surface of filter media. [ˈɛlɛktr] 1. A circuit that repeatedly supplies current to a display or memory device to prevent data from decaying. 2. See repeater. [rɛˈɡɪnərətər] A device used with hot-air engines and gas-burning furnaces which transfers heat from
regulator

[CONT SYS] A device that maintains a regulating system.

regulating reservoir

[IND ENG] An element that occurs in a specified reference coordinate, such as hole alignments in punched cards, or positioning of images in an optical character recognition device.

register mark

[MECH ENG] The portion of a printed design with respect to reference marks or other system that automatically corrects errors in position of a printed design with respect to reference marks or other source.

rej

See rejection number.

reinforced column

[ENG] A concrete column reinforced with longitudinal bars, such as hoop, iron, or steel bars within which the wires in the strand are twisted in one or other direction.

reinforced concrete

[ENG] Concrete containing steel rods or wires. Also known as a composite column.

reinforcement

[ENG] A method of stress concentration, such as hoop, iron, or steel reinforcement against diagonal tension. Also known as deliberate reinforcement.

relaxation

[ENG] The process of an organ or system relaxing, as in photoelectric register control.

relaxation


relative compaction

[ENG] The percentage ratio of the field density of soil to the maximum density as determined by standard compaction tests.

relative dielectric constant

[ENG] Ratio of the force of a test mass to the force of gravity on that mass in a vacuum tube.

relative density

[ENG] The density of the field density of soil to the maximum density as determined by standard compaction tests.

rejection number

[ENG] A predetermined number of defective items in a batch which, if not exceeded, continues acceptance of the batch.

red vapor pressure

[ENG] A measure in a test bomb of the vapor pressure in pounds per square inch absolute (PSIA) at a temperature of 70 degrees Fahrenheit (21 degrees Celsius) for a particular system.

reinforcing beam

[ENG] A concrete beam provided with steel bars for longitudinal reinforcement throughout its length.

reinforcement

[ENG] A process by which the gas is also absorbed and adsorbed, then the gas is dehydrated.

relining

[ENG] A process by which the gas is also absorbed and adsorbed, then the gas is dehydrated.
relief hole

propellant to the force of a standard propellant, measured at the same initial temperature and loading density in the same closed chamber.

relative gain array [CONT SYS] An analytical device used in process control multivariable applications, based on the comparison of single-loop control to multivariable control; expressed as an array (for all possible input-output pairs) of the ratios of a measure of the single-loop behavior between an input-output variable pair, to a related measure of the behavior of the same input-output pair under some idealization of multivariable control. {rel-adj-iv 'gān ə,rá} 

relative gravity instrument [ENG] Any device for measuring the differences in the gravity force or acceleration at two or more points. {rel-adj-iv 'grav-əd-ə ñ-strə-mant} 

relative interference effect [ENG ACOUS] Of a single-frequency electric wave in an electro-acoustic system, the ratio, usually expressed in decibels, of the amplitude of a wave of specified reference frequency to that of the wave in question when the two waves are equal in interference effects. {rel-adj-iv 'in-tar-fin-əns i,likt} 

relative ionospheric opacity meter See riometer. {rel-adj-iv 'lən-ə-shir-ık ə-pəs-əd-ə 'med-ər} 

relative magnetometer [ENG] Any magnetometer which must be calibrated by measuring the intensity of a field whose strength is accurately determined by other means, opposed to absolute magnetometer. {rel-adj-iv 'mæg-nətəm-əd-ər} 

relative momentum [MECH] The momentum of a body in a reference frame in which another specified body is fixed. {rel-adj-iv 'mər-men-tən} 

relative motion [MECH] The continuous change of position of a body with respect to a second body or to a reference point that is fixed. Also known as apparent motion. {rel-adj-iv 'mər-shən} 

relative permittivity See dielectric constant. {rel-adj-iv 'də-əl-ək-trənt} 

relative pressure response [ENG ACOUS] The amount, in decibels, by which the acoustic pressure induced by a projector under some specified condition exceeds the pressure induced under a reference condition. {rel-adj-iv 'presh-ər ri 'spāns} 

relative resistance [ELEC] The ratio of the resistance of a piece of a material to the resistance of a piece of specified material, such as annealed copper, having the same dimensions and temperature. {rel-adj-iv 'rəz-ən-sən} 

relative transmitting response [ENG ACOUS] In a sonar projector, the ratio of the transmitting response for a given bearing and frequency to the transmitting response for a specified bearing and frequency. {rel-adj-iv 'tranz-mid-iŋ ri 'spāns} 

relative velocity [MECH] The velocity of a body with respect to a second body; that is, its velocity in a reference frame where the second body is fixed. {rel-adj-iv 'vələs-əd-ə} 

relaxation [MECH] 1. Relief of stress in a strained material due to creep. 2. The lessening of elastic resistance in an elastic medium under an applied stress resulting in permanent deformation. {rel-'laks-sə-shən} 

relaxation circuit [ELECTR] Circuit arrangement, usually of vacuum tubes, reactances, and resistances, which has two states or conditions, one, both, or neither of which may be stable; the transient voltage produced by passing from one to the other, or the voltage in a state of rest, can be used in other circuits. {rel-'laks-sə-shən ər-kət} 

relaxation test [ENG] A creep test in which the decrease of stress with time is measured while the total strain (elastic and plastic) is maintained constant. {rel-'laks-sə-shən ətst} 

relay [ELEC] A device that is operated by a variation in the conditions in one electric circuit and serves to make or break one or more connections in the same or another electric circuit. Also known as electric relay. {rel-'lə} 

relay control system [CONT SYS] A control system in which the error signal must reach a certain value before the controller reacts to it, so that the control action is discontinuous in amplitude. {rel-'lə, kan'trəl, səz-əm} 

relay rack [DES ENG] A standardized steel rack designed to hold 19-inch (48.26-centimeter) panels of various heights, on which are mounted electronic equipment. Also known as rack. {rel-'lə, rak} 

relay system [ELEC] Dial-switching equipment that does not use mechanical switches, but is made up principally of relays. {rel-'lə, səz-əm} 

release [MECH ENG] A mechanical arrangement of parts for holding or freeing a device or mechanism as required. {rel-'ləs} 

release adiabat [MECH] A curve or locus of points which defines the succession of states through which a mass that has been shocked to a high-pressure state passes while monotonically returning to zero pressure. {rel-'ləs 'ad-ə-bət} 

reliability [ENG] The probability that a component part, equipment, or system will satisfactorily perform its intended function under given circumstances, such as environmental conditions, limitations as to operating time, and frequency and thoroughness of maintenance for a specified period of time. {rel-'ləl-ə-bəl-'dəl} 

relief [MECH ENG] 1. A passage made by cutting away one side of a tailstock center so that the facing or parting tool may be advanced to or almost to the center of the work. 2. Clearance provided around the cutting edge by removal of tool material. {rel-'li-fər} 

relief angle [MECH ENG] The angle between a relieved surface and a tangential plane at a cutting edge. {rel-'li-fər, əd-gəl} 

relief frame [MECH ENG] A frame placed between the slide valve of a steam engine and the steam chest cover; reduces pressure on the valve and thereby reduces friction. {rel-'li-fər, frəm} 

relief hole [ENG] Any of the holes fired after the
cut holes and before the lifter holes in breaking ground for tunneling or shaft sinking. (r’ilèf հոլ)

relief valve See pressure-relief valve. (r’ilèf, ռիլվա)

relief well [CIV ENG] A well that drains a pervious stratum, to relieve waterlogging at the surface. (r’ilèf ուել)

relieving [MECH ENG] Treating an embossed metal surface with an abrasive to reveal the base metal color on the elevations or highlights of the surface. (r’ilèv-ին)

relieving arch See discharging arch. (r’ilèv-ին արչ)

relieving platform [CIV ENG] A deck on the land side of a retaining wall to transfer loads vertically down to the wall. (r’ilèv-ին պլատ,ֆորմ)

relish [ENG] The shoulder of a tenon, used in a mortise and tenon system. (*rel-ish)

reliance microphone See magnetic microphone. (ռիլանս մագնետից,միկրոֆոն)

reliance pickup See variable-reliance pickup. (ռիլանս պիք,անփոփոխ)

reliance pressure transducer [ENG] Pressure-measurement transducer in which pressure changes activate equivalent magnetic-property changes. (ռիլանս պրեշ-ար տրանզ,դի-սար)

remaining velocity [MECH] Speed of a projectile at any point along its path of fire. (ռիման-ին վալ-լաս-ադե)

remedial operation [CHEM ENG] In a chemical process operation, the revision of operating conditions so as to correct the overall operation and bring the product into desired rate or specification limits. Also known as corrective operation. (ռիմեդ-ե-ալ,այ-օր-ա-շան)

remote-access admittance [CONT SYS] A special piece of hardware, with built-in sensors and actuators, that is used by a robot to carry out the last stages of assembling several parts into a piece of equipment. (ռիմոտ տեկստար կամպղին)

remote-center compliance [MECH ENG] A compliant device that allows a part that is gripped by a robot or other automatic machinery to rotate about the tip of the robot end effector or to translate without rotation when it is pushed, thereby easing the mechanical assembly of parts. (ռիմոտ կենտրոնական համապատասխան)

remote control [CONT SYS] Control of a quantity which is separated by an appreciable distance from the controlling quantity; examples include master-slave manipulators, telemetering, telephone, and television. (ռիմոտ կոնտրոլ)

remote manipulation [ENG] Use of mechanical equipment controlled from a distance to handle materials, such as radioactive materials. Also known as teleoperation. (ռիմոտ մանիփ-ըալ-ադաշան)

remote manipulation [ENG] A mechanical, electromechanical, or hydromechanical device that enables a person, directly controlling the device through handles or switches, to perform manual operations while separated from the site of the work. Also known as manipulator, teleoperator. (ռիմոտ մանիփ-ըալ-ադաշան)

remote metering See telemetering. (ռիմոտ թելեմետր)

remote sensing [ELEC] Sensing, by a power supply, of voltage directly at the load, so that variations in the load lead drop do not affect load regulation. [ENG] The gathering and recording of information without actual contact with the object or area being investigated. (ռիմոտ սենս-ին)

renewable energy source [ENG] A form of energy that is constantly and rapidly renewed by natural processes such as solar, ocean wave, and wind energy. (ռինւ-ա-բալ են-ար-ե,սորս)

renewable resources [CHEM ENG] Agricultural materials used as feedstocks for industrial processes. (ռինւ-ա-բալ ռևու-սոր-սաս)

reorder cycle [IND ENG] The interval between successive reorder (procurement) actions. (ռեորդ-կու պոանտ)

repair [ENG] To restore that which is unserviceable to a serviceable condition by replacement of parts, components, or assemblies. (ռիպեր)

repair cycle [ENG] The period that elapses from the time the item is removed in a repairable condition to the time it is returned to stock in a serviceable condition. (ռիպեր սիկալ)

repair dock [CIV ENG] A grading dock or floating dry dock built primarily for ship repair. (ռիպեր դակ)

repair forecast [ENG] The quantity of items estimated to be repaired or rebuilt for issue during a stated future period. (ռիպեր փորձահագ.Thread)

repair kit [ENG] A group of parts and tools, not all having the same basic name, used for repair or replacement of the worn or broken parts of an item; it may include instruction sheets and material, such as sandpaper, tape, cement, gaskets, and the like. (ռիպեր կիտ)

repair parts list [ENG] List approved by designated authorities, indicating the total quantities of repair parts, tools, and equipment necessary for the maintenance of a specified number of end items for a definite period of time. (ռիպեր պարտս լիստ)

repeatability [CONT SYS] The ability of a robot to reposition itself at a location to which it is directed or at which it is commanded to stop. (ռիպետ-աբիլիտյուդ)

repeat accuracy [CONT SYS] The variations in the actual position of a robot manipulator from one cycle to the next when the manipulator is commanded to repeatedly return to the same point or position. (ռիպետ լակ-ըալ-ասե)

repeated load [MECH] A force applied repeatedly, causing variation in the magnitude and sometimes in the sense, of the internal forces. (ռիպետ լուդ)
reproducing system  See sound-reproducing system. { 'rep-%h-ðyw-%j, s-%s-%y-ntam }
repulsion  [MECH] A force which tends to increase the distance between two bodies having like electric charges, or the force between atoms or molecules at very short distances which keeps them apart. Also known as repulsive force. { ri%p-al-%sh-an }
repulsive force  See repulsion. { ri%p-al-%iv-%fol-ri }
required thickness  [DES ENG] The thickness calculated by recognized formulas for boiler or pressure vessel construction before corrosion allowance is added. { ri%kwird 'thik-%nas }
requirements engineering  [SYS ENG] The process of identifying and articulating needs for a new technology and applications. { ri%kwir-mans en-%ja-%nir-ri }
rerailer  [ENG] A small, lightweight Y-shaped device, used to retract railroad cars and locomotives, as the car is pulled across the device, the derailed wheels are channeled back onto the tracks. Also known as retractor. { ri%tal-%ar }
rerun  [CHEM ENG] To distill a liquid material that has already been distilled, usually implies taking a large proportion of the charge stock overhead. { ri%ran }
resaw  [ENG] To cut lumber to boards of final thickness. { ri%so }
resealing pressure  [MECH ENG] The inlet pressure at which leakage stops after a pressure relief valve is closed. { ri%sh-%i%sh-%presh-%ar }
research method  [ENG] A standard test to determine the research octane number (or rating) of fuels for use in spark-ignition engines. { ri%sh-arch meth-%ad }
research octane number  [ENG] An expression for the antiknock rating of a motor gasoline as a guide to how vehicles will operate under mild conditions associated with low engine speeds. { ri%sh-arch 'ak-%tan nom-bar }
resection  [ENG] 1. A method in surveying by which the horizontal position of an occupied point is determined by drawing lines from the point to two or more points of known position. 2. A method of determining a plane-table position by orienting along a previously drawn foresight line and drawing one or more rays through the foresight from previously located stations. { ri%sek-%shan }
reservoir  [CIV ENG] A pond or lake built for storage of water, usually by the construction of a dam across a river. { 'rez-%w-var }
reset action  [CONT SYS] Floating action in which the final control element is moved at a speed proportional to the extent of proportional-position action. { ri%set ak-%shan }
reset bit  [DES ENG] A diamond bit made by using diamonds salvaged from a used bit and setting them in the crown attached to a new bit blank. Also known as replacement bit. { ri%set bit }
reset rate  [ENG] The number of times per minute that the effect of the proportional-position action upon the final control element is repeated.

reproducing system  See sound-reproducing system. { 're-%h-%dwn-%i%j, s-%s-%y-ntam }
repulsion  [MECH] A force which tends to increase the distance between two bodies having like electric charges, or the force between atoms or molecules at very short distances which keeps them apart. Also known as repulsive force. { ri%p-al-%sh-an }
repulsive force  See repulsion. { ri%p-al-%iv-%fors }
required thickness  [DES ENG] The thickness calculated by recognized formulas for boiler or pressure vessel construction before corrosion allowance is added. { ri%kwird 'thik-%nas }
requirements engineering  [SYS ENG] The process of identifying and articulating needs for a new technology and applications. { ri%kwir-mans en-%ja-%nir-ri }
rerailer  [ENG] A small, lightweight Y-shaped device, used to retract railroad cars and locomotives, as the car is pulled across the device, the derailed wheels are channeled back onto the tracks. Also known as retractor. { ri%tal-%ar }
rerun  [CHEM ENG] To distill a liquid material that has already been distilled, usually implies taking a large proportion of the charge stock overhead. { ri%ran }
resaw  [ENG] To cut lumber to boards of final thickness. { ri%so }
resealing pressure  [MECH ENG] The inlet pressure at which leakage stops after a pressure relief valve is closed. { ri%sh-%i%sh-%presh-%ar }
research method  [ENG] A standard test to determine the research octane number (or rating) of fuels for use in spark-ignition engines. { ri%sh-arch meth-%ad }
research octane number  [ENG] An expression for the antiknock rating of a motor gasoline as a guide to how vehicles will operate under mild conditions associated with low engine speeds. { ri%sh-arch 'ak-%tan nom-bar }
resection  [ENG] 1. A method in surveying by which the horizontal position of an occupied point is determined by drawing lines from the point to two or more points of known position. 2. A method of determining a plane-table position by orienting along a previously drawn foresight line and drawing one or more rays through the foresight from previously located stations. { ri%sek-%shan }
reservoir  [CIV ENG] A pond or lake built for storage of water, usually by the construction of a dam across a river. { 'rez-%w-var }
reset action  [CONT SYS] Floating action in which the final control element is moved at a speed proportional to the extent of proportional-position action. { ri%set ak-%shan }
reset bit  [DES ENG] A diamond bit made by using diamonds salvaged from a used bit and setting them in the crown attached to a new bit blank. Also known as replacement bit. { ri%set bit }
reset rate  [ENG] The number of times per minute that the effect of the proportional-position action upon the final control element is repeated.

reproducing system  See sound-reproducing system. { 're-%h-%dwn-%i%j, s-%s-%y-ntam }
repulsion  [MECH] A force which tends to increase the distance between two bodies having like electric charges, or the force between atoms or molecules at very short distances which keeps them apart. Also known as repulsive force. { ri%p-al-%sh-an }
repulsive force  See repulsion. { ri%p-al-%iv-%fors }
required thickness  [DES ENG] The thickness calculated by recognized formulas for boiler or pressure vessel construction before corrosion allowance is added. { ri%kwird 'thik-%nas }
requirements engineering  [SYS ENG] The process of identifying and articulating needs for a new technology and applications. { ri%kwir-mans en-%ja-%nir-ri }
rerailer  [ENG] A small, lightweight Y-shaped device, used to retract railroad cars and locomotives, as the car is pulled across the device, the derailed wheels are channeled back onto the tracks. Also known as retractor. { ri%tal-%ar }
rerun  [CHEM ENG] To distill a liquid material that has already been distilled, usually implies taking a large proportion of the charge stock overhead. { ri%ran }
resaw  [ENG] To cut lumber to boards of final thickness. { ri%so }
resealing pressure  [MECH ENG] The inlet pressure at which leakage stops after a pressure relief valve is closed. { ri%sh-%i%sh-%presh-%ar }
research method  [ENG] A standard test to determine the research octane number (or rating) of fuels for use in spark-ignition engines. { ri%sh-arch meth-%ad }
research octane number  [ENG] An expression for the antiknock rating of a motor gasoline as a guide to how vehicles will operate under mild conditions associated with low engine speeds. { ri%sh-arch 'ak-%tan nom-bar }
resection  [ENG] 1. A method in surveying by which the horizontal position of an occupied point is determined by drawing lines from the point to two or more points of known position. 2. A method of determining a plane-table position by orienting along a previously drawn foresight line and drawing one or more rays through the foresight from previously located stations. { ri%sek-%shan }
reservoir  [CIV ENG] A pond or lake built for storage of water, usually by the construction of a dam across a river. { 'rez-%w-var }
reset action  [CONT SYS] Floating action in which the final control element is moved at a speed proportional to the extent of proportional-position action. { ri%set ak-%shan }
reset bit  [DES ENG] A diamond bit made by using diamonds salvaged from a used bit and setting them in the crown attached to a new bit blank. Also known as replacement bit. { ri%set bit }
reset rate  [ENG] The number of times per minute that the effect of the proportional-position action upon the final control element is repeated.
residence time

by the proportional-speed floating action. { rē'zīd'tā'tā'

residence time [CHEM ENG] The average length of
time a particle of reactant spends within a process
vessel or in contact with a catalyst. { rez'o-dans ,tīm'hī

residual mode [CONT SYS] A characteristic motion
of a structure which is deliberately ignored in the
control algorithm of an active control system
for the structure in the process of model
reduction. { rō'zīd-a-wal'mōd'hī

residual stress See internal stress. { rō'zīd-a-wal'stīress'hī

residue [CHEM ENG] 1. The substance left after
distilling off all but the heaviest components
from crude oil in petroleum refinery operations.
Also known as bottoms, residuum. 2. Solids
deposited onto the filter medium during filtra-
tion. Also known as cake; discharged solids. { rez'o-dū'shi

residuum See residue. { rō'zīd-a-wom'hī

resilience [MECH] 1. Ability of a strained body,
by virtue of high yield strength and low elastic
modulus, to recover its size and form following
deformation. 2. The work done in deforming a
body to some predetermined limit, such as its
elastic limit or breaking point, divided by the
body's volume. { rō'zīd-ōn'shī

resin-in-pulp ion exchange [CHEM ENG] Com-
bination of coarse anion-exchange resin with a
slurry of finely ground uranium ore in an acid-
leach liquor. { rez'an in 'pulp ī'mān ik'sī-chānj'hī

resinoid wheel [DES ENG] A grinding wheel
bonded with a synthetic resin. { rez'ōnōyd 'wēl'hī

resistance [ELEC] 1. The opposition that a de-
vice or material offers to the flow of direct cur-
rent, equal to the voltage drop across the ele-
ment divided by the current through the element.
Also known as electrical resistance. 2. In an
alternating-current circuit, the real part of the
complex impedance. [MECH] In damped har-
monic motion, the ratio of the fractional resistive
force to the speed. Also known as damping
coefficient; damping constant; mechanical
resistance. { rī'zīs-tōns'hī

resistance bridge See Wheatstone bridge. { rī'zīs-
tōns 'brījhī

resistance-capacitance circuit [ELEC] A circuit
which has a resistance and a capacitance in se-
ries, and in which inductance is negligible. Ab-
breviated R-C circuit. { rī'zīs-tōns kə'pas-ōd-
tōns 'sār-kōt'hī

resistance-capacitance coupled amplifier [ELECTR] An amplifier in which a capacitor pro-
vides a path for signal currents from one stage to
the next, with resistors connected from each side
of the capacitor to the power supply or to
ground, it can amplify alternating-current signals
but cannot handle small changes in direct cur-
rents. Also known as R-C amplifier, R-C cou-
pled amplifier, resistance-coupled amplifier. { rī'zīs-tōns kə'pas-ōd-tōns kəp-ōld 'am-pla'fī-ōr'hī

resistance-capacitance oscillator [ELECTR] Oscillator in which the frequency is determined
by resistance and capacitance elements. Ab-
breviated R-C oscillator. { rī'zīs-tōns kə'pas-ōd-
tōns 'sār-kōt'hī

resistance-coupled amplifier See resistance-
capacitance-coupled amplifier. { rī'zīs-tōns kəp-ōld 'am-pla'fī-ōr'hī

resistance coupling [ELECTR] Coupling in
which resistors are used as the input and output
impedances of the circuits being coupled, a cou-
pling capacitor is generally used between the
resistors to transfer the signal from one stage to
the next. Also known as R-C coupling; resist-
ance-capacitance coupling, resistive coupling. { rī'zīs-tōns kəp-ēn'jih'hī

resistance drop [ELEC] The voltage drop oc-
curring between two points on a conductor due
to the flow of current through the resistance of
the conductor, multiplying the resistance in
ohms by the current in amperes gives the voltage
drop in volts. Also known as IR drop. { rī'zīs-
tōns 'drap'hī

resistance element [ELEC] An element of re-
sistive material in the form of a grid, ribbon, or
wire, used singly or built into groups to form a
resistor for heating purposes, as in an electric
soldering iron. { rī'zīs-tōns el-ō-mānt'hī

resistance furnace [ENG] An electric furnace in
which the heat is developed by the passage of
current through a suitable internal resistance
that may be the charge itself, a resistor embed-
ded in the charge, or a resistor surrounding the
charge. Also known as electric resistance fur-
nace. { rī'zīs-tōns fār-nas'hī

resistance gage [ENG] An instrument for de-
termining high pressures from the change in the
electrical resistance of manganin or mercury pro-
duced by these pressures. { rī'zīs-tōns ġāj'hī

resistance grounding [ELEC] Electrical
grounding in which lines are connected to
ground by a resistive (totally dissipative) impe-
dance. { rī'zīs-tōns grōnd'-ēn'hī

resistance heating [ELEC] The generation of
heat by electric conductors carrying current, de-
gree of heating is proportional to the electrical
resistance of the conductor, used in electrical
home appliances, home or space heating, and
heating ovens and furnaces. { rī'zīs-tōns 'hēd-
hīn'hī

resistance loss [ELEC] Power loss due to cur-
rent flowing through resistance; its value in watts
is equal to the resistance in ohms multiplied by
the square of the current in amperes. { rī'zīs-
tōns 'lōs'hī

resistance magnetometer [ENG] A magnetom-
eter that depends for its operation on variations
in the electrical resistance of a material im-
mersed in the magnetic field to be measured. { rī'zīs-tōns 'magn-ō'tām-ōd-ōr'hī

resistance material [ELEC] Material having suf-
sufficiently high resistance per unit length or vol-
ume to permit its use in the construction of
resistors. { rī'zīs-tōns mātir'-ō'l'hī

resistance measurement [ELEC] The quantita-
tive determination of that property of an electro-
cally conductive material, component, or circuit
called electrical resistance. { ri`zis-tans ,mezhrənt\nresistance meter [ENG] Any instrument which measures electrical resistance. Also known as electrical resistance meter. { ri`zis-tans ,mɛdər\nresistance methanometer [ENG] A catalytic methanometer, with platinum used as the filament, which both heats the detecting element and acts as a resistance-type thermometer. { ri`zis-tans ,methənəmədər\nresistance pyrometer See resistance thermometer. { ri`zis-tans ,pəramədər\nresistance-rate flowmeter See resistive flowmeter. { ri`zis-tans ,ræt ﬂo,medər\nresistance thermometer [ENG] A thermometer in which the sensing element is a resistor whose resistance is an accurately known function of temperature. Also known as electrical resistance thermometer, resistance pyrometer. { ri`zis-tans thɔrˌmæmədər\nrresisting moment [MECH] A moment produced by internal tensile and compressive forces that balances the external bending moment on a beam. { rizístiŋ ,moʊmənt\nrresistive coupling See resistance coupling. { ri`zis-tiv ˈkæpˌlɪŋ\nrresistive flowmeter [ENG] Liquid flow-rate measurement device in which flow rates are read electrically as the result of the rise or fall of a conductive differential-pressure manometer fluid in contact with a resistance-rod assembly. Also known as resistance-rate flowmeter. { ri`zis-tiv ﬂo,medər\nrresistive load [ELEC] A load whose total reactance is zero, so that the alternating current is in phase with the terminal voltage. Also known as nonreactive load. { ri`zis-tiv ˈloʊd\nrresistivity See electrical resistivity. { rɛˌzɛzɪstivədə\nrresistivity method [ENG] Any electrical exploration method in which current is introduced in the ground by two contact electrodes and potential differences are measured between two or more other electrodes. { rɛˌzɛzɪstivədəˌmethəd\nrresistor [ELEC] A device designed to have a definite amount of resistance, used in circuits to limit current flow or to provide a voltage drop. Also known as electrical resistor. { ri`zis-tər\nrresistor bulb [ENG] A temperature-measurement device inside of which is a resistance winding, changes in temperature cause corresponding changes in resistance, varying the current in the winding. { ri`zisˌtər ,bəlb\nrresistor-capacitor-transistor logic [ELECTR] A resistor-transistor logic with the addition of capacitors that are used to enhance switching speed. { ri`zisˌtər kəpəˌsədərˌtrænˌzɪsˌtərˌləˌjɛɪk\nrresistor-capacitor unit See recasp. { ri`zisˌtər kəpəˌsədərˌjʊlˌnæt\nrresistor color code [ELEC] Code adopted by the Electronic Industries Association to mark the values of resistance on resistors in a readily recognizable manner, the first color represents the first significant figure of the resistor value, the second color the second significant figure, and the third color represents the number of zeros following the first two figures; a fourth color is sometimes added to indicate the tolerance of the resistor. { ri`zisˌtərˌkælˌəˌkəd\nrresistor core [ELEC] Insulating support on which a resistor element is wound or otherwise placed. { ri`zisˌtərˌkər\nrresistor element [ELEC] That portion of a resistor which possesses the property of electric resistance. { ri`zisˌtərˌeləˌmənt\nrresistor furnace [ENG] An electric furnace in which heat is developed by the passage of current through distributed resistors (heating units) mounted apart from the charge. { ri`zisˌtərˌtərˌnas\nrresistor network [ELEC] An electrical network consisting entirely of resistances. { ri`zisˌtərˌnetˌwɜrk\nrresistor oven [ENG] Heating chamber relying on an electrical-resistance element to create temperatures of up to 800°F (430°C), used for drying and baking. { ri`zisˌtərˌəvən\nrresistor termination [ELECTR] A thick-film conductor pad overlapping and contacting a thick-film resistor area. { ri`zisˌtərˌtərˌmɑnəˌʃən\nrresistor-transistor logic [ELECTR] One of the simplest logic circuits, having several resistors, a transistor, and a diode. Abbreviated RTL. { ri`zisˌtərˌtrænˌzɪsˌtərˌləˌjɛɪk\nrresolution [CONT SYS] The smallest increment in distance that can be distinguished and acted upon by an automatic control system. [ELECTR] In television, the maximum number of lines that can be discerned on the screen at a distance equal to tube height, this ranges from 350 to 400 for most receivers. { rezəlˌùˌʃən\nrresolution in azimuth [ENG] The angle by which two targets must be separated in azimuth in order to be distinguished by a radar set when the targets are at the same range. { rezəlˌùˌʃən in ˈəzəˌmæθ\nrresolution in range [ENG] Distance by which two targets must be separated in range in order to be distinguished by a radar set when the targets are on the same azimuth line. { rezəlˌùˌʃən in ˈræn\nrresolve motion-rate control [CONT SYS] A form of robotic control in which the controlled variables are the velocity vectors of the end points of a manipulator, and the angular velocities of the joints are determined to obtain the desired results. { rəˌzolvˌməʊˌʃən ˈræt kɑnˌtrəl\nrresolving power See resolution. { rəˌzəlˌvɪŋˌpəˈwɔr\nrresolving time [ENG] Minimum time interval, between events, that can be detected, resolving time may refer to an electronic circuit, to a mechanical recording device, or to a counter tube. { rəˌzəlˌvɪŋˌtɪm\nrresonance [ELEC] A phenomenon exhibited by an alternating-current circuit in which there are relatively large currents near certain frequencies, and a relatively unimpeded oscillation of energy
resonance method

from a potential to a kinetic form; a special case of the physics definition. (ˈrez-ən-əns)

resonance method [ELEC] A method of determining the impedance of a circuit element, in which resonance frequency of a resonant circuit containing the element is measured. [ENG] In ultrasonic testing, a method of measuring the thickness of a metal by varying the frequency of the beam transmitted to excite a maximum amplitude of vibration. (ˈrez-ən-əns ˈmeth-əd)

resonance vibration [MECH] Forced vibration in which the frequency of the disturbing force is very close to the natural frequency of the system, so that the amplitude of vibration is very large.

resonant capacitor [ELEC] A tubular capacitor that is wound to have inductance in series with its capacitance. (ˈrez-ən-ənt ˈka-pəs-əd-ər)

resonant circuit [ELEC] A circuit that contains inductance, capacitance, and resistance of such values as to give resonance at an operating frequency. (ˈrez-ən-ənt ˈsər-əkat)

resonant coupling [ELEC] Coupling between two circuits that reaches a sharp peak at a certain frequency. (ˈrez-ən-ənt ˈkɑp-liŋ)

resonant gate transistor [ELECTR] Surface field-effect transistor incorporating a cantilevered beam which resonates at a specific frequency to provide high-O-frequency discrimination. (ˈrez-ən-ənt ˈgæt træn-əz-ər)

resonant-mass antenna [ENG] A detector of gravitational radiation, consisting of a mass of several tons of aluminum or other metal, in the shape of a cylinder or a truncated icosahedron, and attached electromechanical transducers that convert deformations of the mass to electronic signals. (ˈrez-ən-ənt ˈmas an-ən-tən-

resonant resistance [ELEC] Resistance value to which a resonant circuit is equivalent. (ˈrez-ən-ənt ˈrəz-təns)

resource allocation in multiproject scheduling [IND ENG] A system that employs network analysis as an aid in making the best assignment of resources which must be stretched over a number of projects. Abbreviated RAMPS. (ˈre-zər-plæs əl-ək-əshən in ˈmæl-ti-prəˈdʒekt ˈskɛd-jə-

respirator [ENG] A device for maintaining artificial respiration to protect the respiratory tract against irritating and poisonous gases, fumes, smoke, and dusts, with or without equipment supplying oxygen or air, some types have a fitting which covers the nose and mouth.

respirometer [ENG] 1. An instrument for studying respiration. 2. A diver’s helmet containing a compressed air supply for replenishing oxygen used by the diver.

response [CONT SYS] A quantitative expression of the output of a device or system as a function of the input. Also known as system response.

response characteristic [CONT SYS] The response as a function of an independent variable, such as direction or frequency, often presented in graphical form. (ˈrənspəˌfeŋk-tə-ri ˈris-tık)

response time [CONT SYS] The time required for the output of a control system or element to reach a specified fraction of its new value after application of a step input or disturbance.

rest point [ENG] On a balance, the position of the pointer with respect to the pointer scale when the beam has ceased moving. (ˈrest pɔrnt)

rest potential [ELEC] Residual potential difference remaining between an electrode and an electrolyte after the electrode has become polarized. (ˈrest pər-ən-ˈkæl)

restraint of loads [ENG] The process of binding, lashing, and wedging items into one unit onto or into its transporter in a manner that will ensure immobility during transit. (ˈrənstrənt əv ˈlɔdʒ)

restricted air cargo [IND ENG] Cargo which is not highly dangerous under normal conditions, but which possesses certain qualities which require extra precautions in packing and handling.

restricted gate [ENG] Small opening between runner and cavity in an injection or transfer mold which breaks cleanly when the piece is ejected. (ˈrənstrık-təd ˈgæt)

restricted job [IND ENG] A task whose performance time is governed by a machine, a process, another task, or the nature of the job itself, rather than being under the control of the worker.

restricted work [IND ENG] Manual or machine work where the work pace is only partially under the control of the worker.

resultant of forces [MECH] A system of at most a single force and a single couple whose external effects on a rigid body are identical with the effects of the several actual forces that act on that body.

resultant rake [MECH ENG] The angle between the face of a cutting tooth and an axial plane through the tooth point measured in a plane at right angles to the cutting edge.

resuperheating See reheating. (ˌrəˌsu-ˈpər-hēd-ih)

resupply [IND ENG] The act of replenishing stocks in order to maintain required levels of supply. (ˌrəˌsə-pəl)

resuscitator [ENG] A device for supplying oxygen to and inducing breathing in asphyxiation victims.

retainer [ENG] A device that holds a mechanical component in place.

retainer plate [ENG] The plate on which removable mold parts (such as a cavity or ejector pin) are mounted during molding.

retainer wall [ENG] A wall, usually earthen,
reverse feedback

around a storage tank or an area of storage tanks (tank farm), used to hold (retain) liquid in place if one or more tanks begin to leak.  

return bend  [DES ENG] A pipe fitting, equal to two elbows, used to connect parallel pipes so that fluid flowing into one will return in the opposite direction through the other.  

return connecting rod  [MECH ENG] A connecting rod whose crankpin end is located on the same side of the crosshead as the cylinder.  

retaining ring  [DES ENG] 1. A shoulder inside a reaming shell that prevents the core lifter from entering the core barrel.  2. A steel ring between the races of a ball bearing to maintain the correct distribution of the balls in the races.  

return  [ENG] A modification of equipment to retroact.  

retarding basin  [CIV ENG] A basin designed and operated to provide temporary storage and thus reduce the peak flood flows of a stream.  

retarding conveyor  [MECH ENG] Any type of conveyor used to restrain the movement of bulk materials, packages, or objects where the incline is such that the conveyed material tends to propel the conveying medium.  

retort  [CHEM ENG] 1. A closed refractory chamber in which coal is carbonized for manufacture of coal gas.  2. A vessel for the distillation or decomposition of a substance.  

retrievable inner barrel  [ENG] The inner barrel assembly of a wire-line core barrel, designed for removing core from a borehole without pulling the rods.  

retroaction  See positive feedback.  

retrofit  [ENG] A modification of equipment to incorporate changes made in later production of similar equipment, it may be done in the factory or field. Derived from retroactive refit.  

return difference  [CONT SYS] The difference between the loop transmittance and the overall system transmittance.  

return-flow burner  [MECH ENG] A mechanical oil atomizer in a boiler furnace which regulates the amount of oil to be burned by the portion of oil recirculated to the point of storage.  

return idler  [MECH ENG] The idler or roller beneath the cover plates on which the conveyor belt rides after the load which it was carrying has been dumped.  

return wall  [BUILD] An interior wall of about the same height as the outside wall of a building, distinct from a partition or a low wall.  

return wire  [ELEC] The ground wire, common wire, or negative wire of a direct-current power circuit.  

reveal  [BUILD] 1. The side of an opening for a door or window, doorway, or the like, between the doorframe or window frame and the outer surface of the wall.  2. The distance from the face of a door to the face of the frame on the pivot side.  

reverberatory furnace  [ENG] A furnace in which heat is supplied by burning of fuel in a space between the charge and the low roof.  

reverse bias  [ELECTR] A bias voltage applied to a diode or a semiconductor junction with polarity such that little or no current flows, the opposite of forward bias.  

reverse Brayton cycle  [THERMO] A refrigeration cycle using air as the refrigerant but with all system pressures above the ambient. Also known as dense-air refrigeration cycle.  

reverse Carnot cycle  [THERMO] An ideal thermodynamic cycle consisting of the processes of the Carnot cycle reversed and in reverse order, namely, isentropic expansion, isothermal expansion, isentropic compression, and isothermal compression.  

reverse current  [ELECTR] Small value of direct current that flows when a semiconductor diode has reverse bias.  

reversed air-blast process  [CHEM ENG] A gas-making process in which, after a short period of the ordinary blow, the air blast is reversed so as to enter the top of the superheater, and passes back to the top of the generator and down.  

reversed engineering  [ENG] The analysis of a completed system in order to isolate and identify its individual components or building blocks.  

reverse feedback  See negative feedback.

return wall  [CIV ENG] A wall designed to maintain differences in ground elevations by holding back a bank of material.  

retard  [CIV ENG] A permeable bank-protection structure, situated at and parallel to the toe of a slope and projecting into a stream channel, designed to check stream velocity and induce silting or accretion.  

retarder  [MECH ENG] 1. A braking device used to control the speed of railroad cars moving along the classification tracks in a hump yard.  2. A strip inserted in a tube of a fire-tube boiler to increase agitation of the hot gases flowing therein.  

retarding basin  [CIV ENG] A basin designed and operated to provide temporary storage and thus reduce the peak flood flows of a stream.  

retarding conveyor  [MECH ENG] Any type of conveyor used to restrain the movement of bulk materials, packages, or objects where the incline is such that the conveyed material tends to propel the conveying medium.  

return  [ENG] A modification of equipment to retroact.  

retarding basin  [CIV ENG] A basin designed and operated to provide temporary storage and thus reduce the peak flood flows of a stream.  

retarding conveyor  [MECH ENG] Any type of conveyor used to restrain the movement of bulk materials, packages, or objects where the incline is such that the conveyed material tends to propel the conveying medium.  

return  [ENG] A modification of equipment to retroact.  

return difference  [CONT SYS] The difference between the loop transmittance and the overall system transmittance.  

return-flow burner  [MECH ENG] A mechanical oil atomizer in a boiler furnace which regulates the amount of oil to be burned by the portion of oil recirculated to the point of storage.  

return idler  [MECH ENG] The idler or roller beneath the cover plates on which the conveyor belt rides after the load which it was carrying has been dumped.  

return wall  [BUILD] An interior wall of about the same height as the outside wall of a building, distinct from a partition or a low wall.  

return wire  [ELEC] The ground wire, common wire, or negative wire of a direct-current power circuit.  

reveal  [BUILD] 1. The side of an opening for a door or window, doorway, or the like, between the doorframe or window frame and the outer surface of the wall.  2. The distance from the face of a door to the face of the frame on the pivot side.  

reverberatory furnace  [ENG] A furnace in which heat is supplied by burning of fuel in a space between the charge and the low roof.  

reverse bias  [ELECTR] A bias voltage applied to a diode or a semiconductor junction with polarity such that little or no current flows, the opposite of forward bias.  

reverse Brayton cycle  [THERMO] A refrigeration cycle using air as the refrigerant but with all system pressures above the ambient. Also known as dense-air refrigeration cycle.  

reverse Carnot cycle  [THERMO] An ideal thermodynamic cycle consisting of the processes of the Carnot cycle reversed and in reverse order, namely, isentropic expansion, isothermal expansion, isentropic compression, and isothermal compression.  

reverse current  [ELECTR] Small value of direct current that flows when a semiconductor diode has reverse bias.  

reversed air-blast process  [CHEM ENG] A gas-making process in which, after a short period of the ordinary blow, the air blast is reversed so as to enter the top of the superheater, and passes back to the top of the generator and down.  

reversed engineering  [ENG] The analysis of a completed system in order to isolate and identify its individual components or building blocks.  

reverse feedback  See negative feedback.
reverse flange  [ENG] A flange made by shrink-
ing.  [rɪˈvɜːr sˈflæn]  
reverse lay  [DES ENG] The lay of a wire rope with strands alternating in a right and left lay.  [rɪˈvɜːrs ˈlæ]  
reverse osmosis  [CHEM ENG] A technique used in desalination and waste-water treatment; pressure is applied to the surface of a saline (or waste) solution, forcing pure water to pass from the solution through a membrane (hollow fibers of cellulose acetate or nylon) that will not pass sodium or chloride ions.  [rɪˈvɜːrs osˈmoʊ səs]  
reverse pitch  [MECH ENG] A pitch on a propeller blade producing thrust in the direction opposite to the normal one.  [rɪˈvɜːr s ˈpɪtʃ]  
reverse-printout typewriter  [ENG] An automatic typewriter that eliminates conventional carriage return by typing one line from left to right and the next line from right to left.  [rɪˈvɜːr s pɪnˈpreɪt]  
reverse-roll coating  [ENG] Substrate coating that is premerred between rolls and then wiped off on the web; amount of coating is controlled by the metering gap and the rotational speed of the roll.  [rɪˈvɜːrs rɔl ˈkəʊd rə]  
reverse voltage  [ELEC] In the case of two opposing voltages, voltage of that polarity which produces the smaller current.  [rɪˈvɜːrs vəl tʃɪ]  
reversible capacitance  [ELECTR] Limit, as the amplitude of an applied sinusoidal capacitor voltage approaches zero, of the ratio of the amplitude of the resulting in-phase fundamental-frequency component of transferred charge to the amplitude of the applied voltage, for a given constant bias voltage superimposed on the sinusoidal voltage.  [rɪˈvɜːsə bæl ˈkɑːpətəd vəl tʃɪs]  
reversible engine  [THERMO] An ideal engine which carries out a cycle of reversible processes.  [rɪˈvɜːsə bæl ˈɛnˈdʒən]  
reversible path  [THERMO] A path followed by a thermodynamic system such that its direction of motion can be reversed at any point by an infinitesimal change in external conditions; thus the system can be considered to be at equilibrium at all points along the path.  [rɪˈvɜːsə bæl ˈθæt]  
reversible-pitch propeller  [MECH ENG] A type of controllable-pitch propeller, of either controllable or constant speed, it has provisions for reducing the pitch to and beyond the zero value, to the negative pitch range.  [rɪˈvɜːsə bæl ˈpɪtʃ prəˈpelər]  
reversible process  [THERMO] An ideal thermodynamic process which can be exactly reversed by making an indefinitely small change in the external conditions. Also known as quasistatic process.  [rɪˈvɜːsə bæl ˈpræsəs]  
reversible steering gear  [MECH ENG] A steering gear for a vehicle which permits road slack and wheel deflections to come through the system and be felt in the steering control.  [rɪˈvɜːsə bæl ˈstɪərɪŋ gər]  
reversible tramway  See jig back.  [rɪˈvɜːsə bæl ˈtræm wɔː]  
reversible transit circle  [ENG] A transit circle that can be lifted out of its bearings and rotated through 180°, enabling systematic errors in both orientations to be determined.  [rɪˈvɜːsə rɪˈzɑː ˌsɑː ˈkɔl]  
reversing thermometer  [ENG] A mercury-in-glass thermometer which records temperature upon being inverted and thereafter retains its reading until returned to the first position.  [rɪˈvɜːsɪŋ tɜːrˈmə mɛm əd ər]  
reversing water bottle  See Nansen bottle.  [rɪˈvɜːsɪŋ wɔtər bɔtəl]  
reversion  [CHEM ENG] In rubber manufacture, a decrease in rubber modulus or viscosity caused by overworking.  [rɪˈvɜːrs ˈvɔntən]  
revetment  [CIV ENG] A facing made on a soil or rock embankment to prevent scour by weather or water.  [rɪˈvɛt mənt]  
revolute-coordinate robot  See jointed-arm robot.  [rɪˈvʌlt əˈkoʊrdət rətəbət]  
revolute joint  [MECH ENG] A robotic articulation consisting of a pin with one degree of freedom.  [rɪˈvʌlt əˈjoʊnt]  
revolution  [MECH] The motion of a body around a closed orbit.  [rɪˈvɜːrsən ləʊ ət]  
revolution counter  [ENG] An instrument for registering the number of revolutions of a rotating machine. Also known as revolution indicator.  [rɪˈvɜːrsən kəntər]  
revolution indicator  See revolution counter.  [rɪˈvɜːrsən ɪndə kəntər]  
revolution per minute  [MECH] A unit of angular velocity equal to the uniform angular velocity of a body which rotates through an angle of 360° (2π radians), so that every point in the body returns to its original position, in 1 minute. Abbreviated rpm.  [rɪˈvɜːrsən pɜr ˈmiː nət]  
revolution per second  [MECH] A unit of angular velocity equal to the uniform angular velocity of a body which rotates through an angle of 360° (2π radians), so that every point in the body returns to its original position, in 1 second. Abbreviated rps.  [rɪˈvɜːrsən pɜr ˈsɛkənd]  
revolving-block engine  [MECH ENG] Any of various engines which combine reciprocating piston motion with rotational motion of the entire engine block.  [rɪˈvɜːl əl ˈblok ˈenˈdʒən]  
revolving door  [BUILD] A door consisting of four leaves that revolve together on a central vertical axis within a circular vestibule.  [rɪˈvɜːl əl ˈdɔr]  
revolving shovel  [MECH ENG] A digging machine, mounted on crawlers or on rubber tires, that has the machinery deck and attachment on a vertical pivot so that it can swing freely.  [rɪˈvɜːl əl ˈʃəvəl]  
Reynier's isolator  [ENG] A mechanical barrier made of steel that surrounds the area in which germ-free vertebrates and accessory equipment are housed, has electricity for light and power, an exit-entry opening with a steam barrier, a means for sterile air exchange, glass viewing port, and necropsy gloves which allow handling of the animals.  [rənəˈrja ˈtæs ə ˈlɑːdər]  
Reynolds analogy  [CHEM ENG] Relationship
rigid body

thoroughfare or path established for public use. 3. Land occupied and used by a railroad or a public utility. ‘[rɪd ˈbɒdɪ]’

rigid body [MECH] An idealized extended solid whose size and shape are definitely fixed and remain unaltered when forces are applied. ‘[ˈrɪd·ɪd ·ˈbɔːd·ɪ]’

rigid-body dynamics [MECH] The study of the motions of a rigid body under the influence of forces and torques. ‘[ˈrɪd·ɪd ·ˈbɔːd·ɪ ˈdaɪ·nəm·ɪks]’

rigid coupling [MECH ENG] A mechanical fastening of shafts connected with the axes directly in line. ‘[ˈrɪd·ɪd ·ˈkɒp·lɪŋ]’

rigid frame [BUILD] A steel skeleton frame in which the end connections of all members are rigid so that the angles they make with each other do not change. ‘[ˈrɪd·ɪd ·ˈfræm]’

rigidity [MECH] The quality or state of resisting change in form. ‘[rɪˈdɪd·ɪd·ə·s]’

rigidity modulus See modulus of elasticity in shear. ‘[rɪˈdɪd·ɪd·ə·s ˌməʊ·rə·ləs]’

rigidizer [ENG] A supporting structure providing rigidity to an instrument that might otherwise be subject to undesirable vibrations. ‘[rɪˈdɪdˌɪzər]’

rigid pavement [CIV ENG] A thick portland cement pavement on a gravel base and subbase, with steel reinforcement and often with transverse joints. ‘[ˈrɪd·əd·ˈpæv·mənt]’

rim [DES ENG] 1. The outer part of a wheel, usually connected to the hub by spokes. 2. An outer edge or border, sometimes raised or projecting. ‘[rɪm]’

rim-bearin-g swing bridge [CIV ENG] A swing bridge that is supported by a cylindrical girder on rollers. ‘[rɪmˌber·ɪnˌswɪŋˌbɹɪŋ]’

rim clutch [MECH ENG] A frictional contact clutch having surface elements that apply pressure to the rim either externally or internally. ‘[ˈrɪmˌklʌtʃ]’

rim drive [ENG ACOUS] A phonograph or sound recorder drive in which a rubber-covered drive wheel is in contact with the inside of the rim of the turntable. ‘[ˈrɪmˌdrɪv]’

ring [DES ENG] A tie member or chain link, tension or compression applied through the center of the ring produces bending moment, shear, and normal force on radial sections. ‘[rɪŋ]’

ring-and-ball test [CHEM ENG] A test for determining the melting point of asphalt, waxes, and paraffins in which a small ring is fitted with a test sample upon which a small ball is then placed; the melting point is that temperature at which the sample softens sufficiently to allow the ball to fall through the ring. Also known as ball and ring method. ‘[rɪŋ ən ˈbɔlˌtɛst]’

ring-and-circle shear [DES ENG] A rotary shear designed for cutting circles and rings where the edge of the metal sheet cannot be used as a start. ‘[rɪŋ ən ˈsɑr·kəlˌʃɜər]’

ringbolt [DES ENG] An eyebolt with a ring passing through the eye. ‘[rɪŋˌbɔlt]’

ring crusher [MECH ENG] Solids-reduction device with a rotor having loose crushing rings held outwardly by centrifugal force, which crush the feed by impact with the surrounding shell. ‘[ˌrɪŋˌkrɑʃ·ər]’

Ringelmann chart [ENG] A chart used in making subjective estimates of the amount of solid matter emitted by smoke stacks; the observer compares the grayness of the smoke with a series of shade diagrams formed by horizontal and vertical black lines on a white background. ‘[ˌrɪŋ·gəlˌmænˌ ˈʃɑrt]’

ring gage [DES ENG] A cylindrical ring of steel whose inside diameter is finished to gage tolerance and is used for checking the external diameter of a cylindrical object. ‘[ˌrɪŋˌɡæj]’

ring gate [CIV ENG] A type of gate used to regulate and control the discharge of a morning-glory spillway, like a drum gate, it offers a minimum of interference to the passage of ice or drift over the gate and requires no external power for operation. ‘[ˌrɪŋˌɡæt]’

ring gear [MECH ENG] The ring-shaped gear in an automobile differential that is driven by the propeller shaft pinion and transmits power through the differential to the line axle. ‘[ˌrɪŋˌɡɪr]’

ringing [CONT SYS] An oscillatory transient occurring in the output of a system as a result of a sudden change in input. ‘[ˌrɪŋˌɪŋ]’

ringing circuit [ELECTR] A circuit which has a capacitance in parallel with a resistance and inductance, with the whole in parallel with a second resistance; it is highly underdamped and is supplied with a step or pulse input. ‘[ˌrɪŋˌɪŋˌsər·kæt]’

ringing time [ENG] In an ultrasonic testing unit, the length of time that the vibrations in a piezoelectric crystal remain after the generation of ultrasonic waves ceases. ‘[ˌrɪŋˌɪŋˌrɪŋ]’

ring jewel [DES ENG] A type of jewel used as a pivot bearing in a time-keeping device, gyro, or instrument. ‘[ˌrɪŋˌdʒuːl]’

ring job [MECH ENG] Installation of new piston rings on a piston. ‘[ˌrɪŋˌdʒɒb]’

ring laser [MECH ENG] A ring laser gyro. ‘[ˌrɪŋˌlɑzər]’

ring lifter See split-ring core lifter. ‘[ˌrɪŋˌlɪf·tər]’

ringlock nail [DES ENG] A nail ringed with grooves to provide greater holding power. ‘[ˌrɪŋˌlɒkˌnɔl]’

ring-oil [MECH ENG] To oil (a bearing) by conveying the oil to the point to be lubricated by means of a ring, which rests upon and turns with the journal, and dips into a reservoir containing the lubricant. ‘[ˌrɪŋˌoɪl]’

ring road See beltway. ‘[ˌrɪŋˌrɔd]’

ring-roller mill [MECH ENG] A grinding mill in which material is fed past spring-loaded rollers that apply force against the sides of a revolving bowl. Also known as roller mill. ‘[ˌrɪŋˌrʊlərˌ mɪl]’

riometer [ENG] An instrument that measures changes in ionospheric absorption of electromagnetic waves by determining and recording the level of extraterrestrial cosmic radio noise.
Derived from relative ionospheric opacity meter. [rifˈtəm-ərd-ər]
rip [ENG] To saw wood with the grain. [rip]
ripbit See detachable bit; jackbit. [ˈripˌbit]
rippin bar [DES ENG] A steel bar with a chisel at one end and a curved claw for pulling nails at the other. Also known as claw bar; wrecking bar. [ˈrip-iŋˌbär]
rippin punch [DES ENG] A tool with a rectangular cutting edge, used in a punch press to crosscut metal plates. [ˈrip-iŋˌpanch]
ripple [ELEC] The alternating-current component in the output of a direct-current power supply, arising within the power supply from incomplete filtering or from commutator action in a dc generator. [ˈrip-əl]
riprap [CIV ENG] A foundation or revetment in water or on soft ground made of irregularly placed stones or pieces of boulders; used chiefly for river and harbor work, for roadway filling, and on embankments. [ˈripˌrap]
ripsaw [MECH ENG] A heavy-tooth power saw used for cutting wood with the grain. [ˈripˌsoʊ]
rise and run [CIV ENG] The pitch of an inclined surface or member, usually expressed as the ratio of the vertical rise to the horizontal span. [ˈris ərn ˈrɔn]
riser [CHEM ENG] That portion of a bubble-cap assembly in a distillation tower that channels flow obtainable on a given roadway, using all machine parts or structural members, usually plates, by means of rivets. [ˈriːzər]
riser plate [CIV ENG] A plate used to support a taping switch rail above the base of the rail; used with a railroad gage or tie plate to maintain minimum gage. [ˈrisərˌplæt]
rise time [CONT SYS] The time it takes for the output of a system to change from a specified small percentage (usually 5 or 10) of its steady-state increment to a specified large percentage (usually 90 or 95). [ˈris ə taim] The time for the pointer of an electrical instrument to make 90% of the change to its final value when electric power suddenly is applied from a source whose impedance is high enough that it does not affect damping. [ˈrisˌtaim]
rising hinge [BUILD] A hinge that raises a door slightly as it is opened. [ˈrisəŋˈhɪni]
risk [ENG] The potential realization of undesirable consequences from hazards arising from a possible event. [risk]
risk analysis [ENG] The scientific study of risk. [ˈrisk ənalˈə-rəsəs]
risk management [ENG] The overall systematic approach to analyzing risk and implementing risk controls. [ˈriskəˌmæŋˈmænt]
Ritchie's experiment [THERMO] An experiment that uses a Leslie cube and a differential air thermometer to demonstrate that the emissivity of a surface is proportional to its absorptivity. [ˈrɪtʃiˈesˌekspərənt]
Rittinger's law [MECH ENG] The law that energy needed to reduce the size of a solid particle is directly proportional to the resultant increase in surface area. [ˈritən ˈ朗-ˌpərˌloʊ]
river engineering [CIV ENG] A branch of transportation engineering consisting of the physical measures which are taken to improve a river and its banks. [ˈrɪvərˌərnˌenˌdʒɪŋˌəriŋ]
river gage [ENG] A device for measuring the river stage. Types in common use include the staff gage, the water-stage recorder, and wire-weight gage. Also known as stream gage. [ˈrɪvərˌɡeɪj]
rivet [DES ENG] A short rod with a head formed on one end; it is inserted through aligned holes in parts to be joined, and the protruding end is pressed or hammered to form a second head. [ˈrɪvət]
riveting [ENG] The permanent joining of two or more machine parts or structural members, usually plates, by means of rivets. [ˈrɪvətˈɪŋ]
riveting hammer [MECH ENG] A hammer used for driving rivets. [ˈrɪvətˌɪŋˌhæmˌər]
rivet pitch [ENG] The center-to-center distance of adjacent rivets. [ˈrɪvətˌpɪtʃ]
road [CIV ENG] An open way for travel and transportation. [rəd]
roadbed [CIV ENG] The earth foundation of a highway or a railroad. [ˈrəʊdbɛd]
road capacity [CIV ENG] The maximum traffic flow obtainable on a given roadway, using all available lanes, usually expressed in vehicles per hour or vehicles per day. [ˈrəʊd ˈkeɪˌpasərdˌeɪ]
road grade [CIV ENG] The level and gradient of a road, measured along its center way. [ˈrəʊd ˈgreɪd]
road net [CIV ENG] The system of roads available within a particular locality or area. [ˈrəʊdˌnɛt]
road octane number [ENG] A numerical value for automotive antiknock properties of a gasoline, determined by operating a car over a stretch of level road or on a chassis dynamometer under conditions simulating those encountered on the highway. [ˈrəʊd ˈoʊkəˌnɛnˌnəmˌbər]
road test [ENG] A motor-vehicle test conducted on the highway or on a chassis dynamometer to determine the performance of fuels or lubricants or the performance of the vehicle. [ˈrəʊdˌtest]
roadway [CIV ENG] The portion of the thoroughfare over which vehicular traffic passes. [ˈrəʊdˌweɪ]
roaster [ENG] Equipment for the heating of materials, such as in pyrite roasting, a furnace. [rəʊstər]
roasting regeneration [CHEM ENG] Regeneration of a processing (treating) clay by heating or burning it in contact with air to remove combustible impurities adsorbed onto the surface. [ˈrʊstɪŋˌrəˌjenəˌrəˈʒən]
Roberts evaporation See short-tube vertical evaporator. [ˈrəʊbərtzˌiˌvəˈpærˌəˌrædˌər]
Roberts' linkage [MECH ENG] A type of approximate straight-line mechanism which provided, early in the 19th century, a practical means of making straight metal guides for the slides in a metal planner. [ˈrəʊbərtsˌliŋkˌɪŋk]}
**Robins-Messiter system**

**Robins-Messiter system** [MECH ENG] A stacking conveyor system in which material arrives on a conveyor belt and is fed to one or two wing conveyors.

**Robitzsch actinograph** [ENG] A pyranometer whose design utilizes three bimetallic strips which are exposed horizontally at the center of a hemispherical glass bowl; the outer strips are white reflectors, and the center strip is a blackened absorber, the bimetals are joined in such a manner that the pen of the instrument deflects in proportion to the difference in temperature between the black and white strips, and is thus proportional to the intensity of the received radiation; this instrument must be calibrated periodically. ('räk,bitsh ak’tin-a,graf)

**robot** [CONT SYS] A mechanical device that can be programmed to perform a variety of tasks of manipulation and locomotion under automatic control. ('rō,bit)

**robotics** [IND ENG] The study of problems associated with the design, application, and control and sensory systems of self-controlled devices. ('rō,bād-iks)

**roc** [ELEC] A unit of electrical conductivity equal to the conductivity of a material in which an electric field of 1 volt per centimeter gives rise to a current density of 1 ampere per square centimeter. Derived from reciprocal ohm centimeter. ('rāk)

**Roché lobes** [MECH] 1. Regions of space surrounding two massive bodies revolving around each other under their mutual gravitational attraction, such that the gravitational attraction of each body dominates the lobe surrounding it. 2. In particular, the effective potential energy (referred to a system of coordinates rotating with the bodies) is equal to a constant V0 over the surface of the lobes, and if a particle is inside one of the lobes and if the sum of its effective potential energy and its kinetic energy is less than V0, it will remain inside the lobe. ('rōch,lōbz)

**rock bit** [ENG] Any one of many different types of roller bits used on rotary-type drills for drilling large-size holes in soft to medium-hard rocks. ('rāk,bit)

**rockbolt** [ENG] A bar, usually constructed of steel, which is inserted into predrilled holes in rock and secured for the purpose of ground control. ('rāk,bōlt)

**rock bolting** [ENG] A method of securing or strengthening closely jointed or highly fissured rocks in mine workings, tunnels, or rock abutments by inserting and firmly anchoring rock bolts oriented perpendicular to the rock face or mine opening. ('rāk,bōlt-iŋ)

**rock channeler** [MECH ENG] A machine used in quarrying for cutting an artificial seam in a mass of stone. ('rāk,chan-āl-ār)

**rock drill** [MECH ENG] A machine for boring relatively short holes in rock for blasting purposes, motive power may be compressed air, steam, or electricity. ('rāk,dril)

**rocker** [CIV ENG] A support at the end of a truss or girder which permits rotation and horizontal movement to allow for expansion and contraction. ('rāk,ār)

**rocker arm** [MECH ENG] In an internal combustion engine, a lever that is pivoted near its center and operated by a pushrod at one end to raise and depress the valve stem at the other end. ('rāk,ār,ārm)

**rocker bearing** [CIV ENG] A bridge support that is free to rotate but cannot move horizontally. ('rāk,ār,ber-iŋ)

**rocker bent** [CIV ENG] A bent used on a bridge span; hinged at one or both ends to provide for the span’s expansion and contraction. ('rāk,ār,bent)

**rocker cam** [MECH ENG] A cam that moves with a rocking motion. ('rāk,ār,kam)

**rocker panel** [ENG] The part of the paneling on a passenger vehicle located below the passenger compartment doorsill. ('rāk,ār,pan-āl)

**rocketsonde** See meteorological rocket. ('rāk-āt,sānd)

**rocket station** [ENG] A life-saving station equipped with line-carrying rocket apparatus. ('rāk-āt,sta sheets)

**rock-fill dam** [CIV ENG] Composed of large, loosely placed rocks. ('rāk,fil)

**rocking furnace** [MECH ENG] A dam constructed of loosely placed rock or stone. ('rāk,fil,dam)

**rocking valve** [MECH ENG] An engine valve in which a disk or cylinder turns in its seat to permit fluid flow. ('rāk,īn,vaļ)

**rock pedestal** See pedestal. ('rāk,ped-a-stāl)

**Rockwell hardness** [ENG] A measure of hardness of a material as determined by the Rockwell hardness test. ('rāk,wel,‘hārd-nās)

**Rockwell hardness test** [ENG] One of the arbitrarily defined measures of resistance of a material to indentation under static or dynamic load; depth of indentation of either a steel ball or a 120° conical diamond with rounded point, 1/16, 1/8, 1/4, or 1/2 inch (1.5875, 3.175, 6.35, 12.7 millimeters) in diameter, called a brute, under prescribed load is the basis for Rockwell hardness; 60, 100, 150 kilogram load is applied with a special machine, and depth of impression under initial minor load is indicated on a dial whose graduations represent hardness number. ('rāk,wel,‘hārd-nās,test)

**rod** [DES ENG] 1. A bar whose end is slotted, tapered, or screwed for the attachment of a drill bit. 2. A thin, round bar of metal or wood. See perch. ('rād)

**rod bit** [DES ENG] A bit designed to fit a reaming shell that is threaded to couple directly to a drill rod. ('rād,bit)

**rod coupling** [DES ENG] A double-pin-thread coupling used to connect two drill rods together. ('rād,ko-piŋ)

466
rolling contact

rodding [ENG] An operation in which a rod is passed through a length of tubing such as a rifle or pipework to determine if the bore is clear. {ˈrədˈɪŋ}

rod level [ENG] A spirit level attached to a level rod or stadia rod to ensure the vertical position of the rod prior to instrument reading. {ˈrɔd ˈlevəl}

rod mill [MECH ENG] A pulverizer operated by the impact of heavy metal rods. {ˈrɔd ˈmil}

rod string [MECH ENG] Drill rods coupled to form the connecting link between the core barrel and bit in the borehole and the drill machine at the collar of the borehole. {ˈrɔd ˈstrɪŋ}

rod stuffing box [ENG] An annular packing gland fitting between the drill rod and the casing at the borehole collar, allows the rod to rotate freely but prevents the escape of gas or liquid under pressure. {ˈrɔd ˈstʌfɪŋ ˈbɒks}

roentgen current [ELEC] An electric current arising from the motion of polarization charges, as in the rotation of a dielectric in a charged capacitor. {ˈrɒntʒən ˈkærənt}

Rogowski coil [ENG] A device for measuring alternating current without making contact with the current-carrying conductor, which consists of an air-core coil placed around the conductor in a toroidal fashion so that the alternating magnetic field produced by the current induces a voltage in the coil. {ˌrɒɡəʊˈskiː, ˈkɔɪl}

rolamite mechanism [MECH ENG] An elemental mechanism consisting of two rollers contained between two parallel planes and bounded by a fixed S-shaped band under tension. {ˈrɒləˌmɪt, ˈmekə,rəˌnɪzən}

roll [MECH] Rotational or oscillatory movement of an aircraft or similar body about a longitudinal axis through the body, it is called roll for any degree of such rotation. [MECH ENG] A cylinder mounted in bearings, used for such functions as shaping, chasing, moving, or printing work passing by it. {ˈrɔl}

roll acceleration [MECH] The angular acceleration of an aircraft or missile about its longitudinal or X axis. {ˈrɒl ɪkˌsɛləˌrɑːˈʃæn}

roll axis [MECH] A longitudinal axis through an aircraft, rocket, or similar body, about which the body rolls. {ˈrɔl ˈækəˌsɔs}

roll bar [DES ENG] A metal bar installed overhead on a roofless automotive vehicle in order to protect the occupants if the car rolls over. {ˈrɔl ˈbær}

roll cage [DES ENG] A frame of metal bars that is installed in a racing car around the driver's seat to protect the driver in the event of an accident. {ˈrɔl ˈkeɪ}

roll control [ENG] The exercise of control over a missile so as to make it roll to a programmed degree, usually just before pitchover. {ˈrɔl ˈkəntəˌrəl}

roll crusher [MECH ENG] A crusher having one or two toothed rollers to reduce the material. {ˈrɔl ˈkrashəˌrəl}

rolled joint [ENG] A joint made by expanding a tube in a tube sheet hole by use of an expander. {ˈrɔld ˈjoint}

roller [DES ENG] A cylindrical device for transmitting motion and force by rotation. {ˈrələr}

roller analyzer [ENG] Device for quantitative separation of fine particles (down to 5 micrometers) by use of the graduated lift of a variable-rate pneumatic stream. {ˈrələr əˌnæŋˌəˌlaɪtəˌrər}

roller bearing [MECH ENG] A shaft bearing characterized by parallel or tapered steel rollers confined between outer and inner rings. {ˈrələr ˈberɪŋ}

roller bit See cone rock bit. {ˈrələr ˈbɪt}

roller cam follower [MECH ENG] A follower consisting of a rotatable wheel at the end of the shaft. {ˈrələr ˈkæm ˌfɔləˈrər}

roller chain [MECH ENG] A chain drive assembled from roller links and pin links. {ˈrələr ˈʃæn}

roller coating [ENG] The application of paints, lacquers, or other coatings onto raised designs or letters by means of a roller. {ˈrələr ˌkəʊdˌɪj}

roller cone bit [ENG] A drilling bit containing two to four cutters (cones) mounted on very rugged bearings. Also known as bit cone, rock bit. {ˈrələr ˈkɔnˌˌbɪt}

roller conveyor [MECH ENG] A gravity conveyor having a track of parallel tubular rollers set at a definite grade, usually on antifriction bearings, at fixed locations, over which package goods which are sufficiently rigid to prevent sagging between rollers are moved by gravity or propulsion. {ˈrələr ˈkənˌˌvɛrəˌnər}

roller drying [ENG] A method used to dry milk for purposes other than human consumption; concentrated milk is fed between two heated and narrowly spaced stainless steel rollers, the adhering thin film of milk dries as the rollers turn and is scraped off the roller by a doctor blade. {ˈrələr ˌdrɪŋ}

roller gate [CIV ENG] A cylindrical, usually hollow crest gate that is raised and lowered by large toothed wheels running on sloping racks. {ˈrələr ˌgæt}

roller-hearth kiln [ENG] A type of tunnel kiln through which the ware is conveyed on ceramic rollers. {ˈrələr ˌhɑrθ kɪln}

roller leveling [MECH ENG] Leveling flat stock by passing it through a machine having a series of rolls whose axes are staggered about a mean parallel path by a decreasing amount. {ˈrələr ˌlɪvəˌlɪŋ}

roller mill See ring-rooler mill. {ˈrələr ˈmil}

roller pulverizer [MECH ENG] A pulverizer operated by the crushing action of rotating rollers. {ˈrələr ˌpʊləˌvəˌrəˌrəl}

roller stamping die [MECH ENG] An engraved roller used for stamping designs and other markings on sheet metal. {ˈrələr ˌstæmpˌɪjˌdiː}

rolling [MECH] Motion of a body across a surface combined with rotational motion of the body so that the point on the body in contact with the surface is instantaneously at rest. {ˈrələr ˈɪŋ}

rolling contact [MECH] Contact between bodies
rolling-contact bearing

such that the relative velocity of the two contacting surfaces at the point of contact is zero. { ról-ín 'kán,takt }

root [CIV ENG] The portion of a dam which penetrates into the ground where the dam joins the hillside. { rút }

root circle [DES ENG] A hypothetical circle defined at the bottom of the tooth spaces of a gear. { rít ,sár,kal }

rooter [ENG] A heavy plowing device equipped with teeth and used for breaking up the ground surface; a towed scarifier. { rúd-or }

root fillet [DES ENG] The rounded corner at the angle of a gear tooth flank and the bottom land. { rút ,fil-at }

root locus plot [CONT SYS] A plot in the complex plane of value at which the loop transfer function of a feedback control system is a negative number. { rút ,lo-kás ,plát }

root-mean-square current See effective current. ( rút ,mén 'skwer 'ká-ront )

Roots blower [MECH ENG] A compressor in which a pair of hourglass-shaped members rotate within a casing to deliver large volumes of gas at relatively low pressure increments. { rúts ,bло-år }

rope-and-button conveyor [MECH ENG] A conveyor consisting of an endless wire rope or cable with disks or buttons attached at intervals. { röp an 'bat-an 'kán,vá-år }

rope boring [ENG] A method similar to rod drilling except that rigid rods are replaced by a steel rope to which the boring tools are attached and allowed to fall by their own weight. { röp bór-ín }

rope drive [MECH ENG] A system of ropes running in grooved pulleys or sheaves to transmit power over distances too great for belt drives. { röp ,drtv }

rope sheave [DES ENG] A grooved wheel, usually made of cast steel or heat-treated alloy steel, used for rope drives. { röp ,shév }

rope socket [DES ENG] A drop-forged steel device, with a tapered hole, which can be fastened to the end of a wire cable or rope and to which a load may be attached. { röp ,sák-at }

ropewalk [ENG] A long walkway down which a worker carries and lays rope in a manufacturing plant. { röp,wok }

ropeway [ENG] One or a pair of steel cables between several supporting towers which serve as tracks for transporting materials in mountainous areas or at sea. { röp ,wá }

rose bit [DES ENG] A hardened steel or alloy noncore bit with a serrated face to cut or mill out bits, casing, or other metal objects lost in the hole. { röz ,bit }

rose chucking reamer [DES ENG] A machine reamer with a straight or tapered shank and a straight or spiral flute; cutting is done at the ends of the teeth only; produces a rough hole since there are few teeth. { röz 'chak-ín ,rë-már }

rose reamer [DES ENG] A reamer designed to cut on the beveled leading ends of the teeth rather than on the sides. { röz 'rë-már }

Rossby diagram [THERMO] A thermodynamic
diagram, named after its designer, with mixing ratio as abscissa and potential temperature as ordinate, lines of constant equivalent potential temperature are added. (‘rôs-bê, dl-a-gram) 

Rossman drive [ENG] A method used to provide speed control of alternating-current motors; an induction motor stator is mounted on trunnion bearings and driven with an auxiliary motor, to provide the desired change in slip between the stator and rotor. (‘rôs-man, ‘driv)

rotameter [ENG] A variable-area, constant-head, rate-of-flow volume meter in which the fluid flows upward through a tapered tube, lifting a shaped weight to a position where upward fluid force just balances its weight. (‘rotam-ôd-ar)

rotary [MECH ENG] 1. A rotary machine, such as a rotary printing press or a rotary well-drilling machine. 2. The turntable and its supporting and rotating assembly in a well-drilling machine. (‘rôd-ar-e)

rotary abutment meter [MECH ENG] A type of positive displacement meter in which two displacement rotating vanes interleave with cavities on an abutment rotor in such a way that the three elements are geared together. (‘rôd-ar-e bat-mant, ‘med-ar)

rotary actuator [MECH ENG] A device that converts electric energy into controlled rotary force, usually consists of an electric motor, gear box, and limit switches. (‘rôd-ar-e ak-ch’, wâd-ar)

rotary air heater [MECH ENG] A regenerative air heater in which heat-transferring members are moved alternately through the gas and air streams. (‘rôd-ar-e ‘er, hêd-ar)

rotary annular extractor [MECH ENG] Vertical, cylindrical shell with an inner, rotating cylinder, liquids to be contacted flow countercurrently through the annular space between the rotor and shell, used for liquid-liquid extraction processes. (‘rôd-ar-e ‘an-ya-la’, ik’strak-tar)

rotary atomizer [MECH ENG] A hydraulic atomizer having the pump and nozzle combined. (‘rôd-ar-e ‘ad-a-miz-ar)

rotary belt cleaner [MECH ENG] A series of blades symmetrically spaced about the axis of rotation and caused to scrape or beat against the conveyor belt for the purpose of cleaning. (‘rôd-ar-e ‘belt, kî-‘nor)

rotary blower [MECH ENG] Positive-displacement, rotating-impeller, air-motion device; can be straight-lobe, screw, sliding-vane, or liquid-piston type. (‘rôd-ar-e ‘blô-ar)

rotary boring [MECH ENG] A system of boring in which rock penetration is achieved by the rotation of the hollow cutting tool. (‘rôd-ar-e ‘bôr-ig)

rotary bucket [MECH ENG] A 12- to 96-inch-diameter (30- to 244-centimeter) posthole augerlike device, the bottom end of which is equipped with cutting teeth used to rotary-drill large-diameter shallow holes to obtain samples of soil lying above the groundwater level. (‘rôd-ar-e ‘bak-at)

rotary-combustion engine See Wankel engine. (‘rôd-ar-e ‘kan’bas-chan, ‘en-‘jan)

rotary compressor [MECH ENG] A positive-displacement machine in which compression of the fluid is effected directly by a rotor and without the usual piston, connecting rod, and crank mechanism of the reciprocating compressor. (‘rôd-ar-e ‘kan’pres-ar)

rotary crane [MECH ENG] A crane consisting of a boom pivoted to a fixed or movable structure. (‘rôd-ar-e ‘krân)

rotary crusher [MECH ENG] Solids-reduction device in which a high-speed rotating cone on a vertical shaft forces solids against a surrounding shell. (‘rôd-ar-e ‘krash-ar)

rotary-cup oil burner [ENG] Oil burner that uses centrifugal force to spray fuel oil from a rotary fuel atomizing cup into the combustion chamber. (‘rôd-ar-e ‘kup ‘oil, ‘bara-nar)

rotary cutter [MECH ENG] Device used to cut tough or fibrous materials by the shear action between two sets of blades, one set on a rotating holder, the other stationary on the surrounding casing. (‘rôd-ar-e ‘kad-ar)

rotary-disk contactor [CHEM ENG] Liquid-liquid contactor, having a vertical cylindrical shell with vertical rotating shaft upon which are mounted a spaced series of flat disks; spinning of the disks forces liquid into shell-mounted baffles, causing mixing, used for liquid-liquid extraction processes. Also known as RDC extractor. (‘rôd-ar-e ‘disk ‘kan’tak-tar)

rotary drill [MECH ENG] Any of various drill machines that rotate a rigid, tubular string of rods to which is attached a rock cutting bit, such as an oil well drilling apparatus. (‘rôd-ar-e ‘drel)

rotary drilling [MECH ENG] The act or process of drilling a borehole by means of a rotary-drill machine, such as in drilling an oil well. (‘rôd-ar-e ‘drel-iing)

rotary dryer [MECH ENG] A cylindrical furnace slightly inclined to the horizontal and rotated on suitable bearings; moisture is removed by rising hot gases. (‘rôd-ar-e ‘dri-ar)

rotary engine [MECH ENG] A positive displacement engine (such as a steam or internal combustion type) in which the thermodynamic cycle is carried out in a mechanism that is entirely rotary and without the more customary structural elements of a reciprocating piston, connecting rods, and crankshaft. (‘rôd-ar-e ‘en-on)

rotary excavator See bucket-wheel excavators. (‘rôd-ar-e ‘ek-skî, wâd-ar)

rotary feeder [MECH ENG] Device in which a rotating element or vane discharges powder or granules at a predetermined rate. (‘rôd-ar-e ‘fêd-ar)

rotary filter See drum filter. (‘rôd-ar-e ‘fil-tar)

rotary furnace [MECH ENG] A heat-treating furnace of circular construction which rotates the workpiece around the axis of the furnace during
rotary kiln

heat treatment, workpieces are transported through the furnace along a circular path.

rotary kiln  [ENG] A long cylindrical kiln lined with refractory, inclined at a slight angle, and rotated at a slow speed. { rôd-a-rê 'kîl }

rotary-percussive drill  [MECH ENG] Drilling machine which operates as a rotary machine by the action of repeated blows to the bit. { rôd-a-rê par'kas-iv 'drîl }

rotary pump  [MECH ENG] A displacement pump that delivers a steady flow by the action of two members in rotational contact. { rôd-a-rê 'pûmp }

rotary roughening  [MECH ENG] A metal preparation technique in which the workpiece surface is roughened by a cutting tool. { rôd-a-rê 'rof-ənîŋ }

rotary shear  [MECH ENG] A sheet-metal cutting machine having two rotary-disk cutters mounted on parallel shafts and driven in unison. { rôd-a-rê 'shîr }

rotary shot drill  [MECH ENG] A rotary drill used to drill blastholes. { rôd-a-rê 'shât drîl }

rotary swagger  [MECH ENG] A machine for reducing diameter or wall thickness of a bar or tube by delivering hammerlike blows to the surface of the work supported on a mandrel. { rôd-a-rê 'swâj-tar }

rotary table  [MECH ENG] A milling machine attachment consisting of a round table with T-shaped slots and rotated by means of a handwheel actuating a worm and worm gear. { rôd-a-rê 'tâ-bal }

rotary vacuum filter  See drum filter. { rôd-a-rê 'vak-yam ,fil-tar }

rotary valve  [MECH ENG] A valve for the admission or release of working fluid to or from an engine cylinder where the valve member is a ported piston that turns on its axis. { rôd-a-rê 'valv }

rotary-vane meter  [ENG] A type of positive-displacement rate-of-flow meter having spring-loaded vanes mounted on an eccentric drum in a circular cavity, each time the drum rotates, a fixed volume of fluid passes through the meter. { rôd-a-rê 'vân 'mêd-ar }

rotary voltmeter  [ENG] Type of electrostatic voltmeter used for measuring high voltages. { rôd-a-rê 'vîlt-mêd-or }

rotating-beam celimeter  [ENG] An electronic, automatic-recording meteorological device which determines cloud height by means of triangulation. { rô , tâd-în 'hêm se'liam-ad-ôr }

rotating-coil gaussmeter  [ENG] An instrument for measuring low magnetic field strengths and flux densities by measuring the voltage induced in a search coil that is rotated in the field at constant speed. { rô , tâd-în ,kûl' 'gaûs,mêd-ar }

rotating-coordinate system  [MECH] A coordinate system whose axes as seen in an inertial coordinate system are rotating. { rô , tâd-în kô'ôrd-ân-at ,sis-tam }

rotating-drum heat transfer  [CHEM ENG]

Procedure for solidifying layers of solids onto the outside surface of an inside-cooled drum that is partly immersed in a melt of the solids material. { rô , tâd-în 'drûm hêt , tranz-far }

rotating meter  See velocity-type flowmeter. { rô , tâd-în 'mêd-ôr }

rotating spreader  [ENG] Plastics-molding injection device consisting of a finned torpedo that is rotated by a shaft extending through a tubular cross-section injection ram behind it. { rô , tâd-în 'spred-ôr }

rotating viscometer vacuum gage  [ENG] Vacuum (reduced-pressure) measurement device in which the torque on a spinning armature is proportional to the viscosity (and the pressure) of the rarefied gas being measured; sensitive for absolute pressures of 1 millimeter of mercury (133.32 pascals), down to a few tens of micrometers. { rô , tâd-în vi'skîm-âd-ôr 'vak-yam ,gâj }

rotation  [MECH] Also known as rotational motion.
1. Motion of a rigid body in which either one point is fixed, or all the points on a straight line are fixed. 2. Angular displacement of a rigid body. 3. The motion of a particle about a fixed point. { rôtâ-shân }

rotational casting  [ENG] Method to make hollow plastic articles from plastisols and lattices using a hollow mold rotated in one or two planes; the hot mold fuses the plastisol into a gel, which is then chilled and the product stripped out. Also known as rotational molding. { rôtâ-shân-ôl kast-în }

rotational energy  [MECH] The kinetic energy of a rigid body due to rotation. { rôtâ-shân-ôl 'en-ôrjê }

rotational impedance  [MECH] A complex quantity, equal to the phasor representing the alternating torque acting on a system divided by the phasor representing the resulting angular velocity in the direction of the torque at its point of application. Also known as mechanical rotational impedance. { rôtâ-shân-ôl im'pêd-ôns }

rotational inertia  See moment of inertia. { rôtâ-shân-ôl 'når-sha }

rotational molding  See rotational casting. { rôtâ-shân-ôl 'môld-în }

rotational reaction  [MECH] The imaginary part of the rotational impedance. Also known as mechanical rotational reactance. { rôtâ-shân-ôl ré'æk-ôns }

rotational resistance  [MECH] The real part of rotational impedance; it is responsible for dissipation of energy. Also known as mechanical rotational resistance. { rôtâ-shân-ôl ri'zîs-ôns }

rotational stability  [MECH] Property of a body for which a small angular displacement sets up a restoring torque that tends to return the body to its original position. { rôtâ-shân-ôl stâ'bîl-ad-ê }

rotational strain  [MECH] Strain in which the orientation of the axes of strain is changed. { rôtâ-shân-ôl 'strân }

rotational traverse  [MECH ENG] The maximum angle through which a body can rotate with one
point of the body remaining fixed at an axis or center. \( \text{rot'tä-shän -əl trä-vərs} \)

rotational viscometer [ENG] See Couette viscometer. \( \text{rot'tä-shän -əl vi-skäm -əd-ar} \)

rotation anemometer [ENG] A type of anemometer in which the rotation of an element serves to measure the wind speed. Rotation anemometers are divided into two classes: those in which the axis of rotation is horizontal, as exemplified by the windmill anemometer, and those in which the axis is vertical, such as the cup anemometer. \( \text{rot'tä-shän, } \text{an-əm-məd-ar} \)

rotation coefficients [MECH] Factors employed in computing the effects on range and deflection which are caused by the rotation of the earth; they are published only in firing tables involving comparatively long ranges. \( \text{rot'tä-shän ,kō-i',fish-əns} \)

rotation firing [ENG] Setting off explosions so that each hole throws its burden toward the space made by the preceding explosions. \( \text{rot'tä-shän jir-iùj} \)

rotation moment [ENG] See torque. \( \text{rot'tä-shän, } \text{mō-mənt} \)

rotator [MECH] A rotating rigid body. \( \text{rō-tōd-ar} \)

rotor [ELEC] The rotating member of an electrical machine or device, such as the rotating armature of a motor or generator, or the rotating plates of a variable capacitor. [MECH ENG] See impeller. \( \text{rō-tād-ar} \)

rough-axed brick [ENG] See axed brick. \( \text{rāf jəkst 'brik} \)

roughcast [CIV ENG] A rough finish on a surface; in particular, a plaster made of lime and shells or pebbles, applied by throwing it against a wall with a trowel. \( \text{rāf kast} \)

rough cut [ENG] A heavy cut (or cuts) made before the finish cut, the primary object of which is the rapid removal of material. \( \text{rāf kat} \)

rough grinding [MECH ENG] Preliminary grinding without regard to finish. \( \text{rāf 'grind-íj} \)

rough hardware [ENG] Utility items such as nails, sash balances, and studs, without attractive finished appearance. \( \text{rāf 'hard-wər} \)

roughing [ENG] The start of evacuation of a vacuum system under test for leaks. \( \text{rāf 'rooj-ing} \)

roughing tool [ENG] A single-point cutting tool having a sharp or small-radius nose, used for deep cuts and rapid material removal from the workpiece. \( \text{rāf 'rooj-ing} \)

rough machining [MECH ENG] Preliminary machining without regard to finish. \( \text{rāf ma 'shen-íj} \)

roughness-width cutoff [MECH ENG] The maximum width of surface irregularities included in roughness height measurements. \( \text{rāf-nəs } \text{width 'kodôl} \)

rough threading [ENG] 1. Rapid removal of the bulk of the material in a threading operation. 2. Roughening a surface prior to hot-metal spraying to enhance adhesions. \( \text{rāf 'thred-ínj} \)

rough turning [MECH ENG] The removal of excess stock from a workpiece as rapidly and efficiently as possible. \( \text{rāf 'torn-íj} \)

round [ENG] A series of shots fired either simultaneously or with delay periods between them. \( \text{rōund} \)

round-face bit [DES ENG] Any bit with a rounded cutting face. \( \text{rōund 'fəs 'bit} \)

round file [DES ENG] A file having a circular cross section. \( \text{rōund 'fil} \)

round-head bolt [DES ENG] A bolt having a rounded head at one end. \( \text{rōund 'hed 'bōlt} \)

round-head buttress dam [CIV ENG] A mass concrete dam built of parallel buttresses thickened at the upstream end until they meet. \( \text{rōund 'hed 'ba-trəs 'dam} \)

roundnose chisel [DES ENG] A chisel having a rounded cutting edge. \( \text{rōundnəʊs 'chizəl} \)

roundnose tower [DES ENG] A large-radius-nose cutting tool generally used in finishing operations. \( \text{rōundnəʊs 'tūl} \)

round strand rope [DES ENG] A rope composed generally of six strands twisted together or laid to form the rope around a core of hemp, sisal, or manila, or, in a wire-cored rope, around a central strand composed of individual wires. \( \text{rōund 'strənd 'rop} \)

round trip [ENG] The combined operations of entering and leaving a hole during drilling operations. \( \text{rōund 'trip} \)

route [MECH ENG] To gouge out, make a furrow, or otherwise machine a wood member \( \text{rōult} \)

route locking [CIV ENG] Electrically locking in position switches, movable point frogs, or devices on the route of a train, after the train has passed a proceed signal. \( \text{rōult 'lāk-iŋ} \)

router [DES ENG] 1. A chisel with a curved point for cleaning out features such as grooves and mortises on wood members. 2. See router plane. [MECH ENG] A machine tool with a rapidly rotating vertical spindle and cutter for making furrows, mortises, and similar grooves. \( \text{rōult-ə-rə} \)

router plane [DES ENG] A plane for cutting grooves and smoothing the bottom of grooves. Also known as router. \( \text{rōult-ə-rə,płan} \)

route survey [CIV ENG] A survey for the design and construction of linear works, such as roads and pipelines. \( \text{rōult 'sər,vəl} \)

Routh's procedure [MECH] A procedure for modifying the Lagrangian of a system so that the modified function satisfies a modified form of Lagrange's equations in which ignorable coordinates are eliminated. \( \text{rōuths prə,sē-jər} \)

Routh's rule of inertia [MECH] The moment of inertia of a body about an axis of symmetry equals \( \text{Ma}^2 + b^2 \)/\(n \), where \( M \) is the body's mass, \( a \) and \( b \) are the lengths of the body's two other perpendicular semiaxes, and \( n \) equals 3, 4, or 5 depending on whether the body is a rectangular parallelepiped, elliptic cylinder, or ellipsoid, respectively. \( \text{rōuths 'rül av 'rō 'shənə} \)

routing [ENG] A manufacturing process in which wooden parts are fabricated in various configurations, in high-speed industrial applications, an overhead cutting tool drills into the workpiece and then cuts the desired interior shape. \( \text{rōud-iŋ} \)
rowlock course  [CIV ENG] A course of bricks laid on their sides so that only their ends are visible.  (row, lak, kor)

rpm  See revolution per minute.

fps  See revolution per second.

RTL  See resistor-transistor logic.

rubber belt  [DES ENG] A conveyor belt that consists essentially of a rubber-covered fabric; fabric is cotton, or nylon or other synthetic fiber, with steel-wire reinforcement.  (rubber belt)

rubber blanket  [ENG] A rubber sheet used as a functional die in rubber forming.  (rubber blanket)

rubber-covered steel conveyor  [DES ENG] A steel conveyor band with a cover of rubber bonded to the steel.  (rubber-covered steel conveyor)

rubber plating  [ENG] The laying down of a rubber coating onto metals by electrodeposition or by ionic coagulation.  (rubber plating)

rubber wheel  [DES ENG] A grinding wheel made with rubber as the bonding agent.  (rubber wheel)

rubble  [CIV ENG] 1. Rough, broken stones and other debris resulting from the deterioration and destruction of a building. 2. Rough stone or brick used in coarse masonry or to fill the space in a wall between the facing courses.  (rubble)

rubble-mound structure  [CIV ENG] A mound of nonselectively formed and placed stones which are protected with a covering layer of selected stones or of specially shaped concrete armored elements.  (rubble-mound structure)

rubidium magnetometer  See rubidium-vapor magnetometer.  (rubidium magnetometer)

rubidium-vapor magnetometer  [ENG] A highly sensitive magnetometer in which the spin precession principle is combined with optical pumping and monitoring for detecting and recording variations as small as 0.001 gamma (0.1 microeinstein) in the total magnetic field intensity of the earth. Also known as rubidium magnetometer.  (rubidium-vapor magnetometer)

rudder  [ENG] 1. A flat, usually shaped movable control surface attached upright to the stern of a boat, ship, or aircraft, and used to steer the craft. 2. See rudder angle.  (rudder)

rudder angle  [ENG] The acute angle between a ship or plane’s rudder and its fore-and-aft line. Also known as rudder.  (rudder angle)

rule-based control system  See direct expert control system.

rule of 80-20  See Pareto’s law.  (rule of 80-20)

ruler  [ENG] A graduated strip of wood, metal, or other material, used to measure lines or as a guide in drawing lines.  (ruler)

rumble  See tumblable rumble.  (rumble)

run  [BUILD] 1. The horizontal distance from the face of a wall to the ridge of the roof. 2. The width of a single tread in a stairway. 3. The horizontal distance traversed by a flight of steps. 4. The runway or track for a window.  (run)

runaway effect  [ELECTR] The phenomenon whereby an increase in temperature causes an increase in a collector-terminal current in a transistor, which in turn results in a higher temperature and, ultimately, failure of the transistor; the effect limits the power output of the transistor.  (runaway effect)

run a line of soundings  [ENG] To obtain a series of soundings along a course line.  (run a line of soundings)

runback  [CHEM ENG] A pipe through which all or part of a dis-"
or repaired machinery or equipment in order to detect any faults and to ensure smooth, free operation of parts before delivery. {

**Rzeppa joint**

*MECH ENG* A special application of the Bendix-Weiss universal joint in which four large balls are transmitting elements, while a center ball acts as a spacer, it transmits constant angular velocity through a single universal joint. {'rəsh-tən ˈʊlˌʃuː ˈkɑːl-əm}

**Russell movable-wall oven**

*CHEM ENG* An oven for coal carbonization which cooks a 400-pound (180-kilogram) charge in a horizontal, 12-inch-wide (30-centimeter) chamber, heated from both sides, but with one side floating and balanced against scales. {'rəs-əlˌmuνvə-bəl ˈwɔl ən}

**Rushton-Oldshue column**

*CHEM ENG* A mixing unit used for continuous pipeline blending in which two-phase contacting is desired; it is a column containing separation plates, baffles, and mixing impellers. {'zhep-ə ,jɔint}

**R-value**

*ENG* An index of the ability of a substance or material to retard the flow of heat; higher numerical values correspond to higher insulating ability. {'ərˌval-ə}
S See siemens.

Sabaté’s cycle  [MECH ENG] An internal combustion engine cycle in which part of the combustion is explosive and part at constant pressure.  

saber saw  [MECH ENG] A portable saw consisting of an electric motor, a straight saw blade with reciprocating mechanism, a handle, baseplate, and other essential parts.  

saccharimeter  [ENG] An instrument for measuring the amount of sugar in a solution, often by determining the change in polarization produced by the solution.  

saccharometer  [ENG] An instrument for measuring the amount of sugar in a solution, by determining either the specific gravity or the gases produced by fermentation.  

sacrificial compliant substrate  See compliant substrate.  

saddle  [DES ENG] A support shaped to fit the object being held.  

saddle-type turret lathe  [MECH ENG] A turret lathe designed without a ram and with the turret mounted directly on a support (saddle) which slides on the bedways of the lathe.  

SAE number  [ENG] A classification of motor, transmission, and differential lubricants to indicate viscosities, standardized by the Society of Automotive Engineers; SAE numbers do not convey quality of the lubricant.  

safe load  [MECH] The stress, usually expressed in tons per square foot, which a soil or foundation can safely support.  

safety  [ENG] Methods and techniques of avoiding accident or disease.  

safety belt  [ENG] A strong strap or harness used to fasten a person to an object, such as the seat of an airplane or automobile.  

safety bolt  [CIV ENG] A bolt that can be opened from only one side of the door or gate it fastens.  

safety can  [ENG] A cylindrical metal container used for temporary storage or handling of flammable liquids, such as gasoline, naphtha, and benzine, in buildings not provided with properly constructed storage rooms; these cans are also used to transport such liquids for filling and supply purposes within local areas.  

safety chuck  [DES ENG] Any drill chuck on which the heads of the set screws do not protrude beyond the outer periphery of the chuck.  

safety engineer  [IND ENG] A person who inspects all possible danger spots in a factory, mine, or other industrial building or plant.  

safety engineering  [IND ENG] The testing and evaluating of equipment and procedures to prevent accidents.  

safety factor  [MECH] See factor of safety.  

safety flange  [DES ENG] A type of flange with tapered sides designed to keep a wheel intact in the event of accidental breakage.  

safety fuse  [ENG] A train of black powder which is enclosed in cotton, jute yarn, and waterproofing compounds, and which burns at the rate of 2 feet (60 centimeters) per minute; it is used mainly for small-scale blasting.  

safety hoist  [MECH ENG] A hoisting gear that does not continue running when tension is released.  

safety hook  [DES ENG] A hoisting hook with a spring-loaded latch that prevents the load from accidentally slipping off the hook.  

safety level of supply  [IND ENG] The quantity of material, in addition to the operating level of supply, required to be on hand to permit continuous operations in the event of minor interruption of normal replenishment or unpredictable fluctuations in demand.  

safety match  [ENG] A match that can be ignited only when struck against a specially made friction surface.  

safety plug  [ENG] A protective device used on a heated pressure vessel (for example, a steam boiler), and containing a fusible element that melts at a predetermined safe temperature to prevent the buildup of excessive pressure. Also known as fusible plug.  

safety rail  See guardrail.
salimometer  [ENG] An instrument that measures water salinity by means of electrical conductivity or by a hydrometer calibrated to give percentage of salt directly. { səlˈəmənəm ərdər }
salt  [ENG] To add an accelerator or retardant to cement. { səlt }
salt-effect distillation  [CHEM ENG] A process of extractive distillation in which a salt that is soluble in the liquid phase of the system being separated is used as a separating agent. { səlt əˈfekt diˈstifəˈdʒənər }
salt meter  [ENG] A device used to measure the amount of salt in a solution. { səlt ˈmeðər }
saltometer  [ENG] An instrument that measures water salinity by means of electrical conductivity or by a hydrometer calibrated to give percentage of salt directly. { səlˈəmənəm ərdər }
saltworks  [ENG] A building or group of buildings where salt is produced commercially, as by evaporation from sea water or from the brine of salt springs. Also known as salina, saltcon. { səlt ˈwaːkz }
salter  [ENG] See salt; saltworks. { səlˈtərn }
salt garden; saltworks. { ˈsəltɡɑrənd ; ˈsəltwaːkz }
salt glaze  [ENG] Glaze formed on the surface of stoneware by putting salt into the kiln during firing. { ˈsəlt ˈɡlæz }
salt gradient solar pond  [ENG] See solar pond. { ˈsəlt ˈɡrēdənt ˈsələrˈpɔnd }
salt grainer  [CHEM ENG] Type of evaporative crystallizer in which the solution is kept hot, and supersaturation is developed by evaporation rather than by cooling. { ˈsəlt ˈɡreɪnər }
salt loss  [ENG] The growth of crystals of a substance on heated, liquid-holding surfaces of a crystallizing evaporator as a result of the decrease in solubility of the substance with increase in temperature. { ˈsəltˈləs ⋄ə ˈmedər }
salt well  [ENG] A bored or driven well from which brine is obtained. { ˈsəlt ˈwel }
saltworks  [ENG] A building or group of buildings where salt is produced commercially, as by evaporation from sea water or from the brine of salt springs. Also known as salina, saltcon. { ˈsəltˈwərkz }
salvage procedure  [ENG] The recovery, evacuation, and reclamation of damaged, discarded, condemned, or abandoned material, ships, craft, and floating equipment for reuse, repair, refabrication, or scrapping. { ˈsalvi prəˈsɛriər }
salvage value  [ENG] 1. The cost that could be recovered from the sale of used equipment when removed or scrapped. 2. The actual market value of a specific facility or equipment at a particular point in time. { ˈsalvi ˈvælˈyər }
sample-and-stand circuit  [ELECTR] A circuit that measures an input signal at a series of definite times, and whose output remains constant at a value corresponding to the most recent measurement until the next measurement is made. { ˈsɑmplənˈændˈstænd ˈsɛrkət }
sampled-data control system  [CONT SYS] A form of control system in which the signal appears at one or more points in the system as a sequence of pulses or numbers usually equally
spaced in time. \{sam·pald \dəd·ə kan’trölˌsi·tom\}

**sample log** [ENG] Record of core samples or drill cuttings, gives geological, visual, and hydrocarbon-content record versus depth of drilling. \{sam·pælˌlæg\}

**sampler** [CONTSYS] A device, used in sampled-data control systems, whose output is a series of impulses at regular intervals in time; the height of each impulse equals the value of the continuous input signal at the instant of the impulse. [ENG] A mechanical or other device designed to obtain small samples of materials for analysis; used in biology, chemistry, and geology. \{sam·plær\}

**sample splitter** [ENG] An instrument, generally constructed of acrylic resin, designed to subdivide a total sample of marine plankton while maintaining a quantitatively correct relationship between the various phyla in the sample. \{sam·pliŋˌspli·dər\}

**sampling bottle** [ENG] A cylindrical container, usually closed at a chosen depth, to trap a water sample and transport it to the surface without introducing contamination. \{sam·pliŋˌbād·əl\}

**sampling gate** [ELECTR] A gate circuit that extracts information from the input waveform only when activated by a selector pulse. \{sam·pliŋˌgæt\}

**sampling interval** [CONTSYS] The time between successive sampling pulses in a sampled-data control system. \{sam·pliŋˌin·tar·val\}

**sampling plan** [IND ENG] A plan stating sample sizes and the criteria for accepting or rejecting items or taking another sample during inspection of a group of items. \{sam·pliŋˌplæn\}

**sampling probe** [ENG] A leak-testing probe which collects tracer gas from the test area of an object under pressure and feeds it to the leak detector at reduced pressure. \{sam·pliŋˌprób\}

**sampling process** [ENG] The process of obtaining a sequence of instantaneous values of some quantity that varies continuously with time. \{sam·pliŋˌpre·səs\}

**sampling rate** [ENG] The rate at which measurements of physical quantities are made; for example, if it is desired to calculate the velocity of a missile and its position is measured each millisecond, then the sampling rate is 1000 measurements per second. \{sam·pliŋˌræt\}

**sampling risk** [IND ENG] In inspection procedure, the probability, under the sampling plan used, that acceptable material will be rejected or that unsatisfactory material will be accepted. \{sam·pliŋˌrɪsk\}

**sampling synthesis** [ENG ACOUS] Any method of synthesizing musical tones that is based on playing back digitally recorded sounds. \{sam·pliŋˌsin·θə·səs\}

**sampling time** [ENG] The time between successive measurements of a physical quantity. \{sam·pliŋˌtim\}

**sampling voltmeter** [ENG] A special type of voltmeter that detects the instantaneous value of an input signal at prescribed times by means of an electronic switch connecting the signal to a memory capacitor; it is particularly effective in detecting high-frequency signals (up to 12 gigahertz) or signals mixed with noise. \{sam·pliŋˌvəltˌmɛd·ər\}

**samson post** See king post. \{sam·sonˌpəst\}

**sandbag** [ENG] A bag filled with sand, used to build temporary protective walls. \{sanˌbag\}

**sandblasting** [ENG] Surface treatment in which steel grit, sand, or other abrasive material is blown against an object to produce a roughened surface or to remove dirt, rust, and scale. \{sanˌblæstˌɪŋ\}

**sand drain** [CIV ENG] A vertical boring through a clay or silty soil filled with sand or gravel to facilitate drainage. \{sanˌdræn\}

**sander** [MECH ENG] 1. An electric machine used to sand the surface of wood, metal, or other material. 2. A device attached to a locomotive or electric rail car which sands the rails to increase friction on the driving wheels. \{sanˌdər\}

**sand filter** [CIV ENG] A filter consisting of graded layers of sand and aggregate for purifying domestic water. \{sanˌfilˌtər\}

**sand finish** [ENG] A smooth finish on a plaster surface made by rubbing the sand or mortar coat. \{sanˌfinˌiʃ\}

**sand heap analogy** See sand hill analogy. \{sandˌhepˌəˌnalˌoˌjeˌ\}

**sand hill analogy** [MECH] A formal identity between the differential equation and boundary conditions for a stress function for torsion of a perfectly plastic prismatic bar, and those for the height of the surface of a granular material, such as dry sand, which has a constant angle of rest. Also known as sand heap analogy. \{sanˌhilˌəˌnalˌoˌjeˌ\}

**sandhog** [ENG] A worker in compressed-air environments, as in driving tunnels by means of pneumatic caissons. \{sanˌhæg\}

**sanding** [ENG] 1. Covering or mixing with sand. 2. Smoothing a surface with sandpaper or other abrasive paper or cloth. \{sandˌiŋ\}

**sand line** [ENG] A wire line used to raise and lower a bailer or sand pump to remove cuttings from a borehole. \{sanˌlın\}

**sand mill** [MECH ENG] Variation of a ball-type size-reduction mill in which grains of sand serve as grinding balls. \{sanˌmil\}

**sand pile** [CIV ENG] A compacted filling of sand in a deep round hole formed by ramming the sand with a pile, used for foundations in soft soil. \{sanˌpɪl\}

**sandpit** [CIV ENG] An excavation dug in sand, especially as a source of sand for construction materials. \{sanˌpɪt\}

**sand pump** [MECH ENG] A pump, usually a centrifugal type, capable of handling sand-
sand reel

gravel-laden liquids without clogging or wearing unduly, used to extract mud and cuttings from a borehole. Also known as sludge pump. {san ,pomp}
sand reel [MECH ENG] A drum, operated by a band wheel, for raising or lowering the sand pump or bailer during drilling operations. Also known as coring reel. {san ,rel}
sand slinger [MECH ENG] A machine which delivers sand to and fills molds at high speed by centrifugal force. {san ,slip-or}
sand trap [ENG] A device in a conduit for trapping sand or soil particles carried by the water. {san ,trap}
sand wheel [MECH ENG] A wheel fitted with steel buckets around the circumference for lifting sand or sludge out of a sump to stack it at a higher level. {san ,wêl}
sandwich beam See flitch girder. {san,wich ,bem}
sandwich construction [DES ENG] Composite construction of alloys, plastics, wood, or other materials consisting of a foam or honeycomb layer laminated and glued between two hard outer sheets. Also known as sandwich laminate. {san,wich kan,struk:shan}
sandwich heating [ENG] Method for heating both sides of a thermoplastic sheet simultaneously prior to forming or shaping. {san,wich ,hêd-ing}
sandwich laminate See sandwich construction. {san,wich 'lam:ə:nat}
sandwich molding See coinjection molding. {san,wich ,möld-inp}
sanitary engineering [CIV ENG] A field of civil engineering concerned with works and projects for the protection and promotion of public health. {san-ə,ter-ə ,en-jə'nir-ing}
sanitary landfill [CIV ENG] The disposal of garbage by spreading it in layers covered with soil or ashes to a depth sufficient to control rats, flies, and odors. {san-ə,ter-ə lan,fil}
sanitary sewer [CIV ENG] A sewer which is restricted to carrying sewage and to which storms and surface waters are not admitted. {san-ə,ter-ə sū-ər}
sanitation [CIV ENG] The act or process of making healthy environmental conditions. {san-ə'tā:shan}
Sargent cycle [THERMO] An ideal thermodynamic cycle consisting of four reversible processes: adiabatic compression, heating at constant volume, adiabatic expansion, and isobaric cooling. {sâr:ənt ,sîr:kal}
sarking [BUILD] A layer of boards or bituminous felt placed beneath tiles or other roofing to provide thermal insulation or to prevent ingress of water. {sâr:k}
SASAR See segmented aperture-synthetic aperture radar. {'sə,sâr}
sash [BUILD] A frame for window glass. {sash}
sash bar [BUILD] One of the strips of wood or metal that separate the panes of glass in a window. Also known as glazing bar, muntin, window bar. {sash ,bær}
sash cord [BUILD] A cord or chain used to attach a counterweight to the window sash. {sash ,kôrd}
satellite and missile surveillance [ENG] The systematic observation of aerospace for the purpose of detecting, tracking, and characterizing objects, events, and phenomena associated with satellites and inflight missiles, friendly and enemy. {sâd-əl,tən məs-al sar'va-lans}
saturable-core magnetometer [ENG] A magnetometer that depends for its operation on the changes in permeability of a ferromagnetic core as a function of the magnetic field to be measured. {sâd-rə-bal kôr ,məg-nə'tâm-əd-ər}
saturated vapor [THERMO] A vapor whose temperature equals the temperature of boiling at the pressure existing on it. {sâch-ə,rad-əd 'va-pər}
saturation [ELECTR] 1. The condition that occurs when a transistor is driven so that it becomes biased in the forward direction (the collector becomes positive with respect to the base, for example, in a npn type of transistor). 2. See anode saturation, temperature saturation. {sâch-ə'râ:shan}
saturation specific humidity [THERMO] A thermodynamic function of state, the value of the specific humidity of saturated air at the given temperature and pressure. {sâch-ə'râ:shan spa'sif-ik hyû'tm-əd-ə}
saturation vapor pressure [THERMO] The vapor pressure of a thermodynamic system, at a given temperature, wherein the vapor of a substance is in equilibrium with a plane surface of that substance's pure liquid or solid phase. {sâch-ə'râ:shan 'va-par ,presh-ar}
saturator [ENG] A device, equipment, or person that saturates one material with another, examples are a tank in which vapors become saturated with ammonia from coal (in carbonization of coal), a humidifier, and the operator of a machine for impregnating roofing felt with asphalt. {sâch-ə,râd-ər}
Saunders air-lift pump [MECH ENG] A device for raising water from a well by the introduction of compressed air below the water level in the well. {sûn-dâr 'er ,lîft ,pump}
sauterelle [ENG] A device used by masons for tracing and forming angles. {sôd-ə'rel}
Savonius rotor [MECH ENG] A rotor composed of two offset semicircular elements rotating about a vertical axis. {səvən-əs 'rûd-ər}
Savonius windmill [MECH ENG] A windmill composed of two semicircular offset cups rotating about a vertical axis. {səvən-əs 'wîn,mîl}
saw [DES ENG] 1. Any of various tools consisting of a thin, usually steel, blade with continuous cutting teeth on the edge. 2. Any similar device or tool, such as aroting disc, in which a sharp continuous edge replaces the teeth. {sô}
A series of markings used for reading the value of a quantity or setting.
2. To change the magnitude of a variable in a uniform way, as by multiplying or dividing by a constant factor, or the ratio of the real thing’s magnitude to the magnitude of the model or analog of the model. 3. A weighing device. 4. A ruler or other measuring stick. 5. A dense deposit bonded on the surface of a tube in a heat exchanger or on the surface of an evaporating device.

The factor by which the reading of an instrument or the solution of a problem should be multiplied to give the true final value when a corresponding scale factor is used initially to bring the magnitude within the range of the instrument or computer.

A method of displaying a continuous measurement, usually in the form of a graph, where the horizontal axis represents time and the vertical axis represents the measured quantity.

The ratio of a certain property of a laboratory model to the same property in the natural prototype.
beam of energetic protons is focused on a narrow spot which is swept over the sample, and the characteristic x-rays emitted from the target are measured. {'skan-in 'pro,tän 'ni-ka-skop}

**scanning radiometer**  [ENG] An image-forming system consisting of a radiometer which, by the use of a plane mirror rotating at 45° to the optical axis, can see a circular path normal to the instrument. {'skan-in ,råd-el-äm-[ad-or]}

**scanning sequence**  [ENG] The order in which the points in a region are scanned, for example, in television the picture is scanned horizontally from left to right and vertically from top to bottom. {'skan-in ',skek-wans}

**scanning sonar**  [ENG] Sonar in which all targets of interest are shown simultaneously, as on a radar PPI (plan position indicator) display or sector display, the sound pulse may be transmitted in all directions simultaneously and picked up by a rotating receiving transducer, or transmitted and received in only one direction at a time by a scanning transducer. {'skan-in 'sör,när}

**scantlings**  [BUILD] Sections of timber measuring less than 8 inches (20 centimeters) wide and from 2 to 6 inches (5 to 15 centimeters) thick, used for studding. {'skant-li-giz}

**scarf joint**  [DES ENG] A joint made by the cutting of overlapping mating parts so that the joint is not enlarged and the patterns are complementary, and securing them by glue, fasteners, welding, or other joining method. {'skarf 'li-gnt}

**scarifier**  [ENG] An implement or machine with downward projecting tines for breaking down a road surface 2 feet (60 centimeters) or less. {'skär-a-fri-or}

**scatterometer**  [ENG] A microwave sensor that press outward and make contact with the walls is essentially a radar without ranging circuits, of the hole. {'skan-in 'so,när}

**scavenging**  [MECH ENG] Removal of spent gases from an internal combustion engine cylinder and replacement by a fresh charge or air. {'skav-an-jin}

**scenario-based design**  [SYS ENG] A family of techniques in which the use of a future system is concretely described at an early point in the development process, and narrative descriptions of the envisage usage episodes are then employed in a variety of ways to guide the development of the system. {'skan-när-ë-ô ,bist di'zan}

**scend**  [ENG] 1. The upward motion of the bow and stern of a vessel associated with pitching. 2. The lifting of the entire vessel by waves or swell. Also known as send. {'send}

**scheduling**  [IND ENG] A decision-making function that plays an important role in most manufacturing and service industries and often allows an organization to operate with a minimum of resources. Scheduling is applied in procurement and production, in transportation and distribution, and in information processing and communication. In manufacturing, the scheduling function coordinates the flow of parts and products through the system, and balances the workload on machines and personnel, departments, and the entire plant. {'skej-ô-[ad-or]}

**Scheffel engine**  [MECH ENG] A type of multirotor engine that uses nine approximately equal rotors turning in the same clockwise sense. {'skeñ-cal-ën-jen}

**Scheibelt column**  Ser Scheibelt extractor. {'shi-bal',kål-am}

**Scheibelt extractor**  [CHEM ENG] Liquid-liquid contact vessel used in liquid-liquid extraction processes: a vertical cylinder with interspersed open spaces and wire-mesh packing along its height, with liquid agitators in the open spaces, or a vertical cylinder fully filled with wire-mesh packing. Also known as Scheibelt column; Scheibelt-York extractor, York-Scheibelt column. {'shi-bal ik,strak-tar}

**Scheibelt-York extractor**  See Scheibelt extractor. {'shi-bal 'york ik,strak-tar}

**schematic circuit diagram**  Ser circuit diagram. {'ski-mäd-ik 'sair-kar ,di-ô-gram}

**Schleiermacher’s method**  [THERMO] A method of determining the thermal conductivity of a gas, in which the gas is placed in a cylinder with an electrically heated wire along its axis, and the electric energy supplied to the wire and the temperatures of wire and cylinder are measured. {'shi-lë-or ,måk-arz ,meth-ad}

**Schlumberger dipmeter**  [ENG] An instrument that measures both the amount and direction of dip by readings taken in the borehole; it consists of a long, cylindrical body with two telescoping parts and three long, springy metal strips, arranged symmetrically round the body, which press outward and make contact with the walls of the hole. {'shlambar,ža 'dip,mëd-or}

**Schlumberger photoclinometer**  [ENG] An instrument that measures simultaneously the amount and direction of the deviation of a borehole: the sonde, designed to lie exactly parallel to the axis of the borehole, is fitted with a small camera on the axis, can see a circular path normal to the instrument, and balances the workload on machines and personnel, departments, and the entire plant. {'shni-dar 'rä-kol ,sis-tam}

**Schoenhen-Hessberger process**  [CHEM ENG] A nitrogen-fixation process used in Norway, employs a very long (22 feet or 7 meters) alternating-current arc around which air moves in a helical
Scotch yoke

path in a 746-kilowatt furnace. ['shan-her 'hes,bang-ra,praa-sas]

Scotch yoke [MECH] A lifting jack driven by a horizontal screw; the linkages of the jack are parallelograms whose horizontal diagonals are lengthened or shortened by the screw. ['siz-ar,jak]

scissors bridge [CIV ENG] A light metal bridge that can be folded and carried by a military tank. ['siz-orz,brij]

scissors crossover [CIV ENG] A scissors-shaped junction between two parallel railway tracks. Also called double crossover. ['siz-orz 'kros,0-var]

scissors truss [BUILD] A roof truss in which the braces cross like scissors blades. ['siz-orz ,trac]

sclerometer [ENG] An instrument used to determine the hardness of a material by measuring the pressure needed to scratch or indent a surface with a diamond point. ['sklar-ak,skop]

scoop [DES ENG] 1. Any of various ladle-,shovel-, or bucketlike utensils or containers for moving liquid or loose materials. 2. A funnel-shaped opening for channeling a fluid into a desired path. See elliptoidal floodlight. [MECH ENG] A large shovel with a scoop-shaped blade. ['skop]

scoopfish See underway sampler. ['skup,fish]

scope [ELECTR] See cathode-ray oscilloscope; and the level shifting required to make the input and output voltages levels compatible. Abbreviated SDFL. ['sht-ket-dl,od efet-l 'lai-ik]

Scotch yoke See Schottky barrier diode. ['sht-ket-bar-er-ar d}

Schottky diode See Schottky barrier diode. ['sht-ket,de]

Schottky diode FET logic [ELECTR] A logic gate configuration used with gallium-arsenide field-effect transistors operating in the depletion mode, in which very small Schottky diodes at the gate input provide the logical OR function and the level shifting required to make the input and output voltage levels compatible. Abbreviated SDFL. ['sht-ket-dl,od efet-l 'lai-ik]

Schottky noise See shot noise. ['sht-ket,nez]

Schottky transistor-transistor logic [ELECTR] A transistor-transistor logic circuit in which a Schottky diode with forward diode voltage is placed across the base-collector junction of the output transistor in order to improve the speed of the circuit. ['sht-ket tranzis-tar tranzis-tar 'lai-ik]

Schuler pendulum [MECH] Any apparatus which swings, because of gravity, with a natural period of 84.4 minutes, that is, with the same period as a hypothetical simple pendulum whose length is the earth's radius; the pendulum arm remains vertical despite any motion of its pivot, and the apparatus is therefore useful in navigation. ['shoo-lar,pen-jam]

Schuler tuning [ENG] The designing of gyroscopic devices so that their periods of oscillation will be about 84.4 minutes. ['shoo-lar,tun-iq]

Schwyedar mechanical detector [ENG] A seismic detector that senses and records refracted waves; a lead sphere is suspended by a flat spring, the sphere's motion is magnified by an aluminum cone that moves a bow around a spindle carrying a mirror, and this motion is then photographically recorded. ['shwia-dor miikan-r kal di tek-tar]

scissors bridge [CIV ENG] A light metal bridge that can be folded and carried by a military tank. ['siz-orz,brij]

scissors crossover [CIV ENG] A scissors-shaped junction between two parallel railway tracks. Also called double crossover. ['siz-orz 'kros,0-var]

scissors truss [BUILD] A roof truss in which the braces cross like scissors blades. ['siz-orz ,trac]

sclerometer [ENG] An instrument used to determine the hardness of a material by measuring the pressure needed to scratch or indent a surface with a diamond point. ['sklar-ak,skop]

scoop [DES ENG] 1. Any of various ladle-,shovel-, or bucketlike utensils or containers for moving liquid or loose materials. 2. A funnel-shaped opening for channeling a fluid into a desired path. See elliptoidal floodlight. [MECH ENG] A large shovel with a scoop-shaped blade. ['skop]

scoopfish See underway sampler. ['skup,fish]

scope [ELECTR] See cathode-ray oscilloscope; and the level shifting required to make the input and output voltages levels compatible. Abbreviated SDFL. ['sht-ket-dl,od efet-l 'lai-ik]

scorching [CHEM ENG] Premature vulcanization caused by heat during the processing of rubber. [ENG] 1. Burning an exposed surface so as to change color, texture, or flavor without consuming. 2. Destroying by fire. ['skor-che]

scorch time [CHEM ENG] In rubber manufacture, the time during which a rubber compound can be worked at a given temperature before curing begins. ['skor-ch,tem]

scoring [ENG] Scratching the surface of a material. ['skor-iq]

scoring test See L-2 test. ['skor-iq ,test]

scotch [DES ENG] See scutch. [ENG] A wooden stopblock or iron catch placed under a wheel or other curved object to prevent slipping or rolling. ['skach]

scotch boiler [MECH ENG] A fire-tube boiler with one or more cylindrical internal furnaces enveloped by a boiler shell equipped with five tubes in its upper part, heat is transferred to water partly in the furnace area and partly in passage of hot gases through the tubes. Also known as dry-back boiler, scotch marine boiler (marine usage). ['skach 'boil-ar]

Scotch bond See American bond. ['skach 'bund]

Scotch derrick See stiffleg derrick. ['skach 'derk]

scotch marine boiler See scotch boiler. ['skach marine boil-ar]

scotch marine boiler See scotch boiler. ['skach marine boil-ar]

Scotch yoke [MECH ENG] A type of four-bar
Scott connection

linkage; it is employed to convert a steady rotation into a simple harmonic motion. {'skāch'kə'

Scott connection [ELECTR] A type of transformer which transmits power from two-phase to three-phase systems, or vice versa. {'skāt'koˌnek serious

Scott-Darey process [CIV ENG] A chemical precipitation method used for fine solids removal in sewage plants; employs ferric chloride solution made by treating scrap iron with chlorine. {'skār'ít'dər-əˌpraˌsəs'

scouring [ENG] Physical or chemical attack on process equipment surfaces, as in a furnace or fluid catalytic cracker [MECH ENG] Mechanical finishing or cleaning of a hard surface by using an abrasive and low pressure. {'skā'rın'

scouring basin [CIV ENG] A basin containing impounded water which is released at about low water in order to maintain the desired depth in the entrance channel. Also known as sluicing pond. {'skārənˌjıˌbäˌənən'

scout [ENG] An engineer who makes a preliminary examination of promising oil and mining claims and prospects. {'skāıt'

scrambler [ELECTR] A circuit that divides speech frequencies into several ranges by means of filters, then inverts and displaces the frequencies in each range so that the resulting reproduced sounds are unintelligible, the process is reversed at the receiving apparatus to restore intelligible speech. Also known as speech inverter, speech scrambler. {'skramˌblər'

scrap [ENG] Any solid material cutting or reject of a manufacturing operation, which may be suitable for recycling as feedstock to the primary operation; for example, scrap from plastic or glass molding or metalworking. {'skræp'

scraped-surface exchanger [CHEM ENG] A liquid-liquid heat-exchange device that has a rotating element with spring-loaded scraper blades to wipe the process-fluid exchange surfaces clean of crystals or other foulants; used in paraffin-wax processing. {'skræpt'sarˌfæsˌiksˌchānˈərə]

scraper conveyor [MECH ENG] A type of flight conveyor in which the element (chain and flight) for moving materials rests on a trough. {'skræpˌərˌkænˌvəˌər'

scraper hoist [MECH ENG] A drum hoist that operates the scraper of a scraper loader. {'skræpˌərˌhəʊist'

scraper loader [MECH ENG] A machine used for loading coal or rock by pulling a scoop through the material to an apron or ramp, where the load is discharged onto a car or conveyor. {'skræpˌərˌləʊdəˌər'

scraper ring [MECH ENG] A piston ring that scrapes oil from a cylinder wall to prevent it from being burned. {'skræpˌərˌrɪŋ'

scraper trap [ENG] A device for the insertion or recovery of pigs, or scrapers, that are used to clean the inside surfaces of pipelines. {'skræpˌərˌtræp'

scratch coat [ENG] The first layer of plaster applied to a surface, the surface is scratched to improve the bond with the next coat. {'skrəchˌkət'

scratch filter [ENG ACOUS] A low-pass filter circuit inserted in the circuit of a phonograph pickup to suppress higher audio frequencies and thereby minimize needle-scratch noise. {'skrəchˌfilˌtər'

screw [DES ENG] 1. A cylindrical body with a helical groove cut into its surface. 2. A fastener with continuous ribs on a cylindrical or conical shank. {'skrər'}

screen See ground wire. {'skrərdˌwrər'

screen [ELECTR] 1. The surface on which a television, radar, x-ray, or cathode-ray oscilloscope image is made visible for viewing; it may be a fluorescent screen with a phosphor layer that converts the energy of an electron beam to visible light, or a translucent or opaque screen on which the optical image is projected. Also known as viewing screen. 2. See screen grid. {[ENG] 1. A large sieve of suitably mounted wire cloth, grate bars, or perforated sheet iron used to sort rock, ore, or aggregate according to size. 2. A covering to give physical protection from light, noise, heat, or flying particles. 3. A filter medium for liquid-solid separation. {'skrən'

screen analysis [ENG] A method for finding the particle-size distribution of any loose, flowing, conglomerate material by measuring the percentage of particles that pass through a series of standard screens with holes of various sizes. {'skrənˌnəlˌsəs'

screen deck [DES ENG] A surface provided with apertures of specified size, used for screening purposes. {'skrənˌdek'

screen dryer See traveling-screen dryer. {'skrənˌdrɪˌər}

screening [ENG] 1. The separation of a mixture of grains of various sizes into two or more size-range portions by means of a porous or woven-mesh screening media. 2. The removal of solid particles from a liquid-solid mixture by means of a screen. 3. The material that has passed through a screen. [IND ENG] The elimination of defective pieces from a lot by inspection for specified defects. Also known as detailing. {'skrənˌiŋjə'

screen mesh [ENG] A wire network or cloth mounted in a frame for separating and classifying materials. {'skrənˌmesh'

screen overlay See glare filter. {'skrənˌəˌvɔrˌlǽ}

screen pipe [ENG] Perforated pipe with a straining device in the form of closely wound wire coils wrapped around it to admit well fluids while excluding sand. {'skrənˌpiːp'

screed [BUILD] A long, narrow strip of plaster placed at intervals on a surface as a guide for the thickness of plaster to be applied. [CIV ENG] 1. A straight-edged wood or metal template, fixed temporarily to a surface as a guide when plastering or concreting. 2. An oscillating metal bar mounted on wheels and spanning a freshly placed road slab, used to strike off and smooth the surface. {'skrəd}

screed wire See ground wire. {'skrədˌwər'}
screw pump
[MECH ENG] A pump that raises water by means of helical impellers in the pump casing.

screw blank
See bolt blank.

screw compressor
[MECH ENG] A rotary-element gas compressor in which compression is accomplished between two intermeshing, counter-rotating screws.

screw conveyor
[MECH ENG] A conveyor consisting of a helical screw that rotates upon a single shaft within a stationary trough or casing, and which can move bulk material along a horizontal, inclined, or vertical plane. Also known as auger conveyor, spiral conveyor, worm conveyor.

screw displacement
[MECH] A rotation of a rigid body about an axis accompanied by a translation of the body along the same axis.

screw dowel
[DES ENG] A metal dowel pin having a straight or tapered thread at one end.

screwdriver
[DES ENG] A tool for turning and driving screws in place; a thin, wedge-shaped or fluted end enters the slot or recess in the head of the screw.

screw elevator

screw fastener
See screw.

screw feed
[MECH ENG] A mechanism for handling bulk (pulverized or granulated solids) materials, in which a rotating helicoid screw moves the material forward, toward and into a process unit.

screw jack
See jackscrew.

screw machine
[MECH ENG] A lathe for making relatively small, turned metal parts in large quantities.

screw pile
[CIV ENG] A pile having a wide helical blade at the foot which is twisted into position, for use in soft ground or other location requiring a large supporting surface.

screw plasticating injection molding
[ENG] A plastic-molding technique in which plastic is converted from pellets to a viscous (plasticated) melt by an extruder screw that is an integral part of the molding machine.

screw press
[MECH ENG] A press having the slide operated by a screw mechanism.

screw propeller
[MECH ENG] A marine and airplane propeller consisting of a streamlined hub attached outboard to a rotating engine shaft on which are mounted two to six blades; the blades form helicoidal surfaces in such a way as to advance along the axis about which they revolve.

screw pump
[MECH ENG] A pump that raises
sea gate

landing and takeoff of seaplanes. 2. A platform at sea for landing and takeoff of land planes.

[sea gate][CIV ENG] A gate which serves to protect a harbor or tidal basin from the sea, such as one of a pair of supplementary gates at the entrance to a tidal basin exposed to the sea.

[sea rope][DES ENG] A wire rope with six or eight strands, each having a large wire core covered by nine small wires, which, in turn, are covered by nine large wires.

[seal][ENG] 1. Any device or system that creates a nonleaking union between two mechanical or process-system elements, for example, gaskets for pipe connection seals, mechanical seals for rotating members such as pump shafts, and liquid seals to prevent gas entry to or loss from a gas-liquid processing sequence. 2. A tight, perfect closure or joint.

[seal off][ENG] To close off, as a tube or borehole, by using a cement or other sealant to eliminate ingress or egress.

[seam][ENG] 1. A mechanical or welded joint.

[sea-level datum][ENG] A determination of mean sea level that has been adopted as a standard datum for heights or elevations, based on tidal observations over many years at various tide stations along the coasts.

[sealing][ENG] The use of aircraft, vehicles, friendly and enemy, proceeding on or under the surface of seas and oceans.

[sealing-lock][DES ENG] A locking fastener that locks only when firmly seated and is therefore free-running on the bolt.

[sea van][IND ENG] Commercial or government-owned (or leased) shipping containers which are moved via ocean transportation, since wheels are not attached, they must be lifted on and off the ship.

[seawall][CIV ENG] A concrete, stone, or metal wall or embankment constructed along a shore to reduce wave erosion and encroachment by the sea. Also known as sea bank.

[seawater thermometer][ENG] A specially-designed thermometer to measure the temperature of a sample of seawater, an instrument consisting of a mercury-in-glass thermometer protected by a perforated metal case.

[Secchi disk][ENG] An opaque white disk used to measure the transparency or clarity of seawater by lowering the disk into the water horizontally and noting the greatest depth at which it can be visually detected.

[secondary air][MECH ENG] Combustion air introduced over the burner flame to enhance completeness of combustion.

[secondary creep][MECH] The change in shape of a substance under a minimum and almost constant differential stress, with the strain-time relationship a constant. Also known as steady-state creep.

[secondary crusher][MECH ENG] Any of a group of crushing and pulverizing machines used after to cover a large region of space and to display targets as soon as possible after they enter the region, used for early warning, in connection with ground-controlled approach and interception, and in air-traffic control.

[search unit][ENG] The portion of an ultrasonic testing system which incorporates sending and in some cases receiving transducers to scan the workpiece.

[seasonal balancing][CHEM ENG] A seasonal adjustment of the front-end boiling range (volatility) of a motor gasoline to control engine starting characteristics by compensating for seasonal temperature changes.

[seasoning][ELECTR] Overcoming a temporary unsteadiness of a component that may appear when it is first installed.

[sea surveillance][ENG] The systematic observation of surface and subsurface sea areas by all available and practicable means primarily for the purpose of locating, identifying, and determining the movements of ships, submarines, and other vehicles, friendly and enemy, proceeding on or under the surface of seas and oceans.

[set][ENG] Drying of wood either in the air or in a kiln.
the primary treatment to further reduce the particle size of shale or other rock.

secondary grinding [MECH ENG] A further grinding of material previously reduced to sand size. (sek-an,der-e ‘krash-ar’)

secondary ion mass analyzer [ENG] A type of secondary ion mass spectrometer that provides general surface analysis and depth-profiling capabilities. (sek-an,der-e ‘tian ‘mas ‘an-o,liz-ar’)

secondary ion mass spectrometer [ENG] An instrument for microscopic chemical analysis, in which a beam of primary ions with an energy in the range 5–20 kelelectrons bombs a small spot on the surface of a sample, and positive and negative secondary ions sputtered from the surface are analyzed in a mass spectrometer. Abbreviated SIMS. Also known as ion microscope; ion probe. (sek-an,der-e ‘tian ‘mas spek’tram-ad-ar’)

secondary port [CIV ENG] A port with one or more berths, normally at quays, which can accommodate oceangoing ships for discharge. (sek-an,der-e ‘port’)

secondary rescue facilities [ENG] Local airbase-ready aircraft, crash boats, and other air, surface, subsurface, and ground elements suitable for rescue missions, including government and privately operated units and facilities. (sek-an,der-e ‘res,kyu ‘fa,si-ad-ėz’)

secondary sewage sludge [CIV ENG] Sludge that includes activated sludge, mixed sludge, and chemically precipitated sludge. (sek-an,der-e ‘su-i-il,sla’)

secondary stress [MECH] A self-limiting normal or shear stress which is caused by the constraint of a structure and which is expected to cause minor distortions that would not result in a failure of the structure. (sek-an,der-e ‘stres’)

secondary tide station [ENG] A place at which tide observations are made over a short period to obtain data for a specific purpose. (sek-an,der-e ‘ttd-sta-shan’)

second breakdown [ELECTR] Destructive breakdown in a transistor, wherein structural imperfections cause localized current concentrations and uncontrollable generation and multiplication of current carriers; reaction occurs so suddenly that the thermal time constant of the collector regions is exceeded, and the transistor is irreversibly damaged. (sek-and ‘brak,daun’)

second law of motion See Newton’s second law. (sek-and ‘lo av ‘mō-shan’)

second law of thermodynamics [THERMO] A general statement of the idea that there is a preferred direction for any process; there are many equivalent statements of the law, the best known being those of Clausius and of Kelvin. (sek-and ‘lo av,thar-mad-enn-iks’)

second-level controller [CONT SYS] A controller which influences the actions of first-level controllers, in a large-scale control system partitioned by plant decomposition, to compensate for subsystem interactions so that overall objectives and constraints of the system are satisfied. Also known as coordinator. (sek-and ‘lev-al kan-trol-ri)

second-order leveling [ENG] Spirit leveling that has less stringent requirements than those of first-order leveling, in which lines between benchmarks established by first-order leveling are run in only one direction. (sek-and ‘yor-dar ‘lev-a-lij’)

second-order transition [THERMO] A change of state through which the free energy of a substance and its first derivatives are continuous functions of temperature and pressure, or other corresponding variables. (sek-and ‘yor-dar tran-zish-an’)

section [CIV ENG] A piece of land usually 1 mile square (640 acres or approximately 2 5899 square kilometers) with boundaries conforming to meridians and parallels within established limits. 1 of 36 units of subdivision of a township in the U.S. Public Land survey system. (sek-shan)

sectional conveyor [MECH ENG] A belt conveyor that can be lengthened or shortened by the addition or the removal of interchangeable sections. (sek-shan ‘al kan ‘vā-ar’)

sectional core barrel [DES ENG] A core barrel whose length can be increased by coupling unit sections together. (sek-shan ‘al kör,bar-al’)

sectional header boiler [MECH ENG] A horizontal boiler in which tubes are assembled in sections into front and rear headers; the latter, in turn, are connected to the boiler drum by vertical tubes. (sek-shan ‘al ‘hed-ar ‘boil-ar’)

section house [CIV ENG] A building near a railroad section for housing railroad workers, or for storing maintenance equipment for the section. (sek-shan hūs)

section line [CIV ENG] A line representing the boundary of a section of land. (sek-shan ‘lin)

section modulus [MECH] The ratio of the moment of inertia of the cross section of a beam undergoing flexure to the greatest distance of an element of the beam from the neutral axis. (sek-shan ‘mā-ylas’)

sector [CIV ENG] A clearly defined area or airspace designated for a particular purpose. (sek-tar)

sector gate [CIV ENG] A horizontal gate with a pie-slice cross section used to regulate the level of water at the crest of a dam; it is raised and lowered by a rack and pinion mechanism. (sek-tar, gat)

sector gear [DES ENG] 1. A toothed device resembling a portion of a gear wheel containing the center bearing and a part of the rim with its teeth. 2. A gear having such a device as its chief essential feature. (MECH ENG) A gear system employing such a gear as a principal part. (sek-tar, gir)

secural [ENG] Of or pertaining to a long indefinite period of time. (sek-yar-lar)

sedimentation tank [ENG] A tank in which suspended matter is removed either by quiescent
sediment bulb

settlement or by continuous flow at high velocity and extended retention time to allow deposition.

1. [sed-ə-mant] tank

sediment bulb [ENG] A bulb for holding sediment that settles from the liquid in a tank.

2. [sed-ə-mant] bulb

sediment corer [ENG] A heavy coring tube which punches out a cylindrical sediment section from the ocean bottom.

3. [sed-ə-mant] corer

sediment trap [ENG] A device for measuring the accumulation rate of sediment on the floor of a body of water.

4. [sed-ə-mant] trap

Seebeck coefficient [ELECTR] The ratio of the open-circuit voltage to the temperature difference between the hot and cold junctions of a circuit exhibiting the Seebeck effect.

5. ‘sek-ə-bek

Seebeck effect [ELECTR] The development of a voltage due to differences in temperature between two junctions of dissimilar metals in the same circuit.

6. ‘sek-ə-bek

Segas process [CHEM ENG] A process for the production of low-Btu gas by the catalytic method using a fixed bed catalyst, lime-bauxite mixture bonded with bentonite.

7. ‘se-ə-gas

segmental gate See tainter gate.

8. ‘seg-ment-əl

segmental meter [ENG] A variable head meter whose orifice plate has an opening in the shape of a half circle.

9. ‘seg-ment-əl

segmented aperture-synthetic aperture radar [ENG] An enhancement of synthetic aperture radar that overcomes restrictions on the effective length of the receiving antenna by using a receiving antenna array composed of a set of contiguous subarrays and employing signal processing to provide the proper phase corrections for each subarray.

10. ‘seg-ment-əd

Seine net [ENG] A net used to catch fish by encircling, usually by closure of the two ends and the bottom.

11. ‘sán-ə-net

seismic detector [ENG] An instrument that receives seismic impulses.

12. [sîz-mîk] di-tek-tər

seismic exploration [ENG] The exploration for economic deposits by using seismic techniques, usually involving explosions, to map subsurface structures.

13. [sîz-mîk] ek-pla-ra-shən

seismic load [ENG] The force on a structure caused by acceleration induced on its mass by an earthquake.

14. [sîz-mîk] ‘loʊd

seismic profiler [ENG] A continuous seismic reflection system used to study the structure beneath the sea floor to depths of 10,000 feet (3000 meters) or more, using a rotating drum to record reflections.

15. [sîz-mîk] prə-fil-ər

seismic shooting [ENG] A method of geophysical prospecting in which elastic waves are produced in the earth by the firing of explosives.

16. [sîz-mîk] ʃə-ˈhɪd-əj

seismic survey See reflection survey.

17. [sîz-mîk] ˈsɔr-va

seismochronograph [ENG] A chronograph for determining the time at which an earthquake shock appears.

18. [sîz-mə-kraɪn-ə, ə-graɪn]

seismogram [ENG] The record made by a seismograph.

19. [sîz-mə-graʊm]

seismograph [ENG] An instrument that records vibrations in the earth, especially earthquakes.

20. [sîz-mə, ə-graʊm]

seismometer [ENG] An instrument that detects movements in the earth.

21. [sîz-mə-mər-əd]

seismoscope [ENG] An instrument for recording only the occurrence or time of occurrence (not the magnitude) of an earthquake.

22. [sîz-mə, ˈskɔp]

seizing [ENG] Abrasive damage to a metal surface caused when the surface is rubbed by another metal surface.

23. [səz-ə-jə]

selected time [IND ENG] An observed actual time value for an element, measured by time study, which is identified as being the most representative of the situation observed.

24. [si-lék-təd tə-ˈtɪm]

selective adsorbent [CHEM ENG] Material that will selectively adsorb (or reject) one or more specific components from a multicomponent mixture of gases or liquids; common adsorbents are silica gel, carbon and activated carbon, activated alumina, and synthetic or natural zeolites (molecular sieves).

25. [si-lék-tiv əd-sɔr-bənt]

selective cracking [CHEM ENG] A refinery process in which recycled stock is distilled in equipment kept separate from that used for distillation of original stock.

26. [si-lék-tiv ˈkræk-əj]

selectively doped heterojunction transistor See high-electron-mobility transistor.

27. [si-lék-tiv-əd ˈhɛtər-o-ˈdʒən-ʃən ˈtrənз-ər]

selective polymerization [CHEM ENG] The polymerization of a single type of molecule in a mixture of monomers; for example, the production of diisobutylene from a mixture of butylene.

28. [si-lék-tiv əd-lim-ə-ˈrə-zə-ʃən]

selective solubility diffusion [CHEM ENG] The transmission of fluids through a nonporous,
polymeric barrier (membrane) by an adsorption-solution-diffusion-desorption sequence. | (sél-ek-tiv, säl-yä’bil-ä’dē, dī, fü’zhän)

**selective solvent** [CHEM ENG] A solvent that, at certain temperatures and ratios with other materials, preferentially dissolves more of one component of a liquid or solids mixture than of another, thereby permitting partial separation. | (sél-ek-tiv, säl-vönt)

**selective transmission** [MECH ENG] A gear transmission with a single lever for changing from one gear ratio to another, used in automotive vehicles. | (sél-ek-tiv tranz-mish-an)

**selectivity diagram** [CHEM ENG] A triangular plot of solubilities in a ternary liquid system; used to calculate the ability of a solvent to extract a component from a mixture (its selectivity) at various concentration combinations. | (sél-lek-tiv ad-ē dī, gram)

**selector** [CIV ENG] A device that automatically connects the appropriate railroad signal to control the track selected. [ELEC] An automatic or other device for making connections to any one of a number of circuits, such as a selector relay or selector switch. [ENG] 1. A device for selecting objects or materials according to predetermined properties. 2. A device for starting or stopping at predetermined positions. [MECH ENG] 1. The part of the gearshift in an automotive transmission that selects the required gearshift bar. 2. The lever with which a driver operates an automatic gearshift. | (sél-ek-tar)

**selenium cell** [ELECTR] A photoconductive cell in which a thin film of selenium is used between suitable electrodes; the resistance of the cell decreases when the illumination is increased. | (sél-le-mé-am, sel)

**selenium diode** [ELECTR] A small area selenium rectifier which has characteristics similar to those of selenium rectifiers used in power systems. | (sél-le-mé-am ‘di-ód)

**selenium rectifier** [ELECTR] A metallic rectifier in which a thin layer of selenium is deposited on one side of an aluminum plate and a conductive metal coating is deposited on the selenium. | (sél-le-mé-am ‘rek-tar, fír, ar)

**selenotrope** [ENG] A device used in geodetic surveying for reflecting the moon’s rays to a distant point, to aid in long-distance observations. | (sél-le-na’trop)

**self-adapting system** [SYS ENG] A system which has the ability to modify itself in response to changes in its environment. | (sél-ad-ap-tiń ˈsíst-äm)

**self-centering chuck** [MECH ENG] A drill chuck that, when closed, automatically positions the drill rod in the center of the drive rod of a diamond-drill swivel head. | (sél-ˈsen-tar-ıń ‘chak)

**self-cleaning** [ENG] Pertaining to any device that is designed to clean itself without disassembly, for example, a filter in which accumulated filter cake or sludge is removed by an internal scraper or by a blowdown or backwash action. | (sél-kli-niŋ)

**self-contained breathing apparatus** [ENG] A portable breathing unit which permits freedom of movement. | (sél-kon-tänd b’reth-ing ap-ə-rəd-ös)

**self-contained range finder** [ENG] Instrument used for measuring range by direct observation, without using a base line; the two types are the coincidence range finder and the stereoscopic range finder. | (sél-kon-tänd ‘rân fin-dar)

**self-energizing brake** [MECH ENG] A brake designed to reinforce the power applied to it, such as a hand brake. | (sél-’en-niŋ ‘brak)

**self-excited vibration** See self-induced vibration. | (sél-i’s-tik)

**self-faceted stone** [CIV ENG] A type of stone used in masonry that splits along natural cleavage planes and does not have to be dressed. | (sél-fast ‘ston)

**self-healing dielectric breakdown** [ELECTR] A dielectric breakdown in which the breakdown process causes the material to become insulating again. | (sél-in’di-st vī’brə-shän)

**self-loading** [MECH ENG] The capability of a powered industrial truck to pick up, transport, and deposit its load by using components that are part of its standard equipment, for example, a forklift. | (sél-lōd-iŋ)

**self-locking nut** [DES ENG] A nut having an inherent locking action, so that it cannot readily be loosened by vibration. | (sél-lōk-iŋ ‘nät)

**self-locking screw** [DES ENG] A screw that locks itself in place without requiring a separate nut or lock washer. | (sél-lōk-iŋ ‘skrū)

**self-organizing function** [CONT SYS] That level in the functional decomposition of a large-scale control system which modifies the modes of control action or the structure of the control system in response to changes in system objectives, contingency events, and so forth. | (sél-ˈor-gän-ı-ŋ ‘fən-k-shän)

**self-organizing system** [SYS ENG] A system that is able to affect or determine its own internal structure. | (sél-ˈor-gän, niz-ı-ŋ ‘sĭs-täm)

**self-propelled** [MECH ENG] Pertaining to a vehicle given motion by means of a self-contained motor. | (sél-prop-eľd)

**self-sealing** [ENG] A fluid container, such as a fuel tank or a tire, lined with a substance that allows it to close immediately over any small puncture or rupture. | (sél-ˈsēl-iŋ)

**self-starter** [MECH ENG] An attachment for automatically starting an internal combustion engine. | (sél-stār-dar)

**self-tapping screw** [DES ENG] A screw with a specially hardened thread that makes it possible for the screw to form its own internal thread in sheet metal and soft materials when driven into
a hole. Also known as sheet-metal screw; tapping screw. (self [tap-ı̂n] 'skru̇)

self-timer [ENG] A device that delays the tripping of a camera shutter so that the photographer can be included in the photograph. (self 'tim-ar)

self-tuning regulator [CONT SYS] A type of adaptive control system composed of two loops, an inner loop which consists of the process and an ordinary linear feedback regulator, and an outer loop which is composed of a recursive parameter estimator and a design calculation, and which adjusts the parameters of the regulator. Abbreviated STR. (self 'tun-ar 'reg-yo, 'läd-ar)

sellers hob [MECH ENG] A hob that turns on its centers of a lathe, the work being fed to it by the lathe carriage. (self-arz 'háb)

Selwood engine [MECH ENG] A revolving-block engine in which two curved pistons opposed 180° run in toroidal tracks, forcing the entire engine block to rotate. (self, 'wel-wod, 'en-jan)

semiautomatic transmission [MECH ENG] An automobile transmission that assists the driver to shift from one gear to another. (sem-'é, öd-'o-mad-ik-tranz'mish-on)

semibatch chemical reactor [CHEM ENG] A reaction in which a constant liquid volume is maintained without any overflow, and with the continuous addition of one reactant, usually a gas. (sem-'é,bach 'kem-'o-kal rë-'ak-tar)

semichemical pulping [CHEM ENG] A method of producing wood-fiber products in which the wood chips are merely softened by chemical treatment (neutral sodium sulfite solution), while the remainder of the pulping action is supplied by a disk attrition mill or by some similar mechanical device for separating the fibers. (sem-'é, 'kem-'o-kal 'pal-piŋ)

semiclosed-cycle gas turbine [MECH ENG] A heat engine in which a portion of the expanded gas is recirculated. (sem-'é, 'klo-zëd, 'sif-kal 'gas,'tär-ban)

semiconductor loading tube [ENG] A loading tube for blasthole explosives which dissipates static electric charges to prevent premature blasts. (sem-'é,kan-'dak-tiv 'lôd-'iŋ, 'tâb)

semiconductor device [ELECTR] Electronic device in which the characteristic distinguishing electronic conduction takes place within a semiconductor. (sem-'é,kan-'dak-'tar di, 'vîs)

semiconductor diode [ELECTR] Also known as crystal diode; crystal rectifier; diode. 1. A two-electrode semiconductor device that utilizes the rectifying properties of a pn junction or a point contact. 2. More generally, any two-terminal electronic device that utilizes the properties of the semiconductor from which it is constructed. (sem-'é,kan-'dak-'tar 'di, 'ôd)

semiconductor-diode parametric amplifier [ELECTR] Parametric amplifier using one or more varactors. (sem-'é,kan-'dak-'tar 'di, 'ôd 'par-'am-yo, 'trik 'am-plă-făr)

semiconductor doping See doping. (sem-'é,kan-'dak-'tar 'dôp-'iŋ)

semiconductor heterostructure [ELECTR] A structure of two different semiconductors in junction contact having useful electrical or electrooptical characteristics not achievable in either conductor separately, used in certain types of lasers and solar cells. (sem-'i-'kan-'dak-tar 'hed-ə-rô, strak-char)

semiconductor junction [ELECTR] Region of transition between semiconducting regions of different electrical properties, usually between p-type and n-type material. (sem-'i-'kan-'dak-'tar 'iŋk-shan)

semiconductor rectifier See metallic rectifier. (sem-'i-'kan-'dak-'tar 'rek-ta, 'fêr)

semiconductor thermocouple [ELECTR] A thermocouple made of a semiconductor, which offers the prospect of operation with high-temperature gradients, because semiconductors are good electrical conductors but poor heat conductors. (sem-'i-'kan-'dak-'tar 'thar-'mâ, 'kap-âl)

semidiesel engine [MECH ENG] 1. An internal combustion engine of a type resembling the diesel engine in using heavy oil as fuel but employing a lower compression pressure and spray- ing it under pressure, against a hot (uncooled) surface or spot, or igniting it by the precombustion or supercompression of a portion of the charge in a separate member or uncooled portion of the combustion chamber. 2. A true diesel engine that uses a means other than compressed air for fuel injection. (sem-'i-'dë-zal 'en-jan)

semifloating axle [MECH ENG] A supporting member in motor vehicles which carries torque and wheel loads at its outer end. (sem-'i-'flod-'iŋ 'ak-sal)

semilive skid [ENG] A platform having two fixed legs at one end and two wheels at the other, used for moving bulk materials. (sem-'i-'liv 'skîd)

semimember [CIV ENG] A part in a frame or truss that ceases to bear a load when the stress in it starts to reverse. (sem-'i-'mëm-'bar)

semipositive mold [ENG] A plastics mold that allows a small amount of excess material to escape when it is closed. (sem-'i-'pâz-'ôd-'i v-'môld)

semitrailer [ENG] A cargo-carrying piece of equipment that has one or two axles at the rear; the load is carried on these axles and on the fifth wheel of the tractor that supplies motive power to the semitrailer. (sem-'i-'tral-'ar)

sems [DES ENG] A preassembled screw and washer combination. (semz)

send [ENG] See send. (send)

sense [ENG] To determine the arrangement or position of a device or the value of a quantity. (sens)

sensible heat [THERMO] 1. The heat absorbed or evolved by a substance during a change of temperature that is not accompanied by a change of state. 2. See enthalpy. (sen-sâ-bal 'het)

sensible-heat factor [THERMO] The ratio of space sensible heat to space total heat; used
for air-conditioning calculations. Abbreviated SHF. [ˈsen-sə-bal] ['het, fə-kər-tər]  

sensible-heat flow [THERMO] The heat given up or absorbed by a body upon being cooled or heated, as the result of the body's ability to hold heat, excludes latent heats of fusion and vaporization. [ˈsen-sə-bal] ['het, fə-kər-tər]  

sensing element See sensor. [ˈsen-sən el-ə-mənt]  

sensitive allimter [ENG] An aneroid allimter constructed to respond to pressure changes (altitude changes) with a high degree of sensitivity; it contains two or more pointers to refer to different scales, calibrated in hundreds of feet, thousands of feet, and so on. [ˈsen-səd-iv ˈalt-im-tər]  

sensitivity [ELECTR] 1. The minimum input signal required to produce a specified output signal, for a radio receiver or similar device. 2. Of a camera tube, the signal current developed per unit incident radiation, that is, per watt per unit area. [ENG] 1. A measure of the ease with which a substance can be caused to explode. 2. A measure of the effect of a change in severity by means of water or air.  

sensitometer [ENG] An instrument for measuring the sensitivity of light-sensitive materials. [ˈsen-sə-tām-ər]  

sensor [ENG] The generic name for a device that senses either the absolute value or a change in a physical quantity such as temperature, pressure, flow rate, or pH, or the intensity of light, sound, or radio waves and converts that change into a useful input signal for an information-gathering system; a television camera is therefore a sensor, and a transducer is a special type of sensor. Also known as primary detector, sensing element. [ˈsen-sar]  

sensory control [CONT SYS] Control of a robot's actions on the basis of its sensor readings. [ˈsen-sə-rē ˈkōn-trōl]  

sensory controlled robot [CONT SYS] A robot whose programmed sequence of instructions can be modified by information about the environment received by the robot's sensors. [ˈsen-sə-rē ˈkōn-trōld ˈrō, bāt]  

separate sewage system [CIV ENG] A drainage system in which sewage and groundwater are carried in separate sewers. [ˈsep-rət ˈsē-ij, ˈsi-sər-əm]  

separating power [CHEM ENG] The measure of the ability of a system (such as a rectifying system) to separate the components of a mixture, when the components have increasingly close boiling points. [ˈsep-ər, rād-ə-in, ˈpār-ər]  

sequential collation of range [ENG] Spherical, long-baseline, phase-comparison trajectory-measuring system using three or more ground stations, time-sharing a single transponder, to provide nonambiguous range measurements to
determine the instantaneous position of a vehicle in flight. { sîl‘kwen-chal kal‘lā-shan av ‘rān } sequential logic element { [ELECTR] A circuit element having at least one input channel, at least one output channel, and at least one internal state variable, so designed and constructed that the output signals depend on the past and present states of the inputs. { sîl‘kwen-chal ]lāj‘ik ,el‘ā-mant } sequential sampling { [IND ENG] A sampling plan in which an undetermined number of samples are tested one by one, accumulating the results until a decision can be made. { sîl‘kwen-chal ]sam-pliq } serial { [IND ENG] An element or a group of elements within a series which is given a numerical or alphabetical designation for convenience in planning, scheduling, and control. { sir‘ē-āl } series { [ELEC] An arrangement of circuit components end to end to form a single path for current. { sir‘ē-z } series circuit { [ELEC] A circuit in which all parts are connected end to end to provide a single path for current. { sir‘ē-z ,sār‘kāt } series compensation { [CONT SYS] See cascade compensation. [ELEC] The insertion of variable, controlled, high-voltage series capacitors into transmission lines in order to modify the impedance structure of a transmission network so as to adjust the power-flow distribution on individual lines and thus increase the power flow across such compensated lines. { sir‘ē-z ,kām-pān’sā-shan } series connection { [ELEC] A connection that forms a series circuit. { sir‘ē-z kā-nek-shan } series firing { [ENG] The firing of detonators in a round of shots by passing the total supply current through each of the detonators. { sir‘ē-z ’ftr-iq } series-parallel firing { [ENG] The firing of detonators in a round of shots by dividing the total supply current into branches, each containing a certain number of detonators wired in series. { sir‘ē-z sār‘a-ā-lel ’ftr-iq } series production { [IND ENG] The manufacture of a product or service by a group of operations sequenced so that all materials will be routed successively through each production state. Also known as batch production. { sir‘ē-z pra‘dāk-shan } series reliability { [SYS ENG] Property of a system composed of elements in such a way that failure of any one element causes a failure of the system. { sir‘ē-z rī ,lī ‘bāl‘-ād-ē } series shots { [ENG] The connecting and firing of a number of loaded holes one after the other. { sir‘ē-z ,shāts } serpentine cooler See cascade cooler. { sār‘pan,tān kal‘ār } service { [ENG] To perform services of maintenance, supply, repair, installation, distribution, and so on, for or upon an instrument, installation, vehicle, or territory. { sār‘vās } serviceability { [IND ENG] The reliability of equipment according to some objective criterion such as serviceability ratio, utilization ratio, or operating ratio. { sār‘vās ‘sār‘bīl-ād-ē } serviceability ratio { [IND ENG] The ratio of up-time to the sum of up time and down time. { sār‘vās ‘sār‘bīl-ād-ē rā-shō } service agreement { [ENG] A contract which agrees to provide mechanical maintenance of a machine for a fixed period of time at a stated charge. { sār‘vās sāgrē‘mānt } service brake { [MECH ENG] The brake used for ordinary driving in an automotive vehicle, usually foot-operated. { sār‘vās būrāk } service dead load { [ENG] The calculated dead load that will be supported by a member. { sār‘vās ‘ded lōd } service engineering { [ENG] The function of determining the integrity of material and services in order to measure and maintain operational reliability, approve design changes, and assure their conformance with established specifications and standards. { sār‘vās en‘jā-nir‘i-q } service factor { [ENG] For a chemical or a petroleum processing plant or its equipment, the measure of the continuity of an operation, computed by dividing the time on-stream (actual running time) by the total elapsed time. { sār‘vās fak‘tār } service life { [ENG] The length of time during which a machine, tool, or other apparatus or device can be operated or used economically or before breakdown. { sār‘vās ‘ilif } service pipe { [CIV ENG] A pipe linking a building to a main pipe. { sār‘vās ‘pip } service road { [CIV ENG] A small road parallel to the main road for convenient access to shops and houses. { sār‘vās ‘rōd } service time { [ENG] Machine attention time. { sār‘vās ‘tim } service valve { [ENG] In a pipework system, a valve that isolates a piece of equipment from the rest of the system. { sār‘vās ‘val } service wires { [ELEC] The conductors that bring the electric power into a building. { sār‘vās wītr } servicing { [ENG] Replacement of consumable material or items needed to keep equipment in operating condition, does not include preventive or corrective maintenance. { sār‘vās ‘i-q } servo { [ENG] Servomotor. { sār‘vō } servoarm attachment { [MECH ENG] A device that enhances the maximum distance over which the manipulator of a simple robot can travel. { sār‘vō ‘arm sātāch‘mānt } servo brake { [MECH ENG] 1. A brake in which the motion of the vehicle is used to increase the pressure on one of the shoes. 2. A brake in which the force applied by the operator is augmented by a power-driven mechanism. { sār‘vō būrāk } servovink { [CONT SYS] A power amplifier, usually mechanical, by which signals at a low power level are made to operate control surfaces requiring relatively large power inputs, for example, a relay and motor-driven actuator. { sār‘vō,līj‘k }
servo loop  See single-loop servomechanism.

servomechanism  [CONT SYS] An automatic feedback control system for mechanical motion, it applies only to those systems in which the controlled quantity or output is mechanical position or one of its derivatives (velocity, acceleration, and so on). Also known as servo system.  

servomotor  [CONT SYS] The electric, hydraulic, or other type of motor that serves as the final control element in a servomechanism; it receives power from the amplifier element and drives the load with a linear or rotary motion. Also known as servo.  

servonoise  [ENG] Hunting action of the tracking servomechanism of a radar, which results from backlash and compliance in the gears, shafts, and structures of the mount.  

servo system  See servomechanism.  

servovalve  [MECH ENG] A transducer in which a low-energy signal controls a high-energy fluid so that the flow is proportional to the signal.  

set  [ELECTR] The placement of a storage device in a prescribed state, for example, a binary storage cell in the high or 1 state.  [ENG] 1. A combination of units, assemblies, and parts connected or otherwise used together to perform an operational function, such as a radar set.  2. In plastics processing, the conversion of a liquid resin or adhesive into a solid state by curing or evaporation of solvent or suspending medium, or by gelling.  3. Saw teeth bent out of the plane of the saw body, resulting in a wide cut in the workpiece.  [MECH] See permanent set.  

setback  [BUILD] 1. A withdrawal of the face of a building to a line forward of the building line or the rear of the wall below in order to reduce obstruction of sunlight reaching the street or the lower stories of adjacent buildings.  

set bulkhead  [BUILD] 1. A building which is created by the forward acceleration of a projectile or missile during its launching phase, the forces are directly proportional to the acceleration and mass of the parts being accelerated.  

set bit  [DES ENG] A bit insert with diamonds or other cutting media.  

set casing  [ENG] Introducing cement between the casing and the wall of the hole to seal off intermediate formations and prevent fluids from entering the hole.  

set forward  [MECH] Relative forward movement of component parts which occurs in a projectile, missile, or bomb in flight when impact occurs, the effect is due to inertia and is opposite in direction to setback.  

set forward force  [MECH] The forward force of inertia which is created by the deceleration of a projectile, missile, or bomb when impact occurs; the forces are directly proportional to the deceleration and mass of the parts being decelerated. Also known as impact force.  

set forward point  [MECH] A point on the expected course of the target at which it is predicted the target will arrive at the end of the time of flight.  

set hammer  [DES ENG] 1. A hammer used as a shaping tool by blacksmiths.  2. A hollow-face tool used in setting rivets.  

setover  [ENG] A device which helps move a lathe tailstock or headstock on its base so that a taper on a turned piece can be obtained.  

set point  [CONT SYS] The value selected to be maintained by an automatic controller.  

set pressure  [MECH ENG] The inlet pressure at which a relief valve begins to open as required by the code or standard applicable to the pressure vessel to be protected.  

set screw  [DES ENG] A small headless machine screw, usually having a point at one end and a recessed hexagonal socket or a slot at the other end, used for such purposes as holding a knob or gear on a shaft.  

setting angle  [MECH ENG] The angle, usually 90°, between the straight portion of the tool shank of the machined portion of the work.  

setting circle  [ENG] A coordinate scale on an optical pointing instrument, such as a telescope or surveyor’s transit.  

setting gage  [ENG] A standard gage for testing a limit gage or setting an adjustable limit gage.  

setting time  [ENG] The length of time that a resin or adhesive must be subjected to heat or pressure to cause them to set, that is, harden, gel, or cure.  

settleable solids test  [CIV ENG] A test used in examination of sewage to help determine the sludge-producing characteristics of sewage, a measurement of the part of the suspended solids heavy enough to settle is made in an Imhoff cone.  

settlement  [CIV ENG] The gradual downward movement of an engineering structure, due to compression of the soil below the foundation.  

settlement
settler

settler  [ENG] A separator, such as a tub, pan, vat, or tank in which the partial separation of a mixture is made by density difference, used to separate solids from liquid or gas, immiscible liquid from liquid, or liquid from gas. { 'set-larvectstrokeinferiorρ' }

settling  [ENG] The gravity separation of heavy from light materials, for example, the settling out of dense solids or heavy liquid droplets from a liquid carrier, or the settling out of heavy solid grains from a mixture of solid grains of different densities. { 'set-linvectstrokeinferiorρ' }

settling basin  [CIV ENG] An artificial trap designed to collect suspended stream sediment before discharge of the stream into a reservoir. [IND ENG] A sedimentation area designed to remove pollutants from factory effluents. { 'set-linvectstrokeinferiorκ,bész-anvectstrokeinferiorρ' }

settling chamber  [ENG] A vessel in which solids or heavy liquid droplets settle out of a liquid carrier by gravity during processing or storage. { 'set-linvectstrokeinferiorκ,châm-barvectstrokeinferiorρ' }

settling reservoir  [CIV ENG] A reservoir consisting of a series of basins connected in steps by long weirs, only the clear top layer of each basin is drawn off. { 'set-linvectstrokeinferiorκ,rez-av,værvectstrokeinferiorρ' }

settling tank  [ENG] A tank into which a two-phase mixture is fed and the entrained solids settle by gravity during storage. { 'set-linvectstrokeinferiorκ,tanvectstrokeinferiorρ' }

settling time  See correction time. { 'set-linvectstrokeinferiorκ,tıtmvectstrokeinferiorρ' }

settling velocity  [MECH] The velocity reached by a particle as it falls through a fluid, dependent on its size and shape, and the difference between its specific gravity and that of the settling medium, used to sort particles by grain size. { 'set-linvectstrokeinferiorκ,va,lás-ød-êvectstrokeinferiorρ' }

setup  [ELECTR] The ratio between the reference black level and the reference white level in television, both measured from the blanking level, usually expressed as a percentage. [IND ENG] The preparation of a facility or a machine for a specific work method, activity, or process. { 'sed,apvectstrokeinferiorρ,par-sanvectstrokeinferiorρ' }

setup person  [CONT SYS] A person who uses a teach pendant to instruct a robot in its motions. { 'sed,apvectstrokeinferiorρ,par-sanvectstrokeinferiorρ' }

setup time  [CONT SYS] The total time needed to prepare a robot to carry out a task, including the time required to obtain the proper tools or end effectors and any work pieces. [IND ENG] In manufacturing operations, the time needed to perform tasks involved in starting up an operation. Also known as start-up time. { 'sed,apvectstrokeinferiorρ,tıtmvectstrokeinferiorρ' }

severity factor  [CHEM ENG] A measure of the severity or intensity of overall reaction conditions in a chemical reaction; for example, the temperature, pressure, or conversion in a catalytic cracker or reformer. { 'síver-ød-êvectstrokeinferiorρ,faктarvectstrokeinferiorρ' }

sewage  [CIV ENG] The fluid discharge from medical, domestic, and industrial sanitary appliances. Also known as sewerage. { 'sú-iįvectstrokeinferiorρ' }

sewage disposal plant  [CIV ENG] The land, building, and apparatus employed in the treatment of sewage by chemical precipitation or filtration, bacterial action, or some other method. { 'sú-iįvectstrokeinferiorρ,diszpoz-alvectstrokeinferiorρ,plantvectstrokeinferiorρ' }

sewage sludge  [CIV ENG] A semiliquid waste with a solid concentration in excess of 2500 parts per million, obtained from the purification or municipal sewage. Also known as sludge. { 'sú-iįvectstrokeinferiorρ,slavvectstrokeinferiorρ' }

sewage system  [CIV ENG] A drainage system for carrying surface water and sewage for disposal. { 'sú-iįvectstrokeinferiorρ,sis-tamvectstrokeinferiorρ' }

sewage treatment  [CIV ENG] A process for the purification of mixtures of human and other domestic wastes; the process can be aerobic or anaerobic. { 'sú-iįvectstrokeinferiorρ,tre-t-mantvectstrokeinferiorρ' }

sewer  [CIV ENG] An underground pipe or open channel in a sewage system for carrying water or sewage to a disposal area. { 'sú-arvectstrokeinferiorρ' }

sewerage  See sewage. { 'sú-arvectstrokeinferiorρ' }

sewing machine  [MECH ENG] A mechanism that stitches cloth, leather, book pages, or other material by means of a double-pointed or eye-pointed needle. { 'só-iįvectstrokeinferiorρ ma,shenvectstrokeinferiorρ' }

SFC  See specific fuel consumption.

shackle  [DES ENG] An open or closed link of various shapes with extended legs; each leg has a transverse hole to accommodate a pin, bolt, or the like, which may or may not be furnished. { 'shak-alvectstrokeinferiorρ' }

shackle bolt  [DES ENG] A cylindrically shaped metal bar for connecting the ends of a shackle. { 'shak-alvectstrokeinferiorρ,boltvectstrokeinferiorρ' }

shading coefficient  [ENG] A ratio of the solar energy transmitted through a window to the incident solar energy, used to express the effectiveness of a shading device. { 'shad-iįvectstrokeinferiorρ,ko-i,fish-antvectstrokeinferiorρ' }

shading ring  [ENG ACOUS] A heavy copper ring sometimes placed around the central pole of an electrodynamic loudspeaker to serve as a shorted turn that suppresses the hum voltage produced by the field coil. { 'shad-iįvectstrokeinferiorρ,rıgvectstrokeinferiorρ' }

shadow photometer  [ENG] A simple photometer in which a rod is placed in front of a screen and two light sources to be compared are adjusted in position until their shadows touch and are equal in intensity. { 'shad-ófot-tam-ıdvectstrokeinferiorρ' }

shaft  [MECH ENG] A cylindrical piece of metal used to carry rotating machine parts, such as pulleys and gears, to transmit power or motion. { 'shaftvectstrokeinferiorρ' }

shaft balancing  [DES ENG] The process of redistributing the mass attached to a rotating body in order to reduce vibrations arising from centrifugal force. Also known as rotor balancing. { 'shaft_vectstrokeinferiorρ-bal-ıns-ıgvectstrokeinferiorρ' }

shaft furnace  [ENG] A vertical, refractory-lined cylinder in which a fixed bed (or descending column) of solids is maintained, and through which an ascending stream of hot gas is forced, for example, the pig-iron blast furnace and the phosphorus-from-phosphate-rock furnace. { 'shaftvectstrokeinferiorρ,finar-ısvectstrokeinferiorρ' }

shaft hopper  [MECH ENG] A hopper that feeds
shaping machine

shafts or tubes to grinders, threaders, screw machines, and tube benders.  (‘shaft ’hārp-ər)  

**shaft horsepower [MECH ENG]** The output power of an engine, motor, or other prime mover, or the input power to a compressor or pump.  (‘shaft ’hōrs,pār-ər)  

**shifting [MECH ENG]** The cylindrical machine element used to transmit rotary motion and power from a driver to a driven element, for example, a steam turbine driving a ship’s propeller.  (‘shaft-iŋ)  

**shaft kiln [ENG]** A kiln in which raw material fed into the top, moves down through hot gases flowing up from burners on either side at the bottom, and emerges as a product from the bottom, used for calcining operations.  (‘shaft ’kil)  

**shaft spillway [CIV ENG]** A vertical shaft which has a funnel-shaped mouth and ends in an outlet tunnel, providing an overflow duct for a reservoir. Also known as morning glory spillway.  (‘shaft ’spil,wa)  

**shakedown test [ENG]** An equipment test made during the installation work.  (‘šañ ,dauŋ ,təst)  

**shakeness test** [ENG] A laboratory test for vibration tolerance, in which the device to be tested is placed on a shake table.  (‘šañk ,tə-bal ,təst)  

**shaking-out [CHEM ENG]** A procedure in which piece.  (‘shak ’ou leftovers, or other parts.  (‘shæk ’aŋ-ə)  

**shaking screen [MECH ENG]** A screen used in separating material into desired sizes; has an eccentric drive or an unbalanced rotating weight to produce shaking.  (‘šañk-iŋ,sken)  

**shank [DES ENG]** 1. The end of a tool which fits orguys, and provided with a tackle. Also known as shear legs.  (‘shir ,təp ,kəd-ər)  

**shank-type cutter [DES ENG]** A cutter having a shank to fit into the machine tool spindle or adapter.  (‘šañk,j’tp ,kəd-ər)  

**shape coding [DES ENG]** The use of special shapes for control knobs, to permit recognition and sometimes also position monitoring by sense of touch.  (‘šañp ,kəd-əiŋ)  

**shaped-chamber manometer [ENG]** A flow measurement device that measures differential pressure with a uniform flow-rate scale with a specially shaped chamber.  (‘šañpt ’chəm-bər ma’nəm-əd-ər)  

**shape factor [ELEC]** See form factor.  (‘ʃæf ,fərk-ər)  

**ratio of the 60-decibel bandwidth of a band-pass filter to the 3-decibel bandwidth.  (‘ʃæp ,fərk-ər)  

**shaper [MECH ENG]** A machine tool for cutting flat-on-flat, contoured surfaces by reciprocating a single-point tool across the workpiece.  (‘shəp ,pər)  

**shaping circuit** See corrective network.  (‘šañp-iŋ ,sər-kat)  

**shaping dies [MECH ENG]** A set of dies for bending, pressing, or otherwise shaping a material to a desired form.  (‘šañp-iŋ ,diz)  

**shapometer [ENG]** A device used to measure the shape of sedimentary particles.  (šañp ’nəm-əd-ər)  

**sharp-crested weir [CIV ENG]** A weir in which the water flows over a thin, sharp edge.  (‘šañp ’kres-təd ’wer)  

**sharpen [ENG]** To give a thin keen edge or a sharp acute point to.  (‘šañp ,pən)  

**sharpening stone [ENG]** A device such as a whetstone used for sharpening by hand.  (‘šañp-pən ,ston)  

**sharp iron [ENG]** A tool used to open seams for caulking.  (‘šañp ’rən)  

**sharp V thread [DES ENG]** A screw thread having a sharp crest and root; the included angle is usually 60°.  (‘šañp ,ve ,θrəd)  

shattering [MECH] The breaking up into highly irregular, angular blocks of a very hard material that has been subjected to severe stresses.  (‘šañt-iŋ)  

**shave hook [DES ENG]** A plumber’s or metal-worker’s tool composed of a sharp-edged steel plate on a shank; used for scraping metal.  (‘šañv ,huk)  

**shaving [ENG ACOUS]** Removing material from the surface of a disk recording medium to obtain a new recording surface.  (MECH ENG) 1. Cutting off a thin layer from the surface of a workpiece. 2. Trimming uneven edges from stampings, forgings, and tubing.  (‘šañv-iŋ)  

**shear [DES ENG]** A cutting tool having two opposing blades between which a material is cut.  [ENG] An apparatus for hoisting heavy loads consisting of two or more poles fastened together at their upper ends and spread apart at their lower ends, secured or steadied by a guy or guys, and provided with a tackle. Also known as shear legs.  (MECH) See shear strain.  (‘šañr ,rən)  

**shear angle [MECH ENG]** The angle made by the shear plane with the work surface.  (‘šañr ,an-ər)  

**shear cell [ENG]** The component for holding the powder in an apparatus for making measurements of the failure properties of a sample of powder.  (‘šañr ,səl)  

**shear center** See center of twist.  (‘šañr ,sən-tər)  

**shear diagram [MECH]** A diagram in which the shear at every point along a beam is plotted as an ordinate.  (‘šañr ,də-rə ,gram)  

**shear fracture [MECH]** A fracture resulting from shear stress.  (‘šañr ,frək-çər)  

**shearing [MECH ENG]** Separation of material by the cutting action of shears.  (‘šañr ,iŋ)  

**shearing die [MECH ENG]** A die with a punch made to producing a sharp center.  (‘šañr iŋ)  

**shearing forces [MECH]** Two forces that are equal in magnitude, opposite in direction, and act along two distinct parallel lines.  (‘šañr-iŋ ,tər-ə)  

**shearing machine [MECH ENG]** A machine for
shear stress

shear strain [MECH] The distortion that results from motion of material on opposite sides of a plane in opposite directions parallel to the plane. { 'shir-iŋ ,strən}

shearing stress [MECH] A stress in which the material on one side of a surface pushes on the material on the other side of the surface with a force which is parallel to the surface. Also known as shear stress; tangential stress. { 'shir-iŋ ,stres}

shearing tool [DES ENG] A cutting tool (for a lathe, for example) with considerable angle between its face and a line perpendicular to the surface being cut. { 'šir-iŋ ,tül }

shear legs See shear. { 'šir ,legz }

shear mark [ENG] A crease on a piece of pressed glass; results when the piece is sheared off for pressing. { 'šir ,märk }

shear modulus See modulus of elasticity in shear. { 'šir ,mäd-i·ləs }
shell capacity  [ENG] The amount of liquid that a tank car or tank truck will hold when the liquid just touches the underside of the top of the tank shell. { 'shell kapas·ode·t' }

shell clearance  [DES ENG] The difference between the outside diameter of a bit or core barrel and the outside set or gage diameter of a reaming shell. { 'shell klar·ins' }

shell innage  [ENG] The depth of a liquid in a tank car or tank truck shell. { 'shell in·ij' }

shell knocker  [ENG] A device to strike the external surface of a horizontally rotating process vessel (for example, a kiln or a dryer) to loosen accumulations of solid materials from the inner walls or flanges of the shell. Also known as a conker. { 'shell nak·ar' }

shell outage  [ENG] The unfilled portion of a tank car or tank truck shell; the distance from the underside of the top of the shell to the level of the liquid in the shell. { 'shell aud·ij' }

shell pump  [MECH ENG] A simple pump for removing wet sand or mud; consists of a hollow cylinder with a ball or clack valve at the bottom. { 'shell pom·p' }

shell reamer  [DES ENG] A machine reamer consisting of two parts, the arbor and the replaceable reamer, with straight or spiral flutes, designed as a sizing or finishing reamer. { 'shell rem·ar' }

shell roof  [BUILD] A roof made of a thin, curved, plate-like structure, usually of concrete but lumber and steel are also used. { 'shell ruf·l' }

shell still  [CHEM ENG] A distillation device formerly used in petroleum refineries; oil was charged into a closed, cylindrical shell and heat was applied to the outside of the bottom by a firebox. { 'shell stil' }

Shenstone effect  [ELECTR] An increase in photoelectric emission of certain metals following passage of an electric current. { 'shen ston ifekt' }

SHF  See sensible-heat factor.

shield  [ENG] An iron, steel, or wood framework used to support the ground ahead of the lining in tunneling and mining. { 'sheld' }

shielded wire  [ELEC] Insulated wire covered with a metal shield, usually of tinned braided copper wire. { 'shel·dod·witr' }

shift  [IND ENG] The number of hours or the part of any day worked. Also known as tour. [MECH ENG] To change the ratio of the driving to the driven gears to obtain the desired rotational speed or to avoid overloading and stalling an engine or a motor. { 'shift', 'joind' }

shift joint  [BUILD] A vertical joint placed on a solid member of the course below. { 'shift', 'joint' }

shift work  [IND ENG] Work paid for by day wage. { 'shift', 'work' }

shim  [ENG] 1. In the manufacture of plywood, a long, narrow patch glued into the panel or cemented into the lumber core itself. 2. A thin piece of material placed between two surfaces to obtain a proper fit, adjustment, or alignment. { 'shim' }

shimmy  [MECH] Excessive vibration of the front wheels of a wheeled vehicle causing a jerking motion of the steering wheel. { 'shim·e' }

shingle lap  [DES ENG] A lap joint in which the two surfaces are tapered, with the thinner surface lapped over the thicker one. { 'shing·gal', 'lap' }

shingle nail  [DES ENG] A nail about a half to a full gauge thicker than a common nail of the same length. { 'shing·gal', 'nal' }

ship auger  [DES ENG] An auger consisting of a spiral body having a single cutting edge, with or without a screw; there is no spur at the outer end of the cutting edge. { 'ship', 'og·ar' }

shipbuilding  [CIV ENG] The construction of ships. { 'ship·bili·diq' }

shipfitter  [CIV ENG] A worker who builds the steel structure of a ship, including laying-off and fabricating the individual members, subassembly, and erection on the shipway. { 'ship·fiddar' }

ship motion  [ENG] Translational and rotational motions of a ship in a wave system which cause the center of gravity to deviate from simple straight-line motion; these motions are heave, surge, sway, roll, pitch, and yaw. { 'ship', 'moshan' }

shipping and storage container  [IND ENG] A reusable noncollapsible container of any configuration designed to provide protection for a specific item against impact, vibration, climatic conditions, and the like, during handling, shipment, and storage. { 'ship·in·jan·storic·janc·tarnar' }

shipping document  [IND ENG] A document listing the items in a shipment, and showing other supply and transportation information that is required by agencies concerned in the movement of material. { 'ship·in·dak·yo·mant' }

shipping time  [ENG] The time elapsing between the shipment of material by the supplying activity and receipt of material by the requiring activity. { 'ship·in·tim' }

shipping ton  See ton. { 'ship·in·tan' }

shipway  [CIV ENG] 1. The ways on which a ship is constructed. 2. The supports placed underneath a ship in dry dock. { 'ship·wa' }

shipwright  [CIV ENG] A worker whose responsibility is to ensure that the structure of a ship is straight and true and to the designed dimensions; the work starts with the laying down of the keel blocks and continues throughout the steelwork; applicable also to wood ship builders. { 'ship·rit' }

shipyard  [CIV ENG] A facility adjacent to deep water where ships are constructed or repaired. { 'ship·yerd' }

SHM  See harmonic motion.

shock  [MECH] A pulse or transient motion or force lasting thousandths to tenths of a second which is capable of exciting mechanical resonances; for example, a blast produced by explosives. { 'shak' }
**shock absorber**  [MECH ENG] A spring, a dashpot, or a combination of the two, arranged to minimize the acceleration of the mass of a mechanism or portion thereof with respect to its frame or support. {şək abˈzərˈbər}

**shock isolation**  [MECH ENG] The application of isolators to alleviate the effects of shock on a mechanical device or system. {şək əˈsaɪəˌleɪʃən}

**Shockley diode**  [ELECTR] A $pnp$ silicon controlled switch having characteristics that permit operation as a unidirectional diode switch. {ʃəkˈli diˈoʊd}

**shock mount**  [MECH ENG] A type of brake in a shock tunnel. {ʃəkˈmɔnt}

**shock test**  [MECH ENG] The test to determine whether the armor sample will crack or spall under impact by kinetic energy or high-explosive projectiles. {ʃəkˈtes}

**shock tunnel**  [ENG] A hypervelocity wind tunnel in which a shock wave generated in a shock tube ruptures a second diaphragm in the throat of a nozzle at the end of the tube, and gases emerge from the nozzle into a vacuum tank with Mach numbers of 6 to 25. {ʃəkˈtjuːnəl}

**shoe**  [ENG] In glassmaking, an open-ended crucible placed in a furnace for heating the blowing irons. [MECH ENG] 1. A metal block used as a form or support in various bending operations. 2. A replaceable piece used to break rock in certain crushing machines. 3. See brake shoe. {ʃuː}

**shoe brake**  [MECH ENG] A type of brake in which friction is applied by a long shoe, extending over a large portion of the rotating drum; the shoe may be external or internal to the drum. {ʃuː ˈbɹeɪk}

**shoot**  [ENG] To detonate an explosive, used to break coal loose from a seam in blasting operations or in a borehole. {ʃuːt}

**shooting board**  [ENG] 1. A fixture used as a guide in plating boards; it is more accurate than a miter. 2. A table and plane used for trimming printing plates. {ʃuːtɪŋˈboʊrd}

**shop fabrication**  [ENG] Making parts and materials in the shop rather than at the work site. {ʃuːp ˈfæb rəˈkeɪʃən}

**shop standards**  [ENG] Written criteria established to govern methods and procedures at an installation. {ʃuː pˈstaːnddərdz}

**shop supplies**  [ENG] Expendable items consumed in operation and maintenance (for example, waste, oils, solvents, tape, packing, flux, or welding rod). {ʃuːp ˈspəlˈpliz}

**shop weld**  [ENG] A weld made in the workshop prior to delivery to the construction site. {ʃuːp wɛld}

**shore**  [ENG] Timber or other material used as a temporary prop for excavations or buildings; may be sloping, vertical, or horizontal. {ʃɔr}

**Shore hardness**  [ENG] A method of rating the hardness of a metal or of a plastic or rubber material. {ʃɔrˈhɑrdnəs}

**shore protection**  [CIV ENG] Preventing erosion of the ground bordering a body of water. {ʃɔrˈpɹəˌtekˈʃən}

**Shore scleroscope**  [ENG] A device used in rebound hardness testing of rubber, metal, and plastic; consists of a small, conical hammer fitted with a diamond point and acting in a glass tube. {ʃɔrˈsklərəˌskəʊp}

**shoring**  [ENG] Providing temporary support with shores to a building or an excavation. {ʃɔrˌɪŋ}

**short**  [ELEC] See short circuit. [ENG] In plastics injection molding, the failure to fill the mold completely. Also known as short shot. {ʃɔrt}

**short circuit**  [ELEC] A low-resistance connection across a voltage source or between both sides of a circuit or line, usually accidental and usually resulting in excessive current flow that may cause damage. Also known as short. {ʃɔrtˈʃɔrˈkɑt}

**short-circuiting transfer**  [ENG] Transfer of melted material from a consumable electrode during short circuits. {ʃɔrtˈʃɔrkədˈɪŋˈtrænzˈfər}

**short column**  [CIV ENG] A column in which both compression and bending is significant, generally having a slenderness ratio between 30 and 120–150. {ʃɔrtˈkɒln̩}

**shortcoming**  [DES ENG] An imperfection or malfunction occurring during the life cycle of equipment, which should be reported and which must be corrected to increase efficiency and to render the equipment completely serviceable. {ʃɔrˈtərˈkɒrn̩}

**short-delay blasting**  [ENG] A method of blasting by which explosive charges are detonated in a given sequence with short time intervals. {ʃɔrtˈdɛliˈblæznɪŋ}

**short-delay detonator** See millisecond delay cap. {ʃɔrtˈdɛliˈdetnədəˈdɛlˈneɪʃən}

**short fuse**  [ENG] 1. Any fuse that is cut too short. 2. The practice of firing a blast, the fuse on the primer of which is not sufficiently long to reach from the top of the charge to the collar of the borehole; the primer, with fuse attached, is dropped into the charge while burning. {ʃɔrtˈfjuːz}

**short leg**  [ENG] One of the wires on an electric blasting cap, which has been shortened so that when placed in the borehole, the two splices or connections will not come opposite each other and make a short circuit. {ʃɔrtˈlɛɡ}

**short-range radar**  [ENG] Radar whose maximum line-of-sight range, for a reflecting target having 1 square meter of area perpendicular to the beam, is between 50 and 190 miles (80 and 240 kilometers). {ʃɔrtˈræŋˈraɪˈreɪdər}

**short residuum**  [CHEM ENG] A petroleum refinery term for residual oil from crude-oil distillation operations in which neutral oils are taken.
overhead with the distillate. {short ri’ziij-a-wam}

shorts [ENG] Oversize particles held on a screen after sieving the fines through the screen. {shorts}

short shipment [ENG] Freight listed or manifested but not received. {short ’ship-mant}

short stop [CHEM ENG] A substance added during a polymerization process to terminate the reaction. {short ’stüp}

short supply [IND ENG] An item is in short supply when the total of stock on hand and anticipated receipts during a given period is less than the total estimated demand during that period. {short sa’pil}

short-term repeatability [CONT SYS] The close agreement of positional movements of a robotic system repeated under identical conditions over a short period of time and at the same location. {short ’tom}

short ton See ton. {short ’ton}

short-tube vertical evaporator [CHEM ENG] A liquid evaporation process unit with a vertical bundle of tubes 2–3 inches (5–8 centimeters) in diameter and 4–6 feet (1.2–1.8 meters) long; the heating fluid is inside the tubes, and the liquid to be evaporated is in the shell area outside the tubes; used mainly to evaporate cane-sugar juice. Also known as calendria evaporator, Roberts evaporator, standard evaporator. {short TE’üb’-a-kol ’vap-o,ràd-ar}

shot [ENG] 1. A charge of some kind of explosive. 2. Small spherical particles of steel. 3. Small steel balls used as the cutting agent of a shot drill. 4. The firing of a blast. 5. In plastics molding, the yield from one complete molding cycle, including scrap. {shât}

shot bit [DES ENG] A short length of heavy-wall steel tubing with diagonal slots cut in the flat-faced bottom edge. {shât ’bit}

shot boring [ENG] The act or process of producing a borehole with a shot drill. {shât ’bor-iq}

shot break [ENG] In seismic prospecting, the electrical impulse which records the instant of explosion. {shât ’brâk}

shot capacity [ENG] The maximum weight of molten resin that an accumulator can push out with one forward stroke of the ram during plastic forming operations. {shât ’kà,pas- ’ad-é}

shotcreting [ENG] A process of conveying mortar or concrete through a hose at high velocity onto a surface; the material bonds tenaciously to a properly prepared concrete surface and to a number of other materials. {shât ’krêd-iq}

shot depth [ENG] The distance from the surface to the charge. {shât, ’depth}

shot drill See calyx drill. {shât ’dril}

shot elevation [ENG] Elevation of the dynamite charge in the shot hole. {shât, ’el-a-yâ-shân}

shot feed [MECH ENG] A device to introduce chilled-steel shot, at a uniform rate and in the proper quantities, into the circulating fluid flowing forward through the rods or pipe connected to the core barrel and bit of a shot drill. {shât, ’fêd}

shothole [ENG] The borehole in which an explosive is placed for blasting. {shât,hôl}

shotcasing [ENG] A lightweight pipe, usually about 4 inches (10 centimeters) in diameter and 10 feet (3 meters) long, with threaded connections on both ends, used to prevent the shothole from caving and bridging. {shât,hôl ,kás-iq}

shothole drill [MECH ENG] A rotary or churn drill for drilling shotholes. {shât,hôl ,dril}

shot mill [ENG] A high-speed, continuous mill for deagglomerating, dispersing, and milling paints, inks, dyestuffs, adhesives, food, and pharmaceuticals; consists of a chamber with rotating disks that is filled with small steel or ceramic spheres (shot), and a pump to propel material through the mill. Also know as a media mill. {shât ,mil}

shot point [ENG] The point at which an explosion (such as in seismic prospecting) originates, generating vibrations in the ground. {shât ’point}

shot rock [ENG] Blasted rock. {shât ’râk}

shoulder [DES ENG] The portion of a shaft, a stepped object, or a flanged object that shows agreement of positional movements of a robotic through the mill. Also know as a media mill. {shôl ,dar}

shoulder harness [ENG] A harness in a vehicle that fastens over the shoulders to prevent a person’s being thrown forward in the seat. {shôl ,här-nas}

shoulder screw [DES ENG] A screw with an unthreaded cylindrical section, or shoulder, between threads and screwhead; the shoulder is larger in diameter than the threaded section and provides an axis around which close-fitting moving parts operate. {shôl ,där, ,skrû}

shovel [DES ENG] A hand tool having a flattened scoop at the end of a long handle for moving soil, aggregate, cement, or other similar material. [MECH ENG] A mechanical excavator. {shâv-al}

shovel dozer See tractor loader. {shâv-al, ,dôz-ar}

shovel loader [MECH ENG] A loading machine mounted on wheels, with a bucket hinged to the chassis which scoops up loose material, elevates it, and discharges it behind the machine. {shâv-al, ,lôd-ar}

shrinkage [ENG] 1. Contraction of a molded material, such as metal or resin, upon cooling. 2. Contraction of a plastics casting upon polymerizing. {shrîn,kîj}

shrink fit [DES ENG] A tight interference fit between mating parts made by shrinking-on, that is, by heating the outer member to expand the bore for easy assembly and then cooling so that the outer member contracts. {shrîn, ,fît}

shrink forming [DES ENG] Forming metal wherein the piece undergoes shrinkage during cooling following the application of heat, cold upset, or pressure. {shrîn, ,fôr-mîn}

shrink ring [DES ENG] A heated ring placed on
an assembly of parts, which on subsequent cooling fixes them in position by contraction.

**shrink wrapping** [ENG] A technique of packaging with plastics in which the strains in plastics film are released by raising the temperature of the film, causing it to shrink-fit over the object being packaged. ('shrink, rıp-iŋ)

**shroud** [ENG] A protective covering, usually of metal plate or sheet. (ʃraʊd)

**shrouded propeller See ducted fan. ('ʃraʊd-əd prəˈpel-ər)

**shunt** [CIV ENG] To shove or turn off to one side, as a car or train from one track to another. [ELEC] 1. A precision low-value resistor placed across the terminals of an ammeter to increase its range by allowing a known fraction of the circuit current to go around the meter. Also known as electric shunt. 2. To place one part in parallel with another. 3. See parallel. (ʃaʊnt)

**shut-down circuit** [ENG] An electronic, electric, or pneumatic system designed to shut off and close down process systems or equipment, can be used for routine or emergency situations. (ʃaʊt,daʊn, sərˈkæt)

**shut height** [MECH ENG] The distance in a press between the bottom of the slide and the top of the bed, indicating the maximum die height that can be accommodated. (ʃaʊt, ˈbɪt)

**shutoff head** [MECH ENG] The pressure developed in a centrifugal or axial flow pump when there is zero flow through the system. (ʃaʊt, əf, ˈhed)

**shutter dam** [CIV ENG] A dam consisting of a series of pieces that can be lowered or raised by revolving them about their horizontal axis. (ʃaʊt-dər, ˈdæm)

**shuttering See formwork. (ʃaʊt-ə-ríŋ)

**shuttle** [MECH ENG] A back-and-forth motion of a machine which continues to face in one direction. (ʃaʊtl)

**shuttle conveyor** [MECH ENG] Any conveyor in a self-contained structure movable in a defined path parallel to the flow of the material. (ʃaʊt-əl kan, ˈvār
dər)

**shuttling** [ENG] A movement involving two or more trips or partial trips by the same motor vehicles between two points. (ʃaʊtl-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
-
off the traverse or that is not intended to be used as a base for the extension of the survey.

side slope  [ENG] A test course used to determine lateral stability of a vehicle as well as steering, carburetion, and other functions. ('sid,sl̩ıp)

disetram  [CIV ENG] A short railroad track converted into a hot chamber whose temperature is known to be the reduction of the temperature of the source, and then uses a digital circuit to repeat the signal at a single-valued pulse stream in which the number of these pulses over a fixed period then is the reciprocal of the number of parallel wires as regards the aperture (quoted in micrometers or millimeters), and by the number of parallel wires per linear inch as regards the mesh. 60-mesh equals 60 wires per inch. ('siv,mesh)

sieve plate  [CHEM ENG] A distillation-tower tray that is perforated so that the vapor emerges vertically through the tray, passing through the liquid holdup on top of the tray, used as a replacement for bubble-cap trays in distillation. Also known as sieve tray. ('siv,plat)

sieve shaker  [CHEM ENG] A device used to shake a stacked column of standard sieve-test trays to cause solids to sift progressively from one tray onto a siding. Also known as sieve or screen, defined by four boundary wires (warp and woof), the laboratory mesh is square and is defined by the shortest distance between two parallel wires as regards aperture (quoted in micrometers or millimeters), and by the number of parallel wires per linear inch as regards mesh. 60-mesh equals 60 wires per inch. ('siv,mesh)

sieve shaker  [CHEM ENG] A device used to shake a stacked column of standard sieve-test trays to cause solids to sift progressively from the top (large openings) to the bottom (small openings and a final pan), according to particle size. ('siv,sha̱kar)

sieveng  See sieve analysis. ('siv,in)

sight-feed  [ENG] Pertaining to piping in which the flowing liquid can be observed through a transparent tube or wall. ('sīt,fed)

sight glass  [ENG] A glass tube or a glass-faced section on a process line or vessel; used for visual reading of liquid levels or of manometer pressures. ('sīt,glas)

sighting tube  [ENG] A tube, usually ceramic, inserted into a hot chamber whose temperature is known to be measured; an optical pyrometer is sighted into the tube to observe the interior end of the tube to give a temperature reading. ('sīt-in,tub)

sight rod  See range rod. ('sīt,rād)

sigma-delta analog-to-digital converter  [ELECTR] A converter that uses an analog circuit to generate a single-valued pulse stream in which the frequency of pulses is determined by the analog source, and then uses a digital circuit to repeatedly sum the number of these pulses over a fixed time interval, converting the pulses to numeric values. ('sig-ma,dij-tā,an,a,lāg tū ,dij-ad-əl kan,vard-ər)

sigma-delta converter  [ELECTR] A class of electronic systems containing both analog and digital subsystems whose most common application is the conversion of analog signals to digital form, and vice versa, using pulse density modulation to create a high-rate stream of single-amplitude pulses in either case. Also known as delta-sigma converter. ('sig-ma,del-tā kan,vard-ər)

sigma-delta digital-to-analog converter  [ELECTR] A converter that uses a digital circuit to convert numeric values from a digital processor to a pulse stream and then uses an analog low-pass filter to produce an analog waveform. ('sig-ma,del-tā ,dij-ad-əl tū ,an,a,lāg kan,vard-ər)

sigma-delta modulator  [ELECTR] The circuit used to generate a pulse stream in a sigma-delta converter. Also known as delta-sigma modulator. ('sig-ma,del-tā 'māj-ə,lād-ər)
sigma function

**sigma function**  [THERMO] A property of a mixture of air and water vapor, equal to the difference between the enthalpy and the product of the specific humidity and the enthalpy of water (liquid) at the thermodynamic wet-bulb temperature, it is constant for constant barometric pressure and thermodynamic wet-bulb temperature.  {'σίγ-μα' σιγ-μα 'sīg-ma'ʃăn}

**signal correction**  [ENG] In seismic analysis, a correction to eliminate the time differences between reflection times, resulting from changes in the outgoing signal from shot to shot.  {'σίγ-ναλ κό-ρκ-σχαν 'sig-nał ko-rek-șan}

**signal effect**  [ENG] In seismology, variation in arrival times of reflections recorded with identical filter settings, as a result of changes in the specific humidity and the enthalpy of water (liquid) at the thermodynamic wet-bulb temperature, it is constant for constant barometric pressure and thermodynamic wet-bulb temperature.  {'σίγ-ναλ κό-ρκ-σχαν 'sig-nał ko-rek-șan}

**signal correction**  [ENG] In seismic analysis, a correction to eliminate the time differences between reflection times, resulting from changes in the outgoing signal from shot to shot.  {'σίγ-ναλ κό-ρκ-σχαν 'sig-nał ko-rek-șan}

**signal-to-interference ratio**  [ELECTR] Electric test instrument that delivers a sinusoidal output at an accurately calibrated frequency that may be anywhere from the audio to the microwave range; the frequency and amplitude are adjustable over a wide range, and the output usually may be amplitude- or frequency-modulated. Also known as test oscillator.  {'σίγ-ναλ, κέ-ρ-α-ρ'}

**signal-to-noise ratio**  [ELECTR] The ratio of the amplitude of a desired signal at any point to the amplitude of noise signals at that same point; often expressed in decibels; the peak value is usually used for pulse noise, while the root-mean-square (rms) value is used for random noise. Abbreviated S/N, SNR.  {'σίγ-ναλ το 'nóiz, ră-șo-ho'}

**signal tower**  [CIV ENG] A switch tower from which railroad signals are displayed or controlled.  {'σίγ-ναλ τά-του-ρ'}

**signal voltage**  [ELEC] Effective (root-mean-square) voltage value of a signal.  {'σίγ-ναλ υόλ-τι-τι-τι'}

**silent speed**  [ENG] The speed at which silent motion pictures are fed through a projector, equal to 16 frames per second [sound-film speed is 24 frames per second].  {'σίλ-ναντ 'spēd}
simultaneity

2. The horizontal overflow line of a dam spillway or other weir structure. 3. A horizontal member on which a lift gate rests when closed. 4. A low concrete or masonry dam in a small stream to retard bottom erosion. [CONT SYS] A type of robot articulation that has three degrees of freedom. [SIM]
sill anchor [BUILD] A fastener projecting from a foundation wall or foundation slab to secure the sill to the foundation. [SIM, sēl-kār]
silo [CIV ENG] A large vertical, cylindrical structure, made of reinforced concrete, steel, or timber, and used for storing grain, cement, or other materials. [SIM, sīl-o]
sitting [CIV ENG] The filling up or raising of the bedding of a body of water by depositing silt. [SIM, sīl-ī]
sitting index [ENG] The measurement of the tendency of a solids- or gel-carrying fluid to cause silt in close-tolerance devices, such as valves or other process-line flow constrictions. [SIM, sīl-ī]
silvered mica capacitor [ELECTR] A mica capacitor in which a coating of silver is deposited directly on the mica sheets to serve in place of conducting metal foil. [SIM, sīl-vār mī-kā-pəs-

silver migration [ELEC] A process, causing reduction in insulation resistance and dielectric failure; silver, in contact with an insulator, at high humidity, and subjected to an electrical potential, is transported ionically from one location to another. [SIM, sīl-vār mī-grā-shan]
similarity principle See principle of dynamical similarity. [SIM, sī, lī-sim-

similitude [ENG] A likeness or resemblance, for example, the scale-up of a chemical process from a laboratory or pilot-plant scale to a commercial scale. [SIM, sī-līt-ūd]
simmer [ENG] The detectable leakage of fluid in a safety valve below the popping pressure. [SIM, sīm-ər]
simo chart [IND ENG] A basic motion-time chart used to show the simultaneous nature of motions; commonly a therblig chart for two-hand work with motion symbols plotted vertically with respect to time, showing the therblig abbreviation and a brief description for each activity, and individual times values and body-member detail. Also known as simultaneous motion-cycle chart. [SIM, sī-mō, chārt]
Simon’s theory [ENG] A theory of drilling which includes the effects of drilling by percussion and by vibration with a rotary (oil well) bit, cable tool, and pneumatic hammer, the rate of penetration of a chisel-shaped bit into brittle rock may be defined as follows: \[ R = \frac{N T f_J}{d^2} \] where \( R \) equals the rate of advance of bit, \( N \) equals the number of impacts per unit time, \( T \) equals the diameter of the bit, and \( A \) equals the cross-sectional area of the crater at the periphery of the drill hole. [SIM, sī-mōn, thē-rē]
simple balance [ENG] An instrument for measuring weight in which a beam can rotate about a knife-edge or other point of support, the unknown weight is placed in one of two pans suspended from the ends of the beam and the known weights are placed in the other pan, and a small weight is slid along the beam until the beam is horizontal. [SIM, pāl 'bāl-əns]
simple continuous distillation See equilibrium flash vaporization. [SIM, pāl kān'tin-wa-wa-

simple engine [MECH ENG] An engine (such as a steam engine) in which expansion occurs in a single phase, after which the working fluid is exhausted. [SIM, pāl 'en-jān]
simple harmonic motion See harmonic motion. [SIM, pāl hār'mān-ik 'mō-shan]
simple machine [MECH ENG] Any of several elementary machines, one or more being incorporated in every mechanical machine; usually, only the lever, wheel and axle, pulley (or block and tackle), inclined plane, and screw are included, although the gear drive and hydraulic press may also be considered simple machines. [SIM, pāl mā-shen]
simple pendulum [MECH] A device consisting of a small, massive body suspended by an inextensible object of negligible mass from a fixed horizontal axis about which the body and suspension are free to rotate. [SIM, pāl 'pen-ja-\n
simplex concrete pile [CIV ENG] A molded-in-place pile made by using a hollow cylindrical mandrel which is filled with concrete after having been driven to the desired depth and raised a few feet at a time, the concrete flowing out at the bottom and filling the hole in the earth. [SIM, pāl kān, krit 'pil]
simplex pump [MECH ENG] A pump with only one steam cylinder and one water cylinder. [SIM, pāl pām-pə]
SIMS See secondary ion mass spectrometer. [SIM]
simulate [ENG] To mimic some or all of the behavior of one system with a different, dissimilar system, particularly with computers, models, or other equipment. [SIM, sī-mā-lāt]
simulator [ENG] A computer or other piece of equipment that simulates a desired system or condition and shows the effects of various applied changes, such as a flight simulator. [SIM, sī-mā,lāt-ər]
simultaneity [MECH] Two events have simultaneity, relative to an observer, if they take place at the same time according to a clock which is

501
simultaneous motion-cycle chart

fixed relative to the observer. \( \text{si-mô-l-tăn-tā-nē-ād-ē} \)

**simultaneous motion-cycle chart** See simo chart. \( \text{si-mô-l-tăn-tā-nē-ās ˈmō-shon ˈsī-kal ˈchâr-t} \)

**sine bar** [DES ENG] A device consisting of a steel straight edge with two cylinders of equal diameter attached near the ends with their centers equidistant from the straightedge, used to measure angles accurately and to lay out work at a desired angle in relationship to a surface. \( \{ˈsīn ˈbär\} \)

**sine galvanometer** [ENG] A type of magnetometer in which a small magnet is suspended in the center of a pair of Helmholz coils, and the rest position of the magnet is measured when various known currents are sent through the coils. \( \{ˈsīn ˈgăl-vo-ˈnăm-ał-ər\} \)

**sine-wave response** See frequency response. \( \{ˈsīn ˈwāv ˈrē-spāns\} \)

**singing** [CONT SYS] An undesired, self-sustained oscillation in a system or component, at a frequency in or above the passband of the system or component, generally due to excessive positive feedback. \( \{ˈsīn-ˈjē\} \)

**singing margin** [CONT SYS] The difference in level, usually expressed in decibels, between the singing point and the operating gain of a system or component. \( \{ˈsīn-ˈjē ˈmār-ˈjän\} \)

**singing point** [CONT SYS] The minimum value of gain of a system or component that will result in singing. \( \{ˈsīn-ˈjē ˈpoint\} \)

**single acting** [MECH ENG] Acting in one direction only, as a single-acting plunger, or a single-acting engine (admitting the working fluid on one side of the piston only). \( \{ˈsīn-ˈgăl ˈak-ˈtēn\} \)

**single-action press** [MECH ENG] A press having a single slide. \( \{ˈsīn-ˈgăl ˈək-ˈshan ˈpress\} \)

**single-axis gyroscope** [ENG] A gyroscope suspended in just one gimbal whose bearings form its output axis; an example is a rate gyroscope. \( \{ˈsīn-ˈgăl ˈak-səs ˈjī-rə ˈskōp\} \)

**single-block brake** [MECH ENG] A friction brake consisting of a short block fitted to the contour of a wheel or drum and pressed up against the surface by means of a lever on a fulcrum, used on railroad cars. \( \{ˈsīn-ˈgăl ˈblāk ˈbrāk\} \)

**single-button carbon microphone** [ENG ACOUS] Microphone having a carbon-filled buttonlike container on only one side of its flexible diaphragm. \( \{ˈsīn-ˈgăl ˈbāt-ən ˈkār-bən ˈmī-kra-ˈfôn\} \)

**single-cut file** [DES ENG] A file with one set of parallel teeth, extending diagonally across the face of the file. \( \{ˈsīn-ˈgăl ˈkat ˈfil\} \)

**single-degree-of-freedom gyro** [MECH] A gyro the spin reference axis of which is free to rotate about only one of the orthogonal axes, such as the input or output axis. \( \{ˈsīn-ˈgăl ˈdī-grē əv ˈfrē-dəm ˈjī-rō\} \)

**single-edged push-pull amplifier circuit** [ELECTR] Amplifier circuit having two transmission paths designed to operate in a complementary manner and connected to provide a single unbalanced output without the use of an output transformer. \( \{ˈsīn-ˈgăl ˈpəs ˈpul ˈam-ˈpăl ˈfrō ˈsîr-ˈkăt\} \)

**single-effect evaporation** [CHEM ENG] An evaporation process completed entirely in one vessel or by means of a single heating unit. \( \{ˈsīn-ˈgăl ˈflekt ˈī-năp-ˈră-shan\} \)

**single-electron transistor** [ELECTR] A transistor whose dimensions are extremely small, in the nanometer range, causing it to exhibit characteristics that are sensitive to the transport and storage of single electrons. \( \{ˈsīn-ˈgăl ˈlēk-trăn ˈtrān-zĭs-tɔr\} \)

**single-ended signal** [ELECTR] A circuit signal that is the voltage difference between two nodes, one of which can be defined as being at ground or reference voltage. \( \{ˈsīn-ˈgăl ˈên-dōd ˈsīn-ˈnăl\} \)

**single-ended spread** [ENG] A spread of geophones in which the shot point is located at one end of the arrangement. \( \{ˈsīn-ˈgăl ˈên-dōd ˈspred\} \)

**single-hand drilling** [ENG] A method of rock drilling in which the drill steel, which is held in the hand, is struck with a 4-pound (1.8-kilogram) hammer, the drill being turned between the blows. \( \{ˈsīn-ˈgăl ˈhans ˈdrl-ˈinj\} \)

**single-in-line package** [ELECTR] A packaged resistor network or other assembly that has a single row of terminals or lead wires along one edge of the package. Abbreviated SIP. \( \{ˈsīn-ˈgăl ˈsīnˌlin ˈpak-ˈi-kə\} \)

**single-layer bit** See surface-set bit. \( \{ˈsīn-ˈgăl ˈlār-ˈr̩ bit\} \)

**single-loop feedback** [CONT SYS] A system in which feedback may occur through only one electrical path. \( \{ˈsīn-ˈgăl ˈlüp ˈfēˌdō ˈbāk\} \)

**single-loop servomechanism** [CONT SYS] A servomechanism which has only one feedback loop. Also known as servo loop. \( \{ˈsīn-ˈgăl ˈlüp ˈsl̩r-ˈvōˌmēˌkəˌniz-ˈmōn\} \)

**single-phase** [ELEC] Energized by a single alternating voltage. \( \{ˈsīn-ˈgăl ˈfāz\} \)

**single-phase circuit** [ELEC] Either an alternating-current circuit which has only two points of entry, or one which, having more than two points of entry, is intended to be so energized that the potential differences between all pairs of points of entry are either in phase or differ in phase by 180°. \( \{ˈsīn-ˈgăl ˈfāz ˈsör-ˈkät\} \)

**single-phase flow** [CHEM ENG] The flow of a material, as a gas, single-phase liquid, or a solid, but not in any combination of the three. \( \{ˈsīn-ˈgăl ˈfāz ˈflio\} \)

**single-phase meter** [ENG] A type of power-factor meter that contains a fixed coil that carries the load current, and crossed coils that are connected to the load voltage; there is no spring to restrain the moving system, which takes a position to indicate the angle between the current and voltage. \( \{ˈsīn-ˈgăl ˈfāz ˈmēd-ˈar\} \)

**single-phase motor** [ELEC] A motor energized by a single alternating voltage. \( \{ˈsīn-ˈgăl ˈfāz ˈmōd-ˈər\} \)

**single-piece milling** [MECH ENG] A milling method whereby one part is held and milled in one machine cycle. \( \{ˈsīn-ˈgăl ˈpēs ˈmīl-əŋ\} \)

**single-point grounding** [ELEC] Grounding system that attempts to confine all return currents to a network that serves as the circuit reference;
to be effective, no appreciable current is allowed to flow in the circuit reference, that is, the sum of the return currents is zero. \('\text{sing-gal point}^{\text{ground-pin}}\).  

**single-point tool** [ENG] A cutting tool having one face and one continuous cutting edge. \('\text{sing-gal point}^{\text{tul}}\).  

**single-pole double-throw** [ELEC] A three-terminal switch or relay contact arrangement that connects one terminal to either of two other terminals. Abbreviated SPDT. \('\text{sing-gal pôl}^{\text{dab-al}}\ '\text{thró}\).  

**single-pole single-throw** [ELEC] A two-terminal switch or relay contact arrangement that opens or closes one circuit. Abbreviated SPST. \('\text{sing-gal pôl}^{\text{sing-gal thré}}\).  

**single-pole double-throw** [ELEC] A two-terminal switch or relay contact arrangement that connects one terminal to one of the other terminals. \('\text{sing-gal pôl}^{\text{sing-gal thré}}\).  

**single sampling** [IND ENG] A sampling inspection in which the lot is accepted or rejected on the basis of one sample. \('\text{sing-gal sam-plîj}\).  

**single-shot blocking oscillator** [ELECTR] Blocking oscillator modified to operate as a single-shot trigger circuit. \('\text{sing-gal shât}^{\text{błąk-îj}}\ '\text{âs-a},\text{låd-ôr}\).  

**single-shot explorer** [ENG] A magneto explorer operated by the twist action given by a half turn of the firing key. \('\text{sing-gal shât}^{\text{ik}}\ '\text{spłôd-ôr}\).  

**single-shot multivibrator** See monostable multivibrator. \('\text{sing-gal shât}^{\text{mal-tîv}},\text{bråd-ôr}\).  

**single-shot trigger circuit** [ELECTR] Trigger circuit in which one triggering pulse initiates one complete cycle of conditions ending with a stable condition. Also known as single-trip trigger circuit. \('\text{sing-gal shât}^{\text{trîg-ôr}}\ '\text{sår-kat}\).  

**single-sided amplifier** See single-end amplifier. \('\text{sing-gal åstd-ad}^{\text{åm-pla},\text{frår}}\).  

**single-board** [ELECTR] A printed wiring board that contains all of the interconnect material on one of the external layers. \('\text{sing-gal åsd-ad}^{\text{bôrd}}\).  

**single-stage compressor** [MECH ENG] A machine that effects overall compression of a gas or vapor from suction to discharge conditions without any sequential multiplicity of elements, such as cylinders or rotors. \('\text{sing-gal åstâ}^{\text{kam-pres-ôr}}\).  

**single-stage pump** [MECH ENG] A pump in which the head is developed by a single impeller. \('\text{sing-gal åstäl}^{\text{pamp}}\).  

**single thread** [DES ENG] A screw thread having a single helix in which the lead and pitch are equal. \('\text{sing-gal thred}\).  

**single-shot switch** [ELEC] A switch in which the same pair of contacts is always opened or closed. \('\text{sing-gal thiro}^{\text{swich}}\).  

**single-trip trigger circuit** See single-shot trigger circuit. \('\text{sing-gal tîp}^{\text{trîg-ôr}},\text{sår-kat}\).  

**single-tuned amplifier** [ELECTR] An amplifier characterized by resonance at a single frequency. \('\text{sing-gal tûnd}^{\text{am-pla},\text{frår}}\).  

**single-unit semiconductor device** [ELECTR] Semiconductor device having one set of electrodes associated with a single carrier stream. \('\text{sing-gal yû-nat}^{\text{sem-i-kôn}},\text{dák-tôr dî-yîs}\).  

**s干扰 arc** [CONT SYS] In an optimal control problem, that portion of the optimal trajectory in which the Hamiltonian is not an explicit function of the control inputs, requiring higher-order necessary conditions to be applied in the process of solution. \('\text{sing-gya-tôr}^{\text{dárk}}\).  

**sink-float separation process** [ENG] A simple gravity process used in ore dressing that separates particles of different sizes or composition on the basis of differences in specific gravity. \('\text{sing-kîj}^{\text{fîłét}},\text{sep-rô-så-nan},\text{prâ-sås}\).  

**sinking fund** [IND ENG] A fund established by periodically depositing funds at compound interest in order to accumulate a given sum at a given future time for some specific purpose. \('\text{sing-kîj}^{\text{fånd}}\).  

**sink mark** [ENG] A shallow depression or dimple on the surface of an injection-molded plastic part due to collapsing of the surface following local internal shrinkage after the gate seals. \('\text{sing-kîj}^{\text{mårk}}\).  

**sinter setting** See mechanical setting. \('\text{sin-tôr}^{\text{scêd-îj}}\).  

**sinusoidal current** See simple harmonic current. \(\text{sin-tôr}^{\text{såyd-ôd-ål} \ '\text{kær-ånt}}\).  

**SIP** See single in-line package. \(\text{såp}^{\text{såp}}\).  

**siphon** [ENG] A tube, pipe, or hose through which a liquid can be moved from a higher to a lower level by atmospheric pressure forcing it up the shorter leg while the weight of the liquid in the longer leg causes continuous downward flow. \(\text{såfån}^{\text{såfån}}\).  

**siphon barograph** [ENG] A recording siphon barometer. \(\text{såfån}^{\text{bår-a-gråf}}\).  

**siphon barometer** [ENG] A l-shaped mercury barometer in which the stem of the I is capped and the cup is open to the atmosphere. \(\text{såfån}^{\text{bår-åm-åd-ôr}}\).  

**siphon recorder** [ENG] A recorder in which a small siphon discharges ink to make the record, used in submarine telegraphy. \(\text{såfån}^{\text{ri-kôrd-ôr}}\).  

**siphon spillway** [CIV ENG] An enclosed spillway passing over the crest of a dam in which flow is maintained by atmospheric pressure. \(\text{såfån}^{\text{spîl,wå}}\).  

**siren** [ENG ACOUS] An apparatus for generating sound by the mechanical interruption of the flow of fluid (usually air) by a perforated disk or cylinder. \(\text{såfån}^{\text{såfån}}\).  

**sister hook** [DES ENG] 1. Either of a pair of hooks which can be fitted together to form a closed ring. 2. A pair of such hooks. \(\text{sås-tôr}^{\text{hük}}\).  

**site** [ENG] Position of anything; for example, the position of a gun emplacement. \(\text{såit}^{\text{såit}}\).  

**six-axis system** [MECH ENG] A robot that has six degrees of freedom, three rectangular and three rotational. \(\text{siks}^{\text{siks}},\text{sås-sås}^{\text{sås-sås}},\text{sis-tâm}^{\text{sis-tâm}}\).  

**six-phase circuit** [ELEC] Combination of circuits energized by alternating electromotive forces which differ in phase by one-sixth of a cycle (60°). \(\text{siks}^{\text{siks}},\text{sår-kat}^{\text{sår-kat}}\).  

Six's thermometer [ENG] A combination maximum thermometer and minimum thermometer, the tube is shaped in the form of a U with a bulb.
six-tenths factor

at either end; one bulb is filled with creosote which expands or contracts with temperature variation, forcing before it a short column of mercury having iron indexes at either end; the indexes remain at the extreme positions reached by the mercury column, thus indicating the maximum and minimum temperatures; the indexes can be reset with the aid of a magnet. { 'sık-saz thɔr, mɑːm-əd-ər }

six-tenths factor [IND ENG] An empirical relationship between the cost and the size of a manufacturing facility; as size increases, cost increases by an exponent of six-tenths, that is cost/cost2 = (size/size2)0.6. { 'siks şenths fək-tər }

sixty degrees Fahrenheit British thermal unit See British thermal unit. { 'siks-tê dîlğrez fər-ən,hit 'brid-əsh 'thar-məl, jil-næt' }

size analysis See particle-size analysis. { 'siz, ə,næl-ə-sæs }

size block See gate block. { 'stz, ə,blæk }

size classification See sizing. { 'siz, ə,kla-sə-fə, kə-shən }

size dimension [DES ENG] In dimensioning, a specified value of a diameter, width, length, or other geometrical characteristic directly related to the size of an object. { 'siz dɪ,men-shən }

size enlargement [CHEM ENG] Making large particles out of small ones by crystallization, particle cementation, tabletting, briquetting, agglomeration, flocculation, melting, casting, compaction and extrusion, and sintering or nodulizing. { 'siz ɪn,lær-jə-mənt }

size-frequency analysis See particle-size analysis. { 'siz ɪn,frɛ-kwən-sə, ə,næl-ə-sæs }

size reduction [MECH ENG] The breaking of large pieces of coal, ore, or stone by a primary breaker, or of small pieces by grinding equipment. { 'siz rɪ,ə,ək-ə-shən }

sizing [ENG] 1. Separating an aggregate of mixed particles into groups according to size, using a series of screens. Also known as size classification. 2. See sizing treatment [MECH ENG] A finishing operation to correct surfaces and shapes to meet specified dimensions and tolerances. { 'sizɪŋ }

sizing screen [DES ENG] A mesh sheet with standard-size apertures used to separate granular material into classes according to size; the Tyler standard screen is an example. { 'sizɪŋ ə,skeən }

sizing treatment [ENG] Also known as sizing, surface sizing. 1. Application of material to a surface to fill pores and thus reduce the absorption of subsequently applied adhesive or coating, used for textiles, paper, and other porous materials. 2. Surface-treatment applied to glass fibers used in reinforced plastics. { 'sizɪŋ ə,trɛt-mənt }

skid [ENG] 1. A device attached to a chain and placed under a wheel to prevent its turning when descending a steep hill. 2. A timber, bar, rail, or log placed under a heavy object when it is being moved over bare ground. 3. A wood or metal platform support on wheels, legs, or runners used for handling and moving material. Also known as skid platform. { 'sık, ə,lev-əl, ə,gər }

skid-mounted [ENG] Equipment or processing systems mounted on a portable platform. { 'sık, ə,maʊnt-əd }

skim coat [BUILD] A finish coat of plaster composed of lime putty and fine white sand. { 'skim kət }

skimming plant [CHEM ENG] A petroleum refinery designed to remove and finish only the lighter constituents of crude oil, such as gasoline and kerosine; the heavy ends are sold as fuel oil or for further processing elsewhere. { 'skimɪŋ plænt }

skin [BUILD] The exterior wall of a building. [ENG] In flexible bag molding, a protective covering for the mold, it may consist of a thin piece of plywood or a thin hardwood. { 'skin }

sking diving [ENG] Diving without breathing apparatus, using fins and faceplate only. { 'skɪŋ dɪvɪŋ }

skintle [CIV ENG] To set bricks in an irregular fashion so that they are out of alignment with the face by 1/4 inch (6 millimeters) or more. { 'skint-əl }

skip See skip hoist. { skip }

skip distance [ENG] In angle-beam ultrasonic testing, the distance between the point of entry on the workpiece and the point of first reflection. { 'skiŋ,dɪs-tæns }

skip hoist [MECH ENG] A basket, bucket, or open car mounted vertically or on an incline on wheels, rails, or shafts and hoisted by a cable, used to raise materials. Also known as skip. { 'skiŋ hoist }

skip logging [ENG] A phenomenon during
acoustical (sonic) logging in which the acoustical energy is attenuated by low-elasticity formations and lacks the energy to trip the second sonic receiver (skips a cycle). Also known as cycle skip.

\{'skip, trajek-tré\}

**skip trajectory** [MECH] A trajectory made up of ballistic phases alternating with skipping phases; one of the basic trajectories for the unpowered portion of the flight of a reentry vehicle or spacecraft reentering earth's atmosphere.

\{'skip trajek-tré\}

**skirt** See baseboard.

\{'skart\}

**skirting** See baseboard.

\{'skard-iŋ\}

**skirting block** [BUILD] Also known as base block; plinth block. 1. A corner block where a base strip and vertical enframement meet. 2. A concealed block to which a baseboard is anchored. \{'skard-iŋ, bålák\}

**skirt roof** [BUILD] A false band of roofing projecting from between the stories of a building.

\{'skart, rÜf\}

**skiving** [MECH ENG] 1. Removal of material in thin layers or chips with a high degree of shear or slippage of the cutting tool. 2. A machining operation in which the cut is made with a form tool with its face at an angle allowing the cutting edge to progress from one end of the work to the other as the tool feeds tangentially past ten rotating workpieces. \{'skiv-iŋ\}

**skull cracker** [ENG] A heavy iron or steel ball that can be swung freely or dropped by a derrick to raze buildings or to compress bulky scrap. Also known as wrecking ball. \{'skal, krak-ər\}

**skylight** [ENG] An opening in a roof or ship deck that is covered with glass or plastic and designed to admit daylight.

\{'skr, li:t\}

**skyscraper** [BUILD] A very tall, multistory building.

\{'skt, skræp-ər\}

**slab** [CIV ENG] That part of a reinforced concrete floor, roof, or platform which spans beams, columns, walls, or piers. [ELECTR] A relatively thick-cut crystal from which blanks are obtained by subsequent transverse cutting. [ENG] The outside piece cut from a log when sawing it into boards. \{'slab\}

**slabbing cutter** [MECH ENG] A face-milling cutter used to make wide, rough cuts. \{'slab-ıŋ, kæd-ər\}

**slab cutter** See plain milling cutter. \{'slab, kæd-ər\}

**slabstone** See slab. \{'slab, stōn\}

**slack** [ENG] Looseness or play in a mechanism, as the play in the trigger of a small-arms weapon. \{'slak\}

**slackline cableway** [MECH ENG] A machine, widely used in sand-and-gravel plants, employing an open-ended dragline bucket suspended from a carrier that runs upon a track cable, which can dig, elevate, and convey materials in one continuous operation. \{'slak, lın ‘ka-bal, wà\}

**slack time** [ENG] For an activity in a PERT or critical-path-method network, the difference between the latest possible completion time of each activity which will not delay the completion of the overall project, and the earliest possible completion time, based on all predecessor activities. \{'slak, tìm\}

**slamming stilte** [BUILD] The vertical strip that a closed door alights; it receives the bolt when the lock engages. \{'släm-iŋ, stål\}

**slant depth** [DES ENG] The distance between the crest and root of a screw thread measured along the angle forming the flank of the thread.

\{'slånt, deþ\}

**slant drilling** [ENG] The drilling of a borehole or well at an angle to the vertical.

\{'slånt, dril-iŋ\}

**slat conveyor** [MECH ENG] A conveyor consisting of horizontal slats on an endless chain.

\{'sålt Kan, va-ar\}

**slave** [CONT SYS] A device whose motions are governed by instructions from another machine.

\{'sålv\}

**slave arm** [ENG] A component of a remote manipulator that automatically duplicates the motions of a master arm, sometimes with changes of scale in displacement or force.

\{'sålv, arm\}

**sled** [ENG] An item equipped with runners and a suitable body designed to transport loads over ice and snow.

\{'sleð\}

**sledgehammer** [DES ENG] A large heavy hammer that is usually wielded with two hands, used for driving stakes or breaking stone.

\{'slej, ham-ər\}

**sleeper** [CIV ENG] A timber, steel, or precast concrete beam placed under rails to hold them at the correct gage.

\{'slep-ər\}

**sleeve** [ELEC] 1. The cylindrical contact that is farthest from the tip of a phone plug. 2. Insulating tubing used over wires or components. Also known as bushing; sleeving.

\{'sålv, en-kopp-lår\}

**sleeve bearing** [MECH ENG] A machine bearing in which the shaft turns and is lubricated by a sleeve.

\{'slej, ber-iŋ\}

**sleeve burner** [ENG] A type of oil burner for domestic heating.

\{'slej, bår-nar\}

**sleeve coupling** [DES ENG] A hollow cylinder which fits over the ends of two shafts or pipes, thereby joining them.

\{'sålv, kopp-uŋ\}

**sleeve joint** [DES ENG] A device for joining the ends of two wires or cables together, constructed by forcing the ends of the wires or cables into both ends of a hollow sleeve.

\{'sålv, joŋt\}

**sleeve valve** [MECH ENG] An admission and exhaust valve on an internal-combustion engine consisting of one or two hollow sleeves that fit around the inside of the cylinder and move with the piston so that their openings align with the inlet and exhaust ports in the cylinder at proper stages in the cycle.

\{'slej, val\}

**slenderness ratio** [CIV ENG] The ratio of the length of a column L to the radius of gyration r about the principal axes of the section.

\{'slën-där-nas, ra-sho\}

**slewing** [ENG] Moving a radar antenna or a sonar transducer rapidly in a horizontal or vertical direction, or both.
slewing mechanism

slewing mechanism [ENG] Device which permits rapid traverse or change in elevation of a weapon or instrument. (ˈslɪd-ɪŋˈ ,mek-əˌniz-mən-

slew rate [CONT SYS] The maximum rate at which a system can follow a command. [ELECTR] The maximum rate at which the output voltage of an operational amplifier changes for a square-wave or step-signal input; usually specified in volts per microsecond. (ˈslɪdˌræt)
slip form  [CIV ENG] A narrow section of formwork that can be easily removed as concrete placing progresses.  

slip forming  [ENG] A plastics-sheet forming technique in which some of the sheet is allowed to slip through the mechanically operated clamping rings during stretch-forming operations.  

slip friction clutch  [MECH ENG] A friction clutch designed to slip when too much power is applied to it.  

slip joint  [CIV ENG] 1. Contraction joint between two adjoining wall sections, or at the horizontal bearing of beams, slabs, or precast units, consisting of a vertical tongue fitted into a groove which allows independent movement of the two sections.  

slip plane  [ENG] A plane visible by reflected light in a transparent material; caused by poor welding and shrinkage during cooling.  

slip ratio  [MECH ENG] For a screw propeller, relates the actual advance to the theoretic advance determined by pitch and spin.  

slipper brake  [MECH ENG] A plate placed against a moving part to slow or stop it.  

slippage  [ENG] The leakage of fluid between the faces of two solid objects.  


slippage loss  [ENG] 2. See slippage.  

slip ratio  [MECH ENG] One of the conductor-holding grooves and slots of a motor.  

slip speed  See slip.  

slip tongue  [ENG] A pole on a horse-drawn wagon that is fastened by slipping it between two plates connected to the forecarriage.  

slipway  [CIV ENG] The space in a shipyard where a foundation for launching ways and keel making a mortise or shaping the sides of an opening is left.  


slot extrusion  [ENG] A method of extruding plastics-film sheet in which the molten thermoplastic compound is forced through a straight slot.  

slotted-head screw  [DES ENG] A screw fastener with a single groove across the diameter of the head.  

slotted nut  [DES ENG] A regular hexagon nut with slots cut across the flats of the hexagon so that a cotter pin or safety wire can hold it in place.  

sloter  [MECH ENG] A machine tool used for making a mortise or shaping the sides of an aperture.  

sloting  [MECH ENG] Cutting a mortise or a similar narrow aperture in a material using a machine with a vertically reciprocating tool.  

sloting machine  [MECH ENG] A vertically reciprocating planing machine, used for making mortises and for shaping the sides of openings.  

slot washer  [DES ENG] A lock washer with an indentation on its edge through which a nail or screw can be driven to hold it in place.  

slop  [CHEM ENG] A petroleum-refinery term for odds and ends of oil produced in the refinery; the slop must be rerun or further processed to make it suitable for use. Also known as slop oil.  

slope  [MECH] Ratio between the drop of parts.  

slope conveyor  [MECH ENG] A troughed belt conveyor used for transporting material on steep grades.  

slope course  [ENG] A proving ground facility consisting of a large mound of earth with various sloping sides on which are roads having different grades; this slope course is used to measure the slope performance of military and other vehicles, including maximum speed on various grades, the most suitable gear for best performance, traction, and the holding ability of brakes.  

slope of fall  [MECH] Ratio between the drop of a projectile and its horizontal movement; tangent of the angle of fall.  

slope oil  See slop.  

slosh test  [ENG] A test to determine the ability of the control system of a liquid-propelled missile to withstand or overcome the dynamic movement of the liquid within its fuel tanks.  

slot distributor  [ENG] A long, narrow discharge opening (slot) in a pipe or conduit, used for the extrusion of sheet material, such as plastics.  

slot dozing  [ENG] A method of moving large quantities of material with a bulldozer using the same path for each trip so that the spillage from the sides of the blade builds up along each side, after all material pushed into the slot is retained in front of the blade.  

slot extrusion  [ENG] A method of extruding plastics-film sheet in which the molten thermoplastic compound is forced through a straight slot.
washer with a slot extending from its edge to the center hole to allow the washer to be removed without first removing the bolt. { 'slát, wás hern }

slough [ENG] The fragments of rocky material from the wall of a borehole. Also known as cavings. { 'slâu } 

slow igniter cord [ENG] An igniter cord made with a central copper wire around which is extruded a plastic incendiary material with an iron wire embedded to give greater strength; the whole is enclosed in a thin extruded plastic coating. { 'sló ɪg'nétr kɔrd } 

slow match [ENG] A match or fuse that burns at a known slow rate; used for igniting explosive charges. { 'sló mætʃ } 

slow sand filter [CIV ENG] A bed of fine sand 20–48 inches (151–122 centimeters) deep through which water, being made suitable for human consumption and other purposes, is passed at a fairly low rate, 2,500,000 to 10,000,000 gallons per acre (25,000 to 94,000 cubic meters per hectare); an underdrain system of graded gravel and perforated pipes carries the water from the filters to the point of discharge. { 'sló sand fil-tər } 

slow-spiral drill See low-helix drill. { 'sló ˈspɪrl ˈdrl } 

sludge [CHEM ENG] 1. Residue left after acid treatment of petroleum oils. 2. Any semisolid waste from a chemical process. [CIV ENG] See sewage sludge. [ENG] Mud from a drill hole in boring. 2. Sediment in a steam boiler. 3. A precipitate from petroleum oils or liquid fuels, for example, the insoluble degradation products formed during the operation of an internal combustion engine. 4. An amorphous deposit that has accumulated on the surface of a tube in a heat exchanger or of an evaporating device, but is not bonded to the fouled surface. 5. See slime. { 'slədž } 

sludge bucket See calyx. { 'slæj, 'bæk-ət } 

sludge coking [CHEM ENG] The recovery of sulfuric acid from dry acid sludge. { 'slæj ˈkɒk-ɪŋ } 

sludge pit See slushpit. { 'slæj, 'pɪt } 

sludge pond See slush pond. { 'slæj, 'pænd } 

sludge pump See sand pump. { 'slæj, 'pʌmp } 

sluff [ENG] The mud cake detached from the wall of a borehole. { 'slɒf } 

slug [MECH] A unit of mass in the British gravitational system of units, equal to the mass which experiences an acceleration of 1 foot per second per second when a force of 1 pound acts on it; equal to approximately 32.1740 pounds mass or 14.5939 kilograms. Also known as geepound. { 'slɔɡ } 

slug bit See insert bit. { 'slɔɡ, 'bɪt } 

sluice [CIV ENG] 1. A passage fitted with a vertical sliding gate or valve to regulate the flow of water in a channel or lock. 2. A body of water retained by a floodgate. 3. A channel serving to drain surplus water. { 'slǔs } 

sluice gate [CIV ENG] The vertical slide gate of a sluice. { 'slǔs ˌgæt } 

sluicing pond See scouring basin. { 'slǔs-ɪŋ ˈpænd } 

slump test [ENG] Determining the consistency of concrete by filling a conical mold with a sample of concrete, then inverting it over a flat plate and removing the mold; the amount by which the concrete drops below the mold height is measured and this represents the slump. { 'slämp ˌtest } 

slurry bed reactor See ebullating-bed reactor. { 'slɔr-ə, ˈbed rɪ,ək-ə-tər } 

slurring [ENG] The formation of a mud or a suspension from a liquid and nonsoluble solid particles. { 'slɔr-ɪŋ } 

slurry preforming [ENG] The preparation of reinforced plastics preforms by wet-processing techniques; similar to pulp molding. { 'slɔr-ə prɪˈfɔrm-ɪŋ } 

slurry truck [ENG] A mobile unit that transports dry blasting ingredients, and mixes them in required proportions for introduction as explosive slurry into blastholes. { 'slɔr-ə, ˈtrʌk } 

slusher [ENG] A method for the application of vitreous enamel slip to ware by dashing it on the ware to cover all its parts, excess then being removed by shaking the ware. { 'slɔsh-ər } 

slush grouting [CIV ENG] Spreading a portland cement slurry over a surface that will subsequently be covered by concrete. { 'sləsh, ˈgraut-ɪŋ } 

slush molding [ENG] A thermoplastic casting in which a liquid resin is poured into a hot, hollow mold where a viscous skin forms; excess slush is drained off, the mold is cooled, and the molded product is stripped out. { 'sləsh, ˈmɒld-ɪŋ } 

slushpit [ENG] An excavation or diked area to hold water, mud, sludge, and other discharged matter from an oil well. Also known as mud pit, sludge pit, sludge pond. { 'sləsh, ˈpɪt } 

small calorie See calorie. { 'smɔl ˈkɑl-ə-rè } 

small-diameter blasthole [ENG] A blast hole 1/2 to 3 inches (3.8 to 7.6 centimeters) in diameter, in low-face quarries. { 'smɔl ˈdæm-ər ˈblæsthəl } 

small-lot storage [IND ENG] Generally, a quantity of less than one pallet stack, stacked to maximum storage height, thus, the term refers to a lot consisting of from one container to two or more pallet loads, but is not of sufficient quantity to form a complete pallet column. { 'smɔl lət ˈstɔr-ɪŋ } 

small-scale hydropower [MECH ENG] The generation of electricity by using hydraulic turbines in which the installed capacity of the plant lies within the range from 5 kilowatts to 5 megawatts. { 'smɔl ˈskɔl ˈhi-dəˈpɔr } 

smart sensor [ENG] A microsensor integrated with signal-conditioning electronics such as analog-to-digital converters on a single silicon chip to form an integrated microelectromechanical component that can process information itself or communicate with an embedded microprocessor. Also known as intelligent sensor. { ˈsmɑrt ˈsen-sɔr }
smart structures | [ENG] Structures that are capable of sensing and reacting to their environment in a predictable and desired manner, through the integration of various elements, such as sensors, actuators, power sources, signal processors, and communications network. In addition to carrying mechanical loads, smart structures may alleviate vibration, reduce acoustic noise, monitor their own condition and environment, automatically perform precision alignments, or change their shape or mechanical properties on command. {'smart 'strak-charz}

smart tool | [CONT SYS] A robot end effector or fixed tool that uses sensors to measure the tool’s position relative to reference markers or a workpiece or jig, and an actuator to adjust the tool’s position with respect to the workpiece. {'smart 'tül}

Smithell’s burner | [ENG] Two concentric tubes that can be added to a bunsen burner to separate the inner and outer flame cones. {'smith-alz 'bar-nar}

Smith- McIntyre sampler | [MECH ENG] A device for taking samples of sediment from the ocean bottom; the digging and hoisting mechanisms are independent: the digging bucket is forced into the sediment before the hoisting action occurs. {'sm'ith 'mak-en-fär 'sam-plär}

smoke | [ENG] Dispersions of finely divided (0.01–5.0 micrometers) solids or liquids in a gaseous medium. {'smök}

smokebox | [MECH ENG] A chamber external to a boiler for trapping the unburned products of combustion. {'smök,bäks}

smoke chamber | [ENG] That area in a fireplace directly above the smoke shelf. {'smök 'chäm-bär}

smoke detector | [ENG] A photoelectric system for an alarm when smoke in a chimney or other location exceeds a predetermined density. {'smök di,tæk-tär}

smoke point | [ENG] The maximum flame height in millimeters at which kerosine will burn without smoking, tested under standard conditions; used as a measure of the burning cleanliness of jet fuel and kerosine. {'smök 'pont}

smoke shelf | [ENG] A horizontal surface directly behind the throat of a fireplace to prevent down-drafts. {'smök 'shelf}

smokestack | [ENG] A chimney for the discharge of flue gases from a furnace operation such as in a steam boiler, powerhouse, heating plant, ship, locomotive, or foundry. {'smök,štak}

smoke test | [ENG] A test used on kerosine to determine the highest point to which the flame can be turned before smoking occurs. {'smök 'tést}

smoke washer | [ENG] A device for removing particles from smoke by forcing it through a spray of water. {'smök 'wash-ar}

smooth blasting | [ENG] Blasting to ensure even faces without cracks in the rock. {'smūth 'blast-in}

smooth drilling | [ENG] Drilling in a rock formation in which a fast rotation of the drill stem, a fast rate of penetration, and a high recovery of core can be achieved with vibration-free rotation of the drill stem. {'smūth 'dril-in}

smoothing | [ENG] Making a level, or continuously even, surface. {'smūth-in}

smoothing mill | [MECH ENG] A revolving stone wheel used to cut and bevel glass or stone. {'smūth-in 'mil}

smoothing plane | [DES ENG] A finely set hand tool, usually 5½–10 inches (14–25.4 centimeters) long, for finishing small areas on wood. {'smūth-in ,plän}

smoker kiln | [ENG] A kiln into which smoke can be introduced for blackening pottery. {'smoth-ar 'kil}

smudging | [ENG] A frost-preventive measure used in orchards; properly, it means the production of heavy smoke, supposed to prevent radiational cooling, but it is generally applied to both heating and smoke production. {'smaj-in}

S/N See signal-to-noise ratio.

snagging | [MECH ENG] Removing surplus metal or large surface defects by using a grinding wheel. {'snag-in}

snake hole | [ENG] 1. A blasting hole bored directly under a boulder. 2. A drill hole used in quarrying or bench blasting. {'snäk ,höl}

snaking | [ENG] Towing a load with a long cable. {'snäk-in}

snap-back forming | [ENG] A plastic-sheet-forming technique in which an extended, heated, plastic sheet is allowed to contract over a form shaped to the desired final contour. {'snap ,bak ,form-in}

snapback method | See repetitive time method. {'snap,bak ,meth-ad}

snap fastener | [DES ENG] A fastener consisting of a ball on one edge of an article that fits in a socket on an opposed edge, and used to hold edges together, such as those of a garment. {'snap,fas-ton-ar}

snap gage | [DES ENG] A device with two flat, parallel surfaces spaced to control one limit of tolerance of an outside diameter or a length. {'snap ,gäi}

snap hook | See spring hook. {'snap ,hük}

snap-off diode | [ELECTR] Planar epitaxial passivated silicon diode that is processed so a charge is stored close to the junction when the diode is conducting, when reverse voltage is applied, the stored charge then forces the diode to snap off or switch rapidly to its blocking state. {'snap,of 'dr,od}

snapper | [ENG] A device for collecting samples from the ocean bottom, and which closes to prevent the sample from dropping out as it is raised to the surface. {'snap-ar}

snap ring | [DES ENG] A form of spring used as a fastener, the ring is elastically deformed, put in place, and allowed to snap back toward its unstrressed position into a groove or recess. {'snap ,rin}

snatch block | [DES ENG] A pulley frame or sheave with an eye through which lashing can
be passed to fasten it to a scaffold or pole. \{ 'snach ,bläk \}

**snatch plate** [ENG] A thick steel plate through which a hole about one-sixteenth of an inch larger than the outside diameter of the drill rod on which it is to be used is drilled. The plate is slipped over the drill rod and one edge is fastened to a securely anchored chain, and if rods must be pulled because high-pressure water is encountered, the eccentric pull of the chain causes the outside of the rods to be gripped and held against the pressure of water, the rod is moved a short distance out of the hole each time the plate is tapped. \{ 'snach ,plät \}

**S-N diagram** [ENG] In fatigue testing, a graphic representation of the relationship of stress S and the number of cycles N before failure of the material. \{ 'jes’en ’dī’-a-gram \}

**snifter valve** [ENG] A valve on a pump that allows air to enter or escape, and accumulated water to be released. \{ 'snīf’-tr y ,valv \}

**snorkel** [ENG] Any tube which supplies air for an underwater operation, whether it be for material or personnel. \{ 'snor-käl \}

**snow bin** [ENG] A box for measuring the amount of snowfall, a type of snow gage. \{ 'snō ,bin \}

**snow blower** [MECH ENG] A machine that removes snow from a road surface or pavement using a screw-type blade to push the snow into the machine and from which it is ejected at some distance. \{ 'snō ,błö-ar \}

**snowbreak** [CIV ENG] Any barrier designed to shelter an object or area from snow. \{ 'snō ,brāk \}

**snow fence** [CIV ENG] An open-slatted board fence usually 4 to 10 feet (1.2 to 3.0 meters) high, placed about 50 feet (15 meters) on the windward side of a railroad track or highway; the fence serves to disrupt the flow of the wind so that the snow is deposited close to the fence on the leeward side, leaving a comparatively clear, protected strip parallel to the fence and slightly farther downwind. \{ 'snō ,fens \}

**snow load** [CIV ENG] The unit weight factor considered in the design of a flat or pitched roof for the probable amount of snow lying upon it. \{ 'snō ,lıd \}

**snow mat** [ENG] A device used to mark the surface between old and new snow, consisting of a piece of white duck 28 inches (71 centimeters) square, having in each corner triangular pockets in which are inserted slats placed diagonally to keep the mat taut and flat. \{ 'snō ,mat \}

**snow-melting system** [CIV ENG] A system of pipes containing a circulating nonfreezing liquid or electric-heating cables, embedded beneath the surface of a road, walkway, or other area to be protected from snow accumulation. \{ 'snō ,mēlt’-ing ,si’-tām \}

**snow pillow** [ENG] A device used to record the changing weight of the snow cover at a point, consisting of a fluid-filled bladder lying on the ground with a pressure transducer or a vertical pipe and float connected to it. \{ 'snō ,pīl’-ō \}

**snowplow** [MECH ENG] A device for clearing away snow, as from a road or railway track. \{ 'snō ,plō \}

**snow resistograph** [ENG] An instrument for recording a hardness profile of a snow cover by recording the force required to move a blade up through the snow. \{ 'snō ,riz’-t graf \}

**snow sampler** [ENG] A hollow tube for collecting a sample of snow in place. Also known as snow tube. \{ 'snō ,sām-plar \}

**snow scale** See snow stake. \{ 'snō ,sāl \}

**snowshed** [CIV ENG] A structure to protect an exposed area as a road or rail line from snow. \{ 'snō ,shed \}

**snow stake** [ENG] A wood scale, calibrated in inches, used in regions of deep snow to measure its depth; it is bolted to a wood post or angle iron set in the ground. Also known as snow scale. \{ 'snō ,ståk \}

**snow tube** See snow sampler. \{ 'snō ,tūb \}

**SNR** See signal-to-noise ratio.

**snubber** [MECH ENG] A mechanical device consisting essentially of a drum, spring, and friction band, connected between axle and frame, in order to slow the recoil of the spring and reduce jolting. \{ 'snōb-ər \}

**Snyder sampler** [ENG] A mechanical device for obtaining small representative quantities from a moving stream of pulverized or granulated solids; it consists of a cast-iron plate revolving in a vertical plane on a horizontal axis with an inclined sample spout; the material to be sampled comes to the sampler by way of an inclined chute whenever the sample spout comes in line with the moving stream. \{ 'snō-dar ’sām-plar \}

**soaking drum** [CHEM ENG] A heated petroleum-refinery process vessel used in connection with petroleum thermal-cracking coils to furnish the residence time needed to complete the cracking reaction. \{ 'sōk’-ing ,dram \}

**soap bubble test** [ENG] A leak test in which a soap solution is applied to the surface of the vessel under internal pressure test; soap bubbles form if the tracer gas leaks from the vessel. \{ 'sōp ’bab-əl ,test \}

**socket** [ELEC] A device designed to provide electric connections and mechanical support for an electronic or electric component requiring convenient replacement. [ENG] A device designed to receive and grip the end of a tubular object, such as a tool or pipe. \{ 'sāk’-ət \}

**socket-head screw** [DES ENG] A screw fastener with a geometric recess in the head into which an appropriate wrench is inserted for driving and turning, with consequent improved nontamperability. \{ 'sāk’-ət ,hēd ,skrū \}

**socket wrench** [DES ENG] A wrench with a socket to fit the head of a bolt or a nut. \{ 'sāk’-ət ,rēnch \}

**soda-acid extinguisher** [ENG] A fire-extinguisher from which water is expelled at a high rate by the generation of carbon dioxide, the result of mixing when the extinguisher is tilted) of sulfuric acid and sodium bicarbonate. \{ 'sōd-ə ’as-əd ik’sting-waw-shar \}
soda pulping process  [CHEM ENG] The digestion of wood chips by caustic soda; used to manufacture pulp for paper products.  (sód-a púl-píng)
solar  [ENG] Sound-wave transmitting and receiving equipment that is used to remotely measure the vertical turbulence structure and wind profile of the lower layer of the atmosphere by analyzing sound reflected in scattering by atmospheric turbulence. Derived from sonic detection and ranging.  (sólar)
sodium sulfate process  [CHEM ENG] A process for the digestion of wood chips in a solution of magnesium, ammonium, or calcium disulfite containing free sulfur dioxide; used in papermaking.  (sód-i-üm súl-fát)
soft  [CIV ENG] The underside of a horizontal structural member, such as a beam or a slab.  (sóf-t)
soft automation  [ENG] Automatic control, chiefly through the use of computer processing, with relatively little reliance on computer hardware.  (sóft ót-ó-má-shan)
soft flow  [ENG] The free-flowing characteristics of a plastic material under conventional molding conditions.  (sóft fló)
soft hammer  [ENG] A hammer having a head made of a soft material, such as copper, lead, rawhide, or plastic, used to prevent damage to a finished surface.  (sóft 'hám-ər)
soft-iron ammeter  [ENG] An ammeter in which current in a coil causes two pieces of magnetic material within the coil, one fixed and one attached to a pointer, to become similarly magnetized and to repel each other, moving the pointer, used for alternating-current measurement.  (sóft 'ir-ən 'ä-má-tə-mër)
soft missile base  [CIV ENG] A missile-launching base that is not protected against a nuclear explosion.  (sóft 'mis-lés lë-bës)
soft patch  [ENG] A patch in a crack in a vessel such as a steam boiler consisting of a soft material inserted in the crack and covered by a metal plate bolted or riveted to the vessel.  (sóft 'pacht)
soft-wired numerical control  See computer numerical control.  (sóft ,wir'd nù-mér-ə-kál kan'tról)
soil  [ENG] See soil pipe.  (sóil jin)
soil mechanics  [ENG] The application of the laws of solid and fluid mechanics to soils and similar granular materials as a basis for design, construction, and maintenance of stable foundations and earth structures.  (sóil mi-kán-iks)
soil pipe  [CIV ENG] A cast-iron or plastic pipe for carrying discharges from toilet fixtures from a building into the soil drain. Also known as soil line.  (sóil jin)
soil stack  [BUILD] The main vertical pipe into which flows the waste water from the soil pipes in a structure.  (sóil jst)
soil thermograph  [ENG] A remote-recording thermograph whose sensing element may be buried at various depths in the earth.  (sóil 'thrám-grf)
soil thermometer  [ENG] A thermometer used to measure the temperature of the soil, usually the mercury-in-glass thermometer. Also known as earth thermometer.  (sóil thər-məd-ə-rə)
soil vent  See stack vent.  (sóil jvnt)
solar attachment  [ENG] A device for determining the true meridian directly from the sun, used as an attachment on a surveyor's transit or compass.  (sólar æt-chə-mənt)
solar battery  [ELECTR] An array of solar cells, usually connected in parallel and series.  (sólar 'bab-ər)
solar cell  [ELECTR] A pn-junction device which converts the radiant energy of sunlight directly and efficiently into electrical energy.  (sólar 'sel)
solar chimney  [ENG] A natural-draft drive device that uses solar radiation to provide upward momentum to a mass of air, thereby converting the thermal energy to kinetic energy, which can be extracted from the air with suitable wind machines.  (sólar 'kim-ə-nər)
solar distillation  [CHEM ENG] A procedure in which the sun's heat is used to evaporate seawater in order to produce sodium chloride and other salts or potable water.  (sólar 'dɪst-lə 'lá-shon)
solar engine  [MECH ENG] An engine which converts thermal energy from the sun into electrical, mechanical, or refrigeration energy; may be used as a method of spacecraft propulsion, either directly by photon pressure on huge solar sails, or indirectly from solar cells or from a reflector-boiler combination used to heat a fluid.  (sólar 'en-jən)
solar furnace  [ENG] An image furnace in which high temperatures are produced by focusing solar radiation.  (sólar 'fərn-əs)
solar heating  [MECH ENG] The conversion of solar radiation into heat for technological, comfort-heating, and cooking purposes.  (sólar 'héd-əg)
solar heat storage  [ENG] The storage of solar energy for later use, usually accomplished by the heating of water or fusing a salt, although sand and gravel have been used as storage media.  (sólar 'hët-ə-stör-ij)
solar house  [BUILD] A house with large expanses of glass designed to catch solar radiation for heating.  (sólar 'həu-əs)
solarimeter  [ENG] 1. A type of pyranometer consisting of a Moll thermopile shielded from the wind by a bell glass. 2. See pyranometer.  (sólar 'ə-rim-əd-ər)
solar magnetograph  [ENG] An instrument that utilizes the Zeeman effect to directly measure the strength and polarity of the complex patterns of magnetic fields at the sun's surface, comprises a telescope, a differential analyzer, a spectrograph, and a photoelectric or photographic means of registering and recording.  (sólar 'mæg-nəd-ə-graf)
solar pond  [MECH ENG] A type of nonfocusing...
solar power

soleplate  [BUILD] The plate on which stud bases butt in a stud partition.  [CIV ENG] See solepiece.  [ENG] 1. The supporting base of a machine.  2. A plate on which a bearing can be attached and, if necessary, adjusted slightly.  (ˈsɔlˌplät)

solid box  [MECH ENG] A solid, unadjustable ring bearing lined with babbitt metal, used on light machinery.  (ˈsəlˌid ˈbåks)

solid coupling  [MECH ENG] A flanged-face or a compression-type coupling used to connect two shafts to make a permanent joint and usually designed to be capable of transmitting the full load capacity of the shaft; a solid coupling has no flexibility.  (ˈsəlˌad ˈkæpˌlɪp)

solid cutter  [DES ENG] A cutter made of a single piece of material.  (ˈsəlˌid ˈkʌtər)

solid die  [DES ENG] A one-piece screw-cutting tool with internal threads.  (ˈsəlˌid ˈdī)

solid drilling  [ENG] In diamond drilling, using a bit that grinds the whole face, without preserving a corresponding sampling.  (ˈsəlˌid ˈdrilˌɪŋ)

solid-electrolyte gas transducer  [ENG] A device in which the concentration of a particular gas in a mixture is determined from the diffusion voltage across a heated solid electrolyte placed between this mixture and a reference gas.  (ˈsəlˌad ɪnˈlekˈtraˌlɪt ˈgas tranzˈdjuːsər)

solid injection system  [MECH ENG] A fuel injection system for a diesel engine in which a pump forces fuel through a fuel line and an atomizing nozzle into the combustion chamber.  (ˈsəlˌad ɪnˈjekʃənˌsɪstəm)

solid logic technology  [ELECTR] A method of computer construction that makes use of minia-turized modules, resulting in faster circuitry because of the reduced distances that current must travel.  (ˈsəlˌad ˈlɪkˈrɪk tekˈnɒlədʒi)

solid shafting  [MECH ENG] A solid round bar that supports a roller and wheel of a machine.  (ˈsəlˌad ˈʃaftˌɪŋ)

solid shank tool  [ENG] A cutting tool in which the shank and cutting edges are machined from one piece.  (ˈsəlˌad ˈʃaŋkˈtul)

solid state  [ENG] Pertaining to a circuit, device, or system that depends on some combination of electrical, magnetic, and optical phenomena within a solid that is usually a crystalline semiconductor material.  (ˈsəlˌad ˈstɑt)

solid-state circuit  [ELECTR] Complete circuit formed from a single block of semiconductor material.  (ˈsəlˌad ˈstɑtˌsɛmˈkɔdərə)

solid-state circuit breaker  [ELECTR] A circuit breaker in which a Zener diode, silicon controlled rectifier, or solid-state device is connected to sense when load terminal voltage exceeds a safe value.  (ˈsəlˌad ˈstɑtˌsɛmˈkɔdərə)

solid-state component  [ELECTR] A component whose operation depends on the control of electrical or magnetic phenomena in solids, such as a transistor, crystal diode, or ferrite device.  (ˈsəlˌad ˈstɑtˌsɛmˈkɔdərə)

solid-state device  [ELECTR] A device, other than a conductor, which uses magnetic, electri-
solvent deasphalting  [CHEM ENG] A petroleum refinery process used to remove asphaltic and resinous materials from reduced crude oils, lubricating oil stocks, gas oils, or middle distillates through the extractive or precipitant action of solvents. Also known as solvent deserosing.  
\[\text{sål-vant dë-as,föl-it-ja} \]
solvent deresining  See solvent deasphalting.  
\[\text{sål-vant di,rez-an-it-ja} \]
solvent dewaxing  [CHEM ENG] A petroleum refinery process for solvent removal of wax from oils; the mixture of waxy oil and solvent is chilled, then filtered or centrifuged to remove the precipitated oil; the solvent is recovered for reuse.  
\[\text{sål-vant di,waiks-it-ja} \]
solvent extraction  [CHEM ENG] The separation of materials of different chemical types and solubilities by selective solvent action; that is, some materials are more soluble in one solvent than in another, hence there is a preferential extractive action, used to refine petroleum products, chemicals, vegetable oils, and vitamins.  
\[\text{sål-vant ik,strak-shan} \]
solvent recovery  [CHEM ENG] For reuse purposes, the catching and recovery of solvent vapors from vent lines, process vessels, or other sources of evaporative loss, usually with a solid adsorbent material.  
\[\text{sål-vant ri,kav-a-re} \]
solvent-refined  [CHEM ENG] Pertaining to any product material whose final quality and condition is in part the result of a solvent treatment during processing of the feedstock material.  
\[\text{sål-vant ri,find} \]
solvent refining  [CHEM ENG] The process of treating a mixed material with a solvent that preferentially dissolves and removes certain minor constituents (usually the undesired ones); common in the petroleum refining industry.  
\[\text{sål-vant ri,fin-it-ja} \]
solvent welding  [ENG] A technique for joining plastic pipework in which a mixture of solvent and cement is applied to the pipe end and to the socket, with the parts then being joined and allowed to set.  
\[\text{sål-vant ,weld-it} \]
sonor  [ENG] 1. A system that uses underwater sound, at sonic or ultrasonic frequencies, to detect and locate objects in the sea, or for communication, the commonest type is echo-ranging sonar; other versions are passive sonar, scanning sonar, and searchlight sonar. Derived from sound navigation and ranging.  
2. See sonar set.  
\[\text{so,när} \]
sonor beacon  [ENG ACOUS] An underwater beacon that transmits sonic or ultrasonic signals for the purpose of providing bearing information; it may have receiving facilities that permit triggering an external source.  
\[\text{so,när,bë-kon} \]
sonor boom transgender  [ENG ACOUS] A sonar transducer that generates a large pressure wave in the surrounding water when a capacitor
sonar capsule

bank discharges into a flat, epoxy-encapsulated coil, creating opposed magnetic fields from the coil and from eddy currents in an adjacent aluminum disk, which cause the disk to be driven away from the coils with great force. {sôn-ô,nâr ˈbo明朗-ən trans,di-ər-

sonar capsule [ENG ACOUS] A capsule that reflects high-frequency sound waves; the sonar capsule, if attached to a reentry body, may be used to locate the reentry body. {sôn-ô,nâr ĵap,sâl-

sonar dome [ENG] A streamlined, watertight enclosure that provides protection for a sonar transducer, sonar projector, or hydrophone and associated equipment, while offering minimum interference to sound transmission and reception. {sôn-ô,nâr dêm-

sonar projector [ENG ACOUS] An electromagnetic device used under water to convert electrical energy to sound energy, a crystal or magnetotransduction transducer is usually used for this purpose. {sôn-ô,nâr prâ,tek-tor-

sonar set [ENG] A complete assembly of sonar equipment for detecting and ranging or for communication. Also known as sonar. {sôn-ô,nâr ˈsett-

sonar target [ENG ACOUS] An object which reflects a sufficient amount of a sonar signal to produce a detectable echo signal at the sonar equipment. {sôn-ô,nâr târ-gat-

sonar transducer [ENG ACOUS] A transducer used under water to convert electrical energy to sound energy and sound energy to electrical energy. {sôn-ô,nâr tranz,di-ər-

sonar transmission [ENG ACOUS] The process by which underwater sound signals generated by a sonar set travel through the water. {sôn-ô,nâr tranz,miʃ-ən-

sonar window [ENG ACOUS] The portion of a sonar dome or sonar transducer that passes sound waves at sonar frequencies with little attenuation while providing mechanical protection for the transducer. {sôn-ô,nâr ˈwîn-dô-

sonde [ENG] An instrument used to obtain weather data during ascent and descent through the atmosphere, in a form suitable for telemetering to a ground station by radio, as in a radio sonde. {sând-

sonic altimeter [ENG] An instrument for determining the height of an aircraft above the earth by measuring the time taken for sound waves to travel from the aircraft to the surface of the earth and back to the aircraft again. {sân-ik ˈaftim-əd-ər-

sonic anemometer [ENG] An anemometer which measures wind speed by means of the properties of wind-borne sound waves; it operates on the principle that the propagation velocity of a sound wave in a moving medium is equal to the velocity of sound with respect to the medium plus the velocity of the medium. {sân-ik, an-ərməm-əd-ər-

sonicate [ENG] To apply high-frequency sound waves to matter. {sân-ô,kât-

sonicator [ENG ACOUS] An instrument for producing high-intensity ultrasound, consisting of a converter that transforms electrical energy into mechanical energy in the form of oscillation of piezoelectric transducers at a frequency of 20 kilohertz, and a titanium horn that focuses this oscillation and radiates energy into the liquid being treated through a tip. {sân-ô,kad-ər-

sonic chemical analyzer [ENG] A device to characterize the composition of a gas, liquid, or solid by the attenuation or change in the velocity of sound waves through a sample; the effect is related to molecular structure and intermolecular interactions. {sân-ik ˈkle-nən an-ə,liʒ-

sonic cleaning [ENG] Cleaning of contaminated materials by the action of intense sound in the liquid in which the material is immersed. {sân-ik ˈkle-nən-

sonic depth finder [ENG] A sonar-type instrument used to measure ocean depth and to locate underwater objects; a sound pulse is transmitted vertically downward by a piezoelectric or magnetotransclusion transducer mounted on the hull of the ship, the time required for the pulse to return after reflection is measured electronically. Also known as echo sounder. {sân-ik ˈdēpθ ˈfin-

sonic detection and ranging See sodar. {sân-ik ˈdēk-sən-an an-ə-nən-

sonic drilling [MECH ENG] The process of cutting or shaping materials with an abrasive slurry driven by a reciprocating tool attached to an audio-frequency electromechanical transducer and vibrating at sonic frequency. {sân-ik ˈdril-ən-

sonic flaw detection [ENG] The process of locating imperfections in solid materials by observing internal reflections or a variation in transmission through the materials as a function of sound-path location. {sân-ik ˈflô di,tek-

sonic liquid-level meter [ENG] A meter that detects a liquid level by sonic-reflection techniques. {sân-ik ˈlîk-wəd ˈlev-əl, ˈmed-ən-

sonic nucleation [CHEM ENG] In supersaturated solutions, the use of sonic or ultrasonic radiation to help bring about nucleation and corresponding crystallization of substances otherwise difficult to crystallize. {sân-ik, ənˌiə-nən an-

sonic sifter [MECH ENG] A high-speed vibrating apparatus used in particle size analysis. {sân-

sonic sounding [ENG] Determining the depth of the ocean bottom by measuring the time for an echo to return to a shipboard sound source. {sân-ik ˈsaʊnd-ən-

sonic thermometer [ENG] A thermometer based upon the principle that the velocity of a sound wave is a function of the temperature of the medium through which it passes. {sân-ik ˈtərmən-əd-ər-

sonic well logging [ENG] A well logging technique that uses a pulse-echo system to measure
the distance between the instrument and a sound-reflecting surface, used to measure the size of cavities around brine wells, and capacities of underground liquefied petroleum gas storage chambers.

sonobuoy [ENG] An acoustic receiver and radio transmitter mounted in a buoy that can be dropped from an aircraft by parachute to pick up underwater sounds of a submarine and transmit them to the aircraft; to track a submarine, several buoys are dropped in a pattern that includes the known or suspected location of the submarine, with each buoy transmitting an identifiable signal; an electronic computer then determines the location of the submarine by comparison of the received signals and triangulation of the resulting time-delay data. Also known as radio sonobuoy.

sonograph [ENG] 1. An instrument for recording sound or seismic vibrations. 2. An instrument for converting sounds into seismic vibrations.

sonometer [ENG] 1. In general, any device which consists of a thin metallic wire stretched over two bridges that are usually mounted on a soundboard and which is used to measure the vibration frequency, tension, density, or diameter of the wire, or to verify relations between these quantities. Also known as monochord. 2. In particular, an instrument for measuring rock stress by means of a piano wire stretched between two bolts in the rock; any change of pitch after destressing is observed and used to indicate stress.

sonoscan [ENG] A type of acoustic microscope in which an unfocused acoustic beam passes through the object and produces deformations in a liquid-solid interface that are sensed by a laser beam reflected from the surface.

soot blower [ENG] A system of steam or air jets used to maintain cleanliness, efficiency, and capacity of heat-transfer surfaces by the periodic removal of ash and slag from the heat-absorbing surfaces.

sophisticated robot [CONT SYS] A robot that can be programmed and is controlled by a microprocessor.

sorption pumping [ENG] A technique used to reduce the pressure of gas in an atmosphere; the gas is adsorbed on a granular sorbent material such as a molecular sieve in a metal container; when this sorbent-filled container is immersed in liquid nitrogen, the gas is sorbed.

sound-field enhancement [ENG ACOUS] A system for enhancing the acoustical properties of both indoor and outdoor spaces, particularly for unamplified speech, song, and music, may consist of one or more microphones, systems for amplification and electronic signal processing, and one or more loudspeakers.

sortie number [ENG] A reference used to identify the images taken by all the sensors during one air reconnaissance sortie.

sound-level meter [ENG] An instrument used to measure the amount of sound energy in various frequency bands; it generally consists of a set of fixed electrical filters or a tunable electrical filter, along with associated amplifiers and a meter which indicates the filter output.

sound effects [ENG ACOUS] Mechanical devices or recordings used to provide lifelike imitations of various sounds.

sound film [ENG ACOUS] Motion picture film having a sound track along one side for reproduction of the sounds that are to accompany the film.

sound filmstrip [ENG ACOUS] A filmstrip that has accompanying sound on a separate disk or tape, which is manually or automatically synchronized with projection of the pictures in the strip.

sound gate [ENG ACOUS] The gate through which film passes in a sound-film projector for conversion of the sound track into audio-frequency signals that can be amplified and reproduced.

sound head [ENG ACOUS] 1. The section of a sound motion picture projector that converts the photographic or magnetic sound track to audible sound signals. 2. In a sonar system, the cylindrical container for the transmitting projector and the receiving hydrophone.

sound motion picture [ENG] 1. Determining the depth of a body of water by an echo sonar or sounding line. 2. Measuring the depth of bedrock by driving a steel rod into the soil. 3. Any penetration of the natural environment for scientific observation.

sound replace [ENG] A small free balloon used for carrying radioonde equipment aloft.

sound recording [ENG] A lead used for determining the depth of water.

sound recording line [ENG] The line attached to a sound recording head. Also known as lead line.

sound-replacing deck [ENG] A technique used for the measurement of the depth of water, consisting essentially of a reel of wire, to one end of this wire there is attached a weight which carries a device for measuring and recording the depth, a crank or motor reels in the wire.

sound-sensing pole [ENG] A pole or rod used for sounding in shallow water, and usually marked to indicate various depths.

sound-level meter [ENG] An instrument used to measure the amount of sound energy in various frequency bands; it generally consists of a set of fixed electrical filters or a tunable electrical filter, along with associated amplifiers and a meter which indicates the filter output.
sound locator

to measure noise and sound levels in a specified manner, the meter may be calibrated in decibels or volume units and includes a microphone, an amplifier, an output meter, and frequency-weighting networks. \{ ‘səʊnd ˈleɪ-vəl, ˈmɛd-ər\}

**sound locator** [ENG ACOUS] A device formerly used to detect aircraft in flight by sound, consisting of four horns, or sound collectors (two for azimuth detection and two for elevation), together with their associated mechanisms and controls, which enabled the listening operator to determine the position and angular velocity of an aircraft. \{ ‘səʊnd ,lɔ,kəd-ər\}

**sound navigation and ranging** See sonar. \{ ‘səʊnd ,næv-ə-ˈɡɑːʃən ən ˈrəŋ-ər\}

**sound-powered telephone** [ENG ACOUS] A telephone operating entirely on current generated by the speaker’s voice, with no external power supply; sound waves cause a diaphragm to move a coil back and forth between the poles of a powerful but small permanent magnet, generating the required audio-frequency voltage in the coil. \{ ‘səʊnd ˈpɔʊ-ərd ˈtel-ə,fən\}

**sound production** [ENG ACOUS] Conversion of energy from mechanical or electrical into acoustical form, as in a siren or loudspeaker. \{ ‘səʊnd ˈprɑ,daq-ʃən\}

**soundproofing** See damping. \{ ‘səʊnd,pruːf-ɪŋ\}

**sound ranging** [ENG ACOUS] Determining the location of a gun or other sound source by measuring the travel time of the sound wave to microphones at three or more different known positions. \{ ‘səʊnd ,rənɪŋ-ɪŋ\}

**sound reception** [ENG ACOUS] Conversion of acoustical energy into another form, usually electrical, as in a microphone. \{ ‘səʊnd ˈrɪ,sep-ʃən\}

**sound recording** [ENG ACOUS] The process of recording sound signals so they may be reproduced at any subsequent time, as on a phonograph disk, motion picture sound track, or magnetic tape. \{ ‘səʊnd ˈri,koʊrd-ɪŋ\}

**sound-reinforcement system** [ENG ACOUS] An electronic means for augmenting the sound output of a speaker, singer, or musical instrument in cases where it is either too weak to be heard above the general noise or too reverberant; basic elements of such a system are microphones, amplifiers, volume controls, and loudspeakers. Also known as public address system. \{ ‘səʊnd ˈri,ɪn-fɔːrs-mɑnt, sɪs-təm\}

**sound-reproducing system** [ENG ACOUS] A combination of transducing devices and associated equipment for picking up sound at one location and time and reproducing it at the same or some other location and at the same or some later time. Also known as audio system; reproducing system; sound system. \{ ‘səʊnd ˌrɛ-prə,ˈdʌs-ɪŋ, sɪs-təm\}

**sound reproduction** [ENG ACOUS] The use of a combination of transducing devices and associated equipment to pick up sound at one point and reproduce it either at the same point or at some other point, at the same time or at some subsequent time. \{ ‘səʊnd ˌrɛ-prə,daq-ʃən\}

**sound spectrograph** [ENG ACOUS] An instrument that records and analyzes the spectral composition of audible sound. \{ ‘səʊnd ˈspekt-rəˌɡrɑf\}

**sound speed** [ENG] The speed of sound motion picture film, standardized at 24 frames per second (silent film speed is 18 frames per second). \{ ‘səʊnd,spɛd\}

**soundstripe** [ENG ACOUS] A longitudinal stripe of magnetic material placed on some motion picture films for recording a magnetic sound track. \{ ‘səʊnd,striːp\}

**sound system** See sound-reproducing system. \{ ‘səʊnd ,sɪs-təm\}

**sound track** [ENG ACOUS] A narrow band, usually along the margin of a sound film, that carries the sound record; it may be a variable-width or variable-density optical track or a magnetic track. \{ ‘səʊnd ,træk\}

**sound transducer** See electroacoustic transducer. \{ ‘səʊnd trænzdər\}

**sound trap** [ELECTR] A wave trap in a television receiver circuit that prevents sound signals from entering the picture channels. \{ ‘səʊnd,træp\}

**source** [ELEC] The circuit or device that supplies signal power or electric energy or charge to a transducer or load circuit. \{ ‘səʊnd ,træp\}

**source degeneration** [ELECTR] The addition of a circuit element between a transistor source and ground, with several effects, including a reduction in gain. \{ ‘səʊnd ,deɪdʒɪˈneɪʃən\}

**source-follower amplifier** See common-drain amplifier. \{ ‘səʊnd ˈfɔl-ə-wər əmˈplɪfaŋər\}

**space centredo** [MECH] The path traced by the instantaneous center of a rotating body relative to an inertial frame of reference. \{ ‘səʊnd ,trədə\}

**space cloth** [CHEM ENG] Woven cloth or wire used for solids screening, and for which the openings between the fibers or strands are designated in terms of space or clear opening. \{ ‘səʊnd ,kloth\}

**space cone** [MECH] The cone in space that is swept out by the instantaneous axis of a rigid body during Poinset motion. Also known as herpolhode cone. \{ ‘səʊnd ,ˈhɜrpləˌhɑːd\}

**spacecraft ground instrumentation** [ENG] Instrumentation located on the earth for monitoring, tracking, and communicating with manned spacecraft, satellites, and space probes. Also known as ground instrumentation. \{ ‘səʊnd ,ɡraʊndˌɪn-ˈstrɔˌmænˈtərənˌmaŋ\}

**spacecraft tracking** [ENG] The determination of the positions and velocities of spacecraft.
through radio and optical means. \( \text{\'spăs, kräft} \)

**space detection and tracking system** [ENG] System capable of detecting and tracking space vehicles from the earth, and reporting the orbital characteristics of these vehicles to a central control facility. Abbreviated SPADATS. \( \text{\'spăs dîj-tek-shon} \)

**spaced loading** [ENG] Loading shot holes so that cartridges are separated by open spacers which do not prevent the concussion from one charge from reaching the next. \( \text{\'spăst \'lod-ij} \)

**space frame** [BUILD] A three-dimensional steel building frame which is stable against wind loads. \( \text{\'spăs, \text{\'fram}} \)

**space lattice** [BUILD] A space frame built of lattice girders. \( \text{\'spăs, \text{\'lad-\text{\'s}}} \)

**space processing** [ENG] The carrying out of various processes aboard orbiting spacecraft, utilizing the low-gravity, high-vacuum environment associated with these vehicles. \( \text{\'spăs, \text{\'pră, ses-ij}} \)

**spacing** [ENG] 1. A piece of metal wire twisted at one end to form a guard to keep the explosive in a shot hole in place and twisted at the other end to form a guard to hold the tamper in its place. 2. A piece of wood doweling interposed between charges to extend the column of explosive. 3. A device for holding two members at a given distance from each other. Also known as spacer block. 4. The tapered section of a pug joining the barrel to the die: clay is compressed in this section before it issues through the die. \( \text{\'spăs-\text{\'or}} \)

**spacelight** See spacer. \( \text{\'spăs-\text{\'or}} \)

**space suit** [ENG] A pressure suit for wear in space or at very low ambient pressures within the atmosphere, designed to permit the wearer to leave the protection of a pressurized cabin. \( \text{\'spăs, \text{\'süt}} \)

**Space Tracking and Data Acquisition Network** [ENG] A network of ground stations operated by the National Aeronautics and Space Administration, which tracks, commands, and receives telemetry for United States and foreign unmanned satellites. Abbreviated STADAN. \( \text{\'spăs \text{\'trak-ij} \text{\'sîn} \text{\'dăd-\text{\'s}}} \)

**spal** [ELEC] The relationship between feed rate and reactor volume in a flow process, defined as the volume or weight of feed (measured at standard conditions) per unit time per unit volume of reactor (or per unit weight of catalyst). \( \text{\'spăs \text{\'văs-\text{\'lăs-\text{\'d}}}}} \)

**sparking** [ENG] The process of repairing a part of a plaster wall or muriel by cleaning out the defective spot and then patching it with a plastering material. \( \text{\'spăk-lij} \)

**SPADATS** See space detection and tracking system. \( \text{\'spăs, \text{\'dăts}} \)

**spade** [DES ENG] A swivelike implement with a flat oblong blade, used for turning soil by pushing against the blade with the foot. \( \text{\'spăd} \)

**spade bolt** [DES ENG] A bolt having a spade-shaped flattened head with a transverse hole, used to fasten shielded coils, capacitors, and other components to a chassis. \( \text{\'spăd , bōlt} \)

**spade drill** [DES ENG] A drill consisting of three main parts: a cutting blade, a blade holder or shank, and a device, such as a screw, which fastens the blade to the holder, used for cutting holes over 1 inch (2.54 centimeters) in diameter. \( \text{\'spăd , dîrl} \)

**spade lug** [DES ENG] An open-ended flat termination for a wire lead, easily slipped under a terminal nut. \( \text{\'spăd , lăg} \)

**spall** [ENG] 1. To reduce irregular stone blocks to an approximate size by chipping with a hammer. 2. To break off thin chips from, and parallel to, the surface of a material, such as a metal or rock. \( \text{\'spŏl} \)

**spalling hammer** [ENG] A heavy axlike hammer with chisel edge, used for breacking and rough-dressing stone. \( \text{\'spŏl-ij \text{\'ham-\text{\'r}}}} \)

**spandrel** [BUILD] The part of a wall between the sill of a window and the head of the window below it. \( \text{\'span-dral} \)

**spandrel beam** [BUILD] In steel or concrete construction, the exterior beam that extends from column to column and marks the floor level between stories. \( \text{\'span-dral, \text{\'bem}} \)

**spandrel frame** [BUILD] A triangular framing, as below a stair. \( \text{\'span-dral, \text{\'främ}} \)

**spandrel wall** [BUILD] A wall on the outer surface of a vault to fill the spandrels. \( \text{\'span-dral, \text{\'wöl}} \)

**spanner** [DES ENG] A wrench with a semicircular head having a projection or hole at one end. \( \text{\'spær-\text{\'r}} \)

**spare part** [ENG] In supply usage, any part, component, or subassembly kept in reserve for the maintenance and repair of major items of equipment. \( \text{\'spär \text{\'pätz}} \)

**spare-parts list** [ENG] List approved by designated authorities, indicating the total quantities of spare parts, tools, and equipment necessary for the maintenance of a specified number of major items for a definite period of time. \( \text{\'spär \text{\'pätz \text{\'list}}}} \)

**sparg** [ENG] A coil similar to a Tesla coil which detects leaks in a vacuum through radio and optical means. \( \text{\'spăs, kräft} \)
The use of speaker verification to authenticate a claimed identity from a voice signal based on speaker-specific characteristics reflected in spoken words or sentences. Abbreviated SV. [spēk-ər,-ver-i-tā-kā-shan]

speak [DES ENG] A rodlike fishing tool having a barbed-hook end, used to recover rope, wire line, and other materials from a borehole. [spir]

spark discharge See spark. [spärk ‘dis,chār]  
spark-ignition combustion cycle See Otto cycle. [spärk ɪɡnɪʃ-an  kənˈbæs-ˈʃæn ,sɪr-kal]  
spark-ignition engine [MECH ENG] An internal combustion engine in which an electrical discharge ignites the explosive mixture of fuel and air. [spärk ɪɡnɪʃ-an ɪnˈər-ˈtʃæl]  
sparking potential See breakdown voltage. [spärk-ing ˈpəl-kər]  
sparking voltage See breakdown voltage. [spärk-ing ,vōl-tju]  
spark knock [MECH ENG] The knock produced in an internal combustion engine precedes the arrival of the piston at the top dead-center position. [spärk ,nāk]  
spark lead [MECH ENG] The amount by which the spark precedes the arrival of the piston at its top (compression) dead-center position in the cylinder of an internal combustion engine. [spärk ,lēd]  
sparkover-initiated discharge machining [MECH ENG] An electromachining process in which a potential is impressed between the tool (cathode) and workpiece (anode) which are separated by a dielectric material; a heavy discharge current flows through the ionized path when the applied potential is sufficient to cause rupture of the dielectric. [spärk,ˈvər-ər ɪnˈʃin-ər,ad-əd ‘di-spärk,mə,ˈʃɛn-ɪŋ]  
sparkproof [ENG] 1. Treated with a material to prevent ignition or damage by sparks. 2. Generating no sparks. [spärk,prūf]  
spark recorder [ENG] Recorder in which the recording paper passes through a spark gap formed by a metal plate underneath and a moving metal pointer above the paper, sparks from an induction coil pass through the paper periodically, burning small holes that form the record trace. [spärk rɪˈkɔrd-ər]  
spatial linkage [MECH ENG] A linkage that involves motion in all three dimensions. [ˈspɑtʃəl ˈlaɪˈjʊŋ]  
spatter dash [CIV ENG] 1. A finish put on stucco by dashing a mortar and sand mixture against it. 2. Paint spattered on a different-colored ground coat. [ˈspɑtər, ˈdɑsh]  
speaker See loudspeaker. [ˈspɛk-ər]  
speaker identification [ENG ACOUS] The use of automated equipment to find the identity of a talker, in a known population of talkers, using the speech input. [ˌspɛk-ər ɪ,ˈdent-ə-tɑˈká-ʃan]  
speaker verification [ENG ACOUS] The use of automated equipment to authenticate a claimed speaker identity from a voice signal based on speaker-specific characteristics reflected in spoken words or sentences. Abbreviated SV. [ˌspɛk-ər,-ver-i-tɑˈká-ʃan]  
spear [DES ENG] A rodlike fishing tool having a barbed-hook end, used to recover rope, wire line, and other materials from a borehole. [spir]  
sparking voltage See breakdown voltage. [spärk-ing ,vōl-tju]  
spark knock [MECH ENG] The knock produced in an internal combustion engine precedes the arrival of the piston at the top dead-center position. [spärk ,nāk]  
spark lead [MECH ENG] The amount by which the spark precedes the arrival of the piston at its top (compression) dead-center position in the cylinder of an internal combustion engine. [spärk ,lēd]  
sparkover-initiated discharge machining [MECH ENG] An electromachining process in which a potential is impressed between the tool (cathode) and workpiece (anode) which are separated by a dielectric material; a heavy discharge current flows through the ionized path when the applied potential is sufficient to cause rupture of the dielectric. [spärk,ˈvər-ər ɪnˈʃin-ər,ad-əd ‘di-spärk,mə,ˈʃɛn-ɪŋ]  
sparkproof [ENG] 1. Treated with a material to prevent ignition or damage by sparks. 2. Generating no sparks. [spärk,prūf]  
spark recorder [ENG] Recorder in which the recording paper passes through a spark gap formed by a metal plate underneath and a moving metal pointer above the paper, sparks from an induction coil pass through the paper periodically, burning small holes that form the record trace. [spärk rɪˈkɔrd-ər]  
spatial linkage [MECH ENG] A linkage that involves motion in all three dimensions. [ˈspɑtʃəl ˈlaɪˈjʊŋ]  
spatter dash [CIV ENG] 1. A finish put on stucco by dashing a mortar and sand mixture against it. 2. Paint spattered on a different-colored ground coat. [ˈspɑtər, ˈdɑsh]  
speaker See loudspeaker. [ˈspɛk-ər]  
speaker identification [ENG ACOUS] The use of automated equipment to find the identity of a talker, in a known population of talkers, using the speech input. [ˌspɛk-ər ɪ,ˈdent-ə-tɑˈká-ʃan]  
speaker verification [ENG ACOUS] The use of automated equipment to authenticate a claimed speaker identity from a voice signal based on speaker-specific characteristics reflected in spoken words or sentences. Abbreviated SV. [ˌspɛk-ər,-ver-i-tɑˈká-ʃan]  
spear [DES ENG] A rodlike fishing tool having a barbed-hook end, used to recover rope, wire line, and other materials from a borehole. [spir]  
special cargo [IND ENG] Cargo which requires special handling or protection, such as pyrotechnics, detonators, watches, and precision instruments. [ˈspesh-əl ‘kær-gō]  
special-purpose item [ENG] In supply usage, any item designed to fill a special requirement, and having a limited application; for example, a wrench or other tool designed to be used for one particular model of a piece of machinery. [ˈspesh-əl ‘pər-pəs ‘ɪd-əm]  
special-purpose vehicle [ENG] A vehicle having a special chassis, or a general-purpose chassis incorporating major modifications, designed to fill a specialized requirement; all tractors (except truck tractors) and tracklaying vehicles, regardless of design, size, or intended purpose, are classified as special-purpose vehicles. [ˈspesh-əl ‘pər-pəs ‘vɛːə-kəl]  
specifications [ENG] An organized listing of basic requirements for materials of construction, product compositions, dimensions, or test conditions; a number of organizations publish standards (for example, American Society of Mechanical Engineers, American Petroleum Institute, and American Society for Testing and Materials), and many companies have their own specifications. Also known as specs. [IND ENG] A quantitative description of the required characteristics of a device, machine, structure, product, or process. {ˌspɛs-ər-ˈfɑːkən-shən]  
specific charge [ELEC] The ratio of a particle's charge to its mass. [ˈspəsɪf-ik ˈkær-ər]  
specific conductance See conductivity. [ˈspəsɪf-ik ˈkənˈdʌkt-əns]  
specific energy [THERMO] The internal energy of a substance per unit mass. [ˈspəsɪf-ik ˈɛn-ərˈdʒe]  
specific fuel consumption [MECH ENG] The weight flow rate of fuel required to produce a unit of power or thrust, for example, pounds per horsepower-hour. Abbreviated SFC. Also known as specific propellant consumption. [ˈspəsɪf-ik ˈfjuːl ˈkænˌsæmˌʃən]  
specific gravity [MECH] The ratio of the density of a material to the density of some standard material, such as water at a specified temperature, for example, 4°C or 60°F, or (for gases) air at standard conditions of pressure and temperature. Abbreviated specific gravity. Also known as relative density. [ˈspəsɪf-ik ˈɡræv-əd-əd]  
specific-gravity bottle [ENG] A small bottle or flask used to measure the specific gravities of liquids; the bottle is weighed when it is filled with the liquid whose specific gravity is to be determined, when filled with a reference liquid, and when empty. Also known as density bottle, relative-density bottle. [ˈspəsɪf-ik ˈɡræv-əd-əd ,ˈbæd-ə]  
specific-gravity hydrometer [ENG] A hydrometer which indicates the specific gravity of a liquid, with reference to water at a particular temperature. [ˈspəsɪf-ik ˈɡræv-əd-əd ˈhaɪdˌrəm-əd-əd]  
specific heat [THERMO] 1. The ratio of the amount of heat required to raise a mass of material 1 degree in temperature to the amount of
heat required to raise an equal mass of a reference substance, usually water. 1 degree in temperature, both measurements are made at a reference temperature, usually at constant pressure or constant volume. 2. The quantity of heat required to raise a unit mass of homogeneous material one degree in temperature in a specified way, it is assumed that during the process no phase or chemical change occurs. { spâsìfik ˈhɛt}

**specific inductive capacity** See dielectric constant. { spâsìfik ˈɪnˌdɪk,tiv ˈkɑpəˈsiːədɨt}

**specific insulation resistance** See volume resistivity. { spâsìfik ˈɪnˌsələˌshən riˌzɪsˈtæns}

**specific propellant consumption** See specific fuel consumption. { spâsìfik ˈpræpˌəlˌpənt ˈkænˌsəmˌʃən}

**specific resistance** See electrical resistivity. { spâsìfik ˈrɪˌzɪsˈtæns}

**specific speed** [MECH ENG] A number, _N_s, used to predict the performance of centrifugal and axial pumps or hydraulic turbines: for pumps, \( N_s = \sqrt{Q/H^{5/4}} \); for turbines, \( N_s = Q / H^{3/4} \), where _N_s is specific speed, _N is the rotational speed in revolutions per minute, _Q is the rate of flow in gallons per minute, _H is head in feet, and _P is shaft horsepower. { spâsìfik ˈspɛd}

**specific surface** [CHEM ENG] The surface area per unit weight or volume of a particulate solid; increasing diameter forming a stepped cone. used in size-reduction (crushing and grinding) calculations. { spâsìfik ˈsərfəs}

**specific volume** [CHEM ENG] The volume of a substance. { spâsìfik ˈvɔləm}

**speed** [MECH] The weight per unit volume of a substance. { spâsìfik ˈwæt}

**speed-power product** [ELECTR] The product of the gate speed or propagation delay of an electronic circuit and its power dissipation. { spêdˈpɔʊərˌprədˌækt}

**speed reducer** [MECH ENG] A train of gears placed between a motor and the machinery which it will drive, to reduce the speed with which power is transmitted. { spêd ˈrɪˌdjuˌsər}

**speed-reliability tradeoff** [MECH ENG] The relationship between the maximum speed at which a machine can move a workpiece and the reliability with which the machine’s operations can be achieved to some degree of satisfaction. { spêdˌriˌdjuˌsər}

**spectral pyrometer** See narrow-band pyrometer. { spêkˈtræl pɪˌrəmˌdʒədər}

**spectral response** See spectral sensitivity. { spêkˈtræl ˈrɪˌspæns}

**spectral sensitivity** [ELECTR] Radiant sensitivity, considered as a function of wavelength. { spêkˈtræl ˌsɛnˈtɪstərədər}

**spectral analyzer** [ENG] Test instrument used to show the distribution of energy contained in the frequencies emitted by a pulse magnetron; also used to measure the Q of resonant cavities and lines, and to measure the cold impedance of a magnetron. { spêktrəˌmeɪnərˈænəˌlaɪznəˌrædər}

**speech amplifier** [ENG ACOUS] An audio-frequency amplifier designed specifically for amplification of speech frequencies, as for public-address equipment and radiotelephone systems. { spêkˈtrəˌmɪsˈfɪkˌænəˌlaɪznəˌrædər}

**speech clipper** [ENG ACOUS] A clipper used to limit the peaks of speech-frequency signals, as required for increasing the average modulation percentage of a radiotelephone or amateur radio transmitter. { spêkˈkliˌpər}

**speech coil** See voice coil. { spêkˈkɔil}

**speech inverter** See scrambler. { spêkˈɪnˌvɔrdər}

**speech recognition** [ENG ACOUS] The process of analyzing an acoustic speech signal to identify the linguistic message that was intended, so that a machine can correctly respond to spoken commands. { spêkˈrɛnˌzɪˈkeɪʃən}

**speech scrambler** See scrambler. { spêkˈskramˌblər}

**speed** [MECH] The time rate of change of position of a body without regard to direction; in other words, the magnitude of the velocity vector. { spêd}

**speed cone** [MECH ENG] A cone-shaped pulley, or a pulley composed of a series of pulleys of increasing diameter forming a stepped cone. { spêdˌkən}

**speed lathe** [MECH ENG] A light, pulley-driven lathe, usually without a carriage or back gears, used for work in which the tool is controlled by hand. { spêdˌlæθ}

**speedometer** [ENG] An instrument that indicates the speed of travel of a vehicle in miles per hour, kilometers per hour, or knots. { spiˈdəmətər}

**speed-payload tradeoff** [MECH ENG] The relationship between the maximum speed with which a machine can move a workpiece and the maximum weight of the workpiece. { spêdˌpɔɪˈlədˌtredˌɔf}

**sperry process** [CHEM ENG] The electrolytic manufacture of basic lead carbonate (white lead) from desilverized lead that contains some bismuth, impure lead collects at the anode, and carbon dioxide is passed into the solution to convert the lead to carbonate. { spərˈɛ,ˌpræsəs}
sp gr  See specific gravity.

spherical-coordinate robot  [CONT SYS] A robot in which the degrees of freedom of the manipulator arm are defined primarily by spherical coordinates.  {spιr-a-kl kojʊrd-ə-nət ˈroʊ-bət}

spherical pendulum  [MECH] A simple pendulum mounted on a pivot so that its motion is not confined to a plane; the bob moves over a spherical surface.  {spιr-a-kl ˈpen-ə-ˌlɑm}

spherical stress  [MECH] The portion of the total stress that corresponds to an isotropic hydrostatic pressure; its stress tensor is the unit tensor multiplied by one-third the trace of the total stress tensor.  {spιr-a-kl ˈstres}

spherometer  [ENG] A device used to measure the curvature of a spherical surface.  {spιrəˌmətər}

spider  [ELEC] A structure on the shaft of an electric rotating machine that supports the core or poles of the rotor, consisting of a hub, spokes, and rim, or some similar arrangement.  [ENG] 1. The part of an ejector mechanism which operates ejector pins in a molding press.  2. In extrusion, the membranes which support a mandrel within the head-die assembly.  [ENG ACOUS] A highly flexible perforated or corrugated disk used to center the voice coil of a dynamic loudspeaker with respect to the pole piece without appreciably hindering in-and-out motion of the voice coil and its attached diaphragm.  [MECH ENG] In a universal joint, a part with four projections that is pivoted between the forked ends of two shafts and transmits motion between the shafts. Also known as cross.  {spιdər}

spike  [DES ENG] A large nail, especially one longer than 3 inches (7.6 centimeters), and often of square section.  {spik}

spike microphone  [ENG ACOUS] A device for clandestine aural surveillance in which the sensor is a spike driven into the wall of the target area and mechanically coupled to the diaphragm of a microphone on the other side of the wall.  {spιkˌmi-krəˌfoʊn}

spill  [ENG] The accidental release of some material, such as nuclear material or oil, from a container.  {spil}

spill box  [CIV ENG] A device such as a flume that maintains a constant head on a measuring weir or orifice.  {spilˌbäks}

spillway  [CIV ENG] A passage in or about a dam or other hydraulic structure for escape of surplus water.  {spilˌweɪ}

spillway apron  [CIV ENG] A concrete or timber floor at the bottom of a spillway to prevent soil erosion from heavy or turbulent flow.  {spιlˌwɑˈpɹən}

spillway channel  [CIV ENG] An outlet channel from a spillway.  {spilˌweɪˌˈʃɛnˌdʒər}

spillway dam  See overflow dam.  {spilˌweɪˌdæm}

spillway gate  [CIV ENG] A gate for regulating the flow from a reservoir.  {spilˌweɪˌgæt}

spin  [MECH] Rotation of a body about its axis.  {spιn}

spin casting  [ENG] A technique for manufacturing telescope mirrors in which molten glass is poured into a rotating mold and, as the glass cools and solidifies, the surface of the relatively thin mirror takes on a shape that is relatively close to the desired one, reducing substantially the need for grinding away excess glass.  {spιn ˈkɑst-ɪŋ}

spin compensation  [MECH] Overcoming or reducing the effect of projectile rotation in decreasing the penetrating capacity of the jet in shaped-charge ammunition.  {spιn ˈkæm-ˈpænˌə-ˌʃæn}

spin-decelerating moment  [MECH] A couple about the axis of the projectile, which diminishes spin.  {spιn ˈdɛl-əˌtɹæd-ɪŋ ˈmɔr-ˌmænt}

spindle  [DES ENG] A short, slender or tapered shaft.  {spιnlˌdɔl}

spin electronics  See magnetoelectronics.  {spιnˌɪˌlɛk-trəˈnɪks}

spinner  [ENG] 1. Automatically rotatable radar antenna, together with directly associated equipment.  2. Part of a mechanical scanner which rotates about an axis, generally restricted to cases where the speed of rotation is relatively high.  {spιnˌɔr}

spinneret  [ENG] An extrusion die with many holes through which plastic melt is forced to form filaments.  {spιnˌɔrɛt}

spinning  [ENG] The extrusion of a spinning solution (such as molten plastic) through a spinneret.  [MECH ENG] Shaping and finishing sheet metal by rotating the workpiece over a mandrel and working it with a round-ended tool. Also known as metal spinning.  {spιnˌɪŋ}

spinning machine  [MECH ENG] 1. A machine that winds insulation on electric wire.  2. A machine that shapes metal hollow ware.  {spιnˌɪŋ maˌʃɛn}

spin transistor  [ENG] Magnetic switch.  {spιnˌtrænˈzɪltər}

spintronics  See magnetoelectronics.  {spιnˌtrænˈɪks}

spin valve  See magnetic switch.  {spιnˌvaˌlɛv}

spin welding  [ENG] Fusion of two objects (for example, plastics) by forcing them together while one of the pair is spinning; frictional heat melts the interface, spinning is stopped, and the bodies are held together until they are frozen in place (welded).  {spιnˌweld-ɪŋ}

spiral bevel gear  [DES ENG] Bevel gear with curved, oblique teeth to provide gradual engagement and bring more teeth together at a given time than an equivalent straight bevel gear.  {spιrəˈræl ˈbev-əl ˈgɪr}

spiral chute  [DES ENG] A gravity chute in the form of a continuous helical trough spiraled around a column for conveying materials to a lower level.  {spιrəˈræl ˈʃʌt}

spiral conveyor  See screw conveyor.  {spιrəˈræl kanˈvər-ər}

spiral flow tank  [CIV ENG] An aeration tank of the activated sludge process into which air is diffused in a spiral helical movement guided by
baffles and proper location of diffusers. { 'spir-rall flō 'taŋk' }

### Spiral Flow Test

[ENG] The determination of the flow properties of a thermoplastic resin by measuring the length and weight of resin flowing along the path of a spiral cavity. { 'spir-rall flō 'test' }

### Spiral Gage

See spiral pressure gage. { 'spir-rall gāj' }

### Spiral Gear

[MECH ENG] A helical gear that transmits power from one shaft to another, non-parallel shaft. { 'spir-rall 'gir' }

### Spiral-Jaw Clutch

[MECH ENG] A modification of the square-jaw clutch permitting gradual meshing of the mating faces, which have a helical section. { 'spir-rall 'jō 'klach' }

### Spiral Mold Cooling

[ENG] Cooling an injection mold by passing a liquid through a spiral cavity in the mold of the body. { 'spir-rall 'mōld 'kūl-iŋ' }

### Spiral Pipe

[DES ENG] Strong, lightweight steel pipe with a single continuous welded helical seam from end to end. { 'spir-rall 'pīp' }

### Spiral Plate Exchanger

[CHEM ENG] A heat-transfer device made from a pair of plates rolled in a spiral to provide two relatively long, rectangular passages for heat-transfer between fluids in countercurrent flow. { 'spir-rall 'plāt 'iks 'čhān-jār' }

### Spiral Pressure Gage

[ENG] A device for measurement of pressures, a hollow tube spiral receives the system pressure which deforms (unwinds) the spiral in direct relation to the pressure in the tube. Also known as spiral gage. { 'spir-rall 'prés-arth-lā 'gāj' }

### Spiral Scanning

[ENG] Scanning in which the direction of maximum radiation describes a portion of a spiral; the rotation is always in one direction, used with some types of radar antennas. { 'spir-rall 'skān-iŋ' }

### Spiral Spring

[DES ENG] A spring bar or wire wound in an Archimedes spiral in a plane; each end is fastened to the force-applying link of the mechanism. { 'spir-rall 'spring' }

### Spiral Thermometer

[ENG] A temperature-measurement device consisting of a bimetal spiral that winds tighter or opens with changes in temperature. { 'spir-rall thar'mām-oad-ər' }

### Spiral-Tube Heat Exchanger

[ENG] A counter-current heat-exchange device made of a group of concentric spirally wound coils, generally connected by manifolds; used for cryogenic exchange in air-separation plants. { 'spir-rall tūb 'hēt 'iks,čhān-jār' }

### Spiral Welded Pipe

[DES ENG] A steel pipe made of long strips of steel plate fitted together to form helical seams, which are welded. { 'spir-rall 'weld-əd 'pīp' }

### Spirit Level

See level. { 'spir-ət 'lev-əl' }

### Spirit Thermometer

[ENG] A temperature-measurement device consisting of a closed capillary tube with a liquid (for example, alcohol) reservoir bulb at the bottom, as the bulb is heated, the liquid expands up into the capillary tubing, indicating the temperature of the bulb. { 'spir-ət thar'mām-oad-ər' }

### Spill

[ENG] To light a fuse. { 'spīl' }

### Spilled Fuse

[ENG] A slow-burning fuse which has been cut open at the lighting end for ease of ignition. { 'spīl-əd 'fīz' }

### Spitting Rock

[ENG] A rock mass under stress that breaks and ejects small fragments with considerable velocity. { 'spīt-əng 'rāk' }

### Splash Block

[BUILD] A small masonry block with a concave surface placed on the ground below a downspout at a sloping angle to carry roof drainage water away from a building and to prevent erosion of the soil. { 'splash blāk' }

### Splash Lubrication

[ENG] An engine-lubrication system in which the connecting-rod bearings dip into troughs of oil, splashing the oil onto the cylinder and piston rods. { 'splash 'lū-brā,kā-shān' }

### Splay

[ENG] A slanted or beveled surface making an oblique angle with another surface. { 'splā' }

### Splayed Arch

[CIV ENG] An arch whose opening has a larger radius in front than at the back. { 'splād ār-ch' }

### Splice

[ELEC] A joint used to connect two lengths of conductor with good mechanical strength and good conductivity. [ENG] To unite two parts, such as rope or wire, to form a continuous length. { 'splīs' }

### Splice Plate

[CIV ENG] A plate for joining the web plates or the flanges of girders. { 'splīs plāt' }

### Spline

[DES ENG] One of a number of equally spaced keys cut integral with a shaft, or similarly, keyways in a hubbed part; the mated pair permits the transmission of rotation or translatory motion along the axis of the shaft. [ENG] A strip of wood, metal, or plastic. { 'splīn' }

### Spline Broach

[MECH ENG] A broach for cutting straight-sided splines, or multiple keyways in holes. { 'splīn broāch' }

### Splined Shaft

[DES ENG] A shaft with longitudinal gearlike ridges along its interior or exterior surface. { 'splīnd shāft' }

### Split Barrel

[DES ENG] A core barrel that is split lengthwise so that it can be taken apart and the sample removed. { 'split 'bar-o' }

### Split-Barrel Sampler

[DES ENG] A drive-type soil sampler with a split barrel. { 'split 'bar-o' 'sam-plər' }

### Split Bearing

[DES ENG] A shaft bearing composed of two pieces bolted together. { 'split 'ber-iŋ' }

### Split Cavity

[ENG] A cavity, such as in a mold, made in sections. { 'split 'kāv-əd-ə' }

### Split Link

[DES ENG] A metal link in the shape of a two-turn helix pressed together. { 'split 'līnk' }

### Split Nut

[ENG] A nut cut axially into halves to allow for rapid engagement (closed) or disengagement (open). { 'split nət' }

### Split Pin

[DES ENG] A pin with a split at one end so that it can be spread to hold it in place. { 'split 'pin' }

### Split-Ring Core Lifter

[DES ENG] A hardened steel ring having an open slit, an outside taper,
split-ring lifter

an inside or outside serrated surface, in its expanded state it allows the core to pass through it freely, but when the drill string is lifted, the outside taper surface slides downward into the bevel of the bit or reaming shell, causing the ring to contract and grip tightly the core which it surrounds. Also known as core catcher, core gripper, core lifter, ring lifter, split-ring lifter, spring lifter. {'split rin ‘kör ‘liif-tar} split-ring lifter See split-ring core lifter {'split rin ‘liif-tar}

split-ring mold

[ENG] A plastics mold in which a split-cavity block is assembled in a chase to permit the forming of undercuts in a molded piece. {'split rin ‘mol’d}

split-ring piston packing

[MECH ENG] A metal ring mounted on a piston to prevent leakage along the cylinder wall. {'split rin ‘pis-tan pak-iŋ}

split shovel

[DES ENG] A shovel containing parallel troughs separated by slots; used for sampling ground ore. {'split shov-al}

split-stator variable capacitor

[ELECTR] Variable capacitor having a rotor section that is common to two separate stator sections; used in grid and plate tank circuits of transmitters for balancing purposes. {'split ħtād-ar ‘ver-ē-ō-bal kāpas-ād-or}

splitter

[CHEM ENG] A petroleum-refinery term for a fractionating tower that produces only an overhead and bottom stream. {'split-rīr}

splitter vanes

[ENG] A group of curved, parallel vanes located in a sharp (or example, miter) bend of a gas conduit; the vane shape and its location help guide the moving gas around the bend. {'splitd-ār, vānž}

split transducer

[ENG] A directional transducer with electroacoustic transducing elements which are divided and arranged so that there is an electrical separation of each division. {'split tranz’d-sär}

SP logging

See spontaneous-potential well logging. {'spās’pē ‘lāg-iŋ}

spoke

[DES ENG] A bar or rod radiating from the center of a wheel. {'spōk}

spokeshave

[ENG] A small tool for planing convex or concave surfaces. {'spōk, shāv}

sponge

[CHEM ENG] Wood shavings coated with iron oxide and used as a catalyst in processes for removing hydrogen sulfide from industrial gases. {'spanj}

spongy

[MECH ENG] Property of a robot whose end effector has high compliance, so that a small force applied to it results in a large motion. {'span-rē}

spontaneous combustion

See autoignition. {'span’tā-nē-as kām’bās-chan}

spontaneous-potential well logging

[ENG] The recording of the natural electrochemical and electrokinetic potential between two electrodes, one above the other, lowered into a drill hole, used to detect permeable beds and their boundaries. Also known as SP logging. {'span’tā-nē-as pā’ten-chal ‘wel, ‘lāg-iŋ}

classification

summary

spontaneous process

[Therm] A thermodynamic process which takes place without the application of an external agency, because of the inherent properties of a system. {'span’tā-nē-as ‘prā-sās}

spool

[MECH ENG] 1. The drum of a hoist. 2. The movable part of a slide-type hydraulic valve. {'spūl}

spool-type roller conveyor

[MECH ENG] A type of roller conveyor in which the rolls are of conical or tapered shape with the diameter at the ends of the roll larger than that at the center. {'spūl ‘rō-lar kan’sār}

spoon

[DES ENG] A slender rod with a cup-shaped projection at right angles to the rod, used for scraping drillings out of a borehole. {'spūn}

spot check

[IND ENG] A check or inspection of certain steps in an operation, process, or the like, of certain parts of a piece of equipment or of a representative lot of completed parts or articles; the steps or parts inspected would normally be only a small percentage of the total. {'spīt chek}

spot drilling

[MECH ENG] Drilling a small hole or indentation in the surface of a material to serve as a centering guide in later machining operations. {'spīt dril-iŋ}

spot facing

[MECH ENG] A finished circular surface around the top of a hole to seat a bolthead or washer, or to allow flush mounting of mating parts. {'spīt fas-iŋ}

spot gluing

[ENG] Applying heat to a glued assembly by dielectric heating to make the glue set in spots that are more or less regularly distributed. {'spīt ‘gliù-iŋ}

spotting

[ENG] Fitting one part of a die to another part by applying an oil color to the surface of the finished part and bringing this against the surface of the intended mating part, the high spots being marked by the transferred color. {'spād-iŋ}

spouting

[ENG] A term used in the feeding or ejection of powdered or granulated solids by means of vertical or slanted discharge spouts. {'spād-iŋ}

sprag

[ENG] A stake used as a brake for a vehicle by inserting it through the spokes of a wheel or digging it into the ground at an angle. {'sprāg}

sprag clutch

[MECH ENG] A clutch designed to transmit power in one direction only. {'sprāg ‘klach}

spray

[ENG] A mechanically produced dispersion of liquid into a gas stream; as drops are large, the spray is unstable and the liquid will fall free of the gas stream when velocity decreases. {'spra}

spray chamber

[MECH ENG] A compartment in an air conditioner where humidification is conducted. {'sprā ‘chām-bār}

spray dryer

[MECH ENG] A machine for drying an atomized mist by direct contact with hot gases. {'sprā ‘drī-ar}

sprayed metal mold

[ENG] A plastics mold made by spraying molten metal onto a master
form until a shell of predetermined thickness is achieved; the shell is then removed and backed up with plaster, cement, or casting resin; used primarily in plastic sheet forming. (‘språd ˈmed-əl, mœld)  
sprayer plate [ENG] A rotating flat-faced or dished metal plate used in an oil burner to enhance atomization. (‘språ-ər, plet)  
spray gun [MECH ENG] An apparatus shaped like a gun which delivers an atomized mist of liquid. (‘språ-gon)  
spray nozzle [MECH ENG] A device in which a liquid is subdivided to form a stream (mists) of small drops. (‘språ, nɔz-əl)  
spray painting [ENG] Applying a fine, even coat of paint by means of a spray nozzle. (‘språ ,pānt-iə)  
spray pond [ENG] An arrangement for cooling large quantities of water in open reservoirs or ponds; nozzles spray a portion of the water into the air for the evaporative cooling effect. (‘språ, pænd)  
spray probe [ENG] A device which detects a jet spray of tracer gas in vacuum testing for leaks. (‘språ ,prob)  
spray torch [ENG] In thermal spraying, a device used for the application of self-fluxing alloys; to rapidly be spray-deposited into a mold or onto a form. (‘språ ,tôrch)  
spray tower [CHEM ENG] A vertical column, at the top of which is a liquid spray device; used to contact liquids with gas streams for absorption, humidification, or drying. (‘språ ,tɔi-ər)  
spray-up [ENG] A term for a number of techniques in which a spray gun is used as the processing tool; for example, in reinforced plastics manufacture, fibrous glass and resin can simultaneously be spray-deposited into a mold or onto a form. (‘språp)  
spread [ENG] The layout of geophone groups from which data from a single shot are recorded simultaneously. (‘spred)  
spreadable life [DES ENG] A wide, shallow footing usually made of reinforced concrete. (‘spred ˈfod-iŋ)  
spreading coefficient [THERMO] The work done in spreading one liquid over a unit area of another, equal to the surface tension of the stationary liquid, minus the surface tension of the spreading liquid, minus the interfacial tension between the liquids. (‘spred-iŋ ˈkō-i,fish-nt)  
Sprang pump [MECH ENG] An air pump that exhausts by trapping gases between drops of mercury in a tube. (‘sprem-tgal ,pamp)  
spig [DES ENG] A small brad having no head. (‘SP)  
spring balance [ENG] An instrument which measures force by determining the extension of a helical spring. (‘spriŋ ˈbāl-əns)  
spring box mold [ENG] A compression mold with a spacing fork that is removed after partial compression. (‘spriŋ ˈbæks ,mold)  
spring buffer [ENG] A buffer in the form of a spring that stores and dissipates the kinetic energy of an impact. (‘spriŋ ,bal-ər)  
spring calipers [ENG] Calipers in which tension against the adjusting nut is maintained by a circular spring. (‘spriŋ ˈkal-ər)  
spring clip [DES ENG] 1. A U-shaped fastener used to attach a leaf spring to the axle of a vehicle. 2. A clip that grips an inserted part under spring pressure, used for electrical connections. (‘spriŋ ,klip)  
spring collet [DES ENG] A bushing that surrounds and holds the end of the work in a machine tool; the bushing is slotted and tapered, and when the collet is slipped over it, the slot tends to close and the bushing thereby grips the work. (‘spriŋ ˈkəl-ət)  
spring cotter [DES ENG] A cotter made of an elastic metal that has been bent double to form a split pin. (‘spriŋ ˈkətər)  
spring coupling [MECH ENG] A flexible coupling with resilient parts. (‘spriŋ ˈkəp-ling)  
spring die [DES ENG] An adjustable die consisting of a hollow cylinder with internal cutting teeth, used for cutting screw threads. (‘spriŋ ˈdi)  
spring faucet [ENG] A faucet that is kept closed by a spring; force must be exerted to open it, and it closes when the force is removed. (‘spriŋ ˈfɔs-ət)  
spring gravimeter [ENG] An instrument for making relative measurements of gravity; the elongation s of the spring may be considered proportional to gravity g, s = (1/k)g, and the basic
spring hammer

Formula for relative measurements is $g_2 - g_1 = \delta (s_2 - s_1)$. 

**spring hammer** [MECH ENG] A machine-driven hammer actuated by a compressed spring or by compressed air. {'sprin\' gham-\(\ddot{\imath}\)r}

**spring hinge** [DES ENG] A hinge fitted with one or more springs. {'sprin\' hijn}

**spring hook** [DES ENG] A hook closed at the end by a spring snap. Also known as snap hook. {'sprin\' huk}

**spring-joint caliper** [DES ENG] An outside or inside caliper having a heavy spring joining the legs together at the top; legs are opened and closed by a knurled nut. {'sprin\' j\(\ddot{\imath}\)nt ,kal-\(\ddot{\imath}\)p\(\ddot{\imath}\)r}

**spring lifter** See split-ring core lifter. {'sprin\' ,lif\(\ddot{\imath}\)r}

**spring-load** [ENG] To load or exert a force on an object by means of tension from a spring or by compression. {'sprin\' l\(\ddot{\imath}\)d}

**spring-loaded meter** [ENG] A variable-area flowmeter in which the force on an obstruction in a tapered tube created by the fluid flowing past the obstruction is balanced by the force of a spring to which the obstruction is attached, and the resulting differential pressure is used to determine the flow rate. {'sprin\' l\(\ddot{\imath}\)d-\(\ddot{\imath}\)d \(\ddot{\imath}\)reg-y\(\ddot{\imath}\) ,l\(\ddot{\imath}\)d-\(\ddot{\imath}\)r}

**spring-loaded regulator** [MECH ENG] A pressure-regulator valve for pressure vessels or flow systems, the regulator is preloaded by a calibrated spring to open (or close) at the upper (or lower) limit of a preset pressure range. {'sprin\' l\(\ddot{\imath}\)d-\(\ddot{\imath}\)d \(\ddot{\imath}\)reg-y\(\ddot{\imath}\) ,l\(\ddot{\imath}\)d-\(\ddot{\imath}\)d}

**spring modulus** [MECH] The additional force necessary to deflect a spring an additional unit distance, if a certain spring has a modulus of 100 newtons per centimeter, a 100-newton weight will compress it 1 centimeter, a 200-newton weight 2 centimeters, and so on. {'sprin\' mj\(\ddot{\imath}\)\(\ddot{\imath}\)j-\(\ddot{\imath}\)s\(\ddot{\imath}\)bs}

**spring pin** [MECH ENG] An iron rod which is mounted between spring and axle on a locomotive, and which maintains a regulated pressure on the axle. {'sprin\' pin}

**spring scale** [ENG] A scale that utilizes the deflection of a spring to measure the load. {'sprin\' sk\(\ddot{\imath}\)l}

**spring shackles** [ENG] A shackle for supporting the end of a spring, permitting the spring to vary in length as it deflects. {'sprin\' shak-\(\ddot{\imath}\)l}

**spring stop-nut locking fastener** [DES ENG] A locking fastener that functions by a spring action clamping down on the bolt. {'sprin\' st\(\ddot{\imath}\)p-\(\ddot{\imath}\)nat \(\ddot{\imath}\)lak-\(\ddot{\imath}\)k-\(\ddot{\imath}\)f,fas-

**spring switch** [CIV ENG] A railroad switch that contains a spring to return it to the running position after it has been thrown over by trailing wheels moving on the diverging route. {'sprin\' swit\(\ddot{\imath}\)}

**sprinkler system** [ENG] A fire-protection system of pipes and outlets in a building, mine, or other enclosure for delivering a fire extinguishing liquid or gas, usually automatically by the action of heat on the sprinkler head. Also known as fire sprinkling system. {'sprin\' kr\(\ddot{\imath}\)l-

**sprocket** [DES ENG] A tooth on the periphery of a wheel or cylinder to engage in the links of a chain, the perforations of a motion picture film, or other similar device. {'sprak-\(\ddot{\imath}\)t}

**sprocket chain** [MECH ENG] A continuous chain which meshes with the teeth of a sprocket and thus can transmit mechanical power from one sprocket to another. {'sprak-\(\ddot{\imath}\)t ,ch\(\ddot{\imath}\)n}

**sprocket hole** [ENG] One of a series of perforations at the edge of a motion picture film, paper tape, or roll of continuous stationery, which are engaged by the teeth of a sprocket wheel to drive the material through some device. {'sprak-\(\ddot{\imath}\)t h\(\ddot{\imath}\)l}

**sprocket wheel** [DES ENG] A wheel with teeth or cogs, used for a chain drive or to engage the blocks on a cable. {'sprak-\(\ddot{\imath}\)t ,w\(\ddot{\imath}\)l}

**sprue** [ENG] 1. A feed opening or vertical channel through which molten material, such as metal or plastic, is poured in an injection or transfer mold. 2. A slug of material that solidifies in the channel. {'spru\(\ddot{\imath}\)u}

**sprue bushing** [ENG] A steel insert in an injection mold which contains the sprue hole and has a seat for the injection cylinder nozzle. {'spru\(\ddot{\imath}\)u ,bush-\(\ddot{\imath}\)n}

**sprue gate** [ENG] A passageway for the flow of molten resin from the nozzle to the mold cavity. {'spru\(\ddot{\imath}\)gat}

**sprue puller** [ENG] A pin with a Z-shaped slot to pull the sprue out of the sprue bushing in an injection mold. {'spru\(\ddot{\imath}\)pul-\(\ddot{\imath}\)r}

**sprung axle** [MECH ENG] A supporting member for carrying the rear wheels of an automobile. {'sprun\(\ddot{\imath}\)g ,ak-sal}

**sprung weight** [MECH ENG] The weight of a vehicle which is carried by the springs, including the frame, radiator, engine, clutch, transmission, body, load, and so forth. {'sprun\(\ddot{\imath}\)ght}

**spud** [DES ENG] 1. A diamond-point drill bit. 2. An offset type of fishing tool used to clear a space around tools stuck in a borehole. 3. Any of various spade- or chisel-shaped tools or mechanical devices. 4. See grouser. {'spad}

**spur dike** See groin. {'spur ,gir}

**spur gear** [DES ENG] A toothed wheel with radial teeth parallel to the axis. {'spur ,gir}

**spur pile** See batter pile. {'spur ,pil}

**sputtering** [ELECTR] Also known as cathode sputtering. 1. The ejection of atoms or groups of atoms from the surface of the cathode of a vacuum tube as the result of heavy-ion impact. 2. The use of this process to deposit a thin layer of metal on a glass, plastic, metal, or other surface in vacuum. {'spad-\(\ddot{\imath}\)f}

**sputter-ion pump** See getter-ion pump. {'spad-\(\ddot{\imath}\)r \(\ddot{\imath}\)an ,pump}

**sp vol** See specific volume.

**sq** See square.

**square** [MECH] Denotes a unit of area, if x is a unit of length, a square x is the area of a square whose sides have a length of 1x, for example, a square meter, or a meter squared, is the area of
a square whose sides have a length of 1 meter. Also known as monomino. Abbreviated sq.

**square-edged orifice** [ENG] An orifice plate with straight-through edges for the hole through which fluid flows; used to measure fluid flow in fluid conduits by means of differential pressure drop across the orifice. {swker šejurd ‘or-a-śas}

**square engine** [MECH ENG] An engine in which the stroke is equal to the cylinder bore. {swker ‘en-jań}

**square-head bolt** [DES ENG] A cylindrical threaded fastener with a square head. {swker ‘heńd ’bölṭ}

**square-jaw clutch** [MECH ENG] A type of positive clutch consisting of two or more jaws of square section which mesh together when they are aligned. {swker ‘jło,’klach}

**square joint** See straight joint. {swker ‘joint}

**square key** [DES ENG] A machine key of square, usually uniform, but sometimes tapered, cross section. {swker ‘kē}

**square mesh** [DES ENG] A wire-cloth textile mesh count that is the same in both directions. {swker ‘mesh}

**square-nose bit** See flat-face bit. {swker ‘ńoz ’bit}

**square thread** [DES ENG] A screw thread having a square cross section; the width of the thread trimmed. {swker ‘tend}

**square-wave amplifier** [ELECTR] Resistance-coupled amplifier, the circuit constants of which are to amplify a square wave with the minimum amount of distortion. {swker ‘waw ‘am-pla,fr-ar}

**square-wave generator** [ELECTR] A signal generator that generates a square-wave output voltage. {swker ‘waw ‘jen-ą,råd-ąr}

**square-wave response** [ELECTR] The response of a circuit or device when a square wave is applied to the input. {swker ‘waw rı,spåns}

**square wheel** [DES ENG] A wheel with a flat spot on its rim. {swker ’wél}

**squearing circuit** [ELECTR] 1. A circuit that reshapes a sine or other wave into a square wave. 2. A circuit that contains nonlinear elements proportional to the square of the input voltage. {swker-jo,’sarkat}

**squearing shear** [MECH ENG] A machine tool consisting of one fixed cutting blade and another mounted on a reciprocating crosshead; used for cutting sheet metal or plate. {swker-jo,’shir}

**squeawker** See midrange. {swkoń-ör}

**squeegee** [DES ENG] A device consisting of a handle with a blade of rubber or leather set transversely at one end and used for spreading, pushing, or wiping liquids off or across a surface. {swkē,jeń}

**squeeze** [ENG] 1. To inject a grout into a borehole under high pressure. 2. The plastic movement of a soft rock in the walls of a borehole or mine working that reduced the diameter of the opening. {swkēz}

**squeeze roll** [MECH ENG] A roller designed to exert pressure on material passing between it and a similar roller. {swkēz,’röl}

**squib** [ENG] A small tube filled with fine-grained black powder, upon the lighting and burning of the ignition match, the squib assumes a rocket effect and darts back into the hole to ignite the powder charge. {swkib}

**SQUID** See superconducting quantum interference device. {swkvid}

**squirt can** [ENG] An oil can with a flexible bottom and a tapered spout, pressure applied to the bottom forces oil out the spout. {swkwart,’kan}

**squirt gun** [ENG] A device with a bulb and nozzle; when the bulb is pressed, liquid squirts from the nozzle. {swkwart,’gan}

**SRA-size** [ENG] One of a series of sizes to which untrimmed paper is manufactured; for reels of paper the standard sizes are 450, 640, 900, and 1280 millimeters; for sheets of paper the sizes are SRA0, 900 × 1280 millimeters; SRA1, 640 × 900 millimeters, and SRA2, 450 × 640 millimeters; SRA sizes correspond to A sizes when trimmed. {swkst’am,’siz}

**stabil** [ENG] In a drilling operation, to insert the threaded end of a pipe joint into the collar of the joint already placed in the hole and to rotate it slowly to engage the threads before screwing up. {stab}

**stability** [CONT SYS] The property of a system for which any bounded input signal results in a bounded output signal. [ENG] The property of a body, as an aircraft, rocket, or ship, to maintain its attitude or to resist displacement, and, if displaced, to develop forces and moments tending to restore the original condition. [MECH] See dynamic stability. {st’bil-ād-ē}

**stability criterion** [CONT SYS] A condition which is necessary and sufficient for a system to be stable, such as the Nyquist criterion, or the condition that poles of the system’s overall transmission lie in the left half of the complex-frequency plane. {st’bil-ād-ē kri,’tir-e-an}

**stability exchange principle** [CONT SYS] In a linear system, which is either dynamically stable or unstable depending on the value of a parameter, the complex frequency varies with the parameter in such a way that its real and imaginary parts pass through zero simultaneously, the principle is often violated. {st’bil-ād-ē ik’s’chanj,’prı,’n-sapal}

**stability factor** [ELECTR] A measure of a transistor amplifier’s bias stability, equal to the ratio of change of collector current with respect to reverse saturation current. {st’bil-ād-ē,’faktar}

**stability matrix** See stiffness matrix. {st’bil-ād-ē,’mā-triks}
stability test  [ENG] Accelerated test to determine the probable suitability of an explosive material for long-term storage.  {staˌbil-ət-ē test}
stabilization  [CHEM ENG] A petroleum-refinery process for separating light gases from petroleum or gasoline, thus leaving a stable (less volatile) liquid so that it can be handled or stored with less change in composition. See compensation.  [ELECTR] Feedback introduced into vacuum tube or transistor amplifier stages to reduce distortion by making the amplification substantially independent of electrode voltages and tube constants.  [ENG] Maintenance of a desired orientation independent of the roll and pitch of a ship or aircraft.  {staˌba-ler-ə-shān}
stabilized feedback  See negative feedback.  {staˌba-lizd ˈfēdˌbāk}
stabilizer  [CHEM ENG] The fractionation column in a petroleum refinery used to stabilize (remove fractions from) hydrocarbon mixtures.  [ENG] 1. A hardened, splined bushing, sometimes freely rotating, slightly larger than the outer diameter of a core barrel and mounted directly above the core barrel back head. Also known as ferrule, fluted coupling.  2. A tool located near the bit in the drilling assembly to modify the deviation angle in a well by controlling the location of the contact point between the hole and the drill collars.  {staˌba-lizar}
stabilizer bar  [MECH ENG] In an automotive vehicle, a shaft that interconnects the two lower suspension arms in order to reduce body roll when the vehicle is turning. Also known as sway bar.  {staˌba-lizər ˈbār}
stable element  [ENG] Any instrument or device, such as a gyroscope, used to stabilize a radar antenna, turret, or other piece of equipment mounted on an aircraft or ship.  {staˌbal ˈel-ə-mənt}
stable vertical  [ENG] Vertical alignment of any device or instrument maintained during motion of the mount.  {staˌbal ˈvārdə-kāl}
stack  [BUILD] The portion of a chimney rising above the roof.  [CHEM ENG] In gas works, a row of benches containing retorts.  [ELECTR] See pileup.  [ENG] 1. To stand and rack drill rods in a drill tripod or derrick.  2. Any structure or part thereof that contains a flue or flues for the discharge of gases.  3. One or more filter cartridges mounted on a single column.  4. Tall, vertical conduit (such as smokestack, flue) for vents of combustion or evaporation products or gaseous process wastes.  5. The exhaust pipe of an internal combustion engine.  {staŋk}
stacked-beam radar  [ENG] Three-dimensional radar system that derives elevation by emitting narrow beams stacked vertically to cover a vertical segment, azimuth information from horizontal scanning of the beam, and range information from echo-return time.  {staŋktˌbēm ˈrā,daŋk}
stack effect  [MECH ENG] The pressure difference between the confined hot gas in a chimney or stack and the cool outside air surrounding the outlet.  {staŋktˌi,fekt}
stacker  [MECH ENG] A machine for lifting merchandise on a platform or fork and arranging it in tiers; operated by hand, or electric or hydraulic mechanisms.  {staŋkər}
stacker-reclaimer  [MECH ENG] Equipment which transports and builds up material stockpiles, and recovers and transports material to processing plants.  {staŋkər ˈrēklāmər}
stack gas  [ENG] Gas passed through a chimney.  {staŋkˌgās}
stack pollutants  [ENG] Smokestack emissions subject to Environmental Protection Agency standards regulations, including sulfur oxides, particulates, nitrogen oxides, hydrocarbons, carbon monoxide, and photochemical oxidants.  {staŋkˌpōˌluˈtəntz}
stack vent  [ENG] An extension to the atmosphere of a waste stack or a soil stack above the highest horizontal branch drain or fixture branch that is connected to the stack. Also known as soil vent.  {staŋkˌvent}
stactometer  See stalagmometer.  {staŋkˌtāmədər}
STADAN  See Space Tracking and Data Acquisition Network.  {staŋkˌdān}
stadia  [ENG] A surveying instrument consisting of a telescope with special horizontal parallel lines or wires, used in connection with a vertical graduated rod.  {staŋdēə}
stadia hairs  [ENG] Two horizontal lines in the reticule of a theodolite arranged symmetrically above and below the line of sight. Also known as stadia wires.  {staŋdēəˌhārz}
stadia rod  [ENG] A graduated rod used with a stadia to measure the distance from the observation point to the rod by observation of the length of rod subtended by the distance between the stadia hairs.  {staŋdēəˌrād}
stadia tables  [ENG] Mathematical tables from which may be found, without computation, the horizontal and vertical components of a reading made with a transit and stadia rod.  {staŋdēəˌtāˈtāləz}
stadia wires  See stadia hairs.  {staŋdēəˌwārz}
stadimenter  [ENG] An instrument for determining the distance to an object, but its height must be known, the angle subtended by the object’s bottom and top as measured at the observer’s position is proportional to the object’s height; the instrument is graduated directly in distance.  {staŋdəmənˈtārə}
staff bead  [BUILD] 1. A bead between a wooden frame and adjacent masonry.  2. A molded or beaded angle of wood or metal set into the corner of plaster walls.  {staŋf,bedə}
staff gage  [ENG] A graduated scale placed in a position so that the stage of a stream may be read directly therefrom, a type of river gage.  {staŋfˌgāz}
stage loader  See feeder conveyor.  {staŋgˌlədər}
stagger-tooth cutter  [MECH ENG] Side-milling cutter with successive teeth having alternating helix angles.  {staŋgˌtōthˌklədər}
stained glass  [ENG] Glass colored by any of
standard output

several means and assembled to produce a varicolored mosaic or representation. { 'stånd 'glas}

stair  [CIV ENG] A series of steps between levels or from floor to floor in a building. { 'ster}

stairway  [CIV ENG] One or more flights of stairs connected by landings. { 'ster,wel}

stairwell [BUILD] A vertical compartment that extends through a building to hold a stairway. { 'ster,wel}

stake  [ELEC] An iron peg used as a power electrode to transfer current into the ground in electrical prospecting. [ENG] 1. To fasten back or prop open with a piece of chain or otherwise the valves or clacks of a water barrel in order that the water may run back into the sump when necessary. 2. A pointed piece of wood driven into the ground to mark a boundary, survey station, or elevation. { sták}

staking  [ENG] Joining two parts together by fitting a projection on one part against a mating feature in the other part and then causing plastic flow at the joint. { 'sták-in}

staking out  [ENG] Driving stakes into the earth to indicate the foundation location of a structure to be built. { 'sták-in 'aút}

stalagmometer  [ENG] An instrument for measuring the size of drops suspended from a capillary tube, used in the drop-weight method. Also known as stactometer, stalogometer. { 'stal-ig'măm-əd-ər}

stall torque  [MECH ENG] The amount of torque provided by a motor at close to zero speed. { 'stól 'tôrk}

stalogometer  See stalagmometer. {s'tal-ə'r-gam'-əd-ər}

stamper  [ENG ACOUS] A negative, generally made of metal by electroforming, used for molding phonograph records. { 'stam-pər}

stamping  [ELECTR] A transformer lamination that has been cut out of a strip or sheet of metal by a punch press. [MECH ENG] Almost any press operation including blanking, shearing, hot or cold forming, drawing, bending, and coining. { 'stam-piŋ}

stanchion  [ENG] A structural steel member, usually larger than a strut, whose main function is to withstand axial compressive stresses. { 'stän-chan}

standard ballistic conditions  [MECH] A set of ballistic conditions arbitrarily assumed as standard for the computation of firing tables. { 'städ-ba'lis-tik kan'dish-ən}

standard capacitor  [ELEC] A capacitor constructed in such a manner that its capacitance value is not likely to vary with temperature and is known to a high degree of accuracy. Also known as capacitance standard. { 'städ-da'pas-əd-ər}

standard cell  [ELEC] A primary cell whose voltage is accurately known and remains sufficiently constant for instrument calibration purposes; the Weston standard cell has a voltage of 1.018636 volts at 20°C. { 'städ-da' sel}

standard elemental time  [IND ENG] A standard time for individual work elements. { 'städ-dəl-ə,ment-əl 'tım}

standard evaporator  See short-tube vertical evaporator. { 'städ-da'vər-pə,råd-ər}

standard fit  [DES ENG] A fit whose allowance and tolerance are standardized. { 'städ-da'fit}

standard free-energy increase  [THERMO] The increase in Gibbs free energy in a chemical reaction, when both the reactants and the products of the reaction are in their standard states. { 'städ-da 'fren-ər-jər-ən,krës}

standard gage  [CIV ENG] A railroad gage measuring 4 feet 8 1/2 inches (1.4351 meters). [DES ENG] A highly accurate gage used only as a standard for working gages. { 'städ-da 'gäj}

standard gravity  [MECH] A value of the acceleration of gravity equal to 9.80665 meters per second per second. { 'städ-da 'grav-əd-ə}

standard heat of formation  [THERMO] The heat needed to produce one mole of a compound from its elements in their standard state. { 'städ-da 'hêt av för-mäm-shan}

standard hour  [IND ENG] The quantity of output required of an operator to meet an hourly production quota. Also known as allowed hour. { 'städ-da 'hûr}

standard-hour plan  [IND ENG] A wage incentive plan in which standard work times are expressed as standard hours and the worker is paid for standard hours instead of the actual work hours. { 'städ-da 'hûr-plan}

standardization  [DES ENG] The adoption of generally accepted uniform procedures, dimensions, materials, or parts that directly affect the design of a product or a facility. [ENG] The process of establishing by common agreement engineering criteria, terms, principles, practices, materials, items, processes, and equipment parts and components. {s'tad-da 'da'zäm-shan}

standardized product  [DES ENG] A product that conforms to specifications resulting from the same technical requirements. { 'städ-dər 'dizd 'priad-akt}

standard leak  [ENG] Tracer gas allowed to enter a leak detector at a controlled rate in order to facilitate calibration and adjustment of the detector. { 'städ-da 'lek}

standard load  [DES ENG] A load which has been preplanned as to dimensions, weight, and balance, and designated by a number or some classification. { 'städ-da 'lôd}

standard noise temperature  [ELECTR] The standard reference temperature for noise measurements, equal to 290 K. { 'städ-da 'nɔiz 'tem-prə-char}

standard output  [IND ENG] The reciprocal of standard time. { 'städ-da 'aût,пут}
standard performance  [IND ENG] The performance of an individual or of a group on meeting standard output  

standard shift  [DES ENG] A shift with zero allowance minus a specified tolerance.  

standard time  [IND ENG] A unit time value for completion of a work task as determined by the proper application of the appropriate work-measurement techniques. Also known as direct labor standard; output standard; production standard; time standard  

standard ton  See ton.  

standard trajectory  [MECH] Path through the air that it is calculated a projectile will follow... charge that are used; firing tables or 10-foot-long (1.5- or 3.0-meter) core barrel. are based on standard trajectories. 

standard wire rope  [DES ENG] Wire rope made of six wire strands laid around a sisal core. Also known as hemp-core cable.  

standpipe system  [ENG] A system that contains standpipes, pumps, siamese connections, piping, and equipment with hose outlets and is provided with an adequate supply of water for fire fighting.  

standpipe  [ENG] 1. A vertical pipe for holding a water supply for fire protection. 2. A high tank or reservoir for holding water that is used to maintain a uniform pressure in a water-supply system. 

starter  [ELECTR] A device used to start an electric motor and to accelerate the motor to normal speed. 2. See engine starter.  [ELECTR] An auxiliary control electrode used in a gas tube to establish sufficient ionization to reduce the anode breakdown voltage. Also known as trigger electrode.  

starting barrel  [ENG] A short (12 to 24 inches or 30 to 60 centimeters) core barrel used to begin coring operations when the distance between the drill chuck and the bottom of the hole or to the rock surface in which a borehole is to be collared is too short to permit use of a full 5-or 10-foot-long (1.5- or 3.0-meter) core barrel. 

starting friction  See static friction. 

starting resistance  [MECH ENG] The force needed to produce an oil film on the journal bearings of a train when it is at a standstill. 

starting taper  [DES ENG] A slight end taper on a reamer to aid in starting. 

start time  [IND ENG] The calendar time at which the manufacturing work for a specific job begins on a machine or in a facility. 

start-to-leak pressure  [MECH ENG] The amount of inlet pressure at which the first bubble occurs at the outlet of a safety relief valve with a resilient disk when the valve is subjected to an air test under a water seal. 

start-up curve  [IND ENG] A learning curve applied to a job for the purpose of adjusting work times that are longer than the standard because of the introduction of new jobs or new workers. 

starved joint  [ENG] A glued joint containing insufficient or inadequate adhesive. Also known as hungry joint. 

state  [CONT SYS] A minimum set of numbers which contain enough information about a system's history to enable its future behavior to be computed. 

state equations  [CONT SYS] Equations which express the state of a system and the output of a system at any time as a single valued function of the system's input at the same time and the state of the system at some fixed initial time. 

state estimator  See observer. 

state observer  See observer. 

528
state of strain  [MECH] A complete description, including the six components of strain, of the deformation within a homogeneously deformed volume. {ˈstæt əv 'stræn}

state of stress  [MECH] A complete description, including the six components of stress, of a homogeneously stressed volume. {ˈstæt əv 'strɛs}

state parameter See thermodynamic function of state. {ˈstæt ˌpeəˌræmˌəd-ər}

state space  [CONT SYS] The set of all possible values of the state vector of a system. {ˈstætˌspeɪs}

state transition equation  [CONT SYS] The equation satisfied by the $n \times n$ state transition matrix $\Phi(t,t_0): \Phi(t,t_0)\dot{\mathbf{x}}(t) = A(t)\Phi(t,t_0)\mathbf{x}(t_0)$, where $I$ is the unit $n \times n$ matrix, and $A(t)$ is the $n \times n$ matrix which appears in the vector differential equation $\mathbf{d}\mathbf{x}(t)/dt = A(t)\mathbf{x}(t)$ for the $n$-component state vector $\mathbf{x}(t)$. {ˈstætˌtranˌzishən əˌkɛwˈmA ɪ,ˈkwædʒən}

state transition matrix  [CONT SYS] A matrix $\Phi(t,t_0)$ whose product with the state vector $x$ at an initial time $t_0$ gives the state vector at a later time $t$, that is, $x(t) = \Phi(t,t_0)x(t_0)$. {ˈstætˌtranˌzishən ,ˌmeɪˌtrɪks}

state variable  [CONT SYS] One of a minimum set of numbers which contain enough information about a system’s history to enable computation of its future behavior. See thermodynamic function of state. {ˈstætˌvekˌtɔr}

statically admissible loads  [MECH] Any set of external loads and internal forces which fulfills conditions necessary to maintain the equilibrium of a mechanical system. {ˈstædˌikeɪˌədˌmɪsˌəˌbæl ˈlɑdədz}

static bed  [CHEM ENG] A layer of solids in a process vessel (absorber, catalytic reactor, packed distillation column, or granular filter bed) in which the particles rest upon one another at essentially the settled bulk density of the solids phase, contrasted to moving-solids or fluidized-solids beds. {ˈstædˌikeɪˈbed}

static charge  [ELEC] An electric charge accumulated on an object. {ˈstædˌikeɪˈʃeɪrj}

static discharger  [ELEC] A rubber-covered cloth wick about 6 inches (15 centimeters) long, sometimes attached to the trailing edges of the surfaces of an aircraft to discharge static electricity in flight. {ˈstædˌikeɪˌdɪsˌkærər}

static electricity  [ELEC] 1. The study of the effects of macroscopic charges, including the transfer of a static charge from one object to another by actual contact or by means of a spark that bridges an air gap between the objects. 2. See electrostatics. {ˈstædˌikeɪˌɪˌlektˈrɪsˌəd-ər}

static equilibrium  See equilibrium. {ˈstædˌikeɪˌɪˌkweɪˈwɪləˌɪˌkwiˈwɪləˌræm}

static friction  [MECH] 1. The force that resists the initiation of sliding motion of one body over the other with which it is in contact. 2. The force required to move one of the bodies when they are at rest. Also known as limiting friction; starting friction. {ˈstædˌikeɪˈfriktʃən}

static load  [MECH] A nonvarying load, the basal pressure exerted on the weight of a mass at rest, such as the load imposed on a drill bit by the weight of the drill-stem equipment or the pressure exerted on the rocks around an underground opening by the weight of the superimposed rocks. Also known as dead load. {ˈstædˌikeɪˈləʊd}

static moment  [MECH] 1. A scalar quantity (such as area or mass) multiplied by the perpendicular distance from a point connected with the quantity (such as the centroid of the area or the center of mass) to a reference axis. 2. The magnitude of some vector (such as force, momentum, or a directed line segment) multiplied by the length of a perpendicular dropped from the line of action of the vector to a reference point. {ˈstædˌikeɪˌməˈmənt}

static-pressure tap  See pressure tap. {ˈstædˌikeɪˌpreshərˌtæp}

static-pressure tube  [ENG] A smooth tube with a rounded nose that has radial holes in the portion behind the nose and is used to measure the static pressure within the flow of a fluid. {ˈstædˌikeɪˌpreshərˌtʌb}

static reaction  [MECH] The force exerted on a body by other bodies which are keeping it in equilibrium. {ˈstædˌikeɪˈrɛkəˌʃən}

statics  [MECH] The branch of mechanics which treats of force and force systems abstracted from matter, and of forces which act on bodies in equilibrium. {ˈstædˌikeɪzəs}

static seal  See gasket. {ˈstædˌikeɪˌsɛl}

static test  [ENG] A measurement taken under conditions where neither the stimulus nor the environmental conditions fluctuate. {ˈstædˌikeɪˌtɛst}

static tube  [ENG] A device used to measure the static (not kinetic or total) pressure in a stream of fluid; consists of a perforated, tapered tube that is placed parallel to the flow, and has a branch tube that is connected to a manometer. {ˈstædˌikeɪˌtʌb}

station  [ELEC] An assembly line or assembly machine location at which a wiring board or chassis is stopped for insertion of one or more parts. [ELECTR] A location at which radio, television, radar, or other electric equipment is installed. [ENG] Any predetermined point or area on the seas or oceans which is patrolled by naval vessels. {ˈstædˌsheɪn}

stationary cone classifier  [MECH ENG] In a pulverizer directly feeding a coal furnace, a device which returns oversize coal to the pulverizing zone. {ˈstædˌsheɪnˌkənˌklasˌəˌfiərˌər}

stationary engine  [MECH ENG] A permanently placed engine, as in a power house, factory, or mine. {ˈstædˌsheɪnˌəˌmɛnˈtənˌeɪˌdʒæn}

station pole  [CIV ENG] One of various rods used in surveying to mark stations, to sight points and lines, or to measure elevation with respect to the transit. {ˈstædˌsheɪnˌ pól}

station roof  [BUILD] 1. A roof supported by a
statistical multiplexer

single central post and having a shape that resembles an umbrella. Also known as umbrella roof. 2. A long roof supported by a single row of posts and by cantilevers on one or both sides; typically used for railroad platforms. (ˈstā-shanˌrōf)

statistical multiplexer  [ELECTR] A device which combines several low-speed communications channels into a single high-speed channel, and which can manage more communications traffic than a standard multiplexer by analyzing traffic and choosing different transmission patterns. (ˌstə-tisˈtekəlˌməlˈtəpleksər)

statistical quality control  [IND ENG] The use of statistical techniques as a means of controlling the quality of a product or process. (ˈstə-tisˈtekəlˌməlˈtəpleksər)

stator  [ELEC] The portion of a rotating machine that contains the stationary parts of the magnetic circuit and their associated windings. [MECH ENG] A stationary machine part in or about which a rotor turns. (ˈstā-tər)

statoscope  [ENG] 1. A barometer that records small variations in atmospheric pressure. 2. An instrument that indicates small changes in an aircraft’s altitude. (ˈstā-ə,skōp)

statute mile  See mile. (ˈstātchˌūt mills)

stave  [DES ENG] 1. A rung of a ladder. 2. Any of the narrow wooden strips or metal plates placed edge to edge to form the sides, top, or lining of a vessel or structure, such as a barrel. (ˈstāv)

stay  [ENG] In a structure, a tensile member which holds other members of the structure rigidly in position. (ˈstā)

staybolt  [DES ENG] A bolt with a thread along the entire length of the shaft; used to attach machine parts that are under pressure to separate. (ˈstāˌbōlt)

stayed-cable bridge  [CIV ENG] A modified cantilever bridge consisting of girders or trusses cantilevered both ways from a central tower and supported by inclined cables attached to the tower at the top or sometimes at several levels. (ˈstādˌkāˌbalˌbrij)

STD recorder  See salinity-temperature-depth recorder. (ˌstēˌtēˈdēˌrēˌkōrdər)

steadiness  [CONT SYS] Freedom of a robot arm or end effector from high-frequency vibrations and jerks. (ˈstēdēˌnes)

steady pin  [ENG] 1. A retaining device such as a dowel, pin, or key that prevents a pulley from turning on its axis. 2. A guide pin used to lift a cope or pattern. (ˈstēdēˌpin)

steady rest  [MECH ENG] A device that is used to support long, slender workpieces during turning or grinding and permits them to rotate without eccentric movement. (ˈstēdēˌrest)

steady-state conduction  [THERMO] Heat conduction in which the temperature and heat flow at each point does not change with time. (ˈstēdēˌstätˌkōndəkˈshan)

steady-state creep  See secondary creep. (ˈstēdēˌstätˈkrēp)

steady-state error  [CONT SYS] The error that remains after transient conditions have disappeared in a control system. (ˈstēdēˌstätˈérər)

steady-state flow  [CHEM ENG] Fluid flow without any change in composition or phase equilibrium relationships. (ˈstēdīˌstätˈflou)

steady-state vibration  [MECH] Vibration in which the velocity of each particle in the system is a continuous periodic quantity. (ˈstēdīˌstätˈvībı̇frəshən)

steam accumulator  [MECH ENG] A pressure vessel in which water is heated by steam during off-peak demand periods and regenerated as steam when needed. (ˈstēmˌəˌkēvəˌməˌlādər)

steam atomizing oil burner  [ENG] A burner which has two supply lines, one for oil and the other for a jet of steam which assists in the atomization process. (ˈstēmˌəˌmīzˈinˌˈoilˌbərˈnər)

steam attemperation  [MECH ENG] The control of the maximum temperature of superheated steam by water injection or submerged cooling. (ˈstēmˌəˌtəˌpəˈraˌshan)

steam bending  [ENG] Forming wooden members to a desired shape by pressure after first softening by heat and moisture. (ˈstēmˌəˌbendˈinj)

steam boiler  [MECH ENG] A pressurized system in which water is vaporized to steam by heat transferred from a source of higher temperature, usually the products of combustion from burning fuels. Also known as steam generator. (ˈstēmˌəˌbōlˈlər)

steam calorimeter  [ENG] 1. A calorimeter, such as the Joly or differential steam calorimeter, in which the mass of steam condensed on a body is used to calculate the amount of heat supplied. 2. See throttling calorimeter. (ˈstēmˌəˌkəlˈəˌrimˌədər)

steam cock  [ENG] A valve for the passage of steam. (ˈstēmˌəˌkäk)

steam condenser  [MECH ENG] A device to maintain vacuum conditions on the exhaust of a steam prime mover by transfer of heat to circulating water or air at the lowest ambient temperature. (ˈstēmˌəˌkənˌdəˌsør)

steam cracking  [CHEM ENG] High-temperature cracking of petroleum hydrocarbons in the presence of steam. (ˈstēmˌəˌkrakˈinj)

steam cure  [ENG] To cure concrete or mortar in water vapor at an elevated temperature, at either atmospheric or high pressure. (ˈstēmˌəˌkərˈɵr)

steam cycle  See Rankine cycle. (ˈstēmˌəˌrəŋkənˈsikl)

steam distillation  [CHEM ENG] A distillation in which vaporization of the volatile constituents of a liquid mixture takes place at a lower temperature by the introduction of steam directly into the charge, steam used in this manner is known as open steam. Also known as steam stripping. (ˈstēmˌəˌdəˌstəˌləˌshan)

steam drive  [MECH ENG] Any device which uses power generated by the pressure of expanding steam to move a machine or a machine part. (ˈstēmˌəˌdriv)

530
steam dryer [MECH ENG] A device for separating liquid from vapor in a steam supply system.  ['stem ,dr-ja]

steam emulsion test [ENG] A test used for measuring the ability of oil and water to separate, especially for steam-turbine oil; after emulsification and separation, the time required for the emulsion to be reduced to 3 milliliters or less is recorded at 5-minute intervals.  ['stem ,i-lal-shon ,tést]

steam engine [MECH ENG] A thermodynamic device for the conversion of heat in steam into work, generally in the form of positive displacement, piston and cylinder mechanism.  ['stem ,jen-jan]

steam engine indicator [ENG] An instrument that plots the steam pressure in an engine cylinder as a function of piston displacement.  ['stem ,jen-jan 'in-da-kad-ar]

steam gauge [ENG] A device for measuring steam pressure.  ['stem ,gā]

steam-generating furnace See boiler furnace.  ['stem ,jen-a-rod-iq ,fā-nas]

steam generator See steam boiler.  ['stem ,jen-a-rod-ar]

steam hammer [MECH ENG] A forging hammer in which the ram is raised, lowered, and operated by a steam cylinder.  ['stem ,ham-ar]

steam-heated evaporator [MECH ENG] A structure using condensing steam as a heat source on one side of a heat-exchange surface to evaporate liquid from the other side.  ['stem ,hēd-ad 'i-vap-a-rod-ar]

steam heating [MECH ENG] A system that used steam as the medium for a comfort or process heating operation.  ['stem ,hēd-iq]

steam jacket [MECH ENG] A casing applied to the cylinders and heads of a steam engine, or other space, to keep the surfaces hot and dry.  ['stem ,jak-ar]

steam jet [ENG] A blast of steam issuing from a nozzle.  ['stem ,jet]

steam-jet cycle [MECH ENG] A refrigeration cycle in which water is used as the refrigerant; high-velocity steam jets provide a high vacuum in the evaporator, causing the water to boil at low temperature and at the same time compressing the flashed vapor up to the condenser pressure level.  ['stem ,jet ,sē-kal]

steam-jet ejector [MECH ENG] A fluid acceleration vacuum pump or compressor using the high velocity of a steam jet for entrainment.  ['stem ,jet ,i-jek-tar]

steam line [THERMO] A graph of the boiling point of water as a function of pressure.  ['stem ,lin]

steam locomotive [MECH ENG] A railway propulsion power plant using steam, generally in a reciprocating, noncondensing engine.  ['stem ,lo-ka-jal-mōd-iv]

steam loop [ENG] Two vertical pipes connected by a horizontal one, used to condense boiler steam so that it can be returned to the boiler without a pump or injector.  ['stem ,lip]

steam molding [ENG] The use of steam, either directly on the material or indirectly on the mold surfaces, as a heat source to mold parts from preexpanded polystyrene beads.  ['stem ,mōld-ip]

steam nozzle [MECH ENG] A streamlined flow structure in which heat energy of steam is converted to the kinetic form.  ['stem ,nāz-əl]

steam point [THERMO] The boiling point of pure water whose isotopic composition is the same as that of sea water at standard atmospheric pressure, it is assigned a value of 100°C on the International Practical Temperature Scale of 1968.  ['stem ,pōint]

steam pump [MECH ENG] A pump driven by steam acting on the coupled piston rod and plunger.  ['stem ,pomp]

steam purifier See steam separator.  ['stem ,pyur-a,fī-ar]

steam refining [CHEM ENG] A petroleum refinery distillation process, in which the only heat used comes from steam in open and closed coils near the bottom of the still; used to produce gasoline and naphthas where odor and color are of prime importance; where open steam is used, it is known as steam distillation.  ['stem ,rīl-fīn-iq]

steam re heater [MECH ENG] A steam boiler component in which heat is added to intermediate-pressure steam, which has given up some of its energy in expansion through the high-pressure turbine.  ['stem ,rē-hēd-ar]

steam roller [MECH ENG] A road roller driven by a steam engine.  ['stem ,rō-rod-ar]

steam separator [MECH ENG] A device for separating a mixture of the liquid and vapor phases of water. Also known as steam purifier.  ['stem ,sep-a-rod-ar]

steam shovel [MECH ENG] A power shovel operated by steam.  ['stem ,shāv-a-l]

steam still [CHEM ENG] A still in which steam provides most of the heat; distillation requires a lower temperature than in standard equipment (except for a vacuum distillation unit).  ['stem ,stil]

steam stripping See steam distillation.  ['stem ,strīp-iq]

steam superheater [MECH ENG] A boiler component in which sensible heat is added to the steam after it has been evaporated from the liquid phase.  ['stem ,sū-por,hēd-ar]

steam tracing [ENG] A steam-carrying heater (such as tubing or piping) next to or twisted around a process-fluid or instrument-air line, used to keep liquids from solidifying or condensing.  ['stem ,trās-iq]

steam trap [MECH ENG] A device which drains and removes condensate automatically from steam lines.  ['stem ,trap]

steam-tube dryer [MECH ENG] Rotary dryer with steam-heated tubes running the full length of the cylinder and rotating with the dryer shell.  ['stem ,tīb,dī-ar]

steam turbine [MECH ENG] A prime mover for the conversion of heat energy of steam into work on a rotating shaft, utilizing fluid acceleration
steam valve

principles in jet and vane machinery. { ‘stēm [tär-ban] }

stem valve [ENG] A valve used to regulate the flow of steam. { ‘stēm, valv } 

stemmer [ENG] A plug gage containing two set of teeth on a churn rod. { ‘stem, thr-əm } 

stem correction [THERMO] A correction which must be made in reading a thermometer in which part of the stem, and the thermometric fluid within it, is at a temperature which differs from the temperature being measured. { ‘stem kə,rek-shan } 

stemming rod [ENG] A nonmetallic rod used to press explosive cartridges into position in a shell hole to ram tight the stemming. { ‘stem- inj, rād } 

stem-winding [MECH ENG] Pertaining to a timepiece that is wound by an internal mechanism turned by an external knob and stem (the winding button of a watch). { ‘stem [wīnd-iŋ] } 

step [ENG] A small offset on a piece of core or in a drill hole resulting from a sudden sideways deviation of the bit as it enters a hard, tilted stratum or rock underlying a softer rock. { ‘step ə,ra-shan } 

step bearing [MECH ENG] A device which supports the bottom end of a vertical shaft. Also known as pivot bearing. { ‘step ,ber-iŋ } 

step block [ENG] A metal block, usually of steel or cast iron, with integral stepped sections to allow application of clamps when securing a workpiece to a machine tool table. { ‘step ,blāk } 

step-by-step system [CONT SYS] A control system in which the drive motor moves in discrete steps when the input element is moved continuously. { ‘step bi ‘step ‘sis-təm } 

step gage [DES ENG] 1. A plug gage containing several cylindrical gages of increasing diameter mounted on the same axis. 2. A gage consisting of a body in which a blade slides perpendicularly, used to measure steps and shoulders. { ‘step ,gāi } 

stepped cone pulley [DES ENG] A one-piece pulley with several diameters to engage transmission belts and thereby provide different speed ratios. { ‘stept ʃkən ‘pȳl-ə } 

stepped gear wheel [DES ENG] A gear wheel containing two or more sets of teeth on the same rim, with adjacent sets slightly displaced to form a series of steps. { ‘stept ‘gir wēl } 

stepped screw [DES ENG] A screw from which sectors have been removed, the remaining screw surfaces forming steps. { ‘stept ‘skrū } 

stepper motor [ELEC] A motor that rotates in short and essentially uniform angular movements rather than continuously, typical steps are 30, 45, and 90°; the angular steps are obtained electromagnetically rather than by the ratchet and pawl mechanisms of stepping relays. Also known as magnetic stepping motor; stepping motor; step-servo motor. { ‘step-ər ‘mōd-ər } 

stepping See zonation. { ‘step-ıŋ } 

stepping motor See stepper motor. { ‘step-ıŋ ‘mōd-ər } 

step pulley [MECH ENG] A series of pulleys of various diameters combined in a single concentric unit and used to vary the velocity ratio of shafts. Also known as cone pulley. { ‘step ‘pōl-ə }
step-recovery diode  [ELECTR] A varactor in which forward voltage injects carriers across the junction, but before the carriers can combine, voltage reverses and carriers return to their origin in a group; the result is abrupt cessation of reverse current and a harmonic-rich waveform. { 'step rɪˈkɑːv-riː dɪˌɔd}
step response  [CONT SYS] The behavior of a system when its input signal is zero before a certain time and is equal to a constant nonzero value after this time. { 'step riˌspɔɪnəs}
step-up transformer  [ELEC] Transformer in which the energy transfer is from a low-voltage winding to a high-voltage winding or windings. { 'step-up tranzˌfɔːrmər}
step voltage regulator  [ELEC] A type of voltage regulator used on distribution feeder lines; it provides increments or steps of voltage change. { 'step ˈvəʊl-tjuˌiˌregˌyɑː,ˈlɑːd-ər}
stère  [MECH] A unit of volume equal to 1 cubic meter; it is used mainly in France, and in measuring timber volumes. { 'stir}
stereo  See stereophonics. stereo sound system. { 'stɛr-ə-əl}
stereo amplifier  [ENG ACOUS] An audio-frequency amplifier having two or more channels, as required for use in a stereo sound system. { 'stɛr-ə-əˌmɨrəˌplɑːˌfi-ər}
stereolithography  [IND ENG] A three-dimensional printing process whereby a CAD drawing of a part is processed to create a file of the part in slices and the part is constructed one slice (or layer) at a time (from bottom to top) by depositing layer upon layer of material (usually a liquid resin that can be hardened using a scanning laser), used for rapid prototyping. { 'stɜr-əˌlɪθˌoʊl-əˌtjuˈnɪk-sɔːndˌstɪmpərəˌsɔːndˌsɪstəˌtɒm} 
stereomicrometer  [ENG] An instrument attached to an optical instrument (such as a telescope) to measure small angles. { 'stɛr-əˌmɨˌmɪkˌrəˌmɪtrɪˌər}
stereophonic  [ENG ACOUS] Pertaining to three-dimensional pickup or reproduction of sound, as achieved by using two or more separate audio channels. Also known as stereo. { 'stɛr-ə-əˌfænˌɪk}
stereophonics  [ENG ACOUS] The study of reproducing or reinforcing sound in such a way as to produce the sensation that the sound is coming from sources whose spatial distribution is similar to that of the original sound sources. { 'stɛr-əˌfænˌɪks}
stereophonic sound system  See stereo sound system. { 'stɛr-əˌfænˌɪk sɔːndˌsɪstəˌtɒm}
stereo pickup  [ENG ACOUS] A phonograph pickup designed for use with standard single-groove two-channel stereo records; the pickup cartridge has a single stylus that actuates two elements, one responding to stylus motion at 45° to the right of vertical and the other responding to stylus motion at 45° to the left of vertical. { 'stɛr-ə-əˌpɪkˌəp}
stereoplanigraph  [ENG] An instrument for drawing topographic maps from observations of stereoscopic aerial photographs with a stereocomparator. { 'stɛr-ə-əˌplənˌəˌɡrɑːf}
stereo preamplifier  [ENG ACOUS] An audio-frequency preamplifier having two channels, used in a stereo sound system. { 'stɛr-ə-əˌprɛˈɛmˌpləˌfi-ər}
stereo record  [ENG ACOUS] A single-groove disk record having V-shaped grooves at 45° to the vertical; each groove wall has one of the two recorded channels. { 'stɛr-ə-əˌrɛkˌərd} 
stereo recorded tape  [ENG ACOUS] Recorded magnetic tape having two separate recordings, one for each channel of a stereo sound system. { 'stɛr-ə-əˌrɪkˌɔːrdˌtæp}
stereo sound system  [ENG ACOUS] A sound reproducing system in which a stereo pickup, stereo tape recorder, stereo tuner, or stereo microphone system feeds two independent audio channels, each of which terminates in one or more loudspeakers arranged to give listeners the same audio perspective that they would get at the original sound source. Also known as stereo, stereophonic sound system. { 'stɛr-ə-əˌstɛr-əˌfʊndˌstɪmpərəˌsɔːndˌsɪstəˌtɒm} 
stereo tape recorder  [ENG ACOUS] A magnetic-tape recorder having two stacked playback heads, used for reproduction of stereo recorded tape. { 'stɛr-ə-əˌtæpˌrɪkˌɔːrdˌtæp} 
stereo tuner  [ENG ACOUS] A tuner having provisions for receiving both channels of a stereo broadcast. { 'stɛr-əˌtʊnˌər} 
sterohydraulic  [MECH ENG] Pertaining to a hydraulic press in which motion or pressure is produced by the introduction of a solid body into a cylinder filled with liquid. { 'stɛr-əˌhiˈdrɒlˌɪk} 
stereolizer  [ENG] An apparatus for sterilizing by dry heat, steam, or water. { 'stɛr-əˌlɪzər} 
sthène  [MECH] The force which, when applied to a body whose mass is 1 metric ton, results in an acceleration of 1 meter per second per second, equal to 1000 newtons. Formerly known as fonal. { 'stɛm} 
stick  [ENG] 1. A rigid bar hinged to the boom of a dipper or pull shovel and fastened to the bucket. 2. A long slender tool bonded with an abrasive for honing or sharpening tools and for dressing of wheels. { 'stɪk} 
stick gage  [ENG] A suitably divided vertical rod, or stick, anchored in an open vessel so that the magnitude of rise and fall of the liquid level may be observed directly. { 'stɪkˌɡeɪt} 
stick-slip friction  [MECH] Friction between two surfaces that are alternately at rest and in motion with respect to each other. { 'stɪkˌslɪpˌfriˈkʃən} 
stiction  [MECH] Friction that tends to prevent relative motion between two movable parts at their null position. { 'stɪkˌʃən} 
stiffener  [CIV ENG] A steel angle or plate attached to a slender beam to prevent its buckling by increasing its stiffness. { 'stɪflˌnər} 
stiffleg derrick  [MECH ENG] A derrick consisting of a mast held in the vertical position by a fixed tripod of steel or timber legs. Also
stiffness  

known as derrick crane; Scotch derrick.  

stiffness  [MECH] The ratio of a steady force acting on a deformable elastic medium to the resulting displacement.  

stiffness coefficient  [MECH] The ratio of the force acting on a linear mechanical system, such as a spring, to its displacement from equilibrium.  

stiffness constant  [MECH] Any one of the coefficients of the relations in the generalized Hooke’s law used to express stress components as linear functions of the strain components. Also known as elastic constant.  

stiffness matrix  [MECH] A matrix \( K \) used to express the potential energy \( V \) of a mechanical system during small displacements from an equilibrium position, by means of the equation \( V = \frac{1}{2} q^T K q \), where \( q \) is the vector whose components are the generalized coordinates of the system with respect to time and \( q^T \) is the transpose of \( q \). Also known as stability matrix.  

stigma  [MECH] A unit of length used mainly in nuclear measurements, equal to 10\(^{-12} \) meter. Also known as micron.  

stile  [BUILD] The upright outside framing piece of a window or door.  

still  [CHEM ENG] A device used to evaporate liquids; heat is applied to the liquid, and the resulting vapor is condensed to a liquid state.  

stilling basin  [ENG] A depressed area in a channel or reservoir that is deep enough to reduce the velocity of the flow. Also known as stilling box.  

stilling box  Sra stilling basin.  

stimulus  [CONT SYS] A signal that affects the controlled variable in a control system.  

Stirling cycle  [THERMO] A regenerative thermodynamic power cycle using two isothermal and two constant volume phases.  

Stirling engine  [MECH ENG] An engine in which work is performed by the expansion of a gas at high temperature; heat for the expansion is supplied through the wall of the piston cylinder.  

stirred-flow reactor  [CHEM ENG] A reactor in which there is a device for achieving effective mixing, frequently in the form of a rapidly rotating basket holding the catalyst.  

stirrup  [CIV ENG] In concrete construction, a U-shaped bar which is anchored perpendicular to the longitudinal steel as reinforcement to resist shear.  

stitch bonding  [ENG] A method of making wire connections between two or more points on an integrated circuit by using impulse welding or heat and pressure while feeding the connecting wire through a hole in the center of the welding electrode.  

stitching  [ENG] Progressive welding of thermoplastic materials (resins) by successive applications of two small, mechanically operated, radio-frequency-heated electrodes; the mechanism is similar to that of a normal sewing machine.  

stitch rivet  [ENG] One of a series of rivets joining the parallel elements of a structural member so that they act as a unit.  

stochastic control theory  [CONT SYS] A branch of control theory that aims at predicting and minimizing the magnitudes and limits of the random deviations of a control system through optimizing the design of the controller.  

stock  [IND ENG] 1. A product or material kept in storage until needed for use or transferred to some ultimate point for use, for example, crude oil tankage or paper-pulp feed. 2. Designation of a particular material, such as bright stock or naphtha stock.  

stock accounting  [IND ENG] The establishment and maintenance of formal records of material in stock reflecting such information as quantities, values, or condition.  

stock control  [IND ENG] Process of maintaining inventory data on the quantity, location, and condition of supplies and equipment due in, on hand, and due out, to determine quantities of material and equipment available or required for issue and to facilitate distribution and management of material.  

stock coordination  [IND ENG] A supply management function exercised usually at department level which controls the assignment of material cognizance for items or categories of material to inventory managers.  

stocking cutter  [MECH ENG] 1. A gear cutter having side rake or curved edges to rough out the gear-tooth spaces before they are formed by the regular gear cutter. 2. A concave gear cutter ganged beside a regular gear cutter and used to finish the periphery of a gear blank by milling ahead of the regular cutter.  

stock number  [IND ENG] Number assigned to an item, principally to identify that item for storage and issue purposes.  

stockpile  [ENG] A reserve stock of material, equipment, raw material, or other supplies.  

stock record account  [IND ENG] A basic record showing by item the receipt and issuance of property, the balances on hand, and such other identifying or stock control data as may be required by proper authority.  

Stodola method  [MECH] A method of calculating the deflection of a uniform or nonuniform beam in free transverse vibration at a specified frequency, as a function of distance along the beam, in which one calculates a sequence of
deflection curves each of which is the deflection resulting from the loading corresponding to the previous deflection, and these deflections converge to the solution.

Stokes number 2 [ENG] A dimensionless number used in the calibration of rotameters, equal to \(1.042 n_0\rho g(1 - p\rho)R^2/\mu^2\), where \(p\) and \(\mu\) are the density and dynamic viscosity of the fluid respectively, \(n_0\) and \(\rho\) are the mass and density of the fluid, respectively, and \(R\) is the ratio of the radius of the tube to the radius of the flow. Symbol \(St_0\).

\[\text{stone} \quad \text{[MECH]} \quad \text{A unit of mass in common use in the United Kingdom, equal to 14 pounds or 6.35029318 kilograms. (}\text{stôn}\text{)\]

\[\text{stonework} \quad \text{[CIV ENG]} \quad \text{A structure or the part of a structure built of stone. (}\text{stôn\text{,}wôrk}\text{)\]

\[\text{Stoney gate} \quad \text{[CIV ENG]} \quad \text{A crest gate which moves along a series of rollers traveling vertically in grooves in masonry piers, independently of the gate and piers. (}\text{\textit{stô\text{,}n\text{-}e\text{-}}, \text{gåt}\text{)\]

\[\text{stop} \quad \text{[CONT SYS]} \quad \text{A bound or final position of a robot’s movement. (}\text{ståp}\text{)\]

\[\text{stop and stay} \quad \text{See absolute stop. (}\text{ståp \textit{an} \textit{stå\text{-}}}\text{)\]

\[\text{stop bead} \quad \text{[BUILD]} \quad \text{A molding on the pulley side of a window frame, forms one side of the groove for the inner sash. (}\text{ståp \, \textit{bêd}}\text{)\]

\[\text{stop cock} \quad \text{[ENG]} \quad \text{A small valve for stopping or regulating the flow of a fluid through a pipe. (}\text{ståp, \textit{kåk}}\text{)\]

\[\text{stoplog} \quad \text{[CIV ENG]} \quad \text{A log, plank, or steel or concrete beam that fits into a groove or rack between walls or piers to prevent the flow of water through an opening in a dam, conduit, or other channel. (}\text{ståp, \textit{låg}}\text{)\]

\[\text{stop nut} \quad \text{[DES ENG]} \quad 1. \text{An adjustable nut that restricts the travel of an adjusting screw.} \quad 2. \text{A nut with a compressible insert that binds it so that a lock washer is not needed. (}\text{ståp, \textit{nut}}\text{)\]

\[\text{stopping capacitor} \quad \text{See coupling capacitor. (}\text{ståp\text{-}ing \, \textit{kap}, \textit{pås\,-}\text{-}åd\,-\text{-}år}\text{)\]

\[\text{stop valve} \quad \text{[ENG]} \quad \text{A valve that can be opened or closed to regulate or stop the flow of fluid in a pipe. (}\text{ståp, \textit{valv}}\text{)\]

\[\text{storage battery} \quad \text{[ELEC]} \quad \text{A connected group of two or more storage cells or a single storage cell. Also known as accumulator, accumulator battery, rechargeable battery, secondary battery. (}\text{står\text{-}ő\text{-}j, \textit{bad\,-}år\,-\text{-}ē}}\text{)\]

\[\text{storage calibrator} \quad \text{See cylinder. (}\text{står\text{-}ő\text{-}j\,\textit{kål\text{-}ör\,-}å\,-\text{-}år}}\text{)\]

\[\text{storage cell} \quad \text{[ELEC]} \quad \text{An electrolytic cell for generating electric energy, in which the cell after being discharged may be restored to a charged condition by sending a current through it in a direction opposite to that of the discharging current. Also known as secondary cell. (}\text{står\text{-}ő\text{-}j\,\textit{se\text{-}l}}\text{)\]

\[\text{storage reservoir} \quad \text{See impounding reservoir. (}\text{står\text{-}ő\text{-}j\,\textit{re\text{-}z\,-}å\,-\text{-}wår}}\text{)\]

\[\text{storage-retrieval machine} \quad \text{[CONT SYS]} \quad \text{A computer-controlled machine for an automated storage and retrieval system that operates on rails and moves material either vertically or horizontally between a storage compartment and a transfer station. (}\text{står\text{-}ő\text{-}j\,\textit{\textit{n}\text{-}trē\text{-}d\,-}å\,\textit{må\text{-}shēn}}\text{)\]

\[\text{stored-program numerical control} \quad \text{See computer numerical control. (}\text{stård\text{-}prō\text{-}gum\,nÅm\,'\text{-}mål\,-\text{-}kål\,\textit{kan\,-}\text{\textit{tôl}}}\text{)\]

\[\text{storm cellar} \quad \text{See cyclone cellar. (}\text{stårm\,-\textit{sel\,-}år}\text{)\]

\[\text{storm drain} \quad \text{[CIV ENG]} \quad \text{A drain which conducts storm surface, or wash water, or drainage after a heavy rain from a building to a storm or a combined sewer. Also known as storm sewer. (}\text{stårm\,\textit{drân}}\text{)\]

\[\text{storm sash} \quad \text{See storm window. (}\text{stårm\,\textit{såsh}}\text{)\]

\[\text{storm sewage} \quad \text{[CIV ENG]} \quad \text{Refuse liquids and waste carried by sewers during or following a period of heavy rainfall. (}\text{stårm\,\textit{såj\,-}i\,-\text{-}j}\text{)\]

\[\text{storm sewer} \quad \text{See storm drain. (}\text{stårm\,\textit{såj\,-}år}\text{)\]

\[\text{storm window} \quad \text{[BUILD]} \quad A sash placed on the outside of an ordinary window to give added protection from the weather. Also known as storm sash. (}\text{stårm\,\textit{\,\textit{win\,-}dô}}\text{)\]

\[\text{Storrow whirling hygrometer} \quad \text{[ENG]} \quad \text{A hygrometer in which the two thermometers are mounted side by side on a brass frame and fitted with a loose handle so that it can be whirled in the atmosphere to be tested, the instrument is whirled at some 200 revolutions per minute for about 1 minute and the readings on the wet and dry-bulb thermometers are recorded; used in conjunction with Glashier’s or Marvin’s hygrometrical tables. (}\text{står\text{-}ô\,\textit{wår\,-}i\,-\text{-}j\,hÎ\,g्रäm\,-\text{-}åd\,-\text{-}år}\text{)\]

\[\text{story} \quad \text{[BUILD]} \quad \text{The space between two floors or between a floor and the roof. (}\text{står\,-\text{-}ē}\text{)\]

\[\text{story pole} \quad \text{See story rod. (}\text{står\,-\text{-}ē\,-\text{-}pôl}\text{)\]

\[\text{story rod} \quad \text{[DES ENG]} \quad \text{A pole cut to the exact specified height from finished floor to ceiling and used as a measuring device in the course of construction. Also known as story pole. (}\text{står\,-\text{-}ē\,-\text{-}råd}\text{)\]

\[\text{stove} \quad \text{[ENG]} \quad \text{A chamber within which a fuel-air mixture is burned to provide heat, the heat itself being radiated outward from the chamber, used for space heating, process-fluid heating, and steel blast furnaces. (}\text{ståv}\text{)\]

\[\text{stove bolt} \quad \text{[DES ENG]} \quad \text{A coarsely threaded bolt with a slotted head, which with a square nut is used to join metal parts. (}\text{ståv\,\textit{bôlt}}\text{)\]

\[\text{stovepipe} \quad \text{[ENG]} \quad \text{Large-diameter pipe made of sheet steel. (}\text{ståv\,\textit{påp}}\text{)\]

\[\text{stoving} \quad \text{See baking. (}\text{ståv\,\textit{ij}}\text{)\]

\[\text{STR} \quad \text{See self-tuning regulator. (}\text{står\text{-}ô\text{-}j}\text{)\]

\[\text{straddle milling} \quad \text{[MECH ENG]} \quad \text{Face milling of two parallel vertical surfaces of a workpiece simultaneously by using two side-milling cutters. (}\text{stå\text{-}råd\,-\text{-}ål\,\textit{mil\,-}i\,-\text{-}j}\text{)\]

\[\text{straddle truck} \quad \text{[MECH ENG]} \quad \text{A self-loading outrigger type of industrial truck that straddles the load before lifting it between the outrigger arms. (}\text{stå\text{-}råd\,-\text{-}ål\,\textit{tråk}}\text{)\]

\[\text{straight beam} \quad \text{[ENG]} \quad \text{In ultrasonic testing, a longitudinal wave emitted from an ultrasonic}
straight bevel gear

search unit in a wavetrain which travels perpendicularly to the test surface. (ˈstrætˈbɛlm)
straight bevel gear [DES ENG] A simple form of bevel gear having straight teeth which, if extended inward, would come together at the intersection of the shaft axes. (ˈstrætˈbɛvlˌgɪr)
straightedge [DES ENG] A strip of wood, plastic, or metal with one or more long edges made straight with a desired degree of accuracy. (ˈstrætˌedʒ)
straightening vanes [ENG] Horizontal vanes mounted on the inside of fluid conduits to reduce the swirling or turbulent flow ahead of the orifice or the venturi meters. (ˈstrætˌənˌvænz)
straight filing [ENG] Filing by pushing a file in a straight line across the work. (ˈstrætˈfɪlˌɪŋ)
straight-flow turbine [MECH ENG] A horizontal-axis, low-head hydraulic turbine in which the upstream and downstream reservoirs are connected by a straight tube into which the runners are integrated, with the generator placed directly on the periphery of these runners. (ˈstrætˈfləˌtʊrnər)
straight joint [BUILD] 1. A continuous joint formed by the ends of parallel floor boards or masonry units and oriented perpendicularly to their length. 2. A joint between two pieces of wood that are set edge to edge without tongues and grooves, dowels, or overlap to bind them. Also known as square joint. (ˈstrætˌţɛnt)
straight-line mechanism [MECH ENG] A linkage so proportioned and constrained that some point on it describes over part of its motion a straight line or nearly straight line. (ˈstrætˈlɪnˌmɛkˈsəˌnaɪzəm)
straight-line motion [CONT SYS] A method of moving a robot between via or way points in which the end effector moves only along segments of straight lines, stopping momentarily for any change in direction. (ˈstrætˈlɪnməˈʃən)
straight piecework system See one-hundred-percent premium plan. (ˈstrætˈpɛʃəˌwɜrkˌsɪstəm)
straight proportional system See one-hundred-percent premium plan. (ˈstrætˈprəˌpɔrˈʃənəlˌsɪstəm)
straight-run [CHEM ENG] Petroleum fractions derived from the straight distillation of crude oil without chemical reaction or molecular modification. Also known as virgin. (ˈstrætˈrʌn)
straight-run distillation [CHEM ENG] Continuous nonreactive distillation of petroleum oil to separate it into products in the order of their boiling points. (ˈstrætˌrʌnˌdɪsˈtɔrləˌʃən)
straight strap clamp [DES ENG] A clamp made of flat stock with an elongated slot for convenient positioning; held in place by a T bolt and nut. (ˈstrætstrəˈklɑmp)
straight-tube boiler [MECH ENG] A water-tube boiler in which all the tubes are devoid of curvature and therefore require suitable connecting devices to complete the circulatory system. Also known as header-type boiler. (ˈstrætˌtʃʊblˌboɪlər)
straight turning [MECH ENG] Work turned in a lathe so that the diameter is constant over the length of the workpiece. (ˈstrætˌtɔrnˌɪŋ)
straightway pump [MECH ENG] A pump with suction and discharge valves arranged to give a direct flow of fluid. (ˈstrætˌwɔˌpʌmp)
straight wheel [DES ENG] A grinding wheel whose sides or face are straight and not in any way changed from a cylindrical form. (ˈstrætˌwɛl)
strain [MECH] Change in length of an object in some direction per unit undistorted length in some direction, not necessarily the same; the nine possible strains form a second-rank tensor. (ˈstræn)
strain axis See principal axis of strain. (ˈstrænˌaksəs)
strain ellipsoid [MECH] A mathematical representation of the strain of a homogeneous body by a strain that is the same at all points or of unequal stress at a particular point. Also known as deformation ellipsoid. (ˈstrænˌəlˈsəʊd)
strain energy [MECH] The potential energy stored in a body by virtue of an elastic deformation, equal to the work that must be done to produce this deformation. (ˈstrænˌenərˈjɛ)
strainer [ENG] A porous or screen medium used ahead of equipment to filter out harmful solid objects and particles from a fluid stream, used for example, in river-water intakes for process plants or to remove decomposition products from the circulating fluid in a hydraulic system. (ˈstrænər)
strain foil [ENG] A strain gage produced from thin foil by photoetching techniques, may be applied to curved surfaces, has low transverse sensitivity, exhibits negligible hysteresis under cycling loads, and creeps little under sustained loads. (ˈstrænfɔil)
strain gage [ENG] A device which uses the change of electrical resistance of a wire under strain to measure pressure. (ˈstrænˌgæg)
strain-gage accelerometer [ENG] Any accelerometer whose operation depends on the fact that the resistance in a wire changes when it is strained; these devices are classified as bonded or unbonded. (ˈstrænˌgækˌəˌsəˌrəmˌədər)
strain-gage bridge [ENG] A bridge arrangement of four strain gages, cemented to a stressed part in such a way that two gages show increases in resistance and two show decreases when the part is stressed; the change in output voltage under stress is thus much higher than that for a single gage. (ˈstrænˌgæˌbrɪdʒ)
straining beam [CIV ENG] A short piece of timber in a truss that holds the ends of struts or rafters. Also known as straining piece. (ˈstrænˌɪŋˌbɛm)
straining piece See straining beam. (ˈstrænˌɪŋˈpɛs)
strain rate [MECH] The time rate for the usual tensile test. (ˈstrænˌræt)
strain rosette [MECH] A pattern of intersecting lines on a surface along which linear strains are
measured to find stresses at a point. \{'strän \r_\zet\}'

**strain seismograph** [ENG] A seismograph that detects secular strains related to tectonic processes and tidal yielding of the solid earth; also detects strains associated with propagating seismic waves. \{'strän \sz\m\graf\'}

**strain seismometer** [ENG] A seismometer that measures relative displacement of two points in order to detect deformation of the ground. \{'strän \sz\m\m\ad\-\ar\'}

**strain tensor** [MECH] A second-rank tensor whose components are the nine possible strains. \{'\strän \ten\-\sar\'}

**strake** [BUILD] A course of clapboarding on a house. \{'\civ\ eng\'} A row of steel plates installed on a tall steel chimney. \{'\strak\'}

**strand** [ENG] 1. One of a number of steel wires twisted together to form a wire rope or cable or an electrical conductor. 2. A thread, yarn, string, rope, wire, or cable of specified length. 3. One of the fibers or filaments twisted or laid together into yarn, thread, rope, or cordage. \{'\strand\'}

**strand burner** [ENG] A device that determines the rate at which a propellant burns at various pressures by using a propellant strand. \{'\strand\ \b\ar\-\nor\'}

**stranded caisson** See box caisson. \{'\strand\-\d\ad \\k\a\n\s\n\n\'}

**stranding machine** See closing machine. \{'\strand\-\i\g \m\a\n\shen\'}

**strap bolt** [DES ENG] 1. A bolt with a hook or flat extension instead of a head. 2. A bolt with a flat center portion and which can be bent into a U shape. \{'\strap\ \b\ol\'}

**strap hammer** [MECH ENG] A heavy hammer controlled and operated by a belt drive in which the head is slung from a strap, usually of leather. \{'\strap\ \h\am\-\ar\'}

**strap hinge** [DES ENG] A hinge fastened to a door and the adjacent wall by a long hinge. \{'\strap\ \h\in\h\'}

**strapped wall** See battened wall. \{'\strap\ \\h\ol\'}

**strategic material** [IND ENG] A material needed for the industrial support of a war effort. \{'\stra\-\t\e\-\jk \m\a\t\ir\-\e-\ol\'}

**stratified charge engine** [MECH ENG] An internal combustion engine that uses a fuel charge consisting of two layers; a rich mixture is close to the spark plug, and combustion promotes ignition of a lean mixture in the remainder of the cylinder. \{'\stra\-\o\ f\d\ t\ \c\h\r\i\ \e-n\-\jan\'}

**stray capacitance** [ELECTR] Undesirable capacitance between circuit wires, between wires and the chassis, or between components and the chassis of electronic equipment. \{'\stra\ \k\a\p\as\-\ad\-\ans\'}

**stray current** [ELEC] 1. A portion of a current that flows over a path other than the intended path, and may cause electrochemical corrosion of metals in contact with electrolytes. 2. An undesirable current generated by discharge of static electricity; it commonly arises in loading and unloading petroleum fuels and some chemicals, and can initiate explosions. \{'\stra\ \k\a\-\r\ont\'}

**stray line** [ENG] An ungraded portion of the line connected to a current pole, used so that the pole will acquire the speed of the current before a measurement is begun. \{'\stra\ \ll\n\l\'}

**stream day** [CHEM ENG] Denoting a 24-hour actual operation of a processing unit, in contrast to the hours actually operated during a calendar (24-hour) day. \{'\str\m\-\d\a\'}

**stream gage** See river gage. \{'\str\m\-\g\a\'}

**streamlining** [DES ENG] The contouring of a body to reduce its resistance to motion through a fluid. \{'\str\m\-\l\-\bo\'}

**street** [CIV ENG] A paved road for vehicular traffic in an urban area. \{'\str\t\'}

**street elbow** [DES ENG] A pipe elbow with an internal thread at one end and an external thread at the other. \{'\str\\et\-\el-\bo\'}

**streammatograph** [ENG] An instrument for measuring longitudinal stress in rails as trains pass over. \{'\stra\m\ad\-\o\graf\'}

**strength** [MECH] The stress at which material ruptures or fails. \{'\stre\g\th\k\'}

**stress** [MECH] The force acting across a unit area in a solid material resisting the separation, compacting, or sliding that tends to be induced by external forces. \{'\stre\'}

**stress amplitude** [MECH ENG] One half the algebraic difference between the maximum and minimum stress in one fatigue test cycle. \{'\stre\ am\-\pl\-\a\'}

**stress axis** See principal axis of stress. \{'\stre\ \ak\-\s\a\'}

**stress concentration** [MECH] A condition in which a stress distribution has high localized stresses, usually induced by an abrupt change in the shape of a member, in the vicinity of notches, holes, changes in diameter of a shaft, and so forth, maximum stress is several times greater than where there is no geometrical discontinuity. \{'\stre\ \k\a\-\s\a\'}

**stress crack** [MECH] An external or internal crack in a solid body (metal or plastic) caused by tensile, compressive, or shear forces. \{'\stre\ \k\a\k\'}

**stress difference** [MECH] The difference between the greatest and the least of the three principal stresses. \{'\stre\ \d\f\-\r\a\s\'}

**stressed skin construction** [CIV ENG] A type of construction in which the outer skin and the framework interact, thus contributing to the flexural strength of the unit. \{'\stre\k\s\k\a\n\\str\-\k\a\-\tar\'}

**stress ellipsoid** [MECH] A mathematical representation of the state of stress at a point that is defined by the minimum, intermediate, and maximum stresses and their intensities. \{'\stre\ \\l\p\s\s\o\d\'}
stress equivalent [IND ENG] A quantitative expression that can be used to compare the physiological outputs generated by different types of work stress. {'strı̈k ,o̱f ,börd}

strike plate [DES ENG] A metal plate or box which is set in a door jamb and is either pierced or recessed to receive the bolt or latch of a lock. {'strı̈k ,pı̊lät}

striking hammer [ENG] A hammer used to strike a rock drill. {'strı̈k-kı̊ı̊q ,häm-ar}

striking velocity See impact velocity. {'strı̈k-kı̊ı̊q ,və̱lás-əd-ə̱̃}

string [ENG] A piece of pipe, casing, or other down-hole drilling equipment coupled together and lowered into a borehole. [MECH] A solid body whose length is many times as large as any of its cross-sectional dimensions, and which has no stiffness. {'strı̈ŋ}

stringcourse [BUILD] A horizontal band of masonry, generally narrower than other courses and sometimes projecting, extending across the facade of a structure and in some instances encircling pillars or engaged columns. Also known as belt course. {'strı̈ŋ ,körıs}

string electrometer [ENG] An electrometer in which a conducting fiber is stretched midway between two oppositely charged metal plates; the electrostatic field between the plates displaces the fiber laterally in proportion to the voltage between the plates. {'strı̈ŋ ,lek-träm-ad-ar}

stringer [CIV ENG] 1. A long horizontal member used to support a floor or to connect uprights in a frame. 2. An inclined member supporting the treads and risers of a staircase. {'strı̈ŋ ,ör-näm-ad-ar}

string galvanometer [ENG] A galvanometer consisting of a silver-plated quartz fiber under tension in a magnetic field, used to measure oscillating currents. Also known as Einthoven galvanometer. {'strı̈ŋ ,gal-və̱nám-ad-ar}

stringing [MECH ENG] A milling method in which parts are placed in a row and milled consecutively. {'strı̈ŋ ,mi̱l-i̱g}

strip [ENG] 1. To remove insulation from a wire. 2. To break or otherwise damage the threads of a nut or bolt. {'strı̈p}

strip-borer drill [MECH] An electric or diesel skid- or caterpillar-mounted drill used at quarry or opencast sites to drill 3- to 6-inch-diameter (8- to 15-centimeter), horizontal blast holes up to 100 feet (30 meters) in length, without the use of flush water. {'strı̈p ,bör-ar ,drıl}

strip-chart recorder [ENG] A recorder in which one or more writing pens or other recording devices trace changes in a measured variable on the surface of a strip chart that is moved at constant speed by a time-clock motor. {'strı̈p ,čhart ě̱ı̱̃ ,körd-ar}

stripper [CHEM ENG] An evaporative device for the removal of vapors from liquids, can be in a bubble-tray distillation tower, a vacuum vessel, or an evaporator, if it is a part of a distillation column below the feed tray, it is called the stripping section. [ENG] A hand or motorized tool used to remove insulation from wires. {'strı̈p-ar}

stripper plate [ENG] In plastics molding, a plate concrete, or mortar from a surface. {'strı̈k ,o̱f ,börd'}
that strips a molded article free of core pins or force plugs.  {'strip-or, plât'}

stripping  [CHEM ENG] In petroleum refining, the removal (by flash evaporation or steam-induced vaporation) of the more volatile components from a cut or fraction; used to raise the flash point of kerosine, gas oil, or lubricating oil.  {'strip-ing'}

strip printer  [ENG] A device that prints computer, telegraph, or industrial output information along a narrow paper tape which resembles a ticker tape.  {'strip ,print-or'}

stroboscope  [ENG] An instrument for making moving bodies visible intermittently, either by illuminating the object with brilliant flashes of light or by imposing an intermittent shutter between the viewer and the object; a high-speed vibration can be made visible by adjusting the strobe frequency close to the vibration frequency.  {'strôb-a-skôp'}

stroboscopic disk  [ENG] A printed disk having a number of concentric rings each containing a different number of dark and light segments; when the disk is placed on a phonograph turntable or rotating shaft and illuminated at a known frequency by a flashing discharge tube, speed can be determined by noting which pattern appears to stand still or to rotate slowly.  {'strôb-a-skôp-ik disk'}

stroboscopic tachometer  [ENG] A stroboscope having a scale that reads in flashes per minute or in revolutions per minute; the speed of a rotating device is measured by directing the stroboscopic lamp on the device, adjusting the flashing rate until the device appears to be stationary, then reading the speed directly on the scale of the instrument.  {'strôb-a-skôp-ik tâ'kâm-ad-ar''}

stroke  [ELECTR] The penlike motion of a focused electron beam in cathode-ray-tube displays.  [MECH ENG] The linear movement, in either direction, of a reciprocating mechanical part. Also known as throw.  {'strôk'}

stroke-bore ratio  [MECH ENG] The ratio of the distance traveled by a piston in a cylinder to the diameter of the cylinder.  {'strôk bôr ,tâ-shô'}

strongly typed language  [CONT SYS] A high-level programming language in which the type of each variable must be declared at the beginning of the program, and the language itself then enforces rules concerning the manipulation of variables according to their types.  {'strông-lë'tpt 'laŋ-gwîi'}

Strouhal number  [MECH] A dimensionless number used in studying the vibrations of a body past which a fluid is flowing; it is equal to a characteristic dimension of the body times the frequency of vibrations divided by the fluid velocity relative to the body; for a taut wire perpendicular to the fluid flow, with the characteristic dimension taken as the diameter of the wire, it has a value between 0.185 and 0.2 Symbolized S.  Also known as reduced frequency.  {'strû-al ,nâm-bar'}

struck joint  [CIV ENG] A mortar joint in brickwork formed by pressing the trowel in at the lower edge, so that a recess is formed at the bottom of the joint, suitable only for interior work.  {'strûk-joint'}

structural analysis  [ENG] The determination of stresses and strains in a given structure.  {'strûk-char-a-ral ə'nâl-ə-sás'}

structural connection  [CIV ENG] A means of joining the individual members of a structure to form a complete assembly.  {'strûk-char-a-ral ka'ne-kshan'}

structural deflections  [MECH] The deformations or movements of a structure and its flexural members from their original positions.  {'strûk-char-a-ral dl'îlek-shân}
stub mortise  [ENG] A mortise which passes through only part of a timber. {ˈstʌbˌmɔːrdʒ} SHORT stav
Stubs gage  [DES ENG] A number system for denoting the thickness of steel wire and drills. {ˈstʌbˌzərˌgæl}
stub switch  [ENG] A pair of short switch rails, held only at or near one end and free to move at the other end, used in mining and to some extent on narrow-gage industrial tramways. {ˈstʌbˌswɪtʃ}
stub tenon  [ENG] A tenon that fits into a stub mortise. {ˈstʌbˌtɛnˌən}
stub tube  [MECH ENG] A short tube welded to a boiler or pressure vessel to provide for the attachment of additional parts. {ˈstʌbˌtʊb}
stud  [BUILD] One of the vertical members in the walls of a framed building to which wallboards, lathing, or paneling is nailed or fastened. [DES ENG] 1. A rivet, boss, or nail with a large, ornamental head. 2. A short rod or bolt threaded at both ends without a head. {ˈstʊd}
stud driver  [MECH ENG] A device, such as an impact wrench, for driving a hardened steel nail (stud) into concrete or other hard materials. {ˈstʊdˌdriˌvaːr}
stud wall  [BUILD] A wall formed with timbers; studs are usually spaced 12–16 inches (30–41 centimeters) on center. {ˈstʊdˌwɔl}
stuffing  [ENG] A method of sealing the mechanical joint between two metal surfaces, packing (stuffing) material is inserted within the seal area container (the stuffing or packing box), and compressed to a liquid-proof seal by a threaded packing ring follower. Also known as packing. {ˈstʌfɪŋ}
stuffing box  [ENG] A packed, pressure-tight joint for a rod that moves through a hole, to reduce or eliminate fluid leakage. {ˈstʌfɪŋˌbʌks}
stuffing nut  [ENG] A nut for adjusting a stuffing box. {ˈstʌfɪŋˌnʌt}
style  See gnomon. {ˈstɪl}
stylus  [ENG ACOUS] The portion of a phonograph pickup that follows the modulations of a record groove and transmits the resulting mechanical motions to the transducer element of the pickup for conversion to corresponding audio-frequency signals. Also known as needle; phonograph needle; reproducing stylus. {ˈstɪləs}
subaperture  [ENG] Any subset of an array of transmitters of acoustic or electromagnetic radiation. {ˈsəbəˌʌpəˈærətər}
subassembly  [ELECTR] Two or more components combined into a unit for convenience in assembling or servicing equipment, an intermediate-frequency strip for a receiver is an example. [ENG] A structural unit, which, though manufactured separately, was designed for incorporation with other parts in the final assembly of a finished product. {ˈsəbəˌɔsəˌmblə}
subatmospheric heating system  [MECH ENG] A system which regulates steam flow into the main throttle valve under automatic thermostatic control and maintains a fixed vacuum differential between supply and return by means of a differential controller and a vacuum pump. {ˈsəbəˌætəˈmɔrθəˌhɛtərəˌhiŋˌsɪstəm}
subbottom depth recorder  [ENG] A compact seismic instrument which can provide continuous soundings of strata beneath the ocean bottom utilizing the low-frequency output of an intense electrical spark discharge source in water. {ˈsəbəˌbɒdəmˌdθətˌprɛntsˌdiːpˌriːkərˌəʊdər}
subcarrier oscillator  [ELECTR] 1. The crystal oscillator that operates at the chrominance subcarrier or burst frequency of 3.579545 megahertz in a color television receiver; this oscillator, synchronized in frequency and phase with the transmitter master oscillator, furnishes the continuous subcarrier frequency required for demodulators in the receiver 2. An oscillator used in a telemetering system to translate variations in an electrical quantity into variations of a frequency-modulated signal at a subcarrier frequency. {ˈsəbəˌkɑrˌerˌɔsˌɔˌkɑrˈeɪtər}
subcomponent  [DES ENG] A part of a component having characteristics of the component. {ˈsəbəˌkæmpˌpɔʊˌnænt}
subcontract  [ENG] A contract made with a third party by one who has contracted to perform work or service for whole or part performance of that work or service. {ˈsəbəˌkɑnˌtrækt}
subcontractor  [ENG] A manufacturer or organization that receives a contract from a prime contractor for a portion of the work on a project. {ˈsəbəˌkɑnˌtræktər}
subdrainage  [CIV ENG] Natural or artificial removal of water from beneath a lined conduit. {ˈsəbəˌdrænɪj}
subdrilling  [ENG] Refers to the breaking of the base in which boreholes are drilled 1 foot (0.3 meter) or several feet below the level of the quarry floor. {ˈsəbəˌdrɪlɪŋ}
subfloor  [BUILD] The rough floor which rests on the floor joists and on which the finished floor is laid. Also known as blind floor, counterfloor. {ˈsəbəˌflɔːr}
subgrade  [CIV ENG] The soil or rock leveled off to support the foundation of a structure. {ˈsəbəˌɡrɛd}
sublimation  [THERMO] The process by which solids are transformed directly to the vapor state or vice versa without passing through the liquid phase. {ˈsəbəˌləˈməʊˌʃæn}
sublimation cooling  [THERMO] Cooling caused by the extraction of energy to produce sublimation. {ˈsəbəˌləˈməʊˌʃænˌkələn}
sublimation curve  [THERMO] A graph of the vapor pressure of a solid as a function of temperature. {ˈsəbəˌləˈməʊˌʃænˌkərəv}
sublimation energy  [THERMO] The increase in internal energy when a unit mass, or 1 mole, of a solid is converted into a gas, at constant pressure and temperature. {ˈsəbəˌləˈməʊˌʃænˌɛnˈəriˌjeɪʃən}
sublimation point  [THERMO] The temperature at which the vapor pressure of the solid phase
of a compound is equal to the total pressure of the gas phase in contact with it, analogous to the boiling point of a liquid. \{\text{sublimation pressure}\}

**(sublimation pressure)** [THERMO] The vapor pressure of a solid. \{\text{submarine blast}\}

**(submarine blast)** [ENG] A charge of high explosives fired in boreholes drilled in the rock underwater for dislodging dangerous projections and for deepening channels. \{\text{submarine gate}\}

**(submarine gate)** [ENG] An edge gate with the opening from the runner into the mold positioned below the printing line or mold surface. \{\text{submarine oscillator}\}

**(submarine oscillator)** [ENG ACOUS] A large, electrically operated diaphragm horn which produces a powerful sound for signaling through water. \{\text{submarine pipeline}\}

**(submarine pipeline)** [ENG] A pipeline installed under water, resting on the bed of the waterway, frequently used for petroleum or natural gas transport across rivers, lakes, or bays. \{\text{submarine wave recorder}\}

**(submarine wave recorder)** [ENG] An instrument for measuring the changing water height above a hovering submarine by measuring the time required for sound emitted by an inverted echo sounder on the submarine to travel to the surface and return. \{\text{submerged-combustion evaporator}\}

**(submerged-combustion evaporator)** [ENG] A liquid-evaporation device in which heat is provided by combustion gases bubbling up through the liquid; the burner is submerged in the body of the liquid. \{\text{submerged-combustion heater}\}

**(submerged-combustion heater)** [ENG] A combustion device in which fuel and combustion air are mixed and ignited below the surface of a liquid; used in heaters and evaporators where absorption of the combustion products will not be detrimental. \{\text{submerged weir}\}

**(submerged weir)** [CIV ENG] A dam which, when in use, has the downstream water level at an elevation equal to or higher than the crest of the dam. \{\text{submersible pump}\}

**(submersible pump)** [MECH ENG] A pump and its electric motor together in a protective housing which permits the unit to operate under water. \{\text{suboptimization}\}

**(suboptimization)** [SYS ENG] The process of fulfilling or optimizing some chosen objective which is an integral part of a broader objective; usually the broad objective and lower-level objective are different. \{\text{subsidy conduit}\}

**(subsidy conduit)** [CIV ENG] Terminating branch of an underground conduit run extending from a manhole or handhole to a nearby building, handhole, or pole. \{\text{subsonic inlet}\}

**(subsonic inlet)** [ENG] An entrance or orifice for the admission of fluid flowing at speeds less than the speed of sound in the fluid. \{\text{subsonic nozzle}\}

**(subsonic nozzle)** [ENG] A nozzle through which a fluid flows at speed less than the speed of sound in the fluid. \{\text{substation}\}

**(substation)** [ELEC] See electric power substation. [ENG] An intermediate compression station to repressurize a fluid being transported by pipeline over a long distance. \{\text{substitution weighing}\}

**(substitution weighing)** [MECH] A method of weighing to allow for differences in lengths of the balance arms, in which the object to be weighed is first balanced against a counterpoise, and the known weights needed to balance the same counterpoise are then determined. Also known as counterpoise method. \{\text{substrate}\}

**(substrate)** [ELECTR] The physical material on which a microcircuit is fabricated; used primarily for mechanical support and insulating purposes, as with ceramic, plastic, and glass substrates; however, semiconductor and ferrite substrates may also provide useful electrical functions. \{\text{subsurface waste disposal}\}

**(subsurface waste disposal)** [ENG] A waste disposal method for manufacturing wastes in porous underground rock formations. \{\text{subsyncronous}\}

**(subsyncronous)** [ELEC] Operating at a frequency or speed that is related to a submultiple of the source frequency. \{\text{subsystem}\}

**(subsystem)** [ENG] A major part of a system which itself has the characteristics of a system, usually consisting of several components. \{\text{subtractive synthesis}\}

**(subtractive synthesis)** [ENG ACOUS] A method of synthesizing musical tones, in which an electronic circuit produces a standard waveform (such as a sawtooth wave), which contains a very large number of harmonics at known relative
amplitudes, and this circuit is followed by a variety of electric or electronic filters to convert the basic tone signals into the desired musical waveforms. 

**subtractor** [ELECTR] A circuit whose output is the difference of two input signals. 

**subway** [CIV ENG] An underground passage. 

**subwoofer** [ENG ACOUS] A loudspeaker designed to reproduce extremely low audio frequencies, extending into the infrasonic range, generally used in conjunction with a crossover network, a woofer, and a tweeter. 

**Sucksmith ring balance** [ENG] A magnetic balance in which the specimen is rigidly suspended from a phosphor bronze ring carrying two mirrors that convert small deflections of the specimen in a nonuniform magnetic field into large deflections of a light beam, used chiefly to measure paramagnetic susceptibility. 

**suction anemometer** [ENG] An anemometer consisting of an inverted tube which is half-filled with water that measures the change in water level caused by the wind's force. 

**suction cup** [ENG] A cup, often of flexible material such as rubber, in which a partial vacuum is created when it is inverted on a surface, the vacuum tends to hold the cup in place. 

**suction-cutter dredger** [MECH ENG] A dredger in which rotary blades dislodge the material to be excavated, which is then removed by suction as in a sand-pump dredger. 

**suction head** See suction lift. 

**suction lift** [MECH ENG] The head, in feet, that a pump must provide on the inlet side to raise the liquid from the supply well to the level of the pump. Also known as suction head. 

**suction line** [ENG] A pipe or tubing feeding into the inlet of a fluid impelling device (for example, pump, compressor, or blower), consequently under suction. 

**suction pump** [MECH ENG] A pump that raises water by the force of atmospheric pressure pushing it into a partial vacuum under the valved piston, which retreats on the upstroke. 

**suction stroke** [MECH ENG] The piston stroke that draws a fresh charge into the cylinder of a pump, compressor, or internal combustion engine. 

**Suhle effect** [ELECTR] When a strong transverse magnetic field is applied to an $\alpha$-type semiconductor filament, holes injected into the filament are deflected to the surface, where they may recombine rapidly with electrons or be withdrawn by a probe. 

**sulfate pulping** [CHEM ENG] A wood-pulping process in which sodium sulfate is used in the caustic soda pulp-digestion liquor. Also known as kraft process; kraft pulping. 

**sulfur hexameter** [ENG] An instrument used to measure or to continuously monitor the amount of sulfur hexafluoride present in a waveguide or other device in which this gas is used as a dielectric. 

**sulfuric acid alkylation** [CHEM ENG] A petroleum refinery alkylation process in which three-carbon, four-carbon, and five-carbon olefins combine with isobutane in the presence of a sulfuric acid catalyst to form high-octane, branched-chain hydrocarbons, used in motor gasoline. 

**sullage** [CIV ENG] Drainage or wastewater from a building, farmyard, or street. 

**Sullivan angle compressor** [MECH ENG] A two-stage compressor in which the low-pressure cylinder is horizontal and the high-pressure cylinder is vertical, a compact compressor driven by a belt, or directly connected to an electric motor or diesel engine. 

**Sulzer two-cycle engine** [MECH ENG] An internal combustion engine utilizing the Sulzer Company system for the effective scavenging and charging of the two-cycle diesel engine. 

**summing amplifier** [ELECTR] An amplifier that delivers an output voltage which is proportional to the sum of two or more input voltages or currents. 

**sump** [ENG] A pit or tank which receives and temporarily stores drainage at the lowest point of a circulating or drainage system. Also known as sump pit. 

**sump fuse** [ENG] A fuse used for underwater blasting. 

**sump pit** See sump. 

**sump pump** [MECH ENG] A small, single-stage vertical pump used to drain shallow pits or sumps. 

**sun-and-planet motion** [MECH ENG] A train of two wheels moving epicyclically with a small wheel rotating a wheel on the central axis. 

**sunk gear** See central gear. 

**sunk draft** [BUILD] A recessed margin around a building stone that imparts a raised appearance to the stone. 

**sunk face** [BUILD] A building stone from whose face some material has been removed in order to impart the appearance of a sump panel. 

**sunk panel** [BUILD] A panel that is recessed below the face of its framing or other surrounding surface. 

**sunshine integrator** [ENG] An instrument for determining the duration of sunshine (daylight) in any locality. 

**sunshine recorder** [ENG] An instrument designed to record the duration of sunshine without regard to intensity at a given location. Sunshine recorders may be classified in two groups according to the method by which the time scale
is obtained: in one group the time scale is obtained from the motion of the sun in the manner of a sun dial, in the second group the time scale is supplied by a chronograph. (ˈsɜːn,ʃɪn riˈkɔrd-ər)

supercritical [THERMO] A fluid at a temperature and pressure above its critical point; also, a fluid above its critical temperature regardless of pressure. (ˈsuːprəˌkraɪd-ər-əl ˈflʌ-əd)

supercritical-fluid extraction [CHEM ENG] A separation process that uses a supercritical fluid as the solvent. (ˈsuːprəˌkraɪd-ər-əl ˈflʌ-əd ɪk ˈstræk-ʃən)

supercalendering [ENG] A calendering process that uses both steam and high pressure to give calendered material, for example, paper, a high-density finish. (ˈsuːprəˌkælən-dən-drɪŋ)

supercalendering [MECH ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercalendering [ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercalendering [MECH ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercalendering [ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercalendering [ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercalendering [ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercharger [MECH ENG] An air pump or blower in the intake system of an internal combustion engine used to increase the weight of air charge and consequent power output from a given engine size. (ˈsuːprəˌkærər

supercharging [MECH ENG] A method of introducing air for combustion into the cylinder of an internal combustion engine at a pressure in excess of that which can be obtained by natural aspiration. (ˈsuːprəˌkærər

supercobalt drill [DES ENG] A drill made of 8% cobalt highspeed steel; used for drilling worked hardenend stainless steels, silicon chrome, and certain chrome-nickel alloy steels. (ˈsuːprəˌkɔbl ˈbɒlt-drɪl)

supercritical fluid [THERMO] A fluid at a temperature and pressure above its critical point; also, a fluid above its critical temperature regardless of pressure. (ˈsuːprəˌkraɪd-ər-əl ˈflʌ-əd)

supercritical-fluid extraction [CHEM ENG] A separation process that uses a supercritical fluid as the solvent. (ˈsuːprəˌkraɪd-ər-əl ˈflʌ-əd ɪk ˈstræk-ʃən)

supercalendering [ENG] A calendering process that uses both steam and high pressure to give calendered material, for example, paper, a high-density finish. (ˈsuːprəˌkælən-dən-drɪŋ)

supercalendering [MECH ENG] A centrifuge built to operate at faster speeds than an ordinary centrifuge. (ˈsuːprəˌkælən-

supercharge method [ENG] A method for measuring the knock-limited power, under supercharge rich-mixture conditions, of fuels for use in spark-ignition aircraft engines. (ˈsuːprəˌkærər

supercharger [MECH ENG] An air pump or blower in the intake system of an internal combustion engine used to increase the weight of air charge and consequent power output from a given engine size. (ˈsuːprəˌkærər

supercharging [MECH ENG] A method of introducing air for combustion into the cylinder of an internal combustion engine at a pressure in excess of that which can be obtained by natural aspiration. (ˈsuːprəˌkærər

supercalendering [ENG] A calendering process that uses both steam and high pressure to give calendered material, for example, paper, a high-density finish. (ˈsuːprəˌkælən-dən-drɪŋ)

supercharger [MECH ENG] An air pump or blower in the intake system of an internal combustion engine used to increase the weight of air charge and consequent power output from a given engine size. (ˈsuːprəˌkærər

supercharging [MECH ENG] A method of introducing air for combustion into the cylinder of an internal combustion engine at a pressure in excess of that which can be obtained by natural aspiration. (ˈsuːprəˌkærər

superliquefaction [THERMO] Sensible heat in a gas above the amount needed to maintain the gas phase. (ˈsuːprəˌkærər

superheated vapor [THERMO] A vapor that has been heated above its boiling point. (ˈsuːprəˌhɛd-əd ˈvɚ-ər)

superheater [MECH ENG] A component of a steam-generating unit in which steam, after it has left the boiler drum, is heated above its saturation temperature. (ˈsuːprəˌhɛd-ər)

superheating [THERMO] Heating of a substance above the temperature at which a change of state would ordinarily take place without such a change of state occurring, for example, the heating of a liquid above its boiling point without boiling taking place; this results in a metastable state. (ˈsuːprəˌhɛd-ər)

superhighway [CIV ENG] A broad highway, such as an expressway, freeway, trumpet, for high-speed traffic. (ˈsuːprəˌhɪl,ˈwɔː-

superimposed back pressure [MECH ENG] The static pressure at the outlet of an operating pressure relief device, resulting from pressure in the discharge system. (ˈsuːprəˌɪmˈpɔːzd ˈbæk-ˈprɛʃ-ər)

superinsulation [CHEM ENG] A multilayer insulation for cryogenic systems, composed of many floating radiation shields in an evacuated double-wall annulus, closely spaced but thermally separated by a poor-conducting fiber. (ˈsuːprəˌɪn-ˈsɑːlə-ˈʃən)

superlattice [ELECTR] A structure consisting of alternating layers of two different semiconductor materials, each several nanometers thick. (ˈsuːprəˌlætɪs)

superluminescent diode [OPT] A diode emitting light superluminously. (ˈsuːprəˌlʊmən-ˈsɛnt-

superluminescent diode [OPT] A diode emitting light superluminously. (ˈsuːprəˌlʊmən-ˈsɛnt-

superplastic 

superplastic [MECH ENG] A material having characteristicallly long life and high grinding productivity such as cubic boron nitride or polycrystalline diamond. (ˈsuːprəˌplæs-tɪk)

superplastic 

superplastic [MECH ENG] A material having characteristicallly long life and high grinding productivity such as cubic boron nitride or polycrystalline diamond. (ˈsuːprəˌplæs-tɪk)

superplastic 

superplastic [MECH ENG] A material having characteristicallly long life and high grinding productivity such as cubic boron nitride or polycrystalline diamond. (ˈsuːprəˌplæs-tɪk)

supercritical [THERMO] A property of a gas which is above its critical pressure and temperature. (ˈsuːprəˌkraɪd-ər-əl ˈflʌ-əd)

superposition [CONT SYS] An integral which expresses the response of a linear system to some input in terms of the impulse response or step response of the system; it may be thought of as the summation of the responses to impulses or step functions occurring at various times. (ˈsuːprəˌpəˈzɪʃən ən ˈint-ə-ɡrəl)

superposition principle [CONT SYS] An integral which expresses the response of a linear system to some input in terms of the impulse response or step response of the system; it may be thought of as the summation of the responses to impulses or step functions occurring at various times. (ˈsuːprəˌpəˈzɪʃən ən ˈint-ə-ɡrəl)

superposition 

superposition theorem [CONT SYS] An integral which expresses the response of a linear system to some input in terms of the impulse response or step response of the system; it may be thought of as the summation of the responses to impulses or step functions occurring at various times. (ˈsuːprəˌpəˈzɪʃən ən ˈint-ə-ɡrəl)

superposition theorem [CONT SYS] An integral which expresses the response of a linear system to some input in terms of the impulse response or step response of the system; it may be thought of as the summation of the responses to impulses or step functions occurring at various times. (ˈsuːprəˌpəˈzɪʃən ən ˈint-ə-ɡrəl)
An inventor...
surface wave
surfacing mat

surfing mat  See overlay.  {sərˈfə-ˌsiŋˌmat}

surge [ELEC] A momentary large increase in the current or voltage in an electric circuit.  [ENG] 1. An upheaval of fluid in a processing system, frequently causing a carryover (puking) of liquid through the vapor lines. 2. The peak system pressure. 3. An unstable pressure buildup in a plastic extruder leading to variable throughput and waviness of the hollow plastic tube.  {sərˈʒe}

surge arrester  [ELEC] A protective device designed primarily for connection between a conductor of an electrical system and ground to limit the magnitude of transient overvoltages on equipment. Also known as arrester, lightning arrester.  {səˈrɛstər}

surge current  [ELEC] A short-duration, high-amperage electric current wave that may sweep through an electrical network, as a power transmission network, when some portion of it is strongly influenced by the electrical activity of a conductor or feeder pipe, as for a water wheel, or Gunter’s chain, as a unit.  {səˈrɛgərəstərˌkənˈtɜrəmˌpirt}

surge protector  [ELEC] A device placed in an electrical circuit to prevent the passage of surges and spikes that could damage electronic equipment.  {səˈrɛgərəˈprəˈtekˈtər}

surge stress  [MECH] The physical stress on process equipment or systems resulting from a sudden surge in fluid (gas or liquid) flow rate or pressure.  {səˈrɛjˌstres}

surge suppressor  [ELECTR] A circuit that responds to the rate of change of a current or voltage to prevent a rise above a predetermined value; it may include resistors, capacitors, coils, gas tubes, and semiconducting disks. Also known as transient suppressor.  {səˈrɛgresˈpresər}

surge tank  [ENG] 1. A standpipe or storage reservoir at the downstream end of a closed aque duct or feeder pipe, as for a water wheel, to absorb sudden rises of pressure and to furnish water quickly during a drop in pressure. Also known as surge drum. 2. An open tank to which the top of a surge pipe is connected so as to avoid loss of water during a pressure surge.  {səˈrɛjˌtæŋk}

surging  [ENG] Motion of a ship that alternately moves forward and aft, usually when moored.  {sərˈjeiŋˈjər}

surveillance  [ENG] Systematic observation of air, surface, or subsurface areas or volumes by visual, electronic, photographic, or other means, for intelligence or other purposes.  {sərˈvələns}

survey  [ENG] 1. The process of determining accurately the position, extent, contour, and so on, of an area, usually for the purpose of preparing a chart. 2. The information so obtained.  {sərˈvei}

survey foot  [MECH] A unit of length, used by the U.S. Coast and Geodetic Survey, equal to 12/39 37 meter, or approximately 1.0000002 feet.  {sərˈveiˌfot}

surveying altimeter  [ENG] A barometric-type instrument consisting of a pressure-sensitive element which contracts or expands in proportion to atmospheric pressure, connected to a linkage to a pointer, its dial is graduated in units of linear measurement (feet or meters) to indicate differences of elevation only.  {sərˈvələˌrəˌalˈtəˌmərˌodər}

surveying sextant  See hydrographic sextant.  {sərˈvələˌrəˌsɛksˈstɑnt}

surveyor’s compass  [ENG] An instrument used to measure horizontal angles in surveying.  {sərˈvələˌrəˌkəmˈpæs}

surveyor’s cross  [ENG] An instrument for setting out right angles in surveying; consists of two bars at right angles with sights at each end.  {sərˈvələˌrəˌkros}

surveyor’s level  [ENG] A telescope and spirit level mounted on a tripod, rotating vertically and having leveling screws for adjustment.  {sərˈvələˌrəˌlevˌəl}

surveyor’s measure  [ENG] A system of measurement used in surveying having the engineer’s, or Gunter’s, chain, as a unit.  {sərˈvələˌrəˌmizər}

survey traverse  See traverse.  {səˌrɑːˌtrəˈvɔrəs}

surveyor’s curve  [IND ENG] A curve showing the percentage of a group of machines or facilities surviving at a given age.  {səˌrɑːˌvəˌkurˌvər}

Surwall clinograph  [ENG] A directional surveying instrument which records photographically the direction and magnitude of well deviations from the vertical, powered by batteries, it contains a box level gage (indicating vertical deviation), a gyroscoptic compass (indicating azimuth direction) and a watch and a dial thermometer, so that a simultaneous record of amount and direction of deviation, temperature, and time can be made on 16-millimeter film.  {səˌrɑːˌwelˈklinəˌgraf}

susceptance  [ELEC] The imaginary component of admittance.  {səˌsepˈtæns}

susceptance standard  [ELEC] Standard that introduces calibrated small values of shunt capacitance into 50-ohm coaxial transmission arrays.  {səˌsepˈtænsˌstəndərd}

susceptibility  See electric susceptibility.  {səˌsepˈtaˈbilədədʒ}

susceptometer  [ENG] An instrument that measures paramagnetic, diamagnetic, or ferromagnetic susceptibility.  {səˌsepˈtamədər}

suspended acoustical ceiling  [BUILD] An acoustical ceiling which is suspended from either the roof or a higher ceiling.  {səˈspənˈdædˈækˈstʊlˌsəˈliŋ}

suspended ceiling  [BUILD] The suspension of the furring members beneath the structural members of a ceiling.  {səˈspənˈdædˈsəˈliŋ}

suspended formwork  [CIV ENG] Formwork suspended from supports for the floor being cast.  {səˈspənˈdædˈfɔːrmˌwərk}

suspended span  [CIV ENG] A simple span supported from the free ends of cantilevers.  {səˈspənˈdædˈspaŋ}

suspended transformation  [THERMO] The cessation of change before true equilibrium is
reached, or the failure of a system to change immediately after a change in conditions, such as in supercooling and other forms of metastable equilibrium. { səˈspen-dəd, tranz-fərˈmə-shən }

suspended tray conveyor  [MECH ENG] A vertical conveyor having pendant trays or other carriers on one or more endless chains. { səˈspen-dəd ˈkɑnˈvār-or }

suspension  [ENG] A fine wire or coil spring that supports the moving element of a meter. { səˈspen-ˈshən }

suspension bridge  [CIV ENG] A fixed bridge consisting of either a roadway or a truss suspended from two cables which pass over two towers and are anchored by backstays to a firm foundation. { səˈspen-ˈshən } [brī]

suspension cable  [ENG] A freely hanging cable, may carry mainly its own weight or a uniformly distributed load. { səˈspen-ˈshən } [kā-bal]

suspension roof  [BUILD] A roof that is supported by steel cables. { səˈspen-ˈshən } [ruf]

suspension system  [MECH ENG] A system of springs, shock absorbers, and other devices supporting the upper part of a motor vehicle on its running gear. { səˈspen-ˈshən } [ˌsīs-təm]

sustainable development  [ENG] Development of industrial and natural resources that meets the energy needs of the present without compromising the ability of future generations to meet their needs in a similar manner. { səˈstān-ə-bal } [dīˈvel-əp-mənt]

sustained oscillation  [CONT SYS] Continued oscillation due to insufficient attenuation in the feedback path. { səˈstāndəs-a-fə-lə-ˈshən }

Sutro weir  [CIV ENG] A dam with at least one curved side and horizontal crest, so formed that the head above the crest is directly proportional to the discharge. { sū-troˈwir }

SV  See speaker verification.

swage bolt  [DES ENG] A bolt having indentations with which it can be gripped in masonry. { swajˈbolt }

swallow buoy  See swallow float. { swaˈloʊˌbō̅i }

swallow float  [ENG] A tubular buoy used to measure current velocities, it can be adjusted to be neutrally buoyant and to drift at a selected density level while being tracked by shipboard listening devices. Also known as neutrally buoyant float; swallow buoy. { swāˈloʊˌflot }

swamp buggy  [MECH ENG] A wheeled vehicle that runs on sand, on mud, or through shallow water, used especially in swamps. { swämpˌbaŋ-gē }

swamping resistor  [ELECTR] Resistor placed in the emitter lead of a transistor circuit to minimize the effects of temperature on the emitter-base junction resistance. { swāmpˈing ˈnəˌzis-tər }

swarf  [ENG] Chips, shavings, and other fine particles removed from the workpiece by grinding tools. { swarf }

swash-plate pump  [MECH ENG] A rotary pump in which the angle between the drive shaft and the plunger-carrying body is varied. { swāshˌplātˌpamp }

sweat bar  See stabilizer bar. { swātˌbār }

sweat brace  [CIV ENG] One or a pair of diagonal members designed to resist horizontal forces, such as wind. { swātˌbrās }

sweat frame  [CIV ENG] A unit in the system of members of a bridge that provides bracing against side sway, consists of two diagonals, the verticals, the floor beam, and the bottom strut. { swātˌfrām }

sweating  [CHEM ENG] Separation of paraffin oil from low-melting petroleum wax obtained from paraffin wax in a chamber (sweater) by first cooling the mixture until it is a solid cake, then warming gradually to cause partial fusion of the mixture to allow drainage of liquid from the cake. { swētˈinj }

sweetening  [CHEM ENG] Improvement of a petroleum-product color and odor by converting sulfur compounds into disulfides with sodium plumbite (doctor treating), or by removing them by contacting the petroleum stream with alkalies or other sweetening agents. { swētˈənˌinj }

swing  [ELEC] Variation in frequency or amplitude of an electrical quantity. { ENG } 1. The arc or curve described by the point of a pick or mandril when being used. 2. Rotation of the superstructure of a power shovel on the vertical shaft in the mounting. 3. To rotate a revolving shovel on its base. { swīŋ }

swing bridge  [CIV ENG] A movable bridge that pivots on a horizontal plane about a center pier. { swīŋˌbrī }

swing-frame grinder  [MECH ENG] A grinding machine hanging by a chain so that it may swing in all directions for surface grinding heavy work. { swīŋˌfrəmˌgrīnˈdər }

swinging load  [ENG] The load in pressure equipment which changes at frequent intervals. { swīŋˈlōd }

swinging joint  [DES ENG] A pipe joint in which the parts may be rotated relative to each other. { swīŋˌjoŋt }

swinging pipe  [ENG] A discharge pipe whose intake end can be raised or lowered on a tank. { swīŋˌpīp }

swing shift  [IND ENG] Working arrangement in a three-shift, continuously run plant with working hours changed at regular intervals; during a swing shift the morning shift becomes the afternoon shift, while the afternoon shift becomes the morning shift of the next day, with only an 8-hour break on the first day of change. { swīŋˌshif }

swirl flowmeter  See vortex precession flowmeter. { swirlˌflōˈmēd-ər }

Swiss pattern file  [DES ENG] A type of fine file used for precision filing of jewelry, instrument parts, and dies. { swisˈpat-ərnˌfil }

switch  [CIV ENG] 1. A device for enabling a railroad car to pass from one track to another. 2. The junction of two tracks. [ELEC] A manual or mechanically actuated device for making.
switch angle

breaking, or changing the connections in an electric circuit. Also known as electric switch. Sym-

switching substation [ELEC] An electric power plant whose equipment is mainly for con-

switching angle [CIV ENG] The angle between the switch and stock rails of a railroad track, mea-

switchblade knife [DES ENG] A knife in which the blade is spring-loaded and swings open when released by a pushbutton. {‘swich,blád ’nlf} switchcapacitor [ELECTR] An integrated circuit element, consisting of a capacitor with two metal oxide semiconductor (MOS) switches, whose function is approximately equivalent to that of a resistor. {‘swich k∫’pəs-əd-or} switch function [ELECTR] A circuit having a fixed number of inputs and outputs designed such that the output information is a function of the input information, each expressed in a certain code or signal configuration or pattern. {‘swich, foŋk-shən} switching [ELEC] Making, breaking, or changing the connections in an electrical circuit. {‘swich-ing} switching circuit [ELEC] A constituent electric circuit of a switching or digital processing system which receives, stores, or manipulates information in coded form to accomplish the specified objectives of the system. {‘swich-ing ,sər’kæt} switching device [ENG] An electrical or mechanical device or mechanism, which can bring another device or circuit into an operating or nonoperating state. Also known as switching mechanism. {‘swich-ing di,vi,s} switching diode [ELECTR] A crystal diode that provides essentially the same function as a switch, below a specified applied voltage it has high resistance corresponding to an open switch, while above that voltage it suddenly changes to the low resistance of a closed switch. {‘swich-ing di, di’vıs} switching gate [ELECTR] An electronic circuit in which an output having constant amplitude is registered if a particular combination of input signals exists; examples are the OR, AND, NOT, and INHIBIT circuits. Also known as logical gate. {‘swich-ing gät} switching key See key. {‘swich-ing ,kē} switching mechanism See switching device. {‘swich-ing ,mek-ə,niz’m} switching substation [ELEC] An electric power plant whose equipment is mainly for con-

switching time [ELECTR] 1. The time interval between the reference time and the last instant at which the instantaneous voltage response of a magnetic cell reaches a stated fraction of its peak value. 2. The time interval between the reference time and the first instant at which the instantaneous integrated voltage response of a magnetic cell reaches a stated fraction of its peak value. {‘swich-ing ,ti’m} switching transistor [ELECTR] A transistor designed for on/off switching operation. {‘swich-ing tran’zi-tər} switching trunk [ELEC] Trunk from a long-dis-

tance office to a local exchange office used for completing a long-distance call. {‘swich-ing tran’zi-tər} switch jack [ELEC] Any of the devices that pro-

vide terminals for the control circuits of the switch. {‘swich jåk} swivel [DES ENG] A part that oscillates freely on a headed bolt or pin. {‘swiv-əl} swivel block [DES ENG] A block with a swivel attached to its hook or shackle permitting it to revolve. {‘swiv-əl ,blåk} swivel coupling [MECH ENG] A coupling that gives complete rotary freedom to a deflecting wedge-setting assembly. {‘swiv-əl ,kap-ıŋ} swivel head [MECH ENG] The assembly of a swivel, chuck, feed nut, and feed gears on a diamond-drill machine that surrounds, rotates, and advances the drill rods and drilling stem; on a hydraulic-feed drill the feed gears are replaced by a hydraulically actuated piston assembly. {‘swiv-əl ,hed} swivel hook [DES ENG] A hook with a swivel connection to its base or eye. {‘swiv-əl ,hük} swivel joint [DES ENG] A joint with a packed swivel that allows one part to move relative to the other. {‘swiv-əl ,jöint} swivel neck See water swivel. {‘swiv-əl ,nek} swivel pin See kingpin. {‘swiv-əl ,pin} swivel spindle [BUILD] A shaft in a door handle assembly designed with a center joint that permits one knob to remain fixed while the other is being turned. {‘swiv-əl ,spin-dal} symbalophone [ENG] A double stethoscope for the comparison and lateralization of sounds; permits the use of the acute function of the two ears to compare intensity and varying quality of sounds arising in the body or mechanical devices. {sim’böl-ə,ˈfôn} symmetrical avalanche rectifier [ELECTR] Avalanche rectifier that can be triggered in either direction, after which it has a low impedance in the triggered direction. {sə’mə-tra-kɔl ‘av-ə,lanch ,rek-ta,fər} symmetrical band-pass filter [ELECTR] A band-pass filter whose attenuation as a function of frequency is symmetrical about a frequency at the center of the pass band. {sə’mə-tra-kɔl ‘band ,pas ,fil-tər} symmetrical band-reject filter [ELECTR] A band-rejection filter whose attenuation as a
synchronization
symmetrical clipper
symmetrical deflection
symmetrical H attenuator
symmetrical O attenuator
symmetrical pi attenuator
symmetrical T attenuator
symmetrical transducer
symmetry axis
sympathetic detonation
synchro
synchronmesh
synchronization
synchronization indicator
synchronization

function of frequency is symmetrical about a frequency at the center of the rejection band.

symmetrical clipper
symmetrical deflection
symmetrical H attenuator
symmetrical O attenuator
symmetrical pi attenuator
symmetrical T attenuator
symmetrical transducer
symmetry axis
sympathetic detonation
synchro
synchronmesh
synchronization
synchronization indicator
synchronization

two varying quantities or moving objects.
synchronizing shifting
synchronous
synchronous belt
synchronous gate
synchroscope
synchro-shutter
synthetic aperture
synthetic-aperture radar
synthetic data
synthol process
synthol process
syntony

fatty acids, and aliphatic hydrocarbons, usable as a synthetic gasoline.  

**syntony [ELEC]** Condition in which two oscillating circuits have the same resonant frequency.  

**system [ELECTR]** A combination of two or more sets generally physically separated when in operation, and such other assemblies, subassemblies, and parts necessary to perform an operational function or functions.  

**systematic error [ENG]** An error due to some known physical law by which it may be predicted, these errors produced by the same cause affect the mean in the same sense, and do not tend to balance each other but rather give a definite bias to the mean.  

**system bandwidth [CONT SYS]** The difference between the frequencies at which the gain of a system is \( \sqrt{2}/2 \) (that is, 0.707) times its peak value.  

**system design [CONT SYS]** A technique of constructing a system that performs in a specified manner, making use of available components. Also known as synthesis.  

**system effectiveness [ENG]** A measure of the extent to which a system may be expected to achieve a set of specific mission requirements expressed as a function of availability, dependability, and capability.  

**system engineering** See systems engineering.  

**system life cycle [ENG]** The continuum of phases through which a system passes from conception through disposition.  

**system optimization** See optimization.  

**system reliability [ENG]** The probability that a system will accurately perform its specified task under stated environmental conditions.  

**system safety [ENG]** The optimum degree of safety within the constraints of operational effectiveness, time, and cost, attained through specific application of system safety engineering throughout all phases of a system.  

**system safety engineering [ENG]** An element of systems management involving the application of scientific and engineering principles for the timely identification of hazards, and initiation of those actions necessary to prevent or control hazards within the system.  

**system analysis [ENG]** The analysis of an activity, procedure, method, technique, or business to determine what must be accomplished and how the necessary operations may best be accomplished.  

**systems architecture [SYS ENG]** The discipline that combines elements which, working together, create unique structural and behavioral capabilities in a system that none could produce alone. Also known as systems architecture.  

**systems engineering [ENG]** The design of a complex interrelation of many elements (a system) to maximize an agreed-upon measure of system performance, taking into consideration all of the elements related in any way to the system, including utilization of worker power as well as the characteristics of each of the system’s components. Also known as system engineering.  

**systems implementation test [ENG]** The test program that exercises the complete system in its actual environment to determine its capabilities and limitations; this test also demonstrates that the system is functionally operative, and is compatible with the other subsystems and supporting elements required for its operational employment.  

**systems integration [SYS ENG]** A discipline that combines processes and procedures from systems engineering, systems management, and product development for the purpose of developing large-scale complex systems that involve hardware and software and may be based on existing or legacy systems coupled with totally new requirements to add significant functionality.  

**systems-management reengineering** See organizational reengineering.  

**systems test [ENG]** A test of an entire interconnected set of components for the purpose of determining proper functions and interconnections.  

**Szechman cell [CHEM ENG]** An electrolytic process for manufacture of chlorine that is a variation of both the mercury cell and molten salt cell.
tactical aircraft shelter [CIV ENG] A shelter to protect aircraft from attack by conventional weapons, or damage from high winds or other elemental hazards.

tactical control radar [ENG] Antiaircraft artillery radar which has essentially the same inherent capabilities as the target acquisition radar (physically it may be the same type of set) but whose function is chiefly that of providing tactical information for the control of elements of the antiaircraft artillery defenses in battle.

tactical range recorder [ENG] A sonar device in surface ships used to plot the time-range coordinates of submarines and determine firing of depth charges.

tactile sensor [CONT SYS] A transducer, usually associated with a robot end effector, that is sensitive to touch, comprises stress and touch sensors.

Tag-Box Robinson colorimeter [ENG] A laboratory device used to determine the color shades of lubricating and other oils, the color, reported as a number, is determined by varying the thickness of a column of oil until its color matches that of a standard color glass.

table [BUILD] A horizontal projection or molding on the exterior or interior face of a wall.

tabled joint [CIV ENG] In cut stonework, a bed joint formed by a broad, shallow channel in the surface of one stone that fits a corresponding projection of the stone above or below.

tablespoonful [MECH] A unit of volume used for pharmaceuticals, food products, fireworks, vitamins, and dyes.

tabbing [BUILD] Formation of a horizontal masonry joint by arranging building stones in a course so that they extend into the next course and thus prevent slippage.

tab stop [DES ENG] A column position to which the printing mechanism of a typewriter or computer printer advances upon receipt of a command.

tachometer [ENG] An instrument that measures the revolutions per minute or the angular speed of a rotating shaft.

tack [MECH] A small, sharp-pointed nail with a broad flat head.

tack coat [CIV ENG] A thin layer of bitumen, road tar, or emulsion laid on a road to enhance adhesion of the course above it.

tackiness See tack.

tack [MECH] Any arrangement of ropes and pulleys to gain a mechanical advantage.

tack range [ENG] The length of time during which an adhesive will remain in the tacky-dry condition after application to an adherent.

tab-card cutter [DES ENG] A device for die-cutting card stock to uniform tabulating-card size.

table [ENG] The length of time during orbrick that has been set into a wall, for example, as a cornice.

tailings [ENG] The lighter particles which pass over a sieve in milling, crushing, or purifying operations.

Copyright 2003 by The McGraw-Hill Companies, Inc. Click Here for Terms of Use.
tail pulley [MECH ENG] A pulley at the tail of the belt conveyor opposite the normal discharge end, may be a drive pulley or an idler pulley. (tël,pü-lé)

tailrace [ENG] A channel for carrying water away from a turbine, waterwheel, or other industrial application. (täl,räs)

tailstock [MECH ENG] A part of a lathe that holds the end of the work not being shaped, allowing it to rotate freely. (täl,stäk)

tail warning radar [ENG] Radar installed in the tail of an aircraft to warn the pilot that an aircraft is approaching from the rear. (täl 'wörn-ın ,rä,där)

Tainter gate [CIV ENG] A spillway gate whose motor, calculated by dividing the available power by the weight of the forces due to wind or earthquake to the extent that the forces constitute an important element in structural design. Also known as high-rise building. (tä-tär 'gät)

takeup [MECH ENG] A tensioning device in a belt-conveyor system for taking up slack of loose parts. (tä-k,up)

takeup pulley [MECH ENG] An adjustable idler pulley to accommodate changes in the length of a conveyor belt to maintain proper belt tension. (tä-k,ıp 'pul,-è)

takeup reel [ENG] The reel that accumulates magnetic tape after it is recorded or played by a tape recorder. (tä-k,ıp,rel)

takt time [IND ENG] 1. The rate of customer demand, calculated by dividing the available production time by the quantity the customer requires in that time. 2. The reciprocal of the production rate. (täkt,tım)

talk-listen switch [ENG ACOUS] A switch provided on intercommunication units to permit using the loudspeaker as a microphone when desired. (täk 'lis-an, 'swich)

tall building [CIV ENG] A structure that, because of its height, is affected by lateral forces due to wind or earthquake to the extent that the forces constitute an important element in structural design. Also known as high-rise building. (täl, 'bil-dîp)

tamp [ENG] To tightly pack a drilled hole with clay or other stemming material after the charge has been placed. (tamp)

tamper [CIV ENG] A ramming device for compacting a granular material such as soil, backfill, or unformed concrete, usually powered by a motor. (täm-pär)

tamping bag [ENG] A bag filled with stemming material such as sand for use in horizontal and upward sloping shotholes. (täm-ping 'bag)

tamping bar [ENG] A piece of wood for pushing explosive cartridges or forcing the stemming into shotholes. (täm-ping 'bär)

tamping plug [ENG] A plug of iron or wood used instead of tamping material to close up a loaded blasthole. (täm-ping 'plag)

tamping roller See sheepfoot roller. (täm-ping 'rô-lär)

tampion [ENG] A cone-shaped hand tool usually fashioned of hardwood that is forced into a lead pipe to increase its diameter. (täm-pé-an)

tandem compensation See cascade compensation. (tan-däm ,käm-pan-sä-shân)

tandem distributed numerical control [CONT SYS] A form of distributed numerical control involving a series of machines connected by a conveyor and automatic loading and unloading devices that are under control of the central computers. (tan-däm dij-strib-yad-ad núm'ør-mä-kal-kan'trôl)

tandem-drive conveyor [MECH ENG] A conveyor having the conveyor belt in contact with two drive pulleys, both driven with the same motor. (tan-däm 'd'vin kan-vä-ar)

tandem roller [MECH ENG] A steam- or gasoline-driven road roller in which the weight is divided between heavy metal rolls, of dissimilar diameter, one behind the other. (tan-däm 'rö-lär)

tang [ENG] 1. The part of a file that fits into a handle. 2. The end of a drill shank which allows transmission of torque from the drill press spindle to the body of the drill. (tan)

tangent galvanometer [ENG] A galvanometer in which a small compass is mounted horizontally in the center of a large vertical coil of wire; the current through the coil is proportional to the tangent of the angle of deflection of the compass needle from its normal position parallel to the magnetic field of the earth. (tan-jant ,gal-vo'nam-ad-ar)

tangential acceleration [MECH] The component of linear acceleration tangent to the path of a particle moving in a circular path. (tan'jen-chal aš,sel-ä-rä-shân)

The part of a file that fits into a handle. 2. The end of a drill shank which allows transmission of torque from the drill press spindle to the body of the drill. (tan)

tangent galvanometer [ENG] A galvanometer in which a small compass is mounted horizontally in the center of a large vertical coil of wire; the current through the coil is proportional to the tangent of the angle of deflection of the compass needle from its normal position parallel to the magnetic field of the earth. (tan-jant ,gal-vo'nam-ad-ar)

tangential acceleration [MECH] The component of linear acceleration tangent to the path of a particle moving in a circular path. (tan'jen-chal aš,sel-ä-rä-shân)

tangent helical-flow turbine See helical-flow turbine. (tan'jen-chal heil-ä-kal, flö 'tar-bän)

tangent stress See shearing stress. (tan'jen-chal 'stri')

tangential velocity [MECH] 1. The instantaneous linear velocity of a body moving in a circular path, its direction is tangential to the circular path at the point in question. 2. The component of the velocity of a body that is perpendicular to a line from an observer or reference point to the body. (tan'jen-chal va'lās-ad-dë)

tangent offset [ENG] In surveying, a method of plotting traverse lines; angles are laid out by linear measurement, using a constant times the natural tangent of the angle. (tan-jant 'of, set)

tangent point See point of tangency. (tan-jant 'pöint)

tangent screw [ENG] A screw providing tangential movement along an arc, such as the screw which provides the final angular adjustment of a marine sextant during an observation. (tan-jant 'skrä"

tank [ELECTR] 1. A unit of acoustic delay-line storage containing a set of channels, each forming a separate recirculation path. 2. The heavy metal envelope of a large mercury-arc rectifier or other gas tube having a mercury-pool cathode. 3. See tank circuit. (ENG] A large container for
tape recorder

holding, storing, or transporting a liquid. \( \text{tape-automated bonding} \)

tankage [ENG] Contents of a storage tank. \( \text{tape} \)

tank balloon [ENG] An air- and vapor-tight flexible container fitted to the breather pipe of a gasoline storage tank to receive gasoline vapors, as the tank cools, the vapors return to the tank. \( \text{tank bottom} \)

tank bottom [CHEM ENG] The liquid material in a tank below the level of the outlet pipe, often a mixture of the stored liquid with rust and other sediment. \( \text{tank car} \)

tank car [ENG] Railroad car onto which is mounted a cylindrical, horizontal tank designed for the transport of liquids, chemicals, gases, meltable solids, slurries, emulsions, or fluidizable solids. \( \text{tank gage} \)

tank gage [ENG] A device used to measure the contents of a liquid storage tank, can be manual or automatic. \( \text{tank scale} \)

tank scale [ENG] A counterweighted suspension or platform weighing mechanism for tanks, hoppers, and similar solids or liquids containers. \( \text{tank truck} \)

tank truck [ENG] A truck body onto which is mounted a cylindrical, horizontal tank designed for the transport of liquids, chemicals, gases, meltable solids, slurries, emulsions, or fluidizable solids. \( \text{tanning} \)

tanning [ENG] A process of preserving animal hides by chemical treatment (using vegetable tannins, metallic sulfates, and sulfurized phenol compounds, or syrants) to make them immune to bacterial attack, and subsequent treatment with fats and greases to make them pliable. \( \text{tankal nitride resistor} \)

tankal nitride resistor [ELECTR] A thin-film resistor consisting of tankal nitride deposited on a substrate, such as industrial sapphire. \( \text{tap} \)

tap [DES ENG] 1. A plug of accurate thread, form, and dimensions on which cutting edges are formed, it is screwed into a hole to cut an internal thread. 2. A threaded cone-shaped fishing tool. [ELECTR] A connection made at some point other than the ends of a resistor or coil. [ENG] A small, threaded hole drilled into a pipe or process vessel, used as connection points for sampling devices, instruments, or controls. \( \text{tap bolt} \)

tap bolt [DES ENG] A bolt with a head that can be screwed into a hole and held in place without a nut. Also known as tap screw. \( \text{tap crystal} \)

tap crystal [ELECTR] Compound semiconductor that stores current when stimulated by light and then gives up energy as flashes of light when it is physically tapped. \( \text{tap drill} \)

tap drill [MECH ENG] A drill used to make a hole of a precise size for tapping. \( \text{tape} \)

tape [ENG] A graduated steel ribbon used, instead of a chain, in surveying. \( \text{tape-automated bonding} \)

tape-automated bonding [ELECTR] A semiconductor chip (die) assembly method, where the chips are connected to polyimide (tape) carriers, complete with circuitry for attachment to a printed circuit board. The chip-bonded tape carriers typically are supplied on a reel (like a roll of film) for automated circuit assembly processes. \( \text{tape cartridge} \)

tape cartridge [ENG ACOUS] A cartridge that holds a length of magnetic tape in such a way that the cartridge can be slipped into a tape recorder and played without threading the tape; in stereophonic usage, usually refers to an eight-track continuous-loop cartridge, which is larger than a cassette. Also known as cartridge. \( \text{tape-controlled machine} \)

tape-controlled machine [MECH ENG] A machine tool whose movements are automatically controlled by means of a magnetic or punched tape. \( \text{tape correction} \)

tape correction [ENG] A quantity applied to a taped distance to eliminate or reduce errors due to the physical condition of the tape and the manner in which it is used. \( \text{tape deck} \)

tape deck [ENG ACOUS] A tape-recording mechanism that is mounted on a motor board, including the tape transport, electronics, and controls, but no power amplifier or loudspeaker. \( \text{tape drive} \)

tape drive [ENG] A device that transmits power from an actuator to a remote mechanism by flexible tapes and pulleys. \( \text{tape float} \)

tape float [ENG] A liquid-level measurement by a float connected by a flexible tape to a rotating member, in turn connected to an indicator mechanism. \( \text{tape float liquid-level gage} \)

tape float liquid-level gage [ENG] A liquid-level measurement by a float connected by a flexible tape to a rotating member, in turn connected to an indicator mechanism. \( \text{tape gage} \)

tape gage [ENG] A box- or float-type tide gage which consists essentially of a float attached to a tape and counterpoise; the float operates in a vertical box or pipe which dampens out short-period wind waves while admitting the slower tidal movement; for the standard installation, the tape is graduated with numbers increasing toward the float and is arranged with pulleys and counterpoise to pass up and down over a fixed reading mark as the tide rises and falls. \( \text{tape loop} \)

tape loop [ENG ACOUS] A length of magnetic tape having the ends spliced together to form an endless loop; used in message repeater units and in some types of tape cartridges to eliminate the need for rewinding the tape. \( \text{tape player} \)

tape player [ENG ACOUS] A machine designed only for playback of recorded magnetic tapes. \( \text{taper bit} \)

taper bit [DES ENG] A long, cone-shaped nonconing bit used in drilling blastholes and in wedging and reaming operations. \( \text{tape recorder} \)

tape recorder [ENG ACOUS] A device that records audio signals and other information on magnetic tape by selective magnetization of iron oxide particles that form a thin film on the tape, a recorder usually also includes provisions for playing back the recorded material. \( \text{tankage} \)

tankage [ENG] A device used to measure the contents of a storage tank. \( \text{tankgage} \)

tankgage [ENG] A box- or float-type tide gage with fats and greases to make them pliable. \( \text{tankage} \)

tankgage [ENG] The liquid material in a tank below the level of the outlet pipe, often a mixture of the stored liquid with rust and other sediment. \( \text{tankcar} \)

tank car [ENG] A railroad car onto which is mounted a cylindrical, horizontal tank designed for the transport of liquids, chemicals, gases, meltable solids, slurries, emulsions, or fluidizable solids. \( \text{tankgage} \)

tankgage [ENG] A device used to measure the contents of a liquid storage tank, can be manual or automatic. \( \text{tankgage} \)

tankgage [ENG] A machine designed only for playback of recorded magnetic tapes. \( \text{tankgage} \)

tankgage [ENG] A box- or float-type tide gage which consists essentially of a float attached to a tape and counterpoise; the float operates in a vertical box or pipe which dampens out short-period wind waves while admitting the slower tidal movement; for the standard installation, the tape is graduated with numbers increasing toward the float and is arranged with pulleys and counterpoise to pass up and down over a fixed reading mark as the tide rises and falls. \( \text{tankgage} \)

tankgage [ENG] A device used to measure the contents of a liquid storage tank, can be manual or automatic. \( \text{tankgage} \)

tankgage [ENG] A machine designed only for playback of recorded magnetic tapes. \( \text{tankgage} \)

\( \text{tankgage} \)
tape recording  [ENG ACOUS] The record made on a magnetic tape by a tape recorder. {ˈtɑːp riˌkɔrdɪŋ}
tapered core bit  [DES ENG] A core bit having a conical diamond-inset crown surface tapering from a borehole size at the bit face to the next larger borehole size at its upper, shank, or reaming-shell end. {ˈtɑːp-ɚd ˈkɔrˌbɪt}
tapered joint  [DES ENG] A firm, leakproof connection between two pieces of pipe having the thread formed with a slightly tapering diameter. {ˈtɑːp-ɚd ˈdʒɔɪnt}
tapered thread  [DES ENG] A screw thread cut on the surface of a tapered part, it may be either a pine or box thread, or a V-, Acme, or square-screw thread. {ˈtɑːp-ɚd ˈθrɛd}
tapered wheel  [DES ENG] A flat-face grinding wheel with greater thickness at the hub than at the face. {ˈtɑːp-ɚd ˈweɪl}
taper gage  [ENG] A precision gage that is used to check the accuracy of a standard taper. {ˈtɑːp-ərˌɡeɪ}\ntaper key  [DES ENG] A rectangular machine key that is slightly tapered along its length. {ˈtɑːp-ərˌkiː\ntaper pin  [DES ENG] A small, tapered self-holding peg or nail used to connect parts together. {ˈtɑːp-ərˌpɪn\ntaper pipe thread  See pipe thread. {ˈtɑːp-ərˌpɪpˌθrɛd\ntaper plug gage  [DES ENG] An internal gage in the shape of a frustum of a cone used to measure internal tapers. {ˈtɑːp-ərˌplʌɡˌɡeɪ\ntaper reamer  [DES ENG] A reamer whose fluted portion tapers toward the front end. {ˈtɑːp-ərˌrɛˈmɑːr\ntaper ring gage  [DES ENG] An external gage having a conical internal contour, used to measure external tapers. {ˈtɑːp-ərˌrɪŋˌɡeɪ\ntaper-rolling bearing  [MECH ENG] A roller bearing capable of sustaining end thrust by means of tapered rollers and coned races. {ˈtɑːp-ərˌrəˈlɪŋˌbrɪŋ\ntaper shank  [DES ENG] A cone-shaped part on a tool that fits into a tapered sleeve on a driving member. {ˈtɑːp-ərˌʃɑŋk\ntaper tap  [DES ENG] A threaded cone-shaped tool for cutting internal screw threads. {ˈtɑːp-ərˌtæp\ntaper washer  [DES ENG] A type of washer designed to be used underneath nuts with tapered flanges to enable the bolt assembly to fit properly when tightened. {ˈtɑːp-ərˌwʌʃər\ntape speed  [ENG ACOUS] The speed at which magnetic tape moves past the recording head in a tape recorder, standard speeds are 15/16, 17/8, 3/4, 7/16, 15, and 30 inches per second (2 38125, 4 7625, 9 525, 19 05, 38 1, and 76 2 centimeters per second); faster speeds give improved high-frequency response under given conditions. {ˈtæpˌspɛd\ntape transport  [ENG ACOUS] The mechanism of a tape recorder that holds the tape reels, drives the tape past the heads, and controls various modes of operation. Also known as tape drive. {ˈtæpˌtrænˌpɔr\ntaping  [ENG] The process of measuring distances with a surveyor's tape. {ˈtæp-ɪŋ\ntappet  [MECH ENG] A lever or oscillating member moved by a cam and intended to tap or touch another part, such as a push rod or valve system. {ˈtæp-ət\ntappet rod  [MECH ENG] A rod carrying a tappet or tappets, as one for opening or closing the valves in a steam or an internal combustion engine. {ˈtæp-əˌrɒd\ntapping  [MECH ENG] Forming an internal screw thread in a hole or other part by means of a tap. {ˈtæp-ɪŋ\ntapping screw  See self-tapping screw. {ˈtæp-ɪŋˌˌskrʊ\ntap screw  See tap bolt. {ˈtæpˌˌskrʊ\ntap wrench  [ENG] A tool used to clamp taps during tapping operations. {ˈtæpˌˌwɛŋ\ntare  [MECH] The weight of an empty vehicle or container, subtracted from gross weight to ascertain net weight. {ˌteɚ\ntarget  [ELECTR] 1. In an x-ray tube, the anode or anticathode which emits x-rays when bombarded with electrons. 2. In a television camera tube, the storage surface that is scanned by an electron beam to generate an output signal current corresponding to the charge-density pattern stored there. 3. In a cathode-ray tuning indicator tube, one of the electrodes that is coated with a material that fluoresces under electron bombardment. [ENG] 1. The sliding weight on a leveling rod used in surveying to enable the staffman to read the line of collimation. 2. The point that a borehole or an exploratory work is intended to reach. 3. In radar and sonar, any object capable of reflecting the transmitted beam. {ˈtɑːr-ɡət\ntarget acquisition radar  [ENG] An anti-aircraft artillery radar, normally of lesser range capabilities but of greater inherent accuracy than that of surveillance radar, whose normal function is to acquire aerial targets either by independent search or on direction of the surveillance radar, and to transfer these targets to tracking radars. {ˈtɑːr-ɡətˌækˌwɔːdɪʃənˌˈtɑːrˌdɑːr\ntarget-type flowmeter  [ENG] A fluid-flow measurement device with a small circular target suspended centrally in the flow conduit; the target transmits force to a force-balance transmitter by means of a pivoted bar. {ˈtɑːr-ɡətˌɑkˌwɔːdɪʃənˌˈtɑːrˌdɑːr\ntarget acquisition radar  [ENG] An anti-aircraft artillery radar, normally of lesser range capabilities but of greater inherent accuracy than that of surveillance radar, whose normal function is to acquire aerial targets either by independent search or on direction of the surveillance radar, and to transfer these targets to tracking radars. {ˈtɑːr-ɡətˌakˌwɔːdɪʃənˌˈtɑːrˌdɑːr\ntarget-type flowmeter  [ENG] A fluid-flow measurement device with a small circular target suspended centrally in the flow conduit; the target transmits force to a force-balance transmitter by means of a pivoted bar. {ˈtɑːr-ɡətˌakˌwɔːdɪʃənˌˈtɑːrˌdɑːr\ntarget analysis  [IND ENG] A process for determining in detail the specific behaviors required of the personnel involved in a human-machine system. {ˈtɑːkˌəˌnalˌəˌsæs\ntask element  [IND ENG] The smallest logically
definable set of perceptions, decisions, and responses required of a human being in the performance of a task.  

`task, el-a-mant`  

taut-band ammeter  [ENG] A modification of the permanent-magnet movable-coil ammeter in which the jeweled bearings and control springs are replaced by a taut metallic band rigidly held at the ends; the coil is firmly attached to the band, and resting torque is supplied by twisting of the band.  

`tôt` (`band, `am,éd-or`)  

taut-line cableway  [MECH ENG] A cableway whose operation is limited to the distance between two towers, usually 3000 feet (914 meters) apart, has only one carrier, and the traction cable is reeved at the carrier so that loads can be raised and lowered; the towers are mounted on trucks or crawlers, and the machine shifted across a wide area.  

`tôt` (`lín, `ká-bol, wá`)  


tawing  [ENG] A tanning process in which an animal is used as a partial tanning, supplementing or replacing chrome.  

`tó-ríp`)  


taxi channel  [CIV ENG] A defined path, on a water airport, intended for the use of taxiing aircraft.  

`tak-sé, chan-ol`)  


taxiway  [CIV ENG] A specially prepared or designated path on an airport for taxiing aircraft.  

`tak-sé, wá`)  


t beam  [CIV ENG] A metal beam or bar with a T-shaped cross section.  

`tè, bém`)  


t bolt  [DES ENG] A bolt with a T-shaped head, made to fit into a T-shaped slot in a drill swivel head or in the bed of a machine.  

`tè, bolt`)  


tbsp See tablespoonful.  

teach  [CONT SYS] To program a robot by guiding it through its motions, which are then recorded and stored in its computer.  

`têch`)  


teach box  See teach pendant.  

`têch, bâks`)  


teach-by-doing  [CONT SYS] A method of programming a robot in which the operator guides the robot through its intended motions by holding it and performing the work.  

`têch, bi `dù-in`)  


teach-by-driving  [CONT SYS] Programming a robot by using a teach pendant.  

`têch, `dîvír-íp`)  


teach gun  See teach pendant.  

`têch, gan`)  


teaching interface  [CONT SYS] The devices and hardware that are used to instruct robots and other machinery how to operate, and to specify their motions.  

`têch, in-`tar-fás`)  


teach mode  [CONT SYS] The mode of operation in which a robot is instructed in its motions, usually by guiding it through these motions using a teach pendant.  

`têch, `mó-d`)  


teach pendant  [CONT SYS] A hand-held device used to instruct a robot, specifying the character and types of motions it is to undertake. Also known as teach box; teach gun.  

`têch, pend-ant`)  


tear down  [ENG] 1. To disassemble a drilling rig preparatory to moving it to another drill site.  

2. To disassemble a machine or change the jigs and fixtures.  

`tèr, daun`)  


tear-down time  [IND ENG] The downtime of a machine following a given work order which usually involves removing parts such as jigs and fixtures and which must be completely finished before setting up for the next order.  

`tèr, daun, tim`)  


tear strength  [MECH] The force needed to initiate or to continue tearing a sheet or fabric.  

`tèr, streŋk-th`)  


teaspoonful  [MECH] A unit of volume used particularly in cookery and pharmacy, equal to 1/3 fluid drams, or 1/3 tablespoonful, in the United States this is equal to approximately 4.9289 cubic centimeters, in the United Kingdom to approximately 4.7355 cubic centimeters.  

Abbreviated tsp, tspn (`tè, spîn, fîl`)  


technical atmosphere  [MECH] A unit of pressure in the metric technical system equal to one kilogram-force per square centimeter.  

Abbreviated at.  

`têk-na-kal, `at-ma-sîf`)  


technical characteristics  [ENG] Those characteristics of equipment which pertain primarily to the engineering principles involved in producing equipment possessing desired characteristics, for example, for electronic equipment; technical characteristics include such items as circuitry, types and arrangement of components.  

`têk-na-kal, kar-îk-tarîs-tîks`)  


technical evaluation  [ENG] The study and investigation to determine the technical suitability of material, equipment, or a system.  

`têk-na-kal, i-val-yar-wá-shan`)  


technical information  [ENG] Information, including scientific information, which relates to research, development, engineering, testing, evaluation, production, operation, use, and maintenance of equipment.  

`têk-na-kal, in-far-ma-shan`)  


technical inspection  [ENG] Inspection of equipment to determine whether it is serviceable for continued use or needs repairs.  

`têk-na-kal, in-spek-shan`)  


technical maintenance  [ENG] A category of maintenance that includes the replacement of unserviceable major parts, assemblies, or subassemblies, and the precision adjustment, testing, and alignment of internal components.  

`têk-na-kal, `månt-an-ans`)  


technical manual  [ENG] A publication containing detailed information on technical procedures, including instructions on the operation, handling, maintenance, and repair of equipment.  

`têk-na-kal, man-yô-wal`)  


technical representative  [IND ENG] A person who represents one or more manufacturers in an area and who gives technical advice on the application, installation, operation, and maintenance of their products, in addition to selling the products.  

`têk-na-kal, rep-nîz-ent-ôd-iv`)  


technical specifications  [ENG] A detailed description of technical requirements stated in terms suitable to form the basis for the actual design, development, and production processes of an item having the qualities specified in the operational characteristics.  

`têk-na-kal, spès-a-fa`ká-shan`)  

555
tectonics

[ENG] 1. The science and art of construction with regard to use and design.
2. Design relating to crustal deformations of the earth.

[ENG] An apparatus, including a microphone, used on the surface to obtain knowledge of the structure of the underlying rocks.

[ENG] Shaped like the letter T.

[ENG] A joint in which members meet at right angles, forming a T.

[CONT SYS] A handlike remote manipulator.

[CONT SYS] The use of teleoperators or remote manipulators.

[ENG] A buoy used to mark the position of a submarine telegraph cable.

[ENG] Any meteorological instrument, such as a radiosonde, in which the recording instrument is located at some distance from the measuring apparatus; for example, a meteorological telemeter.

[ENG] The science of the design, construction, and operation of various types of telemetery systems.

[ENG] Transmitting the readings of instruments to a remote location by means of wires, radio waves, or other means. Also known as remote metering, telemetry.

[ENG] Transmitting the value of a measured quantity to a remote point.

[ENG] Transmitting the readings of instruments to a remote location by means of wires, radio waves, or other means. Also known as remote metering, telemetry.

[ENG] A buoy assembly that transmits a radio signal that varies in frequency proportional to the vertical acceleration experienced by the buoy, thereby conveying information about the buoy's vertical motion as it rides the waves.

[ENG] See telemeetry. Also known as remote metering, telemetry.

[ENG] See telemeetry. Also known as remote metering, telemetry.

[ENG] The real-time control of remotely located machines that act as the eyes and hands of a person located elsewhere, it has been used in underwater and lunar exploration, mining, and microsurgery. Also known as remote manipulation.

[ENG] See remote manipulator.

[ENG] See telephone set.

[ENG] A switch operated by a finger wheel, used to make and break a pair of contacts the required number of times for setting up a telephone circuit to the party being called.

[ENG] The portion of a telephone set that converts the audio-frequency current variations of a telephone line into sound waves, by the motion of a diaphragm activated by a magnet whose field is varied by the electrical impulses that come over the telephone wire.

[ENG ACOUS] An assembly including a telephone transmitter, a telephone receiver, and associated switching and signaling devices. Also known as telephone.

[ENG ACOUS] The microphone used in a telephone set to convert speech into audio-frequency electric signals.

[ENG ACOUS] The quality of sensory feedback from a teleoperator or telerobot to a human operator such that the operator feels present at the remote site.

[ENG] A psychrometer in meteorological telemetering system.

[ENG] A device which transmits measurements of sea water depth and temperature over a wire to a ship, where a graph of temperature versus depth is recorded.

[ENG] Any device that collects radiation, which may be in the form of electromagnetic or particle radiation, from a limited direction in space.

[ENG] An alidade used with a plane table, consisting of a telescope mounted on a straightrule, fitted with a level bubble, scale, and vernier to measure angles, and calibrated to measure distances.

[ENG] A drill or surveyor’s tripod each leg of which is a series of two or more closely fitted nesting tubes, which can be locked rigidly together in an extended position to form a leg or nested one within the other for easy transport.

[ENG] An adjustable internal gage with a telescoping plunger that expands under spring tension in the hole to be measured, it is locked into position to allow measurement after being withdrawn from the hole.

[ENG] A valve, with
sliding, telescoping members, to regulate water flow in a pipe line with minimum disturbance to stream lines. (tel-ə-skōp-ər ‘valv)
telethermometer [ENG] A temperature-measuring system in which the heat-sensitive element is located at a distance from the indicating element. (tel-ə-thər-mā’m-əd-ar)
telethermscope [ENG] A temperature telemeter, frequently used in a weather station to indicate the temperature at the instrument shelter located outside. (tel-ə-thər-mā’skōp)
telethesis [ENG] A robotic manipulation aid for the physically disabled that may be located remote from the body. There are two forms, operated by voice command, or operated through a body-powered prosthesis or a joystick. (tə-le-thēs-əs)
televiewer [ENG] An acoustic camera that provides an ultrasonic image of the borehole wall during borehole logging. (tel-ə-vi-yər-ar)
television film scanner [ENG] A motion picture projector adapted for use with a television camera tube to televise 24-frame-per-second motion picture film at the 30-frame-per-second rate required for television. (tel-ə-vi-zhən film skə-nər-

television tower [ENG] A tall metal structure used as a television transmitting antenna, or with another such structure to support a television transmitting antenna wire. (tel-ə-vizhən təl-ə-ər)
telford pavement [CIV ENG] A road pavement having a firm foundation of large stones and stone fragments, and a smooth hard-rolled surface of small stones. (tel-fərd-pəv-mənt)
Tellerette [CHEM ENG] A type of inert packing with the appearance of a circular-wound spiral, used to create a large surface area to increase contact between falling liquid and rising vapor, used in gas-absorption operations. (tel-ə-rēt)
telltale [ENG] A marker on the outside of a tank that indicates on an exterior scale the amount of fluid inside the tank. (tel-təl)
telltale float [CIV ENG] A water-level indicator in a reservoir. (tel-təl fələt)
tellurometer [ENG] A microwave instrument used in surveying to measure distance; the time sh...
...ed by an empirical temperature scale, based on some convenient property of a material or instrument, or by a scale of absolute temperature, for example, the Kelvin scale. (tem-prə-char)
temperature-actuated pressure relief valve [MECH ENG] A pressure relief valve which operates when subjected to increased external or internal temperature. (tem-prə-char ək-chə-wəd-ad ‘presh-ar rəl-vəl)
temperature bath [THERMO] A relatively large volume of a homogeneous substance held at constant temperature, so that an object placed in thermal contact with it is maintained at the same temperature. (tem-prə-char, bath)
temperature-chlorinity-depth recorder [ENG] An instrument in which an underwater unit suspended from a cable records temperature, chlorinity, and depth sequentially on a single-strip recorder, each quantity being recorded for several seconds at a time. (tem-prə-char klo-rən-əd-ə ‘depth ri-kɔrd-ar)
temperature color scale [THERMO] The relation between an incandescent substance’s temperature and the color of the light it emits. (tem-prə-char ˈkæl-ər skəl)
temperature-compensated Zener diode [ELECTR] Positive-temperature-coefficient reversed-bias Zener diode (pn junction) connected in series with one or more negative-temperature forward-biased diodes within a single package. (tem-prə-char ˈkæm-pən,säd-ad ‘zed-nər ‘df-əd)
temperature compensation [ELECTR] The process of making some characteristic of a circuit or device independent of changes in ambient temperature. (tem-prə-char ˈkæm-pən,sə-shən)
temperature control [ENG] A control used to maintain the temperature of an oven, furnace, or other enclosed space within desired limits. (tem-prə-char kən-trəl)
temperature error [ENG] That instrument error due to nonstandard temperature of the instrument. (tem-prə-char ər-ar)
temperature gradient [THERMO] For a given point, a vector whose direction is perpendicular to an isothermal surface at the point, and whose magnitude equals the rate of change of temperature in this direction. (tem-prə-char ˈgræd-ənt)
temperature profile recorder [ENG] A portable instrument for measuring temperature as a function of depth in shallow water, particularly in
temperature scale

lakes, in which a thermistor element transmits data over an electrical cable to a recording drum and depth is measured by the amount of wire paid out.  

**temperature scale** [THERMO] An assignment of numbers to temperatures in a continuous manner, such that the resulting function is single valued; it is either an empirical temperature scale, based on some convenient property of a substance or object, or it measures the absolute temperature.  

**temperature sensor** [ENG] A device designed to respond to temperature stimulation.  

**temperature transducer** [ENG] A device in an automatic temperature-control system that converts the temperature into some other quantity such as mechanical movement, pressure, or electrical voltage; this signal is processed in a controller, and is applied to an actuator which controls the heat of the system.  

**tempering air** [ENG] Low-temperature air added to a heated airstream to regulate the stream temperature.  

**template** [ENG] 1. A two-dimensional representation of a machine or other equipment used for building layout design. 2. A guide or a pattern used in manufacturing items. Also spelled templet.  

**temporal decomposition** [CONT SYS] The partitioning of the control or decision-making problem associated with a large-scale control system into subproblems based on the different time scales relevant to the associated action functions.  

**temporary structures** [CIV ENG] Structures used to facilitate the construction of buildings, bridges, tunnels, and other above- and belowground facilities by providing access, support, and protection for the facility as well as assuring the safety of the workers and the public.  

**Ten Broecke chart** [THERMO] A graphical plot of heat transfer and temperature differences used to calculate the thermal efficiency of a countercurrent cool-fluid-warm-fluid heat-exchange system.  

**tender** [MECH ENG] A vehicle that is attached to a locomotive and carries supplies of fuel and water.  

**tendon** [CIV ENG] A steel bar or wire that is tensioned, anchored to formed concrete, and allowed to regain its initial length to induce compressive stress in the concrete before use.  

**tenon** [ENG] A tongue-like projection from the end of a framing member which is made to fit into a mortise.  

**tenon saw** [ENG] A precision saw that has a metal strip for stiffening along its back.  

**tensile bar** [ENG] A molded, cast, or machined specimen of specified cross-sectional dimensions used to determine the tensile properties of a material by use of a calibrated pull test. Also known as tensile specimen; test specimen.  

**tensile modulus** [MECH] The tangent or secant modulus of elasticity of a material in tension.  

**tensile specimen** See tensile bar.  

**tensile strength** [MECH] The maximum stress a material subjected to a stretching load can withstand without tearing. Also known as hot strength.  

**tensile stress** [MECH] Stress developed by a material bearing a tensile load.  

**tensile test** [ENG] A test in which a specimen is subjected to increasing longitudinal pulling stress until fracture occurs.  

**tensimeter** [ENG] A device for measuring differences in the vapor pressures of two liquids in which the liquids are placed in sealed, evacuated bulbs connected by a differential manometer.  

**tensometry** [ENG] A discipline concerned with the measurement of tension or tensile strength.  

**tension** [MECH] 1. The condition of a string, wire, or rod that is stretched between two points. 2. The force exerted by the stretched object on a support. [MECH ENG] A device on a textile manufacturing machine or a sewing machine that regulates the tautness and the movement of the thread or the fabric. Also known as tension device.  

**tension device** See tension.  

**tension member** [CIV ENG] A structural member subject to tensile stress.  

**tension pulley** [MECH ENG] A pulley around which an endless rope passes mounted on a trolley or other movable bearing so that the slack of the rope can be readily taken up by the pull of the weights.  

**tension rod** [DES ENG] A rod held in place by tension devices at the ends, such as a rod for a clothes closet. [ENG] A rod in a truss or other structure that connects opposite parts in order to prevent their spreading.  

**tensometer** [ENG] A portable machine that is used to measure the tensile strength and other mechanical properties of materials.  

**tenthsimeter** See angstrom.  

**terahertz technology** [ENG] The generation, detection, and application (such as in communications and imaging) of electromagnetic radiation roughly in the frequency range from 0.05 to 20 terahertz, corresponding to wavelengths from 6 millimeters down to 15 micrometers.  

**terahertzmeter** [ENG] An ohmmeter having a terahertz range for measuring extremely high insulation resistance values.  

**terminal** [ELEC] 1. A screw, soldering lug, or other point to which electric connections can be...
made. Also known as electric terminal. 2. The equipment at the end of a microwave relay system or other communication channel. 3. One of the electric input or output points of a circuit or component. (ˈter-mən-al)

terminal area [ELECTR] The enlarged portion of conductor material surrounding a hole for a lead on a printed circuit. Also known as land, pad. (ˈtər-mən-əl ˈter-nəl)

terminal clearance capacity [ENG] The amount of cargo or personnel that can be moved through and out of a terminal on a daily basis. (ˈtər-mən-əl ˈkliər-əns ˈkər-pə-səd-əl)

terminal operations [ENG] The reception, processing, and staging of passengers; the receipt, transit storage, and marshaling of cargo, the loading and unloading of ships or aircraft, and the manifesting and forwarding of cargo and passengers to destination. (ˈtər-mən-əl ˈəp-ər-əl-ən-{ən}-{ən})

terminal pressure [ENG] A pressure drop across a unit when the maximum allowable pressure drop is reached, as for a filter press. (ˈtər-mən-əl ˈprē-shər)

terminal throw velocity [ENG] The velocity at which a stream of air exiting a diffuser impinges on an object or surface. (ˈtər-mən-əl ˈthrəʊ ˈvər-ləs-əd-əl)

terminal unit [MECH ENG] In an air-conditioning system, a unit at the end of a branch duct through which air is transferred or delivered to the conditioned space. (ˈtər-mən-əl ˈər-ə-nət-

terminating [ELEC] Closing of the circuit at either end of a line or transducer by connecting some device thereto; terminating does not imply any special condition such as the elimination of reflection. (ˈtər-mən-əl ˈnərd-əg)

termite shield [BUILD] A strip of metal, usually galvanized iron, bent down at the edges and placed between the foundation of a house and a timber floor, around pipes, and other places where termites can pass. (ˈtər-mīt-shild)

terrace [BUILD] 1. A flat roof. 2. A colonnaded promenade. 3. An open platform extending from a building, usually at ground level. (ˈtər-rəs)

terrain-clearance indicator See absolute altimeter. (ˈtər-rən ˈkliər-əns ˌi-nə-də,kād-ər)

terrain profile recorder See airborne profile recorder. (ˈtər-rən ˈprō-fəl ˈkər-iˌkərd-ər)

terrain sensing [ENG] The gathering and recording of information about terrain surfaces without actual contact with the object or area being investigated, in particular, the use of photography, radar, and infrared sensing in airplanes and artificial satellites. (ˈtər-rən ˈsens-ər-

tertiary air [MECH ENG] Combustion air added to primary and secondary air. (ˈtər-ər-ər-

tertiary sewage treatment [CIV ENG] A process for purification of wastewater in which nitrates and phosphates, as well as fine particles, are removed; the process follows removal of raw sludge and biological treatment. Also known as advanced sewage treatment. (ˈtər-ər-ər-

test [IND ENG] A procedure in which the performance of a product is measured under various conditions. (ˈtəst)

test board [ELEC] Switchboard equipped with testing apparatus, arranged so that connections can be made from it to telephone lines or central-office equipment for testing purposes. (ˈtəst,bord)

test chamber [ENG] A place, section, or room having special characteristics where a person or object is subjected to experimental procedures, as an altitude chamber. (ˈtəst ˈcham-bər)

test oscillator See signal generator. (ˈtəst ˈəs-

test pile [CIV ENG] A pile equipped with a platform on which a load of sand or pig iron is placed in order to determine the load a pile can support (usually twice the working load) without settling. (ˈtəst ˈpil)

test pit [CIV ENG] An open excavation used to obtain soil samples in foundation studies. (ˈtəst pit)

test point [ELEC] A terminal or plug-in connector provided in a circuit to facilitate monitoring, calibration, or trouble-shooting. (ˈtəst ˈpəint)

test specimen See tensile bar. (ˈtəst ˈtensəl ˈbər)

tetrode junction transistor See double-base junction transistor. (ˈtə-troʊd ˌjəŋk-ˈʃən ˈtranzəs-

tetrode transistor [ELECTR] A four-electrode transistor, such as a tetrode point-contact transistor or double-base junction transistor. (ˈtə-troʊd ˈtranzəs-

Texas tower [ENG] A radar tower built in the sea offshore, to serve as part of an early-warning radar network. (ˈtektəs ˈtər-

text-to-speech synthesizer [ENG ACOUS] A voice response system that provides an automatic means to take a specification of any English text at the input and generate a natural and intelligible acoustic speech signal at the output by using complex sets of rules for predicting the needed phonemic states directly from the input message and dictionary pronunciations. (ˈtekst təˈspēch ˈsin-θəˌsər-

th See thermie.

thaw house [ENG] A small building that is designed for thawing frozen dynamite and which is capacious enough for a supply of thawed dynamite for a day’s work. (ˈthəʊ,ˈhauz)

thawing [ENG] Warming dynamite, to reduce risk of premature explosion. (ˈthəʊ-

theoretical air [ENG] The amount of air that is theoretically required for complete combustion. (ˈθər-ər-əd-

theoretical cutoff frequency [ELEC] Of an electric structure, a frequency at which, disregarding the effects of dissipation, the attenuation constant changes from zero to a positive value or vice versa. (ˈθər-ər-əd-

559
theoretical plate  [CHEM ENG] A distillation column plate or tray that produces perfect distillation (that is, produces the same difference in composition as that existing between a liquid mixture and the vapor in equilibrium with it), the packed-column equivalent of a theoretical plate is the HETP, or height (of packing) equivalent to a theoretical plate. { 'θe-rəld-ə-kəl 'plat'}

death capacity [MECH ENG] The ratio of the heating of equipment during normal operation to that produced by a theoretical perfect nozzle calculating in volumetric or gravimetric units. { 'θe-rəld-ə-kəl ri'lɛv in kə,pəs-əd-ə} 

Therberg system  [IND ENG] A system of categorizing hand movements that is used in the standard motion-and-time analysis technique. { 'θər,bərg ,səs-təm'}

thermblig See elemental motion. { 'θər,blig'}

thermblig chart [IND ENG] An operation chart with the suboperations divided into basic motions, all designated with appropriate symbols. { 'θər,blig ,chərt'}

therm [THERMO] A unit of heat energy, equal to 100,000 international table British thermal units, or approximately 1.055 x 10^{9} joules. { 'θərm'}

thermocaptor See air-injection system. { 'θər,ma-kər'}

thermal [THERMO] Of or concerning heat. { 'θər-məl'}

thermal ammeter See hot-wire ammeter. { 'θər-məl 'am,əd-ər'}

thermal-arrest calorimeter  [ENG] A vacuum device for measurement of heat of fusion, a sample is frozen under vacuum and allowed to melt as the calorimeter warms to room temperature. { 'θər-məl ərəst ,kələrɪməd-ərər'}

thermal barrier See thermal break. { 'θər-məl ,ˈbær-ərər'}

thermal break [BUILD] A component that is a poor conductor of heat and is placed in an assembly containing highly conducting materials in order to reduce or prevent the flow of heat. Also known as thermal barrier. { 'θər-məl ˈbrikər'}

thermal bulb  [ENG] A device for measurement of temperature, the liquid in a bulb expands with increasing temperature, pressurizing a spiral Bourdon-type tube element and causing it to deform (unwind) in direct relation to the temperature in the bulb. { 'θər-məl 'bulb'}

thermal capacitance [THERMO] The ratio of the entropy added to a body to the resulting rise in temperature. { 'θər-məl kə,pəs-əd-əns} 

thermal capacity See heat capacity. { 'θər-məl kə,pəs-əd-ər} 

thermal compressor [MECH ENG] A steam-jet ejector designed to compress steam at pressures above atmospheric. { 'θər-məl kəmˈpres-ər'}

thermal conductance [THERMO] The amount of heat transmitted by a material divided by the difference in temperature of the surfaces of the material. Also known as conductance. { 'θər-məl kənˌdək-təns}
thermal effusion See thermal transpiration. (ˈθɜːr-məl ɪˈfjuːʒən)
thermal emissivity See emissivity. (ˈθɜːr-məl ɪˈmɪsɪvɪtɪ)
thermal environment [IND ENG] Those aspects of the workplace that include local temperature, humidity, and air velocity as well as the presence of radiating surfaces. (ˈθɜːr-məl ɪnˈvɜːr-tən-mənt)
thermal equilibrium [THERMO] Property of a system all parts of which have attained a uniform temperature which is the same as that of the system's surroundings. (ˈθɜːr-məl ɪnˈvɜːr-tən-mənt)
thermal farad [THERMO] A unit of thermal capacitance equal to the thermal capacitance of a body for which an increase in entropy of 1 joule per kelvin results in a temperature rise of 1 kelvin. (ˈθɜːr-məl ˈfərəd)
thermal flame safeguard [MECH ENG] A thermocouple located in the pilot flame of a burner; if the pilot flame is extinguished, an elective circuit is interrupted and the fuel supply is shut off. (ˈθɜːr-məl ˈfleɪks)
thermal flux See heat flux. (ˈθɜːr-məl ˈflæks)
thermal henry [THERMO] A unit of thermal inductance equal to the product of a temperature difference of 1 kelvin and a time of 1 second divided by a rate of flow of entropy of 1 watt per second. (ˈθɜːr-məl ˈhen-rə)
thermal hysteresis [THERMO] A phenomenon sometimes observed in the behavior of a temperature-dependent property of a body; it is said to occur if the behavior of such a property is different when the body is heated through a given temperature range from when it is cooled through the same temperature range. (ˈθɜːr-məl ˈhɪs-tər-e-səs)
thermal inductance [THERMO] The product of temperature difference and time divided by entropy flow. (ˈθɜːr-məl ɪnˈdæk-təns)
thermal instrument [ENG] An instrument that depends on the heating effect of an electric current, such as a thermocouple or hot-wire instrument. (ˈθɜːr-məl ɪnˈstreɪntənt)
thermal-liquid system [CHEM ENG] A system with a special liquid that acts as a heat sink or heat source (for example, steam, hot water, mercury, Dowtherm, molten salts, or mineral oils), used for process heating and cooling. (ˈθɜːr-məl ˈlɪkwɪd-ˌsɪs-təm)
thermal-loss meter See heat-loss flowmeter. (ˈθɜːr-məl ˈloʊs ˌmɛd-ər)
thermal mapper See line scanner. (ˈθɜːr-məl ˈmæp-ər)
thermal microphone [ENG ACOUS] Microphone depending for its action on the variation in the resistance of an electrically heated conductor that is being alternately increased and decreased in temperature by sound waves. (ˈθɜːr-məl ˈmiːkroʊfən)
thermal neutron analysis [ENG] A technique for detecting explosives, in which the object under inspection is conveyed through a cloud of thermal neutrons (generated by slowing down fast neutrons in multiple collisions in a moderator surrounding the source), and the characteristic high-energy gamma rays that are then emitted by the objects are used in analysis and imaging. (ˈθɜːr-məl ˈnjuːtroʊn ˈænələzəs)
thermal neutron analysis [ENG] A technique for detecting explosives, in which the object under inspection is conveyed through a cloud of thermal neutrons (generated by slowing down fast neutrons in multiple collisions in a moderator surrounding the source), and the characteristic high-energy gamma rays that are then emitted by the objects are used in analysis and imaging. (ˈθɜːr-məl ˈnjuːtroʊn ˈænələzəs)
thermal ohm [THERMO] A unit of thermal resistance equal to the thermal resistance for which a temperature difference of 1 kelvin produces a flow of entropy of 1 watt per kelvin. Also known asfourier. (ˈθɜːr-məl ˈəʊm)
thermal polymerization [CHEM ENG] A thermal, petroleum refining process used to convert light hydrocarbon gases into liquid fuels; paraffinic hydrocarbons are cracked to produce olefinic material which is concurrently polymerized by heat and pressure to form liquids, the product being known as polymer gasoline. (ˈθɜːr-məl ˈpɜːlə-pərəˌməlˈgaʊ-zən)
thermal potential difference [THERMO] The difference between the thermodynamic temperatures of two points. (ˈθɜːr-məl ˈpətə-nəlˈchæl ˈdɪf-rəns)
thermal power plant [ENG] A facility to produce electrical energy from thermal energy released by combustion of a fuel or consumption of a fissionable material. (ˈθɜːr-məl ˈpɔrə-plənt)
thermal probe [ENG] An instrument which measures the heat flow from ocean bottom sediment. [MECH ENG] A calorimeter in a boiler furnace which measures heat absorption rates. (ˈθɜːr-məl ˈprɔb)
thermal process [CHEM ENG] Any process that utilizes heat, without the aid of a catalyst, to accomplish chemical change; for example, thermal cracking, thermal reforming, or thermal polymerization. (ˈθɜːr-məl ˈprə-səs)
thermal radiation See heat radiation. (ˈθɜːr-məl ˈræd-ə-ʃən)
thermal reactor [CHEM ENG] A device, system, or vessel in which chemical reactions take place because of heat (no catalysis); for example, thermal cracking, thermal reforming, or thermal polymerization. (ˈθɜːr-məl ˈræk-tər)
thermal reforming [CHEM ENG] A petroleum refining process using heat (but no catalyst) to effect molecular rearrangement of a low-octane naptha to form high-octane motor gasoline. (ˈθɜːr-məl ˈrɛfrəmŋ)
thermal relief [ENG] A valve or other device that is preset to open when pressure becomes excessive due to increased temperature of the system. (ˈθɜːr-məl ˈrɪlfə)
thermal resistance [ELECTR] See effective thermal resistance. [THERMO] A measure of a body's ability to prevent heat from flowing through it, equal to the difference between the temperatures of opposite faces of the body divided by the rate of heat flow. Also known as heat resistance. (ˈθɜːr-məl ˈrɪzən-səns)
thermal resistivity [THERMO] The reciprocal of the thermal conductivity. (ˈθɜːr-məl ˈrɪzəˈtɪv-i-ti)
thermal shock [MECH] Stress produced in a body or in a material as a result of undergoing
thermal soakback

a sudden change in temperature. {ˈθaːr-məl ˈʃaɪk}  

thermal soakback [ENG] A phenomenon whereby, due to the lag in propagation of temperature changes through insulating materials, the maximum temperature of a thermally protected structure may be reached a certain time after the protective coating has reached its maximum temperature. {ˈθaːr-məl ˈsɒkˌbæk}  

thermal stress [MECH] Mechanical stress induced in a body when some or all of its parts are not free to expand or contract in response to changes in temperature. {ˈθaːr-məl ˈstres}  

thermal stress cracking [MECH] Crazing or cracking of materials (plastics or metals) by overexposure to elevated temperatures and sudden temperature changes or large temperature differentials. {ˈθaːr-məl ˈstres ˈkræk-ɪŋ}  

thermal telephone receiver [ENG ACOUS] A thermophone used as a telephone receiver. {ˈθaːr-məl ˈtel-əˌfɒn riˌsi-vər}  

thermal transducer [ENG] Any device which converts energy from some form other than heat energy into heat energy, an example is the absorbing film used in the thermal pulse method. {ˈθaːr-məl ˈtrænzdʒər}  

thermal transpiration [THERMO] The formation of a pressure gradient in gas inside a tube when there is a temperature gradient in the gas and when the mean free path of molecules in the gas is a significant fraction of the tube diameter. Also known as thermal effusion. {ˈθaːr-məl ˈtrænsˌpərəʃən}  

thermal value [THERMO] Heat produced by combustion, usually expressed in calories per gram or British thermal units per pound. {ˈθaːr-məl ˈvæl-əˈjuː}  

thermal valve [MECH ENG] A valve controlled by an element made of material that exhibits a significant change in properties in response to a change in temperature. {ˈθaːr-məl ˈvæl}  

thermic boring [ENG] Boring holes into concrete by means of a high temperature, produced by a steel lance packed with steel wool which is ignited and kept burning by oxyacetylene or other gas. {ˈθaːr-mɪk ˈbɔːrɪŋ}  

thermic [THERMO] A unit of heat energy equal to the heat energy needed to raise 1 tonne of water from 14.5°C to 15.5°C at a constant pressure of 1 standard atmosphere; equal to 10^5 fifteen-degrees calories or 14 1855 ± 0.0005) × 10^6 joules. Abbreviated th. {ˈθaːr-mɪk}  

thermion [ELECTR] A charged particle, either negative or positive, emitted by a heated body, as by the hot cathode of a thermionic tube. {ˈθaːrmɪn}  

thermionic [ELECTR] Pertaining to the emission of electrons as a result of heat. {ˈθaːr-mɪn-ɪk}  

thermionic emission [ELECTR] 1. The outflow of electrons into vacuum from a heated electric conductor. Also known as Edison effect; Richardson effect. 2. More broadly, the liberation of electrons or ions from a substance as a result of heat. {ˈθaːr-mɪn-əˌmɪk ɪnˈmiʃ-ən}  

thermistor [ELECTR] A resistive circuit component, having a high negative temperature coefficient of resistance, so that its resistance decreases as the temperature increases; it is a stable, compact, and rugged two-terminal ceramiclike semiconductor bead, rod, or disk. Derived from thermal resistor. {ˈθaːr-mɪsˈtɔr}  

thermoacoustic engine [ENG] A heat engine that harnesses the combination of the pressure oscillations of a sound wave with the accompanying adiabatic temperature oscillations. {ˈθaːr-məʊˌɑθkɪstɪk ˈɛnˈjɒn}  

thermoacoustic refrigerator [ENG] A device that uses acoustic power to pump heat from a region of low temperature to a region of ambient temperature. {ˈθaːr-məʊˌɑθˌrɪdɪkstɪk ˈɛnˌjɒn}  

thermoacoustic-Stirling engine [ENG] A device in which the thermodynamic cycle of a Stirling engine is accomplished in a traveling-wave acoustic network, and acoustic power is produced from heat. {ˈθaːr-məʊˌɑθˌstɜːlˈstɪkˌstɔrˌlɪŋ ˈɛnˌjɒn}  

thermoammeter [ENG] An ammeter that is actuated by the voltage generated in a thermocouple through which is sent the current to be measured; used chiefly for measuring radio-frequency currents. Also known as electrothermal ammeter, thermocouple ammeter. {ˈθaːr-məʊˌɑθ ˈæmˈdʒər}  

thermocaloric energy See calorie. {ˈθaːr-məʊ ˈkɛm-ə-kəl ˈkæl-əˈri}}  

thermocompression bonding [ENG] Use of a combination of heat and pressure to make connections, as when attaching beads to integrated circuit chips; examples include wedge bonding and ball bonding. {ˈθaːr-məʊˌkæmˈpreʃən ˈbændɪŋ}  

thermocompression evaporator [MECH ENG] A system to reduce the energy requirements for evaporation by compressing the vapor from a single-effect evaporator so that the vapor can be used as the heating medium in the same evaporator. {ˈθaːr-məʊˌkæmˈpreʃən ˈvæpəˌrædɪŋ}  

thermocouple [ENG] A device consisting basically of two dissimilar conductors joined together at their ends; the thermoelectric voltage developed between the two junctions is proportional to the temperature difference between the junctions, so the device can be used to measure the temperature of one of the junctions when the other is held at a fixed, known temperature, or to convert radiant energy into electric energy. {ˈθaːr-məˌkæpˈæl}  

thermocouple ammeter See thermoammeter. {ˈθaːr-məˌkæpˌæl ˈæmˌdʒər}  

thermocouple pyrometer See thermoelectric pyrometer. {ˈθaːr-məˌkæpˌæl ˈpɪˈræmˌdʒər}  

thermocouple vacuum gage [ENG] A vacuum...
thermodynamic material

gage that depends for its operation on the thermal conduction of the gas present; pressure is measured as a function of the voltage of a thermocouple whose measuring junction is in thermal contact with a heater that carries a constant current, ordinarily, used over a pressure range of \(10^{-1}\) to \(10^{-3}\) millimeter of mercury. \{ˈθær-mə-kəp-əl ˈvɑk-əm ˈɡæ\}

thermodynamic cycle \[\text{THERMO}\] A procedure or arrangement in which some material goes through a cyclic process and one form of energy, such as heat at an elevated temperature from combustion of a fuel, is in part converted to another form, such as mechanical energy of a shaft, the remainder being rejected to a lower temperature sink. Also known as heat cycle. \{ˈθær-mə-diˈnəm-ik ˈsɪk-ə\}

thermodynamic efficiency \[\text{IND ENG}\] An index for rating the effort required by a worker performing a task in terms of the ratio of work performed to the energy consumed. \{ˈθær-mə-diˈnəm-ik ˈfɪʃ-ən-sə\}

thermodynamic equation of state \[\text{THERMO}\] An equation that relates the reversible change in energy of a thermodynamic system to the pressure, volume, and temperature. \{ˈθær-mə-diˈnəm-ik ɪk ˈkwə-ˈzhan əv ˈstæt\}

thermodynamic equilibrium \[\text{THERMO}\] Property of a system which is in mechanical, chemical, and thermal equilibrium. \{ˈθær-mə-diˈnəm-ik ə ˈkwə-lɪbr-eɪ-əm\}

thermodynamic function of state \[\text{THERMO}\] Any of the quantities defining the thermodynamic state of a substance in thermodynamic equilibrium; for a perfect gas, the pressure, temperature, and density are the fundamental thermodynamic variables, any two of which are, by the equation of state, sufficient to specify the state. Also known as state parameter; state variable; thermodynamic variable. \{ˈθær-mə-diˈnəm-ik ˈtʃæŋk-ʃæn əv ˈstæt\}

thermodynamic potential \[\text{THERMO}\] One of several extensive quantities which are determined by the instantaneous state of a thermodynamic system, independent of its previous history, and which are at a minimum when the system is in thermodynamic equilibrium under specified conditions. \{ˈθær-mə-diˈnəm-ik pa ˈten-ˈchəl\}

thermodynamic potential at constant volume See free energy. \{ˈθær-mə-diˈnəm-ik ˈpɛtʃn-ˈchəl ət ˈkan-stənt ˈvæl-ˈyəm\}

thermodynamic principles \[\text{THERMO}\] Laws governing the conversion of energy from one form to another. \{ˈθær-mə-diˈnəm-ik ˈprɪn-sə-pələz\}

thermodynamic probability \[\text{THERMO}\] Under specified conditions, the number of equally likely states in which a substance may exist; the thermodynamic probability \(\Omega\) is related to the entropy \(S\) by \(S = k \ln \Omega\) where \(k\) is Boltzmann's constant. \{ˈθær-mə-diˈnəm-ik ˈpræb-əbəl-əd-ə\}

thermodynamic process \[\text{THERMO}\] A change of any property of an aggregation of matter and energy, accompanied by thermal effects. \{ˈθær-mə-diˈnəm-ik ˈpræ-səs\}

thermodynamic property \[\text{THERMO}\] A quantity which is either an attribute of an entire system or is a function of position which is continuous and does not vary rapidly over microscopic distances, except possibly for abrupt changes at boundaries between phases of the system, examples are temperature, pressure, volume, concentration, surface tension, and viscosity. Also known as macroscopic property. \{ˈθær-mə-diˈnəm-ik ˈpræp-ərd-i\}

thermodynamic system \[\text{THERMO}\] A part of the physical world as described by its thermodynamic properties. \{ˈθær-mə-diˈnəm-ik ˈsɪstəm\}

thermodynamic temperature scale \[\text{THERMO}\] Any temperature scale in which the ratio of the temperatures of two reservoirs is equal to the ratio of the amount of heat absorbed from one of them by a heat engine operating in a Carnot cycle to the amount of heat rejected by this engine to the other reservoir; the Kelvin scale and the Rankine scale are examples of this type. \{ˈθær-mə-diˈnəm-ik ˈtem-prə-ˈchar ˈskehl\}

thermodynamic variable See thermodynamic function of state. \{ˈθær-mə-diˈnəm-ik ˈver-ə-ˈbæl\}

thermoelectric converter \[\text{ELECTR}\] A converter that changes solar or other heat energy to electric energy; used as a power source on spacecraft. \{ˈθær-mə-mɪˈlek-trɪk ˈkan-vərd-ər\}

thermoelectric cooler \[\text{ENG}\] An electronic heat pump based on the Peltier effect, involving the absorption of heat when current is sent through a junction of two dissimilar metals; it can be mounted within the housing of a device to prevent overheating or to maintain a constant temperature. \{ˈθær-mə-mɪˈlek-trɪk ˈkuːlər\}

thermoelectric cooling \[\text{ENG}\] Cooling of a chamber based on the Peltier effect; an electric current is sent through a thermocouple whose cold junction is thermally coupled to the cooled chamber, while the hot junction dissipates heat to the surroundings. Also known as thermoelectric refrigeration. \{ˈθær-mə-mɪˈlek-trɪk ˈkuːlən\}

thermoelectric generator See thermal converter. \{ˈθær-mə-mɪˈlek-trɪk ˈtɛn-ə-ræd-ər\}

thermoelectric heating \[\text{ENG}\] Heating based on the Peltier effect; involving a device which is in principle the same as that used in thermoelectric cooling except that the current is reversed. \{ˈθær-mə-mɪˈlek-trɪk ˈhed-ən\}

thermoelectric junction See thermojunction. \{ˈθær-mə-mɪˈlek-trɪk ˈtʃæŋk-ʃæn\}

thermoelectric laws \[\text{ENG}\] Basic relationships used in the design and application of thermocouples for temperature measurement; for example, the law of the homogeneous circuit, the law of intermediate metals, and the law of successive or intermediate temperatures. \{ˈθær-mə-mɪˈlek-trɪk ˈlɔz\}

thermoelectric material \[\text{ELECTR}\] A material that can be used to convert thermal energy into electric energy or provide refrigeration directly.
from electric energy, good thermoelectric materials include lead telluride, germanium telluride, bismuth telluride, and cesium sulfide. {\[\text{thar-mô³-i-lek-trik pî³râm-ad-ar}\]

**thermoelectric pyrometer** [ENG] An instrument which uses one or more thermocouples to measure high temperatures, usually in the range between 800 and 2400°F (425 and 1315°C). Also known as thermocouple pyrometer. {\[\text{thar-mô³-i-lek-trik ma³rîr-eål}\]

**thermoelectric refrigeration** See thermoelectric cooling. {\[\text{thar-mô³-i-lek-trik ri³rij-ar-shan}\]

**thermoelectric thermometer** [ENG] A type of electrical thermometer consisting of two thermocouples which are series-connected with a potentiometer and a constant-temperature bath; one couple, called the reference junction, is placed in a constant-temperature bath, while the other is used as the measuring junction. {\[\text{thar-mô³-i-lek-trik thar-mâm-ad-ar}\]

**thermoelectric motive force** [ELEC] Voltage developed due to differences in temperature between parts of a circuit containing two or more different metals. {\[\text{thar-mô³-i-lek-tra³môd-iv i³rös}\]

**thermoforming** [ENG] Forming of thermoplastic sheet by heating it and then pulling it down onto a mold surface to shape it. {\[\text{thar-ma³,fôr-m-iq}\]

**thermogalvanometer** [ENG] Instrument for measuring small high-frequency currents by their heating effect, generally consisting of a direct-current galvanometer connected to a thermocouple that is heated by a filament carrying the current to be measured. {\[\text{thar-mô³-gal-va³nâm-ad-ar}\]

**thermograd probe** [ENG] An instrument that makes a record of temperature versus depth as it is lowered to the ocean floor, and measures heat flow through the ocean floor. {\[\text{thar-ma³,grad i³prôb}\]

**thermogram** [ENG] The recording made by a thermograph. {\[\text{thar-ma³,gram}\]

**thermograph** [ENG] An instrument that senses, measures, and records the temperature of the atmosphere. Also known as recording thermometer. {\[\text{thar-ma³,graf}\]

**thermograph correction card** [ENG] A table for quick and accurate correction of the reading of a thermograph to that of the more accurate dry-bulb thermometer at the same time and place. {\[\text{thar-ma³,graf ka³rek-shan kård}\]

**thermography** [ENG] A method of measuring surface temperature by using luminescent materials: the two main types are contact thermography and projection thermography. {\[\text{thar-mâg-ra³-fê}\]

**thermogravitational column** [CHEM ENG] A device in which thermal diffusion results from the countercurrent flow of hot and cold material, thus increasing the separation of materials in a solution by the formation of a concentration gradient (difference). Also known as Clausius-Dickel column. {\[\text{thar-mô³,grav-ô³tâ³-shan-al kâl-am}\]

**thermointegrator** [ENG] An apparatus, used in studying soil temperatures, for measuring the total supply of heat during a given period, it consists of a long nickel coil (inserted into the soil by an attached rod) forming a 100-ohm resistance thermometer and a 6-volt battery, the current used being recorded on a galvanometer; a mercury thermometer can be used. {\[\text{thar-mô³-int-å,grâd-år}\]

**thermojunction** [ELECTR] One of the surfaces of contact between the two conductors of a thermocouple. Also known as thermoelectric junction. {\[\text{thar-mô³-jâqk-shan}\]

**thermometer** [ENG] An instrument that measures temperature. {\[\text{thar-mâm-ad-ad}\]

**thermometer anemometer** [ENG] An anemometer consisting of two thermometers, one with an electric heating element connected to the bulb; the heated bulb cools in an airstream, and the difference in temperature as registered by the heated and unheated thermometers can be translated into air velocity by a conversion chart. {\[\text{thar-mâm-ad-ad an-a³-mâm-ad-ad}\]

**thermometer-bulb liquid-level meter** [ENG] Detection of liquid level by temperature measurement changes using an immersed bulb-type thermometer. {\[\text{thar-mâm-ad-adôlbulb i³lik-wad i³lev-al,êm-ad-ad}\]

**thermometer frame** [ENG] A frame designed to hold two or more reversing thermometers; such a frame is often attached directly to a Nansen instrument shelter. {\[\text{thar-mâm-ad-adôl,ske³rn}\]

**thermometer shelter** [ENG] An instrument shelter. {\[\text{thar-mâm-ad-adôl,she³l-tar}\]

**thermometer support** [ENG] A device used to hold liquid-in-glass maximum and minimum thermometers in the proper recording position inside an instrument shelter, and to permit them to be read and reset. {\[\text{thar-mâm-ad-adôl,sport}\]

**thermometric conductivity** See diffusivity. {\[\text{thar-mà³me³-trik kân,ôák,tiv-ad-e}\]

**thermometric fluid** [THERMO] A fluid that has properties, such as a large and uniform thermal expansion coefficient, good thermal conductivity, and chemical stability, that make it suitable for use in a thermometer. {\[\text{thar-mà³me³-trik i³flu-ab}\]

**thermometric property** [THERMO] A physical property that changes in a known way with temperature, and can therefore be used to measure temperature. {\[\text{thar-mà³me³-trik i³prâp-ad-e}\]

**thermometry** [THERMO] The science and technology of measuring temperature, and the establishment of standards of temperature measurement. {\[\text{thar-mâm-ô³-trê}\]

**thermomigration** [ELECTR] A technique for doping semiconductors in which exact amounts of known impurities are made to migrate from the cool side of a wafer of pure semiconductor material to the hotter side when the wafer is heated in an oven. {\[\text{thar-mô³-pôr,váp-ar-râ³-shan}\]

**thermo-pervaporation** See membrane distillation. {\[\text{thar-mô³-par,vap-ar-râ³-shan}\]
thin-film integrated circuit

thermophones | [ENG ACOUS] An electroacoustic transducer in which sound waves having an accurately known strength are produced by the expansion and contraction of the air adjacent to a sheet of conducting material, whose temperature varies in response to a current input that is the sum of a steady current and a sinusoidal current, used chiefly for calibrating microphones. { 'thɔr-məˌfrón }

thermophoresis | [THERMO] The movement of particles in a thermal gradient from high to low temperatures. { 'θɔr-məˌfoʊrə-səs }

thermopile | [ENG] An array of thermocouples connected either in series to give higher voltage output or in parallel to give higher current output, used for measuring temperature or radiant energy or for converting radiant energy into electric power. { 'thɔr-məˌpil }

thermoregulator | [ENG] A high-accuracy or high-sensitivity thermostat; one type consists of a mercury-in-glass thermometer with sealed-in electrodes, in which the rising and falling column of mercury makes and breaks an electric circuit. { 'θɔr-məˌrɛg-yəˌlæd-ər }

thermorelay | See thermostat. { 'θɔr-məˌrɛl-

thermoscreen | See instrument shelter. { 'θɔr-məˌskrèn }

thermosiphon | [MECH ENG] A closed system of tubes connected to a water-cooled engine which permit natural circulation and cooling of the liquid by utilizing the difference in density of the hot and cold portions. { 'θɔr-məˌsif-ən }

thermosiphon reboiler | [CHEM ENG] A liquid re-heater (as for distillation-column bottoms) in which natural circulation of the boiling liquid is obtained by maintaining a sufficient liquid head. { 'θɔr-məˌstoʃ-

thermostat | [ENG] An instrument which measures changes in temperature and directly or indirectly controls sources of heating and cooling to maintain a desired temperature. Also known as thermorelay. { 'θɔr-məˌstæt }

thermostatic switch | [ELEC] A temperature-operated switch that receives its operating energy by thermal conduction or convection from the device being controlled or operated. { 'θɔr-

thermoswitch | See thermal switch. { 'θɔr-

thermovoltmeter | [ENG] A voltmeter in which a current from the voltage source is passed through a resistor and a fine vacuum-enclosed platinum heater wire, a thermocouple, attached to the midpoint of the heater, generates a voltage of a few millivolts, and this voltage is measured by a direct-current millivoltmeter. { 'θɔr-

theta gram | [THERMO] A thermodynamic diagram with coordinates of pressure and temperature, both on a linear scale. { 'θaɪd-əˌgræm }

thickener | [ENG] A nonfilter device for the removal of liquid from a liquid-solids slurry to give a dewatered (thickened) solids product, can be by gravity settling or centrifugation. { 'θɪk-

thickening | [CHEM ENG] The concentration of the solids in a suspension in order to recover a fraction with a higher concentration of solids than in the original suspension. { 'θɪk-əˌnɪŋ }

thick-film capacitor | [ELEC] A capacitor in a thick-film circuit, made by successive screen-printing and firing processes. { 'θɪkˌfɪlm ˈkɑpəs-ˌɑd-or }

thick-film circuit | [ELECTR] A microcircuit in which passive components, of a ceramic-metal composition, are formed on a ceramic substrate by successive screen-printing and firing processes, and discrete active elements are attached separately. { 'θɪkˌfɪlm ˈsɑrkət }

thick-film hybrid | [ELECTR] An assembly consisting of a thick-film circuit pattern with mounting positions for the insertion of conventional silicon devices. { 'θɪkˌfɪlm ˈhɪt-brəd }

thick-film resistor | [ELEC] Fixed resistor whose resistance element is a film well over 0.001 inch (25 micrometers) thick. { 'θɪkˌfɪlm ˈrɪzɪs-tɔr }

thick-film sensor | [ENG] A thick-film circuit that is fabricated from suitable materials to measure a physical quantity such as mechanical stress or temperature or to perform a chemical sensing application such as the measurement of gas or liquid composition, acidity, or humidity. { 'θɪkˌfɪlm ˈʃen-sər }

thickness gage | [ENG] A gage for measuring the thickness of a sheet of material, the thickness of an object, or the thickness of a coating; examples include penetration-type and backscattering radiactive thickness gages and ultrasonic thickness gages. { 'θɪkˌnasˌɡæ }

Thiele coordinates | [CHEM ENG] A graphical method for calculating the solvent-free composition of two components being separated by solvent extraction. { 'tɛl-aˌkoˌɔrd-ən-əts }

Thiele-Geddes method | [CHEM ENG] A method for the prediction of the product distribution from a multicomponent distillation system. { 'tɛl-əˌged-əˌmɛθ-əd }

thin film | [ELECTR] A film a few molecules thick deposited on a glass, ceramic, or semiconductor substrate to form a capacitor, resistor, coil, cryotron, or other circuit component. { 'θɪnˌfɪlm }

thin-film capacitor | [ELEC] A capacitor that can be constructed by evaporation of conductor and dielectric films in sequence on a substrate, silicon monoxide is generally used as the dielectric. { 'θɪnˌfɪlm ˈkæpas-ˌɑd-or }

thin-film circuit | [ELECTR] A circuit in which the passive components and conductors are produced as films on a substrate by evaporation or sputtering, active components may be similarly produced or mounted separately. { 'θɪnˌfɪlm ˈsɑr-kət }

thin-film field-emitter cathode | [ELECTR] A sharply pointed microminiature electron field emitter with an integral low-voltage extraction gate. { 'θɪnˌfɪlm ˈfɪldˌɪməd-ərˈkɑθ-əd }

thin-film integrated circuit | [ELECTR] An integrated circuit consisting entirely of thin films deposited in a patterned relationship on a substrate. { 'θɪnˌfɪlm ɪntəˌgrɪtədˌɑdˌsɜr-ˌkət }
thin-film material  [ELECTR] A material that can be deposited as a thin film in a desired pattern by a variety of chemical, mechanical, or high-vacuum evaporation techniques. (thin-film material)

thin-film resistor  [ELEC] A fixed resistor whose resistance element is a metal, alloy, carbon, or other film having a thickness of about 0.000001 inch (25 nanometers). (thin-film resistor)

thin-film semiconductor  [ELECTR] Semiconductor produced by the deposition of an appropriate single-crystal layer on a suitable insulator. (thin-film semiconductor)

thin-film transistor  [ELECTR] A field-effect transistor constructed entirely by thin-film techniques, for use in thin-film circuits. Abbreviated TFT. (thin-film transistor)

thin-plate orifice  [ENG] A thin-metal orifice sheet used in fluid-flow measurement in fluid conduits by means of differential pressure drop across the orifice. (thin-plate orifice)

third law of motion  See Newton’s third law. (third law of motion)

third law of thermodynamics  [THERMO] The entropy of all perfect crystalline solids is zero at absolute zero temperature. (third law of thermodynamics)

third rail  [CIV ENG] The electrified metal rail which carries current to the motor of an electric locomotive or other railway car. (third rail)

Thoma cavitation coefficient  [MECH ENG] The equation for measuring cavitation in a hydraulic turbine installation, relating vapor pressure, barometric pressure, runner setting, tail water, and head. (Thoma cavitation coefficient)

Thomas meter  [ENG] An instrument used to determine the rate of flow of a gas by measuring the rise in the gas temperature produced by a known amount of heat. (Thomas meter)

Thomson bridge  See Kelvin bridge. (Thomson bridge)

thoroughfare  [CIV ENG] 1. An important, unobstructed public street or highway. 2. A street going through from one street to another. 3. An inland waterway for passage of ships usually not between two bodies of water. (thoroughfare)

thou See mil. (thou)

thread  [DES ENG] A continuous helical rib, as on a screw or pipe. (thread)

thread contour  [DES ENG] The shape of thread design as observed in a cross section along the major axis, for example, square or round. (thread contour)

thread cutter  [MECH ENG] A tool used to cut screw threads on a pipe, screw, or bolt. (thread cutter)

thread gage  [DES ENG] A design gage used to measure screw threads. (thread gage)

threading die  [MECH ENG] A die which may be solid, adjustable, or spring adjustable, or a self-opening die head, used to produce an external thread on a part. (threading die)

threading machine  [MECH ENG] A tool used to cut or form threads inside or outside a cylinder or cone. (threading machine)

thread plug  [ENG] Mold part which shapes an internal thread onto a molded article, must be unscrewed from the finished piece. (thread plug)

thread plug gage  [DES ENG] A thread gage used to measure female screw threads. (thread plug gage)

thread protector  [ENG] A short-threaded ring to screw onto a pipe or into a coupling to protect the threads while the pipe is being handled or transported. Also known as pipe-thread protector. (thread protector)

thread rating  [ENG] The maximum internal working pressure allowable for threaded pipe or tubing joints, important for pressure systems, chemical processes, and oil-well systems. (thread rating)

thread ring gage  [DES ENG] A thread gage used to measure male screw threads. (thread ring gage)

three-body problem  [MECH] The problem of predicting the motions of three objects obeying Newton’s laws of motion and attracting each other according to Newton’s law of gravitation. (three-body problem)

three-dimensional braiding  See through-the-thickness braiding. (three-dimensional braiding)

three-dimensional sound  See virtual acoustics. (three-dimensional sound)

three-input adder  See full adder. (three-input adder)

three-input subtractor  See full subtractor. (three-input subtractor)

three-jaw chuck  [DES ENG] A drill chuck having three serrated-face movable jaws that can grip and hold fast an inserted drill rod. (three-jaw chuck)

three-junction transistor  [ELECTR] A pnp transistor having three junctions and four regions of alternating conductivity; the emitter connection may be made to the p region at the left, the base connection to the adjacent n region, and the collector connection to the n region at the right, while the remaining p region is allowed to float. (three-junction transistor)

three-layer diode  [ELECTR] A junction diode with three conductivity regions. (three-layer diode)

three-phase circuit  [ELECTR] A circuit energized by alternating-current voltages that differ in phase by one-third of a cycle or 120°. (three-phase circuit)

three-point problem  [ENG] The problem of locating the horizontal position of a point of observation from the two observed horizontal angles subtended by three known sides of a triangle. (three-point problem)

three-way switch  [ELECTR] An electric switch with
three terminals used to control a circuit from two different points.  {'thrē \ˈwā ˈswich \}  

**threshold**  [BUILD] A piece of stone, wood, or metal that lies under an outside door.  [ELECTR] In a modulation system, the smallest value of carrier-to-noise ratio at the input to the demodulator for all values above which a small percentage change in the input carrier-to-noise ratio produces a substantially equal or smaller percentage change in the output signal-to-noise ratio.  [ENG] The least value of a current, voltage, or other quantity that produces the minimum detectable response in an instrument or system.  {'threshˌhōld \}  

**threshold frequency**  [ELECTR] The frequency of incident radiant energy below which there is no photoemissive effect.  {'threshˌhōld \frēˌkwənˈsē \}  

**threshold speed**  [ENG] The minimum speed of current at which a particular current meter will measure at its rated reliability.  {'threshˌhōld \ˌspēd \}  

**threshold treatment**  [CHEM ENG] The process of stopping a precipitation-type reaction at the threshold of precipitate formation, used in water-treatment reactions.  {'threshˌhōldˌtret ′mant \}  

**threshold value**  [CONT SYS] The minimum input that produces a corrective action in an automatic control system.  {'threshˌhōld \ˌvälˈyū \}  

**threshold voltage**  [ELECTR] 1. In general, the voltage at which a particular characteristic of an electronic device first appears.  2. The voltage at which conduction of current begins in a pn junction.  3. The voltage at which channel formation occurs in a metal oxide semiconductor field-effect transistor.  4. The voltage at which a solid-state lamp begins to emit light.  {'threshˌhōldˌvōlˌtij \}  

**throat**  [DES ENG] The narrowest portion of a constricted duct, as in a diffuser or a venturi tube, specifically, a nozzle throat.  [ENG] 1. The smaller end of a horn or tapered waveguide.  2. The area in a fireplace that forms the passageway from the firebox to the smoke chamber.  {'thrōt \}  

**throatable**  [DES ENG] Of a nozzle, designed to allow a change in the velocity of the exhaust stream by changing the size and shape of the throat of the nozzle.  {'thrōdˌō-bal \}  

**throat microphone**  [ENG ACOUS] A contact microphone that is strapped to the throat of a speaker and reacts directly to throat vibrations rather than to the sound waves they produce.  {'thrōtˌmîrˈkrāˌtōn \}  

**throttle**  See throttle valve.  {'thrədˌəl \}  

**throttle valve**  [MECH ENG] A choking device to regulate flow of a liquid, for example, in a pipeline, to an engine or turbine, from a pump or compressor. Also known as throttle.  {'thrədˌəl \ˈval \}  

**throttling**  [CONT SYS] Control by means of intermediate steps between full on and full off.  [THERMO] An adiabatic, irreversible process in which a gas expands by passing from one chamber to another chamber which is at a lower pressure than the first chamber.  {'thrədˌəlˌi \}  

**throttling calorimeter**  [ENG] An instrument utilizing the principle of constant enthalpy expansion for the measurement of the moisture content of steam; steam drawn from a steampipe through sampling nozzles enters the calorimeter through a throttling orifice and moves into a well-insulated expansion chamber in which its temperature is measured. Also known as steam calorimeter.  {'thrədˌəlˌiˌkalˌərimˌədˌər \}  

**through arch**  [CIV ENG] An arch bridge from which the roadway is suspended as distinct from one which carries the roadway on top.  {'thrūˌərk \}  

**through bridge**  [CIV ENG] A bridge that carries the deck within the height of the superstructure.  {'thrūˌbrē \}  

**through-feed centerless grinding**  [MECH ENG] A metal cutting process by which the external surface of a cylindrical workpiece of uniform diameter is ground by passing the workpiece between a grinding and regulating wheel.  {'thrūˌfēd \ˈsenˌtərˌlāsˌgrīndˌi \}  

**throughput**  [CHEM ENG] The volume of feedstock charged to a process equipment unit during a specified time.  {'thrūˌpūt \}  

**throughstone**  See bond header.  {'thrūˌstōn \}  

**through street**  [CIV ENG] A street at which all cross traffic is required to stop before crossing or entering. Also known as throughway.  {'thrūˌstrē \}  

**through-the-thickness braiding**  [ENG] A technique for preparing composite materials in which fibers are intertwined continuously, producing three-dimensional seamless patterns that resist growth of cracks and delamination in the finished parts. Also known as three-dimensional braiding.  {'thrūˌthrōˌthiŋkˌnəsˈbrīdˌi \}  

**through transmission**  [ENG] An ultrasonic testing method in which mechanical vibrations are transmitted into one end of the workpiece and received at the other end.  {'thrūˌtranzˌmishˌən \}  

**throughway**  See expressway; through street.  {'thrūˌwā \}  

**throw**  [ENG] The scattering of fragments in a blasting operation.  [MECH ENG] The maximum diameter of the circle moved by a rotary part.  {'thrō \}  

**throwout**  [MECH ENG] In automotive vehicles, the mechanism or assemblage of mechanisms by which the driven and driving plates of a clutch are separated.  {'thrōˌəutˌau̇t \}  

**throw-out spiral**  See lead-out groove.  {'thrōˌəutˌspirəl \}  

**thrust**  [MECH] 1. The force exerted in any direction by a fluid jet or by a powered screw.  2. Force applied to an object to move it in a desired direction.  [MECH ENG] The weight or pressure applied to a bit to make it cut.  {'thrōt \}  

**thrust bearing**  [MECH ENG] A bearing which
thrust load

sustains axial loads and prevents axial movement of a loaded shaft. { 'thrust ˌber-ij }

**thrust load**  [MECH ENG] A load or pressure parallel to or in the direction of the shaft of a vehicle. { 'thrust ˌlōd }

**thrust meter**  [ENG] An instrument for measuring static thrust, especially of a jet engine or rocket. { 'thrust ˌméd-ər }

**thrust yoke**  [MECH ENG] The part connecting the piston rods of the feed mechanism on a hydraulically driven diamond-drill swivel head to the thrust block, which forms the connecting link between the yoke and the drive rod, by means of which link the longitudinal movements of the feed mechanism are transmitted to the swivel-head drive rod. Also known as back end. { 'thrust ˌyōk }

**thumbscrew**  [DES ENG] A screw with a head flattened in the same axis as the shaft so that it can be gripped and turned by the thumb and forefinger. { 'thamˌskrō̆ }

**thump**  [ENG ACOUS] Low-frequency transient disturbance in a system or transducer characterized audibly by the vocal imitation of the word. { 'thump }

**thurm**  [ENG] To work wood across the grain with a saw and chisel in order to produce an effect similar to turning the piece on a lathe. { 'thurm }

**tidal lock**  See entrance lock. { 'tīd-əl ˈlāk }

**tidal quay**  [CIV ENG] A quay in an open harbor or basin with sufficient depth to enable ships lying alongside to remain afloat at any state of the tide. { 'tīd-əl ˈkē }

**tide gage**  [ENG] A device for measuring the height of a tide; may be observed visually or may consist of an elaborate recording instrument. { 'tīdˌgā }

**tide gate**  [CIV ENG] 1. A restricted passage through which water runs with great speed due to tidal action. 2. An opening through which water may flow freely when the tide sets in one direction, but which closes automatically and prevents the water from flowing in the other direction when the direction of flow is reversed. { 'tīdˌgāt }

**tide indicator**  [ENG] That part of a tide gage which indicates the height of tide at any time; the indicator may be in the immediate vicinity of the tidal water or at some distance from it. { 'tīdˈin-ˌdāˌkād-ər }

**tide lock**  See entrance lock. { 'tīdˌlāk }

**tide machine**  [ENGINE] An instrument that computes, sometimes for years in advance, the times and heights of high and low waters at a reference station by mechanically summing the harmonic constituents of which the tide is composed. { 'tīdˈmaˌsānən̩ }

**tide pole**  [ENG] A graduated spar used for measuring the rise and fall of the tide. Also known as tide staff. { 'tīdˌpō̆l }

**tide staff**  See tide pole. { 'tīdˌstaf }

**tie**  [CIV ENG] One of the transverse supports to which railroad rails are fastened to keep them to line, gage, and grade. [ELEC] 1. Electrical connection or strap. 2. See tie wire. [ENG] A beam, post, rod, or angle to hold two pieces together, a tension member in a construction. { 'tī }

**tie bar**  [CIV ENG] 1. A bar used as a tie rod. 2. A rod connecting two switch rails on a railway to hold them to gage. { 'tīˌbār }

**tied arch**  [CIV ENG] An arch having the horizontal reaction component provided by a tie between the skewbacks of the arch ends. { 'tīdˌərk̩ }

**tied concrete column**  [CIV ENG] A concrete column reinforced with longitudinal bars and horizontal ties. { 'tīdˌkānˌkrētˌkāləm }

**tie-down diagram**  [ENG] A drawing indicating the prescribed method of securing a particular item of cargo within a specific type of vehicle. { 'tīˌdānˌˌdīˌgrām }

**tie-down point**  [ENG] An attachment point provided on or within a vehicle. { 'tīˌdānˌˌpō̆nt }

**tie-down point pattern**  [ENG] The pattern of tie-down points within a vehicle. { 'tīˌdānˌˌpō̆ntˌˈpādˌərn }

**tier building**  [CIV ENG] A multistory skeleton frame building. { 'tīˌˌbīlˌdiŋ̩ }

**tie rod**  [CIV ENG] A structural member used as a brace to take tensile loads. [ENG] A round or square iron rod passing through or over a furnace and connected with buckstays to assist in binding the furnace together. [MECH ENG] A rod used as a mechanical or structural support between elements of a machine. { 'tīˌˌrād̩ }

**TIGA**  See truncated icosahedral gravitational-wave antenna. { ˈtīˌgā or ˈtīˌgə }

**tight**  [ENG] 1. Unbroken, crack-free, and solid rock in which a naked hole will stand without caving. 2. A borehole made impermeable to water by cementation or casing. [MECH ENG] 1. Inadequate clearance or the barest minimum of clearance between working parts. 2. The absence of leaks in a pressure system. { 'tīt̩ }

**tight fit**  [DES ENG] A fit between mating parts with slight negative allowance, requiring light to moderate force to assemble. { 'tīt̩ˌfīt̩ }

**tilting dozer**  [MECH ENG] A bulldozer whose blade can be pivoted on a horizontal center pin to cut low on either side. { 'tīlting ˌdoʊˌzaˌr̩ }

**tilting idlers**  [MECH ENG] An arrangement of idler rollers in which the top set is mounted on vertical arms which pivot on spindles set low down on the frame of the roller stool. { 'tīlting ˌidˌlərz̩ }

**tilting mixer**  [MECH ENG] A small-batch mixer consisting of a rotating drum which can be tilted to discharge the contents; used for concrete or mortar. { 'tīltingˌmikˌsār̩ }

**tilting-type boxcar unloader**  [CIV ENG] A mechanism that is used to unload material such as grain from a boxcar, the car, with its door open, is held by end clamps on the specialized piece
of track and tilted 15% from the vertical and then tilted endwise 40% to the horizontal to discharge the material at one end of the car, and 40% in the opposite direction to discharge the material from the opposite end. {'tilt-iğ' [tip 'bak스,kar an-'lod-ar-]}

**tiltometer** [ENG] An used instrument to measure small changes in the tilt of the earth's surface, usually in relation to a liquid-level surface or to the rest position of a pendulum. {'tilt,med-ar}

**tilt/rotate code** [ENG] A code that instructs a "golf ball" printing element which angle of tilt and rotation is needed to print a given character. {'tilt,rot,t,kod}

**tilt slab construction** See tilt-up construction. {'tilt,slab kan,strak-shan}

**tilt-up construction** [BUILD] A method for constructing concrete wall panels by casting them horizontally adjacent to their final positions and then tilting them into vertical positions after the concrete has cured. Also known as tilt slab construction. {'tilt, up kan,strak-shan}

**timber connector** [ENG] A metal fastener that has a series of sharp teeth digging into the wood and is tightened with bolts to join sections of timber in heavy construction. {'tim-bar ko ,nek-tar}

**time and material contract** [IND ENG] A contract providing for the procurement of supplies or services on the basis of direct labor hours at specified fixed hourly rates (which rates include direct and indirect labor overhead, and profit), and material at cost. {'time an ma'tir-e-al ,kan,trakt}

**time and motion study** [IND ENG] Observation, analysis, and measurement of the steps in the performance of a job to determine a standard time for each performance. Also known as time-motion study. {'time an 'mō-shan,stad-ē}

**time break** [ENG] A distinctive mark shown on an exploration seismogram to indicate the exact detonation time of an explosive energy source. {'time ,brak}

**time-change component** [ENG] A component which because of design limitations or safety is specified to be rebuilt or overhauled after a specified period of operation (for example, an engine or propeller of an airplane). {'time 'chān ,kan,pō-nant}

**time-controlled system** See clock control system. {'time kan,trlod ,sîs-tam}

**time formula** [IND ENG] A formula to determine the standard time of an operation as a function of one or more variables in the operation. {'time ,for-mya-la}

**time fuse** [ENG] A fuse which contains a graduated time element to regulate the time interval after which the fuse will function. {'time ,füz}

**time-interval radiosonde** See pulse-time-modulated radiosonde. {'time ,in-tar-val 'rad-e-o,sänd}

**time-invariant system** [CONT SYS] A system in which all quantities governing the system's behavior remain constant with time, so that the system's response to a given input does not depend on the time it is applied. {'time in,ver-é-ont ,sîs-tam}

**time-motion study** See time and motion study. {'time 'mō-shan,stad-ē}

**time of flight** [MECH] Elapsed time in seconds from the instant a projectile or other missile leaves a gun or launcher until the instant it strikes or bursts. {'time av 'fîlt}

**time-of-flight spectrometer** [ENG] Any instrument in which the speed of a particle is determined directly by measuring the time it takes to travel a measured distance. {'time av 'fîlt spek 'trăm-ad-ar-}

**timeout** [CONT SYS] A test of the reliability of robotic software in which the robot is halted if a portion of software does not function properly until the problem is corrected. {'time,aı̇t}

**time phasing** [IND ENG] Production scheduling of components for product assembly so that each component is available at the correct time. {'time ,fa-zı̄j}

**timer** [ELECTR] A circuit used in radar and in electronic navigation systems to start pulse transmission and synchronize it with other actions, such as the start of a cathode-ray sweep. [ENG] 1. A device for automatically starting or stopping a machine or other device. 2. See interval timer. [MECH ENG] A device that controls timing of the ignition spark of an internal combustion engine at the correct time. {'time-araɾ}

**time-sharing** [IND ENG] Division of the time required for observation, decision making, and responding by an operator among the activities or tasks that must be performed almost simultaneously. {'time ,sher-ı̄j}

**time standard** See standard time. {'time ,stan-dard}

**time study** [IND ENG] A work measurement technique, generally using a stopwatch or other timing device, to record the actual elapsed time for performance of a task, adjusted for any observed variance from normal effort or pace, unavoidable or machine delays, rest periods, and personal needs. {'time ,stad-ē}

**time switch** [ENG] A clock-controlled switch used to open or close a circuit at one or more predeterminated times. {'time ,swich}

**time system** [CONT SYS] A system of clocks and control devices, with or without a master timepiece, to indicate time at various remote locations. {'time ,sîs-tam}

**time-varying system** [CONT SYS] A system in which certain quantities governing the system's behavior change with time, so that the system will respond differently to the same input at different times. {'time ,ver-ı̄j ,sîs-tam}

**timing** [MECH ENG] Adjustment in the relative position of the valves and crankshaft of an automobile engine in order to produce the largest effective output of power. {'time-ınğȧj}

**timing belt** [DES ENG] A power transmission belt with evenly spaced teeth on the bottom side which mesh with grooves cut on the periphery
of the pulley to produce a positive, no-slip, constant-speed drive. Also known as clogged belt, synchronous belt. [MECH ENG] A positive drive belt that has axial cogs molded on the underside of the belt which fit into grooves on the pulley, prevents slip, and makes accurate timing possible; combines the advantages of belt drives with those of chains and gears. Also known as positive drive belt. { time, belt }

timing-belt pulley [MECH ENG] A pulley that is similar to an uncrowned flat-belt pulley, except that the grooves for the belt’s teeth are cut in the pulley’s face parallel to the axis. { time, belt }

timing gears [MECH ENG] The gear train of reciprocating engine mechanisms for relating camshaft speed to crankshaft speed. { time, giz }

timing motor [ELEC] A motor which operates from an alternating-current power system synchronously with the alternating-current frequency, used in timing and clock mechanisms. Also known as clock motor. { time, mod- or }

Timken film strength [ENG] A test used on a gear lubricant to determine the amount of pressure the film of oil can withstand before rupturing. { Timken, film strength }

Timken wear test [ENG] A test used on a gear lubricant to determine its abrasive effect on gear metals. { Timken wear test }

tingle [BUILD] A support used in masonry to reinforce that forms the lowest vertical reinforcement. { tingle }

tinner’s rivet [DES ENG] A special-purpose rivet that has a flat head, used in sheet metal work. { tinning, rive- st }

tip [DES ENG] A piece of material secured to and differing from a cutter tooth or blade. [ELEC] The contacting part at the end of a phone plug. [ELECTR] A small protuberance on the envelope of an electron tube, resulting from the closing of the envelope after evacuation. { tip }

tipped bit [DES ENG] A drill bit in which the cutting edge is made of especially hard material. { tipped, bit }

tipped solid cutters [DES ENG] Cutters made of one material and having tips or cutting edges of another material bonded in place. { tipped, solid }

tipping-bucket rain gage [ENG] A type of recording rain gage; the precipitation collected by the receiver empties into one side of a chamber which is partitioned transversely at its center and is balanced bistably upon a horizontal axis; when a predetermined amount of water has been collected, the chamber tips, spilling out the water and placing the other half of the chamber under the receiver; each tip of the bucket is recorded on a chronograph, and the record obtained indicates the amount and rate of rainfall. { tipping, bak- st, rain, gai }

tire [ENG] A continuous metal ring, or pneumatic rubber and fabric cushion, encircling and fitting the rim of a wheel. { tire }

tire iron [DES ENG] A single metal bar having blade-like ends of various shapes to insert between the rim and the bead of a pneumatic tire to remove or replace the tire. { tir, ran }

tirrill burner [ENG] A modification of the bun- sen burner which allows greater flexibility in the adjustment of the air-gas mixture. { tir-al, bar-nar }

T junction [ELECTR] A network of waveguides with three guide terminals arranged in the form of a letter T. In a rectangular waveguide a symmetrical T junction is arranged by having either all three broadsides in one plane or two broadsides in one plane and the third in a per- pendicular plane. { te, jak-shan }

TME See transistor-transistor logic.

to-and-fro ropeway See jig back. { tu, an, fro, top, wa }

toe [CIV ENG] The part of a base of a dam or retaining wall on the side opposite to the re- tained material. { to }

toeboard [BUILD] A board placed around a platform or on a sloping roof to prevent personnel or materials from falling off. [ENG] A support or reinforcement that forms the lowest vertical face of a cabinet or similar installation, at toe level, and is frequently recessed. { toe, bord }

toe cut [ENG] In underground blasting, the cut obtained by the use of toe holes. { toe, kat }

toe hole [ENG] A blasting hole, usually drilled horizontally or at a slight inclination into the base of a bank, bench, or slope of a quarry or open-pit mine. { toe, ho }

toe-in [MECH ENG] The degree (usually expressed in fractions of an inch) to which the forward part of the front wheels of an automobile are closer together than the rear part, measured at hub height with the wheels in the normal “straight ahead” position of the steering gear. { toe, in }

toenailing [ENG] The technique of driving a nail at an angle to join two pieces of lumber. { toe-nail, toe }

toe-out [MECH ENG] The outward inclination of the wheels of an automobile at the front on turns due to setting the steering arms at an angle. { toe, aut }

toeplate See kickplate. { toe, plate }

toe-to-toe drilling [ENG] The drilling of vertical large-diameter blasting holes in quarries and openpits. { toe, toe, drill, ip }

toe wall [CIV ENG] A low wall constructed at the bottom of an embankment to prevent slippage or spreading of the soil. { toe, ho }

toggle [ELECTR] To switch over to an alternate state, as in a flip-flop. [MECH ENG] A form of jointed mechanism for the amplification of forces. { tag-al }

toggle bolt [DES ENG] A bolt having a nut with a pair of pivotal wings that close against a spring; wings open after emergence through a hole or
tongue and groove [DES ENG] A joint in which a projecting rib on the edge of one board fits into a groove in the edge of another board. {‘tɑŋ an 'gruv}
tools are positioned correctly in advance for any tasks to be carried out. { tęł,leńkth, kämp-pan’s-ə-shan }
toolmaker’s vise See universal vise. { tęł, màk-arz, yâs }
tool offset [MECH ENG] The adjustment of tool positions in machines to compensate for their wear, finishing, or displacement from an axis. { tęł ’of,set }
tool post [MECH ENG] A device to clamp and position a tool holder on a machine tool. { tęł ’pös t }
tooth [DES ENG] 1. One of the regular projections on the edge or face of a gear wheel. 2. An angular projection on a tool or other implement, such as a rake, saw, or comb. { ’tu̯th }
tooth point [DES ENG] The chamfered cutting edge of the blade of a face mill. { ’tu̯th ’point }
top [MECH] A rigid body, one point of which is held fixed in an inertial reference frame, and which usually has an axis of symmetry passing through this point; its motion is usually studied when it is spinning rapidly about the axis of symmetry. { tāp }
top dead center [MECH ENG] The dead-center position of an engine piston and its crankshaft when at the top or outer end of its stroke. { tāp ’ded ’sen-tər }
top-down design [IND ENG] A design methodology that proceeds from the highest level to the lowest and from the general to the particular, and that provides a formal mechanism for breaking complex process designs into functional descriptions, reviewing progress, and allowing modifications. { ’tāp ’dajn ’di’zən }
topographic survey [ENG] A survey that determines ground relief and location of natural and man-made features thereon. { ’tāp ’a-dʒrək-ik ’sər,vä }
topping [CHEM ENG] The distillation of crude petroleum to remove the light fractions only; the unrefined distillate is called tops. [CIV ENG] A layer of mortar placed over concrete to form a finishing surface on a floor, driveway, sidewalk, or curb. { ’tāp ’iŋ }
topping governor See limit governor. { ’tāp ’iŋ ,gəv-nər }
topping joint [CIV ENG] In concrete finishing, a small space or break set at regular intervals, particularly over expansion joints, to allow for contraction and expansion of the topping layer. { ’tāp ’iŋ ,joı̈nt }
top plate [BUILD] 1. The top horizontal member of a building frame to which the rafters are fastened. 2. The horizontal member of a building frame at the top of the partition studs. { ’tāp plat ḳ } topple [MECH] In gyroscopes for marine or aeronautical use, the condition of a sudden upset of a gyroscope or a gyroscope platform evidenced by a sudden and rapid precession of the spin axis due to large torque disturbances such as the spin axis striking the mechanical stops. Also known as tumble. { ’tāp-əl }
topple axis [MECH] Of a gyroscope, the horizontal axis, perpendicular to the horizontal spin axis, around which topple occurs. Also known as tumble axis. { ’tāp-əl ,ək-səs }
top rail [BUILD] The uppermost horizontal member of a unit of framing, such as a door or a sash. { ’tāp ,rāl }
top steam [CHEM ENG] Steam admitted near the top of a shell still to purge the still, and to prevent a vacuum from forming when pumping out the liquid contents. { ’tāp ,stēm }
tor See Pascal. { tɔr }
torch [BUILD] To apply lime mortar under the top edges of roof tiles or slates. [ENG] A gas burner used for brazing, cutting, or welding. { ’tɔrk’hɔr }
tornado cellar See cyclone cellar. { tɔr’nəd-o selv-ər }
toroid [MECH ENG] A toroidal transmission [MECH ENG] A semiautomatic transmission, it contains a compound planetary gear train with a torque converter. { tɔr’məd-ik tranz’mish-ən }
torpedo [ENG] An encased explosive charge slid, lowered, or dropped into a borehole and exploded to clear the hole of obstructions or to open communications with an oil or water supply. Also known as bullet. { tɔr’pēd-ə }
torque [MECH] 1. For a single force, the cross product of a vector from some reference point to the point of application of the force with the force itself. Also known as moment of force; rotation moment. 2. For several forces, the vector sum of the torques (first definition) associated with each of the forces. { tɔrk }
torque arm [MECH ENG] In automotive vehicles, an arm to take the torque of the rear axle. { tɔrk ’ərəm }
torque-coil magnetometer [ENG] A magnetometer that depends for its operation on the torque developed by a known current in a coil that can turn in the field to be measured. { ’tɔrk ,koil ,məg-’nə-təm-əd-ər }
torque converter [MECH ENG] A device for changing the torque speed or mechanical advantage between an input shaft and an output shaft. { ’tɔrk kan’vərd-ər }
torque-load characteristic [ENG] For electric motors, the armature torque developed versus the load on the motor at constant speed. { ’tɔrk ləd ,kar-ik-tə,ris-tık }
torquemeter [ENG] An instrument to measure torque. { ’tɔrk,məd-ər }
torque reaction [MECH ENG] On a shaft-driven vehicle, the reaction between the bevel pinion with its shaft (which is supported in the rear axle housing) and the bevel ring gear (which is fastened to the differential housing) that tends to rotate the axle housing around the axle instead of rotating the axle shafts alone. { tɔrk rə,ək-shən }
torque ripple See cog. { ’tɔrk ,rip-əl }
torque-tube flowmeter [ENG] A liquid-flow measurement device in which a flexible torque tube transmits bellows motion (caused by differential pressure from the liquid flow through the
pipe) to the recording pen arm. \( \text{tôr} \text{k̩ tïúb 'flô, mé̱d-ar} \)
torque-type viscometer [ENG] A device that measures liquid viscosity by the torque needed to rotate a vertical paddle submerged in the liquid; used for both Newtonian and non-Newtonian liquids and for suspensions. \( \text{tôr} \text{k̩ tïp viļ'skâm-ad-ar} \)
torsional rigidity \[\text{MECH} \] The ratio of the torsional hysteresis to the total relative rotation of the ends of a straight cylindrical bar when subjected to a torque. \( \text{tôr-shan-al 'ag-gal} \)
torsional vibration \[\text{MECH} \] A periodic motion of a shaft in which the shaft is twisted about its axis first in one direction and then in the other; this motion may be superimposed on rotational or other motion. \( \text{tôr-shan-al vił'bû-dan} \)
torsional pendulum \[\text{MECH} \] A device consisting of a disk or other body of large moment of inertia mounted on one end of a torsionally flexible elastic rod whose other end is held fixed; if the disk is twisted and released, it will undergo simple harmonic motion, provided the torque in the rod is proportional to the angle of twist. Also known as torsion pendulum. \( \text{tôr-shan-al 'pen-jà-lam} \)
torsional rigidity \[\text{MECH} \] The ratio of the torque applied about the centroidal axis of a bar at one end of the bar to the resulting torsional angle, when the other end is held fixed. \( \text{tôr-shan-al ri'lîd-ad-ê} \)


torsional angle \[\text{MECH} \] The total relative rotation of the ends of a straight cylindrical bar when subjected to a torque. \( \text{tôr-shan-al 'ag-gal} \)
torsional compliance \[\text{MECH} \] The reciprocal of the torsional rigidity. \( \text{tôr-shan-al kam'pli-a.ns} \)
torsional hysteresis \[\text{MECH} \] Dependence of the torques in a twisted wire or rod not only on the present torsion of the object but on its previous history of torsion. \( \text{tôr-shan-al 'his-tarė-sàs} \)
torsional modulus \[\text{MECH} \] The ratio of the torsional rigidity of a bar to its length. Also known as modulus of torsion. \( \text{tôr-shan-al 'màij-a-las} \)
torsional pendulum \[\text{MECH} \] A device consisting of a disk or other body of large moment of inertia mounted on one end of a torsionally flexible elastic rod whose other end is held fixed; if the disk is twisted and released, it will undergo simple harmonic motion, provided the torque in the rod is proportional to the angle of twist. Also known as torsion pendulum. \( \text{tôr-shan-al 'pen-jà-lam} \)
torsional rigidity \[\text{MECH} \] The ratio of the torque

total pressure

**total pressure**  [MECH] The gross load applied on a given surface.  ['tôd-əlˈpreshər]

**total quality management**  [SYS ENG] A philosophy and set of guiding concepts that provides a comprehensive means of improving total organization performance and quality by examining each process through which work is done in a systematic, integrated, consistent, organization-wide manner. Abbreviated TQM.  [ˈtôd-əlˈkwôl-ədəˌman-əj-ˈmant]

**total radiation pyrometer**  [ENG] A pyrometer which focuses heat radiation emitted by a hot object on a detector (usually a thermopile or other thermal type detector), and which responds to a broad band of radiation, limited only by absorption of the focusing lens, or window and mirror.  [ˈtôd-əlˈræd-əˌʃan plˈtrəmədər]

**touch feedback**  [ENG] A type of force feedback in which servos provide the manipulator fingers with a sense of resistance when an object is grasped, so that the operator does not crush the object.  [ˈtɔch ˈfed,bæk]

**touch sensor**  [CONT SYS] A device such as a small, force-sensitive switch that uses contact to generate feedback in robotic systems.  [ˈtɔchˌsenˌsər]

**toughness**  [MECH] A property of a material capable of absorbing energy by plastic deformation, intermediate between softness and brittleness.  [ˈtaʃnəs]

**tow**  [ENG] 1. To haul by a rope or chain, for example, to haul a disabled ship by another vessel or an automotive vehicle by another vehicle.  (tō)

2. To propel by pushing, as a tugboat piloting a ship.  (tō)

**towbar**  [ENG] An element which connects to a vehicle that is not equipped with an integral drawbar, for the purpose of towing or moving the vehicle.  (ˈtôˌbâr)

**towed load**  [MECH] The weight of a carriage, trailer, or other equipment towed by a prime mover.  [ˈtôdˌlôd]

**tower**  [CHEM ENG] A vertical, cylindrical vessel used in chemical and petroleum processing to increase the degree of separation of liquid mixtures by distillation or extraction. Also known as column.  [ENG] A concrete, metal, or timber structure that is relatively high for its length and width, and used for various purposes, including the support of electric power transmission lines, radio and television antennas, and rockets and missiles prior to launching.  (ˈtaʊər)

**tower bolt** See barrel bolt.  (ˈtɔʊərˌbəlt)

**tower crane**  [CIV ENG] A crane mounted on top of a tower which is sometimes incorporated in the frame of a building.  (ˈtɔʊərˌkran]

**towing tank**  See model basin.  (ˈtɔʊɪŋˌteɪŋk]

**Townsend avalanche**  See avalanche.  (ˈtaʊəndˌavəˌlænʃ]

**TPR**  See airborne profile recorder

**TQM**  See total quality management

**trace**  [ELECTR] The visible path of a moving spot on the screen of a cathode-ray tube. Also known as line.  [ENG] The record made by a recording device, such as a seismometer or electrocardiograph.  (ˈtræs]

**trace heating**  [ENG] Heating the layer between insulation and pipes in an insulated pipework system to reduce viscosity and thereby facilitate flow of the liquid.  (ˈtræsˌhɛdˌiŋ]

**tracer**  [ENG] A thread of contrasting color woven into the insulation of a wire for identification purposes.  (ˈtræsˌsær]

**tracer gas**  [ENG] In vacuum testing for leaks, a gas emitting through a leak in a pressure system and subsequently conducted into the detector.  (ˈtræsˌsærˌɡæs]

**tracer milling**  [MECH ENG] Cutting a duplicate of a three-dimensional form by using a mastic form to direct the tracer-controlled cutter.  (ˈtræsˌsærˌmɪlˌɪŋ]

**tracing distortion**  [ENG ACOUS] The nonlinear distortion introduced in the reproduction of a mechanical recording because the curve traced by the motion of the reproducing stylus is not an exact replica of the modulated groove.  (ˈtræsˌiŋˌdiˌstorˌʃæn]

**track**  [DES ENG] As applied to a pattern of setting diamonds in a bit crown, an arrangement of diamonds in concentric circular rows in the bit crown, with the diamonds in a specific row following in the track cut by a preceding diamond.  [ELECTR] 1. A path for recording one channel of information on a magnetic tape, drum, or other magnetic recording medium; the location of the track is determined by the recording equipment rather than by the medium.

2. The trace of a moving target on a plan-position-indicator radar screen or an equivalent plot.  [ENG] 1. The groove cut in a rock by a diamond insect in the crown of a bit.  2. A pair of parallel metal rails for a railway, railroad, tramway, or for any wheeled vehicle.  [MECH ENG] 1. The slide or rack on which a diamond-drill swivel head can be moved to positions above and clear of the collar of a borehole.  2. A crawler mechanism for earth-moving equipment. Also known as crawler track.  (træk]

**track cable**  [ENG] Steel wire rope, usually a locked-coil rope which supports the wheels of the carriers of a cableway.  (ˈtrækˌkârˌbâl]

**track gage**  [CIV ENG] The width between the rails of a railroad track, in the United States the standard gage is 4 feet 8⅛ inches.  (ˈtrækˌgæj]

**track hopper**  [ENG] A hopper-shaped receiver mounted beside or below railroad tracks, into which railroad boxcars or bottom-dump cars are discharged, used for solid materials.  (ˈtrækˌhæpˌər]

**tracking**  [ELEC] A leakage or fault path created across the surface of an insulating material when a high-voltage current slowly but steadily forms a carbonized path.  [ELECTR] The condition in which all tuned circuits in a receiver accurately follow the frequency indicated by the tuning dial over the entire tuning range.  [ENG] 1. A motion given to the major lobe of a radar or radio antenna such that some preassigned moving target in space is always within the major lobe.
2. The process of following the movements of an object, may be accomplished by keeping the reticle of an optical system or a radar beam on the object, by plotting its bearing and distance at frequent intervals, or by a combination of techniques. [ENG ACOUS] 1. The following of a groove by a phonograph needle. 2. Maintaining the same ratio of loudness in the two channels of a stereophonic sound system at all settings of the ganged volume control. {trak'tjak}

tracking error [ENG ACOUS] Deviation of the vibration axis of a phonograph pickup from tangency with a groove, true tangency is possible for only one groove when the pickup arm is pivoted; the longer the pickup arm, the less is the tracking error. {trak'tjak erər}

tracking jitter [ENG] Minor variations in the pointing of an automatic tracking radar. {trak'tjak 'jidər}

tracking network [ENG] A group of tracking stations whose operations are coordinated in tracking objects through the atmosphere or space. {trak'tjak 'net,wark}

tracking problem [CONT SYS] The problem of determining a control law which when applied to a dynamical system causes its output to track a given function; the performance index is in many cases taken to be of the integral square error variety. {trak'tjak 'præb-lam}

tracking radar [ENG] Radar used to monitor the flight and obtain geophysical data from space probes, satellites, and high-altitude rockets. {trak'tjak 'ræ,där}

tracking station [ENG] A radio, radar, or other station set up to track an object moving through the atmosphere or space. {trak'tjak 'sta,shan}

tracking system [ENG] Apparatus, such as tracking radar, used in following and recording the position of objects in the sky. {trak'tjak 'sɪs,təm}

trackshifter [ENG] A machine or appliance used to shift a railway track laterally. {trak,shif'tar}

traction [MECH] Pulling friction of a moving body on the surface on which it moves. {trak'shən}

traction-control system [MECH ENG] An acceleration sensor-control system which, when a driving tire has no traction, slows the wheel movement by braking or reduces the engine speed and torque if braking alone will not prevent wheel spin. {trak'shən kən'trəl, sɪs,təm}

traction meter [ENG] A load-sensing device placed between a locomotive and the car immediately behind it to measure pulling force exerted by the locomotive. {trak'shən 'medər}

traction tube [ENG] A device for measuring the minimum water velocities capable of moving various sizes of sand grains, it consists of a horizontal glass tube half-filled with sand. {trak'shən tʌb}

tractor [MECH ENG] 1. An automotive vehicle having four wheels or a caterpillar tread used for pulling construction or industrial implements. 2. The front pulling section of a semitrailer. Also known as truck-tractor. {trak'ttar}

tractor drill [MECH ENG] A drill having a crawler mounting to support the feed-guide bar on an extendable arm. {trak'ttar dril}

tractor gate [CIV ENG] A type of outlet control gate used to release water from a reservoir, there are two types, roller and wheel. {trak'ttar gæt}

tractor loader [MECH ENG] A tractor equipped with a tipping bucket which can be used to dig and elevate soil and rock fragments to dump at truck height. Also known as shovel dozer, tractor shovel. {trak'ttar 'lədər}

tractor shovel See tractor loader. {trak'ttar 'šəvəl}

traffic [ENG] The passage or flow of vehicles, pedestrians, ships, or planes along defined routes such as highways, sidewalks, sea lanes, or air lanes. {traf'ik}

trafficability [CIV ENG] Capability of terrain to bear traffic, or the extent to which the terrain will permit continued movement of any or all types of traffic. {traf'ə-kə,bil'dæti}

traffic control [ENG] Control of the movement of vehicles, such as airplanes, trains, and automobiles, and the regulatory mechanisms and systems used to exert or enforce control. {traf'ik 'kən,trol}

traffic cop [CONT SYS] The portion of a programmable controller’s executive program concerned with input/output. {traf'ik 'kap}

traffic density [CIV ENG] The average number of vehicles that occupy 1 mile or 1 kilometer of road space, expressed in vehicles per mile or per kilometer. {traf'ik 'den,sædəri}

traffic engineering [CIV ENG] The determination of the required capacity and layout of highway and street facilities that can safely and economically serve vehicular movement between given points. {traf'ik 'en,jə,niəri}

traffic flow [CIV ENG] The total number of vehicles passing a given point in a given time, expressed as vehicles per hour. {traf'ik 'flər}

traffic noise [ENG] The general disturbance in sonar transmissions which is due to ships but is not associated with a specific vessel. {traf'ik 'nəuz}

traffic recorder [ENG] A mechanical counter or recorder used to determine traffic movements (hourly variations and total daily volumes of traffic at a point) on an existing route; the air-impulse counter, magnetic detector, photoelectric counter, and radar detector are used. {traf'ik 'ræ,kərdər}

traffic signal [CIV ENG] With the exception of traffic signs, any power-operated device for regulating, directing, or warning motorists or pedestrians. {traf'ik 'sɪg,nal}

T rail [CIV ENG] A rail shaped like a T in cross section due to a wide head, web, and flanged base. {tɛ, ræl}

trailer [ELECTR] A bright streak at the right of a dark area or dark line in a television picture, or a dark area or streak at the right of a bright part; usually due to insufficient gain at low video frequencies. [MECH ENG] The section of a
trail formation

A caliper having one on another. { 'træ-fər }

trail formation [ENG] Vehicles proceeding one behind the other at designated intervals. Also known as column formation. { 'träl för, mä-shan } trail edge [ELECTR] The major portion of the decay of a pulse. { 'træ-lɪŋ 'eɪ ] train [ENG] To aim or direct a radar antenna in azimuth. { 'træn } training aid [ENG] Any item which is developed or procured primarily to assist in training and the process of learning. { 'træn-iəd } training data [CONT SYS] Data entered into a robot's computer at the beginning of an operation. { 'træn-iə_də algún } training wall [CIV ENG] A wall built along the bank of a river or estuary parallel to the direction of flow to direct and confine the flow. { 'træn-ə_nən } train shed [CIV ENG] 1. A structure to protect trains from weather. 2. The part of a railroad station that covers the tracks. { 'træn_ən } trajectory [MECH] The curve described by an object moving through space, as of a meteor through the atmosphere, a planet around the sun, a projectile fired from a gun, or a rocket in flight. { 'træJake-trä } trajectory control [CONT SYS] A type of continuous-path control in which a robot's path is calculated based on mathematical models of joint acceleration, arm loads, and actuating signals. { 'træJake-trä_kən, träl } trajectory-measuring system [ENG] A system used to provide information on the spatial position of an object at discrete time intervals throughout a portion of the trajectory or flight path. { 'træJake-trä_məzh-ə-rig , sis-tən } trammel [ENG] A device consisting of a bar, each of whose ends is constrained to move along one of two perpendicular lines; used in drawing ellipses and in the Rowland mounting. { 'träm-ə́l } tramway [MECH ENG] An overhead rail, rope, or cable on which wheeled cars run to convey a load. { 'träm, wâ } transceiver [ELECTR] A radio transmitter and receiver combined in one unit and having switching arrangements such as to permit both transmitting and receiving. Also known as transmitter-receiver. { 'træn'se-və-nə́ } transcription [ENG ACOUS] A recording of a complete radio program, made especially for broadcast purposes. Also known as electrical transcription. { tranz'krip-shan } transducer [ENG] Any device or element which converts an input signal into an output signal of a different form; examples include the microphone, phonograph pickup, loudspeaker, barometer, photoelectric cell, automobile horn, doorbell, and underwater sound transducer. { tranz' də-sər } transfer caliper [DES ENG] A caliper having one leg which can be opened (or closed) to remove the instrument from the piece being measured; used to measure inside recesses or over projections. { 'træn-fər_ˌkɑl-ər-par } transfer case [MECH ENG] In a vehicle with more than one driving axle, a housing fitted with gears that distribute the driving power among the axles. { 'træn-fər_ˌkəs } transfer chamber [ENG] In plastics processing, a vessel in which thermosetting plastic is softened by heat and pressure before being placed in a closed mold for final curing. { 'træn-fər_ˌchām-bə r } transfer chute [ENG] A chute used at a transfer point in a conveyor system, the chute is designed with a curved base or some other feature so that the load be discharged in a centralized stream and in the same direction as the receiving conveyor. { 'træn-fər_ˌʃuːt } transfer constant [ENG] A transducer rating, equal to one-half the natural logarithm of the complex ratio of the product of the voltage and current entering a transducer to that leaving the transducer when the latter is terminated in its image impedance, alternatively, the product may be that of force and velocity or pressure and volume velocity; the real part of the transfer constant is the image attenuation constant, and the imaginary part is the image phase constant. Also known as transfer factor. { 'træn-fər_ˌkæn-tənt } transfer factor See transfer constant. { 'træn-fər_ˌfæk-tər } transfer function [CONT SYS] The mathematical relationship between the output of a control system and its input: for a linear system, it is the Laplace transform of the output divided by the Laplace transform of the input under conditions of zero initial-energy storage. { 'træn-fərˌlæŋ-kən-shən } transfer grille [ENG] In an air-conditioning system, a grille that permits air to flow from one space to another, may be one of a pair if installed on opposite sides of a wall or door. { 'træn-fərˌgril } transfer machine [MECH ENG] 1. Equipment that moves parts from one production location in a factory to another. 2. A device that holds a workpiece and moves it automatically through the stages of a manufacturing process. { 'træn-fərˌməʃən } transfer matrix [CONT SYS] The generalization of the concept of a transfer function to a multi-variable system; it is the matrix whose product with the vector representing the input variables yields the vector representing the output variables. { 'træn-fərˌmətriks } transfer-matrix method [MECH] A method of analyzing vibrations of complex systems, in which the system is approximated by a finite number of elements connected in a chainlike manner, and matrices are constructed which can be used to determine the configuration and forces acting on one element in terms of those on another. { 'træn-fərˌmətiksˌməθ-əd } transfer molding [ENG] Molding of thermosetting materials in which the plastic is softened.
by heat and pressure in a transfer chamber, then forced at high pressure through suitable sprues, runners, and gates into a closed mold for final curing. { tranz-fər, mōld-fər }

transfer ratio [ENG] From one point to another in a transducer at a specified frequency, the complex ratio of the generalized force or velocity at the second point to the generalized force or velocity applied at the first point; the generalized force or velocity includes not only mechanical quantities, but also other analogous quantities such as acoustical and electrical, the electrical quantities are usually electromotive force and current. { tranz-fər, ˈrà-shō }

transfer register [ENG] A transfer grille fitted with a mechanism for controlling the volume of airflow. { tranz-fər, rej-ə-ster }

transfer robot [CONT SYS] A fixed-sequence robot that moves parts from one location to another. { tranz-fər, ˈrō,bot }

transfer unit [CHEM ENG] The relationship between the overall rate coefficient (for whatever transfer operation is being calculated), column volume, and fluid volumetric flow rate in fixed-bed sorption operations. { tranz-fər, ˈyu-ˈnət }

transformation [ELEC] For two networks which are equivalent as far as conditions at the terminals are concerned, a set of equations giving the admittances or impedances of the branches of one circuit in terms of the admittances or impedances of the other. { tranz-fər,ˈmā-shān }

transformer loss [ELEC] Ratio of the signal power that an ideal transformer of the same impedance ratio would deliver to the load impedance, to the signal power that the actual transformer delivers to the load impedance, this ratio is usually expressed in decibels. { tranz-fər-mər, ˈlōs }

transformer substation [ELEC] An electric power substation whose equipment includes transformers. { tranz-fər-mər,ˈsōb,sta-ˈsha-nən }

transient grating photoacoustics See impulsive stimulated thermal scattering. { tranch-ənt,ˈdrād-ən,ˈfōd-ə-stôr-sïtiks }

transillumination [ENG] 1. Indirect lighting on a console panel that uses edge and backlighting techniques on clear, fluorescent, or layered plastic materials. 2. Transmission of light through sections of material in order to enhance inspection for deviations in quality. { tranz-ə,ˈlē-mən-ˈna-shan }

transistance [ELECTR] The characteristic that makes possible the control of voltages or currents so as to accomplish gain or switching action in a circuit; examples of transistance occur in transistors, diodes, and saturable reactors. { tranz-ə,ˈtans }

transistor [ELECTR] An active component of an electronic circuit consisting of a small block of semiconducting material to which at least three electrical contacts are made, usually two closely spaced rectifying contacts and one ohmic (non-rectifying) contact, it may be used as an amplifier, detector, or switch. { tranz-ə,ˈtər }

transistor amplifier [ELECTR] An amplifier in which one or more transistors provide amplification comparable to that of electron tubes. { tranz-ə,ˈtər, əm-ˈplä-fər }

transistor biasing [ELECTR] Maintaining a direct-current voltage between the base and some other element of a transistor. { tranz-ə,ˈbī-səng }

transistor characteristics [ELECTR] The values of the impedances and gains of a transistor. { tranz-ə,ˈtər, ˈkār-ik-tər,ˈris-tiks }

transistor chip [ELECTR] An unencapsulated transistor of very small size used in microcircuits. { tranz-ə,ˈtər, ˈchip }

transistor circuit [ELECTR] An electric circuit in which a transistor is connected. { tranz-ə,ˈsar-kāt }

transistor gain [ELECTR] The increase in signal power produced by a transistor. { tranz-ə,ˈgān }

transistor input resistance [ELECTR] The resistance across the input terminals of a transistor stage. Also known as input resistance. { tranz-ə,ˈtər, ˈiŋ-pūt ri,ˈzis-təns }

transistor-transistor logic [ELECTR] A logic circuit containing two transistors, for driving large output capacitances at high speed. Abbreviated TTL. { tranz-ə,ˈtər, tranz-ə,ˈlā-ˈi-kik }

transit [ENG] 1. A surveying instrument with the telescope mounted so that it can measure horizontal and vertical angles. Also known as transit theodolite. 2. To reverse the direction of the telescope of a transit by rotating 180° about its horizontal axis. Also known as plunge. { tranz-ət }

transit circle [ENG] A type of astronomical transit instrument having a micrometer eyepiece that has an extra pair of moving wires perpendicular to the vertical set to measure the zenith distance or declination of the celestial object in conjunction with readings taken from a large, accurately calibrated circle attached to the horizontal axis. Also known as meridian circle; meridian transit. { tranz-ət,ˈsar-kāl }

transit declinometer [ENG] A type of declinometer, a surveyor’s transit, built to exacting specifications with respect to freedom from traces of magnetic impurities and quality of the compass needle, has a 17-power telescope for sighting on a mark and for making solar and stellar observations to determine true directions. { tranz-ət,ˈdek-ən,ˈnäm-əd-ər }

transition [THERMO] A change of a substance from one of the three states of matter to another. { tranz-ə,ˈʃən }

transitional fit [DES ENG] A fit with varying clearances due to specified tolerances on the shaft and sleeve or hole. { tranz-ə,ˈshən-əl,ˈfit }

transit curve See easement curve. { tranz-ə,ˈshən,ˈkār }

transit factor See reflection factor. { tranz-ə,ˈshən,ˈfak-ər }

transition frequency [ENG ACOUS] The frequency corresponding to the intersection of the asymptotes to the constant-amplitude and
transition loss

constant-velocity portions of the frequency-response curve for a disk recording, this curve is plotted with output-voltage ratio in decibels as the ordinate, and the logarithm of the frequency as the abscissa. Also known as crossover frequency, turnover frequency. { tran‘zish-an ,fré-kwàn-sé-

transition loss [ELEC] A junction at a point in space that a load is present to which the available power is delivered to the load. { tran‘zish-an ,jé-

transition point [THERMO] Either the temperature at which a substance changes from one state of aggregation to another (a first-order transition), or the temperature of culmination of a gradual change, such as the lambda point, or Curie point (a second-order transition). Also known as transition temperature. { tran‘zish-

transition temperature See transition point. { tran‘zish-an ,tem-pra-char-

transit survey [ENG] A ground surveying method in which a transit instrument is set up at a control point and oriented, and directions and distances to observed points are recorded. { ´trans-at ,sã-va-

transit theodolite See transit. { ´trans-at the‘ad-á-lit-

transformation [MECH] The linear movement of a point in space without any rotation. { tran‘slá-shan-

translational motion [MECH] Motion of a rigid body in such a way that any line which is imagined rigidly attached to the body remains parallel to its original direction. { tran‘slá-shan-

transmembrane distillation See membrane distillation. { tran‘zhan-mém-brán ,dis-ta‘slá-shan-

transmissibility [MECH] A measure of the ability of a system either to amplify or to suppress an input vibration, equal to the ratio of the response amplitude of the system in steady-state forced vibration to the excitation amplitude, the ratio may be in forces, displacements, velocities, or accelerations. { tran‘zhan,mis‘o-bil-ad-

transmission [ELECTR] 1. The process of transferring a signal, message, picture, or other form of intelligence from one location to another location by means of wire lines, radio, light beams, infrared beams, or other communication systems. 2. A message, signal, or other form of intelligence that is being transmitted. [MECH ENG] The gearng system by which power is transmitted from the engine to the live axle in an automobile. Also known as gearbox. { tran‘zhan-mish-an-

transmission access [ELEC] The use of electric power lines and other power transmitting facilities by parties other than the owners of the lines. Also known as common carriage. { tran‘zhan-mish-

transmission dynamometer [ENG] A device for measuring torque and power (without loss) between a propulsion power plant and the driven mechanism, for example, wheels or propellers. { tran‘zhan-mish-an ,dî-ná-mám-ad-or-

transmission line [ELEC] A system of conductors, such as wires, waveguides, or coaxial cables, suitable for conducting electric power or signals efficiently between two or more terminals. { tran‘zhan-mish-an ,li-

transmission-line admittance [ELEC] The complex ratio of the current flowing in a transmission line to the voltage across the line, where the current and voltage are expressed in phasor notation. { tran‘zhan-mish-an ,li-

transmission-line attenuation [ELEC] The decrease in power of a transmission-line signal from one point to another, expressed as a ratio or in decibels. { tran‘zhan-mish-an ,li-

transmission-line cable [ELEC] The coaxial cable, waveguide, or microstrip which forms a transmission line, a number of standard types have been designated, specified by size and materials. { tran‘zhan-mish-an ,li-

transmission-line constants See transmission-line parameters. { tran‘zhan-mish-an ,li-

transmission-line current [ELEC] The amount of electrical charge which passes a given point in a transmission line per unit time. { tran‘zhan-

transmission-line efficiency [ELEC] The ratio of the power of a transmission-line signal at one end of the line to that at the other end where the signal is generated. { tran‘zhan-mish-an ,li-

transmission-line impedance [ELEC] The complex ratio of the voltage across a transmission line to the current flowing in the line, where voltage and current are expressed in phasor notation. { tran‘zhan-mish-an ,li-

transmission-line parameters [ELEC] The quantities which are necessary to specify the impedance per unit length of a transmission line, and the admittance per unit length between various conductors of the line. Also known as linear electrical parameters, line parameters, transmission line constants. { tran‘zhan-mish-an ,li-

transmission-line power [ELEC] The amount of energy carried past a point in a transmission line per unit time. { tran‘zhan-mish-an ,li-

transmission-line reflection coefficient [ELEC] The ratio of the voltage reflected from the load at the end of a transmission line to the direct voltage. { tran‘zhan-mish-an ,li-

transmission-line theory [ELEC] The application of electrical and electromagnetic theory to the behavior of transmission lines. { tran‘zhan-

transmission-line transducer loss [ELEC] The ratio of the power delivered by a transmission line to a load to that produced at the generator, expressed in decibels, equal to the sum of the attenuation of the line and the mismatch loss. { tran‘zhan-mish-an ,li-

transmission-line voltage [ELEC] The work that
would be required to transport a unit electrical charge between two specified conductors of a transmission line at a given instant. { transzˈmish-anˈlɪnˌvɔl-tɪlˌ}

transmission substation  [ELEC] An electric power substation associated with high voltage levels. { tranzˈmish-onˈsəbˌstɑːˌshən }

transmission tower  [ENG] A concrete, metal, or timber structure used to carry a transmission line. { tranzˈmish-onˌtɔːr }

transmissometer  [ENG] An instrument for measuring the extinction coefficient of the atmosphere and for the determination of visual range. Also known as hazemeter, transmittance meter. { tranzˌmɑːˈsæm-ərˌ }

transmittance meter See transmissometer. { tranzˌmɪd-ərˌ }

transmitter  See synchro transmitter. { tranzˈmɪd-ərˌ }

transmitter noise See fying noise. { tranzˈmɪd-ərˈnɔɪz }

transobuoy  [ENG] A free-floating or moored automatic weather station developed for the purpose of providing weather reports from the open oceans; it transmits barometric pressure, air temperature, sea-water temperature, and wind speed and direction. { tranˈsəˌbɔɪ }

transom  [BUILD] A window above a door. { tranˈsɒm }

transonic wind tunnel  [ENG] A type of high-speed wind tunnel capable of testing the effects of airflow past an object at speeds near the speed of sound, Mach 0.7 to 1.4; sonic speed occurs where the cross section of the tunnel is at a minimum, that is, where the test object is located. { tranˈsɒm-ɪkˌwɪndˌtæn-əl }

transosonde  [ENG] The flight of a constant-level balloon, whose trajectory is determined by tracking with radio-direction-finding equipment; thus, it is a form of upper-air, quasi-horizontal sounding. { tranˈsɒn-dən }

transponder set  [ELECTR] A complete electronic set which is designed to receive an interrogation signal, and which retransmits coded signals that can be interpreted by the interrogating station, it may also utilize the received signal for actuation of additional equipment such as local indicators or servo amplifiers. { tranˈspændərˌset }

transport  [ENG] Conveyance equipment such as vehicular transport, hydraulic transport, and conveyor-belt setups. { tranˈspɔrt ˈvɜrˌbælˌ }

transportation emergency  [ENG] A situation which is created by a shortage of normal transportation capability and of a magnitude sufficient to frustrate movement requirements, and which requires extraordinary action by the designated authority to ensure continued movement. { tranˈspɔrtəˈtʃænˌɪˌmɔrˈɪnˌsɛ }

transportation engineering  [ENG] That branch of engineering relating to the movement of goods and people; major types of transportation are highway, water, rail, subway, air, and pipeline. { tranˈspɔrtəˈtʃænˌɪˌməˈnɪrˌɪŋ }

transportation lag  See distance/velocity lag. { tranzˌpɔrtˌlæg }

transportation priorities  [ENG] Indicators assigned to eligible traffic which establishes its movement precedence; appropriate priority systems apply to the movement of traffic by sea and air. { tranzˌpɔrtˌtænˈprɪəˌərˌadˌɛz }

transportation problem  [IND ENG] A programming problem that is concerned with the optimal pattern of the distribution of goods from several points of origin to several different destinations, with the specified requirements at each destination. { tranzˌpɔrtˌtænˈprəˈləm }

transport capacity  [ENG] The number of persons or the tonnage (or volume) of equipment which can be carried by a vehicle under given conditions. { tranzˌpɔrtˌkəˌpəsˌədˌɛ }

transporter crane  [MECH ENG] A long lattice girder supported by two lattice towers which may be either fixed or moved along rails laid at right angles to the girder; a crab with a hoist suspended from it travels along the girder. { tranˈspɔrˌdrəˌkræn }

transport lag  See distance/velocity lag. { tranˈspɔrtˌlæg }

transport network  [ENG] The complete system of the routes pertaining to all means of transport available in a particular area, made up of the network particular to each means of transport. { tranˈspɔrtˌnɛtˌwɜrk }

transport vehicle  [MECH ENG] Vehicle primarily intended for personnel and cargo carrying. { tranˈspɔrtˌvɜrˌeˌkɔl }

transverse baffle  See cross-flow baffle. { tranˈsɜrsˌbɑflˌ }

transverse magnetization  [ENG ACOUS] Magnetization of a magnetic recording medium in a direction perpendicular to the line of travel and parallel to the greatest cross-sectional dimension. { tranˈsɜrsˌmægˈnədˌəzˈsænən }

transverse stability  [ENG] The ability of a ship or aircraft to recover an upright position after waves or wind roll it to one side. { tranˈsɜrsˌstæˈbɪlədˌɛ }

transverse vibration  [MECH] Vibration of a rod in which elements of the rod move at right angles to the axis of the rod. { tranˈsɜrsˌvɜrbəˈʃæn }

trap  [CIV ENG] A bend or dip in a soil drain which is always full of water, providing a water seal to prevent odors from entering the building. [ELECTR] 1. A tuned circuit used in the radio-frequency or intermediate-frequency section of a receiver to reject undesired frequencies; traps in television receiver video circuits keep the sound signal out of the picture channel. Also known as rejector. 2. See wave trap. [ENG] A sealed passage such as a U-shaped bend in a pipe or pump that prevents the return flow of liquid or gas. [MECH ENG] A device which reduces the effect of the vapor pressure of oil or
TRAPATT diode

- mercury on the high-vacuum side of a diffusion pump. (trap)

TRAPATT diode [ELECTR] A pn diode, similar to the IMPATT diode, but characterized by the formation of a trapped space-charge plasma within the junction region; used in the generation and amplification of microwave power. Derived from trapped plasma avalanche transit time diode. (\textit{trap,pat,dl,\öd})

trapdoor [BUILD] 1. A hinged, sliding, or lifting door to cover an opening in a roof, ceiling, or floor. 2. An undocumented entry point into a computer program, which is generally inserted by a programmer to allow discreet access to the program. (\textit{trap,dör})

trapezoidal excavator [MECH ENG] A digging machine which removes earth in a trapezoidal cross-section pattern for canals and ditches. (\textit{trap,\özoïd,dl'eks,ka,våd-ar})

trapped-air process [ENG] A procedure for the blow-mold forming of closed plastic objects, the bottom pinch is conventional and, after blowing, sliding pinchers close off the top to form a sealed-air, inflated product. (\textit{trap,\ör,\praïs})

trapped fuel [ENG] The fuel in an engine or fuel system that is not in the fuel tanks. (\textit{trap,'fuol})

trap seal [CIV ENG] The vertical distance between the crown weir and the top of the dip of the trap in a plumbing system. (\textit{trap,\öl})

trash screen [CIV ENG] A screen placed in a waterway to prevent the passage of trash. (\textit{trash,skren})

Trauzl test [ENG] A test to determine the relative disruptive power of explosives, in which a standard quantity of explosive (10 grams) is placed in a cavity in a lead block and exploded; the resulting volume of cavity in the block is compared with the volume produced under the same conditions by a standard explosive, usually trinitrotoluene (TNT). (\textit{traut-sal,test})

traverse [ENG] 1. A survey consisting of a set of connecting lines of known length, meeting each other at measured angles. Also known as survey traverse. 2. Movement to right or left on a pivot or mount, as of a gun, launcher, or radar antenna. (\textit{tra\örs})

traverse adjustment See balancing a survey. (\textit{tra\örs,\öas-mant})

traversing mechanism [ENG] Mechanism by which a gun or other device can be turned in a horizontal plane. (\textit{tra\örs-i,kek,\ö,niz-am})

trawl [ENG] A baglike net whose mouth is kept open by boards or a leading diving vane or depressor at the foot of the opening and a spreader bar at the top, towed by a ship at specified depths for catching forms of marine life. (\textit{tr\öl})

tray elevator [MECH ENG] A device for lifting drums, barrels, or boxes; a parallel pair of vertical-mounted continuous chains turn over upper and lower drive gears, and spaced trays on the chains cradle and lift the objects to be moved. (\textit{tra\ö,el,\ö,våd-ar})

tray tower [CHEM ENG] A vertical process tower for liquid-vapor contacting (as in distillation, absorption, stripping, evaporation, spray drying, dehumidification, humidification, flashing, rectification, dephlegmation), along the height of which is a series of trays designed to cause intimate contact between the falling liquid and the rising vapor. (\textit{tra\ö,\öau-ar})

tread [CIV ENG] 1. The horizontal part of a step in a staircase. 2. The distance between two successive risers in a staircase. [ENG] The part of a wheel or tire that bears on the road or rail. (\textit{tred})
trestle  [CHEM ENG] A vessel or system for the contacting of a process stream with reagent (treating) chemicals; for example, acid treating or caustic treating. {ˈtred-ar}
treating  [CHEM ENG] Usually, the contacting of a fluid stream (for example, water, sewage, petroleum products, or mixed gases) with chemicals to improve the fluid properties by removing, sequestering, or converting undesirable impurities. {ˈtred-in}
tremolo circuit  [ENG ACOUS] A device which imparts a simple periodic amplitude modulation on the sound produced by an electronic instrument. {ˈtrem-o-loˌsərˌkat}
tremie  [ENG] An apparatus for placing concrete while the third represents the combined effect of these forces. {ˈtrem
dye}
trench excavator  See trencher. {ˈtrenchar}
trencher  [MECH ENG] A digging machine, usually on crawler tracks, and having either a movable wheel or a continuous chain on which buckets are mounted. Also known as bucket-ladder excavator, ditcher, trencher, trenching machine. {ˈtrench ˈe-kərˌvăd-ar}
trenching machine  See trench excavator. {ˈtrench ˈe-nij ˌmən}
trench shield  [CIV ENG] A movable shoring system consisting of steel plates and braces that are bolted or welded together, used to support the walls of a trench while work is in progress. {ˈtrenchˌshild}
trennschaukel apparatus  [ENG] An instrument for determining the thermal diffusion factors of gases and gas mixtures, consisting of 20 suitably interconnected tubes whose top ends are maintained at the same temperature and whose bottom ends are maintained at the same temperature, with the temperature of the top ends greater than that of the bottom ends. {ˈtreŋˌshaʊ-kəˌræd-əs}
trepanning tool  [MECH ENG] A cutting tool in the form of a circular tube, having teeth on the end, the workpiece or tube, or both, are rotated and the tube is fed axially into the workpiece, leaving behind a narrow grooved surface in the workpiece. {ˈtrepˌpænˌiŋˌtɪl}
tresca criterion  [MECH] The assumption that plastic deformation of a material begins when the difference between the maximum and minimum principal stresses equals twice the yield stress in shear. {ˈtres-ˈkaˌfrɪˌtir-ən}
trestle  [CIV ENG] A series of short bridge spans supported by a braced tower. {ˈtrest-əlˌtər}
trestle bent  [CIV ENG] A transverse frame that supports the ends of the stringers in adjoining spans of a trestle. {ˈtrest-əlˌbent}

**trigger bolt**

**trial batch**  [ENG] A batch of concrete mixed to determine the water-cement ratio that will produce the required slump and compressive strength, from a trial batch, one can also compute the yield, cement factor, and required quantities of each material. {ˈtril ˈbach}

**trial shots**  [ENG] The experimental shots and rounds fired in a sinking pit, tunnel, opencast, or quarry to determine the best drill-hole pattern to use. {ˈtrilˌʃah茨}

**triangle equation**  See angle equation. {ˈtrilˌæŋ-galˌiˌkwəˌzən}

**triangle of forces**  [MECH] A triangle, two of whose sides represent forces acting on a particle, while the third represents the combined effect of these forces. {ˈtrilˌæŋ-galˌav ˈfor-səs}

**triangular-notch weir**  [CIV ENG] A measuring weir with a V-shaped notch for measuring small flows. Also known as V-notch weir. {ˈtrilˌæŋ-gəˌləˌshənˌmərk}

**triangulation**  [ENG] A surveying method for measuring a large area of land by establishing a base line from which a network of triangles is built up, in a series, each triangle has at least one side common with each adjacent triangle. {ˈtrilˌæŋ-gəˌləˌshənˌmərk}

**triangulation mark**  [ENG] A bronze disk set in the ground to identify a point whose latitude and longitude have been determined by triangulation. {ˈtrilˌæŋ-gəˌləˌshənˌmərk}

**tribometer**  [ENG] A device for measuring coefficients of friction, consisting of a loaded sled subject to a measurable force. {ˈtrilˌbəmˌəd-ər}

**trick charge**  [ELEC] A continuous charge of a storage battery at a low rate to maintain the battery in a fully charged condition. {ˈtrikˌəlˌchərə}

**trickle cooler**  See cascade cooler. {ˈtrikˌəlˌkəˌlər}

**trickle drain**  [CIV ENG] A drain that is set vertically in water, such as a pond, with its top open and level with the normal water surface in order to carry off excess water. {ˈtrikˌəlˌdrənˌdран}

**trickle hydrodesulfurization**  [CHEM ENG] A fixed-bed, petroleum refining process for desulfurization of middle distillates and gas oils; catalyst is cobalt molybdenum on alumina. {ˈtrikˌəlˌhiˌdrəˌdəˌsəlˌfoˌrəˌzənˌshən}

**trickling filter**  [CIV ENG] A bed of broken rock or other coarse aggregate onto which sewage or industrial waste is sprayed intermittently and allowed to trickle through, leaving organic matter on the surface of the rocks, where it is oxidized and removed by biological growths. {ˈtrikˌlɪŋˌfilˈtar}

**tricone bit**  [ENG] A rock bit with three toothed, conical cutters, each of which is mounted on friction-reducing bearings. {ˈtrilˌkɔnˌbit}

**triflter photometer**  [ENG] An instrument that uses red, green, and blue filters to measure the transparency of the water at three wavelengths. {ˈtrilˌfilˌtarˌhətˌfəˌtəmˌəd-ər}

**trigger bolt**  See auxiliary dead latch. {ˈtrigˌərˌbəlt}
trigger pull  [MECH] Resistance offered by the trigger of a rifle or other weapon, force which must be exerted to pull the trigger.  ['trɪŋ-or] pull]

tri- gon o met ric leveling  [ENG] A method of determining the difference of elevation between two points, by using the principles of triangulation and trigonometric calculations.  {'trɪŋ-a-nə-mē-trik} lev-el-ɪŋ

tri- later at ion  [ENG] The measurement of a series of distances between points on the surface of the earth, for the purpose of establishing relative positions of the points in surveying.  {'trɪ,lɑd-ər-ən-shən}

tri- o de transi стор  [ELECTR] A transistor that has twisted in determining the strength of a material three terminals.  {'trɪ-əd-ər-ən-shən}

tri- pod drill  [ELECTR] Fast-switching semiconductor consisting of an alloyed junction pnp device in which the collector is capable of electron injection into the base; characteristics resemble those of a thytron electron tube, and switching time is in the nanosecond range.  {'trɪpsz-ɪzd-ər]}

tri- state logic  [ELECTR] A form of transistor-transistor logic in which the output stages or input and output stages can assume three states; two are the normal low-impedance 1 and 0 states, and the third is a high-impedance state that allows many tristate devices to time-share bus lines.  {'trɪ-stət 'læj-ɪk]

trolley  [MECH ENG] 1. A wheeled car running on an overhead track, rail, or ropeway.  2. An electric streetcar.  {'trɒl-ə]

trolley locomotive  [MECH ENG] A locomotive operated by electricity drawn from overhead conductors by means of a trolley pole.  {'trɒl-ə, lək-əməd-ɪv]

tropical finish  [ENG] A finish that is applied to electronic equipment to resist the high relative humidity, fungus, and insects encountered in tropical climates.  {'trɪ-pəd, 'lək-əl 'fɪn-ish]

tropicalize  [ENG] To prepare electronic equipment for use in a tropical climate by applying a coating that resists moisture and fungi.  {'trɪ-pəd-əl, lɪz]

tropometer  [ENG] An instrument for measuring the angle through which one end of a bar is twisted in determining the strength of a material in torsion.  {'trɪpəm-əd-ər]

toughed belt conveyor  [MECH ENG] A belt conveyor with the conveyor belt edges elevated on the carrying run to form a trough by conforming to the shape of the troughed carrying idlers or other supporting surface.  {'tronk  'belt kan, və-ər]

toughed roller conveyor  [MECH ENG] A roller conveyor having two rows of rolls set at an angle to form a trough over which objects are conveyed.  {'tronk  'rʊ-ər kan, və-ər]

toughing idler  [MECH ENG] A belt idler having two or more rolls arranged to turn up the edges of the belt so as to form the belt into a trough.  {'tronk  'rʊ-ər]

toughing rolls  [MECH ENG] The rolls of a toughing idler that are so mounted on an incline as to elevate each edge of the belt into a trough.  {'tronk  'rʊ-ər]

Trouton's rule  [THERMO] The rule that, for a nonassociated liquid, the latent heat of vaporization in calories is equal to approximately 22 times the normal boiling point on the Kelvin scale.  {'trʊət-ənz, rʊl]

towel  [DES ENG] Any of various hand tools consisting of a wide, flat or curved blade with a short wooden handle; used by gardeners, plasterers, and bricklayers.  {'trəul]

toweling machine  [MECH ENG] A motorized device used to spread concrete by operating orbiting steel trowels on radial arms rotated on a vertical shaft.  {'tronkən  mə, ʃən]

troy ounce  [ENG] {'trɒɪ əuəns]

troy pound  [ENG] {'trɒɪ əʊnd]

troy system  [MECH] A system of mass units used primarily to measure gold and silver; the
tube seat

ounce is the same as that in the apothecaries' system, being equal to 480 grains or 31.1034768 grams. Abbreviated t. Also known as troy weight. ('troy sis-tan)

troy weight See troy system. ('troy, wät)

trunksewer [ENG] A self-propelled wheeled vehicle, designed primarily to transport goods and heavy equipment, it may be used to tow trailers or other mobile equipment. (trak)

truck crane [MECH ENG] A crane carried on the bed of a motortruck. ('trak, kran)

truck-mounted drill rig [MECH ENG] A drilling rig mounted on a lorry or caterpillar tracks. ('trak maunt-æd 'dril, rig)

truck-tractor See tractor. ('trak 'trak-tər)

true-boiling-point analysis [CHEM ENG] A standard laboratory technique used to predict the refining qualities of crude petroleum, gives distillation cuts for gasoline, kerosine, distillate (diesel) fuel, cracking, and lube distillate stocks. Also known as true-boiling-point distillation. (‘true 'böl-ing 'point ,nål-o-səs)

true-boiling-point distillation See true-boiling-point analysis. (‘true 'böl-ing 'point ,dis-to,šən)

true rake [MECH ENG] The angle, measured in degrees, between a plane containing a tooth face and the axial plane through the tooth point in the direction of chip flow. (‘true 'rāk)

trueing [MECH ENG] 1. Cutting a grinding wheel to make its surface run concentric with the axis. 2. Aligning a wheel to be concentric and in one plane. (‘true-ing)

truncate [CONT SYS] To stop a robotic process before it has been completed. (‘trən-kat)

truncated icosahedral gravitational-wave antenna [ENG] A resonant-mass antenna for detecting gravitational radiation in which the shape of the mass is a truncated icosahedron, which is much more efficient for this purpose than a cylinder. Abbreviated TIGA. (‘trən-kəd-æd l,kəs-əkh-e-ðra,l 'grav-ətə-shən-əl 'wæv ,ten,tən)

truncation error [ENG] The error resulting from the analysis of a partial set of data in place of a complete or infinite set. (‘trən-kəd-æd 'wæv ,ten,tən)

trunk buoy [ENG] A mooring buoy having a pendant extending through an opening in the buoy, with the ship's anchor chain or mooring line being secured to this pendant. (‘trak,bəl)

trunk sewer [CIV ENG] A sewer receiving sewage from many tributaries serving a large territory. (‘trak, sər)

trunnion [DES ENG] 1. Either of two opposite pivots, journals, or gudgeons, usually cylindrical and horizontal, projecting one from each side of a piece of ordnance, the cylinder of an oscillating engine, a molding flask, or a converter and supported by bearings to provide a means of swivelmg or turning. 2. A pin or pivot usually mounted on bearings for rotating or tilting something. [ENG] A tubular section of steel welded to the side of a pipe in order to help support the pipe. (‘tran-yən)

truss [CIV ENG] A frame, generally of steel, timber, concrete, or a light alloy, built from members in tension and compression. (trak)

truss bridge [CIV ENG] A fixed bridge consisting of members vertically arranged in a triangular pattern. (‘trak, briʃ)

truss beam [CIV ENG] A beam stiffened by a steel tie rod to reduce its deflection. (‘trak 'bɛm)

trussed rafter [BUILD] A triangulated beam in a trussed roof. (‘trak, rəf-tər)

truss rod [CIV ENG] A rod attached to the ends of a trussed beam which transmits the strain due to downward pressure. (‘trak, rəd)

try square [ENG] An instrument consisting of two straightedges secured at right angles to each other, used for laying off right angles and testing whether work is square. (‘trə ,skwər)

Tschudi engine [MECH ENG] A cat-and-mouse engine in which the pistons, which are sections of a torus, travel around a toroidal cylinder, motion of the pistons is controlled by two cams which bear against rollers attached to the rotors. (‘tʃu-ði ,en-ʃən)

tsi [MECH] A unit of force equal to 1 ton-force per square inch; equal to approximately 1 54444 x 107 pascals. (sì or ,tè,es’t)

T slot [DES ENG] A recessed slot, in the form of an inverted T, in the table of a machine tool, to receive the square head of a T-slot bolt. (‘tè slət)

tsp See teaspoonful.

tspn See teaspoonful.

TTL See transistor-transistor logic.

tube [ELECTR] See electron tube. [ENG] 1. A long cylindrical body with a hollow center used especially to convey fluid. 2. See inner tube. (túb)

tube bank [MECH ENG] An array of tubes designed to be used as a heat exchanger. (‘túb, bɑŋk)

tube bundle [ENG] In a shell-and-tube heat exchanger, an assembly of parallel tubes that is tied together with tie rods. (‘túb, bɑn-dal)

tube cleaner [MECH ENG] A device equipped with cutters or brushes used to clean tubes in heat transfer equipment. (‘túb, klen-ə)

tube door [MECH ENG] A door in a boiler furnace wall which facilitates the removal or installation of tubes. (‘túb, dɔr)

tube hole [ENG] A hole in a tube sheet through which a tube is passed prior to sealing. (‘túb, həl)

tubeless tire [ENG] A tire that does not require an inner tube to hold air. (‘túb-ləs ‘tër)

tube mill [MECH ENG] A revolving cylinder used for fine pulverization of ore, rock, and other such materials; the material, mixed with water, is fed into the chamber from one end, and passes out the other end as slime. (‘túb, mil)

tube plug [ENG] A solid plug inserted into the end of a tube in a tube sheet. (‘túb, plɔɡ)

tube seat [ENG] The surface of the tube hole in a tube sheet which contacts the tube. (‘túb, sət)
tuned-anode oscillator [ELECTR] A vacuum-tube oscillator whose frequency is determined by a tank circuit in the anode circuit, coupled to the grid to provide the required feedback. Also known as tuned-plate oscillator. \( \{ \text{tünd àn¸ød ás¸a,á öd¯ar} \} \)

tuned circuit [ELECTR] A circuit whose components can be adjusted to make the circuit responsive to a particular frequency in a tuning range. Also known as tuning circuit. \( \{ \text{tünd ár-køt} \} \)

tuned filter [ELECTR] Filter that uses one or more tuned circuits to attenuate or pass signals at the resonant frequency. \( \{ \text{tündig ¸i-lør} \} \)

tuned-reed frequency meter See vibrating-reed frequency meter. \( \{ \text{tündig ¸i-réd f¸r-kw˘n-s¸ mé¯dr} \} \)

tuner [ELECTR] The portion of a receiver that contains circuits which can be tuned to accept the carrier frequency of the alternating current supplied to the primary, thereby causing the secondary voltage to build up to higher values than would otherwise be obtained. \( \{ \text{t¸nør} \} \)

tuning fork [ENG] A U-shaped bar for hard steel, fused quartz, or other elastic material that vibrates at a definite natural frequency when struck or when set in motion by electromagnetic means, used as a frequency standard. \( \{ \text{t¸n¨f¸r, f¸rk} \} \)

tunnel [ENG] A long, narrow, horizontal or nearly horizontal underground passage that is open to the atmosphere at both ends, used for aqueducts and sewers, carrying railroad and vehicular traffic, various underground installations, and mining. \( \{ \text{t¸n¨l} \} \)

tunnel blasting [ENG] A method of heavy blasting in which a heading is driven into the rock and afterward filled with explosives in large quantities, similar to a borehole, on a large scale, except that the heading is usually divided into two parts on the same level at right angles to the first heading, forming in plan a T, the ends of which are filled with explosives and the intermediate parts filled with inert material like an ordinary borehole. \( \{ \text{t¸n¨l, blast-i¸j} \} \)

tunnel borer [MECH ENG] Any boring machine for making a tunnel, often a ram armed with cutting faces operated by compressed air. \( \{ \text{t¸n¨l, b¸r¯ar} \} \)

tunnel carriage [MECH ENG] A machine used for rapid tunneling, consisting of a combined drill carriage and manifold for water and air so that immediately the carriage is at the face, drilling may commence with no lost time for connecting up or waiting for drill steels; the air is supplied at pressures of 95 to 100 pounds per square inch (655,000 to 689,000 pascals). \( \{ \text{t¸n¨l, kår-i¸j} \} \)

tunnel diode [ELECTR] A heavily doped junction diode that has a negative resistance at very low voltage in the forward bias direction, due to quantum-mechanical tunneling, and a short circuit in the negative bias direction. Also known as Esaki tunnel diode. \( \{ \text{t¸n¨l, d¸di¸d} \} \)

tunnel junction [ELECTR] A two-terminal electronic device having an extremely thin potential barrier to electron flow, so that the transport
characteristic (the current-voltage curve) is primarily governed by the quantum-mechanical tunneling process which permits electrons to penetrate the barrier. \( \text{[tan-al } ,\text{jan-ar]} \)

tunnel liner \[ \text{CIV ENG} \] Any of various materials, especially timber, concrete, and cast iron, applied to the inner surface of a vehicular or railroad tunnel. \( \text{[tan-al } ,\text{lín-od]} \)

tunnel resistor \[ \text{ELECTR} \] Resistor in which a thin layer of metal is plated across a tunneling junction, to give the combined characteristics of a tunnel diode and an ordinary resistor. \( \text{[tan-al } ,\text{ri-zis-tar]} \)

tunnel triode \[ \text{ELECTR} \] Transistorlike device in which the emitter-base junction is a tunnel diode and the collector-base junction is a conventional diode. \( \text{[tan-al } ,\text{trí-od]} \)

turbin|\text{MECH ENG} A fluid acceleration machine for generating rotary mechanical power from the energy in a stream of fluid. \( \text{[tur-ban]} \)

turbine propulsion \[ \text{MECH ENG} \] Propulsion of a vehicle or vessel by means of a steam or gas turbine. \( \text{[tur-ban } ,\text{prá-pal-shan]} \)

tunnel pump \[ \text{MECH ENG} \] See regenerative pump. \( \text{[tur-ban } ,\text{pamp]} \)

turbining \[ \text{MECH ENG} \] The removal of scale or other foreign material from the internal surface of a metallic cylinder. \( \text{[tur-ban]} \)

turboblower \[ \text{MECH ENG} \] A centrifugal or axial-flow compressor. \( \text{[tur-bó,bló-ar]} \)

turbogrid plate \[ \text{CHEM ENG} \] A tray for distillation columns that consists of a flat grid of parallel slots extending over the entire cross-sectional area of the column, the liquid level on each tray is maintained by a dynamic balance between down-flowing liquid and up-flowing vapor. \( \text{[tur-bó,grid } ,\text{plát]} \)

turbopump \[ \text{MECH ENG} \] A pump that is powered by a turbine. \( \text{[tur-bó,pamp]} \)

turbo|\text{MECH ENG} A gas turbine engine that is similar to a turboprop but operates through a transmission system to power a device such as a helicopter rotor or pump. \( \text{[tur-bó,shaft]} \)

turbosupercharger \[ \text{MECH ENG} \] A centrifugal air compressor, gas-turbine driven, usually used to increase induction system pressure in an internal combustion reciprocating engine. \( \text{[tur-bó-su-dá-par,chrá-jar]} \)

turbulent burner \[ \text{ENG} \] An atomizing burner which mixes fuel and air to produce agitated flow. \( \text{[tur-bó-yó-lánt } ,\text{bar-nar]} \)

turbulization \[ \text{ENG} \] In a heat-transfer process involving the interaction of a solid, heat-conducting, and impermeable surface with a surrounding fluid, destruction of the boundary layer in order to intensify the convective heat transfer. \( \text{[tur-bal-a-zá-shan]} \)

turn \[ \text{ELEC} \] One complete loop of wire. \( \text{[torn]} \)

turnaround \[ \text{CHEM ENG} \] In petroleum refining, the shutdown of a unit after a normal run for maintenance and repair work, then putting the unit back into operation. \( \text{[torn]} \)

From that point, it is used in this sense for the turnaround of vehicles, ships in ports, and aircraft. \( \text{[torn-ô,raúnd]} \)

turnaround cycle \[ \text{ENG} \] A term used in conjunction with vehicles, ships, and aircraft, and comprising the following: loading time at home, time to and from destination, unloading and loading time at destination, unloading time at home, planned maintenance time, and, where applicable, time awaiting facilities. \( \text{[torn-ô,raúnd } ,\text{slí-kal]} \)

turnbuckle \[ \text{DES ENG} \] A sleeve with a thread at one end and a swivel at the other, or with threads of opposite hands at each end so that by turning the sleeve connected rods or wire rope will be drawn together and tightened. \( \text{[torn,bak-al]} \)

turning \[ \text{MECH ENG} \] Shaping a member on a lathe. \( \text{[torn-inj]} \)

turning bar \[ \text{CIV ENG} \] See chimney bar. \( \text{[torn-inj },\text{bár]} \)

turning basin \[ \text{CIV ENG} \] An open area at the end of a canal or narrow waterway to allow boats to turn around. \( \text{[torn-inj },\text{bás-an]} \)

turning-block linkage \[ \text{MECH ENG} \] A variation of the sliding-block mechanical linkage in which the short link is fixed and the frame is free to rotate. Also known as the Wentworth quick-return motion. \( \text{[torn-inj },\text{blá-kak },\text{lin-kí-jí]} \)

turning center \[ \text{MECH ENG} \] A numerically controlled lathe that sometimes functions together with a robot in boring and other machining work. \( \text{[torn-inj },\text{sen-tar]} \)

turning table \[ \text{ENG} \] In plastics molding, a rotating table or wheel carrying various molds in a multimold, single-parison blow-molding operation. \( \text{[torn-inj },\text{tá-bal]} \)

turnkey contract \[ \text{ENG} \] A contract in which an independent agent undertakes to furnish for a fixed price all materials and labor, and to do all the work needed to complete a project. \( \text{[torn,kè } ,\text{kăn-trakt]} \)

turnout \[ \text{ENG} \] 1. A contrivance consisting of a switch, a frog, and two guardrails for passing from one track to another. 2. The branching off of one rail track from another. 3. A siding. \( \text{[torn,aut]} \)

turnover cartridge \[ \text{ENG ACOUS} \] A phonograph pickup having two styli and a pivoted mounting that places in playing position the correct stylus for a particular record speed. \( \text{[torn,ô-var } ,\text{kár-trií]} \)

turnover frequency \[ \text{ENG} \] See transition frequency. \( \text{[torn,ô-var } ,\text{fré-kwón-sé]} \)

turnover number \[ \text{CHEM ENG} \] In an industrial catalytic process, a value that indicates the amount of feed or substrate converted per a measured amount of catalyst. \( \text{[torn-ô-var } ,\text{nám-bar]} \)

turnover rate \[ \text{CHEM ENG} \] In an industrial catalytic process, a value corresponding to the turnover number per specified unit of time. \( \text{[torn-ô-var },\text{rá-tí]} \)

turnpike \[ \text{CIV ENG} \] A toll expressway. \( \text{[torn-pík]} \)

turns ratio \[ \text{ELEC} \] The ratio of the number of turns in a secondary winding of a transformer.

585
to the number of turns in the primary winding. （チンズ, ターぜろ）
turnstile [ENG] A barrier that rotates about a vertical axis and usually arranged to allow the passage of only one person at a time through an opening. （たんす, たんじゅく）
turntable [ENG ACOUS] The rotating platform on which a disk record is placed for recording or playback. （たんす, タンマル）
turntable rumble [ENG ACOUS] Low-frequency vibration that is mechanically transmitted to a recording or reproducing turntable and superimposed on the reproduction. Also known as rumble. （たんす, タンマル, ダンマル）
turret lathe [MECH ENG] A semiautomatic lathe differing from the engine lathe in having the tailstock replaced with a multidis, indexing tool holder or turret designed to hold several tools. （たるろ, タル）
turret robot [CONT SYS] A tower-shaped robot whose manipulator makes circular motions about the robot's base. （たるろ, タロウ, バイ）
Twaddell scale [ENG] A scale for specific gravity of solutions that is the first two digits to the right of the decimal point multiplied by two, for example, a specific gravity of 1.4202 is equal to 84.04 Ttw. （ツワデル, クラル）
tweeter [ENG ACOUS] A loudspeaker designed to handle only the higher audio frequencies, usually those well above 3000 hertz, generally used in conjunction with a crossover network and a woofer. （ツイダー, タイマ）
twin-cable ropeway [MECH ENG] An aerial ropeway which has parallel track cables with carriers running in opposite directions; both rows of carriers are pulled by the same traction rope. （ツイン, タンクアール, フアクア）
twin-gear press [MECH ENG] A crank press having the drive gears attached to both ends of the crankshaft. （ツインギア, プレス）
twist [DES ENG] In a fiber, rope, yarn, or cord, the turns about its axis per unit length; usually expressed as TPI (turns per inch). （ツイスト）
twist drill [DES ENG] A tool having one or more helical grooves, extending from the point to the smooth part of the shank, for ejecting cuttings and admitting a coolant. （ツイスト, ドリル）
two-body problem [MECH] The problem of predicting the motions of two objects obeying Newton's laws of motion and exerting forces on each other according to some specified law such as Newton's law of gravitation, given their masses and their positions and velocities at some initial time. （ツーボディ, プロブレム）
two-cycle engine [MECH ENG] A reciprocating internal combustion engine that requires two piston strokes or one revolution to complete a cycle. （ツーチークサイクルエンジン）
two-degrees-of-freedom gyro [MECH] A gyro whose spin axis is free to rotate about two orthogonal axes, not counting the spin axis. （ツードゥーグリッドジーゴウ, トゥーディーグリッドジーゴウ）
two-level mold [ENG] Placement of one cavity of a plastics mold above another instead of alongside it; reduces clamping force needed. （ツーレベルモールド）
two-lip end mill [MECH ENG] An end-milling cutter having two cutting edges and straight or helical flutes. （ツーターリンマイルド）
two-phase alternating-current circuit [ELEC] A circuit in which there are two alternating currents on separate wires, the two currents being 90° out of phase. （ツーフェーズオールティニング・サーキット）
two-phase current [ELEC] Current delivered through two pairs of wires or at a phase difference of one-quarter cycle (90°) between the current in the two pairs. （ツーフェーズ, サーキット）
two-point press [MECH ENG] A mechanical press in which the slide is actuated at two points. （ツーポイントプレス）
two-port system [CONT SYS] A system which has only one input or excitation and only one response or output. （ツーポートシステム）
two-sided sampling plans [IND ENG] Any sampling plan whereby the acceptability of material is determined against upper and lower limits. （ツーサイドサンプリング・プラン）
two-step grooving system [ENG] A method of spooling a drum in which the wire rope, controlled by grooves, moves parallel to the drum flanges for one-half the circumference and then crosses over to start the next wrap. Also known as counterbalance system. （ツーステップグロービングシステム）
two-stroke cycle [MECH ENG] An internal combustion engine cycle completed in two strokes of the piston. （ツーストローキャルク）
two-tone diaphone [ENG ACOUS] A diaphone producing blasts of two tones, the second tone being of a lower pitch than the first tone. （ツートーンディアフォン）
two-way slab [CIV ENG] A concrete slab supported by beams along four edges and reinforced with steel bars arranged perpendicularly. （ツーワイオールズラブ）
two-way valve [MECH ENG] A mechanical device that controls the flow of fluid by allowing flow in either of two directions. （ツーウェーブォーヴァルブ）
two-wire circuit [ELEC] A metallic circuit formed by two conductors insulated from each other, in contrast with a four-wire circuit, it uses only one line or channel for transmission of electric waves in both directions. （ツーワイヤーサーキット）
tyfon [ENG] See typhoon. （ティフオン）
Tyler screen [CHEM ENG] A screen standard for the openings in screen-type mediums based on meshes per linear inch; convertible to the U.S. Sieve Series. （タイラー, スクリーン）
Tyler Standard screen scale [ENG] A scale for classifying particles in which the particle size in micrometers is correlated with the meshes per inch of a screen. （タイラー・スタンダード・スクリーンスケール）
Tyndallization  [ENG] Heat sterilization by steaming the food or medium for a few minutes at atmospheric pressure on three or four successive occasions, separated by 12- to 18-hour intervals of incubation at a temperature favorable for bacterial growth. (ˌtɪnd-əl-əˈzā-shən)

type I assembly  [ELECTR] An assembly consisting entirely of surface-mounted electronic components, on either one or both sides of a printed board. (ˈtīp ɪˈwɔn əˈzem-blem)

type II assembly  [ELECTR] An assembly of both surface-mounted and leaded electronic components, in which the surface-mounted components are on both sides of the printed board. (ˈtīp ɪˈwɔn əˈzem-blem)

type III assembly  [ELECTR] An assembly of both surface-mounted and leaded electronic components, in which the surface-mounted components are only on the bottom side of the printed board. (ˈtīp ɪˈhrē əˈzem-blem)

typhon  [ENG ACOUS] A diaphragm horn which operates under the influence of compressed air or steam. Also spelled tyfon. (ˈtɪfən)
This page intentionally left blank.
U-bend die [MECH ENG] A die with a square or rectangular cross section which provides two edges over which metal can be drawn. ('yu bistend dai)

U blades [DES ENG] Curved bulldozer blades designed to increase moving capacity of tractor equipment. ('yu bileikz)

U bolt [DES ENG] A U-shaped bolt with threads at the ends of both arms to receive nuts. ('yu bolt)

udometer See rain gage. ('yedam adar)

UJT See unijunction transistor.

ulage [ENG] The amount that a container, such as a fuel tank, lacks of being full. ('al i j)

ultimate bearing capacity [CIV ENG] The average load per unit area that will cause failure by rupture of a supporting soil mass. ('al traparq)

ultimate load See breaking load. ('al trapaird)

ultimate-load design [DES ENG] Design of a beam that is proportioned to carry at ultimate capacity the design load multiplied by a safety factor. Also known as limit-load design, plastic design, ultimate-strength design. ('al trapaireld)

ultimate set [ENG] The ratio of the length of a specimen plate or bar before testing to the length at the moment of fracture, usually expressed as a percentage. ('al trapai set)

ultimate strength [MECH] The tensile stress, per unit of the original surface area, at which a body will fracture, or continue to deform under a decreasing load. ('al trapair strength)

ultimate-strength design See ultimate-load design. ('al trapair strength dai)

ultracentrifuge [ENG] A laboratory instrument which develops centrifugal fields of more than 100,000 times gravity, used for the quantitative measurement of sedimentation velocity or sedimentation equilibrium, or for the separation of solutes in liquid solutions to study high polymers, particularly proteins, nucleic acids, viruses, and other macromolecules of biological origin. ('al trapair trafaiyju)

ultrafiltration [CHEM ENG] Separation of colloidal or very fine solid materials by filtration through microporous or semipermeable mediums. ('al trapair fihtra shan)

ultramicrobalance [ENG] A differential weighing device with accuracies better than 1 microgram; used for analytical weighings in microanalysis. ('al trapair miro baijas)

ultramicrotome [ENG] A microtome which uses a glass or diamond knife, allowing sections of cells to be cut 300 nanometers in thickness. ('al trapair miro tome)

ultrasonic atomizer [MECH ENG] An atomizer in which liquid is fed to, or caused to flow over, a surface which vibrates at an ultrasonic frequency; uniform drops may be produced at low feed rates. ('al trapair san ad a miz)

ultrasonic cleaning [ENG] A method used to clean debris and swarf from surfaces by immersion in a solvent in which ultrasonic vibrations are excited. ('al trapair sain ki klen)

ultrasonic delay line [ENG ACOUS] A delay line in which use is made of the propagation time of sound through a medium such as fused quartz, barium titanate, or mercury to obtain a time delay of a signal. Also known as ultrasonic storage cell. ('al trapair san ki dila jn)

ultrasonic depth finder [ENG] A direct-reading instrument which employs frequencies above the audible range to determine the depth of water; it measures the time interval between the emission of an ultrasonic signal and the return of its echo from the bottom. ('al trapair sain ki deph jn dar)

ultrasonic drill [MECH ENG] A drill in which a magnetostrictive transducer is attached to a tapered cone serving as a velocity transformer, with an appropriate tool at the end of the transformer, practically any shape of hole can be drilled in hard, brittle materials such as tungsten carbide and gems. ('al trapair sain ki dril)

ultrasonic drilling [MECH ENG] A vibration drilling method in which ultrasonic vibrations are generated by the compression and extension of a core of electrostrictive or magnetostrictive material in a rapidly alternating electric or magnetic field. ('al trapair sain ki drill)

ultrasonic flaw detector [ENG ACOUS] An ultrasonic generator and detector used together, much as in radar, to determine the distance to a wave-reflecting internal crack or other flaw in a solid object. ('al trapair sain ki flo di tek tar)

ultrasonic generator [ENG ACOUS] A generator
consisting of an oscillator driving an electro-acoustic transducer, used to produce acoustic waves above about 20 kilohertz. 

ultrasonic imaging device  [ENG ACOUS] An imaging device in which a wave is generated by a transducer external to the body, the reflected wave is detected by the same transducer. 

ultrasonic thickness gage  [ENG ACOUS] A type of strain gage that consists of a grid of fine wires strunging in which a flat-ended tool of soft alloy steel under slight tension between a stationary frame and determines the presence of flaws by reflections or by an interruption of the sound-wave transmission through the piece. 

ultrasonic leak detector  [ENG] An instrument which detects ultrasonic energy resulting from the transition from laminar to turbulent flow of a gas passing through an orifice. 

ultrasonic machining  [MECH ENG] The removal of material by abrasive bombardment and crushing in which a flat-ended tool of soft alloy steel is made to vibrate at a frequency of about 20,000 hertz and an amplitude of 0.001–0.003 inch (0.0254–0.0762 millimeter) while a fine abrasive of silicon carbide, aluminum oxide, or boron carbide is carried by a liquid between tool and work. 

ultrasonic sealing  [ENG] A method for sealing plastic film by using localized heat developed by vibratory mechanical pressure at ultrasonic frequencies. 

ultrasonic storage cell  See ultrasonic delay line. 

ultrasonic testing  [ENG] A nondestructive test method that employs high-frequency mechanical vibration energy to detect and locate structural discontinuities or differences and to measure thickness of a variety of materials. 

ultrasonic thickness gage  [ENG] A thickness gage in which the time of travel of an ultrasonic beam through a sheet of material is used as a measure of the thickness of the material. 

ultrasonic transducer  [ENG ACOUS] A transducer that converts alternating-current energy above 20 kilohertz to mechanical vibrations of the same frequency, it is generally either magnetostrictive or piezoelectric. 

ultrasonic transmitter  [ENG ACOUS] A device used to track seals, fish, and other aquatic animals: the device is fastened to the outside of the animal or fed to it, and has a loudspeaker which is made to vibrate at an ultrasonic frequency, propagating ultrasonic waves through the water to a special microphone or hydrophone. 

unavailable energy  [THERMO] That part of the energy which, when an irreversible process takes place, is initially in a form completely available for work and is converted to a form completely unavailable for work. 

unavoidable delay  [IND ENG] Any delay in a task, the occurrence of which is outside the control or responsibility of the worker. 

unavoidable-delay allowance  [IND ENG] An adjustment of standard time to allow for unavoidable delays in a task. 

unbonded member  [CIV ENG] A posttensioned member that is made of prestressed concrete and has the tensioning force applied only against the end anchorages. 

unbonded strain gage  [ENG] A type of strain gage that consists of a grid of fine wires strung under slight tension between a stationary frame and a movable armature; pressure applied to the bellows or to the diaphragm sensing element moves the armature with respect to the frame, increasing tension in one half of the filaments and decreasing tension in the rest. 

uncage  [ENG] To release the caging mechanism of a gyroscope, that is, the mechanism that everts the gyroscope or locks it in position. 

uncharged demolition target  [ENG] A demolition target which has been prepared to receive the demolition agent, the necessary quantities of which have been calculated, packaged, and stored in a safe place. 

unconfined explosion  [ENG] Explosion occurring in the open air where the (atmospheric) pressure is constant. 

uncouple  [ENG] To unscrew or disengage. 

underbody  [ENG] The lower portion or underside of the body of a vehicle or airplane. 

undercut  [ELECTR] Undesirable lateral etching by chemicals in the fabrication of semiconductor devices. 

undercutting  [CHEM ENG] In distillation, the technique of taking the products coming off the distillation tower at a temperature below the desired ultimate boiling point range to prevent contaminating the products with the compound that would distill just beyond the ultimate boiling point range. 

underdrain  [CIV ENG] A subsurface drain with
holes into which water flows when the water table reaches the drain level. ('an-dar,drän)
underdrive press [MECH ENG] A mechanical press having the driving mechanism located within or under the bed. ('an-dar,driv 'pres)
underfeed stoker [ENG] A coal-burning system in which green coal is fed from beneath the burning fuel bed. ('an-dar,fed 'sto-kr)
underfloor raceway [BUILD] A raceway for electric wires which runs beneath the floor. ('an-dar,flör 'räs,wä)
underground [ENG] Situated, done, or operating beneath the surface of the ground. ('an-dargraund)
underhung crane [MECH ENG] An overhead traveling crane in which the end trucks carry the bridge suspended below the rails. ('an-dar,hæg 'krän)
underpinning [CIV ENG] 1. Permanent supports replacing or reinforcing the older supports beneath a wall or a column. 2. Braced props temporarily supporting a structure. ('an-dar,pin-in)
underplate [DES ENG] An unfinished plate which forms part of an armored front for a mortise lock, and which is fastened to the case. ('an-dar,plät)
underream [ENG] To enlarge a drill hole below the casing. ('an-dar'riem)
undershoot [CONT SYS] The amount by which a system's response to an abrupt change in input falls short of that desired. ('an-dar,šhät)
undershot wheel [MECH ENG] A water wheel operated by the impact of flowing water against blades attached around the periphery of the wheel, the blades being partly or totally submerged in the moving stream of water. ('an-dar,šhät ,wel)
undersize [ENG] That part of a crushed material (for example, ore) which passes through a screen. ('an-dar,siz)
underspin [MECH] Property of a projectile having insufficient rate of spin to provide proper stabilization. ('an-dar,spin)
underwater sound projector [ENG ACOUS] A transducer used to produce sound waves in water. ('an-dar,špö̈rd-ar 'saʊnd praˌjek-tær)
underwater transducer [ENG ACOUS] A device used for the generation or reception of underwater sounds. ('an-dar,špö̈rd-ar tranzˈdi-sar)
underway bottom sampler See underway sampler. ('an-dar,špö̈rd 'bâd-amˌ sam-plær)
underway sampler [ENG] A device for collecting samples of sediment on the ocean bottom, consisting of a cup in a hollow tube; on striking the bottom, the cup scoops up a small sample which is forced into the tube which is then closed with a lid, and the device is hoisted to the surface. Also known as scoopfish; underway bottom sampler. ('an-dar,špö̈rdˌ sam-plær)
Underwood chart [CHEM ENG] A graphical solution of mass balances for a single equilibrium stage in the calculation of a solvent-extraction operation. ('an-dar,špö̈rdˌ šam-plær)
undisturbed [ENG] Pertaining to a sample of material, as of soil, subjected to so little disturbance that it is suitable for determinations of strength, consolidation, permeability characteristics, and other properties of the material in place. ('an-distərbd)
unfinished bolt [DES ENG] One of three degrees of finish in which standard hexagon wrench-head bolts and nuts are available; only the thread is finished. ('an-fîn-isht 'bolt)
unfired pressure vessel [CHEM ENG] A pressure vessel that is not in direct contact with a heating flame. ('an-fîrd 'presh-arˌ yes-al)
uniaxial stress [MECH] A state of stress in which two of the three principal stresses are zero. ('yu-né ak-ˌse-əlˈ stres)
unidirectional hydrophone [ENG ACOUS] A hydrophone mainly sensitive to sound that is incident from a single solid angle of one hemisphere or less. ('yu-nəˌdərˈrekˌshanˌ-əlˈ hiˈdraˌfôn)
unidirectional microphone [ENG ACOUS] A microphone that is responsive predominantly to sound incident from one hemisphere, without picking up sounds from the sides or rear. ('yu-nəˌdərˌrekˌshanˌəlˌmiˈkrəˌfôn)
unified screw thread [DES ENG] Three series of threads: coarse (UNC), fine (UNF), and extra fine (UNEF); a 1/4-inch-diameter (0.006-millimeter) thread in the UNC series has 20 threads per inch, while in the UNF series it has 28. ('yu-nəˌfilˌaˌskəˌspɛnˌchän)
unifilar suspension [ENG] The suspension of a body from a single thread, wire, or strap. ('yu-nəˌfilˌarˌsaˈspɛnˌchän)
uniflow engine [MECH ENG] A steam engine in which steam enters the cylinder through valves (for example, ore) which passes through a 1/4-inch-diameter (0.006-millimeter) thread in the UNC series has 20 threads per inch, while in the UNF series it has 28. ('yu-nəˌfilˌaˌstrəˌsaˌspɛnˌchän)
uniform circular motion [MECH] Circular motion in which the angular velocity remains constant. ('yu-nəˌformˌsarˌkwaˌtarˌ məˈsoʊˌfàn)
uniform click track [ENG ACOUS] A click track with uniform spaced clicks. ('yu-nəˌformˌ klikˌtræk)
uniform load [MECH] A load distributed uniformly over a portion or over the entire length of a beam; measured in pounds per foot. ('yu-nəˌformˌləd)
uniform mat [CIV ENG] A type of foundation mat, consisting of a reinforced concrete slab of constant thickness, supporting walls, and columns; it is thick, rigid, and strong. ('yu-nəˌformˌmæt)
unijunction transistor [ELECTR] An n-type bar of semiconductor with a p-type alloy region on one side; connections are made to base contacts at either end of the bar and to the p-region. Abbreviated UJT. Formerly known as double-base diode, double-base junction diode. ('yu-nəˌjɛŋkˌshanˌtrænˈzisˌtər)
unilateral conductivity

unilateral conductivity [ELECTR] Conducitivity in only one direction, as in a perfect rectifier. \( \text{\( [\text{\( H11080 \)}]} \)

unilateral tolerance method [DES ENG] Method of dimensioning and tolerancing wherein the tolerance is taken as plus or minus from an explicitly stated dimension, the dimension represents the size or location which is nearest the critical condition (that is maximum material condition), and the tolerance is applied either in a plus or minus direction, but not in both directions, in such a way that the permissible variation in size or location is away from the critical condition. \( \text{\( [\text{\( H11080 \)}]} \)

union [DES ENG] A threaded assembly of a product; computed as the cost over a period of time divided by the number of units produced. \( \text{\( [\text{\( H11080 \)}]} \)

United States standard dry seal thread [DES ENG] A modified pipe thread used for pressure-tight connections that are to be assembled without lubricant or sealer in refrigeration pipes, automotive and aircraft fuel-line fittings, and gas and chemical shells. \( \text{\( [\text{\( H11080 \)}]} \)

unit heater [MECH ENG] A heater consisting of a fan for circulating air over a heat-exchange surface, all enclosed in a common casing. \( \text{\( [\text{\( H11080 \)}]} \)

uniteded body [ENG] An automotive body that has the body and frame in one unit; side members are designed on the principle of a bridge truss to gain stiffness, and sheet metal of the body is stressed so that it carries some of the load. \( \text{\( [\text{\( H11080 \)}]} \)

unitized cargo [IND ENG] Grouped cargo carried aboard a ship in pallets, containers, wheeled vehicles, and barges or lighters. \( \text{\( [\text{\( H11080 \)}]} \)

unitized load [IND ENG] A single item or a number of items packaged, packed, or arranged in a specified manner and capable of being handled as a unit; unitization may be accomplished by placing the item or items in a container or by banding them securely together. Also known as unit load. \( \text{\( [\text{\( H11080 \)}]} \)

unitized tooling [DES ENG] A die having its upper and lower members incorporated into a self-contained unit arranged to maintain the die members in alignment. \( \text{\( [\text{\( H11080 \)}]} \)

unit load See unitized load. \( \text{\( [\text{\( H11080 \)}]} \)

unit mold [ENG] A simple plastics mold composed of a simple cavity without further mold devices; used to produce sample containers having shapes difficult to blow-mold. \( \text{\( [\text{\( H11080 \)}]} \)

unit of issue [IND ENG] In reference to special storage, the quantity of an item, such as each number, dozen, gallon, pair, pound, ream, set, or yard. \( \text{\( [\text{\( H11080 \)}]} \)

unit operations [CHEM ENG] The basic physical operations of chemical engineering in a chemical process plant, that is, distillation, fluid transport, heat and mass transfer, evaporation, extraction, drying, crystallization, filtration, mixing, size separation, crushing and grinding, and conveying. \( \text{\( [\text{\( H11080 \)}]} \)

unit process [CHEM ENG] In chemical manufacturing, a process that involves chemical conversion. \( \text{\( [\text{\( H11080 \)}]} \)

unit procurement cost [IND ENG] The net basic cost paid or estimated to be paid for a unit of a particular item including, where applicable, the cost of government-furnished property and the cost of manufacturing operations performed at government-owned facilities. \( \text{\( [\text{\( H11080 \)}]} \)

unit strain [MECH] 1. For tensile strain, the elongation per unit length. 2. For compressive strain, the shortening per unit length. 3. For shear strain, the change in angle between two lines originally perpendicular to each other. \( \text{\( [\text{\( H11080 \)}]} \)
unit stress [MECH] The load per unit of area.

unity power factor [ELEC] Power factor of 1.0, obtained when current and voltage are in phase, as in a circuit containing only resistance or in a reactive circuit at resonance. (yū′ni-′tē pa′wer ˈfak-tər)

univariant system [THERMO] A system which has only one degree of freedom according to the phase rule. (yū′nē-vār′ē-ənt ˈsīs-təm)

universal chuck [ENG] A self-centering chuck whose jaws move in unison when a scroll plate is rotated. (yū′nē-ˌchak)

universal dividing head [MECH ENG] An accessory fixture on a milling machine that rotates the workpiece to specified angles between machining steps. (yū′nē-ˌvāl′dɪŋ ˌchak)

universal gas constant See gas constant. (yū′nē-ˌgás ˌkɑnstənt)

universal grinding machine [MECH ENG] A grinding machine having a swivel table and headstock, and a wheel head that can be rotated on its base. (yū′nē-ˌgrān′dīng ˌmāshən)

universal gripper [CONT SYS] A versatile robot component that can grasp most kinds of objects. (yū′nē-ˌgrāpər)

universal instrument See altazimuth. (yū′nē-ˌinstrəmt)

universal joint [MECH ENG] A linkage that transmits rotation between two shafts whose axes are coplanar but not coinciding. (yū′nē-ˌvōnt)

universal motor [ELEC] A motor that may be operated at approximately the same speed and output on either direct current or single-phase alternating current. Also known as ac/dc motor. (yū′nē-ˌmōtər)

universal output transformer [ENG ACOUS] An output transformer having a number of taps on its winding, to permit its use between the audio-frequency output stage and the loudspeaker of practically any radio receiver by proper choice of connections. (yū′nē-ˌoutpət tranzˌfo′rmər)

universal robot [CONT SYS] A robot whose end effector would be flexible enough to perform any desired task. (yū′nē-ˌrōtəbəl)

universal vise [ENG] A vise which has two or three swivel settings so that the workpiece can be set at a compound angle. Also known as toolmaker’s vise. (yū′nē-ˌvis)

unloaded Q [ELECTR] The Q of a system when there is no external coupling to it. (yún′əld ˈkwē̇)

unloader [MECH ENG] A power device for removing bulk materials from railway freight cars or highway trucks; in the case of railway cars, the car structure may aid the unloader, a transitional device between interplant transportation means and intraplant handling equipment. (yún′əldər)


3. The depressuring or emptying of a process unit. (yún′əld′ing)

unloading conveyor [MECH ENG] Any of several types of portable conveyors adapted for unloading bulk materials, packages, or objects from conveyances. (yún′əld′ing ˈkʌn-vərər)

unprotected reversing thermometer [ENG] A reversing thermometer for sea-water temperature which is not protected against hydrostatic pressure. (yün′prē-stek′təd ri′vərs-ing ˈthārmədər)

unrestricted element [IND ENG] An element of an operation that is entirely under the control of a worker. (yün′rɪsktrɪk′təd ˈelə-ˈmənt)

unscheduled maintenance [IND ENG] Those unpredictable maintenance requirements that had not been previously planned or programmed but require prompt attention and must be added to, integrated with, or substituted for previously scheduled workloads. (yün′skəeld ˈmänt-ənəns)

unsorambler [IND ENG] A part of a feeding and packaging line that aids in arranging cartons for the filling machines; there are rotary, straight-line, and walking-beam types. (yün′skrəmbələr)

Unsin engine [MECH ENG] A type of rotary engine in which the trochoidal rotors of eccentric-rotor engines are replaced with two circular rotors, one of which has a single gear tooth upon which gas pressure acts, and the second rotor has a slot which accepts the gear tooth. (yün′sənˌɪnˈswən)

unsprung axle [MECH ENG] A rear axle in an automobile in which the housing carries the right and left rear-axle shafts and the wheels are mounted at the outer end of each shaft. (yün′sprəŋ ˈak-səl)

unswung weight [MECH ENG] The weight of the various parts of a vehicle that are not carried on the springs, such as wheels, axles, and brakes. (yün′sprəŋ ˈwı̀nt)

unwater [ENG] To remove or draw off water; to drain. (yün′wərdər)

unwind [MECH ENG] To reverse the direction of rotation of a threaded device. (yün′wīnd)

up [ENG] Fully in operation. (ap)

up-converter [ELECTR] Type of parametric amplifier which is characterized by the frequency of the output signal being greater than the frequency of the input signal. (ap ˈkwŏnˌvərdər)

up-Doppler [ENG ACOUS] The sonar situation wherein the target is moving toward the transducer, so the frequency of the echo is greater than the frequency of the reverberations received immediately after the end of the outgoing ping, opposite of down-Doppler. (əpˌdāp-lər)

updraft carburetor [MECH ENG] For a gasoline engine, a fuel-air mixing device in which both the fuel jet and the airflow are upward. (əpˌdræft ˈkār-ˈbaˌrətər)

updraft furnace [MECH ENG] A furnace in which volumes of air are supplied from below the fuel bed or supply. (əpˌdræft ˈför-nəs)
uplift pressure

uplift pressure  [CIV ENG] Pressure in an upward direction against the bottom of a structure, as a dam, a road slab, or a basement floor.  

upmilling  [MECH ENG] Milling a workpiece by rotating the cutter against the direction of feed of the workpiece.  

upper consolute temperature  See consolute temperature.  

upper control limit  [IND ENG] A horizontal line on a control chart at a specified distance above the central line; if all the plotted points fall between the upper and lower control lines, the process is said to be in control.  

upper critical solution temperature  See consolute temperature.  

upright  [CIV ENG] A vertical structural member, post, or stake.  

upset  [ENG] To increase the diameter of a rock drill by blunting the end.  

upstand  [BUILD] That section of a roof covering that turns up against a vertical surface.  

upstream  [CHEM ENG] That portion of a process stream that has not yet entered the system or unit under consideration; for example, upstream to a refinery or to a distillation column.  

upstream face  [CIV ENG] The side of a dam nearer the source of water.  

uptake  [ENG] A large pipe for exhaust gases from a boiler furnace that runs upward to a chimney or smokestack.  

up time  [IND ENG] A period during which value is being added to a product by a machine or a process.  

upturn  See upstand.  

urbanization  [CIV ENG] The state of being or becoming a community with urban characteristics.  

urban renewal  [CIV ENG] Redevelopment and revitalization of a deteriorated urban community.  

urea dewaxing  [CHEM ENG] A continuous, petroleum refinery process used to produce low-pour-point oils; urea forms a filterable solid complex (adduct) with the straight-chain wax paraffins in the stock.  

usability  [IND ENG] The characteristics which enter into a product’s design and are related to its quality and reliability that enable users to perform tasks quickly and error free, as well as reduce the time and mental effort to learn or operate the product.  

usable life  See pot life.  

user friendliness  See usability.  

U-shaped abutment  [CIV ENG] A bridge abutment with wings perpendicular to the face which act as counterforts; a very stable abutment, often used for architectural effect.  

utilidor  [CIV ENG] An insulated, heated conduit built below the ground surface or supported above the ground surface to protect the contained water, steam, sewage, and fire lines from freezing.  

utility  [ENG] One of the nonprocess (support) facilities for a manufacturing plant; usually considered as facilities for steam, cooling water, deionized water, electric power, refrigeration, compressed and instrument air, and effluent treatment.  

U-tube heat exchanger  [CHEM ENG] A heat-exchanger system consisting of a bundle of U tubes (hairpin tubes) surrounded by a shell (outer vessel); one fluid flows through the tubes, and the other fluid flows through the shell, around the tubes.  

U-tube manometer  [ENG] A manometer consisting of a U-shaped glass tube partly filled with a liquid of known specific gravity, when the legs of the manometer are connected to separate sources of pressure, the liquid rises in one leg and drops in the other; the difference between the levels is proportional to the difference in pressures and inversely proportional to the liquid’s specific gravity.  

U-value  [ENG] A measure of heat transmission through a building part or a given thickness of insulating material, expressed as the number of British thermal units that will flow in 1 hour through 1 square foot of the structure or material from air to air with a temperature differential of 1°F.  
A vacuum device vacuum evaporator vacuum evaporation vacuum distillation

Liquiddistillation

Concrete poured vacuum cleaner vacuum brake

A two-pipe steam vacuum source to lift and handle objects.

A device used to relieve a vacuum formed in a water supply line to prevent backflow. Also known as backflow preventer.

A device powered mechanically for the dry removal of dust and loose dirt from rugs, fabrics, and other surfaces.

Concrete poured into a framework that is fitted with a vacuum mat to remove water not required for setting of the cement; in this framework, concrete attains its 28-day strength in 10 days and has a 25% higher crushing strength.

Crystallizer in which a warm saturated solution is fed to a lagged, closed vessel maintained under vacuum; the solution evaporates and cools adiabatically, resulting in crystallization.

Liquid distillation under reduced (less than atmospheric) pressure, used to lower boiling temperatures and lessen the risk of thermal degradation during distillation. Also known as reduced-pressure distillation.

The removal of liquid from a solid material in a vacuum system; used to lower temperatures needed for evaporation to avoid heat damage to sensitive material.

Deposition of thin films of metal or other materials on a substrate, usually through openings in a mask, by evaporation from a boiling source in a hard vacuum.

A vacuum device used to evaporate metals and spectrographic carbon to coat (replicate) a specimen for electron spectroscopic analysis or for electron microscopy.

A filter device into which a liquid-solid slurry is fed to the high-pressure side of a filter medium, with liquid pulled through to the low-pressure side of the medium and a cake of solids forming on the outside of the medium.

The separation of solids from liquids by passing the mixture through a vacuum filter.

The heating of a liquid that, upon release to a lower pressure (vacuum), undergoes considerable vaporization (flash vaporization). Also known as flash vaporization.

Plastic-sheet forming in which the sheet is clamped to a stationary frame, then heated and drawn down into a mold by vacuum.

A type of indirect batch dryer used to dry materials that would be destroyed by the loss of volatile ingredients or by drying temperatures above the freezing point.

A device that indicates the absolute gas pressure in a vacuum system.

A robot component that uses a suction cup connected to a vacuum source to lift and handle objects.

A two-pipe steam heating system in which a vacuum pump is used to maintain a suction in the return piping, thus creating a positive return flow of air and condensate.

A rigid flat metal screen faced by a linen filter, the back of which is kept under partial vacuum, used to suck out surplus air and water from poured concrete to produce a dense, well-shrunk concrete.

The determination of a fluid pressure less in magnitude than the pressure of the atmosphere.

A salt made from salt brine boiled at reduced pressure in a triple-effect evaporator.
vacuum pencil

vacuum pencil  [ENG] A pencillike length of tubing connected to a small vacuum pump, for picking up semiconductor slices or chips during fabrication of solid-state devices.  ['vak·yam ⁷pen-sal]  

vacuum pump  [MECH ENG] A compressor for exhausting air and noncondensable gases from a space that is to be maintained at subatmospheric pressure.  ['vak·yam ⁷pomp]  

vacuum relief valve  [ENG] A pressure relief device which is designed to allow fluid to enter a pressure vessel in order to avoid extreme internal vacuum.  ['vak·yam ³ril·ēf ⁷val]  

vacuum shelf dryer  [ENG] A type of indirect batch dryer which generally consists of a vacuum-tight cubical or cylindrical chamber of cast iron or steel plate, heated supporting shelves inside the chamber, a vacuum source, and a condenser, used extensively for drying pharmaceuticals, temperature-sensitive or easily oxidizable materials, and small batches of high-cost products where any product loss must be avoided.  ['vak·yam ⁴shelf,drīt·ər]  

vacuum support  [MECH ENG] That portion of a rupture disk device which prevents deformation of the disk resulting from vacuum or rapid pressure change.  ['vak·yam ⁴sər-pört]  

vacuum-tube voltmeter  [ENG] Any of several types of instrument in which vacuum tubes, acting as amplifiers or rectifiers, are used in circuits for the measurement of alternating-current or direct-current voltage. Abbreviated VTVM. Also known as tube voltmeter.  ['vak·yam ⁴tīb ³volt,med·ər]  

vacuum-type insulation  [CHEM ENG] Highly reflective double-wall structure with high vacuum between the walls, used as insulation for cryogenic systems. Dewar flasks have vacuum-type insulation.  ['vak·yam ⁴tīp in·səl·ā·la·shən]  

VAD  See vapor-phase axial deposition.  ['vad ərˌveˌaˈdē]  

valley  [BUILD] An inside angle formed where two sloping sides intersect.  ['val·ə]  

valley rafter  [BUILD] A part of the roof frame that extends diagonally from an inside corner plate to the ridge board at the intersection of two roof surfaces.  ['val·əˌraf·tər]  

valley roof  [BUILD] A pitched roof with one or more valleys.  ['val·əˌrūf]  

value analysis  See value engineering.  ['val·yəˌən·əl·əˌnis·ən]  

value control  See value engineering.  ['val·yəˌkənˌtrəl]  

value engineering  [IND ENG] The systematic application of recognized techniques which identify the function of a product or service, and provide the necessary function reliably at lowest overall cost. Also known as value analysis; value control.  ['val·yəˌen·ənˌjəˌnis·ən]  

value theory  [SYS ENG] A concept normally associated with decision theory, it strives to evaluate relative utilities of simple and mixed parameters which can be used to describe outcomes.  ['val·yəˌthē·əˌrē]  

valve  See electron tube.  [MECH ENG] A device used to regulate the flow of fluids in piping systems and machinery.  ['valv]  

valve follower  [MECH ENG] A linkage between the cam and the push rod of a valve train.  ['valv ³fəl·əˌwar]  

valve guide  [MECH ENG] A channel which supports the stem of a poppet valve for maintenance of alignment.  ['valv ³gild]  

valve head  [MECH ENG] The disk part of a poppet valve that gives a tight closure on the valve seat.  ['valv ³hed]  

valve-in-head engine  See overhead-valve engine.  ['valv ˌinˌhed ³enˌi·n·jən]  

valve lifter  [MECH ENG] A device for opening the valve of a cylinder as in an internal combustion engine.  ['valv ˌlif·ər]  

valve positioner  [CONT SYS] A pneumatic servomechanism which is used as a component in process control systems to improve operating characteristics of valves by reducing hysteresis. Also known as pneumatic servo.  ['valv ˌpoˌzhənˌər]  

valve seat  [DES ENG] The circular metal ring on which the valve head of a poppet valve rests when closed.  ['valv ˌset]  

valve stem  [MECH ENG] The rod by means of which the disk or plug is moved to open and close a valve.  ['valv ˌstem]  

valve train  [MECH ENG] The valves and valve-operating mechanism for the control of fluid flow to and from a piston-cylinder machine, for example, steam, diesel, or gasoline engine.  ['valv ˌtrān]  

van der Waals surface tension formula  [THERMO] An empirical formula for the dependence of the surface tension on temperature. \[ \gamma = K_p \frac{n}{1/3} \left( 1 - \frac{T}{T_c} \right)^m \] where \( \gamma \) is the surface tension, \( T \) is the temperature, \( T_c \) and \( p \) are the critical temperature and pressure, \( K \) is a constant, and \( n \) is a constant equal to approximately 1.23.  ['vän ˌdərn ˌwo̱lz ˌsərˌfənˌənˌtʃənˌfəˌməˌra·nə]  

Van Dorn sampler  [ENG] A sediment sampler that consists of a Plexiglas cylinder closed at both ends by rubber force cups, in the armed position the cups are pulled outside the cylinder and restrained by a releasing mechanism, and after the sample is taken, a length of surgical rubber tubing connecting the cups is sufficiently prestressed to permit the force cups to retain the sample in the cylinder.  ['vän ˌdo̱rn ˌsamˌplər]  

vane  [MECH ENG] A flat or curved surface exposed to a flow of fluid so as to be forced to move or to rotate about an axis, to rechannel the flow, or to act as the impeller, for example, in a steam turbine, propeller fan, or hydraulic turbine.  ['vən]  

vane anemometer  [ENG] A portable instrument used to measure low wind speeds and airspeeds in large ducts; consists of a number of vanes radiating from a common shaft and set to rotate when facing the wind.  ['vən ˌənˌəməˌme̊dˌər]  

vane motor rotary actuator  [MECH ENG] A type of rotary motor actuator which consists of a rotor with several spring-loaded sliding vanes in an elliptical chamber; hydraulic fluid enters the
chamber and forces the vanes before it as it moves to the outlets. \( \text{ván \textit{mód-ər} ród-ə-rē \textit{coo-wər}} \)

vane-type instrument [ENG] A measuring instrument utilizing the force of repulsion between fixed and movable magnetized iron vanes, or the force existing between a coil and a pivoted vane-shaped piece of soft iron, to move the indicating pointer. (\'ván \textit{tip}, \textit{ín-stra-mánt})

vapor [THERMO] A gas at a temperature below the critical temperature, so that it can be liquefied by compression, without lowering the temperature. (\'vá-pər)

vapor barrier [CIV ENG] A layer of material applied to the inner (warm) surface of a concrete wall or floor to prevent absorption and condensation of moisture. (\'vá-pər, \textit{bár-ər})

vapor-compression cycle [MECH ENG] A refrigeration cycle in which refrigerant is circulated through a machine which allows for successive boiling (or vaporization) of liquid refrigerant as it passes through an expansion valve, thereby producing a cooling effect in its surroundings, followed by compression of vapor to liquid. (\'vá-pər \textit{kam-prəsh-ən}, \textit{sí-kál})

vapor cycle [THERMO] A thermodynamic cycle, operating as a heat engine or a heat pump, during which the working substance is in, or passes through, the vapor state. (\'vá-pər, \textit{sí-kál})

vapor degreasing [ENG] A type of cleaning procedure for metals to remove grease, oils, and lightly attached solids; a solvent such as trichloroethylene is boiled, and its vapors are condensed on the metal surfaces. (\'vá-pər \textit{dē grēs-ən})

vapor-filled thermometer [ENG] A gas- or vapor-filled temperature measurement device that moves or distorts in response to temperature-induced pressure changes from the expansion or contraction of the sealed, vapor-containing chamber. (\'vá-pər \textit{fild thér-mām-əd-ər})

vaporimeter [ENG] An instrument used to measure a substance’s vapor pressure, especially that of an alcoholic liquid, in order to determine its alcohol content. (\'vá-pə-rím-əd-ər)

vaporization See volatility. (\'vá-pə-rə-zā-shən)

vaporization coefficient [THERMO] The ratio of the rate of vaporization of a solid or liquid at a given temperature and corresponding vapor pressure to the rate of vaporization that would be necessary to produce the same vapor pressure at this temperature if every vapor molecule striking the solid or liquid were absorbed there. (\'vá-pə-rə-zā-shən, kọ-ə-fish-ənt)

vaporization cooling [ENG] Cooling by volatilization of a nonflammable liquid having a low boiling point and high dielectric strength; the liquid is flowed or sprayed on hot electronic equipment in an enclosure where it vaporizes, carrying the heat to the enclosure walls, radiators, or heat exchanger. Also known as evaporative cooling. (\'vá-pə-rə-zā-shən, kül-əp)

vaporizer [CHEM ENG] A process vessel in which a liquid is heated until it vaporizes; heat can be indirect (steam or heat-transfer fluid) or direct (hot gases or submerged combustion). (\'vá-pə-rəzər)

vapor-liquid separation [CHEM ENG] The removal of liquid droplets from a flowing stream of gas or vapor, accomplished by impingement, cyclonic action, and absorption or adsorption operations. (\'vá-par \textit{li-kwəd}, \textit{sep-ər-ə-shən})

vapor-phase axial deposition [ENG] A method of fabricating graded-index optical fibers in which fine glass particles of silicon dioxide and germanium dioxide are synthesized and deposited on a rotating seed rod, and the synthesized porous preform is then pulled up and passes through a hot zone, undergoing dehydration and sintering, to become a porous preform. Abbreviated VAD. (\'vá-par \textit{faz} \textit{ak-se-əl}, \textit{dep-ə-zish-ən})

vapor-phase reactor [CHEM ENG] A heavy steel vessel for carrying out chemical reactions on an industrial scale where efficient control over a vapor phase is needed, for example, in an oxidation process. (\'vá-par \textit{faz} \textit{re-ək-tər})

vapor pressure [THERMO] For a liquid or solid, the pressure of the vapor in equilibrium with the liquid or solid. (\'vá-par, \textit{presh-ər})

vapor-pressure thermometer [ENG] A thermometer in which the vapor pressure of a homogeneous substance is measured and from which the temperature can be determined, used mostly for low-temperature measurements. (\'vá-par \textit{presh-ər} thār \textit{mām-əd-ər})

vapor rate [CHEM ENG] In distillation, the upward flow rate of vapor through a distillation column. (\'vá-par, \textit{rāt})

vapor-recovery unit [ENG] 1. A device or system to catch vaporized materials (usually fuels or solvents) as they are vented 2. In petroleum refining, a process unit to which gases and vaporized gasoline from various processing operations are charged, separated, and recovered for further use. (\'vá-par \textit{rī-kāv-ər-ə-rē}, \textit{yū-nət})

vara [CIV ENG] A surveyor’s unit of length equal to 33\(\frac{1}{3}\) inches (84.7 centimeters). (\'vār-ə)

varactor [ELECTR] A semiconductor device characterized by a voltage-sensitive capacitance that resides in the space-charge region at the surface of a semiconductor bounded by an insulating layer. Also known as varactor diode; variable-capacitance diode; varicap; voltage-variable capacitor. (\'vər-ək-tər)

varactor diode See varactor. (\'vər-ək-tər \textit{dīd-əd})

varactor tuning [ELECTR] A method of tuning in which varactor diodes are used to vary the capacitance of a tuned circuit. (\'vər-ək-tər \textit{tūn-ən})

var hour meter [ENG] An instrument that measures and registers the integral of reactive power over time in the circuit to which it is connected. (\'vər \textit{hər}, \textit{mēd-ər})

variable-area meter [ENG] A flowmeter that works on the principle of a variable restrictor in the flowing stream being forced by the fluid to a position to allow the required flow-through. (\'vər-ə-ə-bal, \textit{zər-ə-ə} \textit{mēd-ər})
variable-area track

variable-area track  [ENG ACOUS] A sound track divided laterally into opaque and transparent areas; a sharp line of demarcation between these areas corresponds to the waveform of the recorded signal. {ˈver-ə-dʒi-bəl ˈtræk}

variable attenuator  [ELECTR] An attenuator for reducing the strength of an alternating-current signal either continuously or in steps, without causing appreciable signal distortion, by maintaining a substantially constant impedance match. {ˈver-ə-tən-yətər}

variable-capacitance diode  [ELECTR] A diode whose capacitance can be varied continuously by moving one set of metal plates with respect to another. {ˈver-ə-kæp-ə-səns ˈdiːˌɔd}

variable capacitor  [ELEC] A capacitor whose capacitance can be varied continuously by moving one set of metal plates with respect to another. {ˈver-ə-kæp-ə-səns ˈkæp-ə-sər}

variable click track  [ENG ACOUS] A click track with irregularly spaced clicks. {ˈver-ə-klɪk ˈtræk}

variable costs  [IND ENG] Costs which vary directly with the number of units produced, direct labor and material are examples. {ˈver-ə-ˈkɒsts}

variable-density sound track  [ENG ACOUS] A constant-width sound track in which the average light transmission varies along the longitudinal axis in proportion to some characteristic of the applied signal. {ˈver-ə-ˈdʒi-əl ˈdɛn-səd-ə ˈseɪnən ˈtræk}

variable-depth sonar  [ENG] Sonar in which the projector and receiving transducer are mounted in a watertight pod that can be lowered below a vessel to an optimum depth for minimizing thermal effects when detecting underwater targets. {ˈver-ə-ˈdʒi-əl ˈdɛp-th ˈsoʊˌnær}

variable element  [IND ENG] 1. An element with a time that varies significantly from cycle to cycle as a function of one or more variables occurring within the job. 2. An element that is common to two different jobs but whose time varies because of differences between the two jobs. {ˈvər-ə-ˈeləmənt}

variable force  [MECH] A force whose direction or magnitude or both change with time. {ˈver-ə-ˈfɔːrs}

variable-inductance accelerometer  [ENG] An accelerometer consisting of a differential transformer with three coils and a mass which passes through the coils and is suspended from springs; the center coil is excited from an external alternating-current power source, and two end coils connected in series opposition are used to produce an ac output which is proportional to the displacement of the mass. {ˈver-ə-ˈɪndək-təns ɪkˌsɛl-ər-ə-sən-sər}

variable-pitch propeller  [ENG] A controllable-pitch propeller whose blade angle may be adjusted to any angle between the low and high pitch limits. {ˈver-ə-ˈpɪtʃ ˈpræp-ələr}

variable radio-frequency radiosonde  [ENG] A radiosonde whose carrier frequency is modulated by the magnitude of the meteorological variables being sensed. {ˈver-ə-ˈræd-ə-ˈfrezən·sənˌsɛnə-sənˌsænd}

variable-reluctance microphone  [ENG] A magnetic microphone. {ˈver-ə-ˈrɛl-əktəns ˈmiːkrəʊˌfaɪənər}

variable-reluctance pickup  [ENG ACOUS] A phonograph pickup that depends for its operation on variations in the reluctance of a magnetic circuit due to the movements of an iron stylus assembly that is a part of the magnetic circuit. Also known as magnetic cartridge, magnetic pickup, reluctance pickup. {ˈver-ə-ˈrɛl-əktəns ˈpɪkˌəp}

variable-resistance accelerometer  [ENG] Any accelerometer which operates on the principle that electrical resistance of any conductor is a function of its dimensions; when the dimensions of the conductor are varied mechanically, as constant current flows through it, the voltage across it varies as a function of this mechanical excitation; examples include the strain-gage accelerometer, and an accelerometer making use of a wire-spline potentiometer. {ˈver-ə-ˈrɛl-əktəns ˈrɪdzəˌsɑːnt ɪkˌzɛl-ər-ə-sən-sər}

variable resistor  [ELECTR] See rheostat. {ˈver-ə-ˈrɛl-əktənˌrɪˈzɪsˌtɔːr}

variable-sequence robot  [CONT SYS] A robot controlled by instructions that can be modified. {ˈver-ə-ˈrɛl-əktənˌsɛkwəns ˈrɪˈzɪsˌtɔːr}

variable-speed drive  [MECH ENG] A mechanism transmitting motion from one shaft to another that allows the velocity ratio of the shafts to be varied continuously. {ˈver-ə-ˈɛl-əktənˌspɛdˌdrɪv}

variable-volume air system  [MECH ENG] An air-conditioning system in which the volume of air delivered to each controlled zone is varied automatically from a preset minimum to a maximum value, depending on the load in each zone. {ˈver-ə-ˈɛl-əktənˌvɔːlˈvjuːˌɛr ˌɛrˌsɪsˌtɔːm}

varmacap  [ENG] See varactor. {ˈvər-əˌkæp}

variety  [SYS ENG] The logarithm (usually to base 2) of the number of discriminations that an observer or a sensing system can make relative to a system. {ˈvər-əˌvəriətɪ}

Varnigon's theorem  [MECH] The theorem that the moment of a force is the algebraic sum of the moments of its vector components acting at a common point on the line of action of the force. {ˈvər-əˌvənˌjɒnˌθɜːrəm}

variograph  [ENG] A recording variometer. {ˈvər-əˌvərɪəfər}

variometer  [ENG] A geomagnetic device for detecting and indicating changes in one of the components of the terrestrial magnetic field vector, usually magnetic declination, the horizontal intensity component, or the vertical intensity component. {ˈvər-əˌvərɪəmətər}

varistor  [ELECTR] A two-electrode semiconductor device having a voltage-dependent nonlinear resistance; its resistance drops as the applied voltage is increased. Also known as voltage-dependent resistor. {ˈvər-əˌvərɪsˈtɔːr}

varmeter  [ENG] An instrument for measuring reactive power in vars. Also known as reactive volt-ampere meter. {ˈvər-əˌvərmətər}

V belt  [DES ENG] An endless power-transmission belt with a trapezoidal cross section which
runs in a pulley with a V-shaped groove; it transmits higher torque at less width and tension than a flat belt. [MECH ENG] A belt, usually endless, with a trapezoidal cross section which runs in a pulley with a V-shaped groove, with the top surface of the belt approximately flush with the top of the pulley. {ˈveɪˌbend} V-bend die [MECH ENG] A die with a triangular cross-sectional opening to provide two edges over which bending is accomplished. {ˈveɪˌbend ˈdɪ} 

V block [ENG] A square or rectangular steel block having a 90° V groove through the center, and sometimes provided with clamps to secure round workpieces. {ˈveɪˌblæk} 

V-bucket carrier [MECH ENG] A conveyor consisting of two strands of roller chain separated by V-shaped steel buckets, used for elevating and conveying nonabrasive materials, such as coal. {ˈveɪˌbækˌærˌkarˌiːˌeɪr} 

V cut [ENG] In mining and tunneling, a cut where the material blasted out in plan is like the letter V, usually consists of six or eight holes drilled into the face, half of which form an acute angle with the other half. {ˈveɪˌkʌt} 

vecto pluviometer [ENG] A rain gage or array of rain gages designed to measure the inclination and direction of falling rain, vecto pluviometers may be constructed in the fashion of a wind vane so that the receiver always faces the wind, or they may consist of four or more receivers arranged to point in cardinal directions. {ˈvɛkˌtɔˌpluˌvɛkˈtoʊˌmɪdˌər} 

vector impedance meter [ENG] An instrument that not only determines the ratio between voltage and current, to give the magnitude of impedance, but also determines the phase difference between these quantities, to give the phase angle of impedance. {ˈvɛkˌtɔr ɪmpˈɛdənsˌmɪdˌər} 

vector momentum See momentum. {ˈvɛkˌtɔr ˈmʌməntˌtɑm} 

vector power [ELEC] Vector quantity equal in magnitude to the square root of the sum of the squares of the active power and the reactive power. {ˈvɛkˌtɔr ˈpɔrərˌrɪkərˌtɑr} 

vector power factor [ELEC] Ratio of the active power to the vector power, it is the same as power factor in the case of simple sinusoidal quantities. {ˈvɛkˌtɔr ˈpɔrərˌfəkˌtɔr} 

vector voltmeter [ENG] A two-channel high-frequency sampling voltmeter that measures phase as well as voltage of two input signals of the same frequency. {ˈvɛkˌtɔr ˈvɑlˌtɒmˌɜdˌər} 

vee path [ENG] In ultrasonic testing, the path of an angle beam from an ultrasonic search unit in which the waves are reflected off the opposite surface of the test piece and returned to the examination surface in a manner which has the appearance of the letter V. {ˈveɪˌpɑθ} 

vegetable tanning [ENG] Leather tanning using plant extracts, such as tannic acid. {ˈveɪˌtʃælˈtænˌɪŋ} 

vehicle [MECH ENG] A self-propelled wheeled machine that transports people or goods on or off roads, automobiles and trucks are examples. {ˈveɪˌərˈkəl} 

velocimetry [ENG] An instrument for measuring the speed of sound in water; two transducers transmit acoustic pulses back and forth over a path of fixed length, each transducer immediately initiating a pulse upon receiving the previous one; the number of pulses occurring in a unit time is measured. {ˈvɛləˈsɪməˌdər} 

velocity [MECH] 1. The time rate of change of position of a body; it is a vector quantity having direction as well as magnitude. Also known as linear velocity. 2. The speed at which the detonating wave passes through a column of explosives, expressed in meters or feet per second. {vəˈləsˌədˌər} 

velocity analysis [MECH] A graphical technique for the determination of the velocities of the parts of a mechanical device, especially those of a plane mechanism with rigid component links. {vəˈləsˌədˌərˌənalˌəsˌər} 

velocity constant [CONT SYS] The ratio of the rate of change of the input command signal to the steady-state error, in a control system where these two quantities are proportional. {vəˈləsˌədˌərˌkənˌstənt} 

velocity control See rate control. {vəˈləsˌədˌərˌkənˌtrəl} 

velocity error [CONT SYS] The difference between the rate of change of the actual position of a control system component and the rate of change of the desired position. {vəˈləsˌədˌərˌərˈɛrˌər} 

velocity-head tachometer [ENG] A type of tachometer in which the device whose speed is to be measured drives a pump or blower, producing a fluid flow, which is converted to a pressure. {vəˈləsˌədˌərˌhɛdˌtəˈkænˌədˌər} 

velocity hydrophone [ENG ACOUS] A hydrophone in which the electric output essentially matches the instantaneous particle velocity in the impressed sound wave. {vəˈləsˌədˌərˌhɪˈdrəˌfɑn} 

velocity microphone [ENG ACOUS] A microphone whose electric output depends on the velocity of the air particles that form a sound wave; examples are a hot-wire microphone and a ribbon microphone. {vəˈləsˌədˌərˌmɪˈkraˌfɑn} 

velocity pressure See wind pressure. {vəˈləsˌədˌərˌpɪˈrəsɪˌrər} 

velocity ratio [MECH ENG] The ratio of the velocity given to the effort or input of a machine to the velocity acquired by the load or output. {vəˈləsˌədˌərˌrəˈʃiənˌrər} 

velocity servomechanism [CONT SYS] A servomechanism in which the feedback-measuring device generates a signal representing a measured value of the velocity of the output shaft. Also known as rate servomechanism. {vəˈləsˌədˌərˌsəˈvɔrˌməˈkəˌniːˌznəm} 

velocity-type flowmeter [ENG] A turbine-type fluid-flow measurement device in which the fluid
flow actuates the movement of a wheel or turbine-type impeller, giving a volume-time reading. Also known as current meter, rotating meter. venturi scrubber [ENG] An open flume with a constricted flow which causes a drop in the hydraulic grade line; used in flow measurement.

ventilated [BUILD] A type of construction in which the framework is faced with a thin external layer of material, such as marble.

ventilation [ENG] Provision for the movement, circulation, and quality control of air in an enclosed space.

ventilator [ENG] A device with an adjustable aperture for regulating the flow of fresh or stagnant air. A mechanical apparatus for producing a current of air, as a blowing or exhaust fan.

vent stack [BUILD] The portion of a soil stack above the highest fixture.

venture life [IND ENG] The period of time during which expenditures and reimbursements involving a given venture occur. Also known as financial life.

venturi flume [ENG] An open flume with a constricted flow which causes a drop in the hydraulic grade line, used in flow measurement.

venturi meter [ENG] An instrument for efficiently measuring fluid flow rate in a piping system; a nozzle section increases velocity and is followed by an expanding section for recovery of kinetic energy.

venturi scrubber [CHEM ENG] A gas-cleaning device in which liquid injected at the throat of a venturi is used to scrub dust and mist from the gas flowing through the venturi.

venturi tube [ENG] A construction that is placed in a pipe and causes a drop in pressure as fluid flows through it, consisting essentially of a short straight pipe section or throat between two tapered sections; it can be used to measure fluid flow rate (a venturi meter), or to draw fuel into the main flow stream, as in a carburetor.

verbal information verification [ENG ACOUS] A method of talker authentication that involves checking the content of a spoken password or pass-phrase, such as a personal identification number, a social security number, or a mother's maiden name. Abbreviated VIV.

verge [BUILD] The edge of a sloping roof which projects over a gable.

vergeboard [BUILD] One of the boards utilized as the finish of the eaves on the gable end of a structure. Also known as bargeboard, gableboard.


vertical boiler [MECH ENG] A fire-tube boiler having vertical tubes between top head and tube sheet, connected to the top of an internal furnace.

vertical boring mill [MECH ENG] A large type of boring machine in which a rotating workpiece is fastened to a horizontal table, which resembles a four-jaw independent chuck with extra radial T slots, and the tool has a traverse motion.

vertical broaching machine [MECH ENG] A broaching machine having the broach mounted in the vertical plane.

vertical compliance [ENG ACOUS] The ability of a stylus to move freely in a vertical direction while in the groove of a phonograph record.

vertical conveyor [MECH ENG] A materials-handling machine designed to move or transport bulk materials or packages upward or downward.

vertical-current recorder [ENG] An instrument which records the vertical electric current in the atmosphere.

vertical curve [CIV ENG] A curve inserted between two lengths of a road or railway which are at different slopes.

vertical drop [MECH] The drop of an object in trajectory or along a plumb line, measured vertically from its line of departure to the object.

vertical-face breakwater [CIV ENG] A breakwater whose mound of rubble does not rise above the water, but is surrounded by a vertical-face superstructure of masonry or concrete, may be built without mound rubble, provided sea bed is firm.

vertical field balance [ENG] An instrument that
measures the vertical component of the magnetic field by means of the torque that the field component exerts on a horizontal permanent magnet. \( \text{[vertical firing]} \text{ [MECH ENG] The discharge of fuel and air perpendicular to the burner in a furnace.} \)

\( \text{[vertical force instrument]} \text{ See heeling adjuster.} \)

\( \text{[vertical guide idlers] \text{ [MECH ENG] Idler rollers about 3 inches (8 centimeters) in diameter so placed as to make contact with the edge of the belt conveyor should it run too much to one side.}} \)

\( \text{[vertical intensity variometer] \text{ [ENG] A variometer employing a large permanent magnet and equipped with very fine steel knife-edges or pivots resting on agate planes or saddles and balanced so that its magnetic axis is horizontal. Also known as Z variometer.}} \)

\( \text{[vertical-lift bridge] \text{ [CIV ENG] A movable bridge with a span that rises on towers, lifted by steel ropes.}} \)

\( \text{[vertical-lift gate] \text{ [CIV ENG] A dam spillway gate of which the movable parts are raised and lowered vertically to regulate water flow.}} \)

\( \text{[vertical metal oxide semiconductor technology] \text{ [ELECTR] For semiconductor devices, a technology that involves essentially the formation of four diffused layers in silicon and etching of a V-shaped groove to a precisely controlled depth in the layers, followed by deposition of metal over silicon dioxide in the groove to form the gate electrode. Abbreviated VMOS technology.}} \)

\( \text{[vertical obstacle sonar] \text{ [ENG] An active sonar used to determine heights of objects in the path of a submersible vehicle, its beam sweeps along a vertical plane, about 30° above and below the direction of the vehicle’s motion. Abbreviated VOS.}} \)

\( \text{[vertical recording] \text{ [ELECTR] Magnetic recording in which bits are magnetized in directions perpendicular to the surface of the recording medium, allowing the bits to be smaller. Also known as perpendicular recording.}} \)

\( \text{[vertical scale] \text{ [DES ENG] The ratio of the vertical dimensions of a laboratory model to those of the natural prototype; usually exaggerated in relation to the horizontal scale.}} \)

\( \text{[vertical seismograph] \text{ [ENG] An instrument that records the vertical component of the ground motion during an earthquake.}} \)

\( \text{[vertical traverse] \text{ [MECH ENG] The angle through which a robot’s arm can swing up and down, typically 30°.}} \)

\( \text{[vertical turbine pump] \text{ See deep-well pump.}} \)

\( \text{[vertical turret lathe] \text{ [DES ENG] Similar in principle to the horizontal turret lathe but capable of handling heavier, bulkier workpieces; it is constructed with a rotary, horizontal worktable whose diameter (30–74 inches, or 76–188 centimeters) normally designates the capacity of the machine; a crossrail mounted above the worktable carries a turret, which indexes in a vertical plane with tools that may be fed either across or downward.}} \)

\( \text{[very high frequency oscillator] \text{ [ELECTR] An oscillator whose frequency lies in the range from a few to several hundred megahertz, it uses distributed, rather than lumped, impedances, such as parallel wire transmission lines or coaxial cables.}} \)

\( \text{[very high frequency tuner] \text{ [ELECTR] A tuner in a television receiver for reception of stations transmitting in the very high frequency band; it generally has 12 discrete positions corresponding to channels 2–13.}} \)

\( \text{[very large scale integrated circuit] \text{ [ELECTR] A complex integrated circuit that contains between 20,000 and 1,000,000 transistors. Abbreviated VLSI circuit.}} \)

\( \text{[vessel] \text{ [ENG] A container or structural envelope in which materials are processed, treated, or stored, for example, pressure vessels, reactor vessels, agitator vessels, and storage vessels (tanks).}} \)

\( \text{[vestibule] \text{ [BUILD] A hall or chamber between the outer door and the interior, or rooms, of a building.}} \)

\( \text{[vestibule school] \text{ [IND ENG] A school organized by an industrial concern to train new employees in specific tasks or prepare employees for promotion.}} \)

\( \text{[vestibule training] \text{ [IND ENG] A procedure used in operator training in which the training location is separate from the main productive areas of the plant; includes student carrels, lecture rooms, and in many instances the same type of equipment that the trainee will use in the work station.}} \)

\( \text{[VGC] \text{ See viscosity-gravity constant.}} \)

\( \text{[V guide] \text{ [MECH ENG] A V-shaped groove serving to guide a wedge-shaped sliding machine element.}} \)

\( \text{[VI] \text{ See viscosity index.}} \)

\( \text{[via] \text{ [ELECTR] A pathway that is etched to allow electrical contact between different layers of a semiconductor device.}} \)

\( \text{[viaduct] \text{ [CIV ENG] A bridge structure supported on high towers with short masonry or reinforced concrete arches.}} \)

\( \text{[via point] \text{ [CONT SYS] A point located midway between the starting and stopping positions of a robot tool tip, through which the tool tip passes}} \)
A device for rectifier; it contains a vibrating reed which has a vibrating wire transducer.

A classifier which is vibrated by solenoid or magnetostriiction, or mechanically by eccentrics or unbalanced spinning weights.

A device for measuring ocean depth, consisting of a very fine tungsten wire stretched in a magnetic field so that it vibrates at a frequency that depends on the tension in the wire, and thereby on pressure and depth.

A continuing periodic change in a displacement with respect to a fixed reference.

The processes and techniques used for converting the mechanical vibrational energy of solids into heat energy.

Drilling in which a frequency of vibration in the range of 100 to 20,000 hertz is used to fracture rock.

An alternating-current galvanometer in which the natural oscillation frequency of the moving element is equal to the frequency of the current being measured.

The isolation, in structures, of those vibrations or motions that are classified as mechanical vibration, involves the control of the supporting structure, the placement and arrangement of isolators, and control of the internal construction of the equipment to be protected.

The amount of time during which fresh concrete remains mobile when subjected to vibration.

A device for subjecting a system to controlled and reproducible mechanical vibration. Also known as shake table.

An instrument that measures the period of vibration of a magnetic needle to determine the horizontal magnetic field strength at the needle.

An instrument used to achieve proper consolidation of concrete, vibrating machines may be drawn vertically through the cement, or used on the surface, or placed against the form holding the concrete in place. Also known as mechanical puddling.

Classification or separation of grains of solids in which separation through a screen is expedited by vibration or oscillatory movement of the screening mediums.

The prevention of undesirable vibration, either through passive means such as damping or through active techniques involving feedback control.

An electromechanical device used primarily to convert direct current to alternating current but also used as a synchronous rectifier. It contains a vibrating reed which has a set of contacts that alternately hit stationary contacts attached to the frame, reversing the direction of current flow; the reed is activated without stopping. Also known as way point.

Bar grizzlies mounted on eccentrics so that the entire assembly is given a forward and backward movement at a speed of some 100 strokes a minute.

An instrument using a vibrating capacitor to measure a small charge, often in combination with an ionization chamber.

An instrument that measures magnetic fields by noting their effect on the vibration of reeds excited by an alternating magnetic field.

An alternating-current frequency meter in which the natural oscillation frequency of the moving element is equal to the frequency of the current being measured.

An alternating-current electrometer in which the natural oscillation frequency of the moving element is equal to the frequency of the current being measured.

An alternating-current frequency meter consisting of steel reeds having different and known natural frequencies, all excited by an electromagnet carrying the alternating current whose frequency is to be measured. Also known as Frahm frequency meter; reed frequency meter, tuned-reed frequency meter.

An instrument that measures the period of vibration of a magnetic needle to determine the horizontal magnetic field strength at the needle.
when a soft-iron slug at its tip is attracted to the pole piece of a driving coil.  [MECH ENG] An instrument which produces mechanical oscillations.  [viˈbrətər-i]

vibratory centrifuge  [MECH ENG] A high-speed rotating device to remove moisture from pulverized coal or other solids.  [viˈbraˌtər-iˌsenˈtraˌfyʊə]

vibratory equipment  [MECH ENG] Reciprocating or oscillating devices which move, shake, dump, compact, settle, tamp, pack, screen, or feed solids or slurries in process.  [ˈviˌbraˌtorˌeɪˌekˈwipˌmɑnt]

vibratory hammer  [MECH ENG] A type of pile hammer which uses electrically activated eccentric cams to vibrate piles into place.  [ˈvɪˌbraˌtorˌeɪˌhæmˌɑr]

vibroenergy separator  [MECH ENG] A screen-type device for classification or separation of grains of solids by a combination of gyratory motion and auxiliary vibration caused by balls bouncing against the lower surface of the screen cloth.  [ˈviˌbraˌtər-əˌrɛjˌsepˌrəˌrædˌɑr]

vibrograph  [ENG] An instrument that provides a complete oscillographic record of a mechanical vibration; in one form a moving stylus records the motion being measured on a moving paper or film.  [ˈviˌbraˌgrɑf]

vibrometer  [ENG] An instrument designed to measure the amplitude of a vibration. Also known as vibration meter.  [ˈviˌbraˌmətər]

Vicat needle  [ENG] An apparatus used to determine the setting time of cement by measuring the pressure of a special needle against the cement surface.  [ˈviˌkɑˌˌnedˌɑl]

Victaulic coupling  [DES ENG] A development in which a groove is cut around each end of pipe instead of the usual threads; two ends of pipe are then lined up and a rubber ring is fitted around the joint; two semicircular bands, forming a sleeve, are placed around the ring and are drawn together with two bolts, which have a ridge on both edges to fit into the groove of the pipe; as the bolts are tightened, the rubber ring is compressed, making a watertight joint, while the ridges fitting in the grooves make it strong mechanically.  [viˈkɪlˌɪkˌlɑpˌlɪŋ]

videomagnetograph  [ENG] A sensitive and accurate device for measuring the strength and sign of solar magnetic fields, using the signal that results when successive images in right- and left-circularly polarized light are subtracted, the images are taken in the wing of a spectral line, using a birefringent filter.  [ˌvɪdˌe-əˌmæɡnˈɛdˌɑ,grɑf]

virgin  See straight-run.  [ˈvərˌjən]

virial coefficients  [THERMO] For a given temperature T, one of the coefficients in the expansion of P/R in inverse powers of the molar volume, where P is the pressure and R is the gas constant.  [ˌvɪrˈe-əˌkɔˌvəˌfɪlʃəns]

Virrel engine  [MECH ENG] A cat-and-mouse engine that employs vane-like pistons whose motion is controlled by a gear-and-crank system, each set of pistons stops and restarts when a chamber reaches the spark plug.  [ˈvɑrˌmɛlˌɪnˌjɑn]

virtual acoustics  [ENG ACOUS] Digitally processing sounds so that they appear to come from particular locations in three-dimensional space, with the goal of simulating the complex acoustic field experienced by a listener within a natural environment. Also known as auralization, three-dimensional sound.  [ˌvɑrˌchəˌwɔl əˈkʊstɪks]

virtual displacement  [MECH] 1. Any change in the positions of the particles forming a mechanical system. 2. An infinitesimal change in the positions of the particles forming a mechanical system, which is consistent with the geometrical constraints on the system.  [ˌvɑrˌchəˌwɔl ˈsplæsˌmɑnt]

virtual entropy  [THERMO] The entropy of a system, excluding that due to nuclear spin. Also known as practical entropy.  [ˌvɑrˌchəˌwɔl ˈenˈtrɒpi]

virtual leak  [ENG] The semblance of the vacuum system leak caused by a gradual desorptive release of gas at a rate which cannot be accurately predicted.  [ˌvɑrˌchəˌwɔl ˈlɛk]

virtual manufacturing  [IND ENG] The modeling of manufacturing systems using audiovisual or other sensory features to simulate or design an actual manufacturing environment, or the prototyping and manufacture of a proposed product mainly through effective use of computers, used to predict potential problems and inefficiencies in product functionality and manufacturability before real manufacturing occurs.  [ˌvɑrˌchəˌwɔlˌmənˌəˌfəkˌʃəˌrɪŋ]

virtual PPI reflectoscope  [ENG] A device for superimposing a virtual image of a chart on a plan position indicator (PPI) pattern; the chart is usually prepared with white lines on a black background to the scale of the plan position indicator range scale.  [ˌvɑrˌchəˌwɔlˌpɛlˈpɛlˌriˈflektəˌskɔp]

virtual work  [MECH] The work done on a system during any displacement which is consistent with the constraints on the system.  [ˌvɑrˌchəˌwɔlˌˈwɜrk]

virtual work principle  See principle of virtual work.  [ˌvɑrˌchəˌwɔlˌˈwɜrkˌprɪnˌsəˌpɔl]

visbreaking  See viscosity breaking.  [ˌvɪsˌbrækˌɪŋ]

viscoelasticity  [MECH] Property of a material which is viscous but which also exhibits certain elastic properties such as the ability to store energy of deformation, and in which the application of a stress gives rise to a strain that approaches its equilibrium value slowly.  [ˌvɪsˌkɔˌˌlɑsˈtɪsˌədˌɛ]

viscoelastic theory  [MECH] The theory which attempts to specify the relationship between stress and strain in a material displaying viscoelasticity.  [ˌvɪsˌkoˌˌlæsˈtɪsˈθeˌɔrɛ]

viscometer  [ENG] An instrument designed to measure the viscosity of a fluid.  [viˈskæmˌədˌɑr]

viscometer gage  [ENG] A vacuum gage in
viscometry

which the gas pressure is determined from the viscosity of the gas. \( \text{viscosity} \times \text{gas} \) \( \text{viscosity} \text{viscosity} \)

viscosity process [CHEM ENG] A process for the manufacture of rayon by treating cellulose with caustic soda, and with carbon disulfide to form cellulose xanthate, which is then dissolved in a weak caustic solution to form the viscose; fibers are used as silk substitutes. \( \text{viscosity, fiber} \) \( \text{viscosity, fiber} \)

viscosity blending chart [CHEM ENG] A graphical means for estimating the viscosity at a given temperature of a blend of petroleum products. \( \text{viscosity, blending chart} \)

viscosity breaking [CHEM ENG] A petroleum refinery process used to lower or break the viscosity of high-viscosity residuum by thermal cracking of molecules at relatively low temperatures. Also known as visbreaking. \( \text{viscosity, breaking} \)

viscosity conversion table [CHEM ENG] A table or chart with which kinematic viscosity, in centistokes, can be converted to Saybolt viscosity, in seconds, at the same temperature. \( \text{viscosity, conversion table} \)

viscosity gage [CHEM ENG] See molecular gage. \( \text{viscosity, gage} \)

viscosity-gravity constant [CHEM ENG] An index of the chemical composition of crude oil; defined as the general relation between specific gravity and Saybolt Universal viscosity; the constant is low for paraffinic crude oils, high for naphthenic crude oils. Abbreviated VGC. \( \text{viscosity, gravity constant} \)

viscosity index [CHEM ENG] An arbitrary scale used to show the magnitude of viscosity changes in lubricating oils with changes in temperature. Abbreviated VI. \( \text{viscosity, index} \)

viscosity manometer See molecular gage. \( \text{viscosity, manometer} \)

viscosity-temperature chart [CHEM ENG] A chart with which the kinematic or Saybolt viscosity of a petroleum oil at any temperature within a limited range may be ascertained, provided viscosities at two temperatures are known. \( \text{viscosity, temperature chart} \)

viscous damping [MECH ENG] A method of converting mechanical vibrational energy of a body into heat energy, in which a piston is moved through liquid or air in a cylinder or bellows that is attached to a support. \( \text{viscous damping} \)

viscous-drag gas-density meter [ENG] A device to measure gas-mixture densities; driven impellers in sample and standard chambers create measurable turbulences (drags) against respective nonrotating impellers. \( \text{viscous-drag density meter} \)

viscous fillers [MECH ENG] A packaging machine that fills viscous product into cartons; these are two basic types, straight-line and rotary plunger; the former operates intermittently on a given number of containers, while the latter fills and discharges containers continuously. \( \text{viscous fillers} \)

viscous filter [ENG] An air-cleaning filter having a surface coated with a viscous liquid to trap particulates in the airstream. \( \text{viscous filter} \)

viscous impingement filter [ENG] A filter made up of a relatively loosely arranged medium, such that the airstream is forced to change direction frequently as it passes through the filter medium; the medium usually consists of spun-glass fibers, metal screens, or layers of crimped expanded metal whose surfaces are coated with a tacky oil. \( \text{viscous impingement filter} \)

viscous lubrication See complete lubrication. \( \text{viscous lubrication} \)

vise [DES ENG] A tool consisting of two jaws for holding a workpiece; opened and closed by a screw, lever, or cam mechanism. \( \text{vise} \)

visibility meter [ENG] An instrument for making direct measurements of visual range in the atmosphere or of the physical characteristics of the atmosphere which determine the visual range. \( \text{visibility meter} \)

viscosity meter [CHEM ENG] A process for the up of a relatively loosely arranged medium, such as a ceramic to produce a glazed surface. \( \text{viscosity meter} \)

visual servoing [VISUAL SERVOING] See visual servoing. \( \text{visual servoing} \)

VOC See volatile organic compounds. \( \text{VOC} \)

voice coil [ENG ACOUS] The coil that is attached to the diaphragm of a moving-coil loudspeaker and moves through the air gap between the pole pieces due to interaction of the fixed magnetic field with that associated with the audio-frequency current flowing through the voice coil. Also known as loudspeaker voice coil; speech coil (British usage). \( \text{voice coil} \)

voice print [ENG ACOUS] A voice spectrograph that has individually distinctive patterns of voice characteristics that can be used to identify one person's voice from other voice patterns. \( \text{voice print} \)

voice response [ENG ACOUS] The process of
generating an acoustic speech signal that communicates an intended message, such that a machine can respond to a request for information by talking to a human user. Also known as speech synthesis. { 'vois ri,späns }

void channels [ENG] The open passages of a porous or packed medium through which liquid or gas can flow. { 'voïd ,chan-alz }

Voigt body [ELEC] Kelvin body. { 'voït ,bâd-ë }

Voigt notation [MECH] A notation employed in the theory of elasticity in which elastic constants and elastic moduli are labeled by replacing the pairs of letters xx, yy, zz, gg, zz, and xy by the number 1, 2, 3, 4, 5, and 6 respectively. { 'voït nó,tä-shän }

volatile organic compounds [ENG] Organic chemicals that produce vapors readily at room temperature and normal atmospheric pressure, including gasoline and solvents such as toluene, xylene, and tetrachloroethylene. They form photochemical oxidants (including ground-level ozone) that affect health, damage materials, and cause crop and forest losses. Many are also hazardous air pollutants. Abbreviated VOC. { 'väl-a-tol or,gan-ik 'käm,paûnž }

volatility [THERMO] The quality of having a low boiling point or subliming temperature at ordinary pressure or, equivalently, of having a high vapor pressure at ordinary temperatures. { 'väl-a-il-ad-ë }

volatilization [THERMO] The conversion of a chemical substance from a liquid or solid state to a gaseous or vapor state by the application of heat, by reducing pressure, or by a combination of these processes. Also known as vaporization. { 'väl-ad-ol a-zä-shän }

volley [ENG] A round of holes fired at any one time. { 'väl-ë }

volt [ELEC] The unit of potential difference or electromotive force in the meter-kilogram-second system, equal to the potential difference between two points for which 1 coulomb of electricity will do 1 joule of work in going from one point to the other. Symbolized V. { volt }

Volta effect [ELEC] Contact potential difference. { 'völ-ta ,fekt }

voltage [ELEC] Potential difference or electromotive force measured in volts. { 'völ-tij }

voltage amplification [ELECTR] The ratio of the magnitude of the voltage across a specified load impedance to the magnitude of the input voltage of the amplifier or other transducer feeding that component or conductor. { 'völ-tij ,dräp }

voltage gain [ELECTR] The difference between the output signal voltage level in decibels and the input signal voltage level in decibels; this value is equal to 20 times the common logarithm of the ratio of the output voltage to the input voltage. { 'völ-tij ,gän }

voltage generator [ELECTR] A two-terminal circuit element in which the terminal voltage is independent of the current through the terminal. { 'völ-tij ,jen-a ,råd-ë-önt }

voltage gradient [ELEC] The voltage per unit length along a resistor or other conductive path. { 'völ-tij ,gräd-ë-önt }

voltage level [ELEC] At any point in a transmission system, the ratio of the voltage existing at that point to an arbitrary value of voltage used as a reference. { 'völ-tij ,lev-al }

voltage measurement [ELEC] Determination of the difference in electrostatic potential between two points. { 'völ-tij ,mezh-år-mant }

voltage multiplier [ELEC] See instrument multiplier. [ELECTR] A rectifier circuit capable of supplying a direct-current output voltage that is two or more times the peak value of the alternating-current voltage. { 'völ-tij ,mål-tä,plä-år }

voltage-multiplier circuit [ELEC] A rectifier circuit capable of supplying a direct-current output voltage that is two or more times the peak value of the alternating-current input voltage, useful for high-voltage, low-current supplies. { 'völ-tij mål-tä,plä-år ,zär-kat }

voltage phasor [ELEC] A line whose length represents the magnitude of a sinusoidally varying voltage and whose angle with the positive x-axis represents its phase. { 'völ-tij ,få-zär }

voltage quadrupler [ELECTR] A rectifier circuit, containing four diodes, which supplies a direct-current output voltage which is four times the peak value of the alternating-current input voltage. { 'völ-tij kwa-dräp-år }

voltage rating [ELEC] The maximum sustained voltage that can safely be applied to an electric device without risking the possibility of electric breakdown. Also known as working voltage. { 'völ-tij ,råd-än }

voltage ratio [ELEC] The root-mean-square primary terminal voltage of a transformer divided by the root-mean-square secondary terminal voltage under a specified load. { 'völ-tij ,råshô }

voltage regulation [ELEC] The ratio of the difference between no-load and full-load output voltage of a device to the full-load output voltage, expressed as a percentage. { 'völ-tij ,reg-yö,lä-shän }

605
voltage regulator

voltage regulator [ELECTR] A device that maintains the terminal voltage of a generator or other voltage source within required limits despite variations in input voltage or load. Also known as automatic voltage regulator, voltage stabilizer. {vōl’tijˌrēg’yāˌlād’-ər}

voltage-regulator diode [ELECTR] A diode that maintains an essentially constant direct voltage in a circuit despite changes in line voltage or load. {vōl’tijˌrēg’yāˌlād’-ərˌdīˌōd’}

voltage stabilizer See voltage regulator. {vōl’tijˌsta’bāˌlik’sar}

voltage transformer [ELEC] An instrument transformer whose primary winding is connected in parallel with a circuit in which the voltage is to be measured or controlled. Also known as potential transformer. {vōl’tijˌtran’zōr’mār}

voltage-variable capacitor See varactor. {vōl’tijˌvēr’ē-əbəl kā’pas’-əd’-ər}

voltic cell [ELEC] A primary cell consisting of two dissimilar metal electrodes in a solution that acts chemically on one or both of them to produce a voltage. {vōlt’ōr̥’ik’sel}

voltammeter [ELEC] An instrument that may be used either as a voltmeter or ammeter. {vōlt’əm’-əd’-ər}

volt-ampere [ELEC] The unit of apparent power in the International System; it is equal to the apparent power in a circuit when the product of the root-mean-square value of the voltage, expressed in volts, and the root-mean-square value of the current, expressed in amperes, equals 1. Abbreviated VA. {vōlt’əm’pir}

volt-ampere hour [ELEC] A unit for expressing equal to the number of decibels above a reference the integral of apparent power over time, or is connected across a 600-ohm resistor that is to 3600 joules. {vōlt’əm’pir’āür}

volt-ampere-hour reactive See var hour. {vōlt’əm’pir’āür rē’ak’tīv}

volt-ampere reactive [ELEC] The unit of reactive power in the International System; it is equal to the reactive power in a circuit carrying a sinusoidal current when the product of the root-mean-square value of the voltage, expressed in volts, by the root-mean-square value of the current, expressed in amperes, and by the sine of the phase angle between the voltage and the current, equals 1. Abbreviated VAR. Also known as reactive volt-ampere. {vōlt’əm’pir rē’ak’tīv}

voltmeter [ENG] An instrument for the measurement of potential difference between two points, in volts or in related smaller or larger units. {vōlt’mēd’-ər}

voltmeter-ammeter [ENG] A voltmeter and an ammeter combined in a single case but having separate terminals. {vōlt’mēd’-ərˌām’ˌēd’-ər}

volt-ohm-milliammeter [ENG] A test instrument having a number of different ranges for measuring voltage, current, and resistance. Also known as circuit analyzer, multimeter, multiple-purpose tester. {vōlt’ōmˌmil’-ēm’ˌēd’-ər}

volume [ENG ACOUS] The magnitude of a complex audio-frequency current as measured in volume units on a standard volume indicator. {vōl’vā’mənˌkamˌpres’-ər}

volume control [ENG ACOUS] A potentiometer used to vary the loudness of a reproduced sound by varying the audio-frequency signal voltage at the input of the audio amplifier. {vōl’vā’mənˌkamˌtrōlˌsīs’-tām’}

volume control system [ENG ACOUS] An electronic system that regulates the signal amplification or limits the output of a circuit, such as a volume compressor or a volume expander. {vōl’vā’mənˌkamˌtrōlˌsīs’-tām’}

volume expander [ENG ACOUS] An audio-frequency control circuit sometimes used to increase the volume range of a radio program or recording by making weak sounds weaker and loud sounds louder; the expander counteracts volume compression at the transmitter or recording studio. Also known as automatic volume expander. {vōl’vā’mənˌkə’span’-ər}

volume indicator [ENG ACOUS] A standardized instrument for indicating the volume of a complex electric wave such as that corresponding to speech or music; the reading in volume units is the difference, expressed in decibels, between the maximum and minimum volumes a radio program at the transmitter, to permit variations in input voltage or load. Also known as volume control system. {vōl’vā’mənˌkamˌtrōlˌsīs’-tām’}

volume meter [ENG] Any flowmeter in which the actual flow is determined by the measurement of a phenomenon associated with the flow. {vōl’vā’mənˌmēd’-ər}

volumenometer [ENG] An instrument for determining the volume of a body by measuring the pressure in a closed air space when the specimen is present and when it is absent. {vōl’vā’mənˌnā’məd’-ər}

volume range [ENG] In a transmission system, the difference, expressed in decibels, between the maximum and minimum volumes that can be satisfactorily handled by the system. [ENG ACOUS] The difference, expressed in decibels, between the maximum and minimum volumes of a complex audio-frequency signal occurring over a specified period of time. {vōl’vā’mənˌrā’n̩}

volume resistivity [ELEC] Electrical resistance between opposite faces of a 1-centimeter cube of insulating material, commonly expressed in ohm-centimeters. Also known as specific insulation resistance. {vōl’vā’mənˌrē’zīs’-tīv’-əd’-ē}

volumeter [ENG] Any instrument for measuring
volumes of gases, liquids, or solids. {væl-yə,méd-ar}

volumetric efficiency [MECH ENG] In describing an engine or gas compressor, the ratio of volume of working substance actually admitted, measured at a specified temperature and pressure, to the full piston displacement volume, for a liquid-fuel engine, such as a diesel engine, volumetric efficiency is the ratio of the volume of air drawn into a cylinder to the piston displacement. {væl-yə'me-tri-kəl 'fɪsh-ən-sə}

volumetric strain [MECH] One measure of deformation, the change of volume per unit of volume. {væl-yə'me-tri-strən}

volumetric unit [ENG ACOUS] A unit for expressing the audio-frequency power level of a complex electric wave, such as that corresponding to speech or music; the power level in volume units is equal to the number of decibels above a reference level of 1 milliwatt as measured with a standard volume indicator. Abbreviated VU. {væl-yəm ,yú-nət}

volumetric unit meter See volume indicator. {væl-yəm ,yú-nət,méd-ar}

volute [DES ENG] A spiral casing for a centrifugal pump or a fan designed so that speed will be converted to pressure without shock. {vɔl-lūt}

volute pump [MECH ENG] A centrifugal pump housed in a spiral casing. {vɔl-lūt 'pʌmp}

von Arx current meter [ENG] A type of current-measuring device using electromagnetic induction to determine speed and, in some models, direction of deep-sea currents. {vɔn ərks 'kær-ənt,méd-ar}

don Mises yield criterion [MECH] The assumption that plastic deformation of a material begins when the sum of the squares of the principal components of the deviatoric stress reaches a certain critical value. {vɔn'məz-eɪd 'krai-tən,méd-ar}

Vorce diaphragm cell [CHEM ENG] A cylindrical cell with graphite anodes and asbestos-covered cathode, used in the electrolytic process for the manufacture of chlorine. {vɔrs'dər,fræm,sel}

vortex amplifier [ENG] A fluidic device in which the supply flow is introduced at the circumference of a shallow cylindrical chamber, the vortex field developed can substantially reduce or throttle flow, used in fluidic diodes, throttles, pressure amplifiers, and a rate sensor. {vɔr,teks 'am-plə,frət-ər}

vortex burner [ENG] Combustion device in which the combustion air is fed tangentially into the burner, creating a spin (vortex) to mix it with the fuel as it is injected. {vɔr,teks 'bər-nər}

vortex cage meter [ENG] In flow measurement, a type of quantity meter which exerts only a slight retardation on the flowing fluid, the elements rotate at a speed that is linear with fluid velocity, revolutions are counted either by coupling to a local mounted counter or by a proximity detector for remote transmission. {vɔr,teks 'kɑːj,méd-ar}

vortex precession flowmeter [ENG] An instrument for measuring gas flows from the rate of precession of vortices generated by a fixed set of radial vanes placed in the flow. Also known as swirl flowmeter. {vɔr,teks prɛs'səʃən 'flōr

vortex-shedding meter [ENG] A flowmeter in which fluid velocity is determined from the frequency at which vortices are generated by an obstruction in the flow. {vɔr,teks 'ʃed-ər,méd-ar}

vortex thermometer [ENG] A thermometer, used in aircraft, which automatically corrects for adiabatic and frictional temperature rises by imparting a rotary motion to the air passing the thermal sensing element. {vɔr,teks thər'mæn-də-

VOS See vertical obstacle sonar.

V-tool See parting tool. {və,təl}

VTVM See vacuum-tube voltmeter.

v-type engine [MECH ENG] An engine in which the cylinders are arranged in two rows set at an angle to each other, with the crankshalt running through the point of a V. {vɛ, tɪp,ən,ən}

vulcanization [CHEM ENG] A chemical reaction of sulfur (or other vulcanizing agent) with rubber or plastic to cause cross-linking of the polymer chains, it increases strength and resiliency of the polymer. Also known as cure. {vɔl-kən-ən 'zər-ən}
This page intentionally left blank.
Wacker process [CHEM ENG] A process for the oxidation of ethylene to acetaldehyde by oxygen in the presence of palladium chloride and cupric chloride. \{ \text{'wak-ər, prä-səs} \}\n
wafer [ELECTR] A thin semiconductor slice on which matrices of microcircuits can be fabricated, or which can be cut into individual dice for fabricating single transistors and diodes. [ENG] A flat element for a process unit, as in a series of stacked filter elements. \{ \text{'wa-fər} \}\n
wage curve [MECH ENG] A graphic representation of the relationship between wage rates and point values for key jobs. \{ \text{'wā, kər} \}\n
wage incentive plan [IND ENG] A wage system which provides additional pay for qualitative and quantitative performance which exceeds standard or normal levels. Also known as incentive wage system. \{ \text{'wā in-sen-tiv, plan} \}\n
wagon drill [MECH ENG] 1. A vertically mounted, pneumatic, percussive-type rock drill supported on a three- or four-wheeled wagon. 2. A wheel-mounted diamond drill machine. \{ \text{'wag-ən, dril} \}\n
wainscot [BUILD] A decorative or protective panel installed over the lower portion of an interior partition or wall. \{ \text{'wâns-kot} \}\n
waist [ENG] The center portion of a vessel or container that has a smaller cross section than the adjacent areas. \{ \text{\textipa{wât}} \}\n
wait [CONT SYS] Cessation of motion of a robot manipulator, under computer control, until further notice. \{ \text{\textipa{wât}} \}\n
waiting line [IND ENG] A line formed by units waiting for service. Also known as queue. \{ \text{'wād-ən, \text{'wād-lin}} \}\n
wale See waler. \{ \text{\textipa{wāl}} \}\n
waler [CIV ENG] A horizontal reinforcement utilized to keep newly poured concrete forms from bulging outward. Also spelled whaler. Also known as wale. \{ \text{'wā-lər} \}\n
walking beam [MECH ENG] A lever that oscillates on a pivot and transmits power in a manner producing a reciprocating or reversible motion, used in rock drilling and oil well pumping. \{ \text{'wōk-ən, \text{'bēm}} \}\n
walking dragline [MECH ENG] A large-capacity dragline built with moving feet, disks 20 feet (6 meters) in diameter support the excavator while working. \{ \text{'wōk-ən 'drag-lin} \}\n
walking machine [MECH ENG] A machine designed to carry its operator over various types of terrain, the operator sits on a platform carried on four mechanical legs, and movements of his arms control the front legs of the machine while movements of his legs control the rear legs of the machine. \{ \text{'wōk-ən mə-shən} \}\n
walkthrough method [CONT SYS] The instruction of a robot by taking it through its sequences of motions, so that these actions are stored in its memory and recalled when necessary. \{ \text{'wōk-thrū, meth-əd} \}\n
wall [ENG] A vertical structure or member forming an enclosure or defining a space. \{ \text{\textipa{wōl}} \}\n
wall anchor [BUILD] A steel strap fastened to the end of every second or third common joist and built into the brickwork of a wall to provide lateral support. Also known as joist anchor. \{ \text{'wōl \text{'an-kər} \}\n
wall box [BUILD] 1. A frame or box set into a wall to receive a beam or joist. Also known as beam box, wall frame. 2. A frame set into a wall to provide a sealed space for pipework to pass through. \{ \text{'wōl, \text{'bāks} \}\n
wall coping [CIV ENG] The covering course on top of a brick or stone wall. \{ \text{'wōl, \text{'kōp-ən} \}\n
wall crane [MECH ENG] A jib crane mounted on a wall. \{ \text{'wōl, \text{'krān} \}\n
Walley engine [MECH ENG] A multirotor engine employing four approximately elliptical rotors that turn in the same clockwise sense, leading to excessively high rubbing velocities. \{ \text{'wal-ē, \text{'en-\textipa{jan}} \}\n
wall frame See wall box. \{ \text{'wōl, \text{'frām} \}\n
wall furnace [MECH ENG] A self-contained vented furnace that is permanently attached to a wall and provides heated air directly to the surrounding space. \{ \text{'wōl, \text{'far-nəs} \}\n
wall grille [BUILD] A perforated plate or a framed structure composed of rods or bars that is used to cover a wall opening to restrict vision but allow movement of air. \{ \text{'wōl, \text{'grēl} \}\n
wall guard [BUILD] A protective strip of resilient material applied to the surface of a wall (especially along a corridor) several feet off the floor to prevent damage by vehicles used within a building. \{ \text{'wōl \text{'gārd} \}\n
Copyright 2003 by The McGraw-Hill Companies, Inc. Click Here for Terms of Use.
wall hanger

warpage [MECH] The action, process, or result of twisting or turning out of shape. [ˈwɔrˌpiː] warping function See torsion function. [ˈwɔrpɪŋ ˈfʌŋkʃən]

Warren truss [CIV ENG] A truss having only sloping members between the top and bottom horizontal members. [ˈwɔrən ˈtrʌs]

wash [BUILD] Any member that serves to carry water away from a section of a structure. [ˈwɑʃ] 1. To clean cuttings or other fragmental rock materials out of a borehole by the jetting and buoyant action of a copious flow of water or a mud-laden liquid. 2. The erosion of core or drill string equipment by the action of a rapidly flowing stream of water or mud-laden drill-circulation liquid. [ˈwɑʃ]

washboard course [ENG] A test course for vehicles consisting of a series of waves or convolutions having arbitrary amplitude and frequency; a common type is the so-called sine-wave course. [ˈwɔʃˌbɔrd ˈkɔrs]

wash boring See jet drilling. [ˈwɔʃˌbɔrɪŋ] wash coat [ENG] A sealer consisting of a very thin, semitransparent coat of paint. [ˈwɔʃˌkoʊt]

washer [DES ENG] A flattened, ring-shaped device used to improve the tightness of a screw fastener. [ˈwɔʃər] 1. A device for removing dirt and soluble impurities from pulp and paper stock. 2. A system for washing photographic materials to remove soluble products of developing or fixing. 3. A power-driven machine for washing clothes and household linens. Also known as washing machine. 4. See scrubber. [ˈwɔʃər]

washing [CHEM ENG] In a process operation, cleaning of a solids bed (settler) or cake (filter) with a liquid in which the solid is not soluble. [ˈwɔʃɪŋ]

washing machine See washer. [ˈwɔʃɪŋ ˈmɔʃən]

washout [ENG] 1. An överlæge well bore caused by the solvent and erosional action of drilling fluid. 2. A fluid-cut opening resulting from leaking fluid. [ˈwɔʃˌɔut]

wash water [CHEM ENG] Water contacted with process streams (liquid or gas), packed beds, or filter cakes to flush or dissolve out impurities. [ˈwɔʃˌwɔtər]

waste [ENG] 1. Rubbish from a building. 2. Dirty water from mining, industrial, and domestic use. 3. The amount of excavated material exceeding fill. [ˈwæst]

waste heat [ENG] Sensible heat in gases not subject to combustion and used for processes downstream in a system. [ˈwæst ˈhɛt]

waste-heat boiler [CHEM ENG] A heat-retrieval unit using hot by-product gas or oil from chemical processes; used to produce steam in a boiler-type system. Also known as gas-tube boiler. [ˈwæst ˈhɛt ˈboʊər]

waste lubrication [ENG] A method in which a lubricant is delivered to a bearing surface by the wicking action of cloth waste or yarn. [ˈwæstˌluˌbruːkˈfæn]
water swivel
the circulation needed to cool the bit and remove the cuttings produced. Also known as goose- neck or swivel neck. \(\text{'wod-ar, swiv-al}\)

**water table**  
[BUILD] A ledge or slight projection of the masonry or wood construction on the exterior of a foundation wall, or just above it, to protect the foundation by directing rainwater away from the wall. Also known as canting strip. \(\text{'wod-ar, tâ-bal}\)

**water tower**  
[CIV ENG] A tower or standpipe for storing water in areas where ordinary water pressure is inadequate for distribution to consumers. \(\text{'wod-ar, târ\-ar}\)

**water treatment**  
[CIV ENG] Purification of water to make it suitable for drinking or for any other use. \(\text{'wod-ar, tret\-mant}\)

**water-tube boiler**  
[MECH ENG] A steam boiler in which water circulates within tubes and heat is applied from outside the tubes to generate steam. \(\text{'wod-ar, tub\, boi\-lar}\)

**water tunnel**  
[CIV ENG] A tunnel to transport water in a water-supply system. \(\text{'wod-ar, tan\-al}\)

**waterwall**  
[MECH ENG] The side of a boiler furnace consisting of water-carrying tubes which absorb radiant heat and thereby prevent excessively high furnace temperatures. \(\text{'wod-ar, wdl}\)

**waterway**  
[CIV ENG] A channel for the escape or passage of water. \(\text{'wod-ar, wâ}\)

**water well**  
[CIV ENG] A well sunk to extract water from a zone of saturation. \(\text{'wod-ar, wel}\)

**waterwheel**  
[MECH ENG] A vertical wheel on a horizontal shaft that is made to revolve by the action or weight of water on or in containers attached to the rim. \(\text{'wod-ar, wel}\)

**waterworks**  
[CIV ENG] The whole system of supply and treatment utilized in acquisition and distribution of water to consumers. \(\text{'wod-ar, warks}\)

**Watson factor**  
See characterization factor. \(\text{wa\-t\-son, l\-ak-t\-ar}\)

**watt-hour**  
[ELEC] A unit of energy used in electrical measurements, equal to the energy converted or consumed at a rate of 1 watt during a period of 1 hour, or to 3600 joules. Abbreviated Wh. \(\text{wa\-t\-aur}\)

**watt-hour meter**  
[ENG] A meter that measures and registers the integral, with respect to time, of the active power of the circuit in which it is connected; the unit of measurement is usually the kilowatt-hour. \(\text{wa\-t\-aur, m\-ed-ar}\)

**wattmeter**  
[ENG] An instrument that measures electric power in watts ordinarily. \(\text{wa\-t\-med-ar}\)

**Watt’s law**  
[THermo] A law which states that the sum of the latent heat of steam at any temperature of generation and the heat required to raise water from 0°C to that temperature is constant; it has been shown to be substantially in error. \(\text{wa\-t\-s, l\-0}\)

**wave filter**  
[ELEC] A transducer for separating waves on the basis of their frequency; it introduces relatively small insertion loss to waves in one or more frequency bands and relatively large insertion loss to waves of other frequencies. \(\text{wa\-v\-f\-il-t\-r}\)

**wave gage**  
[ENG] A device for measuring the height and period of waves. \(\text{wa\-v\-g\-i}\)

**wave gait**  
[MECH ENG] A mode of motion of a mobile robot with several legs in which its components have a wave motion. \(\text{wa\-v\-g\-at}\)

**waveguide junction**  
See junction. \(\text{wa\-v\-gid\-g\-j\-3\-\-sh\-n}\)

**waveguide synthesis**  
[ENG ACOUS] A method of synthesizing the sounds of a string or wind instrument that simulates traveling waves on a string or inside a bore or horn using digital delay lines. \(\text{wa\-v\-g\-i\-\-d\-g\-i\-d\-\-s\-i\-\-n\-sh\-n}\)

**wavelength**  
[ENG ACOUS] A device for measuring the geometrical spacing between successive surfaces of equal phase in an electromagnetic wave. \(\text{wa\-v\-m\-ed-ar}\)

**wave microphone**  
[ENG ACOUS] Any microphone whose directivity depends upon some type of wave interference, such as a line microphone or a reflector microphone. \(\text{wa\-v\-mi\-k\-ra\-lon}\)

**wave motor**  
[MECH ENG] A motor that depends on the lifting power of sea waves to develop its usable energy. \(\text{wa\-v\-m\-od-ar}\)

**wave noise**  
[ELECTR] Noise in the electric current of a detector that results from fluctuations in the intensity of electromagnetic radiation falling on the detector. \(\text{wa\-v\-n\-oiz}\)

**wave polarization**  
See polarization. \(\text{wa\-v\-p\-ola\-ra\-za\-sh\-n}\)

**wave shaper**  
[ENG] Of explosives, an insert or core of inert material or of explosives having different detonation rates, used for changing the shape of the detonation wave. \(\text{wa\-v\-sh\-ap\-ar}\)

**wave-shaping circuit**  
[ELECTR] An electronic circuit used to create or modify a specified time-varying electrical quantity, usually voltage or current, using combinations of electronic devices, such as vacuum tubes or transistors, and circuit elements, including resistors, capacitors, and inductors. \(\text{wa\-v\-sh\-iap\-i\-z\-ar\-kat}\)

**wave soldering**  
See flow soldering. \(\text{wa\-v\-sad\-rip}\)

**wave tail**  
[ELECTR] Part of a signal-wave envelope (in time or distance) between the steady-state value (or crest) and the end of the envelope. \(\text{wa\-v\-t\-l}\)

**wave trap**  
[CIV ENG] A device used to reduce the size of waves from sea or swell entering a harbor before they penetrate as far as the quayage; usually in the form of diverging breakwaters, or small projecting breakwaters situated close within the entrance. \(\text{wa\-v\-trap}\)

**wax fractionation**  
[CHEM ENG] A continuous solvent-recovery/crystallization petroleum-refinery process for the production of waxes with low oil content from wax concentrates; for example,
weight
weight barometer

which the earth attracts a body. 2. By extension, the gravitational force with which a star, planet, or satellite attracts a nearby body.

weight barometer [ENG] A mercury barometer which measures atmospheric pressure by weighing the mercury in the column or the sistem.  [ˈwæt ˈbærəmtər]

weighting [ENG] The artificial adjustment of measurements to account for factors that, in the normal use of the device, would otherwise be different from conditions during the measurements.  [ˈwæd-ɪŋ]

weighting network [ENG ACOUS] One of three or more circuits in a sound-level meter designed to adjust its response; the A and B weighting networks provide responses approximating the 40- and 70-phon equal loudness contours, respectively, and the C weighting network provides a flat response up to 8000 hertz.  [ˈwæd-ɪŋ, ˈnet ,wɜrk]

weightlessness [MECH] A condition in which no acceleration, whether of gravity or other force, can be detected by an observer within the system in question. Also known as zero gravity.  [ˈwæt-ləs-ˌnəs]

weight-loaded regulator [ENG] A pressure-regulator valve for pressure vessels or flow systems; the regulator is preloaded by counterbalancing weights to open (or close) at the upper (or lower) limit of a preset pressure range.  [ˈwæt ˈləd-ˈrɛg-yəˌlæd-ˈðɔr]

weight thermometer [ENG] A glass vessel for determining the thermal expansion coefficient of a liquid by measuring the mass of liquid needed to fill the vessel at two different temperatures.  [ˈwæt ˈθɔrˌmæn-ˌðɔr]

weir [CIV ENG] A dam in a waterway over which water flows, serving to regulate water level or measure flow.  [wer]

weld gage [ENG] A device used to check the shape and size of welds.  [wel ˈdʒæ]

welding tip [ENG] A replaceable nozzle for a gas torch used in welding.  [welˈdɪŋˌtɪp]

welding torch [ENG] A gas-mixing and burning tool for the welding of metal.  [welˈdɪŋˌtɔrch]

weld-interval timer [ENG] A device used to control weld interval.  [welˈɪnˌtɔrˌvalˌtimˌər]

weld line See flow line.  [welˌlin]

weld mark See flow line.  [welˌmɑrk]

weldment [ENG] An assembly or structure whose component parts are joined by welding.  [welˈdɛnt]

well [BUILD] An open shaft in a building, extending vertically through floors to accommodate stairs or an elevator.  [wel]

well core [ENG] A sample of rock penetrated in a well or other borehole obtained by use of a hollow bit that cuts a circular channel around a central column or core.  [welˌkɔr]

well drill [MECH ENG] A drill, usually a churn drill, used to drill water wells.  [welˌdrɔl]

wellhead [CIV ENG] The top of a well.  [welˌhɛd]

well logging [ENG] The technique of analyzing and recording the character of a formation penetrated by a drill hole in petroleum exploration and exploitation work.  [welˌlɔrˈjɪŋ]

wellpoint [CIV ENG] A component of a wellpoint system consisting of a perforated pipe about 4 feet (1.2 meters) long and about 2 inches (5 centimeters) in diameter, equipped with a ball valve, a screen, and a jetting tip.  [welˌpɔɪnt]

wellpoint system [CIV ENG] A method of keeping an excavated area dry by intercepting the flow of groundwater with pipe wells located around the excavation area.  [welˌpɔɪntˌsɪsˌtʌm]

well-regulated system [CONT SYS] A system with a regulator whose action, together with that of the environment, prevents any disturbance from permanently driving the system from a state in which it is stable, that is, a state in which it retains its structure and survives.  [welˌregˌyoˌlædˈædˌsɪsˌtʌm]

well shooting [ENG] The firing of a charge of nitroglycerin, or other high explosive, in the bottom of a well for the purpose of increasing the flow of water, oil, or gas.  [welˌʃuːdˌɪŋ]

well-type manometer [ENG] A type of double-leg, glass-tube manometer, one leg has a relatively small diameter, and the second leg is a reservoir, the level of the liquid in the reservoir does not change appreciably with change of pressure, a mercury barometer is a common example.  [welˌˈtɪp məˈnæməˌðɔr]

welt [BUILD] 1. In sheet-metal roofing, a seam consisting of two joined sheets of metal whose edges have been folded over each other and fastened down flat. 2. A strip of wood fastened over a flush seam or joint for added strength. [ENG] A strip that has been fastened to the edges of plates that form a butt joint in a steam boiler.  [welˈtɔt]

Wentworth quick-return motion See turning-block linkage.  [ˈwɛnt,waوثˈkwɪkˈrɪtʃərnˌmoʊˌʃən]

Weston standard cell [ELEC] A standard cell used as a highly accurate voltage source for calibrating purposes; the positive electrode is mercury, the negative electrode is cadmium, and the electrolyte is a saturated cadmium sulfate solution; the Weston standard cell has a voltage of 1.018636 volts at 20°C.  [ˈwɛstənˌstændərdˌsel]

Westphal balance [ENG] A direct-reading instrument for determining the densities of solids and liquids; a plummet of known mass and volume is immersed in the liquid whose density is to be measured or, alternatively, a sample of the solid whose density is to be measured is immersed in a liquid of known density, and the loss in weight is measured, using a balance with movable weights.  [westˌfɔlˌbælˈɛnz]

wet and dry bulb thermometer See psychrometer.  [welˌænˌdriˌbʌlbˈθɔrˌmænˌðɔr]

wet blasting [ENG] Shot firing in wet holes.  [welˈbʌstˌɪŋ]
wet-bulb thermometer [ENG] A thermometer having the bulb covered with a cloth, usually muslin or cambric, saturated with water. {‘wet ‘bulb that ‘mæm-‘dər}
wet cell [ELEC] A primary cell in which there is a substantial amount of free electrolyte in liquid form. {‘wet ‘sɛl}
wet classifier [ENG] A device for the separation of solid particles in a mixture of solids and liquid into fractions, according to particle size or density by methods other than screening, operates by the difference in the settling rate between coarse and fine or heavy and light particles in a tank-confined liquid. {‘wet ‘klær-‘sər-‘tər}
wet collector See scrubber. {‘wet ‘kɔlˈɛk-tər}
wet cooling tower [MECH ENG] A structure in which water is cooled by atomization into a stream of air; heat is lost through evaporation. Also known as evaporative cooling tower. {‘wet ‘kɔl-‘ıŋ-ig}
wet drill [MECH ENG] A percussive drill with a water feed either through the machine or by means of a water swivel, to suppress the dust produced when drilling. {‘wet ‘drıl}
wet engine [MECH ENG] An engine with its oil, liquid coolant (if any), and trapped fuel inside. {‘wet ‘en-‘jən}
wet grinding [MECH ENG] 1. The milling of materials in water or other liquid. 2. The practice of applying a coolant to the work and the wheel to facilitate the grinding process. {‘wet ‘grın-dıŋ}
wet hole [ENG] A borehole that traverses a water-bearing formation from which the flow of water is great enough to keep the hole almost full of water. {‘wet ‘hɔl}
wet mill [MECH ENG] 1. A grinder in which the solid material to be ground is mixed with liquid. 2. A mill in which the grinding energy is developed by a fast-flowing liquid stream, for example a jet pulverizer. {‘wet ‘mıl}
wet scrubber [ENG] A device designed to clean a gas stream by bringing it into contact with a liquid. {‘wet ‘skrəb-‘ər}
wet sleeve [MECH ENG] A cylinder liner which is exposed to the coolant over 70% or more of its surface. {‘wet ‘slɛv}
wet slip [CIV ENG] An opening between two wharves or piers where dock trials are usually conducted, and the final fitting out is done. {‘wet ‘slıp}
wetted-wall column [CHEM ENG] A vertical column that operates with the inner walls wetted by the liquid being processed; used in theoretical studies of mass transfer rates and in analytical distillations, an example is a spinning-band column. {‘wed-‘æd wɔl ‘kɔl-‘æm-ık}
wet-test meter [ENG] A device to measure gas flow by counting the revolutions of a shaft upon which water-sealed, gas-carrying cups of fixed capacity are mounted. {‘wed-‘tes’tɛr me’ər-

wetting [ELECTR] The coating of a contact surface with an adherent film of mercury. {‘wed-‘ɪŋ}
Wiese formula

Wiese formula [ENG] An empirical relationship for motor fuel antiknock values above 100 in relation to performance numbers, basis for the American Society for Testing and Materials scale, in which octave numbers above 100 are related to increments of tetraethyllead added to isoctane. \( V = 2a \) \( \frac{\text{for}}{\text{mya}} \)

Wild fence [ENG] A wooden enclosure about 16 feet (4.8 meters) square and 8 feet (2.4 meters) high with a precipitation gage in its center, the function of the fence is to minimize eddies around the gage, and thus ensure a catch which will be representative of the actual rainfall or snowfall. \( \{ \text{wîld, jens} \) \n
Williams line [MECH ENG] The line (nearly straight) on a graph showing steam consumption (pounds per hour) versus power output (kilowatt or horsepower) for a steam engine or turbine; frequently extended to show total fuel consumed (pounds per hour) for gas turbines, internal combustion engines, and complete power plants. \( \{ \text{wil-anz, ai} \) \n
winch [MECH ENG] A machine having a drum on which to coil a rope, cable, or chain for hauling, pulling, or hoisting. \( \{ \text{winch} \) \n
winch operator See hoistman. \( \{ \text{winch, āpərə, răd-ər} \) \n
windage [MECH] 1. The deflection of a bullet or other projectile due to wind. 2. The correction made for such deflection. \( \{ \text{win-di} \) \n
windage loss [ENG] In a ventilating or air-conditioning system, the decrease in the water content of the circulating air due to the loss of entrained droplets of water, expressed as a percentage of the rate of circulation. \( \{ \text{win-di} \) \( \text{los} \) \n
wind box [ENG] A plenum chamber that supplies air for combustion to a stoker, gas burner, oil burner. \( \{ \text{win, baks} \) \n
windbreak [ENG] Any device designed to obstruct wind flow and intended for protection against any ill effects of wind. \( \{ \text{win-brak} \) \n
wind cone [ENG] A tapered fabric sleeve, shaped like a truncated cone and pivoted at its larger end on a standard, for the purpose of indicating wind direction; since the air enters the fixed end, the small end of the cone points away from the wind. Also known as wind sleeve; wind sock. \( \{ \text{win, kón} \) \n
wind correction [ENG] Any adjustment which must be made to allow for the effect of wind; especially, the adjustments to correct for the effect on a projectile in flight, on sound received by sound ranging instruments, and on an aircraft flown by dead reckoning navigation. \( \{ \text{win kòrek-shan} \) \n
wind deflection [MECH] Deflection caused by the influence of wind on the course of a projectile in flight. \( \{ \text{win di̱flek-shan} \) \n
wind-direction indicator [ENG] A device to indicate the direction from which the wind blows; an example is a weather vane. \( \{ \text{win dı̱rek-shan, in-dá̱kárd-ər} \) \n
winder [BUILD] A step, generally wedge-shaped, with a tread that is wider at one end than the other, often used in spiral staircases. \( \{ \text{win-dàr} \) \n
wind guard [CIV ENG] A building component that protects the building or some part of it against the wind, for example, a chimney cap. \( \{ \text{win-gárd} \) \n
winding [ELEC] 1. One or more turns of wire forming a continuous coil for a transformer, relay, rotating machine, or other electric device. 2. A conductive path, usually of wire, that is inductively coupled to a magnetic storage core or cell. \( \{ \text{win-in} \) \n
winding engine See hoist. \( \{ \text{wind-in, en-in} \) \n
windmill [MECH ENG] Any of various mechanisms, such as a mill, pump, or electric generator, operated by the force of wind against vanes or sails radiating about a horizontal shaft. \( \{ \text{win, mil} \) \n
windmill anemometer [ENG] A rotation anemometer in which the axis of rotation is horizontal; the instrument has either flat vanes (as in the air meter) or helicoidal vanes (as in the propeller anemometer); the relation between wind speed and angular rotation is almost linear. \( \{ \text{win, mil, an-əmám-ad-rər} \) \n
windmilling [MECH ENG] The rotation of a pro-peller from the force of the air when the engine is not operating. \( \{ \text{win, mil-in} \) \n
window [BUILD] An opening in the wall of a building or the body of a vehicle to admit light and usually to permit vision through a translucent material, usually glass. \( \{ \text{windo} \) \n
wind pressure [MECH] The total force exerted upon a structure by wind. Also known as velocity pressure. \( \{ \text{win, presh-ər} \) \n
windshield [ENG] A transparent glass screen that protects the passengers and compartment of a vehicle from wind and rain. \( \{ \text{win, sheld} \) \n
windshield See rain-gage shield. \( \{ \text{win, sheld} \) \n
wind screen See wind cone. \( \{ \text{win, slev} \) \n
wind sock See wind cone. \( \{ \text{win, sák} \) \n
wind tee [ENG] A weather vane shaped like the letter T or like an airplane, situated on an airport or landing field to indicate the wind direction. Also known as landing tee. \( \{ \text{win, të̱} \) \n
wind tunnel [ENG] A duct in which the effects of airflow past objects can be determined. \( \{ \text{win tun-a-la} \) \n
wind-tunnel instrumentation [ENG] Measuring devices used in wind-tunnel tests, in addition to conventional laboratory instruments for fluid
flow, thermometry, and mechanical measurements, there are sensing devices capable of precision measurement in the small-scale environment of the test setup. (‘winˌtan-əl, ˌin-stra-mən’tä-shən) wire drag  
windup  [MECH ENG] The twisting of a shaft under a torsional load, usually resulting in vibration and other undesirable effects as the shaft relaxes. (‘winˌdəp) wind vane  [ENG] An instrument used to indicate wind direction, consisting basically of an asymmetrically shaped object mounted at its center of gravity about a vertical axis; the end which offers the greater resistance to the motion of air moves to the downwind position; the direction of the wind is determined by reference to an attached oriented compass rose. (‘winˌvān) wing dam  See groin. (‘winˌdäm) wingless abutment  [CIV ENG] A straight-sided bridge abutment designed to resist pressure in back and provide a bridge seat. (‘winˌlēs əˈbat-ˌmənt) wing nut  [DES ENG] An internally threaded fastener with wings to permit it to be tightened or loosened by finger pressure only. Also known as butterfly nut. (‘winˌnɑt) wing screw  [DES ENG] A screw with a wing-shaped head that can be turned manually. (‘winˌskrō) winterization  [ENG] The preparation of equipment for operation in conditions of winter weather; this applies to preparation not only for cold temperatures, but also for snow, ice, and strong winds. (‘winˌtər-əˈzā-ˌshən) wire  [ELEC] A single bare or insulated metallic conductor having solid, stranded, or tinsel construction, designed to carry current in an electric circuit. Also known as electric wire. (‘wir) wire bonding  [ELEC] Lead-covered tie used to connect two cable sheaths until a splice is permanently closed and covered. [ELECTR] 1. A method of connecting integrated-circuit chips to their substrate, using ultrasonic energy to weld very fine wires mechanically from metallized terminal pads along the periphery of the chip to corresponding bonding pads on the substrate. 2. The attachment of very fine aluminum or gold wire (by thermal compression or ultrasonic welding) from metallized terminal pads along the periphery of an integrated circuit chip to corresponding bonding pads on the surface of the package leads. (‘wirˌbōnd-ˌiŋ) wire cloth  [DES ENG] Screen composed of wire crimped or woven into a pattern of squares or rectangles. (‘wirˌkloth) wire comb  [ENG] A tool for roughening a base coat of plaster in order to improve bonding of the next coat. Also known as wire scraper. (‘wirˌkəm) wire drag  [ENG] An apparatus for surveying rocky underwater areas where normal sounding methods are insufficient to ensure the discovery of all existing submerged obstructions, small shoals, or rocks above a given depth or for determining the least depth of an area; it consists essentially of a buoyed wire towed at the desired depth by two launches. (‘wirˈdrag) wire-fabric reinforcing  [CIV ENG] Reinforcing concrete or mottar with a welded wire fabric. (‘wirˈfab-rək, rēˈan-fərz-ing) wire flame spray gun  [ENG] A device which utilizes the heat from a gas flame and material in the form of wire or rod to perform a flame-spray operation. (‘wirˈflāmˈsprāˌgon) wire fusing current  [ELEC] The electric current which will cause a wire to melt. (‘wirˈfyüz-ˌiŋˌkār-ənt) wire gage  [DES ENG] 1. A gage for measuring the diameter of wire or thickness of sheet metal. 2. A standard series of sizes arbitrarily indicated by numbers, to which the diameter of wire or the thickness of sheet metal is usually made, and which is used in describing the size or thickness. (‘wirˈgā) wire lath  [ENG] A netting formed of welded wire, usually with a paper backing, and used as a base for plaster. (‘wirˈlāth) wire line  [DES ENG] 1. Any cable or rope made of steel wires twisted together to form the strands. 2. A steel wire rope 5/16 inch (7.94 millimeters) or less in diameter [ELECTR] One or more current-conducting wires or cables, used for communication, control, or telemetry. (‘wirˌlin) wire nail  [DES ENG] A nail made of wire and having a circular cross section. (‘wirˌnāl) wire recorder  [ENG ACOUS] A magnetic recorder that utilizes a round stainless steel wire about 0.004 inch (0.01 centimeter) in diameter instead of magnetic tape. (‘wir riˌkōrd-ˌər) wire recording  [ENG ACOUS] Magnetic recording by use of a magnetized wire. (‘wir riˌkōrd-ˌiŋ) wire rope  [ENG] A rope formed of twisted strands of wire. (‘wirˌrōp) wire saw  [MECH ENG] A machine employing one- or three-strand wire cable, up to 16,000 feet (4900 meters) long, running over a pulley as a belt, used in quarries to cut rock by abrasion. (‘wirˈso) wire scraper  Ser wire comb. (‘wirˌskrach-ər) wire sonde  [ENG] An atmospheric sounding instrument which is supported by a captive balloon and used to obtain temperature and humidity data from the ground level to a height of a few kilometers; height is determined by means of a sensitive altimeter, or from the amount of cable released and the angle which the cable makes with the ground, and the information is telemeasured to the ground through a wire cable. (‘wirˌsān) wire stripper  [ENG] A hand-operated tool or special machine designed to cut and remove the insulation for a predetermined distance from the end of an insulated wire, without damaging the solid or stranded wire inside. (‘wirˌstrip-ər) wire tack  [DES ENG] A tack made from wire stock. (‘wirˌtāk) wire train  [ENG] An assembly that normally consists of an extruder, a crosshead and die, a
wireway

means of cooling, and feed and take-up spools for the wire, used to coat wire with resin. (ˈwɪrˌtərən)

wireway [ENG] A trough which is lined with sheet metal and has hinged covers, designed to house electrical conductors or cables. (ˈwɜrˌwɔːr)

wire weight gage [ENG] A river gage in which a weight suspended on a wire is lowered to the water surface from a bridge or other overhead structure to measure the distance from a point of known elevation on the bridge to the water surface, the distance is usually measured by counting the number of revolutions of a drum required to lower the weight, and a counter is provided which reads the water stage directly. (ˈwɜrˌwɔtˌgæl)

wiring [ELEC] The installation and utilization of a system of wire for conduction of electricity. Also known as electric wiring. [ENG] A forming process in which the edge of a sheet-metal part is rolled over a wire to produced a tubing rim containing the wire. (ˈwɜrˈɪŋ)

wiring diagram See circuit diagram. (ˈwɜrˈɪŋˌdɪˌɡraʊm)

wiring harness [ELEC] An array of insulated conductors bound together by lacing cord, metal bands, or other binding, in an arrangement suitable for use only in specific equipment for which the harness was designed, it may include terminations. (ˈwɜrˈɪŋˌhɑrˈnəs)

Wobbe index [THERMO] A measure of the amount of heat released by a gas burner with a constant orifice, equal to the gross calorific value of the gas in British thermal units per cubic foot at standard temperature and pressure divided by the square root of the specific gravity of the gas. (ˈwɑbəˌɪnˌdekəs)

wobble friction [ENG] A force that occurs in stressed concrete when the prestressing tendon deviates from its specified profile. (ˈwɑbəˌalˌfrɪkˌʃɑn)

wobble wheel roller [MECH ENG] A roller with freely suspended pneumatic tires used in soil stabilization. (ˈwɑbəˌwəlˌrəʊˌlər)

Wollaston wire [ENG] An extremely fine platinum wire, produced by enclosing a platinum wire in a silver sheath, drawing them together, and using acid to dissolve away the silver, used in electrosopes, microfuses, and hot-wire instruments. (ˈwʊləstəˌwɜr)

wood-carving tools [DES ENG] The tools normally used in wood carving; they consist of adzes, chisels, gouges, files, and rasps, all of which vary in size and shape. (ˈwʊdˌkærvɪŋˌtʊlz)

Woodruff key [DES ENG] A self-aligning machine key made by a side-milling cutter in the form of a segment of a disk. (ˈwʊdˌdraʊfˌkɛ)

wood screw [DES ENG] A thread fastener with a pointed shank, a slotted or recessed head, and a sharp tapered thread of relatively coarse pitch for use only in wood. (ˈwʊdˌskrʊ)

woodstave pipe [DES ENG] A pipe made of narrow strips of wood placed side by side and banded with wire, metal collars, and inserted joints, used largely for municipal water supply, outfall sewers, and mining irrigation. (ˈwʊdˌstævˌpɪp)

woofer [ENG ACOUS] A large loudspeaker designed to reproduce low audio frequencies at relatively high power levels, usually used in combination with a crossover network and a high-frequency loudspeaker called a tweeter. (ˈwʊfər)

word concatenation system [ENG ACOUS] The simplest form of voice response system, which retrieves previously spoken versions of words or phrases and carefully forms them into a sequence without pauses, to approximate normally spoken word sequences. (ˈwɜrd kanˌkətənˈeɪʃənˌsɪstəm)

work [ELEC] See load. [IND ENG] The physical or mental effort expended in the performance of a task. [MECH] The transference of energy that occurs when a force is applied to a body that is moving in such a way that the force has a component in the direction of the body's motion; it is equal to the line integral of the force over the path taken by the body. (ˈwɜrk)

work breakdown structure [IND ENG] A hierarchy designed to organize, define, and display all the work that must be performed in order to accomplish the objectives of a project. (ˈwɜrkˌbrækˌdəinˌstræktˈʃɑr)

work cycle [IND ENG] A sequence of tasks, operations, or processes, or a pattern of manual motions, elements, and activities that is repeated for each unit of work. (ˈwɜrkˌsɪkl)

work design See job design. (ˈwɜrkˌdʒən)

worked penetration [ENG] Penetration of a sample of lubricating grease immediately after it has been brought to a specified temperature and subjected to strokes in a standard grease worker. (ˈwɜrkˌpənˌəstraˌʃɑn)

work element [IND ENG] In planning a manufacturing process, a single task that cannot be subdivided. (ˈwɜrkˌeləˌmɑnt)

work function See free energy. (ˈwɜrkˈfʌŋkʃən)

workhead See headstock. (ˈwɜrkˌhed)

working area [IND ENG] A portion of the workplace in which a worker moves about while fulfilling work tasks. (ˈwɜrkˌhedˌweɪə)

working envelope [MECH ENG] The surface bounding the maximum extent and reach of a robot's wrist, excluding the tool tip. Also known as working profile. (ˈwɜrkˌɪŋˈenˈveɪˌloʊp)

working life See work life. (ˈwɜrkˌlɪf)

working load [ENG] The maximum load that any structural member is designed to support. (ˈwɜrkˌləd)

working pressure [ENG] The allowable operating pressure in a pressurized vessel or conduit, usually calculated by ASME (American Society of Mechanical Engineers) or API (American Petroleum Institute) codes. (ˈwɜrkˌɪŋˈpreshər)
working profile  See working envelope.  

working Q  See loaded Q.  

working space-volume  MECH ENG  The volume enclosed by a robot’s working envelope.  

working voltage  See voltage rating.  

work-kinet ic energy theorem  MECH  The theorem that the change in the kinetic energy of a particle during a displacement is equal to the work done by the resultant force on the particle during this displacement.  

work life  CHEM ENG  The period of time a resin or an adhesive will remain usable after it is mixed with a catalyst and other ingredients. Also known as pot life, working life.  

work measurement  IND ENG  1. Determination of the difficulty of a given task by using both physiologic and biomechanical parameters to evaluate compatibility of available motions with motions required to perform the task.  2. See ergonometrics.  

work of adhesion  See adhesional work.  

work package  IND ENG  The amount of work required to complete a given job that falls within the responsibility of a single unit of the organization handling the project.  

work physiology  IND ENG  An aspect of industrial engineering that takes into account metabolic cost, measurement and prevention of work strain, and other ergonomic factors in the design of tasks and workplaces.  

workplace  IND ENG  An object that is being manufactured.  

work program  CONT SYS  A program that directs the machining of a component under numerical or computer control.  

work sampling  IND ENG  A technique to measure work activity as related to delays consisting of intermittent observations of actual work and delays. Also known as activity sampling, frequency study; ratio delay study.  

work standardization  IND ENG  The establishment of uniformity of working conditions, tools, equipment, technical procedures, administrative procedures, workplace arrangements, motion sequences, materials, quality requirements, and similar factors which affect the performance of work.  

work station  IND ENG  A workplace that is included in a production system or on a piece of equipment at which an individual worker may spend only a portion of a working shift.  

work station independence  CONT SYS  Property of a numerical control or robot program which does not depend on the nature of the work station.  

wrench  ENG  A manual or power tool with adapted or adjustable jaws or sockets either at the end or between the ends of a lever for holding or turning a bolt, pipe, or other object.  

work stress  IND ENG  Any external force that acts on the body of a worker during the performance of a task.  

work task  IND ENG  A specified amount of work, set of responsibilities, or occupation assigned to an individual or to a group.  

work tolerance  IND ENG  A time period during which a worker can effectively perform a task without a rest period while maintaining acceptable levels of physiological and emotional well-being.  

work unit  IND ENG  An amount of work or the result of an amount of work that is treated as an integer (a single piece of information) when work is being characterized quantitatively.  

world coordinates  CONT SYS  A robotic coordinate system that is fixed with respect to the Earth.  

world modeling  CONT SYS  Robot programming that allows the system to perform complex tasks, based on stored data.  

worm  DES ENG  A shank having at least one complete tooth (thread) around the pitch surface; the driver of a worm gear.  

worm conveyor  See screw conveyor.  

worm gear  DES ENG  A gear with teeth cut on an angle to be driven by a worm, used to connect nonparallel, nonintersecting shafts.  

worm wheel  DES ENG  A gear wheel with curved teeth that meshes with a worm.  

wow  ENG ACOUS  A low-frequency flutter, when caused by an off-center hole in a disk record, occurs once per revolution of the turntable.  

wrap-around grasp  IND ENG  A basic grasp whereby an object is held against the palm by the fingers wrapped around it, with the thumb opposing the index finger.  

wrap forming  See stretch forming.  

wrapper sheet  MECH ENG  1. The outer plate enclosing the firebox in a fire-tube boiler.  2. The thinner sheet of a boiler drum having two sheets.  

wrecking ball  See skull cracker.  

wrecking bar  See ripping bar.  

wrecking strip  CIV ENG  A small section that is fitted into a form for poured concrete and is work.  

wrench  ENG  A manual or power tool with adapted or adjustable jaws or sockets either at the end or between the ends of a lever for holding or turning a bolt, pipe, or other object.  

The combination of a couple and a force which is parallel to the torque exerted by the couple.
wrench-head bolt

wrench-head bolt [DES ENG] A bolt with a square or hexagonal head designed to be gripped between the jaws of a wrench. (rench headed bolt)
wringing fit [DES ENG] A fit of zero-to-negative allowance. (ringing fit)
wrist [MECH ENG] A set of rotary joints to which the end effector of a robot is attached. Also known as wrist socket. (rist)
wrist pin See piston pin. (ris pin)
write head [ELECTR] Device that stores digital information as coded electrical pulses on a magnetic drum, disk, or tape. (rt hed)
W-truss [CIV ENG] A truss having upper and lower chords joined by web members that form a shape resembling the letter W. (db-yu tras)
Wulf electrometer [ENG] 1. A variant of the string electrometer in which charged metal plates are replaced by charged knife-edges. 2. An electrometer in which two conducting fibers are placed side by side, and their separation upon charging is measured. (wulf electrometer)
Wulff process [CHEM ENG] A chemical process to make acetylene and ethylene by cracking a hydrocarbon gas (for example, butane) with high-temperature steam in a regenerative furnace. (wulf process)
Wurster process See air-suspension encapsulation. (war star process)
wye [ELEC] Polyphase circuit whose phase differences are 120° and which when drawn resembles the letter Y. [ENG] A pipe branching off a straight main run at an angle of 45°. Also known as Y; yoke. (wye)
wye branch See Y branch. (w branch)
wye fitting See Y fitting. (wi fitting)
wye level See Y level. (wr level)
**X engine** [MECH ENG] An in-line engine with the cylinder banks so arranged around the crankshaft that they resemble the letter X when the engine is viewed from the end. { 'eksˌen-ˈjan }

**X frame** [DES ENG] An automotive frame which either has side rails bent in at the center of the vehicle, making the overall form that of an X, or has an X-shaped member which joins the side rails with diagonals for added strength and resistance to torsional stresses. { 'eksˌfræm }

**x-ray diffractometer** [ENG] An instrument used in x-ray analysis to measure the intensities of the diffracted beams at different angles. { 'eksˌ,rɛ단ˌfræktəmˈɔrdərdər }  

**x-ray goniometer** [ENG] A scale designed to measure the angle between the incident and diffracted beams in x-ray diffraction analysis. { 'eksˌ,rɛ단ˌgoˌniəmovˌɔrdərdər }  

**x-ray machine** [ENG] The x-ray tube, power supply, and associated equipment required for producing x-ray photographs. { 'eksˌ,ræˌmɑʃən }  

**x-ray microscope** [ENG] 1. A device in which an ultra-fine-focus x-ray tube or electron gun produces an electron beam focused to an extremely small image on a transmission-type x-ray target that serves as a vacuum seal; the magnification is by projection; specimens being examined can thus be in air, as also can the photographic film that records the magnified image. 2. Any of several instruments which utilize x-radiation for chemical analysis and for magnification of 100–1000 diameters; it is based on contact or projection microcroradiography, reflection x-ray microscopy, or x-ray image spectrography. { 'eksˌ,ræˌmɪˌkrəˌskəp }  

**x-ray monochromator** [ENG] An instrument in which x-rays are diffracted from a crystal to produce a beam having a narrow range of wavelengths. { 'eksˌ,ræˌmənˈoʊˌkrəˌmədər }  

**x-ray telescope** [ENG] An instrument designed to detect x-rays emanating from a source outside the earth’s atmosphere and to resolve the x-rays into an image; they are carried to high altitudes by balloons, rockets, or space vehicles; although several types of x-ray detector, involving gas counters, scintillation counters, and collimators, have been used, only one, making use of the phenomenon of total external reflection of x-rays from a surface at grazing incidence, is strictly an x-ray telescope. { 'eksˌ,ræˌteˌleˌskɔp }  

**x-ray thickness gage** [ENG] A thickness gage used for measuring and indicating the thickness of moving cold-rolled sheet steel during the rolling process without making contact with the sheet; an x-ray beam directed through the sheet is absorbed in proportion to the thickness of the material and its atomic number. { 'eksˌ,ræˌθikˈnasˌgæj }  

**XY recorder** [ENG] A recorder that traces on a chart the relation of two variables, neither of which is time. { 'eksˌwiˌriˌkɔrdər }
This page intentionally left blank.
yard  [CIV ENG] A facility for building and repairing ships. [MECH] A unit of length in common use in the United States and United Kingdom, equal to 0.9144 meter, or 3 feet. Abbreviated yd. { ‘yárd }
yardage  [MECH] An amount expressed in yards. { ‘yárd-iij }
yard crane See crane truck. { ‘yárd ,krán }
yard drain  [CIV ENG] A drain for clearing an open area of surface water. { ‘yárd ,drán }
yard lumber  [BUILD] A category of lumber up to 5 inches (12.5 centimeters) thick. { ‘yárd ,lám-bar }
yard maintenance  [ENG] A category of maintenance that includes the complete rebuilding of parts, subassemblies, or components. { ‘yárd ,mánt-n-àn-sns }
yaw  [MECH] 1. The rotational or oscillatory movement of a ship, aircraft, rocket, or the like about a vertical axis. Also known as yawing. 2. The amount of this movement, that is, the angle of yaw. 3. To rotate or oscillate about a vertical axis. { yó }
yaw acceleration  [MECH] The angular acceleration of an aircraft or missile about its normal or Z axis. { ‘yó ak,sel-əv-tá-ʃán }
yaw axis  [MECH] A vertical axis through an aircraft, rocket, or similar body, about which the body yaws, it may be a body, wind, or stability axis. Also known as yawing axis. { ‘yó ak-sás }
yawing  See yaw. { ‘yó-iij }
yawing axis  See yaw axis. { ‘yó-iij ,ak-sás }
yaw simulator  [CONT SYS] A test instrument used to derive and thereby permit study of probable aerodynamic behavior in controlled flight under specific initial conditions, certain components of the missile guidance system, such as the receiver or servo loop, are connected into the simulator circuitry; also, certain aerodynamic parameters of the specific missile must be known and set into the simulator; applicable to the yaw plane. { ‘yó ,sim-ə-yá,lád-ər }
Y branch  [ENG] A Y-shaped branch in a piping system. Also known as wye branch. { ‘wi ,branch }
yd See yard.
Y fitting  [CIV ENG] A pipe fitting with one end subdivided to form two openings, usually at a 45° angle to the run of the pipe. Also known as wye fitting. { ‘wí ,fíd-iij }
yield  [ENG] Product of a reaction or process as in chemical reactions or food processing. [MECH] That stress in a material at which plastic deformation occurs. { ‘yéld }
yield factor  [IND ENG] The ratio of the amount of material that results from an industrial process to the amount of material that went into it. { ‘yéld ,fák-tar }
yield point  [MECH] The lowest stress at which strain increases without increase in stress. { ‘yéld ,póint }
yield rate  [IND ENG] The amount of satisfactory material available after the completion of a given manufacturing process expressed as a percentage of the total amount produced. { ‘yéld ,rât }
yield strength  [MECH] The stress at which a material exhibits a specified deviation from proportionality of stress and strain. { ‘yéld ,stréŋkθ }
yield stress  [MECH] The lowest stress at which extension of the tensile test piece increases without increase in load. { ‘yéld ,strēs }
yield temperature  [ENG] The temperature at which a fusible plug device melts and is dislodged by its holder and thus relieves pressure in a pressure vessel, it is caused by the melting of the fusible material, which is then forced from its holder. { ‘yéld ,tem-pra-ʃar }
yig device  [ELECTR] A filter, oscillator, parametric amplifier, or other device that uses an yttrium-iron-garnet crystal in combination with a variable magnetic field to achieve wide-band tuning in microwave circuits. Derived from yttrium-iron-garnet device. { ‘yig di,vísl }
Y level  [ENG] A surveyor’s level with Y-shaped rests to support the telescope. Also known as wye level. { ‘wi ,lèv-əl }
yoke  [DES ENG] A clamp or similar device to embrace and hold two other parts. [ELECTR] See deflection yoke. [ENG] 1. A bar of wood used to join the necks of draft animals for working together. 2. See wye. [MECH ENG] A slotted crosshead used instead of a connecting rod in some steam engines. { yók }
York-Scheibel column See Scheibel extractor. { ‘york ’shér-bal ,kál-əm }
Young-Helmholtz laws  [MECH] Two laws de-
Young's modulus

scribing the motion of bowed strings; the first
states that no overtone with a node at the point
of excitation can be present; the second states
that when the string is bowed at a distance of
\(1/n\) times the string's length from one of the
ends, where \(n\) is an integer, the string moves
back and forth with two constant velocities, one
of which has the same direction as that of the
bow and is equal to it, while the other has the
opposite direction and is \(n - 1\) times as large.

Young's modulus  [MECH] The ratio of a simple
tension stress applied to a material to the re-
sulting strain parallel to the tension. Also
known as modulus of elasticity  \(\text{ˈyəŋzˌmæjələs}\)

y parameter  [ELECTR] One of a set of four tran-
sistor equivalent-circuit parameters, used espe-
cially with field-effect transistors, that conve-
niently specify performance for small voltage and
current in an equivalent circuit; the equivalent
circuit is a current source with shunt impedance
at both input and output.  \(\text{ˈwɪˈpərəmˈædər}\)

yttrium-iron-garnet device  See yig device.  \(\text{ˈiˈtrēəmˈðərnˈgærtər}\)
zee  [CIV ENG] A metal member whose cross section has a modified Z shape; the internal angles are slightly less than 90°.  {žḗ}

Zener breakdown  [ELECTR] Nondestructive breakdown in a semiconductor, occurring when the electric field across the barrier region becomes high enough to produce a form of field emission that suddenly increases the number of carriers in this region. Also known as Zener effect.  {žēñařpráždau̯n̩}

Zener diode  [ELECTR] A semiconductor breakdown diode, usually constructed of silicon, in which reverse-voltage breakdown is based on the Zener effect.  {žēñar’di’dë́}

Zener diode voltage regulator  See diode voltage regulator.  {žēñař’di’vôlt’siijreg’-ya,lâd̩-ä́r}

Zener effect  See Zener breakdown.

zero adjuster  [ENG] A device for adjusting the pointer position of an instrument or meter to read zero when the measured quantity is zero.  {žirò’a∫ətsiːrə́r̩}

zero bevel gear  [DES ENG] A special form of bevel gear having curved teeth with a zero-degree spiral angle.  {žirò’bëv’æl’gir̩}

zero bias  [ELECTR] The condition in which the control grid and cathode of an electron tube are at the same direct-current voltage.  {žirò’bi’as̩}

zero defects  [IND ENG] A program for improving product quality to the point of perfection, so there will be no failures due to defects in construction.  {žirò’da’feks̩}

zero gravity  See weightlessness.  {žirò’græv-əd̩-ə́}

zero level  [ENG ACOUS] Reference level used for comparing sound or signal intensities; in audio-frequency work, a power of 0.006 watt is generally used as zero level, in sound; the threshold of hearing is generally assumed as the zero level.  {žirò’lev’əl̩}

zero method  See null method.  {žirò’meth’əd̩}

zero-order hold  [CONT SYS] A device which converts a sampled output into an output which is constantly held between sample constants at the last sampled value.  {žirò’jôrd̩-ə́hôld̩}

zeroth law of thermodynamics  [THERMO] A law that if two systems are separately found to be in thermal equilibrium with a third system, the first two systems are in thermal equilibrium with each other, that is, all three systems are at the same temperature.  {žirò’thə̅r’mô-d̩’nam’iks̩}

Ziegler process  [CHEM ENG] A process for the low-pressure linear polymerization of ethylene and stereospecific polymerization of propylene; the product is a high-density polymer or elastomer.  {žiɡlər,prá’sós̩}

zigzag rule  [ENG] A folding rule having pivoted sections that lock when the ruler is opened.  {žiɡzəɡ,žəɡ’rul̩}

zipper  [ENG] A generic name for slide fasteners in which two sets of interlocking teeth of the same design provide sturdy and continuous closure for adjacent pieces of textile, leather, and other materials.  {zi’pər kan,va’-ər̩}

zirconium oxide-based oxygen transducer  [ENG] A device in which the concentration of oxygen in a mixture of gases is determined from the diffusion voltage across a heated, suitably doped zirconium oxide material placed between this mixture and a reference gas.  {žiRNə’m jəks,bi’stər̩jəks Morans ’dəs’ən zən træns’dəs’ər̩}

zone  [MECH ENG] 1. In a heating or air-conditioning system, one or more spaces whose temperature is regulated by a single control. 2. A subdivision of a sprinkler, water-supply, or standpipe system.  {zɔ́n̩}

zone control  [ENG] The zoning of a process or building, and the independent heating or temperature controls for each zone.  {zɔ́n̩’kən’trɔ̀l̩}

zone heat  [CIV ENG] A central heating system arranged to allow different temperatures to be maintained at the same time in two or more areas of a building.  {zɔ́n̩’hët̩}

zone melting crystallization  [CHEM ENG] A method for purification of crystalline solids; the sample, packed in a narrow column, is heated so that a molten zone passes down through the sample, carrying impurities with it.  {zɔ́n̩’mælt̩’ïn,krist’-əl’-ə’zən̩-shən̩}

zone-position indicator  [ENG] Auxiliary radar set for indicating the general position of an object to another radar set with a narrower field.  {zɔ́n̩’pəl’zis̩-ən’-in’-dəkəd̩-ər̩}
zoning  [CIV ENG] Designation and reservation under a master plan of land use for light and heavy industry, dwellings, offices, and other buildings; use is enforced by restrictions on types of buildings in each zone.  (ˈzōn-ɪŋ)

zoom  [ENG] To enlarge or reduce the size of an image in an optical system or electronic display.  (zūm)

Z parameter  [ELECTR] One of a set of four transistor equivalent-circuit parameters; they are the inverse of the Y parameters.  (ˈzɛ pəˌram-əd-ər)

z-transfer function See pulsed transfer function.  (ˈzɛ ˈtranz-fərˌfəŋk-shən)

Z variometer See vertical intensity variometer.  (ˈzɛˌver-əˌtɛm-əd-ər)

Zyglo method  [ENG] A procedure for visualizing incipient cracks caused by fatigue failure, in which the part is immersed in a special activated penetrating oil and viewed under black light.  (ˈziˌglōˌmɛθ-əd)
This page intentionally left blank.
<table>
<thead>
<tr>
<th>U.S. Customary System</th>
<th>Metric System</th>
<th>U.S. Customary System</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 inch = 2.5 centimeters (25 millimeters)</td>
<td>1 centimeter = 0.4 inch</td>
<td>1 inch = 0.083 foot</td>
</tr>
<tr>
<td>1 foot = 0.3 meter (30 centimeters)</td>
<td>1 meter = 3.3 feet</td>
<td>1 foot = 0.33 yard (12 inches)</td>
</tr>
<tr>
<td>1 yard = 0.9 meter</td>
<td>1 meter = 1.1 yards</td>
<td>1 yard = 3 feet (36 inches)</td>
</tr>
<tr>
<td>1 mile = 1.6 kilometers</td>
<td>1 kilometer = 0.62 mile</td>
<td>1 mile = 5280 feet (1760 yards)</td>
</tr>
<tr>
<td>1 acre = 0.4 hectare</td>
<td>1 hectare = 2.47 acres</td>
<td></td>
</tr>
<tr>
<td>1 acre = 4047 square meters</td>
<td>1 square meter = 0.00025 acre</td>
<td></td>
</tr>
<tr>
<td>1 gallon = 3.8 liters</td>
<td>1 liter = 1.06 quarts = 0.26 gallon</td>
<td>1 quart = 0.25 gallon (32 ounces; 2 pints)</td>
</tr>
<tr>
<td>1 fluid ounce = 29.6 milliliters</td>
<td>1 milliliter = 0.034 fluid ounce</td>
<td>1 pint = 0.125 gallon (16 ounces)</td>
</tr>
<tr>
<td>32 fluid ounces = 946.4 milliliters</td>
<td></td>
<td>1 gallon = 4 quarts (8 pints)</td>
</tr>
<tr>
<td>1 quart = 0.95 liter</td>
<td>1 gram = 0.035 ounce</td>
<td>1 ounce = 0.0625 pound</td>
</tr>
<tr>
<td>1 ounce = 28.35 grams</td>
<td>1 kilogram = 2.2 pounds</td>
<td>1 pound = 16 ounces</td>
</tr>
<tr>
<td>1 pound = 0.45 kilogram</td>
<td>1 kilogram = 1.1 × 10⁻³ ton</td>
<td>1 ton = 2000 pounds</td>
</tr>
<tr>
<td>1 ton = 907.18 kilograms</td>
<td></td>
<td></td>
</tr>
<tr>
<td>°F = (1.8 × °C) + 32</td>
<td>°C = (°F − 32) ÷ 1.8</td>
<td></td>
</tr>
</tbody>
</table>
## Conversion Factors for the U.S. Customary System, Metric System, and International System

### A. Units of Length

<table>
<thead>
<tr>
<th>Units</th>
<th>cm</th>
<th>m</th>
<th>in.</th>
<th>ft</th>
<th>yd</th>
<th>mi</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 cm</td>
<td>= 1</td>
<td>0.01</td>
<td>0.3937008</td>
<td>0.03280840</td>
<td>0.01093613</td>
<td>6.213712 × 10⁻⁶</td>
</tr>
<tr>
<td>1 m</td>
<td>= 100.</td>
<td>1</td>
<td>39.37008</td>
<td>3.280840</td>
<td>1.093613</td>
<td>6.213712 × 10⁻⁴</td>
</tr>
<tr>
<td>1 in.</td>
<td>= 2.54</td>
<td>0.0254</td>
<td>1</td>
<td>0.08333333...</td>
<td>0.02777777...</td>
<td>1.578283 × 10⁻⁵</td>
</tr>
<tr>
<td>1 ft</td>
<td>= 30.48</td>
<td>0.3048</td>
<td>12.</td>
<td>1</td>
<td>0.3333333...</td>
<td>1.893939... × 10⁻⁴</td>
</tr>
<tr>
<td>1 yd</td>
<td>= 91.44</td>
<td>0.9144</td>
<td>36.</td>
<td>3.</td>
<td>1</td>
<td>5.681818... × 10⁻⁴</td>
</tr>
<tr>
<td>1 mi</td>
<td>= 1.609344 × 10³</td>
<td>1.609344 × 10³</td>
<td>6.336 × 10⁴</td>
<td>5280.</td>
<td>1760.</td>
<td>1</td>
</tr>
</tbody>
</table>

### B. Units of Area

<table>
<thead>
<tr>
<th>Units</th>
<th>cm²</th>
<th>m²</th>
<th>in.²</th>
<th>ft²</th>
<th>yd²</th>
<th>mi²</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 cm²</td>
<td>= 1</td>
<td>10⁻⁴</td>
<td>0.1550003</td>
<td>1.076391 × 10⁻³</td>
<td>1.195990 × 10⁻⁴</td>
<td>3.861022 × 10⁻¹¹</td>
</tr>
<tr>
<td>1 m²</td>
<td>= 10⁴</td>
<td>1</td>
<td>1550.003</td>
<td>10.76391</td>
<td>1.195990</td>
<td>3.861022 × 10⁻⁷</td>
</tr>
<tr>
<td>1 in.²</td>
<td>= 6.4516</td>
<td>6.4516 × 10⁻⁴</td>
<td>1</td>
<td>6.944444... × 10⁻³</td>
<td>7.716049 × 10⁻⁴</td>
<td>2.490977 × 10⁻¹⁰</td>
</tr>
<tr>
<td>1 ft²</td>
<td>= 929.0304</td>
<td>0.09290304</td>
<td>144.</td>
<td>1</td>
<td>0.1111111...</td>
<td>3.587007 × 10⁻⁸</td>
</tr>
<tr>
<td>1 yd²</td>
<td>= 8361.273</td>
<td>0.8361273</td>
<td>1296.</td>
<td>9.</td>
<td>1</td>
<td>3.228306 × 10⁻⁷</td>
</tr>
<tr>
<td>1 mi²</td>
<td>= 2.589988 × 10¹⁰</td>
<td>2.589988 × 10⁶</td>
<td>4.014490 × 10⁹</td>
<td>2.78784 × 10⁹</td>
<td>3.0976 × 10⁶</td>
<td>1</td>
</tr>
</tbody>
</table>
### C. Units of volume

<table>
<thead>
<tr>
<th>Units</th>
<th>m³</th>
<th>cm³</th>
<th>liter</th>
<th>in³</th>
<th>ft³</th>
<th>qt</th>
<th>gal</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 m³</td>
<td>1</td>
<td>10⁶</td>
<td>10³</td>
<td>6.102374 × 10⁴</td>
<td>35.31467 × 10⁻³</td>
<td>1.056688</td>
<td>264.1721</td>
</tr>
<tr>
<td>1 cm³</td>
<td>10⁻⁶</td>
<td>1</td>
<td>10⁻³</td>
<td>0.06102374</td>
<td>3.531467 × 10⁻⁵</td>
<td>1.056688 × 10⁻³</td>
<td>2.641721 × 10⁻⁴</td>
</tr>
<tr>
<td>1 liter</td>
<td>10⁻³</td>
<td>1000</td>
<td>1</td>
<td>61.02374</td>
<td>0.03531467</td>
<td>1.056688</td>
<td>0.264172</td>
</tr>
<tr>
<td>1 in³</td>
<td>1.638706 × 10⁻⁵</td>
<td>16.38706</td>
<td>0.01638706</td>
<td>1</td>
<td>5.787037 × 10⁻⁴</td>
<td>0.01731602</td>
<td>4.329004 × 10⁻³</td>
</tr>
<tr>
<td>1 ft³</td>
<td>2.831685 × 10⁻²</td>
<td>28316.85</td>
<td>28.31685</td>
<td>1728.</td>
<td>1</td>
<td>2.992208</td>
<td>7.480520</td>
</tr>
<tr>
<td>1 qt</td>
<td>9.463529 × 10⁻⁴</td>
<td>946.3529</td>
<td>0.9463529</td>
<td>57.75</td>
<td>0.03342014</td>
<td>1</td>
<td>0.25</td>
</tr>
<tr>
<td>1 gal (U.S.)</td>
<td>3.785412 × 10⁻³</td>
<td>3785.412</td>
<td>3.785412</td>
<td>231.</td>
<td>0.1336806</td>
<td>4.</td>
<td>1</td>
</tr>
</tbody>
</table>

### D. Units of mass

<table>
<thead>
<tr>
<th>Units</th>
<th>g</th>
<th>kg</th>
<th>oz</th>
<th>lb</th>
<th>metric ton</th>
<th>ton</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 g</td>
<td>1</td>
<td>10⁻³</td>
<td>0.03527396</td>
<td>2.204623 × 10⁻³</td>
<td>10⁻⁶</td>
<td>1.102311 × 10⁻⁶</td>
</tr>
<tr>
<td>1 kg</td>
<td>1000</td>
<td>1</td>
<td>35.27396</td>
<td>2.204623</td>
<td>10⁻³</td>
<td>1.102311 × 10⁻³</td>
</tr>
<tr>
<td>1 oz (avdp)</td>
<td>28.34952</td>
<td>0.02834952</td>
<td>1</td>
<td>0.0625</td>
<td>2.834952 × 10⁻⁵</td>
<td>3.125 × 10⁻⁵</td>
</tr>
<tr>
<td>1 lb (avdp)</td>
<td>453.5924</td>
<td>0.4535924</td>
<td>16.</td>
<td>1</td>
<td>4.535924 × 10⁻⁴</td>
<td>5. × 10⁻⁴</td>
</tr>
<tr>
<td>1 metric ton</td>
<td>10⁸</td>
<td>1000</td>
<td>35273.96</td>
<td>2204.623</td>
<td>1</td>
<td>1.102311</td>
</tr>
<tr>
<td>1 ton</td>
<td>907184.7</td>
<td>907.1847</td>
<td>32000</td>
<td>2000</td>
<td>0.9071847</td>
<td>1</td>
</tr>
</tbody>
</table>
### E. Units of density

<table>
<thead>
<tr>
<th>Units</th>
<th>( g \cdot cm^{-3} )</th>
<th>( g \cdot L^{-1}, kg \cdot m^{-3} )</th>
<th>oz \cdot in^{-3}</th>
<th>( lb \cdot in^{-3} )</th>
<th>( lb \cdot ft^{-3} )</th>
<th>( lb \cdot gal^{-1} )</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 g \cdot cm^{-3}</td>
<td>1</td>
<td>1000</td>
<td>0.5780365</td>
<td>0.03612728</td>
<td>62.42795</td>
<td>8.345403</td>
</tr>
<tr>
<td>1 g \cdot L^{-1}, kg \cdot m^{-3}</td>
<td>( 10^{-3} )</td>
<td>1</td>
<td>5.780365 ( \times 10^{-4} )</td>
<td>3.612728 ( \times 10^{-5} )</td>
<td>0.06242795</td>
<td>8.345403 ( \times 10^{-3} )</td>
</tr>
<tr>
<td>1 oz \cdot in^{-3}</td>
<td>1 ( \times 10^{3} )</td>
<td>1729.994</td>
<td>1</td>
<td>0.0625</td>
<td>108.</td>
<td>14.4375</td>
</tr>
<tr>
<td>1 lb \cdot in^{-3}</td>
<td>27.67991</td>
<td>27679.91</td>
<td>16</td>
<td>1728.</td>
<td>231.</td>
<td></td>
</tr>
<tr>
<td>1 lb \cdot ft^{-3}</td>
<td>0.01601847</td>
<td>1601847</td>
<td>9.259259 ( \times 10^{-3} )</td>
<td>5.787037 ( \times 10^{-4} )</td>
<td>1</td>
<td>0.1336806</td>
</tr>
<tr>
<td>1 lb \cdot gal^{-1}</td>
<td>0.1198264</td>
<td>119.8264</td>
<td>4.749536 ( \times 10^{-3} )</td>
<td>4.329004 ( \times 10^{-3} )</td>
<td>7.480519</td>
<td>1</td>
</tr>
</tbody>
</table>

### F. Units of pressure

<table>
<thead>
<tr>
<th>Units</th>
<th>Pa, N \cdot m^{-2}</th>
<th>dyn \cdot cm^{-2}</th>
<th>bar</th>
<th>atm</th>
<th>kgf \cdot cm^{-2}</th>
<th>mmHg (torr)</th>
<th>in. Hg</th>
<th>lbf \cdot in^{-2}</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 Pa, 1 N \cdot m^{-2}</td>
<td>1</td>
<td>10</td>
<td>10^{-5}</td>
<td>9.869233 ( \times 10^{-6} )</td>
<td>1.019716 ( \times 10^{-5} )</td>
<td>7.500617 ( \times 10^{-3} )</td>
<td>2.952999 ( \times 10^{-4} )</td>
<td>1.450377 ( \times 10^{-4} )</td>
</tr>
<tr>
<td>1 dyn \cdot cm^{-2}</td>
<td>0.1</td>
<td>1</td>
<td>10^{-6}</td>
<td>9.869233 ( \times 10^{-7} )</td>
<td>1.019716 ( \times 10^{-6} )</td>
<td>7.500617 ( \times 10^{-4} )</td>
<td>2.952999 ( \times 10^{-5} )</td>
<td>1.450377 ( \times 10^{-5} )</td>
</tr>
<tr>
<td>1 bar</td>
<td>10^{5}</td>
<td>10^{6}</td>
<td>1</td>
<td>0.9869233</td>
<td>1.019716</td>
<td>750.0617</td>
<td>29.52999</td>
<td>14.50377</td>
</tr>
<tr>
<td>1 atm</td>
<td>101325</td>
<td>101325</td>
<td>1.01325</td>
<td>1</td>
<td>1.033227</td>
<td>760.</td>
<td>29.92126</td>
<td>14.69595</td>
</tr>
<tr>
<td>1 kgf \cdot cm^{-2}</td>
<td>98066.5</td>
<td>980665</td>
<td>0.980665</td>
<td>0.9678411</td>
<td>1</td>
<td>735.592</td>
<td>28.95903</td>
<td>14.22334</td>
</tr>
<tr>
<td>1 mmHg (torr)</td>
<td>133.3224</td>
<td>1333.224</td>
<td>1.333224 ( \times 10^{3} )</td>
<td>1.315789 ( \times 10^{-3} )</td>
<td>1.39510 ( \times 10^{-3} )</td>
<td>1</td>
<td>0.03937008</td>
<td>0.01933678</td>
</tr>
<tr>
<td>1 in. Hg</td>
<td>3386.388</td>
<td>33863.88</td>
<td>0.03386388</td>
<td>0.03342105</td>
<td>0.03453155</td>
<td>25.4</td>
<td>1</td>
<td>0.4911541</td>
</tr>
<tr>
<td>1 lbf \cdot in^{-2}</td>
<td>6894.757</td>
<td>68947.57</td>
<td>0.06894757</td>
<td>0.06804596</td>
<td>0.07030696</td>
<td>51.71493</td>
<td>2.036021</td>
<td>1</td>
</tr>
</tbody>
</table>
### G. Units of energy

<table>
<thead>
<tr>
<th>Units</th>
<th>g mass (energy equiv)</th>
<th>J</th>
<th>eV</th>
<th>cal</th>
<th>cal&lt;sub&gt;IT&lt;/sub&gt;</th>
<th>Btu&lt;sub&gt;IT&lt;/sub&gt;</th>
<th>kWh</th>
<th>hp-h</th>
<th>ft-lbf</th>
<th>ft&lt;sup&gt;3&lt;/sup&gt; lbf · in&lt;sup&gt;-2&lt;/sup&gt;</th>
<th>liter-atm</th>
</tr>
</thead>
<tbody>
<tr>
<td>1 g mass</td>
<td>1</td>
<td>8.987552 × 10&lt;sup&gt;13&lt;/sup&gt;</td>
<td>5.609589 × 10&lt;sup&gt;12&lt;/sup&gt;</td>
<td>2.148076 × 10&lt;sup&gt;13&lt;/sup&gt;</td>
<td>2.146640 × 10&lt;sup&gt;13&lt;/sup&gt;</td>
<td>8.518555 × 10&lt;sup&gt;10&lt;/sup&gt;</td>
<td>2.496542 × 10&lt;sup&gt;7&lt;/sup&gt;</td>
<td>3.347918 × 10&lt;sup&gt;7&lt;/sup&gt;</td>
<td>6.628878 × 10&lt;sup&gt;3&lt;/sup&gt;</td>
<td>4.603388 × 10&lt;sup&gt;3&lt;/sup&gt;</td>
<td>8.870024</td>
</tr>
<tr>
<td>1 J</td>
<td>1.112650 × 10&lt;sup&gt;-14&lt;/sup&gt;</td>
<td>1</td>
<td>6.241510 × 10&lt;sup&gt;10&lt;/sup&gt;</td>
<td>0.239057 × 10&lt;sup&gt;10&lt;/sup&gt;</td>
<td>9.478172 × 10&lt;sup&gt;-4&lt;/sup&gt;</td>
<td>2.777779 × 10&lt;sup&gt;-7&lt;/sup&gt;</td>
<td>3.725062 × 10&lt;sup&gt;-7&lt;/sup&gt;</td>
<td>0.737562 × 10&lt;sup&gt;-7&lt;/sup&gt;</td>
<td>5.121960 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>9.869233 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>1.181225</td>
</tr>
<tr>
<td>1 eV</td>
<td>1.782662 × 10&lt;sup&gt;-13&lt;/sup&gt;</td>
<td>1.602176 × 10&lt;sup&gt;18&lt;/sup&gt;</td>
<td>3.829293 × 10&lt;sup&gt;20&lt;/sup&gt;</td>
<td>3.826733 × 10&lt;sup&gt;20&lt;/sup&gt;</td>
<td>1.518570 × 10&lt;sup&gt;-22&lt;/sup&gt;</td>
<td>4.450490 × 10&lt;sup&gt;-26&lt;/sup&gt;</td>
<td>5.968206 × 10&lt;sup&gt;-26&lt;/sup&gt;</td>
<td>1.181705 × 10&lt;sup&gt;-19&lt;/sup&gt;</td>
<td>8.206283 × 10&lt;sup&gt;-19&lt;/sup&gt;</td>
<td>2.151225</td>
<td></td>
</tr>
<tr>
<td>1 cal</td>
<td>4.655328 × 10&lt;sup&gt;-14&lt;/sup&gt;</td>
<td>4.184</td>
<td>2.611448 × 10&lt;sup&gt;19&lt;/sup&gt;</td>
<td>0.9993312 × 10&lt;sup&gt;19&lt;/sup&gt;</td>
<td>3.965667 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>1.162222 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>1.558562 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>3.085960 × 10&lt;sup&gt;-6&lt;/sup&gt;</td>
<td>2.143028 × 10&lt;sup&gt;-2&lt;/sup&gt;</td>
<td>0.04129287</td>
<td></td>
</tr>
<tr>
<td>1 cal&lt;sub&gt;IT&lt;/sub&gt;</td>
<td>4.658443 × 10&lt;sup&gt;-14&lt;/sup&gt;</td>
<td>4.188</td>
<td>2.613195 × 10&lt;sup&gt;19&lt;/sup&gt;</td>
<td>1.000669 × 10&lt;sup&gt;19&lt;/sup&gt;</td>
<td>3.968321 × 10&lt;sup&gt;-3&lt;/sup&gt;</td>
<td>1.163 × 10&lt;sup&gt;-6&lt;/sup&gt;</td>
<td>1.559609 × 10&lt;sup&gt;-6&lt;/sup&gt;</td>
<td>3.088025 × 10&lt;sup&gt;-6&lt;/sup&gt;</td>
<td>2.144462 × 10&lt;sup&gt;-2&lt;/sup&gt;</td>
<td>0.04132050</td>
<td></td>
</tr>
<tr>
<td>1 Btu&lt;sub&gt;IT&lt;/sub&gt;</td>
<td>1.173908 × 10&lt;sup&gt;-11&lt;/sup&gt;</td>
<td>1055.056</td>
<td>6.585141 × 10&lt;sup&gt;21&lt;/sup&gt;</td>
<td>252.1644</td>
<td>251.9958</td>
<td>2.930711 × 10&lt;sup&gt;-4&lt;/sup&gt;</td>
<td>3.930148 × 10&lt;sup&gt;-4&lt;/sup&gt;</td>
<td>778.1693</td>
<td>5.403953</td>
<td>10.41259</td>
<td></td>
</tr>
<tr>
<td>1 kWh</td>
<td>4.005540 × 10&lt;sup&gt;-8&lt;/sup&gt;</td>
<td>3600000.</td>
<td>2.246944 × 10&lt;sup&gt;16&lt;/sup&gt;</td>
<td>860420.7</td>
<td>859845.2</td>
<td>3412.142</td>
<td>1.341022</td>
<td>2655224.</td>
<td>18349.06</td>
<td>35529.24</td>
<td></td>
</tr>
<tr>
<td>1 hp-h</td>
<td>2.986931 × 10&lt;sup&gt;-8&lt;/sup&gt;</td>
<td>2384519.</td>
<td>1.675945 × 10&lt;sup&gt;23&lt;/sup&gt;</td>
<td>641615.6</td>
<td>641186.5</td>
<td>2544.33</td>
<td>0.7456998</td>
<td>1980000.</td>
<td>13750.</td>
<td>26494.15</td>
<td></td>
</tr>
<tr>
<td>1 ft-lbf</td>
<td>1.508551 × 10&lt;sup&gt;-14&lt;/sup&gt;</td>
<td>1.355818</td>
<td>8.462351 × 10&lt;sup&gt;18&lt;/sup&gt;</td>
<td>0.3240483</td>
<td>0.3238315</td>
<td>1.285067</td>
<td>3.766161</td>
<td>5.050505</td>
<td>6.944444</td>
<td>0.01338088</td>
<td></td>
</tr>
<tr>
<td></td>
<td>1 ft&lt;sup&gt;3&lt;/sup&gt; lbf · in&lt;sup&gt;-2&lt;/sup&gt;</td>
<td>2.172313 × 10&lt;sup&gt;-12&lt;/sup&gt;</td>
<td>195.2378</td>
<td>1.218579</td>
<td>46.66295</td>
<td>46.63174</td>
<td>0.1890497</td>
<td>5.423272</td>
<td>7.272727</td>
<td>144</td>
<td>1</td>
</tr>
<tr>
<td>1 liter-atm</td>
<td>1.127393 × 10&lt;sup&gt;-12&lt;/sup&gt;</td>
<td>101.325</td>
<td>6.324210 × 10&lt;sup&gt;20&lt;/sup&gt;</td>
<td>24.21726</td>
<td>24.20106</td>
<td>0.9603757</td>
<td>2.814583</td>
<td>3.774419</td>
<td>74.73349</td>
<td>0.5189825</td>
<td>1</td>
</tr>
</tbody>
</table>
Special constants

\[
\pi = 3.14159 26535 89793 23846 2643 \ldots
\]
\[
e = 2.71828 18284 59045 23536 0287 \ldots = \lim_{n \to \infty} \left(1 + \frac{1}{n}\right)^n
\]

- natural base of logarithms

\[
\sqrt{2} = 1.41421 35623 73095 0488 \ldots
\]
\[
\sqrt{3} = 1.73205 08075 66877 2935 \ldots
\]
\[
\sqrt{5} = 2.23606 79774 99789 6964 \ldots
\]
\[
\sqrt[3]{2} = 1.25992 1050 \ldots
\]
\[
\sqrt[3]{3} = 1.44224 9570 \ldots
\]
\[
\sqrt[2]{2} = 1.14869 8355 \ldots
\]
\[
\sqrt[3]{3} = 1.24573 0940 \ldots
\]
\[
e^\pi = 23.14069 26327 79269 006 \ldots
\]
\[
\pi^e = 22.45915 77183 61045 47342 715 \ldots
\]
\[
e^{\pi} = 15.15426 22414 79264 190 \ldots
\]
\[
\log_{10} 2 = 0.30102 99956 63981 9521 37389 \ldots
\]
\[
\log_{10} 3 = 0.47712 12547 19662 43729 50279 \ldots
\]
\[
\log_{10} e = 0.43429 44819 03251 82765 \ldots
\]
\[
\log_{10} \pi = 0.49714 98726 94133 85435 12683 \ldots
\]
\[
\log_{10} 10 = \ln 10 = 2.30258 50929 94045 68401 7991 \ldots
\]
\[
\log_{10} 2 = 0.69314 27183 61045 47342 715 \ldots
\]
\[
\log_{10} 3 = 1.09861 22886 78819 66091 97815 \ldots
\]
\[
\gamma = 0.57721 56649 01532 86060 5512 \ldots = \text{Euler's constant}
\]
\[
\gamma = \lim_{n \to \infty} \left(1 + \frac{1}{2} + \frac{1}{3} + \ldots + \frac{1}{n} - \ln n\right)
\]
\[
e^\gamma = 1.78107 24179 90197 9852 \ldots
\]
\[
\sqrt{e} = 1.64872 12707 00128 1468 \ldots
\]
\[
\sqrt{\pi} = \Gamma(\frac{3}{2}) = 1.77245 38509 05516 02729 8167 \ldots
\]

where \( \Gamma \) is the gamma function
\[
\Gamma(\frac{1}{2}) = 2.67893 85347 07748 \ldots
\]
\[
\Gamma(\frac{3}{2}) = 3.62560 99082 21908 \ldots
\]

1 radian = \(180^\circ/\pi\) = 57.29577 95130 8232 \ldots \(^\circ\)

1 \(^\circ\) = \(\pi/180\) radians = 0.01745 32925 19943 29576 92 \ldots radians

## Appendix

### Electrical and magnetic units

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Unit and symbol</th>
<th>Derivation</th>
</tr>
</thead>
<tbody>
<tr>
<td><strong>SI base units</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Mass</td>
<td>kilogram, kg</td>
<td></td>
</tr>
<tr>
<td>Time</td>
<td>second, s</td>
<td></td>
</tr>
<tr>
<td>Length</td>
<td>meter, m</td>
<td></td>
</tr>
<tr>
<td>Electric current</td>
<td>ampere, A</td>
<td></td>
</tr>
<tr>
<td>Thermodynamic temperature</td>
<td>kelvin, K</td>
<td></td>
</tr>
<tr>
<td>Luminous intensity</td>
<td>candela, cd</td>
<td></td>
</tr>
<tr>
<td>Amount of substance</td>
<td>mole, mol</td>
<td></td>
</tr>
<tr>
<td><strong>Derived units</strong></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Potential difference, emf</td>
<td>vol, V</td>
<td>$W \cdot A^{-1} = m^2 \cdot kg \cdot s^{-3} \cdot A^{-1}$</td>
</tr>
<tr>
<td>Resistance</td>
<td>ohm, $\Omega$</td>
<td>$V \cdot A^{-1} = m^2 \cdot kg \cdot s^{-3} \cdot A^{-2}$</td>
</tr>
<tr>
<td>Electric charge</td>
<td>coulomb, C</td>
<td>$s \cdot A$</td>
</tr>
<tr>
<td>Capacitance</td>
<td>farad, F</td>
<td>$C \cdot V^{-1} = m^{-2} \cdot kg^{-1} \cdot s^4 \cdot A^2$</td>
</tr>
<tr>
<td>Conductance</td>
<td>siemens, S</td>
<td>$A \cdot V^{-1} = m^{-2} \cdot kg^{-1} \cdot s^4 \cdot A^2$</td>
</tr>
<tr>
<td>Magnetic flux</td>
<td>weber, Wb</td>
<td>$V \cdot s = m^2 \cdot kg \cdot s^{-2} \cdot A^{-1}$</td>
</tr>
<tr>
<td>Inductance</td>
<td>henry, H</td>
<td>$Wb \cdot A^{-1} = m^2 \cdot kg \cdot s^{-2} \cdot A^{-2}$</td>
</tr>
<tr>
<td>Magnetic flux density</td>
<td>tesla, T</td>
<td>$Wb \cdot m^{-2} = kg \cdot s^{-2} \cdot A^{-1}$</td>
</tr>
<tr>
<td>Magnetic field strength</td>
<td>ampere per meter</td>
<td>$m^{-1} \cdot A$</td>
</tr>
<tr>
<td>Current density</td>
<td>ampere per square meter</td>
<td>$m^{-2} \cdot A$</td>
</tr>
<tr>
<td>Electric field strength</td>
<td>volt per meter</td>
<td>$V \cdot m^{-1} = m \cdot kg \cdot s^{-3} \cdot A^{-1}$</td>
</tr>
<tr>
<td>Permittivity</td>
<td>farad per meter</td>
<td>$F \cdot m^{-1} = m^{-3} \cdot kg^{-1} \cdot s^4 \cdot A^2$</td>
</tr>
<tr>
<td>Permeability</td>
<td>henry per meter</td>
<td>$H \cdot m^{-1} = m \cdot kg \cdot s^{-2} \cdot A^{-2}$</td>
</tr>
</tbody>
</table>

### Dimensional formulas of common quantities

<table>
<thead>
<tr>
<th>Quantity</th>
<th>Definition</th>
<th>Dimensional formula</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mass</td>
<td>Fundamental</td>
<td>$M$</td>
</tr>
<tr>
<td>Length</td>
<td>Fundamental</td>
<td>$L$</td>
</tr>
<tr>
<td>Time</td>
<td>Fundamental</td>
<td>$T$</td>
</tr>
<tr>
<td>Velocity</td>
<td>Distance/time</td>
<td>$LT^{-1}$</td>
</tr>
<tr>
<td>Acceleration</td>
<td>Velocity/time</td>
<td>$LT^{-2}$</td>
</tr>
<tr>
<td>Force</td>
<td>Mass $\times$ acceleration</td>
<td>$MLT^{-2}$</td>
</tr>
<tr>
<td>Momentum</td>
<td>Mass $\times$ velocity</td>
<td>$MLT^{-1}$</td>
</tr>
<tr>
<td>Energy</td>
<td>Force $\times$ distance</td>
<td>$ML^2T^{-2}$</td>
</tr>
<tr>
<td>Angle</td>
<td>Arc/radius</td>
<td>$L$</td>
</tr>
<tr>
<td>Angular velocity</td>
<td>Angle/time</td>
<td>$L^{-1}$</td>
</tr>
<tr>
<td>Angular acceleration</td>
<td>Angular velocity/time</td>
<td>$T^{-2}$</td>
</tr>
<tr>
<td>Torque</td>
<td>Force $\times$ lever arm</td>
<td>$ML^2T^{-2}$</td>
</tr>
<tr>
<td>Angular momentum</td>
<td>Moment $\times$ lever arm</td>
<td>$ML^2T^{-1}$</td>
</tr>
<tr>
<td>Moment of inertia</td>
<td>Mass $\times$ radius squared</td>
<td>$L^2$</td>
</tr>
<tr>
<td>Area</td>
<td>Length squared</td>
<td>$L^2$</td>
</tr>
<tr>
<td>Volume</td>
<td>Length cubed</td>
<td>$L^3$</td>
</tr>
<tr>
<td>Density</td>
<td>Mass/volume</td>
<td>$ML^{-3}$</td>
</tr>
<tr>
<td>Pressure</td>
<td>Force/area</td>
<td>$ML^{-1}T^{-2}$</td>
</tr>
<tr>
<td>Action</td>
<td>Energy $\times$ time</td>
<td>$ML^2T^{-1}$</td>
</tr>
<tr>
<td>Viscosity</td>
<td>Force per unit area per unit velocity gradient</td>
<td>$ML^{-1}T^{-1}$</td>
</tr>
</tbody>
</table>

635
## Internal energy and generalized work

<table>
<thead>
<tr>
<th>Type of energy</th>
<th>Intensive factor</th>
<th>Extensive factor</th>
<th>Element of work</th>
</tr>
</thead>
<tbody>
<tr>
<td>Mechanical</td>
<td></td>
<td></td>
<td></td>
</tr>
<tr>
<td>Expansion</td>
<td>Pressure (P)</td>
<td>Volume (V)</td>
<td>$-PdV$</td>
</tr>
<tr>
<td>Stretching</td>
<td>Surface tension ($\gamma$)</td>
<td>Area (A)</td>
<td>$\gamma dA$</td>
</tr>
<tr>
<td>Extension</td>
<td>Tensile stretch ($F$)</td>
<td>Length (l)</td>
<td>$Fd$l</td>
</tr>
<tr>
<td>Thermal</td>
<td>Temperature (T)</td>
<td>Entropy (S)</td>
<td>$TdS$</td>
</tr>
<tr>
<td>Chemical</td>
<td>Chemical potential ($\mu m$)</td>
<td>Moles ($n$)</td>
<td>$\mu dn$</td>
</tr>
<tr>
<td>Electrical</td>
<td>Electric potential ($E$)</td>
<td>Charge ($Q$)</td>
<td>$EdQ$</td>
</tr>
<tr>
<td>Gravitational</td>
<td>Gravitational field strength ($mg$)</td>
<td>Height ($h$)</td>
<td>$mgdh$</td>
</tr>
<tr>
<td>Polarization</td>
<td>Electrostatic</td>
<td></td>
<td></td>
</tr>
<tr>
<td></td>
<td>Electric field strength ($E$)</td>
<td>Total electric polarization ($P$)</td>
<td>$EdP$</td>
</tr>
<tr>
<td></td>
<td>Magnetic</td>
<td>Total magnetic polarization ($M$)</td>
<td>$HdM$</td>
</tr>
<tr>
<td></td>
<td>Magnetic field strength ($H$)</td>
<td></td>
<td></td>
</tr>
</tbody>
</table>
## General rules of integration*

<table>
<thead>
<tr>
<th>Integral</th>
<th>Result</th>
</tr>
</thead>
<tbody>
<tr>
<td>$\int a , dx$</td>
<td>$ax$</td>
</tr>
<tr>
<td>$\int af(x) , dx$</td>
<td>$a \int f(x) , dx$</td>
</tr>
<tr>
<td>$\int (u \pm v \pm w \pm \cdots) , dx$</td>
<td>$\int u , dx \pm \int v , dx \pm \int w , dx \pm \cdots$</td>
</tr>
<tr>
<td>$\int u , dv = uv - \int v , du$</td>
<td>[integration by parts]</td>
</tr>
<tr>
<td>$\int f(ax) , dx = \frac{1}{a} \int f(u) , du$</td>
<td></td>
</tr>
<tr>
<td>$\int F(f(x)) , dx = \int F(u) \frac{dx}{du} , du = \int F(u) f'(x) , du$</td>
<td>where $u = f(x)$</td>
</tr>
<tr>
<td>$\int u^n , du = \frac{u^{n+1}}{n+1}$</td>
<td>$n \neq -1$ [for $n = -1$]</td>
</tr>
<tr>
<td>$\int \frac{du}{u} = \ln</td>
<td>u</td>
</tr>
<tr>
<td>$\int e^x , du = e^x$</td>
<td></td>
</tr>
<tr>
<td>$\int a^x , du = \int a^{x \ln a} , du = \frac{a^u}{\ln a}$</td>
<td>$a &gt; 0$, $a \neq 1$</td>
</tr>
<tr>
<td>$\int \sin u , du = -\cos u$</td>
<td></td>
</tr>
<tr>
<td>$\int \cos u , du = \sin u$</td>
<td></td>
</tr>
</tbody>
</table>

<table>
<thead>
<tr>
<th>Integral</th>
<th>Result</th>
</tr>
</thead>
<tbody>
<tr>
<td>$\tan u , du = \ln \sec u = -\ln \cos u$</td>
<td></td>
</tr>
<tr>
<td>$\cot u , du = \ln \sin u$</td>
<td></td>
</tr>
<tr>
<td>$\sec u , du = \ln (\sec u + \tan u) = \ln \tan \left(u/2 + \frac{\pi}{4}\right)$</td>
<td></td>
</tr>
<tr>
<td>$\csc u , du = \ln (\csc u - \cot u) = \ln \tan \frac{u}{2}$</td>
<td></td>
</tr>
<tr>
<td>$\sec^2 u , du = \tan u$</td>
<td></td>
</tr>
<tr>
<td>$\csc^2 u , du = -\cot u$</td>
<td></td>
</tr>
<tr>
<td>$\tan^2 u , du = \tan u - u \int \cot^2 u , du = -\cot u - u$</td>
<td></td>
</tr>
<tr>
<td>$\sin^2 u , du = \frac{u}{2} - \frac{\sin 2u}{4} = \frac{1}{2} (u - \sin u \cos u)$</td>
<td></td>
</tr>
<tr>
<td>$\cos^2 u , du = \frac{u}{2} + \frac{\sin 2u}{4} = \frac{1}{2} (u + \sin u \cos u)$</td>
<td></td>
</tr>
<tr>
<td>$\sec u \tan u , du = \sec u$</td>
<td></td>
</tr>
<tr>
<td>$\csc u \cot u , du = -\csc u$</td>
<td></td>
</tr>
<tr>
<td>$\sin u , du = \cosh u$</td>
<td></td>
</tr>
<tr>
<td>$\cosh u , du = \sinh u$</td>
<td></td>
</tr>
<tr>
<td>$\tanh u , du = \ln \cosh u$</td>
<td></td>
</tr>
<tr>
<td>$\coth u , du = \ln \sinh u$</td>
<td></td>
</tr>
</tbody>
</table>
General rules of integration* (cont.)

\[
\begin{align*}
\int \text{sech} \ u \ du & = \sinh^{-1}(\tanh u) \quad \text{or} \quad 2 \tan^{-1} e^u \\
\int \text{csch} \ u \ du & = \ln \tanh \frac{u}{2} \quad \text{or} \ -\coth^{-1}e^u \\
\int \text{sech}^2 u \ du & = \tanh u \\
\int \text{csch}^2 u \ du & = -\coth u \\
\int \tanh^2 u \ du & = u - \tanh u \\
\int \coth^2 u \ du & = u - \coth u \\
\int \sinh^2 u \ du & = \frac{\sinh 2u}{4} - \frac{u}{2} = \frac{1}{2}(\sinh u \cosh u - u) \\
\int \cosh^2 u \ du & = \frac{\sinh 2u}{4} + \frac{u}{2} = \frac{1}{2}(\sinh u \cosh u + u) \\
\int \text{sech} u \tan u \ du & = -\text{sech} u \\
\int \text{csch} u \coth u \ du & = -\text{csch} u \\
\int \frac{du}{u^2 + a^2} & = \frac{1}{a} \tan^{-1} \frac{u}{a}
\end{align*}
\]

\[
\begin{align*}
\int \frac{du}{u^2 - a^2} & = \frac{1}{2a} \ln \left(\frac{u - a}{u + a}\right) = -\frac{1}{a} \coth^{-1} \frac{u}{a} \quad u^2 > a^2 \\
\int \frac{du}{a^2 - u^2} & = \frac{1}{2a} \ln \left(\frac{a + u}{a - u}\right) = \frac{1}{a} \tanh^{-1} \frac{u}{a} \quad u^2 < a^2 \\
\int \frac{du}{\sqrt{a^2 - u^2}} & = \sin^{-1} \frac{u}{a} \\
\int \frac{du}{\sqrt{u^2 + a^2}} & = \ln(u + \sqrt{u^2 + a^2}) \quad \text{or} \ \sinh^{-1} \frac{u}{a} \\
\int \frac{du}{\sqrt{u^2 - a^2}} & = \ln(u + \sqrt{u^2 - a^2}) \\
\int \frac{du}{u \sqrt{u^2 + a^2}} & = \frac{1}{a} \sec^{-1} \frac{|u|}{a} \\
\int \frac{du}{u \sqrt{u^2 - a^2}} & = \frac{1}{a} \ln \left(\frac{a + \sqrt{u^2 + a^2}}{u}\right) \\
\int \frac{du}{u \sqrt{u^2 - a^2}} & = -\frac{1}{a} \ln \left(\frac{a + \sqrt{u^2 - a^2}}{u}\right) \\
f^{(n)}g \ dx & = f^{(n-1)}g - f^{(n-1)}g' + f^{(n-2)}g'' - \cdots + (-1)^n f^{(n)} \ dx
\end{align*}
\]

This is called generalized integration by parts.

*Here, \(u, v, w\) are functions of \(x\); \(a, b, p, q, n\) any constants, restricted if indicated, \(e = 2.71828\ldots\) is the natural base of logarithms; \(\ln u\) denotes the natural logarithm of \(u\) where \(u > 0\); in general, to extend formulas to cases where \(u < 0\) as well, replace \(\ln u\) by \(\ln |u|\); all angles are in radians; all constants of integration are omitted but implied.

Schematic electronic symbols*

<table>
<thead>
<tr>
<th>Parts</th>
<th>Diagrams</th>
</tr>
</thead>
<tbody>
<tr>
<td>Filament, electron-tube</td>
<td>![Image]</td>
</tr>
<tr>
<td>Fuse</td>
<td>![Image]</td>
</tr>
<tr>
<td>Galvanometer</td>
<td>![Image]</td>
</tr>
<tr>
<td>Grid, electron-tube</td>
<td>![Image]</td>
</tr>
<tr>
<td>Ground, chassis</td>
<td>![Image]</td>
</tr>
<tr>
<td>Ground, earth</td>
<td>![Image]</td>
</tr>
<tr>
<td>Headset</td>
<td>![Image]</td>
</tr>
<tr>
<td>Handset, double</td>
<td>![Image]</td>
</tr>
<tr>
<td>Headset, single</td>
<td>![Image]</td>
</tr>
<tr>
<td>Headset, stereo</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, air core</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, air core, bifilar</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, air core, tapped</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, air core, variable</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, iron core</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, iron core, bifilar</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, iron core, tapped</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor iron core, variable</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, powdered-iron core</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, powdered-iron core, bifilar</td>
<td>![Image]</td>
</tr>
<tr>
<td>Inductor, powdered-iron core, tapped</td>
<td>![Image]</td>
</tr>
<tr>
<td>Integrated, circuit, general</td>
<td>![Image]</td>
</tr>
<tr>
<td>Jack, coaxial or photo</td>
<td>![Image]</td>
</tr>
<tr>
<td>Jack, phone, two-conductor</td>
<td>![Image]</td>
</tr>
<tr>
<td>Jack, phone, three-conductor</td>
<td>![Image]</td>
</tr>
<tr>
<td>Key, telegraph</td>
<td>![Image]</td>
</tr>
<tr>
<td>Lamp, incandescent</td>
<td>![Image]</td>
</tr>
<tr>
<td>Lamp, neon</td>
<td>![Image]</td>
</tr>
<tr>
<td>Male contact, general</td>
<td>![Image]</td>
</tr>
<tr>
<td>Meter, general</td>
<td>![Image]</td>
</tr>
<tr>
<td>Microammeter</td>
<td>![Image]</td>
</tr>
<tr>
<td>Microphone</td>
<td>![Image]</td>
</tr>
<tr>
<td>Microphone, directional</td>
<td>![Image]</td>
</tr>
<tr>
<td>Milliammeter</td>
<td>![Image]</td>
</tr>
<tr>
<td>NAND gate</td>
<td>![Image]</td>
</tr>
<tr>
<td>Negative voltage connection</td>
<td>![Image]</td>
</tr>
<tr>
<td>NOR gate</td>
<td>![Image]</td>
</tr>
</tbody>
</table>